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INTRODUCTION 



Successful microcomputer-based designs are judicious 
blends of hardware and software. The User's Manual 
addresses both subjects in varying degrees of detail. 
This publication is the definitive source of information 
describing the iAPX 86 components. Software topics 
are given moderately detailed coverage. The manual 
serves as a reference source during system design and 
implementation. 

Intel's Literature Guide, updated bi-monthly and avail- 
able at no cost, lists all other manuals and reference 
material. Of particular interest to iAPX 86,88 designers 
are: AP-113, Getting Started with the Numeric Data 
Processor; AP-106, Multiprogramming with iAPX 
86,88 Microsystems; The Peripheral Design Handbook, 
and the iAPX 88 Book. 

MANUAL ORGANIZATION 

The manual contains four chapters, two appendices, 
and a numerics supplement. The remainder of this 
chapter describes the architecture of the iAPX 86 
and 88. 

Chapter 2 describes the iAPX 86 and iAPX 88 Central 
Processing Units. Chapter 3 describes the 8089 Input/ 
Output Processor. These two chapters are identically 
organized and focus on providing a functional descrip- 
tion of the iAPX 86,88 and 89, plus related Intel 
products. 

Hardware reference information — electrical charac- 
teristics, timing and physical interfacing — for the iAPX 
86,88 processors is concentrated in Chapter 4. 



MICROSYSTEM 80 
NOMENCLATURE 

The increase in microcomputer system and software 
complexity has prompted Intel to introduce a new fam- 
ily of microprocessor products to reduce application 
complexity and cost. This new generation of Intel 
microprocessors is powerful and flexible and includes 
many processor enhancements. These include CPUs, 
numeric floating point extensions, I/O processors, and 
all the support chips required for a full function system. 

As Intel's product Hne has evolved, its component- 
based product numbering system has become inappro- 
priate for all the possible VLSI computer solutions 
offered. While the components retain their names, Intel 
has moved to a new system-based naming scheme to 
accommodate these new VLSI systems. 

We have adopted the following prefixes for our product 
lines, all of them under the general heading of 
Microsystem 80: 

iAPX — Processor Series 

iRMX — Operating Systems 

iSBC — Single Board Computers 

iSBX — MULTIMODULE Boards 



Concentrating on the iAPX Series, two processor lines 
are currently defined: 

iAPX 86 — 8086 CPU-based system 
iAPX 88 — 8088 CPU-based system 



Appendix A is a collection of iAPX 86 application 
notes; these provide design and debugging examples. 
Additional application notes are available through In- 
tel's Literature Department (see Literature Guide). 

Appendix B contains iAPX component data sheets and 
several systems data sheets. The entire Intel catalog of 
data sheets is available in: 1981 Component Data Cata- 
log and 1981 Systems Data Catalog. 

The Numerics Supplement provides detailed informa- 
tion on the 8087 numeric processor extension to the 
iAPX 86/10 and 88/10 CPUs. 



Configuration options within each iAPX system are 
identified by adding a suffix, for example: 

iAPX 86/10 — CPU Alone (8086) 

iAPX 86/11 — CPU + lOP (8086 + 8089) 

iAPX 88/20 — CPU with Math Extension 

(8088, 8087) 
iAPX 88/21 — CPU with Math Extension + lOP 

(8088, 8087 + 8089) 

This improved numbering system will enable us to pro- 
vide you with a more meaningful view of the capabili- 
ties of our evolving Microsystem 80. 
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iAPX 86 AND iAPX 88 ARCHITECTURE — 
THE FOUNDATION FOR THE FUTURE 
Overview 

iAPX 86,88 is an evolving family of microprocessors and 
peripherals. The family partitions processing functions among 
general data processors (8086 and 8088), specialized coproces- 
sors like the 8087 numeric data processor, and I/O channel 
processors (the 8089). 

Four key architectural concepts shaped the data processor 
designs. AH four reflect the family's role as vehicles for 
modular, high level language programming (in addition to 
assembly language programming). The four architectural 
concepts are memory segmentation, the operand addressing 
structure, the operation register set, and the instruction 
encoding scheme. They are distinct departures from the 
minicomputer architectural styles of the 1960's and 1970's. 

These earlier architectures (minicomputers) were designed 
for assembly language programming which emphasizes reg- 
ister based data and linear programs. Over the last decade, 
large software development projects shifted their program- 
ming to high level languages which employ modular pro- 
gramming and memory based data. The iAPX 86,88 
memory segmentation scheme is intended for modular pro- 
grams. It supports the static and dynamic memory require- 
ments of program modules, as well as their communication 
needs. The iAPX 86,88 registers are designed for fast high 
level language execution. The scheme employs specialized 
registers and implicit register usage. You will derive signifi- 
cant performance and memory utilization improvements 
directly from these architectural features. 
The four concepts are discussed in the following sections. 
They are: 

• Memory segmentatipn for modular programming, 
evolution to memory management and protection 

• Addressing structure for high level programming 
languages 

• Operation register set for computation 

• Instruction set encoding for memory efficiency 
and execution speed 

Memory Segmentation for Modular Programming 

Large programs (10-lOOK bytes) are not generally written in 
assembly language. They are developed in individually com- 
piled modules in high level languages. Modular program 
development techniques, program libraries, compatible link- 
ing, and project management tools are often requirements in 
such an environment. A complex application program 
might be composed of multiple processes, with each process 
constructed from multiple modules. Processes send mes- 
sages to each other for communication, while modules gen- 



erally share common data when needed. Ideally, these inter- 
module communication paths are well structured and 
disciplined. 

The iAPX 86,88 segmentation scheme is optimized for the 
reference patterns of computer programs. Four segment 
registers are provided in a segment register file. Memory 
references are relative to automatically selected code seg- 
ment (CS) and data segment (DS) registers. The module 
shares a stack segment (SS) with all other modules of the 
process (task). The module may share a global data segment 
with other modules in the process; for example, to send and 
receive messages between modules. This segment is accessed 
explicitly with the extra segment (ES) register. 

This scheme is highly efficient because constant program 
references to code and data, as well as the stack, have 
automatic segment selection. This results in minimized 
instruction length. Only 16 bits are required to address any- 
where in the full megabyte address range. Only infrequent 
inter-module communications require the extra prefix bits to 
explicitly override the automatic segment selection. 

There are two other significant advantages to the segment 
register concept. First, it separates segment base addresses 
from offset addresses which are relative to the segment base. 
Only offset addresses are used within object modules. This 
supports position-independent, dynamically relocatable mod- 
ules. You merely have to alter the CS and DS register contents 
to move a module, rather than relinking the whole task and 
reloading. This structure employs short addresses (16 rather 
than 20-bit) for efficient use of memory. 

The second advantage of iAPX 86,88 segmentation is that it 
can be extended to include memory management and multi- 
level protection. The contents and width of segmentation 
registers are independent of the rest of the instruction set. 
The architecture can be made to address additional memory 
and provide access rights and limit checking. Using the 
mainframe concept of memory based segment tables, this 
structure can also support virtual memory. Further, since 
only four registers are active in the file at a time, these 
features can be accomplished on the CPU chip itself, avoid- 
ing the access delays of off-chip memory management. 

In summary, memory segmentation has several ultimate 
benefits for the end user. It provides for simplified hardware 
and faster, modular software development, more easily 
maintainable code, and provides an orderly way for the 
architecture to grow. 

Addressing Structure for IHigh Level 
Programming Languages 

The iAPX 86,88 architecture employs an operand address- 
ing scheme complementing the memory segmentation 
scheme. There are four components in an address. They are 
the segment, base, index, and displacement. The segment 
component was just described. A base register is dedicated to 
both the data and stack segments. These base registers may 
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Figure 2. iAPX 86/10, 88/10 Register Model 



also be used when accessing the extra (global) segment. They 
are used for holding the base address of a data structure. 

Two index registers are provided for use with the base 
registers to dynamically select any element from a based data 
structure. Eight or sixteen-bit fixed displacements may be 
added to any of these address forms. The complete regis- 
ter file is shown in Figure 2 and the addressing structure is 
shown in Figure 3. 

Referring to Figure 3, an iAPX 86,88 operand address con- 
tains up to four components: a segment (S), a base (B), an 
index (I), and a displacement (d). The segment component is 
automatically selected for the code, data, and stack seg- 
ments. An explicit segment selection is required for data 
references in the extra segment. Any combination of the 
remaining three address components is permitted in virtually 
all memory reference instructions, with at least one always 
being present. 



Block and string data are extensions to this scheme. They use 
different assumptions for source and destination segments, 
but the segments are still implicitly accessed. Immediate 
operands are also supported. 

The iAPX 86,88 is a two operand machine (source and 
destination). It supports source/ destination operand combi- 
nations of register/ memory, memory/ register, memory/ 
memory (string operations only), immediate/ register, and 
immediate/ memory. The various address combinations of 
S, B, I, and d correspond to common data structures used in 
high level language programming. Such data structures can 
therefore be implemented easily in assembly language as 
well. 

Figure 3 shows the correspondence between the most com- 
mon iAPX 86,88 address modes and various data types in 
high level programming languages. The S component is 
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implicit; the stack base (BP) assumes the stack segment; no B 
component, or use of the data base (BX), assumes the data 
segment. The less commonly used address modes are not 
shown. 

The stack base (BP) is a concept borrowed from the family of 
P-machines "developed" as ideal PASCAL vehicles. P- 
machines term this register the "mark pointer". It always 
points to the base of the current local data area in the stack 
segment. This permits efficient local addressing in block- 
structured languages such as PASCAL and PL/ M. In these 
languages, procedures are invoked by pushing their parame- 
ters on the stack, calling the procedure, and then allocating 
their local data area on the stack. The iAPX 86,88 return 
instruction then removes the parameters from the stack, as is 
done in the P-machines. 

Operation Register Set for Computation 

The Intel iAPX 86,88 line is truly a complete family of 
microprocessors. The iAPX 86/ 10 and iAPX 88/ 10 are the 
general data processor members of the family, while the 8089 
is the 1/ O processor family member. In addition, the CPU 
itself has an interface for attaching coprocessors. Coproces- 
sors provide specialized operation set extensions that benefit 
the application by performing special purpose logic to 
increase performance. 

The iAPX 86/20 Numeric Data Processor is an example of 
this concept. Using an 8086 with an 8087 coprocessor (CPU 
extension) it provides a one hundred-fold performance boost 
over the iAPX 86/ 10 for a wide range of numeric operations. 
The full computational capability of the iAPX 86,88 family 
can therefore span a much broader range than is possible with 
a single microprocessor. This technique has been used success- 
fully in the mainframe and minicomputer industries to provide 
instruction set options for scientific, commercial, text process- 
ing, or other special purpose applications. 

An 8087 extends the iAPX 86 or iAPX 88 architecture to 
include additional data types, registers, and instructions. The 
8086 or 8088, with an 8087 coprocessor, operates on 16, 32, 
and 64-bit integers, 32, 64 and 80-bit floating point 
numbers, and up to 18 digit packed BCD numbers. Data 
conversions and calculations are performed in the 8087 
and are transparent to the programmer. 

The iAPX 86/ 10 and iAPX 88/ 10 CPUs alone can perform 
arithmetic operations on signed and unsigned 8 and 16-bit 
binary integers as well as packed and unpacked decimal 
integers. The full complement of logical operations are pro- 
vided as well. Interesting new features are the string opera- 
tions. Six primitive string instructions (move, skip, search, 
compare, set, and translate) are standard. When combined 
with special control operators, complex string manipula- 
tions are possible with two or three instructions. 



Instruction Set Encoding for Memory Efficiency 
and Execution Speed 

The iAPX 86 uses a byte oriented instruction stream while 
operating with a 16-bit data bus. To accomplish this, the 
processor is subdivided into two independent parallel pro- 
cessors called the bus interface unit (BIU) and the execution 
unit (EU). The iAPX 88 employs an identical execution 
unit and is 100% code compatible with iAPX 86, yet it 
interfaces to an 8-bit wide data bus BIU. The bus interface 
unit is an independent processor that prefetches instruc- 
tions. Instruction fetch time is therefore mostly over- 
lapped with other iAPX 86,88 processor activity. The bus 
interface unit permits either instructions or data to be 
placed in memory without regard to word boundaries. 
(An array of five byte records in PASCAL can be refer- 
enced without requiring an additional byte of padding to 
word align the records.) Processor subdivision into the 
BIU and EU has the additional benefit of minimizing the 
effect of wait states and bus hold time on CPU efficiency. 

Instruction set encoding is substantially improved when 
instructions are composed in byte multiples instead of 
words. Instructions in the iAPX 86,88 vary from one to six 
bytes in length (not counting optional prefix bytes). The 
average instruction is three bytes long. In a word aligned 
machine the same information would occupy four bytes. 
This and the features described above give the iAPX 86,88 
roughly a 30% program space savings over other archi- 
tectures. 

PROCESSOR PARTITIONING 

Beyond efficient support for high level languages, the 
iAPX 86 and iAPX 88 establish the foundation for the 
family to biiild on in the 1980's. The family uses increasing 
levels of integration to significantly reduce software, hard- 
ware, and development investment. 

The iAPX 86/ 10 and iAPX 88/10 general purpose proces- 
sors employ external module integration. Specialized sys- 
tem functions are distributed among optimized compo- 
nents and removed from the host processor. The CPU is 
freed to become the system manager and resource allocator 
rather than doing "all things for all programs". The family 
also includes the 8087 Numeric Data Processor and the 
8089 1/ O Channel Processor. 

These processors are optimized to address the three main 
functions in a computer environment: data processing and 
control, arithmetic computation, and input/ output. The 
8087 and 8089 are described below. 

The 8087 Numeric Processor Extension (NPX) adds over 
50 numeric opcodes and eight 80-bit registers to the host 
processor to provide more extensive data and numeric 
processing capability. It performs floating point and trans- 
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Figure 4. Numeric Data Processor Blocic Diagram 



cendental (trigonometric) functions, processes decimal 
operands up to 18 digits without roundoff, and performs 
exact arithmetic on integers up to 64 bits long. Another 
feature of the NDP, with important benefits to you, is that 
it is compatible with the proposed IEEE floating point 
standards. It can be used in applications requiring high 
speed computation such as numerical analysis, accounting 
and financial applications, the sciences, and engineering. 
Throughput increases in such applications up to 100 times 
current speeds are typical (See Figure 4.) 

The 8089 Input/ Output Processor (lOP) is an independent 
microprocessor that optimizes input/ output operations. 
The objective of the lOP is to remove all 1/ O details from 
appHcation software. It responds to CPU direction but 
executes its own instruction stream in parallel with other 
processors. I/O transfers of either 8 or 16-bit data can be 



done at rates up to 1.25 megabytes per second. The lOP 
therefore combines the attributes of both a CPU and a 
DMA controller to provide a powerful 1/ O subsystem. An 
important feature of the lOP is that it can be physically 
isolated from the application CPU. The advantage to you 
is that I/O subsystem changes or upgrades can be made 
without any impact to application software. (See Figure 5.) 

Summarizing, there are several advantages to external 
module integration: 

• System tasks may be allocated to special purpose pro- 
cessors designed for optimal task handling 

• Simultaneous operation (parallel processing) provides 
highest system performance 

• Isolated system functions minimize the effect of modifi- 
cations, local failures, or errors on the rest of the system 
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• The iAPX 86,88 family of processors allows division of 
the application into small, manageable tasks for parallel 
development, while providing built-in hardware facili- 
ties for coordinating processor interaction. With the 
iAPX 86,88 approach you can implement high perfor- 
mance systems far more quickly and easily than would 
otherwise be possible. 

DEVELOPMENT TOOLS 

Development Systems 

Development systems are a unique combination of hardware 
and software tools which increase your product development 
productivity. With Intel development products, you will 
shorten the development cycle and reduce your time to 
market. 

Development systems from Intel provide an upgradable spec- 
trum of tools ranging from stand alone development systems 
to future networks of specialized work stations. Intel elimi- 
nates your risk of development system obsolescence by gua- 
ranteeing product upgradability and compatibility. This gua- 
rantee protects your capital investment. 

For small to medium size projects, the Intellect" development 
system is available in many configurations at low cost. For 
small projects, these systems have nominal program memory 
with floppy disks as peripheral storage devices. Minimum 
configurations may be upgraded to provide increased perfor- 
mance, increased memory, and increased mass storage via 
hard disk. These more powerful configurations support 
medium sized projects. 

The Intellec Series 11/ 85 is a good example of such a system. 
It is a complete microcomputer development system inte- 
grated into one compact package. The Model 225 includes a 
CPU with 64K bytes of RAM, 4K bytes of ROM, a 2000 
character CRT, detachable full ASCII keyboard, and a 250K 
byte floppy disk drive. The powerful ISIS-II Disk Operating 
System software allows you to efficiently develop and debug 
iAPX 86,88 programs. Optional storage peripherals provide 
over 2 million and 7.3 million bytes of storage on floppy and 
hard disk, respectively. 

Distributed development configurations address the range of 
medium to large sized projects. These configurations connect 
multiple standalone development systems to more powerful 
support resources such as mainframes and their peripherals. 

In addition to the Intellec® development system, Intel offers 
several products to help you debug and test your hardware and 
software. In-Circuit-Emulators, such as ICE-86^" and ICE- 
88^*", are available to emulate your product environment. They 
increase development productivity substantially. Another 
software tool, RBF-89, helps you debug 8089 software under 
ICE control. With these tools, software development time 
can be reduced dramatically — lowering your total in- 
vestment. 



High Level Languages 

Programming languages are the key to developing an applica- 
tion. Intel programming languages serve three purposes in 
your design. First, they are your primary design tool. Intel's 
breadth of languages and extended features give you the 
maximum ability to properly design and plan your program. 
Second, Intel languages are a communication vehicle between 
programmers during implementation and later during modifi- 
cation. Standard high level languages allow programmers to 
better communicate what the programs do. Third, Intel lan- 
guages are designed in conjunction with Intel microsystems to 
provide the greatest code efficiency and execution speed. Intel 
languages speed implementation of your design and reduce 
maintenance costs. 

MDS-31 1 is a set of software development tools for iAPX 86 
and iAPX 88 applications. It is a complete set of software 
products that run on the Intellec Model-800 and Series-II 
development systems. The soft\yare tools provided include 
PL/M-86, high level programming language, and the ASM- 
86 assembler. Two utilities, LINK86 and LOC86, are supplied 
to link separately compiled or assembled program modules 
into executable tasks. The Library Manager, LIB86, lets you 
maintain a library of iAPX 86 or iAPX 88 object modules. 
These modules can then be linked in with new programs 
without being recompiled. This simplifies and speeds your 
development. Common code (e.g. a subroutine) only has to be 
developed and compiled once. Intel code converters, such as 
CONV86, are very useful tools for migrating 8080 or 8085, 
Z80, and 6809 assembly language programs to the iAPX 86 or 
iAPX 88. They convert assembly source code to ASM86 
source code. This will help you make a rapid transition and cut 
redevelopment costs substantially. 

Intel will provide a variety of languages for both systems and 
applications to facilitate development of your product. You 
can choose the language (or languages) which best suits your 
product needs and the expertise of your staff. ASM86, the 
assembly language, and PL/ M-86, the systems oriented high 
level language, are both currently available. PASCAL, FOR- 
TRAN, and BASIC will be offered in the near future, and 
COBOL is planned after that. 

Intel's languages also run on your final product. Your pro- 
duct's function is significantly increased when packaged with 
language translators. They allow your customers to tailor your 
products for their environment. Intel's languages will save 
implementation time and free resources to work on the value- 
added portion of your product. 

SINGLE BOARD COMPUTERS 
ACCELERATE YOUR 
MICROSYSTEM SUCCESS 

In addition to the increased integration of functions in 
VLSI components, there is a strong trend today to imple- 
ment microsystem applications with single board compu- 
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ters. This allows the design engineer to: 

• Easily configure reliable and cost-effective systems 
using iSBC and iSBX standard products. 

• Overcome the shortage of qualified engineers and 
technicians. 

• Get the end product to market quickly. 

• Focus on the application. 

• Offset the increasing cost of capital. 

In addition, using iSBC single board computers and iSBX 
expansion products in your design reduces the number of 
risks that you must face in all phases of the product life 
cycle. The four major risk areas that Intel iSBC and iSBX 
products will help you overcome are as follows: 

1. Limited Resources 

Using a fully tested board computer, which incorpo- 
rates the key elements of processor, memory and 1/ O, 
helps overcome today's critical shortage of engineers, 
programmers and technicans. Implementing iSBC 
boards and iSBX MULTIMODULES in your design 
reduces increasing capital costs in production, QC, and 
test. It is estimated that using iSBC boards can save up 
to $200,000 per board design. 

2. Time to Market Dictates Success or Failure 

With inflation running at its current rate, the amount of 
time it takes to get a product from an idea to the market 
becomes critical. A delay of a few months can collapse 
your return on investment. 



Experience shows that the first company that gets its 
product to the marketplace usually dominates that 
market. You can get your product to the market months 
earlier using standard off-the-shelf iSBC, iSBX and 
Real-Time Executive (iRMX) Software modules. 
Intel's large board manufacturing and distribution cap- 
abiUty enables you to respond to your market demand 
rapidly and in a cost-effective manner. 

3. Solution Completeness and Project Credibility 

Microprocessor based solutions for today's problems 
are commonplace and are expected to succeed. A broad 
spectrum of compatible system components in the 
iSBC, iSBX, and iRMX product Hne increase the prob- 
ability of being right the first time. General purpose 
iSBC board solutions are easy to customize through the 
use of iSBX modules from Intel, or your own design. 

4. Coping with the Technology/Complexity 
Avalanche 

iSBC and iSBX products incorporate the latest in VLSI 
shortly after their initial introduction. With increasing 
system complexity Intel's design process and testing 
reduces the risk of "gremlin" bugs which multiply with 
complexity and evade diagnosis. Standards used through- 
out the product family such as the de facto industry 
standard MULTIBUS, EIA, IEEE etc. provide a 
smooth transition for your product to new and chang- 
ing processor, memory and I/O technologies. 

Intel's single board computer product family is continuing 
to reduce your risk and protect your investment in the 
future by expanding iSBC and iSBX products in three 
dimensions: processors, memory, and 1/ O. 
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SUMMARY 

Intel's iAPX 86,88 multiple processor family is designed 
for modular programming in high level as well as assembly 
languages. 

• Its memory segmentation scheme is optimized for the 
reference needs of computer programs, and is separate 
from the operand addressing structure. 

• The structure for addressing operands within segments 
directly supports the various data types found in high 
level programming languages. 

• The family provides an operation register set to support 
general computation requirements. It also provides for 
optimized operation register sets to do specialized data 
processing functions with its inherent multi- and copro- 
cessor support. 

• The family uses optimized instruction encoding for 
high performance and memory efficiency 

• The family is well supported with development tools 
and single board computer products. 

This architecture provides the foundation for solving the 
application needs in the 1980's. It makes a noted departure 
from architectures of the 1960's and 1970's — based on 
Inters intent to minimize software and hardware product 
costs for you, the end user. 
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CHAPTER 2 

THE 8086 AND 8088 

CENTRAL PROCESSING UNITS 



This chapter describes the mainstays of the 8086 
microprocessor family: the 8086 and 8088 central 
processing units (CPUs). The material is divided 
into ten sections and generally proceeds from 
hardware to software topics as follows: 

1 . Processor Overview 

2. Processor Architecture 

3. Memory 

4. Input/Output 

5. Multiprocessing Features 

6. Processor Control and Monitoring 

7. Instruction Set 

8. Addressing Modes 

9. Programming Facilities 

10. Programming Guidelines and Examples 

The chapter describes the internal operation of 
the CPUs in detail. The interaction of the pro- 
cessors with other devices is discussed in func- 
tional terms; electrical characteristics, timing, and 
other information needed to actually interface 
other devices with the 8086 and 8088 are provided 
in Chapter 4. 



2.1 Processor Overview 



The 8086 and 8088 are closely related third- 
generation microprocessors. The 8088 is designed 
with an 8-bit external data path to memory and 
I/O, while the 8086 can transfer 16 bits at a time. 
In almost every other respect the processors are 
identical; software written for one CPU will 
execute on the other without alteration. The chips 
are contained in standard 40-pin dual in-line 
packages (figure 2-1) and operate from a single 
+5V power source. 

The 8086 and 8088 are suitable for an exception- 
ally wide spectrum of microcomputer applica- 
tions, and this flexibility is one of their most 
outstanding characteristics. Systems can range 
from uniprocessor minimal-memory designs 
implemented with a handful of chips (figure 2-2), 
to multiprocessor systems with up to a megabyte 
of memory (figure 2-3). 
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The large application domain of the 8086 and 
8088 is made possible primarily by the processors' 
dual operating modes (minimum and maximum 
mode) and built-in multiprocessing features. 
Several of the 40 CPU pins have dual functions 
that are selected by a strapping pin. Configured 
in minimum mode, these pins transfer control 
signals directly to memory and input/output 
devices. In maximum mode these same pins take 
on different functions that are helpful in medium 
to large ystems, especially systems with multiple 
processors. The control functions assigned to 
these pins in minimum mode are assumed by a 
support chip, the 8288 Bus Controller. 

The CPUs are designed to operate with the 8089 
Input/Output Processor (lOP) and other pro- 
cessors in multiprocessing and distributed pro- 
cessing systems. When used in conjunction with 
one or more 8089s, the 8086 and 8088 expand 
the applicability of microprocessors into I/O- 
intensive data processing systems. Built-in coor- 
dinating signals and instructions, and electrical 
compatibility with Intel's Multibus"'"'^ shared bus 
architecture, simplify and reduce the cost of 
developing multiple-processor designs. 

Both CPUs are substantially more powerful than 
any microprocessor previously offered by Intel. 
Actual performance, of course, varies from 
application to application, but comparisons to the 
industry standard 2-MHz 8080A are instructive. 
The 8088 is from four to six times more powerful 
than the 8080A; the 8086 provides seven to ten 
times the 8080A's performance (see figure 2-4). 
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Figure 2-4. Relative Performance of the 
8086 and 8088 



The 8086's advantage over the 8088 is attributable 
to its 16-bit external data bus. In applications that 
manipulate 8-bit quantities extensively, or that 
are execution-bound, the 8088 can approach to 
within \0% of the 8086's processing throughput. 

The high performance of the 8086 and 8088 is 
realized by combining a 16-bit internal data path 
with a pipelined architecture that allows instruc- 
tions to be prefetched during spare bus cycles. 
Also contributing to performance is a compact 
instruction format that enables more instructions 
to be fetched in a given amount of time. 

Software for high-performance 8086 and 8088 
systems need not be written in assembly language. 
The CPUs are designed to provide direct hard- 
ware support for programs written in high-level 
languages such as Intel's PL/M-86. Most high- 
level languages store variables in memory; the 
8086/8088 symmetrical instruction set supports 
direct operation on memory operands, including 
operands on the stack. The hardware addressing 
modes provide efficient, straightforward 
implementations of based variables, arrays, ar- 
rays of structures and other high-level language 
data constructs. A powerful set of memory-to- 
memory string operations is available for efficient 
character data manipulation. Finally, routines 
with critical performance requirements that can- 
not be met with PL/M-86 may be written in 
ASM-86 (the 8086/8088 assembly language) and 
linked with PL/M-86 code. 

While the 8086 and 8088 are totally new designs, 
they make the most of users' existing investments 
in systems designed around the 8080/8085 
microprocessors. Many of the standard Intel 
memory, peripheral control and communication 
chips are compatible with the 8086 and the 8088. 
Software is developed in the familiar Intellec® 
Microcomputer Development System environ- 
ment, and most existing programs, whether writ- 
ten in ASM-80 or PL/M-80, can be directly con- 
verted to run on the 8086 and 8088. 

2.2 Processor Architecture 

Microprocessors generally execute a program by 
repeatedly cycling through the steps shown below 
(this description is somewhat simplified): 

1 . Fetch the next instruction from memory. 

2. Read an operand (if required by the 
instruction). 
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3. Execute the instruction. 

4. Write the result (if required by the 
instruction). 



In previous CPUs, most of these steps have been 
performed serially, or with only a single bus cycle 
fetch overlap. The architecture of the 8086 and 
8088 CPUs, while performing the same steps, 
allocates them to two separate processing units 
within the CPU. The execution unit (EU) executes 
instructions; the bus interface unit (BIU) fetches 
instructions, reads operands and writes results. 



The two units can operate independently of one 
another and are able, under most circumstances, 
to extensively overlap instruction fetch with exe- 
cution. The result is that, in most cases, the time 
normally required to fetch instructions ** dis- 
appears" because the EU executes instructions 
that have already been fetched by the BIU. Figure 
2-5 illustrates this overlap and compares it with 
traditional microprocessor operation. In the 
example, overlapping reduces the elapsed time 
required to execute three instructions, and allows 
two additional instructions to be prefetched as 
well. 
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Execution Unit 



Bus Interface Unit 



The execution units of the 8086 and 8088 are iden- 
tical (figure 2-6). A 16-bit arithmetic/logic unit 
(ALU) in the EU maintains the CPU status and 
control flags, and manipulates the general 
registers and instruction operands. All registers 
and data paths in the EU are 16 bits wide for fast 
internal transfers. 

The EU has no connection to the system bus, the 
* 'outside world." It obtains instructions from a 
queue maintained by the BIU. Likewise, when an 
instruction requires access to memory or to a 
peripheral device, the EU requests the BIU to 
obtain or store the data. All addresses 
manipulated by the EU are 16 bits wide. The BIU, 
however, performs an address relocation that 
gives the EU access to the full megabyte of 
memory space (see section 2.3). 



The BIUs of the 8086 and 8088 are functionally 
identical, but are implemented differently to 
match the structure and performance 
characteristics of their respective buses. 

The BIU performs all bus operations for the EU. 
Data is transferred between the CPU and memory 
or I/O devices upon demand from the EU. Sec- 
tions 2.3 and 2.4 describe the interaction of the 
BIU with memory and I/O devices. 

In addition, during periods when the EU is busy 
executing instructions, the BIU 'iooks ahead" 
and fetches more instructions from memory. The 
instructions are stored in an internal RAM array 
called the instruction stream queue. The 8088 
instruction queue holds up to four bytes of the 
instruction stream, while the 8086 queue can store 
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up to six instruction bytes. These queue sizes 
allow the BIU to keep the EU supplied with pre- 
fetched instructions under most conditions 
without monopolizing the system bus. The 8088 
BIU fetches another instruction byte whenever 
one byte in its queue is empty and there is no 
active request for bus access from the EU. The 
8086 BIU operates similarly except that it does 
not initiate a fetch until there are two empty bytes 
in its queue. The 8086 BIU normally obtains two 
instruction bytes per fetch; if a program transfer 
forces fetching from an odd address, the 8086 
BIU automatically reads one byte from the odd 
address and then resumes fetching two-byte 
words from the subsequent even addresses. 

Under most circumstances the queues contain at 
least one byte of the instruction stream and the 
EU does not have to wait for instructions to be 
fetched. The instructions in the queue are those 
stored in the memory locations immediately adja- 
cent to and higher than the instruction currently 
being executed. That is, they are the next logical 
instructions so long as execution proceeds seri- 
ally. If the EU executes an instruction that 
transfers control to another location, the BIU 
resets the queue, fetches the instruction from the 
new address, passes it immediately to the EU, and 
then begins refilling the queue from the new loca- 
tion. In addition, the BIU suspends instruction 
fetching whenever the EU requests a memory or 
I/O read or write (except that a fetch already in 
progress is completed before executing the EU's 
bus request). 



General Registers 

Both CPUs have the same complement of eight 
16-bit general registers (figure 2-7). The general 
registers are subdivided into two sets of four 
registers each: the data registers (sometimes called 
the H & L group for "high" and *'low"), and the 
pointer and index registers (sometimes called the 
P&Igroup). 

The data registers are unique in that their upper 
(high) and lower halves are separately 
addressable. This means that each data register 
can be used interchangeably as a 16-bit register, 
or as two 8-bit registers. The other CPU registers 
always are accessed as 16-bit units only. The data 
registers can be used without constraint in most 
arithmetic and logic operations. In addition. 
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some instructions use certain registers implicitly 
(see table 2-1) thus allowing compact yet powerful 
encoding. 

Table 2-1 . Implicit Use of General Registers 



REGISTER 


OPERATIONS 


AX 


Word Multiply, Word Divide, 
Word I/O 


AL 


Byte Multiply, Byte Divide, Byte 
I/O, Translate, Decimal Arithmetic 


AH 


Byte Multiply, Byte Divide 


BX 


Translate 


CX 


String Operations, Loops 


CL 


Variable Shift and Rotate 


DX 


Word Multiply, Word Divide, 
Indirect I/O 


SP 


Stack Operations 


SI 


String Operations 


Dl 


String Operations 



The pointer and index registers can also par- 
ticipate in most arithmetic and logic operations. 
In fact, all eight general registers fit the definition 
of ''accumulator" as used in first and second 
generation microprocessors. The P & I registers 
(except for BP) also are used implicitly in some 
instructions as shown in table 2-1 . 
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Segment Registers 

The megabyte of 8086 and 8088 memory space is 
divided into logical segments of up to 64k bytes 
each. (Memory segmentation is described in sec- 
tion 2.3.) The CPU has direct access to four 
segments at a time; their base addresses (starting 
locations) are contained in the segment registers 
(see figure 2-8), The CS register points to the cur- 
rent code segment; instructions are fetched from 
this segment. The SS register points to the current 
stack segment; stack operations are performed on 
locations in this segment. The DS register points 
to the current data segment; it generally contains 
program variables. The ES register points to the 
current extra segment, which also is typically used 
for data storage. 

The segment registers are accessible to programs 
and can be manipulated with several instructions. 
Good programming practice and consideration of 
compatibility with future Intel hardware and soft- 
ware products dictate that the segment registers 
be used in a disciplined fashion. Section 2.10 pro- 
vides guidelines for segment register use. 



CODE 
SEGMENT 



DATA 
SEGMENT 



STACK 
SEGMENT 



EXTRA 
SEGMENT 



Figure 2-8. Segment Registers 



Instruction Pointer 

The 16-bit instruction pointer (IP) is analogous to 
the program counter (PC) in the 8080/8085 
CPUs. The instruction pointer is updated by the 
BIU so that it contains the offset (distance in 
bytes) of the next instruction from the beginning 
of the current code segment; i.e., IP points to the 
next instruction. During normal execution, IP 
contains the offset of the next instruction to be 
fetched by the BIU; whenever IP is saved on the 
stack, however, it first is automatically adjusted 
to point to the next instruction to be executed. 
Programs do not have direct access to the instruc- 
tion pointer, but instructions cause it to change 
and to be saved on and restored from the stack. 



Flags 

The 8086 and 8088 have six 1-bit status flags 
(figure 2-9) that the EU posts to reflect certain 
properties of the result of an arithmetic or logic 



CONTROL 


STATUS 


FLAGS 


FLAGS 
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01300000™ 



-CARRY 

- PARITY 

-AUXILIARY CARRY 

-ZERO 

-SIGN 

-OVERFLOW 

-INTERRUPT-ENABLE 

-DIRECTION 

-TRAP 



Figure 2-9. Flags 



operation. A group of instructions is available 
that allows a program to alter its execution 
depending on the state of these flags, that is, on 
the result of a prior operation. Different instruc- 
tions affect the status flags differently; in general, 
however, the flags reflect the following 
conditions: 

1 . If AF (the auxiliary carry flag) is set, there 
has been a carry out of the low nibble into 
the high nibble or a borrow from the high 
nibble into the low nibble of an 8-bit quantity 
(low-order byte of a 16-bit quantity). This 
flag is used by decimal arithmetic 
instructions. 

2. If CF (the carry flag) is set, there has been a 
carry out of, or a borrow into, the high-order 
bit of the result (8- or 16-bit). The flag is used 
by instructions that add and subtract 
multibyte numbers. Rotate instructions can 
also isolate a bit in memory or a register by 
placing it in the carry flag. 

3. If OF (the overflow flag) is set, an arithmetic 
overflow has occurred; that is, a significant 
digit has been lost because the size of the 
result exceeded the capacity of its destination 
location. An Interrupt On Overflow instruc- 
tion is available that will generate an inter- 
rupt in this situation. 
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4. If SF (the sign flag) is set, the high-order bit 
of the result is a 1. Since negative binary 
numbers are represented in the 8086 and 8088 
in standard two's complement notation, SF 
indicates the sign of the result (0 = positive, 
1 = negative). 

5. If PF (the parity flag) is set, the result has 
even parity, an even number of 1-bits. This 
flag can be used to check for data transmis- 
sion errors. 

6. If ZF (the zero flag) is set, the result of the 
operation is 0. 

Three additional control flags (figure 2-9) can be 
set and cleared by programs to alter processor 
operations: 

1. Setting DF (the direction flag) causes string 
instructions to auto-decrement; that is, to 
process strings from high addresses to low 
addresses, or from **right to left." Clearing 
DF causes string instructions to auto- 
increment, or to process strings from '*left to 
right." 

2. Setting IF (the interrupt-enable flag) allows 
the CPU to recognize external (maskable) 
interrupt requests. Clearing IF disables these 
interrupts. IF has no affect on either non- 
maskable external or internally generated 
interrupts. 

3. Setting TF (the trap flag) puts the processor 
into single-step mode for debugging. In this 
mode, the CPU automatically generates an 
internal interrupt after each instruction, 
allowing a program to be inspected as it exe- 
cutes instruction by instruction. Section 2.10 
contains an example showing the use of TF in 
a single-step and breakpoint routine. 



8080/8085 Registers and Flag 
Correspondence 

The registers, flags and program counter in the 
8080/8085 CPUs all have counterparts in the 8086 
and 8088 (see figure 2-10). The A register (ac- 
cumulator) in the 8080/8085 corresponds to the 
AL register in the 8086 and 8088. The 8080/8085 
H & L, B & C, and D & E registers correspond to 
registers BH, BL, CH, CL, DH and DL, respec- 
tively, in the 8086 and 8088. The 8080/8085 SP 
(stack pointer) and PC (program counter) have 
their counterparts in the 8086/8088 SP and IP. 



The AF, CF, PF, SF, and ZF flags are the same in 
both CPU families. The remaining flags and 
registers are unique to the 8086 and 8088. This 
8080/8085 to 8086 mapping allows most existing 
8080/8085 program code to be directly translated 
into 8086/8088 code. 



Mode Selection 

Both processors have a strap pin (MN/MX) that 
defines the function of eight CPU pins in t he 80 86 
and nine pins in the 8088. Connecting MN/MX to 
+5V places the CPU in minimum mode. In this 
configuration, which is designed for small 
systems (roughly one or two boards), the CPU 
itself provides the bus control signals ne eded by 
memory and peripherals. When MN/MX is 
strapped to ground, the CPU is configured in 
maximum mode. In this configuration the CPU 
encodes control signals on three lines. An 8288 
Bus Controller is added to decode the signals 
from the CPU and to provide an expanded set of 
control signals to the rest of the system. The CPU 
uses the remaining free lines for a new set of 
signals designed to help coordinate the activities 
of other processors in the system. Sections 2.5 
and 2.6 describe the functions of these signals. 



2.3 Memory 

The 8086 and 8088 can accommodate up to 
1,048,576 bytes of memory in both minimum and 
maximum mode. This section describes how 
memory is functionally organized and used. 
There are substantial differences in the way 
memory components are actually accessed by the 
two processors; these differences, which are in- 
visible to programs, are covered in section 4.2, 
External Memory Addressing. 



Storage Organization 

From a storage point of view, the 8086 and 8088 
memory spaces are organized as identical arrays 
of 8-bit bytes (see figure 2-11). Instructions, byte 
data and word data may be freely stored at any 
byte address without regard for alignment thereby 
saving memory space by allowing code to be 
densely packed in memory (see figure 2-12). Odd- 
addressed (unaligned) word variables, however. 
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Figure 2-10. 8080/8085 Register Subset (Shaded) 
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Figure 2-11. Storage Organization 



Figure 2-12. Instruction and Variable Storage 
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do not take advantage of the 8086's ability to 
transfer 16-bits at a time. Instruction alignment 
does not materially affect the performance of 
either processor. 

Following Intel convention, word data always is 
stored with the most-significant byte in the higher 
memory location (see figure 2-13). Most of the 
time this storage convention is ** invisible" to 
anyone working with the processors; exceptions 
may occur when monitoring the system bus or 
when reading memory dumps. 

A special class of data is stored as doublewords; 
i.e., two consecutive words. These are called 
pointers and are used to address data and code 
that are outside the currently-addressable 
segments. The lower-addressed word of a pointer 
contains an offset value, and the higher-addressed 
word contains a segment base address. Each word 
is stored conventionally with the higher-addressed 
byte containing the most-significant eight bits of 
the word (see figure 2-14). 



Segmentation 

8086 and 8088 programs **view'' the megabyte of 
memory space as a group of segments that are 
defined by the application. A segment is a logical 
unit of memory that may be up to 64k bytes long. 
Each segment is made up of contiguous memory 
locations and is an independent, separately- 
addressable unit. Every segment is assigned (by 
software) a base address, which is its starting 
location in the memory space. All segments begin 
on 16-byte memory boundaries. There are no 
other restrictions on segment locations; segments 
may be adjacent, disjoint, partially overlapped, 
or fully overlapped (see figure 2-15). A physical 
memory location may be mapped into (contained 
in) one or more logical segments. 



The segment registers point to (contain the base 
address values of) the four currently addressable 
segments (see figure 2-16). Programs obtain 
access to code and data in other segments by 
changing the segment registers to point to the 
desired segments. 
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0000 ! 0010 



BINARY 



VALUE OF WORD STORED AT724H: 5502H 



Figure 2-13. Storage of Word Variables 



Every application will define and use segments 
differently. The currently addressable segments 
provide a generous work space: 64k bytes for 
code, a 64k byte stack and 128k bytes of data 
storage. Many applications can be written to 
simply initialize the segment registers and then 
forget them. Larger applications should be 
designed with careful consideration given to seg- 
ment definition. 
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Figure 2-14. Storage of Pointer Variables 
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Figure 2-15. Segment Locations in Physical Memory 
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Figure 2-16. Currently Addressable Segments 



The segmented structure of the 8086/8088 
memory space supports modular software design 
by discouraging huge, monolithic programs. The 
segments also can be used to advantage in many 
programming situations. Take, for example, the 
case of an editor for several on-line terminals. A 
64k text buffer (probably an extra segment) could 
be assigned to each terminal. A single program 
could maintain all the buffers by simply changing 
register ES to point to the buffer of the terminal 
requiring service. 



Physical Address Generation 

It is useful to think of every memory location as 
having two kinds of addresses, physical and 
logical. A physical address is the 20-bit value that 
uniquely identifies each byte location in the 
megabyte memory space. Physical addresses may 
range from OH through FFFFFH. All exchanges 
between the CPU and memory components use 
this physical address. 

Programs deal with logical, rather than physical 
addresses and allow code to be developed without 
prior knowledge of where the code is to be located 
in memory and facilitate dynamic management of 
memory resources. A logical address consists of a 
segment base value and an offset value. For any 
given memory location, the segment base value 
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locates the first byte of the containing segment 
and the offset value is the distance, in bytes, of 
the target location from the beginning of the 
segment. Segment base and offset values are 
unsigned 16-bit quantities; the lowest-addressed 
byte in a segment has an offset of 0. Many dif- 
ferent logical addresses can map to the same 
physical location as shown in figure 2-17. In 
figure 2-17, physical memory location 2C3H is 
contained in two different overlapping segments, 
one beginning at 2B0H and the other at 2C0H. 

Whenever the BIU accesses memory— to fetch an 
instruction or to obtain or store a variable— it 
generates a physical address from a logical 
address. This is done by shifting the segment base 
value four bit positions and adding the offset as 
illustrated in figure 2-18. Note that this addition 
process provides for modulo 64k addressing 
(addresses wrap around from the end of a seg- 
ment to the beginning of the same segment). 

The BIU obtains the logical address of a memory 
location from different sources depending on the 
type of reference that is being made (see table 



2-2). Instructions always are fetched from the cur- 
rent code segment; IP contains the offset of the 
target instruction from the beginning of the seg- 
ment. Stack instructions always operate on the 
current stack segment; SP contains the offset of 
the top of the stack. Most variables (memory 
operands) are assumed to reside in the current 
data segment, although a program can instruct 
the BIU to access a variable in one of the other 
currently addressable segments. The offset of a 
memory variable is calculated by the EU. This 
calculation is based on the addressing mode 
specified in the instruction; the result is called the 
operand's effective address (EA). Section 2.8 
covers addressing modes and effective address 
calculation in detail. 



Strings are addressed differently than other 
variables. The source operand of a string instruc- 
tion is assumed to lie in the current data segment, 
but another currently addressable segment may be 
specified. Its offset is taken from register SI, the 
source index register. The destination operand of 
a string instruction always resides in the current 
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Figure 2-17. Logical and Physical Addresses 
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Figure 2-18. Physical Address Generation 



Table 2-2. Logical Address Sources 






DEFAULT 


ALTERNATE 




TYPE OF MEMORY REFERENCE 


SEGMENT 


SEGMENT 


OFFSET 




BASE 


BASE 




Instruction Fetch 


CS 


NONE 


IP 


Stack Operation 


ss 


NONE 


SP 


Variable (except following) 


DS 


CS,ES,SS 


Effective Address 


String Source 


DS 


GS,ES,SS 


SI 


String Destination 


ES 


NONE 


Dl 


BP Used As Base Register 


SS 


CS,DS,ES 


Effective Address 



extra segment; its offset is taken from Dl, the 
destination index register. The string instructions 
automatically adjust SI and Dl as they process the 
strings one byte or word at a time. 

When register BP, the base pointer register, is 
designated as a base register in an instruction, the 
variable is assumed to reside in the current stack 
segment. Register BP thus provides a convenient 
way to address data on the stack; BP can be used, 
however, to access data in any of the other cur- 
rently addressable segments. 

In most cases, the BIU's segment assumptions are 
a convenience to programmers. It is possible, 
however, for a programmer to explicitly direct the 
BIU to access a variable in any of the currently 
addressable segments (the only exception is the 
destination operand of a string instruction which 
must be in the extra segment). This is done by 
preceding an instruction with a segment override 
prefix. This one-byte machine instruction tells the 
BIU which segment register to use to access a 
variable referenced in the following instruction. 



Dynamically Relocatable Code 

The segmented memory structure of the 8086 and 
8088 makes it possible to write programs that are 
position-independent, or dynamically relocatable. 
Dynamic relocation allows a multiprogramming 
or multitasking system to make particularly effec- 
tive use of available memory. Inactive programs 
can be written to disk and the space they occupied 
allocated to other programs. If a disk-resident 
program is needed later, it can be read back into 
any available memory location and restarted. 
Similarly, if a program needs a large contiguous 
block of storage, and the total amount is available 
only in nonadjacent fragments, other program 
segments can be compacted to free up a con- 
tinuous space. This process is shown graphically 
in figure 2-19. 



In order to be dynamically relocatable, a program 
must not load or alter its segment registers and 
must not transfer directly to a location outside the 
current code segment. In other words, all offsets 
in the program must be relative to fixed values 
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Figure 2-19. Dynamic Code Relocation 



contained in the segment registers. This allows the 
program to be moved anywhere in memory as 
long as the segment registers are updated to point 
to the new base addresses. Section 2.10 contains 
an example that illustrates dynamic code 
relocation. 



Stack Implementation 

Stacks in the 8086 and 8088 are implemented in 
memory and are located by the stack segment 
register (SS) and the stack pointer register (SP). A 
system may have an unlimited number of stacks, 
and a stack may be up to 64k bytes long, the max- 
imum length of a segment. (An attempt to expand 
a stack beyond 64k bytes overwrites the beginning 
of the stack.) One stack is directly addressable at 
a time; this is the current stack, often referred to 
simply as **the" stack. SS contains the base 
address of the current stack and SP points to the 
top of the stack (TOS). In other words, SP con- 
tains the offset of the top of the stack from the 



stack segment's base address. Note, however, that 
the stack's base address (contained in SS) is not 
the * 'bottom" of the stack. 

8086 and 8088 stacks are 16 bits wide; instructions 
that operate on a stack add and remove stack 
items one word at a time. An item is pushed onto 
the stack (see figure 2-20) by decrementing SF by 
2 and writing the item at the new TOS. An item is 
popped off the stack by copying it from TOS and 
then incrementing SP by 2. In other words, the 
stack grows down in memory toward its base 
address. Stack operations never move items on 
the stack, nor do they erase them. The top of the 
stack changes only as a result of updating the 
stack pointer. 

Dedicated and Reserved Memory 
Locations 

Two areas in extreme low and high memory are 
dedicated to specific processor functions or are 
reserved by Intel Corporation for use by Intel 
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STACK OPERATION FOR CODE SEQUENCE 
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Figure 2-20. Stack Operation 



hardware and software products. As shown in 
figure 2-21, the location are: OH throgh 7FH (128 
bytes) and FFFFOH through FFFFFH (16 bytes). 
These areas are used for interrupt and system 
reset processing 8086 and 8088 application 
systems should not use these areas for any other 
purpose. Doing so may make these systems 
incompatible with future Intel products. 

8086/8088 Memory Access 
Differences 

The 8086 can access either 8 or 16 bits of memory 
at a time. If an instruction refers to a word 
variable and that variable is located at an even- 
numbered address, the 8086 accesses the complete 
word in one bus cycle. If the word is located at an 
odd-numbered address, the 8086 accesses the 
word one byte at a time in two consecutive bus 
cycles. 

To maximize throughput in 8086-based systems, 
16-bit data should be stored at even addresses 
(should be word-aligned). This is particularly true 
of stacks. Unaligned stacks can slow a system's 
response to interrupts. Nevertheless, except for 
the performance penalty, word alignment is 



totally transparent to software. This allows max- 
imum data packing where memory space is 
constrained. 

The 8086 always fetches the instruction stream in 
words from even addresses except that the first 
fetch after a program transfer to an odd address 
obtains a byte. The instruction stream is 
disassembled inside the processor and instruction 
alignment will not materially affect the per- 
formance of most systems. 

The 8088 always accesses memory in bytes. Word 
operands are accessed in two bus cycles regardless 
of their alignment. Instructions also are fetched 
one byte at a time. Although alignment of word 
operands does not affect the performance of the 
8088, locating 16-bit data on even addresses will 
insure maximum throughput if the system is ever 
transferred to an 8086. 



2.4 Input/Output 



The 8086 and 8088 have a versatile set of in- 
put/output facilities. Both processors provide a 
large I/O space that is separate from the memory 
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Locations F8H through FFH (eight of the 64k 
locations) in the I/O space are reserved by Intel 
Corporation for use by future Intel hardware and 
software products. Using these locations for any 
other purpose may inhibit compatibility with 
future Intel products. 



8086/8088 I/O Access Differences 

The 8086 can transfer either 8 or 16 bits at a time 
to a device located in the I/O space. A 16-bit 
device should be located at an even address so 
that the word will be transferred in a single bus 
cycle. An 8-bit device may be located at either an 
even or odd address; however, the internal 
registers in a given device must be assigned all- 
even or all-odd addresses. 



Figure 2-21 . Reserved and Dedicated Memory 
and I/O Locations 



space, and instructions that transfer data between 
the CPU and devices located in the I/O space. 
I/O devices also may be placed in the memory 
space to bring the power of the full instruction set 
and addressing modes to input/output pro- 
cessing. For high-speed transfers, the CPUs may 
be used with traditional direct memory access 
controllers or the 8089 Input/Output Processor. 



Input/Output Space 

The 8086/8088 I/O space can accommodate up to 
64k 8-bit ports or up to 32k 16-bit ports. The IN 
and OUT (input and output) instructions transfer 
data between the accumulator (AL for byte 
transfers, AX for word transfers) and ports 
located in the I/O space. 

The I/O space is not segmented; to access a port, 
the BIU simply places the port address (0-64k) on 
the lower 16 lines of the address bus. Different 
forms of the I/O instructions allow the address to 
be specified as a fixed value in the instruction or 
as a variable taken from register DX. 



The 8088 transfers one byte per bus cycle. If a 
16-bit device is used in the 8088 I/O space, it must 
be capable of transferring words in the same 
fashion, i.e., eight bits at a time in two bus cycles. 
(The 8089 Input/Output Processor can provide a 
straightforward interface between the 8088 and a 
16-bit I/O device.) An 8-bit device may be located 
at odd or even addresses in the 8088 I/O space 
and internal registers may be assigned consecutive 
addresses (e.g., IH, 2H, 3H). Assigning all-odd 
or all-even addresses to these registers, however, 
will simplify transferring the system to an 8086 
CPU. 



Memory-Mapped I/O 

I/O devices also may be placed in the 8086/8088 
memory space. As long as the devices respond like 
memory components, the CPU does not know the 
difference. 

Memory-mapped I/O provides additional pro- 
gramming flexibility. Any instruction that 
references memory may be used to access an I/O 
port located in the memory space. For example, 
the MOV (move) instruction can transfer data 
between any 8086/8088 register and a port, or the 
AND, OR and TEST instructions may be used to 
manipulate bits in I/O device registers. In addi- 
tion, memory-mapped I/O can take advantage of 
the 8086/8088 memory addressing modes. A 
group of terminals, for example, could be treated 
as an array in memory with an index register 



Mnemonics © Intel, 1978 



2-16 



8086 AND 8088 CENTRAL PROCESSING UNITS 



selecting a terminal in the array. Section 2.10 pro- 
vides examples of using the instruction set and 
addressing modes with memory-mapped I/O. 

Of course, a price must be paid for the added pro- 
gramming flexibility that memory-mapped I/O 
provides. Dedicating part of the memory space to 
I/O devices reduces the number of addresses 
available for memory, although with a megabyte 
of memory space this should rarely be a con- 
straint. Memory reference instructions also take 
longer to execute and are somewhat less compact 
than the simpler IN and OUT instructions. 



Direct Memory Access 

When configured in minimum mode, the 8086 
and 8088 provide HOLD (hold) and HLDA (hold 
acknowledge) signals that are compatible with 
traditional DMA controllers such as the 8257 and 
8237. A DMA controller can request use of the 
bus for direct transfer of data between an I/O 
device and memory by activating HOLD. The 
CPU will complete the current bus cycle, if one is 
in progress, and then issue HLDA, granting the 
bus to the DMA controller. The CPU will not 
attempt to use the bus until HOLD goes inactive. 

The 8086 addresses memory that is physically 
organized in two separate banks, one containing 
even-addressed bytes and one containing odd-ad- 
dressed bytes. An 8-bit DMA controller must 
alternately select these banks to access logically 
adjacent bytes in memory. The 8089 provides a 
simple way to interface a high-speed 8-bit device 
to an 8086-based system (see Chapter 3) . 



8089 Input/Output Processor (lOP) 

The 8086 and 8088 are designed to be used with 
the 8089 in high-performance I/O applications. 
The 8089 conceptually resembles a 
microprocessor with two DMA channels and an 
instruction set specifically tailored for I/O opera- 
tions. Unlike simple DMA controllers, the 8089 
can service I/O devices directly, removing this 
task from the CPU. In addition, it can transfer 
data on its own bus or on the system bus, can 
match 8- or 16-bit peripherals to 8- or 16-bit 
buses, and can transfer data from memory to 
memory and from I/O device to I/O device. 
Chapter 3 describes the 8089 in detail. 



2.5 Multiprocessing Features 

As microprocessor prices have declined, 
multiprocessing (using two or more coordinated 
processors in a system) has become an increas- 
ingly attractive design alternative. Performance 
can be substantially improved by distributing 
system tasks among separate, concurrently exe- 
cuting processors. In addition, multiprocessing 
encourages a modular approach to design, usually 
resulting in systems that are more easily main- 
tained and enhanced. For example, figure 2-22 
shows a multiprocessor system in which I/O 
activities have been delegated to an 8089 lOP. 
Should an I/O device in the system be changed 
(e.g., a hard disk substituted for a floppy), the 
impact of the modification is confined to the I/O 
subsystem and is transparent to the CPU and to 
the application software. 

The 8086 and 8088 are designed for the 
multiprocessing environment. They have built-in 
features that help solve the coordination prob- 
lems that have discouraged multiprocessing 
system development in the past. 



Bus Lock 

When configured in maximu m mode, the 8086 
and 8088 provide the LO CK (bus lock) signal. 
The BIU activates LOCK when the EU executes 
the on e-byte LOCK prefix instruction. The 
LOCK signal remains active throughout execu- 
tion of the instruction that follows the LOCK 
prefix. Interrupts are not affected by the LOCK 
prefix. If another processor requests use of the 
bus (via the request/grant lines, which are 
discussed shortly), the CPU records the request, 
but does not honor it until execution of the locked 
instruction has been completed. 



Note that the LOCK signal remains active for the 
duration of a single instruction. If two con- 
secutive instructions are each preceded by a 
LOCK prefix, there will still be an unlocked 
period between these instructions. In the cas e of a 
locked repeated string instruction, LOCK does 
remain active for the duration of the block 
operation. 

When the 8 086 or 8088 is configured in minimum 
mode, the LOCK signal is not available. The 
LOCK prefix can be used, however, to delay the 
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Figure 2-22. Multiprocessing System 



generation of an HLDA response to a HOLD 
request until execution of the locked instruction is 
completed. 



that it is available. They likewise agree to set the 
semaphore when they are using the resource and 
to clear it when they are finished. 



The LOCK signal provides information only. It is 
the responsibility of other processors on the 
shared bus to not attempt to obtain the bus while 
LOCK is active. If the system uses 8289 Bus 
Arbiters to c ontrol a ccess to the shared bus, the 
8289's accept LOCK as an input and do not relin- 
quish the bus while this signal is active. 



LOCK may be used in multiprocessing systems to 
coordinate access to a common resource, such as 
a buffer or a pointer. If access to the resource is 
not controlled, one processor can read an 
erroneous value from the resource when another 
processor is updating it (see figure 2-23). 

Access can be controlled (see figure 2-24) by using 
the LOCK prefix in conjunction with the XCHG 
(exchange register with memory) instruction. The 
basis for controlling access to a given resource is a 
semaphore, a software-settable flag or switch that 
indicates whether the resource is * 'available" 
(semaphore=0) or **busy" (semaphore=l). Pro- 
cessors that share the bus agree by convention not 
to use the resource unless the semaphore indicates 



The XCHG instruction can obtain the current 
value of the semaphore and set it to **busy" in a 
single instruction. The instruction, however, 
requires two bus cycles to swap 8-bit values. It is 
possible for another processor to obtain the bus 
between these two cycles and to gain access to the 
partially-updated semaphore. This can be 
prevented by preceding the XCHG instruction 
with a LOCK prefix, as illustrated in figure 2-25. 
The bus lock establishes control over access to the 
semaphore and thus to the shared resource. 



WAIT and TEST 

The 8086 and 8088 (in either maximum or 
minimum mode) can be synchroni zed to an exter- 
nal event with the W AIT (wait for TEST) instruc- 
tion and the TEST input signal. When the EU 
executes a WAIT i nstruct ion, the result depen ds 
on the state of the TEST input line. If TEST is 
inactive, the processor enter s an idle state and 
repeatedly r etests the TEST line at five -clock 
intervals. If TEST is active, execution continues 
with the instruction following the WAIT. 
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The ESC (escape) instruction provides a way for 
another processor to obtain an instruction and/or 
a memory operand from an 8086/8088 program. 
When used in conjunction with WAIT and TEST, 
ESC can initiate a "subroutine" that executes 
concurrently in another processor (see figure 
2-26). 

Six bits in the ESC instruction may be specified by 
the programmer when the instruction is written. 
By monitoring the 8086/8088 bus and control 
Unes, another processor can capture the ESC 
instruction when it is fetched by the BIU. The six 
bits may then direct the external processor to per- 
form some predefined activity. 



Figure 2-23. Uncontrolled Access to Shared 
Resource 



If the 8086/8088 is configured in maximum 
mode, the external processor, having determined 
that an ESC has been fetched, can monitor QSO 
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Figure 2-24. Controlled Access to Shared Resource 
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Figure 2-25. Using XCHG and LOCK 



and QSl (the queue status lines, discussed in sec- 
tion 2.6) and determine when the ESC instruction 
is executed. If the instruction references memory 
the external processor can then monitor the bus 
and capture the operand's physical address 
and/or the operand itself. 

Note that fetching an ESC instruction is not tan- 
tamount to executing it. The ESC may be pre- 
ceded by a jump that causes the queue to be 
reinitialized. This event als6 can be determined 
from the queue status lines. 



Request/Grant Lines 

When the 8086 or 8088 is configured in maximum 
mode, the HOLD and HLDA lines evolve into 
two mor e sop histicated signals called RQ/GTO 
and RQ/GTl. These are bidirectional lines that 
can be used to share a local bus between an 8086 
or 8088 and two other processors via a handshake 
sequence. 

The request/grant sequence is a three-phase cycle: 
request, grant and release. First, the processor 
desiring the bus pulses a request/grant line. The 
CPU returns a pulse on the same line indicating 
that it is entering the '*hold acknowledge" state 
and is relinquishing the bus. The BIU is logically 
disconnected from the bus during this period. The 
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PROCESSOR 
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Figure 2-26. Using ESC with WAIT and TEST 
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EU, however, will continue to execute instruc- 
tions until an instruction requires bus access or 
the queue is emptied, whichever occurs first. 
When the other processor has finished with the 
bus, it sends a final pulse to the 8086/8088 in- 
dicating that the request has ended and that the 
CPU may reclaim the bus. 

RQ/GTO has higher priority than RQ/GTl. If 
requests arrive simultaneously on both lines, the 
gran t go es to the processor on RQ/GTO and 
RQ/GTl is acknowledged after the bus has been 
returned to t he C PU. If, however, a request 
arrives on RQ/GTO w hile t he CPU is processing a 
prior request on RQ/GTl, the second requ est is 
not honored until the processor on RQ/GTl 
releases the bus. 



Multibus™ Architecture 

Intel has designed a general-purpose 
multiprocessing bus called the Multibus. This is 
the standard design used in iSBC"'^'^ single-board 
microcomputer products. Many other manufac- 
turers offer products that are compatible with the 
Multibus architecture as well. When the 8086 and 
8088 are configured in maximum mode, the 8288 
Bus Controller outputs signals that are electrically 
compatible with the Multibus protocol. Designers 
of multiprocessing systems may want to consider 
using the Multibus architecture in the design of 
their products to reduce development cost and 



time, and to obtain compatibility with the wide 
variety of boards available in the iSBC product 
line. 

The Multibus architecture provides a versatile 
communications channel that can be used to coor- 
dinate a wide variety of computing modules (see 
figure 2-27). Modules in a Multibus system are 
designated as masters or slaves. Masters may 
obtain use of the bus and initiate data transfers on 
it. Slaves are the objects of data transfers only. 
The Multibus architecture allows both 8- and 16- 
bit masters to be intermixed in a system. In addi- 
tion to 16 data lines, the bus design provides 20 
address lines, eight multilevel interrupt lines, and 
control and arbitration lines. An auxiliary power 
bus also is provided to route standby power to 
memories if the normal supply fails. 

The Multibus architecture maintains its own 
clock, independent of the clocks of the modules it 
links together. This allows different speed masters 
to share the bus and allows masters to operate 
asynchronously with respect to each other. The 
arbitration logic of the bus permit slow-speed 
masters to compete equably for use of the bus. 
Once a module has obtained the bus, however, 
transfer speeds are dependent only on the 
capabilities of the transmitting and receiving 
modules. Finally, the Multibus standard defines 
the form factors and physical requirements of 
modules that communicate on this bus. For a 
complete description of the Multibus architec- 
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ture, refer to the Intel Multibus Specification 
(document number 9800683) and Application 
Note 28 A, ** Intel Multibus Interfacing." 



8289 Bus Arbiter 

Multiprocessor systems require a means of coor- 
dinating the processors' use of the shared bus. 
The 8289 Bus Arbiter works in conjunction with 
the 8288 Bus Controller to provide this control 
for 8086- and 8088-based systems. It is compati- 
ble with the Multibus architecture and can be used 
in other shared-bus designs as well. 

The 8289 eliminates race conditions, resolves bus 
contention and matches processors operating 
asynchronously with respect to each other. Each 
processor on the bus is assigned a different pri- 
ority. When simultaneous requests for the bus 
arrive, the 8289 resolves the contention and grants 
the bus to the processor with the highest priority; 
three different prioritizing techniques may be 
used. Chapter 4 discusses the 8289 in more detail. 



2.6 Processor Control and 
Monitoring 

Interrupts 

The 8086 and 8088 have a simple and versatile 
interrupt system. Every interrupt is assigned a 
type code that identifies it to the CPU. The 8086 



and 8088 can handle up to 256 different interrupt 
types. Interrupts may be initiated by devices 
external to the CPU; in addition, they also may be 
triggered by software interrupt instructions and, 
under certain conditions, by the CPU itself (see 
figure 2-28). Figure 2-29 illustrates the basic 
response of the 8086 and 8088 to an interrupt. 
The next sections elaborate on the information 
presented in this drawing. 



External Interrupts 

The 8086 and 8088 have two lines that external 
devices may use to signal interrupts (INTR and 
NMI). The INTR (Interrupt Request) line is 
usually driven by an Intel® 8259A Programmable 
Interrupt Controller (PIC), which is in turn con- 
nected to the devices that need interrupt services. 
The 8259A is a very flexible circuit that is con- 
trolled by software commands from the 8086 or 
8088 (the PIC appears as a set of I/O ports to the 
software). Its main job is to accept interrupt 
requests from the devices attached to it, deter- 
mine which requesting device has the highest 
priority, and then activate the 8086/8088 INTR 
line if the selected device has higher priority than 
the device currently being serviced (if there is 
one). 

When INTR is active, the CPU takes different 
action depending on the state of the interrupt- 
enable flag (IF). No action takes place, however, 
until the currently-executing instruction has been 
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Figure 2-28. Interrupt Sources 
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Figure 2-29. Interrupt Processing Sequence 



2-23 



8086 AND 8088 CENTRAL PROCESSING UNITS 



completed.* Then, if IF is clear (meaning that 
interrupts signaled on INTR are masked or dis- 
abled), the CPU ignores the interrupt request and 
processes the next instruction. The INTR signal is 
not latched by the CPU, so it must be held active 
until a response is received or the request is 
withdrawn. If interrupts on INTR are enabled (if 
IF is set), then the CPU recognizes the interrupt 
request and processes it. Interrupt requests arriv- 
ing on INTR can be enabled by executing an STI 
(set interrupt-enable flag) instruction, and dis- 
abled by executing a CLI (clear interrupt-enable 
flag) instruction. They also may be selectively 
masked (some types enabled, some disabled) by 
writing commands to the 8259A. It should be 
noted that in order to reduce the likelihood of 
excessive stack buildup, the STI and IRET 
instructions will reenable interrupts only after 
the end of the following instruction. 



The CPU acknowledges the interrupt request by 
executing two consecutive interrupt acknowledge 
(INT A) bus cycles. If a bus hold request arrives 
(via the HOLD or request/grant lines) during the 
INT A cycles, it is not honored until the cycles 
have been completed. In addition, if the CPU is 
config ured in maximum mode, it activates the 
LOCK signal during these cycles to indicate to 
other processors that they should not attempt to 
obtain the bus. The first cycle signals the 8259 A 
that the request has been honored. During the 
second INTA cycle, the 8259A responds by plac- 
ing a byte on the data bus that contains the inter- 
rupt type (0-255) associated with the device 
requesting service. (The type assignment is made 
when the 8259A is initialized by software in the 
8086 or 8088.) The CPU reads this type code and 
uses it to call the corresponding interrupt 
procedure. 



An external interrupt request also may arrive on 
another CPU line, NMI (non-maskable inter- 
rupt). This line is edge-triggered (INTR is level- 
triggered) and is generally used to signal the CPU 
of a ^'catastrophic" event, such as the imminent 
loss of power, memory error detection or bus 
parity error. Interrupt requests arriving on NMI 
cannot be disabled, are latched by the CPU, and 
have higher priority than an interrupt request on 
INTR. If an interrupt request arrives on both 
lines during the execution of an instruction, NMI 
will be recognized first. Non-maskable interrupts 
are predefined as type 2; the processor does not 
need to be supplied with a type code to call the 
NMI procedure, and it does not run the INTA bus 
cycles in response to a request on NMI. 

The time required for the CPU to recognize an 
external interrupt request (interrupt latency) 
depends on how many clock periods remain in the 
execution of the current instruction. On the 
average, the longest latency occurs when a 
multiplication, division or variable-bit shift or 
rotate instruction is executing when the interrupt 
request arrives (see section 2.7 for detailed 
instruction timing data). As mentioned pre- 
viously, in a few cases, worst-case latency will 
span two instructions rather than one. 



Internal Interrupts 

An INT (interrupt) instruction generates an inter- 
rupt immediately upon completion of its execu- 
tion. The interrupt type coded into the instruction 
supplies the CPU with the type code needed to 
call the procedure to process the interrupt. Since 
any type code may be specified, software inter- 
rupts may be used to test interrupt procedures 
written to service external devices. 



♦There are a few cases in which an interrupt request is not recognized until after the following instruction. Repeat, LOCK 
and segment override prefixes are considered **part of" the instructions they prefix; no interrupt is recognized between 
execution of a prefix and an instruction. A MOV (move) to segment register instruction and a POP segment register 
instruction are treated similarly: no interrupt is recognized until after the following instruction. This mechanism protects 
a program that is changing to a new stack (by updating SS and SP). If an interrupt were recognized after SS had been 
changed, but before SP had been altered, the processor would push the flags, CS and IP into the wrong area of memory. 
It follows from this that whenever a segment register and another value must be updated together, the segment register 
should be changed first, followed immediately by the instruction that changes the other value. There are also two cases, 
WAIT and repeated string instructions, where an interrupt request is recognized in the middle of an instruction. In these 
cases, interrupts are accepted after any completed primitive operation or wait test cycle. 
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If the overflow flag (OF) is set, an INTO (inter- 
rupt on overflow) instruction generates a type 4 
interrupt immediately upon completion of its 
execution. 

The CPU itself generates a type interrupt 
immediately following execution of a DIV or 
IDIV (divide, integer divide) instruction if the 
calculated quotient is larger than the specified 
destination. 

If the trap flag (TF) is set, the CPU automatically 
generates a type 1 interrupt following every 
instruction. This is called single-step execution 
and is a powerful debugging tool that is discussed 
in more detail shortly. 

All internal interrupts (INT, INTO, divide error, 
and single-step) share these characteristics: 

1 . The interrupt type code is either contained in 
the instruction or is predefined. 



2. No INTA bus cycles are run. 

3. Internal interrupts cannot be disabled, except 
for single-step. 

4. Any internal interrupt (except single-step) 
has higher priority than any external inter- 
rupt (see table 2-3). If interrupt requests 
arrive on NMI and/or INTR during execu- 
tion of an instruction that causes an internal 
interrupt (e.g., divide error), the internal 
interrupt is processed first. 



Interrupt Pointer Table 

The interrupt pointer (or interrupt vector) table 
(figure 2-30) is the link between an interrupt type 
code and the procedure that has been designated 
to service interrupts associated with that code. 
The interrupt pointer table occupies up to the first 
Ik bytes of low memory. There may be up to 256 
entries in the table, one for each interrupt type 
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Figure 2-30. Interrupt Pointer Table 
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that can occur in the system. Each entry in the 
table is a doubleword pointer containing the 
address of the procedure that is to service inter- 
rupts of that type. The higher-addressed word of 
the pointer contains the base address of the seg- 
ment containing the procedure. The lower-ad- 
dressed word contains the procedure's offset 
from the beginning of the segment. Since each 
entry is four bytes long, the CPU can calculate the 
location of the correct entry for a given interrupt 
type by simply multiplying (type*4). 



Table 2-3. Interrupt Priorities 



INTERRUPT 


PRIORITY 


Divide error, INT n, INTO 

NMI 

1NTR 

Single-step 


highest 
lowest 



Space at the high end of the table that would be 
occupied by entries for interrupt types that cannot 
occur in a given application may be used for other 
purposes. The dedicated and reserved portions of 
the interrupt pointer table (locations OH through 
7FH), however, should not be used for any other 
purpose to insure proper system operation and to 
preserve compatibility with future Intel hardware 
and software products. 

After pushing the flags onto the stack, the 8086 or 
8088 activates an interrupt procedure by exe- 
cuting the equivalent of an intersegment indirect 
CALL instruction. The target of the **CALL" is 
the address contained in the interrupt pointer 
table element located at (type*4). The CPU saves 
the address of the next instruction by pushing CS 
and IP onto the stack. These are then replaced by 
the second and first words of the table element, 
thus transferring control to the procedure. 

If multiple interrupt requests arrive simulta- 
neously, the processor activates the interrupt pro- 
cedures in priority order. Figure 2-31 shows how 
procedures would be activated in an extreme case. 
The processor is running in single-step mode with 
external interrupts enabled. During execution of a 
divide instruction, INTR is activated. Further- 
more the instruction generates a divide error 
interrupt. Figure 2-31 shows that the interrupts 



are recognized in turn, in the order of their 
priorities except for INTR. INTR is not recog- 
nized until after the following instruction because 
recognition of the earlier interrupts cleared IF. Of 
couse interrupts could be reenabled in any of the 
interrupt response routines if earlier response to 
INTR is desired. 

As figure 2-31 shows, all main-line code is exe- 
cuted in single-step mode. Also, because of the 
order of interrupt processing, the opportunity 
exists in each occurrence of the single-step routine 
to select whether pending interrupt routines 
(divide error and INTR routines in this example) 
are executed at full speed or in single-step mode. 



Interrupt Procedures 

When an interrupt service procedure is entered, 
the flags, CS, and IP are pushed onto the stack 
and TF and IF are cleared. The procedure may 
reenable external interrupts with the STI (set 
interrupt-enable flag) instruction, thus allowing 
itself to be interrupted by a request on INTR. 
(Note, however, that interrupts are not actually 
enabled until the instruction following STI has 
executed.) An interrupt procedure always may be 
interrupted by a request arriving on NMI. 
Software- or processor-initiated interrupts 
occurring within the procedure also will interrupt 
the procedure. Care must be taken in interrupt 
procedures that the type of interrupt being ser- 
viced by the procedure does not itself inadver- 
tently occur within the procedure. For example, 
an attempt to divide by in the divide error (type 
0) interrupt procedure may result in the procedure 
being reentered endlessly. Enough stack space 
must be available to accommodate the maximum 
depth of interrupt nesting that can occur in the 
system. 

Like all procedures, interrupt procedures should 
save any registers they use before updating them, 
and restore them before terminating. It is good 
practice for an interrupt procedure to enable 
external interrupts for all but **critical sections*' 
of code (those sections that cannot be interrupted 
without risking erroneous results). If external 
interrupts are disabled for too long in a pro- 
cedure, interrupt requests on INTR can poten- 
tially be lost. 
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Figure 2-3 1 . Processing Simultaneous Interrupts 
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All interrupt procedures should be terminated 
with an IRET (interrupt return) instruction. The 
IRET instruction assumes that the stack is in the 
same condition as it was when the procedure was 
entered. It pops the top three stack words into IP, 
CS and the flags, thus returning to the instruction 
that was about to be executed when the interrupt 
procedure was activated. 

The actual processing done by the procedure is 
dependent upon the application. If the procedure 
is servicing an external device, it should output a 
command to the device instructing it to remove its 
interrupt request. It might then read status 
information from the device, determine the cause 
of the interrupt and then take action accordingly. 
Section 2.10 contains three typical interrupt pro- 
cedure examples. 

Software-initiated interrupt procedures may be 
used as service routines ('^supervisor calls") for 
other programs in the system. In this case, the 
interrupt procedure is activated when a program, 
rather than an external device, needs attention. 
(The **attention" might be to search a file for a 
record, send a message to another program, 
request an allocation of free memory, etc.) Soft- 
ware interrupt procedures can be advantageous in 
systems that dynamically relocate programs dur- 
ing execution. Since the interrupt pointer table is 
at a fixed storage location, procedures may 
**cair' each other through the table by issuing 
software interrupt instructions. This provides a 
stable communication '^exchange" that is 
independent of procedure addresses. The inter- 
rupt procedures may themselves be moved so long 
as the interrupt pointer table always is updated to 
provide the linkage from the '^calling" program 
via the interrupt type code. 



Single-Step (Trap) Interrupt 

When TF (the trap flag) is set, the 8086 or 8088 is 
said to be in single-step mode. In this mode, the 
processor automatically generates a type 1 inter- 
rupt after each instruction. Recall that as part of 
its interrupt processing, the CPU automatically 
pushes the flags onto the stack and then clears TF 
and IF. Thus the processor is i20^ in single-step 
mode when the single-step interrupt procedure is 
entered; it runs normally. When the single-step 
procedure terminates, the old flag image is 
restored from the stack, placing the GPU back 
into single-step mode. 



Single-stepping is a valuable debugging tool. It 
allows the single-step procedure to act as a ** win- 
dow" into the system through which operation 
can be observed instruction-by-instruction. A 
single-step interrupt procedure, for example, can 
print or display register contents, the value of the 
instruction pointer (it is on the stack), key 
memory variables, etc., as they change after each 
instruction. In this way the exact flow of a pro- 
gram can be traced in detail, and the point at 
which discrepancies occur can be determined. 
Other possible services that could be provided by 
a single-step routine include: 

• Writing a message when a specified memory 
location or I/O port changes value (or equals 
a specified value). 

• Providing diagnostics selectively (only for 
certain instruction addresses for instance). 

• Letting a routine execute a number of times 
before providing diagnostics. 

The 8086 and 8088 do not have instructions for 
setting or clearing TF directly. Rather, TF can be 
changed by modifying the flag-image on the 
stack. The PUSHF and POPF instructions are 
available for pushing and popping the flags 
directly (TF can be set by ORing the flag-image 
with OlOOH and cleared by ANDing it with 
FEFFH). After TF is set in this manner, the first 
single-step interrupt occurs after the first 
instruction following the IRET from the single- 
step procedure. 

If the processor is single-stepping, it processes an 
interrupt (either internal or external) as follows. 
Control is passed normally (flags, CS and IP are 
pushed) to the procedure designated to handle the 
type of interrupt that has occurred. However, 
before the first instruction of that procedure is 
executed, the single-step interrupt is **recog- 
nized" and control is passed normally (flags, CS 
and IP are pushed) to the type 1 interrupt pro- 
cedure. When single-step procedure terminates, 
control returns to the previous interrupt pro- 
cedure. Figure 2-31 illustrates this process in a 
case where two interrupts occur when the pro- 
cessor is in single-step mode. 



Breakpoint Interrupt 

A type 3 interrupt is dedicated to the breakpoint 
interrupt. A breakpoint is generally any place in a 
program where normal execution is arrested so 
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that some sort of special processing may be per- 
formed. Breakpoints typically are inserted into 
programs during debugging as a way of display- 
ing registers, memory locations, etc., at crucial 
points in the program. 

The INT 3 (breakpoint) instruction is one byte 
long. This makes it easy to * 'plant" a breakpoint 
anywhere in a program. Section 2.10 contains an 
example that shows how a breakpoint may be set 
and how a breakpoint procedure may be used to 
place the processor into single-step mode. 

The breakpoint instruction also may be used to 
**patch*' a program (insert new instructions) 
without recompiling or reassembling it. This may 
be done by saving an instruction byte, and replac- 
ing it with an INT 3 (CCH) machine instruction. 
The breakpoint procedure would contain the new 
machine instructions, plus code to restore the 
saved instruction byte and decrement IP on the 
stack before returning, so that the displaced 
instruction would be executed after the patch 
instructions. The breakpoint example in section 
2.10 illustrates these principles. 

Note that patching a program requires machine- 
instruction programming and should be under- 
taken with considerable caution; it is easy to add 
new bugs to a program in an attempt to correct 
existing ones. Note also that a patch is only a tem- 
porary measure to be used in exceptional condi- 
tions. The affected code should be updated and 
retranslated as soon as possible. 



System Reset 

The 8086/8088 RESET line provides an orderly 
way to start or restart an executing system. When 
the processor detects the positive-going edge of a 
pulse on RESET, it terminates all activities until 
the signal goes low, at which time it initializes the 
system as shown in table 2-4. 

Since the code segment register contains FFFFH 
and the instruction pointer contains OH, the pro- 
cessor executes its first instruction following 
system reset from absolute memory location 
FFFFOH. This location normally contains an 
intersegment direct JMP instruction whose target 
is the actual beginning of the system program. 
The LOC-86 utiHty supplies this JMP instruction 
from information in the program that identifies 
its first instruction. As external (maskable) inter- 



rupts are disabled by system reset, the system 
software should reenable interrupts as soon as the 
system is initialized to the point where they can be 
processed. 

Table 2-4. CPU State Following RESET 



CPU COMPONENT 


CONTENT 


Flags 


Clear 


Instruction Pointer 


OOOOH 


OS Register 


FFFFH 


DS Register 


OOOOH 


SS Register 


OOOOH 


ES Register 


OOOOH 


Queue 


Empty 



Instruction Queue Status 

When configured in maximum mode, the 8086 
and 8088 provide information about instruction 
queue operations on lines QSO and QSl . Table 2-5 
interprets the four states that these lines can 
represent. 

The queue status lines are provided for external 
processors that receive instructions and/or 
operands via the 8086/8088 ESC (escape) instruc- 
tion (see sections 2.5 and 2.8). Such a processor 
may monitor the bus to see when an ESC instruc- 
tion is fetched and then track the instruction 
through the queue to determine when (and if) the 
instruction is executed. 

Table 2-5. Queue Status Signals 

(Maximum Mode Only) 



QSq 


QSi 


QUEUE OPERATION IN LAST 
CLK CYCLE 





1 
1 




1 



1 


No operation; default value 

First byte of an instruction was 
taken from the queue 

Queue was reinitialized 

Subsequent byte of an Instruction 
was taken from the queue 



Processor Halt 

When the HLT (halt) instruction (see section 2.7) 
is executed, the 8086 or 8088 enters the halt state. 
This condition may be interpreted as **stop all 
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operations until an external interrupt occurs or 
the system is reset." No signals are floated during 
the halt state, and the content of the address and 
data buses is undefined. A bus hold request 
arriving on the HOLD line (minimum mode) or 
either request/grant line (maximum mode) is 
acknowledged normally while the processor is 
halted. 

The halt state can be used when an event prevents 
the system from functioning correctly. An exam- 
ple might be a power-fail interrupt. After 
recognizing that loss of power is imminent, the 
CPU could use the remaining time to move 
registers, flags and vital variables to (for example) 
a battery-powered CMOS RAM area and then 
halt until the return of power was signaled by an 
interrupt or system reset. 

Status Lines 

When configured in maximum mode, the 8086 
and 8088 emit eight status signals that can be used 
by external devices. Lines §B, ST and 52 identify 
the type of bus cycle that the CPU is starting to 
execute (table 2-6). These lines are typically 
decoded by the 8288 Bus Controller. S3 and S4 
indicate which segment register was used to con- 
struct the physical address being used in this bus 
cycle (see table 2-7). Line S5 reflects the state of 
the interrupt-enable flag. S6 is always 0. S7 is a 
spare line whose content is undefined. 



Table 2-6. Bus Cycle Status Signals 



S2 


Sl 


So 


TYPES OF BUS CYCLE 











Interrupt Acknowledge 








1 


Read I/O 





1 





Write I/O 





1 


1 


HALT 


1 








Instruction Fetch 


1 





1 


Read Memory 


1 


1 





Write Memory 


1 


1 


1 


Passive; no bus cycle 



Table 2-7. Segment Register Status Lines 



S4 


S3 


SEGMENT REGISTER 





1 
1 




1 



1 


ES 

38 

OS or none (I/O or Interrupt Vector) 

DS 



2.7 Instruction Set 

The 8086 and 8088 execute exactly the same 
instructions. This instruction set includes 
equivalents to the instructions typically found in 
previous microprocessors, such as the 8080/8085. 
Sigiiificant neW operations include: 

• multiplication and division of signed and 
unsigned binary numbers as well as unpacked 
decimal numbers, 

• move, scan and compare operations for 
strings up to 64k bytes in length, 

• non-destructive bit testing, 

• byte translation from one code to another, 

• software-generated interrupts, and 

• a group of instructions that can help 
coordinate the activities of multiprocessor 
systems. 



These instructions treat different types of 
operands uniformly. Nearly every instruction can 
operate on either byte or word data. Register, 
memory and immediate operands may be 
specified interchangeably in most instructions (ex- 
cept, of course, that immediate values may only 
serve as /'source" and not "destination" 
operands). In particular, memory variables can be 
added to, subtracted from, shifted, compared, 
and so on, in place, without moving them in and 
out of registers. This saves instructions, registers, 
and execution time in assembly language pro- 
grams. In high-level languages, where most 
variables are memory based, compilers, such as 
PL/M-86, can produce faster and shorter object 
programs. 



The 8086/8088 instruction set can be viewed as 
existing at two levels: the assembly level and the 
machine level. To the assembly language pro- 
grammer, the 8086 and 8088 appear to have a 
repertoire of about 100 instructions. One MOV 
(move) instruction, for example, transfers a byte 
or a word from a register or a memory location or 
an immediate value to either a register or a 
memory location. The 8086 and 8088 CPUs, 
however, recognize 28 different MOV machine 
instructions (**move byte register to memory," 
'*move word immediate to register," etc.). The 
ASM-86 assembler translates the assembly-level 
instructions written by a programmer into the 
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machine-level instructions that are actually exe- 
cuted by the 8086 or 8088. Compilers such as 
PL/M-86 translate high-level language statements 
directly into machine-level instructions. 

The two levels of the instruction set address two 
different requirements: efficiency and simplicity. 
The numerous — there are about 300 in all — forms 
of machine-level instructions allow these instruc- 
tions to make very efficient use of storage. For 
example, the machine instruction that increments 
a memory operand is three or four bytes long 
because the address of the operand must be 
encoded in the instruction. To increment a 
register, however, does not require as much 
information, so the instruction can be shorter. In 
fact, the 8086 and 8088 have eight different 
machine-level instructions that increment a dif- 
ferent 16-bit register; these instructions are only 
one byte long. 

If a programmer had to write one instruction to 
increment a register, another to increment a 
memory variable, etc., the benefit of compact 
instructions would be offset by the difficulty of 
programming. The assembly-level instructions 
simplify the programmer's view of the instruction 
set. The programmer writes one form of the INC 
(increment) instruction and the ASM-86 
assembler examines the operand to determine 
which machine-level instruction to generate. 

This section presents the 8086/8088 instruction 
set from two perspectives. First, the assembly- 
level instructions are described in functional 
terms. The assembly-level instructions are then 
presented in a reference table that breaks out all 
permissible operand combinations with execution 
times and machine instruction length, plus the 
effect that the instruction has on the CPU flags. 
Machine-level instruction encoding and decoding 
are covered in section 4.2. 



Data Transfer Instructions 

The 14 data transfer instructions (table 2-8) move 
single bytes and words between memory and 
registers as well as between register AL or AX and 
I/O ports. The stack manipulation instructions 
are included in this group as are instructions for 
transferring flag contents and for loading seg- 
ment registers. 



Table 2-8. Data Transfer Instructions 



GENERAL PURPOSE 


MOV 

PUSH 

POP 

XCHG 

XLAT 


Move byte or word 
Push word onto stack 
Pop word off stack 
Exchange byte or word 
Translate byte 


INPUT/OUTPUT 


IN 
OUT 


Input byte or word 
Output byte or word 


ADDRESS OBJECT 


LEA 
LDS 
LES 


Load effective address 
Load pointer using DS 
Load pointer using ES 


FLAG TRANSFER 


LAHF 
SAHF 
PUSHF 
POPF 


Load AH register from flags 
Store AH register in flags 
Push flags onto stack 
Pop flags off stack 



General Purpose Data Transfers 

MOV destination, source 

MOV transfers a byte or a word from the source 
operand to the destination operand. 

PUSH source 

PUSH decrements SP (the stack pointer) by two 
and then transfers a word from the source 
operand to the top of stack now pointed to by SP. 
PUSH often is used to place parameters on the 
stack before calling a procedure; more generally, 
it is the basic means of storing temporary data on 
the stack. 

POP destination 

POP transfers the word at the current top of stack 
(pointed to by SP) to the destination operand, 
and then increments SP by two to point to the 
new top of stack. POP can be used to move tem- 
porary variables from the stack to registers or 
memory. 
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XCHG destination/source 

XCHG (exchange) switches the contents of the 
source and destination (byte or word) operands. 
When used in conjunction with the LOCK prefix, 
XCHG can test and set a semaphore that controls 
access to a resource shared by multiple processors 
(see section 2.5). 

XLAJ translate-table 

XLAT (translate) replaces a byte in the AL 
register with a byte from a 256-byte, user-coded 
translation table. Register BX is assumed to point 
to the beginning of the table. The byte in AL is 
used as an index into the table and is replaced by 
the byte at the offset in the table corresponding to 
AL's binary value. The first byte in the table has 
an offset of 0. For example, if AL contains 5H, 
and the sixth element of the translation table con- 
tains 33H, then AL will contain 33H following 
the instruction. XLAT is useful for translating 
characters from one code to another, the classic 
example being ASCII to EBCDIC or the reverse. 

\Haccumulator,port 

IN transfers a byte or a word from an input port 
to the AL register or the AX register, respectively. 
The port number may be specified either with an 
immediate byte constant, allowing access to ports 
numbered through 255, or with a number 
previously placed in the DX register, allowing 
variable access (by changing the value in DX) to 
ports numbered from through 65,535. 

0\M port, accumulator 

OUT transfers a byte or a word from the AL 
register or the AX register, respectively, to an out- 
put port. The port number may be specified either 
with an immediate byte constant, allowing access 
to ports numbered through 255, or with a 
number previously placed in register DX, allow- 
ing variable access (by changing the value in DX) 
to ports numbered from through 65,535. 

Address Object Transfers 

These instructions manipulate the addresses of 
variables rather than the contents or values of 
variables. They are most useful for list process- 
ing, based variables, and string operations. 



LEk destination, source 

LEA (load effective address) transfers the offset 
of the source operand (rather than its value) to the 
destination operand. The source operand must be 
a memory operand, and the destination operand 
must be a 16-bit general register. LEA does not 
affect any flags. The XLAT and string instruc- 
tions assume that certain registers point to 
operands; LEA can be used to load these registers 
(e.g., loading BX with the address of the translate 
table used by the XLAT instruction). 

LDS destination, source 

LDS (load pointer using DS) transfers a 32-bit 
pointer variable from the source operand, which 
must be a memory operand, to the destination 
operand and register DS. The offset word of the 
pointer is transferred to the destination operand, 
which may be any 16-bit general register. The seg- 
ment word of the pointer is transferred to register 
DS. Specifying SI as the destination operand is a 
convenient way to prepare to process a source 
string that is not in the current data segment 
(string instructions assume that the source string 
is located in the current data segment and that SI 
contains the of f set of the string) . 

LES destination, source 

LES (load pointer using ES) transfers a 32-bit 
pointer variable from the source operand, which 
must be a memory operand, to the destination 
operand and register ES. The offset word of the 
pointer is transferred to the destination operand, 
which may be any 16-bit general register. The seg- 
ment word of the pointer is transferred to register 
ES. Specifying DI as the destination operand is a 
convenient way to prepare to process a destina- 
tion string that is not in the current extra segment. 
(The destination string must be located in the 
extra segment, and DI must contain the offset of 
the string.) 



Flag Transfers 

LAHF 

LAHF (load register AH from flags) copies SF, 
ZF, AF, PF and CF (the 8080/8085 flags) into 
bits 7, 6, 4, 2 and 0, respectively, of register AH 
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(see figure 2-32). The content of bits 5, 3 and 1 is 
undefined; the flags themselves are not affected. 
LAHF is provided primadly for converting 
8080/8085 assembly language programs to run on 
an 8086 or 8088. 



setting of TF (there is no instruction for updating 
this flag directly). The change is accomplished by 
pushing the flags, altering bit 8 of the memory- 
image and then popping the flags. 



SAHF 

SAHF (store register AH into flags) transfers bits 
7, 6, 4, 2 and from register AH into SF, ZF, AF, 
PF and CF, respectively, replacing whatever 
values these flags previously had. OF, DF, IF and 
TF are not affected. This instruction is provided 
for 8080/8085 compatibility. 



PUSHF 



PUSHF decrements SP (the stack pointer) by two 
and then transfers all flags to the word at the top 
of stack pointed to by SP (see figure 2-32). The 
flags themselves are not affected. 



POPF 



Arithmetic Instructions 



Arithmetic Data Formats 

8086 and 8088 arithmetic operations (table 2-9) 
may be performed on four types of numbers: 
unsigned binary, signed binary (integers), 
unsigned packed decimal and unsigned unpacked 
decimal (see table 2-10). Binary numbers may be 8 
or 16 bits long. Decimal numbers are stored in 
bytes, two digits per byte for packed decimal and 
one digit per byte for unpacked decimal. The pro- 
cessor always assumes that the operands specified 
in arithmetic instructions contain data that repre- 
sent valid numbers for the type of instruction 
being performed. Invalid data may produce 
unpredictable results. 



POPF transfers specific bits from the word at the 
current top of stack (pointed to by register SP) 
into the 8086/8088 flags, replacing whatever 
values the flags previously contained (see figure 
2-32). SP is then incremented by two to point to 
the new top of stack. PUSHF and POPF allow a 
procedure to save and restore a caUing program's 
flags. They also allow a program to change the 



Table 2-9. Arithmetic Instructions 



LAHF, 
SAHF 



is^ 



"■^■"■''- 



u^ 



I 7 6 5 4 3 2 1 I 

l-^ 8080/8085 FLAGS — ►! 

I I 

I I 



^^1^' |U,U.U.U,0.D,I.T.S.Z.U.A.U.P.U.C| 
15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 



U = UNDEFINED; VALUE IS INDETERMINATE 

= OVERFLOW FLAG 
D = DIRECTION FLAG 

1 =^ INTERRUPT ENABLE FLAG 
T = TRAP FLAG 

S= SIGN FLAG 

Z= ZERO FLAG 

A = AUXILIARY CARRY FLAG 

P = PARITY FLAG 

0= CARRY FLAG 



Figure 2-32. Flag Storage Formats 



ADDITION 1 


ADD 


Add byte or word 


ADC 


Add byte or word with carry 


INC 


Increment byte or word by 1 


AAA 


ASCII adjust for addition 


DAA 


Decimal adjust for addition 


SUBTRACTION | 


SUB 


Subtract byte or word 


SBB 


Subtract byte or word with 




borrow 


DEC 


Decrement byte or word by 1 


NEG 


Negate byte or word 


CMP 


Compare byte or word 


A AS 


ASCII adjust for subtraction 


DAS 


Decimal adjust for subtraction 


MULTIPLICATION | 


MUL 


Multiply byte or word unsigned 


IMUL 


Integer multiply byte or word 


AAM 


ASCII adjust for multiply 


DIVISION 


DIV 


Divide byte or word unsigned 


IDIV 


Integer divide byte or word 


AAD 


ASCII adjust for division 


CBW 


Convert byte to word 


CWD 


Convert word to doubleword 
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Table 2-10. Arithmetic Interpretation of 8-Bit Numbers 



HEX 


BIT PATTERN 


UNSIGNED 
BINARY 


SIGNED 
BINARY 


UNPACKED 
DECIMAL 


PACKED 
DECIMAL 


07 
89 
C5 


111 
10 10 1 
110 10 1 


7 
137 
197 


+7 
-119 
-59 


7 
invalid 
invalid 


7 

89 
Invalid 



Unsigned binary numbers may be either 8 or 16 
bits long; all bits are considered in determining a 
number's magnitude. The value range of an 8-bit 
unsigned binary number is 0-255; 16 bits can 
represent values from through 65,535. Addi- 
tion, subtraction, multiplication and division 
operations are available for unsigned binary 
numbers. 



Signed binary numbers (integers) may be either 8 
or 16 bits long. The high-order (leftmost) bit is 
interpreted as the number's sign: = positive and 
1 = negative. Negative numbers are represented 
in standard two's complement notation. Since 
the high-order bit is used for a sign, the range of 
an 8-bit integer is -128 through +127; 16-bit 
integers may range from -32,768 through 
+32,767. The value zero has a positive sign. 
Multiplication and division operations are pro- 
vided for signed binary numbers. Addition and 
subtraction are performed with the unsigned 
binary instructions. Conditional jump instruc- 
tions, as well as an ^'interrupt on overflow" 
instruction, can be used following an unsigned 
operation on an integer to detect overflow into 
the sign bit. 

Packed decimal numbers are stored as unsigned 
byte quantities. The byte is treated as having one 
decimal digit in each half-byte (nibble); the digit 
in the high-order half-byte is the most significant. 
Hexadecimal values 0-9 are valid in each half - 
byte, and the range of a packed decimal number is 
0-99. Addition and subtraction are performed in 
two steps. First an unsigned binary instruction is 
used to produce an intermediate result in register 
AL. Then an adjustment operation is performed 
which changes the intermediate value in AL to a 
final correct packed decimal result. Multiplica- 
tion and division adjustments are not available 
for packed decimal numbers. 



Unpacked decimal numbers are stored as un- 
signed byte quantities. The magnitude of the 
number is determined from the low-order half- 
byte; hexadecimal values 0-9 are valid and are 
interpreted as decimal numbers. The high-order 
half-byte must be zero for multiplication and divi- 
sion; it may contain any value for addition and 
subtraction. Arithmetic on unpacked decimal 
numbers is performed in two steps. The unsigned 
binary addition, subtraction and multiplication 
operations are used to produce an intermediate 
result in register AL. An adjustment instruction 
then changes the value in AL to a final correct 
unpacked decimal number. Division is performed 
similarly, except that the adjustment is carried out 
on the numerator operand in register AL first, 
then a following unsigned binary division instruc- 
tion produces a correct result. 

Unpacked decimal numbers are similar to the 
ASCII character representations of the digits 0-9. 
Note, however, that the high-order half-byte of 
an ASCII numeral is always 3H. Unpacked 
decimal arithmetic may be performed on ASCII 
numeric characters under the following 
conditions: 

• the high-order half-byte of an ASCII 
numeral must be set to OH prior to 
multiplication or division . 

• unpacked decimal arithmetic leaves the 
high-order half -byte set to OH; it must be set 
to 3H to produce a valid ASCII numeral. 

Arithmetic Instructions and Flags 

The 8086/8088 arithmetic instructions post cer- 
tain characteristics of the result of the operation 
to six flags. Most of these flags can be tested by 
following the arithmetic instruction with a condi- 
tional jump instruction; the INTO (interrupt on 
overflow) instruction also may be used. The 
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various instructions affect the flags differently, as 
explained in the instruction descriptions. 
However, they follow these general rules: 



• CF (carry flag): If an addition results in a 
carry out of the high-order bit of the result, 
then CF is set; otherwise CF is cleared. If a 
subtraction results in a borrow into the high- 
order bit of the result, then CF is set; other- 
wise CF is cleared. Note that a signed carry is 
indicated by CF =5^ OF. CF can be used to 
detect an unsigned overflow. Two instruc- 
tions, ADC (add with carry) and SBB (sub- 
tract with borrow), incorporate the carry flag 
in their operations and can be used to per- 
form multibyte (e.g., 32-bit, 64-bit) addition 
and subtraction. 

• AF (auxiliary carry flag): If an addition 
results in a carry out of the low-order half- 
byte of the result, then AF is set; otherwise 
AF is cleared. If a subtraction results in a 
borrow into the low-order half-byte of the 
result, then AF is set; otherwise AF is 
cleared. The auxiliary carry flag is provided 
for the decimal adjust instructions and 
ordinarily is not used for any other purpose. 

• SF (sign flag): Arithmetic and logical 
instructions set the sign flag equal to the 
high-order bit (bit 7 or 15) of the result. For 
signed binary numbers, the sign flag will be 
for positive results and 1 for negative results 
(so long as overflow does not occur). A con- 
ditional jump instruction can be used follow- 
ing addition or subtraction to alter the flow 
of the program depending on the sign of the 
result. Programs performing unsigned opera- 
tions typically ignore SF since the high-order 
bit of the result is interpreted as a digit rather 
than a sign. 

• ZF (zero flag): If the result of an arithmetic 
or logical operation is zero, then ZF is set; 
otherwise ZF is cleared. A conditional jump 
instruction can be used to alter the flow of 
the program if the result is or is not zero. 

• PF (parity flag): If the low-order eight bits of 
an arithmetic or logical result contain an 
even number of 1-bits, then the parity flag is 
set; otherwise it is cleared. PF is provided for 
8080/8085 compatibility; it also can be used 
to check ASCII characters for correct parity. 



OF (overflow flag): If the result of an 
operation is too large a positive number, or 
too small a negative number to fit in the 
destination operand (excluding the sign bit), 
then OF is set; otherwise OF is cleared. OF 
thus indicates signed arithmetic overflow; it 
can be tested with a conditional jump or the 
INTO (interrupt on overflow) instruction. 
OF may be ignored when performing 
unsigned arithmetic. 



Addition 



ADD destination, source 

The sum of the two operands, which may be bytes 
or words, replaces the destination operand. Both 
operands may be signed or unsigned binary 
numbers (see AAA and DAA). ADD updates AF, 
CF, OF, PF, SF and ZF. 



ADC destination, source 

ADC (Add with Carry) sums the operands, which 
may be bytes or words, adds one if CF is set and 
replaces the destination operand with the result. 
Both operands may be signed or unsigned binary 
numbers (see AAA and DAA). ADC updates AF, 
CF, OF, PF, SF and ZF. Since ADC incorporates 
a carry from a previous operation, it can be used 
to write routines to add numbers longer than 16 
bits. 



\^C destination 

INC (Increment) adds one to the destination 
operand. The operand may be a byte or a word 
and is treated as an unsigned binary number (see 
AAA and DAA). INC updates AF, OF, PF, SF 
and ZF; it does not affect CF. 



AAA 

AAA (ASCII Adjust for Addition) changes the 
contents of register AL to a valid unpacked 
decimal number; the high-order half-byte is 
zeroed. AAA updates AF and CF; the content of 
OF, PF, SF and ZF is undefined following execu- 
tion of AAA. 
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DAA 

DAA (Decimal Adjust for Addition) corrects the 
result of previously adding two valid packed 
decimal operands (the destination operand must 
have been register AL). DAA changes the content 
of AL to a pair of valid packed decimal digits. It 
updates AF, CF, PF, SF and ZF; the content of 
OF is undefined following execution of DAA. 



Subtraction 



SUB destination, source 

The source operand is subtracted from the 
destination operand, and the result replaces the 
destination operand. The operands may be bytes 
or words. Both operands may be signed or 
unsigned binary numbers (see AAS and DAS). 
SUB updates AF, CF, OF, PF, SF and ZF. 



SBB destination, source 

SBB (Subtract with Borrow) subtracts the source 
from the destination, subtracts one if CF is set, 
and returns the result to the destination operand. 
Both operands may be bytes or words. Both 
operands may be signed or unsigned binary 
numbers (see AAS and DAS). SBB updates AF, 
CF, OF, PF, SF and ZF. Since it incorporates a 
borrow from a previous operation, SBB may be 
used to write routines that subtract numbers 
longer than 16 bits. 



DEC destination 

DEC (Decrement) subtracts one from the destina- 
tion, which may be a byte or a word. DEC 
updates AF, OF, PF, SF, and ZF; it does not 
affectCF. 



-32,768 causes no change to the operand and sets 
OF. NEG updates AF, CF, OF, PF, SF and ZF. 
CF is always set except when the operand is zero, 
in which case it is cleared. 

ClAP destination, source 

CMP (Compare) subtracts the source from the 
destination, which may be bytes or words, but 
does not return the result. The operands are 
unchanged, but the flags are updated and can be 
tested by a subsequent conditional jump instruc- 
tion. CMP updates AF, CF, OF, PF, SF and ZF. 
The comparison reflected in the flags is that of the 
destination to the source. If a CMP instruction is 
followed by a JG (jump if greater) instruction, for 
example, the jump is taken if the destination 
operand is greater than the source operand. 



AAS 

AAS (ASCII Adjust for Subtraction) corrects the 
result of a previous subtraction of two valid 
unpacked decimal operands (the destination 
operand must have been specified as register AL). 
AAS changes the content of AL to a valid 
unpacked decimal number; the high-order half- 
byte is zeroed. AAS updates AF and CF; the con- 
tent of OF, PF, SF and ZF is undefined following 
execution of AAS. 



DAS 

DAS (Decimal Adjust for Subtraction) corrects 
the result of a previous subtraction of two valid 
packed decimal operands (the destination 
operand must have been specified as register AL). 
DAS changes the content of AL to a pair of valid 
packed decimal digits. DAS updates AF, CF, PF, 
SF and ZF; the content of OF is undefined 
following execution of DAS. 



l^EG destination 

NEG (Negate) subtracts the destination operand, 
which may be a byte or a word, from and 
returns the result to the destination. This forms 
the two's complement of the number, effectively 
reversing the sign of an integer. If the operand is 
zero, its sign is not changed. Attempting to negate 
a byte containing -128 or a word containing 



Multiplication 



MUL sofvrce 

MUL (Multiply) performs an unsigned multi- 
plication of the source operand and the 
accumulator. If the source is a byte, then it is 
multiplied by register AL, arid the double-length 
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result is returned in AH and AL. If the source 
operand is a word, then it is multiplied by register 
AX, and the double-length result is returned in 
registers DX and AX. The operands are treated as 
unsigned binary numbers (see AAM). If the upper 
half of the result (AH for byte source, DX for 
word source) is nonzero, CF and OF are set; 
otherwise they are cleared. When CF and OF are 
set, they indicate that AH or DX contains signifi- 
cant digits of the result. The content of AF, PF, 
SF and ZF is undefined following execution of 
MUL. 



IMUL soarce 

IMUL (Integer Multiply) performs a signed 
multiplication of the source operand and the 
accumulator. If the source is a byte, then it is 
multiplied by register AL, and the double-length 
result is returned in AH and AL. If the source is a 
word, then it is multiplied by register AX, and the 
double-length result is returned in registers DX 
and AX. If the upper half of the result (AH for 
byte source, DX for word source) is not the sign 
extension of the lower half of the result, CF and 
OF are set; otherwise they are cleared. When CF 
and OF are set, they indicate that AH or DX con- 
tains significant digits of the result. The content 
of AF, PF, SF and ZF is undefined following 
execution of IMUL. 



AAM 

AAM (ASCII Adjust for Multiply) corrects the 
result of a previous multiplication of two valid 
unpacked decimal operands. A valid 2-digit 
unpacked decimal number is derived from the 
content of AH and AL and is returned to AH and 
AL. The high-order half-bytes of the multiplied 
operands must have been OH for AAM to pro- 
duce a correct result. AAM updates PF, SF and 
ZF; the content of AF, CF and OF is undefined 
following execution of AAM. 



divided into the double-length dividend assumed 
to be in registers AL and AH. The single-length 
quotient is returned in AL, and the single-length 
remainder is returned in AH. If the source 
operand is a word, it is divided into the double- 
length dividend in registers AX and DX. The 
single-length quotient is returned in AX, and the 
single-length remainder is returned in DX. If the 
quotient exceeds the capacity of its destination 
register (FFH for byte source, FFFFFH for word 
source), as when division by zero is attempted, a 
type interrupt is generated, and the quotient and 
remainder are undefined. Nonintegral quotients 
are truncated to integers. The content of AF, CF, 
OF, PF, SF and ZF is undefined following execu- 
tion of DIV. 



\D\y source 

IDIV (Integer Divide) performs a signed division 
of the accumulator (and its extension) by the 
source operand. If the source operand is a byte, it 
is divided into the double-length dividend 
assumed to be in registers AL and AH; the single- 
length quotient is returned in AL, and the single- 
length remainder is returned in AH. For byte in- 
teger division, the maximum positive quotient is 
+127 (7FH) and the minimum negative quotient is 
-127 (81 H). If the source operand is a word, it is 
divided into the double-length dividend in 
registers AX and DX; the single-length quotient is 
returned in AX, and the single-length remainder 
is returned in DX. For word integer division, the 
maximum positive quotient is +32,767 (7FFFH) 
and the minimum negative quotient is -32,767 
(800 IH). If the quotient is positive and exceeds 
the maximum, or is negative and is less than the 
minimum, the quotient and remainder are 
undefined, and a type interrupt is generated. In 
particular, this occurs if division by is 
attempted. Nonintegral quotients are truncated 
(toward 0) to integers, and the remainder has the 
same sign as the dividend. The content of AF, 
CF, OF, PF, SF and ZF is undefined following 
IDIV. 



Division 

D\\f source 

DIV (divide) performs an unsigned division of the 
accumulator (and its extension) by the source 
operand. If the source operand is a byte, it is 



AAD 

AAD (ASCII Adjust for Division) modifies the 
numerator in AL before dividing two valid 
unpacked decimal operands so that the quotient 
produced by the division will be a valid unpacked 
decimal number. AH must be zero for the subse- 
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quent DIV to produce the correct result. The quo- 
tient is returned in AL, and the remainder is 
returned in AH; both high-order half-bytes are 
zeroed. A AD updates PF, SF and ZF; the content 
of AF, CF and OF is undefined following execu- 
tion of AAD. 

CBW 

CBW (Convert Byte to Word) extends the sign of 
the byte in register AL throughout register AH. 
CBW does not affect any flags. CBW can be used 
to produce a double-length (word) dividend from 
a byte prior to performing byte division. 

CWD 

CWD (Convert Word to Doubleword) extends the 
sign of the word in register AX throughout 
register DX. CWD does not affect any flags. 
CWD can be used to produce a double-length 
(doubleword) dividend from a word prior to per- 
forming word division. 



Logical 

The logical instructions include the boolean 
operators **not," '*and," **iriclusive or," and 
'^exclusive or," plus a TEST instruction that sets 
the flags, but does not alter either of its operands. 

AND, OR, XOR and TEST affect the flags as 
follows: The overflow (OF) and carry (CF) flags 
are always cleared by logical instructions, and the 
content of the auxiliary carry (AF) flag is always 
undefined following execution of a logical 
instruction. The sign (SF), zero (ZF) and parity 
(PF) flags are always posted to reflect the result of 
the operation and can be tested by conditional 
jump instructions. The interpretation of these 
flags is the same as for arithmetic instructions. SF 
is set if the result is negative (high-order bit is 1), 
and is cleared if the result is positive (high-order 
bit is 0). ZF is set if the result is zero, cleared 
otherwise. PF is set if the result contains an even 
number of 1-bits (has even parity) and is cleared if 
the number of 1-bits is odd (the result has odd 
parity). Note that NOT has no effect on the flags. 



Bit Manipulation Instructions 

The 8086 and 8088 provide three groups of 
instructions (table 2-11) for manipulating bits 
within both bytes and words: logical, shifts and 
rotates. 



Table 2-11 


. Bit Manipulation Instructions 


LOGICALS 


NOT 


"Not" byte or word 


AND 


"And" byteorword 


OR 


"Inclusive or" byte or word 


XOR 


"Exclusive or" byte or word 


TEST 


"Test" byteorword 


SHIFTS 


SHL/SAL 


Shift logical/arithmeticleft 




byteorword 


SHR 


Shift logical right byte or word 


SAR 


Shift arithmetic right byte or 




word 


ROTATES 


ROL 


Rotate left byte or word 


ROR 


Rotate right byte or word 


RCL 


Rotate through carry left byte 




or word 


RCR 


Rotate through carry right byte 




or word 



1^01 destination 

NOT inverts the bits (forms the one's comple- 
ment) of the byte or word operand. 

AND destination, source 

AND performs the logical "and" of the two 
operands (byte or word) and returns the result to 
the destination operand. A bit in the result is set if 
both corresponding bits of the original operands 
are set; otherwise the bit is cleared. 

OR destination, source 

OR performs the logical * 'inclusive or" of the two 
operands (byte or word) and returns the result to 
the destination operand. A bit in the result is set if 
either or both corresponding bits in the original 
operands are set; otherwise the result bit is 
cleared. 

XOR destination, source 

XOR (Exclusive Or) performs the logical '*exclu- 
sive or" of the two operands and returns the 
result to the destination operand. A bit in the 
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result is set if the corresponding bits of the 
original operands contain opposite values (one is 
set, the other is cleared); otherwise the result bit is 
cleared. 

TEST destination, source 

TEST performs the logical **and" of the two 
operands (byte or word), updates the flags, but 
does not return the result, i.e., neither operand is 
changed. If a TEST instruction is followed by a 
JNZ (jump if not zero) instruction, the jump will 
be taken if there are any corresponding 1-bits in 
both operands. 

Shifts 

The bits in bytes and words may be shifted 
arithmetically or logically. Up to 255 shifts. may 
be performed, according to the value of the count 
operand coded in the instruction. The count may 
be specified as the constant 1, or as register CL, 
allowing the shift count to be a variable supplied 
at execution time. Arithmetic shifts may be used 
to multiply and divide binary numbers by powers 
of two (see note in description of SAR). Logical 
shifts can be used to isolate bits in bytes or words. 

Shift instructions affect the flags as follows. AF is 
always undefined following a shift operation. PF, 
SF and ZF are updated normally, as in the logical 
instructions. CF always contains the value of the 
last bit shifted out of the destination operand. 
The content of OF is always undefined following 
a multibit shift. In a single-bit shift, OF is set if 
the value of the high-order (sign) bit was changed 
by the operation; if the sign bit retains its original 
value, OF is cleared. 



the number of bits specified in the count operand. 
Zeros are shifted in on the left. If the sign bit 
retains its original value, then OF is cleared. 



SAR destination, count 

SAR (Shift Arithmetic Right) shifts the bits in the 
destination operand (byte or word) to the right by 
the number of bits specified in the count operand. 
Bits equal to the original high-order (sign) bit are 
shifted in on the left, preserving the sign of the 
original value. Note that SAR does not produce 
the same result as the dividend of an 
**equivalent" IDIV instruction if the destination 
operand is negative and 1-bits are shifted out. For 
example, shifting -5 right by one bit yields -3, 
while integer division of -5 by 2 yields -2. The 
difference in the instructions is that IDIV trun- 
cates all numbers toward zero, while SAR trun- 
cates positive numbers toward zero and negative 
numbers toward negative infinity. 



Rotates 

Bits in bytes and words also may be rotated. Bits 
rotated out of an operand are not lost as in a 
shift, but are **circled" back into the other "end" 
of the operand. As in the shift instructions, the 
number of bits to be rotated is taken from the 
count operand, which may specify either a con- 
stant of 1, or the CL register. The carry flag may 
act as an extension of the operand in two of the 
rotate instructions, allowing a bit to be isolated in 
CF and then tested by a JC (jump if carry) or JNC 
(jump if not carry) instruction. 



SHL/SAL destination, count 

SHL and SAL (Shift Logical Left and Shift 
Arithmetic Left) perform the same operation and 
are physically the same instruction. The destina- 
tion byte or word is shifted left by the number of 
bits specified in the count operand. Zeros are 
shifted in on the right. If the sign bit retains its 
original value, then OF is cleared. 

SHR destination, source 

SHR (Shift Logical Right) shifts the bits in the 
destination operand (byte or word) to the right by 



Rotates affect only the carry and overflow flags. 
CF always contains the value of the last bit 
rotated out. On multibit rotates, the value of OF 
is always undefined. In single-bit rotates, OF is 
set if the operation changes the high-order (sign) 
bit of the destination operand. If the sign bit 
retains its original value, OF is cleared. 



ROL destination, count 

ROL (Rotate Left) rotates the destination byte or 
word left by the number of bits specified in the 
count operand. 
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ROR destination, count 

ROR (Rotate Right) operates similar to ROL 
except that the bits in the destination byte or word 
are rotated right instead of left. 

RCL destination, count 

RCL (Rotate through Carry Left) rotates the bits 
in the byte or word destination operand to the left 
by the number of bits specified in the count 
operand. The carry flag (CF) is treated as **part 
of" the destination operand; that is, its value is 
rotated into the low-order bit of the destination, 
and itself is replaced by the high-order bit of the 
destination. 



RCR destination, count 

RCR (Rotate through Carry Right) operates 
exactly like RCL except that the bits are rotated 
right instead of left. 



String Instructions 

Five basic string operations, called primitives, 
allow strings of bytes or words to be operated on, 
one element (byte or word) at a time. Strings of 
up to 64k bytes may be manipulated with these 
instructions. Instructions are available to move, 
compare and scan for a value, as well as for mov- 
ing string elements to and from the accumulator 
(see table 2-12). These basic operations may be 
preceded by a special one-byte prefix that causes 
the instruction to be repeated by the hardware, 
allowing long strings to be processed much faster 
than would be possible with a software loop. The 
repetitions can be terminated by a variety of con- 
ditions, and a repeated operation may be inter- 
rupted and resumed. 

The string instructions operate quite similarly in 
many respects; the common characteristics are 
covered here and in table 2-13 and figure 2-33 
rather than in the descriptions of the individual 
instructions. A string instruction may have a 
source operand, a destination operand, or both. 
The hardware assumes that a source string resides 
in the current data segment; a segment prefix byte 
may be used to override this assumption. A 
destination string must be in the current extra seg- 
ment. The assembler checks the attributes of the 



operands to determine if the elements of the 
strings are bytes or words. The assembler does 
not, however, use the operand names to address 
the strings. Rather, the content of register SI 
(source index) is used as an offset to address the 
current element of the source string, and the con- 
tent of register DI (destination index) is taken as 
the offset of the current destination string ele- 
ment. These registers must be initialized to point 
to the source/destination strings before executing 
the string instruction; the LDS, LES and LEA 
instructions are useful in this regard. 

Table 2-12. String Instructions 



REP 


Repeat 


REPE/REPZ 


Repeat while equal/zero 


REPNE/REPNZ 


Repeat while not 
equal /not zero 


MOVS 


Move byte or word string 


MOVSB/MOVSW 


Move byte or word string 


CMPS 


Compare byte or word 
string 


SCAB 


Scan byte or word string 


LODS 


Load byte or word string 


STOS 


Store byte or word string 



Table 2-13 


. String Instruction Register and 
Flag Use 


SI 


Index (offset) for source string 


DI 


Index (offset) for destination 
string 


CX 


Repetition counter 


AL/AX 


Scan value 
Destination for LODS 
Source for STOS 


DF 


= auto-Increment SI, DI 

1 = auto-decrement SI, DI 


ZF 


Scan /compare terminator 
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Figure 2-33. String Operation Flow 
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The string instructions automatically update SI 
and/or DI in anticipation of processing the next 
string element. The setting of DF (the direction 
flag) determines whether the index registers are 
auto-incremented (DF = 0) or auto-decremented 
(DF = 1). If byte strings are being processed, SI 
and/or DI is adjusted byl; the adjustment is 2 for 
word strings. 

If a Repeat prefix has been coded, then register 
CX (count register) is decremented by 1 after each 
repetition of the string instruction; therefore, CX 
must be initialized to the number of repetitions 
desired before the string instruction is executed. If 
CX is 0, the string instruction is not executed, and 
control goes to the following instruction. 

Section 2.10 contains examples that illustrate the 
use of all the string instructions. 



REP/REPE/REPZ/REPNE/REPNZ 

Repeat, Repeat While Equal, Repeat While Zero, 
Repeat While Not Equal and Repeat While Not 
Zero are five mnemonics for two forms of the 
prefix byte that controls repetition of a subse- 
quent string instruction. The different mnemonics 
are provided to improve program clarity. The 
repeat prefixes do not affect the flags. 

REP is used in conjunction with the MOVS 
(Move String) and STOS (Store String) instruc- 
tions and is interpreted as **repeat while not end- 
of -string" (CX not 0). REPE and REPZ operate 
identically and are physically the same prefix byte 
as REP. These instructions are used with the 
CMPS (Compare String) and SCAS (Scan String) 
instructions and require ZF (posted by these 
instructions) to be set before initiating the next 
repetition. REPNE and REPNZ are two 
mnemonics for the same prefix byte. These 
instructions function the same as REPE and 
REPZ except that the zero flag must be cleared or 
the repetition is terminated. Note that ZF does 
not need to be initialized before executing the 
repeated string instruction. 

Repeated string sequences are interruptable; the 
processor will recognize the interrupt before pro- 
cessing the next string element. System interrupt 
processing is not affected in any way. Upon 
return from the interrupt, the repeated operation 
is resumed from the point of interruption. Note, 
however, that execution docs not resume properly 



if a second or third prefix (i.e., segment override 
or LOCK) has been specified in addition to any of 
the repeat prefixes. The processor **remembers" 
only one prefix in effect at the time of the inter- 
rupt, the prefix that immediately precedes the 
string instruction. After returning from the inter- 
rupt, processing resumes at this point, but any 
additional prefixes specified are not in effect. If 
more than one prefix must be used with a string 
instruction, interrupts may be disabled for the 
duration of the repeated execution. However, this 
will not prevent a non-maskable interrupt from 
being recognized. Also, the time that the system is 
unable to respond to interrupts may be unaccept- 
able if long strings are being processed. 



lAOyS destination-string, source-string 

MOVS (Move String) transfers a byte or a word 
from the source string (addressed by SI) to the 
destination string (addressed by DI) and updates 
SI and DI to point to the next string element. 
When used in conjunction with REP, MOVS per- 
forms a memory-to-memory block transfer. 



MOVSB/MOVSW 

These are alternate mnemonics for the move 
string instruction. These mnemonics are coded 
without operands; they explicitly tell the 
assembler that a byte string (MOVSB) or a word 
string (MOVSW) is to be moved (when MOVS is 
coded, the assembler determines the string type 
from the attributes of the operands). These 
mnemonics are useful when the assembler cannot 
determine the attributes of a string, e.g., a section 
of code is being moved. 



ClAPS destination-string, source-string 

CMPS (Compare String) subtracts the destination 
byte or word (addressed by DI) from the source 
byte or word (addressed by SI). CMPS affects the 
flags but does not alter either operand, updates SI 
and DI to point to the next string element and 
updates AF, CF, OF, PF, SF and ZF to reflect the 
relationship of the destination element to the 
source element. For example, if a JG (Jump if 
Greater) instruction follows CMPS, the jump is 
taken if the destination element is greater than the 
source element. If CMPS is prefixed with REPE 
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or REPZ, the operation is interpreted as '*com- 
pare while not end-of-string (CX not zero) and 
strings are equal (ZF = 1)/* If CMPS is preceded 
by REPNE or REPNZ, the operation is inter- 
preted as **compare while not end-of-string (CX 
not zero) and strings are not equal (ZF = 0)." 
Thus, CMPS can be used to find matching or dif- 
fering string elements. 



SCAS destination-string 

SCAS (Scan String) subtracts the destination 
string element (byte or word) addressed by DI 
from the content of AL (byte string) or AX (word 
string) and updates the flags, but does not alter 
the destination string or the accumulator. SCAS 
also updates DI to point to the next string element 
and AF, CF, OF, PF, SF and ZF to reflect the 
relationship of the scan value in AL/AX to the 
string element. If SCAS is prefixed with REPE or 
REPZ, the operation is interpreted as **scan while 
not end-of-string (CX not 0) and string-element = 
scan-value (ZF = 1)." This form may be used to 
scan for departure from a given value. If SCAS is 
prefixed with REPNE or REPNZ, the operation 
is interpreted as **scan while not end-of-string 
(CX not 0) and string-element is not equal to 
scan-value (ZF = 0)." This form may be used to 
locate a value in a string. 



LODS source-string 

LODS (Load String) transfers the byte or word 
string element addressed by SI to register AL or 
AX, and updates SI to point to the next element 
in the string. This instruction is not ordinarily 
repeated since the accumulator would be over- 
written by each repetition, and only the last ele- 
ment would be retained. However, LODS is very 
useful in software loops as part of a more com- 
plex string function built up from string 
primitives and other instructions. 



STOS destination-string 

STOS (Store String) transfers a byte or word from 
register AL or AX to the string element addressed 
by DI and updates DI to point to the next location 
in the string. As a repeated operation, STOS pro- 
vides a convenient way to initialize a string to a 
constant value (e.g., to blank out a print line). 



Program Transfer Instructions 

The sequence of execution of instructions in an 
8086/8088 program is determined by the content 
of the code segment register (CS) and the instruc- 
tion pointer (IP). The, CS register contains the 
base address of the current code segment, the 64k 
portion of memory from which instructions are 
presently being fetched. The IP is used as an off- 
set from the beginning of the code segment; the 
combination of CS and IP points to the memory 
location from which the next instruction is to be 
fetched. (Recall that under most operating condi- 
tions, the next instruction to be executed has 
already been fetched from memory and is waiting 
in the CPU instruction queue.) The program 
transfer instructions operate on the instruction 
pointer and on the CS register; changing the con- 
tent of these causes normal sequential execution 
to be altered. When a program transfer occurs, 
the queue no longer contains the correct instruc- 
tion, and the BIU obtains the next instruction 
from memory using the new IP and CS values, 
passes the instruction directly to the EU, and then 
begins refilling the queue from the new location. 

Four groups of program transfers are available in 
the 8086/8088 (see table 2-14): unconditional 
transfers, conditional transfers, iteration control 
instructions and interrupt-related instructions. 
Only the interrupt-related instructions affect any 
CPU flags. As will be seen, however, the execu- 
tion of many of the program transfer instructions 
is affected by the states of the flags. 



Unconditional Transfers 

The unconditional transfer instructions may 
transfer control to a target instruction within the 
current code segment (intrasegment transfer) or 
to a different code segment (intersegment 
transfer). (The ASM-86 assembler terms an 
intrasegment target NEAR and an intersegment 
target FAR.) The transfer is made uncondition- 
ally any time the instruction is executed. 



CALL procedure-name 

CALL activates an out-of-line procedure, saving 
information on the stack to permit a RET (return) 
instruction in the procedure to transfer control 
back to the instruction following the CALL. The 
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Table 2-14. Program Transfer Instructions 



UNCONDITIONAL TRANSFERS 


CALL 


Call procedure 


RET 


Return from procedure 


JMP 


Jump 


CONDITIONAL TRANSFERS 


JA/JNBE 


Jump if above/not below 




nor equal 


JAE/JNB 


Jump if above or 




equal /not below 


JB/JNAE 


Jump if below/not above 




nor equal 


JBE/JNA 


Jump If below or 




equal /not above 


JC 


Jump if carry 


JE/JZ 


Jump if equal/zero 


JG/JNLE 


Jump If greater/not less 




nor equal 


JGE/JNL 


Jump if greater or 




equal /not less 


JL/JNGE 


Jump if less/not greater 




nor equal 


JLE/JNG 


Jump If less or equal/not 




greater 


JNC 


Jump if not carry 


JNE/JNZ 


Jump If not equal/not 




zero 


JNC 


Jump if not overflow 


JNP/JPO 


Jump if not parity /parity 




odd 


JNS 


Jump if not sign 


JO 


Jump if overflow 


JP/JPE 


Jump if parity /parity 




even 


JS 


Jump if sign 


ITERATION CONTROLS 


LOOP 


Loop 


LOOPE/LOOPZ 


Loop if equal /zero 


LOOPNE/LOOPNZ 


Loop if not equal /not 




zero 


JCXZ 


Jump if register CX = 


INTERRUPTS 


INT 


Interrupt 


INTO 


Interrupt if overflow 


IRET 


Interrupt return 



assembler generates a different type of CALL 
instruction depending on whether the program- 
mer has defined the procedure name as NEAR or 
FAR. For control to return properly, the type of 
CALL instruction must match the type of RET 
instruction that exits from the procedure. (The 
potential for a mismatch exists if the procedure 
and the CALL are contained in separately 
assembled programs.) Different forms of the 
CALL instruction allow the address of the target 
procedure to be obtained from the instruction 
itself (direct CALL) or from a memory location 
or register referenced by the instruction (indirect 
CALL). In the following descriptions, bear in 
mind that the processor automatically adjusts IP 
to point to the next instruction to be executed 
before saving it on the stack. 

For an intrasegment direct CALL j SP (the stack 
pointer) is decremented by two and IP is pushed 
onto the stack. The relative displacement (up to 
±32k) of the target procedure from the CALL 
instruction is then added to the instruction 
pointer. This forrn of the CALL instruction is 
* * self -relative' ' and is appropriate for position- in- 
dependent (dynamically relocatable) routines in 
which the CALL and its target are in the same 
segment and are moved together. 

An intrasegment indirect CALL may be made 
through memory or through a register. SP is 
decremented by two and IP is pushed onto the 
stack. The offset of the target procedure is 
obtained from the memory word or 16-bit general 
register referenced in the instruction and replaces 
IP.' ■■ \ \ 

For an intersegment direct CALL, SP is 
decremented by two, and CS is pushed onto the 
stack. CS is replaced by the segment word con- 
tained in the instrliction. SP again is decremented 
by two. IP is pushed onto the stack and is 
replaced by the offset word contained in the 
instruction. 

For an intersegment indirect CALL (which only 
may be made through memory), SP is 
decremented by two, and CS is pushed onto the 
stack. CS is then replaced by the content of the 
second word of the doubleword memory pointer 
referenced by the instruction. SP again is 
decremented by two, and IP is pushed onto the 
stack and is replaced bythe content of the first 
word of the doubleword pointer referenced by the 
instruction. 
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RET optional-pop'Value 

RET (Return) transfers control from a procedure 
back to the instruction following the CALL that 
activated the procedure. The assembler generates 
an intrasegment RET if the programmer has 
defined the procedure NEAR, or an intersegment 
RET if the procedure has been defined as FAR. 
RET pops the word at the top of the stack 
(pointed to by register SP) into the instruction 
pointer and increments SP by two. If RET is 
intersegment, the word at the new top of stack is 
popped into the CS register, and SP is again 
incremented by two. If an optional pop value has 
been specified, RET adds that value to SP. This 
feature may be used to discard parameters pushed 
onto the stack before the execution of the CALL 
instruction. 



MP target 

JMP unconditionally transfers control to the 
target location. Unlike a CALL instruction, JMP 
does not save any information on the stack, and 
no return to the instruction following the JMP is 
expected. Like CALL, the address of the target 
operand may be obtained from the instruction 
itself (direct JMP) or from memory or a register 
referenced by the instruction (indirect JMP). 

An intrasegment direct JMP changes the instruc- 
tion pointer by adding the relative displacement 
of the target from the JMP instruction. If the 
assembler can determine that the target is within 
127 bytes of the JMP, it automatically generates a 
two-byte form of this instruction called a SHORT 
JMP; otherwise, it generates a NEAR JMP that 
can address a target within ±32k. Intrasegment 
direct JMPS are self-relative and are appropriate 
in position-independent (dynamically relocatable) 
routines in which the JMP and its target are in the 
same segment and are moved together. 

An intrasegment indirect JMP may be made 
either through memory or through a 16-bit 
general register. In the first case, the content of 
the word referenced by the instruction replaces 
the instruction pointer. In the second case, the 
new IP value is taken from the register named in 
the instruction. 

An intersegment direct JMP replaces IP and CS 
with values contained in the instruction. 



An intersegment indirect JMP may be made only 
through memory. The first word of the 
doubleword pointer referenced by the instruction 
replaces IP, and the second word replaces CS. 



Conditional Transfers 

The conditional transfer instructions are jumps 
that may or may not transfer control depending 
on the state of the CPU flags at the time the 
instruction is executed. These 18 instructions (see 
table 2-15) each test a different combination of 
flags for a condition. If the condition is **true," 
then control is transferred to the target specified 
in the instruction. If the condition is **false," 
then control passes to the instruction that follows 
the conditional jump. All conditional jumps are 
SHORT, that is, the target must be in the current 
code segment and within -128 to +127 bytes of 
the first byte of the next instruction (JMP OOH 
jumps to the first byte of the next instruction). 
Since the jump is made by adding the relative 
displacement of the target to the instruction 
pointer, all conditional jumps are self-relative and 
are appropriate for position-independent 
routines. 



Iteration Control 

The iteration control instructions can be used to 
regulate the repetition of software loops. These 
instructions use the CX register as a counter. Like 
the conditional transfers, the iteration control 
instructions are self-relative and may only 
transfer to targets that are within -128 to +127 
bytes of themselves, i.e., they are SHORT 
transfers. 



LOOP short-label 

LOOP decrements CX by 1 and transfers control 
to the target operand if CX is not 0; otherwise the 
instruction following LOOP is executed. 



LOOPE/LOOPZ short-label 

LOOPE and LOOPZ (Loop While Equal and 
Loop While Zero) are different mnemonics for 
the same instruction (similar to the REPE and 
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Table 2-15. Interpretation of Conditional Transfers 



MNEMONIC 


CONDITION TESTED 


"JUMP IF..." 


JA/JNBE 


(CForZF)=0 


above/not below nor equal 


JAE/JNB 


CF=0 


above or equal/not below ■ 


JB/JNAE 


CF=1 


below/ not above nor equal 


JBE/JNA 


(CForZF)=1 


below or equal/not above i 


JC 


CF=1 


carry 


JE/JZ 


ZF=1 


equal /zero 


JG/JNLE 


((SFxorOF)orZF)=0 


greater/ not less nor equal 


JGE/JNL. 


(SFxorOF)=0 


greater or equal /not less 


JL/JNGE 


(SFxorOF)=1 


less/not greater nor equal 


JLE/JNG 


((SFxorOF)orZF)=1 


less or equal/not greater 


JNC 


CF=0 


not carry 


JNE/JNZ 


ZF=0 


not equal /not zero 


JNO 


OF=0 


not overflow 


JNP/JPO 


PF=0 


not parity /parity odd 


JNS 


SF=0 


not sign 


JO 


0F=1 


overflow 


JP/JPE 


PF=1 


parity /parity equal 


JS 


SF=1 


sign 



Note: "above" and "below" refer to the relationship of two unsigned values; 
"greater" and "less" refer to the relationship of two signed values. 



REPZ repeat prefixes). CX is decremented by 1, 
and control is transferred to the target operand if 
CX is not and if ZF is set; otherwise the instruc- 
tion following LOOPE/LOOPZ is executed. 

LOOPNE/LOOPNZ s/7orf-/aZ?e/ 

LOOPNE and LOOPNZ (Loop While Not Equal 
and Loop While Not Zero) are also synonyms for 
the same instruction. GX is decremented by 1, 
and control is transferred to the target operand if 
CX is not and if ZF is clear; otherwise the next 
sequential instruction is executed. 

3CXZ short-label 

JCXZ (Jump If CX Zero) transfers control to the 
target operand if CX is 0. This instruction is 
useful at the beginning of a loop to bypass the 
loop if CX has a zero value, i.e., to execute the 
loop zero times. 



Interrupt Instructions 

The interrupt instructions allow interrupt service 
routines to be activated by programs as well as by 



external hardware devices. The effect of software 
interrupts is similar to hardware-initiated inter- 
rupts. However, the processor does not execute 
an interrupt acknowledge bus cycle if the inter- 
rupt originates in software or with an NML The 
effect of the interrupt instructions on the flags is 
covered in the description of each instruction. 



\HJ interrupt'type 

INT (Interrupt) activates the interrupt procedure 
specified by the interrupt-type operand. INT 
decrements the stack pointer by two, pushes the 
flags onto the stack, and clears the trap (TF) and 
interrupt-enable (IF) flags to disable single-step 
and maskable interrupts. The flags are stored in 
the format used by the PUSHF instruction. SP is 
decremented again by two, and the CS register is 
pushed onto the stack. The address of the inter- 
rupt pointer is calculated by multiplying 
interrupt-type by four; the second word of the in- 
terrupt . pointer replaces CS. SP, again is 
decremented by two, and IP is pushed onto the 
stack and is replaced by the first word of the inter- 
rupt pointer. If interrupt-type = 3, the assembler 
generates a short (1 byte) form of the instruction, 
known as the breakpoint interrupt. 
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Software interrupts can be used as "supervisor 
calls," i.e., requests for service from an operating 
system. A different interrupt-type can be used for 
each type of service that the operating system 
could supply for an application program. Soft- 
ware interrupts also may be used to check out 
interrupt service procedures written for hardware- 
initiated interrupts. 

INTO 

INTO (Interrupt on Overflow) generates a soft- 
ware interrupt if the overflow flag (OF) is set; 
otherwise control proceeds to the following 
instruction without activating an interrupt pro- 
cedure. INTO addresses the target interrupt pro- 
cedure (its type is 4) through the interrupt pointer 
at location lOH; it clears the TF and IF flags and 
otherwise operates like INT. INTO may be writ- 
ten following an arithmetic or logical operation to 
activate an interrupt procedure if overflow 
occurs. 



IRET 



Table 2-16. Processor Control Instructions 



FLAG OPERATIONS 


STC 

CLC 

CMC 

STD 

CLD 

STI 

CLI 


Set carry flag 
Clear carry flag 
Complement carry flag 
Set direction flag 
Clear direction flag 
Set interrupt enable flag 
Clear interrupt enable flag 


EXTERNAL SYNCHRONIZATION 


HLT 
WAIT 
ESC 
LOCK 


Halt until interrupt or reset 


Wait forTEST pin active 
Escape to external processor 
Lock bus during next 
instruction 


NO OPERATION 


NOP 


No operation 



IRET (Interrupt Return) transfers control back to 
the point of interruption by popping IP, CS and 
the flags from the stack. IRET thus affects all 
flags by restoring them to previously saved 
values. IRET is used to exit any interrupt 
procedure, whether activated by hardware or 
software. 



CMC 

CMC (Complement Carry flag) '^toggles" CF to 
its opposite state and affects no other flags. 



Processor Control Instructions 

These instructions (see table 2-16) allow programs 
to control various CPU functions. One group of 
instructions updates flags, and another group is 
used primarily for synchronizing the 8086 or 8088 
with external events. A final instruction causes 
the CPU to do nothing. Except for the flag opera- 
tions, none of the processor control instructions 
affect the flags. 

Flag Operations 



STC 

STC (Set Carry flag) sets CF to 1 and affects no 
other flags. 



CLD 

CLD (Clear Direction flag) zeroes DF causing the 
string instructions to auto-increment the SI 
and/or DI index registers. CLD does not affect 
any other flags. 



CLC 



STD 



CLC (Clear Carry flag) zeroes the carry flag (CF) 
and affects no other flags. It (and CMC and STC) 
is useful in conjunction with the RCL and RCR 
instructions. 



STD (Set Direction flag) sets DF to 1 causing the 
string instructions to auto-decrement the SI 
and/or DI index registers. STD does not affect 
any other flags. 
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CLI 

CLI (Clear Interrupt-enable flag) zeroes IF. 
When the interrupt-enable flag is cleared, the 
8086 and 8088 do not recognize an external inter- 
rupt request that appears on the INTR line; in 
other words maskable interrupts are disabled. A 
non-maskable interrupt appearing on the NMI 
line, however, is honored, as is a software inter- 
rupt. CLI does, not affect any other flags. 



it builds (see table 2-26). An external processor 
may monitor the system bus and capture this 
opcode when the ESC is fetched. If the source 
operand is a register, the processor does nothing. 
If the source operand is a memory variable, the 
processor obtains the operand from memory and 
discards it. An external processor may capture the 
memory operand when the processor reads it 
from memory. 



STI 

STI (Set Interrupt-enable flag) sets IF to 1, en- 
abling processor recognition of maskable inter- 
rupt requests appearing on the INTR line. Note 
however, that a pending interrupt will not actu- 
ally be recognized until the instruction following 
STI has executed. STI does not affect any other 
flags. 



LOCK 

LOCK is a one-byte prefix that causes the 
8086/8088 (co nfigure d in maximum mode) to 
assert its bus LOCK signal while the following 
instruction executes. LOCK does not affect any 
flags. See section 2.5 for more information on 
LOCK. 



External Synchronization 



HLT 



No Operation 



NOP 



HLT (Halt) causes the 8086/8088 to enter the halt 
state. The processor leaves the halt state upon 
activation of the RESET line, upon receipt of a 
non-maskable interrupt request on NMI, or, if 
interrupts are enabled, upon receipt of a 
maskable interrupt request on INTR. HLT does 
not affect any flags. It may be used as an alter- 
native to an endless software loop in situations 
where a program must wait for an interrupt. 



WAIT 

WAIT c auses the CPU to enter the wait state 
while its TEST line is not active. WAIT does not 
affect any flags. This instruction is described 
more completely in section 2.5. 



ESC external-opcode, source 

ESC (Escape) provides a means for an external 
processor to obtain an opcode and possibly a 
memory operand from the 8086 or 8088. The 
external opcode is a 6-bit immediate constant that 
the assembler encodes in the machine instruction 



NOP (No Operation) causes the CPU to do 
nothing. NOP does not affect any flags. 



Instruction Set Reference Information 

Table 2-21 provides detailed operational informa- 
tion for the 8086/8088 instruction set. The 
information is presented from the point of view 
of utility to the assembly language programmer. 
Tables 2-17, 2-18 and 2-19 explain the symbols 
used in table 2-21. Machine language instruction 
encoding and decoding information is given in 
Chapter 4. 

Instruction timings are presented as the number 
of clock periods required to execute a particular 
form (register-to-register, immediate-to-memory, 
etc.) of the instruction. If a system is running with 
a 5 MHz maximum clock, the maximum clock 
period is 200 ns; at 8 MHz, the clock period is 125 
ns. Where memory operands are used, **+EA" 
denotes a variable number of additional clock 
periods needed to calculate the operand's effec- 
tive address (discussed in section 2.8). Table 2-20 
lists all effective address calculation times. 
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Table 2-17. Key to Instruction Coding Formats 



IDENTIFIER 


USED IN 


EXPLANATION 


destination 


data transfer, 
bit manipulation 


A register or memory location that may contain data 
operated on by the instruction, and which receives (is 
replaced by) the result of the operation. 


source 


data transfer, 

arithmetic, 

bit manipulation 


A register, memory location or immediate value that is 
used in the operation, but is not altered by the instruc- 
tion. 


source-table 


XLAT 


Name of memory translation table addressed by register 
BX. 


target 


JMP.CALL 


A label to which control is to be transferred directly, or a 
register or memory location whose content is the 
address of the location to which control is to be transfer- 
red indirectly. 


short-label 


cond. transfer, 
iteration control 


A label to which control is to be conditionally 
transferred; must lie within -128 to +127 bytes of the first 
byte of the next instruction. 


accumulator 


IN, OUT 


Register AX for word transfers, AL for bytes. 


port 


IN, OUT 


An I/O port number; specified as an immediate value of 
0-255, or register DX (which contains port number in 
range 0-64k). 


source-string 


string ops. 


Name of a string in memory that is addressed by register 
SI; used only to identify string as byte or word and 
specify segment override, if any. This string is used in 
theoperation, but is not altered. 


dest-string 


string ops. 


Name of string in memory that is addressed by register 
Dl; used only to identify string as byte or word. This 
string receives (is replaced by) the result of the opera- 
tion. 


count 


shifts, rotates 


Specifies number of bits to shift or rotate; written as 
immediate value 1 or register CL (which contains the 
count in the range 0-255). 


interrupt-type 


INT 


Immediate value of 0-255 identifying interrupt pointer 
number. 


optional-pop-value 


RET 


Number of bytes (0-64k, ordinarily an even number) to 
discard from stack. 


external-opcode 


ESC 


Immediate value (0-63) that is encoded in the instruction 
for use by an external processor. 
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Table 2-18. Key to Flag Effects 



Table 2-19. Key to Operand Types 



IDENTIFIER 


EXPLANATION 


(blank) 


not altered 





cleared too 


1 


set to 1 


X 


set or cleared according 
to result 


U 


undefined— contains no 
reliable value 


R 


restored from previously- 
saved value 



For control transfer instructions, the timings 
given include any additional clocks required to 
reinitialize the instruction queue as well as the 
time required to fetch the target instruction. For 
instructions executing on an 8086, four clocks 
should be added for each instruction reference to 
a word operand located at an odd memory 
address to reflect any additional operand bus 
cycles required. Similarly for instructions exe- 
cuting on an 8088, four clocks should be added to 
each instruction reference to a 16-bit memory 
operand; this includes all stack operations. The 
required number of data references is listed in 
table 2-21 for each instruction to aid in this 
calculation. 



Several additional factors can increase actual 
execution time over the figures shown in table 
2-21. The time provided assumes that the instruc- 
tion has already been prefetched and that it is 
waiting in the instruction queue, an assumption 
that is valid under most, but not all, operating 
conditions. A series of fast executing (fewer than 
two clocks per opcode byte) instructions can drain 
the queue and increase execution time. Execution 
time also is slightly impacted by the interaction of 
the EU and BIU when memory operands must be 
read or written. If the EU needs access to 
memory, it may have to wait for up to one clock if 
the BIU has already started an instruction fetch 
bus cycle. (The EU can detect the need for a 
memory operand and post a bus request far 
enough in advance of its need for this operand to 
avoid waiting a full 4-clock bus cycle). Of course 
the EU does not have to wait if the queue is full, 
because the BIU is idle. (This discussion assumes 



IDENTIFIER 


EXPLANATION 


(no operands) 


No operands are written 


register 


An 8- or 1 6-blt general register 


regie 


A 16-bit general register 


seg-reg 


A segment register 


accumulator 


Register AX or AL 


immediate 


A constant in the range 
0-FFFFH 


immedS 


A constant in the range 0-FFH 


memory 


An 8- or 16-bit memory 
location^'') 


memS 


An 8-bit memory location^^^ 


mem16 


A 16-bit memory location^^) 


source-table 


Name of 256-byte translate 
table 


source-string 


Name of string addressed by 
register SI 


dest-string 


Name of string addressed by 
register Dl 


DX 


Register DX 


short-label 


A label within -128 to -HI 27 
bytes of the end of the instruc- 
tion 


near-label 


A label in current code 
segment 


far-label 


A label in another code 
segment 


near-proc 


A procedure in current code 
segment 


far-proc 


A procedure in another code 
segment 


memptr16 


A word containing the offset of 
the location in the current code 
segment to which control is to 
betransferred^"") 


memptr32 


A doubleword containing the 
offset and the segment base 
address of the location in 
another code segment to which 
control is to be transferred^"")! 


regptr16 


A 16-bit general register 
containing the offset of the 
location in the current code 
segment to which control is to 
be transferred 


repeat 


A string instruction repeat 
prefix 



^^^Any addressing mode— direct, register In- 
direct, based, indexed, or based 
indexed— may be used (see section 2.8). 
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Table 2-20. Effective Address Calculation 
Time 



EA COMPONENTS 


CLOCKS* 


Displacement Only 


6 


Base or Index Only (BX,BP,SI,DI) 


5 


Displacement 

Base or Index (BX.BP,SI,DI) 


9 


Base BP + DI,BX + SI 

+ 
Index BP + SI,BX + DI 


7 
8 


Displacement BP + Dl + DISP 
+ BX + SI + DISP 

Base 

+ BP + SI + DISP 

Index BX + DI + DISP 


11 
12 



*Add 2 clocks for segment override 



that the BIU can obtain the bus on demand, i.e., 
that no other processors are competing for the 
bus.) 



With typical instruction mixes, the time actually 
required to execute a sequence of instructions will 
typically be within 5-10% of the sum of the 
individual timings given in table 2-21. Cases can 
be constructed, however, in which execution time 
may be much higher than the sum of the figures 
provided in the table. The execution time for a 
given sequence of instructions, however, is always 
repeatable, assuming comparable external condi- 
tions (interrupts, coprocessor activity, etc.). If the 
execution time for a given series of instructions 
must be determined exactly, the instructions 
should be run on an execution vehicle such as the 
SDK-86 or the iSBC 86/12TM board. 



Table 2-21 . Instruction Set Reference Data 



AAA 


AAA (no operands) 
ASCII adjust for addition 


Fi.nc D 1 T S Z A P C 
^'^^® U U U X U X 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


4 


. — 


1 


AAA 



AAD 


AAD (no operands) 
ASCII adjust for division 


_, ODITSZAPC 
^'^^^ U X X U X U 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


60 


— 


2 


AAD 



AAM 


AAM (no operands) 
ASCII adjust for multiply 


ODITSZAPC 
^'^^^ U X X U X U 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


83 


— 


1 


AAM 



AAS 


AAS (no operands) 

ASCII adjust for subtraction 


ODITSZAPC 
^'^9® U U U X U X 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


4 


— 


1 


AAS 



*For the 8086, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocl<s for each 16-bit word transfer. 
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Table 2-21 . Instruction Set Reference Data (Cont'd.) 



ADC 


ADC destination, source 
Add with carry 


__^ D 1 T S Z A P C 
"■'^^^ X X X XXX 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


register, register 
register, memory 
memory, register 
register, immediate 
memory, immediate 
accumulator, immediate 


3 
9 + EA 
16 + EA 

4 
17+EA 

4 


1 
2 

2 


2 

2-4 
2-4 
3-4 
3-6 
2-3 


ADC AX, SI 

ADC DX, BETA [SI] 

ADC ALPHA [BX] [SI], Dl 

ADC BX, 256 

ADC GAMMA, 30H 

ADC AL, 5 



ADD 


ADD destination, source 
Addition 


Flnnc ODITSZAPC 

•■'^^^ X X X X X X 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


register, register 
register, memory 
memory, register 
register, immediate 
memory, immediate 
accumulator, immediate 


3 
9 + EA 
16 + EA 

4 
17+EA 

4 


1 
2 

2 


2 

2-4 
2-4 
3-4 
3-6 
2-3 


ADD CX, DX 

ADD Dl, [BX].ALPHA 

ADD TEMP,CL 

ADD CL,2 

ADD ALPHA, 2 

ADD AX, 200 



AND 


AND destination, source 
Logical and 


..^ ODITSZAPC 
■■'^9^ XX U X 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


register, register 
register, memory 
memory, register 
register, immediate 
memory, immediate 
accumulator, immediate 


3 
9 + EA 
16 + EA 

4 
17+EA 

4 


1 
2 

2 


2 

2-4 
2-4 
3-4 
3-6 
2-3 


AND AL,BL 

AND CX,FLAG_WORD 

AND ASCII [DI],AL 

AND CX,OFOH 

AND BETA, 01 H 

AND AX,01010000B 



CALL 


CALL target 

Call a procedure 


Flags ^^'^^^^^^ 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Examples 


near-proc 

far-proc 

memptne 

regptr16 

memptr32 


19 

28 
21 + EA 

16 
37 + EA 


1 
2 
2 
1 
4 


3 

5 
2-4 

2 
2-4 


CALL NEAR_PROC 
CALL FAR_PROC 
CALL PROC_TABLE [SI] 
CALL AX 
CALL [BX].TASK [SI] 



CBW 


CBW (no operands) 
Convert byte to word 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


2 


— 


1 


CBW 



*For the 8086, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocl^s for each 16-bit word transfer. 
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CLC 


CLC (no operands) 
Clear carry flag 


Flags D 1 T S Z A P C 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


2 


— 


1 


CLC 



OLD 


CLD (no operands) 
Clear direction flag 


..^ ODITSZAPC 
Flags Q 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


2 


— 


1 


CLD 



CLI 


CLI (no operands) 
Clear interrupt flag 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


2 


— 


1 


CLI 



CMC 


CMC (no operands) 
Complement carry flag 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


2 


— 


1 


CMC 



CMP 


CMP destination, source 
Compare destination to source 


ODITSZAPC 
*"'^^^ X X X X X X 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


register, register 
register, memory 
memory, register 
register, immediate 
memory, immediate 
accumulator, immediate 


3 
9 + EA 

9 + EA 

4 

10 + EA 

4 


1 
1 

1 


2 

2-4 
2-4 
3-4 
3-6 
2-3 


CMP BX,CX 

CMP DH, ALPHA 

CMP [BP + 2],SI 

CMP BL,02H 

CMP [BX].RADAR[DI],3420H 

CMP AL,00010000B 



CMPS 


CMPS dest-string, source-string 
Compare string 


_, ODITSZAPC 
*^'^9® X X X X X X 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


dest-string, source-string 
(repeat) dest-string, source-string 


22 
9 + 22/rep 


2 
2/rep 


1 

1 


CMPS BUFF1,BUFF2 
REPECMPS ID, KEY 



*For the 8086, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocks for each 16-bit word transfer. 
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Table 2-21 . Instruction Set Reference Data (Cont'd.) 



CWD 


CWD (no operands) 
Convert word to doubleword 


Flags D 1 T S Z A P C 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


5 


— 


1 


CWD 



DAA 


DAA (no operands) 
Decimal adjust for addition 


-. ^ D 1 T S Z A P C 
"^'^^^ X X X X X X 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


4 


— 


1 


DAA 



DAS 


DAS (no operands) 

Decimal adjust for subtraction 


ODITSZAPC 
■■'^9® U X X X X X 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


4 


— 


1 


DAS 



DEC 


DEC destination 
Decrement by 1 


Pionc ODITSZAPC 
•"'^^^ X X X X X 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


regie 

reg8 

memory 


2 

3 

15+ EA 


2 


1 

2 

2-4 


DEC AX 
DEC AL 
DEC ARRAY [SI] 



DIV 


DIV source 
Division, unsigned 


Flonc ODITSZAPC 

■■'^^^ U U U UU U 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


reg8 

regie 

mem8 

mem16 


80-90 
144-162 
(86-96) 

+ EA 
(150-168) 

+ EA 


1 
1 


2 

2 

2-4 

2-4 


DIV CL 
DIV BX 
DIV ALPHA 

DIV TABLE [SI] 



ESC 


ESC external-opcode, source 
Escape 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


immediate, memory 
immediate, register 


8 + EA 
2 


1 


2-4 
2 


ESC 6,ARRAY [SI] 
ESC 20, AL 



* For the 8086, add four clocks for each 1 6-bit word transfer with an odd address. For the 8088, add four clocks for each 1 6-bit word transfer. 
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Table 2-21 . Instruction Set Reference Data (Cont'd.) 



HLT 


HLT (no operands) 
Halt 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


2 


— 


1 


HLT 



IDIV 


IDIV source 

Integer division 


irio«o ODITSZAPC 
^'^9S u U UUU U 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


reg8 

regie 

mem8 

mem16 


101-112 
165-184 
(107-118) 

+ EA 
(171-190) 

+ EA 


1 
1 


2 

2 

2-4 

2-4 


IDIV BL 
IDIV CX 
IDIV DIVISOR_BYTE [SI] 

IDIV [BX].DIVISOR_WORD 



IMUL 


IMUL source 
Integer multiplication 


cio«o ODITSZAPC 

'^'^Qs X U U U U X 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


reg8 

regie 

mem8 

memie 


80-98 
128-154 
(86-104) 

+ EA 
(134-160) 

+ EA 


1 
1 


2 

2 

2-4 

2-4 


IMUL CL 
IMUL BX 
IMUL RATE_BYTE 

IMUL RATE_WORD [BP] [Dl] 



IN 


IN accumulator, port 
Input byte or word 


ODITSZAPC 
Flags 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


accumulator, immed8 
accumulator, DX 


10 
8 


1 
1 


2 

1 


IN AL, OFFEAH 
IN AX,DX 



INC 


INC destination 
Increment by 1 


_, ODITSZAPC 
^'^9® X X X X X 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


regie 

reg8 

memory 


2 

3 

154-EA 


2 


1 

2 

2-4 


INC CX 
INC BL 
INC ALPHA [DI][BX] 



*For the 8086, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocks for each 16-bit word transfer. 
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Table 2-21 . Instruction Set Reference Data (Cont'd.) 



INT 


INT interrupt-type 
Interrupt 


-.^ ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


Jmmed8(type = 3) 
immedS (type 9^3) 


52 
51 


5 
5 


1 
2 


INT 3 
INT 67 



INTRt 


INTR (external maskable interrupt) 
Interrupt if INTR and IF=1 


irio«o ODITSZAPC 
*^'^9^ 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


61 


7 


N/A 


N/A 



INTO 


INTO (no operands) 
Interrupt if overflow 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operandsj 


53 or 4 


5 


1 


INTO 



IRET 


IRET (no operands) 
Interrupt Return 


p. ODITSZAPC 
'^® R R RR R R R R R 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


24 


3 


1 


IRET 



JA/JNBE 


JA/JNBE short-label 

Jump if above/ Jump if not below nor equal 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


short-label 


16or4 


— 


2 


JA ABOVE 



JAE/JNB 


JAE/JNB short-label 

Jump if above or equal/Jump if not below 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


short-label 


16or4 


— 


2 


JAE ABOVE_EQUAL 



JB/JNAE 


JB/JNAE short-label 

Jump if below/ Jump If not above nor equal 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


short-label 


16or4 


— 


2 


JB BELOW 



*For the 8086, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocks for each 16-bit word transfer. 
flNTR is not an instruction; it is included in table 2-21 only for timing information. 
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Table 2-21 . Instruction Set Reference Data (Cont'd.) 



JBE/JNA 


JBE/JNA short-label 

Jump if below or equal/Jump if not above 


Flags D 1 T S Z A P C 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


short-label 


16or4 


— 


2 


JNA NOT_ABOVE 



JC 


JC short-label 
Jump if carry 


Flags D 1 T S Z A P C 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


short-label 


16or4 


— 


2 


JO GARRY_SET 



JCXZ 


JCXZ short-label 
Jump if OX is zero 


Flags D 1 T S Z A P C 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


short-label 


18or6 


— 


2 


JCXZ GOUNT_DONE 



JE/JZ 


JE/JZ short-label 

Jump if equal/Jump if zero 


ODITSZAPC 
Flags 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


short-label 


16or4 


— 


2 


JZ ZERO 



JG/JNLE 


JG/JNLE short-label 

Jump if greater/ Jump if not less nor equal 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


short-label 


16or4 


— 


2 


JG GREATER 



JGE/JNL 


JGE/JNL short-label 

Jump if greater or equal/ Jump If not less 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


short-label 


16or4 


— 


2 


JGE GREATER_EQUAL 



JL/JNGE 


JL/JNGE short-label 

Jump if less/ Jump if not greater nor equal 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


short-label 


16or4 


— 


2 


JL LESS 



*For the 8086, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocks for each 16-bit word transfer. 
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JLE/JNG 


JLE/JNG short-label 

Jump If less or equal/Jump If not greater 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


short-label 


16or4 


— 


2 


JNG NOT_GREATER 



JMP 


JMP target 
Jump 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


short-label 

near-label 

far-label 

rtiemptrie 

regptrie 

memptr32 


15 

15 

15 
18 + EA 

11 
24 + EA 


1 
2 


2 

3 

5 
2-4 

2 
2-4 


JMP SHORT 

JMP WITHIN_SEGMENT 

JMP FAR_LABEL 

JMP [BX].TARGET 

JMP CX 

JMP OTHER.SEG [SI] 



JNG 


JNC short-label 
Jump if not carry 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


short-label 


16or4 


— 


2 


JNC NOT_CARRY 



JNE/JNZ 


JNE/JNZ short-label 

Jump if not equal/Jump if not zero 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


short-label 


16or4 


— 


2 


JNE NOT_EQUAL 



JNO 


JNO short-label 
Jump if not overflow 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


short-label 


16 or 4 


_ 


2 


JNO NO_OVERFLOW 



JNP/JPO 


JNP/JPO short-label 

Jump if not parity/ Jump if parity odd 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


short-label 


16or4 


— 


2 


JPO ODD_PARITY 



JNS 


JNS short-label 
Jump if not sign 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


short-label 


16or4 


— 


2 


JNS POSITIVE 



*For the 8086, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocl<s for each 16-bit word transfer. 
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JO 


JO short-label 
Jump if overflow 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


short-label 


16or4 


— 


2 


JO SIGNED_OVRFLW 



JP/JPE 


JP/JPE short-label 

Jump if parity/ Jump If parity even 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


short-label 


16or4 


— 


2 


JPE EVEN_PARITY 



JS 


JS short-label 
Jump if sign 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


short-label 


16or4 


— 


2 


JS NEGATIVE 



LAHF 


LAHF (no operands) 
Load AH from flags 


Flags °°'TSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


4 


— 


1 


LAHF 



LDS 


LDS destination, source 
Load pointer using DS 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers 


Bytes 


Coding Example 


regie, mem32 


16 + EA 


2 


2-4 


LDS SI.DATA.SEG [Dl] 



LEA 


LEA destination, source 
Load effective address 


ODITSZAPC 
Flags 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


regie, mem16 


2 + EA 


— 


2-4 


LEA BX, [BP] [Dl] 



LES 


LES destination, source 
Load pointer using ES 


ODITSZAPC 
Flags 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


regie, mem32 


ie+EA 


2 


2-4 


LES Dl, [BX].TEXT_BUFF 



*For the 8086, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocks for each 16-bit word transfer. 
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LOCK 


LOCK (no operands) 
Lock bus 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


2 


— 


1 


LOCK XCHGFLAG,AL 



LODS 


LODS source-string 
Load string 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


source-string 
(repeat) source-string 


12 
9 + 13/rep 


1 
1/rep 


1 

1 


LODS CUST0IVIER_NAIV1E 
REP LODS NAME 



LOOP 


LOOP short-label 
Loop 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


short-label 


17/5 


— 


2 


LOOP AGAIN 



LOOPE/LOOPZ 


LOOPE/LOOPZ short-label 

Loop if equal/Loop if zero 


Flags ODITSZAPC. 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


short-label 


18or6 


— 


2 


LOOPE AGAIN 



LOOPNE/LOOPNZ 


LOOPNE/LOOPNZ short-label 

Loop if not equal/Loop if not zero 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


short-label 


19 or 5 


— 


2 


LOOPNE AGAIN 



NMit 


NMI (external nonmaskable interrupt) 
Interrupt if NMI = 1 


Flags °^il^^^^^; 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


50- 


5 


N/A 


N/A 



*For the 8086, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocl^s for each 16-bit word transfer. 
tNMI is not an instruction; it is included in table 2-21 only for timing information. 
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MOV 


MOV destination, source 
Move 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


memory, accumulator 
accumulator, memory 
register, register 
register, memory 
memory, register 
register, immediate 
memory, immediate 
seg-reg, regie 
seg-reg, mem16 
regie, seg-reg 
memory, seg-reg 


10 
10 
2 

8 + EA 

9 + EA 

4 

10 + EA 

2 

8 + EA 

2 

9 + EA 


1 
1 

1 
1 

1 

1 

1 


3 

3 

2 

2-4 
2-4 
2-3 
3-6 

2 
2-4 

2 
2-4 


MOV ARRAY [SI], AL 

MOV AX,TEMP_RESULT 

MOV AX,CX 

MOV BP,STACK_TOP 

MOV COUNT [DI],CX 

MOV CL, 2 

MOV MASK[BX][SI],2CH 

MOV ES,CX 

MOV DS,SEGMENT_BASE 

MOV BP.SS 

MOV [BX].SEG_SAVE, CS 



MOVS 


MOVS dest-string, source-string 
Move string 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


dest-string, source-string 
(repeat) dest-string, source-string 


18 
9 + 17/rep 


2 
2/rep 


1 
1 


MOVS LINE EDIT_D ATA 
REP MOVS SCREEN, BUFFER 



MOVSB/MOVSW 


MOVSB/MOVSW (no operands) 
Move string (byte/word) 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 
(repeat) (no operands) 


18 
9 + 17/rep 


2 
2/rep 


1 

1 


MOVSB 
REP MOVSW 



MUL 


MUL source 
Multiplication, unsigned 


_. ^ ODITSZAPC 
^'^9® X U U UU X 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


reg8 

regie 

memS 

memie 


70-77 
118-133 
(7e-83) 

+ EA 
(124-139) 

+ EA 


1 
1 


2 
2 

2-4 

2-4 


MUL BL 
MUL CX 
MUL MONTH [SI] 

MUL BAUD_RATE 



*For the 8086, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocks for each 16-bit word transfer. 
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NEG 


NEG destination 
Negate 


Clone D 1 T S Z A P C 

■"'^^^ X XXX xr 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


register 
memory 


3 
16 + EA 


2 


2 

2-4 


NEG AL 

NEG MULTIPLIER 



*0 if destination = 



NOP 


NOP (no operands) 
No Operation 


Flags ODITSZAPG 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


3 


— 


1 


NOP 



NOT 


NOT destination 
Logical not 


P,^g3 ODITSZAPG 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


register 
memory 


3 
16 + EA 


2 


2 

2-4 


NOT AX 
NOTGHARAGTER 



OR 


OR destinatlon,source 
Logical inclusive or 


Fl^nc ^ ' T S Z A P G 

•■'^^^ X XUX 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


register, register 
register, memory 
memory, register 
accumulator, immediate 
register, immediate 
memory, Immediate 


3 
9 + EA 
16 + EA 

4 

4 
17+EA 


1 
2 

2 / 


2 

2-4 
2-4 
2-3 
3-4 
3-6 


OR AL, BL 

OR DX,PORT_ID[DI] 

OR FLAG_BYTE,GL 

OR AL,01101100B 

ORGX,01H 

OR [BX].GMD_WORD,0GFH 



OUT 


OUT port, accumulator 
Output byte or word 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


immedS, accumulator 
DX, accumulator 


10 
8 


1 
1 


2 

1 


OUT 44, AX 
OUTDX,AL 



POP 


POP destination 
Pop word off stack 


ODITSZAPG 
Flags 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


register 

seg-reg(GS illegal) 
memory 


8 

8 

17+EA 


1 
1 
2 


1 

1 

2-4 


POP DX 
POP DS 
POP PARAMETER 



*For the 8086, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocks for each 16-bit word transfer. 
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POPF 


POPF (no operands) 
Pop flags off stack 


p. „^ D 1 T S Z A P C 
^ RRRRRRRRR 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


8 


1 


1 


POPF 



PUSH 


PUSH source 

Push word onto stack 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


register 

seg-reg (CS legal) 

memory 


11 

10 

16 + EA 


1 
1 
2 


1 

1 

2-4 


PUSH SI 

PUSH ES 

PUSH RETURN_CODE[SI] 



PUSHF 


PUSHF (no operands) 
Push flags onto stack 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


10 


1 


1 


PUSHF 



RCL 


RCL destination, count 
Rotate left through carry 


-,_^ ODITSZAPC 
Flags ^ X 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


register, 1 
register, CL 
memory, 1 
memory, CL 


2 

8 + 4/bit 

15 + EA 

20 + EA + 

4/bit 


2 
2 


.2 
2 

2-4 
2-4 


RCL CX,1 
RCL AL,CL 
RCL ALPHA, 1 
RCL [BP].PARM,CL 



RCR 


RCR designation, count 
Rotate right through carry 


ODITSZAPC 
Flags X X 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


register, 1 
register, CL 
memory, 1 
memory, CL 


2 

8 + 4/bit 

15 + EA 

20 + EA + 

4/bit 


2 
2 


2 

2 

2-4 
2-4 


RCR BX.1 

RCR BL,CL 

RCR [BX].STATUS,1 

RCR ARRAY [DI],CL 



REP 


REP (no operands) 
Repeat string operation 


D 1 T S Z A P C 
Flags 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


2 


— 


1 


REPMOVS DEST. SRCE 



* For the 8086, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocks for each 16-bit word transfer. 
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Table 2-21 . Instruction Set Reference Data (Cont'd.) 



REPE/REPZ 


REPE/REPZ (no operands) 

Repeat string operation while equal /while zero 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


2 


— 


1 


REPE CMPS DATA, KEY 



REPNE/REPNZ 


REPNE/REPNZ (no operands) 

Repeat string operation while not equal/not zero 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


2 


— 


1 


REPNE SCASINPUT_LINE 



RET 


RET optional-pop-value 
Return from procedure 


Flags^^'"^^^^>^ 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(intra-segment, no pop) 
(intra-segment, pop) 
(inter-segment, no pop) 
(inter-segment, pop) 


8 

12 
18 
17 


1 
1 
2 
2 


1 
3 
1 
3 


RET 
RET 4 
RET 
RET 2 



ROL 


ROL destination, count 
Rotate left 


Fi«nc ODITSZAPC 
Flags ^ ^ 


Operands 


Clocks 


Transfers 


Bytes 


Coding Examples 


register, 1 
register, CL 
memory, 1 
memory, CL 


2 

8 + 4/bit 

15 + EA 

20 + EA + 

4/bit 


2 
2 


2 

2 

2-4 
2-4 


ROL BX, 1 

ROL DI,CL 

ROL FLAG_BYTE [Dl],1 

ROL ALPHA , CL 



ROR 


ROR destination, count 
Rotate right 


Pi«nc ODITSZAPC 
Flags ^ X 


Operand 


Clocks 


Transfers* 


Bytes 


Coding Example 


register, 1 
register, CL 
memory, 1 
memory, CL 


2 

8 + 4/bit 

15 + EA 

20 + EA + 

4/blt 


2 
2 


2 

2 

2-4 
2-4 


ROR AL, 1 

ROR BX, CL 

ROR PORT_STATUS, 1 

ROR CMD_WORD, CL 



SAHF 


SAHF (no operands) 
Store AH Into flags 


Pi«nc ODITSZAPC 

Flags R R R R R 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


4 


— 


1 


SAHF 



*For the 8086, add four clocks for each 16-blt word transfer with an odd address. For the 8088, add four clocks for each 16-bit word transfer. 



Mnemonics © Intel, 1978 



2-64 



8086 AND 8088 CENTRAL PROCESSING UNITS 
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SAL/SHL 


SAL/SHL destination, count 

Shift arithmetic left/Shift logical left 


p.^ ODITSZAPC 
Flags X X 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Examples 


register, 1 
register, CL 
memory, 1 
memory, CL 


2 

8 + 4/bit 

15 + EA 

20 + EA + 

4/blt 


2 
2 


2 
2 

2-4 
2-4 


SAL AL,1 

SHL DI,CL 

SHL [BX1.0VERDRAW,1 

SAL STORE_COUNT,CL 



SAR 


SAR destination, source 
Shift arithmetic right 


Pionc ODITSZAPC 
■■'^^^ X X X U X X 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


register, 1 
register, CL 
memory,! 
memory, CL 


2 

8 + 4/bit 

15 + EA 

20 + EA + 

4/bit 


2 
2 


2 

2 

2-4 
2-4 


SAR DX,1 

SAR DI,CL 

SAR N__BLOCKS, 1 

SAR N_BLOCKS, CL 



SBB 


SBB destination, source 
Subtract with borrow 


ODITSZAPC 
*^'^9^ X X X X X X 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


register, register 
register, memory 
memory, register 
accumulator, immediate 
register, immediate 
memory, immediate 


3 
9+EA 
16 + EA 

4 

4 
17+EA 


1 
2 

2 


2 

2-4 
2-4 
2-3 
3-4 
3-6 


SBB BX,CX 

SBB Dl, [BX].PAYMENT 

SBB BALANCE, AX 

SBB AX, 2 

SBB CL,1 

SBB COUNT [SI], 10 



SCAS 


SCAS dest-string 
Scan string 


ODITSZAPC 
^'^^^ X X X X X X 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


dest-string 
(repeat) dest-string 


15 
9 + 15/rep 


1 
1/rep 


1 
1 


SCAS INPUT_LINE 
REPNE SCAS BUFFER 



SEGMENlt 


SEGMENT override prefix 
Override to specified segment 


ODITSZAPC 
Flags 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


2 


— 


1 


MOV SS:PARAMETER,AX 



*For the 8086, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocl<s for each 16-bit word transfer. 
tASM-86 incorporates the segment override prefix into the operand specification and not as a separate instruction. SEGMENT is included in table 
2-21 only for timing information. 
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Table 2-21 . Instruction Set Reference Data (Cont'd.) 



SHR 


SHR destination, count 
Shift logical right 


Plane D 1 T S Z A PC 
^*'9S X X 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


register,! 
register, CL 
memory, 1 
memory, CL 


2 

8 + 4/ bit 

15 + EA 

20 + EA + 

4/bit 


2 
2 


2 

2 

2-4 
2-4 


SHR SI, 1 

SHR SI, CL 

SHR ID_BYTE[SI][BX],1 

SHR INPUT_WORD,CL 



SINGLE STEPt 


SINGLE STEP (Trap flag interrupt) 
Interrupt if TF = 1 


nags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


50 


5 


N/A 


N/A 



STC 


STC (no operands) 
Set carry flag 


Flags OD'TSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


2 


— 


1 


STC 



STD 


STD (no operands) 
Set direction flag 


Flags OD'TSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


2 


— 


1 


STD 



STI 


STI (no operands) 

Set interrupt enable flag 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


2 


— 


1 


STI 



STOS 


STOS dest-string 
Store byte or word string 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


dest-string 
(repeat) dest-string 


11 
9 + 10/rep 


1 
1/rep 


1 
1 


STOS PRINT_LINE 
REP STOS DISPLAY 



* For the 8086, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocks for each 16-blt word transfer. 
tSINGLE STEP is not an instruction; it is included in table 2-21 only for timing information. 
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Table 2-21 . Instruction Set Reference Data (Cont'd.) 



SUB 


SUB destination, source 
Subtraction 


Pinnc ODITSZAPC 
^'^^^ X X X X X X 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


register, register 
register, memory 
memory, register 
accumulator, immediate 
register, immediate 
memory, immediate 


3 
9 + EA 
16 + EA 

4 

4 
17+EA 


1 
2 

2 


2 

2-4 
2-4 
2-3 
3-4 
3-6 


SUB CX,BX 

SUB DX,MATH_TOTAL[SI] 

SUB [BP + 2],CL 

SUB ALJO 

SUB SI, 5280 

SUB [BP]. BALANCE, 1000 



TEST 


TEST destination, source 

Test or non-destructive logical and 


p. ^^ ODITSZAPC 
^'^^^ X X U X 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


register, register 
register, memory 
accumulator, immediate 
register. Immediate 
memory, immediate 


3 
9 + EA 

4 

5 
11+EA 


1 


2 

2-4 
2-3 
3-4 
3-6 


TEST SI, Dl 

TEST SI,END_COUNT 

TEST AL,00100000B 

TEST BX, 0CC4H 

TEST RETURN_CODE,01H 



WAIT 


WAIT (no operands) 

Wait while TEST pin not asserted 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


(no operands) 


3 + 5n 


— 


1 


WAIT 



XCHG 


XCHG destination, source 
Exchange 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


accumulator, regie 
memory, register 
register, register 


3 

17+EA 

4 


2 


1 

2-4 
2 


XCHG AX, BX 

XCHG SEMAPHORE, AX 

XCHG AL, BL 



XLAT 


XLAT source-table 
Translate 


Flags ODITSZAPC 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


source-table 


11 


1 


1 


XLAT ASCILTAB 



*For the 8086, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocl<s for each 16-bit word transfer. 
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Table 2-21 . Instruction Set Reference Data (Cont'd.) 



XOR 


XOR destination, source 
Logical exclusive or 


mono D 1 T S Z A P 
■■'^9^ X X U X 


Operands 


Clocks 


Transfers* 


Bytes 


Coding Example 


register, register 
register, memory 
memory, register 
accumulator, immediate 
register, immediate 
memory, immediate 


3 
9 + EA 
164-EA 

4 

4 
17+EA 


1 
2 

2 


2 

2-4 
2-4 
2-3 
3-4 
3-6 


XOR CX,BX 

XOR CL, MASK_BYTE 

XOR ALPHA [SI], DX 

XOR AL, 01 00001 OB 

XOR SI,00G2H 

XOR RETURN_CODE,0D2H 



*For the 8086, add four clocks for each 16-bit word transferwith an odd address. For the 8088, add four clocks for each 16-bit word transfer. 



2.8 Addressing Modes 

The 8086 and 8088 provide many different ways 
lo access instruction operands. Operands may be 
contained in registers, within the instruction 
itself, in memory or in I/O ports. In addition, the 
addresses of memory and I/O port operands can 
be calculated in several different ways. These 
addressing modes greatly extend the flexibility 
and convenience of the instruction set. This sec- 
tion briefly describes register and immediate 
operands and then covers the 8086/8088 memory 
and I/O addressing modes in detail. 



Memory Addressing Modes 

Whereas the EU has direct access to register and 
immediate operands, memory operands must be 
transferred to or from the CPU over the bus. 
When the EU needs to read or write a memory 
operand, it must pass an offset value to the BIU. 
The BIU adds the offset to the (shifted) content of 
a segment register producing a 20-bit physical 
address and then executes the bus cycle(s) needed 
to access the operand. 

The Effective Address 



Register and Immediate Operands 

Instructions that specify only register operands 
are generally the most compact and fastest 
executing of all instruction forms. This is because 
the register ''addresses" are encoded in instruc- 
tions in just a few bits, and because these opera- 
tions are performed entirely within the CPU (no 
bus cycles are run). Registers may serve as source 
operands, destination operands, or both. 

Immediate operands are constant data contained 
in an instruction. The data may be either 8 or 16 
bits in length. Immediate operands can be 
accessed quickly because they are available 
directly from the instruction queue; like a register 
operand, no bus cycles need to be run to obtain an 
immediate operand. The limitations of immediate 
operands are that they may only serve as source 
operands and that they are constant values. 



The offset that the EU calculates for a memory 
operand is called the operand's effective address 
or EA. It is an unsigned 16-bit number that 
expresses the operand's distance in bytes from the 
beginning of the segment in which it resides. The 
EU can calculate the effective address in several 
different ways. Information encoded in the 
second byte of the instruction tells the EU how to 
calculate the effective address of each memory 
operand. A compiler or assembler derives this 
information from the statement or instruction 
written by the programmer. Assembly language 
programmers have access to all addressing modes. 

Figure 2-34 shows that the execution unit 
calculates the EA by summing a displacement, the 
content of a base register and the content of an 
index register. The fact that any combination of 
these three components may be present in a given 
instruction gives rise to the variety of 8086/8088 
memory addressing modes. 
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SINGLE INDEX 
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Figure 2-34. Memory Address Computation 



The displacement element is an 8- or 16-bit 
number that is contained in the instruction. The 
displacement generally is derived from the posi- 
tion of the operand name (a variable or label) in 
the program. It also is possible for a programmer 
to modify this value or to specify the displace- 
ment explicitly. 

A programmer may specify that either BX or BP 
is to serve as a base register whose content is to be 
used in the EA computation. Similarly, either SI 
or DI may be specified as an index register. 
Whereas the displacement value is a constant, the 
contents of the base and index registers may 
change during execution. This makes it possible 
for one instruction to access different memory 
locations as determined by the current values in 
the base and/or index registers. 

It takes time for the EU to calculate a memory 
operand's effective address. In general, the more 
elements in the calculation, the longer it takes. 



Table 2-20 shows how much time is required to 
compute an effective address for any combination 
of displacement, base register and index register. 



Direct Addressing 

Direct addressing (see figure 2-35) is the simplest 
memory addressing mode. No registers are in- 
volved; the EA is taken directly from the displace- 
ment field of the instruction. Direct addressing 
typically is used to access simple variables 
(scalars). 



Register Indirect Addressing 

The effective address of a memory operand may 
be taken directly from one of the base or index 
registers as shown in figure 2-36. One instruction 
can operate on many different memory locations 
if the value in the base or index register is updated 
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appropriately. The LEA (load effective address) 
and arithmetic instructions might be used to 
change the register value: 



Note that any 16-bit general register may be used 
for register indirect addressing with the IMP or 
CALL instructions. 



MODR/M 



I ^A I 



Figure 2-35. Direct Addressing 



OPCODE 



BX 

-OR- 

BP 
-OR- 

Sl 
-OR- 

Dl 



ment (unless a segment override prefix is present). 
This makes based addressing with BP a very con- 
venient way to access stack data (see section 2.10 
for examples). 

Based addressing also provides a straightforward 
way to address structures which may be located at 
different places in memory (see figure 2-38). A 
base register can be pointed at the base of the 
structure and elements of the structure addressed 
by their displacements from the base. Different 
copies of the same structure can be accessed by 
simply changing the base register. 
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Figure 2-36. Register Indirect Addressing 



Figure 2-38. Accessing a Structure With Based 
Addressing 



Based Addressing 

In based addressing (figure 2-37), the effective 
address is the sum of a displacement value and the 
content of register BX or register BP. Recall that 
specifying BP as a base register directs the BIU to 
obtain the operand from the current stack seg- 



Indexed Addressing 

In indexed addressing, the effective address is 
calculated from the sum of a displacement plus 
the content of an index register (SI or DI) as 
shown in figure 2-39. Indexed addressing often is 
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Dl 



EMENT 
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Figure 2-37. Based Addressing 



Figure 2-39. Indexed Addressing 
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used to access elements in an array (see figure 
2-40). The displacement locates the beginning of 
the array, and the value of the index register 
selects one element (the first element is selected if 
the index register contains 0). Since all array 
elements are the same length, simple arithmetic 
on the index register will select any element. 

Based Indexed Addressing 

Based indexed addressing generates an effective 
address that is the sum of a base register, an 
index register and a displacement (see figure 
2-41). Based indexed addressing is a very flexible 
mode because two address components can be 
varied at execution time. 



Based indexed addressing provides a convenient 
way for a procedure to address an array allocated 
on a stack (see figure 2-42). Register BP can con- 
tain the offset of a reference point on the stack, 
typically the top of the stack after the procedure 
has saved registers and allocated local storage. 
The offset of the beginning of the array from the 
reference point can be expressed by a displace- 
ment value, and an index register can be used to 
access individual array elements. 

Arrays contained in structures and matrices (two- 
dimension arrays) also could be accessed with 
based indexed addressing. 
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Figure 2-40. Accessing an Array With Indexed 
Addressing 



Figure 2-41 . Based Indexed Addressing 
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Figure 2-42. Accessing a Stack Array With Based Indexed Addressing 
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String Addressing 

String instructions do not use the normal memory 
addressing modes to access their operands. 
Instead, the index registers are used implicitly as 
shown in figure 2-43. When a string instruction is 
executed, SI is assumed to point to the first byte 
or word of the source string, and DI is assumed to 
point to the first byte or word of the destination 
string. In a repeated string operation, the CPUs 
automatically adjust SI and DI to obtain subse- 
quent bytes or words. 



operand. This allows fixed access to ports 
numbered 0-255. Indirect port addressing is 
similar to register indirect addressing of memory 
operands. The port number is taken from register 
DX and can range from to 65,535. By pre- 
viously adjusting the content of register DX, one 
instruction can access any port in the I/O space. 
A group of adjacent ports can be accessed using a 
simple software loop that adjusts the value in DX. 



I/O Port Addressing 

If an I/O port is memory mapped, any of the 
memory operand addressing modes may be used 
to access the port. For example, a group of ter- 
minals can be accessed as an '*array." String 
instructions also can be used to transfer data to 
memory-mapped ports with an appropriate hard- 
ware interface. Section 2.10 contains examples of 
addressing memory-mapped I/O ports. 
Two different addressing modes can be used to 
access ports located in the I/O space; these are 
illustrated in figure 2-44. In direct port address- 
ing, the port number is an 8-bit immediate 



2.9 Programming Facilities 

A comprehensive integrated set of tools supports 
8086/8088 software development. These tools are 
programs that run on Intellec® 800 or Series II 
Microcomputer Development Systems under the 
ISIS-II operating system, the same hardware and 
operating system used to develop software for the 
8080 and the 8085. Since the 8086 and 8088 are 
software-compatible with one another, the same 
tools are used for both processors to provide 
programmers with a uniform development 
environment. 
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I PORT ADDRESS I 
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DX 
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INDIRECT PORT ADDRESSING 



Figure 2-43. String Operand Addressing 



Figure 2-44. I/O Port Addressing 
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Software Development Overview 



A program that will ultimately execute on an 
8086- or 8088-based system is developed in steps 
(see figure 2-45). The overall program is com- 
posed of functional units called modules. For 
purposes of this discussion, a module is a section 
of code that is separately created, edited, and 
compiled or assembled. A very small program 
might consist of a single module; a large program 
could be comprised of 100 or more modules. The 
8086/8088 LINK-86 utility binds modules 
together into a single program. (The module 
structure of a program is critical to its successful 
development and maintenance; see section 2.10 
for guidelines.) 



8086 and 8088 modules can be written in either 
PL/M-86 or ASM-86 (see table 2-22). PL/M-86 is: 
a high-level language suitable for most 
microprocessor applications. It is easy to use, 
even by programmers who have little experience 
with microprocessors. Because it reduces software 
development time, PL/M-86 is ideal for most of 
the programming in any application, especially 
applications that must get to market quickly. 

ASM-86 is the 8086/8088 assembly language. 
ASM-86 provides the programmer who is familiar 
with the CPU architecture, access to all processor 
features. For critical code segments within pro- 
grams that make sophisticated use of the hard- 
ware, have extremely demanding performance or 
memory constraints, ASM-86 is the best choice. 



ISIS-II 
TEXT 
EDITOR 





PL/M-86 


/SOURCE i ^, 

1 MODULE 1 *"! 


OR 


ASM-86 


'1 



/«ELOCAT./ ,, /RELOCAT-/ AbSOLUTe/ ^ 

( nR^FCT { -*- '-INK-86 »►( oR^^^T I ^ "-00-86 ►( OBJECT I s-f 
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Figure 2-45. Software Development Process 
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Table 2-22. PL/M-86/ASM-86 Characteristics 



PL/M-86 


ASM-86 


• Fast Development 

• Less Programmer Training 

• Detailed Hardware Knowledge Not Required 


• Fastest Execution Speed 

• Smallest Memory Requirements 

• Access To All Processor Facilities 



The languages are completely compatible, and a 
judicious combination of the two often makes 
good sense. Prototype software can be developed 
rapidly with PL/M-86. When the system is 
operating correctly, it can be analyzed to see 
which sections can best profit from being written 
in ASM-86. Since the logic of these sections 
already has been debugged, selective rewriting can 
be done quickly and with low risk . 

Each PL/M-86 or ASM-86 module (called a 
source moduel) is keyed into the Intellec® system 
using the ISIS-II text editor and is stored as a 
diskette file. This source file is then input to the 
appropriate language translator (ASM-86 
assembler or PL/M-86 compiler). The language 
translator creates a diskette file from the source 
file, which is called a relocatable object module. 
The translator also lists the program and flags any 
errors detected during the translation. The 
relocatable object module contains the 8086/8088 
machine instructions that the translator created 
from the statements in the source module. The 
term * 'relocatable" refers to the fact that all 
references to memory locations in the module are 
relative, rather than being absolute memory 
addresses. The module generally is not executable 
until the relative references are changed to the 
actual memory locations where the module will 
reside in the execution system's memory. The pro- 
cess of changing the relative references to 
absolute memory locations is called locating. 

There are very good reasons for not locating 
modules when they are translated. First, the exe- 
cution system's physical memory configuration 
(where RAM and ROM/PROM segments are 
actually located in the megabyte memory space) 
may not be known at the time the modules are 
written. Second, it is desirable to be able to use a 
common module (e.g., a square root routine) in 
more than one system. If absolute addresses were 
assigned at translation time, the common module 
would either have to occupy the same physical 



addresses in every system, or separate versions 
with different addresses would have to be main- 
tained for each system. When locating is deferred, 
a single version of a common routine can be used 
by any number of systems. Finally, the locations 
of modules typically change as a system is 
developed, maintained and enhanced. Separating 
the location process from the translation process 
means that as modifications are made, unchanged 
modules only need to be relocated, not 
retranslated. 

Relocatable object modules may be placed into 
special files called libraries, using the LIB-86 
library manager program. Libraries provide a 
convenient means of collecting groups of related 
modules so that they can be accessed automati- 
cally by the LINK-86 program. 

When enough relocatable object modules have 
been created to test the system, or part of it, the 
modules are linked and located. Linking com- 
bines all the separate modules into a single pro- 
gram. Locating changes the relative memory 
references in the program to the actual memory 
locations where the program will be loaded in the 
execution system. The link and locate process also 
is referred to as R & L, for relocation and linkage. 

Two other programs round out the software 
development tools available for the 8086 and 
8088. OH-86 converts an absolute object file into 
a hexadecimal format used by some PROM pro- 
grammers and system loaders (for example, the 
SDK-86 and iSBC 957™ loaders). CONV-86 can 
do most of the conversion work required to 
translate 8080/8085 assembly language source 
modules into ASM-86 source modules. 

The 8086/8088 software development facihties 
are covered in more detail in the remainder of this 
section. However, these are only introductions to 
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the use of these tools. Complete documentation is 
available in the following publications available 
from Intel's Literature Department: 

ISIS-II: 

ISIS-II System User's Guide, Order No. 9800306 

ASM-86: 

MCS-86 Assembly Language Reference Manual, 
Order No. 9800640 

MCS-86 Assembler Operating Instructions for 
ISIS-II Users , Order No . 980064 1 

PL/M-86: 

PL/M-86 Programming Manual, Order No. 
9800466 

ISIS-II PL/M-86 Compiler Operator's Manual, 
Order No. 9800478 

LINK-86, LOC-86, LIB-86, OH-86: 

MCS-86 Software Development Utilities 
Operating Instructions for ISIS-II Users, Order 
No. 9800639 

CONV-86: 

MCS-86 Assembly Language Converter 
Operating Instructions for ISIS-II Users, Order 
No. 9800642 



PL/M.86 

PL/M-86 is a general-purpose, high-level 
language for programming the 8086 and 8088 
microprocessors. It is an extension of PL/M-80, 
the most widely-used, high-level programming 
language for microprocessors. (PL/M-80 source 
programs can be processed by the PL/M-86 com- 
piler; the resulting object program is generally 
reduced by 15-30<^o in size.) PL/M-86 is suitable 
for all types of microprocessor software from 
operating systems to application programs. 

PL/M-86's purpose is simple: to reduce the time 
and cost of developing and maintaining software 
for the 8086 and 8088. It accomplishes this by 
creating a programming environment that, for the 
most part, is distinct from the architecture of the 
CPUs. Registers, segments, addressing modes, 
stacks, etc., are effectively **invisible" to the 



PL/M-86 programmer. Instead, the processors 
appear to respond to simple commands and 
familiar algebraic expressions. The responsibility 
for translating these source statements into the 
machine instructions ultimately required to exe- 
cute on the 8086/8088 is assumed by the PL/M-86 
compiler. By V*hiding" the details of the machine 
architecture, PL/M-86 encourages programmers 
to concentrate on solving the problem at hand. 
Furthermore, because PL/M-86 is closer to 
natural language, it is easier to * 'think in 
PL/M-86" than it is to **think in assembly 
language." This speeds up the expression of a 
program solution, and, equally important, makes 
that solution easier for someone other than the 
original programmer to understand. PL/M-86 
also contains all the constructs necessary for 
structured programming. 



Statements and Comments 

A programmer builds a PL/M-86 program by 
writing statements and comments (see figure 
2-46). There are several different types of 
statements in PL/M-86; they always end with a 
semicolon. Blanks can be used freely before, 
within, and after statements to improve read- 
ability. A statement also may span more than one 
line. 

The characters **/*" start a comment, and the 
characters *'*/" end it; any characters may be 
used in between. Comments do not affect the exe- 
cution of a PL/M-86 program, but all good pro- 
grams are thoughtfully commented. Comments 
are notes that document and clarify the program's 
operation; they may be written virtually anywhere 
in a PL/M-86 program. 



Data Definition 

Most PL/M-86 programs begin by defining the 
data items (variables) with which they are going to 
work. An individual PL/M-86 data element is 
called a scalar. Every scalar variable has a 
programmer-supplied name up to 31 characters 
long, and a type. PL/M-86 supports five types of 
scalars: byte, word, integer, real, and pointer. 
Table 2-23 lists the characteristics of these 
PL/M-86 data types. 
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/*TRAFFIC DATA RECORDER CONTROL PROGRAM* 
*VERSION 2.2, RELEASE 5, 23APR79.* 
*THIS RELEASE FIXES THREE BUGS* 
*DOCUMENTED IN PROBLEM REPORT #16.*/ 

/^COMPUTE TOTAL PAYMENT DUE*/ 
TOTAL = PRINCIPAL + INTEREST; 

IFTERMINAL$READY 

THEN CALL FILL$BUFFER; 

ELSE CALL WAIT (50); /* WAIT 50 MS FOR RESPONSE*/ 

Figure 2-46. PL/M-86 Statements and Comments 





Table 2-23. PL/M-86 Data Types 


TYPE 


BYTES 


RANGE 


USAGE 


BYTE 


1 


to 255 


Unsigned Integer, Character 


WORD 


2 


to 65,535 


Unsigned Integer 


INTEGER 


2 


-32,768 to 
+ 32,767 


Signed Integer 


REAL 


4 


IX 10-38 to 
3.37x10+38 


Floatingpoint 


POINTER 


2/4 


N/A 


Address Manipulation 



Variables are defined by writing a DECLARE 
statement of this form: 

DECLARE scalar-name type- 



Options of the DECLARE statement can be used 
to specify an initial value for the scalar and to 
define a series of items in a shorthand form. 



Besides scalar variables, scalar constants may be 
used in PL/M-86 programs (see figure 2-47). 
Constants may be written **as is" or may be given 
namesto improve program clarity. 

Scalars can be aggregated into named collections 
of data such as arrays and structures. An array is 
a collection of scalars of the same type (all 
integer, all real, etc.). Arrays are useful for 
representing data that has a repetitive nature. For 



example, monthly rainfall samples could be 
represented as an array of 12 elements j one for 
each month: 

DECLARE RAIN FALL (1 2) REAL; 



Each element in an array is accessible by a 
number called a subscript which is the element's 
relative location in the array. In PL/M-86, the 
first element in an array has a subscript of 0; it is 
considered the **Oth" element. Thus, RAINFALL 
(11) refers to December's sample. The subscript 
need not be a constant; variables and expressions 
also may be used as subscripts. 

Strings of character data are typically defined as 
byte arrays. Characters can be accessed with 
subscripts or with powerful string-handling func- 
tions built into PL/M-86. 
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10 /*DECIMAL NUMBER*/ 

OAH /^HEXADECIMAL NUMBER*/ 

12Q /*OCTAL NUMBER*/ 

00001010B /*BINARY NUMBER*/ 

10.0 /*FLOATING POINT NUMBER*/ 

1.0E1 /*FLOATING POINT NUMBER*/ 

'A' /*CHARACTER*/ 

/*CONSTANTS MAY BE GIVEN NAMES*/ 
DECLARE STATUS$PORT LITERALLY 'OFFEH' 
DECLARE THRESHOLD LITERALLY '98.6'; 



Figure 2-47. PL/M-86 Constants 



A structure is a collection of related data elements 
that do not necessarily have the same type. The 
elements are related by virtue of * 'belonging" to 
the entity represented by the structure. Here is a 
simple structure declaration: 

DECLARE BRIDGE STRUCTURE 
(SPAN WORD, 

YR$BUILT BYTE, 

AVG$TRAFFIC REAL); 

The year the bridge was built could be accessed by 
writing BRIDGE. YRSBUILT; the structure ele- 
ment name is **qualified" by the dot and the 
structure name. This allows structures with the 
same element names to be distinguished from 
each other (e.g., HIGHWAY.YRSBUILT). 

Arrays and structures can be combined into more 
complex data aggregates: 

• array elements may be structures rather than 
scalars, 

• a structure element may be an array, 



• structures in arrays may themselves contain 
arrays. 

Figure 2-48 provides sample PL/M-86 data 
declarations. 

Assignment Statement 

Data that has been defined can be operated on 
with PL/M-86 executable statements. The fun- 
damental executable statement is the assignment 
statement, written in this form: 

variable-name = expression; 

This means **evaluate the expression and assign 
(move) the result to the variable." 

There are three basic classes of expressions in 
PL/M-86; arithmetic, relational and logical (see 
table 2-24 and figure 2-49). All expressions are 
combinations of operands and operators, 
although an expression can consist of a single 
operand. Operands are variables and constants; 
operators vary according to the type of expres- 
sion. Evaluation of an expression always yields a 
single result; different classes of expressions yield 
different types of results. 



Table 2-24. Characteristics of PL/M-86 Expressions 


EXPRESSION 


OPERATORS 


RESULT 


ARITHMETIC 


+,-,*,/, MOD 


NUMBER 


RELATIONAL 


>, <, ^, >=, <= 


'TRUE"-FFH 
"FALSE" -OH 


LOGICAL 


AND,OR,XOR,NOT 


8/16-BIT STRING 
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/****SCALARS* 
DECLARE SWITCH 
DECLARE COUNT 
INDEX 



-/ 



BYTE; 

WORD, 

INTEGER; 



DECLARE (NET, GROSS, TOTAL) REAL; 



/*1 SCALAR*/ 
/*1 SCALAR*/ 
/*3SCALARS*/ 



/****ARRAYS****/ 
DECLARE MONTH (1 2) BYTE; 
DECLARETERMINAL_LINE (80) 

/****STRUCTURE****/ 
DECLARE EMPLOYEE STRUCTURE 



BYTE; 



(ID_NUMBER 


WORD, 


DEPARTMENT 


BYTE 


RATE 


REAL); 


/****ARRAY OF STRUCTURES** 


**/ 


DECLARE IN VENTORY_ITEM (100) 


STRUCTURE 


(PART_N UMBER 


WORD, 


ON_HAND 


WORD, 


RE_ORDER 


BYTE); 



/****ARRAY WITHIN STRUCTURE****/ 
DECLARE ecu NTY_DATA STRUCTURE 

(NAME (20) BYTE, 

TEN_YR_RAINFALL(10) BYTE, 
PERCAPITA_INCOME REAL); 



Figure 2-48. PL/M-86 Data Declarations 



/*ARITHMETIC*/ 

A = 2; B = 3; 

B=B+1; 

C = (A*B)-2; 

C = ((A*B) + 3)MOD3; 

/* RELATIONAL*/ 
A=2;B=3 
C = B>A; 
C=B<>A; 
C=B = (A+1); 

/*LOGICAL*/ 

A = 0011 $0001 B; 

B = 1000$0001B; 

C = NOTB; 

C = AANDB; 

C = AORB; 

C=BXORA; 

C = (AANDB)OR0F0H; 



/*BC0NTAINS4*/ 
/*C CONTAINS 6*/ 
/*C CONTAINS 2*/ 



/*CCONTAINS0FFH*/ 
/*C CONTAINS OFFH*/ 
/*CCONTAINS0FFH*/ 



/*$ IS FOR READABILITY*/ 

/*CCONTAINS0111$1110B*/ 
/*C CONTAINS 0000$0001 B* / 
/*C CONTAINS 1011$0001B*/ 
/*CCONTAINS1011$0000B*/ 
/*CCONTAINS1111$0001B*/ 



Figure 2-49. Expressions in PL/M-86 Assignment Statements 
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Program Flow Statements 

Simple PL/M-86 programs can be written with 
just DECLARE and assignment statements. Such 
programs, however, execute exactly the same 
sequence of statements every time they are run 
and would not prove very useful. PL/M-86 pro- 
vides statements that change the flow of control 
through a program. These statements allow sec- 
tions of the program to be executed selectively, 
repeated, skipped entirely, etc. 

The IF statement (figure 2-50) selects one or the 
other of two statements for execution depending 
on the result of a relational expression. The IF 
statement is written: 

IF relational-expression 

THENstatementI; 

ELSE statement2; 

Statement 1 is executed if the expression is *'true"; 
statement2 is not executed in this case. If the rela- 
tion is **false," statementl is skipped and state- 
ment2 is executed. In determining the '* truth" of 
an expression, the IF statement only examines the 
low-order bit of the result (l='*true"). Therefore, 
arithmetic and logical expressions also may be 
used in an IF statement. 



A = 3;B = 5; 
IFA<B 

THENMINIMUM = 1; 

ELSE MINIMUM = 2; 

MORE_DATA = 0FFH; 
IF NOT MORE_DATA 

THEND0NE = 1; 

ELSE DONE = 0; 



/^EXECUTED*/ 
/^SKIPPED*/ 



/^SKIPPED*/ 
/^EXECUTED*/ 



/*NESTED IF STATEMENTS*/ 
CLOCK_ON = 1;HOUR=24;ALARM=OFF; 
IFCLOCK_ON 
THEN IF HOUR = 24 

THEN IF ALARM = OFF 

THEN HOUR = 0; /^EXECUTED*/ 



Figure 2-50. PL/M-86 IF Statements 



A DO block begins with a DO statement and ends 
with an END statement. All intervening 
statements are part of the block. A DO block can 
appear anywhere in a program that an executable 
statement can appear. There are four kinds of DO 
statements in PL/M-86: simple DO, DO CASE, 
interative DO, and DO WHILE. 

A simple DO statement (figure 2-51) causes all the 
statements in the block to be treated as though 
they were a single statement. Simple DOs enable a 
single IF statement to cause multiple statements 
to be executed (the alternative would be to repeat 
the IF statement for every statement to be 
executed). 



/*SIMPLEDO*/ 






A=5;B=9; 






IF(A + 2)<BTHEND0; 






X=X-1; 


/*EXECUTED*/ 




Y(X)=0; 


/*EXECUTED*/ 




END; 




ELSE 


DO; 






X=X+1; 


/^SKIPPED*/ 




Y(X)=1; 


/*SKIPPED*/ 




END; 




/* DO CASE*/ 






A = 2; 






DO CASE (A); 






X = X+1; 


/*SKIPPED^ 


'1 


X = X+2; 


/*SKIPPED^ 


'1 


X = X+3; 


/^EXECUTED*/ 


X = X+4; 


/*SKIPPED^ 


"1 


END; 






Figure 2-5 1 . PL/M-86 Simple DO 




and DO CASE 



DO CASE (figure 2-51) causes one statement in 
the DO block to be selected and executed depend- 
ing on the result of the expression (usually 
arithmetic) written immediately following DO 
CASE: 

DO CASE arithmetic-expression; 

If the expression yields 0, the first statement in the 
DO block is executed; if the expression yields 1, 
the second statement is executed, etc. A statement 
in the DO block may be null (consist of only a 
semicolon) to cause no action for selected cases. 
DO CASE provides a rapid and easily-understood 
way to respond to data like ** transaction codes" 
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where a different action is required for each of 
many values a code might assume (an alternative 
would be an IF statement for every value the code 
could assume). 

An iterative DO block (figures 2-52 and 2-53) is 
executed from to an infinite number of times 
based on the relationship of an index variable to 
an expression that terminates execution. The 
general form is: 

DO index = start-expr TO stop-expr BY step-expr; 

The **BY step-expr" is optional, and the step is 
assumed to be 1 if not supplied (the typical case). 
When control first reaches the DO statement, 
start-expr is evaluated and is assigned to index. 
Then index is compared to stop-expr; if index 
exceeds stop-expr, control goes to the statement 
following the DO block, otherwise the block is 
executed. At the end of the block, the result of 
step-expr is added to index, and it is compared to 



stop-expr again, etc. (The iterative DO is quite 
flexible— this is a simplified explanation.) 
Iterative DOs are handy for ^'stepping through** 
an array. For example, an array of 10 elements 
could be zeroed by: 

DOI = 0TO9; 
ARRAY(l) = 0; 
END; 

In a DO WHILE (figures 2-52 and 2-54), the 
statements are executed repeatedly as long as the 
expression following WHILE evaluates to 
"true." DO WHILE often can be applied in 
situations where an interative DO will not work, 
or is clumsy, such as where repetition must be 
controlled by a non-integer value. Like an 
iterative DO, DO WHILE may be executed from 
times to an infinite number of times. 



/ITERATIVE DO*/ 
DOI = 0TO5; 

ARRAY (I) = I; 

TOTAL = TOTAL+1; 

END; 
7*1 = 6 AT THIS POINT*/ 



/*EXECUTED6TIMES*/ 
/*EXECUTED6TIMES*/ 



/*DOWHILE*/ 

MORE = 0;SPAGE_OK=1; 

DO WHILE (MORE AND SPACE_OK); 

ITEMS = ITEMS + 1; /*SKIPPED*/ 

N_TRAGKS = 

N_TRACKS + 10; /*SKIPPED*/ 

IFN_TRACKS>=999 /*SKIPPED*/ 

THENSPACE_OK = 0; 

END; 



/*DOWHILE*/ 
CODE = 'A'; 
DOWHILE(CDDE = 'A'); 

TEMP = TEMP * STEP; /* EXECUTION STOPS*/ 

IF TEMP > 98.6 /*AFTERTEMP*/ 

THENCODE='B'; /*EXCEEDS98.6*/ 
N_STEPS = N_STEPS + 1 ; 
END; 



Figure 2-52. PL/M-86 Iterative DO and DO WHILE 
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Figure 2-53. PL/M-86 Iterative DO Flowchart 



A GOTO written in the form 

GOTO target; 

causes an unconditional transfer (branch) to 
another statement in the program. The statement 
receiving control would be written 

target: statement; 

where * target" is a label identifying the 
statement. 

A CALL statement written in the form 

GALL proc-name (parm-list); 




(statementN 
following j 
END / 



Figure 2-54. PL/M-86 DO WHILE Flowchart 



activates a procedure defined earlier in the pro- 
gram. The variables listed in *'parm-list" are 
passed to the procedure, the procedure is 
executed, and then control returns to the state- 
ment following the CALL. Thus, unlike a GOTO, 
a CALL brings control back to the point of 
departure. 

Procedures 

Procedures are ^^subprograms" that make it 
possible to simplify the design of complex pro- 
grams and to share a single copy of a routine 
among programs. A procedure usually is designed 
to perform one function; i.e., to solve one part of 
the total problem with which the program is deal- 
ing. For example, a program to calculate 
paychecks could be broken down into separate 
procedures for calculating gross pay, income tax, 
Social Security and net pay. The organization of 
the **main" program then could be understood at 
a glance: 

GALLGROSS_PAY; 
GALLINGOME_TAX; 
GALL SOGIAL_SEGURITY; 
GALLNET_PAY; 
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Furthermore, the income tax procedure could be 
divided into separate procedures for calculating 
state and federal taxes. Procedures, then, provide 
a mechanism by which a large, complex problem 
can be attacked with a **divide and conquer" 
strategy. 

A procedure usually is defined early in a program, 
but it is only executed when it is referred to by 
name in a later PL/M-86 statement. A procedure 
can accept a list of variables, called parameters, 
that it will use in performing its function. These 
parameters may assume different values each time 
the procedure is executed. 

PL/M-86 provides two classes of procedures, 
typed and untyped. A typed procedure returns a 
value to the statement that activates it and, in 
addition, may accept parameters from that state- 
ment. A typed procedure is activated whenever its 
name appears in a statement; the value it returns 
effectively takes the place of the procedure name 
in the statement. Typed procedures can be used in 
all kinds of PL/M-86 expressions. Untyped pro- 
cedures may accept parameters, but do not return 



a value. Untyped procedures are activated by 
CALL statements. Figure 2-55 shows how simple 
typed and untyped procedures may be declared 
and then activated. 

The statements forniing the body of a procedure 
need not exist within the module that activates the 
procedure. The activating module can declare the 
procedure EXTERNAL, and the LINK-86 utility 
will connect the two modules. 

PL/M-86 procedures can be written to handle 
interrupts. Procedures also may be declared 
REENTRANT, making them concurrently usable 
by different tasks in a multitasking system. 
PL/M-86 also has about 50 procedures built into 
the language, including facilities for: 

• converting variables from one type to another 

• shifting and rotating bits 

• performing input and output 

• manipulating strings 



activating the CPU LOCK signal. 



/ *DECLARATION OF A TYPED PROCEDU RE TH AT 
ACCEPTS TWO REAL PARAMETERS AND RETURNS A REAL VALUE*/ 
AVG: PROCEDURE (X,Y) REAL; 

DECLARE (X,Y) REAL; 

RETURN (X+Y)/2.0; 

END AVG; 

/^ACTIVATING ATYPED PROCEDURE*/ 

LOW = 2.0; 

HIGH = 3.0; 

TOTAL = TOTAL + AVG (LOW, HIGH); /*2.5 IS ADDED TO TOTAL*/ 

/*DECLARATION OF AN UNTYPED PROCEDURE 

THAT ACCEPTS ONE PARAMETER*/ 
TEST: PROCEDURE (X); 

DECLARE X BYTE; 

IF X = OH THEN 

COUNT = COUNT + 1; 

ENDTEST; 

/* ACTIVATING AN UNTYPED PROCEDURE*/ 
CALL TEST (ALPHA); /*COUNT IS INCREMENTED 
IFALPHA = 0*/ 



Figure 2-55. PL/M-86 Procedures 
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ASM-86 

Programmers who are familiar with the CPU 
architecture can obtain complete access to all pro- 
cessor facilities with ASM-86. Since the execution 
unit on both the 8086 and the 8088 is identical, 
both processors use the same assembly language. 
Examples of processor features not accessible 
through PL/M-86 that can be utilized in ASM-86 
programs include: software interrupts, the WAIT 
and ESC instructions and explicit control of the 
segment registers. 

An ASM-86 program often can be written to 
execute faster and/or to use less memory than the 
same program written in PL/M-86. This is 
because the compiler has a limited ** knowledge*' 
of the entire program and must generate a 
generalized set of machine instructions that will 
work in all situations, but may not be optimal in a 
particular situation. For example, assume that the 
elements of an array are to be summed and the 
result placed in a variable in memory. The 
machine instructions generated by the PL/M-86 
compiler would move the next array element to a 
register and then add the register to the sum 
variable in memory. An ASM-86 programmer, 
knowing that a register will be **safe" while the 
array is summed, could instead add all the array 
elements to a register and then move the register 
to the sum variable, saving one instruction execu- 
tion per array element. 

It is easier to write assembly language programs in 
ASM-86 than it is in many assembly languages. 
ASM-86 contains powerful data structuring 
facilities that are usually found only in high-level 



languages. ASM-86 also simplifies the program- 
mer's **view" of the 8086/8088 machine instruc- 
tion set. For example, although there are 28 dif- 
ferent types of MOV machine instructions, the 
programmer always writes a single form of the 
instruction: 

MOV destination-operand, source-operand 

The assembler generates the correct machine- 
instruction form based on the attributes of the 
source and destination operands (attributes are 
covered later in this section). Finally, the ASM-86 
assembler performs extensive checks on the con- 
sistency of operand definition versus operand use 
in instructions, catching many common types of 
clerical errors. 



Statements 

Compared to many assemblers, ASM-86 accepts a 
relaxed statement format (see figure 2-56). This 
helps to reduce clerical errors and allows pro- 
grammers to format their programs for better 
readability. Variable and label names may be up 
to 31 characters long and are not restricted to 
alphabetic and numeric characters. In particular, 

the underscore ( ) may be used to improve the 

readability of long names. Blanks maybe inserted 
freely between identifiers (there are no **column" 
requirements), and statements also may span 
multiple lines. 

All ASM-86 statements are classified as instruc- 
tions or directives. A clear distinction must be 
made here between ASM-86 instructions and 



; THIS STATEMENT CONTAINS A COMMENT ONLY 



MOV AX, [BX + 3] 

MOV AX, [BX + 3] 

MOV AX, 

& [BX + 3] 

ZERO EQU 

CUR_PROJ EQU PROJECT [BX] [SI] 
THE_STACK_STARTS_HERE SEGMENT 
TIGHT_LOOP: JMPTIGHT_LOOP 
MOV ES:DATA_STRING[SI],AL 
WAIT: LOCKXCHG AX,SEMAPHORE 



; TYPICAL ASM-86 INSTRUCTION 
; BLANKS NOT SIGNIFICANT 

; CONTINUED STATEMENTS 

; SIMPLE ASM-86 DIRECTIVE 
; MORE COMPLEX DIRECTIVE 
LONG IDENTIFIER 
LABELLED STATEMENT 
SEGMENT OVERRIDE PREFIX 
LABEL & LOCK PREFIX 



Figure 2-56. ASM-86 Statements 
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8086/8088 machine instructions. The assembler 
generates machine instructions from ASM-86 
instructions written by a programmer. Each 
ASM-86 instruction produces one machine 
instruction, but the form of the generated 
machine instruction will vary according to the 
operands written in the ASM-86 instruction. For 
example, writing 



M0VBL,1 

produces a 
while writing 



byte-immediate-to-register MOV, 



MOVTERMINAL_NO,BX 

produces a word-register-to-memory MOV. To 
the programmer, though, there is simply a MOV 
source-to-destination instruction. 

ASM-86 instructions are written in the form: 

(label:) (prefix) mnemonic (operand(s)) (;comment) 

where parentheses denote optional fields (the 
parentheses are not actually written by program- 
mers). The label field names the storage location 
containing the machine instruction so that it can 
be referred to symbolically as the target of a JMP 
instruction elsewhere in the program. Writing a 
prefix causes ASM-86 to generate one of the 
special prefix bytes (segment override, bus lock or 
repeat) immediately preceding the machine 
instruction. The mnemonic identifies the type of 
instruction (MOV for move, ADD for add, etc.) 
that is to be generated. Zero, one or two operands 
may be written next, separated by commas, 
according to the requirements of the instruction. 
Finally, writing a semicolon signifies that what 
follows is a comment. Comments do not affect 
the execution of a program, but they can greatly 



improve its clarity; all good ASM-86 programs 
are thoughtfully commented. 

Writing a directive gives ASM-86 information to 
use in generating instructions, but does not itself 
produce a machine instruction. About 20 dif- 
ferent directives are available in ASM-86. Direc- 
tives are written like this: 

(name) mnemonic (operand(s)) (;comment) 

Some directives require a name to be present, 
while others prohibit a name. ASM-86 recognizes 
the directive from the mnemonic keyword written 
in the next field. Any operands required by the 
directive are written next, separated by commas. 
A comment may be written as the last field of a 
directive. 

Some of the more commonly used directives 
define procedures (P ROC), allocate storage for 
variables (DB, DW, DD) give a descriptive name 
to a number or an expression (EQU), define the 
bounds of segments (SEGMENT and ENDS), 
and force instructions and data to be aligned at 
word boundaries (EVEN). 



Constants 

Binary, decimal, octal and hexadecimal numeric 
constants (see figure 2-57) may be written in 
ASM-86 statements; the assembler can perform 
basic arithmetic operations on these as well. AH 
numbers must, however, be integers and must be 
representable in 16 bits including a sign bit. 
Negative numbers are assembled in standard 
two's complement notation. 

Character constants are enclosed in single quotes 
and may be up to 255 characters long when used 



MOV 


STRING [SI], 'A' 


; CHARACTER 


MOV 


STRING [SI], 41 H 


; EQUIVALENT IN HEX 


ADD 


AX,0C4H 


; HEX CONSTANT MUST START WITH NUMERAL 


0CTAL__8 


EQU 100 


; OCTAL 


0CTAL_9 


EQU 10Q 


; OCTAL ALTERNATE 


ALL_ONES 


EQU 11111111B 


; BINARY 


MINUS_5 


EQU -5 


; DECIMAL 


MINUS_6 


EQU -6D 


; DECIMAL ALTERNATE 



Figure 2-57. ASM-86 Constants 
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to initialize storage. When used as immediate 
operands, character constants may be one or two 
bytes long to match the length of the destination 
operand. 



Defining Data 

Most ASM-86 programs begin by defining the 
variables with which they will work. Three direc- 
tives, DB, DW and DD, are used to allocate and 
name data storage locations in ASM-86 (see 
figure 2-58). The directives are used to define 
storage in three different units: DB means 
"define byte,'' DW means **define word,'' and 
DD means **define doubleword." The operands 
of these directives tell the assembler how many 
storage units to allocate and what initial values, if 
any, with which to fill the locations. 



A SEG 


SEGMENT 




ALPHA 


DB ? 


NOT INITIALIZED 


BETA 


DW ? 


NOT INITIALIZED 


GAMMA 


DD ? 


NOT INITIALIZED 


DELTA 


DB ? 


NOT INITIALIZED 


EPSILON 


DW 5 


CONTAINS 05H 


A_SEG 


ENDS 




B SEG 


SEGMENT AT 55H;S 


PECIFYING BASE ADDRESS 


IOTA 


DB 'HELLO' 


CONTAINS 48 45 40 40 4FH 


KAPPA 


DW 'AB' 


CONTAINS 42 41 H 


LAMBDA 


DD B SEG 


CONTAINS 0000 5500 H 


MU 


DB 100DUP0 


CONTAINS (100 X)OOH 


B_SEG 


ENDS 





VARIABLE 


ATTRIBUTES 


OPERATORS 1 


SEGMENT 


OFFSET 


TYPE 


LENGTH 


SIZE 


ALPHA 


A SEG 





1 




1 


BETA 


A SEG 


1 


2 




2 


GAMMA 


A SEG 


3 


4 




4 


DELTA 


A SEG 


7 


1 




1 


EPSILON 


A SEG 


8 


2 




2 


IOTA 


B SEG 





1 




5 


KAPPA 


B SEG 


5 


2 




2 


LAMBDA 


B SEG 


7 


4 




4 


MU 


B_SEG 


11 


1 


100 


100 



Figure 2-58. ASM-86 Data Definitions 



For every variable in an ASM-86 program, the 
assembler keeps track of three attributes: seg- 
ment, offset and type. Segment identifies the seg- 
ment that contains the variable (segment control 
is covered shortly). Offset is the distance in bytes 
of the variable from the beginning of its contain- 



ing segment. Type identifies the variable's alloca- 
tion unit (1 = byte, 2 = word, 4 = doubleword). 
When a variable is referenced in an instruction, 
ASM-86 uses these attributes to determine what 
form of the instruction to generate. If the 
variable's attributes conflict with its usage in an 
instruction, ASM-86 produces an error message. 
For example, attempting to add a variable defined 
as a word to a byte register is an error. There are 
cases where the assembler must be explicitly told 
an operand's type. For example, writing MOVE 
[BX],5 will produce an error message because the 
assembler does not know if [BX] refers to a byte, 
a word or a doubleword. The following operators 
can be used to provide this information: BYTE 
PTR, WORD PTR and DWORD PTR. In the 
previous example, a word could be moved to the 
location referenced by [BX] by writing MOVE 
WORD PTR [BX], 5. 

ASM-86 also provides two built-in operators, 
LENGTH and SIZE, that can be written in 
ASM-86 instructions along with attribute 
information. LENGTH causes the assembler to 
return the number of storage units (bytes, words 
or doublewords) occupied by an array. SIZE 
causes ASM-86 to return the total number of 
bytes occupied by a variable or an array. These 
operators and attributes make it possible to write 
generalized instruction sequences that need not be 
changed (only reassembled) if the attributes of the 
variables change (e.g., a byte array is changed to a 
word array). See figure 2-59 for an example of 
using the attributes and attribute operators. 



Records 

ASM-86 provides a means of symbolically defin- 
ing individual bits and strings of bits within a byte 
or a word. Such a definition is called a record, 
and each named bit string (which may consist of a 
single bit) in a record is called a field. Records 
promote efficient use of storage while at the same 
time improving the readability of the program 
and reducing the likelihood of clerical errors. 
Defining a record does not allocate storage; 
rather, a record is a template that tells the 
assembler the name and location of each bit field 
within the byte or word. When a field name is 
written later in an instruction, ASM-86 uses the 
record to generate an immediate mask for instruc- 
tions like TEST, AND, OR, etc., or an immediate 
count for shifts and rotates. See figure 2-60 for an 
example of using a record. 
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; SUM THE CONTENTS OF TABLE INTO AX 

TABLE DW 50 DUP(?) 

; NOTE SAME INSTRUCTIONS WOULD WORK FOR 

; TABLE DB 25 DUP(?) 

; TABLE DW 118 DUP(?), ETC. 



SUB AX,AX 

MOV CX, LENGTH TABLE 

MOV SI, SIZE TABLE 

ADD_NEXT: SUB SI, TYPE TABLE 

ADD AX, TABLE [SI] 

LOOP ADD_NEXT 
; AX CONTAINS SUM 



CLEAR SUM 

LOOP TERMINATOR 

POINT SUBSCRIPT 

TOENDOFTABLE 

BACK UP ONE ELEMENT 

ADD ELEMENT 

UNTIL CX = 



Figure 2-59. Using ASM-86 Attributes and Attribute Operators 



;1 BYTE, UNINITIALIZED 



EMP_BYTE DB ? 

; BIT DEFINITIONS: 

; 7-2 : YEARS EMPLOYED 

1 : SEX (1= FEMALE) 

: STATUS (1 = EXEMPT) 

EMP_BITSRECORD jRECORD DEFINED HERE 

& YRS_EMP:6, 

& SEX:1, 

& STATUS :1 



; SELECT NONEXEMPT FEMALES EMPLOYED 10 + YEARS 



MOV 


AL,EMP_BYTE 


KEEP ORIGINAL INTACT 


TEST 


AL, MASK SEX 


FEMALE? 


JZ 


REJECT 


NO, QUITE 


TEST 


AL, MASK STATUS 


NONEXEMPT? 


JNZ 


REJECT 


NO, QUIT 


SHR 


AL,CL 


ISOLATE YEARS 


CMP 


AL,11 


>=10 YEARS? 


JL 


REJECT 


NO, QUIT 



REJECT: 



PROCESS SELECTED EMPLOYEE 



PROCESS REJECTED EMPLOYEE 



MOV 



CL,YRS_EMP 



; RECORD USED HERE 
; GET SHIFT COUNT 



Figiire 2-60. Using an ASM-86 RECORD Definition 
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Structures 

An ASM-86 structure is a map, or template, that 
gives names and attributes (length, type, etc.) to a 
collection of fields. Each field in a structure is 
defined using DB, DW and DD directives; 
however, no storage is allocated to the structure. 
Instead, the structure becomes associated with a 
particular area of memory when a field name is 
referenced in an instruction along with a base 
value. The base value 'locates" the structure; it 
may be a variable name or a base register (BX or 
BP). The structure may be associated with 
another area of memory by specifying a different 
base value. Figure 2-61 shows how a simple struc- 
ture may be defined and used. Note that a struc- 
ture field may itself be a structure, allowing much 
more complex organizations to be laid out. 

Structures are particularly useful in situations 
where the same storage format is at multiple loca- 
tions, where the location of a collection of 
variables is not known at assembly-time, and 
where the location of a collection of variables 
changes during execution. Applications include 
multiple buffers for a single file, Hst processing 
and stack addressing. 



Addressing Modes 

Figure 2-62 provides sample ASM-86 coding for 
each of the 8086/8088 addressing modes. The 
assembler interprets a bracketed reference to BX, 
BP, SI or DI as a base or index register to be used 
to construct the effective address of a memory 
operand. An unbracketed reference means the 
register itself is the operand. 

The following cases illustrate typical ASM-86 
coding for accessing arrays and structures, and 
show which addressing mode the assembler 
specifies in the machine instruction it generates: 

o If ALPHA is an array, then ALPHA [SI] is 
the element indexed by SI, and ALPHA 
[SI + 1] is the following byte (indexed). 

o If ALPHA is the base address of a structure 
and BETA is a field in the structure, then 
ALPHA.BETA selects the BETA field 
(direct). 

o If register BX contains the base address of a 
structure and BETA is a field in the struc- 
ture, then [BX].BETA refers to the BETA 
field (based). 



EMPLOYEE 
SSN 
RATE 
DEFT 

YR_HIRED 
EMPLOYEE 



STRUG 
DB 9 
DB 1 
DW 1 
DB 1 
ENDS 



DUP(?) 
DUP(?) 
DUP(?) 
DUP(?) 



MASTER 
TXN 



DB 12 DUP(?) 
DB 12 DUP(?) 



; CHANGE RATE IN MASTER TO VALUE IN TXN. 

MOV al,txn:rate 

MOV MASTER.RATE, AL 

; ASSUME BX POINTS TO AN AREA CONTAINING 
; DATA IN THE SAME FORMAT AS THE EMPLOYEE 
; STRUCTURE. ZERO THE SECOND DIGIT 
; OF SSN 

MOV Sl,1 ; INDEX VALUE OF 2ND DIGIT 

MOV [BX].SSN[SI],0 



Figure 2-61 . Using an ASM-86 Structure 
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ADD 


AX,BX 


ADD 


AL,5 


ADD 


ex, ALPHA 


ADD 


ALPHA, 6 


ADD 


ALPHA, DX 


ADD 


BL, [BX] 


ADD 


[SI],BH 


ADD 


[PP].ALPHA,AH 


ADD 


CX, ALPHA [SI] 


ADD 


ALPHA [DI+2], 10 


ADD 


[BX].ALPHA[SI],AL 


ADD 


SI, [BP+4] [Dl] 


IN 


AL,30 


OUT 


DX,AX 



REGISTER - REGISTER 

REGISTER <- IMMEDIATE 

REGISTER - MEMORY (DIRECT) 

MEMORY (DIRECT) - IMMEDIATE 

MEMORY (DIRECT) - REGISTER 

REGISTER - MEMORY (REGISTER INDIRECT) 

MEMORY (REGISTER INDIRECT) - IMMEDIATE 

MEMORY (BASED) - REGISTER 

REGISTER - MEMORY (INDEXED) 

MEMORY (INDEXED) - IMMEDIATE 

MEMORY (BASED INDEXED) - REGISTER 

REGISTER - MEMORY (BASED INDEXED) 

DIRECT PORT 

INDIRECT PORT 



Figure 2-62. ASM-86 Addressing Mode Examples 



• If register BX contains the address of an 
array, then [BX] [SI] refers to the element 
indexed by SI (based indexed). 

• If register BX points to a structure whose 
ALPHA field is an array, then [BX] 
.ALPHA [SI] selects the element indexed by 
SI (based indexed). 

• If register BX points to a structure whose 
ALPHA field is itself a structure, then 
[BX].ALPHA.BETA refers to the BETA 
field of the ALPHA substructure (based). 

• If register BX points to a structure and the 
ALPHA field of the structure is an array and 
each element of ALPHA is a structure, then 
[BX].ALPHA[SI + 3]. BETA refers to the 
field BETA in the element of ALPHA 
indexed by [SI + 3] (based indexed). 

Note that DI may be used in place of SI in these 
cases and that BP may be substituted for BX. 
Without a segment override prefix, expressions 
containing BP refer to the current stack segment, 
and expressions containing BX refer to the cur- 
rent data segment. 



Segment Control 

An ASM-86 program is organized into a series of 
named segments. These are ''logical" segments; 
they are eventually mapped into 8086/8088 
memory segments, but this usually is not done 
until the program is located. A SEGMENT direc- 
tive starts a segment, and an ENDS directive ends 
the segment (see figure 2-63). All data and 



instructions written between SEGMENT and 
ENDS are part of the named segment. In small 
programs, variables often are defined in one or 
two segment(s), stack space is allocated in another 
segment, and instructions are written in a third or 
fourth segment. It is perfectly possible, however, 
to write a complete program in one segment; if 
this is done, all the segment registers will contain 
the same base address; that is, the memory 
segments will completely overlap. Large pro- 
grams may be divided into dozens of segments. 

The first instructions in a program usually 
establish the correspondence between segment 
names and segment registers, and then load each 
segment register with the base address of its cor- 
responding segment. The ASSUME directive tells 
the assembler what addresses will be in the seg- 
ment registers at execution time. The assembler 
checks each memory instruction operand, deter- 
mines which segment it is in and which segment 
register contains the address of that segment. If 
the assumed register is the register expected by the 
hardware for that instruction type, then the 
assembler generates the machine instruction nor- 
mally. If, however, the hardware expects one seg- 
ment register to be used, and the operand is not in 
the segment pointed to by that register, then the 
assembler automatically precedes the machine 
instruction with a segment override prefix byte. 
(If the segment cannot be overridden, the 
assembler produces an error message.) An exam- 
ple may clarify this. If register BP is used in an 
instruction, the 8086 and 8088 CPUs expect, as a 
default, that the memory operand will be located 
in the segment pointed to by SS— in the current 
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DATA_SEG SEGMENT 

; DATA DEFINITIONS GO HERE 
DATA_SEG ENDS 

STACK_SEG SEGMENT 

; ALLOCATE 100 WORDS FOR A STACK AND 
; LABEL THE INITIAL TOS FOR LOADING SP. 
DW100DUP(?) 

STACK TOP LABEL WORD 

STACK_SEG ENDS 

CODE_SEG SEGMENT 

; GIVE ASSEMBLER INITIAL REGISTER-TO-SEGMENT 
; CORRESPONDENCE. NOTE THAT IN THIS 
; PROGRAM THE EXTRA SEGMENT INITIALLY 
; OVERLAPS THE DATA SEGMENT ENTIRELY. 

ASSUME OS: CODE_SEG, 

& DS: DATA_SEG, 

& ES: DATA_SEG, 

& SS: STACK_SEG 

START: ; THIS IS THE BEGINNING OFTHE PROGRAM. 
; LOC-86 WILL PLACE A JMP TO THIS 
; LOCATION AT ADDRESS FFFFOH. 

LOAD THE SEGMENT REGISTERS. CS DOES NOT 
HAVE TO BE LOADED BECAUSE SYSTEM 
RESET SETS IT TO FFFFH, AND THE 
LONG JMP INSTRUCTION AT THAT ADDRESS 
UPDATES IT TO THE ADDRESS OF CODE_SEG. 
SEGMENT REGISTERS ARE LOADED FROM AX 
BECAUSE THERE IS NO IMMEDIATE-TO- 
SEGMENT_REGISTER FORM OF THE MOV 
INSTRUCTION. 

MOV AX, DATA_SEG 

MOV DS, AX 

MOV ES, AX 

MOV AX,STACK_SEG 

MOV SS,AX 
; SET STACK POINTER TO INITIAL TOS. 

MOV SP, OFFSET STACK_TOP 

; SEGMENTS ARE NOW ADDRESSABLE. 
; MAIN PROGRAM CODE GOES HERE. 
CODE_SEG ENDS 

; NEXT STATEMENT ENDS ASSEMBLY AND TELLS 
; LOC-86 THE PROGRAMS STARTING ADDRESS. 

END START 



Figure 2-63. Setting Up ASM-86 Segments 
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stack segment. A programmer may, however, 
choose to use BP to address a variable in the cur- 
rent data segment— the segment pointed to by 
DS. The ASSUME directive enables the assembler 
to detect this situation and to automatically 
generate the needed override prefix. 

It also is possible for a programmer to explicitly 
code segment override prefixes rather than relying 
on the assembler. This may result in a somewhat 
better-documented program since attention is 
called to the override. The disadvantage of 
explicit segment overrides is that the assembler 
does not check whether the operand is in fact 
addressable through the overriding segment 
register. 

ASM-86, in conjunction with the relocation and 
linkage facilities, provides much more 
sophisticated segment handling capabilities than 
have been described in this introduction. For 
example, different logical segments may be com- 
bined into the same physical segment, and 
segments may be assigned the same physical loca- 
tions (allowing a **common" area to be accessed 
by different programs using different variable 
and label names). 



Procedures 

Procedures may be written in ASM-86 as well as 
in PL/M-86. In fact, procedures written in one 
language are callable from the other, provided 
that a few simple conventions are observed in the 
ASM-86 program. The purpose of ASM-86 pro- 
cedures is the same as in PL/M-86: to simplify the 
design of complex programs and to make a single 
copy of a commonly-used routine accessible from 
anywhere in the program . 

An ASM-86 program activates a procedure with a 
CALL instruction. The procedure terminates with 
a RET instruction, which transfers control to the 
instruction following the CALL. Parameters may 
be passed in registers or pushed onto the stack 
before calling the procedure. The RET instruction 
can discard stack parameters before returning to 
the caller. 

Unlike PL/M-86 procedures, ASM-86 procedures 
are executable where they are coded, as well as by 
a CALL instruction. Therefore, ASM-86 pro- 
cedures often are defined following the main pro- 
gram logic, rather than preceding it as in 



PL/M-86. Figure 2-64 shows how procedures 
may be defined and called in ASM-86. Section 
2-10 contains examples of procedures that accept 
parameters on the stack. 



LINK-86 

Fundamentally, LINK-86 combines separate 
relocatable object modules into a single program. 
This process consists primarily of combining 
(logical) segments of the same name into single 
segments, adjusting relative addresses when 
segments are combined, and resolving external 
references. 

A programmer can use a procedure that is actual- 
ly contained in another module by naming the 
procedure in an ASM-86 EXTRN directive, or 
declaring the procedure to be EXTERNAL in 
PL/M-86. The procedure is defined or declared 
PUBLIC in the module where it actually resides, 
meaning that it can be used by other modules. 
When LINK-86 encounters such an external 
reference, it searches through the other modules 
in its input, trying to find the matching PUBLIC 
declaration. If it finds the referenced object, it 
links it to the reference, ** satisfying" the external 
reference. If it cannot satisfy the reference, 
LINK-86 prints a diagnostic message. LINK-86 
also checks PL/M-86 procedure calls and func- 
tion references to insure that the parameters 
passed to a procedure are the type expected by the 
procedure. 

LINK-86 gives the programmer, particularly the 
ASM-86 programmer, great control over 
segments (segments may be combined end to end, 
renamed, assigned the same locations, etc.). 
LINK-86 also produces a map that summarizes 
the link process and lists any unusual conditions 
encountered. While the output of LINK-86 is 
generally input to LOC-86, it also may again be 
input to LINK-86 to permit modules to be linked 
in incremental groups. 



LOC-86 

LOC-86 accepts the single relocatable object 
module produced by LINK-86 and binds the 
memory references in the module to actual 
memory addresses. Its output is an absolute 
object module ready for loading into the memory 
of an execution vehicle. LOC-86 also inserts a 
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FREQUENCY 


DB 


256DUP(0) 




USART_DATA 
USART_STAT 


EQU 
EQU 


OFFOH 
0FF2H 


; DATA PORT ADDRESS 
; STATUS PORT ADDRESS 


NEXT: 


CALL 
CALL 
JMP 


CHAR_IN 

COUNT_IT 

NEXT 





CHAR_IN PROC 

; THIS PROCEDURE DOES NOT TAKE PARAMETERS. 
; IT SAMPLES THE USART STATUS PORT 
; UNTIL A CHARACTER IS READY, AND 
; THEN READS THE CHARACTER INTO AL 



AGAIN: 



CHAR_IN 



MOV 


DX, USART_ 


_STAT 


IN 


AL, DX 


; READ STATUS 


AND 


AL,2 


; CHARACTER PRESENT? 


JZ 


AGAIN 


; NO, TRY AGAIN 


MOV 


DX, USART_ 


_DATA 


IN 


AL, DX 


; YES, READ CHARACTER 


RET 






ENDP 







COUNT_IT PROC 

; THIS PROCEDURE EXPECTS A CHARACTER IN AL. 
; IT INCREMENTS A COUNTER IN A FREQUENCY 
; TABLE BASED ON THE BINARY VALUE OF 
; THE CHARACTER. 





XOR 


AH, AH ; CLEAR HIGH BYTE 




MOV 


SI,AL ; INDEX INTO TABLE 




INC 


FREQUENCY [S]; BUMP THE COUNTER 




RET 




COUNT_IT 


ENDP 





Figure 2-64. ASM-86 Procedures 



direct intersegment JMP instruction at location 
FFFFOH. The target of the JMP instruction is the 
logical beginning of the program. When the 8086 
or 8088 is reset, this instruction is automatically 
executed to restart the system. LOC-86 produces 
a memory map of the absolute object module and 
a table showing the address of every symbol 
defined in the program. 



are a convenient way to make collections of 
modules available to LINK-86. When a module 
being linked refers to **externar* data or instruc- 
tions, LINK-86 can automatically search a series 
of libraries, find the referenced module, and 
include it in the program being created. 



OH-86 



LIB-86 

LIB-86 is a valuable adjunct to the R & L pro- 
grams. It is used to maintain relocatable object 
modules in special files called libraries. Libraries 



OH-86 converts an absolute object module into 
Intel's standard hexadecimal format. This format 
is used by some PROM programmers and system 
loaders, such as the iSBC 957^^ and SDK-86 
loaders. 
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CONV.86 

Users who have developed substantial, fully- 
tested assembly language programs for the 
8080/8085 microprocessors may want to use 
CONV-86 to automatically convert large amounts 
of this code into ASM-86 source code (see figure 
2-65). CONV-86 accepts an ASM-80 source pro- 
gram as input and produces an ASM-86 source 
program as output, plus a print file that 
documents the conversion and lists any diagnostic 
messages. 

Some programs cannot be completely converted 
by CONV-86. Exceptions include: 

• self-modifying code, 

• software timing loops, 

• 8085 RIM and SIM instructions, 

• interrupt code, and 

• macros. 




"---^< ^^'^ > 



T 



/1edited7 

^ ASM-86 ; 
source! 

^OGRAM^ 



By using the diagnostic messages produced by 
CONV-86, the converted ASM-86 source file can 
be manually edited to clean up any sections not 
converted. A converted program is typically 
10-20% larger than the ASM-80 version and does 
not take full advantage of the 8086/8088 architec- 
ture. However, the development time saved by 
using CONV-86 can make it an attractive alter- 
native to rewriting working programs from 
scratch. 



Sample Programs 

Figures 2-66 and 2-67 show how a simple program 
might be written in PL/M-86 and ASM-86. The 
program simulates a pair of rolling dice and 
executes on an Intel SDK-86 System Design Kit. 
The SDK-86 is an 8086-based computer with 
memory, parallel and serial I/O ports, a keypad 
and a display. The SDK-86 is implemented on a 
single PC board which includes a large prototype 
area for system expansion and experimentation. 
A ROM-based monitor program provides a user 
interface to the system; commands are entered 
through the keypad and monitor responses are 
written on the display. With the addition of a 
cable and software interface (called SDK-C86), 
the SDK-86 may be connected to an Intellec® 
Microcomputer Development System. In this 
mode, the user enters monitor commands from 
the Intellec keyboard and receives replies on the 
Intellec CRT display. 



Figure 2-65. ASM-80/ ASM-86 Conversion 



The dice program runs on an SDK-86 that is con- 
nected to an Intellec® Microcomputer Develop- 
ment System. The program displays two con- 
tinuously changing digits in the upper left corner 
of the Intellec display. The digits are random 
numbers in the range 1-6. A roll is started by 
entering a monitor GO command. Pressing the 
INTR key on the SDK-86 keypad stops the roll. 

There are two procedures in the PL/M-86 version 
of the dice program. The first is called CO for 
console output. This is an untyped PUBLIC pro- 
cedure that is supplied on an SDK-C86 diskette. 
CO is written in PL/M-86 and outputs one 
character to the Intellec console. It is declared 
EXTERNAL in the dice program because it exists 
in another module. LINK-86 searches the 
SDK-C86 library for CO and includes it in the 
single relocatable object module it builds. 

RANDOM is an internal typed procedure; it is 
contained in the dice module and returns a word 
value that is a random number between 1 and 6. 
RANDOM does not use any parameters and is 
activated in the parameter list passed to CO. 
When CO is called like this, first RANDOM is ac- 
tivated, then 30 is added to the number it returns 
and the sum is passed to CO. 
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PL/M-86 COMPILER DICE 

ISIS-II PL/M-86 VI. 2 COMPILATION OF MODULE DICE 
OBJECT MODULE PLACED IN :F1:DICE.0BJ 
COMPILER INVOKED BY: PLM86 :F1:DICE.P86 XREF 

1 DICE: DO; 

/* THIS PROGRAM SIMULATES THE ROLL OF A PAIR OF DICE »/ 



2 
3 

5 
6 



/* GIVE NAMES TO CONSTANTS «/ 
DECLARE CLEAR$CRT1 LITERALLY 
DECLARE CLEAR$CRT2 LITERALLY 
DECLARE H0ME$CURS0R1 LITERALLY 
DECLARE H0ME$CURS0R2 LITERALLY 
DECLARE SPACE LITERALLY 



01BH' 


/* INTELLEC «/ 


0U5H' 


/* CRT */ 


01BH' 


/* CONTROL »/ 


On8H' 


/* CODES »/ 


020H' 


/*ASCII BLANK*/ 



/* PROGRAM VARIABLES */ 

7 1 DECLARE ( RANDOM$NUMBER ,SAVE) W 

/* CONSOLE OUTPUT PROCEDURE */ 

8 1 CO: PROCEDURE(X) EXTERNAL; 

9 2 DECLARE X BYTE; 
10 2 END CO; 



/* RANDOM NUMBER GENERATOR PROCEDURE 



»/ 
*/ 
*/ 
»/ 
*/ 
»/ 



/* ALGORITHM FOR 16-BIT RANDOM NUMBER FROM: 
/* "A GUIDE TO PL/M PROGRAMMING FOR 
/* MICROCOMPUTER APPLICATIONS," 
/* DANIEL D. MCCRACKEN, 
/* ADDISON-WESLEY, 1978 

11 1 RANDOM: PROCEDURE WORD; 

12 2 RANDOM$NUMBER = SAVE; /*START WITH OLD NUMBER*/ 

13 2 RANDOM$NUMBER = 2053 * RANDOM$NUMBER + 13849; 

U 2 SAVE = RANDOM$NUMBER; /»SAVE FOR NEXT TIME*/ 
/*FORCE 16-BIT NUMBER INTO RANGE 1-6*/ 

15 2 RANDOM$NUMBER = RANDOM$NUMBER MOD 6 +1; 

16 2 RETURN RANDOM$NUMBER; 

17 2 END RANDOM; 



/* MAIN ROUTINE */ 
/* CLEAR THE SCREEN*/ 

18 1 CALL C0(CLEAR$CRT1); 

19 1 CALL C0(CLEAR$CRT2); 

/* ROLL THE DICE UNTIL INTERRUPTED */ 

20 1 DO WHILE 1; /*"D0 FOREVER"*/ 
/*NOTE THAT ADDING 30 TO THE DIE VALUE */ 







/* CONVERTS IT TO ASCII. 


*/ 


21 


2 


CALL CO(RANDOM + 030H); 


/*1ST DIE*/ 


22 


2 


CALL CO(SPACE); 


/*BLANK*/ 


23 


2 


CALL CO(RANDOM + 030H); 
/* HOME THE CURSOR */ 


/*2ND DIE*/ 


24 


2 


CALL C0(H0ME$CURS0R1); 




25 


2 


CALL C0(H0ME$CURS0R2); 




26 


2 


END; 




27 


1 


END DICE; 





CROSS-REFERENCE LISTING 



DEFN ADDR SIZE NAME, ATTRIBUTES, AND REFERENCES 



2 






CLEARCRT1 


3 






CLEARCRT2 


8 


OOOOH 




CO 


1 


0002H 


71 


DICE 


4 






H0MECURS0R1 


5 






H0MECURS0R2 



LITERALLY 
18 



LITERALLY 
19 



PROCEDURE EXTERNAL(O) STACK=0000H 
18 19 21 22 23 24 25 



PROCEDURE STACK=0004H 



LITERALLY 
24 



LITERALLY 
25 



11 0049H 44 RANDOM 



PROCEDURE WORD STACK=0002H 
21 23 



Figure 2-66. Sample PL/M-86 Program 
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7 OOOOH 




2 RANDOMNUMBER 




WORD 
12 


13 14 


7 0002H 




2 SAVE 




WORD 
12 


14 


6 




SPACE 




LITERALLY 
22 


8 OOOOH 




1 X 






BYTE 
' 9 


PARAMETER 


E INFORMATION 












CODE AREA SIZE 
CONSTANT AREA SIZE 
VARIABLE AREA SIZE 
MAXIMUM STACK SIZE 
51 LINES READ 
PROGRAM ERROR(S) 


= 0075H 
= OOOOH 
= OOO^IH 
= 0004H 


117D 
OD 
4D 
4D 







16 



END OF PL/M-86 COMPILATION 



Figure 2-66. Sample PL/M-86 Program (Cont'd.) 



MCS-86 MACRO ASSEMBLER 



DICE 



ISIS-II MCS-86 MACRO ASSEMBLER V2.0 ASSEMBLY OF MODULE DICE . 
OBJECT MODULE PLACED IN :F 1 :DIC,E .OBJ 
ASSEMBLER INVOKED BY: ASM86 :F1:DICE.A86 XREF 



LOG OBJ 



0000 1B00 
0002 4500 
0004 1B00 
0006 4800 
0008 2000 
OOOA ???? 



0000 (20 

9999 



LINE 

1 

2 

3 

4 

.5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

15 

16 

17 

18 

19 

20 

21 

22 

23 

24 

25 

26 

27 

28 

29 

30 



SOURCE _ , 

; THIS PROGRAM .SIMULATES THE ROLL OF A PAIR OF DICE 

; CONSOLE OUTPUT PROCEDURE 
EXTRN CO:NEAR 

; SEGMENT GROUP DEFINITIONS NEEDED FOR PL/M-86 COMPATIBILITY 

CGROUP GROUP CODE 

DGROUP GROUP DATA, STACK ■■ ' 

; INFORM ASSEMBLER OF SEGMENT REGISTER CONTENTS. 

ASSUME ■ CS:CGR0UP,DS:DGR0UP,SS:DGR0UP,ES:NOTHING 

ALLOCATE DATA 
DATA SEGMENT PUBLIC 'DATA' 

NOTE THAT THE FOLLOWING ARE PASSED ON THE STACK TO THE PL/M-86 
PROCEDURE 'CO'. BY CONVENTION, A BYTE PARAMETER IS PASSED IN 
THE LOW-ORDER 8-BITS OF A WORD ON THE STACK. HENCE, THESE ARE 
DEFINED AS WORD VALUES, THOUGH THEY OCCUPY 1 BYTE ONLY. 



CLEAR_CRT1 

CLEAR_CRT2 

H0ME_CURS0R1 

H0ME_CURS0R2 

SPACE 

SAVE 

DATA ENDS 



DW 
DW 
DW 
DW 
DW 
DW 



01BH 
045H 
01BH 
048H 
020H 



IN TELL EC 

CRT 

CONTROL . 

CODES 
ASCII BLANK 
HOLDS LAST 16-BIT 



RANDOM NUMBER 



; ALLOCATE STACK SPACE 
STACK SEGMENT STACK 'STACK' 
DW 20 DUP (?) 



0028 



0000 

0000 A10A00 



31 
32 
33 
34 
35 
36 
37 
38 
39 
40 
41 
42 
43 
44 
45 
46 
47 



; LABEL INITIAL TOS: FOR LATER USE. 
STACK_T0P LABEL WORD 
STACK ENDS 



; PROGRAM CODE 

CODE SEGMENT PUBLIC 



RANDOM NUMBER GENERATOR PROCEDURE 
ALGORITHM FOR 16-BIT RANDOM NUMBER FROM: 
"A GUIDE TO PL/M PROGRAMMING FOR 
MICROCOMPUTER APPLICATIONS," 
DANIEL D. MCCRACKEN 
ADDISON-WESLEY, 1978 
RANDOM PROC 

MOV AX, SAVE ; NEW NUMBER 



Figure 2-67. ASM-86 Sample Program 
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MCS-86 MACRO ASSEMBLER 

LOG OBJ 

0003 B90508 

0006 F7E1 

0008 051936 

OOOB A30A00 R 



OOOE 2BD2 
0010 B90600 
0013 F7F1 
0015 8BC2 

0017 40 

0018 C3 



0019 


B8 


001C 


8ED8 


001E 


8ED0 


0020 


BC2800 


0023 


FF360000 


0027 


E80000 


002A 


FF360200 


002E 


E80000 


0031 


E8CCFF 


0034 


0430 


0036 


50 


0037 


E80000 


003A 


FF360800 


003E 


E80000 


0041 


E8BCFF 


0044 


0430 


0046 


50 


0047 


E80000 


004A 


FF360400 


004E 


E80000 


0051 


FF360600 


0055 


E80000 


0058 


EBD7 



48 
49 
50 
51 
52 
53 
54 
55 
56 
57 
58 
59 
60 
61 
62 
63 
64 
65 
66 
67 
68 
69 
70 
71 
72 
73 
74 
75 
76 
77 
78 
79 
80 
81 
82 
83 
84 
85 
86 
87 
88 
89 
90 
91 
92 
93 
94 
95 
96 
97 
98 
99 
100 
101 



MOV 


CX,2053 




OLD NUMBER » 2053 


MUL 


CX 




+ 13849 


ADD 


AX, 13849 






MOV 


SAVE, AX 




SAVE FOR NEXT TIME 


; FORCE 


16-BIT NUMBER 


INTO RANGE 1 - 6 


; BY 


MODULO 6 DIVISION 


+ 1 


SUB 


DX,DX 




CLEAR UPPER DIVIDEND 


MOV . 


CX,6 




SET DIVISOR 


DIV 


CX 




DIVIDE BY 6 


MOV 


AX,DX 




REMAINDER TO AX 


INC 


AX 




ADD 1 


RET 






RESULT IN AX 


ENDP 









; MAIN PROGRAM 

; LOAD SEGMENT REGISTERS 

; NOTE PROGRAM DOES NOT USE ES; CS IS INITIALIZED BY HARDWARE RESET; 

; DATA & STACK ARE MEMBERS OF SAME GROUP, SO ARE TREATED AS A SINGLE 

; MEMORY SEGMENT POINTED TO BY BOTH DS & SS . 

START: MOV AX.DGROUP 

MOV DS,AX 

MOV SS,AX' 

; INITIALIZE STACK POINTER 

MOV SP, OFFSET DGROUP :STACK_TOP 

; CLEAR THE SCREEN 

PUSH CLEAR_CRT1 
CALL CO 
PUSH CLEAR_CRT2 
CALL , CO 

; ROLL THE DICE UNTIL INTERRUPTED 



CALL 


RANDOM 


GET 1ST DIE. IN AL 


ADD 


AL,030H 


CONVERT TO ASCII 


PUSH 


AX 


PASS IT TO 


CALL 


CO 


CONSOLE .OUTPUT 


PUSH 


SPACE 


OUTPUT 


CALL 


CO 


A BLANK 


CALL 


RANDOM 


GET 2ND DIE IN AL 


ADD 


AL,030H 


CONVERT TO ASCII 


PUSH 


AX 


PASS IT TO 


CALL 


CO 


CONSOLE OUTPUT 



; HOME THE CURSOR 

PUSH HOME CURS0R1 

CALL CO 

PUSH HOME CURS0R2 

CALL CO 
; CONTINUE FOREVER 

JMP ROLL 
CODE ENDS ' 



XREF SYMBOL TABLE LISTING 



NAME 

??SEG . . . . 

CGROUP. . . . 

CLEAR_CRT1. . 

CLEAR_CRT2. . 

CO. . ". . . . 

CODE. ... . 

DATA. . . . . 

DGROUP. . . . 
H0ME_CURS0K1 . 
HOME CURS0R2. 
RANDOM. 
ROLL. 



SAVE. 
SPACE 
STACK 
STACK_TOP 
START . . 



TYPE 

SEGMENT 
GROUP 

V WORD 

V WORD 
L NEAR 
SEGMENT 
SEGMENT 
GROUP 
V 
V 
L 
L 
V 
V 



WORD ' 

WORD 

NEAR 

NEAR 

WORD 

WORD 

SEGMENT 

V WORD 

L NEAR 



VALUE ATTRIBUTES, XREFS 

SIZEzOOOOH PARA PUBLIC 
CODE 70 1 1 

OOOOH DATA 19// 77 

0002H DATA 20/r 79 

OOOOH EXTRN 4// 78 80 86 88 92 95 97 
SIZE=005AH PARA PUBLIC 'CODE' 
SIZErOOOCH PARA PUBLIC 'DATA' 
DATA STACK 8// 11 11 69 74 

0004H DATA 21// 94 

0006H DATA 22// 96 

OOOOH CODE 46// 60 83 89 

0031H CODE 83// 99 

OOOAH DATA 24// 47 51 

0008H DATA 23// 87 

SIZE=0028H PARA STACK 'STACK' 

0028H STACK 32// 74 

0019H CODE 69// 104 



7// 37 100 
8// 14 25 



ASSEMBLY COMPLETE, NO ERRORS FOUND 



Figure 2-67. ASM-86 Sample Program (Cont'd.) 
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The ASM-86 version of the dice program operates 
like the PL/M-86 version. Since the program uses 
the PL/M-86 CO procedure for writing data to 
the Intellec console, it adheres to certain conven- 
tions established by the PL/M-86 compiler. The 
program's logical segments (called CODE, 
DATA and STACK— the program does not use 
an extra segment) are organized into two groups 
called CGROUP and DGROUP. All the members 
of a group of logical segments are located in the 
same 64k byte physical memory segment. 
Physically, the program's DATA and STACK 
segments can be viewed as **subsegments" of 
DGROUP. 

PL/M-86 procedures expect parameters to be 
passed on the stack, so the program pushes each 
character before calling CO. Note that the stack 
will be '^cleaned up" by the PL/M-86 procedure 
before returning (i.e., the parameter will be 
removed from the stack by CO). 



2.10 Programming Guidelines 
and Examples 

This section addresses 8086/8088 programming 
from two different perspectives. A series of 
general guidelines is presented first. These 
guidelines apply to all types of systems and are 
intended to make software easier to write, and 
particularly, easier to maintain and enhance. The 
second part contains a number of specific pro- 
gramming examples. Written primarily in 
ASM-86, these examples illustrate how the 
instruction set and addressing modes may be uti- 
lized in various, commonly encountered program- 
ming situations. 



Programming Guidelines 

These guidelines encourage the development of 
8086/8088 software that is adaptable to change. 
Some of the guidelines refer to specific processor 
features and others suggest approaches to general 
software design issues. PL/M-86 programmers 
need not be concerned with the discussions that 
deal with specific hardware topics; they should, 
however, give careful attention to the system 
design subjects. Systems that are designed in 
accordance with these recommendations 
should be less costly to modify or extend. In 
addition, they should be better-positioned to 



take advantage of new hardware and software 
products that are constantly being introduced 
by Intel. 



Segments and Segment Registers 

Segments should be considered as independent 
logical units whose physical locations in memory 
happen to be defined by the contents of the seg- 
ment registers. Programs should be independent 
of the actual contents of the segment registers and 
of the physical locations of segments in memory. 
For example, a program should not take 
advantage of the * 'knowledge" that two segments 
are physically adjacent to each other in memory. 
The single exception to this fully-independent 
treatment of segments is that a program may set 
up more than one segment register to point to the 
same segment in memory, thereby obtaining 
addressability through more than one segment 
register. For example, if both DS and ES point to 
the same segment, a string located in that segment 
may be used as a source operand in one string 
instruction and as a destination string in another 
instruction (recall that a destination string must 
be located in the extra segment). 

Any data aggregate or construct such as an array, 
a structure, a string or a stack should be restricted 
to 64k bytes in length and should be wholly con- 
tained in one segment (i.e., should not cross a seg- 
ment boundary). 

Segment registers should only contain values sup- 
plied by the relocation and linkage facilities. Seg- 
ment register values may be moved to and from 
memory, pushed onto the stack and popped from 
the stack. Segment registers should never be used 
to hold temporary variables nor should they be 
altered in any other way. 

As an additional guideline, code should not be 
written within six bytes of the end of physical 
memory (or the end of the code segment if this 
segment is dynamically relocatable). Failure to 
observe this guideline could result in an attempted 
opcode prefetch from non-existent memory, 
hanging the CPU if READY is not returned. 



Self-Modifying Code 

It is possible to write a program that deliberately 
changes some of its own machine instructions 
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during execution. While this technique may save a 
few bytes or machine cycles, it does so at the 
expense of program clarity. This is particularly 
true if the program is being examined at the 
machine instruction level; the machine instruc- 
tions shown in the assembly listing may not match 
those found in memory or monitored from the 
bus. It also precludes executing the code from 
ROM. Also, because of the prefetch queue within 
the 8086 and 8088, code that is self-modified 
within six bytes of the current point of execution 
cannot be guaranteed to execute as intended. 
(This code may already have been fetched.) Fin- 
ally, a self-modifying program may prove 
incompatible with future Intel products that 
assume that the content of a code segment 
remains constant during execution. 

A corrollary to this requirement is that variable 
data should not be placed in a code segment. Con- 
stant data may be written in a code segment, but 
this is not recommended for two reasons. First, 
programs are simpler to understand if they are 
uniformly subdivided into segments of code, data 
and stack. Second, placing data in a code segment 
can restrict the segment's position independence. 
This is because, in general, the segment base 
address of a data item may be changed, but the 
offset (displacement) of the data item may not. 
This means that the entire segment must be 
moved as a unit to avoid changing the offset of 
the constant data. If the constant data were 
located in a data segment or an extra segment, 
individual procedures within the code segment 
could be moved independently. 



Input/Output 

Since I/O devices vary so widely in their 
capabilities and their interface designs, I/O soft- 
ware is inevitably device dependent. Substituting 
a hard disk for a floppy disk, for example, 
necessitates software changes even though the 
disks are functionally identical. I/O software can, 
however, be designed to minimize the effect of 
device changes on programs. 

Figure 2-68 illustrates a design concept that struc- 
tures an I/O system into a hierarchy of separately 
compiled/assembled niodules. This approach 
isolates application modules that use the 
input/output devices from all physical 
characteristics of the hardware with which they 
ultimately communicate. An application module 



that reads a disk file, for example, should have no 
knowledge of where the file is located on the disk, 
what size the disk sectors are, etc. This allows 
these characteristics to change without affecting 
the application module. To an application 
module, the I/O system appears to be a series of 
file-oriented commands (e.g., Open, Close, Read, 
Write). An application module would typically 
issue a command by calling a file system 
procedure. 

The file system processes I/O command requests, 
perhaps checking for gross errors, and calls a pro- 
cedure in the I/O supervisor. The I/O supervisor 
is a bridge between the functional I/O request of 
the application module and the physical I/O per- 
formed by the lowest-level modules in the hier- 
archy. There should be separate modules in the 
supervisor for different types of devices and some 
device-dependent code may be unavoidable at this 
level. The I/O supervisor would typically perform 
overhead activities such as maintaining disk 
directories. 

The modules that actually communicate with the 
I/O devices (or their controllers) are at the lowest 
level in the hierarchy. These modules contain the 
bulk of the system's device-dependent code that 
will have to be modified in the event that a device 
is changed. 

The 8089 Input/Output Processor is specifically 
designed to encourage the development of 
modular, hierarchical I/O systems. The 8089 
allows knowledge of device characteristics to be 
**hidden" from not only application programs, 
but also from the operating system that controls 
the CPU. The CPU's I/O supervisor can simply 
prepare a message in memory that describes the 
nature of the operation to be performed, and then 
activate the 8089. The 8089 independently per- 
forms all physical I/O and notifies the CPU when 
the operation has been completed. 



Operating Systems 

Operating systems also should be organized in a 
hierarchy similar to the concept illustrated in 
figure 2-69. Application modules should **see" 
only the upper level of the operating system. This 
level might provide services like sending messages 
between application modules, providing time 
delays, etc. An intermediate level might consist of 
housekeeping routines that dispatch tasks, alter 
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priorities, manage memory, etc. At the lowest 
level would be the modules that implement 
primitive operations such as adding and removing 
tasks or messages from lists, servicing timer inter- 
rupts, etc. 

Interrupt Service Procedures 

Procedures that service external interrupts should 
be considered differently than those that service 
internal interrupts. A service procedure that is 
activated by an internal interrupt, may, and often 
should, be made reentrant. External interrupt 
procedures, on the other hand, should be viewed 
as temporary tasks. In this sense, a task is a single 
sequential thread of execution; it should not be 
reentered. The processor's response to an external 
interrupt may be viewed as the following sequence 
of events: 

• the running (active) task is suspended, 

• a new task, the interrupt service procedure, is 
created and becomes the running task, 

• the interrupt task ends, and is deleted, 

• the suspended task is reactived and 
becomes the running task from the point 
where it was suspended. 

An external interrupt procedure should only be 
interruptable by a request that activates a dif- 



ferent interrupt procedure. When the number of 
interrupt sources is not too large, this can be 
accomplished by assigning a different type code 
and corresponding service procedure to each 
source. In systems where a large number of 
similar sources can generate closely spaced inter- 
rupts (e.g., 500 communication lines), an 
approach similar to that illustrated in figure 2-70, 
may be used to insure that the interrupt service 
procedure is not reentered, and yet, interrupts 
arriving in bursts are not missed. The basic 
technique is to divide the code required to service 
an interrupt into two parts. The interrupt service 
procedure itself is kept as short as possible; it per- 
forms the absolute minimum amount of process- 
ing necessary to service the device. It then builds a 
message that contains enough information to per- 
mit another task, the interrupt message processor, 
to complete the interrupt service. It adds the 
message to a queue (which might be implemented 
as a linked list), and terminates so that it is 
available to service the next interrupt. The inter- 
rupt message processor, which is not reentrant, 
obtains a message from the queue, finishes pro- 
cessing the interrupt associated with that message, 
obtains the next message (if there is one), etc. 
When a burst of interrupts occurs, the queue will 
lengthen, but interrupts will not be missed so long 
as there is time for the interrupt service procedure 
to be activated and run between requests. 



MULTIPLE INTERRUPTSOURCES 




INTERRUPT 

SERVICE 
PROCEDURE 



ADD MESSAGE TO QUEUE 



I 



I QUEUE (LIST) 

1 OF INTERRUPT 

I SERVICE 



I MESSAGES 



1 

obtain next message 
Ifrom queue 



INTERRUPT 
MESSAGE 

processor 



Figure 2-70. Interrupt Message Processor 
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Stack-Based Parameters 

Parameters are frequently passed to procedures 
on a stack. Results produced by the procedure, 
however, should be returned in other memory 
locations or in registers. In other words, the called 
procedure should *'clean up" the stack by dis- 
carding the paranieters before returning. The. 
RET instruction can perform this function. 
PL/M-86 procedures always follow this 
convention. 



Flag-Images 

Programs should make no assumptions about the 
contents of the undefined bits in the flag-images 
stored in memory by the PUSHF and SAHF 
instructions. These bits always should be masked 
out of any comparisons or tests that use these 
flag-images. The undefined bits of the word flag- 
image can be cleared by ANDing the word with 
FD5H. The undefined bits of the byte flag-image 
can be cleared by ANDing the byte with D5H . 



Programming Examples 

These examples demonstrate the 8086/8088 
instruction set and addressing modes in common 
programming situations. The following topics are 
addressed: 

® procedures (parameters, reentrancy) 

® various forms of JMP and CALL 
instructions 

• bit manipulation with the ASM-86 RECORD 
facility 

• dynamic code relocation 

• memory mapped I/O 

• breakpoints 

• interrupt handling 

• string operations 

These examples are written primarily in ASM-86 
and will be of most interest to assembly language 
programmers. The PL/M-86 compiler generates 
code that handles many of these situations 
automatically for PL/M-86 programs. For exam- 
ple, the compiler takes care of the stack in 
PL/M-86 procedures, allowing the programmer 
to concentrate on solving the application prob- 
lem. PL/M-86 programmers, however, may want 



to examine the memory mapped I/O and 
interrupt handling examples, since the concepts 
illustrated are generally applicable; one of the 
interrupt procedures is written in PL/M-86. 

The examples are intended to show one way to use 
the instruction set, addressing modes and features 
of ASM-86. They do riot demonstrate the **best*' 
way to solve any particular problem. The flexibil- 
ity of the 8086 and 8088, application differences 
plus variations in programming style usually add 
up to a number of ways to implement a program- 
niing solution. 

Procedures 

The code in figure 2-71 illustrates several tech- 
niques that are typically used in writing ASM-86 
procedures. In this example a calling program 
invokes a procedure (called EXAMPLE) twice, 
passing it a different byte array each time. Two 
parameters are passed on the stack; the first con- 
tains the number of elements in the array, and the 
second contains the address (offset in 
DATA_SEG) of the first array element. This 
same technique can be used to pass a variable- 
length parameter list to a procedure (the **array" 
could be any series of parameters or parameter 
addresses). Thus, although the procedure always 
receives two parameters, these can be used to 
indirectly access any number of variables in 
memory. 

Any results returned by a procedure should be 
placed in registers or in memory, but not on the 
stack. AX or AL is often used to hold a single 
word or byte result. Alternatively, the caUing pro- 
gram can pass the address (or addresses) of a 
result area to the procedure as a parameter. It is 
good practice for ASM-86 programs to follow the 
calling conventions, used by PL/M-86; these are 
documented in MCS-86 Assembler Operating 
Instructions For ISIS-II Users, Order No. 
9800641. 

EXAMPLE is defined as a FAR procedure, 
meaning it is in a different segment than the call- 
ing program. The calling program must use an 
intersegment CALL to activate the procedure. 
Note that this type of CALL saves CS and IP on 
the stack. If EXAMPLE were defined as NEAR 
(in the same segment as the caller) then an intra- 
segment CALL would be used, and only IP would 
be saved on the stack. It is the responsibility of 
the calling program to know how the procedure is 
defined and to issue the correct type of CALL. 
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STACK_SEG 


SEGMENT 
DW 


20DUP(?) 


STACK_TOP 
STACK_SEG 


LABEL 
ENDS 


WORD 


DATA_SEG 
ARRAY_1 


SEGMENT 
DB 


10DUP(?) 


ARRAY_2 


DB 


5DUP(?) 


DATA_SEG 


ENDS 





; ALLOCATE 20-WORD STACK 
; LABEL INITIAL TOS 

; 10-ELEMENT BYTE ARRAY 
;5-ELEMENT BYTE ARRAY 



PROC_SEG SEGMENT 

ASSUME CS:PROC_SEG,DS:DATA_SEG,SS:STACK_SEG,ES:NOTHING 



EXAMPLE 



PROC 



FAR 



; MUST BE ACTIVATED BY 
; INTERSEGMENT CALL 



; PROCEDURE PROLOG 

PUSH BP 

MOV BP,SP 

PUSH CX 

PUSH BX 

PUSHF 

SUB SP,6 

; END OF PROLOG 
; PROCEDURE BODY 

MOV CX, [BP + 8] 

MOV BX, [BP4-6] 

; PROCEDURE CODE GOES HERE 

; FIRST PARAMETER CAN BE ADDRESSED 

[BX] 
LOCAL STORAGE CAN BE ADDRESSED: 

[BP-8],[BP-10],[BP-12] 
END OF PROCEDURE BODY 
; PROCEDURE EPILOG 



SAVE BP 

ESTABLISH BASE POINTER 

SAVE CALLER'S 

REGISTERS 

AND FLAGS 
ALLOCATE 3 WORDS LOCAL STORAGE 



; GET ELEMENT COUNT 

; GET OFFSET OF 1ST ELEMENT 





ADD 


SP,6 


DE-ALLOCATE LOCAL STORAGE 




POPF 




RESTORE CALLER'S 




POP 


BX 


REGISTERS 




POP 


CX 


AND 




POP 


BP 


FLAGS 




; END OF EPILOG 




; PROCEDURE RETURN 








RET 


4 


DISCARD 2 PARAMETERS 


EXAMPLE 


ENDP 




END OF PROCEDURE "EXAMPLE 


PROC_SEG 


ENDS 







Figure 2-71 . Procedure Example 1 
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CALLER_SEG SEGMENT 

; GIVE ASSEMBLER SEGMENT/REGISTER CORRESPONDENCE 

ASSUME CS:CALLER_SEG, 

& DS:DATA_SEG, 

& SS:STACK_SEG, 

& ES:NOTHING ; NO EXTRA SEGMENT IN THIS PROGRAM 

; INITIALIZE SEGMENT REGISTERS 

START: MOV AX,DATA_SEG 

MOV DS,AX 

MOV AX,STACK„SEG 

MOV SS,AX 

MOV SP,OFFSET STACK_TOP ; POINT SP TO TOS 

; ASSUME ARRAY_1IS INITIALIZED 

; CALL "EXAMPLE", PASSING ARRAY_1 , THAT IS, THE NUMBER OF ELEMENTS 
; IN THE ARRAY, AND THE LOCATION OF THE FIRST ELEMENT. 

MOV AX,SIZE ARRAY_1 

PUSH AX 

MOV AX,0FFSETARRAY_1 

PUSH AX 

CALL EXAMPLE 

; ASSUME ARRAY_2 IS INITIALIZED 

; CALL "EXAMPLE" AGAIN WITH DIFFERENT SIZE ARRAY. 

MOV AX,SIZE ARRAY_2 

PUSH AX 

MOV AX,0FFSETARRAY_2 

PUSH AX 

CALL EXAMPLE 

CALLER_SEG ENDS 



END 



START 



Figure 2-71. Procedure Example 1 (Cont'd.) 



Figure 2-72 shows the stack before the caller 
pushes the parameters onto it. Figure 2-73 shows 
the stack as the procedure receives it after the 
CALL has been executed. 



EXAMPLE is divided into four sections. The 
* 'prolog" sets up register BP so it can be used to 
address data on the stack (recall that specifying 
BP as a base register in an instruction auto- 
matically refers to the stack segment unless a seg- 
ment override prefix is coded). The next step in 
the prolog is to save the *' state of the machine" as 



it existed when the procedure was activated. This 
is done by pushing any registers used by the pro- 
cedure (only CX and BP in this case) onto the 
stack. If the procedure changes the flags, and the 
caller expects the flags to be unchanged following 
execution of the procedure, they also may be 
saved on the stack. The last instruction in the pro- 
log allocates three words on the stack for the pro- 
cedure to use as local temporary storage. Figure 
2-74 shows the stack at the end of the prolog. 
Note that PL/M-86 procedures assume that all 
registers except SP and BP can be used without 
saving and restoring. 
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- SP (TOS) 

















PARAMETER 1 






PARAMETER 2 






OLDCS 




OLD IP 




OLDBP 




OLDCX 




OLDBX 




OLD FLAGS 




LOCAL 1 






LOCAL 2 






LOCALS 









HIGH ADDRESSES 



-SP(TOS) 



LOW ADDRESSES 



Figure 2-72. Stack Before Pushing Parameters 



Figure 2-74. Stack Following Procedure Prolog 



PARAMETER 1 



PARAMETER 2 



OLDCS 



OLD IP 



HIGH ADDRESSES 



■ SP (TOS) 



LOW ADDRESSES 



Figure 2-73. Stack at Procedure Entry 



The procedure **body" does the actual processing 
(none in the example). The parameters on the 
stack are addressed relative to BP. Note that if 
EXAMPLE were a NEAR procedure, CS would 
not be on the stack and the parameters would be 
two bytes "closer" to BP. BP also is used to 
address the local variables on the stack. Local 
constants are best stored in a data or extra 
segment. 

The procedure "epilog" reverses the activities of 
the prolog, leaving the stack as it was when the 
procedure was entered (see figure 2-75). 



HIGHER ADDRESSES 



PARAMETER 1 



PARAMETER 2 



RETURN ADDRESS 



OLDBP 



-BP&SP(TOS) 



LOWER ADDRESSES 

Figure 2-75. Stack Following Procedure Epilog 
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The procedure **return" restores CS and IP from 
the stack and discards the parameters. As figure 
2-76 shows, when the calling program is resumed, 
the stack is in the same state as it was before any 
parameters were pushed onto it. 



HIGH ADDRESSES 



SP (TOS) 




Figure 2-77 shows a simple procedure that uses an 
ASM-86 structure to address the stack. Register 
BP is pointed to the base of the structure, which is 
the top of the stack since the stack grows toward 
lower addresses (see figure 2-78). Any structure 
element can then be addressed by specifying BP as 
a base register: 

[BP].structure_element. 



Figure 2-79 shows a different approach to using 
an ASM-86 structure to define the stack layout. 
As shown in figure 2-80, register BP is pointed at 

the middle of the structure (at OLD BP) rather 

than at the base of the structure. Parameters and 
the return address are thus located at positive 
displacements (high addresses) from BP, while 
local variables are at negative displacements 
(lower addresses) from BP. This means that the 
local variables will be **closer" to the beginning 
of the stack segment and increases the likelihood 
that the assembler will be able to produce shorter 
instructions to access these variables, i.e., their 
offsets from SS may be 255 bytes or less and can 
be expressed as a 1-byte value rather than a 2-byte 
value. Exit from the subroutine also is slightly 
faster because a MOV instruction can be used to 
deallocate the local storage instead of an ADD 
(compare figure 2-71). 

It is possible for a procedure to be activated a sec- 
ond time before it has returned from its first 
activation. For example, procedure A may call 
procedure B, and an interrupt may occur while 
procedure B is executing. If the interrupt service 
procedure calls B, then procedure B is reentered 
and must be written to handle this situation cor- 
rectly, i.e., the procedure must be made 
reentrant. 

In PL/M-86 this can be done by simply writing: 

B: PROCEDURE (PARM1, PARM2) REENTRANT; 

An ASM-86 procedure will be reentrant if it uses 
the stack for storing all local variables. When the 
procedure is reentered, a new **generation" of 
variables will be allocated on the stack. The stack 
will grow, but the sets of variables (and the 
parameters and return addresses as well) will 
automatically be kept straight. The stack must be 
large enough to accommodate the maximum 
"depth'* of procedure activation that can occur 
under actual running conditions. In addition, any 
procedure called by a reentrant procedure must 
itself be reentrant. 

A related situation that also requires reentrant 
procedures is recursion. The following are 
examples of recursion: 

• A calls A (direct recursion), 

• A calls B, B calls A (indirect recursion), 

• A calls B, B calls C, C calls A (indirect 
recursion). 
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CODE SEGMENT 

ASSUME CS:CODE 
MAX PROC 

THIS PROCEDURE IS CALLED BY THE FOLLOWING 
SEQUENCE: 

PUSHPARM1 
PUSHPARM2 
CALL MAX 
IT RETURNS THE MAXIMUM OF THE TWO WORD 
PARAMETERS IN AX. 



; DEFINE THE STACK LAYOUT AS A STRUCTURE. 

STACK_LAYOUT STRUC 

OLD_BP DW? 

RETURN_ADDR DW ? 

PARM_2 DW? 

PARM_1 DW? 

STACK_LAYOUT ENDS 



; SAVED BP VALUE-BASE OF STRUCTURE 
; RETURN ADDRESS 
; SECOND PARAMETER 
; FIRST PARAMETER 



; PROLOG 

PUSH 
MOV 

;BODY 

MOV 
CMP 
JG 
MOV 

; EPILOG 

FIRST_IS_MAX: POP 

; RETURN 

RET 

MAX ENDP 



BP 
BP,SP 

AX, [BP].PARM_1 
AX, [BP].PARM_2 
FIRST_IS_MAX 
AX, [BP].PARM_2 

BP 

4 



;SAVEINOLD_BP 
; POINTTO OLD_BP 

; IF FIRST 

;> SECOND 

;THEN RETURN FIRST 

; ELSE RETURN SECOND 

; RESTORE BP(&SP) 

; DISCARD PARAMETERS 



CODE 



ENDS 
END 



Figure 2-77. Procedure Example 2 



HIGHER ADDRESSES 



PARAMETER 1 



PARAMETER 2 



RETURN ADDRESS 



OLDBP 



-BP&SP(TOS) 



LOWER ADDRESSES 



Figure 2-78. Procedure Example 2 Stack Layout 



Jumps and Calls 

The 8086/8088 instruction set contains many dif- 
ferent types of JMP and CALL instructions (e.g., 
direct, indirect tlirough register, indirect through 
memory, etc.). These varying types of transfer 
provide efficient use of space and execution time 
in different programming situations. Figure 2-81 
illustrates typical use of the different forms of 
these instructions. Note that the ASM-86 
assembler uses the terms *'NEAR" and *'FAR" 
to denote intrasegment and intersegment trans- 
fers, respectively. 
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EXTRA SEGMENT 

; CONTAINS STRUCTURE TEMPLATE THAT "NEARPROC" 

; USES TO ADDRESS AN ARRAY PASSED BY ADDRESS. 

DUMMY STRUC 

PARM_ARRAY DB 256 DUP? 

DUMMY ENDS 

EXTRA ENDS 



CODE SEGMENT 

ASSUME CS:CODE,ES:EXTRA 
NEARPROC PROC 

; LAY OUT THE STACK (THE DYNAMIC STORAGE AREA OR DSA). 



DSASTRUC 


STRUC 




1 


DW 


? 


LOC_ARRAY 


DW 


10DUP(?) 


OLD_BP 


DW 


9 


RETADDR 


DW 


? 


POINTER 


DD 


? 


COUNT 


DB 


? 




DB 


? 


DSASTRUC 


ENDS 





LOCAL VARIABLES FIRST 

ORIGINAL BP VALUE 
RETURN ADDRESS 

2ND FARM-POINTER TO "FARM_ARRAY" 
1ST PARM-A BYTE OCCUPIES 
A WORD ON THE STACK 



USE AN EQU TO DEFINE THE BASE ADDRESS OF THE 
DSA. CANNOT SIMPLY USE BP BECAUSE IT WILL 
BE POINTING TO "OLD_BP" IN THE MIDDLE OF 
THE DSA. 



DSA 



EQU 



[BP- OFFSET OLD_BP] 



; PROCEDURE ENTRY 

PUSH 

MOV 

SUB 



BP ; SAVE BP 

BP, SP ; POINT BP AT OLD_BP 

SP, OFFSET OLD_BP ; ALLOCATE LOC_ARRAY & I 



; PROCEDURE BODY 

; ACCESS LOCAL VARIABLE I 
MOV AX,DSA.I 



; ACCESS LOCAL ARRAY (3) I.E., 4TH ELEMENT 

MOV Sl,6 ; WORD ARRAY-INDEX IS 3*2 

MOV AX,DSA.LOC_ARRAY [SI] 

; LOAD POINTER TO ARRAY PASSED BY ADDRESS 
LES BX,DSA.POINTER 

; ES:BX NOW POINTS TO PARM_ARRAY (0) 
; ACCESS SI'TH ELEMENT OF PARM_ARRAY 
MOV AL,ES:[BX].PARM_ARRAY[SI] 

; ACCESS THE BYTE PARAMETER 
MOV AL,DSA.COUNT 



Figure 2-79. Procedure Example 3 
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; PROCEDURE EXIT 

MOV SP.BP ; DE-ALLOCATE LOCALS 

POP BP ; RESTORE BP 

; STACK NOW AS RECEIVED FROM CALLER 

RET 6 ; DISCARD PARAMETERS 



NEARPROC 
CODE 



ENDP 
ENDS 
END 



Figure 2-79. Procedure Example 3 (Cont'd.) 



HIGHER ADDRESSES 



COUNT 



-POINTER- 



RETADDR 



OLD_BP 



L0C_ARRAY(9) 



L0C_ARRAY(8) 



L0C_ARRAY(7) 



LOC_ARRAY (6) 



LOC_ARRAY (5) 



L0C_ARRAY(4) 



L0C_ARRAY(3) 



LOC_ARRAY (2) 



L0C_ARRAY(1) 



LOC_ARRAY(0) 



I 



-BP 



-SP 



"*" LOWER ADDRESSES 



The procedure in figure 2-81 illustrates how a 
PL/M-86 DO CASE construction may be 
implemented in ASM-86.It also shows: 

• an indirect CALL through memory to a 
procedure located in another segment, 

• a direct JMP to a label in another segment, 

• an indirect JMP though memory to a label in 
the same segment, 

• an indirect JMP through a register to a label 
in the same segment, 

• a direct CALL to a procedure in another 
segment, 

• a direct CALL to a procedure in the same 
segment. 



Figure 2-80. Procedure Example 
3 Stack Layout 



• direct JMPs to labels in the same segment, 
within -128 to +127 bytes (**SHORT") and 
farther than -128 to +127 bytes (**NEAR"). 
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DATA SEGMENT 

DEFINE THE CASE TABLE (JUMP TABLE) USED BY PROCEDURE 
"DO_CASE." THE OFFSET OF EACH LABEL WILL 
BE PLACED IN THE TABLE BY THE ASSEMBLER. 

CASE_TABLE DW ACTIONO, ACTI0N1 , ACTI0N2, 

& ACTIONS, ACTI0N4, ACTIONS 

DATA ENDS 

DEFINE TWO EXTERNAL (NOT PRESENT IN THIS 
ASSEMBLY BUTSUPPLIED BY R & L FACILITY) 
PROCEDURES. ONE IS IN THIS CODE SEGMENT 
(NEAR) AND ONE IS IN ANOTHER SEGMENT (FAR). 

EXTRN NEAR_PROC: NEAR, FAR_PROC: FAR 

; DEFINE AN EXTERNAL LABEL (JUMP TARGET) THAT 
; IS IN ANOTHER SEGMENT. 

EXTRN ERR_EXIT: FAR 

CODE SEGMENT 

ASSUME CS: CODE, DS: DATA 
; ASSUME DS HAS BEEN SET UP 
; BY CALLER TO POINT TO "DATA" SEGMENT. 

DO_CASE PROC NEAR 

; THIS EXAMPLE PROCEDURE RECEIVES TWO 

; PARAMETERS ON THE STACK. THE FIRST 

; PARAMETER IS THE "CASE NUMBER" OF 

; A ROUTINE TO BE EXECUTED (0-5). THE SECOND 

; PARAMETER IS A POINTER TO AN ERROR 

; PROCEDURE THAT IS EXECUTED IF AN INVALID 

; CASE NUMBER (>5) IS RECEIVED. 

•LAY OUT THE STACK. 
STACK_LAYOUT STRUC 
OLD_BP DW ? 

RETADDR DW ? 

ERR_PRbC_ADDR DD ? 
CASE_NO DB ? 

DB ? 
STACK_LAYOUT ENDS 



; SET UP PARAMETER ADDRESSING 
PUSH BP 

MOV BP,SP 

; CODE TO SAVE CALLER'S REGISTERS COULD GO HERE. 

; CHECK THE CASE NUMBER 

MOV BH,0 

MOV BL, [BP].CASE_NO 

CMP BX, LENGTH CASE_TABLE 

JLE OK ; ALL CONDITIONAL JUMPS 

; ARE SHORT DIRECT 



Figure 2-81. JMP and CALL Examples 
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CALL THE ERROR ROUTINE WITH A FAR 
INDIRECT CALL. A FAR INDIRECT CALL 
IS INDICATED SINCE THE OPERAND HAS 
TYPE"DOUBLEWORD." 

CALL [BP].ERR_PROC_ADDR 

JUMP DIRECTLY TO A LABEL IN ANOTHER SEGMENT. 
A FAR DIRECT JUMP IS INDICATED SINCE 
THE OPERAND HAS TYPE "FAR." 

JMP ERR_EXIT 

OK: 

; MULTIPLY CASE NUMBER BY 2 TO GETOFFSET 

; INTO CASE_TABLE (EACH ENTRY IS2 BYTES). 

SHL BX,1 

; NEAR INDIRECT JUMPTHROUGH SELECTED 
; ELEMENT OF CASE_TABLE. A NEAR 
; INDIRECT JUMP IS INDICATED SINCE THE 
; OPERAND HAS TYPE "WORD." 

JMP CASE_TABLE [BX] 

ACTIONO: ; EXECUTED IF CASE_NO = 

; CODE TO PROCESS THE ZERO CASE GOES HERE. 
; FOR ILLUSTRATION PURPOSES, USE A 
NEAR INDIRECT JUMP THROUGH A 
REGISTER TO BRANCH TO THE POINT 
WHERE ALL CASES CONVERGE. 
A DIRECT JUMP (JMP ENDCASE) IS 
ACTUALLY MORE APPROPRIATE HERE. 

MOV AX, OFFSET ENDCASE 

JMP AX 

ACTI0N1 : ; EXECUTED IF CASE_NO = 1 

; CALL A FAR EXTERNAL PROCEDURE. A FAR 
; DIRECT CALL IS INDICATED SINCE OPERAND 
; HAS TYPE "FAR." 

CALL FAR_PROC 

; CALL A NEAR EXTERNAL PROCEDURE. 

CALL NEAR_PROC 

; BRANCH TO CONVERGENCE POINT USING NEAR 
; DIRECT JUMP. NOTE THAT "ENDCASE" 
; IS MORE THAN 1 27 BYTES AWAY 
; SO A NEAR DIRECT JUMP WILL BE USED. 

JMP ENDCASE 

ACTI0N2: ; EXECUTED IF CASE_NO = 2 

; CODE GOES HERE 

JMP ENDCASE ; NEAR DIRECT JUMP 



Figure 2-81 . JMP and CALL Examples (Cont'd.) 
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ACTIONS: ; EXECUTED IF CASE_NO = 3 

; CODE GOES HERE 

JMP ENDCASE ; NEAR DIRECT JMP 

; ARTIFICIALLY FORCE "ENDCASE" FURTHER AWAY 

; SO THAT ABOVE JUMPS CANNOT BE "SHORT." 

ORG 500 



ACTI0N4: ; EXECUTED IF CASE_NO = 4 

; CODE GOES HERE 

JMP ENDCASE ; NEAR DIRECT JUMP 

ACTIONS: ; EXECUTED IF CASE_NO = 5 

; CODE GOES HERE. 

BRANCH TO CONVERGENCE POINT USING 
SHORT DIRECT JUMP SINCE TARGET IS 
WITHIN 127 BYTES. MACHINE INSTRUCTION 
HAS 1-BYTE DISPLACEMENT RATHERTHAN 
2-BYTE DISPLACEMENT REQUIRED FOR 
NEAR DIRECT JUMPS. "SHORT" IS 
WRITTEN BECAUSE "ENDCASE" IS A FORWARD 
REFERENCE, WHICH ASSEMBLER ASSUMES IS 
"NEAR." IF "ENDCASE" APPEARED PRIOR 
TO THE JUMP, THE ASSEMBLER WOULD 
AUTOMATICALLY DETERMINE IF IT WERE REACHABLE 
WITH A SHORT JUMP. 

JMP SHORT ENDCASE 



ENDCASE: 



; ALL CASES CONVERGE HERE. 



POP CALLER'S REGISTERS HERE. 
RESTORE BP &SP, DISCARD PARAMETERS 
AND RETURN TO CALLER. 

MOV SP, BP 

POP BP 

RET 6 



DO__CASE 
CODE 



ENDP 
ENDS 
END 



; OF ASSEMBLY 



Figure 2-81 .JMP and CALL Examples (GontM.) 



Records 



Figure 2-82 shows how the ASM-86 RECORD 
facility may be used to manipulate bit data. The 
example shows how to: 

• right-justify a bit field, 

• test for a value, 



assign a constant known at assembly time, 
assign a variable, 
set or clear a bit field. 
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DATA SEGMENT 

; DEFINE A WORD ARRAY 

XREF DW3000DUP(?) 

; EACH ELEMENT OF XREF CONSISTS OF 3 FIELDS: 

; A 2-BIT TYPE CODE, 

; A 1-BIT FLAG, 

A 13-BIT NUMBER. 
; DEFINE A RECORD TO LAY OUTTHIS ORGANIZATION. 
LINE_REC RECORD LINE_TYPE:2, 

& VISIBLE: 1, 

& LINE_NUM:13 

DATA ENDS 

CODE SEGMENT 

ASSUME CS: CODE, DS: DATA 
; ASSUME SEGMENT REGISTERS ARE SET UP PROPERLY 
; ANDTHATSI INDEXES AN ELEMENT OFXREF. 

; A RECORD FIELD-NAME USED BY ITSELF RETURNS 
; THE SHIFT COUNT REQUIRED TO RIGHT-JUSTIFY 
; THE FIELD. ISOLATE "LINE_TYPE" IN THIS 
; MANNER. 

MOV AL, XREF [SI] 

MOV CL, LINE_TYPE 

SHR AX,CL 

THE "MASK" OPERATOR APPLIED TO A RECORD 

FIELD-NAME RETURNS THE BIT MASK 

REQUIRED TO ISOLATE THE FIELD WITHIN 

THE RECORD. CLEAR ALL BITS EXCEPT 

•'LINE_NUM." 

MOV DX,XREF[SI] 

AND DX, MASKLINE_NUM 

; DETERMINE THE VALUE OF THE "VISIBLE" FIELD 

TEST XREF[SI], MASK VISIBLE 

JZ NOT_VISIBLE 

;N0JUMPIFVISIBLE = 1 

NOT_VISIBLE: ; JUMP HERE IF VISIBLE = 

ASSIGN A CONSTANT KNOWN AT ASSEMBLY-TIME 
TO A FIELD, BY FIRST CLEARING THE BITS 
AND THEN OR'ING IN THE VALUE. IN 
THIS CASE "LINE_TYPE" IS SET TO 2 (10B). 

AND XREF[SI], NOT MASK LINE_TYPE 

OR XREF[SI],2SHLLINE_TYPE 

; THE ASSEMBLER DOES THE MASKING AND SHIFTING. 
; THE RESULT IS THE SAME AS: 

AND XREF[SI],3FFFH 

OR XREF[SI],8000H 

; BUT IS MORE READABLE AND LESS SUBJECT 
; TO CLERICAL ERROR. 



Figure 2-82. RECORD Example 
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; ASSIGN A VARIABLE {THE CONTENT OF AX) 

; TOLINE_TYPE. 

MOV CL, LINE_TYPE ; SHIFT COUNT 

SHL AX,CL ;SHIFTTO "LINE UP" BITS 

AND XREF[SI], NOT MASK LINE_TYPE ; CLEAR BITS 

OR XREF[SI],AX ; OR IN NEW VALUE 

NO SHIFT IS REQUIRED TO ASSIGN TO THE 

RIGHT-MOST FIELD. ASSUMING AX CONTAINS 
A VALID NUMBER (HIGH 3 BITS ARE 0), 
ASSIGN AX TO "LINE_NUM." 

AND XREF[SI], NOT MASK LINE_NUM 

OR XREF[SI],AX 

A FIELD MAY BE SET OR CLEARED WITH 
ONE INSTRUCTION. CLEAR THE "VISIBLE" 
FLAG AND THEN SET IT. 

AND XREF[SI], NOT MASK VISIBLE 

OR XREF[SI], MASK VISIBLE 



CODE 



ENDS 

END ; OF ASSEMBLY 

Figure 2-82. RECORD Example (Cont'd.) 



The following considerations apply to position- 
independent code sequences: 

• A label that is referenced by a direct FAR 
(intersegment) transfer is not moveable. 

• A label that is referenced by an indirect 
transfer (either NEAR or FAR) is moveable 
so long as the register or memory pointer to 
the label contains the label's current address. 

• A label that is referenced by a SHORT (e.g., 
conditional jump) or a direct NEAR (in- 
trasegment) transfer is moveable so long as 
the referencing instruction is moved with the 
label as a unit. These transfers are self- 
relative; that is they require only that the 
label maintain the same distance from the 
referencing instruction, and actual addresses 
are immaterial. 

• Data is segment-independent, but not offset- 
independent. That is, a data item may be 
moved to a different segment, but it must 
maintain the same offset from the beginning 
of the segment. Placing constants in a unit 
of code also effectively makes the code 
offset-dependent, and therefore is not 
recommended. 

• A procedure should not be moved while it is 
active or while any procedure it has called is 
active. 



A section of code that has been interrupted 
should not be moved. 



The segment that is receiving a section of code 
must have '*room" for the code. If the MOVS (or 
MOVSB or MOVSW) instruction attempts to 
auto-increment DI past 64k, it wraps around to 
and causes the beginning of the segment to be 
overwritten. If a segment override is needed for 
the source operand, code similar to the following 
can be used to properly resume the instruction if it 
is interrupted: 



RESUME: REP MOVS DESTINATION, ES:SOURCE 
;IF CX NOT = THEN INTERRUPT HAS OCCURRED 

AND CX.CX ; CX=0? 

JNZ RESUME ;N0, FINISH EXECUTION 
•.CONTROL COMES HERE WHEN STRING HAS BEEN MOVED. 



If the MOVS is interrupted, the CPU 
* 'remembers" the segment override, but 
* 'forgets" the presence of the REP prefix when 
execution resumes. Testing CX indicates whether 
the instruction is completed or not. Jumping back 
to the instruction resumes it where it left off. Note 
that a segment override cannot be specified with 
MOVSB or MOVSW. 
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Dynamic Code Relocation 

Figure 2-83 illustrates one approach to moving 
programs in memory at execution time. A * 'super- 
visor" program (which is not moved) keeps 
a pointer variable that contains the current loca- 
tion (offset and segment base) of a position- 
independent procedure. The supervisor always 



calls the procedure through this pointer. The 
supervisor also has access to the procedure's 
length in bytes. The procedure is moved with the 
MOVSB instruction. After the procedure is 
moved, its pointer is updated with the new loca- 
tion. The ASM-86 WORD PTR operator is writ- 
ten to inform the assembler that one word of the 
doubleword pointer is being updated at a time. 



MAIN_DATA SEGMENT 

; SET UP POINTERS TO POSITION-INDEPENDENT PROCEDURE 

; AND FREE SPACE. 

PIP_PTR DD EXAMPLE 

FREE_PTR DD TARGET_SEG 

; SET UP SIZE OF PROCEDURE IN BYTES 

PIP_SIZE DW EXAMPLE_LEN 

MAIN_DATA ENDS 



STACK 



STACK_TOP 
STACK 



SEGMENT 

DW 20DUP(?) 



LABEL 
ENDS 



WORD 



; 20 WORDS FOR STACK 
;TOS BEGINS HERE 



SOURCE_SEG SEGMENT 

; THE POSITION-INDEPENDENT PROCEDURE IS INITIALLY IN THIS SEGMENT. 

; OTHER CODE MAY PRECEDE IT, I.E., ITSOFFSET NEED NOT BE ZERO. 

ASSUME CS:SOURCE_SEG 

EXAMPLE PROC FAR 

; THIS PROCEDURE READS AN 8-BIT PORT UNTIL 

; BIT 3 OF THE VALUE READ IS FOUND SET. IT 

; THEN READS ANOTHER PORT. IF THE VALUE READ 

; IS GREATER THAN 10H IT WRITES THE VALUE TO 

; A THIRD PORT AND RETURNS; OTHERWISE IT STARTS 

;OVER. 

ODOH 

008H 

0D2H 

010H 

0D4H 

AL,STATUS_PORT ; GET STATUS 

AL,PORT_READY ; DATA READY? 

CHECK_AGAIN ; NO, TRY AGAIN 

AL,INPUT_PORT ; YES, GET DATA 

AL,THRESHOLD ;>10H? 

CHECK_AGAIN ; NO, TRY AGAIN 

OUTPUT_PORT,AL ; YES, WRITE IT 



STATUS_PORT 


EQU 


PORT_READY 


EQU 


INPUT_PORT 


EQU 


THRESHOLD 


EQU 


OUTPUT_PORT 


EQU 


CHECK_AGAIN: 


IN 




TEST 




JNE 




IN 




CMP 




JLE 




OUT 



Figure 2-83. Dynamic Code Relocation Example 
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RET ; RETURN TO CALLER 

; GET PROCEDURE LENGTH 
EXAMPLE_LEN EQU (OFFSET THIS BYTEMOFFSETCHECK_AGAIN) 

ENDP EXAMPLE ENDP 

SOURCE_SEG ENDS 

TARGET_SEG SEGMENT 
THE POSITION-INDEPENDENT PROCEDURE 
IS MOVED TO THIS SEGMENT, WHICH IS 
INITIALLY "EMPTY." 
IN TYPICAL SYSTEMS, A "FREE SPACE MANAGER" WOULD 

MAINTAIN A POOL OF AVAILABLE MEMORY SPACE 
FOR ILLUSTRATION PURPOSES, ALLOCATE ENOUGH 
SPACE TO HOLD IT 

DB EXAMPLE_LENDUP(?) 

TARGET_SEG ENDS 

MAIN_CODE SEGMENT 

THIS ROUTINE CALLS THE EXAMPLE PROCEDURE 
AT ITS INITIAL LOCATION, MOVES IT, AND 
CALLS IT AGAIN AT THE NEW LOCATION. 

ASSUME CS:MAIN_CODE,SS:STACK, 

& DS:MAIN_DATA,ES:NOTHING 

; INITIALIZE SEGMENT REGISTERS & STACK POINTER. 
START: MOV AX,MAIN_DATA 

MOV DS,AX 

MOV AX,STACK 

MOV SS,AX 

MOV SP,OFFSETSTACK_TOP 

; CALL EXAMPLE AT INITIAL LOCATION. 
CALL PIP_PTR 

; SET UP CX WITH COUNT OF BYTES TO MOV 

MOV CX,PIP_SIZE 

; SAVE DS, SET UP DS/SI AND ES/DI TO 
; POINT TO THE SOURCE AND DESTINATION 
; ADDRESSES. 

PUSH DS 

LES DI,FREE_PTR 

LDS SI,PIP_PTR 

; MOVE THE PROCEDURE. 

OLD ; AUTO INCREMENT 

REPMOVSB 

; RESTORE OLD ADDRESSABILITY. 

MOV AX,DS ; HOLD TEMPORARILY 

POP DS 

; UPDATE POINTER TO POSITION-INDEPENDENT PROCEDURE 

MOV WORD PTR PIP_PTR+2,ES 

SUB DI,PIP_SIZE ; PRODUCES OFFSET 

MOV WORD PTR PIP_PTR,DI 

Figure 2-83. Dynamic Code Relocation Example (Cont'd.) 
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; UPDATE POINTER TO FREE SPACE 

MOV WORD PTR FREE_PTR+2,AX 

SUB SI,PIP_SIZE ; PRODUCES OFFSET 

MOV WORD PTR FREE_PTR,SI 

; CALL POSITION-INDEPENDENT PROCEDURE AT 
; NEW LOCATION AND STOP 

CALL PIP_PTR 

MAIN_CODE ENDS 

END START 

Figure 2-83. Dynamic Code Relocation Example (Cont'd.) 



Memory-Mapped I/O 

Figure 2-84 shows how memory-mapped I/O can 
be used to address a group of communication 
lines as an **array." In the example, indexed 
addressing is used to poll the array of status ports, 
one port at a time. Any of the other 8086/8088 
memory addressing modes may be used in con- 
junction with memory- mapped I/O devices as 
well. 



instruction transfers characters to successive 
memory addresses, the decoding logic must select 
the line printer if any of these locations is written. 
One way of accomplishing this is to have the chip 
select logic decode only the upper 12 lines of the 
address bus (A19-A8), ignoring the contents of 
the lower eight lines (A7-A0). When data is writ- 
ten to any address in this 256-byte block, the 
upper 12 lines will not change, so the printer will 
be selected. 



In figure 2-85 a MOVS instruction is used to per- 
form a high-speed transfer to a memory-mapped 
line printer. Using this technique requires the 
hardware to be set up as follows. Since the MOVS 



If an 8086 is being used with an 8-bit printer, the 
8086's 16-bit data bus must be mapped into 8-bits 
by external hardware. Using an 8088 provides a 
more direct interface. 



COM_LINES SEGMENT AT BOOH 

THE FOLLOWING IS A MEMORY MAPPED "ARRAY" 
OF EIGHT 8-BIT COMMUNICATIONS CONTROLLERS 
(E.G., 8251 USARTS). PORTS HAVE ALL-ODD 
OR ALL-EVEN ADDRESSES (EVERY OTHER BYTE 
IS SKIPPED) FOR 8086-COMPATIBILITY. 



COM_ 


.DATA 


DB 


? 










DB 


? 




; SKIP THIS ADDRESS 


COM. 


.STATUS 


DB 


? 










DB 


? 




; SKIP THIS ADDRESS 






DB 


28 


DUP(?) 


; REST OF "ARRAY" 


COM. 


.LINES 


ENDS 









CODE SEGMENT 

ASSUME STACK IS SET UP, AS ARE SEGMENT 
REGISTERS (DS POINTING TO COM_LINES). 
FOLLOWING CODE POLLS THE LINES. 



CHAR_RDY 


EQU 


0000001 OB 


; CHARACTER PRESENT 


START_POLL: 


MOV 


CX,8 


; POLL 8 LINES ZERO 




SUB 


SI, SI 


; ARRAY INDEX 



Figure 2-84. Memory Mapped I/O "Array" 
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POLL_NEXT: TEST COM_STATUS [SI], CHAR_RDY 

JE READ_CHAR ; READ IF PRESENT 

: ADD SI, 4 ; ELSE BUMP TO NEXT LINE 

LOOP POLL^NEXT ; CONTINUE POLLING UNTIL 

; ALLS HAVE BEEN CHECKED 
JMP START_POLL; START OVER ; 



READ_CHAR: 

;ETC. 

CODE 



MOV 

ENDS 
END 



AL,COM_DATA [SI] ;GETTHE DATA 



Figure 2-84. Memory Mapped I/O "Array" (Cont'd.) 



PRINTER SEGMENT 

THIS SEGMENT CONTAINS A "STRING" THAT 

IS ACTUALLY A MEMORY-MAPPED LINE PRINTER. 

THE SEGMENT (PRINTER) MUST BE ASSIGNED (LOCATED) 

TO A BLOCK OF THE ADDRESS SPACE SUCH 

THAT WRITING TO ANY ADDRESS IN THE 

BLOCK SELECTS THE PRINTER. 



PRINT_SELECT 



PRINTER 



DB133 
DB123 
ENDS 



DUP(?) 
DUP(?) 



"STRING" REPRESENTING PRINTER 
: REST OF 256-BYTE BLOCK 



DATA SEGMENT 

PRINT_BUF DBi33 DUP(?) 

PRINT_COUNT DB1 ? 

; OTHER PROGRAM DATA 
DATA ENDS 



LINE TO BE PRINTED 
LINE LENGTH 



CODE SEGMENT 

; ASSUME STACK AND SEGMENT REGISTERS HAVE 
; BEEN SET UP (DS POINTS TO DATA SEGMENT). 
; FOLLOWING CODE TRANSFERS A LINE TO 
; THE PRINTER. 



REP 



CODE 



ASSUME 


ES: PRINTER 




MOV 


AX, PRINTER 


; PREVENT SEGMENT OVERR 


MOV 


ES,AX 




SUB 


DI,DI 


; CLEAR SOURCE AND 


SUB 


SI, SI 


; DESTINATION POINTERS 


MOV 


CX,PRINT_COUNT 


OLD 


; AUTO-INCREMENT 


MOVS 


PRINT_SELECT, 


PRINT_BUF 


;ETC. 






ENDS 






END 







Figure 2-85. Memory Mapped Block Transfer Example 
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Breakpoints 

Figure 2-86 illustrates how a program may set a 
breakpoint. In the example, the breakpoint 
routine puts the processor into single-step mode, 
but the same general approach could be used for 
other purposes as well. A program passes the 
address where the break is to occur to a procedure 



that saves the byte located at that address and 
replaces it with an INT 3 (breakpoint) instruction. 
When the CPU encounters the breakpoint 
instruction, it calls the type 3 interrupt procedure. 
In the example, this procedure places the pro- 
cessor into single-step mode starting with the 
instruction where the breakpoint was placed. 



INT_PTR_TAB SEGMENT 

; INTERRUPT POINTER TABLE-LOCATE AT OH 



TYPE_0 
TYPF 1 
TYPE_2 
TYPE_3 
INT_PTR_TAB 


DD 
DD 
DD 
DD 
ENDS 


? 

SINGLE_STEP 
? 
BREAKPOINT 


; NOT DEFINED IN EXAMPLE 
; NOT DEFINED IN EXAMPLE 


SAVE_SEG 
SAVE_INSTR 

SAVE_SEG 


SEGMENT 
DB1 

ENDS 


DUP(?) 


; INSTRUCTION REPLACED 
; BY BREAKPOINT 



MAIN_CODE SEGMENT 

; ASSUME STACK AND SEGMENT REGISTERS ARE SET UP. 



ENABLE SINGLE-STEPPING WITH INSTRUCTION AT 
LABEL "NEXT" BY PASSING SEGMENT AND 
OFFSET OF "NEXT" TO "SET_BREAK" PROCEDURE 







PUSH 


OS 






LEA 


AX, OS: NEXT 






PUSH 


AX 






CALL 


FARSET_BREAK 


;ETC. 








NEXT: 




IN 
;ETC. 


AL,OFFFH 


MAIN. 


_CODE 


ENDS 




BREAK 


SEGMENT 




SET_BREAK 


PROC 


FAR 



; BREAKPOINT SET HERE 



THIS PROCEDURE SAVES AN INSTRUCTION BYTE (WHOSE 
ADDRESS IS PASSED BY THE CALLER) AND WRITES 
AN INT3 (BREAKPOINT) MACHINE INSTRUCTION 
AT THE TARGET ADDRESS. 



TARGET 



EQU 



DWORD PTR[BP + 6] 



Figure 2-86. Breakpoint Example 
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; SET UP BP FOR PARM ADDRESSING & SAVE REGISTERS 



PUSH 


BP 


MOV 


BP,SP 


PUSH 


DS 


PUSH 


ES 


PUSH 


AX 


PUSH 


BX 


; POINT DS/BX TO THE TARGET INSTRUCTION 


LDS 


BX, TARGET 


; POINT ES TO THE SAVE AREA 


MOV 


AX,SAVE_SEG 


MOV 


ES,AX 


; SWAP THE TARGET INSTRUCTION FOR INT 3 (OCCH) 


MOV 


AL, OCCH 


XCHG 


AL, DS:[BX] 


; SAVE THE TARGET INSTRUCTION 


MOV 


ES:SAVE_INSTR,AL 


; RESTORE AND RETURN 




POP 


BX 


POP 


AX 


POP 


ES 


POP 


DS 


POP 


BP 


RET 


4 


SET_BREAK ENDP 





BREAKPOINT PROC FAR 

THE CPU WILL ACTIVATE THIS PROCEDURE WHEN IT 
EXECUTES THE INT 3 INSTRUCTION SET BY THE 
SET_BREAK PROCEDURE. THIS PROCEDURE 
RESTORES THE SAVED INSTRUCTION BYTE TO ITS 
ORIGINAL LOCATION AND BACKS UPTHE 
INSTRUCTION POINTER IMAGE ON THE STACK 
SO THAT EXECUTION WILL RESUME WITH 
THE RESTORED INSTRUCTION. IT THEN SETS 
TF (THE TRAP FLAG) IN THE FLAG-IMAGE 
ON THE STACK. THIS PUTS THE PROCESSOR 
IN SINGLE-STEP MODE WHEN EXECUTION 
RESUMES. 

FLAG_IMAGE EQU WORD PTR [BP + 6] 

IP_IMAGE EQU W0RDPTR[BP + 21 

NEXT_INSTR EQU DWORD PTR [BP + 2] 

; SET UP BP TO ADDRESS STACK AND SAVE REGISTERS 



PUSH 


BP 


MOV 


BP, SP 


PUSH 


DS 


PUSH 


ES 


PUSH 


AX 


PUSH 


BX 


; POINT ES AT THE SAVE AREA 


MOV 


AX, SAVE SEG 


MOV 


ES, AX 


; GET THE SAVED BYTE 




MOV 


AL, ES:SAVE_INSTR 



Figure 2-86 . Breakpoint Example (Conf d .) 
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; GET THE ADDRESS OF THE TARGET + 1 

; (INSTRUCTION FOLLOWING THE BREAKPOINT) 

LDS BX, NEXT_INSTR 

; BACK UP IP-IMAGE (IN BX) AND REPLACE ON STACK 
DEC BX 

MOV IP_IMAGE,BX 

; RESTORE THE SAVED INSTRUCTION 

MOV DS:[BX],AL 

; SET TF ON STACK 

AND FLAG_IMAGE, 0100H 

; RESTORE EVERYTHING AND EXIT 





POP 


BX 




POP 


AX 




POP 


ES 




POP 


DS 




POP 


BP 




IRET 




BREAKPOINT 


ENDP 





SINGLE STEP PROG FAR 

ONCE SINGLE-STEP MODE HAS BEEN ENTERED, 
THE CPU "TRAPS" TO THIS PROCEDURE 
AFTER EVERY INSTRUCTION THAT IS NOT IN 
AN INTERRUPT PROCEDURE. IN THE CASE 
OF THIS EXAMPLE, THIS PROCEDURE WILL 
BE EXECUTED IMMEDIATELY FOLLOWING THE 
"IN AL, OFFFH" INSTRUCTION (WHERE THE 
BREAKPOINT WAS SET) AND AFTER EVERY 
SUBSEQUENT INSTRUCTION. THE PROCEDURE 
COULD "TURN ITSELF OFF" BY CLEARING 
TF ON THE STACK. 

SINGLE-STEP CODE GOES HERE. 

SINGLE_STEP ENDP 



BREAK 



ENDS 



END 



Figure 2-86. Breakpoint Example (Cont'd.) 



Interrupt Procedures 



Figure 2-87 is a block diagram of a hypothetical 
system that is used to illustrate three different 
examples of interrupt handling: an external 
(maskable) interrupt, an external non-maskable 
interrupt and a software interrupt. 



In this hypothetical system, an 8253 Program- 
mable Interval Timer is used to generate a time 
base. One of the three timers on the 8253 is pro- 
grammed to repeatedly generate interrupt 
requests at 50 millisecond intervals. The output 
from this timer is tied to one of the eight interrupt 
request lines of an 8259A Programmable Inter- 
rupt Controller. The 8259 A, in turn, is connected 
to the INTR line of an 8086 or 8088. 
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COLD START 1 _|_ 

r 



ACLO 



ADDRESS BUSi 
DATA BUS- 
CONTROL BUS" 



+ 5V 
BATTERY ' 



RESET 



POWER DOWN 
CIRCUITS 



MPRO 



PF1 



(PULSE) 



\ r 



CS 



BATTERY 

POWERED 

RAM 



E1 



DECODER 



PFSR 



PFS 



NMI 
8086/8085 



J-L 



INTR 



IRS 



8259A 



CTR1 

8253 



I r 



I i 



LLL 



EO E2 
PORTS 



IT 



I 



DECODER 



CS. 



EPROM 



DECODER 



CS 



RAM 



Figure 2-87. Interrupt Example Block Diagram 



A power-down circuit is used in the system to 
illustrate one application of the 8086/8088 NMI 
(non-maskable interrupt) line. If the ac line 
voltage drops below a certain threshold, the 
power supply activates ACLO. The power-down 
circuit then sends a power-fail interrupt (PFI) 
pulse to the CPU's NMI input. After 5 
milliseconds, the power-down circuit activates 
MPRO (memory protect) to disable reading 
from and writing to the system's battery-powered 
RAM. This protects the RAM from fluctuations 
that may occur when power is actually lost 7.5 
milliseconds after the power failure is detected. 
The system software must save all vital informa- 
tion in the battery-powered RAM segment within 
5 milliseconds of the activation of NMI. 

When power returns, the power-down circuit 
activates the system RESET line. Pressing the 
**cold start" switch also produces a system 
RESET. The PFS (power fail status) line, which is 



connected to the low-order bit of port EO, iden- 
tifies the source of the RESET. If the bit is set, the 
software executes a **warm start" to restore the 
information saved by the power-fail routine. If 
the PFS bit is cleared, the software executes a 
**cold start" from the beginning of the program. 
In either case, the software writes a **one" to the 
low-order bit of port E2. This line is connected to 
the power-down circuit's PFSR (power fail status 
reset) signal and is used to enable the battery- 
powered RAM segment. 

A software interrupt is used to update a simple 
real-time clock. This procedure is written in 
PL/M-86, while the rest of the system is written in 
ASM-86 to demonstrate the interrupt handling 
capability of both languages. The system's main 
program simply initializes the system following 
receipt of a RESET and then waits for an 
interrupt. An example of this interrupt procedure 
is given in figure 2-88. 
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INT_POINTERS SEGMENT 

; INTERRUPT POINTER TABLE, LOCATE AT OH, ROM-BASED 



TYPE_0 


DD ? 


TYPE_1 


DD ? 


TYPE_2 


DD POWER_FAIL 


TYPE_3 


DD ? 


TYPE_4 


DD ? 


; SKIP RESERVED PART OF EXAMPLE 




ORG 32*4 


TYPE_32 


DD ? 


TYPE_33 


DD ? 


TYPE_34 


DD ? 


TYPE_35 


DD TIMER_PULSE 


TYPE_36 


DD ? 


TYPE_37 


DD ? 


TYPE_38 


' DD ? 


TYPE_39 


DD ? 


; POINTER FOR TYPE 40 SUPPLIED BY PL/M-86 COM 



DIVIDE-ERROR NOT SUPPLIED IN EXAMPLE. 
SINGLE-STEP NOT SUPPLIED IN EXAMPLE. 
NON-MASKABLE INTERRUPT 
BREAKPOINT NOT SUPPLIED IN EXAMPLE. 
OVERFLOW NOT SUPPLIED IN EXAMPLE. 



8259AIR0- AVAILABLE 
8259AIR1- AVAILABLE 
8259AIR2- AVAILABLE 
8259A IR3 

8259AIR4- AVAILABLE 
8259A IRS -AVAILABLE 
8259AIR6- AVAILABLE 
8259AIR7- AVAILABLE 



BATTERY SEGMENT 

; THIS RAM SEGMENT IS BATTERY-POWERED. IT CONTAINS VITAL DATA 

; THAT MUST BE MAINTAINED DURING POWER OUTAGES. 

STACK_PTR DW ? ;SP SAVE AREA 

STACK_SEG DW ? ;SS SAVE AREA 

; SPACE FOR OTHER VARIABLES COULD BE DEFINED HERE. 

BATTERY ENDS 



DATA SEGMENT 

; RAM SEGMENTTHAT IS NOT BACKED UP BY BATTERY 

N_PULSES DB 1DUP{0) 



;ETC. 
DATA 



ENDS 



;# TIMER PULSES 



STACK SEGMENT 

; LOCATED IN BATTERY-POWERED RAM 

DW 100DUP(?) 



STACK_TOP 
STACK 



LABEL 



WORD 
ENDS 



; THIS IS AN ARBITRARY STACKSIZE 
; LABEL THE INITIAL TOS 



INTERRUPT_HANDLERS SEGMENT 

; INTERRUPT PROCEDURES EXCEPTTYPE 40 (PL/M-86) 

ASSUME: CS:INTERRUPT_HANDLERS,DS:DATA,SS:STACK,ES:BATTERY 

POWER_FAIL PROC ; TYPE 2 INTERRUPT 

POWER FAIL DETECT CIRCUIT ACTIVATES NMI LINE ON CPU IF POWER IS 
ABOUT TO BE LOST. THIS PROCEDURE SAVES THE PROCESSOR STATE IN 
RAM (ASSUMED TO BE POWERED BY AN AUXILIARY SOURCE) SO THAT IT 
CAN BE RESTORED BY A WARM START ROUTINE IF POWER RETURNS 



Figure 2-88. Interrupt Procedures Example 



2-121 



Mnemonics © Intel, 1978 



8086 AND 8088 CENTRAL PROCESSING UNITS 



; IP, CS, AND FLAGS ARE ALREADY ON THE STACK. 


; SAVE THE OTHER REGISTERS. 




PUSH 


AX 


PUSH 


BX 


PUSH 


OX 


PUSH 


DX 


PUSH 


SI 


PUSH 


Dl 


PUSH 


BP 


PUSH 


DS 


PUSH 


ES 



; CRITICAL MEMORY VARIABLES COULD ALSO BE SAVED ON THE STACK ATTHIS 
; POINT. ALTERNATIVELY, THEY COULD BE DEFINED IN THE "BATTERY" 
; SEGMENT, WHERE THEY WILL AUTOMATICALLY BE PROTECTED IF MAIN POWER 
; IS LOST. 

; SAVE SP AND SS IN FIXED LOCATIONS THAT ARE KNOWN BY WARM START ROUTINE. 



MOV 


AX, BATTERY 


MOV 


ES.AX 


MOV 


ES:STACK_PTR,SP 


MOV 


ES:STACK_SEG,SS 


; STOP GRACEFULLY 




HLT 




POWER_FAIL 


ENDP 



TIMER_PULSE PROC ; TYPE 35 INTERRUPT 

THIS PROCEDURE HANDLES THE 50MS INTERRUPTS GENERATED BY THE 8253. 
IT COUNTS THE INTERRUPTS AND ACTIVATES THE TYPE 40 INTERRUPT 
PROCEDURE ONCE PER SECOND. 

DS IS ASSUMED TO BE POINTING TO THE DATA SEGMENT 

THE 8253 IS RUNNING FREE, AND AUTOMATICALLY LOWERS ITS INTERRUPT 

REQUEST. IF A DEVICE REQUIRED ACKNOWLEDGEMENT,THE CODE MIGHT GO HERE. 

NOW PERFORM PROCESSING THAT MUST NOT BE INTERRUPTED (EXCEPT FOR NMI). 

INC N_PULSES 

ENABLE HIGHER-PRIORITY INTERRUPTS AND DO LESS CRITICAL PROCESSING 

STI 



CMP N_PULSES,200 

JBE DONE 

MOV N_PULSES,0 

INT 40 

; SEND NON-SPECIFIC ^ND-OF-INTERRUPT COMMAND TO 8259A, ENABLING EQUAL 
; OR LOWER PRIORITY INTERRUPTS. 



1 SECOND PASSED? 
NO, GO ON. 
YES, RESET COUNT. 
UPDATE CLOCK 



DONE: MOV AL,020H 

OUT OCOH,AL 
IRET 

TIMER_PULSE ENDP 

INTERRUPT_HANDLERS ENDS 



CODE SEGMENT 

; THIS SEGMENT WOULD NORMALLY RESIDE IN ROM. 



EOl COMMAND 
8259APORT 



ASSUME CS:CODE,DS:DATA,SS:STACK,ES:NOTHING 



Figure 2-88. Interrupt Procedures Example (Cont'd.) 
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INIT PROC NEAR 

; THIS PROCEDURE IS CALLED FOR BOTH WARM AND COLD STARTS TO INITIALIZE 

; THE 8253 AND THE 8259A. THIS ROUTINE DOES NOT USE STACK, DATA, OR 

; EXTRA SEGMENTS, AS THEY ARE NOT SET PREDICTABLY DURING A V\/ARM START. 

; INTERRUPTS ARE DISABLED BY VIRTUE OF THE SYSTEM RESET. 



; INITIALIZE 8253 COUNTER 1 - OTHER COUNTERS NOT USED. 
; CLK INPUT TO COUNTER IS ASSUMED TO BE 1 .23 MHZ. 



LO50MS 


EQU 


OOOH 


COUNT VALUE IS 


HI50MS 


EQU 


OFOH 


61440 DECIMAL. 


CONTROL 


EQU 


0D6H 


CONTROL PORT ADDRESS 


C0UNT_1 


EQU 


0D2H 


COUNTER 1 ADDRESS 


M0DE2 


EQU 


01110100B 


MODE 2, BINARY 




MOV 


DX,CONTROL 


LOAD CONTROL BYTE 




MOV 


AL,M0DE2 






OUT 


DX,AL 






MOV 


DX,C0UNT_1 


LOAD 50MS DOWNCOUNT 




MOV 


AL,LO50MS 






OUT 


DX.AL 






MOV 


AL,HI50MS 






OUT 


DX.AL 





; COUNTER NOW RUNNING, INTERRUPTS STILL DISABLED. 

; INITIALIZE 8259A TO: SINGLE INTERRUPT CONTROLLER, EDGE-TRIGGERED, 

; INTERRUPT TYPES 32-40 (DECIMAL) TO BE SENT TO CPU FOR INTERRUPT 

; REQUESTS 0-7 RESPECTIVELY, 8086 MODE, NON-AUTOMATIC END-OF-INTERRUPT. 

; MASK OFF UNUSED INTERRUPT REQUEST LINES. 



ICW1 

ICW2 

ICW4 

0CW1 

PORT_A 

PORT_B 



EQU 
EQU 
EQU 
EQU 
EQU 
EQU 



0001 001 1B 

00100000B 

00000001 B 

11110111B 

OCOH 

0C2H 



EDGE-TRIGGERED, SINGLE 8259A, ICW4 REQUIRED. 

TYPE20H,32-40D 

8086 MODE, NORMAL EOl 

MASK ALL BUT IR3 

ICW1 WRITTEN HERE 

OTHER ICW'S WRITTEN HERE 



MOV 
MOV 
OUT 
MOV 
MOV 
OUT 
MOV 
OUT 
MOV 
OUT 



DX,PORT_A 

AL,ICW1 

DX,AL 

DX,PORT_B 

AL,ICW2 

DX.AL 

AL,ICW4 

DX,AL 

AL.OCWI 

DX,AL 



; WRITE 1ST ICW 



; WRITE 2ND ICW 



; WRITE 4TH ICW 



; MASK UNUSED IR'S 



; INITIALIZATION COMPLETE, INTERRUPTS STILL DISABLED 

RET 
INIT ENDP 



USER_PGM: 

; "REAL" CODE WOULD GO HERE. THE EXAMPLE EXECUTES AN ENDLESS LOOP 

; UNTIL AN INTERRUPT OCCURS. 

JMP USER_PGM 



; EXECUTION STARTS HERE WHEN CPU IS RESET. 

POWER_FAIL_STATUS EQU OEOH ; PORT ADDRESS 

ENABLE_RAM EQU 0E2H ; PORT ADDRESS 



Figure 2-88. Interrupt Procedures Example (Cont'd.) 
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; ENABLE BATTERY-POWERED RAM SEGMENT 
START: MOV AL,001H 

OUT ENABLE_RAM,AL 



; DETERMINE WARM OR COLD START 

IN AL,POWER_FAIL_STATUS 

RCR AL,1 

JC WARM_START 



; ISOLATE LOW BIT 



COLD_START: 

; INITIALIZE SEGMENT REGISTERS AND STACK POINTER. 

ASSUME CS:CODE,DS:DATA,SS:STACK,ES:NOTHING 

; RESET TAKES CARE OF OS AND IP. 

MOV AX,DATA 

MOV DS.AX 

MOV AX.STACK 

MOV SS.AX 

MOV SP,OFFSETSTACK_TOP 



; INITIALIZE 8253 AND 8259A. 
CALL 



INIT 



; ENABLE INTERRUPTS 
STI 



; START MAIN PROCESSING 
JMP 



USER_PGM 



WARM_START: 
; INITIALIZE 8253 AND 8259A. 
CALL 



INIT 



; RESTORE SYSTEM TO STATE AT THE TIME POWER FAILED 

; MAKE BATTERY SEGMENT ADDRESSABLE 
MOV AX.BATTERY 
MOV DX.AX 
; VARIABLES SAVED IN THE "BATTERY" SEGMENT WOULD BE MOVED 
BACK TO UNPROTECTED RAM NOW. SEGMENT REGISTERS AND 
"ASSUME" DIRECTIVES WOULD HAVE TO BE WRITTEN TO GAIN 
ADDRESSABILITY. 



CODE 



; RESTORE THE OLD STACK 

MOV SS,DS:STACK_SEG 
MOV SP,DS:STACK_PTR 

RESTORE THE OTHER REGISTERS 

POP ES 

POP DS 

POP BP 

POP Dl 

POP SI 

POP DX 

POP CX 

POP BX ^ ' 

POP AX 
RESUME THE ROUTINE THAT WAS EXECUTING WHEN NMI WAS ACTIVAtED. 
I.E., POP CS, IP, & FLAGS, EFFECTIVELY "RETURNING" FROM THE 
NMI PROCEDURE. 

IRET 
ENDS 



; TERMINATE ASSEMBLY AND MARK BEGINNING OF THE PROGRAM. 
END START 



Figure 2-88. Interrupt Procedures Example (Cont'd.) 
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TYPE$40: DO; 

DECLARE (HOUR, MIN, SEC) BYTE PUBLIC; 

UPDATE$TOD: PROCEDURE INTERRUPT 40; 
/*THE PROCESSOR ACTIVATES THIS PROCEDURE 
*T0 HANDLE THE SOFTWARE INTERRUPT 
^GENERATED EVERY SECOND BY THE TYPE 35 
^EXTERNAL INTERRUPT PROCEDURE. THIS 
^PROCEDURE UPDATES A REAL-TIME CLOCK. 
*IT DOES NOT PRETEND TO BE "REALISTIC" 
* AS THERE IS NO WAY TO SET THE CLOCK.* / 

SEC = SEC + 1; 
IF SEC = 60 THEN DO; 
SEC = 0; 
MIN = MIN + 1; 
IF MIN = 60 THEN DO; 
MIN = 0; 

HOUR = HOUR + 1; 
IF HOUR = 24 THEN DO; 
HOUR = 0; 
END; 
END; 
END; 
ENDUPDATE$TOD; 
END; 



Figure 2-88. Interrupt Procedures Example (Cont'd.) 



String Operations 

Figure 2-89 illustrates typical use of string instruc- 
tions and repeat prefixes. The XL AT instruction 
also is demonstrated. The first example simply 
moves 80 words of a string using MO VS. Then 
two byte strings are compared to find the 
alphabetically lower string, as might be done in a 
sort. Next a string is scanned from right to left 



(the index register is auto-decremented) to find 
the last period (*'.") in the string. Finally a byte 
string of EBCDIC characters is translated to 
ASCII. The translation is stopped at the end of 
the string or when a carriage return character is 
encountered, whichever occurs first. This is an 
example of using the string primitives in combina- 
tion with other instructions to build up more com- 
plex string processing operations. 



ALPHA SEGMENT 

; THIS IS THE DATA THE STRING INSTRUCTIONS WILL USE 



OUTPUT 

INPUT 

NAME_1 

NAME_2 

SENTENCE 

EBCDIC_CHARS 

ASCILCHARS 

CONV_TAB 



DW100 DUP(?) 

DW100 DUP(?) 

DB 'JONES, JONA' 
DB 'JONES, JOHN' 
DB80 DUP(?) 

DB80 DUP(?) 

DB80 DUP(?) 

DB64 DUP(OH) 



i EBCDIC TO ASCII 



Figure 2-89. String Examples 
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; ASCII NULLS ARE SUBSTITUTED FOR "UNPRINTABLE" CHARS 



ALPHA 



DB1 
DB9 
DB7 
DB9 
DBS 
DBS 
DB6 
DB9 
DB17 

DB7 

DB9 

DB7 

DB9 

DB22 

DB10 

DB6 

DB10 

DB6 

DB10 

DB6 

DB10 

DB6 

ENDS 



20H 

DUP(OH) 

'q;', '.','<','(',' + ', OH, '&'- 

DUP(OH) 

DUP(OH) 

DUP(OH) 

' ',':', '#','@',"",'=',"^', 

OH,'a','b','c',*d', 'e', 'f, 'g', 'h' 

DUP(OH) 

T,'k','l','m','n','o','p','q','r' 

DUP(OH) 

'^\ 's', 't', 'u', 'v', 'w', 'x', 'y', 'z' 

DUP(OH) 

' ','A','B','C','D', 'E','F','G',' 

DUP(OH) 

' ','J','K','L','M','N','0','P',' 

DUP(OH) 

' ',OH,'S','T','U','V','W','X', ' 

DUP(OH) 

'0','1','2', '3', '4', '5', '6', 7', 'S', 

DUP(OH) 



H','r 
Q','R' 
Y' , 'Z' 
'9' 



STACK 



STACK_BASE 
STACK 

CODE 
BEGIN: 



SEGMENT 

DW100 DUP(?) 



LABEL 
ENDS 



WORD 



THIS IS AN ARBITRARY STACK SIZE 
FOR ILLUSTRATION ONLY. 
INITIALTOS 



SEGMENT 

; SET UP SEGMENT REGISTERS. NOTICE THAT 
; ES & DS POINTTO THE SAME SEGMENT, MEANING 
; THAT THE CURRENT EXTRA & DATA 
; SEGMENTS FULLY OVERLAP. THIS ALLOWS 
■ ANY STRING IN "ALPHA" TO BE USED 
; AS A SOURCE OR A DESTINATION. 
ASSUME OS: CODE, SS: STACK, 
DS: ALPHA, ES: ALPHA 
MOV AX, STACK 

MOV SS,AX 

MOV SP, OFFSET STACK_BASE; INITIALTOS 

MOV AX, ALPHA 

MOV DS,AX 

MOV ES,AX 



; MOVE THE FIRST SO WORDS OF "INPUT" TO 
; THE LAST SO WORDS OF "OUTPUT". 
LEA SI, INPUT 

LEA DI,OUTPUT + 20 



INITIALIZE 

; INDEX REGISTERS 



Figure 2-89. String Examples (Cont'd.) 
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REP 



MOV 
CLD 
MOVS 



CX,80 



OUTPUT, INPUT 



; REPETITION COUNT 
; AUTO-INCREMENT 



FIND THE ALPHABETICALLY LOWER OF 2 NAMES. 



NAME_ 
NAME. 



REPE 

.1_L0W: 
.2_L0W: 



MOV 

MOV 

MOV 

CLD 

CMPS 

JB 



SI, OFFSET NAME_1 
Dl, OFFSET NAME_2 
CX,SIZENAME_2 



ALTERNATIVE 
TO LEA 
CHAR. COUNT 
AUTO-INCREMENT 
'WHILE EQUAL" 



NAME_2, NAME_1 
NAME_2_L0W 

NOT IN THIS EXAMPLE 

CONTROL COMES HERE IN THIS EXAMPLE. 

Dl POINTS TO BYTE ('H') THAT 

COMPARED UNEQUAL. 



; FIND THE LAST PERIOD ('.') IN A TEXT STRING. 



MOV Dl, OFFSET SENTENCE + 

LENGTH SENTENCE ; START AT END 
CX, SIZE SENTENCE 



REPNE 



MOV 

STD 

MOV 

SCAS 

JCXZ 



PERIOD: 



NO_PERIOD: 



AL, '.' 

SENTENCE 

NO_PERIOD 
IF CONTROL COMES HERE THEN 

Dl POINTS TO LAST PERIOD IN SENTENCE. 
ETC. 



AUTO-DECREMENT 
SEARCH ARGUMENT 
"WHILE NOT=" 
IF CX=0, NO PERIOD FOUND 



TRANSLATE A STRING OF EBCDIC CHARACTERS 
TO ASCII, STOPPING IF A CARRIAGE RETURN 
(ODH ASCII) IS ENCOUNTERED. 



NEXT: 



MOV 

MOV 

MOV 

MOV 

CLD 

LCDS 

XL AT 

STOS 

TEST 

LOOPNE 

JE 



BX, OFFSET CONV__TAB ; POINT TO TRANSLATE TABLE 
SI, OFFSET EBCDIC._CHARS ; INITIALIZE 
Dl, OFFSET ASCII_CHARS ; INDEX REGISTERS 
CX,SIZEASCII_CHARS ; AND COUNTER 

AUTO-INCREMENT 
NEXT EBCDIC CHAR IN AL 
TRANSLATE TO ASCII 
STORE FROM AL 
IS IT CARRIAGE RETURN? 
NO,CONTINUEWHILECXNOT0 
YES, JUMP 



EBCDIC_CHARS 

CONV_TAB 

ASCILCHARS 

AL,ODH 

NEXT 

CR_FOUND 
CONTROL COMES HERE IF ALL CHARACTERS 
HAVE BEEN TRANSLATED BUT NO 
CARRIAGE RETURN IS PRESENT. 
ETC. 



CR_FOUND: 



DM POINTS TO THE CARRIAGE RETURN 
IN ASCILCHARS. 



CODE 



ENDS 
END 



Figure 2-89. String Examples (Cont'd.) 
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CHAPTER 3 
THE 8089 INPUT/OUTPUT PROCESSOR 



This chapter describes the 8089 Input/Output 
Processor (lOP). Its organization parallels 
Chapter 2; that is, sections generally proceed 
from hardware to software topics as follows: 

1. Processor Overview 

2. Processor Architecture 

3. Memory 

4. Input/Output 

5. Multiprocessing Features 

6. Processor Control and Monitoring 

7. Instruction Set 

8. Addressing Modes 

9. Programming Facilities 

10. Programming Guidelines and Examples 

As in Chapter 2, the discussion is confined to 
covering the hardware in functional terms; tim- 
ing, electrical characteristics and other physical 
interfacing data are provided in Chapter 4. 

3-1 Processor Overview 

The 8089 Input/Output Processor is a high- 
performance, general-purpose I/O system 
implemented on a single chip. Within the 8089 are 
two independent I/O channels, each of which 
combines attributes of a CPU with those of a very 
flexible DMA (direct memory access) controller. 
For example, channels can execute programs like 
CPUs; the lOP instruction set has about 50 dif- 
ferent types of instructions specifically designed 
for efficient input/output processing. Each chan- 
nel also can perform high-speed DMA transfers; a 
variety of optional operations allow the data to be 
manipulated (e.g., translated or searched) as it is 
transferred. The 8089 is contained in a 40-pin 
dual in-line package (figure 3-1) and operates 
from a single -f-5V power source. An integral 
member of the 8086 family, the lOP is directly 
compatible with both the 8086 and 8088 when 
these processors are configured in maximum 
mode. The lOP also may be used in any system 
that incorporates Intel's Multibus^'^ shared bus 
architecture, or a superset of the Multibus^'^ 
design. 
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Figure 3-1 . 8089 Input/Output Processor 
Pin Diagram 



Evolution 

Figure 3-2 depicts the general trend in CPU and 
I/O device relationships in the first three genera- 
tions of microprocessors. First generation CPUs 
were forced to deal directly with substantial 
numbers of TTL components, often performing 
transfers at the bit level. Only a very limited 
number of relatively slow devices could be 
supported. 

Single-chip interface controllers were introduced 
in the second generation. These devices removed 
the lowest level of device control from the CPU 
and let the CPU transfer whole bytes at once. 
With the introduction of DMA controllers, high- 
speed devices could be added to a system, and 
whole blocks of data could be transferred without 
CPU intervention. Compared to the previous 
generation, I/O device and DMA controllers 
allowed microprocessors to be applied to prob- 
lems that required moderate levels of I/O, both in 
terms of the numbers of devices that could be sup- 
ported and the transfer speeds of those devices. 
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The controllers themselves, however, still 
required a considerable amount of attention from 
the CPU, and in many cases the CPU had to 
respond to an interrupt with every byte read or 
written. The CPU also had to stop while DMA 
transfers were performed. 

The 8089 introduces the third generation of 
input/output processing. It continues the trend of 
simplifying the CPU's **view" of I/G devices by 
removing another level of control from the CPU. 
The CPU performs an I/O operation by building 
a message in memory that describes the function 
to be performed; the lOP reads the message, car- 
ries out the operation and notifies the CPU when 
it has finished. All I/O devices appear to the CPU 
as transmitting and receiving whole blocks of 
data; the lOP can make both byte- and word-level 
transfers invisible to the CPU. The lOP assumes 
all device controller overhead, performs both pro- 
grammed and DMA transfers, and can recover 
from **soft'* I/O errors without: CPU interven- 
tion; all of these activities may be performed 
while the CPU is attending to other tasks. 



Principles of Operation 

Since the 8089 is a new concept in microprocessor 
components, this section surveys the basic opera- 
tion of the lOP as background to the detailed 
descriptions provided in the rest of the chapter. 
This summary deliberately omits some operating 
details in order to provide an integrated overview 
of basic concepts. 



CPU/lOP Communications 

A CPU communicates with an lOP in two distinct 
modes: initialization and command. The 
initialization sequence is typically performed 
when the system is powered-up or reset. The CPU 
initializes the lOP by preparing a series of linked 
message blocks in memory. On a signal from the 
CPU, the lOP reads these blocks and determines 
from them how the data buses are configured and 
how access to the buses is to be controlled. 
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Figure 3-2. lOP Evolution 
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Following initialization, the CPU directs all com- 
munications to either of the lOP's two channels; 
indeed, during normal operation the lOP appears 
to be two separate devices— channel 1 and chan- 
nel 2. All CPU-to-channel communications center 
on the channel control block (CB) illustrated in 
figure 3-3. The CB is located in the CPU's 
memory space, and its address is passed to the 
lOP during initialization. Half of the block is 
dedicated to each channel. The channel maintains 
the BUSY flag that indicates whether it is in the 
midst of an operation or is available for a new 
command. The CPU sets the CCW (channel com- 
mand word) to indicate what kind of operation 
the lOP is. to perform. Six different commands 
allow the CPU to start and stop programs, 
remove interrupt requests, etc. 

If the CPU is dispatching a channel to run a pro- 
gram, it directs the channel to a parameter block 
(PB) and a task block (TB); these are also shown 
in figure 3-3. The parameter block is analogous to 
a parameter list passed by a program to a 
subroutine; it contains variable data that the 
channel program is to use in carrying out its 
assignment. The parameter block also may con- 



tain space for variables (results) that the channel 
is to return to the CPU. Except for the first two 
words, the format and size of a parameter block 
are completely open; the PB may be set up to 
exchange any kind of information between the 
CPU and the channel program. 

A task block is a channel program— a sequence of 
8089 instructions that will perform an operation. 
A typical channel program might use parameter 
block data to set up the lOP and a device con- 
troller for a transfer, perform the transfer, return 
the results, and then halt. However, there are no 
restrictions on what a channel program can do; its 
function may be simple or elaborate to suit the 
needs of the application. 

Before the CPU starts a channel program, it links 
the program (TB) to the parameter block and the 
parameter block to the CB as shown in figure 3-3. 
The links are standard 8086/8088 doubleword 
pointer variables; the lower-addressed word con- 
tains an offset, and the higher-addressed word 
contains a segment base value. A system may 
have many different parameter and task blocks; 
however, only one of each is ever linked to a 
channel at any given time. 
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Figure 3-3. Command Communication Blocks 
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After the CPU has filled in the CCW and has 
linked the CB to a parameter block and a task 
block, if appropriate, it issues a channel attention 
(CA). This is done by activating the lOP's CA 
(channel attention) and SEL (channel select) pins. 
The state of SEL at the falling edge of CA directs 
the channel attention to channel 1 or channel 2. If 
the lOP is located in the CPU's I/O space, it 
appears to the CPU as two consecutive I/O ports 
(one for each channel), and an OUT instruction 
to the port functions as a CA. If the lOP is 
memory-mapped, the channels appear as t\yo 
consecutive memory locations, and any memory 
reference instruction (e.g., MOV) to these loca- 
tions causes a channel attention. 

An lOP channel attention is functionally similar 
to a CPU interrupt. When the channel recognizes 
the CA, it stops what it is doing (it will typically 
be idle) and examines the command in the CCW. 
If it is to start a program, the channel loads the 
addresses of the parameter and task blocks into 
internal registers, sets its BUSY flag and starts 
executing the channel program. After it has issued 
the C A, the CPU is free to perform other process- 
ing; the channel can perform its function in 
parallel, subject to limitations imposed by bus 
configurations (discussed shortly). 

When the channel has completed its program, it 
notifies the CPU by clearing its BUSY flag in the 
CB. Optionally, it may issue an interrupt request 
to the CPU. 

The CPU/IOP communication structure is sum- 
marized in figure 3-4. Most communication takes 
place via **message areas'' shared in common 
memory. The only direct hardware communica- 
tions between the devices are channel attentions 
and interrupt requests. 



Channels 

Each of the two IQP channels operates 
independently, and each has its own register set, 
channel attention, interrupt request and DMA 
control signals. At a given point in time, a chan- 
nel may be idle, executing a program, performing 
a DMA transfer, or responding to a channel 
attention. Although only one channel actually 
runs at a time, the channels can be active concur- 
rently, alternating their operations (e.g., channel 
1 may execute instructions in the periods between 
successive DMA transfer cycles run by channel 2). 
A built-in priority system allows high-priority 
activities on one channel to preempt less critical 
operations on the other channel. The CPU is able 
to further adjust priorities to handle special cases. 
The CPU starts the channel and can halt it, sus- 
pend it, or cause it to resume a suspended opera- 
tion by placing different values in the CCW. 



Channel Programs (Task Blocks) 

Channel programs are written in ASM-89, the 
8089 assembly language. About 50 basic instruc- 
tions are available. These instructions operate on 
bit, byte, word and doubleword (pointer) variable 
types; a 20-bit physical address variable type (not 
used by the 8086/8088) can also be manipulated. 
Data may be taken from registers, immediate con- 
stants and memory. Four memory addressing 
modes allow flexible access to both memory 
variables and I/O devices located anywhere in 
either the CPU's megabyte memory space or in 
the 8089's 64k I/O space. 

The lOP instruction set contains general purpose 
instructions similar to those found in CPUs as 
well as instructions specifically tailored for I/O 
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Figure 3-4. CPU/IOP Communication 
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operations. Data transfer, simple arithmetic, 
logical and address manipulation operations are 
available. Unconditional jump and call instruc- 
tions also are provided so that channel programs 
can link to each other. An individual bit may be 
set or cleared with a single instruction. Condi- 
tional jumps can test a bit and jump if it is set (or 
cleared), or can test a value and jump if it is zero 
(or non-zero). Other instructions initiate DMA 
transfers, perform a locked test-and-set 
semaphore operation, and issue an interrupt 
request to the CPU. 



DMA Transfers 

The 8089 XFER (transfer) instruction prepares 
the channel for a DMA transfer. It executes one 
additional instruction, then suspends program 
execution and enters the DMA transfer mode. 
The transfer is governed by channel registers 
setup by the program prior to executing the 
XFER instruction. 

Data is transferred from a source to a destination. 
The source and destination may be any locations 
in the CPU's memory space or in the lOP's I/O 
space; the lOP makes no distinction between 
memory components and I/O devices. Thus 
transfers may be made from I/O device to 
memory, memory to I/O device, memory to 
memory and I/O device to I/O device. The lOP 
automatically matches 8- and 16-bit components 
to each other. 

Individual transfer cycles (i.e., the movement of a 
byte or a word) may be synchronized by a signal 
(DMA request) from the source or from the 
destination. In the synchronized mode, the chan- 
nel waits for the synchronizing signal before start- 
ing the next transfer cycle. The transfer also may 
be unsynchronized, in which case the channel 
begins the next transfer cycle immediately upon 
completion of the previous cycle. 

A transfer cycle is performed in two steps: fetch- 
ing a byte or word from the source into the lOP 
and then storing it from the lOP into the destina- 
tion. The lOP automatically optimizes the 
transfer to make best use of the available data bus 
widths. For example, if data is being transferred 
from an 8-bit device to memory that resides on a 
16-bit bus (e.g., 8086 memory), the lOP will nor- 
mally run two one-byte fetch cycles and then store 
the full word in a single cycle. 



Between the fetch and store cycles, the lOP can 
operate on the data. A byte may be translated to 
another code (e.g., EBCDIC to ASCII), or com- 
pared to a search value, or both, if desired. 

A transfer can be terminated by several 
programmer-specified conditions. The channel 
can stop the transfer when a specified number (up 
to 64k) of bytes has been transferred. An external 
device may stop a transfer by signaling on the 
channel's external terminate pin. The channel can 
stop the transfer when a byte (possibly translated) 
compares equal, or unequal, to a search value. 
Single-cycle termination, which stops uncondi- 
tionally after one byte or word has been stored, is 
also available. 

When the transfer terminates, the channel 
automatically resumes program execution. The 
channel program can determine the cause of the 
termination in situations where multiple termina- 
tions are possible (e.g., terminating when 80 bytes 
are transferred or a carriage return character is 
encountered, whichever occurs first). As an exam- 
ple of post-transfer processing, the channel pro- 
gram could read a result register from the I/O 
device controller to determine if the transfer was 
performed successfully. If not (e.g., a CRC error 
was detected by the controller), the channel pro- 
gram could retry the operation without CPU 
intervention. 

A channel program typically ends by posting the 
result of the operation to a field supplied in the 
parameter block, optionally interrupting the 
CPU, and then halting. When the channel halts, 
its BUSY flag in the channel control block is 
cleared to indicate its availability for another 
operation. As an alternative to being interrupted 
by the channel, the CPU can poll this flag to 
determine when the operation has been 
completed. 



Bus Configurations 

As shown in figure 3-5, the lOP can access 
memory or ports (I/O devices) located in a 
1 -megabyte system space and memory or ports 
located in a 64-kilobyte I/O space. Although the 
lOP only has one physical data bus, it is useful to 
think of the lOP as accessing the system space via 
a system data bus and the I/O space over an I/O 
data bus. The distinction between the '*two" 
buses is based on the type-of-cycle signals output 
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by the 8288 Bus Controller. Components in the 
system space respond to the memory read and 
memory write signals, whether they are memory 
or I/O devices. Components in the I/O space 
respond to the I/O read and I/O write signals. 
Thus I/O devices located in the system space are 
memory-mapped and memory in the I/O space is 
I/O-mapped. The two basic configuration op- 
tions differ in the degree to which the lOP shares 
these buses with the CPU. Both configurations re- 
quire an 8086/8088 CPU to be strapped in max- 
imum mode. 

In the local configuration, shown in figure 3-6, 
the lOP (or lOPs if two are used) shares both 
buses with the CPU. The system bus and the I/O 
bus are the same width (8 bits if the CPU is an 



8088 or 16 bits if the CPU is an 8086). The lOP 
system space corresponds to the CPU memory 
space, and the lOP I/O space corresponds to the 
CPU I/O space. Channel programs are located in 
the system space; I/O devices may be located in 
either space. The lOP requests use of the bus for 
channel program instruction fetches as well as for 
DMA and programmed transfers. In the local 
configuration, either the lOP or the CPU may use 
the buses, but not both simultaneously. The 
advantage of the local configuration is that 
intelligent DMA may be added to a system with 
no additional components beyond the lOP. The 
disadvantage is that parallel operation of the pro- 
cessors is limited to cases in which the CPU has 
instruction in its queue that can be executed 
without using the bus. 
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Figure 3-5. lOP Data Buses 
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Figure 3-6. Local Configuration 



In the remote configuration (figure 3-7), the lOP 
(or lOPs) shares a common system bus with the 
CPU. Access to this bus is controlled by 8289 Bus 
Arbiters. The lOP's I/O bus, however, is 
physically separated from the CPU in the remote 
configuration. Two lOPs can share the local I/O 
bus. Any number of remote lOPs may be con- 
tained in a system, configured in remote clusters 
of one or two. The local I/O bus need not be the 
same physical width as the shared system bus, 
allowing an lOP, for example, to interface 8-bit 
peripherals to an 8086. In the remote configura- 
tion, the lOP can access local I/O devices and 
memory without using the shared system bus, 
thereby reducing bus contention with the CPU. 
Contention can further be reduced by locating the 
lOP's channel programs in the local I/O space. 
The lOP can then also fetch instructions without 



accessing the system bus. Parameter, channel 
control and other CPU/IOP communication 
blocks must be located in system memory, 
however, so that both processors can access them. 
The remote configuration thus increases the 
degree to which an lOP and a CPU can operate in 
parallel and thereby increases a system's 
throughput potential. The price paid for this is 
that additional hardware must be added to 
arbitrate use of the shared bus, and to separate 
the shared and local buses (see Chapter '4 for 
details). 



It is also possible to configure an lOP remote to 
one CPU, and local to another CPU (see figure 
3-8). The local CPU could be used to perform 
heavy computational routines for the lOP. 
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Figure 3-7. Remote Configuration 



3-8 



8089 INPUT/OUTPUT PROCESSOR 



• DEVICE ■ 

N V 



< 



^ — s 

I/O I 
DEVICE f 

OPTIONAL 
LOCAL I/O SPACE 

NOT ACCESSIBLE TO lOP 
I NOR REMOTE 8086/8088 | 



*— ' 




8289 

BUS 

ARBITER 



f-4 



MEMORY 




SYSTEM SPACE 



>- 



MEMORY 



\ DEVICE I 

(177 

I DEVICE I 



I/O SPACE 
NOT ACCESSIBLE TO SYSTEM CPU 




8289 

BUS 

ARBITER 



^— ► 



Figure 3-8. Remote lOP Configured With Local 8086/8088 



3-9 



8089 INPUT/OUTPUT PROCESSOR 



A Sample Transaction 

Figure 3-9 shows how a CPU and an lOP might 
work together to read a record (sector) from a 
floppy disk. This example is not illustrative of the 
IOP*s full capabilities, but it does review its basic 
operation and its interaction with a CPU. 



The CPU must first obtain exclusive use of a 
channel. This can be done by performing a *ltest 
and set lock'* operation on the selected channers 
BUSY flag. Assuming the CPU wants to use 
channel 1, this could be accomplished in 
PL/M-86 by coding similar to the following: 

DO WHILE LOCKSET (@CH1 .BUSY,OFFH); 
END; 

In ASM-86 a loop containing the XCHG instruc- 
tion prefixed by LOCK would accomplish the 
same thing, naniely testing the BUSY flag until it. 
is clear (OH), and immediately setting it to FFH 
(busy) to prevent another task or processor from 
obtaining use of the channel. 



Having obtained the channel, the CPU fills in a 
parameter block (see figure 3-10). In this case, the 
CPU passes the following parameters to the chan- 
nel: the address of the floppy disk controller, the 
address of the buffer where the data is to be 
placed, and the drive, track and sector to be read. 
It also supplies space for the lOP to return the 
result of the operation. Note that this is quite a 
**low-lever' parameter block in that it implies 
that the CPU has detailed knowledge of the I/O 
system. For a * 'real" system, a higher-level 
parameter block would isolate the CPU from I/O 
device characteristics. Such a block might contain 
more general parameters such as file name and 
record key. 



After setting up the parameter block, the CPU 
writes a **start channel program" command in 
channel Ts CCW. Then the CPU places the 
address of the desired channel program in the 
parameter block and writes the parameter block 
address in the CB. Notice that in this simple 
example, the CPU ** knows" the address of the 
channel program for reading from the disk, and 
presumably also **knows" the address of another 
program for writing, etc. A more general solution 
would be to place a function code (read, write, 



delete, etc.) in the parameter block and let a single 
channel program execute different routines 
depending on which function is requested. 

After the communication blocks have been setup, 
the CPU dispatches the channel by issuing a chan- 
nel attention, typically by an OUT instruction for 
an I/0-mapped 8089, or a MOV or other memory 
reference instruction for a memory-mapped 8089. 



The channel begins executing the channel pro- 
gram (task block) whose address has been placed 
in the parameter block by the CPU. In this case 
the program initializes the 8271 Floppy Disk Con- 
troller by sending it a **read data" command 
followed by a parameter indicating the track to be 
read. The program initializes the channel registers 
that define and control the DMA transfer. 



Having prepared the 8271 and the channel itself, 
the channel program executes a XFER instruction 
and sends a final parameter (the sector to be read) 
to the 8271 . (The 8271 enters DMA transfer mode 
immediately upon receiving the last of a series of 
parameters; sending the last parameter after the 
XFER instruction gives the channel time to setup 
for the transfer.) The DMA transfer begins when 
the 8271 issues a DMA request to the channel. 
The transfer continues until the 8271 issues an 
interrupt request, indicating that the data has 
been transferred or that an error has occurred. 
The 8271'$ interrupt request, line is tied to the 
IOP*s EXTl (external terniinate on channel 1) pin 
so that the channel interprets an interrupt request 
as an external terminate condition. Upon ter- 
mination of the transfer, the channel resumes 
executing instructions and reads the 8271 result 
register to determine if the data was read suc- 
cessfully. If a soft (correctable) error is indicated, 
the lOP retries the trarisfer. If a hard (uncorrect- 
able) error is detected, or if the transfer has been 
successful, the lOP posts the content of the result 
register to the parameter block result field, thus 
passing the result back to the CPU. The channel 
then interrupts the CPU (to inform the CPU that 
the request has been processed) and halts. 

When the CPU recognizes the interrupt, it 
inspects the result field in the parameter block to 
see if the content of the buffer is valid. If so, it 
uses the data; otherwise it typically executes an 
error routine. 
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Figure 3-9. Sample CPU/IOP Transaction 
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of the system. I/O specialists can work on the I/O 
system without detailed knowledge of the applica- 
tion; conversely, the operating system and 
application teams do not need to be expert in the 
operation of I/O devices. Standard high-level I/O 
systems can be used in multiple application 
systems. Because the application and I/O systems 
are almost independent, application system 
changes can be introduced without affecting the 
I/O system. New peripherals can similarly be 
incorporated into a system without impacting 
applications or operating system software. The 
lOP's simple GPU interface also is designed to be 
compatible with future Intel CPUs. 



Figure 3-10. Sample Parameter Block 



Applications 

Combining the raw speed and responsiveness of a 
traditional DMA controller, an I/O-oriented 
instruction set, and a flexible bus organization, 
the 8089 lOP is a very versatile I/O system. 
Applications with demanding I/O requirements, 
previously beyond the abilities of microcomputer 
systems, can be undertaken with the lOP. These 
kinds of I/O-intensive applications include: 

• systems that employ high-bandwidth, low- 
latency devices such as hard disks and 
graphics terminals; 

• systems with many devices requiring 
asynchronous service; and 

• systems with high-overhead peripherals such 
as intelligent CRTs and graphics terminals. 

In addition, virtually every application that per- 
forms a moderate amount of I/O can benefit 
from the design philosophy embodied in the lOP: 
system functions should be distributed among 
special-purpose processors. An lOP channel pro- 
gram is likely to be both faster and smaller than 
an equivalent program implemented with a CPU. 
Programming also is more straightforward with 
the lOP's specialized instruction set. 

Removing I/O from the CPU and assigning it to 
one or more lOPs simplifies and structures a 
system's design. The main interface to the I/O 
system can be limited to the parameter blocks. 
Once these are defined, the I/O system can be 
designed and implemented in parallel with the rest 



Keeping in mind the true general-purpose nature 
of the lOP, some of the situations where it can be 
used to advantage are: 

• Bus matching - The lOP can transfer data 
between virtually any combination of 8- and 
16-bit memory and I/O components. For 

: example, it can interface a 16-bit peripheral 
to an 8-bit CPU bus, such as the 8088 bus. 
The lOP also provides a straightforward 
means of performing DMA between an 8-bit 
peripheral and 8086 memory that is split 
into odd- and even-addressed banks. The 
8089 can access both 8- and 16-bit 
peripherals connected to a 1 6-bit bus . 

• String processing - The 8089 can perform a 
memory move, translate, scan-for-match or 
scan-for-nonmatch operation much faster 
than the equivalent instructions in an 8086 or 
8088. Translate and scan operations can be 
setup so that the source and destination refer 
to the same addresses to permit the string to 
be operated on in place. 

• Spooling - Data from low-speed devices such 
as terminals and paper tape readers can be 
read by the 8089 and placed in memory or on 
disk until the transmission is complete. The 
lOP can then transfer the data at high speed 
when it is needed by an application program. 
Conversely, output data ultimately destined 
for a low-speed device such as a printer, can 
be temporarily spooled to disk and then 
printed later. This permits batches of data to 
be gathered or distributed by low-priority 
programs that run in the background, essen- 
tially using up //spare" CPU and lOP cycles. 
Application programs that use or produce 
the data can execute faster because they are 
not bound by the low-speed devices . 
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Multitasking operating systems - A 
multitasking operating system can dispatch 
I/O tasks to channels with an absolute 
minimum of overhead. Because a remote 
channel can run in parallel with the CPU, the 
operating system's capacity for servicing 
application tasks can increase dramatically, 
as can its ability to handle more, and faster, 
I/O devices. If both channels of an lOP are 
active concurrently, the lOP automatically 
gives preference to the higher-priority activ- 
ity (e.g., DMA normally preempts channel 
program execution). The operating system 
can adjust the priority mechanism and also 
can halt or suspend a channel to take care of 
a critical asynchronous event. 

Disk systems - The lOP can meet the speed 
and latency requirements of hard disks. It 
can be used to implement high-level, file- 
oriented systems that appear to application 
programs as simple commands: OPEN, 
READ, WRITE, etc. The lOP can search 
and update disk directories and maintain free 
space maps. * 'Hierarchical memory" systems 
that automatically transfer data among 
memory, high-speed disks and low-speed 
disks, based on frequency of use, can be built 
around lOPs. Complex database searches 
(reading data directly or following pointer 
chains) can appear to programs as simple 
commands and can execute in parallel with 
application programs if an lOP is configured 
remotely. 

Display terminals - The 8089 is well suited to 
handling the DMA requirements of CRT 
controllers. The lOP's transfer bandwidth is 
high enough to support both alphanumeric 
and graphic displays. The 8089 can assume 
responsibility for refreshing the display from 
memory data; in the remote configuration, 
the refresh overhead can be removed from 
the system bus entirely. Linked-list display 
algorithms may be programmed to perform 
sophisticated modes of display. 

Each time it performs a refresh operation, 
the lOP can scan a keyboard for input and 
translate the key's row-and-column format 
into an ASCII or EBCDIC character. The 
8089 can buffer the characters, scanning the 
stream until an end-of-message character 
(e.g., carriage return) is detected, and then 
interrupt the CPU. 



A single lOP can concurrently support an 
alphanumeric CRT and keyboard on one 
channel and a floppy disk on the other chan- 
nel. This configuration makes use of approx- 
imately 30 percent of the available bus band- 
width. Performance can be increased within 
the available bus bandwidth by adding an 
8086 or 8088 CPU to a remote lOP con- 
figuration. This configuration can provide 
scaling, rotation or other sophisticated 
display transformations. 



3.2 Processor Architecture 

The 8089 is internally divided into the functional 
units depicted schematically in figure 3-11. The 
units are connected by a 20-bit data path to obtain 
maximum internal transfer rates. 



Common Control Unit (CCU) 

All lOP operations (instructions, DMA transfer 
cycles, channel attention responses, etc.) are com- 
posed of sequences of more basic processes called 
internal cycles. A bus cycle takes one internal 
cycle; the execution of an instruction may require 
several internal cycles. There are 23 different 
types of internal cycles each of which takes from 
two to eight clocks to execute, not including 
possible wait states and bus arbitration times. 

The common control unit (CCU) coordinates the 
activities of the lOP primarily by allocating inter- 
nal cycles to the various processor units; i.e., it 
determines which unit will execute the next inter- 
nal cycle. For example, when both channels are 
active, the CCU determines which channel has 
priority and lets that channel run; if the channels 
have equal priority, the CCU * interleaves" their 
execution (this is discussed more fully later in this 
section). The CCU also initializes the processor. 



Arithmetic/Logic Unit (ALU) 

The ALU can perform unsigned binary arithmetic 
on 8- and 16-bit binary numbers. Arithmetic 
results may be up to 20 bits in length. Available 
arithmetic instructions include addition, incre- 
ment and decrement. Logical operations (* 'and," 
"or" and "not") may be performed on either 8- 
or 16-bit quantities. 
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Figure 3-1 1 . 8089 Block Diagram 



Assembly/Disassembly Registers 

All data entering the chip flows through these 
registers. When data is being transferred between 
different width buses, the 8089 uses the 
assembly/disassembly registers to effect the 
transfer in the fewest possible bus cycles. In a 
DMA transfer from an 8-bit peripheral to 16-bit 
memory, for example, the lOP runs two bus 
cycles, picking up eight bits in each cycle, 
assembles a 16-bit word, and then transfers the 
word to memory in a single bus cycle. (The first 
and last cycles of a transfer may be performed 
differently to accommodate odd-addressed 
words; the lOP automatically adjusts for this 
condition.) 



Instruction Fetch Unit 

This unit controls instruction fetching for the 
executing channel (one channel actually runs at a 
time). If the bus over which the instructions are 
being fetched is eight bits wide, then the instruc- 
tions are obtained one byte at a time, and each 
fetch requires one bus cycle. If the instructions 
are being fetched over a 16-bit bus, then the 
instruction fetch unit automatically employs a 1- 
byte queue to reduce the number of bus cycles. 
Each channel has its own queue, and the activity 
of one channel does not affect the other's queue. 



During sequential execution, instructions are 
fetched one word at a time from even addresses; 
each fetch requires one bus cycle. This process is 
shown graphically in figure 3-12. When the last 
byte of an instruction falls on an even address, the 
odd-addressed byte (the first byte of the following 
instruction) of the fetched word is saved in the 
queue. When the channel begins execution of the 
next instruction, it fetches the first byte from the 
queue rather than from memory. The queue, 
then, keeps the processor fetching words, rather 
than bytes, thereby reducing its use of the bus and 
increasing throughput. 



The processor fetches bytes rather than words in 
two cases. If a program transfer instruction (e.g., 
JMP or CALL) directs the processor to an 
instruction located at an odd address, the first 
byte of the instruction is fetched by itself as 
shown in figure 3-13. This is because the program 
transfer invalidates the content of the queue by 
changing the serial flow of execution. 



The second case arises when an LPDI instruction 
is located at an odd address. In this situation, the 
six-byte LPDI instruction is fetched: byte, word, 
byte, byte, byte, and the queue is not used. The 
first byte of the following instruction is fetched in 
one bus cycle as if it had been the target of a pro- 
gram transfer. Word fetching resumes with this 
instruction's second byte. 
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Figure 3-12. Sequential Instruction Fetching (16-Bit Bus) 
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Figure 3-13. Instruction Fetching Following a Program Transfer to an Odd Address (16-Bit Bus) 
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Bus Interface Unit (BlU) 

The BIU runs all bus cycles, transferring instruc- 
tions and data between the lOP and external 
memory or peripherals. Every bus access is 
associated with a register tag bit that indicates to 
the BIU whether the system or I/O space is to be 
addressed. The BIU outputs the type of bus cycle 
(instruction fetch from I/O space, ^ta_store into 
system space, etc.) on status lines SO, SI, and S2. 
An 8288 Bus Controller decodes these lines and 
provides signals that selectively enable one bus or 
the other (see Chapter 4 for details). 

The BIU further distinguishes between the 
physical and logical widths of the system and I/O 
buses. The physical widths of the buses are fixed 
and are communicated to the BIU during 
initialization. In the local configuration, both 
buses must be the same width, either 8 or 16 bits 
(matching the width of the host CPU bus). In the 
remote configuration, the lOP system bus must 
be the same physical width as the bus it shares 
with the CPU. The width of the lOP's I/O bus, 
which is local to the 8089, may be selected 
independently. If any 16-bit peripherals are 
located in the I/O space, then a 16-bit I/O bus 
must be used. If only 8-bit devices reside on the 
I/O bus, then either an 8- or a 16-bit I/O bus may 
be selected. A 16-bit I/O bus has the advantage of 
easy accommodation of future 16-bit devices and 
fewer instruction fetches if channel programs are 
placed in the I/O space. 

For a given DMA transfer, a channel program 
specifies the logical width of the system and the 
I/O buses; each channel specifies logical bus 
widths independently. The logical width of an 
8-bit physical bus can only be eight bits. A 16-bit 
physical bus, however, can be used as either an 8- 
or 16-bit logical bus. This allows both 8- and 
16-bit devices to be accessed over a single 16-bit 
physical bus. Table 3-1 lists the permissible 
physical and logical bus widths for both locally 
and remotely configured lOPs. Logical bus width 
pertains to DMA transfers only. Instructions are 
fetched and operands are read and written in 
bytes or words depending on physical bus width. 

In addition to performing transfers, the BIU is 
responsible for local bus arbitration. In the local 
configuration, the BIU uses the RQ/GT 
(request/grant) line to obtain the bus from the 
CPU and to return it after a transfer has been per- 
formed. In the remote configuration, the BIU 



uses RQ/GT to coordinate use of the local I/O 
bus with another lOP or a local CPU, if present. 
System bus arbitration in the remote configura- 
tion is performed by an 8289 Bus Arbiter that 
operates invisibly to the l OP. The BIU 
automatically asserts the LOCK (bus lock) signal 
during execution of a TSL (test and set lock) 
instruction and, if specified by the channel pro- 
gram, can assert the LOCK signal for the dura- 
tion of a DMA transfer. Section 3.5 contains a 
complete discussion of bus arbitration. 



Table 3-1 . Physical/Logical Bus Combinations 
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16:8/16 

8:8 
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Channels 

Although the 8089 is a single processor, under 
most circumstances it is useful to think of it as 
two independent channels. A channel may per- 
form DMA transfers and may execute channel 
programs; it also may be idle. This section 
describes the hardware features that support these 
operations. 



I/O Control 

Each channel contains its own I/O control section 
that governs the operation of the channel during 
DMA transfers. If the transfer is synchronized, 
the channel waits for a signal on its DRQ (DMA 
request) line before performing the next fetch- 
store sequence in the transfer. If the transfer is to 
be terminated by an external signal, the channel 
monitors its EXT (external terminate) line and 
stops the transfer when this line goes active. 
Between the fetch and store cycles (when the data 
is in the lOP) the channel optionally counts. 
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translates, and scans the data, and may terminate 
the transfer based on the results of these opera- 
tions. Each channel also has a SINTR (system 
interrupt) line that can be activated by software to 
issue an interrupt request to the CPU. 

Registers 

Figure 3-14 illustrates the channel register set, and 
table 3-2 summarizes the uses of each register. 
Each channel has an independent set of registers; 
they are not accessible to the other channel. Most 
of the registers play different roles during channel 
program execution than in DMA transfers. Chan- 
nel programs must be careful to save these 
registers in memory prior to a DMA transfer if 
their values are needed following the transfer. 

General Purpose A (GA). A channel program 
may use GA for a general register or a base 
register. A general register can be an operand of 
most lOP instructions; a base register is used to 
address memory operands (see section 3.8). 
Before initiating a DMA transfer, the channel 
program points GA to either the source or 
destination address of the transfer. 
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CHANNEL CONTROL 
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Figure 3-14. Channel Register Set 



General Purpose C (GC). GC may be used as a 
general register or a base register during channel 
program execution. If data is to be translated dur- 
ing a DMA transfer, then the channel program 
loads GC with the address of the first byte of a 
translation table before initiating the transfer. GC 
is not altered by a transfer operation. 



General Purpose B (GB). GB is functionally 
interchangeable with GA. If GA points to the 
source of a DMA transfer, then GB points to the 
destination, and vice versa. 



Task Pointer (TP). The CCU loads TP from the 
parameter block when it starts or resumes a chan- 
nel program. During program execution, the 
channel automatically updates TP to point to the 



Table 3-2. Channel Register Summary 



Register 


Size 


Program 
Access 


System 
or I/O 
Pointer 


Use by Channel Programs 


Use in DMA Transfers 


GA 


20 


Update 


Either 


General, base 


Source/destination pointer 


GB 


20 


Update 


Either 


General, base 


Sourceydestinatlon pointer 


GC 


20 


Update 


Either 


General, base 


Translate table pointer 


TP 


20 


Update 


Either 


Procedure return, 
instruction pointer 


Adjusted to reflect cause of 
termination 


PP 


20 


Reference 


System 


Base 


N/A 


IX 


16 


Update 


N/A 


General, auto-Increment 


N/A 


BC 


16 


Update 


N/A 


General 


Byte counter 


MC 


16 


Update 


N/A 


General, masked compare 


Masked compare 


CC 


16 


Update 


N/A 


Restricted use recommended 


Defines transfer options 
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next instruction to be executed; i.e., TP is used as 
an instruction pointer or program counter. Pro- 
gram transfer instructions (JMP, CALL, etc.) 
update TP to cause nonsequential execution. A 
procedure (subroutine) returns to the calling pro- 
gram by loading TP with an address previously 
saved by the CALL instruction. The task pointer 
is fully accessible to channel programs; it can be 
used as a general register or as a base register. 
Such use is not recommended, however, as it can 
make programs very difficult to understand. 

Parameter Block Pointer (PP). The CCU 

loads this register with the address of the 
parameter block before it starts a channel pro- 
gram. The register cannot be altered by a channel 
program, but is very useful as a base register for 
accessing data in the parameter block. PP is not 
used during DMA transfers. 

Index (IX). IX may be used as a general register 
during channel program execution. It also may be 
used as an index register to address memory 
operands (the address of the operand is computed 
by adding the content of IX to the content of a 
base register). When specified as an index 
register, IX may be optionally auto-incremented 
as the last step in the instruction to provide a con- 
venient means of **stepping" through arrays or 
strings. IX is not used in DMA transfers. 

Byte Count (BC). BC may be used as a general 
register during channel program execution. If 
DMA is to be terminated when a specific number 
of bytes has been transferred, BC should be 
loaded with the desired byte count before 
initiating the transfer. During DMA, BC is 
decremented for each byte transferred, whether 
byte count termination has been selected or not. 
If BC reaches zero, the transfer is stopped only if 
byte count termination has been specified. If byte 
count termination has not been selected, BC 
** wraps around" from OH to FFFFH and con- 
tinues to be decremented . 

Mask/Compare (MC). A channel program may 
use MC for a general register. This register also 
may be used in either a channel program or in a 
DMA transfer to perform a masked compare of a 
byte value. To use MC in this way, the program 
loads a compare value in the low-order eight bits 
of the register and a mask value in the upper eight 
bits (see figure 3-15). A **!" in a mask bit selects 
the bit in the corresponding position in the com- 
pare value; a **0" in a mask bit masks the cor- 



responding bit in the compare value. In figure 
3-15, a value compared with MC will be con- 
sidered equal if its low-order five bits contain the 
value 00100; the upper three bits may contain any 
value since they are masked out of the 
comparison. 
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Figure 3-15. Mask/Compare Register 

Channel Control (CC). The content of the 
channel control register governs a DMA transfer 
(see figure 3-16). A channel program loads this 
register with appropriate values before beginning 
the transfer operation; section 3.4 covers the 
encoding of each field in detaiL Bit 8 (the chain 
bit) of CC pertains to channel program execution 
rather than to a DMA transfer. When this bit is 
zero, the channel program runs at normal prior- 
ity; when it is one, the priority of the program is 
raised to the same level as DMA (priorities are 
covered later in this section). Although a channel 
program may use CC as a general register, such 
use is not recommended because of the side 
effects on the chain bit and thus on the priority of 
the channel program. Channel programs should 
restrict their use of CC to loading control values 
in preparation for a DMA transfer, setting and 
clearing the chain bit, and storing the register . 



Program Status Word (PSW) 

Each channel maintains its own program status 
word (PSW) as shown in figure 3-17. Channel 
programs do not have access to the PSW. The 
PSW records the state of the the channel so that 
channel operation may be suspended and then 
resumed later. When the CPU issues a **suspend'V 
command, the channel saves the PSW, task 
pointer, and task pointer tag bit in the first four 
bytes of the channel's parameter block as shown 
in figure 3-18. Upon receipt of a subsequent 
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Figure 3-16. Channel Control Register 



**resume'' command, the PSW, TP, and TP tag 
bit are restored from the parameter block save 
area and execution resumes. 

Two conditions override the normal channel 
priority mechanism. If one channel is performing 
DMA (priority 1) and the channel receives a chan- 
nel attention (priority 2), the channel attention is 
serviced at the end of the current DMA transfer 
cycle. This override prevents a synchronized 
DMA transfers from ** shutting out" a channel 
attention. DMA terminations and chained chan- 
nel programs postpone recognition of a CA on 
the other channel; the CA is latched, however, 
and is serviced as soon as priorities permit. 



The lOP's LOCK (bus lock) signal also 
supersedes channel switching. A running channel 
will no t relinquish control of the processor while 
LOCK is active, regardless of the priorities of the 
activities on the two channels . This is consistent 
with the purpose of the LOCK signal: to 
guarantee exclusive access to a shared resource in 
a multiprocessing system. Refer to sectio ns 3.5 
and 3.7 for futher information on the LOCK 
signal and the TSL instruction. 
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Figure 3-17. Program Status Word 
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Figure 3-18. Channel State Save Area 
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point to, addresses in either the system space or 
the I/O space. The pointer registers may address 
either memory or I/O devices (lOP instructions 
do not distinguish between memory and I/O 
devices since the latter are memory-mapped). The 
tag bit associated with each register (figure 3-14) 
determines whether the register points to an 
address in the system space (tag=0) or the I/O 
space (tag=l)v 

The ecu sets or clears TP's tag bit depending on 
whether the command it receives from the CPU is 
** start channel program in system space," or 
**start channel program in I/O space." Channel 
programs alter the tag bits of GA, GB, GC, and 
TP by using different instructions for loading the 
registers. Briefly, a V*load pointer" instruction 
clears a tag bit, a **move" instruction sets a tag 
bit, and a '*move pointer" instruction moves a 
memory value (either or 1) to a tag bit. Section 
3.9 covers these instructions in detail. 

If a register points to the system space, all 20 bits 
are placed on the address lines to allow the full 
megabyte to be directly addressed. If a register 
points to the I/O space, the upper four bits of the 
address lines are undefined; the lower 16 bits are 
sufficient to access any location in the 64k byte 
I/O space. 

Concurrent Channel Operation 

Both channels may be active concurrently, but 
only one can actually run at a time. At the end of 



each internal cycle, the CCU lets one channel or 
the other execute the next internal cycle. No extra 
overhead is incurred by this channel switching. 
The basis for making the determination is a 
priority mechanism built into the lOP. This 
mechanism recognizes that some kinds of 
activities (e.g., DMA) are more important than 
others. Each activity that a channel can perform 
has a priority that reflects its relative importance 
(see table 3-3). 

Two new activities are introduced in table 3-3. 
When a DMA transfer terminates, the channel 
executes a short internal channel program. This 
DMA termination program adjusts TP so that the 
user's program resumes at the instruction 
specified when the transfer was setup (this is 
discussed in detail in section 3.4). Similarly, when 
a channel attention is recognized, the channel 
executes an internal program that examines the 
CCW and carries out its command. Both of these 
programs consist of standard 8089 instructions 
that are fetched from internal ROM. Intel 
Application Note AP-50, Debugging Strategies 
and Considerations for 8089 Systems, lists the 
instructions in these programs. Users monitoring 
the bus during debugging may see operands read 
or written by the termination or channel attention 
programs. The instructions themselves, however, 
will not appear on the bus as they are resident in 
the chip. 

Notice also that, according to table 3-3, a channel 
program may run at priority 3 or at priority 1. 



Table 3-3. Channel Priorities and Interleave Boundaries 



Channel Activity 


Priority 
(1= highest) 


Interleave Boundary | 


ByDMA 


By Instruction 


DMA transfer 

DMA termination sequence 

Channel program (chained) 

Channel attention sequence 

Channel program (not chained) 

Idle 


1 
1 
1 
2 
3 
4 


Bus cycle' 
Internal cycle 
Internal cycle^ 
Internal cycle 
Internal cycle^ 
Two clocks 


Bus cycle' 

None 

Instruction 

None 

Instruction 

Two clocks 



'DMA is not interleaved while LOCK is active. 
^Except TSL instruction; see section 3.7. 
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Channel program priority is determined by the 
chain bit in the channel control register. If this bit 
is cleared, the program runs at normal priority 
(3); if it is set, the program is said to be chained, 
and it runs at the same priority as DMA. Thus, 
the chain bit provides a way to raise the priority 
of a critical channel program. 

The CGU lets the channel with the highest priority 
run. If both channels are running activities with 
the same priority, the CCU examines the priority 
bits in the PSWs. If the priority bits are unequal, 
the channel with the higher value (1) runs. Thus, 
the priority bit serves as a '*tie breaker" when the 
channels are otherwise at the same priority level. 
The value of the priority bit in the PSW is loaded 
from a corresponding bit in the CCW; therefore, 
the CPU can control which channel will run when 
the channels are at the same priority level. The 
priority bit has no effect when the channel 
priorities are different. If both channels are at the 
same priority level and if both priority bits are 
equal, the channels run alternately without any 
additional overhead. 

The CCU switches channels only at certain points 
called interleave boundaries; these vary according 
to the type of activity running in each channel and 
are shown in table 3-3. In table 3-3 and in the 
following discussion, the terms **channel A'* and 
'^channel B" are used to identify two active chan- 
nels that are bidding for control of an lOP. 
**Channel A" is the channel that last ran and will 
run again unless the CCU switches to ^'channel 
B." Where the CCU switches from one channel 
(channel A) to another (channel B) depends on 
whether channel B is performing DMA or is 
executing instructions. For this determination, 
instructions in the internal ROM are considered 
the same as instructions executed in user-written 
channel programs (chained or not chained). Table 
3-3 shows that a switch from channel A to chan- 
nel B will occur sooner if channel B is running 
DMA. DMA, then, interleaves instruction execu- 
tion at internal cycle boundaries. Since instruc- 
tions are often composed of several internal 
cycles, instruction execution on channel A can be 
suspended by DMA on channel B (when channel 
A next runs, the instruction is resumed from the 
point of suspension). DMA on channel A is 
interleaved by DMA on channel B after any bus 
cycle (when channel A runs again, the DMA 
transfer sequence is resumed from the point of 
suspension). If both channels are executing pro- 
grams, the interleave boundaries are extended to 



instruction boundaries: a program on channel B 
will not run until channel A reaches the end of an 
instruction. Note that a DMA termination 
sequence or channel attention sequence on chan- 
nel A cannot be interleaved by instructions on 
channel B, regardless of channel B's priority. 
These internal programs are short, however, and 
will not delay channel B for long (see Chapter 4 
for timing information). 

Table 3-4 summarizes the channel switching 
mechanism with several examples. It is important 
to remember that channel switching occurs only 
when both channels are ready to run. In typical 
applications, one of the channels will be idle 
much of the time, either because it is waiting to be 
dispatched by the CPU or because it is waiting for 
a DMA request in a synchronized transfer. (Dur- 
ing a synchronized transfer, the channel is idle 
between DMA requests; for many peripherals, the 
channel will spend much more time idling than 
executing DMA cycles.) The real potential for one 
channel **shutting out" a priority 1 activity on the 
other channel is largely limited to unsynchronized 
DMA transfers and locked transfers (synchro- 
nized or unsynchronized). Long, chained channel 
programs and high-speed synchronized DMA will 
slow a priority 1 activity on the other channel, but 
will not shut it out because the channels will alter- 
nate (assuming their priority bits are equal). A 
chained channel program will shut out any lower 
priority activity on the other channel, including a 
channel attention. (The channel attention is 
latched by the lOP, however, so it will execute 
when the other channel drops to a lower priority.) 
Chained channel programs should therefore be 
used with discretion and should be made as short 
as possible. . 



3.3 Memory 



The 8089 can access memory components located 
in two different address spaces. The system space, 
which coincides with the CPU's memory space, 
may contain up to 1,048,576 bytes. The I/O 
space, which may either coincide with the CPU's 
I/O space or be local (private) to the lOP, may 
contain up to 65,536 bytes. Memory components 
in the system space should respond to the memory 
read and write commands issued by the 8288 Bus 
Controller. Memory components in the I/O space 
must respond to 8288 I/O read and write com- 
mands. Memory in either space may be 
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Table 3-4. Channel Switching Examples 



Channel A (Ran Last) 


Channel B 


Result 


Activity 


Chain 
Bit 


Priority 
Bit 


LOCK 


Activity 


Chain 
Bit 


Priority 
Bit 


DMA transfer 
DMA transfer 

Channel program 
Channel program 

Channel program 
DMA transfer 

Channel attention 

DMA transfer 
Channel program 
(TSL instruction) 


X 
X 

X 
X 

1 

X 

X 

X 



X 
X 




X 

1 

X 

X 
X 


Inactive 
Inactive 

Inactive 
Inactive 

Inactive 
Inactive 

Inactive 

Active 
Active 


Idle 

Channel attention 

Channel program 
Channel program 

Channel program 
Channel program 

Channel program 

Channel attention 
DMA transfer 


X 
X 

X 
X 



1 
1 

X 
X 


X 
X 

1 


X 

1 

X 

X 
X 


A runs. 

A runs until end of current 

transfer cycle; then B runs. 

B runs. 

A and B alternate by 

instruction. 

A runs. 

B runs one bus or internal 

cycle following each bus cycle 

run by A.* 

A runs if it has started the 

sequence; otherwise B runs. 

A runs until DMA terminates. 

A completes TSL instruction, 

LOCK goes inactive and B 

runs. 



*lf transfer is synchronized, B also runs when A goes idle between transfer cycles. 



implemented like 8086 memory (16-bit words split 
into even- and odd-addressed 8-bit banks) or 8088 
memory (a single 8-bit bank). See Chapter 4 for 
physical implementation considerations. 
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Storage Organization 

From a software point of view, both 8089 
memory spaces are organized as unsegmented 
arrays of individually addressable 8-bit bytes 
(figure 3-19). Instructions and data may be stored 
at any address without regard for alignment 
(figure 3-20). 

The lOP views the system space differently from 
the 8086 or 8088 with which it typically shares the 
space. The 8086 and 8088 differentiate between a 
location's logical (segment and offset) address 
and its physical (20-bit) address. 

The 8089 does not **see" the logically segmented 
structure of the memory space; it uses its 20^bit 
pointer registers to access all locations in the 
system space by their physical addresses. Memory 
in the 8089 I/O space is treated similarly except 
that only 16 bits are needed to address any 
location. 
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Figure 3-19. Storage Organization 
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Figure 3-20. Instruction and Variable Storage 
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Following Intel convention, word data is stored 
with the most-significant byte in the higher 
address (see figure 3-21). The 8089 recognizes the 
doubleword pointer variable used by the 8086 and 
8088 (figure 3-22). The lower-addressed word of 
the pointer contains an offset value, and the 
higher-addressed word contains a segment base 
address. Each word is stored conventionally, with 
the higher-addressed byte containing the most- 
significant eight bits of the word. The 8089 can 
convert a doubleword pointer into a 20-bit 
physical address when it is loaded into a pointer 
register to address system memory. A special 3- 
byte variable, called a physical address pointer 
(figure 3-23), is used to save and restore pointer 
registers and their associated tag bits. 



Dedicated and Reserved Memory 
Locations 

The extreme low and high addresses of the system 
space are dedicated to specific processor func- 
tions or are reserved for use by other Intel hard- 



724 H 



5 
0101 



725H 



5 
0101 



HEX 
BINARY 



VALUE OF WORD STORED AT 724H: 5502H 



ware and software products; the locations are OH 
through 7FH (128 bytes) and FFFFOH through 
FFFFFH (16 bytes), as shown in figure 3-24. The 
low addresses are used for part of the 8086/8088 
interrupt pointer table. Locations FFFFOH- 
FFFFBH are used for 8086, 8088 and 8089 startup 
sequences; the remaining locations are reserved 
by Intel. 

If an lOP is configured locally, its I/O space coin- 
cides with the CPU's I/O space, and it must 
respect the reserved addresses F8H-FFH. The 
entire I/O space of a remotely-configured lOP 
may be used without restriction. 

Using any dedicated or reserved addresses may 
inhibit the compatibility of a system with current 
or future Intel hardware and software products. 

Dynamic Relocation 

The 8089 is very well-suited to environments in 
which programs do not occupy static memory 
locations, but are moved about during execution. 
Dynamic code relocation allows systems to make 
efficient use of limited memory resources by 
transferring programs between external storage 
and memory, and by combining scattered free 
areas of memory into larger, more useful, con- 
tinuous spaces. 

lOP channel programs are inherently position- 
independent, the only restriction being that chan- 
nel programs that transfer to each other or 
share data must be moved as a unit. Since the lOP 



Figure 3-21 . Storage of Word Variables 
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Figure 3-22. Storage of Doubleword Pointer Variables 
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Figure 3-23. Storage of Physical Address 
Pointer Variables 
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Figure 3-24. Reserved Memory Locations 



receives the address of a channel program and its 
associated parameter block when it is dispatched 
by the CPU, the location of these blocks is 
immaterial and can change from one dispatch to 
the next. (Note, however, that the channel control 
block cannot be moved without reinitializing the 
lOP.) Typically, then, the CPU would direct the 
movement of lOP channel programs and 
parameter blocks. These blocks, of course, can- 
not be moved while they are in use. 

While the CPU may be in charge of relocation, 
the lOP is an excellent vehicle for performing the 
actual transfer of channel programs, parameter 
blocks, and CPU programs as well. A very simple 
channel program can transfer code between 
memory locations by DMA much faster than the 
equivalent CPU instructions, and transfers 
between disk and memory also can be performed 
more efficiently. 



Memory Access 

Memory accesses are always performed using a 
pointer register and its associated tag bit. The tag 
bit indicates whether the access is to the system 
space (tag=0) or the I/O space (tag=l). The 
pointer register contains the base address of the 
location; i.e., the pointer register is used as a base 
register. Only the low-order 16 bits of the pointer 



register are used for I/O space locations; all 20 
bits are used for system space addresses. Different 
types of memory accesses use base registers as 
shown in table 3-5. The 8089 addressing modes 
allow the base address of a memory operand to be 
modified by other registers and constant values to 
yield the effective address of the operand (see sec- 
tion 3.8). 

Notice that table 3-5 indicates that memory 
operands may be addressed using register PP in 
addition to GA, GB, and GC. PP is maintained 
by the lOP and can neither be read nor written by 
a channel program; it can be used, however, to 
access data in the parameter block. PP has no 
associated tag bit; a reference to it implies the 
system space, where a parameter block always 
resides. 



Table 3-5. Base Register Use in Memory Access 



Memory Access 


Base Register 


Instruction Fetch 


TP 


DMA Source 


GAorGB' 


DMA Destination 


GAorGB' 


DMA Translate Table 


GC 


Memory Operand 


GAorGBorGCorPP^ 



'As specified in CC register 
'As specified in instruction 
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The lOP is told the physical widths of the system 
and I/O buses when it is initialized. If a bus is 
eight bits wide, the lOP accesses memory on this 
bus likp an 8088. Instruction fetches and operand 
reads and writes are performed one byte at a time; 
one bus cycle is run for each memory access. 
Word operands are accessed in two cycles, com- 
pletely transparent to software. Instruction 
fetches are made as needed, and the instruction 
stream is not queued. 

The lOP accesses memory on a 16-bit bus like an 
8086. As mentioned in the previous section, the 
instruction stream is generally fetched in words 
from even addresses with the second byte held in 
the one-byte queue. If a word operand is aligned 
(i.e., located at an even address), the 8089 will 
access it in a single 16-bit bus cycle. If a word 
operand is unaligned (i.e., located at an odd 
address), the word will be accessed in two con- 
secutive 8-bit bus cycles. Byte operands are 
always accessed in 8-bit bus cycles. 

For memory on 16-bit buses, performance is 
improved and bus contention is reduced if word 
operands are stored at even addresses. The 
instruction queue tends to reduce the effect of 
alignment on instructions fetched on a 16-bit bus, 
In tight loops, performance can be increased by 
word-aligning transfer targets. 

Notice that the correct operation of a program is 
completely independent of memory bus width. A 
channel program written for one system that uses 
an 8-bit memory bus will execute without 
modification if the bus is increased to 16 bits. It is 
good practice, though, to write all programs as 
though they are to run on 16-bit systems; i.e., to 
align wOrd operands. Such programs will then 
make optimal use of the bus in whatever system 
they are run. 



3.4 Input/Output 



The 8089 combines the programmed I/O 
capabilities of a CPU with the high-speed block 
transfer facility of a DMA controller. It also pro- 
vides additional features (e.g., compare and 
translate during DMA) and is more flexible than a 
typical CPU or DMA controller. The 8089 
transfers data from a source address to a destina- 
tion address. Whether the component mapped 



into a given address is actually memory or I/O is 
immaterial. All addresses in both the system and 
I/O spaces are equally accessible, and transfers 
may be made between the two spaces as well as 
within either address space. 



Programmed I/O 

A channel program performs I/O similar to the 
way a CPU communicates with memory-mapped 
I/O devices. Memory reference instructions per- 
form the transfer rather than '^dedicated" I/O 
instructions, such as the 8086/8088 IN and OUT 
instructions. Programmed I/O is typically used to 
prepare a device controller for a DMA transfer 
and to obtain status/result information from the 
controller following termination of the transfer. 
It may be used, however, with any device whose 
transfer rate does not require DMA. 



I/O Instructions 

Since the 8089 does not distinguish between 
memory components and I/O devices, any 
instruction that accepts a byte or word memory 
operand can be used to access an I/O device. 
Most memory reference instructions take a source 
operand or a destination operand, or both. The 
instructions generally obtain data from the source 
operand, operate on the data, and then place the 
result of the operation in the destination operand. 
Therefore, when a source operand refers to an 
address where an I/O device is located, data is 
input from the device. Similarly, when a destina- 
tion operand refers to an I/O device address, data 
is output to the device. 

Most I/O device controllers have one or more 
internal registers that accept commands and 
supply status or result information. Working with 
these registers typically involves: 



reading or writing the entire register; 

setting or clearing some bits in a register while 

leaving others alone; or 

testing a single bit in a register. 



Table 3-6 shows some of the 8089 instructions 
that are useful for performing these kinds of 
operations. Section 3.7 covers the 8089 instruc- 
tion set in detail. 
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Table 3-6. Memory Reference Instructions 
Used for I/O 



Instruction 


Effect on I/O Device 


MOV/MOVB 


Read or write word /byte 


AND/ANDB 


Clear multiple bits in word/byte 


OR/ORB 


Set multiple bits in word/byte 


CLR 


Cleaf single bit (in byte) 


SET 


Set single bit (in byte) 


JBT 


Read (byte) and jump if 
single bit =1 


JNBT 


Read (byte) and jump if 
single bit =0 



Device Addressing 



Since memory reference instructions are used to 
perform programmed I/O, device addressing, is 
very similar to memory addressing. An operand 
that refers to an I/O device always specifies one 
of the pointer registers GA, GB, or GC (PP is 
legal, but an I/O device would not normally be 
mapped into a parameter block). The base 
address of the device is taken from the specified 
pointer register. Any of the memory addressing 
modes (see section 3.8) may be used to modify the 
base address to produce the effective (actual) 
address of the device. The pointer register's tag 
bit locates the device in the system space (tag=0) 
or in the I/O space (tag=l). If the device is in 
the I/O space, only the low-order 16 bits of the 
pointer register are used for the base address; all 
20 bits are used for a system space address. The 
lOP's system and I/O spaces are fully compatible 



with the corresponding address spaces of the 
other 8086 family processors . 



I/O BusTransfers 



Table 3-7 shows the number of bus cycles the lOP 
runs for all combinations of bus size, transfer size 
(byte or word), and transfer address (even or 
odd). Bus width refers to the physical bus 
implementation; the instruction mnemonic deter- 
mines whether a byte or a word is transferred. 



Both 8- and 16-bit devices may reside on a 16-bit 
bus. All 16-bit devices should be located at even 
addresses so that transfers will be performed in 
one bus cycle. The 8-bit devices on a 16-bit bus 
may be located at odd or even addresses. The 
internal registers in an 8-bit device on a 16-bit bus 
must be assigned all-odd or all-even addresses 
that are two bytes apart (e.g., IH, 3H, 5H, or 2H, 
4H, 6H). AH 8-bit peripherals should be refer- 
enced with byte instructions, and 16-bit devices 
should be referenced with word instructions. 
Odd-addressed 8-bit devices must be able to 
transfer data on the upper eight bits of the 16-bit 
physical data bus. 



Only 8-bit devices should be connected to an 8-bit 
bus, and these should only be referenced with 
byte instructions. An 8-bit device on an 8-bit bus 
may be located at an odd or even address, and its 
internal registers may be assigned consecutive 
addresses (e.g., IH, 2H, 3H). Assigning all-odd 
or all-even addresses, however, will simplify con- 
version to a 16-bit bus at a later date. 



Table 3-7. Programmed I/O Bus Transfers 



Bus Width: 


8 


16 


Instruction: 


byte 


word* 


byte 


word 


Device Address: 


even 


odd 


even 


odd 


even 


odd 


even 


odd* 


Bus Cycles: 


1 


1 


2 


2 


1 


1 


1 


2 



* not normally used 
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DMA Transfers 

In addition to byte- and word-oriented pro- 
grammed I/O, the 8089 can transfer blocks of 
data by direct memory access. A block may be 
transferred between any two addresses; memory- 
to-memory transfers are performed as easily as 
memory-to-port, port-to-memory or port-to-port 
exchanges. There is no limitation on the size of 
the block that can be transferred except that the 
block cannot exceed 64k bytes if byte count ter- 
mination is used. A channel program typically 
prepares for a DMA transfer by writing com- 
mands to a device controller and initializing chan- 
nel registers that are used during the transfer. No 
instructions are executed during the transfer, 
however, and very high throughput speeds can be 
achieved. 



parameters. If this type of controller is being 
used, the channel program instruction that sends 
the last parameter should follow the 8089 XFER 
instruction. (The XFER instruction places the 
channel in DMA mode after the next instruction; 
this is explained in more detail later in this 
section.) 



Preparing the Channel 

For a channel to perform a DMA transfer, it must 
be provided with information that describes the 
operation. The channel program provides this 
information by loading values into channel 
registers and, in one case, by executing a special 
instruction (see table 3-8). 



Preparing the Device Controller 

Most controllers that can peform DMA transfers 
are quite flexible in that they can perform several 
different types of operations. For example, an 
8271 Floppy Disk Controller can read a sector, 
write a sector, seek to track 0, etc. The controller 
typically has one or more internal registers that 
are '^programmed'' to perform a given operation. 
Often, certain registers will contain status 
information that can be read to determine if the 
controller is busy, if it has detected an error, etc. 

An 8089 channel program views these device 
registers as a series of memory locations. The 
channel program typically places the device's base 
address in a pointer register and uses programmed 
I/O to communicate with the registers. 

Some controllers start a DMA transfer 
immediately upon receiving the last of a series of 



Source and Destination Pointers. One 

register is loaded to point to the transfer source; 
the other points to the destination. A bit in the 
channel control register is set to indicate which 
register is the source pointer. If a register is 
pointed at a memory location, it should contain 
the address where the transfer is to begin — i.e., 
the lowest address in the buffer. The channel 
automatically increments a memory pointer as the 
transfer proceeds. If the tag bit selects the I/O 
space, the upper four bits of the register are 
ignored; if the tag selects the system space, all 20 
bits are used. The source and destination may be 
located in the same or in different address spaces. 



Translate Table Pointer. If the data is to be 
translated as it is transferred, GC should be 
pointed at the first (lowest-addressed) byte in a 
256-byte translation table. The table may be 
looated in either the system or I/O space, and GC 



Table 3-8. DMA Transfer Control Information 



Information 


Register or Instruction 


Required or Optional 


Source Pointer 


GAorGB 


Required 


Destination Pointer 


GAorGB 


Required 


Translate Table Pointer 


GC 


Optional 


Byte Count 


BC 


Optional 


Mask/Compare Values 


MC 


Optional 


Logical Bus Width 


WID 


Optional* 


Channel Control 


CC 


Required 



*Must be executed once following processor RESET. 
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should be loaded by an instruction that sets or 
dears its tag bit as appropriate. The translate 
operation is only defined for byte data; source 
and destination logical bus widths must both be 
set to eight bits. 

The channel translates a byte by treating it as an 
unsigned 8-bit binary number. This number is 
added to the content of register GC to form a 
memory address; GC is not altered by the opera- 
tion. If GC points to the I/O space, its upper four 
bits are ignored in the operation. The byte at this 
address (which is in the translate table) is then 
fetched from memory, replacing the source byte. 
Figure 3-25 illustrates the translate process. 



Byte Count. If the transfer is to be terminated 
on byte count— i.e., after a specific number of 
bytes have been transferred— the desired count 
should be loaded into register BC as an unsigned 
16-bit number. The channel decrements BC as the 
transfer proceeds, whether or not byte count ter- 
mination has been specified. There are cases 
(discussed later in this section) where the dif- 



ference between BC's value before and after the 
transfer does not accurately reflect the number of 
bytes transferred to the destination. 



Mask/Compare Values. If the transfer is to be 
terminated when a byte (possibly translated) is 
found equal or unequal to a search value, MC 
should be loaded as described in section 3.2. MC 
is not altered during the transfer. Normally, the 
logical destination bus width is set to eight bits 
when transferred data is being compared. If the 
logical destination width is 16 bits, only the low- 
order byte of each word is compared. 



Logical Bus Width. The 8089 WID (logical bus 
width) instruction is used to set the logical width 
of the source and destination buses for a DMA 
transfer. Any bus whose physical width is eight 
bits can only have a logical width of eight bits. A 
16-bit physical bus, however, can have a logical 
width of 8 or 16 bits; i.e., it can be used as either 
an 8-bit or 16-bit bus in any given transfer. 
Logical bus widths are set independently for each 
channel. 



2 



y< 



GC 



ED 

SOURCE BYTE 



2 2 



TRANSLATE TABLE 
IN SYSTEM OR I/O SPACE 



3 F 



4 C 



6 6 



A A 



TRANSLATE ADDRESS 



1 9 



8 7 



6 6 



TO DESTINATION 



TRANSLATED BYTE 



Figure 3-25. Translate Operation 
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For a transfer to or from an I/O device on a 
16-bit physical bus, the logical bus width should 
be set equal to the peripheral's width; i.e., 8 or 16 
bits. Transfers to or from 16-bit memory will run 
at maximum speed if the logical bus width is set to 
16 since the channel will fetch/store words. In the 
following cases, however, the logical width 
should be set to 8: 

• the data is being translated, 

• the data is being compared under mask, and 
the 16-bit memory is the destination of the 
transfer. 

The WID instruction sets both logical widths and 
remains in effect until another WID instruction is 
executed. Following processor reset, the settings 
of the logical bus widths are unpredictable. 
Therefore, the WID instruction must be executed 
before the first DMA transfer. 



Channel Control. The 16 bits of the CC register 
are divided into 10 fields that specify how the 
DMA transfer is to be executed (see figure 3-26). 
A channel program typically sets these fields by 
loading a word into the register. 

The function field (bits 15-14) identifies the 
source and destination as memory or ports (I/O 
devices). During the transfer, the channel 
increments source/destination pointer registers 
that refer to memory so that the data will be 
placed in successive locations. Pointers that refer 
to I/O devices remain constant throughout the 
transfer. 

The translate field (bit 13) controls data transla- 
tion. If it is set, each incoming byte is translated 
using the table pointed to by register GO. 
Translate is defined only for byte transfers; the 
destination bus must have a logical width of eight. 

The synchronization field (bits 12-11) specifies 
how the transfer is to be synchronized. 
Unsynchronized (*'free running") transfers are 
typically used in memory-to-memory moves. The 
channel begins the next transfer cycle immediately 
upon completion of the current cycle (assuming it 
has the bus). Slow memories, which cannot run as 
fast as the channel, can extend bus cycles by 
signaling **not ready" to the 8284 Clock 
Generator, which will insert wait states into the 
bus cycle. A similar technique may be used with 
peripherals whose speed exceeds the channel's 



ability to execute a synchronized transfer: in 
effect, the peripheral synchronizes the transfer 
through the use of wait states. Chapter 4 discusses 
synchronization in more detail. 

Source synchronization is typically selected when 
the source is an I/O device and the destination is 
memory. The I/O device starts the next transfer 
cycle by activating the channel's DRQ (DMA 
request) line. The channel then runs one transfer 
cycle and waits for the next DRQ. 

Destination synchronization is most often used 
when the source is memory and the destination is 
an I/O device. Again, the I/O device controls the 
transfer frequency by signaling on DRQ when it is 
ready to receive the next byte or word. 

The source field (bit 10) identifies register GA or 
GB as the source pointer (and the other as the 
destination pointer). 

The lock field (bit 9) may be used to inst ruct the 
channel to assert the processor's bus lock (LOCK) 
signal during the t ransfer . In a source- 
synchronized transfer, LOCK is active from the 
time the first DMA request is received until the 
channel enters the termination sequen ce. In a 
destination-synchronized transfer LOCK is active 
from the first fetch (which precedes the first 
DMA request) until the channel enters the ter- 
mination sequence. 

The chain field (bit 8) is not used during the 
transfer. As discussed previously, setting this 
bit raises channel program execution to priority 
level 1 . 

The terminate on single transfer field (bit 7) can 
bQ used to cause the channel to run one complete 
transfer cycle only— i.e., to transfer one byte or 
word and immediately resume channel program 
execution. When single transfer is specified, any 
other termination conditions are ignored. Single 
transfer termination can be used with low-speed 
devices, such as keyboards and communication 
lines, to translate and/or compare one byte as it 
transferred. 

The three low-order fields in register CC instruct 
the channel when to terminate the transfer, 
assuming that single transfer has not been 
selected. Three termination conditions may be 
specified singly or in combination. 
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TR 


SYN 

L_ 
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C 


TS 


TX 


TBC 


TMC 1 



FUNCTION 

PORT TO PORT 
MEMORYTOPORT 
PORT TO MEMORY 
MEMORY TO MEMORY 

TRANSLATE 

NO TRANSLATE 
TRANSLATE 

SYNCHRONiZATiON 

NO SYNCHRONIZATION 
SYNCHRONIZE ON SOURCE 
SYNCHRONIZE ON DESTINATION 
RESERVED BY INTEL 

SOURCE 

GA POINTS TO SOURCE 
GB POINTS TO SOURCE 

LOCK 



NO LOCK 

1 ACTUATE LOCK DURING TRANSFER 

C CHAIN 

NO CHAINING 

1 CHAINED: RAISE TB TO PRIORITY 1 

TS TERMINATE ON SINGLE TRANSFER 

NO SINGLE TRANSFER TERMINATION 

1 TERMINATE AFTER SINGLE TRANSFER 

TX TERMINATE ON EXTERNAL SIGNAL 

00 NO EXTERNAL TERMINATION 

01 TERMINATE ON EXT ACTIVE; OFFSET = 

10 TERMINATE ON EXT ACTIVE; OFFSET = 4 

11 TERMINATE ON EXT ACTIVE; OFFSET = 8 

TBC TERMINATE ON BYTE COUNT 

00 NO BYTE COUNT TERMINATION 

01 TERMINATE ON BC = 0; OFFSET = 

10 TERMINATE ON BC = 0; OFFSET = 4 

11 TERMINATE ON BC = 0; OFFSET = 8 

TMC TERMINATE ON MASKED COMPARE 

000 NO MASK/COMPARE TERMINATION 

001 TERMINATE ON MATCH; OFFSET = 
010 TERMINATE ON MATCH; OFFSET = 4 
Oil TERMINATE ON MATCH; OFFSET = 8 

100 (NO EFFECT) 

101 TERMINATE ON NON-MATCH; OFFSET = 

110 TERMINATE ON NON-MATCH; OFFSET = 4 

111 TERMINATE ON NON-MATCH; OFFSET = 8 



Figure 3-26. Channel Control Register Fields 
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External termination allows an I/O device 
(typically, the one that is synchronizing the 
transfer) to stop the transfer by activating the 
channel's EXT (external terminate) line. If byte 
count termination is selected, the channel will 
stop when BC=0. If masked compare termination 
is specified, the channel will stop the transfer 
when a byte is found that is equal or unequal (two 
options are available) to the low-order byte in MC 
as masked by MC*s high-order byte. The byte that 
stops the termination is transferred. If translate 
has been specified, the translated byte is 
compared. 

When a DMA transfer ends, the channel adds a 
value called the termination offset to the task 
pointer and resumes channel program execution 
at that point in the program. The termination off- 
set may assume a value of 0, 4, or 8. Single 
transfer termination always results in a termina- 
tion offset of 0. Figure 3-27 shows how the ter- 
mination offsets can be used as indices into a 
three-element **jump table" that identifies the 
condition that caused the termination. 

As an example of using the jump table, consider a 
case in which a transfer is to terminate when 80 
bytes have been transferred or a linefeed 
character is detected, whichever occurs first. The 
program would load 80H into BC and OOOAH 
into MC (ASCII line feed, no bits masked). The 
channel program could assign byte count termina- 
tion an offset of and masked compare termina- 
tion an offset of 4. If the transfer is terminated by 
byte count (no linefeed is found), the instruction 
at location TP + will be executed first after the 
termination. If the linefeed is found before the 
byte count expires, the instruction at TP-H4 will 
be executed first. The LJMP (long unconditional 
jump, see section 3.7) instruction is four bytes 
long and can be placed at TP-hO and TP4-4 to 
cause the channel program to jump to a different 
routine, depending on how the transfer 
terminates. 

If the transfer can only terminate in one way and 
that condition is assigned an offset of 0, there is 
no need for the jump table. Code which is to be 
unconditionally executed when the transfer ends 
can immediately follow the instruction after 
XFER. This is also the case when single transfer is 
specified (execution always resumes at TP + 0). 

It is possible, however, for two, or even three, ter- 
mination conditions to arise at the same time. In 



1 



I XFER I 

I WID B.B Y* (COULD BE A DIFFERENT INS TRUCTION) 

rPERFORM TRANSFER /^ TRANSFER A 
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[tp+ot 




LJMPOFFSET_0_CODE 
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OFFSET_0_CODE:| 



I 

_4_C0DE:r- 
*>E} 

L 

„.8_C0DE:r" 
*E3 



Figure 3-27. Termination Jump Table 



the preceding example, this would occur if the 
80th character were a linefeed. When multiple ter- 
minations occur simultaneously, the channel 
indicates that termination resulted from the con- 
dition with the largest offset value. In the 
preceding example, if byte count and search ter- 
mination occur at the same time, the channel pro- 
gram resumes at TP -f- 4. 



Beginning the Transfer 

The 8089 XFER (transfer) instruction puts the 
channel into DMA transfer mode after the 
following instruction has been executed. This 
technique gives the channel time to set itself up 
when it is used with device controllers, such as the 
8271 Floppy Disk Controller, that begin transfer- 
ring immediately upon receipt of the last in a 
series of parameters or commands. If the transfer 
is to or from such a device, the last parameter 
should be sent to the device after the XFER 
instruction. If this type of device is not being 
used, the instruction following XFER would 
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typically send a **start*' command to the con- 
troller. If a memory-to-memory transfer is being 
made, any instruction may follow XFER except 
one that alters GA, GB, or CC. The HLT instruc- 
tion should normally not be coded after the 
XFER; doing so clears the channel's BUSY flag, 
but allows the DMA transfer to proceed. 



DMA Transfer Cycle 

A DMA transfer cycle is illustrated in figure 3-28; 
a complete transfer is a series of these cycles run 
until a termination cohditioh is encountered. The 
figure is deliberately simplified to explain the 
general operation of a DMA transfer; in par- 
ticular, the updating of the source and destination 
pointers (GA and GB) can be more complex than 
the figure indicates. Notice that it is possible to 
start an unending transfer by not specifying a ter- 
mination condition in CC or by specifying a con- 
dition that never occurs; it is the programmer's 
responsibility to ensure that the transfer eventu- 
ally stops. 

If the transfer is source-synchronized, the channel 
waits until the synchronizing device activates the 
channel's DRQ line. The other channel is free to 
run during this idle period. The channel fetches a 
byte or a word, depending on the source address 
(contained in GA or GB) and the logical bus 
width. Table 3-9 shows how a channel performs 
the fetch/store sequence for all combinations of 
addresses and bus widths. If the destination is on 
a 16-bit logical bus and the source is on an 8-bit 
logical bus, and the transfer is to an even address, 
the channel fetches a second byte and assembles a 
word internally. During each fetch, the channel 
decrements BC according to whether a byte or 
word is obtained. Thus BC always indicates the 
number of bytes fetched. 

The channel samples its EXT line after every bus 
cycle in the transfer. If EXT is recognized after 
the first of two scheduled fetches, the second 
fetch is not run. After the fetch sequence has been 
completed, the channel translates the data if this 
option is specified in CC. 



If a word has been fetched or assembled, and 
bytes are to be stored (destination bus is eight bits 
or transfer is to an odd address), the channel 
disassembles the word into two bytes. If the 
transfer is destination-synchronized (only one 



Table 3-9. DMA Transfer 

Assembly/Disassembly 



Address 

(Source-^ 

Destination) 



EVEN->EVEN 
EVEN->ODD 
ODD->EVEN 
ODD-ODD 



Logical Bus Width 
Source-»Destination) 



8->8 



B-B 
B-^B 
B-B 
B-B 



8-16 16-8 16-16 



B/B-W 
B-B 
B/B-W 
B-B 



W-B/B 
W-B/B 
B-B 
B-B 



W-W 
W-B/B 
B/B-W 
B-B 



B= Byte Fetched or Stored in 1 Bus Cycle 
W= Word Fetched or Stored in 1 Bus Cycle 
B/B= 2 Bytes Fetched or Stored in 2 Bus Cycles 



type of synchronization may be specified for a 
given transfer), the channel waits for DRQ before 
running a store cycle. It stores a word or the 
lower-addressed byte (which may be the only byte 
or the first of two bytes). Table 3-9 shows the 
possible combinations of even/odd addresses and 
logical bus widths that define the store cycle. 
Whenever stores are to memory on a 16-bit logical 
bus, the channel stores words, except that bytes 
may be stored on the first and last cycles. 

the channel samples EXT again after the first 
store cycle and, if it is active, the channel prevents 
the second store cycle from running. If specified 
in the CC register, the low-order byte is compared 
to the value in MC. A **hit" on the comparison 
(equal or unequal, as indicated in CC) also 
prevents the second of two scheduled store cycles 
from running. In both of these cases, one byte has 
been *'overf etched," and this is reflected in BC's 
value. It would be unusual, however, for a syn- 
chronizing device to issue EXT in the midst of a 
DMA cycle. Note also that EXT is valid only 
when DRQ is inactive. Chapter 4 covers the tim- 
ing requirements for these two signals in detail. 

GA and GB are updated next. Only memory 
pointers are incremented; pointers to I/O devices 
remain constant throughout the transfer. 

If any termination condition has occurred during 
this cycle, the channel stops the transfer. It uses 
the content of the CC register to assign a value to 
the termination offset, to reflect the cause of the 
termination. The channel adds this offset to TP 
and resumes chainnel program execution at the 
location now addressed by TP. This offset will 
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Figure 3-28. Simplified DMA Transfer Flowchart 



always be zero, four, or eight bytes past the end 
of the instruction following the XFER instruc- 
tion. 

If no termination condition is detected and 
another byte remains to be stored, the channel 
stores this byte, waiting for DRQ if necessary, 
and updates the source and destination pointers. 
After the store, it again checks for termination. 



Following the Transfer 



A DMA transfer updates register BC, register GA 
(if it points to memory), and register GB (if it 
points to memory). If the original contents of 
these registers are needed following the transfer, 
the contents should be saved in memory prior to 
executing the XFER instruction. 
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A program may determine the address of the last 
byte stored by a DMA transfer by inspecting the 
pointer registers as shown in table 3-10. The 
number of bytes stored is equal to: 

last_byte_address — first_byte_address + 1. 

For port-to-port transfers, the number of bytes 
transferred can be determined by subtracting the 
final value of BC from its original value provided 
that: 

• the original BC> final BC, 

• a transfer cycle is not '^chopped off" before 
it completes by a masked compare or exter- 
nal termination, 

In general, programs should hot use the contents 
of GA, GB and BC following a transfer except as 
noted above and in table 3-10. This is because the 
contents of the registers are affected by numerous 
conditions, particularly when the transfer is ter- 
minated by EXT. In particular, when a program 
is performing a sequence of transfers, it should 
reload these registers before each transfer. 



The 8089's TSL (test and set while locked) in- 
struction enables it to share a resource, such as a 
buffer, with other processors by means of 
semaphore (see section 2.5 for a discussion of the 
use of semaphores to control access to shared 
resources). Finally, the 8089 can lock the system 
bus for the duration of a DMA transfer to ensure 
that the transfer completes without interference 
from other processors on the bus. 

In the remote configuration, the 8089 is electric- 
ally compatible with Intel's Multibus™ multi- 
master bus design. This means that the power and 
convenience of 8089 I/O processing can be used 
in 8080- or 8085-based systems that implement the 
Multibus protocol or a superset of it. This 
includes single-board computers such as Intel's 
iSBC 80/20"^^ and iSBC 80/30TM boards. In addi- 
tion, the lOP can access other iSBC board 
products such as memory and communications 
controllers. 

Bus Arbitration 



3.5 Multiprocessing Features 



The 8089 shares the multiprocessing facilities 
common to the 8086 family of processors. It has 
on-chip logic for arbitrating the use of the local 
bus with a CPU or another lOP; system bus 
arbitration is delegated to an 8289 Bus Arbiter. 



The 8089 shares its system bus with a CPU, and 
may also share its I/O bus with an lOP or another 
CPU. Only one processor at a time may drive a 
bus. When two (or more) processors want to use a 
shared bus, the system must provide an arbitra- 
tion mechanism that will grant the bus to one of 
the processors. This section describes the bus 
arbitration facilities that may be used with the 
8089 and covers their applicability to different 
lOP configurations. 



Table 3-10. Address of Last Byte Stored 



Termination 


Source 


Destination 


Synchronization 


Last Byte Stored 


byte count 


memory 

memory 

port 


memory 

port 
memory 


any 
any 
any 


destination pointer', 

source pointer 
destination pointer 


masked compare 


memory 

memory 

port 


memory 

port 
memory 


any 
any 
any 


destination pointer 

source pointer 
destination pointer 


external 


memory 

memory 

port 


memory 

port 
memory 


unsynchronized 

destination 

source 


destination pointer 

source pointer' 
destination pointer 



'Source pointer may also be used: 

Mf transfer Is 8/ B-*W, source pointer must be decremented by 1 to point to last byte transferred. 
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Request/Grant Line 

When an 8089 is directly connected to 
another 8089, an 8086 or an 8088, the 
RQ/GT (request/grant) lines built into all of 
these processors are used to arbitrate use of a 
local bus. In the local mode, RQ/GT is used 
to control access to both the system and the 
I/O bus. 

As discussed in section 2.6, the CPU's 

request/grant lines (RQ/GTO and RQ/GT 1) 
operate as follows: 

• an external processor sends a pulse to the 
CPU to request use of the bus; 

• the CPU finishes its current bus cycle, if one 
is in progress, and sends a pulse to the pro- 
cessor to indicate that it has been granted the 
bus; and 

• when the external processor is finished with 
the bus, it sends a final pulse to the CPU, to 
indicate that it is releasing the bus. 

The 8089's request/grant circuit can operate in 
two modes; the mode is selected when the lOP is 
initialized (see section 3.6). Mode is compatible 
with the 8086/8088 request/grant circuit and 
must be specified when the 8089's RQ/GT line is 
connected to RQ/GTO or RQ/GTl of one of 
these CPUs. Mode may be specified when 
RQ/GT of one 8089 is tied to RQ/GT of another 
8089. When mode is used with a CPU, the CPU 
is designated the master, and the lOP is 
designated a slave. When mode is used with 
another lOP, one lOP is the master, and the other 
is the slave. Master/slave designation also is made 
at initialization time as discussed in section 3.6. 
The master has the bus when the system is in- 
itialized and keeps the bus until it is requested by 
the slave. When the slave requests the bus, the 
master grants it if the master is idle. In this sense, 
the CPU becomes idle at the end of the current 
bus cycle. An lOP master, on the other hand, 
does not become idle until both channels have 
halted program execution or are waiting for DMA 
requests. Once granted the bus, the slave (always 
an lOP) uses it until both channels are idle, and 
then releases it to the master. In mode 0, the 
master has no way of requesting the slave to 
return the bus. 

Mode 1 operation of the request/grant lines may 
only be used to arbitrate use of a private I/O bus 



between two lOPs. In this case, one lOP is 
designated the master, and the other is designated 
the slave. However, the only difference between a 
master and a slave running in mode 1 is that the 
master has the bus at initialization time. Both 
processors may request the bus from each other at 
any time. The processor that has the bus will 
grant it to the requester as soon as one of the 
following occurs on either channel: 



• an unchained channel program instruction is 
completed, or 

• a channel goes idle due to a program halt or 
the completion of a synchronized transfer 
cycle (the channel waits for a DMA request). 

Execution of a chained channel program, a DMA 
termination sequence, a channel attention 
sequence, or a synchronized DMA transfer (i.e., a 
high-priority operation) on either channel 
prevents the lOP from granting the bus to the 
requesting lOP. 



The handshaking sequence in mode 1 is: 

• the requesting processor pulses once on 
RQ/GT; 

• the processor with the bus grants it by 
pulsing once; and 

• if the processor granting the bus wants it 
back immediately (for example, to fetch the 
next instruction), it will pulse RQ/GT again, 
two clocks after the grant pulse. 



The fundamental difference between the two 
modes is the frequency with which the bus can be 
switched between the two processors when both 
are active. In mode 0, the processor that has the 
bus will tend to keep it for relatively long periods 
if it is executing a channel program. Mode 1 in 
effect places unchained channel programs at a 
lower priority since the processor will give up the 
bus at the end of the next instruction. Therefore, 
when both processors are running channel pro- 
grams or synchronized DMA, they will share the 
bus more or less equally. When a processor 
changes to what woiild typically be considered a 
higher-priority activity such as chained program 
execution or DMA termination, it will generally 
be able to obtain the bus quickly and keep the bus 
for the duration of the more critical activity. 
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8289 Bus Arbiter 

When an lOP is configured remotely, an 8289 Bus 
Arbiter is used to control its access to the shared 
system bus (the GPU also has its own 8289). In a 
remote cluster of two lOPs or an lOP and a GPU, 
one 8289 controls access to the system bus for 
both processors in the cluster. The 8289 has 
several operating modes; when used with an 8089, 
the 8289 is usually strapped in its lOB (I/O 
Peripheral Bus) mode. 

The 8289 monitors the lOP's status lines. When 
these indicate that the lOP needs a cycle on the 
system bus, and the lOP does not presently have 
the bus, the 8289 activates a bus request signal. 
This signal, along with the bus request lines of 
other 8289s on the same bus, can be routed to an 
external priority-resolving circuit. At the end of 
the current bus cycle, this circuit grants the bus to 
the requesting 8289 with the highest priority. 
Several different prioritizing techniques may be 
used; in a typical system, an lOP would have 
higher bus priority than a GPU. If the 8289 does 
not obtain the bus for its processor, it makes the 
bus appear *'not ready" as if a slow memory were 
being accessed. The processor's clock generator 
responds to the ** not ready" condition by insert- 
ing wait states into the lOP's bus cycle, thereby 
extending the cycle until the bus is acquired. 



Bus Arbitration for lOP Configurations 

When the GPU initializes an lOP, it must inform 
the lOP whether it is a master or a slave, and 
which request/grant mode is to be used. This sec- 
tion covers the requirements and options 
available for each lOP configuration; section 3.6 
describes how the information is communicated 
at initialization time. 



Table 3-11 summarizes the bus arbitration 
requirements and options by lOP configuration. 
In the local configuration, all bus arbitration is 
performed by the request/grant lines without 
additional hardware. One lOP may be connected 
to each of_the CPU's RQ/GT lines. The lOP con- 
nected to RQ/GTO will obtain the bus if both pro- 
cessors make simultaneous requests. 

Since a single JOP in a remote configuration does 
not use RQ/GT, its mode may be set to or I 
without affect. The single remote lOP, however, 
must be initialized as a master. If two remote 
lOPs share an I/O bus, one must be a master and 
the other a slave; both must be initialized to use 
the same request/grant mode. Normally, mode 1 
will be selected for its improved responsiveness, 
and the designation of master will be arbitrary. If 
one lOP must have the I/O bus when the system 
comes up, it should be initialized as the master. 

When a remote lOP shares its I/O bus with a 
local GPU, it must be a slave and must use 
request/grant mode 0. 



Bus Load Limit 

A locally configured lOP effectively has higher 
bus priority than the GPU since the GPU will 
grant the bus upon request from the lOP. One or 
two local lOPs can potentially monopolize the 
bus at the expense of the GPU. Of course, if the 
lOP activities are time-critical, this is exactly what 
should happen. On the other hand, there may be 
low-priority channel programs that have less 
demanding performance requirements. 

In such cases, the GPU may set a GGW bit called 
bus load limit to constrain the channePs use of the 
bus during normal (unchained) channel program 



Table 3-1 1 . Bus Arbitration Requirements and Options 



lOP 


Local 


Remote 


Remote With 
Local CPU 


Master/ 
Slave 


RQ/GT 
Mode 


Master/ 
Slave 


RQ/GT 
Mode 


Master/ 
Slave 


RQ/GT 
Mode 


I0P1 
I0P2 


Slave 
Slave 






Master 
Slave 


Oor1 

Same as 
Master 


Slave 

N/A: 



N/A 
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execution. When this bit is set, the channel 
decrements a 7-bit counter from 7F (127) to OH 
with each instruction executed. Since the counter 
is decremented once per clock period, the channel 
waits a minimum of 128 clock cycles before it exe- 
cutes the next instruction. By forcing the execu- 
tion time of all instructions to 128 clocks, the use 
of the bus is reduced to between 3 and 25 percent 
of the available bus cycles. 

Setting the bus load limit effectively enables a 
CPU to slow the execution of a normal channel 
program, thus freeing up bus cycles. This is of 
most use in local configurations, but also may be 
effective in remote configurations, particularly 
when channel programs are executed from system 
memory. Bus load limit has no effect on chained 
channel programs, DMA transfers, DMA ter- 
mination, or channel attention sequences. 

Bus Lock 



Like the 8086 and 8088, the 8089 has a LOCK 
(bus lock) signal which can be activated by soft- 
war e. The LOCK output is normally connected to 
the LO CK input of an 8289 Bus Arbiter. When 
LOCK is active, the bus arbiter will not release the 
bus to another processor regardless of its priority. 
A channel automatically locks the bus during exe- 
cution of the TSL (test and set while locked) 
instruction and may lock the bus for the duration 
of a DMA transfer. 



access of multiple processors to a sh ared 
resource.) The instruction activates LOCK and 
inspects the value of a byte in memory. If the 
value of the byte is OH, it is changed (set) to a 
value specified in the instruction and the follow- 
ing instruction is executed. If the byte does not 
contain OH, control is transferred to another loca- 
tion specified in the instruction. The bus is locked 
from the time the byte is read until it is either writ- 
ten or control is transferred to ensure that another 
processor does not access the variable after TSL 
has read it, but before it has updated it (i.e., 
between bus cycles). The following line of code 
will repeatedly test a semaphore pointed to by GA 
until it is found to contain zero: 



TEST_FLAG: TSL [GA], OFFH, TEST_FLAG 

When the semaphore is found to be zero, it is set 
to FFH and the program continues with the next 
instruction. 



3.6 Processor Control and 
Monitoring 



If bit 9 of register CC is set, the 8089 activates its 
LOCK output during a DMA transfer on th at 
channel. If the transfer is synchronized, LOCK is 
active from the time that the first DRQ is 
recogn ized. If the transfer is unsynchronized, 
LOCK is active throughout the entire transfer 
(there are no idl e periods in an unsynchronized 
transfer). LOCK goes inactive when the channel 
begins the DMA termination sequence. 

A locked transfer ensures that the transfer will be 
completed in the shortest possible time and that 
the transferring channel has exclusive use of the 
bus. Once the channel obtains the bus and starts a 
locked transfer, the channel, in effect, becomes 
the highest-priority processor on that bus. 

The 8089 TSL (test and set while locked) 
instruction can be used to implement a 
semaphore. (See section 2.5 for a discussion of 
how a semaphore may be used to control the 



This section focuses on lOP/CPU interaction, 
i.e., how the CPU initializes the lOP and sub- 
sequently sends commands to channels, and how 
the channels may interrupt the CPU. It also 
covers the channels' DMA control signals and the 
status signals that external devices can use to 
monitor lOP activities. 



Initialization 

Before the 8089 channels can be dispatched to 
perform I/O tasks, the lOP must be initialized. 
The initialization sequence (figure 3-29) provides 
the lOP with a definition of the system environ- 
ment: physical bus widths, request/grant mode, 
and the location of the channel control block. 

The sequence begins when the lOP's RESET line 
is activated. This halts any operation in progress^ 
but does not affect any registers. Upon the first 
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lOP 



CPU 



HALT 




PREPARE 

INITIALIZATION 

CONTROL 

BLOCKS 








\ 






CH1 BUSY-FFH 






\ 






CH2BUSY-0H 


1 ' 




1 


WAIT FOR 
CHANNEL 
ATTENTION 


CA + SEL 


ISSUE 
CHANNEL 
ATTENTION 





READ 

INITIALIZATION 

CONTROL 

BLOCKS 



CH1 BUSY*-OH 




lOP IS READY; 

CPU MAY INITIALIZE 

ANOTHER lOP 



WAIT FOR 
CHANNEL 
ATTENTION 



Figure 3-29. Initialization Sequence 



RESET after power-up, the content of all lOP 
registers is undefined. Register contents are 
preserved if the lOP is subsequently RESET, 
except that RESET always clears the chain bit in 
register CC. 

The lOP initializes itself by reading information 
from initialization control blocks located in the 
system space (see figure 3-30). The three blocks 
are the SCP (system configuration pointer), SGB 
(system configuration block) and the CB (channel 
control block). The CB is normally RAM-based; 



the SCP and the SCB may be in RAM or ROM. It 
is the CPU's responsibility to properly setup the 
control blocks. 

The CPU starts the initialization sequence by issu- 
ing a channel attention to channel 1 (SEL low) or 
to channel 2 (SEL high). The CPU typically 
accesses the channels as two consecutive addresses 
in its I/O or memory space. An OUT instruction 
(for an I/O-mapped lOP) or a memory reference 
instruction (such as MOV) then issues the channel 
attention. 
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SYSTEM 
CONFIGURATION 

POINTER 
(FIXED LOCATION) 



SYSTEM 

CONFIGURATION 

BLOCK 

(USER-DEFINED LOCATION) 



CHANNEL 

CONTROL 

BLOCK 

(USER-DEFINED LOCATION) 



HIGH SYSTEM MEMORY 



(RESERVED) 



SCB SEGMENT BASE 



SCB OFFSET 



(RESERVED) 



SYSBUS 



8086/8088 
RESET LOCATION 



^ 



^ 



CB SEGMENT BASE 



CB OFFSET 



(RESERVED) 



SOC 



^ 



FFFFEH 
FFFFCH 
FFFFAH 
FFFF8H 
FFFF6H 
FFFF4H 
FFFF2H 
FFFFOH 



^ 
^ 



(RESERVED) 



PB SEGMENT BASE 



PBOFFSET 



CCW 



(RESERVED) 



PB SEGMENT BASE 



PBOFFSET 



CCW 



l-j- 
}■■ 



.CHANNEL2 
PARAMETER BLOCK 



^ CHANNEL 1 
PARAMETER BLOCK 



LOW SYSTEM MEMORY 



Figure 3-30. Initialization Control Blocks 



If channel 1 is selected (SEL=low), the lOP con- 
siders itself a master (as discussed in section 3.5). 
If channel 2 is selected (SEL=high), the lOP 
operates as a slave. The lOP ignores, and does 
not latch, any subsequent channel attentions that 
occur during initialization. 



If the lOP is a master, it assumes that it has the 
bus immediately. If it is a slave, it pulses RQ/GT 
to request the bus from the CPU (local configura- 
tion) or the other lOP (remote configuration). 
When the lOP has obtained the bus, it assumes 
that the system bus is eight bits wide and reads the 
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SYSBUS field (figure 3-31) from location 
FFFF6H in system memory. This byte tells the 
lOP the actual physical width of the system bus; 
all subsequent accesses take advantage of a 16-bit 
bus if it is available; i.e., even-addressed words 
are fetched in single bus cycles. It is therefore 
advantageous to word-align the control blocks. 



7 

















\' 




















•1 



W = = 8-BIT SYSTEM BUS 
W = 1 = 16-BiT SYSTEM BUS 



Figure 3-31 . SYSBUS Encoding 



Next, the lOP reads the SCB address located at 
FFFF8H. This is a standard doubleword pointer, 
and the lOP constructs a 20-bit physical address 
from it by shifting the segment base left four bits 
and adding the offset word of the pointer. 

Having obtained the SCB address, the lOP reads 
the SOC (system operation command). This byte 
(see figure 3-32) tells the lOP the request/grant 
mode and the width of the I/O bus. 



7 

















R 




Zl 



R = REQUEST/GRANT MODE 
1 = = 8-BIT I/O BUS 
1 = 1= 16-BIT I/O BUS 



Figure 3-32. SOC Encoding 



Then the lOP reads the doubleword pointer to the 
channel control block, converts the pointer into a 
20-bit physical address, and stores it in an internal 
register. This register is not accessible to channel 



programs and is only loaded during initialization. 
The CB, therefore, cannot be moved during exe- 
cution except by reinitializing the lOP. 

After loading the address of the CB, the lOP 
clears the channel 1 BUSY flag to OH. The other 
fields in the CB are used when a channel is dis- 
patched and are not read or altered in the 
initialization sequence. 

After the CPU has started the initialization 
sequence, it should monitor channel I's BUSY 
flag in the CB to determine when the sequence has 
been completed. When the BUSY flag has been 
cleared, the CPU can dispatch either channel. It 
also can begin the initialization of another lOP. 
Since each lOP normally has a separate CB, the 
CPU must allocate the CB and update the pointer 
in the SCB before initializing the next lOP. Alter- 
natively, multiple SCBs could be employed, each 
pointing to a different CB area. In this case the 
CPU would update the pointer in the SCP before 
initializing the next lOP. It follows from this that 
in multi-IOP systems, either the SCB or SCP, or 
both, must be RAM-based. When all lOPs have 
been initialized, the CPU may use RAM occupied 
by the SCB for another purpose. 



Channel Commands 

After initialization, any channel attention is 
interpreted as a command to channel 1 
(SEL=low) or to channel 2 (SEL=high). As 
discussed in section 3.2, the channel attention, 
depending on the activities of both channels, may 
not be recognized immediately. The channel 
attention is latched, however, so that it will be 
serviced as soon as priorities allow. 

When the channel recognizes the CA, it sets its 
BUSY flag in the CB to FFH. This does not pre- 
vent the CPU from issuing another CA, but pro- 
vides status information only. In its response to a 
CA, the channel reads various control fields from 
system memory. It is the responsibility of the 
CPU to ensure that the appropriate fields are 
properly initialized before issuing the C A . 

After setting its BUSY flag, the channel reads its 
CCW from the CB. It examines the command 
field (see figure 3-33) and executes the command 
encoded there by the CPU . 
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E 





B 


ICF 


,", 



CF 

000 
001 
010 
Oil 
100 
101 
110 

111 

ICF 

00 
01 
10 
11 

B 


1 



COMMAND FIELD 

UPDATE PSW 

START CHANNEL PROGRAM LOCATED IN I/O SPACE. 

(RESERVED) 

START CHANNEL PROGRAM LOCATED IN SYSTEM SPACE. 

(RESERVED) 

RESUME SUSPENDED CHANNEL OPERATION 

SUSPEND CHANNEL OPERATION 

HALT CHANNEL OPERATION 

INTERRUPT CONTROL FIELD 

IGNORE, NO EFFECT ON INTERRUPTS. 

REMOVE INTERRUPT REQUEST; INTERRUPT IS ACKNOWLEDGED. 

ENABLE INTERRUPTS. 

DISABLE INTERRUPTS. 



BUS LOAD LIMIT 

NO BUS LOAD LIMIT 
BUS LOAD LIMIT 

PRIORITY BIT 



Figure 3-33. Channel Command Word Encoding 



Figure 3-34 illustrates the channel's response to 
each type of command. Note that if CF contains a 
reserved value (010 or 100), the channel's 
response is unpredictable. 

The CPU can use the '^update PSW" command 
to alter the bus load limit and priority bits in the 
PSW (see figure 3-17) without otherwise affecting 
the channel. This command also allows the CPU 
to control interrupts originating in the channel; 
this topic is discussed in more detail later in this 
section. 

The two '*start program" commands differ only 
in their affect on the TP tag bit. If CF=001, the 
channel sets the tag to 1 to indicate that the pro- 
gram resides in the I/O space. If CF=011, the tag 
is cleared to 0, and the program is assumed to be 
in the system space. The channel converts the 
doubleword parameter block pointer to a 20-bit 
physical address and loads this into PP. It loads 
the doubleword task block (channel program) 
pointer into TP, updates the PSW as specified by 
the ICF, B and P fields of the CCW and starts the 
program with the instruction pointed to by TP. 



The CPU may suspend a channel operation 
(either program execution or DMA transfer) by 
setting CF to 1 10. The channel saves its state (TP, 
its tag bit, and PSW) in the first two words of the 
parameter block (see figure 3-18 for format) and 
clears its BUSY flag to OH. Note the following in 
regard to a suspended operation: 



The content of the doubleword pointer to the 
beginning of the channel program is replaced 
by the channel state save data. Therefore, a 
suspended operation may be resumed, but 
cannot be started from the beginning without 
recreating the doubleword pointer. 

TP is the only register saved by this 
operation. If another channel program is 
started on this channel, the other registers, 
including PP, are subject to being over- 
written. In general, suspend is used to tem- 
porarily halt a channel, not to * interrupt" it 
with another program. Section 3.10 provides 
an example of a program that can be used to 
save another program's registers. 
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COMMAND 



UPDATE PSW 
(CF = 000) 



E 



START PROGRAM 
(CF = 001/011) 



HALT OPERATION 
(CF = 111) 



SUSPEND OPERATION I A 
(CR = 110) |G 
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PARAMETER 

- BLOCK - 
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- BLOCK - 
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BUSY CCW 



(RESERVED) 



PARAMETER 

- BLOCK - 

POINTER 
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(RESERVED) 
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TB POINTER 
^ OR — 
CHANNELSTATE 



Figure 3-34. Channel Commands 
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• Suspending a DMA transfer does not affect 
any I/O devices (an I/O device will act as 
though the transfer is proceeding). The CPU 
must provide for conditions that may arise if, 
for example, a device requests a DMA 
transfer, but the channel does not 
acknowledge the request because it has been 
suspended. Similarly, an I/O device may be 
in a different condition when the operation is 
resumed. 

A suspended operation may be resumed by setting 
CF to 101. This command causes the channel to 
reload TP, its tag bit, and the PSW from the first 
two words of PB. Resuming an operation that has 
not been suspended will give unpredictable results 
since the first two words of PB will not contain 
the required channel state data. A resume com- 
mand does not affect any channel registers other 
thanTP. 

The CPU may abort a channel operation by 
issuing a **halt*' command (CF=111). The chan- 
nel clears its BUSY flag to OH and then idles. 
Again, the CPU must be prepared for the effect 
aborting a DMA transfer may have on an I/O 
device. 



DRO (DMA Request) 

The synchronizing device in a DMA transfer uses 
the DRQ line to indicate when it is ready to send 
or receive the next byte or word. The channel 
recognizes a signal on this line only during a 
DMA transfers, i.e., after the instruction follow- 
ing XFER has been executed and before a ter- 
mination condition has occurred. The channels 
have separate DMA request lines (DRQl and 
DRQ2). 



of DRQ following the last transfer cycle. If EXT 
is activated during a transfer cycle, a fetched byte 
may not be stored as explained in section 3.4. 

A channel does not recognize EXT if it is not per- 
forming a DMA transfer. If EXTl and EXT2 are 
activated simultaneously, EXTl is recognized 
first. 



Interrupts 

Each channel has a separate system interrupt line 
(SINTRl and SINTR2). A channel program may 
generate a CPU interrupt request by executing a 
SINTR instruction. Whether this instruction 
actually activates the SINTR line, however, 
depends upon the state of the interrupt control bit 
(bit 3 of the PSW; see figure 3-17). If this bit is 
set, interrupts from the channel are enabled, and 
execution of the SINTR instruction activates 
SINTR. If the interrupt control bit is cleared, the 
SINTR instruction has no effect; interrupts from 
the channel are disabled. 

The CPU can alter a channel's interrupt control 
bit by sending any command to the channel with 
the value of ICF (interrupt control field) in the 
CCW set to 10 (enable) or 11 (disable). Thus, the 
CPU can prevent interrupts from either channel. 

Once activated, SINTR remains active until the 
CPU sends a channel command with ICF set to 01 
(interrupt acknowledge). When the channel 
receives this command, it clears the interrupt ser- 
vice bit in the PSW (figure 3-17) and removes the 
interrupt request. Disabling interrupts also clears 
the interrupt service bit and lowers SINTR. 



EXT (External Terminate) 

An external device (typically the synchronizing 
device) can terminate a DMA transfer by signal- 
ing on this line. Each channel has its own external 
terminate line (EXTl and EXT2). The channel 
stops the transfer as soon as the current fetch or 
store cycle is completed. An external terminate in 
an unsynchronized transfer could result in a loss 
of data, although this would not be a typical use 
of EXT. In a synchronized transfer, the syn- 
chronizing device will normally issue EXT instead 



Status Lines 

The lOP emits signals on the S0-S2 status lines to 
indicate to external devices the type of bus cycle 
the processor is starting. Table 3-12 shows the 
signals that are output for each type of cycle. 
These status lines are connected to an 8288 Bus 
Controller. The bus controller decodes these lines 
and outputs the signals that control components 
attached to the bus. The lOP indicates **instruc- 
tion fetch" on these lines when it is reading and 
writing memory operands as well as when it is fet- 
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ched instructions. In the remote con_figuration, an 
8289 Bus Arbiter monitors the S0-S2 status Hnes 
to determine when a system bus access is required. 



Table 3-12. Status Signals S0-S2 



S2 


S1 


so 


Type of Bus Cycle 











Instruction fetch from I/O space 








1 


Data fetch from I/O space 





1 





Data store to I/O space 





1 


1 


(not used) 


1 








Instruction fetch from system 
space 


1 





1 


Data fetch from system space 


1 


1 





Data store to system space 


1 


1 


1 


Passive; no bus cycle run 



The description of each instruction in these 
categories explains how the instruction operates 
and how it may be used in channel programs. 
Instructions that perform essentially the same 
operation (e.g., ADD and ADDB, which add 
words and bytes respectively), are described 
together. A reference table at the end of the sec- 
tion lists every instruction alphabetically and pro- 
vides execution time, encoded length, and sample 
ASM-89 coding for each permissable operand 
combination. For information on how the 8089 
machine instructions are encoded in memory, see 
section 4.3. 

In reading this section, it is important to recall 
that the instruction set does not differentiate 
between memory addresses and I/O device 
addresses. Instructions that are described as 
accepting byte and word memory operands may 
also be used to read and write I/O devices. 



Status lines S3-S6 indicate whether the bus cycle is 
DMA or non-DMA, and which channel is run- 
ning the cycle (see table 3-13). Note that when the 
lOP is not running a bus cycle (e.g., when it is idle 
or when it is executing an internal cycle that does 
not use the bus), the status lines reflect the last 
bus cycle run. 

Table 3-13. Status Signals S3-S6 



S6 


S5 


S4 


S3 


Bus Cycle 


1 
1 
1 
1 


1 
1 
1 

1 





1 

1 




1 



1 


DMA cycle on channel 1 
DMA cycle on channel 2 
Non-DMA cycle on channel 1 
Non-DMA cycle on channel 2 



3.7 Instruction Set 

This section divides the lOP's 53 instructions into 
five functional categories: 

1. data transfer, 

2. arithmetic, 

3 . logic and bit manipulation, 

4. program transfer, 

5. processor control. 



Data Transfer Instructions 

These instructions move data between memory 
and channel registers. Traditional byte and word 
moves (including memory-to-memory) are 
available, as are special instructions that load 
addresses into pointer registers and update tag 
bits in the process. 



MOV destination, source 

MOV transfers a byte or word from the source to 
the destination. Four instructions are provided: 



MOV Move Word Variable, 

MOVE Move Byte Variable, 

MOVI Move Word Immediate, 

MOVBI Move Byte Immediate. 



Figure 3-35 shows how these instructions affect 
register operands. Notice that when a pointer 
register is specified as the destination of a MOV, 
its tag bit is unconditionally set to 1 . MOV 
instructions are therefore used to load I/O space 
addresses into pointer registers. 
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Register is Destination 
Tag 19 15 7 



Register is Source 
Tag 19 15 7 



Byte 



rjr^ 



Operation I'^SSSS 



SSSSSSSS 



RRRRRRRR 



r -|i 

I X iX X X X 



xxxxxxxx 



TTTTTTTT 



Word 



mr- 



Operation , Ij.SSSS 



RRRRRRRR 



RRRRRRRR 



rx"|jxxxx 



TTTTTTTT 



TTTTTTTT 



T = bit is transferred to destination operand 

R = bit is replaced by source operand 

S = bit is sign extension of high-order bit transferred 

X = bit is ignored 

1 = bit is unconditionally set 



Figure 3-35. Register Operands in MOV Instructions 



MOVP destination, source 

MOyP (move pointer) transfers a physical 
address variable between a pointer register and 
memory. If the source is a pointer register, its 
content and tag bit are converted to a physical 
address pointer (see figure 3-23). If the source is a 
memory location, the three bytes are converted to 
a 20-bit physical address and a tag value, and are 
loaded into the pointer register and its tag bit. 
MOVP is typically used to save and restore 
pointer registers. 



LPD destination, source 

LPD (load pointer with doubleword) converts a 
doubleword pointer (see figure 3-22) to a 20-bit 
physical address and loads it into the destination, 
which must be a pointer register. The pointer 
register's tag bit is unconditionally cleared to 0, 
indicating a system address. Two instructions are 
provided: 

LPD Load Pointer With Doubleword 

Variable 
LPDI Load Pointer With Doubleword 

Immediate 



An 8086 or 8088 can pass any address in its 
megabyte memory space to a channel program in 
the form of a doubleword pointer. The channel 
program can access the location by using LPD to 
load the location address into a pointer register. 



Arithmetic Instructions 

The arithmetic instructions interpret all operands 
as unsigned binary numbers of 8, 16 or 20 bits. 
Signed values may be represented in standard 
two's complement notation with the high-order 
bit representing the sign (O=positive, l=negative). 
The processor, however, has no way of detecting 
an overflow into a sign bit so this possibility must 
be provided for in the user's software. 

The 8089 performs arithmetic operations to 20 
significant bits as follows. Byte and word 
operands are sign-extended to 20 bits (e.g., bit 7 
of a byte operand is propagated through bits 8-19 
of an internal register). Sign extension does not 
affect the magnitude of the operand. The opera- 
tion is then performed, and the 20-bit result is 
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returned to the destination operand. High-order 
bits are truncated as necessary to fit the result in 
the available space. A carry out of, or borrow 
into, the high-order bit of the result is not 
detected. However, if the destination is a register 
that is larger than the source operand, carries will 
be reflected in the upper register bits, up to the 
size of the register. 



INC destination 

The destination is incremented by 1 . Two instruc- 
tions are available: 



INC 
INCB 



Increment Word 
Increment Byte 



Figure 3-36 shows how the arithmetic instructions 
treat registers when they are specified as source 
and destination operands. 



DEC destination 

The destination is decremented by 1. Word and 
byte instructions are provided: 



ADD destination, source 



DEC Decrement Word 

DECB Decrement Byte 



The sum of the two operands replaces the destina- 
tion operand. Four addition instructions are 
provided: 

ADD Add Word Variable 

ADDB Add Byte Variable 

ADDI Add Word Immediate 

ADDBI Add Byte Immediate 



Logical and Bit Manipulation 
Instructions 

The logical instructions include the boolean 
operators AND, OR and NOT. Two bit manipu- 
lation instructions are provided for setting or 



Register is Destination 
Tag 19 15 7 



Byte 



rjT 



Operation IXl^RRR 



RRRRRRRR 



Register is Source 
Tag 19 15 7 



RRRRRRRR 



[x][xxxx 



XXX XX XXX 



PPPPPPPP 



Word 



rjl^IT^T;. 



Operation .X.^RRR 



RRRRRRRR 



RRRRRRRR 



r-|| 

I X I jX X X X 



PPPPPPPP 



PPPPPPPP 



X = bit is ignored in operation 

R = bit is replaced by operation result 

P = bit participates in operation 



Figure 3-36. Register Operands in Arithmetic Instructions 
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clearing a single bit in memory or in an I/G device 
register. As shown in figure 3-37, the logical 
operations always leave the upper four bits of 
20-bit destination registers undefined. These bits 
should not be assumed to contain reliable values 
or the same values from one operation to the 
next. Notice also that when a register is specified 
as the destination of a byte operation, bits 8-15 
are overwritten by bit 7 of the result. Bits 8-15 can 
be preserved in AND and OR instructions by 
using word operations in which the upper byte of 
the source operand is FFH or OOH, respectively. 



AND destination, source 

The two operands are logically ANDed and the 
result replaces the destination operand. A bit in 
the result is set if the bits in the corresponding 
positions of the operands are both set, otherwise 
the result bit is cleared. The following AND 
instructions are available: 



AND is useful when more than one bit of a device 
register must be cleared while leaving the remain- 
ing bits intact. For example, ANDing an 8-bit 
register with EEH only clears bits and 4. 



OR destination, source 

The two operands are logically ORed, and the 
result replaces the destination operand. A bit in 
the result is set if either or both of the correspond- 
ing bits of the operands are set; if both operand 
bits are cleared, the result bit is cleared. Four 
types of OR instructions are provided: 

OR Logical OR Word Variable 

ORB Logical OR Byte Variable 

ORI Logical OR Word Immediate 

ORBI Logical OR Byte Immediate 



AND Logical AND Word Variable 

ANDB Logical AND Byte Variable 

ANDI Logical AND Word Immediate 

ANDBI Logical AND Byte Immediate 



OR can be used to selectively set multiple bits in a 
device register. For example, ORing an 8-bil 
register with 30H sets bits 4 and 5, but docs not 
affect the other bits. 



Byte 



Register is Destination 
Tag 19 15 7 



rjin; 



Operation ' )C j U U U U 



SSSSSSSS 



Register is Source 
Tag 19 15 7 



RRRRRRRR 



l^xj {x X X X 



XXXXXXXX 



PPPPPPPP 



Word 



I. rin 



Operation j^Xj [U U U U 



RRRRRRRR 



RRRRRRRR 



j^xj [x X X X 



PPPPPPPP 



PPPPPPPP 



X = bit is ignored in operation 

U = bit is undefined following operation 

R = bit participates in operation and is replaced by result 

S = bit is sign-extension of high-order result bit 

P = bit participates in operation, but is unchanged 



Figure 3-37. Register Operands in Logical Instructions 
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NOT destination/destination, source 

NOT inverts the bits of an operand. If a single 
operand is coded, the inverted result replaces the 
original value. If two operands are coded, the 
inverted bits of the source replace the destination 
value (which must be a register), but the source 
retains its original value. In addition to these two 
operand forms, separate mnemonics are provided 
for word and byte values: 

NOT Logical NOT Word 

NOTE Logical NOT Byte 

NOT followed by INC will negate (create the 
two's complement of) a positive number. 



SETB destination, bit-seiect 

The bit-select operand specifies one bit in the 
destination, which must be a memory byte, that is 
unconditionally set to 1. A bit-select value of 
specifies the low-order bit of the destination while 
the high-order bit is set if bit-select is 7. SETB is 
handy for setting a single bit in an 8-bit device 
register. 



CLR destination, bit-seiect 

CLR operates exactly like SETB except that the 
selected bit is unconditionally cleared to 0. 



Program Transfer Instructions 

Register TP controls the sequence in which chan- 
nel program instructions are executed. As each 
instruction is executed, the length of the instruc- 
tion is added to TP so that it points to the next 
sequential instruction. The program transfer 
instructions can alter this sequential execution by 
adding a signed displacement value to TP. The 
displacement is contained in the program transfer 
instruction and may be either 8 or 16 bits long. 
The displacement is encoded in two's complement 
notation, and the high-order bit indicates the sign 
(O=positive displacement, l=negative displace- 
ment). An 8-bit displacement may cause a 
transfer to a location in the range -128 through 
+127 bytes from the end of the transfer instruc- 
tion, while a 16-bit displacement can transfer to 



any location within -32,768 through +32,767 
bytes. An instruction containing an 8-bit displace- 
ment is called a short transfer and an instruction 
containing a 16-bit displacement is called a long 
transfer. 

The program transfer instructions have alternate 
mnemonics. If the mnemonic begins with the let- 
ter **L," the transfer is long, and the distance to 
the transfer target is expressed as a 16-bit 
displacement regardless of how far away the 
target is located. If the mnemonic does not begin 
with '*L," the ASM-89 assembler may build a 
short or long displacement according to rules 
discussed in section 3.9. 

The **self-relative" addressing technique used by 
program transfer instructions has two important 
consequences. First, it promotes position- 
independent code, i.e., code that can be moved in 
memory and still execute correctly. The only 
restriction here is that the entire program must be 
moved as a unit so that the distance between the 
transfer instruction and its target does not 
change. Second, the limited addressing range of 
these instructions must be kept in mind when 
designing large (over 32k bytes of code) channel 
programs. 



CALL/LCALL TPsave, target 

CALL invokes an out-of-line routine, saving the 
value of TP so that the subroutine can transfer 
back to the instruction following the CALL. The 
instruction stores TP and its tag bit in the TPsave 
operand, which must be a physical address 
variable, and then transfers to the target address 
formed by adding the target operand's displace- 
ment to TP. The subroutine can return to the 
instruction following the CALL by using a 
MOVP instruction to load TPsave back into TP. 

Notice that the 8089' s facilities for implementing 
subroutines, or procedures, is less sophisticated 
than its counterparts in the 8086/8088. The prin- 
cipal difference is that the 8089 does not have a 
built in stack mechanism. 8089 programs can 
implement a stack using a base register as a stack 
pointer. On the other hand, since channel pro- 
grams are not subject to interrupts, a stack will 
not be required for most channel programs. 
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JMP/LJMP target 

JMP causes an unconditional transfer (jump) to 
the target location. Since the task pointer is not 
saved, no return to the instruction following the 
JMP is implied. 



JMCNE/LJMCNE source, target 

This instruction causes a jump to the target loca- 
tion if the source is not equal to the mask/ 
compare value in MC. It otherwise operates iden- 
tically to JMCE. 



JZ/LJZ source, target 

JZ (jump if zero) effects a transfer to the target 
location if the source operand is zero; otherwise 
the instruction following JZ is executed. Word 
and byte values may be tested by alternate 
instructions: 

JZ/LJZ Jump/Long Jump if Word Zero 

JZB/LJZB Jump/Long Jump if Byte Zero 

If the source operand is a register, only the low- 
order 16 bits are tested; any additional high-order 
bits in the register are ignored. To test the low- 
order byte of a register, clear bits 8-15 and then 
use the word form of the instruction. 



JNZ/LJNZ source, target 

JNZ operates exactly like JZ except that control is 
transferred to the target if the source operand 
does not contain all 0-bits. Word and byte sources 
may be tested using these mnemonics: 

JNZ/LJNZ Jump/Long Jump if Word Not 

Zero 
JNZB/LJNZB Jump/Long Jump if Byte Not 

Zero. 



JMCE/LJMCE source, target 

This instruction (jump if masked compare equal) 
effects a transfer to the target location if the 
source (a memory byte) is equal to the lower byte 
in register MC as masked by the upper byte in 
MC. Figure 3-15 illustrates how 0-bits in the 
upper half of MC cause the corresponding bits in 
the lower half of MC and the source operand to 
compare equal, regardless of their actual values. 
For example, if bits 8-15 of MC contain the value 
01 H, then the transfer will occur if bit of the 
source and register MC are equal. This instruction 
is useful for testing multiple bits in 8-bit device 
registers. 



JBT/LJBT source, bit-select, target 

JBT (jump if bit true) tests a single bit in the 
source operand and jumps to the target if the bit 
is a 1 . The source must be a byte in memory or in 
an I/O device register. The bit-select value may 
range from through 7, with specifying the low- 
order bit. This instruction may be used to test a 
bit in an 8-bit device register. If the target is the 
JBT instruction itself, the operation effectively 
becomes **wait until bit is 0." 



JNBT/LJNBT source, bit-select, target 

This instruction operates exactly like JBT, except 
that the transfer is made if the bit is not true, i.e., 
if the bit is 0. 



Processor Control Instructions 

These instructions enable channel progr ams to 
control lOP hardware facilities such as the LOCK 
and SINTRl-2 pins, logical bus width selection, 
and the initiation of a DMA transfer. 



TSL destination, set-value, target 

Figure 3-38 illustrates the operation of the TSL 
(test and set while locked) instruction. TSL can be 
used to implement a semaphore variable that 
controls access to a shared resource in a 
multiprocessor system (see section 2.5). If the 
target operand specifies the address of the TSL 
instruction, the instruction is repetively executed 
until the semaphore (destination) is found to con- 
tain zero. Thus the channel program does not 
proceed until the resource is free. 



WID source-width, dest-width 

WID (set logical bus widths) alters bits and 1 of 
the PSW, thus specifying logical bus widths for a 
DMA transfer. The operands may be specified as 
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'"^'^ 


^OH 










FETCH 
DESTINATION 














"■W™ 








= OH 




1 


ASSIGN 
SET-VALUE TO 
DESTINATION 


/^ JUMP TO ^ 
V^ TARGET J 










STORE 
DESTINATION 










DE-AOnVATE 





NEXT SEQUENTIAL INSTRUCTION 



Figure 3-38. Operation of TSL Instruction 



8 or 16 (bits), with the restriction that the logical 
width of a bus cannot exceed its physical width. 
The logical bus widths are undefined following a 
processor RESET; therefore the WID instruction 
must be executed before the first transfer. 
Thereafter the logical widths retain their values 
until the next WID instruction or processor 
RESET. 



the instruction following XFER may ready the 
synchronizing device (e.g., send a **start" com- 
mand or the last of a series of parameters). Any 
instruction, including NOP and WID, may follow 
XFER, except an instruction that alters GA, GB 
orGC. 



XFER (no operands) 

XFER (enter DMA transfer mode after following 
instruction) prepares the channel for a DMA 
transfer operation. In a synchronized transfer, 



S\l^JR (no operands) 

This instruction sets the interrupt service bit in the 
PSW and activates the channel's SINTR line if 
the interrupt control bit in the PSW is set. If the 
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interrupt control bit is cleared (interrupts from 
this channel are disabled), the interrupt service bit 
is set, but SINTRl-2 is not activated. A channel 
program may use this instruction to interrupt a 
CPU. 



NOP (no operands) 

This instruction consumes clock cycles but per- 
forms no operation. As such, it is useful in timing 
loops. 



HLT (no operands) 

This instruction concludes a channel program. 
The channel clears its BUSY flag and then idles. 



Instruction Set Reference Information 

Table 3-16 lists every 8089 instruction 
alphabetically by its ASM-89 mnemonic. The 
ASM-89 coding format is shown (see table 3-14 
for an explanation of operand identifiers) along 



with the instruction name. For every combination 
of operand types (see table 3-15 for key), the 
instruction's execution time and its length in 
bytes, and a coding example are provided. 

The instruction timing figures are the number of 
clock periods required to execute the instruction 
with the given combination of operands. At 
5 MHz, one clock period is 200 ns; at 8 MHz a 
clock period is 125 ns. Two timings are provided 
when an instruction operates on a memory word. 
The first (lower) figure indicates execution time 
when the word is aligned on an even address and 
is accessed over a 16-bit bus. The second figure is 
for odd-addressed words on 16-bit buses and any 
word accessed via an 8-bit bus. 

Instruction fetch time is shown in table 3-17 and 
should be added to the execution times shown in 
table 3-16 to determine how long a sequence of 
instructions will take to run. (Section 3.2 explains 
the effect of the instruction queue on 16-bit 
instruction fetches.) External delays such as bus 
arbitration, wait states and activity on the other 
channel will increase the elapsed time over the 
figures shown in tables 3-16 and 3-17. These 
delays are application dependent. 



Table 3-14. Key to ASM-89 Operand Identifiers 



IDENTIFIER 


USED IN 


EXPLANATION 


destination 


data transfer, 

arithmetic, 

bit manipulation 


A register or memory location that may contain data operated on 
by the instruction, and which receives (Is replaced by) the result 
of the operation. 


source 


data transfer, 

arithmetic, 

bit manipulation 


A register, memory location, or immediate value that is used in 
the operation, but is not altered'by the instruction. 


target 


program transfer 


Location to which control is to be transferred. 


TPsave 


program transfer 


A 24-bit memory location where the address of the next sequen- 
tial instruction is to be saved. 


bit-seiect 


bit manipulation 


Specification of a bit location within a byte; 0=least-significant 
(rightmost) bit, 7=most-significant (leftmost) bit. 


set-value 


TSL 


Value to which destination is set if it is found 0. 


source-width 


WID 


Logical width of source bus. 


dest-width 


WID 


Logical width of destination bus. 
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Table 3-15. Key to Operand Types 



IDENTIFIER 


EXPLANATION 


(no operands) 


No operands are written 


register 


Any general register 


ptr-reg 


A pointer register 


imnnedS 


A constant in the range 0-FFH 


immed16 


A constant in the range 0-FFFFH 


memS 


An 8-blt memory location (byte) 


mem16 


A 16-bit memory location (word) 


mem24 


A 24-bit memory location (physical address pointer) 


mem32 


A 32-bit memory location (doubleword pointer) 


label 


A label within -32,768 to +32,767 bytes of the end of the instruction 


short-label 


A label within -1 28 to +1 27 bytes of the end of the instruction 


0-7 


A constant in the range: 0-7 


8/16 


The constant 8 or the constant 16 



Table 3-16. Instruction Set Reference Data 



ADD destination, source 


Add Word Variable 


Operands 


Clocks 


Bytes 


Coding Example 


register, memi 6 
mem16, register 


11/15 
16/26 


2-3 
2-3 


ADD BO, [GA]. LENGTH 
ADD [GB],GC 



ADDB destinatibn, source 


Add Byte Variable 


Operands 


Clocks 


Bytes 


Coding Example 


register, mem8 
mem8, register 


11 
16 


2-3 
2-3 


ADDB GO, [GA].N_CHARS 
ADDB [PP]. ERRORS, MC 



ADDBI destination, source 


Add Byte Immediate 


Operands 


Clocks 


Bytes 


Coding Example 


register, immed8 
mem8, Immed8 


3 
16 


3 
3-4 


ADDBI MC,10 

ADDBI [PP+IX+]. RECORDS, 2GH 



ADDI destination, source 


Add Word Immediate 


Operands 


Clocks 


Bytes 


Coding Example 


register, immed16 
mem16, immed16 


3 
16/26 


4 
4-5 


ADDI GB,0C25BH 

ADDI [GB].POINTER,5899 
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Table 3-16. Instruction Set Reference Data (Cont'd.) 



AND destination, source 


Logical AND Word Variable 


Operands 


Clocks 


Bytes 


Coding Example 


register, mem16 
mem16, register 


11/15 
16/26 


2-3 
2-3 


AND MG,[GA].FLAG_WORD 
AND [GG].STATUS, BG 



ANDB destination, source 


Logical AND Byte Variable 


Operands 


Clocks 


Bytes 


Coding Example 


register, memS 
mem8, register 


11 
16 


2-3 
2-3 


AND BG, [GG] 

AND [GA+IX]. RESULT, GA 



ANDBI destination, source 


Logical AND Byte Immediate 


Operands 


Clocks 


Bytes 


Coding Example 


register, immedS 

mem8, immedS 


3 
16 


3 
3-4 


GA,01100P00B 
[GG+IX],2GH 



AN Dl -destination, source 


Logical AND Word Immediate 


Operands 


Clocks 


Bytes 


Coding Example 


register, immed16 
mem16, immed16 


3 
16/26 


4 
4-5 


IX, OH 
[GB+IX].TAB,40H 



CALL TPsave, target 


Gall 


Operands 


Clocks 


Bytes 


Coding Example 


mem24, label 


17/23 


3-5 


GALL [GG+IX].SAVE,GET_NEXT 



CLR destination, bit select 


Clear Bit To Zero 


Operands 


Clocks 


Bytes 


Coding Example 


mem8, 0-7 


16 


2-3 


GLR [GA],3 .;^ ^ 



DEC destination 


Decrement Word By 1 


Operands 


Clocks 


Bytes 


Coding Example 


register 
mem16 


3 
16/26 


2 
2-3 


DEC [PP]. RETRY 
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Table 3-16. Instruction Set Reference Data (Cont'd.) 



DECB destination 


Decrement Byte By 1 


Operands 


Clocks 


Bytes 


Coding Example 


mem8 


16 


2-3 


DECB [GA+IX+].TAB 



HLT (no operands) 


Halt Channel Program 


Operands 


Clocks 


Bytes 


Coding Example 


(no operands) 


11 


2 


HLT 



INC destination 


Increment Word by 1 


Operands 


Clocks 


Bytes 


Coding Example 


register 
mem16 


3 
16/26 


2 
2-3 


INC GA 

INC [GA].COUNT 



INCB destination 


Increment Byte by 1 


Operands 


Clocks 


Bytes 


Coding Example 


memS 


16 


2-3 


INCB [GB]. POINTER 



J BT source, bit-selject, target 


Jump if Bit True (1) 


Operands 


Clocks 


Bytes 


Coding Example 


mem8, 0-7, label 


14 


3-5 


JBT [GA].RESULT_REG,3, DATA_VALID 



JMCE source, target 


Jump if Masked Compare Equal 


Operands 


Clocks 


Bytes 


Coding Example 


mem8, label 


14 


3-5 


JMCE [GB].FLAG,STOP_SEARCH 



JMCNE source, target 


Jump if Masked Compare Not Equal 


Operands 


Clocks 


Bytes 


Coding Example 


memS, label 


14 


3-5 


JMCNE [GB+IX], NEXT_ITEM 



JMP target 


Jump Unconditionally 


Operands 


Clocks 


Bytes 


Coding Example 


label 


3 


3-4 


JMP READ_SECTOR 
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Table 3-16. Instruction Set Reference Data (Cont'd.) 



JNBT source, bit-select, target 


Jump if Bit Not True (0) 


Operands 


Clocks 


Bytes 


Coding Example 


mem8, 0-7, label 


14 


3-5 


JNBT [GC],3, RE_READ 



JNZ source, target 


Jump if Word Not Zero 


Operands 


Clocks 


Bytes 


Coding Example 


register, label 
mem16, label 


5 
12/16 


3-4 
3-5 


JNZ BC,WRITE_LINE 

JNZ [PP].NUM_CHARS, PUT_BYTE 



JNZB source, target 


Jump if Byte Not Zero 


Operands 


Clocks 


Bytes 


Coding Example 


mem8, label 


12 


3-5 


JNZB [GA], MORE_DATA 



JZ source, target 


Jump if Word is Zero 


Operands 


Clocks 


Bytes 


Coding Example 


register, label 
mem16, label 


5 
12/16 


3-4 
3-5 


JZ BG,NEXT_LINE 

JZ [GC+IX]. INDEX, BUF_EMPTY 



JZB source, target 


Jump if Byte Zero 


Operands 


Clocks 


Bytes 


Coding Example 


mem8, label 


12 


3-5 


JZB [PP].LINES_LEFT, RETURN 



LCALL TPsave, target 


Long Call 


Operands 


Clocks 


Bytes 


Coding Example 


mem24, label 


17/23 


4-5 


LCALL [GC].RETURN_SAVE, INIT_8279 



LJBT source, bit-select, target 


Long Jump if Bit True (1) 


Operands 


Clocks 


Bytes 


Coding Example 


mem8, 0-7, label 


14 


4-5 


LJBT [GA].RESULT,1,DATA_0K 



LJMCE source, target 


Long jump if Masked Compare Equal 


Operands 


Clocks 


Bytes 


Coding Example 


mem8, label 


14 


4-5 


LJMCE [GB],BYTE_FOUND 
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Table 3-16. Instruction Set Reference Data (Cont'd.) 



LJMCNE source, target 


Long jump if Masked Compare Not Equal 


Operands 


Clocks 


Bytes 


Coding Example 


mem8, label 


14 


4-5 


LJMCNE [GC+IX+],SCAN_NEXT 




LJMP target 


Long Jump Unconditional 


Operands 


Clocks 


Bytes 


Coding Example 


label 


3 


4 


LJMP GET_CURSOR 



LJNBT source, bit-select, target 


Long Jump if Bit Not True (0) 


Operands 


Clocks 


Bytes 


Coding Example 


mem8, 0-7, label 


14 


4-5 


LJNBT [GC],6,CRCC_ERR0R 



LJNZ source, target 


Long Jump if Word Not Zero 


Operands 


Clocks 


Bytes 


Coding Example 


register, label 
memie, label 


5 
12/16 


4 
4-5 


LJNZ BC, PARTIAL_XMIT 

LJNZ [GA+IX].N_LEFT, PUT_DATA 



LJNZB source, target 


Long Jump if Byte Not Zero 


Operands 


Clocks 


Bytes 


Coding Example 


mem8, label 


12 


4-5 


LJNZB [GB+IX+].ITEM, BUMP_GOUNT 



LJZ source, target 


Long Jump if Word Zero 


Operands 


Clocks 


Bytes 


Coding Example 


register, label 
mem16, label 


5 
12/16 


4 
4-5 


LJZ IX, FIRST_ELEMENT 

LJZ [GB].XMIT_COUNT, NO_DATA 



LJZB source, target 


Long Jump if Byte Zero 


Operands 


Clocks 


Bytes 


Coding Example 


mem8, label 


12 


4-5 


LJZB [GA],RETURN_LINE 



LPD destination, source 


Load Pointer With Doubleword Variable 


Operands 


Clocks 


Bytes 


Coding Example 


ptr-reg, mem32 


20/28* 


2-3 


LPD GA, [PP].BUF_START 



*20 clocks if operand is on even address; 28 if on odd address 
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Table 3-16. Instruction Set Reference Data (Cont'd.) 



LPDI destination, source 


Load Pointer Witli Doubleword Immediate 


Operands 


Clocks 


Bytes 


Coding Example 


ptr-reg, immed32 


12/16* 


6 


LPDI GB, DISK_ADDRESS 



*12 clocks if instruction is on even address; 16 if on odd address 



MOV destination, source 


Move Word 


Operands 


Clocks 


Bytes 


Coding Example 


register, mem16 
mem16, register 
mem16, mem16 


8/12 
10/16 
18/28 


2-3 
2-3 
4-6 


MOV IX, [GO] 

MOV [GA].COUNT, BC 

MOV [GA]. READING, [GB] 



MOVB destination, source 


Move Byte 


Operands 


Clocks 


Bytes 


Coding Example 


register, mem8 
mem8, register 
mem8, mem8 


8 

10 
18 


2-3 
2-3 
4-6 


MOVB BC, [PP].TRAN_COUNT 
MOVB [PP].RETURN_CODE,GG 
MOVB [GB+IX+], [GA+IX+] 



MOVBI destination, source 


Move Byte Immediate 


Operands 


Clocks 


Bytes 


Coding Example 


register, immed8 
mem8, immed8 


3 
12 


3 
3-4 


MOVBI MC, 'A' 
MOVBI [PP]. RESULT, 



MOVI destination, source 


Move Word Immediate 


Operands 


Clocks 


Bytes 


Coding Example 


register, immed16 
mem16, immed16 


3 
12/18 


4 
4-5 


MOVI BC,0 

MOVI [GB],OFFFFH 



MOVP destination, source 


Move Pointer 


Operands 


Clocks 


Bytes 


Coding Example 


ptr-reg, mem24 
mem24, ptr-reg 


19/27* 
16/22* 


2-3 
2-3 


MOVP TP, [GC+IX] 

MOVP [GB].SAVE_ADDR,GC 



*First figure is for operand on even address; second is for odd-addressed operand. 



NOP (no operands) 


No Operation 


Operands 


Clocks 


Bytes 


Coding Example 


(no operands) 


4 


2 


NOP 
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Table 3-16. Instruction Set Reference Data (Cont'd.) 



NOT destination/destination, 


source 


Logical NOT Word 


Operands 


Clocks 


Bytes 


Coding Example 


register 
mem16 
register, mem16 


3 
16/26 
11/15 


2 

2-3 
2-3 


NOT MO 

NOT [GAJ.PARM 

NOT BO, [GA+1X].LINES_LEFT 



NOTB destination/destination, source 


Logical NOT Byte 


Operands 


Clocks 


Bytes 


Coding Example 


memS 
register, mem8 


16 
11 


2-3 
2-3 


NOTB [GA].PARM_REG 
NOTB IX, [GB].STATUS 



OR destination, source 


Logical OR Word 


Operands 


Clocks 


Bytes 


Coding Example 


register, mem16 
mem16, register 


11/15 
16/26 


2-3 
2-3 


OR MO, [GO]. MASK 
OR [GC],BC 



ORB destination, source 


Logical OR Byte 


Operands 


Clocks 


Bytes 


Coding Example 


register, mem8 
nnemS, register 


11 
16 


2-3 
2-3 


ORB IX, [PP]. POINTER 
ORB [GA+IX+],GB 



ORBI destination, source 


Logical OR Byte Immediate 


Operands 


Clocks 


Bytes 


Coding Example 


register, ImmedS 
memS, ImmedS 


3 
16 


3 
3-4 


ORBI IX, 00010001 B 

ORB! [GB].COMMAND,0CH 



ORI destination, source 


Logical OR Word Immediate 


Operands 


Clocks 


Bytes 


Coding Example 


register, Immed16 
mem16,lmmed16 


3 
16/26 


4 
4-5 


ORI MCOFFODH 
ORI [GA],1000H 



SETB destination, bit-select 


Set Bit to 1 


Operands 


Clocks 


Bytes 


Coding Example 


memS, 0-7 


16 


2-3 


SETB [GA].PARM_REG,2 



SINTR (no operands) 


Set Interrupt Service Bit 


Operands 


Clocks 


Bytes 


Coding Example 


(no operands) 


4 


2 


SINTR 
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Table 3-16. Instruction Set Reference Data (Cont'd.) 


TSL destination, set-value, target 


Test and Set While Locked 


Operands 


Clocks 


Bytes 


Coding Example 


mem8, immedS, short-label 


14/16* 


4-5 


TSL [GA].FLAG,0FFH,NOT_READY 


*14 clocks if destination + 0; 16 clocks if destination = 


WID source-widtii, dest-width 


Set Logical Bus Widths 


Operands 


Clocks 


Bytes 


Coding Example 


8/16,8/16 


4 


2 


WID 8,8 




XFER (no operands) 


Enter DMA Transfer Mode After Next Instruction 


Operands 


Clocks 


Bytes 


Coding Example 


(no operands) 


4 


2 


XFER 



Table 3-17. Instruction Fetch Timings 
(Clock Periods) 



INSTRUCTION 
LENGTH 
(BYTES) 


BUS WIDTH 


8 


16 


(1) 


(2) 


2 
3 
4 
5 


14 
18 
22 
26 


7 
14 
14 
18 


11 
11 
15 
15 



(1) First byte of instruction is on an even 
address. 

(2) First byte of instruction is on an odd address. 
Add 3 clocks if first byte is not in queue (e.g., 
first instruction following program transfer). 



3.8 Addressing Modes 

8089 instruction operands may reside in registers, 
in the instruction itself or in the system or I/O 
address spaces. Operands in the system and I/O 
spaces may be either memory locations or I/O 
device registers and may be addressed in four dif- 
ferent ways. This section describes how the chan- 



nel processes different types of operands and how 
it calculates addresses using its addressing modes. 
Section 3.9 describes the ASM-89 conventions 
that programmers use to specify these operands 
and addressing modes. 



Register and Immediate Operands 

Registers may be specified as source or destina- 
tion operands in many instructions. Instructions 
that operate on registers are generally both 
shorter and faster than instructions that specify 
immediate or memory operands. 

Immediate operands are data contained in 
instructions rather than in registers or in memory. 
The data may be either 8 or 16 bits in length. The 
limitations of immediate operands are that they 
may only serve as source operands and that they 
are constant values. 



Memory Addressing Modes 

Whereas the channel has direct access to register 
and immediate operands, operands in the system 
and I/O space must be transferred to or from the 
lOP over the bus. To do this, the lOP must 
calculate the address of the operand, called its 



3-59 



Mnemonics © Intel, 1979 



8089 INPUT/OUTPUT PROGESSOR 



effective address (EA). The programmer may 
specify that an operand's address be calculated in 
any of four different ways; these are the 8089 's 
memory addressing modes. 



The Effective Address 



An operand in the system space has a 20-bit effec- 
tive address, and an operand in the I/O space has 
a 16-bit effective address. These addresses are 
unsigned numbers that represent the distance (in 
bytes) of the low-order byte of the operand from 
the beginning of the address space. Since the 8089 
does not **see" the segmented structure of the 
system space that it may share with an 8086 or 
8088, 8089 effective addresses are equivalent to 
8086/8088 physical addresses. 



All memory addressing modes use the content of 
one of the pointer registers, and the state of that 
register ' s tag bit determines whether the operand 
lies in the system or the I/O space. If the operand 
is in the I/O space (tag = 1), bits 16-19 of the 
pointer register are ignored in the effective 
address calculation. Section 43 describes the t^yo 
fields (AA and MM) in the encoded machine 
instruction that specify addressing mode and base 
(pointer) register. 



Based Addressing 

In based addressing (figure 3-39), the effective 
address is taken directly from the content of GAi 
GB, GC or PP. Using this addressing mode, one 
instruction may access different locations if the 
register is updated before the instruction executes. 
LPD, MOV, MOVP or arithmetic instructions 
might be used to change the value of the base 
register. 



Offset Addressing 

In this mode (figure 3-40) an 8-bit unsigned value 
contained in the instruction is added to the con- 
tent of a base register to form the effective 
address. The offset mode provides a convenient 
way to address elements in structures (a: 
parameter block is a typical example of a struc- 
ture). As shown in figure 3-41, a base register can 
be pointed at the base (first element) in the struc- 
ture, and then different offsets can be used to 
access the elements within the structure. By 
changing the base address, the same structure can 
be relocated elsewhere in memory. 

Indexed Addressing 

An indexed address is formed by adding the con- 
tent of register IX (interpreted as an unsigned 
quantity) to a base register as shown in figure 
3-42. Indexed addressing is often used to access 



(-°° 



R/B/P WB AA W OPCODE MM 



MACHINE INSTRUCTION FORMAT 




Figure 3-39. Based Addressing 
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Figure 3-40. Of f set Addressing 



OFFSET 







6 




• t» 1 6 


HIGH ADDRESSES 1 






i 






ERROR 


LINECT 




? 


f 


+ 4 

+ 2 

--►+0 




BUFF_PTR 




\ 




POSITION 


CURSOR 




BASE REGISTER 







END_BUS 






r 






LOW ADDRESSES 




EA 














-- 


--- 


--- 


--- 


--- 


1 
._ 1 









Figure 3-41 . Accessing a Structure with Offset Addressing 



array elements (see figure 3-43). A base register 
locates the beginning of the array and the value in 
IX selects one element, i.e,, it acts as the array 
subscript. The ith element of a byte array is 
selected when IX contains (/ - 1). To access the 
ith element of a word array, IX should contain 
((/-1)*2). 



Indexed Auto-Increment Addressing 



In this variation of indexed addressing, the effec- 
tive address is formed by summing IX and a base 
register, and then IX is incremented automat- 
ically. (See figure 3-44.) The addition takes place 
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after the EA is calculated. IX is incremented by 1 
for a byte operation, by 2 for a word operation 
and by 3 for a MOVP instruction. This addressing 



mode is very useful for ** stepping through*' suc- 
cessive elements of an array (e.g., a program loop 
that sums an array). 



r 



R/B/P WB AA W OPCODE 



MM 



MACHINE INSTRUCTION FORMAT 




Figure 3-42. Indexed Addressing 



IX 


V. 


^ HIGH ADDRESSES T 


1 . 


ARRAY (9) 


, ^ 


ARRAY (8) 


ARRAY (7) 


BASE REGISTER 


ARRAY (6) 


\ 


ARRAY (5) 


EA 


ARRAY (4) 






ARRAY (3) 




ARRAY (2) 




ARRAY (1) 




ARRAY (0) 




> 




^ 1WORD- ► 

LOW ADDRESSES 



Figure 3-43. Accessing a Word Array with Indexed Addressing 
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r" 



R/B/P WB AA Wl OPCODE MM MACHINE INSTRUCTION FORMAT 




-o- 



DELTA 



Figure 3-44. Indexed Auto-Increment Addressing 



3.9 Programming Facilities 



ASM-89 



The compatibility of the 8089 with the 8086 and 
8088 extends beyond the hardware interface. 
Comparing figure 3-45, with figure 2-45, one can 
see that, except for the translate step, the software 
development process is identical for both 
8086/8088 and 8089 programs. The ASM-89 
assembler produces a relocatable object module 
that is compatible with the 8086 family software 
development utilities LIB-86, LINK-86, LOC-86 
and OH-86, described in section 2.9. AH of these 
development tools run on an Intellec® 800 or 
Series II microcomputer development system. 



The ASM-89 assembler reads a disk file contain- 
ing 8089 assembly language statements, translates 
these statements into 8089 machine instructions, 
and writes the result into a second disk file. The 
assembly input is called a source module, and the 
principal output is a relocatable object module. 
The assembler also produces a file that lists the 
module and flags any errors detected during the 
assembly. 



Statements 



This section surveys the facilities of the ASM-89 
assembler and discusses how LINK-86 and 
LOC-86 can be used in 8089 software develop- 
ment. For a complete description of the 8089 
assembly language, consult 8089 Assembly 
Language User's Guide, Order No. 9800938, 
available from Intel's Literature Department. 



Statements are the building blocks of ASM-89 
programs. Figure 3-46 shows several examples of 
ASM-89 statements. The ASM-89 assembler gives 
programmers considerable flexibility in format- 
ting program statements. Variable names and 
labels (identifiers) may be up to 31 characters 

long, the underscore ( ) character may be used 

to improve the readability of longer names (e.g.. 
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WAIT_UNTIL_READY). The component 
parts of statements (fields) need not be located at 
particular **columns" of the statement. Any 
number of blank characters may separate fields 



and multiple identifiers within the operand field. 
Long statements may be continued onto the next 
link by coding an ampersand (&) as the first 
character of the continued line. 



(FROM PL/M-86 8i ASM-86 TRANSLATORS) 



.J- 



/ RELOC / 
I OBJECT I 
» MODULES • 



TRANSLATE 



ISIS-II 
TEXT 
EDITOR 



— fS^lh- ASM89 ^^^ L 




LOAD 

AND 

EXECUTE 



(" / y^ /' EXECUTE 



Figure 3-45. 8089 Software Development Process 



; THIS STATEMENT CONTAINS A COMMENT FIELD ONLY 



ADDI BC,5 

ADDI BC, 5 

MOV [GA].STATUS, 

o o 

SOURCE EQUGA 
LINE_BUFFER_ADDRESS DD 



; TYPICAL ASM89 INSTRUCTION 
; NCCOLUMN" REQUIREMENTS 

; A CONTINUED STATEMENT 
; A SIMPLE ASM89 DIRECTIVE 
; A LONG IDENTIFIER 



Figure 3-46. ASM-89 Statements 
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A statement whose first non-blank character is a 
semicolon is a comment statement. Comments 
have no affect on program execution and, in fact, 
are ignored by the ASM-89 assembler. Never- 
theless, carefully selected comments are included 
in all well written ASM-89 programs. They sum- 
marize, annotate and clarify the logic of the pro- 
gram where the instructions are too 
'^microscopic*' to make the operation of the pro- 
gram self-evident. 



An ASM-89 instruction statement (figure 3-47) 
directs the assembler to build an 8089 machine 
instruction. The optional label field assigns a 
symbolic identifier to the address where the 
instruction will be stored in memory. A labelled 
instruction can be the target of a program 
transfer; the transferring instruction specifies the 
label for its target operand. In figure 3-47 the 
labelled instruction conditionally transfers to 
itself; the program will loop on this one instruc- 



tion as long as bit 3 of the byte addressed by 
[GA]. STATUS is not true. The mnemonic field of 
an instruction statement specifies the type of 8089 
machine instruction that the assembler is to build. 

The operand field may contain no operands or 
one or more operands as required by the instruc- 
tion. Multiple operands are separated by commas 
and, optionally, by blanks. Any instruction state- 
ment may contain a comment field (comment 
fields are initiated by a semicolon). 

An ASM-89 directive statement (figure 3-48) does 
not produce an 8089 machine instruction. Rather, 
a directive gives the assembler information to use 
during the assembly. For example, the DS (define 
storage) directive in figure 3-48 tells the assembler 
to reserve 80 bytes of storage and to assign a sym- 
bolic identifier (INPUT_BUFFER) to the first 
(lowest-addressed) byte of this area. The ASM-89 
assembler accepts 14 directives; the more com- 
monly used directives are discussed in this section. 



I DEMO: I I JNBT | | [GA].STATUS,3,DEM0| | ;WAIT UNTIL READY | 



I COMMENT (OPTIONAL) 

OPERANDS (REQUIRED/PROHIBITED) 

MNEMONIC (REQUIRED) 

LABEL (OPTIONAL) 



Figure 3-47. ASM-89 Instruction Format 



|INPUT_BUFFER:| IDS 



801 



;TERMINAL LINE STORED HERE | 



C 



COMMENT (OPTIONAL) 

OPERANDS (REQUIRED/PROHIBITED) 

MNEMONIC (REQUIRED) 

LABEL/NAME (REQUIRED/PROHIBITED) 



Figure 3-48. ASM-89 Directive Format 
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The first field in a directive may be a label or a 
name; individual directives may require or pro- 
hibit names, while labels are optional for direc- 
tives that accept them. A label ends in a colon like 
an instruction statement label. However, a direc- 
tive label cannot be specified as the target of a 
program transfer. A name does not have a colon. 
The second field is the directive mnemonic, and 
the assembler distinguishes between instructions 
and directives by this field. Any operands 
required by the directive are written next; multiple 
operands are separated by commas and, option- 
ally, by blanks. A comment may be included in 
any directive by beginning the text with a 
semicolon. 



As an aid to program clarity. The EQU (equate) 
directive may be used to give names to constants 
(e.g., DISK_STATUS EQU 0FF20H). 

Defining Data 

Four ASM-89 directives reserve space for memory 
variables in the ASM-89 program (see figure 
3-50). The DB, DW and DD directives allocate 
units of bytes, words and doublewords, respec- 
tively, initialize the locations, and optionally label 
them so that they may be referred to by name in 
instruction statements. The label of a storage 
directive always refers to the first (lowest- 
addressed) byte of the area reserved by the 
directive. 



Constants 



Binary, decimal, octal and hexadecimal numeric 
constants (figure 3-49) may be written in ASM-89 
instructions and directives. The assembler can 
add and subtract constants at assembly time. 
Numeric constants, including the resufts of 
arithmetic operations, must be representable in 16 
bits. Positive numbers cannot exceed 65,535 
(decimal); negative numbers, which the assembler 
represents in two's complement notation, cannot 
be **more negative" than -32,768 (decimal). 



The DB and DW directives may be used to define 
byte- and word-constant scalars (individual data 
items) and arrays (sequences of the same type of 
item). For example, a character string constant 
could be defined as a byte array: 

SIGN_ON_MSG: DB 'PLEASE ENTER PASSWORD' 

The DD directive is typically used to define the 
address of a location in the system space, i.e., a 
doubleword pointer variable. The address may be 
loaded into a pointer register with the LPD 
instruction. 



Character constants are enclosed in single quote 
marks as shown in figure 3-49. Strings of 
characters up to 255 bytes long may be written 
when initializing storage. Instruction operands, 
however, can only be one or two characters long 
(for byte and word instructions respectively). 



The DS directive reserves, and optionally names, 
storage in units of bytes, but does not initialize 
any of the reserved bytes. DS is typically used for 
RAM-based variables such as buffers. As there is 
no special directive for defining a physical address 
pointer, DS is typically used to reserve the three 
bytes used by the MOVP instruction. 



MOVBI 


GA, 'A' 


CHARACTER 


MOVBI 


GA,41H 


HEXADECIMAL 


MOVBI 


GA,65 


DECIMAL 


MOVBI 


GA, 65D 


DECIMAL ALTERNATIVE 


MOVBI 


GA,101Q 


OCTAL 


MOVBI 


GA,101O 


OCTAL ALTERNATIVE 


MOVBI 


GA, 01000001 B 


BINARY 


; NEXT TWO STATEMENTS 


ARE EQUIVALENT AND 


; ILLL 


STRATE TWO'S C( 


IMPLEMENT REPRESENTATION 


; OF NEGATIVE NUMBEI 


=IS 


MOVBI 


GA,-5 




MOVBI 


GA,11111011B 





Figure 3-49. ASM89 Constants 
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; ASM89 DIRECTIVE 



ALPHA: 


DB 


1 




DB 


-2 




DB 


'A'/B' 


BETA: 


DW 


1 




DW 


-5 




DW 


'AB' 




DW 


400, 500 




DW 


400H, 500H 


gamma: 


DW 


BETA 


DELTA 


DD 


GAMMA 


ZETA: 


DS 


80 



MEMORY CONTENT (HEX) 

01 

FE (TWO'S COMPLEMENT) 

4142 

0100 

FAFF 

4241 

2410F401 

0004 0005 

OFFSET OF BETA ABOVE, 

FROM BEGINNING OF PROGRAM 

ADDRESS (SEGMENT & OFFSET) 

OF GAMMA 

80 BYTES, UNINITIALIZED 



Figure 3-50. ASM-89 Storage Directives 



Structures 



An ASM-89 structure is a map or template that 
gives names and relative locations to a collection 
of related variables that are called structure 
elements or members. Defining a structure, 
however, does not allocate storage. The structure 
is, in effect, overlaid on a particular area of 
memory when one of its elements is used as an 
instruction operand. Figure 3-51 shows how a 
structure representing a parameter block could be 
defined and then used in a channel program. The 



assembler uses the structure element name to pro- 
duce an offset value (structures are used with the 
offset addressing mode). Compared to **hard- 
coded*' offsets, structures improve program clar- 
ity and simplify maintenance. If the layout of a 
memory block changes, only the structure defini- 
tion must be modified. When the program is 
reassembled, all symbolic references to the struc- 
ture are automatically adjusted. When multiple 
areas of memory are laid out identically, a single 
structure can be used to address any area by 
changing the content of the pointer (base) register 
that specifies the structure's **starting address." 



MEMORY MAP 



OFFSETS--,.- HIGHER ADDRESSES 



+ 10 

+ 8 
+ 6 
+ 4 
+ 2 
PP ■►+0 



BUFFER_LEN 



BUFFER_START 



COMMAND 



RESULT 



TP_RESERVED 



LOWER ADDRESSES 



STRUCTURE DEFINITION 

PARM_BLOCK STRUG 

TP_RESERVED: DS 4 

COMMAND: DS 1 

RESULT: DS 1 

BUFFER_START: DS 4 

BUFFER_LEN: DS 2 

PARM_BLOCK ENDS 



USING "HARD-CODED" OFFSETS 

LPD GA, [PP].6 
MOVBI [PP].5,0 



USING STRUCTURE ELEMENT NAMES 

LPD GA, [PP].BUFFER_START 
MOVBI [PP].RESULT,0 



Figure 3-51. ASM-89 Structure Definition and Use 
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Addressing Modes 

Table 3-18 summarizes the notation a program- 
mer uses to specify how the effective address of a 
memory operand is to be computed. Examples of 
typical ASM-89 coding for each addressing mode, 
as well as register and immediate operands, are 
provided in figure 3-52.^Notice that a bracketed 
reference to a register indicates that the content of 
the register is to be used to form the effective 
address of a memory operand; while an 
unbracketed register reference specifies that the 
register itself is the operand. . . ' ■ 

The following examples summarize how the 
memory addressing modes can be used to access 
simple variables, structures and arrays. 

• If GA contains the address of a memory 
operand, then [GA] refers to that operand. 

• If. GA contains the base address of a 
structure, then [GA].DATA refers to the 
DATA element (field) in that structure. If 
DATA is six bytes from the beginning of the 
structure, then [GA].6 refers to the same 
location. 

• If GA contains the starting address of an 
array, then [GA+IX] addresses the array ele- 
ment indexed by IX. For example, if IX con- 
tains the value 4H, the effective address 
refers to the fifth element of a byte array, or 
the third element of a word array. [GA+IX+] 
selects the same element and additionally 
auto-increments IX by 1 (byte operation), 2 
(word operation) or 3 (MOVP instruction) in 
anticipation of accessing the next array 
element. 



Note that any pointer register could have been 
substituted for GA in the previous examples. 

Table 3-18. ASM-89 Memory Addressing 
Mode Notation 



Notation 


Addressing Mode 


\ptr-reg] 
\ptr-reg].offset 
{ptr-reg + \X] 
Iptr-reg + IX +] 


Based 

Offset 

Indexed 

Indexed Post Auto-Increment 



ptr-reg = GA, GB, GC or PR 
offset = 8-blt signed value; may be struc- 
ture element 



Program Transfer Targets 

As discussed in section 3.7, program transfer 
instructions operate by adding a signed byte or 
word displacement to the task pointer. Table 3-19 
shows how the ASM-89 assembler determines the 
sign and size of the displacement value it places in 
a program transfer machine instruction. In the 
table, the terms **backward" and **f6rward" 
refer to the location of a label specified as a 
transfer target relative to the transfer instruction. 
V*Backward" means the label physically precedes 
the instruction in the source module, and **for- 
ward" means the label follows the instruction in 
the source text. The distances are from the end of 
the transfer instruction; the distance to the 
instruction immediately following the transfer is 
bytes. 



ADDI 


GA,5 


ADD 


GC, [GB] 


ADDBI 


[PP],10 


ADDB 


IX, [GB].5 


ADDB 


BC, [GC].COUNT 


ADD 


[GG + IX],BC 


ADDI 


[GA + IX + ],5 


ADDB 


[PPJ.ERROR, [GA] 



; REGISTER, IMMEDIATE 

; REGISTER, MEMORY (BASED) 

; MEMORY (BASED), IMMEDIATE 

; REGISTER, MEMORY (OFFSET) 

; REGISTER, MEMORY (OFFSET) 

; MEMORY (INDEXED), REGISTER 

; MEMORY (INDEXED AUTO-INCREMENT), IMMED 

; MEMORY (OFFSET), MEMORY (BASED) 



Figure 3-52. ASM-89 Operand Coding Examples 
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Two important points can be drawn from table 
3-19. First, a target must lie within 32k bytes of a 
transfer instruction; this should not prove restric- 
tive except in very large programs. Second, one 
byte can be saved in the assembled instruction by 
writing the short mnemonic when the target is 
known to be within -128 through +127 assembled 
bytes of the transfer. 

It is also important to note that a program 
transfer target must reside in the same module as 
the transferring instruction, i.e., the target 
address must be known at assembly time. 



Procedures 

An ASM-89 program may invoke an out-of-line 
procedure (subroutine) with the CALL/LCALL 
instruction. The first instruction operand 
specifies a memory location where the content of 
TP will be stored as a physical address pointer 
before control is transferred to the procedure. 
The procedure may return to the instruction 
following the CALL/LCALL by using the 
MOVP instruction to restore TP from the save 
area. Figure 3-53 illustrates one approach to pro- 
cedure linkage. 

A channel program may use the first two words of 
its parameter block (pointed to by PP) as a task 
pointer save area. However, this is not recom- 
mended if there is any chance that the CPU will 



issue a **suspend" command to the channel; this 
command stores the current value of TP in the 
same location, possibly overwriting a return 
address. 

As in any program transfer, the target of a 
CALL/LCALL instruction must be contained in 
the same module and within 32k bytes of the 
instruction. 

Segment Control 

The relocatable object module produced by the 
ASM-89 assembler consists of a single logical seg- 
ment. (A segment is a storage unit up to 64k bytes 
long; for a more complete description, refer to 
sections 2.3 and 2.7.) The ASM-89 SEGMENT 
and ENDS directives name the segment as shown 
in figure 3-54. Typically, all instructions and most 
directives are coded in between these directives. 
The END directive, which terminates the 
assembly, is an exception. 

The LOC-86 utility can assign this logical segment 
to any memory address that is a physical segment 
boundary (i.e., whose low-order four bits arc 
0000). In a ROM-based system, variable data 
(which must be in RAM) can be ''clustered" 
together at one *'end" of the program as shown in 
figure 3-55. The ORG directive can then be used 
to force assembly of the variables to start at a 
given offset from the beginning of the segment 
(2,000 hexadecimal bytes in figure 3-55). As the 



Table 3-19. Program Transfer Displacement 



Target Location 


Mnemonic 
Form 


Direction 


Distance 


Displacement 
Sign Bytes 


Short 
(e.g.,JMP) 


Backward 

Forward 

Backward 

Forward 

Backward 

Forward 


<128 

<127 

<32,768 

<32,767 

>32,768 

>32,767 


■ ■ - 1 

+ 1 
- 2 
Error 
Error 
Error 


Long 
(e.g.,LJMP) 


Backward 

Forward 

Backward 

Forward 

Backward 

Forward 


<128 

<127 

<32,768 

<32,767 

>32,768 

>32,767 


- 2 
+ 2 

+ 2 
Error 
Error 
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CALL SAVE: DS 3 ;TP SAVE AREA 



SET UP TP SAVE AREA 

NOTE: EXAMPLE ASSUMES PROGRAM 
IS IN I/O SPACE. USE LPDI 
IF IN SYSTEM SPACE. 
MOVI GCCALLSAVE ; LOAD ADDRESSTOGC 
; CALL IT. 

LCALL [GO], DEMO 



HLT ; LOGICAL END OF PROGRAM 

; DEFINE THE PROCEDURE. 

DEMO: 

; PROCEDURE INSTRUCTIONS GO HERE. 

; NOTE: PROCEDURE MUST NOT UPDATE GO 

; AS IT POINTS TO THE RETURN ADDRESS. 



RETURN TO CALLER. 

MOVP TP,[GC] 

Figure 3-53. ASM-89 Procedure Example 



CHANNELI SEGMENT ; START OF SEGMENT 



ASM89 SOURCE STATEMENTS 



; END OF SEGMENT 
; END OF ASSEMBLY 



CHANNEL1 ENDS 
END 

Figure 3-54. ASM-89 SEGMENT and ENDS Directives 



figure shows, the segment can then be located so 
that instructions and constants fall into the ROM 
portion of memory, while the variable part of the 
segment is located in RAM. The entire segment, 
including any **unused*' portions, of course, can- 
not exceed 64k bytes. 

Intermodule Communication 

An ASM-89 module can make some of its 
addresses available to other modules by defining 
symbols with the PUBLIC directive. At a 



minimum, a channel program must make the 
address of its first instruction available to the 
CPU module that starts the channel program. 
Figure 3-56 shows an ASM-89 module that con- 
tains three channel programs labelled READ, 
WRITE and DELETE. The example shows how a 
PL/M-86 program and an ASM-86 program 
could define these **entry points" as EXTER- 
NAL and EXTRN symbols respectively. When 
the modules are linked together, LINK-86 will 
match the externals with the publics, thus pro- 
viding the CPU programs with the addresses they 
need. 
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DEMO: SEGMENT 
CONSTANT DATA 



INSTRUCTIONS 



ORG2000H 
VARIABLE DATA 



DEMO ENDS 
END 



DEMO SEGMENT. 
LOCATED HERE 



HIGHERADDRESSES 
(AVAILABL E) 



2000H 



-►1000H 



VARIABLES 



(UNUSED) 

INSTRUCTIONS 

CONSTANTS 

(AVAILABLE) 

LOWER ADDRESSES 



f 

RAM 
ROM 

\ 



Figure 3-55. Using the ASM-89 ORG Directive 



ASM-89 MODULE DEFINES THREE PUBLIC SYMBOLS 



PUBLIC READ, WRITE, DELETE 



READ: ; ASM89 INSTRUCTIONS FOR "READ" OPERATION 



HLT 
WRITE: ; ASM89 INSTRUCTIONS FOR "WRITE" OPERATION 



HLT 
DELETE: ; ASM89 INSTRUCTIONS FOR "DELETE" OPERATION 



HLT 



Figure 3-56. ASM-89 PUBLIC Directive 
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PL/M-86 MODULE USES "WRITE" SYMBOL 

DECLARE (READ,WRITE, DELETE) POINTER EXTERNAL; 
DECLARE PARM$BLOCK STRUCTURE 

(TP$START POINTER, 

BUFFER$ADDR POINTER, 

BUFFER$LEN WORD); 



/*SET UP "WRITE" CHANNEL OPERATION*/ 
PARM$BLOCK. TP$START = WRITE; 



ASM-86 



MODULE USES "READ" SYMBOL 



EXTRN 



READ,WRITE, DELETE 



READ_PTR DD READ 
WRITE_PTR DD WRITE 
DELETE_PTR DD DELETE 



; PARM_BLOCK 

EVEN 
TP_START DD ? 

BUFFER_ADDRDD ? 
BUFFER__LEN DW ? 



FORCE TO EVEN ADDRESS 



; SET UP "READ" CHANNEL OPERATION 

MOV AX, WORD PTR READ_PTR ; 1ST WORD 

MOV WORDPTRTP_START,AX 
MOV AX, WORD PTR READ_PTR ; 2ND WORD 

MOV WORD PTR TP_START + 2, AX 



Figure 3-56. ASM-89 PUBLIC Directive (Cont'd.) 



Conversely, an ASM-89 module can obtain the 
address of a public symbol in another module by 
defining it with the EXTRN directive. An external 
symbol, however, can only appear as the initial 
value operand of a DD directive (see figure 3-57). 
This effectively means that an ASM-89 program's 



use of external symbols is limited to obtaining the 
addresses of data located in the system space. 
Another way of doing this, which may be 
preferable in many cases, is to have the CPU pro- 
gram place system space addresses in the 
parameter block. 
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PL/M-86 PROGRAM DECLARES PUBLIC SYMBOL "BUFFER" 



DECLARE BUFFER (80) BYTE PUBLIC; 



ASM-89 PROGRAM OBTAINS ADDRESS OF PUBLIC SYMBOL "BUFFER" 



EXTRN BUFFER 



BUF_ADDRESS DD BUFFER 



LPD GA, BUF_ADDRESS ; POINT TO SYSTEM BUFFER 



Figure 3-57. ASM-89 EXTRN Directive 



Sample Program 

Figure 3-58 diagrams the logic of a simple 
ASM-89 program; the code is shown in figure 
3-59. The program reads one physical record (sec- 
tor) from a diskette drive controlled by an 8271 
Floppy Disk Controller. No particular system 
configuration is implied by the program, except 
that the 8271 resides in the lOP's I/O space. 

Hardware address decoding logic is assumed to be 
set up as follows: 



reading location FFOOH selects the 8271 
status register, 

writing location FFOOH selects the 8271 
command register, 

reading location FFOIH selects the 8271 
result register 

writing location FFOIH selects the 8271 
parameter register 

decoding the address FF04H provides the 
8271 DACK (DMA acknowledge) signal. 





1 




INITIAL 
HOUSEKEEPING 
















PREPARE 

fo"dma 




1 




PREPARE 
CHANNEL 
FOR DMA 




1 




PERFORM 
TRANSFER 


< 


i 


YES 



POST 

RESULT 

TO PARAMETER 

BLOCK 



C HALT ^ 

Figure 3-58. ASM-89 Sample Program Flow 
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The program uses structures to address the 
parameter block and the 8271 registers. Register 
PP contains the address of the parameter block, 
and the program loads GC with FFOOH to point 
to the 8271 registers. The program's entry point 
(the label START) is defined as a PUBLIC sym- 
bol so that the CPU program can place its address 
in the parameter block when it starts the program. 



Register IX is used as a retry counter. If the 
transfer is not completed successfully (bit 3 of the 
8271 result register i' 0), the program retries the 
transfer up to 10 times. 

Since the 8271 automatically requests a DMA 
transfer upon receipt of the last parameter, this 
parameter is sent immediately following the 
XFER command. 



8089 ASSEMBLER 



ISIS-II 8089 ASSEMBLER VI. ASSEMBLY OF MODULE FLOPPY 
OBJECT MODULE PLACED IN :F0:FL0PPY. OB J 
ASSEMBLER INVOKED BY ASM89 FLOPPY. A89 



0000 
OOOii 
0008 
0009 
00 OA 
00 OB 



0000 
0001 
0002 



FFOO 
FF04 



0000 OA^F OA 00 

000^1 B130 OAOO 

0008 5130 OOFF 

OOOC EABA 00 FC 

0010 OAHE 00 12 

0014 0293 08 02CE 01 



OOIA D130 208 



10 
11 
12 
13 
14 
15 
16 
17 
18 
19 
20 
21 
22 
23 
24 
25 
26 
27 
28 
29 
30 
31 
32 
33 
34 
35 
36 
37 
38 
39 
40 
41 
42 
43 
44 
45 
46 
47 
48 
49 
50 
51 
52 
53 
54 



FLOPPY 



SEGMENT 
8089 PROGRAM TO READ SECTOR FROM FLOPPY DISK 



;*»» LAY OUT PARAMETER BLOCK. 



PARM BLOCK 

RESERVED TP: 
BUFF PTR: 
TRACK: 
•SECTOR: 
RETURN CODE: 
PARM BLOCK 



STRUC 
DS 
DS 
DS 
DS 
DS 

ENDS 



;»**LAY OUT 8271 DEVICE REGISTERS. 

FLOPPY REGS STRUC 

COMMAND STAT: DS 1 
PARM RESULT: DS 1 

FLOPPY REGS ENDS 

;»«»8271 ADDRESSES. 

FLOPPY REG ADDR EQU OFFOOH 

DACK 8271 EQU 0FF04H 



;LOW-ADDRESSED REGISTER 
;DMA ACKNOWLEDGE 



;«**MAKE PROGRAM ENTRY POINT ADDRESS 
; AVAILABLE TO OTHER MODULES. 

PUBLIC START 

;»**CLEAR RETURN CODE IN PARAMETER BLOCK. 
START: MOVBI [PP]. RETURN CODE , 

;***INITIALIZE RETRY COUNT. 

• MOVI IX, 10 

;***POINT GC AT LOW-ORDER 8271 REGISTER. 

MOVI GC, FLOPPY REG ADDR 

;*»«SEND COMMAND SEQUENCE TO 8271, HOLDING FINAL PARM. 
;«»*WAIT UNTIL 8271 IS NOT BUSY.: 

RETRY: JNBT [GC J . COMMAND STAT, 7, RETRY 

;»*«SEND "READ SECTOR, DRIVE 0" COMMAND. 

MOVBI [GC J. COMMAND STAT,012H 
;«««SEND TRACK ADDRESS PARAMETER. 

MOVB [GCJ. PARM RESULT, [PP]. TRACK, 

***LOAD CHANNEL CONTROL REGISTER SPECIFYING: 
FROM PORT TO MEMORY, 
SYNCHRONIZE ON SOURCE, 
GA POINTS TO SOURCE, 
TERMINATE ON EXT, 
TERMINATION OFFSET =0. 

MOVI CC,08820H 



F'igure 3-59. ASM-89 Sample Program 
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001E AOOO 

0020 238B on 

0023 1130 04FF 

0027 AABA 00 FC 

002B 6000 

002D 0293 09 02CE 01 

0033 6ABE 01 05 

0037 A03C 

0039 A840 DO 

003C EABA 00 FC 

OOMO OAilE 00 2C 

0044 8ABA 00 FC 

0048 0292 01 02CF OA 

004E 4000 



0050 


2048 






0052 








SYMBOL 


TABLE 


TYPE 




DEFN 


VALUE 


NAME 


10 


0004 


SYM 


BUFF PTR 


18 


0000 


SYM 


COMMAND STAT 


24 


FF04 


SYM 


DACK 8271 


83 


003C 


SYM 


EXIT" 


2 


0000 


SYM 


FLOPPY 


17 


0000 


STR 


FLOPPY REGS 


23 


FFOO 


SYM 


FLOPPY REG ADDR 


8 


0000 


STR 


PARM BLOCK" 


19 


0001 


SYM 


PARM~RESULT 


9 


0000 


SYM 


RESERVED TP 


41 


OOOC 


SYM 


RETRY 


13 


OOOA 


SYM 


RETURN CODE 


12 


0009 


SYM 


SECTOR 


31 


0000 


PUB 


START 


11 


0008 


SYM 


TRACK 


63 


0027 


SYM 


WAIT1 


89 


0044 


SYM 


WAIT2 



55 
56 
57 
58 
59 
60 
61 
62 
63 
64 
65 
66 
67 
08 
69 
70 
71 
72 
73 
74 
75 
76 
77 
78 
79 
80 
81 
b2 
83 
84 
85 
86 
87 
88 
89 
90 
91 
92 
93 
94 
95 
96 
97 
98 
99 
100 
101 



»SET SOURCE BUS = 8, 
WID 



DEST BUS 
8, 16 



16. 



;»»»P0INT GB AT DESTINATION, GA AT SOURCE. 
LPD GB, [PP].BUFF_PTR 

MOVI GA,DACK_8271 

•••INSURE THAT 8271 IS READY FOR LAST PARAMETER. 
WAIT1: JNBT [GC J. C0MMAND_STAT, 5, WAIT 1 

•••PREPARE FOR DMA. 
XFER 

•••START DMA BY SENDING FINAL PARAMETER TO 8271. 

MOVB [GC J. PARM_RESULT,[PP]. SECTOR 

•••PROGRAM RESUMES HERE FOLLOWING EXT. 

•••IF TRANSFER IS OK THEN EXIT, ELSE TRY AGAIN. 
JBT [GCJ.PARM_RESULT,3,EXIT 

•••DECREMENT RETRY COUNT. 
DEC IX 

•••TRY AGAIN IF COUNT NOT EXHAUSTED. 
JNZ IX, RETRY 

•••WAIT UNTIL 8271 IS NOT BUSY. 
EXIT: JNBT [GC J . COMMAND_STAT, 7, EXIT 

•••SEND "READ RESULT" COMMAND TO 8271. 

MOVBI [GCJ.CDMMAND STAT,02CH 



•••WAIT FOR RESULT. 
WAIT2: JNBT 



[GC J . COMMAND_STAT, 4, WAIT2 



•••POST RESULT IN PARAMETER BLOCK FOR CPU. 

MOVB [PP ] . RETURN_ CODE, [GC J . PARM_RESULT 

•••INTERRUPT CPU. 

SINTR 

•••STOP EXECUTION. 
HLT 



FLOPPY 



ENDS 
END 



ASSEMBLY COMPLETE; NO ERRORS FOUND 



Figure 3-59. ASM-89 Sample Program (Cont'd.) 



Mnemonics © Intel, 1979 



3-75 



8089 INPUT/OUTPUT PROGESSOR 



Linking and Locating ASI\/l-89 IVIodules 



The LINK-86 utility program combines multiple 
relocatable object modules into a single 
relocatable module. The input modules may con- 
sist of modules produced by any of the 8086 fam- 
ily language translators: ASM-89, ASM-86, or 
PL/M-86. LINK-86's principal function is to 
satisfy external references made in the modules. 
Any symbol that is defined with the EXTRN 
directive in ASM-89 or ASM-86 or is declared 
EXTERNAL in PL/M-86 is an external 
reference, i.e., a reference to an address con- 
tained in another module. Whenever LINK-86 
encounters an external reference, it searches the 
other modules for a PUBLIC symbol of the same 
name. If it finds the matching symbol, it replaces 
the external reference with the address of the 
object. 

The most common occurrence of an external 
reference in a system that employs one or more 
8089s is the channel program address. In order 
for a CPU program to start a channel program, it 
must ensure that the address of the first channel 
program instruction is contained in the first two 
words of the parameter block. Since the channel 
program is assembled separately, the translator 
that processes the CPU program will not typically 
know its address. If this address is defined as an 



external symbol (see figure 3-56), LINK-86 will 
obtain the address from the ASM-89 channel pro- 
gram when the two are linked together. (The 
ASM-89 program must, of course, define the 
symbol in a PUBLIC directive.) 

Other external references may arise when one 
module uses data (e.g., a buffer) that is contained 
in another module, and (in PL/M-86 and 
ASM-86 modules) when one module executes 
another module, typically by a CALL statement 
or instruction. 

When an 8089 module (or modules) is fo be 
located in the system space, it may be linked 
together with PL/M-86 or ASM-86 modules as 
described above and shown in figure 3-60. 
LINK-86 resolves external references and com- 
bines the input modules into a single relocatable 
object module. This module can be input to 
LOC-86 (LOC-86 assigns final absolute memory 
addresses to all of the instructions and data). This 
absolute object module may, in turn, be pro- 
cessed by the OH-86 utility to translate the 
module into the hexadecimal format. This format 
makes the module readable (the records are writ- 
ten in ASCII characters) and is required by some 
PROM programmers and RAM loaders. Intel's 
Universal PROM Programmer (UPP) and iSBC 
957TM Execution Package (loader) use the hexa- 
decimal format. 



*"" V MODULESl \ 



r MLOC f( /^RELOC f /Absolute/' /^"S""/' 

[ RELOC / I 

' — *-{ object! \ 
9 I modules! V 



Figure 3-60. Creating a Single Absolute Object Module 
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If the 8089 code is to reside in its I/O space, a dif- 
ferent technique is required since separate 
absolute object modules must be produced for the 
system and I/O spaces. Figure 3-61 shows how to 
link and locate when there are external references 
between I/O space modules and system space 
modules. 

The normal link and locate sequence is followed 
and culminates in the production of an absolute 
module in hexadecimal format. Since the records 
in this file are human-readable, the file can be 
edited using the ISIS-II text editor. The editing 
task involves finding the 8089 I/O space records 
in the file, writing them to one file, and then 
writing the 8086/8088 records (destined for the 
system space) to another fi\Q. MCS-86 Absolute 
Object File Formats, Order No. 9800921, 
available from Intel's Literature Department, 
describes the records in absolute (including hexa- 
decimal) object modules. 

When using the previous method, it is likely that 
LOC-86 will issue messages warning that 
segments overlap. For example, the 8089 code 
would typically be located starting at absolute 
location OH of the I/O space. However, the 
8086/8088 interrupt pointer table occupies these 
low memory addresses in the system space. Since 
LOC-86 has no way to know that the segment will 
ultimately be located in different address spaces, 
it will warn of the conflict; the warning may be 
ignored. 

An alternative to linking the modules together 
and then separating them is to link system space 
modules separately from I/O space modules as 
shown in figure 3-62. This approach avoids the 
manual edit of the absolute object module and the 



segment conflict messages from LOC-86. It 
reoiuires, however, that modules in the two spaces 
not use the EXTRN/PUBLIC mechanism to refer 
to each other. Modules in the same space can 
define external and public symbols, however. 

External references from I/O space modules to 
syj'jtem space modules can be eliminated if the 
CPU programs pass all system space addresses in 
paraimeter blocks. In other words, a channel pro- 
graini can obtain any address in the system space if 
the address is in the parameter block. Using this 
approach allows the system space addresses to be 
changed during execution. If the addresses are 
constant values, they may also be altered as 
sysitem development proceeds without relinking 
the channel programs. 



Ex ternal references from system space modules to 
ad/dresses in the I/O space may be eliminated by 
assig: ning these addresses values that are kaown at 
assembly or compilation time. Figure 3-63 
illust rates how the ASM-89 ORG directive can be 
used to force the first instruction (entry point) of 
a ch&mnel program to an absolute address. In the 
case of the example, one module contains two 
entr>^ points labelled *'READ" and '^WRITE." 
Assviming the module is located at absolute 
address OH in the I/O space, the channel pro- 
gram is will begin at 200H and 600H respectively. 
In the example, these values have been chosen 
arbit rarily; in a typical application they would be 
based on the length of the programs and the loca- 
tion of RAM and ROM areas. By starting the pro- 
gram is at fixed addresses that are known to the 
CPU programs that activate them, the channel 
prog] rams can be reassembled without needing to 
relink the CPU programs. 



, f RELOC f f . 

6 *-{ OBJECT I r 

^^ V MODULESy V 



/^ TelOC /^/^ /" RELOC /^ /TbSOLUTE /^ AbSOLUTe/ 

^ OBJECT f I *- LINK-86 *-[ OBJECT I ►- LOC-86 —*^ OBJECT I »- H-86 *A OBJECT ( ^ 

*i MODULESl V V MODULE V- V MODULE V . V MODULE V 



lt' 



/absolute/ 

I hex I ^ T 

I OBJECT t *" 

V MODULE \ 



/ RELOC f I 

*-{ object! V 

y MODULES\\ 



(ABSOLUTE/ 
HEX I ^ T 
OBJECT f ^ S 
MODULE V 



Figure 3-61 . Creating Separate Absolute Object Modulles — External References in Relocatable 
Modules ' 
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FROM i RELOC l 

PL/M-86 *^l OBJECT I 

* MODULES! 




(^ocT /Absolute f /absolute/^ 

— ^ object \\ ► LOC-86 *4 OBJECT 1—^ OH-86 *\ OBJECT I *" 

^MODULE rr^ ^^ODULE r^^ ^^MODULE V^ 



L ^ OBJECT f I *^ 

* y MODULES yV 




/Absolute /^ Absolute / 

*\ object I ► OH-86 ^ OBJECT I * 



Figure 3-62. Creating Separate Absolute C^bject Modules— No External References in Relocatable 
Modules 

ASM-89 ENTRY POINT DEFINITIONS 



READ: 



ORG 200H 



INSTRUCTIONS FC)R"READ" CHANNEL PROGRAM 



ORG 600H 



WRITE: 



INSTRUCTIONS FOR "WRITE" CHANNEL PROGRAM 



ASM-86 DEFINITION OF ENTRY POINT ADDRESSES 



READ_ADDR HDD 200H 

WRITE_ADDR OD 600H 



PL/M-86 DECLARATION OF ENTRY POINT ADDRESSES 



DECLARE READSADDR POINTER; 
DECLARE WRITE$A DDR POINTER; 
READSADDR = 200H ; 
WRITE$ADDR = 600lfH; 

Figure 3-63. Using Absolute Entry Point Addresses 
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3.10 Programming Guidelines 
and Examples 

This section provides two types of 8089 program- 
ming information. A series of general guidelines, 
which apply to system and program design, is 
presented first. These guidelines are followed by 
specific coding examples that illustrate program- 
ming techniques that may be applied to many dif- 
ferent types of applications. 



Programming Guidelines 

The practices in this section are recommended to 
simplify system development and, particularly, 
for system maintenance and enhancement. Soft- 
ware that is designed in accordance with these 
guidelines will be adaptable to the changing 
environment in which most systems operate, 
and will be in the best position to take 
advantage of new Intel hardware and software 
products. 



Segments 

Although the lOP does not **see" the segmented 
organization of system memory, it should respect 
this logical structure. The lOP should only 
address the system space through pointers passed 
by the CPU in the parameter block. It should not 
perform arithmetic on these addresses or other- 
wise manipulate them except for the automatic 
incrementing that occurs during DMA transfers. 
It is the responsibility of the CPU to pass 
addresses such that transfer operations do not 
cross segment boundaries. 



Self-Modifying Code 

Programs that alter their own instructions are dif- 
ficult to understand and modify, and preclude 
placing the code in ROM. They may also inhibit 
compatibility with future Intel hardware and soft- 
ware products. 

Note also that when the 8089 is on a 16-bit bus, its 
instruction fetch queue can interfere with the 
attempt of one instruction to modify the next 
sequential instruction. Although the instruction 
may be changed in memory, its unmodified first 
byte will be fetched from the queue rather than 



memory if it is on an odd address. The processor 
will thus execute a partially-modified instruction 
with unpredictable results. 



I/O System Design 

Section 2.10 notes that I/O systems should be 
designed hierarchically. Application programs 
"see" only the topmost level of the structure; all 
details pertaining to the physical characteristics 
and operation of I/O devices are relegated to 
lower levels. Figure 3-64 shows how this design 
approach might be employed in a system that uses 
an 8089 to perform I/O. The same concept can be 
expanded to larger systems with multiple lOPs. 

The application system is clearly separated from 
the I/O system. No application programs per- 
form I/O; instead they send an I/O request to the 
I/O supervisor. (In systems with file-oriented 
I/O, the request might be sent to a file system that 
would then invoke the I/O supervisor.) The I/O 
request should be expressed in terms of a logical 
block of data— a record, a line, a message, etc. It 
should also be devoid of any device-dependent 
information such as device address, sector size, 
etc. 

The I/O supervisor transforms the application 
program's request for service into a parameter 
block and dispatches a channel program to carry 
out the operation. The I/O supervisor controls 
the channels; therefore, it knows the cor- 
respondence between channels and I/O devices, 
the locations of CBs and channel programs, and 
the format of all of the parameter blocks. The 
I/O supervisor also coordinates channel 
**events," monitoring BUSY flags and respond- 
ing to channel-generated interrupt requests. The 
I/O supervisor does not, however, communicate 
with I/O devices that are controlled by the chan- 
nels. If the CPU performs some I/O itself (this 
should be restricted to devices other than those 
run by the channels), the I/O supervisor invokes 
the equivalent of a channel program in the CPU 
to do the physical I/O. Note that although the 
I/O supervisor is drawn as a single box in figure 
3-64, it is likely to be structured as a hierarchy 
itself, with separate modules performing its many 
functions. 

The software interface between the CPU's I/O 
supervisor and an lOP channel program should 
be completely and explicidy defined in the 
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Figure 3-64. 8089-Based I/O System Design 
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parameter block. For example, the I/O supervisor 
should pass the addresses of all system memory 
areas that the channel program will use. The 
channel program should not be written so that it 
**knows" any of these addresses, even if they are 
constants. Concentrating the interface into one 
place like this makes the system easier to under- 
stand and reduces the likelihood of an undesirable 
side effect if it is modified. It also generalizes the 
design so that it may be used in other application 
systems. 

Figure 3-64 shows a simple channel program run- 
ning on channel 1 and a more complex program 
running on channel 2. Channel I's program per- 
forms a single function and is therefore designed 
as a simple program. The program on channel 2 
performs three functions (e.g., **read," **write," 
**delete") and is structured to separate its func- 
tions. The functions might be implemented as 
procedures called by the "channel supervisor" 
depending on the content of the parameter block. 
Notice that to the I/O supervisor, both programs 
appear alike; in particular, both have a single 
entry point. 

In some channel programs, different functions 
will need different information passed to them in 
the parameter block. Figure 3-65 shows one 
technique that accommodates different formats 
while still allowing the channel supervisor to 
determine which procedure to call from the PB. 
The parameter block is divided into fixed and 
variable portions, and a function code in the fixed 
area indicates the type of operation that is to be 
performed. Part of the fixed area has been set 
aside so that additional parameters can be added 
in the future. 



Programming Examples 

The first example in this section illustrates how a 
CPU can initialize a group of lOPs and then 
dispatch channel programs. This code is written 
inPL/M-86. 

The remaining examples, written in ASM-89, 
demonstrate the 8089 instruction set and address- 
ing modes in various commonly-encountered pro- 
gramming situations. These include: 

• memory-to-memory transfers 

• saving and restoring registers 



FIXED 
FORMAT 



VARIABLE 
FORMAT 



TP/CHANNEL STATE 
SAVE AREA 



FIXED PARM1 



FUNCTION 
CODE 



FIXED PARM2 



FIXED PARM3 



RESERVED FOR 
FUTURE USE 



VARIABLE PARAMETER 
j^ FORMAT AND SIZE 

GOVERNED BY 
^ FUNCTION CODE ^ 





2 

4 

6 

8 

10 

12 



Figure 3-65. Variable Format Parameter Block 



Initialization and Dispatch 

The PL/M-86 code in figure 3-66 initializes two 
lOPs and dispatches two channel programs on 
one of the lOPs. The same general technique can 
be used to initialize any number of lOPs. The 
hypothetical system that this code runs on is con- 
figured as follows: 

• 8086 CPU (16-bit system bus); 

• two remote lOPs share an 8-bit local I/O bus 
via the request/grant lines operating in 
mode 1; 

• 8089 channel attentions are mapped into four 
port addresses in the CPU's I/O space; 

• channel programs reside in the 8089 I/O 
space; 

• one 8089 controls a CRT terminal, one 
channel running the display, the other scan- 
ning the keyboard and building input 
messages; 

• the function of the second 8089 is not defined 
in the example. 
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The code declares one CB (channel control block) 
for each 8089. The CBs are declared as two- 
element arrays, each element defining the struc- 
ture of one channel's portion of the CB. The SCB 
(system configuration block) and SCP (system 
configuration pointer) are also declared as struc- 
tures. The SCP is located at its dedicated system 
space address of FFFF6H. The other structures 
are not located at specific addresses since they are 
all linked together by a chain of pointers 
**anchored"attheSCP. 

Two simple parameter blocks define messages to 
be transmitted between the PL/M-86 program 
and the CRT. Each PB contains a pointer to the 
beginning of the message area and the length of 
the message. In the case of the keyboard (input) 
message, the channel program builds the message 
in the buffer pointed to by the pointer in the PB 
and returns the length of the message in the PB. 

The code initializes one lOP at a time since the 
chain of control blocks read by the lOP during 
initialization must remain static until the process 
is complete. To initialize the first lOP, the code 
fills in the SYSBUS and SOC fields and links the 
blocks to each other using the PL/M-86 @ 
(address) operator. It sets channel Ts BUSY flag 
to FFH so that it can monitor the flag to deter- 
mine when the initialization has been completed 
(the lOP clears the flag to OH when it has 
finished). Channel 2's BUSY flag is cleared, 
although this could just as well have been done 
after the initialization (the lOP does not alter 
channel 2' s BUSY flag during initialization). The 
code starts the lOP by issuing a channel attention 
to channel 1 to indicate that the lOP is a bus 
master. PL/M-86's OUT function is used to select 
the port address to which the lOP's CA and SEL 
lines have been mapped. The data placed on the 
bus (OH) is ignored by the lOP. It then waits until 
the lOP clears the channel 1 BUSY flag. 

The second lOP is initialized in the same manner, 
first changing the pointer in the SCB to point to 
the second lOP's channel control block. If this 



lOP were on a different I/O bus, the SOC field 
would have been altered if a different 
request/grant mode were being used or if the lOP 
had a 16-bit I/O bus. The second lOP is a slave so 
its initialization is started by issuing a CA to chan- 
nel 2 rather than channel 1 . 

After both lOPs are ready, the code dispatches 
two channel programs (not coded in the example); 
one program is dispatched to each channel of one 
of the lOPs. To avoid external references, the 
system has been set up so that the PL/M-86 code 
**knows'* the starting addresses of these channel 
programs (200H and 600H). The code uses the 
PL/M-86 LOCKSET function to: 



• lock the system bus; 

• read the BUSY flag; 

• set the BUSY flag to FFH if it is clear; 

• unlock the System bus. 



This operation continues until the BUSY flag is 
found to be clear (indicating that the channelis 
available). Setting the flag immediately to FFH 
prevents another processor (or another task in 
this program activated as a result of an interrupt) 
from using the channel. The code fills in the 
parameter block with the address and length of 
the message to be displayed, sets the CCW and 
then links the channel program (task block) start 
address to the parameter block and links the 
parameter block to the CB. The channel is dis- 
patched with the OUT function that effects a 
channel attention for channel 1 . 

A similar procedure is followed to start channel 2 
scanning the terminal keyboard. In this case, the 
code allows channel 2 to generate an interrupt 
request (which it might do to signal that a message 
has been assembled). An interrupt procedure 
would then handle the interrupt request. 



/* ASSIGN NAMES TO CONSTANTS*/ 



DECLARE 
DECLARE 
DECLARE 
DECLARE 
DECLARE 
DECLARE 



CHANNEL$BUSY 

CHANNEL$CLEAR 

CR/*CARR. RET.*/ 

LF/*LINEFEED*/ 

DISPLAY$TB 

KEYBD$TB 



LITERALLY 'OFFH'; 
LITERALLY 'OH'; 
LITERALLY 'ODH'; 
LITERALLY '0 AH'; 
LITERALLY '200H'; 
LITERALLY '600H'; 



Figure 3-66. Initialization and Dispatch Example 
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DECLARE /*IOP CHANNEL ATTENTION ADDRESSES*/ 
I0P$A$CH1 LITERALLY 'OFFEOH', 

I0P$A$CH2 LITERALLY '0FFE1H', 

I0P$B$CH1 LITERALLY '0FFE2H', 

I0P$B$CH2 LITERALLY '0FFE3H'; 

DECLARE /*CHANNEL CONTROL BLOCK FOR IOP$A) 
CB$A(2) STRUCTURE 

(BUSY BYTE, 

COW BYTE, 

PB$PTR POINTER, 

RESERVED WORD); 

DECLARE rCHANNEL CONTROL BLOCK FOR IOP$B*/ 



CB$B(2) 

(BUSY 

COW 

PB$PTR 

RESERVED 



STRUCTURE 

BYTE, 

BYTE, 

POINTER, 

WORD); 



DECLARE 



DECLARE 



DECLARE 



DECLARE 



/*SYSTEM CONFIGURATION BLOCK*/ 
SOB STRUCTURE 

(SOC BYTE, 

RESERVED BYTE, 

CB$PTR POINTER); 

/^SYSTEM CONFIGURATION POINTER*/ 
SOP STRUCTURE 

(SYSBUS BYTE, 

SCB$PTR POINTER) AT (0FFFF6H); 

MESSAGESPB STRUCTURE 
(TB$PTR POINTER, 

MSGSPTR POINTER, 

MSG$LENGTH WORD); 

KEYBD$PBSTRUCTUE 

(TP$PTR POINTER, 

BUFF_PTR POINTER, 
MSG$SIZE WORD); 



DECLARE SIGN$ON BYTE (*) DATA 

(OR, LF, 'PLEASE ENTER USER ID'); 

DECLARE KEYBD$BUFF BYTE (256); 

/* 
*INITIALIZE IOP$A, THEN IOP$B 

*/ 

/*PREPARE CONTROL BLOCKS FOR IOP$A*/ 

SCP.SCB$PTR = @SCB; 

SCP.SYSBUS = 01 H; /*16-BIT SYSTEM BUS*/ 

SCB.SOC = 02H; /*RQ/GT M0DE1 , 8-BIT I/O BUS*/ 

SCB.CB$PTR = @CB$A(0); 

CB$A(0).BUSY = CHANNEL$BUSY 

CB$A(1).BUSY = CHANNEL$CLEAR; 



Figure 3-66. Initialization and Dispatch Example (Cont'd.) 
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/*ISSUECA FOR CHANNEL1, INDICATING lOP IS MASTER*/ 
OUT(IOP$A$CH1) = 0H; 

/*WAIT UNTIL FINISHED*/ 
DO WHILE CB$A(0). BUSY = CHANNEL$BUSY; 
END; 

/*PREPARE CONTROL BLOCKS FOR IOP$B*/ 
SCB.CB$PTR = @CB$B(0); 
CB$B(0).BUSY = CHANNEL$BUSY; 
CB$B(1).BUSY = CHANNEL$CLEAR; 

/*ISSUE CA FOR CHANNEL2, INDICATING SLAVE STATUS* / 
OUT(IOP$B$CH2) = OH; 

/*WAIT UNTIL lOP IS READY*/ 
DO WHILE CB$B(0).BUSY = CHANNEL$BUSY; 
END; 



*SEND SIGN ON MESSAGE TO CRT CONTROLLED 
*BYCHANNEL10FI0P$A 

*/ 

/*WAIT UNTIL CHANNEL IS CLEAR, THEN SET TO BUSY*/ 
DO WHILE LDCKSET(@CB$A(0). BUSY, CHANNEL$BUSY); 
END; 

/*SETCCW AS FOLLOWS: 

PRIORITY = 1, 

NO BUS LOAD LIMIT, 

DISABLE INTERRUPTS, 

START CHANNEL PROGRAM IN I/O SPACE*/ 
CB$A(0).CCW = 10011001 B; 

/*LINK MESSAGE PARAMETER BLOCK TO CB*/ 
CB$A(0).PB$PTR = @ MESSAGE$PB; 

/*FILL IN PARAMETER BLOCK*/ 
MESSAGE$PB.TB$PTR = DISPLAY$TB; 
MESSAGE$PB.MSG$PTR = @SIGN$ON; 
MESSAGE$PB. MSB$LENGTH = LENGTH (SIGN$ON); 

/*DISPATCH THE CHANNEL*/ 
OUT(IOP$A$CH1) = 0H; 

/* 

*DISPATCH CHANNEL 2 OF IOP$A TO 

*CONTINUOUSLYSCAN KEYBOARD, INTERRUPTING 

*WHEN A COMPLETE MESSAGE IS READY 

*/ 

/*WAITUNTILCHANNELISCLEAR, THEN SET TO BUSY*/ 
DO WHILE LOCKSET (@ CB$A(1). BUSY, CHANNEL$BUSY); 
END; 



Figure 3-66. Initialization and Dispatch Example (Cont'd.) 
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/*SET CCW AS FOLLOWS: 

PRIORITY = 

BUS LOAD LIMIT, 

ENABLE INTERRUPTS, 

START CHANNEL PROGRAM IN I/O SPACE* / 
CB$A(1).CCW = 00110001B; 

/*LINK KEYBOARD PARAMETER BLOCK TO CB*/ 
CB$A(1).PB$PTR = @ KEYBD$PB; 
/*FILL IN PARAMETER BLOCK*/ 
KEYBD$PB.TB$PTR = KEYBD$TB; 
KEYBD$PB.BUFF$PTR = @ KEYBD$BUFF; 
KEYBD$PB.MSG$SIZE = OH; 
/*DISPATCH THE CHANNEL*/ 
OUT(IOP$A$CH2) = 0H; 



Figure 3-66. Initialization and Dispatch Example (Cont'd.) 



Memory-to-Memory Transfer 

Figure 3-67 shows a channel program that per- 
forms a memory-to-memory block transfer in 
seven instructions. The program moves up to 64k 
bytes between any two locations in the system 
space. A 16-bit system bus is assumed, and the 
CPU is assumed to be monitoring the channel's 
BUSY flag to determine when the program has 
finished. 

To attain maximum transfer speed, the program 
locks the bus during each transfer cycle. This 
ensures that another processor does not acquire 
the bus in the interval between the DMA fetch 
and store operations. By setting this channel's 
priority bit in the CCW to 1 and the other chan- 
nel's to 0, the CPU could effectively prevent the 
other channel from running during the transfer. 
Byte count termination is selected so that the 
transfer will stop when the number of bytes 
specified by the CPU has been moved. Since there 
is only a single termination condition, a termina- 
tion offset of is specified. The transfer begins 
after the WID instruction, and the HLT instruc- 
tion is executed immediately upon termination. 



Saving and Restoring Registers 

A CPU program can **interrupt" a channel pro- 
gram by issuing a ^'suspend" channel command. 



The channel responds to this command by saving 
the task pointer and PSW in the first two words 
of the parameter block. The suspended program 
can be restarted by issuing a * 'resume" command 
that loads TP and the PSW from the save area. 

If the CPU wants to execute another channel pro- 
gram between the suspend and resume opera- 
tions, the suspended program's registers will 
usually have to be saved first. If the ** interrupt- 
ing" program **knows" that the registers must be 
saved, it can perform the operation and also 
restore the registers before it halts. 

A more general solution is shown in figure 3-68. 
This is a program that does nothing but save the 
contents of the channel registers. The registers are 
saved in the parameter block because PP is the 
only register that is known to point to an available 
area of memory. A similar program could be writ- 
ten to restore registers from the same parameter 
block. 

Using this approach, the CPU would * interrupt" 
a running program as follows: 

• suspend the running program, 

• run the register save program, 

• run the '* interrupting' ' program, 

• run the register restore program, 

• resume the suspended program. 
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MEMEXAMP SEGMENT 

;**MEMORY-TO-MEMORY TRANSFER PROGRAM** 



PB 


STRUC 




TP_RESERVED: 


DS 4 


FROM_ADDR: 


DS 4 


TO_ADDR: 


DS 4 


SIZE: 


DS 2 


PB 


ENDS 


;POINT GA AT SOURCE, GB AT DESTINATION. 




LPD GA, 


PP .FROM_ADDR 




LPD GB, 


PP'.TO_ADDR 


;LOAD BYTE COUNT INTO BC. 




MOV BC, 


PP].SIZE 



LOAD CC SPECIFYING: 

MEMORY TO MEMORY, 

NO TRANSLATE, 

UNSYNCHRONIZED, 

GA POINTS TO SOURCE, 

LOCK BUS DURING TRANSFER, 

NO CHAINING, 

TERMINATING ON BYTE COUNT,OFFSET = 0. 

MOV CC,0C208H 

;PREPARE CHANNEL FOR TRANSFER. 

XFER 



16,16 



;SET LOGICAL BUS WIDTH. 
WID 

;STOP EXECUTION AFTER DMA. 

HLT 
MEMEXAMP ENDS 

END 



Figure 3-67. Memory-to-Memory Transfer Example 



SAVEREGS SEGMENT 

;SAVE ANOTHER CHANNEL'S REGISTERS IN PB 



PB 


STRUC 




TP_RESERVED: 


DS 


4 


GA_SAVE: 


DS 


3 


GB_SAVE: 


DS 


3 


GC_SAVE: 


DS 


3 


IX_SAVE: 


DS 


2 


BC_SAVE: 


DS 


2 


MC_SAVE: 


DS 


2 


CC_SAVE: 


DS 


2 


PB 


ENDS 






MOVP 


[PP] 




MOVP 


PP 




MOVP 


PP 




MOV 


PP 




MOV 


PP 




MOV 


PP 




MOV 


PP 




HLT 




SAVEREGS 


ENDS 
END 





.GA_SAVE,GA 
.GB_SAVE,GB 
.GC_SAVE,GC 

].IX_SAVE, IX 
.BC_SAVE,BC 

'.MC_SAVE, MC 
.CC_SAVE, CC 



Figure 3-68. Register Save Example 



Mnemonics © Intel, 1979 
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CHAPTER 4 
HARDWARE REFERENCE INFORMATION 



4.1 Introduction 

This chapter presents specific hardware informa- 
tion regarding the operation and functions of the 
8086 family processors: the 8086 and 8088 Central 
Processing Units (CPUs) and the 8089 I/O Pro- 
cessor (lOP). Abbreviated descriptions of the 
8086 family support circuits and their circuit 
functions appear where appropriate within the 
processor descriptions. For more specific 
information on any of the 8086 family support 
circuits, refer to the corresponding data sheets in 
Appendix B. 

4.2 8086 and 8088 CPUs 

The 8086 and 8088 CPUs are characterized by a 
20-bit (1 megabyte) address bus and an identical 
instruction/function format, and differ essential- 
ly from one another by their respective data bus 
widths (the 8086 uses a 16-bit data bus, and the 
8088 uses an 8-bit data bus). Except where 
expressly noted, the ensuing descriptions are 
applicable to both CPUs. 

Both the 8086 and 8088 feature a combined or 
**time-multiplexed" address and data bus that 
permits a number of the pins to serve dual func- 
tions and consequently allows the complete CPU 
to be incorporated into a single, 40-pin package. 
As explained later in this chapter, a number of the 
CPU's control pins are defined accordi ng t o the 
strapping of a single input pin (the MN/MX pin). 
In the ''minimum mode," the CPU is configured 
for small, single-processor systems, and the CPU 
itself provides all control signals. In the "max- 
imum mode," an Intel® 8288 Bus Controller, 
rather than the CPU, provides the control signal 
outputs and allows a number of the pins pre- 
viously delegated to these control functions to be 
redefined in order to support multiprocessing 
applications. Figures 4-1 and 4-2 describe the pin 
assignments and signal definitions for the 8086 
and 8088, respectively. 

CPU Architecture 

As shown in figures 4-3 and 4-4, both CPUs 
incorporate two separate processing units: the 
Execution Unit or "EU" and the Bus Interface 



Unit or "BIU." The EU for each processor is 
identical. The BIU for the 8086 incorporates a 16- 
bit data bus and a 6-byte instruction queue 
whereas the 8088 incorporates an 8-bit data bus 
and a 4-byte instruction queue. 



The EU is responsible for the execution of all 
instructions, for providing data and addresses to 
the BIU, and for manipulating the general 
registers and the flag register. Except for a few 
control pins, the EU is completely isolated from 
the "outside world.'* The BIU is responsible for 
executing all external bus cycles and consists of 
the segment and communications registers, the 
instruction pointer and the instruction object 
code queue. The BIU combines segment and off- 
set values in its dedicated adder to derive 20-bit 
addresses, transfers data to and from the EU on 
the ALU data bus and loads or "prefetches" 
instructions into the queue from which they are 
fetched by the EU. 

The EU, when it is ready to execute an instruc- 
tion, fetches the instruction object code byte from 
the BIU's instruction queue and then executes the 
instruction. If the queue is empty when the EU is 
ready to fetch an instruction byte, the EU waits 
for the instruction byte to be fetched. In the 
course of instruction execution, if a memory loca- 
tion or I/O port must be accessed, the EU 
requests the BIU to perform the required bus 
cycle. 

The two processing sections of the CPU operate 
independently. In the 8086 CPU, when two or 
more bytes of the 6-byte instruction queue are 
empty and the EU does not require the BIU to 
perform a bus cycle, the BIU executes instruction 
fetch cycles to refill the queue. In the 8088 CPU, 
when one byte of the 4-byte instruction queue is 
empty, the BIU executes an instruction fetch 
cycle. Note that the 8086 CPU, since it has a 16- 
bit data bus, can access two instruction object 
code bytes in a single bus cycle, while the 8088 
CPU, since it has an 8-bit data bus, accesses one 
instruction object code byte per bus cycle. If the 
EU issues a request for bus access while the BIU is 
in the process of an instruction fetch bus cycle, 
the BIU completes the cycle before honoring the 
EU's request. 
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Common Signals 


Name 


Function 


Type 


AD15-AD0 

A19/S6- 
A16/S3 

BHE/S7 
MN/MX 

RD 

TEST 
READY 
RESET 

NMI 

INTR 
CLK 

Vcc 
GND 


Address/Data Bus 

Address/Status 

Bus High Enable/ 
Status 

Minimum/Maximum 
Mode Control 

Read Control 

Wait On Test Control 

Wait State Control 

System Reset 

Non-Maskable 
Interrupt Request 

Interrupt Request 

System Clock 

+ 5V 

Ground 


Bidirectional, 
3-State 

Output, 
3-State 

Output, 
3-State 

Input 

Output, 
3-State 

input 

Input 

Input 

Input 

Input 
Input 
Input 


Minimum IVIode Signals (IVIN/IVIX = Vcc) 


Name 


Function 


Type 


HOLD 
HLDA 

WR 
M/IO 

dt/"r 

DEN 

ALE 
INTA 


Hold Request 
Hold Acknowledge 

Write Control 

Memory/10 Control 

Data Transmit/ 
Receive 

Data Enable 

Address Latch 
Enable 

Interrupt Acknowledge 


Input 

Output 

Output, 
3-State 

Output, 
3-State 

Output, 
3-State 

Output, 
3-State 

Output 

Output 


Maximum Mode Signals (MN/MX = GND) 


Name 


Function 


Type 




Request/Grant Bus 
Access Control 

Bus Priority Lock 
Control 

Bus Cycle Status 

Instruction Queue 
Status 


Bidirectional 

Output, 
3-State 

Output, 
3-State 

Output 


RQ/GT1, 
LOCK 
S2-S0 

QS1,QS0 



GND [^ 

AD 14 m 

AD13 d 
AD12 \Z 
AD11 [2 
AD10 d 

AD9 Q 

AD8 [^ 

AD7 [Z 

AD6 JZ 

AD5 []; 

AD4 [I 
ADS C 
AD2 d 
AD1 [2 
ADO [I 
NMI \Z 17 
INTR Q 18 
CLK XI 19 
GND ^ 20 



8086 
CPU 



40 


Hvcc 




39 


H AD15 




38 


3 A16/S3 




37 


3 A17/S4 




36 


U A18/S5 




35 


U A19/S6 




34 


U BHE/S7 




33 


U MN/MX 




32 


H RD 




31 


■] HOLD 


(RQ/GTO) 


30 


j| HLDA 


(RQ/GTT) 


29 


UWR 


(LOCK) 


28 


H M/io 


(§2) 


27 


U DT/R 


(SI) 


26 


I] DEN 


(SO) 


25 


U ALE 


(QSO) 


24 


H INTA 


(QS1) 


23 


J TEST 




22 


U READY 




21 


^ RESET 





MAXIMUM MODE PIN FUNCTIONS (e.g.,LOCK) 
ARE SHOWN IN PARENTHESES 



Figure 4-1 .8086 Pin Definitions 
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Common Signals 


Name 


Function 


Type 


AD7-AD0 

A15-A8 

A19/S6- 
A16/S3 

MN/MX 

RD 

TEST 
READY 
RESET 

NMI 

INTR 
CLK 

Vcc 

GND 


Address/Data Bus 
Address Bus 

Address/Status 

Minimum/Maximum 
Mode Control 

Read Control 

Wait On Test Control 

Wait State Control 

System Reset 

Non-Maskable 
Interrupt Request 

Interrupt Request 

System Clock 

+ 5V 

Ground 


Bidirectional, 
3-State 

Output, 
3-State 

Output, 
3-State 

Input 

Output, 
3-State 

Input 

Input 

Input 

Input 

Input 
Input 
Input 


Minimum Mode Signals (MN/MX = Vcc) 


Name 


Function 


Type 


HOLD 
HLDA 

WR 

lO/M 

DT/R 

DEN 

ALE 
INTA 
SSO 


Hold Request 
Hold Acknowledge 

Write Control 

lO/Memory Control 

Data Transmit/ 
Receive 

Data Enable 

Address Latch 
Enable 

Interrupt Acknowledge 
SO Status 


Input 

Output 

Output, 
3-State 

Output, 
3-State 

Output, 
3-State 

Output, 
3-State 

Output 

Output 

Output, 
3-State 


Maximum Mode Signals (MN/MX = GND) 


Name 


Function 


Type 




Request/Grant Bus 
Access Control 

Bus Priority Lock 
Control 

Bus Cycle Status 

Instruction Queue 
Status 


Bidirectional 

Output, 
3-State 

Output, 
3-State 

Output 


RQ/GT1,0 


LOCK 

S2-S0 

QS1,QS0 



gndC 1 

A14[I 2 
A13[I 3 
AI2C ^ 
AI1C 5 
AI0C 6 
A9[I 7 
A8[I 8 
ADZC 9 
AD6 C 10 

ADSC 11 
AD4[I 12 
ADSC 13 
AD2[I 14 
AD1 C 15 
ADoC 16 
NMl[|; 17 
INTRQ 18 
CLkC 19 
GNdC 20 



8088 
CPU 



40 


Uvcc 




39 


U A15 




38 


"2 A16/S3 




37 


U A17/S4 




36 


"2 A18/S5 




35 


H A19/S6 




34 


Ijsso 


(HIGH) 


33 


"2 MN/MX 




32 


Jr5 




31 


Uhold 


(RQ/GTO) 


30 


Uhlda 


<RQ/GT1) 


29 


D WR 


(LOCK) 


28 


Hio/ivi 


(S2) 


27 


2 DT/R 


(SI) 


26 


Dden 


(SO) 


25 


Hale 


(QSO) 


24 


J INTA 


(QS1) 


23 


J TEST 




22 


2 READY 




21 


2 RESET 





MAXIMUM MODE PIN FUNCTIONS (e.g.,L0CK) 
ARE SHOWN IN PARENTHESES 



Figure 4-2. 8088 Pin Definitions 
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AH 


AL 


BH 


BL 


CH 


CL 


DH 


DL 


SP 


BP 


Dl 


SI 





EXECUTION UNIT 



Figure 4-3. 808< 6 Elementary Block Diagram 
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Figure 4-4. 8088 Elementary Block Diagram 
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Bus Operation 

To explain the operation of the time-multiplexed 
bus, the BlU's bus cycle must be examined. 
Essentially, a bus cycle is an asynchronous event 
in which the address of an I/O peripheral or 
memory location is presented, followed by either 
a read control signal (to capture or **read" the 
data from the addressed device) or a write control 
signal and the associated data (to transmit or 
'*write" the data to the addressed device). The 
selected device (memory or I/O peripheral) 
accepts the data on the bus during a write cycle or 
places the requested data on the bus during a read 
cycle. On termination of the cycle, the device 
latches the data written or removes the data read. 



As shown in figure 4-5, all bus cycles consist of a 
minimum of four clock cycles or ''T-states" iden- 
tified as T^, T2, T3 and T4. The CPU places the 
address of the memory location or I/O device on 
the bus during state T|. During a write bus cycle, 
the CPU places the data oh the bus from state T2 
until state T4. During a read bus cycle, the CPU 
accepts the data present on the bus in states T3 



and T4, and the multiplexed address/data bus is 
floated in state T2 to allow the CPU to change 
from the write mode (output address) to the read 
mode (input data). 

It is important to note that the BIU executes a bus 
cycle only when a bus cycle is requested by the EU 
as part of instruction execution or when it must 
fill the instruction queue. Consequently, clock 
periods in which there is no BIU activity can 
occur between bus cycles. These inactive clock 
periods are referred to as idle states (Tj). While 
idle clock states result from several conditions 
(e.g., bus access granted to a coprocessor), as an 
example, consider the case of the execution of a 
"long" instruction. In the following example, an 
8-bit register multiply (MUL) instruction (which 
requires between 70 and 77 clock cycles) is exe- 
cuted by the 8086. Assuming that the multiplica- 
tion routine is entered as a result of a program 
jump (which causes the instruction queue to be 
reinitialized when the jump is executed) and, as 
will be explained later in this chapter, that the 
object code bytes are aligned on even-byte bound- 
aries, the BIU*s bus cycle sequence would appear 
as shown in figure 4-6. ' 




Y ADDRESS Y BUFFER Y 



YaddressY buffer Y data Y 



Figure 4-5. Typical BIU Bus Cycles 



n n n rn r 

/ \ / \ / \ / A / 

J L J \.J \.J \.J 

EU AS A result OF THE JMP 

ITY INSTRUCTION, THE EU 

REINITIALIZES THE QUEUE 
DURING EXECUTION OF 
THE JUMP. 
liU SINCE THE QUEUE IS 

FY EMPTY, THE BIU FETCHES 

TWO OBJECT CODE BYTES 
(THE MUL INSTRUCTION) IN 
ONE BUS CYCLe AND 
COMPLETES A SECOND 
BUS CYCLE. THE QUEUE 
CONTAINS FOUR BYTES. 




BIU FETCHES TWO OBJECT 
CODE BYTES. QUEUE 
AGAIN CONTAINS FOUR 
BYTES. 



BIU FETCHES TWO MORE 
OBJECT CODE BYTES. 
QUEUE IS NOW FULL (SIX 
BYTES). 



BIU IS IDLE FOR 62-69 CLOCK CYCLES 
WHILE THE EU COMPLETES EXECUTION OF 
THE MUL INSTRUCTION. 



EU FETCHES THE NEXT 
OBJECT CODE BYTES 
FROM THE QUEUE AND 
BEGINS EXECUTING THE 
NEXT INSTRUCTION. 
BIU FETCHES TWO OBJECT 
CODE BYTES TO REFILL 
THE QUEUE. THE QUEUE IS 
AGAIN FULL. 



Figure 4-6. BIU Idle States 
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In addition to the idle state previously described, 
both the 8086 and 8088 GPUs include a 
mechanism for inserting additional T-states in the 
bus cycle to compensate for devices (memory or 
I/O) that cannot transfer data at the maximum 
rate. These extra T-states are called wait states 
(T^) and, when required, are inserted between 
states T3 and T4. During a wait state, the data on 
the bus remains unchanged. When the device can 
complete the transfer (present or accept the data), 
it signals the CPU to exit the wait state and to 
enter state T4. 

As shown in the following timing diagrams, the 
actual bus cycle timing differs between a read and 
a write bus cycle and varies between the two 
CPUs. Note that the timing diagrams illustrated 
are for the minimum mode. (Maximum mode 
timing is described later in this chapter.) 

Referring to figures 4-7 and 4-8, the 8086 CPU 
places a 20-bit address on the multiplexed 
address/data bus during state Tj. During state 
T2, the CPU removes the address from the bus 
and either three-states (floats) the lower 16 
address/data lines in preparation for a read cycle 
(figure 4-7) or places write data on these lines 



(figure 4-8). At this time, bus cycle status is 
available on the address/status lines. During state 
T3, bus cycle status is maintained on the 
address/status lines and either the write data is 
maintained or read data is sampled on the lower 
16 address/data lines. The bus cycle is terminated 
in state T4 (control lines are disabled and the 
addressed device deselects from the bus) . 



The 8088 CPU, like the 8086, places a 20-bit 
address on the multiplexed address/data bus dur- 
ing state Tj[ as shown in figures 4-9 and 4-10. 
Unlike the 8086, the 8088 maintains the address 
on the address lines (Ai5-Ag) for the entire bus 
cycle. During state T2, the CPU removes the 
address on the address/data lines (AD7-ADQ) and 
either floats these lines in preparation for a read 
cycle (figure 4-9) or places write data on these 
lines (figure 4-10). At this time, bus cycle status is 
available on the address/status lines. During state 
T3, bus cycle status is maintained on the 
address/status lines and either write data is main- 
tained or read data is sampled on the 
address/data lines. The bus cycle is terminated in 
state T4 (control lines are disabled and the 
addressed device deselects from the bus). 
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Figure 4-7. 8086 Read Bus Cycle 
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Figure 4-8. 8086 Write Bus Cycle 



A majority of system memories and peripherals 
require a stable address for the duration of the 
bus cycle (certain MCS-85"^'^ components can 
operate with a multiplexed address/data bus). 
During state Tj of every bus cycle, the ALE 
(Address Latch Enable) control signal is output 
(either directly from the microprocessor in the 
minimum mode or indirectly through an 8288 Bus 
Controller in the maximum mode) to permit the 
address to be latched (the address is valid on the 
trailing-edge of ALE). This * 'demultiplexing'' of 
the address/data bus can be done remotely at 
each device in the system or locally at the CPU 
and distributed throughout the system as a 
separate address bus. For optimum system per- 
formance and for compatibility with multi- 
processor systems or with the Intel Multibus 
architecture, the locally-demultiplexed address 
bus is recommended. To latch the address, Intel® 
8282 (non-inverting) or 8283 (inverting) Octal 
Latches are offered as part of the 8086 product 
family and are implemented as shown in figure 
4-11. These circuits, in addition to providing the 
desired latch function, provide increased current 
drive capability and capacitive load immunity. 



The data bus cannot be demultiplexed due to the 
timing differences between read and write cycles 
and the various read response times among 
peripherals and memories. Consequently, the 
multiplexed data bus either can be buffered or 
used directly. When memory and I/O peripherals 
are connected directly to an unbuffered bus, it is 
essential that during a read cycle, a device is 
prevented from corrupting the address present on 
the bus during state T|. To ensure that the 
address is not corrupted, a device's output drivers 
should be enabled by an output enable function 
(rather than the device's chip select function) con- 
trolled by the CPU's read signal. (The MCS-86 
family processors guarantee that the read signal 
will not be valid until after the address has been 
latched by ALE.) Many Intel peripheral, 
ROM/EPROM, and RAM circuits provide an 
output enable function to allow interface to an 
unbuffered multiplexed address/data bus. The 
alternative of using a buffered data bus should be 
considered since it simplifies the interfacing 
requirements and offers both increased drive cur- 
rent capability and capacitive load immunity. The 
Intel® 8286 (non-inverting) and 8287 (inverting) 
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Figure 4-9. 8088 Read Bus Cycle 
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Figure 4-10. 8088 Write Bus Cycle 
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Octal Bus Transceivers, shown in figure 4-12, are 
expressly designed to buffer the d ata bus. These 
transceivers^ use the CPU's DEN (Data Enable) 
and DT/R (Data Transmit/Receive) control 
signals to enable and control the direction of data 
on the bus. These signals provide the proper tim- 
ing relationship to guarantee isolation of the 
address that is present on the multiplexed bus 
during state Tj. 



Except where noted, all subsequent discussions 
and examples in this chapter assume a locally 
demultiplexed address bus and a buffered data 
bus. The resultant address and data buses from 
the address latches and data transceivers to the 
memory and I/O devices will be referred to collec- 
tively as the ** system" bus. 
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Figure 4-11. Minimum Mode 8088 Demultiplexed Address Bus 
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Figure 4-12. Minimum Mode 8086 Buffered Data Bus 
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Clock Circuit 

To establish the bus cycle time, the GPU requires 
an external clock signal. As an integral part of the 
8086 family, Intel offers the 8284 Clock 
Generator/Driver for this purpose. In addition to 
providing the primary (system) clock signal, this 
device provides both the hardware reset interface 
and the mechanism for the insertion of wait states 
in the bus cycle. 

The clock generator/driver requires an external 
series-resonant crystal input (or external frequen- 
cy source) at three times the required system clock 
frequency (i.e., to operate the GPU at 5 MHz, a 
15 MHz fundamental frequency source is 
required). The divided-by-three output (GLK) 
from the 8284 is routed directly to the GPU's 
GLK input. The clock generator/driver provides a 
second clock output called PGLK (Peripheral 
Glock) at one half the frequency of the GLK out- 
put and a buffered TTL level OSG (oscillator) 
output at the applied crystal input frequency. 
These outputs are available for use by system 
devices. 

The 8284' s hardware reset function is accom- 
plished with an intern al Sc hmitt trigger circuit 
that is activated by the RES (Reset) input. When 
this input is pulled low (i.e., a contact closure to 
ground), the RESET output is activated syn- 
chronously with the GLK signal. This signal must 
be active for four clock cycles and causes the GPU 
to fetch and execute the instruction at location 
FFFFOH. An external RG circuit is connected to 
the RES input to provid e the power-on reset func- 
tion (on power-on, the RES input must be active 
for 50 microseconds). The RESET output is 
coupled directly to the RESET input of the GPU 
as well as being available to system peripherals as 
the system reset signal. 



The insertion of wait states in the GPU's bus cycle 
is accomplished by deactivating one of the 8284's 
RDY inputs (RDYl or RDY2). Either of these 
inp uts, w hen enabled by its corresponding AENl 
or AEN2 input, can be deactivated directly by a 
peripheral device when it must extend the CPU's 
bus cycle (when it is not ready to present or accept 
data) or by a -'wait state generator" circuit (a 
logic circuit that holds the RDY input inactive for 
a given number of clock cycles). 



The READY output, which is synchronized to the 
GLK signal is coupled directly to the GPU's 
READY input. As shown in figure 4-13, when the 
addressed device needs to insert one or more wait 
states in a bus cycle, it deactivates the 8284's RDY 
input prior to the end of state T2 which causes the 
READY output to be deactivated at the end of 
state T2. The resultant wait state (T^) is inserted 
between states T3 arid T4. To exit the wait state, 
the device activates the 8284's RDY input which 
causes the READY input to the GPU to go active 
at the end of the current wait state and allows the 
GPU to enter state T4. 



Minimum/Maximum Mode 

A unique feature of the 8086 and 8088 GPUs is 
the ability of a user to define a subset of the 
GPU's control signal outputs in order to tailor the 
GPU to its intended system environment. This 
**system tailoring" is accomplished by the strap- 
ping of the GPU's MN/MX (minimum/max- 
imum) input pin. Table 4-1 defines the 8086 and 
8088 pin assignments in both the minimum and 
maximum modes. 



CLK 
RDY INPUT 




READY OUTPUT . 



^ 



\ 



/ 



Figure 4-13. Wait State Timing 
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Table 4-1 . Minimum/Maximum Mode Pin Assignments 



8086 


8088 




Mode 




Mode 


Pin 






Pin 






Minimum 


Maximum 


Minimum 


Maximum 


31 
30 


HOLD 
HLDA 


RQ/GTO 
RQ/GT1 


31 
30 


HOLD 
HLDA 


RQ/GTO 
RQ/GT1 


29 
28 


WR 
M/IO 


LOCK 
S2 


29 
28 


WR 
lO/M 


LOCK 
S2 


27 
26 


DT/R 
DEN 


S1 
SO 


27 
26 


DT/R 
DEN 


SI 
SO 


25 


ALE 


QSO 


25 


ALE 


QSO 


24 


INTA 


QS1 


24 


INTA 


QS1 








34 


SSO 


High State 



Minimum IVIode 

In the minimum mode (MN/MX pin strapped to 
+5V), the CPU supports small, single-processor 
systems that consist of a few devices and that use 
the system bus rather than support the 
Multibus"'"'^ architecture. In the minimum mode, 

the CPU itself generates all bus control 

signals (DT/R, DEN, ALE and either M/IO or 
lO/ M) an d the command output signal (RD, WR 
or INTA), and provides a mechanism for 
requesting bus access (HOLD/HLDA) that is 
compatible with bus master type controllers (e.g., 
the Intel® 8237 and 8257 DMA Controllers). 

In the minimum mode, when a bus master 
requires bus access, it activates the HOLD input 
to the CPU (through its request logic). The CPU, 
in response to the **hold" request, activates 
HLDA as an acknowledgement to the bus master 
requesting the bus and simultaneously floats the 
system bus and control lines. Since a bus request 
is asynchronous, the CPU samples the HOLD 
input on the positive transition of each CLK 
signal and, as shown in figure 4-14, activates 
HLDA at the end of either the current bus cycle 
(if a bus cycle is in progress) or idle clock period. 
The hold state is maintained until the bus master 
inactivates the HOLD input at which time the 
CPU regains control of the system bus. Note that 
during a **hold" state, the CPU will continue to 
execute instructions until a bus cycle is required. 

Note that in the minimum mode, the I/O-memory 
control line for the 8088 CPU is the converse of 
the corresponding control line for the 8086 CPU 
(M/IO on the 8086 and lO/M on the 8088). This 
was done to provide the 8088 CPU, since it is an 



8-bit device, compatibility with existing 
MCS-85TM systems and specific MCS-85TM family 
devices (e.g., the Intel® 8155/56). 

Maximum Mode 

In the maximum mode (MN/MX pin strapped to 
ground), an Intel® 8288 Bus Controller is added 
to provide a sophisticated bus control function 
and compatibility with the Multibus architecture 
(combining an Intel® 8289 Arbiter with the 8288 
permits the CPU to support multiple processors 
on the system bus). As shown in figure 4-15, the 
bus controller, rather than the CPU, provides all 
bus control and command outputs, and allows the 
pins previously delegated to these functions to be 
redefined to support multiprocessing functions. 

S2,STandS0 

Referrin^ojijgure 445, the 8288 Bus Controller 
uses the S2, SI and SO status bit outputs from the 
CPU (and the 8089 lOP) to generate all bus con- 
trol and command output signals required for a 
bus cycle. The status bit outputs are decoded as 
outlined in table 4-2. (For a detailed description 
of the operation of the 8288 Bus Controller, refer 
to the associated data sheet in Appendix B.) 

The 8088 CPU, in the minimum mode, provides 
an SSO status output. This output is equivalent to 
SO in the maximum mode and can be decoded 
with DT/R and lO/M (inverted), which are 
equivalent to SI and S2 respectively, to provide 
the same CPU cycle status information defined in 
table 4-2. This type of decoding could be used in a 
minimum mode 8088-based system to allow 
dynamic RAM refresh during passive CPU cycles. 
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Figure 4-14. HOLD/HLDA Timing 
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Figure 4-15. Elementary Maximum Mode System 



Table 4-2. Status Bit Decoding 



Status Inputs 


CPU Cycle 


8288 Command 


S2 


S1 


so 








. 

1 
1 
1 

1 











1 



1 



1 



1 


Interrupt Acknowledge 
Read I/O Port 
Write I/O Port 
Halt 

Instruction Fetch 
Read Memory 
Write Memory 
Passive 


INTA 
lORC 


lOWG, AlOWC 
None 
MRDC 
MRDC 


MWTC, AMWC 
None 
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RQ/GT1,RQ/GT0 

The Request/Grant signal lines (RQ/GTO and 
RQ/GTl) provide the CPU's bus access 
mechanism in the maximum mode (replacing the 
HOLD/HLDA function available in the 
minimum mode) and are designed expressly for 
multiprocessor applications using the 8089 I/O 
Processor in its local mode or other processors 
that can support this function. These lines are 
unique in that the request/grant functio n is 
accomplis hed over a single line (RQ/GTO 
or RQ/GTl) rather than the two-line 
HOLD/HLDA function. 

As shown in figure 4-16, the request/grant 
sequence is a three-phase cycle: request, grant and 
release. The sequence is initiated by another pro- 
cessor on the system bus when it outputs a pulse 
on one of the RQ/GT lines to request bus access 
(request phase). In response, the CPU outputs a 
pulse (on the same line) at the end of either the 
current bus cycle (if a bus cycle is in progress) or 
idle clock period to indicate to the requesting pro- 
cessor that it has floated the system bus and that it 
will logically disconnect. from the bus controller 
on the next clock cycle (grant phase) and enter a 



"hold'V state. Note that the CPU's execution unit 
(EU) continues to execute the instructions in the 
queue until an instruction requiring bus access is 
encountered or until the queue is empty. In the 
third (release) phase, the requesting processor 
again outputs a pulse on the RQ/GT line. This 
pulse alerts the CPU that the processor is ready to 
release the bus. The CPU regains bus access on its 
next clock cycle. Note that the exchange of pulses 
is synchronized and, accordingly, both the CPU 
and requesting processor must be referenced to 
the same clock signal. 

The req uest/grant lines are priorit ized with 
RQ/GTO taking precedence over RQ/GTl. If a 
request arrives on both lines simultaneously, the 
processor on R Q/G TO is granted the bus (the 
request on RQ/GTl is granted when the bus is 
released by the first processor following a one or 
two clock channel transfer delay). Both RQ/GT 
lines (and the HOLD line in minimum mode) have 
a higher priority than a pending interrupt. 

Request/grant latency (the time interval between 
the receipt of a request pulse and the return of a 
grant pulse) for several conditions is given in table 
4-3. ... 




COPROCESSOR REQUESTS 
BUS ACCESS 



CPU GRANTS BUS 
TO COPROCESSOR 



COPROCESSOR RELEASES 
BUS 



Figure 4-16. Request/Grant Timing 



Table 4-3. Request/Grant Latency 



Operating Condition 


Request/Grant Delay 


8086 


8088 




„ 3-6 (10*) clocks 
15 clocks 
24-31 (39*) clocks 


3-10 clocks 

15 clocks 

24-39 clocks 


Normal Instruction Processing— LOCK inactive 


INTA Cycle Executing— LOCK active 


, Locked XCHG Instruction Processing— LOCK active 



*The number of clocks in parentheses applies when the instruction being executed references a word 
operand at an odd address boundary. 
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Latency during normal instruction processing 
(LOCK inactive) can be as short as three clock 
cycles (e.g., during execution of an instruction 
that does not reference memory) a nd no more 
than ten cloc k cycle s. Whenever the LOCK out- 
put is active (LOCK is activated during an inter- 
rupt acknowledge cycle or during execution of an 
instruction with a Lock prefix), latency is 
increased. In the case of the execution of a locked 
XCHG instruction (used during semaphore 
examination), maximum latency is limited to 39 
clock cycles. Greater latencies occur when a 
**long" instruction is locked. This, however, is 
neither necessary nor recommended . 

At the end of processor activity, the 8086 or 
8088 will not redirve its control and data buses 
until two clock cycles following receipt of the 
release pulse (or two clock cycles after HOLD 
goes inactive in the minimum mode). 

A Hold request is honored immediately following 
CPU reset if the HOLD line is active when the 
RESET line goes inactive. This action facilitates 
the downloading of programs and, more 
specifically j the setting of memory location 
FFFFOH prior to CPU activation. Note that the 
same result can be effected in the maximum mode 
through the RQ/GT line by generating the request 
pulse in the first or second clock cycle after 
RESET goes inactive. 



sion processing by a coprocessor. (The 
corresponding Intel ICE modules use these status 
bits during * 'trace" operations.) The encoding of 
the QSl and QSO bits is shown in table 4-4. 

Table 4-4. Queue Status Bit Decoding 



QS1 


QSO 


Queue status 


O(low) 





No Operation. During the last 
clock cycle, nothing was taken 
from the queue. 





1 


First Byte. The byte taken from the 
queue was the first byte of the 
instruction. 


Khigh) 





Queue Empty. The queue has 
been reinitialized as a result of the 
execution of a transfer instruction. 


.:;"•. 1 . '-■ 


1 


Subsequent Byte. The byte taken 
from the queue was a subsequent 
byte of the instruction. 



The queue status is valid during the clock cycle 
after the indicated activity has occurred. 



LOCK 



The LOCK output is used in conjunction with an 
Intel 8289® Bus Arbiter to guarantee exclusive 
access of a shared system bus for the duration of 
an instruction. This output is software controlled 
and is effected by preceding the instruction 
requiring exclusive access with a one byte **lock" 
prefix (see instruction set description in Chapter 

When the lock prefix is decoded b y the E U, the 
EU informs the BIU to activate the LOCK output 
during the next clock cycle. This signal remains 
active until one clock cycle after the execution of 
the associated instruction is concluded. 

QS1,QS0 

The QSl and QSO (Queue Status) outputs permit 
external monitoring of the CPU's internal 
instruction queue to allow instruction set exten- 



External Memory Addressing 

The 8086 and 8088 CPUs have a 20-bit address 
bus and are capable of accessing one megabyte of 
memory address space. 

The 8086 memory address space consists of a 
sequence of up to one million individual bytes in 
which any two consecutive bytes can be accessed 
as a 16-bit data word. As shown in figure 4-17, 
the memory address space is physically divided 
into two banks of up to 5 12k bytes each. 

One bank is associated with the lower half of the 
CPU's 16-bit data bus (data bits D7-D0), and the 
other bank is associated with the upper half of the 
data bus (data bits D15-D8). Address bits A19 
through Al are used to simultaneously address a 
specific byte location in both the upper and lower 
banks, and the AO address bit is not used in 
memory addressing. Instead, AO is used in 
memory bank selection. The lower bank, which 
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1 ^ 










r 




+ -^ 


r 




SEL A0-A18 




SEL A0-A18 




UPPER 
(ODD) 
BANK 

512Kx8 




LOWER 
(EVEN) 
BANK 
512Kx8 




D0-D7 




D0-D7 



D15-D8 I 



X 



T 



UPPER HALF OF DATA BUS 



D7-D0 I 



LOWER HALF OF DATA BUS 



Figure 4-17. 8086 Memory Interface 



contains even-ad(dress bytes, is selected when 
A0=0. The upper bank, containing odd address 
bytes (A0=1), is select ed by a separate signal, Bus 
High Enable (BHE). Table 4-5 defines the 
BHE-AO bank selection mechanism. 

Table 4-5. Memory Bank Selection 



BHE 


AO 


Byte Transferred 


(low) 


1 (high) 

1 



1 


1 


Both bytes 

Upper byte to/from odd address 

Lower byte to/from even address 

None 



When accessing a data byte at an even address, 
the byte is transferred to or from the lower bank 
on the lower half of the data bus (D7-D0). In this 
case, the inactive level of the AO address bit 
enables the addressed by te in t he lower bank, and 
the inactive level of the BHE signal disables the 
addressed byte in the upper bank. Conversely, 
when performing a byte access at an odd address, 
the data byte is transferred to or from the upper 
bank on the upper half o f the data bus (D15-D8). 
The active level of the BHE signal enables the 
upper bank, and the active level of the AO address 
bit disables the lower bank. 

As indicated in table 4-5, the 8086 can access a 
byte in both the upper and lower banks 
simultaneously as a 16-bit word. When the low- 
order byte of the word to be accessed is on an 
even address boundary (that is, when the low- 



order byte is in the lower bank), the word is said 
to be "aligned" and can be accessed in a single 
operation (a single bus cycle). As with the byte 
transfers previously described, address bits A 19 
throu gh Al address both banks, except that now 
BHE is active (selecting the upper bank) and AO is 
inactive (selecting the lower bank) to access both 
bytes. 

When the low-order byte of the word to be 
accessed is on an odd address boundary (when the 
low-order byte is in the upper bank), the word is 
**not aligned" and must be accessed in two bus 
cycles. During the first cycle, the low-order byte 
of the word is transferred to or from the upper 
bank as described for a byte access at an odd 
address (AO and BHE active). The memory 
address is then incremented, which causes AO to 
shift to an inactive level (selecting the lower 
bank), and a byte access at an even address is per- 
formed during the next bus cycle to transfer the 
word's high-order byte to or from the lower bank. 
The above sequence is initiated automatically by 
the 8086 whenever, a word access at an odd 
address is performed. Also, the directing of the 
high- and low-order bytes of the 8086's internal 
word registers to the appropriate halves of the 
data bus is performed automatically and, except 
for the additional four clock cycles required to 
execute the second bus cycle, the entire operation 
is transparent to the program. 

The 8088 memory address space is logically 
organized as a linear array of up to one million 
bytes. Since the 8088 uses an 8-bit-wide data bus, 
memory consists of a single bank. Addre ss bit AO 
is used to address memory, and a BHE signal is 
not provided. 

Word (16-bit) operands can be located at odd- or 
even-address boundaries. The low-order byte of 
the word is stored in the lower-valued address 
location, and the high-order byte is stored in the 
next, higher-valued address location. The 8088 
automatically executes two bus cycles when 
accessing word operands. 



I/O Interfacing 

The 8086 and 8088 CPUs support both I/O 
mapped I/O and memory mapped I/O. I/O 
mapped I/O permits an I/O device to reside in a 
separate address space (first 64k of address 
space), and the standard I/O instruction set is 



4-15 



HARDWARE REFERENCE INFORMATION 



available for device communications. Memory 
mapped I/O permits an I/O device to reside 
anywhere in memory and allows the complete 
CPU instruction set to be used for I/O 
operations. 

The 8086 supports both 8-bit and 16-bit I/O 
devices. An 8-bit I/O device may be associated 
with either the upper or lower half of the data 
bus. (Assigning an equal number of devices to 
each half of the data bus distributes bus loading.) 
When an I/O device is assigned to the lower half 
of the bus (D7-D0), all I/O addresses must be 
even (AO equal **0"), and when an I/O device is 
assigned to the upper half of the bus, all I/O 
addresses must be odd (AO equal **!*'). Note that 
since AO always will be either a **!" or a **0" for 
a specific device, it cannot be used as an address 
input to select registers within the I/O device. 
When an I/O device on the upper half of the bus 
and an I/O device on the lower half of the bus are 
assigned addresses that differ only by the state of 
AO (a djacent odd and even addresses), AO and 
BHE both must be conditions of device selection 
to prevent a write operation to one device from 
overwriting data in the other device. 

To permit data transfers to 16-bit I/O devices to 
be performed in a single bus cycle, the device is 
assigned an even address. To ensure that the I/O 
device is selected only for word transfers, AO and 
BHE both must be conditions of device selection. 

The 8088, since its data bus is eight bits wide, is 
designed to support 8-bit I/O devices and places 
no restrictions on odd or even addresses. 

When the 8086 or the 8088 is operated in the 
minimum mode, th£ CPU's read and write com- 
mands (RD and WR) are common for memory 
and I/O devices. If the memory and I/O address 
spaces overlap, device selection must be qualified 
by M/IO (8086) or lO/M (8088) to determine if 
the device is memory or I/O. This restriction does 
not apply to systems in which I/O and memory 
addresses do not overlap or to systems that use 
memory-mapped I/O exclusively. In the max- 
imum mode, the CPU generates (through the bus 
controller) separate memory read/write andJ/O 
read/write commands in place of the M/IO or 
lO/M signal. In a maximum mode system, an I/O 
device is assigned to an I/O address or to a 
memory address (memory mapped I/O) by con- 
necting either the memory or I/O read/write com- 
mand lines to the device's command inputs. 



When the I/O and memory address spaces 
overlap, device selection is determined by the 
appropriate read/ write command set. 

Interrupts 

CPU interrupts can be software or hardware 
initiated. Software interrupts originate directly 
from program execution (i.e., execution of a 
breakpointed instruction) or indirectly through 
program logic (i.e., attempting to divide by zero). 
Hardware interrupts originate from external logic 
and are classified as either non-maskable or 
maskable. All interrupts, whether software or 
hardware initiated, result in the transfer of con- 
trol to a new program location. A 256-entry vec- 
tor table, which contains address pointers to the 
interrupt routines, resides in absolute locations 
through 3FFH. Each entry in this table consists of 
two 16-bit address values (four bytes) that are 
loaded into the code segment (CS) and the 
instruction pointer (IP) registers as the interrupt 
routine address when an interrupt is accepted. 
Figure 4-18 illustrates the organization of the 256- 
entry vector table. 



Memory 
Address 


Table 
Entry 


Vector 
Definition 




3FE 


CS255 


V Vector 25510 
> Vector 32io 




3FC 


IP255 






1 

1 


^ User Available 


82 


CS32 




80 


IP 32 




7E 


CS31 


>Vector31io ^ 


7C 


IP 31 




1 


> Reserved 


16 


CSS 


> Vector S 


14 


IPS 




12 


CS4 


> Vector 4 — Overflow 


10 


IP4 


OE 


CS3 


V Vector 3 - Breakpoint 


DC 


IP3 


OA 


CS2 


V Vector 2 - NMI 


08 


IP2 


06 


CS1 


V Vector 1 -Single-Step 


04 


IP1 


02 


CS Value- Vector O(CSO) 




00 


IP Value- Vector (IPO) 











Figure 4-18. Interrupt Vector Table 
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As shown in figure 4-18, the first five interrupt 
vectors are associated with the software-initiated 
interrupts and the hardware non-maskable inter- 
rupt (NMI). The next 27 interrupt vectors are 
reserved by Intel and should not be used if com- 
patibility with future Intel products is to be main- 
tained. The remaining interrupt vectors (vectors 
32 thorugh 255) are available for user interrupt 
routines. 

The non-maskable interrupt (NMI) occurs as a 
result of a positive transition at the CPU's NMI 
input pin. This input is asynchronous and, in 
order to ensure that it is recognized, is required to 
have a minimum duration of two clock cycles. 
NMI is typically used with power fail circuitry, 
error correcting memory or bus parity detection 
logic to allow fast response to these fault condi- 
tions. When NMI is activated, control is trans- 
ferred to the interrupt service routine pointed to 
by vector 2 following execution of the current 
instruction. When a non-maskable interrupt is 
acknowledged, the current contents of the flags 
register are pushed onto the stack (the stack 
pointer is decremented by two), the interrupt 
enable and trap bits in the flags register are 
cleared (disabling maskable and single-step inter- 
rupts), and the vector 2 CS and IP address 
pointers are loaded into the CS and IP registers as 
the interrupt service routine address. 



The CPU provides a single interrupt request input 
(INTR) that can be software masked by clearing 
the interrupt enable bit in the flags register 
through the execution of a CLI instruction. The 
INTR input is level triggered and is synchronized 
internally to the positive transition of the CLK 
signal. In order to be accepted before the next 
instruction, INTR must be active during the clock 
period preceding the end of the current instruc- 
tion (and the interrupt enable bit must be set). 

As shown in figure 4-19, when a maskable inter- 
rupt is acknowledged, the CPU executes two 
interrupt acknowledge bus cycles. 

During the first bus cycle, the C PU flo ats the 
address/data bus and activates the INTA (Inter- 
rupt Acknowledge) command output during 
states T2 through T4. In the minimum mode, the 
CPU will not recognize a hold request from 
another bus master until the full interrupt 
acknowledge sequencers complete d. In th e max- 
imum mode, the CPU activates the LOCK output 
from state T2 of the first bus cycle until state T2 
of the second bus cycle to signal all 8289 Bus 
Arbiters in the system that the bus should not be 
accessed by any other processor. During the 
second bus cycle, the CPU again activates its 
INTA command output. In response to the 



-FIRST INTERRUPT ACKNOWLEDGE BUS CYCLE- 

T1 I T2 1 T3 I T4 



"SECOND INTERRUPT ACKNOWLEDGE BUS CYCLE -^ 
T1 I T2 I T3 I T4 



^~\ 



r'x 



r 



\ 



I 



\ 



/ 



\ 



/ 



AD7-AD0 



■/ VECTOR TYPE V 



•MAXIMUM MODE ONLY 
"SEVERAL (3 TYPICAL) IDLE CLOCK STATES OCCUR BETWEEN THE FIRST AND SECOND 
INTERRUPT ACKNOWLEDGE BUS CYCLES IN THE 8086 CPU (DURING THIS INTERVAL THE 
BUS IS DRIVEN). INTERRUPT ACKNOWLEDGE BUS CYCLES OCCUR BACK-TOBACK IN 
THE 8088 CPU. 



Figure 4-19. Interrupt Acknowledge Sequence 
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second INTA, the external interrupt system (e.g., 
an Intel® 8259 A Programmable Interrupt Con- 
troller) places a byte on the data bus that iden- 
tifies the source of the interrupt (the vector 
number or vector ** type*'). This byte is read by 
the CPU and then multiplied by four with the 
resultant value used as a pointer into the interrupt 
vector table. Before calling the corresponding 
interrupt routine, the CPU saves the machine 
status by pushing the current contents of the flags 
register onto the stack. The CPU then clears the 
interrupt enable and trap bits in the flags register 
to prevent subsequent maskable and single-step 
interrupts, and establishes the interrupt routine 
return linkage by pushing the current CS and IP 
register contents onto the stack before loading the 
new GS and IP register values from the vector 
table. 

The four classes of interrupts are prioritized with 
software-initiated interrupts having the highest 
priority and with maskable and single-step inter- 
rupts sharing the lowest priority (see section 2.6). 
Since the CPU disables maskable and single-step 
interrupts when acknowledging any interrupt, if 
recognition of maskable interrupts or single-step 
operation is required as part of the interrupt 
routine, the routine first must set these bits. 

The processing times for the various classes of 
interrupts are given in table 4-6. (These times also 
are included with the 8086/8088 instruction times 
cited in section 2.7.) 



Table 4-6. Interrupt Processing Time 


Interrupt Class 


Processing Time 


External Maskable Interrupt 
(INTR) 


61 clocks 


Non-Maskable Interrupt (NMI) 


50 clocks 


INT (with vector) 
INT Type 3 
INTO 


51 clocks 

52 clocks 

53 clocks 


Single Step 


50 clocks 



Note that the times shown in table 4-6 represent 
only the time required to process the interrupt 
request after it has been recognized. To determine 
interrupt latency (the time interval between the 
posting of the interrupt request and the execution 
of **usefur' instructions within the interrupt 



routine), additional time must be included for the 
completion on an instruction being executed when 
the interrupt is posted (interrupts are generally 
processed only at instruction boundaries), for 
saving the contents of any additional registers 
prior to interrupt processing (interrupts 
automatically save only CS, IP and Flags) and for 
any wait states that may be incurred during inter- 
rupt processing. 



Machine Instruction Encoding and 
Decoding 

Writing a MOV instruction in ASM-86 in the 
form: 

MOV destination, source 

will cause the assembler to generate 1 of 28 pos- 
sible forms of the MOV machine instruction. A 
programmer rarely needs to know the details of 
machine instruction formats or encoding. An 
exception may occur during debugging when it 
may be necessary to monitor instructions fetched 
on the bus, read unformatted memory dumps, 
etc. This section provides the information 
necessary to translate or decode an 8086 or 8088 
machine instruction. 

To pack instructions into memory as densely as 
possible, the 8086 and 8088 CPUs utilize an effi- 
cient coding technique. Machine instructions vary 
from one to six bytes in length. One-byte instruc- 
tions, which generally operate on single registers 
or flags, are simple to identify. The keys to 
decoding longer instructions are in the first two 
bytes. The format of these bytes can vary, but 
most instructions follow the format shown in 
figure 4-20. 

The first six bits of a multibyte instruction 
generally contain an opcode that identifies the 
basic instruction type: ADD, XOR, etc. The 
following bit, called the D field, generally 
specifies the * 'direction" of the operation: 1 = the 
REG field in the second byte identifies the 
destination operand, = the REG field identifies 
the source operand. The W field distinguishes 
between byte and word operations: = byte, 1 = 
word. 

One of three additional single-bit fields, S, V or 
Z, appears in some instruction formats. S is used 
in conjunction with W to indicate sign extension 
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of immediate fields in arithmetic instructions. V 
distinguishes between single- and variable-bit 
shifts and rotates. Z is used as a compare bit with 



the zero flag in conditional repeat and loop 
instructions. All single-bit field settings are sum- 
marized in table 4-7. 







BYTE' 


1 






BYTE 2 






BYTE 3 BYTE 4 BYTES BYTE 6 




























1 T- -| 1 

1 1 1 
LOW DISP/DATA . HIGH DISP/DATA | LOW DATA | HIGH DATA | 

___ _ L _ 1 __!_____ J 


OPCODE D 


WMOD 


REG 


R/M 




I 


1 .■ ■ , 


i i 


t 


REGISTER OPERAND/REGISTERS TO USE IN EA CALCULATION 

REGISTER OPERAND/EXTENSION OF OPCODE 

REGISTER MODE/MEMORY MODE WITH DISPLACEMENT LENGTH 

WORD/BYTE OPERATION 

DIRECTION IS TO REGISTER/DIRECTION IS FROM REGISTER 

OPERATION (INSTRUCTION) CODE 


















1 













Figure 4-20. Typical 8086/8088 Machine Instruction Format 





Table 4-7. Single-Bit Field Encoding 


Field 


Value 


Function 


S 



1 


No sign extension 

Sign extend 8-bit immediate data to 16 bits if W=1 


W 




1 


Instruction operates on byte data 
Instruction operates on word data 


D 




1 . 


Instruction source is specified in REG field 
Instruction destination is specified in REG field 


V 




1 


Shift/rotate count is one 

Shift/rotate count is specified in CL register 


z 




1 


Repeat/loop while zero flag is clear 
Repeat/loop while zero flag is set 



4-19 



HARDWARE REFERENCE INFORMATION 



The second byte of the instruction usually iden- 
tifies the instruction's operands. The MOD 
(mode) field indicates whether one of the 
operands is in memory or whether both operands 
are registers (see table 4-8). The REG (register) 
field identifies a register that is one of the instruc- 
tion operands (see table 4-9). In a number of 
instructions, chiefly the immediate-to-memory 
variety, REG is used as an extension of the 
opcode to identify the type of operation. The 
encoding of the R/M (register/memory) field (see 
table 4-10) depends on how the mode field is set. 
If MOD = 11 (register-to-register mode), then 
R/M identifies the second register operand. If 
MOD selects memory mode, then R/M indicates 
how the effective address of the memory operand 
is to be calculated. Effective address calculation 
is covered in detail in section 2.8. 

Bytes 3 through 6 of an instruction are optional 
fields that usually contain the displacement value 
of a memory operand and/or the actual value of 
an immediate constant operand . 



Table 4-9. REG (Register) Field Encoding 



REG r 


w=o 


:::: •W=1:'. 


000 


AL 


AX 


001 


CL 


CX 


010 


DL 


DX 


oil 


BL 


BX 


100 


AH 


SP 


101 


CH 


BP 


110 


DH 


SI 


111 


BH 


Dl 



Table 4-8. MOD (Mode) Field Encoding 


CODE 


EXPLANATION 


00 


Memory Mode, no displacement 
follows* 


01 


Memory Mode, 8-bit 
displacement follows 


10 


Memory Mode, 16-bit 
displacement follows 


11 


Register Mode (no 
displacement) 



*Except when R/M = 110, then 16-bit 
displacement follows 



There may be one or two displacement bytes; the 
language translators generate one byte whenever 
possible. The MOD field indicates how many 
displacement bytes are present. Following Intel 
convention, if the displacement is two bytes, the 
most-significant byte is stored second in the 
instruction. If the displacement is only a single 
byte, the 8086 or 8088 automatically sign-extends 
this quantity to 16-bits before using the informa- 
tion iii further address calculations. Immediate 
values always follow any displacement values that 
may be present. The second byte of a two-byte 
immediate value is the most significant. 



Table 4-12 lists the instruction encodings for all 
8086/8088 instructions. This table can be used to 
predict the machine encoding of any ASM-86 
instruction. Table 4-13 lists the 8086/8088 
machine instructions in order by the binary value 
of their first byte. This table can be used to 
decode any machine instruction from its binary 
representation. Table 4-11 is a key to the 
abbreviations used in tables 4-12 and 4-13. Table 
4-14 is a more compact instruction decoding 
guide. 







Table 4-10. R/M (Register/Memory) Field Encoding 




M0D = 11 


EFFECTIVE ADDRESS CALCULATION 


R/M 


w=o 


W = 1 


R/M 


MOD = 00 


MOD = 01 


MOD = iq 


000 


AL 


AX 


000 


(BX) + (SI) 


(BX) + (SI) + D8 


(BX) + (SI) + D16 


001 


CL 


CX 


001 


(BX) + (DI) 


(BX) + (DI) + D8 


(BX) + (DI) + D16 


010 


DL 


DX 


010 


(BP) + (SI) 


(BP) + (SI) + D8 


(BP) + (SI) + D16 


011 


BL 


BX 


oil 


(BR) + (DI) 


(BP) + (DI) + D8 


(BP) + (DI) + D16 


100 


AH 


SP 


100 


(SI) 


(Sl) + D8 


(Sl) + D16 


101 


CH 


BP 


101 


(Dl) 


(Dl) + D8 


(Dl) + D16 


110 


DH 


SI 


110 


DIRECT ADDRESS 


(BP) + D8 


(BP) + D16 


111 


BH 


Dl 


111 


(BX) 


(BX) + D8 


(BX) + D16 
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Table 4-11. Key to Machine Instruction Encoding and Decoding 



IDENTIFIER 


EXPLANATION 


MOD 


Mode field; described in this chapter. 


REG 


Register field; described In this chapter. 


R/M 


Register/Memory field; described in this chapter. 


SR 


Segment register code: 00=ES, 01=GS, 10=SS, 11=DS. 


W,S, D,V,Z 


SIngle-bIt Instruction fields; described In this chapter. 


DATA-8 


S-bIt Immediate constant. 


DATA-SX 


8-blt immediate value that is automatically sign-extended to 16-blts 




before use. 


DATA-LO 


Low-order byte of 16-bit Immediate constant. 


DATA-HI 


High-order byte of 16-blt immediate constant. 


(DISP-LO) 


Low-order byte of optional S- or 16-bit unsigned displacement; MOD 




Indicates If present. 


(DISP-HI) 


High-order byte of optional 16-blt unsigned displacement; MOD 




indicates if present. 


IP-LO 


Low-order byte of new IP value. 


IP-HI 


High-order byte of new IP value 


CS-LO 


Low-order byte of new OS value. 


CS-HI 


High-order byte of new CS value. 


IP-INC8 


S-bIt signed increment to Instruction pointer. 


IP-INC-LO 


Low-order byte of signed 16-blt Instruction pointer Increment. 


IP-INC-HI 


High-order byte of signed 16-blt instruction pointer increment. 


ADDR-LO 


Low-order byte of direct address (offset) of memory operand; EA not 




calculated. 


ADDR-HI 


High-order byte of direct address (offset) of memory operand; EA not 




calculated. 




Bits may contain any value. 


XXX 


First 3 bits of ESC opcode. 


YYY 


Second 3 bits of ESC opcode. 


REGS 


S-bit general register operand. 


REG16 


16-blt general register operand. 


MEMS 


S-bIt memory operand (any addressing mode). 


MEM16 


16-blt memory operand (any addressing mode). 


IMMEDS 


S-bit Immediate operand. 


IMMED16 


16-blt Immediate operand. 


SEGREG 


Segment register operand. 


DEST-STRS 


Byte string addressed by Dl. 
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Table 4-1 1 . Key to Machine Instruction Encoding and Decoding (Cont'd.) 



IDENTIFIER 


EXPLANATION 


SRC-STR8 


Byte string addressed by SL 


DEST-STR16 


Word string addressed by DL 


SRC-STR16 


Word string addressed by SI. 


SHORT-LABEL 


Label within ±127 bytes of instruction. 


NEAR-PROC 


Procedure in current code segment. 


FAR-PROC 


Procedure in another code segment. 


NEAR-LABEL 


Label in current code segment but farther than -128 to +127 bytes 
from instruction. 


FAR-LABEL 


Label in another code segment. 


SOURCE-TABLE 


XLAT translation table addressed by BX. 


OPCODE 


ESC opcode operand. 


SOURCE 


ESC register or memory operand. 



Table 4-12. 8086 Instruction Encoding 



DATA TRANSFER 
MOV = Move: 

Register/memory to/from register 
Immediate to register/memory 
Immediate to register 
Memory to accumulator 
Accumulator to memory 
Register/memory to segment register 
Segment register to register/memory 



7 6 5 4 3 2 10 


7 6 5 4 3 2 10 


7 6 5 4 3 2 10 


7 6 5 4 3 2 10 


76543210 7 6543210 


1 1 d w 


mod reg r/m 


(DISP-LO) 


(DISP-HI) 




1 1 1 1 w 


mod r/m 


(DISP-LO) 


(DISP-HI) 


data 


data if w = 1 


1 1 1 w reg 


data 


data if w = 1 




1 1 w 


addr-lo 


addr-hi 




1 1 6 1 w 


addr-lo 


addr-hi 






10 1110 


mod SR r/m 


(DISP-LO) 


(DISP-HI) 




10 110 


mod SR r/m 


(DISP-LO) 


(DISP-HI) 





PUSH = Push: 

Register/memory 
Register 
Segment register 



11111111 


mod 1 


1 r/m 


(DISP-LO) 


(DISP-HI) 


1 1 reg 










reg 1 1 





POP = Pop: 

Register/memory 
Register 
Segment register 



10 1111 



1 1 1 reg 



reg 1 1 1 



mod r/m 
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DATA TRANSFER (Cont'd.) 
XCHG = Exchange: 

Register/memory with register 
Register with accumulator 



Table 4-12. 8086 Instruction Encoding (Cont'd.) 



76543210 76543210 78543210 76543210 76543210 76543210 



1 1 1 w 



1 1 reg 



mod reg r/m 



IN = Input from: 

Fixed port 
Variable port 



1 1 1 1 w 



1110 110 1 



OUT = Output to: 

Fixed port 
Variable port 

XLAT = Translate byte to AL 
LEA = Load EA to register 
LDS = Load pointer to OS 
LES = Load pointer to ES 
LAHF = Load AH with flags 
SAHF = Store AH into flags 
PUSHF = Push flags 
POPF = Pop flags 



1 1 1 1 1 w 


DATA-8 




1 1 1 1 1 1 w 






110 10 111 




10 110 1 


mod reg r/m 


(DISP-LO) 


(DISP-HI) 


1 1 1 .1 


mod reg r/m 


(DISP-LO) 


(DISP-HI) 


110 10 


mod reg r/m 


(DISP-LO) 


(DISP-HI) 


10 11111 




10 11110 




10 1110 




10 1110 1 





ARITHMETIC 
ADD = Add: 

Reg/memory with register to either 
immediate to register/memory 
Immediate to accumulator 



OOOOOOdw 


mod reg r/m 


(DISP-LO) 


(DISP-HI) 






1 s w 


mod r/m 


(DISP-LO) 


(DISP-HI) 


data 


data if s: w=01 


1 w 


data 


data If w=1 









ADC = Add with carry: 

Reg/memory with register to either 
Immediate to register/memory 
Immediate to accumulator 



1 d w 


mod reg r/m 


(DISP-LO) 


(DISP-HI) 






1 s w 


mod 1 r/m 


(DISP-LO) 


■ (DISP-HI) 


data 


dataifsiw^OI 


1 1 w 


data 


data if w=1 









INC = Increment: 

Register/memory 

Register 

AAA = ASCII adjust for add 

DAA = Decimal adjust for add 



1111111 



1 reg 



110 111 



10 111 



mod r/nn 
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ARITHMETIC (Cont'd.) 

SUB = Subtract: 

Reg/memory and register to either 
Immediate from register/memory 
Immediate from accumulator 



Table 4-12. 8086 Instruction Encoding (Cont'd.) 



76543210 76543210 76543210 76 5 4 3210 76543210 765 4 3 210 



1 1 d w 


mod reg r/m 


(DISP-LO) 


(DISP-HI) 






1 s w 


mod 1 1 r/m 


(DISP-LO) 


(DISP-HI) 


data 


dataifs:w=01 


1 1 1 w 


data 


dataifw=1 









SBB = Subtract with borrow: 

Reg/memory and register to either 
Immediate from register/memory 
Immediate from accumulator 



1 1 d w 


mod reg r/m 


(DISP-LO) 


(DiSP-HI) 






1 s w 


mod 1 1 r/riri 


(DISP-LO) 


(DiSP-Hi) 


data 


dataifs:w=01 


1 1 1 w 


data 


dataifw=1 









DEC Decrement: 

Register/ memory 

Register 

NEG Change sign 



1 1 1 1 1 1 1 w 


mod 1 r/m ■ 


(DiSP-LO) 


(DISP-Hi) 


1 1 reg 




1 1 1 1 1 1 w 


mod 1 1 r/m 


(DiSP-LO) 


(DISP-HI) 



CMP = Compare: 

Register/ memory and register 
Immediate with register/memory 
Immediate with accumulator 
AAS ASCII adjust for subtract 
DAS Decimal adjust for subtract 
MUL Multiply (unsigned) 
IMUL Integer multiply (signed) 
AAM ASCII adjust for multiply 
DIV Divide (unsigned) 
IDIV Integer divide (signed) 
AAD ASCII adjust for divide 
CBW Convert byte to word 
CWD Convert word to double word 



1 1 1 d w 


mod reg r/m 


(DiSP-LO) 


(DISP-HI) 






1 s w 


mod 1 1 1 r/m 


(DISP-LO) 


(DISP-HI) 


data 


dataifs:w=l 


1 1 1 1 w 


data 




111111 






10 1111 






1 1 1 1 1 1 w 


mod 1 r/m 


(DISP-LO) 


(DISP-HI) 




1 1 1 1 1 1 w 


mod 1 1 r/m 


(DISP-LO) 


(DISP-HI) 




110 10 1 


10 10 


(DISP-LO) 


(DISP-HI) 




1 1 11 1 1 w 


mod 1 1 r/m 


(DISP-LO) 


(DISP-HI) 




1 1 1 1 1 1 w 


mod 1 1 1 r/m 


(DISP-LO) 


(DISP-HI) 




110 10 10 1 


10 10 


(DISP-LO) 


(DISP-HI) 




1 1 10 






10 1 1 1 





LOGIC 

NOT Invert 

SHL/SAL Shift logical/arithmetic left 

SHR Shift logical right 

SAR Shift arithmetic right 

ROL Rotate left 



1 1 1 1 1 1 w 


mod 1 r/m 


(DISP-LO) 


(DISP-HI) 


1 1 1 V w 


mod 1 r/m 


(DISP-LO) 


(DiSP-Hl) 


1 1 1 V w 


mod 1 1 r/m 


(DISP-LO) 


(DISP-HI) 


1 1 1 V w 


mod 1 1 1 r/m 


(DISP-LO) 


(DISP-Hi) 


1 1 1 V w 


mod r/m 


(DISP-LO) 


(DISP-Hi) 
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Table 4-12. 8086 Instruction Encoding (Cont'd.) 



LOGIC (Cont'd.) 

ROR Rotate right 

RCL Rotate through carry flag left 

RCR Rotate through carry right 



76543210 76543210 76543210 76543210 76543210 76543210 



1 1 


V w 


mod 


1 r/m 


(DISP-LO) 


(DISP-HI) 


1 1 


V w 


mod 1 


r/m 


(DISP-LO) 


(DISP-HI) 


1 1 


V w 


mod 1 


1 r/m 


(DISP-LO) 


(DISP-HI) 



AND = And: 

Reg/memory with register to either 
Immediate to register/memory 
Immediate to accumulator 



1 d w 


mod 


reg r/m 


(DISP-LO) 


(DISP-HI) 






1 w 


mod 


1 r/m 


(DISP-LO) 


(DISP-HI) 


data 


dataifw=1 


1 1 w 


data 


dataifw=1 









TEST = And function to flags no result: 

Register/memory and register 
Immediate data and register/memory 
Immediate data and accumulator 



1 d w 


mod reg r/m 


(DISP-LO) 


(DISP-HI) 






1 1 1 1 1 1 w 


mod r/m 


(DISP-LO) 


(DISP-HI) 


data 


dataifw=1 


1 1 1 w 


data 











OR = Or: 

Reg/memory and register to either 
Immediate to register/memory 
Immediate to accumulator 



1 d w 


mod reg 


r/m 


(DISP-LO) 


(DlSP-Hi) 






1 w 


mod 1 


r/m 


(DISP-LO) 


(DISP-HI) 


data 


data if w=1 


1 1 w 


data 


dataifw=1 









XOR = Exclusive or: 

Reg/memory and register to either 
Immediate to register/memory 
Immediate to accumulator 



1 1 d w 


mod reg r/m 


(DISP-LO) 


(DISP-HI) 






1 1 1 w 


data 


(DISP-LO) 


(DIS.P-HI) 


data 


data if w=1 


1 1 1 w 


data 


data if w=1 









STRING MANIPULATION 
REP = Repeat 
MOVS= Move byte/vi/ord 
CMPS=Compare byte/word 
SCAB = Scan byte /word 
LODS = Loadbyte/wdtoAL/AX 
STDS = Stor byte/ wd from AL/ A 



1 1 1 1 1 z 


1 


1 w 


1 


1 1 w 


1 


1 1 1 w 


1 


1 1 w 


1 


1 1 w 
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Table 4-12. 8086 Instruction Encoding (Cont'd.) 



CONTROLTRANSFER 
CALL = Call: 

Direct within segment 
Indirect within segment 
Direct intersegment 

Indirect intersegment 



7 6543210 76543210 7654 3 210 76543210 76543210 765432 10 



1110 10 


IP-INC-LO 


IP-INC-HI 




11111111 


mod 1 r/m 


(DISP-LO) 


(DISP-HI) 


10 110 10 


IP-lo 


IP-hi 






CS-lo 


CS-hi 




11111111 


mod 1 1 r/m 


(DISP-LO) 


(DISP-HI) 



JMP = Unconditional Jump: 

Direct within segment 
Direct within segment-short 
Indirect within segment 
Direct intersegment 

Indirect intersegment 



1110 10 1 


IP-INC-LO 


IP-INC-HI 




1110 10 11 


iP-INC8 






11111111 


mod 1 r/m 


(DISP-LO) 


(DISP-HI) 


1110 10 10 


IP-lo 


IP-hi 






CS-lo 


CS-hi 




1 1 11 1 111 


mod 1 1 r/m 


(DiSP-LO) 


(DISP-HI) 



RET = Return from CALL: 

Within segment 

Within seg adding immed to SP 

Intersegment 

Intersegment adding immediate to SP 

JE/JZ= Jump on equal/zero 

JL/JNGE=Jump on less/not greater or equal 

JLE/JNG = Jump on less or equal/not greater 

JB/JNAE = Jump on below/not above or equal 

JBE/JNA = JurTip on below or equal/not above 

JP/JPE= Jump on parity/parity even 

JOsJump on overflow 

JS = Jumponsign 

JNE/JNZ= Jump on not equal/not zerO 

JNL/JGE= Jump on not less/greater or equal 

JNLE/JG = Jump on not less or equal/greater 

JNB/JAE = Jump on not below/above or equal 

JNBE/JA = Jump on not below or equal/above 

JNP/JPO = Jumpon not par/par odd 

JNO=Jump on not overflow 



110 11 






110 10 


data-lo 


data-hi 


110 10 11 




1 1 1 10 


data-lo 


data-hi 


1110 10 


IP-INC8 




111110 


IP-iNC8 




1111110 


IP-INC8 




1110 10 


IP-INC8 




1110 110 


iP-INC8 




11110 10 


IP-INC8 




1110 


IP-INC8 




11110 


IP-INC8 




1110 10 1 


1P-INC8 




111110 1 


IP-INC8 




1111111 


IP-INC8 




1110 11 


IP-INC8 




1110 111 


IP-INC8 




11110 11 


IP-INC8 




1110 1 


IP-INC8 
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Table 4-12. 8086 Instruction Encoding (Cont'd.) 



CONTROL TRANSFER (Cont'd.) 
RET s Return from CALL: 

JNS = Jumponnotsign 
LOOP = Loop OX times 
LOOPZ/LOOPE = Loop while zero/equal 
LOOPNZ/LOOPNE = Loop while not zero/equal 
JCXZ= Jump on OX zero 



76543210 76543210 76543210 76543210 76543210 76543210 



11110 1 


IP-INC8 


1110 10 


IP-INC8 


1110 1 


iP-INC8 


1110 


IP-INC8 


1110 11 


IP-INC8 



INT = Interrupt: 

Type specified 

Type 3 

INTO = Interrupt on overflow 

IRET = Interrupt return 



110 110 1 


DATA-8 


110 110 




110 1110 




110 1111 





PROCESSOR CONTROL 

CLC = Clear carry 

CMC = Complement carry 

STC = Set carry 

CLD = Clear direction 

STD = Set direction 

CLI = Clear Interrupt 

STI = Set interrupt 

HLT = Halt 

WAIT = Wait 

ESC = Escape (to external device) 

LOCK = Bus lock prefix 

SEQMENT=Override prefix 



111110 




11110 10 1 




111110 1 




1111110 




1111110 1 




111110 10 




111110 11 




11110 10 




10 110 11 




1 1 1 1 X x X 


m od y y y r / m 


(DISP-LO) 


(DISP-HI) 


11110 




1 reg 1 1 









Table 4-13 


Machine Instruction Decoding Guide 


1ST BYTE 


2ND BYTE 


BYTES 3, 4, 5, 6 


ASM-86 INSTRUCTION FORMAT 


HEX 


BINARY 


00 


0000 0000 


MODREGR/M 


(DISP-LO), (DISP-HI) 


ADD 


REG8/MEM8,REG8 


01 


0000 0001 


MODREGR/M 


(DISP-LO),(DISP-HI) 


ADD 


REG16/MEM16,REG16 


02 


0000 0010 


MODREGR/M 


(DISP-LO). (DISP-HI) 


ADD 


REG8,REG8/MEM8 


03 


0000 0011 


MODREGR/M 


(DISP-LO), (DISP-HI) 


ADD 


REG16,REG16/MEM16 


04 


0000 0100 


DATA-8 




ADD 


AL.IMMEDB 


05 


0000 0101 


DATA-LO 


DATA-HI 


ADD 


AX,IMMED16 


06 


0000 0110 






PUSH 


ES 


07 


0000 0111 






POP 


ES 
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Table 4-13. Machine Instruction Decoding Guide (Cont'd.) 



1ST BYTE 


2ND BYTE 


BYTES 3,4,5,6 


ASM-86 INSTRUCTION FORMAT 


HEX 


BINARY 


08 


0000 


1000 


MODREGR/M 


(DISP-LO),(DISP-HI) 


OR 


REG8/MEM8,REG8 


09 


0000 


1001 


MODREGR/M 


(DISP-LO),(DISP-HI) 


OR 


REG16/MEM16,REG16 


OA 


0000 


1010 


MODREGR/M 


(DISP-LO),(DISP-HI) 


OR 


REG8,REG8/MEM8 


OB 


0000 


1011 


MODREGR/M 


(DISP-LO),{DISP-HI) 


OR 


REG16,REG16/MEM16 


OC 


0000 


1100 


DATA-8 




OR 


ALJMMED8 


OD 


0000 


1101 


DATA-LO 


DATA-HI 


OR 


AX.IMMED16 


OE 


0000 


1110 






PUSH 


CS 


OF 


0000 


1111 






(not used) | 


10 


0001 


0000 


MODREGR/M 


(DISP-LO),(DISP-HI) 


ADC 


REG8/MEM8,REG8 


11 


0001 


0001 


MODREGR/M 


(DISP-LO),(DISP-HI) 


ADC 


REG16/MEM16,REG16 


12 


0001 


0010 


MODREGR/M 


(DISP-LO),(DISP-HI) 


ADC 


REG8,REG8/MEM8 


13 


0001 


0011 


MODREGR/M 


(DISP-LO),(DISP-HI) 


ADC 


REG16.REG16/MEM16 


14 


0001 


0100 


DATA-8 




ADC 


AL,IMMED8 


15 


0001 


0101 


DATA-LO 


DATA-HI 


ADC 


AX.IMMED16 


16 


0001 


0110 






PUSH 


SS 


17 


0001 


0111 






POP 


SS 


18 


0001 


1000 


MODREGR/M 


(DISP-LO),(DISP-HI) 


SBB 


REG8/MEM8,REG8 


19 


0001 


1001 


MODREGR/M 


(DISP-LO),(DISP-HI) 


SBB 


REG16/MEM16,REG16 


1A 


0001 


1010 


MODREGR/M 


(DISP-LO),(DISP-HI) 


SBB 


REG8,REG8/MEM8 


IB 


0001 


1011 


MODREGR/M 


(DISP-LO),(DISP-HI) 


SBB 


REG16,REG16/MEM16 


1C 


0001 


1100 


DATA-8 




SBB 


AL,IMMED8 


ID 


0001 


1101 


DATA-LO 


DATA-HI 


SBB 


AX,IMMED16 


IE 


0001 


1110 






PUSH 


DS 


IF 


0001 


1111 






POP 


DS 


20 


0010 


0000 


MODREGR/M 


(DISP-LO),{DISP-HI) 


AND 


REG8/MEM8,REG8 


21 


0010 


0001 


MODREGR/M 


(DISP-LO),(DISP-HI) 


AND 


REG16/MEM16,REG16 


22 


0010 


0010 


MODREGR/M 


(DISP-LO),{DISP-HI) 


AND 


REG8,REG8/MEM8 


23 


0010 


0011 


MODREGR/M 


(DISP-LO),(DISP-HI) 


AND 


REG16,REG16/MEM16 


24 


0010 


0100 


DATA-8 




AND 


AL,IMMED8 


25 


0010 


0101 


DATA-LO 


DATA-HI 


AND 


AX,IMMED16 


26 


0010 


0110 






ES: 


(segment override 
prefix) 


27 


0010 


0111 






DAA 




28 


0010 


1000 


MODREGR/M 


(DISP-LO),(DISP-HI) 


SUB 


REG8/MEM8,REG8 


29 


0010 


1001 


MODREGR/M 


(DISP-LO),(DISP-HI) 


SUB 


REG16/MEM16,REG16 


2A 


0010 


1010 


MODREGR/M 


(DISP-LO),(DISP-HI) 


SUB 


REG8,REG8/MEM8 


2B 


0010 


1011 


MODREGR/M 


(DISP-LO,(DISP-HI) 


SUB 


REG16,REG16/MEM16 


2C 


0010 


1100 


DATA-8 




SUB 


AL,IMMED8 


2D 


0010 


1101 


DATA-LO 


DATA-HI 


SUB 


AX,IMMED16 


2E 


0010 


1110 






CS: 


(segment override 
prefix) 


2F 


0010 


1111 






DAS 




30 


0011 


0000 


MODREGR/M 


(DISP-LO),(DISP-HI) 


XOR 


REG8/MEM8,REG8 


31 


0011 


0001 


MODREGR/M 


(DISP-LO),(DISP-HI) 


XOR 


REG16/MEM16,REGi6 


32 


0011 


0010 


MODREGR/M 


(DISP-LO),{DISP-HI) 


XOR 


REG8,REG8/MEM8 


33 


0011 


0011 


MODREGR/M 


(DISP-L0),{D1SP-HI) 


XOR 


REG16,REG16/MEM16 


34 


0011 


0100 


DATA-8 




XOR 


AL,IMMED8 


35 


0011 


0101 


DATA-LO 


DATA-HI 


XOR 


AX,IMMED16 


36 


0011 


0110 






SS: 


(segment override 
prefix) 
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Table 4-13. Machine Instruction Decoding Guide (Cont'd.) 


1ST BYTE 


2ND BYTE 


BYTES 3,4,5,6 


ASM-86 INSTRUCTION FORMAT 


HEX 


BINARY 


37 


0011 


0110 






AAA 


38 


0011 


1000 


MODREGR/M 


(DISP-LO),{DISP-HI) 


CMP REG8/MEM8,REG8 


39 


ooii 


1001 


MODREGR/M 


(DISP-LO),(DISP-HI) 


CMP REG16/MEM16,REG16 


3A 


0011 


1010 


MODREGR/M 


(DISP-LO),(DISP-HI) 


CMP REG8,REG8/MEM8 


3B 


0011 


1011 


MODREGR/M 


(DISP-LO),(DISP-HI) 


CMP REG16,REG16/MEM16 


3C 


0011 


1100 


DATA-8 




CMP AL,IMMED8 


3D 


0011 


1101 


DATA-LO 


DATA-HI 


CMP AX,IMMED16 


3E 


0011 


1110 






DS: (segment override 
prefix) 


3F 


0011 


1111 






AAS 


40 


0100 


0000 






INC AX 


41 


0100 


0001 






INC CX 


42 


0100 


0010 






INC DX 


43 


0100 


0011 






INC BX 


44 


0100 


0100 






INC SP 


45 


0100 


0101 






INC BP 


46 


0100 


0110 






INC SI 


47 


0100 


0111 






INC Dl 


48 


0100 


1000 






DEC AX 


49 


0100 


1001 






DEC CX 


4A 


0100 


1010 






DEC DX 


4B 


0100 


1011 






DEC BX 


4C 


0100 


1100 






DEC SP 


4D 


0100 


1101 






DEC BP 


4E 


0100 


1110 






DEC SI 


4F 


0100 


1111 






DEC Dl 


50 


0101 


0000 






PUSH AX 


51 


0101 


0001 






PUSH CX 


52 


0101 


0010 






PUSH DX 


53 


0101 


0011 






PUSH BX 


54 


0101 


0100 






PUSH SP 


55 


0101 


0101 






PUSH BP 


56 


0101 


0110 






PUSH SI 


57 


0101 


0111 






PUSH Dl 


58 


0101 


1000 






POP AX 


59 


0101 


1001 






POP CX 


5A 


0101 


1010 






POP DX 


5B 


0101 


1011 






POP BX 


5C 


0101 


1100 






POP SP 


5D 


0101 


1101 






POP BP 


5E 


0101 


1110 






POP SI 


5F 


0101 


1111 






POP Dl 


60 


0110 


0000 






(not used) 


61 


0110 


0001 






(not used) 


62 


0110 


ooio 






(not used) 


63 


0110 


0011 






(not used) 


64 


0110 


0100 






(not used) 


65 


0110 


0101 






(not used) 


66 


0110 


0110 






(not used) 


67 


0110 


0111 






(not used) 
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Table 4-13. Machine Instruction Decoding Guide (Cont'd.) 



1ST BYTE 


2ND BYTE 


BYTES 3,4,5,6 


ASM-86 INSTRUCTION FORMAT 


HEX 


BINARY 


68 


0110 


1000 






(not used) 




69 


0110 


1001 






(not used) 




6A 


0110 


1010 






(not used) 




6B 


0110 


1011 






(not used) 




6C 


0110 


1100 






(not used) 




6D 


0110 


1101 






(not used) 




6E 


0110 


1110 






(not used) 




6F 


0110 


1111 






(not used) 




70 


0111 


0000 


IP-INC8 




JO 


SHORT-LABEL 


71 


0111 


0001 


IP-INC8 




JNO 


SHORT-LABEL 


72 


0111 


0010 


IP-INC8 




JB/JNAE/ 

JC 
JNB/JAE/ 


SHORT-LABEL 


73 


0111 


0011 


IP-INC8 




SHORT-LABEL 












JNO 




74 


0111 


0100 


IP-INC8 




JE/JZ 


SHORT-LABEL 


75 


0111 


0101 


IP-ING8 




JNE/JNZ 


SHORT-LABEL 


76 


0111 


0110 


IP-INC8 




JBE/JNA 


SHORT-LABEL 


77 


0111 


0111 


IP-ING8 




JNBE/JA 


SHORT-LABEL 


78 


0111 


1000 


IP-INC8 




JS 


SHORT-LABEL 


79 


0111 


1001 


IP-ING8 




JNS 


SHORT-LABEL 


7A 


0111 


1010 


IP-INC8 




JP/JPE 


SHORT-LABEL 


7B 


0111 


1011 


IP-INC8 




JNP/JPO 


SHORT-LABEL 


7C 


0111 


1100 


IP-INC8 




JL/JNGE 


SHORT-LABEL 


70 


0111 


1101 


IP-INC8 




JNL/JGE 


SHORT-LABEL 


7E 


0111 


1110 


IP-INC8 




JLE/JNG 


SHORT-LABEL 


7F 


0111 


1111 


IP-INC8 




JNLE/JG 


SHORT-LABEL 


80 


1000 


0000 


MODOOOR/M 


(DISP-LO),(DISP-HI), 
DATA-8 


ADD 


REG8/MEM8,IMMED8 


80 


1000 


0000 


MOD 001 R/M 


(DISP-LO),(DISP-HI), 
DATA-8 


OR 


REG8/MEM8,IMMED8 


80 


1000 


0000 


MOD010R/M 


(DISP-LO),(DISP-HI), 
DATA-8 


ADG 


REG8/MEM8,IMMED8 


80 


1000 


0000 


MOD Oil R/M 


(DISP-LO),(DISP-HI), 
DATA-8 


SBB 


REG8/MEM8,IMMED8 


80 


1000 


0000 


MOD 100 R/M 


(DISP-LO),{DISP-HI), 
DATA-8 


AND 


REG8/MEM8,IMMED8 


80 


1000 


0000 


MOD101 R/M 


(DISP-LO),{DISP-HI), 
DATA-8 


SUB 


REG8/MEM8,IMMED8 


80 


1000 


0000 


MOD110R/M 


(DISP-LO),(DISP-HI), 
DATA-8 


XOR 


REG8/MEM8,IMMED8 


80 


1000 


0000 


M0D111 R/M 


(DISP-LO),(DISP-HI), 
DATA-8 


GMP 


REG8/MEM8,IMMED8 


81 


1000 


0001 


MODOOOR/M 


(DISP-LO),(DISP-HI), 
DAT A-LO, DATA-HI 


ADD 


REG16/MEM16,IMMED16 


81 


1000 


0001 


MOD 001 R/M 


(DISP-LO),(DISP-HI), 
DATA-LO,DATA-HI 


OR 


REG16/MEM16,IMMED16 


81 


1000 


0001 


MOD 010 R/M 


(DISP-LO),(DISP-HI), 
DATA-LO,DATA-HI 


ADG 


REG16/MEM16,IMMED16 


81 


1000 


0001 


MOD011 R/M 


(DISP-LO),(DISP-HI), 
DATA-LO,DATA-HI 


SBB 


REG16/MEM16,IMMED16 
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1ST BYTE 


2ND BYTE 


BYTES 3,4,5,6 


ASM-86 INSTRUCTION FORMAT 


HEX 


BINARY 


81 


1000 


0001 


MOD100R/M 


(DISP-LO),(DISP-HI), 
DAT A-LO, DATA-HI 


AND 


REG16/MEM16,IMMED16 


81 


1000 


0001 


MOD101 R/M 


(DISP-LO),(DISP-HI), 
DATA-LO,DATA-HI 


SUB 


REG16/MEM16,IMMED16 


81 


1000 


0001 


MOD110R/M 


(DISP-LO),(DISP-HI), 
DATA-LO,DATA-HI 


XOR 


REG16/MEM16,IMMED16 


81 


1000 


0001 


M0D111R/M 


(DISP-LO),(DISP-HI), 
DAT A-LO, DATA-HI 


CMP 


REG16/MEM16,IMMED16 


82 


1000 


0010 


MOD 000 R/M 


(DISP-LO),(DISP-HI), 
DATA-8 


ADD 


REG8/MEM8,IMMED8 


82 


1000 


0010 


MOD 001 R/M 




(not used) 




82 


1000 


0010 


MOD010R/M 


(DISP-LO),(DISP-HI), 
DATA-8 


ADC 


REG8/MEM8,IMMED8 


82 


1000 


0010 


MOD Oil R/M 


(DISP-LO),(DISP-HI), 
DATA-8 


SBB 


REG8/MEM8,IMMED8 


82 


1000 


0010 


MOD 100 R/M 




(not used) 




82 


1000 


0010 


MOD 101 R/M 


(DISP-LO),(DISP-HI). 
DATA-8 


SUB 


REG8/MEM8,IMMED8 


82 


1000 


0010 


MOD110R/M 




(not used) 




82 


1000 


0010 


M0D111 R/M 


(DISP-LO),(DISP-HI), 
DATA-8 


CMP 


REG8/MEM8,IMMED8 


83 


1000 


0011 


MOD 000 R/M 


(DISP-LO),(DISP-HI), 
DATA-SX 


ADD 


REG16/MEM16, IMMED8 


83 


1000 


0011 


MOD 001 R/M 




(not used) 




83 


1000 


0011 


MOD 010 R/M 


(DISP-LO), (DISP-HI), 
DATA-SX 


ADC 


REG16/MEM16,IMMED8 


83 


1000 


0011 


MOD Oil R/M 


(DISP-LO), (DISP-HI), 
DATA-SX 


SBB 


REG16/MEM16,IMMED8 


83 


1000 


0011 


MOD 100 R/M 




(not used) 




83 


1000 


0011 


MOD101 R/M 


(DISP-LO), (DISP-HI), 
DATA-SX 


SUB 


REG16/MEM16,IMMED8 


83 


1000 


0011 


MOD110R/M 




(not used) 




83 


1000 


0011 


M0D111 R/M 


(DISP-LO),(DISP-HI), 
DATA-SX 


CMP 


REG16/MEM16,IMMED8 


84 


1000 


0100 


MOD REG R/M 


(DISP-LO),(DISP-HI) 


TEST 


REG8/MEM8,REG8 


85 


1000 


0101 


MOD REG R/M 


(DISP-LO),(DISP-HI) 


TEST 


REG16/MEM16,REG16 


86 


1000 


0110 


MOD REG R/M 


(DISP-LO),(DISP-HI) 


XCHG 


REG8,REG8/MEM8 


87 


1000 


0111 


MOD REG R/M 


(DISP-LO),(DISP-HI) 


XCHG 


REG16,REG16/MEM16 


88 


1000 


1000 


MOD REG R/M 


(DISP-LO),(DISP-HI) 


MOV 


REG8/MEM8,REG8 


89 


1000 


1001 


MOD REG R/M 


(DISP-LO),(DISP-HI) 


MOV 


REG16/MEM16/REG16 


8A 


1000 


1010 


MOD REG R/M 


(DISP-LO),(DISP-HI) 


MOV 


REG8,REG8/MEM8 


8B 


1000 


1011 


MOD REG R/M 


(DISP-LO),(DISP-HI) 


MOV 


REG16,REG16/MEM16 


8C 


1000 


1100 


MODOSRR/M 


(DISP-LO),(DISP-HI) 


MOV 


REG16/MEM16,SEGREG 


8C 


1000 


1100 


MODI- R/M 




(not used) 




8D 


1000 


1101 


MOD REG R/M 


(DISP-LO), (DISP-HI) 


LEA 


REG16,MEM16 


8E 


1000 


1110 


MODOSRR/M 


(DISP-LO),(DISP-HI) 


MOV 


SEGREG,REG16/MEM16 


8E 


1000 


1110 


M0D1-R/M 




(not used) 




8F 


1000 


1111 


MOD 000 R/M 


(DISP-LO), (DISP-HI) 


POP 


REG16/MEM16 


8F 


1000 


1111 


MOD 001 R/M 




(not used) 




8F 


1000 


1111 


MOD 010 R/M 




(not used) 
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Table 4-13. Machine Instruction Decoding Guide (Cont'd.) 


1ST BYTE 


2ND BYTE 


BYTES 3,4,5,6 


ASM-86 INSTRUCTION FORMAT 


HEX 


BINARY 


8F 


1000 


1111 


MOD011R/M 




(not used) 


8F 


1000 


1111 


MOD100R/M 




(not used) 


8F 


1000 


1111 


MOD101 R/M 




(not used) 


8F 


1000 


1111 


MOD110R/M 




(not used) 


8F 


1000 


1111 


M0D111 R/M 




(not used) 


90 


1001 


0000 






NOP (exchange AX, AX) 


91 


1001 


0001 






XCHG AX.CX 


92 


1001 


0010 






XCHG AX,DX 


93 


1001 


0011 






XCHG AX,BX 


94 


1001 


0100 






XCHG AX,SP 


95 


1001 


0101 






XCHG AX,BP 


96 


1001 


0110 






XCHG AX,SI 


97 


1001 


0111 






XCHG AX,DI 


98 


1001 


1000 






CBW 


99 


1001 


1001 






CWD 


9A 


1001 


1010 


DISP-LO 


DISP-HI,SEG-LO, 
SEG-HI 


CALL FAR_PROC 


9B 


1001 


1011 






WAIT 


9C 


1001 


1100 






PUSHF 


9D 


1001 


1101 






POPF 


9E 


1001 


1110 






SAHF 


9F 


1001 


1111 






LAHF 


AO 


1010 


0000 


ADDR-LO 


ADDR-HI 


MOV AL,MEM8 


A1 


1010 


0001 


ADDR-LO 


ADDR-HI 


MOV AX,MEM16 


A2 


1010 


0010 


ADDR-LO 


ADDR-HI 


MOV MEM8,AL 


A3 


1010 


0011 


ADDR-LO 


ADDR-HI 


MOV MEM16,AL 


A4 


1010 


0100 






MOVS DEST-STR8,SRC-STR8 


A5 


1010 


0101 






MOVS DEST-STR16,SRC-STR16 


A6 


1010 


0110 






CMPS DEST-STR8,SRC-STR8 


A7 


1010 


0111 






CM PS DEST-STR16,SRC-STR16 


A8 


1010 


1000 


DATA-8 




TEST AL,IMMED8 


A9 


1010 


1001 


DATA-LO 


DATA-HI 


TEST AX,IMMED16 


AA 


1010 


1010 






STOS DEST-STR8 


AB 


1010 


1011 






STOS DEST-STR16 


AC 


1010 


1100 






LCDS SRC-STR8 


AD 


1010 


1101 






LCDS SRC-STR16 


AE 


1010 


1110 






SCAS DEST-STR8 


AF 


1010 


1111 






SCAS DEST-STR16 


BO 


1011 


0000 


DATA-8 




MOV AL,IMMED8 


B1 


1011 


0001 


DATA-8 




MOV CL,IMMED8 


B2 


1011 


0010 


DATA-8 




MOV DL,IMMED8 


B3 


1011 


1011 


DATA-8 




MOV BL,IMMED8 


B4 


1011 


0100 


DATA-8 




MOV AH,IMMED8 


B5 


1011 


0101 


DATA-8 




MOV CH,IMMED8 


B6 


1011 


0110 


DATA-8 




MOV DH,IMMED8 


87 


1011 


0111 


DATA-8 




MOV BH,IMMED8 


B8 


1011 


1000 


DATA-LO 


DATA-HI 


MOV AX,IMMED16 


B9 


1011 


1001 


DATA-LO 


DATA-HI 


MOV CX.IMMED16 


BA 


1011 


1010 


DATA-LO 


DATA-HI 


MOV DXJMMEDie 


BB 


1011 


1011 


DATA-LO 


DATA-HI 


MOV BX,IMMED16 
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Table 4-13. Machine Instruction Decoding Guide (Cont'd.) 


1ST BYTE 


2ND BYTE 


BYTES 3,4,5,6 


ASM-Se INSTRUCTION FORMAT 


HEX 


BINARY 


BC 


1011 


1100 


DATA-LO 


DATA-HI 


MOV SP,IMMED16 


BD 


1011 


1101 


DATA-LO 


DATA-HI 


MOV BP,IMMED16 


BE 


1011 


1110 


DATA-LO 


DATA-HI 


MOV SI,IMMED16 


BF 


1011 


1111 


DATA-LO 


DATA-HI 


MOV DI,IMMED16 


CO 


1100 


0000 






(not used) 


C1 


1100 


0001 






(not used) 


C2 


1100 


0010 


DATA-LO 


DATA-HI 


RET IMMED16(intraseg) 


C3 


1100 


0011 






RET (intrasegment) 


C4 


1100 


0100 


MODREGR/M 


(DISP-LO),(DISP-HI) 


LES REG16,MEM16 


C5 


1100 


0101 


MODREGR/M 


(DISP-LO),(DISP-HI) 


LDS REG16,MEM16 


C6 


1100 


0110 


MODOOOR/M 


(DISP-LO),(DISP-HI), 
DATA-8 


MOV MEM8,IMMED8 


C6 


1100 


0110 


MOD001R/M 




(not used) 


C6 


1100 


0110 


MOD010R/M 




(not used) 


C6 


1100 


0110 


MOD Oil R/M 




(not used) 


C6 


1100 


0110 


MOD100R/M 




(not used) 


C6 


1100 


0110 


MOD101 R/M 




(not used) 


C6 


1100 


0110 


MOD110R/M 




(not used) 


C6 


1100 


0110 


M0D111 R/M 




(not used) 


C7 


1100 


0111 


MODOOOR/M 


(DISP-LO),{DISP-HI), 
DATA-LO, DATA-HI 


MOV MEM16,IMMED16 


C7 


1100 


0111 


MOD 001 R/M 




(not used) 


C7 


1100 


0111 


MOD010R/M 




(not used) 


C7 


1100 


0111 


MOD Oil R/M 




(not used) 


C7 


1100 


0111 


MOD100R/M 




(not used) 


C7 


1100 


0111 


MOD101R/M 




(not used) 


C7 


1100 


0111 


MOD110R/M 




(not used) 


C7 


1100 


0111 


M0D111 R/M 




(not used 


C8 


1100 


1000 






(not used) 


C9 


1100 


1001 






(not used) 


CA 


1100 


1010 


DATA-LO 


DATA-HI 


RET IMMED16 (intersegment) 


CB 


1100 


1011 






RET (intersegment) 


CC 


1100 


1100 






INT 3 


CD 


1100 


1101 


DATA-8 




INT IMMED8 


CE 


1100 


1110 






INTO 


CF 


1100 


1111 






IRET 


DO 


1101 


0000 


MODOOOR/M 


(DISP-LO),(DISP-HI) 


ROL REG8/MEM8,1 


DO 


1101 


0000 


MOD 001 R/M 


(DISP-LO),(DISP-HI) 


ROR REG8/MEM8,1 


DO 


1101 


0000 


MOD010R/M 


(DISP-LO),(DISP-HI) 


RCL REG8/MEM8,1 


DO 


1101 


0000 


MOD Oil R/M 


(DISP-LO),(DISP-HI) 


RCR REG8/MEM8,1 


DO 


1101 


0000 


MOD100R/M 


(DISP-LO),(DISP-HI) 


SAL/SHL REG8/MEM8,1 


DO 


1101 


0000 


MOD101 R/M 


(DISP-LO),(DISP-HI) 


SHR REG8/MEM8,1 


DO 


1101 


0000 


MOD110R/M 




(not used) 


DO 


1101 


0000 


M0D111 R/M 


(DISP-LO),{DISP-HI) 


SAR REG8/MEM8,1 


D1 


1101 


0001 


MODOOOR/M 


(DISP-LO),(DISP-HI) 


ROL REG16/MEM16,1 


D1 


1101 


0001 


MOD 001 R/M 


(DISP-LO),{DISP-HI) 


ROR REG16/MEM16,1 


D1 


1101 


0001 


MOD010R/M 


(DISP-LO),(DISP-HI) 


RCL REG16/MEM16,1 


D1 


1101 


0001 


MOD Oil R/M 


(DISP-LO),(DISP-HI) 


RCR REG16/MEM16,1 


D1 


1101 


0001 


MOD100R/M 


(DISP-LO),(DISP-H!) 


SAL/SHL REG16/MEM16,1 
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1ST BYTE 


2ND BYTE 


BYTES 3,4,5,6 


ASM-86 INSTRUCTION FORMAT 


HEX 


BINARY 


D1 


1101 


0001 


MOD101 R/M 


(DISP-LO),(DISP-HI) 


SHR REG16/MEM16,1 


D1 


1101 


0001 


MOD110R/M 




(not used) 


D1 


1101 


0001 


M0D111R/M 


(DISP-LO),(DISP-HI) 


BAR REG16/MEM16,1 


D2 


1101 


0010 


MOD 000 R/M 


(DISP-LO),(DISP-HI) 


ROL REG8/MEM8,CL 


D2 


1101 


0010 


MOD 001 R/M 


(DISP-LO),(DISP-HI) 


ROR REG8/MEM8,CL 


D2 


1101 


0010 


MOD 010 R/M 


(DISP-LO),(DISP-HI) 


RCL REG8/MEM8.CL 


D2 


1101 


0010 


MOD Oil R/M 


(DISP-LO),(DISP-HI) 


RCR REG8/MEM8,CL 


D2 


1101 


0010 


MOD100R/M 


(DISP-LO),(DISP-HI) 


SAL/SHL REG8/MEM8,CL 


D2 


1101 


0010 


MOD 101 R/M 


(DISP-LO),(DISP-HI) 


SHR REG8/MEM8,CL 


D2 


1101 


0010 


MOD110R/M 




(not used) 


D2 


1101 


0010 


MOD 111 R/M 


(DISP-LO),(DISP-HI) 


SAR REG8/MEM8,CL 


D3 


1101 


0011 


MOD 000 R/M 


(DISP-LO),(DISP-HI) 


ROL REG16/MEM16,CL 


D3 


1101 


0011 


MOD 001 R/M 


(DISP-LO),(DISP-HI) 


ROR REG16/MEM16,CL 


D3 


1101 


0011 


MOD010R/M 


(DISP-LO),(DISP-HI) 


RCL REG16/MEM16,CL 


D3 


1101 


0011 


MOD Oil R/M 


(DISP-LO),{DISP-HI) 


RCR REG16/MEM16,CL 


D3 


1101 


0011 


MOD 100 R/M 


(DISP-LO),(DISP-HI) 


SAL/SHL REG16/MEM16,CL 


D3 


1101 


0011 


MOD 101 R/M 


(DISP-LO),(DISP-HI) 


SHR REG16/MEM16,CL 


D3 


1101 


0011 


MOD110R/M 




(not used) 


D3 


1101 


0011 


M0D111 R/M 


(DISP-LO),{DISP-HI) 


SAR REG16/MEM16,CL 


D4 


1101 


0100 


00001010 




AAM 


D5 


1101 


0101 


00001010 




AAD 


D6 


1101 


0110 






(not used) 


07 


1101 


0111 






XLAT SOURCE-TABLE 


D8 


1101 


1000 


MOD 000 R/M 


■ , . 








1XXX 


MODYYYR/M 


(DISP-LO),(DISP-HI) 


ESC OPCODE,SOURCE 


DF 


1101 


1111 


M0D111 R/M 






EO 


1110 


0000 


IP-INC-8 




LOOPNE/ SHORT-LABEL 
LOOPNZ 


E1 


1110 


0001 


IP-INC-8 




LOOPE/ SHORT-LABEL 
LOOPZ 


E2 


1110 


0010 


IP-INC-8 




LOOP SHORT-LABEL 


E3 


1110 


0011 


IP-INC-8 




JCXZ SHORT-LABEL 


E4 


1110 


0100 


DATA-8 




IN AL,IMMED8 


E5 


1110 


0101 


DATA-8 




IN AX,IMMED8 


E6 


1110 


0110 


DATA-8 




OUT AL,IMMED8 


E7 


1110 


0111 


DATA-8 




OUT AX,IMMED8 


E8 


1110 


1000 


IP-INC-LO 


IP-INC-HI 


CALL NEAR-PROC 


E9 


1110 


1001 


IP-INC-LO 


IP-INC-HI 


JMP NEAR-LABEL 


EA 


1110 


1010 


IP-LO 


IP-HI,CS-LO,CS-HI 


JMP FAR-LABEL 


EB 


1110 


1011 


IP-INC8 




JMP SHORT-LABEL 


EC 


1110 


1100 






IN AL,DX 


ED 


1110 


1101 






IN AX,DX 


EE 


1110 


1110 






OUT AL,DX 


EF 


1110 


1111 






OUT AX,DX 


FO 


1111 


0000 






LOCK (prefix) 


F1 


1111 


0001 






(not used) 


F2 


1111 


0010 






REPNE/REPNZ 


F3 


1111 


0011 






REP/REPE/REPZ 


F4 


1111 


0100 






HLT 


F5 


1111 


0101 






CMC 
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1ST BYTE 


2ND BYTE 


BYTES 3,4,5,6 


ASM.86 INSTRUCTION FORMAT 


HEX 


BINARY 


F6 


1111 0110 


MODOOOR/M 


(DISP-LO),(DISP-HI), 
DATA-8 


TEST 


REG8/MEM8,IMMED8 


F6 


1111 0110 


MOD 001 R/M 




(not used) 




F6 


1111 0110 


MOD010R/M 


(DISP-LO),(DISP-HI) 


NOT 


REG8/MEM8 


F6 


1111 0110 


MOD Oil R/M 


(DISP-LO).(DISP-HI) 


NEG 


REG8/MEM8 


F6 


1111 0110 


MOD100R/M 


(DISP-LO),(DISP-HI) 


MUL 


REG8/MEM8 


F6 


1111 0110 


MOD101 R/M 


(DISP-LO),(DISP-HI) 


IMUL 


REG8/MEM8 


F6 


1111 0110 


MOD110R/M 


(DISP-LO),(DISP-HI) 


DIV 


REG8/MEM8 


F6 


1111 0110 


M0D111 R/M 


(DISP-LO).(DISP-HI) 


IDIV 


REG8/MEM8 


F7 


1111 0111 


MODOOOR/M 


(DISP-LO),{DISP-HI), 
DATA-LO,DATA-HI 


TEST 


REG16/MEM16,IMMED16 


F7 


1111 0111 


MOD 001 R/M 




(not used) 




F7 


1111 0111 


MOD 010 R/M 


(DISP-LO),{DISP-HI) 


NOT 


REG16/MEM16 


F7 


1111 0111 


MOD011R/M 


(DISP-LO),{DISP-HI) 


NEG 


REG16/MEM16 


F7 


1111 0111 


MOD100R/M 


(DISP-LO),(DISP-HI) 


MUL 


REG16/MEM16 


F7 


1111 0111 


MOD 101 R/M 


(DISP-LO),{DISP-HI) 


IMUL 


REG16/MEM16 


F7 


1111 0111 


MOD110R/M 


(DISP-LO),(DISP-HI) 


DIV 


REG16/MEM16 


F7 


1111 0111 


M0D111 R/M 


(DISP-LO),(DISP-HI) 


IDIV 


REG16/MEM16 


F8 


1111 1000 






CLC 




F9 


1111 1001 






STC 




FA 


1111 1010 






GLI 




FB 


1111 1.011 






STI 




FC 


1111 1100 






CLD 




FD 


1111 1101 






STD 




FE 


1111 1110 


MODOOOR/M 


(DISP-L0),(D1SP-HI) 


INC 


REG8/MEM8 


FE 


1111 1110 


MOD 001 R/M 


(DISP-LO).(DISP-HI) 


DEC 


REG8/MEM8 


FE 


1111 1110 


MOD 010 R/M 




(not used) 




FE 


1111 1110 


MOD Oil R/M 




(not used) 




FE 


1111 1110 


MOD100R/M 




(not used) 




FE 


1111 1110 


MOD101 R/M 




(not used) 




FE 


1111 1110 


MOD110R/M 




(not used) 




FE 


1111 1110 


M0D111 R/M 




(not used) 




FF 


1111 1111 


MODOOOR/M 


(DISP-LO).{DISP-HI) 


INC 


MEM16 


FF 


1111 1111 


MOD 001 R/M 


(DISP-LO),(DISP-HI) 


DEC 


MEM16 


FF 


1111 1111 


MOD 010 R/M 


(DISP-LO),(DISP-HI) 


CALL 


REG16/MEM16 (intra) 


FF 


1111 1111 


MOD Oil R/M 


(DISP-LO),(DISP-HI) 


CALL 


MEM16 (intersegment) 


FF 


1111 1111 


MOD100R/M 


(DISP-LO),(DISP-HI) 


JMP 


REG16/MEM16 (intra) 


FF 


1111 1111 


MOD101 R/M 


(DISP-LO),(DISP-HI) 


JMP 


MEM16 (Intersegment) 


FF 


1111 1111 


MOD110R/M 


(DISP-LO),(DISP-HI) 


PUSH 


MEM16 


FF 


1111 1111 


M0D111 R/M 




(not used) 
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Table 4-14. Machine Instruction Encoding Matrix 



.Lo 



HI \ 





1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


c 


D 


E 


F 




ADD 
b.f.r/m 


ADD 
w,f,r/m 


ADD 

b.t,r/m 


ADD 

w,t,r/m 


ADD 
, b. ia 


ADD 
w,ia 


PUSH 
ES 


POP 
ES 


OR 

b.f.r/m 


OR 
w.f.r/m 


OR 
b,t.r/m 


OR 

w,t,r/m 


OR 
b.i 


OR 
w,i 


PUSH 
CS 






ADC 

b.f.r/m 


ADC 
w,f,r/m 


ADC 
b.t.r/m 


ADC 
w,t,r/m 


ADC 

b.i 


ADC 
w.i 


PUSH 
SS 


POP 
SS 


SBB 

b.f,r/m 


SBB 
w,f.r/m 


SBB 

b.t.r/m 


SBB 
w.t.r/m 


SBB 

b.i 


SBB 

wj 


PUSH 
OS 


POP 
DS 


2 


AND 
b.f.r/m 


AND 
w,f.r/m 


AND 
b.t.r/m 


AND 
w,t,r/m 


AND 
b.i 


AND 
w,i 


SEG 
=ES 


DA/\ 


SUB 

b.f.r/m 


SUB 

w,f,r/m 


SUB 
b,t.r/m 


SUB 
w.t.r/m 


SUB 
bj: 


SUB 

w.i 


SEG 


DAS 




XOR 

b.f,r/m 


XOR 

w.f.r/m' 


; XOR 

b,t,r/m 


XOR 
w,t.r/m 


XOR 
b.i 


XOR 

w,i 


SEG 
=SS 


AAA 


CMP 
b.f,r/m 


CMP ^ 
w,f,r/m 


CMP 
b.t.r/m 


CMP 
w.t,r/m 


CMP 
b.i 


CMP 
w,i 


SEG 
-DS 


AAS 




INC 
AX 


INC 
CX 


INC 
DX 


INC 
BX 


INC 
SP 


INC 
BP 


INC 
SI 


INC 
Dl 


DEC 
AX 


DEC 
CX 


DEC 
DX 


DEC 
BX 


DEC 
SP 


DEC 
BP 


DEC 
SI 


DEC 
Dl 




PUSH 
AX 


PUSH 
CX 


PUSH 
DX 


PUSH 
BX 


PUSH 
SP 


PUSH 
BP 


PUSH 
SI 


PUSH 
Dl 


POP 
AX 


POP 
CX 


POP 
DX 


POP 
BX 


POP 
SP 


POP 
BP 


POP 
SI 


POP 
Dl 






































JO 


JNO 


JB/ 
JNAE 


JNB/ 
JAE 


JE/ 
JZ 


JNE/ 
JNZ 


JBE/ 
JNA 


JNBE/ 
JA 


JS 


JNS 


JP/ 
JPE 


JNP/ 
JPO 


JL/ 
JNGE 


JNL/ 
JGE 


JLE/ 
JNG 


JNLE/ 
JG 




Immed 
b,r/m 


Immed 
w.r/m 


Immed 
b.r/m 


Immed 
is,r/m 


TEST 
b,r/m 


TEST 
w,r/m 


XCHG 
b,r/m 


XCHG 
w.r/m 


MOV 
b.f.r/m 


MOV 

w.f,r/m 


MOV 
b.t.r/m 


MOV 

w.t.r/m 


MOV 
8r,f,r/m 


LEA 


MOV 
8r,t,r/m 


POP 
r/m 




XCHG 
AX 


XCHG 
CX 


XCHG 
DX 


XCHG 
BX 


XCHG 
SP 


XCHG 
BP 


XCHG 
SI 


XCHG 
Dl 


CBW 


CWD 


CALL 
l.d 


WAIT 


PUSHF 


POPF 


SAHF 


LAHF 




MOV 
m -AL 


MOV 
m ^AX 


MOV 
AL - m 


MOV 
AX - m 


MOVS 


MOVS 


CMPS 


CMPS 


TEST 
b,l,a 


TEST 
w,i,a 


STOS 


STOS 


LODS 


LODS 


SCAS: 


SCAB 




MOV 
i^ AL 


MOV 
i -CL 


MOV 
i - DL 


MOV 
i-BL 


MOV 
i ^ AH 


MOV 
i - CH 


MOV 
i - DH 


MOV 
i - BH 


MOV 
i - AX 


MOV 
i^ CX 


MOV 
i -DX 


MOV 
i -BX 


MOV 
i -SP 


MOV 
i - BP 


MOV 
i -SI 


MOV 
i -Dl 








RET. 
(i+SP) 


RET 


LES 


LDS 


MOV 
b,i,r/m 


MOV 

w.i,r/m 






RET. 
l.(i+SP) 


RET 

1 


INT 
Type 3 


INT 
(Any) 


INTO 


IRET 




Shift 
b 


Shift 
w 


Shift 
b.v 


Shift 


AAM 


AAD 




XLAT 


ESC 
, 


ESC. 
1 


•ESC 
2 


ESC 
3 


ESC 
4 


ESC 
5 


ESC 
6 


ESC 
7 




LOOPNZ/ 
LOOPNE 


LOOPZ/ 
LOOPE 


LOOP 


JCXZ 


IN 
b 


IN 
w 


OUT 
b 


OUT 
w 


CALL 
d 


JMP 
d 


JMP 
, l.d 


JMP 
si.d 


IN 
v.b 


IN 
v,w 


OUT 
v.b 


OUT 
v,w 




LOCK 




REP 


REP 
z 


HIT 


CMC 


Grpi 
b,r/m 


Grp1 
w,r/m 


CLC 


STC 


, CU 


STI 


OLD 


STD 


Grp2 

b.r/m 


Grp2 

w.r/m 



mod □r/m 


000 


001 


010 


Oil 


100 - 


101 


• 110 


111 


Immed 


ADD 


OR 


ADC 


SBB 


AND 


SUB 


XOR 


CMP 


Shift 


ROL 


ROR 


RCL 


RCR 


SHL/SAL 


SHR 


, - 


SAR 


Grp1 


TEST 


_ , 


NOT 


NEG 


MUL 


IMUL' 


DIV 


IDIV 


Grp2 


INC 


DEC 


CALL 
id 


CALL 
i.id 


JMP 
id 


JMP 
Lid 


PUSH 


- ; 



b = byte operation 

d = direct 

f = from CPU reg 

i = immediate 

ia = immed. to accum. 

id = indirect 

is = immed. byte, sign ext. 

I = long ie. intersegment 



m = memory 

r/m = EA is second byte 

si = short intrasegment 

sr = segment register 

t = to CPU reg 

V = variable 

w = word operation 

z = zero 
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8086 Instruction Sequence 

Figure 4-22 illustrates the internal operation and 
bus activity that occur as an 8086 CPU executes a 
sequence of instructions. This figure presents the 
signals and timing relationships that are impor- 
tant in understanding 8086 operation. The follow- 
ing discussion is intended to help in the interpreta- 
tion of the figure. 

Figure 4-22 shows the repeated execution of an 
instruction loop. This loop is defined in both 
machine code and assembly language by figure 
4-21. A loop was chosen both to demonstrate the 
effects of a program jump on the queue and to 
make the instruction sequence easy to follow. The 
program sequence shown was selected for several 
reasons. First, consisting of seven instructions 
and 16 bytes, the sequence is typical of the tight 
loops found in many application programs. 
Second, this particular sequence contains several 
short, fast-executing instructions that 
demonstrate both the effect of the queue on CPU 
performance and the interaction between the exe- 
cution unit (EU) fetching code from the queue 
and the bus interface unit (BIU) filling the queue 
and performing the requested bus cycles. Last, 
for the purpose of this discussion, code, stack, 
and memory data references were arranged to be 
aligned on even word boundaries. 



ASSEMBLY LANGUAGE 


MACHINE CODE 


MOVAX,0F802H 


B802F8 


PUSH AX 


50 


MOVCX, BX 


8BCB 


MOVDX.CX 


8BD1 


ADD AX, [SI] 


0304 


ADD SI, 8086H 


81C68680 


JMP$-14 


EBFO 


Figure 4-21 . Instruction Loop Sequence 



Figure 4-22 can be more easily interpreted by 
keeping the following guidelines in mind. 

• The queue status lines (QSO, QSl) are the key 
indicators of EU activity. 

• Status lines S2 through SO are the main 
indicators of 8086/8088 bus activity. 

• Interaction of the BIU and EU is via the 
queue for prefetched opcodes and via the EU 
for requested bus cycles for data operands. 



Keeping these guidelines in mind, the instruction 
sequence depicted in figure 4-22 can. be described 
as follows. Starting the loop arbitrarily in clock 
cycle 1 with the queue reinitialization that occurs 
as part of the JMP instruction, JMP instruction 
execution is completed by the EU, while the BIU 
performs an opcode fetch to begin refilling the 
queue. (Note that a shorthand notation has been 
used in the figure to represent the two queue 
status lines and the three status lines— active 
periods on any of these lines are noted and the 
binary value of the lines is indicated above each 
active region.) 

In clock cycle 8, the queue status lines indicate 
that the first byte of the MOV immediate instruc- 
tion has been removed from the queue (one clock 
cycle after it was placed there by the BIU fetch) 
and that execution of this instruction has begun. 
The second byte of this instruction is taken from 
the queue in clock cycle 10 and then, in clock 
cycle 12, the EU pauses to wait one clock cycle for 
the BIU's second opcode fetch to be completed 
and for the third byte of the MOV immediate 
instruction to be available for execution 
(remember the queue status lines indicate queue 
activity that has occurred in the previous clock 
cycle). 



Clock cycle 13 begins the execution of the PUSH 
AX instruction, and in clock cycle 15, the BIU 
begins the fourth opcode fetch. The BIU finishes 
the fourth fetch in clock cycle 18 and prepares for 
another fetch when it receives a request from the 
EU for a memory write (the stack push). Instead 
of completing the opcode fetch and forcing the 
EU to wait four additional clock cycles, the BIU 
immediately aborts the fetch cycle (resulting in 
two idle clock cycles (Tj) in clock cycles 19 and 
20) and performs the required memory write. This 
interaction between the EU and BIU results in a 
single clock extension to the execution time of the 
PUSH AX instruction, the maximum delay that 
can occur in response to an EU bus cycle request. 



Execution continues in clock cycle 24 with the 
execution of back-to-back, register-to-register 
MOV instructions. The first of these instructions 
takes full advantage of the prefetched opcode to 
complete this operation in two clock cycles. The 
second MOV instruction, however, depletes the 
queue and requires two additional clock cycles 
(clock cycles 28 and 29). 
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—] CODE FETCH I 1 CODE FETCH I I CODE FETCH I I CODE FETCH f— 



— I WHITE MEMORY ■ i CODE FETCH p 



BlU ACTIVITY 



T| I T" I T' T2 T3 T4 I Ti T2 T3 T4 I Tl . T2 T3 T4 I Tl T2 T3 ^* I ^1 | ^' I "^^ ^^ T3 T4 I Tl T2 

FETCH B8 02 FETCH FB 50 FETCH 8B CB I FETCH SB 01 I I I WRITE Fa02 ONTO I FETCH 09 



J~T 



- MOV AX, FS02H - 



B8 




02 




F8 




SO 








SB 


03 




SO 










CB 



































































CB 


SB 


SB 


D1 


D1 

















I FIRST I NEXT | FIRST | N 
BYTE I BYTE | BYTE | B 

J^ MOV ex. BX -JLt 1 



Figure 4-22. Sample Instruction Sequence Execution 



In clock cycle 30, the ADD memory indirect to 
AX instruction begins. In the time required to 
execute this instruction, the BIU completes two 
opcode fetch cycles and a memory read and 
begins a fourth opcode fetch cycle. Note that in 
the case of the memory read, the EU's request for 
a bus cycle occurs at a point in the BIU fetch cycle 
where it can be incorporated directly (idle states 
are not required and no EU delay is imposed). 

In clock cycle 44, the EU begins the ADD 
immediate instruction, taking four bytes from the 
queue and completing instruction execution in 
four clock cycles. Also during this time, the BIU 
senses a full queue in clock cycle 45 and enters a 
series of bus idle states (five or six bytes constitute 
a full queue in the 8086; the BIU waits until it can 
fetch a full word of opcode before accessing the 
bus). 

At clock cycle 47, the BIU again begins a bus 
cycle sequence, one that is destined to be an 
**overfetch" since the EU is executing a JMP 
instruction. As part of the JMP instruction, the 
queue reinitialization (which began the instruc- 
tion sequence) occurs. 

The entire sequence of instructions has taken 55 
clock cycles. Eighteen opcode bytes were fetched, 
one word memory read occurred, and one word 
stack write was performed. 

This example was, by design, partially bus limited 
and indicates the types of EU and BIU interaction 
that can occur in this situation. Most application 



code sequences, however, use a higher proportion 
of more complex, longer-executing instructions 
and addressing modes, and therefore tend to be 
execution limited. In this case, less BIU-EU 
interaction is required, the queue more often is 
full, and more idle states occur on the bus. 

The previous example sequence can be easily 
extended to incorporate wait states in the bus 
access cycles. In the case of a single wait state, 
each bus cycle would be lengthened to five clock 
cycles with a wait state (T^) inserted between 
every T3 and T4 state of the bus cycle. As a first 
approximation, the instruction sequence exection 
time would appear to be lengthened by 10 clock 
cycles, one cycle for each useful read or write bus 
cycle that occurs. Actually, this approximation 
for the number of wait states inserted is incorrect 
since the queue can compensate for wait states by 
making use of previously idle bus time. For the 
example sequence, this compensation reduced the 
actual execution time by one wait state, and the 
sequence was completed in 64 clock cycles, one 
less than the approximated 65 clock cycles. 



4.3 8089 I/O Processor 

The Intel® 8089 I/O Processor (lOP) combines 
the functions of a DMA controller with the pro- 
cessing capabilities of a microprocessor. In addi- 
tion to the normal DMA function of transferring 
data, the 8089 is capable of dynamically 
translating and comparing the data as it is 
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I 1 CODE FETCH I ; 1 READ MEMORY I I CODE FETCH p 



T2 T3 T4 I Tl T2 T3 T4 I Tl 12 T3 T4 



04 








11 








ce 



































c« 




88 




80 




EB 




FO 




■ 




XX 


M 




80 


EB 




FO 








XX 


80 




EB 


FO 














EB 


FO 
















FO 





































J FIRST i NEXT I 
BYTE I BYTE [_ 



r i NEXT I NEXT I NEXT I FIRST I I NEXT I 

; I BYTE I BYTE | BYTE | BYTE | | BYTE |__ 



J""l 



H- 



Figure 4-22. Sample Instruction Sequence Execution 



transferred and of supporting a number of ter- 
minate conditions including byte count expired, 
data compare or miscompare and the occurrence 
of an external event. The 8089 contains two 
separate DMA channels, each with its own 
register set. Depending on the established 
priorities (both inherent and program deter- 
mined), the two channels can alternate 
(interleave) their respective operations. 

Designed expressly to relieve the 8086 or 8088 
CPU of the overhead associated with I/O opera- 
tions, the 8089, \yhen configured in the remote 
mode, can perform a complete I/O task while the 
CPU is performing data processing tasks. The 
8089, when it has completed its I/O task, can then 
interrupt the CPU. 

Transfer flexibility is an integral part of the 
8089's design. In addition to routine transfers 
between an I/O peripheral and memory, transfers 
can be performed between two I/O devices or 
between two areas of memory. Transfers between 
dissimilar bus widths are automatically handled 
by the 8089. When data is transferred from an 
8-bit peripheral bus to a 16-bit memory bus, the 
8089 reads two bytes from the peripheral, 
assembles the bytes into a 16-bit word and then 
writes the single word to the addressed memory 
location. Also, both 8- and 16-bit peripherals can 
reside on the same (16-bit) bus; byte transfers are 
performed with the 8-bit peripheral, and word 
transfers are performed with the 16-bit 
peripheral. 



System Configuration 

The 8089 can be implemented in one of two 
system configurations: a * 'local" mode in which 
the 8089 shares the system bus with an 8086 or 

8088 CPU and a ''remote" mode in which the 

8089 has exclusive access to its own dedicated bus 
as well as access to the system bus. Note that in 
either the local or remote mode, the 8089 can 
address a full megabyte of system memory and 
64k bytes of I/O space. 

Local Mode 

In the local mode, the 8089 acts as a slave to an 
8086 or 8088 CPU that is operating in the max- 
imum mode. In this configuration, the 8089 
shares the system address latches, data 
transceivers and bus controller with the CPU as 
shown in figure 4-23. 

Since the lOP and CPU share the system bus, 
either the lOP or the CPU will have access to the 
bus at any one time. When one processor is using 
the bus, the other processor floats its 
address/data and control lines. Bus access 
between the lOP and CPU is determined through 
the request/grant function. Recalling the CPU's 
request/grant sequence, the lOP requests the bus 
from the CPU, the CPU grants the bus to the 
lOP, and the lOP relinquishes the bus to the CPU 
when its operation is complete; Remember that 
the CPU cannot request the bus from the TOP 
(the CPU is only capable of granting the bus and 
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ffl 



READY 
RESET 



READY 
RESET 



'X 



r<- 



EXT 2 
DR0 2 
EXT1 



CLK , 

DEN rawTC 

iSWc 



DT/R 
ALE 



ADDRESS/DATA 



ADDRESS BUS 



^a>- 



I RAM I 
DECODE 



o 



I ROM I 
DECODE 



I I/O DECODE I 
AND CONTROL 



T' 












CS/DACK 



R5Wr 

110 PERIPHERAL 
DRQ INT 






CS/DACK RQ WR 

I/O PERIPHERAL 

DRQ INT 



k2 



CS/DACK RH WR 

I/O PERIPHERAL 

DRQ INT 



Figure 4-23. Typical 8088/8089 Local Mode Configuration 



must wait for the lOP to release the bus). Also, 
since the request/grant pulse exchange must be 
synchronized, both the CPU and lOP must be 
referenced to the same clock signal. 



The 8089 lOP, when used in the local mode, can 
be added to an 8086 or 8088 maximum mode con- 
figuration with little affect on component count 
(channel attention decoding logic as required) and 
offers the benefits of intelligent DMA 
(scan/match, translate, variable termination con- 
ditions), modular programming in a full 
megabyte of memory address space and a set of 
optimized I/O instructions that are unavailable to 
the 8086 and 8088 CPUs. The major disadvantage 
to the local configuration is that since the system 
bus is shared, bus contention always exists 
between the CPU and lOP. The use of the bus 
load limit field in the channel control word can 
help reduce lOP bus access during task block pro- 
gram execution (busload limiting has no affect on 
DMA transfers) although, for I/O intensive 
systems, the remote mode should be considered. 



Remote Mode 

The 8089, when used in the remote mode, pro- 
vides a multiprocessor system with true parallel 
processing. In this mode, the 8089 has a separate 
(local) bus and memory for I/O peripheral com- 
munications, and the system bus is completely 
isolated from the I/O peripheral(s). Accordingly, 
I/O transfers between an I/O peripheral and the 
lOP's local memory can occur simultaneously 
with CPU operations on the system bus. 



As shown in figure 4-24, to interface the 8089 to 
the system bus, data transceivers and address 
latches are used to separate the lOP's local bus 
from the system bus, an 8288 Bus Controller is 
used to generate the bus control signals for both 
the local and system buses as well as to govern the 
operation of the transceivers/latches, and an 8289 
Bus Arbiter is used to control access to the system 
bus (each processor in the system would have an 
associated 8289 Bus Arbiter). To interface the 
8089 to its local bus, another set of address 
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Figure 4-24. Typical 8089 Remote Mode Configuration 



latches is required (unless MCS-85''"'^ multiplexed 
address components are exclusively interfaced) 
and, depending on the bus loading demands, one 
(8-bit bus) or two (16-bit bus) data transceivers 
would be used. 



In the remote mode, the lOP's local bus is treated 
as I/O space (up to 64k bytes), and the system bus 
is treated as memory space (1 megabyte). The 

8288 Bus Controller's I/O command outputs con- 
trol the local (I/O) bus, and its memory command 
outputs control the system (memory) bus. The 

8289 Bus Arbiter, which is operated in its lOB 
(I/O peripheral bus) mode, also decodes the 
lOP's S2 through SO status outputs. In this mode, 
the 8289 will not request the multimaster system 
bus when the lOP indicates an operation on its 
local bus. If the lOP's bus arbiter currently has 
access to the system bus, the CPU's arbiter (or 
any other arbiter in the system) can acquire use of 
the system bus at this time (a bus arbiter main- 
tains bus access until another arbiter requests the 
bus). 



Bus Operation 

The 8089 utilizes the same bus structure as an 
8086 or 8088 CPU that is configured in the max- 
imum mode and performs a bus cycle only on de- 
mand (e.g., to fetch an instruction during task 
block execution or to perform a data transfer). 
The bus cycle itself is identical to an 8086 or 8088 
CPU's bus cycle in that all cycles consist of four 
T-states and use the same time-multiplexing 
technique of the addressdata lines. As shown in 
the following timing diagrams, the address (and 
ALE signal) is output during state Tj for either a 
read or write cycle. Depending on the type of 
cycle indicated, the address/data lines are floated 
during state T2 for a read cycle (figure 4-25) or 
data is output on these lines during a write cycle 
(figure 4-26). During state T3, write data is main- 
tained or read data is sampled, and the busy cycle 
is concluded in state T4. 

Since the 8089 is capable of transferring data to or 
from both 8-bit and 16-bit buses, when an 8-bit 
physical bus is specified (bus width is specified 
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Figure 4-25 . Read Bus Cycle (8-Bit Bus) 
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Figure 4-26. Write Bus Cycle (16-Bit Bus) 
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during the initialization sequence), the address 
present on the AD 15 through ADS address/data 
lines is maintained for the entire bus cycle as 
shown in figure 4-25 and, unless added drive 
capability is required, the associated address latch 
can be eliminated. An 8-bit data bus is compatible 
with the 8088 CPU and with the MCS-85TM 
multiplexed address peripherals (8155, 8185, 
etc.). 



The 8089 operates identically to the 8086 CPU 
with respect to the use of the low- and high-order 
halves of the data bus. Table 4-14 defines the data 
bus use for the various combinations of bus width 
and address boundary. 

The S2 through SO status lines define the bus cycle 
to be performed. These lines are used by an 8288 
Bus Controller to generate all memory and I/O 
command and control signals, and are decoded 
according to table 4-15. 



Table 4-14. Data Bus Usage 



Logical 
Bus Width' 


Address 
Boundary 


Physical Bus Width' 


8 


16 


Byte Transfer 


Word Transfer 


8 
16 


Even 
Odd 
Even 
Odd 


AD7-AD0 = DATA 
(BHE not used) 

AD7-AD0 = DATA 
(BHE not used) 

illegal 
Illegal 


AD7-AD0 = DATA 
(BHEhigh) 

AD15-AD8 = DATA 
(BHElow) 

AD7-AD0 = DATA 
(BHEhigh) 

AD15-AD8 = DATA 
(BHElow) 


N/A 

N/A 

AD15-AD0 = DATA 
(giHE low) 

N/A' 



Notes: 

1. Logical bus width is specified by the WID instruction prior to the DMA transfer. 

2. Physical bus width is specified when the 8089 Is Initialized. 

3. A word transfer to or from an odd boundary is performed as two byte transfers. The first byte trans- 
ferred is the low-order byte on the high-order data bus (AD15-AD8), and the second byte is the high- 
order byte on the low-order data bus (AD7-AD0). The 8089 automatically assembles the two bytes In 
their proper order. 



Table 4-15. Bus Cycle Decoding 



Status Output 


Bus Cycle Indicated 


Bus Controller 
Command Output 


§2 


S1 


so 







1 
1 
1 
1 





1 
1 




1 
1 




1 



1 



1 



1 


Instruction fetch from I/O space 

Data read from I/O space 

Data write to I/O space 

Not used 

Instruction fetch from system memory 

Data read from system memory 

Data write to system memory 

Passive 


INTA 
lORC 


lOWC, AlOWC 
None 
MRDC 
MRDC 


MWTCAMWC 
None 
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Note that the 8089 indicates an instruction fetch 
from I/O space as a status of zero (S2, SI and SO 
eq:ual 0). Since the 8288 Bus Controller decodes 
an input status value of zero as an int errupt 
acknowledge bus cycle, the bus c ontroll er's INT A 
output must be OR'ed with its lORC output to 
permit fetching of task block instructions from 
local 8089 memory (remote configuration) or 
system I/O space (local and remote 
configurations). 

The S2 through SO status lines become active in 
state T4 if a subsequent bus cycle is to be per- 
rformed. These lines are set to the passive state (all 
; **ones") in the state immediately prior to state T4 
of the current bus cycle (state T3 or T^) and are 
floated when the 8089 does not have access to the 

bus. ' ,;•::.■:■•■;'' 

The S6 through S3 status lines are multiplexed 
with the high-order address bits (A19-A16) and, 
accordingly, become valid in state T2 of the bus 
cycle. The S4 and S3 status lines reflect the type of 
; bus cycle being performed on the corresponding 
channel as indicated in ta\)\Q 4-16. 

Table 4-16 . Type of Cycle Decoding 



Status Output 


Type of Cycle 


S4 


S3 





1 

1 




1 



1 


DMA on Channel 1 
DMA on Channel 2 
Non-DMA oh Channell 
Non-DMA on Channel 2 



The S6 and S5 status lines are always **!" on the 
8089. Since these lines are not both * * 1 " on the 
other processbrs in the 8086 family (S6 is always 
**0" on the 8086 and 8088 CPUs), these status 
lines can be used as a **signature" in a 
multiprocessor environment to identify the type 
of processor performing the bus cycle. 



The 8089 includes the same provision as do the 
^8086 and 8088 CPUs for the insertion of wait 
states (T^) in a bus cycle when the associated 
memory or I/O device cannot respond within the 
alloted time interval or when, in the remote mode, 
the 8089 must wait for access to the system bus. 
An 8284 Clock Generator/Driver is used to con- 
trol the insertion of wait states which, when 
required, are inserted between states T3 and T4. 
The actual insertion of wait states is accomplished 
by deactivating one of the 8284's RDY inputs 



(RDYl or RDY2). Either of th ese in puts, when 
enabled by its corresponding AENl or AEN2 
input, can be deactivated directly by the memory 
or I/O device when it must extend the 8089's bus 
cycle (when the addressed device is not ready to 
present or accept data). The 8284's READY out- 
put, which is synchronized to the CLK signal, is 
directly connected to the 8089* s READY input. 
As shown in figure 4-27, when the addressed 
device requires one or more wait states to be 
inserted into a bus cycle, it deactivates the 8284' s 
RDY input prior to the end of state T2. The 
READY output from the 8284 is subsequently 
deactivated at the end of state T2 which causes the 
8089 to insert wait states following state T3. To 
exit the wait state, the device activates the 8284's 
RDY input which causes the READY input to the 
8089 to go active on the next clock cycle and 
allows the 8089 to enter state T4. 



|-« ONE BUS CYCLE ^ 

Tl I T2 I T3 I TW I TW I T4 

'i\rLrU\rU~Lr\ 

TR1VCL*-*| I*- TR1VCL*-*||- -| |-.— TCLR1X* 



'REFER TO THE 8284 CLOCK GENERATOR/DRIVER DATA SHEET IN APPENDIX B FOR 
TIMING INFORMATION 

Figure 4-27. Wait State Timing 



Periods of inactivity can occur between bus 
cycles. These inactive periods are referred to as 
idle states (Tj) and, as with the 8086 and 8088 
CPUs, can result froni the execution of a **long'* 
instruction or the loss of the bus to another pro- 
cessor during task block instruction execution. 
Additionally, the 8089 can experience idle states 
when it is in the DMA mode and it is waiting for a 
DMA request from the addressed I/O device or 
when the bus load limit (BLL) function is enabled 
for a channel performing task block instruction 
execution and the other channel is idle. 



Initialization 

Initialization of the lOP is generally the respon- 
sibility of the host processor which, as stated in 
Chapter 3, prepares the communications data 
structure in shared memory. Initialization of the 
lOP itself begins with the activation of its RESET 
input. This input (originating typically from an 



4-44 



HARDWARE REFERENCE INFORMATION 



8284 Clock Generator/Driver) must be held active 
for at least five clock cycles to allow the 8089's 
internal reset sequence to be completed. Note that 
like the 8086 and 8088 CPUs, the RESET input 
must be held active for at least 50 microseconds 
when power is first applied. Following the reset 
interval, the host processor signals the lOP to 
begin its initialization sequence by activating the 
8089's CA (Channel Attention) input. The 8089 
will not recognize a pulse at its CA input until one 
clock cycle after the RESET input returns to an 
inactive level. Note that the minimum width for a 
CA pulse is one clock cycle and that this pulse 
may go active prior to RESET returning to an 
inactive level provided that the negative-going, 
trailing-edge of the CA pulse does not occur prior 
to one clock cycle after RESET goes inactive. 
Figure 4-28 illustrates the timing for this portion 
of the initialization sequence. 



MUST BE ACTIVE \ 
FOR FIVE CLOCK \ 
CYCLES 



— 1 CLKM1N-* 



^B 



Figure 4-28. RESET-CA Initialization Tinning 



Coincident with the trailing edge of the first 
CA pulse following reset, the 8089 samples its 
SEL (Select) input from the host processor to 
determine master/slave status for its 
request/grant circuity. If the SEL input is low, 
the 8089 is designated a **master," and if the SEL 
input is high, the 8089 is designated a **slave." As 
a master, the 8089 assumes that it has the bus 
initially, and it will subsequently grant the bus to 
a requesting slave when the bus becomes available 
(i.e., the 8089 will respond to a '^request'' pulse 
on its RQ/GT line with a **grant" pulse). A single 
8089 in the remote configuration (or one of two 
8089s in a remote configuration) would be 
designated a master. As a slave, the 8089 can only 
request the bus from a master processor (i.e., the 
8089 initiates the request/grant sequence by out- 
putting a * 'request" pulse on its RQ/GT line). An 
8089 that shares a bus with an 8086 or 8088 (or 
one of two 8089s in a remote configuration) 
would be designated a slave. Note that since the 
8086 and 8088 CPUs can grant the bus only in 
response to a request, whenever an 8086 or 8088 



and an 8089 share a common bus, the 8089 must 
be designated the slave. Also, when the RQ/GT 
line is not used (i.e., a single 8089 in the remote 
configuration), the 8089 must be designated a 
master. 



In addition to determining master/slave status, 
the CA pulse also causes the 8089 to begin execu- 
tion of its internal ROM initialization sequence. 
Note that since the 8089 must have access to the 
system bus in order to perform this sequence, the 
8089 immediately initiates a request/grant 
sequence (if designated a slave) and, if required, 
then requests the bus through the 8289 Arbiter. 
(If designated a master, the 8089 requests the bus 
through the 8289 Arbiter.) In the execution of the 
initialization sequence, the 8089 first fetches the 
SYSBUS byte from location FFFF6H. The W bit 
(bit 0) of this byte specifies the p/iys/ca/ bus width 
of the system bus. Depending on the bus width 
specified, the 8089 then fetches the address of the 
system configuration block (SCB) contained in 
locations FFFF8H through FFFFBH in either two 
bus cycles (16-bit bus, W bit equal 1) or four bus 
cycles (8-bit bus, W bit equalO). The SCB offset 
and segment address values fetched are combined 
into a 20-bit physical address that is stored in an 
internal register. Using this address, the 8089 next 
fetches the system operation command (SQC) 
byte. As explained in Chapter 3, this byte 
specifies both the request/grant operational mode 
(R bit) and thQ physical width of the I/O bus (I 
bit). After reading the SOC byte, the 8089 fetches 
the channel control block (CB) offset and seg- 
ment address values. These values are combined 
into a 20-bit physical address and are stored in 
another internal register. To inform the host CPU 
that it has completed the initialization sequence, 
the 8089 clears the Channel , 1 Busy flag in the 
channel control block by writing an all ''zeroes" 
bytetoCB+1. 



After the lOP has been initialized, the system 
configuration block may be altered in order to in- 
itialize another lOP. Once an lOP has been in- 
itialized, its channel control block in system 
memory cannot be moved since the CB address, 
which is internally stored by the lOP durinjg the 
initialization sequence, is automatically accessed 
on every subsequent C A pulse. 
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As previously stated, the generation of the CA 
and SEL inputs to the lOP are the responsibility 
of the host CPU. Typically, these signals result 
from the CPU's execution of an I/O write 
instruction to one of twp adjacent I/O ports (I/O 
port addresses that only differ by AO). Figure 4-29 
illustrates a simple decoding circuit that could be 
used to generate the CA and SEL sig nals. N ote 
that by qualifying the CA output with lOWC, the 
SEL output, since it is latched for the entire I/O 
bus cycle, is guaranteed to be stable on the trailing 
edge of the C A pulse. 



A7- 

Ab- 
as- 

A4 ■ 
A3 ■ 
A2 ■ 






R5W5 • 

Ao ■ 



23^2)— ►( 



PORT FC = CHANNEL 1CA 
P0RTFD = CHANNEL2CA 



Figure 4-29. Channel Attention Decoding Circuit 



I/O Dispatching 

During normal operation, the I/O supervisory 
program running in the host CPU will receive a 
request to perform a specific I/O operation on 
one of the 8089 's channels. In response to this 
request, the supervisory program will typically 
perform the following sequence of operations: 

• Check the availability of the specified 
channel by examining the channel's busy flag 
in the Channel Control Block. If it is possible 
for another processor to access the channel, a 
semaphore operation (implemented by a 
locked XCHG instruction) is used to check 
channel availability. 

• Load the variable parameters required for 
the intended operation into the channel's 
parameter block. 

• Load the channel command word (CCW) 
into the channel control block. 

• Establish the necessary linkages by writing 
the starting address of the channel program 
(task block) in the first four bytes of the 



parameter block and writing the address of 
the parameter block in the channel control 
block. 

• Issue a channel attention (CA) to the 
specified channel. 

In response to the CA, the 8089 interrupts any 
current activity at its first opportunity (see **Con- 
current Channel Operation" in section 3.2) and 
begins execution of an internal instruction 
sequence that fetches and decodes the channel 
command word (CCW) and then performs the 
operation indicated (i.e., start, halt or continue 
channel program execution). 

If the CCW specifies start channel program (start 
task block execution), the address of the 
parameter block is fetched from the channel 
control block, the address of the first channel 
program instruction (contained in the first four 
bytes of the parameter block) is fetched and then 
loaded into the TP (task pointer) register and, 
finally, task block execution is initiated from 
either system or I/O space. Task block execution 
continues, subject to the activity on the other 
channel as described in **Concurrent Channel 
Operation," until a XFER instruction is 
executed. Following execution of this instruction, 
the next sequential channel program instruction is 
executed before the channel enters the DMA 
transfer mode. 

If the CCW specifies halt channel, the current 
operation on the specified channel is halted. If the 
channel is performing task block execution (either 
chained or not chained), channel operation is 
stopped at an instruction boundary, and if the 
channel is performing a DMA transfer, channel 
operation is stopped at a DMA transfer cycle 
boundary. Note that a channel will not stop a 
locked DMA transfer until the operation is com- 
pleted. There are two unique halt channel com- 
mands. One command simply halts the channel 
and clears the busy flag in the channel control 
block. This command is used when the halted 
operation is to be discarded. The other command 
halts the channel, saves the task pointer and pro- 
gram status word (PSW) byte, and clears the busy 
flag. This command is used when the halted 
operation is to be resumed. Note that this halt 
command will not affect the integrity of resumed 
task block execution or a memory-to-memory 
DMA transfer, but could affect the integrity of a 
synchronized DMA transfer (a DMA request 
occuring while the channel is halted could be 
missed). 
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If the CCW specifies continue channel, an opera- 
tion that has been previously halted is resumed 
(and the busy flag is set). Since this command 
restores the task pointer and PSW, it should be 
used only if the task pointer and PSW have been 
saved by a previous halt command. 

Table 4-17 outlines the various CCW command 
execution times. Note that the times listed in the 
table for the halt commands do not include the 
time required to complete any current channel 
activity when the channel attention is received 
(completion of the current DMA transfer cycle or 
task block instruction). 

DMA Transfers 

The number of bytes transferred during a single 
DMA cycle is determined by both the source and 
destination logical bus widths as well as by the 



address boundary (odd or even address). The 
8089 performs DMA transfers between dissimilar 
bus widths by assembling bytes or disassembling 
words in its internal assembly register file. As 
explained in Chapter 3, the DMA source and 
destination bus widths are defined by the execu- 
tion of a WID instruction during task block 
(channel command) execution. Note that the bus 
widths specified remain in force until changed by 
a subsequent WID instruction. Table 4-18 defines 
the various byte (B) and word (W) 
source/destination transfer combinations based 
on address boundary and bus width specified. 



The 8089 additionally optimizes bus accesses dur- 
ing transfers between dissimilar bus widths 
whenever possible. When either the source or 
destination is a 16-bit memory bus (auto- 
incrementing) that is initially aligned on an odd 



Table 4-17. CCW Command Execution Times 



CCW Command 


Minimum Time* 


Maximum Time** 


CANOP 


48 + 2n clocks 


48 + 2n clocks 


CA Halt (no save) 


48 + 2n clocks 


48 + 2n clocks 


CA Halt (with save) 


94 + 5n clocks 


100 + 6h clocks 


CA Start (memory) 


108 + 6n clocks 


124 + 1 0n clocks 


CA Start (I/O) 


96 + 5n clocks 


108 + 8n clocks 


CA Continue 


95 + 5n clocks 


103 + 6n clocks 



Notes: 

n Is the number of wait states per bus cycle. 

* Minimum time occurs when both the channel control block and parameter block addresses are aligned on 
an even address boundary and a 16-bit bus is used. 

** Maximum time occurs when both the channel control block and parameter block addresses are aligned 
on an odd address boundary on a 16-bit bus or when an 8-bit bus Is used. 

Table 4-18. DMA Assembly Register Operation 



Address Boundary 
(Source -> Destination) 


Logical Bus Width 
(Source -> Destination) 


8->8 


8-16 


16-8 


16-16 


Even -^ Even 
Even -* Odd 
Odd -> Even 
Odd -Odd 


B -> B 
B-B 
B-B 
B->B 


B/B-W 
B->B 

B/B-W 
B->B 


W-B/B 

W-B/B 

B-B 

B-B 


W-W 
W-B/B 
B/B-W 

B-B 
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address boundary (causing the first transfer cycle 
to be byte-to-byte), following the first transfer 
cycle, the memory address will be aligned on an 
even address boundary, and word transfers will 
subsequently occur. For example, when perform- 
ing a memory-to-port transfer from a 16-bit bus 
to an 8-bit bus with the source beginning on an 
odd address boundary, the first transfer cycle will 
be byte-to-byte (B -* B) as indicated in table 4-18, 
but subsequent transfers will be word-to- 
byte/byte (W -^ B/B). 

All DMA transfer cycles consist of at least two 
bus cycles; one bus cycle to fetch (read) the data 
form the source into the lOP, and one bus cycle 
to store (write) the data previously fetched from 
the lOP into the destination. Note that in all 
transfers, the data passes through the lOP to 
allow mask/compare and translate operations to 
be optionally performed during the transfer as 
well as to allow the data to be assembled or 
disassembled. 

The lOP performs DMA transfers in one of three 
modes: unsynchronized, source synchronized or 
destination synchronized (the transfer mode is 
specified in the channel control register). The un- 
synchronized mode is used when both the source 
and destination devices do not provide a data re- 
quest (DRQ) signal to the lOP as in the case of a 
memory-to-memory transfer. In the synchronized 
transfer modes, the source (source synchronized) 
or destination (destination synchronized) device 
initiates the transfer cycle by activating the lOP's 
DRQl (channel 1) or DRQ2 (channel 2) input. 



The DRQ input is asynchronous and usually 
originates from an I/O device controller rather 
than from a memory circuit. This input is latched 
on the positive transition of the clock (CLK) 
signal and therefore must remain active for more 
than one clock period (more than 200 
nanoseconds when using a 5 MHz clock) in order 
to guarantee that it is recognized. 

During state Tj of the associated fetch bus cycle 
(source synchronized) or store bus cycle (destina- 
tion synchronized), the lOP outputs the address 
of the I/O device (the port address). This address 
must be decoded (by external circuitry) to 
generate the DMA acknowledge (DACK) signal 
to the I/O controller as the response to the con- 
troller's DMA request. An I/O controller will 
typically use DACK as a conditional input for the 
removal of DRQ. (After receipt of the DACK 
signal, most Intel peripheral controllers deac- 
tivate DRQ following receipt of the correspon- 
ding read or write signal.) Figures 4-30 and 4-31 
illustrate the DRQ/DACK timing for both source 
synchronized (i.e., port-to-memory) and destina- 
tion synchronized (i.e., memory-to-port) 
transfers. 



Table 4-19 defines the DMA transfer cycles in 
terms of the number of bus and clock cycles re- 
quired. Note that the number of clocks required 
to complete a transfer cycle does not take into ac- 
count the effects of possible concurrent opera- 
tions on the other channel or wait states within 
any of the bus cycles. 



-TRANSFER CYCLE- 



STORE BUS CYCLE- 



-. FETCH BUS CYCLE .-I- ^STORE BUS CYCLE «► 

DRQ HOLD L ^1 L 2 IDLE I . 4 IDLE I 5 IDLE 

FROM READ T H CLOCKS' ^|^ CLOCKS' ^1 CLOCKS' 



I 2 IDLE I 

r CLOCKS' ^1"" 



SIDLE 
"CLOCKS'' 



DRQ FOR NEXT TRANSFER CYCLE 



u 



VALID I/O ADDRESS PRESENT \ 



1. INDICATES THE NUMBER OF IDLE CLOCK CYCLES INSERTED BEFORE THE NEXT 
TRANSFER CYCLE BEGINS. IF DRQ IS RECEIVED PRIOR TO STATE T4 OF THE CURRENT 
FETCH CYCLE, THE NEXT FETCH CYCLE BEGINS IMMEDIATELY FOLLOWING THE 
CURRENT STORE CYCLE. 



Figure 4-30. Source Synchronized Transfer Cycle 
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-TRANSFER CYCLE 1- 



-FETCH BUS CYCLE 1'- 

T2 I T3 I T4_ 



- STORE BUS CYCLE 1 - 

Tl I T2 I T3 



-TRANSFER CYCLE 2- 



FETCH BUS CYCLE 2'- 
Tl I T2 I T3 I T4_ 



IDLE 

CLOCKS 

(T|) 



-STORE BUS CYCLE 2- 

T1 I T2 I Ts I T4 



in/in/vviAJiJTn/^^ 



\_ 



— 5IDLECL0CKS'- 



/ DRQ FOR NEXT TRANSFER CYCLE 



f VALID I/O ADDRESS PRESENT ] 



"\_ 



2. FETCH BUS CYCLE 2 BEGINS IMMEDIATELY FOLLOWING STORE BUS CYCLE 1. 

3. INDICATES THE NUMBER OF IDLE CLOCK CYCLES INSERTED BEFORE STORE BUS 
CYCLE 2 BEGINS. IF DRQ IS RECEIVED PRIOR TO STATE T4 OF STORE BUS CYCLE 1, 
STORE BUS CYCLE 2 BEGINS IMMEDIATELY FOLLOWING FETCH BUS CYCLE 2. 



Figure 4-31 . Destination Synchronized Transfer Cycle 



Table 4-19. DMA Transfer Cycles 







Transfer Mode 


Logical oud wium 


Unsynciironized 


Source Synchronized 


Destination Synchronized 


Source 


Destination 


Bus Cycles 
Required 


Total' 
Clocks 


Bus Cycles 
Required 


Total' 
Clocks 


BusCyclesi 
Required 


Total' 
Clocks 


8 

8 

16^ 
16^ 


8 
16^ 

8 
16^ 


2(1 fetch, 1 store) 
3 (2 fetch, 1 store) 
3(1 fetch, 2 store) 
2(1 fetch, 1 store) 


8^ 
12 
12 
8 


2(1 fetch, 1 store) 
3 (2 fetch, 1 store) 
3(1 fetch, 2 store) 
2(1 fetch, 1 store) 


8^ 

16^ 

12 

8 


2(1 fetch, 1 store) 
3 (2 fetch, 1 store) 
3(1 fetch, 2 store) 
2(1 fetch, 1 store) 


8^ 

12 

16^ 

8 



Notes: 

1. The "Total Clocks Required" does not include wait states. One clock cycle per wait state must be 
added to each fetch and/or store bus cycle in which a wait state Is inserted. When performing a 
memory-to-memory transfer, three additional clocks must be added to the total clocks required (the 
first fetch cycle of any memory-to-memory transfer requires seven clock cycles). 

2. When performing a translate operation, one additional 7-clock bus cycle must be added to the values 
specified in the table. 

3. Word transfers In the table assume an even address word boundary. Word transfers to or from odd 
address boundaries are performed as indicated in table 4-18 and are subject to the bus cycle/clock 
requirements for byte-to-byte transfers. 

4. Transfer cycles that include two synchronized bus cycles (i.e., synchronous transfers between 
dissimilar logical bus widths) insert four idle clock cycles between the two synchronized bus cycles 
to allow additional time for the synchronzing device to remove its initial DMA request. 
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DACK latency is defined as the time required for 
the 8089 to acknowledge, by outputting the 
device's corresponding port address, a DMA 
request at its DRQ input. This response latency is 
dependent on a number of factors including the 
transfer cycle being performed, activity on the 
other channel, memory address boundaries, wait 
states present in either bus cycle and bus arbitra- 
tion times. 

Generally, when the other channel is idle, the 
maximum DACK latency is five clock cycles (1 
microsecond at 5 MHz), excluding wait istates and 
bus arbitration times. An exception occurs when 
performing a word transfer to or from an odd 
memory address boundary. This operation, since 
two store (source synchronized) or two fetch 
(destination synchronized) bus cycles are required 
to access memory, has a maximum possible laten- 
cy of nine clock cycles. When the other channel is 
performing DMA transfers of equal priority 
(*T'* bits equal), interleaving occurs at bus cycle 
boundaries, and the maximum latency is either 
nine clock cycles when the other channel is per- 
forming a normal 4-clock fetch or store bus cycle 
or twelve clock cycles when the other channel is 
performing the first fetch cycle of a memory-to- 
memory transfer. If the other channel is perform- 
ing "chained'* task block instruction execution of 
equal priority, maximum latency can be as high as 
12 clock cycles (channel command instruction 
execution is interrupted at machine cycle boun- 
daries which range from two to eight clock 
cycles). 



DMA Termination 

As stated in Chapter 3, a channel can exit the 
DMA transfer mode (and return to task block 
execution) on any of the following terminate 
conditions: 

• Single cycle transfer 

• Byte count expired 

• Mask/compare match or mismatch 

• External event 

The terminate conditions are specified by in- 
dividual fields in the channel control register. 
More than one terminate condition can be 
specified for a transfer (e.g., a transfer can be ter- 
minated when a specific byte count is reached or 
on the occurrence of an external event). When 



more than one terminate condition is possible, 
displacements (which are added to the task 
pointer register value) are specified to cause task 
block execution to resume at a unique entry point 
for each condition. Three reentry points are 
available: TP, TP + 4 and TP 4- 8. The time inter- 
val between the occurrence of a terminate condi- 
tion and the resumption of task block execution is 
12 clock cycles for reentry point TP and 15 clock 
cycles for reentry points TP + 4 and TP + 8. 



Peripheral Interfacing 

When interfacing a peripheral to an 8-bit physical 
data bus, the 8089 uses only the lower half of the 
address/data lines (AD7-AD0) as the bidirec- 
tional data bus, and the upper half of the ad- 
dress/data lines (AD15-AD8) maintain address 
information for the entire bus cycle. Consequent- 
ly, with this bus configuration, only one octal 
latch (e.g., an Intel® 8282/83 Octal Latch) is re- 
quired since only the lower half of the ad- 
dress/data lines is time-multiplexed (unless the 
address bus requires the increased current drive 
capability and capacitive load immunity provided 
by the latch). 

When interfacing a peripheral to a 16-bit data 
bus, both the lower and upper halves of the ad- 
dress/data lines are time-multipelxed, and two oc- 
tal latches are required. Note that unlike the 8086 
and 8 088 CPUs, the 8089 does not time-multiplex 
BHE (this signal is valid for the entire bus cycle). 
Both 8- and 16-bit peripherals can be interfaced to 
a 16-bit bus. An 8-bit peripheral can be connected 
to either the upper or lower half of the bus. An 8- 
bit peripheral on the lower half of the bus must 
use an even source/destination address, and an 8- 
bit peripheral on the upper half of the bus must 
use an odd source/ destination address. To take 
advantage of word transfers, a 16-bit peripheral 
must use an even source/destination address. 

To prepare a peripheral device for a DMA 
transfer, command and parameter data is written 
to the device's command/status port. This is 
usually accompHshed using pointer register GC. 
Recalling that the 8089 executes one additional 
task block instruction following execution of the 
XFER instruction (the XFER instruction causes 
the 8089 to enter the DMA mode), this additional 
instruction is used to access the command port of 
an I/O device that immediately begins DMA 
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operation on receipt of the last command (the 
8271 Floppy Disk Controller begins its DMA 
transfer on receipt of the last command 
parameter). Since a translate DMA operation re- 
quires the use of all three pointer registers (GA 
and GB specify the source and destination ad- 
dresses; GC specifies the base address of the 
translation table), when it is necessary to use the 
last task block instruction to start the device, 
command port access can be accomplished 
relative to one of the pointer registers or relative 
to the PP register. If the device's data port ad- 
dress (GA or GB) is below the device's command 
port address, either an offset or an indexed 
reference can be used to access the command 
port. 

A peripheral's (or peripheral controller's) DMA 
communication protocol with the 8089 is as 
follows: 

• The peripheral (when source or destination 
synchronized) initiates a DMA transfer cycle 
by activating the 8089's DRQ (DMA request) 
input. 

• The 8089 acknowledges the request by 
placing the peripheral's assigned data port 
address on the bus during state T| of the cor- 
responding fetch (source synchronized) or 
store (destination synchronized) bus cycle. 
The peripheral is responsible for decoding 
this address as the DMA acknowledge 
(DACK) to its request. 

• The data is transferred between the 
peripheral and the 8089 during the T2 
through T4 state interval of the bus cycle. 
The peripheral must remove its DMA request 
during this interval. 

• The peripheral, when ready, requests another 
DMA transfer cycle by again activating the 
DRQ input, and the above sequence is 
repeated. 

• The peripheral can, as an option, end the 
DMA transfer by activating the 8089' s EXT 
(external terminate) input. 

The 8089 can support mulitple peripheral devices 
on a single channel provided that only one device 
is in the active transfer mode at any one time. To 
interface multiple devices, the DMA request 
(DRQ) lines are OR'ed together as are the exter- 
nal terminate (EXT) lines. Unique port addresses 
are, however, assigned to each device so that an 



individual DMA acknowledge (DACK) is return- 
ed to only the active device. DACK decoding can 
be accomplished with an Intel ® 8205 Binary 
Decoder or a ROM circuit. Note that the 8089 can 
only determine which device has requested service 
or terminated by the context of the task block 
program. 

Most peripheral devices interfaced to the 8089 will 
use the decoded DMA acknowledge signal 
(DACK) as the '*chip select" input. Peripheral 
devices that do not follow this convention must 
use DACK as a conditional input of chip select. 

While most interrupts associated with the 8089 
will be DMA requests or external terminates, non- 
DMA related interrupts can additionally be 
supported. 

One technique that would be used when an 8089 is 
the local configuration (or when an 8086 or 8088 
and an 8089 are locally connected as a remote 
module) is to allow the CPU to accept the inter- 
rupt and then direct the 8089 to the interrupt ser- 
vice routine. Another technique is to allow the 
8089 to *'poU" the device to determine when an 
interrupt has occurred (most peripheral con- 
trollers have an interrupt pending bit in a status 
word). The 8089's bit testing instructions are 
ideally suited for polling. 

When the 8089 is in a remote configuration, non- 
DMA related interrupts can be supported with the 
addition of an Intel® 8259A Programmable 
Interrupt Controller. Systems that require this 
type of interrupt structure would dedicate one of 
the 8089's channels to interrupt servicing. In 
implementing this structure, the interrupt output 
from the 8259A is directly connected to the chan- 
nel's external terminate (EXT) input, and the 
channel's DMA request (DRQ) input is not used. 
A task block program is initially executed to per- 
form a source-synchronized DMA transfer (with 
an external terminate) on the "interrupt" channel 
to **arm" the interrupt mechanism. Since the 
DRQ input is not used, when the channel enters 
the DMA transfer mode, the channel idles while 
waiting for the first DMA request (which never 
occurs). The other channel, since the interrupt 
channel is idle, operates at maximum throughput. 
When an interrupt occurs, the **pseudo" DMA 
transfer is immediately terminated, and task 
block instruction execution is resumed. The task 
block program would write a "poll" command to 
the 8259A's command port and then read the 
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8259A's data port to acknowledge the interrupt 
and to determine the device responsible for the 
interrupt (the device is identified by a 3-bit binary 
number in the associated data byte). The device 
number read would be used by the task block pro- 
gram as a vector into a jump table for the device's 
interrupt service routine. Pertinent interrupt data 
could be written into the associated parameter 
block for subsequent examination by the host 
processor. 

The interrupt mechanism previously described, 
since it uses the 8089' s external terminate func- 
tion, provides an extremely fast interrupt 
response time. 

Note that when using dynamic RAM memory 
with the 8089, an Intel® 8202 Dynamic RAM 
Controller can be used to simplify the interface 
and to perform the RAM refresh cycle. When 
maximuiti transfer rates are required, the RAM 
refresh cycle can be externally initiated by the 
8089. By connecting the decoded DACK (DMA 
acknowledge) signal to the 8202's REFRQ 
(refresh request) input, the refresh cycle will occur 
coincident with the I/O device bus cycle and 
therefore will not impose wait states in the 
memory bus cycle. 

Instruction Encoding 

Most 8089 programming will be performed at the 
assembly language level using ASM-89, the 8089 
assembler. During program debugging, however, 
it may be necessary to work directly with machine 
instructions when monitoring the bus, reading un- 
formatted memory dumps, etc. This section con- 
tains both a table to encode any ASM-89 instruc- 
tion into its corresponding machine instruction 



(table 4-24) and a table to '^disassemble" any 
machine instruction back into its associated 
assembly language equivalent (table 4-26). 

Figure 4-32 shows the format of a typical 8089 
machine instruction. Except for the LPDI and 
memory-to-memory forms of the MOV and 
MOVE instructions that are six bytes long, all 
8089 machine instructions consist of from two to 
five bytes. The first two bytes are always present 
and are generally formatted as shown in figure 
4-32 (table 4-24 contains the exact encoding of 
every instuction). 

Bits 5 through 7 of the first byte of an instruction 
comprise the R/B/P field. This field identifies a 
register, bit select or pointer register operand as 
outlined in table 4-20. 

Table 4-20. R/B/P Field Encoding 



Code 


Register 


Bit 


Pointer 


000 


GA 





GA 


001 


GB 


1 


GB 


010 


GC 


2 


GC 


oil 


BO 


3 


N/A 


100 


TP 


4 


TP 


101 


IX 


5 


N/A 


110 


CO 


6 


N/A 


111 


MC 


7 


N/A 



The WB field (bits 3 and 4 of the first byte) in- 
dicates how many displacement/data bytes are 
present in the instruction as outlined in table 4-21 . 
The displacement bytes are used in program 
transfers; one byte is present for short transfers, 
while long transfers contain a two-byte (word) 
displacement. As mentioned in Chapter 3, the 



BYTE 1 



R/B/P 



WB 



BYTE 2 



III I I 



OPCODE 



MM 



BYTE 3 



-I- 



BYTE 4 



4 r BYTE 5 J 



I 



iiiliiiiiiiliiiUii^iiij 

OFFSET I LOWDISP/DATA I HIGH DISP/DATA I 



\_ 



BASE REGISTER FOR MEMORY OPERAND 
OPERATION (INSTRUCTION) CODE 
WIDTH (BYTE OR WORD OPERANDS) 
MEMORY ADDRESSING MODE 
NUMBER OF DISPLACEMENT/DATA BYTES 
REGISTER, BIT, POINTER SELECT 



Figure 4-32. Typical 8089 Machine Instruction Format 
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displacement is stored in two's complement nota- 
tion with the high-order bit indicating the sign. 
Data bytes contain the value of an immediate con- 
stant operand. A byte immediate instruction 
(e.g., MOVBI) will have one data byte, and a 
word immediate instruction (e.g., ADDI) will 
have two bytes (a word) of immediate data. An 
instruction may contain either displacement or 
data bytes, but not both (the TSL instruction is an 
exception and contains one byte of displacement 
and one byte of data). If an offset byte is present, 
the displacement/data byte(s) always follow the 
offset byte. 

Table 4-21 . WB Field Encoding 



Code 


Interpretation 


00 
01 
10 

11 


No displacement/data bytes 
One displacement/data byte 
Two displacement/data bytes 
TSL instruction only 



The AA field specifies the addressing mode that 
the processor is to use in order to construct the ef- 
fective address of a memory operand. Four ad- 
dressing modes are available as outlined in table 
4-22. (Address modes are described in detail in 
section 3.8.) 

Table 4-22. A A Field Encoding 



Code 


Interpretation 


00 
01 
10 

11 


Base register only 
Base register plus offset 
Base register plus IX 
Base register plus IX, 
auto-increment 



Bit of the first instruction byte indicates whether 
the instruction operates on a byte (W=0) or a 
word(W=l). 



Bits 7 through 2 of the second instruction byte 
specify the instruction opcode. The opcode, in 
conjunction with the W field of the first byte, 
identifies the instruction. For example, the op- 
code ''lllOir* denotes the decrement instruc- 
tion; if W=0, the assembly language instruction is 
DECB, while if W=l, the instruction is DEC. 
Table 4-26 lists, in hexadecimal order, the opcode 
of every assembly language instruction. 

The MM field (bits and 1) indicates which 
pointer (base) register is to be used to construct 
the effective address of a memory operand. Table 
4-23 defines the MM field encoding. (Memory 
operand addressing is described in section 3.8.) 

Table 4-23 . MM Field Encoding 



Code 


Base Register 


00 
01 
10 

11 


GA 
GB 
GC 
PP 



When the AA field value is '*0r' (base register 
+ offset addressing), the third byte of the instruc- 
tion contains the offset value. This unsigned value 
is added to the content of the base register 
specified by the MM field to form the effective 
address of the memory operand. 

When the AA field value is **10," the IX register 
value is added to the content of the base register 
specified by the MM field to provide a 64k range 
of effective addresses. (Note that the upper four 
bits of the IX register are not sign-extended.) 

When the AA field value is **11," the IX register 
value is added to the base register value to form 
the effective address as described for an AA field 
value of '* 10." In this addressing mode, however, 
the IX register value is incremented by one after 
every byte accessed. 



Table 4-24. 8089 Instruction Encoding 



DATA TRANSFER INSTRUCTIONS 



MOV = Move word variable 
Memory to register 
Register to memory 
Memory to memory 



76543210 76543210 76543210 76543210 76543210 76543210 



R R R A A 1 


1 M M 


offset if AA=01 




R R R A A 1 


10 1 MM 


offset if AA=01 




A A 1 


10 1 M M 


offset if AA=01 


A A 1 


1 1 1 1 M M 


offset if AA=01 



4-53 



Mnemonics © Intel, 1979 



HARDWARE REFERENCE INFORMATION 



Table 4-24. 8089 Instruction Encoding (Cont'd.) 



DATA TRANSFER INSTRUCTIONS (Cont'd.) 



MOVB s Move byte variable 
Memory to register 
Register to memory 
Memory to memory 



76543210 76543210 7 6 5432 10 7 6 5432 10 7 6 54 3210 76543210 



R R R 00 A A 


1 M M 


Offset if AA=01 




RRROOAAO 


1 1 M M 


Offset if AA=01 




A AG 


1 to M M 


Offset If AA=01 


000 0, OAAO 


1 1 1 1 M M 


Offset if AA=01 



MOVBI s Moye byte immediate 
Immediate to register 
Immediate to memory 

MOVI a Move word immediate 
Immediate to register 
Immediate to memory 



R R R 1 


11 


data-8 




1 A A 


1 1 1 M M 


offset if AA=01 


data-8 



R R R 1 1 


1 10 


data-io 


data-hi • 




1 A A 1 


1 1 1 M M 


offset if AA=01 


data-lo 


data-hi 



MOVP s Move pointer 
Memory to pointer register 
Pointer register to memory . 

LPD = Load pointer with doubieword variable 



P P P A A 1 


1 1 1 M M 


, offsetifAA=01 


P P P A A 1 


1 1 1 M M 


off set if AA=01 




P P P A A 1 


1 1 M M 


offset if AA=01 



LPDI ss Load pointer with doubieword immediate PPP10 01 00001 00. offset-io 



segment-lo segment-hi 



ARITHMETIC INSTRUCTIONS 



ADD = Add word variable 
Memory to register 
Register to memory 

ADDBs Add byte variable 
Memory to register 
Register to memory 



R R R A A 1 


1 10 M M 


Offset if AA=01 


R R R A A 1 


1 1 1 M M 


offset if AA=01 




RRROOAAO 


1 1 M M 


Offset if AA=01 


RRROOAAO 


1 1 1 M M 


offset if AA=01 



ADDI = Add word immediate 
Immediate to register 
Immediate to memory 



R R R 1 1 


Obi 000 


data-lo 


data-hi 




1 A A 1 


11 b M M 


offset if AA=01 


data-io 


data-hi 
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ARITHMETIC INSTRUCTIONS (Cont'd.) 



Table 4-24. 8089 Instruction Encoding (Cont'd.) 



ADDBI = Add byte immediate 
Immedaite to register 
Immediate to memory 

INC = Increment word by 1 

Register 

Memory 

INCB = Increment byte by 1 

DEC = Decrement word by 1 

Register 

Memory 



76543210 76543210 765 4 3210 76543210 76543210 76543210 



R R R 1 


10 


data-8 




1 A A 


110 MM 


offset if AA=01 


data-8 



RRROOOOO 



A A 1 



1110 



1 1 1 1 M M 



offset if AA=01 



OOOOOAAO 111010MM offset if AA=01 



RRROOOOO 



A A 1 



11110 



1 1 1 1 1 M M 



offset if AA=01 



DECB = Decrement byte by 1 



OOOOOAAO 


1 1 1 11 M M 


offset If AA=01 



LOGICAL AND BIT MANIPULATION INSTRUCTIONS 



AND = AND word variable 
Memory to register 
Register to memory 

ANDB = AND byte variable 
Memory to register 
Register to memory 

ANDI = AND word Immediate 
Immediate to register 
Immediate to memory 

ANDBI = AND byte Immediate 
Immediate to register 
Immediate to memory 

OR = OR word variable 
Memory to register 
Register to memory 



R R R A A 1 


1 1 1 M M 


offset if AA=01 


R R R A A 1 


1 1 1 1 M M 


offset If AA=01 




RRROOAAO 


1 1 1 M M 


offset If AA=01 


RRROOAAO 


1 1 1 1 M M 


offset if AA=01 



R R R 1 1 


10 10 


data-lo 


data-til 




1 A A 1 


1 1 1 M M 


offset If AA=01 


data-lo 


data-hl 



R R R 1 


10 10 


data-8 




1 A A 


1 1 1 M M 


offset If AA=01 


data-8 



R R R A A 1 


1 1 1 M M 


offset if AA=01 


R R R A A 1 


1 1 1 1 M M 


offset if AA=01 
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Table 4-24. 8089 Instruction Encoding (Cont'd.) 



LOGICAL AND BIT MANIPULATION INSTRUCTIONS (Cont'd.) 



ORB = OR byte variable 
Memory to register 
Register to memory 

ORI = OR word immediate 
immediate to register 
Immediate to memory 

ORBI = OR byte immediate 
Immediate to register 
Immediate to memory 

NOT = NOT word variable 

Register 

Memory 

Memory to register 

NOTB = NOT byte variable 

Memory 

Memory to register 

SETB = Setbitto1 

CLRs Clear bit too 



76543210 76543210 76543210 76543210 76543210 76543210 



R R R A A 


10 10 1 M M 


offset if AA=01 


R R R A A 


1 1 1 1 M M 


offset if AA=01 



R R R 1 1 


10 10 


data-lo 


data-hi 




1 A A 1 


1 1 1 M M 


offset if AA=01 


data-io 


data-hl 



R R R 1 


10 10 


data-8 




1 A A 


1 1 1 M M 


offset if AA=01 


data-8 



RRROOOOO 


1 1 1 




A A 1 


1 1 1 1 1 M M 


offset if AA=01 


R R R A A 1 


1 1 1 1 M M 


offset if AA=01 ; 



OOOOOAAO 


1 1 1 1 1 M M 


offset if AA=01 


RRROOAAO 


1 1 1 1 M M 


offset if AA=01 



BBBOOAAO 111101MM offset if AA=01 



BBBOOAAO 


1 1 1 1 1 M M 


Offset if AA=01 



PROGRAM TRANSFER INSTRUCTIONS 



LCALL = Long call 



1 1 A A 1 


1 11 1 M M 


offset if AA=01 


disp-8 



1 1 A A 1 


1 1 11 M M 


offset If AA=01 


disp-io 


disp-hi 



*JMP = Jump unconditional 



10 10 


10 


disp-8 



LJMP = Long jump unconditional 



10 10 1 


10 


disp-lo 


disp-hi 



•The ASM-89 Assembler will automatically generate the long form of a program transfer instruction when the 
target is known to be beyond the byte-dispiacement range. 
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Table 4-24. 8089 Instruction Encoding (Cont'd.) 



PROGRAM TRANSFER INSTRUCTIONS (Cont'd.) 



•JZ = Jump if word is 
Label to register 
Label to memory 



76543210 76543210 76543210 7 6 543210 76543210 76543210 



R R R 1 


10 10 


disp-8 




1 A A 1 


1 1 1 1 M M 


offset if AA=01 


disp-8 



LJZ = Long jump if word is 
Label to register 
Label to memory 

*JZB = Jump if byte is 

LJZB = Long jump if byte is 



R R R 1 



1 A A 1 



10 10 



1 1 1 1 M M 



disp-hi 



disp-fii 



1 A A 


1 1 1 1 M M 


offset if AA=01 


disp-8 



10 A A 


1 1 1 1 M M 


offset if AA=01 


disp-lo 


disp-fii 



*JNZ = Jump if word notO 
Label to register 
Label to memory 



R R R 1 


10 


disp-8 




1 A A 1 


1 1 1 M M 


offset if AA=01 


disp-8 



LJNZ = Long jump if word notO 
Label to register 
Label to memory 

•JNZB = Jump if byte notO 

LJNZB = Long jump if byte not 



R R R 1 


10 


disp-lo 


disp-fii 




1 A A 1 


1 1 1 M r^ 


offset if AA=01 


disp-lo 


disp-hi 



1 A A 


1 1 1 f^l M 


offset if AA=01 


disp-8 



1 A A 


1 1 1 fvl M 


offset if AA=01 


disp-lo 


disp-fii 



*JMCE = Jump if masked compare equal 00001AA0 101100MM offset if AA=01 disp-8 



LJMCE = Long jump if masl<ed compare equal 00010AA0 lOIIOOt^M offset if AA=01 disp-lo disp-hi 



•JMCNE = Jump if masi<ed compare not equal 00001AA0 101101MM offset if AA=01 disp-8 



LJMCNE = Long jump if masl<ed compare not equal 00010AA0 101101N/IM offset if AA=01 disp-lo disp-hi 



*JBT = Jump if bit is 1 



B B B 1 A A 


1 1 1 1 1 M M 


offset if AA=01 


disp-8 



•The ASf\^-89 Assembler will automatically generate the long form of a program transfer instruction when the 
target is known to be beyond the byte-displacement range. 
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Table 4-24. 8089 Instruction Encoding (Gont'd.) 



PROGRAM TRANSFER INSTRUCTIONS (Cont'd.) 



LJBT = Long jump if bit is 1 



76543210 765 432 1076543210 7 6 543210 76543210 76 54 3 210 



B B B 1 A A 


1 1 1 1 1 M M 


offset if AA=01 


disp-io 


disp-hi 



*JNBT = Jumpifbitisnoti 



B B B 1 A A 


1 1 1 1 M f^ 


offset if AA=01 


disp-8 



LJNBT = Long jump if bit is not 1 



B B B 1 A A 


10 1 1 1 IVI 1^ 


offset if AA=01 


disp-io 


disp-hi 



PROCESSOR CONTROL INSTRUCTIONS 



TSL = Test and set while locked 



1 1 A A 


1 1 1 IVI 1^ 


offset if AA=01 


data-8 


disp-8 



WID = Set logical bus widths 



1 S D* 


0000 000 



*S=source width, D=destination width; 0=8 bits, 1=16 bits 



XFER = Enter DMA mode 



SINTR = Set interrupt service bit 



HLT = Halt channel program 



NOP = No operation 



01100000 00000000 

10 

00100000 01001000 

00000000 000000 



'The ASM-89 Assembler will automatically generate the long form of a program transfer instruction when the 
target is known to be beyond the byte-displacement range. 



Table 4-26 lists all of the 8089 machine instruc- assembled machine instruction into its ASM-89 

tions in hexadecimal/binary order by their second symbolic form. The preceding table (table 4-25) 

byte. This table may be used to **decode*' an defines the notation used in table 4-26. 
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Table 4-25. Key to 8089 Machine Instruction Decoding Guide 



Identifier 


Explanation 


S 

D 

PPP 

RRR 

AA 

BBB 

offset-lo 

offset-hi 

segment-lo 

segment-hi 

data-8 

data-lo 

data-hl 

disp-8 

disp-lo 

disp-hi 

(offset) 


Logical width of source bus; 0=8, 1=16 

Logical width of destination bus; 0=8, 1=16 

Pointer register encoded in R/B/.P field 

Register encoded in R/B/P field 

AA (addressing mode) field 

Bit select encoded in R/B/P field 

Low-order byte of offset word in doubleword pointer 

High-order byte of offset word in doubleword pointer 

Low-order byte of segment word in doubleword pointer 

High-order byte of segment word in doubleword pointer 

8-bit immediate constant 

Low-order byte of 16-bit immediate constant 

High-order byte of 16-bit immediate constant 

8-bit signed displacement 

Low-order byte of 16-bit signed displacement 

High-order byte of 16-bit signed displacement 

Optional 8-bit offset used in offset addressing 



Table 4-26. 8089 Machine Instruction Decoding Guide 





Byte 2 






Byte1 


■ ' 


Bytes 3, 4, 5, 6 


ASM89 Instruction Format 


Hex 


Binary 


00000000 


00 


00000000 




NOP 


01000000 


00 


00000000 




SINTR 


1SD00000 


00 


00000000 




WID source-width, dest-width 


01100000 


00 
01 


00000000 
00000001 




XFER 




1 


f 




> notused 




07 


00000111 




) 


PPP10001 


08 
09 


00001000 
00001001 


offset-lo, offset-hi, segment-lo, segment-hi 


LPDI ptr-reg,lmmed32 




1 


\ 




J notused 




IF 


00011111 




1 


RRR01000 


20 


00100000 


data-8 


ADDBI register,immed8 


RRR10001 


20 


00100000 


data-lo, data-hi 


ADDI register,immed16 


10001000 


20 


00100000 


disp-8 


JMP short-label 


10010001 


20 
21 


00100000 
00100001 


disp-lo, disp-hi 


LJMP long-label 




1 


1 




} notused 




23 


00100011 




1 


RRR01000 


24 


00100100 


data-8 


ORBI register,immed8 


RRR10001 


24 
25 


00100100 
00100101 


data-lo, data-hi 


ORI register,immed16 




f 


1 




not used 




27 


00100111 






RRR01000 


28 


00101000 


data-8 


ANDBI register,immed8 
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Table 4-26. 8089 Machine Instruction Decoding Guide (Cont'd. 





Byte 2 






Byte 1 




Bytes3,4,5,6 


ASM89 Instruction Format 


Hex 


Binary 


RRR10001 


28 
29 


00101000 
00101001 


data-lo,data-hi 


ANDI register,immed16 




1 


1 




not used 




2B 


00101011 






RRROOOOO 


2C 
2D 


00101100 
00101101 




NOT register 
) 




f 


1 




\ not used 




2F 


00101111 




I 


RRRG1000 


30 


00110000 


data-8 


MOVBI register,imnned8 


: RRR10001 


30 
31 


00110000 
00110001 


data-lo,data-hi 


MOVI register,immed16 




1 


1 




not used 




37 


00110111 






RRROOOOO 


38 
39 


00111000 
00111001 




INC register 




f 


f 




not used 




3B 


00111011 






RRROOOOO 


3C 
3D 


00111100 
00111101 




DEC register 




1 


\ 




not used 




3F 


00111111 






RRR01000 


40 


01000000 


disp-8 


JNZ reglster,short-label 


RRR10000 


40 
41 


01000000 
01000001 


disp-lo,disp-hi 


LJNZ register, long-label 
) 




1 


t 




\ not used 




43 


01000011 




)' ;..„■ 


RRR01000 


44 


01000100 


disp-8 


JZ register, short-label 


RRR10000 


44 
45 


01000100 
01000101 


disp-lo,disp-hi 


LJZ register,short-label 




1 


f 




not used 




47 


01000111 






00100000 


48 
49 


01001000 
01001001 




HLT 




1 


1 




not used 




4B 


01001011 






00001 A AO 


4C 


010011 MM 


\ 




i 


r 


1 


(off set), data-8 


MOVBI mem8,lmmed8 


00001 A AO 


4F 


010011 MM 






0001 0AA1 


4C 


010011MM 


\ 


) 


t 


1 


1 


(offset), data-lo,data-hi 


] MOVI mem16,innmed16 


0001 0AA1 


4F 
50 


010011 MM 
01010000 




) 




1 


1 




\ not used 




7F 


01111111 




■)^'"'::^"', ■■:.•■,.■ 


RRROOAAO 


80 


100000MM 


\ 


] 




1 


f 


} (offset) 


[ MOVB reglster,mem8 


RRROOAAO 


83 


100000MM 


J 


)' , 
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Table 4-26. 8089 Machine Instruction Decoding Guide (Cont'd. 





Byte 2 






Bytet 




Bytes 3, 4, 5, 6 


ASM89 Instruction Format 


Hex 


Binary 


RRR00AA1 


80 


100000MM 


] 


) 


1 


1 


1 


\ (offset) 


MOV register,mem16 


RRR00AA1 


83 


100000MM 


) 




RRROOAAO 


84 


100001 MM 


\ 


] 


1 


1 


1 


\ (offset) 


\ MOVB mem8, register 


RRROOAAO 


87 


100001 MM 


J 


J 


RRR00AA1 


84 


100001 MM 


] 


] 


1 


1 


{ 


} (offset) 


MOV memie, register 


RRR00AA1 


87 


100001 MM 


) 




PPP00AA1 


88 


100010MM 


] 


] 


1 


1 


1 


} (offset) 


LPD ptr-reg,mem32 


PPP00AA1 


8B 


100010MM 


J 




PPP00AA1 


8C 


100011MM 


\ 


] 


1 


1 


f 


(offset) 


\ MOVP ptr-reg,mem24 


PPP00AA1 


8F 


100011MM 


) 


) 


OOOOOAAO 


90 


100100MM 


] 


\ 


1 


i 


1 


[ (offset),00000AA0,110011MM,(offset) 


MOVB mem8,mem8 


OOOOOAAO 


93 


1001 OOMM 


J 




00000AA1 


90 


1001 OOMM 


\ 




i 


1 


+ 


\ (of f set) ,00000 A A1 ,1 1 001 1 M M , (offset) 


MOV memie, memie 


00000AA1 


93 


100100MM 


I 




00011 A AO 


94 


100101Mf\/l 




]••■■■■ 


1 


1 


1 


(offset), data-8,disp-8 


} TSL mem8,immed8,short-rlabel 


00011 A AO 


97 


1001 01MM 




I 


PPP00AA1 


98 


100110MM 


\ 


] . • 


f 


+ 


f 


\ (offset) 


> MOVP mem24,ptr-reg 


PPP00AA1 


98 


100110MM 


) 


j 


10001 A A1 


9C 


100111MM 


] 




1 


f 


i 


> (offset), disp-8 


CALL mem24, short-label 


10001 A A1 


9F 


100111MM 


J 




10010AA1 


9C 


100111MM 


] 




i 


f 


+ 


> (offset), disp-lo,disp-hi 


LCALL mem24, long-label 


10010AA1 


9F 


100111MM 


1 




RRROOAAO 


AO 


101000MM 




\ 


i 


1 


i 


(offset) 


\ ADDB register, mem8 


RRROOAAO 


A3 


101000MM 




J 


RRR00AA1 


AO 


101000MM 


] 


)■"■'•' 


1 


^ 


1 


[ (offset) 


} ADD reglster,memie 


RRR00AA1 


A3 


101000MM 


J 


J 


RRROOAAO 


A4 


101001MM 




) 


1 


f 


1 


(offset) 


' ORB register, mem8 


RRROOAAO 


A7 


101001 MM 






RRR00AA1 


A4 


101001MM 






1 


i 


1 


(offset) 


OR register, memie 


RRR00AA1 


A7 


101001MM 






RRROOAAO 


A8 


101010MM 


) 


\ 


1 


f 


1 


\ (offset) 


ANDB mem8, register 


RRROOAAO 


AB 


101010MM 


J 





4-61 



Mnemonics © Intel, 1979 



HARDWARE REFERENCE INFORMATION 



Table4-26. 8089 Machine Instruction Decoding Guide (Cont'd. 





Byte 2 






Bytet 




Bytes 3, 4, 5, 6 


ASM89 Instruction Format 


Hex 


Binary 


RRR00AA1 


A8 


101010MM 


] 




1 


f 


1 


] (offset) 


AND memi 6, register 


RRR00AA1 


AB 


101010MM 


) 




RRROOAAO 


AC 


101011MM 


] 




i 


1 


1 


1 (offset) 


NOTB register, mem8 


RRROOAAO 


AF 


101011MM 


J 




RRR00AA1 


AC 


101011MM 


\ 


) ■. ■■/.. ,■ .■•;-:■■: 


1 


f 


1 


(offset) 


} NOT register,mem16 


RRR00AA1 


AF 


101011MM 




J :: \ 


00001 A AO 


BO 


101100MM 


) 


] 


f 


1 


f 


} (offset),disp-8 


\ JMCE mem8,short-label 


00001 A AO 


B3 


101100MM 


J 


) 


0001 OAAO 


BO 


101100MM 




\ 


{ 


1 


i 


(offset), disp-lo,disp-hi 


\ LvJMCE mem8,long-label 


0001 OAAO 


B3 


101100MM 




) .',:-:^ ,;■■ • -• ■ ,.■ 


00001 A AO 


B4 


101101MM 




\ ^. . 


1 


f 


1 


(offset),disp-8 


[ JMCNE mem8,sliort-label 


00001 A AO 


B7 


101101MM 




^ '.: 


0001 OAAO 


B4 


101101MM 




^ 


1 


r 


\ 


(offset),disp-lo,disp-hi 


LJMCNE mem8,long-label 


0001 OAAO 


B7 


101101MM 






BBB01AA0 


B8 


101110MM 






f 


f 


i 


(offset), disp-8 


JNBT mem8,bit-select,short-label 


BBB01AA0 


BB 


101110MM 






BBB10AA0 


B8 


101110MM 


1| 


] 


1 


1 


■■•..,v|--: 


} (offset), disp-lo,disp-hi 


} LJNBT mem8,bit-select,long-label 


BBB10AA0 


BB 


101110MM 


) 


) ■, 


BBB01AA0 


BC 


101111MM 


\ 




f 


1 


\ ^ 


\ (offset),disp-8 


JBT mem8,bit-select,short-label 


BBB01AA0 


BF 


101111MM 


) 




BBB10AA0 


BC 


101111MM 




\ 


\ 


r 


-■■■i-- 


(offset), disp-lo,disp-hi 


LJBT memS.bit-select.long-iabel 


BBB10AA0 


BF 


101111MM 






00001 A AO 


CO 


110000MM 


) 


] ■' 


1 


1 


r 


} (offset),data-8 


} ADDBI mem8,immed8 


00001 A AO 


C3 


110000MM 


) 


) 


0001 0AA1 


CO 


110000MM 


) 


\ - ... •..■■■.„ : 


f 


f 


i 


> (offset), data-lo,data-hi 


} ADD! mem16,immed16 


0001 0AA1 


C3 


110000MM 


) 


J ^' '^ ■ ■ 


00001 A AO 


C4 


110001MM 


\ 




1 


1 


■ ..-^-l . 


(offset),data-8 


ORBI mem8,immed8 


00001 A AO 


C7 


110001 MM 






0001 0AA1 


C4 


110001MM 




] 


1 


1 


■.-f. ;. 


(offset), data-lo,data-hi 


} OR! rTiem16,immed16 


0001 0AA1 


C7 


110001MM 




'' ... . . ■ 


00001 A AO 


C8 


110010MM 


\ 


\ ■ ■ 


1 


f 


1 


\ (offset),data-8 


ANDBI mem8,innmed8 


00001 A AO 


CB 


110010MM 


I 
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HARDWARE REFERENCE INFORMATION 



Table 4-26. 8089 Machine Instruction Decoding Guide (Cont'd. 







Byte 2 






Byte1 






Bytes 3, 4, 5, 6 


A^MAQ In^triirtinn ^nrmai 


Hex 


Binary 


Moi¥io»7 iiioii ui«iiuii ruiiiicii 


00010 A A1 


C8 


110010MM 


) 


] 


f 


1 


\ 


[ (offset), data-lo,data-hi 


\ ANDI mem16,immed16 


0001 0AA1 


CB 
CC 


110010MM 
11001100 


I 


J 
] 




1 


\ 




\ not used 




CF 


11001111 




J 


RRROOAAO 


DO 


110100MM 


\ 


\ 


1 


t 


1 


} (offset) 


\ ADDB mem8,register 


RRROOAAO 


D3 


1101 OOMM 


J 


1 


RRR00AA1 


DO 


1101 OOMM 


] 


] 


\ 


f 


1 


\ (offset) 


> ADD memie, register 


RRR00AA1 


D3 


110100MM 


1 


J 


RRROOAAO 


D4 


1101 01MM 


) 




1 


1 


1 


1 (offset) 


ORB mem8, register 


RRROOAAO 


D7 


1101 01MM 






RRR00AA1 


D4 


1101 01MM 


\ 




1 


1 


1 


\ (offset) 


OR mem16, register 


RRR00AA1 


D7 


1101 01MM 




/ 


RRROOAAO 


D8 


110110MM 


] 


) 


1 


{ 


+ 


) (offset) 


[ ANDB mem8,register 


RRROOAAO 


DB 


110110MM 


) 


) 


RRR00AA1 


D8 


110110MM 


\ 


] 


1 


1 


{ 


\ (offset) 


\ AND mem16, register 


RRR00AA1 


DB 


110110MM 


) 


J 


RRROOAAO 


DC 


110111MM 


) 


\ 


1 


1 


1 


} (offset) 


NOTB mem8, register 


RRROOAAO 


DF 


llbllIMM 


J 




RRR00AA1 


DC 


110111MM 


\ 


\ 


1 


1 


1 


(offset) 


NOT mem16, register 


RRR00AA1 


DF 


110111MM 






00001 A AO 


EO 


111000MM 


) 




1 


1 


1 


} (offset),disp-8 


JNZB mem8,short-label 


00001 A AO 


E3 


111000MM 


) 




00001 A A1 


EO 


111000MM 






1 


\ 


1 


(offset))dlsp-8 


JNZ memie, short-label 


00001 A A1 


E3 


111000MM 


; 




00010 A AO 


EO 


111000MM 


) 


] 


1 


i 


1 


} (offset), disp-lo,disp-hi 


[ LJNZB mem8,long-label 


00010 A AO 


E3 


111000MM 


J 


J 


00010 A A1 


EO 


111000MM 


\ 


\ 


1 


1 


1 


(offset), disp-lo,disp-hi 


\ UNZ memie, longlabel 


0001 0AA1 


E3 


111000MM 




) 


00001 A AO 


E4 


111001MM 


\ 


) 


1 


+ 


+ 


(offset),disp-8 


} JZB mem8,short-label 


00001 A AO 


E7 


111001MM 




) 


00001 A A1 


E4 


111001MM 


\ 


] 


1 


1 


i 


(offset),disp-8 


[ JZ memie, short-label 


00001 A A1 


E7 


111001MM 


J 


) 
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HARDWARE REFERENCE INFORMATION 



Table 4-26. 8089 Machine Instruction Decoding Guide (Cont'd. 







Byte 2 






Bytel 






Bytes 3, 4, 5, 6 


ASM89 Instruction Format 


Hex 


Binary 


00010 A AO 


E4 


111001MM 


] 


] 


f 


1 


f 


\ (offset), disp-lo,disp-hi 


\ LJZB nnenn8, long-label 


0001 OAAO 


E7 


111001MM 


) 


i 


00010 A A1 


E4 


111001MM 




] 


1 


1 


1 


(offset), disp-lo,disp-hi 


\ LJZ mem16, long-label 


00010 A A1 


E7 


111001MM 




J 


OOOOOAAO 


E8 


111010MM 




^ ■ ■ ■ ■ 


1 


1 


f 


(offset) 


INCB mem8 


OOOOOAAO 


EB 


111010MM 






00000AA1 


E8 


111010MM 


) 


] 


1 


1 


f 


[ (offset) 


\ INC mem16 


00000AA1 


EB 


111010MM 


J 




OOOOOAAO 


EC 


111011MM 


\ 


A 


1 


f 


f 


(offset) 


DECB nnenn8 


OOOOOAAO 


EF 


111011MM 


J 


f 


00000AA1 


EC 


111011MM 


] 




+ 


1 


+ 


} (offset) 


DEC mem16 


00000AA1 


EF 
FO 


111011MM 
11110000 


J 


■V ■:■■■-■- 




i 


1 




] not used 




F3 


11110000 




) 


BBBOOAAO 


F4 


111101MM 


] 




1 


1 


1 


} (offset) 


SETB menn8,0-7 


BBBOOAAO 


F7 


111101MM 


J 


) 


BBBOOAAO 


F8 


111110MM 


] 


\ ■■■■'■-■^ ■ 


f 


1 


1 


\ (offset) 


\ CLR nnem8,0-7 


BBBOOAAO 


FB 
FC 


111110MM 
11111100 


) 


] 




1 


f 




\ not used 




FF 


11111111 




) 
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APPENDIX A 
APPLICATION NOTES 



This appendix contains Intel application notes pertinent to the 8086 family microprocessors. The following 
application notes, in the order listed, have been included within this appendix: 

AP-67 8086 System Design 

AP-6 1 Multitasking for the 8086 

AP-50 Debugging Strategies and Considerations for 8089 Systems 

AP-5 1 Designing 8086, 8088, 8089 Multiprocessing Systems with the 8289 Bus Arbiter 

AP-59 Using the 8259A Programmable Interrupt Controller 

AP-28A Intel® Multibus"^^ Interfacing 

AP-43 Using the iSBC-957TM Execution Vehicle for Executing 8086 Program Code 
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8086 System Design 
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1. INTRODUCTION 

The 8086 family, Intel's new series of microprocessors 
and system components, offers the designer an ad- 
vanced system architecture which can be structured to 
satisfy a broad range of applications. The variety of 
speed, configuration and component selections avail- 
able within the family enables optimization of a specific 
design to both cost and performance objectives. More 
Important however, the 8086 family concept allows the 
designer to develop a family of systems providing multi- 
ple levels of enhancement within a single design and a 
growth path for future designs. 

This application note Is directed toward the Implemen- 
tation of the system hardware and will provide an in- 
troduction to a representative sample of the systems 
configurable with the 8086 CPU member of the family. 
Application techniques and timing analysis will be given 
to aid the designer In understanding the system require- 
ments, advantages and limitations. Additional Intel 
publications the reader may wish to reference are the 
8086 User's Manual (9800722A), 8086 Assembly Lan- 



guage Reference Guide (9800749A), AP-28A MULTI- 
BUS^"^ Interfacing (98005876B), INTEL MULTIBUS"^^ 
SPECIFICATION (9800683), AP-45 Using the 8202 Dy- 
namic RAM Controller (9C00809A), AP-51 Designing 
8086, 8088, 8089 Multiprocessor Systems with the 8289 
Bus Arbiter and AP-59 Using the 8259A Programmable 
Interrupt Controller. References to other Intel publica- 
tions will be made throughout this note. 

2. 8086 OVERVIEW AND BASIC SYSTEM CONCEPTS 

2A. 8086 Bus Cycle Definition 

The 8086 is a true 16-bit microprocessor with 16-bit in- 
ternal and external data paths, one megabyte of memory 
address space (2**20) and a separate 64 K byte (2**16) 
I/O address space. The CPU communicates with Its ex- 
ternal environment via a twenty-bit time multiplexed ad- 
dress, status and data bus and a command bus. To 
transfer data or fetch instructions, the CPU executes a 
bus cycle (Fig. 2A1). The minimum bus cycle consists of 
four CPU clock cycles called T states. During the first T 
state (T1), the CPU asserts an address on the twenty-bit 
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Figure 2A1. Basic 8086 Bus Cycie 
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multiplexed address/data/status bus. For the second T 
state (T2), the GPU removes the address from the bus 
and either three-states Its outputs on the lower sixteen 
bus lines in preparation for a read cycle or asserts write 
data. Data bus transceivers are enabled in either T1 or 
T2 depending on the 8086 system configuration and the 
direction of the transfer (into or out of the CPU). Read, 
write or Interrupt acknowledge commands are always 
enabled In T2. The maximum mode 8086 configuration 
(to be discussed later) also provides a write command 
enabled in T3 to guarantee data setup time prior to com- 
mand activation. 

During T2, the upper four multiplexed bus lines switch 
from address (A19-A16) to bus cycle status 
(S6,S5,S4,S3). The status information (Table 2A1) is 
available primarily for diagnostic monitoring. However, 
a decode of S3 and S4 could be used to select one of 
four banks of memory, one assigned to each segment 
register. This technique allows partitioning the memory 
by segment to expand the memory addressing beyond 
one megabyte. It also provides a degree of protection by 
preventing erroneous write operations to one segment 
from overlapping into another segment and destroying 
Information in that segment. 

The CPU continues to provide status information on the 
upper four bus lines during T3 and will either continue 
to assert write data or sample read data on the lower six- 
teen bus lines. If the selected memory or I/O device is 
not capable of transferring data at the maximum CPU 
transfer rate, the device must signal the CPU "not 
ready" and force the CPU to insert additional clock 
cycles (VVait states TW) after T3. The 'not ready' indica- 
tion must be presented to the CPU by the start of T3. 
Bus activity during TW Is the same as T3. When the 
selected device has had sufficient time to complete the 
transfer, it asserts "Ready" and allows the CPU to con- 
tinue from the TW states. The CPU will latch the data on 
the bus during the last wait state or during T3 if no wait 
states are requested. The bus cycle is terminated in T4 
(command lines are disabled and the selected external 
device deselects from the bus). The bus cycle appears 
to devices in the system as an asynchronous event con- 
sisting of an address to select the device followed by a 
read strobe or data and a write strobe. The selected 
device accepts bus data during a write cycle and drives 
the desired data onto the bus during a read cycle. On ter- 
mination of the command, the device latches write data 
or disables Its bus drivers. The only control the device 
has on the bus cycle is the insertion of wait cycles. 

The 8086 CPU only executes a bus cycle when instruc- 
tions or operands must be transferred to or from 
memory or I/O devices. When not executing a bus cycle, 
the bus Interface executes idle cycles (Tl). During the 
idle cycles, the CPU continues to drive status informa- 
tion from the previous bus cycle on the upper address 
lines. If the previous bus cycle was a write, the CPU con- 
tinues to drive the write data onto the multiplexed bus 
until the start of the next bus cycle. If the CPU executes 
Idle cycles following a read cycle, the CPU will not drive 
the lower 16 bus lines until the next bus cycle is 
required. 



Since the CPU prefetches up to six bytes of the Instruc- 
tion stream for storage and execution from an Internal 
instruction queue, the relationship of Instruction fetch 
and associated operand transfers may be skewed in 
time and separated by additional instruction fetch bus 
cycles. In general, If an instruction is fetched Into the 
8086's internal instruction queue, several additional In- 
structions may be fetched before the Instruction Is 
removed from the queue and executed. If the Instruction 
being executed from the queue Is a jump or other con- 
trol transfer Instruction, any instructions remaining In 
the queue are not executed and are discarded with ho ef- 
fect on the CPU's operation. The bus activity observed 
during execution of a specific Instruction is dependent 
on the preceding Instructions but is always deter- 
ministic within the specific sequence. 







Table 2A1 


S3 


S4 










Alternate (relative to the ES segment) 


1 





Stack (relative to the SS segment) 





1 


Code/None (relative to the CS seg- 
ment or a default of zero) 


1 


1 


Data (relative to the DS segment) 


55 = 

56 = 


: IF (Interrupt enable flag) 

: (Indicates the 8086 is on the bus) 



2B. 8086 Address and Data Bus Concepts 

Since the majority of system memories and peripherals 
require a stable address for the duration of the bus 
cycle, the address on the multiplexed address/data bus 
during T1 should be latched and the latched address 
used to select the desired peripheral or memory loca- 
tion. Since the 8086 has a 16-bit data bus, the multi- 
plexed bus components of the 8085 family are not ap- 
plicable to the 8086 (a device on address/data bus lines 
8-15 will not be able to receive the byte selection ad- 
dress on lines 0-7). To demultiplex the bus (Fig. 2B1a), 
the 8086 system provides an Address Latch Enable 
signal (ALE) to capture the address in either the 8282 or 
8283 8-bit bl-stable latches (DIag. 2B1). The latches are 
either Inverting (8283) or non-Inverting (8282) and have 
outputs driven by three-state buffers that supply 32 mA 
drive capability and can switch a 300 pF capacitive load 
in 22 ns (Inverting) or 30 ns (non-inverting). They prop- 
agate the address through to the outputs while ALE is 
high and latch the address on the falling edge of ALE. 
This only delays address access and chip select 
decoding by the propagation delay of the latch. The out- 
puts are enabled through the low active OE input. The 
demultiplexing of the multiplexed address/data bus 
(latchings of the address from the multiplexed bus), can 
be done locally at appropriate points in the system or at 
the CPU with a separate address bus distributing the ad- 
dress throughout the system (Fig. 2B1b). For optimum 
system performance and compatibility with multiproc- 
essor and MULTIBUS"""^ configurations, the latter tech- 
nique Is strongly recommended over the first. The re- 
mainder of this note will assume the bus Is demul- 
tiplexed at the CPU. 
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Figure 2B1a. Demultiplexing the 8086 Bus 
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Figure 2B1b. 



The programmer views the 8086 memory address space 
as a sequence of one million bytes in which any byte 
may contain an eight bit data element and any two con- 
secutive bytes may contain a 16-bit data element. There 
is no constraint on byte or word addresses (boundaries). 
The address space is physically implemented on a six- 
teen bit data bus by dividing the address space into two 
banks of up to 512K bytes (Fig. 2B2). One bank is con- 
nected to the lower half of the sixteen-bit data bus (D7-0) 
and contains even addressed bytes (A0 = 0). The other 
bank is connected to the upper half of the data bus 
(D15-8) and contains odd addressed bytes (A0=1). A 
specific byte within each bank is selected by address 
lines A19-A1. To perform byte transfers to even ad- 
dresses (Fig. 2B3a), the information is transferred over 
the lower half of the data bus (D7-0). AO (active low) is 
used to enable the bank connected to the lower half of 
the data bus to participate in the transfer. Anot her 
signal provided by the 8086, Bus High Enable (BHE), is 
used to disable the bank on the upper half of the data 
bus from participating in the transfer. This is necessary 
to prevent a write operation to the lower bank from 
destroying data in the upper bank. Since BHE is a 
multiplexed signal with timing identical to the A19-A16 
address lines, it also should be latched with ALE to pro- 
vide a stable si gnal during the bus cycle. During T2 
through T4, the BHE out put i s multiplexed with status 
line S7 which is equal to BHE. To perform byte transfers 
to odd addresses (Fig. 2B3b), the information is trans- 
ferred over the upper half of the data bus (D15-D8) while 
BHE (active low) enables the upper bank and AO 
disables the lower bank. Directing the data transfer to 
the a ppropriate half of the data bus and activation of 
BHE and AO is performed by the 8086, transparent to the 
programmer. As an example, consider loading a byte of 
data into the CL register (lower half of the CX register) 
from an odd addressed memory location (referenced 
over the upper half of the 16-bit data bus). The data Is 
transferred into the 8086 over the upper 8 bits of the 
data bus, automatically redirected to the lower half of 
the 8086 internal 16-blt data path and stored into the CL 
register. This capability also allows byte I/O transfers 
with the AL register to be directed to I/O devices con- 
nected to either the upper or lower half of the 16-bit data 
bus. 

To access even addressed sixteen bit words (two con- 
secutive bytes with the least significant byte at an even 
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Diagram 2B1. ALE Timing 
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byte address), A19-A1 sel ect t he appropriate byte within 
each bank and AO and BHE (active low) enable both 
banks simultaneously (Fig. 2B3c). To access an odd ad- 
dressed 16-bit word (Fig. 2B3d), the least significant 
byte (addressed by A19-A1) is first transferred over the 
uppe r half of the bus (odd addressed byte, upper bank, 
BHE low active and A0= 1). The most significant byte is 
accessed by incrementing the address (A19-A0) which 
allows A19-A1 to address the next physical word loca- 
tion (remember, AO was equal to one which indicated a 
word referenced from an odd byte boundary). A second 
bus cycle is then executed to perform the transfer of the 
most signifi cant byte with the lower bank (AO is now ac- 
tive low and BHE is high). The sequence is automatically 
executed by the 8086 whenever a word transfer is ex- 
ecuted to an odd address. Directing the upper and lower 
bytes of the 8086's internal sixteen-bit registers to the 
appropriate halves of the data bus is also performed 
automatically by the 8086 and is transparent to the pro- 
grammer. 
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Figure 2B3d. Odd Addressed Word Transfer 

During a byte read, the CPU floats the entire sixteen-bit 
data bus even though data is only expected on the upper 
or lower half of the data bus. As will be demonstrated 
later, this action simplifies the chip select decoding re- 
quirements for read only devices (ROM, EPROM). During 
a byte write operation, the 8086 will drive the entire 
sixteen-bit data bus. The information on the half of the 
data bus not transferring data is indeterminate. These 
concepts also apply to the I/O address space. Specific 
examples of I/O and memory Interfacing are considered 
in the corresponding sections. 

2C. System Data Bus Concepts 

When referring to the system data bus, two implemen- 
tation alternatives must be considered; (a) the multi- 
plexed address/data bus (Fig. 2C1a) and a data bus buf- 
fered from the multiplexed bus by transceivers (Fig. 
2C1b). 

If memory or I/O devices are connected directly to the 
multiplexed bus, the designer must guarantee the 
devices do not corrupt the address on the bus during T1. 
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To avoid this, device output drivers should not be enabl- 
ed by the device chip select, but should have an output 
enable controlled by the system read signal (Fig. 2C2). 
The 8086 timing guarantees that read Is not valid. until 
after the address Is latched by ALE (DIag. 2C1). All Intel 
peripherals, EPROM products and RAM's for microproc- 
essors provide output enable or read inputs to allow 
connection to the multiplexed bus. 
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Figure 202. Devices with Output Enables on the (Multiplexed Bus 

Several techniques are available for Interfacing devices 
without output enables to the multiplexed bus but each 
introduces other restrictions or limitations. Consider 
Figure 2C3 which has chip select gated with read and 
write. Two problems exist with this technique. First, the 
chip select access time is reduced to the read access 
time, and may require a faster device if maximum 
system performance (no wait states) Is to be achieved 
(Diag. 2C2). Second, the designer must verify that chip 
select to write setup and hold times for the device are 
not violated (Diag. 2C3). Alternate techniques can be ex- 
tracted from the bus interfacing techniques given later 
in this section but are subject to the associated restric- 
tions. In general, the best solution is obtained with 
devices having output enables. 

A subsequent limitation on the multiplexed bus is the 
8086's drive capability of 2.0 mA and capacitive loading 
of 100 pF to guarantee the specified A.C. character- 
istics. Assuming capacitive loads of 20 pF per I/O 
device, 12 pF per address latch and 5-12 pF per memory 
device, a system mix of three peripherals and two to 
four memory devices (per bus line) are close to the 
loading limit. 
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Diagram 2C3. CS to WR Set-Up and Hold 



To satisfy the capacitive loading and drive requirements 
of larger systems, the data bus must be buffered. The 
6286 non-inverting and 8287 inverting octal transceivers 
are offered as part of the 8086 family to satisfy this re- 
quirement. They have three-state output buffers that 
drive 32 mA on the bus interface and 10 mA on the CPU 
interface and can switch capacitive loads of 300 pF at 
the bus interface and 100 pF on the CPU interface in 22 
ns (8287) or 30 ns (8286). To enable and control the direc- 
tion of the transceivers, the 8086 system provjdes Data 
ENable (DEN) and Data Transmit/Receive (DT/R) signals 
(Fig. 2C1b). These signals provide the appropriate tim- 
ing to guarantee isolation of the multiplexed bus from 
the system during T1 and elimination of bus contention 
with the CPU during read and write (Diag. 2C4). Although 
the memory and peripheral devices are isolated from the 
CPU (Fig. 2C4), bus contention may still exist in the 
system if the devices do not have an output enable con- 
trol other than chip select. As an example, bus conten- 
tion will exist during transition from one chip select to 
another (the newly selected device begins driving the 
bus before the previous device has disabled its drivers). 
Another, more severe case exists during a write cycle. 
From chip select to write active, a device whose outputs 
are controlled only by chip select, will drive the bus 
simultaneously with write data being driven through the 
transceivers by the CPU (Diag. 2C5). The same tech- 
nique given for circumventing these problems on the 
multiplexed bus can be applied here with the same limi- 
tations. 

One last extension to the bus implementation is a sec-, 
ond level of buffering to reduce the total load seen by 
devices on the system bus (Fig. 2C5). This Is typically 
done for multiboard systems and isolation of memory 
arrays. The concerns with this configuration are the ad- 
ditional delay for access and more important, control of 
the second transceiver in relationship to the system bus 
and the device being interfaced to the system bus. 
Several techniques for controlling the transceiver are 
given in Figure 2C6. This first technique (Fig. 2C6a) 
simply distjibutes DEN and DT/R throughout the 
system. DT/R is inverted to provide proper direction con- 
trol for the second level transceivers. The second exam- 
ple (Fig. 2C6b) provides control for devices with output 
enables. RD is used to normally direct data from the 
system bus to the peripheral. The buffer Is selected 
whenever a device on the local bus is cti I p selected. Bus 
contention is possible on the device's local bus during a 
read as the read simultaneously enables the device out- 
put and changes the transceiver direction. The conten- 
tion may also occur as the read Is terminated. 

For devices without output enables, the same technique 
can be applied (Fig. 2C6c) if the chip select to the device 
Is conditioned by read or write. Controlling the chip 
select with read/write prevents the device from driving 
against the transceiver prior to the command being 
received. The limitations with this technique are access 
limited to read/write time and limited CS to write setup 
and hold times. 
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Figure 2C6b. Buffering Devices with OE/RD 
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Figure 2C6c. Buffering Devices without OE/RD and with Common 
or Separate input/Output 



An alternate technique applicable to devices with and 
without output enables Is shown in Figure 2C6d. RD 
again controls the direction of the transceiver but It is 
not enabled until a comnnand and chip select are active. 
The possibility for bus contention still exists but is 
reduced to variations in output enable vs. direction 
change time for the transceiver. Full access time from 
chip select Is now available, but data will not be valid 
prior to write and will only be held valid after write by the 
delay to disable the transceiver. 




Figure 2C6d. Buffering Devices without OE/RD and with Common 
or Separate Input/Output 

One last technique Is given for devices with separate in- 
puts and outputs (Fig. 2C6e). Separate bus receivers and 
drivers are provided rather than a single transceiver. The 
receiver is always enabled while the bus driver is con- 
trolled by RD and chip select. The only possibility for 
bus contention in this system occurs as multiple 
devices on each line of the local read bus are enabled 
and disabled during chip selection changes. 

Throughout this note, the multiplexed bus will be con- 
sidered the local CPU bus and the demultiplexed ad- 
dress and buffered data bus will be the system bus. For 
additional Information on bus contention and the 
system problems associated with it, refer to Appendix 1. 
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Figure 2C6e. Buffering Devices without OE/RD and with Separate 
Input/Output 



2D. Multiprocessor Environment 

The 8086 architecture supports multiprocessor systems 
based on the concept of a shared system bus (Fig. 2D1). 
All CPU's in the system communicate with each other 
and share resources via the system bus. The bus may be 
either the Intel Muitibus^"^ system bus or an extension 
of the system bus defined in the previous section. The 
major addition required to the demultiplexed system 
bus is arbitration logic to control access to the system 
bus. As each CPU asynchronously requests access to 
the shared bus, the arbitration logic resolves priorities 
and grants bus access to the highest priority CPU. Hav- 
ing gained access to the bus, the CPU completes its 
transfer and will either relinquish the bus or wait to be 
forced to relinquish the bus. For a discussion on 
Multibus'''^ arbitration techniques, refer to AP-28A, Intel 
Muitibus^*^ Interfacing. 
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To support a multimaster interface to the Multibus 
system bus for the 8086 family, the 8289 bus arbiter is 
included as part of the family. The 8289 is compatible 
with the 8086's local bus and in conjunction with the 
8288 bus controller, implements the Multibus protocol 
for bus arbitration. The 8289 provides a variety of arbitra- 
tion and prioritization techniques to allow optimization 
of bus availability, throughput and utilization of shared 
resources. Additional features (implemented through 



strapping options) extend the configuration options 
beyond a pure CPU Interface to the muitlmaster system 
bus for access to shared resources to include concur- 
rent support of a local CPU bus for private resources. 
For specific configurations and additional information 
on the 8289, refer to application note AP-51. 

3. 8086 SYSTEM DETAILS 

3A. Operating Modes 

Possibly the most unique feature of the 8086 is the abili- 
ty to select the base machine configuration most suited 
to the application. The MN/M)^ input to the 8086 is a 
strapping option which allows the designer to select 
between two functional definitions of a subset of the 
8086 outputs. 

MINIMUM MODE 

The minimum mode 8086 (Fig. 3A1) is optimized for 
small to medium (one or two boards), single CPU 
systems. Its system architecture is directed at satisfy- 
ing the requirements of the lower to middle segment of 
high performance 16-blt applications. The CPU main- 
tains the full megabyte memory space, 64K byte I/O 
space and 16-bit data p ath. T he CPU directly provides all 
bus control (DT/R, DEN, ALE, M/IO), commands 
(RD,WR,INTA) and a simple CPU preemption mech- 
anism (HOLD, HLDA) compatible with existing DMA 
controllers. 

MAXIMUM MODE 

The maximum mode (Fig. 3A2) extends the system ar- 
chitecture to support multiprocessor configurations, 
and local Instruction set extension processors (co- 
processors). Through addition of the 8288 bipolar bus 
controller, the 8086 outputs assigned to bus control and 
commands in the minimum mode are redefined to allow 
these extensions and enhance general system perform- 
ance. Specifically , (1) two prioritized levels of processor 
preemption (RQ/GTO, RQ/GT1) allow multiple proc- 
essors to reside on the 8086's local bus and share Its in- 
terface to the system bus, (2) Queue status (QS0,QS1) is 
available to allow external devices like ICE^^-86 or 
special instruction set extension co-processors to track 
the CPU instruction execution, (3) access control to 
shared resources In multiprocessor systems is sup- 
ported by a hardware bus lock mechanism and (4) 
system command and configuration options are ex- 
panded via ancillary devices like the 8288 bus controller 
and 8289 bus arbiter. 

The queue status indicates what information is being 
removed from the internal queue and when the queue is 
being reset due t^ajransfer of control (Table 3A1). By 
monitoring the S0,S1,S2 status lines for Instructions 
ente ring t he 8086 (1,0,0 indicates code access while AO 
and BHE indicate word or byte) and QSO, QS1 for in- 
structions leaving the 8086's internal queue, It is possi- 
ble to track the instruction execution. Since instruc- 
tions are executed from the 8086's Internal queue, the 
queue status is presented each CPU clock cycle and is 
not related to the bus cycle activity. This mechanism (1) 
allows a co-processor to detect execution of an 
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ESCAPE instruction which directs the co-processor to 
perform a specific tasl< and (2) allows ICE-86 to trap ex- 
ecution of a specific memory location. An example of a 
circuit used by ICE is given in Figure 3A3. The first up 
down counter tracks the depth of the queue while the 
second captures the queue depth on a match. The sec- 
ond counter decrements on further fetches from the 
queue until the queue is flushed or the count goes to 
zero indicating execution of the match address, the 
first counter decrements on fetch from the queue 
(QS0 = 1) and increments on code fetches into the 



queue. Note that a normal code fetch will transfer two 
bytes into the queue so two clock increments are given 
to the counter (T201 and T301) unless a single byte Is 
loaded over the upper half of the bus (AO-P is high). 
Since the execution unit (EU) is not synchronized to the 
bus interface unit (BID), a fetch from the queue can oc- 
cur simultaneously with a transfer into the queue. The 
excluslve-or gate driving the ENP input of the first 
counter allows these simultaneous operations to cancel 
each other and not modify the queue depth. 
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TABLE 3A1. QUEUE STATUS 



QSi 


QSo 




(LOW) 



1(HIGH) 

1 



1 


1 


No Operation 

First Byte of Op Code from Queue 
Empty the Queue 
Subsequent Byte from Queue 



The queue status is valid during the CLK cycle after 
which the queue operation is performed. 

To address the problem of controlling access to shared 
resour ces, t he maximum mode 8 086 provides a hard- 
ware LOCK output. The LOCK output is activated 
through the instruction stre am by execution of the 
LOCK prefix Instruction. The LOCK output goes active 
In the first CPU clock cycle following execution of the 
prefix and remains active until the clock following the 
completion of the instruction following the LOCK prefix. 
To provide bus a ccess control in multiprocessor 
systems, the LOCK signal should be incorporated into 
the system bus arbitration logic resident to the CPU. 

During normal multiprocessor system operation, pri- 
ority of the shared system bus is determined by the ar- 
bitration circuitry on a cycle by cycle basis. As each 
CPU requires a transfer over the system bus, It requests 
access to the bus via its resident bus arbitration logic. 
When the CPU gains priority (determined by the system 
bus arbitration scheme and any associated logic). It 
takes control of the bus, performs its bus cycle and 
either maintains bus control, voluntarily releases the 
bus or is forced off the bus by the loss of priority. The 
lock mechanism prevents the CPU from losing bus con- 
trol (either voluntarily or by force) and guarantees a CPU 
the ability to execute multiple bus cycles (during execu- 



tion of the locked instruction) without Intervention and 
possible corruption of the data by another CPU. A 
classic use of the mechanism is the TEST and SET 
semaphore' during which a CPU must read from a 
shared memory location and return data to the location 
without allowing another CPU to reference the same 
location between the TEST operation (read) and the SET 
operation (write). In the 8086 this is accomplished with a 
locked exchange instruction. 

LOCK XCHG reg, MEMORY ; reg Is any register 

;MEMORY Is the address of the 
;semaphore 



The activity of the LOCK output i s show n In Diagram 
3A1. Another interesting use of the LOCK for multiproc- 
essor systems is a locked block move which allows high 
speed message transfer from one CPU's message buf- 
fer to another. 

During the locked instruction, a request for processor 
preemption (RQ/GT) is recorded but not acknowledged 
until completion of the locked Instruction. The LOCK 
has no direct affect on Interrupts. As an example, a 
locked HALT instruction will cause HOLD (or RQ/GT) re- 
quests to be ignored but will allow the CPU to exit the 
HALT state on an Interrupt. In general, prefix bytes are 
considered extensions of the instructions they precede. 
Therefore, interrupts that occur during execution of a 
prefix are not acknowledged (assuming interrupts are 
enabled) until completion of the instruction following 
the prefixes (except for instructions which allow servic- 
ing interrupts during their execution, I.e., HALT, WAIT 
and repeated string primitives). Notethat multiple prefix 
bytes may precede an instruction. As another example, 
consider a 'string primitive' preceded by the repetition 
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Figure 3A3. Example Circuit to Track the 3086 Queue 
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prefix (REP) which Is Interruptlble after each execution 
of the string primitive. This holds even if the REP prefix 
Is combined with the LOCK prefix and prevents Inter- 
rupts from being locl<ed out during a block move or 
other repeated string operati on. As long as the opera- 
tion Is not Interrupted, LOCK remains active. Further In- 
formation on the operation of an Interrupted string 
operation with multiple prefixes Is presented In the sec- 
tion dealing with the 8086 Interrupt structure. 

Three additional status lines (SO, sT, S2) are defined to 
provide communications with the 8288 and 8289. The 
status lines tell the 8288 when to initiate a bus cycle, 
what type of command to Issue and when to terminate 
the bus cycle. The 8288 samples the status lines at the 
beginning of each CPU clock (CLK). To Initiate a bus cy- 
cle, the^CPU _drlves the status lines from the passive 
state (SO, S1, S2= 1) to one of seven possible command 
codes (Table 3A2). This occurs on the rising edge of the 
clock during T4 of the previous bus cycle or a Tl (idle cy- 
cle, no current bus activity). The 8288 detects the status 
change by sampling the status lines on the high to low 
transition of each clock cycle. The 8288 starts a bus cy- 
cle by generating ALE and appropriate buffer direction 
control In the clock cycle immediately following detec- 
tion of the status change (T1). The bus transceivers and 
the selected command are enabled In the next clock 
cycle (T2) (or T3 for normal write commands). When the 
status returns to the passive state, the 8288 will ter- 
minate the command as shown In Diagram 3A2. Since 
the CPU will not return the status to the passive state 
until the 'ready' Indication Is received, the 8288 will 
maintain active command and bus control for any 
number of wait cycles. The status lines may also be 
used by other processors on the 8086's local bus to 
monitor bus activity and control the 8288 if they gain 
control of the local bus. 



TABLE 3A2. STATUS LINE DECODES 
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The 8288 provides the bus contr o l (DEN, DT/R, ALE) and 
commands (INTA, MRDC, lORC, MWTC, AMWC, lOWC, 
AlOWC) removed from the CPU. The command structure 
has separate read and write commands for memory and 
I/O to provide compatibility with the Multibus command 
structure. 

The advanced write commands are enabled one clock 
period earlier than the normal write to accommodate the 
wider write pulse widths often required by peripherals 
and static RAMs. The normal write provides data setup 
prior to write to accommodate dynamic RAM memories 
and I/O devices which strobe data on the leading edge of 
write. The advanced write commands do not guarantee 
that data Is valid prior to the leading edge of the com- 
mand. The DEN signal In the maximum mode Is inverted 
from the minimum mode to extend transceiver control 
by allowing logical conjunction of DEN with other 
signals. While not appearing to be a significant benefit 
in the basic maximum mode configuration, introduction 
of interrupt control and various system configurations 
will demonstrate the usefulness of qualifying DEN. 
Diagram 3A3 compares the timing of the minimum and 
maximum mode bus transfer commands. Although the 



rL-TL 




LOCK 


NOP BYTE 


NEXT LOCK 


LOCKED INSTRUCTION 


PREFIX 


FROM THE 


PREFIX FROM 




BYTE FROM 


QUEUE 


THE QUEUE 




QUEUE 


(LOCKED NOP) 







1 QUEUE STATUS INDICATES FIRST BYTE OF OPCODE FROM THE QUEUE. 

2 THE LOCK OUTPUT WILL GO INACTIVE BETWEEN SEPARATE LOCKED INSTRUCTIONS. 

3 TWO CLOCKS ARE R EQUIR ED FOR DECODE OF THE LOCK PREFIX AND 
ACTIVATION OF THE LOCK SIGNAL. 

4 SINCE QUEU E STA TUS REFLECTS THE QUEUE OPERATION IN THE PREVIOUS CLOCK 
CYCLE, THE LOCK OUTPUT ACTUALLY GOES ACTIVE COINCIDENT WITH THE START 
OF THE NEXT INSTRUCTION AND REMAINS ACTIVE FOR ONE CLOCK CYCLE 
FOLLOWING THE INSTRUCTION. 

5 IF TH E INSTRUCTION FOLLOWING THE LOCK PREFIX IS NOT IN THE QUEUE/THE 
LOCK OUTPUT STILL GOES ACTIVE AS SHOWN WHILE THE INSTRUCTION IS BEING 
FETCHED. 

6 THE BlU WILL STILL PERFORM IN STRUC TION FETCH CYCLES DURING EXECUTION 
OF A LOCKED INSTRUCTION. THE L5CK MERELY LOCKS THE BUS TO THIS CPU FOR 
WHATEVER BUS CYCLES THE CPU PERFORMS DURING THE LOCKED INSTRUCTION. 

Diagram 3A1. 8086 Lock Activity 
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maximum mode configuration Is designed for multi- 
processor environments, large single CPU designs 
(either Multibus systems or greater than two PC boards) 
should also use the maximum mode. Since the 8288 Is a 
bipolar dedicated controller device, its output drive for 
the commands (32 mA) and tolerances on AC character- 
istics (timing parameters and worse case delays) pro- 
vide better large system performance than the minimum 
mode 8086. 



In addition to assuming the functions removed from the 
CPU, the 8288 provides additional strapping options and 
controls to support multiprocessor configurations and 
peripheral devices on the CPU local bus. These capa- 
bilities allow assigning resources (memory or I/O) as 
shared (available on the Multibus system bus) or private 
(accessible only by this CPU) to reduce contention for 
access to the Multibus system bus and improve multi- 
CPU system performance. Specific configuration possi- 
bilities are discussed In AP-51. 
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Diagram 3A2. Status Line Activation and Termination 
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Diagram 3A3. 8086 IVIinimum and Maximum Mode Command Timing 
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3B. Clock Generation 

The 8086 requires a clock signal with fast rise and fail 
times (10 ns max) between low and high voltages of 
-0.5 to +0.6 low and 3.9 io VCC+1.0 high. The max- 
imum clock frequency of the 8086 is 5 MHz and 8 MHz 
for the 8086-2. Since the design of the 8086 incorporates 
dynamic cells, a minimum frequency of 2 MHz is re- 
quired to retain the state of the machine. Due to the 
minimum frequency requirement, single stepping or 
cycling of the CPU may not be accomplished by dis- 
abling the clock. The timing and voltage requirements of 
the CPU clock are shown in Figure 3B1. In general, for 
frequencies below the maximum, the CPU clock need 
not satisfy the frequency dependent pulse width limi- 
tations stated in the 8086 data sheet. The values 
specified only reflect the minimum values which must 
be satisfied and are stated in terms of the maximum 
clock frequency. As the clock frequency approaches the 
maximum frequency of the CPU, the clock must con- 
form, to a 33% duty cycle to satisfy the CPU minimum 
clock low and high time specifications. 




Figure 3B1. 8086 Clock 



An optimum 33% duty cycle clock with the required 
voltage levels and transition times can be obtained with 
the 8284 clock generator (Fig. 382). Either an external 
frequency source or a series resonant crystal may drive 
the 8284. The selected source must oscillate at 3X the 
desired CPU frequency. To select the crystal Inputs of 
the 8284 as the frequency source for clock generation, 
the F/C input to the 8284 must be strapped to ground. 
The strapping option allows selecting either the crystal 
or the external frequency input as the source for clock 
generation. Although the 8284 provides an Input for a 
tank circuit to accommodate overtone mode crystals, 
fundamental mode crystals are recommended for more 
accurate and stable frequency generation. When selec- 
ting a crystal for use with the 8284, the series resistance 
should be as low as possible. Since other circuit com- 
ponents will tend to shift the operating frequency from 
resonance, the operating impedance will typically be 
higher than the specified series resistance. If the at- 
tenuation of the oscillator's feedback circuit reduces 
the loop gain to less than one, the oscillator will fail. 
Since the oscillator delays in the 8284 appear as induc- 
tive elements to the crystal, causing It to run at a fre- 
quency below that of the pure series resonance^ a 
capacitor should be placed in series with the crystal and 
the X2 Input of the 8284. This capacitor serves to cancel 
this Inductive element. The value of the capacitor (CL) 



must not cause the impedance of the feedback circuit to 
reduce the loop gain below one. The impedance of the 
capacitor is a function of the operating frequency and 
can be determined from the following equation: 



XCL=1/2n*F*CL 
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Figure 3B2. 8284 Clock Generator 



It is recommended that the crystal series resistance 
plus XCL be kept less than 1 K ohms. This capacitor also 
serves to debias the crystal and prevent a DC voltage 
bias from straining and perhaps damaging the crystal- 
line structure. As the crystal frequency increases, the 
amount of capacitance should be decreased. For exam- 
ple, a 12 MHz crystal may require CL ~ 24 pF while 22 
MHz may require CL~8 pF. If very close correlation 
with the pure series resonance is not necessary, a 
nominal CL value of 12-15 pF may be used with a 15 MHz 
crystal (5 MHz 8086 operation). Board layout and compo- 
nent variances will affect the actual amount of induc- 
tance and therefore the series capacitance required to 
cancel it out (this is especially true for wire-wrapped 
layouts). 

Two of the many vendors which supply crystals for Intel 
microprocessors are listed in Table 3B1 along with a list 
of crystal part numbers for various frequencies which 
may be of interest. For additional information on speci- 
fying crystals for Intel components refer to application 
note AP-35. 





TABLE 3B1. 


CRYSTAL VENDORS 


f 


Parallei/ 
Series 


Crystek<^> 
Corp. 


CTSKnight,<2) 
inc. 


15.0 MHz 
18.432 
24.0 MHz 


S 
S 

s 


CY15A 

CY19B* 

CY24A 


MP150 

MP184* 

MP240 



*lntel also supplies a crystal numbered 8801 for this application. 

Notes: 1. Address: 1000 Crystal Drive, Fort Meyers, Florida 33901 
2. Address: 400 Relmann Ave., Sandwich, Illinois 



If a high accuracy frequency source, externally variable 
frequency source or a common source for driving mul- 
tiple 8284's is desired, the External Frequency liiput 
(EFI) of the 8284 can be selected by strapping the F/C In- 
put to 5 volts through ~1 K ohms (Fig. 3B3). The external 
frequency source should be TTL compatible, have a 
50% duty cycle and oscillate at three times the desired 
CPU operating frequency. The maximum EFI frequency 
the 8284 can accept is slightly above 24 MHz with 
minimum clock low and high times of 13 ns. Although 



A-18 



AP-67 



no minimum EFI frequency is specified, it should not 
violate the CPU minimum clock rate. If a common fre- 
quency source is used to drive multiple 8284's 
distributed throughout the system, each 8284 should be 
driven by its own line from the source. To minimize 
noise In the system, each line should be a twisted pair 
driven by a buffer like the 74LS04 with the ground of the 
twisted pair connecting the grounds of the source and 
receiver. To minimize clock skew, the lines to all 8284's 
should be of equal length. A simple technique for gen- 
erating a master frequency source for additional 8284's 
is shown in Figure 3B4. One 8284 with a crystal is used 
to generate the desired frequency. The oscillator output 
of the 8284 (OSC) equals the crystal frequency and is 
used to drive the external frequency to all other 8284's 
in the system. 




Figure 3B3. 8284 with Externai Frequency Source 
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The oscillator output Is Inverted from the oscillator 
signal used to drive the CPU clock generator circuit. 
Therefore, the oscillator output of one 8284 should not 
drive the EFI input of a second 8284 If both are driving 
clock inputs of separate CPU's that are to be syn- 
chronized. The variation on EFI to CLK delay over a 
range of 8284's may approach 35 to 45 ns. If, however, all 
8284's are of the same package type, have the same 
relative supply voltage and operate In the same tem- 
perature environment, the variation will be reduced to 
between 15 and 25 ns. 

There are three frequency outputs from the 8284, the 
oscillator (OSC) mentioned above, the system clock 
(CLK) which drives the CPU, and a peripheral clock 
(PCLK) that runs at one half the CPU clock frequency. 
The oscillator output is_only driven by the crystal and Is 
not affected by the F/C strapping option. If a crystal Is 
not connected to the 8284 when the external frequency 
input is used, the oscillator output Is Indeterminate. The 
CPU clock is derived from the selected frequency 
source by an internal divide by three counter. The 
counter generates the 33% duty cycle clock which Is op- 
timum for the CPU at maximum frequency. The 
peripheral clock has a 50% duty cycle and Is derived 
from the CPU clock. Diagram 3B0 shows the relation- 
ship of CLK to OSC and PCLK to CLK. The maximum 
skew is 20 ns between OSC and CLK, and 22 ns between 
CLK and PCLK. 

Since the state of the 8284 divide by three counter Is In- 
determinate at system initialization (power on), an exter- 
nal sync to the counter (CSYNC) Is provided to allow 
synchronization of the CPU clock to an external event. 
When CSYNC Is brought high, the CLK and PCLK out- 
puts are forced high. When CSYNC returns low, the next 
positive clock from the frequency source starts clock 
generation. CSYNC must be active for a minimum of two 
periods of the frequency source. If CSYNC is asynchro- 
nous to the frequency source, the circuit In Figure 3B5 
should be used for synchronization. The two latches 
minimize the probability of a meta-stable state in the 
latch driving CSYNC. The latches are clocked with the 
inverse of the frequency source to guarantee the 8284 
setup and hold time of CSYNC to the frequency source 
(Diag. 381). If a single 8284 is to be synchronized to an 
external event and an external frequency source Is not 
used, the oscillator output of the 8284 may be used to 



Figure 3B4. External Frequency for IVIuitiple 8284s 




Diagram 3B0. OSC -* CLK and CLK -* PCLK Relationships 
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synchronize CSYNC (Fig. 3B6). Since the oscillator out- 
put is inverted from the internal oscillator signal, the in- 
verter in the previous example is not required, if multiple 
8284's are to be synchronized, an external frequency 
source must drive ail 8284's and a single CSYNC syn- 
chronization circuit must drive the CSYNC input of all 
8284's (Fig. 3B7). Since activation of CSYNC may cause 
violation of CPU minimum clocl< low time, it should only 
be enabled during reset or CPU clock high. CSYNC must 
also be disabled a minimum of four CPU clocl<s before 
the end of reset to guarantee proper CPU reset. 
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Figure 3B5. Synchronizing CSYNC with EFi 




17 


Xi osc 

8284 

F/C 


± 

13 






EFI 8284 
CSYNC 



Figure 387. Synchronizing lyilultlpie 82848 
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Due to the fast transitions and high drive (5 mA) of the 
8284 CLK output, it may be necessary to put a 10 to 100 
ohm resistor In series with the clock line to eliminate 
ringing (resistor value depending on the amount of drive 
required). If multiple sources of CLK are needed with 
minimum skew, CLK can be buffered by a high drive 
device (74S241) with outputs tied to 5 volts through 100 
ohms to guarantee VOH—3.9 min (8086 minimum clock 
input high voltage) (Fig. 3B8). A single 8284 should not 
be used to generate the CLK for multiple CPU's that do 
not share a common local (multiplexed) bus since the 
8284 synchronizes reacjy to the CPU and can only ac- 
commodate ready for a single CPU. If multiple CPU's 
share a local bus, they should be driven with the same 
clock to optimize transfer of bus control. Under these 
circumstances, only one CPU will be using the bus for a 
particular bus cycle which allows sharing a common 
READY signal (Fig. 389). 



*MAX IS SPEC'EO TO GUARANTEE MAX 8086 CLOCK FREQUENCY 



Diagram 3B1. CSYNC Setup and Moid to EFi 
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Figure 3B6. EFi from 8284 Osciliator 



Figure 3B8. Buffering the 8284 CLK Output 
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Figure 3B9. 8086 and Coprocessor on the Local Bus Share a 
Common 8284 



3C. Reset 

The 8086 requires a high active reset with minimum 
pulse width of four CPU clocl<s except after power on 
which requires a 50 iis reset pulse. Since the CPU Inter- 
nally synchronizes reset with the clocl<, the reset is in- 
ternally active for up to one clock period after the exter- 
nal reset. J^nj;Maskable Interrupts (NMI) or hold re- 
quests on RQ/GT which occur during the internal reset, 
are not acknowledged^ A minimum mode hold request 
or maximum mode RQ pulses active immediately after 
the internal reset wHI be honored before the first in- 
struction fetch. 

From reset, the 8086 will condition the bus as shown in 
Table 3C1. The multiplexed bus will three-state upon 
detection of reset by the CPU. Other signals which 
three-state will be driven to the inactive state for one 
clock low interval prior to entering three-state (Fig. 3C1). 
In the minimum mode, ALE and HLDA are driven inac- 
tive ^d are not three-stated. In the maximum mode, 
RQ/GT lines are held inactive and the queue status in- 
dicates no activity. The queue status will not indicate a 
reset of the queue so any user defined external circuits 
monitoring the queue should also be reset by the 
system reset. 22K ohm pull-up resistors should be con- 
nected to the CPU command and bus control lines to 



guarantee the inactive state of these lines in systems 
where leakage currents or bus capacitance may cause 
the voltage levels to settle below the minimum high 
voltage of devices in the system. In maximum mode 
systems, the 8288 contains internal pull-ups on the 
S0-S2 inputs to maintain the inactive state for these 
lines when the CPU floats the bus. The high state of the 
status lines during reset causes the 8288 to treat the 
reset sequence as a passive state. The condition of the 
8288 outputs for the passive state are shown in Table 
3C2. If the reset occurs during a bus cycle, the return of 
the status lines to the passive state will terminate the 
bus cycle and return the command lines to the inactive 
state. Note that the 8288 does not three-state the com- 
mand outputs based on the passive state of the status 
lines. If the designer needs to three-state the CPU off 
the bus during reset in a single CPU system , the reset 
signal should also be connected to the 8288's AEN input 
and the output enable of the address latches (Fig. 3C2). 
This forces the command and address bus interface to 
three-state while the inactive state of DEN from the 8288 
three-states the transceivers on the data bus. 



Table 3C1. 8086 Bus During Reset 



Signals 


Condition 


ADi5^ 


Three-State 


A19-WS6.3 


Three-State 


BHE/S7 


Three-State 


S2/(M/I0) 


Driven to "1 " then three-state 


S1/(DT/R) 


Driven to "1 " then three-state 


SO/DEN 


Driven to "1 " then three-state 


LOCK/WR 


Driven to "1 " then three-state 


RD 


Driven to "1 " then three-state 


INTA 


Driven to "1 " then three-state 


ALE 
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RQ/GTO 
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Figure 3C1. 8086 Bus Conditioning on Reset 
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TABLE 3C2. 8288 OUTPUTS DURING PASSIVE MODE 



ALE 





DEN 





DT/R 
MCE/PDEN 


1 
0/1 


COMMANDS 


1 




Figure 3C2. Re$et Disable for Max IVIode 8086 Bus interface 

For multiple processor systems using arbitration of a 
multim aste r bus, the system reset stiould be connected 
to the INIT Input of the 8289 bus arbiter in a dditi on to 
the 8284 reset input (Fig. 3C3). The low active INIT input 
forces all 8289 output s to their inactive state. The inac- 
tive state of the 8289 AEN output \n'\\\ force the 8288 to 
three-state the command outputs and the address 
latches to three-state the address bus Interface. DEN in- 
active from the 8288 will three-state the data bus inter- 
face. For the multimaster CPU configuration, the reset 
should be common to all CPU's (8289's and 8284's) and 
satisfy the maximum of either the CPU reset re- 
quirements or 3 TBLBL (3 8289 bus clock times) -f- 3 
TCLCL (3 8086 clock cycle times) to satisfy 8289 reset 
requirements. 



If the 8288 command outputs are three-stated during 
reset, the command lines should be pulled up to Vqc 
through 2.2K ohm resistors. 

The reset signal to the 8086 can be generate d by the 
8284. The 8284 has a schmitt trigger Input (RES) for 
generating reset from a low active external reset. The 
hysteresis specified in the 8284 data sheet implies that 
at least .25 volts will separate the and 1 switching 
point of the 8284 reset input. Inputs without hysteresis 
will switch from low to high and high to low at approxi- 
mately the same voltage threshold. The inputs are 
guaranteed to switch at specified low and high voltages 
(VIL and VIH) but the actual switching point is anywhere 
in-between. Since VIL min is specified at .8 volts, the 
hysteresis guarantees that the reset will be active until 
the Input reaches at least 1.05 volts. A reset will not be 
recognized until the input drops at least .25 volts below 
the reset inputs VIH of 2.6 volts. 

To guarantee reset from power up, the reset input must 
remain below 1.05 volts for 50 microseconds after Vcc 
has reached the minimum supply voltage of 4.5 volts. 
The hysteresis allows the reset input to be driven by a 
simple RC circuit as shown in Figure 3C4. The 
calculated RC value does not include time for the power 
supply to reach 4.5 volts or the charge accumulated dur- 
ing this interval. Without the hysteresis, the reset put- 
put might oscillate as the Input voltage passes through 
the switching voltage of the input. The calculated RC 
value provides the minimum required reset period of 50 
microseconds for 8284's that switch at the 1.05 volt 
level and a reset period of approximately 162 micro- 
seconds for 8284's that switch at the 2.6 volt level. If 
tighter tolerance between the minimum and maximum 
reset times is necessary, the reset circuit shown in 
Figure 3C5 might be used rather than the simple RC cir- 
cuit. This circuit provides a constant current source and 
a linear charge rate on the capacitor rather than the in- 
verse exponential charge rate of the RC circuit. The 
maximum reset period for this implementation is 124 
microseconds. 
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Figure 3C3. Reset Disable of for Max Mode 8086 Bus Interface in 
Multi CPU System 



Figure 3C4. 8284 Reset Circuit 
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Figure 3C5. Constant Current Power-On Reset Circuit 

The 8284 synchronizes the reset input with the CPU 
clock to generate the RESET signal to the CPU (Fig. 
3C6). The output Is also available as a general reset to 
the entire system. The reset has no effect on any clock 
circuits in the 8284. 




3D. Ready Implementation and Timing 

As discussed previously, the ready signal is used in the 
system to accommodate memory and I/O devices that 
cannot transfer information at the maximum CPU bus 
bandwidth. Ready is also used in multiprocessor 
systems to force the CPU to wait for access to the 
system bus or Multibus system bus. To insert a wait 
state in the bus cycle, the READY signal to the CPU 
must be inactive (low) by the end of T2. To avoid inser- 
tion of a wait state, READY must be active (high) within 
a specified setup time prior to the positive transition 
during T3. Depending on the size and characteristics of 
the system, ready implementation may take one of two 
approaches. 

The classical ready implementation is to have the 
system 'normally not ready .' When t he selected device 
receives the command (RDAA/R/INTA) and has had suffi- 
cient time to complete the command, it activates 
READY to the CPU, allowing the CPU to terminate the 
bus cycle. This implementation is characteristic of large 
multiprocessor. Multibus systems or systems where 
propagation delays, bus access delays and device char- 
acteristics inherently slow down the system. For max- 
imum system performance, devices that can run with no 
wait states must return 'READY' within the previously 
described limit. Failure to respond in time will only 
result in the insertion of one or more wait cycles. 

An alternate technique is to have the system 'normally 
ready.' All devices are assumed to operate at the max- 
imum CPU bus bandwidth. Devices that do not meet the 
requirement must disable READY by the end of T2 to 
guarantee the insertion of wait cycles. This implementa- 
tion is typically applied to small single CPU systems 
and reduces the logic required to control the ready 
signal. Since the failure of a device requiring wait states 
to disable READY by the end of T2 will result in prema- 
ture termination of the bus cycle, the system timing 
must be carefully analyzed when using this approach. 

The 8086 has two different timing requirements on 
READY depending on the system implementation. For a 
'normally ready' system to insert a wait state, the 
READY must be disabled within 8 ns (TRYLCL) after the 
end of T2 (start of T3) (Diag. 3D1). To guarantee proper 



Figure 3C6. 8086 Reset and System Reset 
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Diagram 3D1. Normally Ready System Inserting a Wait State 
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operation of the 8086, the READY input must not change 
from ready to not ready during the clock low time of T3. 
For a 'normally not ready' system to avoid wait states, 
READY must be active within 119 ns (TRYHCH) of the 



positive clock transition during T3 (Diag. 3D2). For both 
cases, READY must satisfy a hold time of 30 ns 
(TCHRYX) from the T3 or TW positive clock transition. 



-Ji 






■ ACTIVE READY SETUP 119 ns 
H- HOLD TIME 30 ns 



Diagram 3D2. Normally Not Ready System Avoiding a Walt State 



To generate a stable READY signal which satisfies the 
previous setup and hold times, the 8284 provides two 
separate system ready inputs (RDY1, RDY2) and a single 
synchronized ready output (READY) for the CPU. The 
RDY i n puts a re qualified with separate access enables 
(AEN1,AEN2, low active) to allow selecting one of the 
two ready signals (Fig. 3D1). The gated signals are 
logically OR'ed and sampled at the beginning of each 
CLK cycle to generate READY to the CPU (Diag. 3D3). 
The sampled READY signal is valid within 8 ns (TRYLCL) 
after CLK to satisfy the CPU timing requirements on 
'not ready' and ready. Since READY cannot change until 
the next CLK, the hold time requirements are also satis- 
fied. The system ready inputs to the 8284 (RDY1,RDY2) 
must be valid 35 ns (TRIVCL) before T3 and AEN must be 
valid 60 ns before T3. For a system using only one RDY 
input, the associated AEN is tied to ground while the 
other AEN is connected to 5 volts through ~1K ohms 
(Fig. 3D2a). If the system generates a l ow a ctive ready 
signal, it can be connected to the 8284 AE N inp ut if the 
additional setup time required by the 8284 AEN input is 
satisfied. In this case, the associated RDY input would 
be tied high (Fig. 3D2b). 




Figure 3D1. Ready Inputs to the 8284 and Output to the 8086 
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NOTE: THE 8284 DATA SHEET SPECIFIES READY OUT DELAY (TRYLCL) AS -8 ns 
'BEFORE' THE END OF T2 WHICH IMPLIES THE TIMING SHOWN. 

Diagram 3D3. 8284 with 8086 Ready Timing 
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Figure 3D2b. Using AEN1/AEN2 to Generate Ready 



The majority of memoiy and peripheral devices which 
fall to operate at the maximum CPU frequency typically 
do not require more than one wait state. The circuit 
given in Figure 3D3 Is an example of a simple wait state 
generator. The system ready line Is driven low whenever 
a device requiring one wait state Is selected. The flip 
flop Is cleared by ALE, enabling RDY to the 8284. If no 
wait states are required, the flip flop does not change. If 
the system ready Is driven low, the flip flop toggles on 
the low to high clock transition of T2 to force one wait 
state. The next low to high clocl^ transition toggles the 
flip flop again to indicate ready and allow completion of 
the bus cycle. Further changes in the state of the flip 
flop will not affect the bus cycle. The circuit allows 
approximately 100 ns for chip select decode and condi- 
tioning of the system ready (Diag. 3D4). 

if the system Is 'normally not ready,' the programmer 
should not assign executable code to the last six bytes 
of physical memory. Since the 8086 prefetches instruc- 
tions, the CPU may attempt to access non-existent 
memory when executing code at the end of physical 



memory. If the access to non-existent memory falls to 
enable READY, the system will be caught In an In- 
definite wait. 
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Figure 3D3. Single Wait State Generator 



3E. Interrupt Structure 

The 8086 interrupt structure is based on a table of Inter- 
rupt vectors stored In memory locations OH through 
003FFH. Each vector consists of two bytes for the in- 
struction pointer and two bytes for the code segment. 
These two values combine to form the address of the in- 
terrupt service routine. This allows the table to contain 
up to 256 interrupt vectors which specify the starting ad- 
dress of the service routines anywhere in the one mega- 
byte address space of the 8086. if fewer than 256 differ- 
ent Interrupts are defined in the system, the user need 
only allocate enough memory for the interrupt vector 
table to provide the vectors for the defined Interrupts. 
During Initial system debug, however, it may be desir- 
able to assign ail undefined Interrupt types to a trap 
routine to detect erroneous interrupts. 

Each vector Is associated with an interrupt type number 
which points to the vector's location in the interrupt vec- 
tor table. The Interrupt type number multiplied by four 
gives the displacement of the first byte of the associ- 
ated Interrupt vector from the beginning of the table. As 
an example. Interrupt type number 5 points to the sixth 
entry in the interrupt vector table. The contents of this 
entry in the table points to the Interrupt service routine 
for type 5 (Fig. 3E1). This structure allows the user to 
specify the memory address of each service routine by 
placing the address (Instruction pointer and code seg- 
ment values) in the table location provided for that type 
Interrupt. 




Diagram 3D4. 
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Figure 3E1. Direction to Interrupt Service Routine tlirough the 
interrupt Vector Table 



All interrupts in the 8086 must be assigned an interrupt 
type which uniquely identifies each interrupt. There are 
three classes of interrupt types in the 8086; predefined 
interrupt types which are issued by specific functions 
within the 8086 and user defined hardware and software 
interrupts. Note that any interrupt type including the 
predefined interrupts can be issued by the user's hard- 
ware and/or software. 

PREDEFINED INTERRUPTS 

The predefined interrupt types in the 8086 are listed 
below with a brief description of how each is invoked. 
When involved, the CPU will transfer control to the 
memory location specified by the vector associated 
with the specific type. The user must provide the inter- 
rupt service routine and initialize the interrupt vector 
table with the appropriate service routine address. The 
user may additionally involve these interrupts through 
hardware or software. If the preassigned function is not 
used in the system, the user may assign some other 
function to the associated type. However, for com- 
patibility with future Intel hardware and software prod- 
ucts for the 8086 family, interrupt types 0-31 should not 
be assigned as user defined interrupts. 

TYPE - DIVIDE ERROR 

This interrupt type is invoked whenever a division opera- 
tion is attempted during which the quotient exceeds the 
maximum value (ex. division by zero). The interrupt is 
non-maskable and Is entered as part of the execution of 
the divide instruction. If interrupts are not reenabled by 
the divide error interrupt service routine, the service 
routine execution time should be included in the worst 
case divide instruction execution time (primarily when 
considering the longest instruction execution time and 
its effect on latency to servicing hardware interrupts). 



TYPE 1 — SINGLE STEP 

This interrupt type occurs one instruction after the TF 
(Trap Flag) is set in the flag register. It is used to allow 
software single stepping through a sequence of code. 
Single stepping is initiated by copying the flags onto the 
stack, setting the TF bit on the stack and popping the 
flags. The interrupt routine should be the single step 
routine. The interrupt sequence saves the flags and pro- 
gram counter, then resets the TF flag to allow the single 
step routine to execute normally. To return to the 
routine under test, an interrupt return restores the IP, 
CS and flags with TF set. This allows the execution of 
the next instruction in the program under test before 
trapping back to the single step routine. Single Step is 
not masked by the IF (Interrupt Flag) bit in the flag 
register. 

TYPE 2 — NMI (Non-Maskable Interrupt) 

This is the highest priority hardware interrupt and is 
non-maskable. The input Is edge triggered but Is syn- 
chronized with the CPU clock and must be active for two 
clock cycles to guarantee recognition. The interrupt 
signal may be removed prior to entry to the service 
routine. Since the input must make a low to high transi- 
tion to generate an interrupt, spurious transitions on the 
input should be suppressed. If the input is normally 
high, the NMI low time to guarantee triggering is two 
CPU clock times. This input is typically reserved for 
catastrophic failures like power failure or timeout of a 
system watchdog timer. 

TYPE 3 - ONE BYTE INTERRUPT 

This is invoked by a special form of the software inter- 
rupt instruction which requires a single byte of code 
space. Its primary use is as a breakpoint Interrupt for 
software debug. With full representation within a single 
byte, the instruction can map into the smallest instruc- 
tion for absolute resolution in setting breakpoints. The 
interrupt is not maskable. 

TYPE 4 - INTERRUPT ON OVERFLOW 

This interrupt occurs if the overflow flag (OF) is set in 
the flag register and the INTO Instruction is executed. 
The Instruction allows trapping to an overflow error ser- 
vice routine. The interrupt is non-maskable. 

Interrupt types and 2 can occur without specific action 
by the programmer (except for performing a divide for 
Type 0) while types 1, 3, and 4 require a conscious act by 
the programmer to generate these interrupt types. All 
but type 2 are invoked through software activity and are 
directly associated with a specific instruction. 

USER DEFINED SOFTWARE INTERRUPTS 

The user can generate an interrupt through the software 
with a two byte interrupt instruction INT nn. The first 
byte is the INT opcode while the second byte (nn) con- 
tains the type number of the interrupt to be performed. 
The INT instruction is not maskable by the interrupt 
enable flag. This instruction can be used to transfer con- 
trol to routines that are dynamically relocatable and 
whose location in memory is not known by the calling 
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program. This technique also saves the flags of the call- 
ing program on the stack prior to transferring control. 
The called procedure must return control with an inter- 
rupt return (I RET) instruction to remove the flags from 
the stack and fully restore the state of the calling pro- 
gram. 

All interrupts invoked through software (all interrupts 
discussed thus far with the exception of NMI) are not 
maskable with the IF flag and initiate the transfer of 
control at the end of the instruction In which they occur. 
They do not initiate interrupt acknowledge bus cycles 
and will disable subsequent maskable interrupts by 
resetting the IF and TF flags. The interrupt vector for 
these interrupt types Is either implied or specified In the 
Instruction. Since the NMI is an asynchronous event to 
the CPU, the point of recognition and initiation of the 
transfer of control is similar to the maskable hardware 
Interrupts. 

USER DEFINED HARDWARE INTERRUPTS 

The maskable Interrupts initiated by the system hard- 
ware are activated through the INTR pin of the 8086 and 
are masked by the IF bit of the status register (interrupt 
flag). During the last clock cycle of each Instruction, the 
state of the INTR pin is sampled. The 8086 deviates from 
this rule when the instruction Is a MOV or POP to a seg- 
ment register. For this case, the Interrupts are not 
sampled until completion of the following instruction. 
This allows a 32-blt pointer to be loaded to the stack 
pointer registers SS and SP without the danger of an In- 
terrupt occurring between the two loads. Another excep- 
tion Is the W AIT ins truction which waits for a low active 
Input on the TEST pin. This instruction also continu- 
ously samples the interrupt request during Its execution 
and allows servicing interrupts during the wait. When an 
Interrupt is detected, the WAIT instruction is again 
fetched prior to servicing the Interrupt to guarantee the 
Interrupt routine will return to the WAIT Instruction. 



UNINTERRUPTABLE INSTRUCTION SEQUENCE 

MOV SS, NEW$STACK$SEGMENT 
MOV SP, NEW$STACK$POINTER 

Also, since prefixes are considered part of the instruc- 
tion they precede, the 8086 will not sample the interrupt 
line until completion of the instruction the prefix(es) 
precede(s). An exception to this (other than HALT or 
WAIT) Is the string primatives preceded by the repeat 
(REP) prefix. The repeated string operations will sample 
the interrupt line at the completion of each repetition. 
This includes repeat string operations which include the 
lock prefix. If multiple prefixes precede a repeated 
string operation, and the instruction is interrupted, only 
the prefix immediately preceding the string primative is 
restored. To allow correct resumption of the operation, 
the following programming technique may be used: 

LOCKED$BLOCK$MOVE: LOCK REP MOVS DEST, CSrSOURCE 
ANDCX, CX 
JNZ L0CKED$BLOCK$MOVE 

The code bytes generated by the 8086 assembler for the 
MOVS instruction are (in descending order): LOCK 
prefix, REP prefix. Segment Override prefix and MOVS. 
Upon return from the interrupt, the segment override 
prefix is restored to guarantee one additional transfer is 
performed between the correct memory locations. The 
Instructions following the move operation test the 
repetition count value to determine if the move was 
completed and return If not. 

If the INTR pin is high when sampled and the IF bit is set 
to enable Interrupts, the 8086 executes an interrupt 
acknowledge sequence. To guarantee the interrupt will 
be acknowledged, the INTR input must be held active 
until the interrupt acknowledge is issued by the CPU. If 
the BlU is running a bus cycle when the interrupt condi- 
tion is detected (as would occur if the BlU is fetching an 
instruction when the current instruction completes), the 
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Figure 3E2. Interrupt Acknowledge Sequence 
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Interrupt must be valid at the 8086 2 clock cycles prior to 
T4 of the bus cycle if the next cycle is to be an interrupt 
acknowledge cycle. If the 2 clock setup is not satisfied, 
another pending bus cycle will be executed before the 
Interrupt acknowledge is Issued. If a hold request is also 
pending (this might occur if an interrupt and hold re- 
quest are made during execution of a locked instruc- 
tion), the interrupt is serviced after the hold request is 
serviced. 

The Interrupt acknowledge sequence is only generated 
in response to an interrupt on the 8086 INTR Input. The 
associated bus acti vity is shown in Figure 3E2. The cy- 
cle consists of two INTA bus cycles separa ted by two 
idle clock cycles. During the bus cycles the INTA com- 
mand is issued rather than read. No addre ss is provided 
by the 8086 during either bus cycle (BHE and status are 
valid), however, ALE is still generated and will load the 
address latches with Indeterminate information. This 
condition requires that devices in the system do not 
drive their outputs without being qualified by the Read 
Command. As will be shown later, the ALE is useful in 
maximum mode systems with m ultipl e 8259A priority In- 
terrupt controllers. During the jNTA bus cycles, DT/R 
and DEN are conditioned to allow the 8086 to receive a 
one byte interru pt typ e number from the Interrupt 
system. The first INTA bus cycle signals an interrupt 
acknowledge cycle is in progi-ess and allows thesystem 
to pr epare to present the Interrupt type number on the 
next INTA bus cycle, the CPU does not capture informa- 
tion on the bus during the first cycle. The type number 
must be transferred to the 8086 on the lower half of the 
16-bit data bus during the second cycle. This implies 
that devices which present Interrupt type numbers to 
the 8086 must be located on the lower half of the 16-blt 
data bus. The timing of the INTA bus cycles (with excep- 
tion of address timing) is similar to read cycle timing. 
The 8086 interrupt acknowledge sequence deviates 
from the form used on 8080 and 8085 in that no instruc- 
tion Is issued as part of the sequence. The 8080 and 

8085 required either a restart or call Instruction be 
Issued to affect the transfer of control. 

In the minimum mode syste m, th e M/Io signal will be 
low Indi cating I/O during the INTA bus cycles. The 8086 
Internal LOCK signal will be active from T2 of the first 
bus cycle until T2 of the second to preven t the B ID from 
honoring a hold request between the two INTA cycles. 

In the maximum mode, the s tatus lines S0-S2 will re- 
quest th e 8288 to activate the INTA output for each cy- 
cle. The LOCK output of the 8086 will be active from T2 
of the first cycle until T2 of the second to prevent the 

8086 from honoring a hold request on either RQ/GT in- 
put and to prevent bus arbitra tion logic from relinquish- 
ing the bus between INTA's in multi-master systems. 
The consequences of READY are Identical to those for 
READ and WRITE cycles. 

Once the 8086 has the interrupt type number (from the 
bus for hardware interrupts, from the instruction stream 
for software Interrupts or from the predefined con- 
dition), the type number is multiplied by four to form the 
displacement to the corresponding Interrupt vector in 
the InterruDt vector table. The four bytes of the interrupt 



vector are: least significant byte of the instruction 
pointer, most significant byte of the instruction pointer, 
least significant byte of the code segment register, 
most significant byte of the code segment register. Dur- 
ing the transfer of control, the CPU pushes the flags and 
current code segment register and Instruction pointer 
onto the stack. The new code segment and instruction 
pointer values are loaded and the single step and inter- 
rupt flags are reset. Resetting the Interrupt flag disables 
response to further hardware interrupts in the service 
routine unless the flags are specifically re-enabled by 
the service routine. The CS and IP values are read from 
the interrupt vector table with data read cycles, No seg- 
ment registers are used when referencing the vector 
table during the Interrupt context switch. The vector 
displacement is added to zero to form the 20-blt address 
and S4, S3 =10 indicating no segment register selec- 
tion. 

The actual bus activity associated with the hardware in- 
terrupt acknowledge sequence is as follows: Two inter- 
rupt acknowledge bus cycles, read new IP from the In- 
terrupt vector table, read new CS from the Interrupt vec- 
tor table, Push flags, Push old CS, Opcode fetch of the 
first instruction of the interrupt service routine, and 
Push old IP. After saving the old IP, the BlU will resume 
normal operation of prefetching instructions Into the 
queue and servicing EU requests for operands. S5 (inter- 
rupt enable flag status) will go inactive In the second 
clock cycle following reading the new CS. 

The number of clock cycles from the end of the instruc- 
tion during which the interrupt occurred to the start of 
interrupt routine execution Is 61 clock cycles. For soft- 
ware generated interrupts, the sequence of bus cycles 
is the same except no Interrupt acknowledge bus cycles 
are executed. This reduces the delay to service routine 
execution to 51 clocks for INT nri and single step, 52 
clocks for INT3 and 53 clocks for INTO. The same Inter- 
rupt setup requirements with respect to the BlU that 
were stated for the hardware interrupts also apply to the 
software interrupts, if wait states are inserted by either 
the memories or the device supplying the interrupt type 
number, the given clock times will Increase accordingly. 

When considering the precedence of Interrupts for 
multiple simultaneous interrupts, the following guide- 
lines apply: 1. INTR is the only maskable Interrupt and If 
detected simultaneously with other Interrupts, resetting 
of IF by the other Interrupts will mask INTR. This causes 
INTR to be the lowest priority Interrupt serviced after all 
other interrupts unless the other interrupt service 
routines reenable Interrupts. 2. Of the nonmaskable In- 
terrupts (NMI, Single Step and software generated), In 
general, Single Step has highest priority (will be ser- 
viced first) followed by NMI, followed by the software In- 
terrupts. This Implies that a simultaneous NMI and 
Single Step trap will cause the NMI service routine to 
follow single step; a simultaneous software trap and 
Single Step trap will cause the software Interrupt ser- 
vice routine to follow single step and a simultaneous 
NMI and software trap will cause the NMI service 
routine to be executed followed by the software Inter- 
rupt service routine. An exception to this priority struc- 
ture occurs if all three Interrupts are pending. For this 
case, transfer of control to the software Interrupt ser- 
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vice routine followed by the NMI trap will cause both the 
NMI and software Interrupt service routines to be ex- 
ecuted without single stepping. Single stepping 
resumes upon execution of the Instruction following the 
Instruction causing the software Interrupt (the next In- 
struction In the routine being single stepped). 

If the user does not wish to single step before INTR ser- 
vice routines, the single step routine need only disable 
Interrupts during execution of the program being single 
stepped and reenable interrupts on entry to the single 
step routine. Disabling the interrupts during the pro- 
gram under test prevents entry Into the Interrupt service 
routine while single step (TF=1) is active. To prevent 
single stepping before NMI service routines, the single 
step routine must checl< the return address on the stack 
for the NMI service routine address and return control to 
that routine without single step enabled. As examples, 
consider Figures 3E3a and 3E3b. In 3E3a Single Step 
and NMI occur simultaneously while in 3E3b, NMI, INTR 
and a divide error all occur during a divide instruction 
being single stepped. 
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Figure 3E3a. NMI During Single Stepping and Normal Single Step 
Operation 
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SYSTEM CONFIGURATIONS 

To accommodate the INTA protocol of the maskable 
hardware Interrupts, the 8259A Is provided as part of the 
8086 family. This component is programmable to 
operate In both 8080/8085 systems and 8086 systems. 
The devices are cascadable In master/slave arrange- 
ments to allow up to 64 Interrupts in the system. Figures 
3E4 and 3E5 are examples of 8259A's In minimum and 
maximum mode 8086 systems. The minimum mode con- 
figuration (a) shows an 8259A connected to the CPU's 
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multiplexed bus. Configuration (b) illustrates an 8259A 
connected to a demultiplexed bus system. These inter- 
connects are also applicable to maximum mode 
systems. The configuration given for a maximum mode 
system shows a master 8259A on the CPU's multiplexed 
bus with additional slave 8259A's out on the buffered 
system bus. This configuration demonstrates several 
unique features of the maximum mode system inter- 
face. If the master 8259A receives interrupts from a mix 
of slave 8259A's and regular interrupting devices, the 
slaves must provide the type number for devices con- 
nected to them while the master provides the type 
number for devices directly attached to its interrupt in- 
puts. The master 8259A is programmable to determine if 
an interrupt is from a direct input or a slave 8259A and 
will use this information to enable or disable the data 
bus transceivers (via the 'nand' function of DEN and 
EN). If the master must provide the type number, it will 
disable the data bus transceivers. If the slave provides 
the type number, tlie master will enable the data bus 
transceivers. The EN output is normally high to allow 



the 8086/8288 to control the bus transceivers. To select 
the proper slave when servicing a slave interrupt, the 
master must provide a cascade address to the slave, if 
the 8288 is not strapped in the I/O bus m ode (th e 8288 
lOB input connected to ground), the MCE/PDEN output 
becomes a MCE or Master C ascade Enable output. This 
signal is only active during I NTA cycles as shown in 
Figure 3E6 and enables the master 8259A's cascade ad- 
dress onto the 8086's local bus during ALE. This allows 
the address latches to capture the cascade address with 
ALE and allows use of the system address bus for 
selecting the proper slave 8259A. The MCE is gated with 
LOCK to minimize local bus contention between the 
8086 three-stating its bus outputs and the casc ade ad- 
dress being enabled onto the bus. The first INTA bus cy- 
cle allows the master to resolve internal priorities and 
output a cascade addre ss to be transmitted to the 
slaves on the subsequent INTA bus cycle. For additional 
information on the 8259A, reference application note 
AP-59. 
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Figure 3E4. Min Mode 8086 with Master 8259A on the Local Bus and Siave 8259As on the System Bus 



A-30 



AP-67 



^ 



1 LOCR 



^ 




^ 



MASTER 
825gA 



ER 



^ 



^ 



FRtA 



ADDR 
LATCH 



V 



^ 



DT/R 
XCVR 



SLAVE 
825gA 



SLAVE 
8259A 



.<^ 




ADDRESS 
BUS 



^ 



DATA 
BUS 



Figure 3E5. Max Mode 8086 with Master 8259A on the Local Bus and Slave 8259As on the System Bus 
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Figure 3E6. MCE Timing to Gate 8259A CAS Address onto the 8086 Local Bus 
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3F. Interpreting the 8086 Bus Timing Diagrams 

At first glance, the 8086 bus timing diagrams (Diag. 3F1 
min mode and Diag. 3F2 max mode) appear rather com- 
plex. However, with a few words of explanation on how 
to interpret them, they become a powerful tool in deter- 
mining system requirements. The timing diagrams for 
both the minimum and maximum modes may be divided 
Into six sections: (1) address and ALE timing; (2) read cy- 
cle timing; (3) write cycle timing; (4) interrupt acknowl- 
edgejiming; (5) ready timing; and (6) HOLD/HLDA or 
RQ/GT timing. Since the A.C. characteristics of the 
signals are specified relative to the CPU clock, the rela- 
tionship between the majority of signals can be de- 
duced by simply determining the clock cycles between 
the clock edges the signals are relative to and adding or 
subtracting the appropriate minimum or maximum 
parameter values. One aspect of system timing not com- 
pensated for in this approach is the worst case relation- 
ship between minimum and maximum parameter values 
(also known as tracking relationships). As an example, 
consider a signal which has specified minimum and 
maximum turn on and turn off delays. Depending on 
device characteristics, it may not be possible for the 
component to simultaneously demonstrate a maximum 
turn-on and minimum turn-off delay even though worst 
case analysis might Imply the possibility. This argument 
is characteristic of MOS devices and is therefore ap- 
plicable to the 8086 A.C. characteristics. The message 
is: worst case analysis mixing minimum and maximum 
delay parameters will typically exceed the worst case 
obtainable and therefore should not be subjected to fur- 
ther subjective degradation to obtain worst-worst case 
values. This section will provide guidelines for specific 
areas of 8086 timing sensitive to tracking relationships. 

A. MINIMUM MODE BUS TIMING 

1. ADDRESS and ALE 

The address/ALE timing relationship is important to 
determine the ability to capture a valid address from the 
multiplexed bus. Since the 8282 and 8283 latches cap- 
ture the address on the trailing edge of ALE, the critical 
timing involves the state of the address lines when ALE 
terminates. If the address valid delay is assumed to be 
maximum TCLAV and ALE terminates at its earilest 
point, TCHLLmin (assuming zero minimum delay), the 
address would be valid only TCLCHmin-TCLAVmax = 8 
ns prior to ALE termination. This result Is unrealistic in 
the assumption of maximum TCLAV and minimum 
TCHLL. To provide an accurate measure of the true 
worst case, a separate parameter specifies the 
minimum time for address valid prior to the end of ALE 
(TAVAL). TAVAL=TCLCH-60 ns overrides the clock 
related timings and guarantees 58 ns of address setup 
to ALE termination for a 5 MHz 8086. The address is 
guaranteed to remain valid beyond the end of ALE by the 
TLLAX parameter. This specification overrides the rela- 
tionship between TCHLL and TCLAX which might seem 
to Imply the address may not be valid by the end of the 
latest possible ALE. TLLAX holds for the entire address 
bus. The TCLAXmin spec on the address indicates the 
earliest the bus will go invalid If not restrained by a slow 
ALE. TLLAX and TCLAX apply to the entire multiplexed 
bus for both read and write cycles. AD15-0 is three- 



stated for read cycles and immediately switched to 
write data during write cycles. AD19-16 immediately 
switch from address to status for both read and write 
cycles. The minimum ALE pulse width is guaranteed by 
TLHLLmIn which takes precedence over the value ob- 
tained by relating TCLLHmax and TCHLLmin. 

To determine the worst case delay to valid address on a 
demultiplexed address bus, two paths must be con- 
sidered: (1) delay of valid address and (2) delay to ALE. 
Since the 8282 and 8283 are flow through latches, a valid 
address Is not transmitted to the address bus until ALE 
Is active. A comparison of address valid delay TCLAV- 
max with ALE active delay TCLLHmax indicates TCL^V- 
max is the worst case. Subtracting the latch prop- 
agation delay gives the worst case address bus valid 
delay from the start of the bus cycle. 

2. Read Cycle Timing 

Read timing consists of conditioning the bus, activating 
the read command and establishing the data transceiver 
enable and direction controls. DT/R Is established eariy 
in the bus cycle and requires no further consideration. 
During read, the DEN signal must allow the transceivers 
to propagate data to the CPU with the appropriate data 
setup time and continue to do so until the required data 
hold time. The DEN turn on delay allows TCLCL-h 
TCHCLmIn - TCVCTVmax - TDVCL= 127 ns transceiver 
enable time prior to valid data required by the CPU. 
Since the CPU data hold time TCLDXmin and minimum 
DEN turnoff delay TCVCTXmin are both 10 ns relative to 
the sam e cloc k edge, the hold time is guaranteed. Addi- 
tionally, DEN must disable the transceivers prior to the 
CPU redriving the bus with the address for the next bus 
cycle. The maximum DEN turn off delay (TCVCTXmax) 
compared with the minimum delay for addresses out of 
the 8086 (TCLCL-HTCLAVmIn) indicates the trans- 
ceivers are disabled at least 105 ns before the CPU 
drives the address onto the multiplexed bus. 

If memory or I/O devices are connected directly to the 
multiplexed address and data bus, the TAZRL parameter 
guarantees the CPU will float the bus before activating 
read and allowing the selected device to drive the bus. 
At the end of the bus cycle, the TRHAV parameter spec- 
ifies the bus float delay the device being deselected 
must satisfy to avoid contention with the CPU driving 
the address for the next bus cycle. The next bus cycle 
may start as soon as the cycle following T4 or any 
number of clock cycles later. 

The minimum delay from read active to valid data at the 
CPU Is 2TCLCL-TCLRLmax-TDVCL=205 ns. The 
minimum pulse width is 2TCLCL-75 ns = 325 ns. This 
specification (TRLRH) overrides the result which could 
be derived from clock relative delays (2TCLCL- 
TCLRLmax -f TCLRHmIn). 



3. Write Cycle Timing 

The write cycle Involves providing write data to the 
system, generating the write command and controlling 
data bus transceivers. The transceiver direction control 
signal DT/R is conditioned to transmit at the end of each 
read cycle and does not change during a write cycle. 
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This allows the transceiver enable signal DEN to be ac- 
tive early In the cycle (while addresses are valid) without 
corrupting the address on the multiplexed bus. The 
write data and write command are both enabl ed fr om the 
leading edge of T2. Comparing minimum WR active 
delay TCVCTVmIn with the maximum write data delay 
TCLDV Indicates that write data may be not valid until 
100 ns after write Is active. The devices In the system 
should capture data on the trailing edge of the write 
command rather than the leading edge to guarantee 
valid data. The data from the 8086 Is valid a minimum of 
2TCLCL- TCLDVmax + TCVCTXmin = 300 ns before the 
trailing edge of write. The minimum write pulse width Is 
TWLWH = 2TCLCL-60 ns = 340 ns. The CPU maintains 
valid write data TWHDX ns after write. The TWHDZ spec- 
ification overrides the result derived by relating 
TCLCHmin and TCHDZmin which implies write data 
may only be valid 18 ns after WR. The 8086 floats the bus 
after write only if being forced off the bus by a HOLD or 



RQ input. Otherwise, the CPU simply switches the out- 
put drivers from data to address at the beginning of the 
next bus cycle. As with the read cycle, the next bus cy- 
cle may start in the clock cycle following T4 or any clock 
cycle later. 

DEN is disabled a minimum of TCLCHmin + 
TCVCTXmin -TCVCTXmax = 18 ns after write to 
guarantee data hold time to the selected device. Since 
we are again evaluating a minimum TCVCTX with a max- 
imum TCVCTX, the real minimum delay from the end of 
write to transceiver disable Is approximately 60 ns. 

4. Interrupt Acknowledge Timing 

The interrupt acknowledge sequence consists of two In- 
terrupt acknowledge bus cycles as previously de- 
scribed. The detailed timing of each cycle is identical to 
the read cycle timing with two exceptions: command 
timing and address/data bus timing. 
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Figure 3F1. 8086 Bus Timing — Minimum Mode System 
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Figure 3F1. 8086 Bus Timing — IMinimum Mode System (Con't) 



A-34 



AP-67 



QSo.QSi 



S2.5T,§o (EXCEPT HALT) 



BHE/Sz, A19/S6-A16/S3 



ALE (8288 OUTPUT) 



RDY (8284 INPUT) 



READY (8086 INPUT) 



READ CYCLE 



AD15-AD0 



8288 OUTPUTS 
SEE NOTES 5,6 



MRDCORIORC 



TCLCL -TCH1CH2-^ U- -*\ U-TCL2CL1 j^ 

rICL 




Figure 3F2a. 8086 Bus Timing — IVIaximum IVIode System (Using 8288) 
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Figure 3F2b. 8086 Bus Timing — lyiaximum IVIode System (Using 8288) (Con't) 
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The multiplexe d addr ess/data bus floats from the begin- 
ning (T1) of the INTA cycle (within TCLAZ ns). The upper 
four multiplexed address/status lines do not three-state. 
The address value on A19-A16 is indeterminate but the 
status infor mation will be valid (S3 = 0, S4 = 0, S5=IF, 
S6-0, S7=BHE = 0). The multiplexed address/data 
line s will remain in three-state until the cycle after T4 of 
the IN TA cycle. This sequence occurs for each of the 
INTA bus cycles. The inter rupt type number read by the 
8086 on the second INTA bus cycle must satisfy the 
same setup and hold times required for data during a 
read cycle. 

The DEN and DT/R signals are enabled for each INTA cy- 
cle and do not remain active between the two cycles. 
Their timing for each cycle is Identical to the read cycle. 

The INTA command has the same timing as the write 
command. It Is active within 110 ns of the start of T2 pro- 
viding 260 ns of access time from command to data 
valid at the 8086. The command is active a minimum of 
TCVCTXmin = 10 ns into T4 to satisf y the data hold time 
of the 8086. This provides minimum INTA pulse width of 
300 ns, however taking signal delay tracl<ing into con- 
sideration gives a minimum puls e wid th of 340 ns. Since 
the maximum inactive delay of INTA is TCVCTXmax = 
110 ns and the CPU will not drive the bus until 15 ns 
(TCLAVmin) Into the next clock cycle, 105 ns are avail- 
able for interrupt devices on the local bus to float their 
outputs. If the data bus is buffered, DEN provides the 
same amount of time for local bus transceivers to three- 
state their outputs. 

5. Ready Timing 

The detailed timing requirements of the 8086 ready 
signal and the system ready signal Into the 8284 are 
described in Section 3D. The system ready signal is 
typically generated from either the address decode of 
the selected dev ice o r the address decode and the com- 
mand (RD, WR, INTA). For a system which is normally 
not ready, the time to generate ready from a valid ad- 
dress and not insert a wait state, is 2TCLCL- 
TCLAVmax-TR1VCLmax = 255 ns. This time is avail- 
able for buffer delays and address decoding to deter- 
mine if the selected device does not require a wait state 
and drive the RDY line high. If wait cycles are required, 
the user hardware must provide the appropriate ready 
delay. Since the address will not change until the next 
ALE, the RDY will remain valid throughout the cycle. If 
the system is normally ready, selected devices requiring 
wait states also have 255 ns to disable the RDY line. The 
user circuitry must delay re-enabling RDY by the ap- 
propriate number of wait states. 

If the RD command is used to enable the RDY signal, 
TCLCL - TCLRLmax - TRIVCLmax = 1 5 ns are available 
for external logic. If the WR command is used, TCLCL- 
TCVCTVmax- TRIVCLmax = 55 ns are available. Com- 
parison of RDY control by address or command in- 
dicates that address decoding provides the best timing. 
If the system is normally not ready, address decode 
alone could be used to provide RDY for devices not re- 
quiring wait states while devices requiring wait states 
may use a combination of address decode and com- 
mand to activate a wait state generator. If the system Is 



normally ready, devices not requiring wait states do 
nothing to RDY while devices needing wait states 
should disable RDY via the address decode and use a 
combination of address decode and command to ac- 
tivate a delay to re-enable RDY. 

If the system requires no wait states for memory and a 
fixed number qf_walt states for RD and WR to all I/O 
devices, the M/IO signal can be used as an early Indica- 
tion of the need for wait cycles. This allows a common 
circuit to control ready timing for the entire system 
without feedback of address decodes. 

6. Other Considerations 

Detailed HOLD/HLDA timing is covered in the next sec- 
tion and is not examined here. One last signal con- 
sideration needs t o be mentioned for the minimum 
mode system. The TEST input is sampled by the 8086 
only during execution of the WAIT Instruction. The TEST 
signal should be active for a minimum of 6 clock cycles 
during the WAIT instruction to guarantee detection. 

B. MAXIMUM MODE BUS TIMING 

The maximum mode 8086 bus operations are logically 
equivalent to the minimum mode operation. Detailed 
timing analysis now involves signals generated by the 
CPU and the 8288 bus controller. The 8288 also provides 
additional control and command signals which expand 
the flexibility of the system. 

1. ADDRESS and ALE 

In the maximum mode, the address information con- 
tinues to come from the CPU while the ALE strobe is 
generated by the 8288. To determine the worst case rela- 
tionships between ALE and the address, we first jriujt 
determine 8288 ALE activation relative to the S0-S2 
status from the CPU. The maximum mode timing 
diagram specifies two possible delay paths to generate 
ALE. The first is TCHSV + TSVLH measured from the ris- 
ing edge of the clock cycle preceding T1. The second 
path Is TCLLH measured from the start of T1. Since the 
8288 initiates a bus c^le from the status lines leaving 
the passive state (S0-S2= 1), if the 8086 is late in issuing 
the status (TCHSVmax) while the clock high time is a 
minimum (TCHCLmIn), the status will not have changed 
by the start of T1 and ALE is issued TSVLH ns after the 
status changes. If the status changes prior to the begin- 
ning of T1, the 8288 will not Issue the ALE until TCLLH 
ns after the start of T1 . The resulting worst case delay to 
enable ALE (relative to the start of T1) is TCHSVmax -f- 
TSVLHmax- TCHCLmIn = 58 ns. Note, when calcu- 
lating signal relationships, be sure to use the proper 
maximum mode values rather than equivalent minimum 
mode values. 

The trailing edge of ALE Is triggered in the 8288 by the 
positive clock edge In T1 regardless of the delay to 
enable ALE. The resulting minimum ALE pulse width is 
TCLCHmax-58 ns = 75 ns assuming TCHLL = 0. 
TCLCHmax must be used since TCHCLmIn was as- 
sumed to derive the 58 ns ALE enable delay. The ad- 
dress is guaranteed to be valid TCLCHmin-i- 
TCHLLmln - TCLAVmax = 8 ns prior to the trailing edge 



A-37 



AP-67 



of ALE to capture the address in the 8282 or 8283 
latches. Again we have assumed a very conservative 
TCHLL = 0. Note, since the address and ALE are driven 
by separate devices, no tracking of A.C. characteristics 
can be assumed. 

The address hold time to the latches is guaranteed by 
the address remaining valid until the end of It while 
ALE Is disabled a maximum of 15 ns from the positive 
clock transition in T1 (TCHCLmin-TCHLLmax = 52 ns 
address hold time). The multiplexed bus transitions 
from address to status and write data or three-state (for 
read) are Identical to the minimum mode timing. Also, 
since the address valid delay (TCLAV) remains the 
critical path in establishing a valid address, the address 
access times to valid data and ready are the same as the 
minimum mode system. 

2. Resid Cycle Timing 

The maximum mode system offers read signals 
generated by both the 8086 and the 8288. The 8086 RD 
output signal timing Is identical to the minimum mode 
system. Since the A.C. characteristics of the read com- 
mands generated by the 8288 are significantly better 
than the 8086 output, access to devices on the demul- 
tiplexed buffered system bus should use the 8288 com- 
mands. The 8086 RD signal Is available for devices 
which reside directly on the multiplexed bus. The 
following evaluations for read, write and interrupt 
acknowledge only consider the 8288 command timing. 

The 8288 provides separate memory and I/O read signals 
which conform to the same A.C. characteristics. The 
commands are issued TCLML ns after the start of T2 
and terminate TCLMHns after the start of T4. The 
minimum command length is 2TCLCL-TCLMLmax + 
TCLMLmIn = 375 ns. The access time to valid data at the 
CPU is 2TCLCL-TCLMLmax-TDVCLmax = 335 ns. 
Since the 8288 was designed for systems with buffered 
data busses, the commands are enabled before the CPU 
has three-stated the multiplexed bus and should not be 
used with devices which reside directly on the multi- 
plexed bus (to do so could result in bus contention dur- 
ing 8086 bus float and device turn-on). 

The direction control for data bus transceivers Is estab- 
lished in T1 while the transceivers are not enabled by 
DEN until the positive clock transition of T2. This pro- 
vides TCLCH-i- TCVNVmin= 123 ns for 8086 bus float 
delay and TCHCLmIn + TCLCL- TCVNVmax- 
TDVCLmax = 187 ns of transceiver active to data valid at 
the CPU. Since both DEN and command are valid a mini- 
mum of 10 ns Into T4, the CPU data hold time TCLDX Is 
guaranteed. A maximum DEN disable of 45 ns (TCVNX 
max) guarantees the transceivers are disabled by the 
start of the next 8086 bus cycle (215 ns minimum from 
the same clock edge). On the positive clock transition of 
T4, DT/R Is returned to transmit in preparation for a 
possible write operation on the next bus cycle. Since 
the system memory and I/O devices reside on a buffered 
system bus, they must three-state their outputs before 
the device for the next bus cycle is selected (approxi- 
mately 2TCLCL) or the transceivers drive write data onto 
the bus (approximately 2TCLCL). 



3. Write Cycle Timing 

In the maximum mode, the 8288 provides normal and ad- 
vanced write commands for memory and I/O. The ad- 
vanced write commands are active a full clock cycle 
ahead of the normal write commands and have timing 
Identical to the read commands. The advanced write 
pulse width is 2TCLCL- TCLMLmax + TCLMHmIn = 375 
ns while the normal write pulse width Is TCLCL- 
TCLMLmax -I- TCLMHmIn =175 ns. Write data setup 
time to the selected device Is a function of either the 
data valid delay from the 8086 (TCLDV) or the transceiver 
enable delay TCVNV. The worst case delay to valid write 
data is TCLDV = 110 ns minus transceiver propagation 
delays. This implies the data may not be valid until 100 
ns after the advanced write command but will be valid 
approximately TCLCL- TCLDVmax + TCLMLmIn = 100 
ns prior to the leading edge of the normal write com- 
mand. Data will be valid 2TCLCL-TCLDVmax-f 
TCLMHmIn = 300 ns before the trailing edge of either 
write command. The data and command overlap for the 
advanced command Is 300 ns while the overlap with the 
normal write command is 175 ns. The transceivers are 
disabled a minimum of TCLCHmin-TCLMHmax + 
TCVNXmin = 85ns after the write command while the 
CPU provides valid data a minimum of TCLCHmin- 
TCLMHmax + TCHDZmin = 85 ns. This guarantees write 
data hold of 85 ns after the write command. The trans- 
ceivers are disabled TCLCL- TCVNXmax + 
TCHDTLmln=155 ns (assuming TCHDTL-0) prior to 
transceiver direction change for a subsequent read 
cycle. 

4. Interrupt Acknowledge Timing 

The maximum mode INTA sequence is logically Iden- 
tical to the minimum mode sequence. The transceiver 
control (DEN and DT/R) and INTA command timing of 
each Interrupt acknowledge cycle Is Identical to the 
read cycle. As In the minimum mode system, the multi- 
plexed address/data bus will float from the leading edge 
of T1 for each INTA bus cyc le an d not be driven by the 
CPU until after T4 of each INTA cycle. The setup and 
hold times on the vector number for the second cycle 
are the same as data setup and hold for the read. If the 
device providing the Interrupt vector number Is con- 
nected to the local bus, TCLCL -TCLAZmax + 
TCLMLmIn = 130 ns are available from 8086 bus float to 
INTA command active. The selected device on the local 
bus must disable the system data bus transceivers 
since DEN is still generated by the 8288. 

If the 8288 Is not in the lOB (I/O Bus) mode, the 8288 
MCE/PDEN output becom es the MCE output. This out- 
put is active during each INTA cycle and overlaps the 
ALE signal during T1. The MCE Is available for gating 
cascade addresses from a master 8259A onto three of 
the upper AD15-AD8 lines and allowing ALE to latch the 
cascade address Into the address latches. The address 
lines may then be used to provide CAS address selec- 
tion to slave 8259A's located on the system bus (refer- 
ence Figure 3E5). MCE is active within 15 ns of status or 
the start of T1 for each INTA cycle. MCE should not 
enable the CAS lines onto the multiplexed bus during 
the first cycle since the CPU does not guarantee to float 
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the bus until 80 ns into the first fNTA cycl e. The first 
MCE can be Inhibited by gating MCE with LOCK. The 
8086 LOCK output Is activated during T2 of the first 
cycle and disable d during T2 of the second cycle. The 
overlap of LOCK with MCE allows the first MCE to be 
masked and the second MCE to gate the cascade ad- 
dress onto the local bus. Since the 8259A will not pro- 
vide a cascade address until the second cycle, no infor- 
mation is lost. As with ALE, MCE Is guaranteed valid 
within 58 ns of the start of T1 to allow 75 ns CAS ad- 
dress setup to the trailing edge of ALE. MCE remains 
active TCHCLmln-TCHLLmax + TCLMCLmln = 52 ns 
after ALE to provide data hold time to the latches. 

If the 828 8 Is str apped in the lOB mode, the MCE output 
becomes PDEN and ail I/O references are assumed to be 
devices on the local bus r ather than the demultiplexed 
system bus. Since INTA cycles are considered I/O 
cycles, ail Interrupts are assumed to come from the 
local system and cascade addresses are not gated onto 
the system address bus. Additionally, the DEN signal Is 
not enabled since no I/O transfers occur on the system 
bus. If the local I/O bus is also buffered by transceivers, 
the PD EN signal is used to enable those transceivers. 
PDEN A.C. characteristics are identical to DEN with 
PDEN enabled for I/O references and DEN enabled for 
Instruction or memory data references. 

5. Ready Timing 

Ready timing based on address valid timing Is the same 
for maximum and minimum mode systems. The delay 
from 8288 command valid to RDY valid at the 8284 is 
TCLCL - TCLMLmax - TRIVCLmin = 130 ns. This time is 
available for external circuits to determine the need to 
insert wait states and d isable RDY or enable RDY to 
avoid wait states. INTA, all read commands and ad- 
vanced write commands provide this timing. The normal 
write command is not valid until after the RDY signal 
must be valid. Since both normal and advanced write 
commands are generated by the 8288 for all write 
cycles, the advanced write may be used to generate a 
RDY indication even though the selected device uses 
the normal write command. 

Since separate commands are provided for memory and 
I/O, no M/IO signal is specifically available as in the 
minimum mode to allow an eajiy 'wait state required' in- 
dication for I/O devices. The S2 status line, however is 
logically equivalent to the M/IO signal and can be used 
for this purpose. 

6. Other Considerations 

The RQ/GT timing is covered in the next section and will 
not be duplicated here. The only additional signals to be 
considered in the maximum mode are the queue status 
lines QSO, QS1. These signals are changed on the 
leading edge of each clock cycle (high to low transition) 
Including idle and wait cycles (the queue status Is in- 
dependent of the bus activity). External logic may sam- 
ple the lines on the low to high transition of each clock 
cycle. When sampled, the signals Indicate the queue ac- 
tivity in the previous clock cycle a nd the refore lag the 
CPU's activity by one cycle. The TEST Input require- 



ments are Identical to those stated for the minimum 
mode. 

To Inform the 8288 of HALT status when a HALT Instruc- 
tion Is executed, the 8086 will Initiate a status transition 
from passive to HALT status. The status change will 
cause the 8288 to emit an ALE pulse with an Indeter- 
minate address. Since no bus cycle is Initiated (no com- 
mand Is Issued), the results of this address will not af- 
fect CPU operation (I.e., no response such as READY is 
expected from the system). This allows external hard- 
ware to latch and decode all transitions in system 
status. 

3G. Bus Control Transfer (HOLD/HLDA and RQ/GT) 

The 8086 supports protocols for transferring control of 
the local bus between Itself and other devices capable 
of acting as bus masters. The minimum mode config- 
uration offers a signal level handshake similar to the 
8080 and 8085 systems. The maximum mode provides 
an enhanced pulse sequence protocol designed to op- 
timize utilization of CPU pins while extending the 
system configurations to two prioritized levels of alter- 
nate bus masters. These protocols are simply tech- 
niques for arbitration of control of the CPU's local bus 
and should not be confused with the need for arbitration 
of a system bus. 

1. MINIMUM MODE 

The minimum mode 8086 system uses a hold request In- 
put (HOLD) to the CPU and a hold acknowledge (HLDA) 
output from the CPU. To gain control of the bus, a 
device must assert HOLD to the CPU and wait for the 
HLDA before driving the bus. Whe n the 8086 can^ relin- 
quish the bus. It floa ts the RD, WR, INTA and M/IO com- 
mand lines, the DEN and DT/R bus control lines and the 
multiplexed address/data/status lines. The ALE signal is 
not three-stated. The CPU acknowledges the request 
with HLDA to allow the requestor to take control of the 
bus. The requestor must maintain the HOLD request ac- 
tive until it no longer requires the bus. The HOLD re- 
quest to the 8086 directly affects the bus interface unit 
and only Indirectly affects the execution unit. The CPU 
will continue to execute from its internal queue until 
either more Instructions are needed or an operand 
transfer is required. This allows a high degree of overlap 
between CPU and auxiliary bus master operation. When 
the requestor drops the HOLD signal, the 8086 will re- 
spond by dropping HLDA. The CPU will not re-drive the 
bus, command and control signals from three-state until 
it needs to perform a bus transfer. Since the 8086 may 
still be executing from Its Internal queue when HOLD 
drops, there may exist a period of time during which no 
device is driving the bus. To prevent the command lines 
from drifting below the minimum VIH level during the 
transition of bus control, 22K ohm pull up resistors 
should be connected to the bus command lines. The 
timing diagram in Figure 3G1 shows the handshake se- 
quence and 8086 timing to sample HOLD, float the bus, 
and enable/disable HLDA relative to the CPU clock. 

To guarantee valid system operation, the designer must 
assure that the requesting device does not assert con- 
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trol of the bus prior to the 8086 relinquishing control and 
that the device relinquishes control of the bus prior to 
the 8086 driving the bus. The HOLD request Into the 
8086 must be stable THVCH ns prior to the CPU's low to 
high clock transition. Since this input is not syn- 
chronized by the CPU, signals driving the HOLD Input 
should be synchronized with the CPU clock to 
guarantee the setup time is not violated. Either clock 
edge may be used. The maximum delay between HLDA 
and the 8086 floating the bus is TCLAZmax- 
TCLHAVmin = 70 ns. If the system cannot tolerate the 
70 ns overlap, HLDA active from the 8086 should be 
delayed to the device. The minimum delay for the CPU to 
drive the control bus from HOLD inactive is THVCHmin 
+ 3TCLCL=635 ns and THVCHmin + 3TCLCL + 
TCHCL = 701 ns to drive the multiplexed bus. If the 
device does not satisfy these requirements, HOLD inac- 
tive to the 8086 should be delayed. The delay from HLDA 
inactive to driving the busses is TCLCL-i-TCLCHmin~ 
TCLH AVmax = 1 58 ns for the control bus and 2TCLCL - 
TCLHAVmax = 240 ns for the data bus. 



1.1 Latency of HLDA to HOLD 

The decision to respond to a HOLD request Is made In 
the bus interface unit. The major factors that influence 
the de cision are the current bus activity, the state of the 
LOCK signal internal to the CPU (activated by the soft- 
ware LOCK prefix) and interrupts. 



The maximum delay under these conditions is: 



If the LOCK is not active, an interrupt acknowledge cy- 
cle is not in progress and the BlU (Bus Interface Unit) is 
executing a T4 or Tl when the HOLD request is received, 
the minimum latency to HLDA is: 



35 ns 
65 ns 
200 ns 
10 ns 

310 ns 



THVCH min (Hold setup) 
TCHCL min 

TCLCL (bus float delay) 
TCLHAV min (HLDA delay) 

@ 5 MHz 



34 ns 
200 ns 
82 ns 
200 ns 
160 ns 

677 ns 



(just missed setup time) 
delay to next sample 
TCHCL max 
TCLCL (bus float delay) 
TCLHAV max (HLDA delay) 

@5MHz 



If the BlU just Initiated a bus cycle when the HOLD Re- 
quest was received, the worst case response time is: 



34 ns 
82 ns 
7*200 
N*200 
160 ns 

1.676 MS 



THVCH Gust missed) 
TCHCL max 
bus cycle execution 
N wait states/bus cycle 
TCLHAV max (HLDA delay) 

@ 5 MHz, no wait states 



Note, the 200 ns delay for just missing is included in the 
delay for bus cycle execution. If the operand transfer is 
a word transfer to an odd byte boundary, two bus cycles 
are executed to perform the transfer. The BlU will not 
acknowledge a HOLD request between the two bus 
cycles. This type of transfer would extend the above 
maximum latency by four additional clocks plus N addi- 
tional wait states. With no wait states in the bus cycle, 
the maximum would be 2.476 microseconds. 

Altho ugh th e minimum mode 8086 does not have a hard- 
ware LOCK output, the software LOCK prefix may still 
be included in the instruction stream. The CPU internal- 
ly reacts to the LOCK prefix as would the maximum 
mode 8086. Therefore, the LOCK does not allow a HOLD 
request to be honored until completion of the instruc- 
tion following the prefix. This allows an instruction 
which performs more than one memory reference (ex. 
ADD [BX], CX; which adds CX to [BX]) to execute without 
another bus master gaining control of the bus between 
memory references. Since the LOCK signal is active for 
one clock longer than the instruction execution, the 
maximum latency to HLDA is: 




Figure 3G1. HOLD/HLDA Sequence 
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34 ns 


THVCH Gust miss) 


200 ns 


delay to next sample 


82 ns 


TCHCLmax 


(M + 1)*200ns 


LOCK Instruction execution 


200 ns 


set up HLDA (Internal) 


160 ns 


TCLHAV max (HLDA delay) 


(M*200ns) + 876 ns 


@ 5 MHz 



If the HOLD request Is made at the beginning of an Inter- 
rupt acknowledge sequence, the maximum latency to 
HLDA is: 



34 ns 


THVCH (just missed) 


82 ns 


TCHCL max 


2600 ns 


13 clock cycles for INTA 


160 ns 


TCLHAV max 



2.876^3 @ 5 MHz 

1.2 Minimum Mode DMA Configuration 



A typical use of the HOLD/HLDA signals In the minimum 
mode 8086 system is bus control exchange with DMA 
devices like the Intel 8257-5 or 8237 DMA controllers. 
Figure 3G2 gives a general Interconnect for this type of 
configuration using the 8237-2. The DMA controller 
resides on the upper half of the 8086's local bus and 
shares the A8-A15 demultiplexing address latch of the 
8086. All registers In the 8237-2 must be assigned odd 
addresses to allow Initialization and Interrogation by the 
CPU over the upper half of the data bus. The 8086 
RDA/VR commands must be demultiplexed to provide 
separate I/O and memory commands which are compati- 
ble with the 8237-2 commands. The AEN control from 
the 8237-2 must disable the 8086 commands from the 
command bus, disable the address latches from the 
lower (A0-A7) and upper (A19-A16) address bus and 
select the 8237-2 address strobe (ADSTB) to the A8-A15 
address latch, if the data bus Is buffered, a pull-up 
resistor on the DEN line will keep the buffers disabled. 
The DMA controller will only transfer bytes between 
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Figure 3G2. DMA Using the 8237-2 
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memory and I/O and requires the I/O devices to reside on 
an 8-bit bus derived from the 16-blt to 8-bit bus multiplex 
circuit given in Section 4. Addr ess lines A7-A0 are driven 
directly by the 8237 and BHE is generated by inverting 
AO. If A19-A16 are used, they must be provided by an ad- 
ditional port with either a fixed value or initialized by 
software and enabled onto the address bus by AEN. 

Figure 3G3 gives an interconnection for placing the 
8257 on the system bus. By using a separate latch to 
hold the upper address from the 8257-5 and connecting 
the outputs to the address bus as shown, 16-bit DMA 
transfers are provided. In this conf iguration, AEN 
simultaneously enables AO and BHE to allow word 
transfers. AEN still disables the CPU interface to the 
command and address busses. 

2. MAXIMUM MODE (RQ/GT) 

The maximum mode 8086 configuration supports a sig- 
nificantly different protocol for transferring bus control. 
When viewed with respect to the HOLD/HLDA sequence 
of the minimum mode, the protocol appears difficult to 
implement externally. However, It is necessary to under- 
stand the intent of the protocol and its purpose within 
the system architecture. 



2.1 Shared System Bus (RQ/GT Alternative) 

The maximum mode RQ/GT sequence is Intended to 
transfer control of the CPU local bus between the CPU 
and alternate bus masters which reside totally on the 
local bus and share the complete CPU Interface to the 
system bus. The complete interface includes the ad- 
dress latches, data transceivers, 8288 bus controller and 
8289 multi master bus arbiter, if the alternate bus 
masters in the system do not reside directly on the 8086 
local bus, system bus arbitration is required rather than 
local CPU bus arbitration. To satisfy the need for multi- 
master system bus arbitration at each CPU's system in- 
terface, the 8289 bus arbiter should be used rather than 
the CPU RQ/GT logic. 

To allow a device with a simple HOLD/HLDA protocolto 
gain control of a single CPU system bus, the circuit in 
Figure 3G4 could be used. The design is effectively a 
simple bus arbiter which isolates the CPU from the 
system bus when an alternate bus ma ster issues a 
HOLD request. The output of the circuit, AEN (Address 
ENable), disables the 8288_and 8284 w hen the 8086 in- 
dicates idle status (S0,S1 ,82 = 1), LOCK is not active and 
a HOLD request is active. With AEN Inactive, the 8288 
three-states the command outputs and disables DEN 
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Figure 3G3. 8086 MIn System, 8257 on System Bus 16-Bit Transfers 
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which three-states the data bus transceivers. AEN must 
also three-state the address latch (8282 or 8283) outputs. 
These actions remove the 8086 from the system bus and 
allow the requesting device to drive the system bus. The 
AEN signal to the 8284 disables the ready Input and 
forces a bus cycle Initiated by the 8086 to wait until the 
8086 regains control of the system bus. The CPU may 
actively drive Its local bus during this Interval. 

The requesting device will not gain control of the bus 
during an 8086 Initiated bus cycle, a lock ed Instr uction 
or an Interrupt acknowledge cycle. The LO CK signal 
from the 8086 is active between INTA cycles to 
guarantee the CPU maintains control of the bus. Unlike 
the minimum mode 8086 HOLD response, this arbitra- 
tion circuit allows the requestor to gain control of the 
bus between consecutive bus cycles which transfer a 
word operand on an odd address boundary and are not 
locked. Depending on the characteristics of the re- 
questing device, any of the 74LS74 outputs can be used 
to generate a HLDA to the device. 

Upon completion of its bus operations, the alternate bus 
master must relinquish contr ol of the system bus and 
drop the HOLD request. After AEN goes inactive, the ad- 
dress latches and data transceivers are enabled but, if a 
CPU initiated bus cycle is pending, the 8288 will not 
drive the command bus until a minimum of 105 ns or 
maximum of 27 5 ns later. If the system Is normally not 
ready, the 8284 AEN Input may immediately be enabled 
with ready returning to the CPU when the selected 
device complet es th e transfer. If the system is normally 
ready, the 8284 AEN input must be delayed long enough 
to provide access time equivalent to a normal bus cycle. 
The 74LS74 latches in the design provide a minimum of 
TCLCHmin for the alternate device to float the system 
bus after releasing HOLD. They also provide 2TCLCL ns 
address access and 2TCLCL-TAEVCHmax ns (8288 
command enable delay) command access prior to ena- 
bling 8284 ready detection. If HLDA is generated as 
shown in Figure 3G4, TCLCL ns are available for the 
8086 to release the bus prior to issuing HLDA while 
HLDA is dropped almost immediately upon loss of 
HOLD. 



A circuit configuration for an 8257-5 using this tech- 
nique to interface with a maximum mode 8086 can be 
derived from Figure 3G3. The 8257-5 has Its own address 
latch for buffering the address lines A15-A8 and uses its 
AEN output to enable the latch onto the address bus. 
The maximum latency from HOLD to HLDA for this cir- 
cuit is dependent on the state of the system when the 
HOLD is issued. For an Idle system the maximum delay 
Is the propagation delay through the nand gate and R/S 
flip-flop (TD1) plus 2TCLCL plus TCLCHmax plus prop- 
agation delay of the 74LS74 and 74LS02 (TD2). For a 
locked Instruction It becomes: TD1-i-TD2 + (M + 2) 
*TCLCL-f TCLCHmax where M is the number of clocks 
required for execution of the locked instruction. For the 
interrupt acknowledge cycle the latency is 
TD1 +TD2 + 9 *TCLCL-i- TCLCHmax. 



2.2 Shared Local Bus (RQ/GT Usage) 

The RQ/GT protocol was developed to allow up to two In- 
struction set extension processors (co-processors) or 
other special function processors (like the 8089 I/O 
processor in local mode) to reside directly on the 8086 
local bus. Each RQ/GT pin of the 8086 supports the full 
protocol for exchange of bus control (Fig. 3G5). The se- 
quence consists of a request from the alternate bus 
master to gain control of the system bus, a grant from 
the CPU to indicate the bus has been relinquished and a 
release pulse from the alternate master when done. The 
two RQ/GT pins (RQ/GTO and RQ/GT1) are prioritized 
with RQ/GTO having the highest priority. The prioritiza- 
tion only occurs if requests have been received on both 
pins before a response has been given to either. For ex- 
ample, If a request is received on RQ/GT1 followed by a 
request on RQ/GTO prior to a grant on RQ/GT1 , RQ/GTO 
will gain priority over RQ/GT1. However, if RQ/GT1 had 
already received a grant, a request on RQ/GTO must wait 
until a release pulse is received on RQ/GT1. 

The request/grant sequence Interaction with the bus In- 
terface unit is similar to HOLD/HLDA. The CPU con- 
tinues to execute until a bus transfer for additional In- 
structions or data is required. If the release pulse is 
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Figure 3G4. Circuit to Translate HOLD into AEN Disable for Max Mode 8086 
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received before the CPU needs the bus, it will hot drive 
the bus until a transfer is required. 

Upon receipt of a request pulse, the 8Q86 floats tjhe 
multiplexed address, da ta and status bus , the SO, S1, 
and S2 status lines, the LOCK pin and RD. This action 
does not disable the 8288 command outputs from driv- 
ing the command bus and does not disable the address 
latches from driving the address bjis. The 8288_contains 
internal pull-up resistors on the SO, 31, and S2 status 
lines to maintain the passive state while the 8086 out- 
puts are three-state. The passive state prevents the 8288 
from Initiating any commands or activating DEN to 
enable the transceivers buffering the data bus. If the 
device issuing the RQ does not use the 8288, it must 
disab le th e 8288 command outputs by disabling the 
8288 AEN input. Also, address latches not used by the 
requesting device must be disabled. 
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2.3 RQ/GT Operation 

betailed timing of the RQ/GT sequence Is given In 
Figure 3G6. To request a transfer of bus control via the 
RQ/GT lines, the device must drive the line low for no 
nriore than one CPU clock interval to generate a request 
pulse. The pulse must be synchronized with the CPU 
clock to guarantee the appropriate setjjp and hold times 
to the clock edge which samples the RQ/GT lines in the 
CPU. After issuing a request pulse, the device must 
begin sampling for a grant pulse with the next low to 
high clock edge. Since the 8086 can respond with a 
grant pulse ln_the_dock cycle Immediately following the 
request, the RQ/GT line may not return to the positive 
level between the request and grant pulses. Therefore 
edge triggered logic is not valid for capturing a grant 
pulse. It also implies the circuitry which generates the 
request pulse must guarantee the request Is removed In 
time to detect a grant from the CPU. After receiving the 
grant pulse, the requesting device may drive the local 
bus. Since the 8086 does not float the address and data 
bus, LOCK or RD until the high to low clock transition 
following the low to high cjock transition the requestor 
uses to sample for the grant, the requestor should wait 
the float delay of the 8086 (TCLAZ) before driving the 
local bus. This precaution prevents bus contention dur- 
ing the access of bus control by the requestor. 

To return control of the bus to the 8086, the alternate 
bus master relinquishes bus control and Issues a 
release pulse_on the same RQ/GT li ne. Th e 8086 may 
drive the S0-S2 status lines, RD and LOCK, three clock 
cycles after detecting the release pulse and the ad- 
dress/data bus TCHCLmin ns (clock high time) after the 
status lines. The alternate bus master should be three- 
stated off the local bus and have other 8086 interface 
circuits (8288 and address latches) re-enabled within the 
8086 delay to regain control of the bus. 

2.4 RQ/GT Latency 

The RQ to GT latency for a single RQ/GT line Is similar 
to the HOLD to HLDA latency. The cases given for the 
minimum mode 8086 also apply to the maximum mode. 
For_each case the delay from RQ detection by the CPU 
to GT detection by the requestor is: 



Figure 3G5. 8086 RQ/GT Connections 



(HOLD to HLDA delay)-(THVCH-i-TCHCL-i-TCLHAV) 




NOTES: 
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Figure 3G6. Request/Grant Sequence 
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This gives a clocl< cycle maximum delay for an idle bus 
Interface. All other cases are the minimum mode result 
minus 476 ns. If the 8086 has previously Issued a grant 
on one of the RQ/GT lines, a request on the other RQ/GT 
line will not receive a grant until the first device releases 
the Interface with a release pu l se on its RQ/GT line. The 
delay from release on one RQ/GT line to a grant on the 
other is typically one clock period as shown in Fi gure 
3G7. Occasionally the delay from a release on RQ/GT1 



to a grant on RQ/GTo will take two clock cycles and Is a 
function of a pending request for transfer of control 
from the execution unit. The latency from request to 
grant when the interface Is under control of a bus 
master on the other RQ/GT line is a function of the other 
bus master. The protocol embodies no mechanism for 
the CPU to force an alternate bus master off the bus. A 
watchdog timer should be used to prevent an errant 
alternate bus master from 'hanging' the system. 
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Figure 3G7. Channel Transfer Delay 
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2.5 RQ/GT to HOLD/HLDA Conversion 

A circuit for translating a HOLD/HLDA liand-shake se- 
quence into a RQ/GT puise sequence is given in Figure 
3G8. After receiving tlie grant pulse, the HLDA is ena- 
bled TCHCLmin ns before the CPU has three-stated the 
bus. If the requesting circuit drives the bus within 20 ns 



of HLDA, it may be desirable to delay the acknowledge 
one clock period. The HLDA is dropped no later than one 
clock period after HOLD is disabled. The HLDA also 
drops at the beginning of the release pulse to provide 
2TCLCL-t-TCLCH forthe requestor to relinquish control 
of the status lines and 3TCLCL to float the remaining 
signals. 
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4. INTERFACING WITH I/O 

The 8086 Is capable of Interfacing with 8- and 16-bit I/O 
devices using either I/O Instructions or memory mapped 
I/O. The I/O Instructions allow the I/O devices to reside 
In a separate I/O address space while memory mapped 
I/O allows the full power of the instruction set to be 
used for I/O operations. Up to 64K bytes of I/O mapped 
I/O may be defined In an 8086 system. To the program- 
mer, the separate I/O address space Is only accessible 
with INPUT and OUTPUT commands which transfer data 
between I/O devices and the AX (for 16-bit data trans- 
fers) or AL (for 8-blt data transfers) register. The first 256 
bytes of the I/O space (0 to 255) are directly addressable 
by the I/O Instructions while the entire 64K is accessible 
via register indirect addressing through the DX register. 
The later technique Is particularly desirable for service 
procedures that handle more than one device by allow- 
ing the desired device address to be passed to the pro- 
cedure as a parameter. I/O devices may be connected to 
the local CPU bus or the buffered system bus. 

4A. Elght-BIt I/O 

Eight-bit I/O devices may be connected to either the up- 
per or lower half of the data bus. Assigning an equal 
number of devices to the upper and lower halves of the 
bus will distribute the bus loading. If a device Is con- 
nected to the upper half of the data bus, all I/O ad- 
dresses assigned to the device must be odd (A0= 1). If 
the device is on the lower half of the bus. Its addresses 
must be even (A0 = 0). The address assignment directs 
the eight-bit transfer to the upper (odd byte address) or 
lower (even byte address) half of the sixteen-bit data 
bus. Since AO will always be a one or zero for a specific 
device, AO cannot be used as an address input to select 
registers within a specific device. If a device on the 
upper half of the bus and one on the lower half are 
assigned addresses that diff er on ly in AO (adjacent odd 
and even addresses), AO and BHE must be conditions of 
chip select decode to prevent a write to one device from 
erroneously performing a write to the other. Several 
techniques for generating I/O device chip selects are 
given In Figure 4A1. 

The first technique (a) uses separate 8205's to generate 
chip selects for odd and even addressed byte periph- 
erals. If a word transfer Is performed to an even ad- 
dressed device, the adjacent odd addressed I/O device 
Is also selected. This allows accessing the devices In- 
dividually with byte transfers or simultaneously as a 
16-blt device with word transfers. Figure 4A1(b) restricts 
the chip selects to byte transfers, however a word 
transfer to an odd address will cause the 8086 to run two 
byte transfers that the decode technique will not detect. 
The third technique simply uses a single 8205 to 
generate odd and even device selects for byte transfers 
and will only select the even addressed eight-bit device 
on a word transfer to an even address. 

If greater than 256 bytes of the I/O space or memory 
mapped I/O is used, additional decoding beyond what Is 
shown In the examples may be necessary. This can be 
done with additional TTL, 8205's or bipolar PROMs (In- 
tel's 3605A). The bipolar PROMs are slightly slower than 
multiple levels of TTL (50 ns vs 30 to 40 ns for TTL) but 



provide full decoding in a single package and allow In- 
serting a new PROM to reconfigure the system I/O map 
without circuit board or wiring modifications (Fig. 4A2). 



-0|E2 



K EVEN ADDRESSED 

) WORD OR BYTE 
—1/ PERIPHERALS 



t^ 



Ao.2 Oo 

8205 

eT 

E2 
E3 



— N ODD ADDRESSED 
— I 7 BYTE PERIPHERALS 



Ao- 
BHE ■ 



Ao.2 Oo 

8205 

E2 

E3 07 



^ 



EVEN ADDRESSED 
BYTE PERIPHERALS 



t^ 



Ao.2 Oo 

8205 

eT 

E2 

E3 07 



—\ ODD ADDRESSED 
J BYTE PERIPHERALS 



(b) 




EVEN ADDRESSED 

PERIPHERALS 

(WORD/BYTE) 



ODD ADDRESSED 

PERIPHERALS 

(BYTE) 



Figure 4A1. Techniques for I/O Device Chip Selects 
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Figure 4A2. Bipolar PROM Decoder 



One last technique for interfacing with eight-bit periph- 
erals Is considered In Figure 4A3. The sIxteen-bit data 
bus is multiplexed onto an eight-bit bus to accom- 
modate byte oriented DMA or block transfers to memory 
mapped eight-bit I/O. Devices connected to this Inter- 
face may be assigned a sequence of odd and even ad- 
dresses rather than all odd or even. 
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Figure 4A3. 16- to 8*Bit Bus Conversion 



Figure 4C1. Decoding IVIemory and i/0 RD and WR Commands for 
IVIinimum IMode 8086 Systems 



4B. SixteenBit I/O 

For obvious reasons of efficient bus utilization and sim- 
plicity of device selection, sixteen-bit I/O devices should 
be assigned even addresses. To guarantee t he de vice is 
selected only for word operations, AO and SHE should 
be conditions of chip select code (Fig. 481). 



Linear select techniques (Fig. 4C2) for I/O devices can 
only be used with devices that either reside in the I/O ad- 
dress space or require more than one active chip select 
(at least one low active and one high active). Devices 
with a single chip select input cannot use linear select if 
they are memory mapped. This is due to the assignment 
of memory address space FFFFFOH-FFFFFFH to reset 
startup and memory space 00000H-003FFH to interrupt 
vectors. 




EVEN ADDRESSED 
WORD PERIPHERALS 




Figure 4B1. Sixteen-Bit i/0 Decode 



(a) SEPARATE I/O COMMANDS 



4C. General Design Considerations 

IVIIN/MAX, MEI^ORY I/O MAPPED AND LINEAR SELECT 

Since the minimum mode 8086 has common read and 
write commands for memory and I/O, If the memory and 
I/O address spaces overlap, the chip selects must be 
qualified by M/iO to determine which address space the 
devices are assigned to. This restriction on chip select 
decoding can be removed if the I/O and memory ad- 
dresses in the system do not overlap and_are properjy 
decoded; all I/O is memory mapped; or RD, WR and M/IO 
are decoded to provide separate memory and I/O 
read/write commands (Fig. 4C1). The 8288 bus controller 
in the maximum mode 8086 system generates separate 
I/O and memory commands in place of a M/IO signal. An 
I/O device is assigned to the I/O space or memory space 
(memory mapped I/O) by connection of either I/O or 
memory command lines to the command inputs of the 
device. To allow overlap of the memory and I/O address 
space, the device must not respond to chip select alone 
but must require a combination of chip select and a read 
or write command. 



ADDRESsi 

lines) 

m 


CS 

es 


I/O DEVICE 


WR 


WR 




(b) MULTIPLE CHIP SELE 


:ts 


Figure 4C2. Linear Seiec 


for I/O 



40. Determining I/O Device Compatibility 

This section presents a set of A.C. characteristics which 
represent the timing of the asynchronous bus interface 
of the 8086. The equations are expressed in terms of the 
CPU clock (when applicable) and are derived for 
minimum and maximum modes of the 8086. They repre- 
sent the bus characteristics at the CPU. 

The results can be used to determine I/O device re- 
quirements for operation on a single CPU local bus or 
buffered system bus. These values are not applicable to 
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a Multibus system bus interface. The requirements for a 
Multibus system bus are available In the Multibus Inter- 
face specification. 

A list of bus parameters, their definition and how they 
relate to the A.C. characteristics of Intel peripherals are 
given in Table 4D1. Cycle dependent values of the 
parameters are given in Table 4D2. For each equation, if 
more than one signal path is involved, the equation 
reflects the worst case path. 

ex. TAVRL(address valid before read active) = 

(1) Address from CPU to RD active 

(or) 

(2) ALE (to enable the address through the 
address latches) to RD active 

The worst case delay path Is (1). 

For the maximum mode 8086 configurations, TAVWLA, 
TWLWHA and TWLCLA are relative to the advanced 
write signal while TAVWL, TWLWH and TWLCL are 
relative to the normal write signal. 

TABLE 4D1. PARAMETERS FOR PERIPHERAL COMPATIBILITY 



TAVRL— Address stable before RD leading edge (TAR) 

TRHAX — Address hold after RD trailing edge (TRA) 

TRLRH- Read pulse width (TRR) 

TRLDV— Read to data valid delay (TRD) 

TRHDZ— Read trailing edge to data floating (TDF) 

TAVDV — Address to valid data delay (TAD) 

TRLRL- Read cycle time (TRCYC) 

TAVWL — Address valid before write leading edge (TAW) 

TAVWLA — Address valid before advanced write (TAW) 

TWHAX — Address hold after write trailing edge (TWA) 

TWLWH -Write pulse width (TWW) 

TWLWHA — Advanced write pulse width (TWW) 

TDVWH- Data set up to write trailing edge (TDW) 

TWHDX— Data hold from write trailing edge (TWD) 

TWLCL — Write recovery time (TRV) 

TWLCLA — Advanced write recovery time (TRV) 

TSVRL — Chip select stable before RD leading edge (TAR) 

TRHSX — Chip select hold after RD trailing edge (TRA) 

TSLDV — Chip select to data valid delay (TRD) 

TSVWL — Chip select stable before WR leading edge (TAW) 

TWHSX - Chip select hold after WR trailing edge (TWA) 

TSVWLA — Chip select stable before advanced write (TAW) 



Symbols in parentheses are equivalent parameters specified for 
Intel peripherals. 



In the given list of equations, TWHDXB is the data hold 
time from the trailing edge of write for the minimum 
mode with a buffered data bus. For this equation, 
TCVCTX cannot be a minimum for data hold and a max- 
imum for write Inactive. The maximum difference is 50 
ns giving the result TCLCH-50. If the reader wishes to 
verify the equations or derive others, refer to Section 3F 
for assistance with Interpreting the 8086 bus timing 
diagrams. 

Figure 4D1 shows four representative configurations 
and the compatible Intel peripherals (including wait 
states If required) for each configuration are given in 
Table 4D3. Configuration 1 and 2 are minimum mode 
demultiplexed bus 8086 systems without (1) and with (2) 
data bus transceivers. Configurations 3 and 4 are max- 
imum mode systems with one (3) and two (4) levels of ad- 
dress and data buffering. The last configuration is 
characteristic of a multi-board system with bus buffers 
on each board. The 5 MHz parameter values for these 
configurations are given in Table 4D4 and demonstrate 



the relaxed device requirements for even a large com- 
plex configuration. The analysis assumes all com- 
ponents are exhibiting the specified worst case param- 
eter values and are under the corresponding tem- 
perature, voltage and capacitlve load conditions. If the 
capacitive loading on the 8282/83 or 8286/87 Is less than 
the maximum, graphs of delay vs. capacitlve loading In 
the respective data sheets should be used to determine 
the appropriate delay values. 

TABLE 4D2. CYCLE DEPENDENT PARAMETER REQUIREMENTS 
FOR PERIPHERALS 



(a) Minimum Mode 

TAVRL=TCLCL+TCLRLmin-TCLAVmax = TCLCL-100 
TRHAX = TCLCL-TCLRHmax + TCLLHmin = TCLCL- 150 ; 
TRLRH = 2TCLCL - 60 = 2TCLCL- 60 
TRLDV = 2TCLCL-TCLRLmax-TDVCLmin=2TCLCL-195 
TRHDZ= TRHAVmIn = 155 ns 

TAVDV = 3TCLCL- TDVCLmin - TCLAVmax= 3TCLCL- 140 
TRLRL = 4TCLCL= 4TCLCL 

TAVWL=TCLCL+TCVCTVmin-TCLAVmax = TCLCL-100 
TWHAX = TCLCL+ TCLLHmin - TCVCTXmax = TCLCL- 110 
TWLWH = 2TCLCL- 40 = 2TCLCL- 40 

TDVWH = 2TCLCL + TCVCTXmin - TCLDVmax = 2TCLCL - 1 00 
TWHDX = TWHDZmin = 89 
TWLCL = 4TCLCL= 4TCLCL 

TWHDXB=TCLCHmin+(-TCVCTXmax+TCVCTXmin)= 
TCLCHmin-50 



Note: Delays relative to chip select are a function of the chip select 
decode technique used and are equal to: equivalent delay 
from address- chip select decode delay. 



(b) Maximum Mode 

TAVRL = TCLCL+ TCLMLmin - TCLAVmax = TCLCL- 100 

TRHAX = TCLCL- TCLMHmax + TCLLHmin= TCLCL- 40 

TRLRH = 2TCLCL- TCLMLmax + TCLMHmin = 2TCLCL- 25 

TRLDV = 2TCLCL-TCLMLmax- TDVCLmin = 2TCLCL- 65 

TRHDZ = TRHAVmIn =155 

TAVDV = 3TCLCL- TDVCLmin- TCLAVmax = 3TCLCL- 140 

TRLRL= 4TCLCL= 4TCLCL 

TAVWLA = TAVRL = TCLCL- 100 

TAVWL = TAVRL + TCLCL =2TCLCL- 100 

TWHAX = TRHAX = TCLCL -40 

TWLWHA = TRLRH = 2TCLCL- 25 

TWLWH = TRLRH - TCLCL = TCLCL - 25 

TDVWH = 2TCLCL+ TCLMHmin - TCLDVmax = 2TCLCL- 100 

TWHDX = TCLCHmln-TCLMHmax + TCHDZmin = TCLCHmin-30 

TWLCL = 3TCLCL= 3TCLCL 

TWLCLA = 4TCLCL= 4TCLCL 



TABLE 4D3. COMPATIBLE PERIPHERALS (5 MHz 8086) 



Configuration | 


Minimum Mode 


Maximum Mode | 


Unbuffered 


Buffered 


Buffered 


Fully Buffered 


8251A 


y* 


1W 


*^ 


y* 


8253-5 


v^ 


1W 


y^ 


(^ 


8255A-5 


t^ 


1W 


•^ 


y' 


8257-5 


»^ 


1W 


t^ 


t^ 


8259A 


... i^ 


•^ 


t^ 


»^ 


8271 


!/• 


1W 


t^ 


•^ 


8273 


y 


1W 


^ 


v^ 


8275 


(^ 


1W 


»^ 


»^ 


8279-5 


t^ 


1W 


t^ 


•^ 


8041A* 


t^ 


1W 


v^ 


y 


8741 A 


»^ 


1W 


»^ 


*/> 


8291 


^ 


^ 


^ 


>/• 


*lncludes other Intel peripherals based on the 8041^ 


(i.e., 8292, 8294, 


8295). 






v^ implies 


full operation with no wait states. 




W implies 


the number of wait states required. 
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TABLE 4D4. PERIPHERAL REQUIREMENTS FOR FULL SPEED 
OPERATION WITH 5 MHz 8086 



Configuration | 


Minimum Mode 


Maximum Mode 


Unbuffered 


Buffered 


Buffered 


Fully Buffered 


TAVRL 70 


72 


70 


58 


TRHAX 57 


27 


169 


141 


TRLRH 340 


320 


375 


347 


TRLDV 205 


150 


305 


261 


TRHDZ 155 


158 


382 


360 


TAVDV 430 


400 


400 


372 


TRLRL 800 


770 


800 


772 


TAVWL 70 


72 


270 


258 


TAVWLA — 


— 


70 


58 


TWHAX 97 


67 


169 


141 


TWLWH 360 


340 


175 


147 


TWLWHA - 


— 


375 


347 


TDVWH 300 


339 


270 


258 


TWHDX 88 


15 


95 


13 


TWLCL 800 


772 


600 


572 


TWLCLA — 


— 


800 


772 


TSVRL 52 


54 


. 52 


40 


TRHSX 50 


50 


171 


143 


TSLDV. 412 


382 


382 


354 


TSVWL 52 


54 


252 


240 


TWHSX 90 


90 


171 


143 


TSVWLA -- 


- 


52 


40 


— Not applicable. 



Peripheral compatibility is determined from the equa- 
tions given for the CPU by modifying them to account 
for additional delays from address latches and data 
transceivers in the configuration. Once the system con- 
figuration is selected, the system requirements can be 
determined at the peripheral Interface and used to 
evaluate compatibility of the peripheral to the system. 
During this process, two areas must be considered. 
First, can the device operate at maximum bus band- 
width and if not, how many wait states are required. Sec- 
ond, are there any problems that cannot be resolved by 
wait states. 

Examples of the first are TRLRH (read pulse width) and 
TRLDV (read access or RD active to output data valid). 
Consider address access time (valid address to valid 
data) for the maximum mode fully buffered configura- 
tion. 

TAVDV = 3TCYC-140 ns - address latch delay — 
address buffer delay — chip select decode delay — 2 
transceiver delays 

Assuming inverting latches, buffers and trans- 
ceivers with 22 ns max delays (8283, 8287) and a 
bipolar PROM decode with 50 ns delay, the result 

is: , ;; 

TAVDV = 322ns@ 5 MHz 



a. MINIMUM MODE 




b. MINIMUM MODE BUFFERED DATA AND COMMAND BUSSES 
M/RS 




Figure 4D1. 8086 System Configurations 
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c. MAXIMUM MODE BUFFERED DATA BUS 
CLK 




NOTE: FOR OPTIMUM PERFORMANCE WITH INTEL PERIPHERALS. AlOW (ADVANCED 
WRITE) SHOULD BE USED. 



d. MAXIMUM MODE DOUBLE BUFFERED SYSTEM 
CLK 




^ 



DEN 

8283 ' 1 



^ 



:<^ 



^ 



^ 



CS CMD 



:<=>: 



C: 



DATA S 



Figure 4D1. 8086 System Configurations (Con't) 



The result gives the address to data valid delay required 
at the peripheral (In this configuration) to satisfy zero 
wait state CPU access time. If the maximum delay 
specified for the peripheral is less than the result, this 
parameter is compatible with zero wait state CPU opera- 
tion. If not, wait states must be Inserted until TAVDV+ n 
* TCYC (n is the number of wait states) is greater than 
the peripherals maximum delay. If several parameters 
require wait states, either the largest number required 
should always be used or different transfer cycles can 
insert the maximum number required for that cycle. 

The second area of concern Includes TAVRL (address 
set up to read) and TWHDX (data hold after write). 
Incompatibilities In this area cannot be resolved by the 
insertion of wait states and may require either addi- 



tional hardware, slowing down the CPU (If the parameter 
is related to the clock) or not using the device. 

As an example consider address valid prior to advanced 
write low (TAVWLA) for the maximum mode fully buf- 
fered system. 

TAVWLA = TCYC -100 ns — address latch delay — 
address buffer delay — chip select decode delays- 
write buffer delay (minimum) 

Assuming inverting latches and buffers with 22 ns 
delay (8283, 8287) and an 8205 address decoder with 
18 ns delay 

TAVWLA = 38 ns which is the time a 5 MHz 8086 
system provides 
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4E. I/O Examples 

1. Consider an interrupt driven procedure for liandling 
multiple communication lines. On receiving an interrupt 
from one of the lines, the Invoked procedure polls the 
lines (reading the status of each) to determine which 
line to service. The procedure does not enable lines but 
simply services input and output requests until the 
associated output buffer is empty (for output requests) 
or until an input line is terminated (for the example only 
EOT is considered). On detection of the terminate condi- 
tion, the routine will disable the line. It is assumed that 
other routines will fill a lines output buffer and enable 
the device to request output or empty the Input buffer 
and enable the device to Input additional characters. 

The routine begins operation by loading OX with a count 
of the number of lines in the system and DX with the I/O 
address of the first line. The I/O addresses are assigned 
as shown in Figure 4E1 with 8251 A's as the I/O devices. 
The status of each line is read to determine If It needs 
service. If yes, the appropriate routine is called to Input 
or output a character. After servicing the line or if no 
service is needed, OX is decremented and DX is in- 
cremented to test the next line. After all lines have been 
tested and serviced, the routine terminates, if all inter- 
rupts from the lines are OR'd together, only one inter- 
rupt is used for all lines. If the interrupt is input to the 
CPU through an 8259A interrupt controller, the 8259A 
should be programmed in the level triggered mode to 
guarantee all line Interrupts are serviced. 

To service either an input or output request, the called 
routine transfers DX to BX, and shifts BX to form the off- 
set for this device into the table of input or output buf- 
fers. The first entry In the buffer is an index to the next 
character position in the buffer and Is loaded into the SI 
register. By specifying the base address of the table of 



DEVICE 1 
8251 A 



DEVICE 3 
8251A 



Di5-8 



< ^ ^ ^ 



■"•"<]= 



2^T^ 



^ 



DEVICE 
8251 A 



DEVICE 2 
8251 A 



DEVICES ARE CONNECTED TO THE UPPER AND 
LOWER HALVES OF THE DATA BUS. 



ADDRESS 








DEVICE 


DATA 




DEVICE 1 


DATA 




DEVICE 


CONTROUSTATUS 




DEVICE 1 


CONTROUSTATUS 




DEVICE 2 


DATA 




DEVICES 


DATA 




DEVICE 2 


CONTROUSTATUS 




DEVICE 3 


CONTROUSTATUS 


ETC. 


" 


" 



buffers as a displacement Into the data segment, the 
base -H index -H displacement addressing mode allows 
direct access to the appropriate memory location. 8086 
code for part of this example is shown in Figure 4E2. 

2. As a second example, consider using memory 
mapped I/O and the 8086 string primative instructions to 
perform block transfers between memory and I/O. By 
assigning a block of the memory address space 
(equivalent In size to the maximum block to be trans- 
ferred to the I/O device) and decoding this address 
space to generate the I/O device's chip select, the block 
transfer capability is easily implemented. Figure 4E3 
gives an interconnect for 16-blt I/O devices while Figure 
4E4 incorporates the 16-blt bus to 8-blt bus multiplexing 
scheme to support 8-bit I/O devices. A code example to 
perform such a transfer Is shown in Figure 4E5. 



; THIS CODE DEMONSTRATES TESTING DEVICE 




; STATUS FOR SERVICE, CONSTRUCTINQ THE 




; APPROPRIATE LINE BUFFER ADDRESS FOR INPUT 


; AND OUTPUT AND SERVICING AN INPUT 




; REQUEST 














CHECK STATUS: 


INPUT 


AL, DX 


; GET 8251 A STATUS. 




MOV 


AH, AL 






TEST 


AH, READ_OR_WRITE_STATUS 




JZ 


NEXT_IO 






CALL 


ADDRESS 






TEST 


AH. READ STATUS 






JZ 


WRITE_SERVICE 






CALL 


READ 






TEST 


AH, WRITE STATUS 






JZ 


NEXT_IO 




WRITE SERVICE: 


CALL 


WRITE 




NEXT 10: 


DEC 


CX 


; TEST IF DONE 




JNC 


EXIT 


; YES, RESTORE k RETURN. 




AND 


DX, MASK 


; REMOVE A1 AND 




ADD 


DX,3 


; INCREMENT ADDRESS. 




OR 


DX,2 


; SELECT STATUS FOR 




JMP 


CHECK_STATUS 


; NEXT INPUT. 


ADDRESS: 


AND 




: SELECT DATA 




MOV 


BH, DL 


; CONSTRUCT BUFFER 




INC 


BH 


; DISPLACEMENT FOR 




SHR 


BH 


; THIS DEVICE 




XOR 


BL, BL 


; BX IS THE DISPLACEMENT. 




RET 






READ: 


INPUT AL, DX 


; READ CHARACTER. 




MOVS 


,READ BUFFERS [BX] ; QET CHARACTER POINTER. 




MOVREAD_BUFFERS[BX + 


SI],AL ; STORE CHARACTER. 




INC READ_BUFFERS (BX] 


; INCR CHARACTER POINTER. 




CMP AL, EOT 


; END OF TRANSMISSION? 




JNZCONT READ 






CALL DISABLE READ 


; YES, DISABLE RECEIVER. 




CONT. 


.READ: RET 


; SEND MESSAGE THAT INPUT 
; IS READY. 






Figure 4E2. 



A19.8 ^ 



I/O CHIP SELECT 




D16O 



TRANSFER 256 BYTE BLOCKS TO THE I/O DEVICE 
THE ADDRESS SPACE ASSIGNED TO THE I/O DEVICE IS 



FROM 
THRU 



-BASE 
-BASE 



Figure 4E1. Device Assignment 



MEMORY DATA NEED NOT BE ALIGNED TO EVEN ADDRESS BOUNDARIES 
I/O TRANSFERS MUST BE WORD TRANSFERS TO EVEN ADDRESS BOUNDARIES 

Figure 4E3. Blocit Transfer to 16-Bit I/O Using 8086 String Primatives 
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CHIP SELECT 
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::£> 



o.o<J: 



8286 
OR 
8287 



^ 



^ 



OR 
8287 



c 



5> 



8BIT 
DATA I/O 

DEVICE 



WR- 



A. 



ADDRESS ASSIGNMENT SAME AS PREVIOUS EXAMPLE. 16BIT BUS IS 
MULTIPLEXED ONTO AN SBIT PERIPHERAL BUS. 



Figure 4E4. Block Transfer to 8-Bit I/O Using 8086 String Primatives 



; DEFINE THE I/O ADDRESS SPACE 
I/O SEGMENT 
ORG BLOCK_ADDRESS 
l/0_BLOCK: DW 128 DUP (?) 
I/O ENDS 

; ASSUME THE DATA IS FROM THE CURRENT 
; DATA SEGMENT 
CLD ;DF = FORWARD 

LES Dl, l/0_BLOCK_ADDRESS ; I/O BLOCK ADDRESS 

; CONTAINS THE ADDRESS 
: OF I/O BLOCK 
MOV CX, BLOCK_LENQTH 
MOV SI, SOURCE_ADDRESS 
MOVS I/O BLOCK ; PERFORM WORD TRANSFERS 

; END CODE EXAMPLE 

NOTE THE CODE IS CAPABLE OF PERFORMING BYTE TRANSFERS BY 
CHANGING THE I/O BLOCK DEFINITION FROM 128 WORD TO 256 BYTES 



number the device can accept, leaving the remaining ad- 
dress lines for chip enable/select decoding. To connect 
the devices directly to the multiplexed bus, they must 
have output enables. The output enable is also 
necessary to avoid bus contention In other configura- 
tions. Figure 5A1 shows the bus connections for ROM 
and EPROM memories. No special decode techniques 
are required for generating chip enables/selects. Each 
valid decode selects one device on the upper and lower 
halves of bus to allow byte and word access. Byte ac- 
cess Is achieved by reading the full word onto the bus 
with the 8086 only accepting the desired byte. For the 
minimum mode 8086, If RD, WR and M/IO are not decod- 
ed to form separate commands for memory and I/O, and 
the I/O space overlaps thje_ memory space assigned to 
the EPROM/ROM then M/IO (high active) must be a con- 
dition of chip enable/select decode. The output enable 
is controlled by the system memory read signal. 



HIGH BANK(BFil) 




Figure 4E5. Code for Biocit Transfers 



Figure 5.1. 8086 iMemory Array 



5. INTERFACING WITH MEMORIES 

Figure 5.1 is a general block diagram of an 8086 
memory. The basic characteristics of the diagram are 
the partitioning of the 16-blt word memory Into high and 
low 8-blt banks on the u pper and lower halves of the 
data bus and Inclusion of BHE and AO In the selection of 
the banks. Specific implementations depend on the type 
of memory and the system configuration. 

5A. ROM and EPROM 

The easiest devices to interface to the system are ROM 
and EPROM. Their byte format provides a simple bus In- 
terface and since they are read only devices, AO and 
BHE need not be Included In their chip enable/select 
decoding (chip enable is similar to chip select but addi- 
tionally determines if the device Is In active or standby 
power mode). The address lines connected to the 
devices start with A1 and continue up to the maximum 



CHIP SELECT 

08-15 

Ai.12 

RD 



Do„<J: 



^ 



O0.7 

2732 
Ao-ll 



^ 



OE 

Ao-ll 

2732 
O0.7 



<3 CE 



NOTE Ao AND BHE ARE NOT USED. 
Figure 5A1. EPROIM/ROM Bus Interface 
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static ROM's and EPROM's have only four parameters 
to evaluate vt/hen determining their compatibility to the 
system. The parameters; equations and evaluation tech- 
niques given in the I/O section are also applicable to 
these devices. The relationship of parameters Is given in 
Table 5A1. TACC and TOE are related to the same equa- 
tion and differ only by the delay associated with the chip 
enable/select decoder. As an example, consider a 2716 
EPROM memory residing on the multiplexed bus of a 
minimum mode configuration: 

TACC = 3TCLCL - 140 - address buffer delay = 430 ns 
(8282 = 30 ns max delay) 

TCE = TACC - decoder delay = 41 2 ns 
(8205 decoder delay =18 ns) 

TOE = 2TCLCL-195 = 205 ns 

TDF= =155 ns 



devices \N\Xh single chip selects and no output enables 
(2114, 2141, 2147). Figure 5B3 gives selection tech- 
niques for devices with chip selects and output enables. 



ADDRESS [ 




TABLE 5A1. EPROM/ROM PARAMETERS 



TOE — Output Enable to Valid Data ^ TRLDV 

TACC - Address to Valid Data = TAVDV 

TCE - Chip Enable to Valid Data = TSLDV 

TDF — Output Enable High to Output Float = TRHDZ 



The results are the times the system configuration re- 
quires of the component for full speed compatibility 
with the system. Comparing these times with 2716 
parameter limits indicates the 2716-2 will work with no 
wait states while the 2716 will require one wait state. 
Table 5A2 demonstrates EPROM/ROM compatibility for 
the configurations presented in the I/O section. Before 
designing a ROM or EPROM memory system, refer to 
AP-30 for additional information on design techniques 
that give the system an upgrade path from 16K to 32K 
and 64K devices. 

TABLE 5A2. COMPATIBLE EPROM/ROM (5 MHz 8086) 



Configuration 




Maximum Mode | 


Unbuffered 


Buffered 


Buffered 


Fuily Buffered 


2716-1 


*^ 


■ ■ ■ ■ ^ 


t^ 


1^ 


2716-2 


»^ 


1W 


1W 


1W 


2732 


1W 


1W 


1W 


1W 


2332 


t^ 


*^ 


k^ 


•^ 


2364 


t^ 


t^ 


»> 


»^ 



SB. Static RAM 

Interfacing static RAM to the system introduces several 
new requirements to the memory design. AO and BHE 
must be included in the chip select/chip enable 
decoding of the devices and write timing must be con- 
sidered in the compatibility analysis. 

For each device, the data bus connections must be 
restricted to either the upper or lower half of the data 
bus. Devices like the 2114 or 2142 must not straddle the 
upper and lower halves of the data bus (Fig. 5B1). To 
allow selecting either the upper byte, lower byte or full 
16-bit word for a write operation, BHE must be a condi- 
tion of decode for selecting the upper byte and AO must 
be a condition of decode for selecting the lower byte. 
Figure 5B2 gives several selection techniques for 



Figure 5B1. Incorrect Connection of 2142 Across Byte Boundaries 

The first group requires inclusion of AO and BHE to 
decode or enable the chip selects. Since these 
memories do not have output enables, read and write 
are used as enables for chip select generation to pre- 
vent bus contention. If read and write are not used to 
enable the chip selects, devices with common input/out- 
put pins (like the 2114) will be subjected to severe bus 
contention between chip select and write active. For 
devices with separate input/output lines (like 2141, 
2147), the outputs can be externajiy buffered with the 
buffer enable controlled by read, this solution will only 
allow bus contention between memory devices in the ar- 
ray during chip select transition periods. These tech- 
niques are considered In more detail in Section 2C. 

For device s wit h output enables (2142), write may be 
gated with BHE and AO to provide upper and lower bank 
write strobe s. Th is simplifies chip select decoding by 
eliminating BHE and AO as a condition of decode. 
Although both devices are selected during a byte write 
operation, only one will receive a write strobe. No bus 
contention will exist during the write since a read com- 
mand must be issued to enable the memory output 
drivers. 

If multiple chip selects are available at the device, BHE 
and AO may directly control device selection. This 
allows normal chip select decoding of the address 
space and direct connection of the read and write com- 
mands to the devices. Alternately, the multiple chip 
select inputs of the device could directly decode the ad- 
dress space (linear select) and be combined with the 
separate write strobe technique to minimize the control 
circuitry needed to generate chip selects. 

As with the EPROM's and ROM's, if separate commands 
are not provided for memory and I/O in the mjnimum 
mode 8086 and the address spaces overlap, M/IO (high 
active) must be a condition of chip select decode. Also, 
the address lines connected to the memory devices 
must start with A1 rather than AO. 
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(C) LINEAR CHIP SELECT USED WITH HIGH 
AND LOW BANK WRITE STROBES 



Figure 5B2. Generating Chip Selects for Devices without Output 
Enabies 



Figure 5B3. Chip Selection for Devices with Output Enabies 
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For analysis of RAM compatibility, the write timing 
parameters listed in Table 5B1 may also need to be con- 
sidered (depending on the RAM device being consid- 
ered). The CPU clock relative timing is given in Table 
5B2. The equations specify the device requirements at 
the CPU and provide a base for determining device re- 
quirements In other configurations. As an example con- 
sider the write timing requirements of a 2142 In a max- 
imum mode buffered 8086 system (Figure 5B4). The 
2142 write parameters that must be analyzed are TWA 
advanced write pulse width, TWR write release time, 
TDWA data to write time overlap and TDH data hold 
from write time. 

TWA = 2TCLCL- TCLMLmax + TCLMHmin = 375 ns. 
TWR = 2TCLCL-TCLMHmax + TCLLHmin + TSH0Vmin= 170 ns. 
TDWA = 2TCLCL- TCLDVmax + TCLMHmin - TlVOVmax = 265 ns. 
TDH = TCLCH-TCLMHmax + TCHDXmin + TIVOVmin = 95 ns. 

TABLE 5B1. TYPICAL WRITE TIMING PARAMETERS 



TW- 


Write Pulse Width 


TWR- 


- Write Release (Address Hold From End of Write) 


TDW- 


- Data and Write Pulse Overlap 


TDH- 


- Data Hold From End of Write 


TAW- 


- Address Valid to End of Write 


TCW- 


- Chip Select to End of Write 


TASW 


— Address Valid to Beginning of Write 



additional information on the 8202, refer to the 8202 
data sheet (9800873) and application note AP-45 Using 
the 8202 Dynamic RAM Controller (9800809A). 
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Figure 5B4. Sample Configuration for Compatibility Analysis Example 



TABLE 5B2. CYCLE DEPENDENT WRITE PARAMETERS 
FOR RAM MEMORIES 



(a) Minimum Mode 

TW = TWLWH = 2TCLCL - 60 = 340 ns 

TWR = TCLCL- TCVCTXmax + TCLLHmIn = 90 ns 

TDW = 2TCLCL- TCLDVmax + TCVCTXmin = 300 ns 

TDH = TWHDX = 88 ns 

TAW = 3TCLCL- TCLAVmax + TCVCTXmin = 500 ns 

TCW = TAW- Chip Select Decode 

TASW = TCLCL- TCLAVmax + TCVCTXmin = 100 ns 

(b) Maximum Mode 

TW = TCLCL- TCLMLmax-f TCLMHmin = 175 ns 

TWR = TCLCL -TCLMHmax + TCLLHmin= 165 ns 

TDW = TW= 175 ns 

TDH = TCLCHmin - TCLMHmax + TCHDXmin = 93 ns 

TAW = 3TCLCL- TCLAVmax + TCLMHmin = 500 ns 

TCW = TAW -Chip Select Decode 

TASW = 2TCLCL- TCLAVmax + TCLMLmin = 300 ns 

TWA* = TW + TCLCL =375 ns 

TDWA* = 2TCLCL-TCLbVmax + TCLMHmin = 300 ns 

TASWA* = TASW- TCLCL = 100 ns 



'Relative to Advanced Write. 



Comparing these results with the 2142 family indicates 
the standard 2142 write timing is fully compatible with 
this 8086 configuration. Read timing analysis is also 
necessary to completely determine compatibility of the 
devices. 

50. Dynamic RAM 

Dynamic RAM is perhaps the most complex device to 
design into a system. To relieve the engineer of most of 
this burden, Intel provides the 8202 dynamic RAM con- 
troller as part of the 8086 family of peripheral devices. 
This section will discuss using the 8202 with the 8086 to 
build a dynamic memory system for an 8086 system. For 



5.C.1 Standard 8086-8202 Interconnect 

Figure 5.C.1.1 shows a standard interconnection for an 
8202 into an 8086 system. The configuration accom- 
modates 64K words (128K bytes) of dynamic RAM ad- 
dressable as words or bytes. To access the RAM, the 
8086 initiates a bu s cycle with an address that selects 
the 82 02 (via P CS) and the appropriate transfer com- 
mand (MRDC or MWTC). If the 8202 is not performing a 
refresh cycle, the access starts immediately, othe rwise, 
the 8086 must wait for completion of the refresh. XACK 
from the 8202 is connected to the 8284 RDY input to 
force the CPU to wait until the RAM cycle is completed 
before the CPU can terminate the bus cycle. This effec- 
tively synchronizes the asynchronous events of refresh 
and CP U bus cycles. The normal write command 
(MWTC) Is used rather than the advanced command 
(AMWC) to guarantee the data is valid at the dynamic 
RAMS before the write command Is issued. The gating 
of WE with AO and BHE provides selective write strobes 
to the upper and lower banks of memory to allow byte 
and word write operations. The logic which generates 
the strobe for the data latches allows read data to prop- 
agate to the system as soon as the data is av ailable and 
latches the data on the traHIng edge of CAS. 

DETAILED TIMING 

Read Cycle 

For no wai t state operation, the 8086 requires data to be 
valid from MRDC In: 

2TCLCL~TCLML-TDVCL- buffer delays = 291 ns. 

Since the 8 202 is CAS access limited, we need only ex- 
amine CAS access time. The 8202/2118 guarantees data 
valid from 8202 RD low to be: 

(tph + 3tp+ 100 ns) 8202 TCC delay 4-TCAC for the 2118 
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Figure 5C1.1. 5 MHz 8086/8202/1 28K Byte System — Double Data, Control and Address Buffering (Note: Bus driver on 8202 is not needed if less 
than 64K bytes are used) 



For a 25 MHz 8202 and 2118-3, we get 297 ns which Is in- 
sufficient for no wait state operation. If only 64K^ytes 
are accessed, the 8202 requires only (tph + 3tp + 85 ns) 
giving 282 ns access and no wait states required. Refer 
to Figure 5.C.1.2 and 5C.1.3 for timing information on 
the 8202 and 2118. 

Write Cycle 

An Important consideration for dynamic RAM write 
cycle s is to guarantee data to the RAM is vali d when 
both CAS and WE are active. For tlTe^2118, If WE Is valid 
prior to CAS, the data setup Is to CAS and if CAS is valid 
before WE (as would occur during a read modify w rite 
cycle) the data setup time is to WE. For the 8202, the WR 
to CAS delay Is analyzed to determine the data setup 
tim e to CAS inherently provided by the 8202 command 
to R AS/CAS timing. The minimum delay from WR to" 
CAS is: 

TCCmin = tph + 2tp-i- 25=127 ns @ 25 MHz 

Subtracting buffer delays and data setup at the 2118, 
we have 83 ns to generate valid data after the write 
command is Issued by the CPU (in this case the 8288). 
Since the 8086 will not guarantee valid data until 
TCLAVmax-TCLMLmln = 100 ns from the advanced 



write signal, the normal write signal Is used. The normal 
write MWTC guarantees data Is valid 100 ns before It is 
active. The worst case write pulse width is approximate- 
ly 175 ns which is sufficient for all 2118's. 

Synchronization 



To for ce the 8086 to wait during refresh the XACK or 
SACK lines must be returjied t o the 8284 ready Input. 
The maximum delay from RD to SACK (If the 8202 is not 
performing refresh) Is TAC = tp + 40 = 80 ns. To prevent 
a wait state at the 8086, RDY must be valid at the 8284 
TCLCHmln-TCLMLmax-TR1VCLmax = 48 ns after 
the command is active. This Implies that under worst 
case conditions, one wai t state will be inserted for every 
read cycle. Since MWTC does not occur until one clock 
later, two wait states may be Inserted for writes. 



The XACK from command delay will assert RDY TCC + 
TCX = (tph + 3tp+100) + (5tp + 20) = 460 ns after the 
command. This will typically Insert one or two wait 
states. 

Unless 2118-3's are used in 64K byte or less memories, 
SACK must not be used since It does not guarantee a 
wait state. From the previous access time analysis we 
saw that other configurations required a wait state. 
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Figure 5C1.2. 8202 Timing Information 
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A.C. CHARACTERISTICS 

Ta= O'C to 70°C, Vcc = 5V± 10% 
Loading: SACR .X ACR 

WE 
CAS 



Measurements made with respect to RASi - RAS4, CAS, 
WE, OUTo- OUTe are at 2.4V and 0.8V. All other pins are 
measured at 1.5V. 



CL= 30 pF 
CL=320pF 
CL=230pF 
CL=450pF 
CL = 640pF 



Symbol 


Parameter 


Min 


Max 


Units 


tp 


Clock (Internal/External) Period (See Note 1) 


40 


54 


ns 


tRC 


Memory Cycle Time 


10tp-30 


12 tp 


ns 


tpAH 


Row Address Hold Time 


tp-10 




ns 


tASR 


Row Address Setup Time 


tpH 




ns 


tCAH 


Column Address Hold Time 


5tp 




ns 


Use 


Column Address Setup Time 


tp-35 




ns 


tpCD 


RAS to CAS Delay Time 


2tp-10 


2tp + 45 


ns 


twos 


WE Setup to CAS 


tp-40 




ns 


tRSH 


RAS Hold Time 


5tp-30 




ns 


tcAS 


CAS Pulse Width 


5tp-30 




ns 


tpp 


RAS Precharge Time (See Note 2) 


4tp-30 




ns 


twCH 


WE Hold Time to CAS 


5 tp-35 




ns 


tpEF 


Internally Generated Refresh to Refresh Time 
64 Cycle 
128 Cycle 


548 tp 
264 tp 


576 tp 
288 tp 


ns 
ns 


tCR 


RD, WR to RAS Delay 


tpH + 30 


tpH + tp+75 


ns 


tec 


RD, WR to CAS Delay 


tpH + 2tp+25 


tpH + 3tp+100 


ns 


tRFR 


REFRQ to RAS Delay 


1.5tp+30 


2.5tp+100 


ns 


tAS 


Ao— Ai5 to RD, WR Setup Time (See Note 4) 







ns 


teA 


RD, WR to SACK Leading Edge 




tp+40 


ns 


teK 


RD, WR to XACK, SACK Trailing Edge Delay 




30 


ns 


tKeH 


RD, WR Inactive Hold to SACK Trailing Edge 


10 




ns 


tse 


RD, WR, PCS to X/CLK Setup Time (See Note 3) 


15 




ns 


tex 


CAS to XACK Time 


5 tp-40 


5tp + 20 


ns 


tACK 


XACK Leading Edge to CAS Trailing Edge Time 


10 




ns 


txw 


XACK Pulse Width 


2tp-25 




ns 


tLL 


REFRQ Pulse Width 


20 




ns 


teHS 


RD, WR, PCS Active Hold to RAS 







ns 


tww 


WR to WE Propagation Delay 


8 


50 


ns 


tAL 


Si to ALE Setup Time 


40 




ns 


tLA 


Si to ALE Hold Time 


2tp+40 




ns 


tpL 


External Clock Low Time 


15 




ns 


tpH 


External Clock High Time 


22 




ns 


tpH 


External Clock High Time for Vcc = 5V±5% 


18 




ns 



Notes: 

1. tp minimum determines maximum oscillator frequency. 
tp maximum determines minimum frequen cy to maintain 2 ms refresh rate and tRp minimum. 

2. To achieve the minimum time between thie RAS of a n 
pulsed In the previous memory cycle. 

3. tsc is not required for proper operation which Is In agreement with the other specs, but can be used to synchronize external signals with X/eLK If it Is 
desired. 

4. If t/^s is less than then the only impact is that t/^sR decreases by a corresponding amount. 



a memory cycle and the RAS of a refresh cycle, such as a transparent refresh, REFRQ should be 



Figure 501.2. 8202 Timing infomnation (Con't) 
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NOTES: 1,2. V|h min AND Vil max ARE REFERENCE LEVELS FOR MEASURING TIMING OF 
INPUT SIGNALS. 
3,4. VoH MIN AND Vol max are reference LEVELS FOR MEASURING TIMING 
OF Dour- 

5. toFF IS MEASURED TO Iqut < |Iol|. 

6. tos AND toH ARE REFERENCED TO CAS OR WE, WHICHEVER OCCURS LAST. 
%. tRCH IS REFERENCED TO THE TRAILING EDGE OF SS& OR RSS, WHICHEVER 

OCCURS FIRST. 
8. tcRP REQUIREMENT IS ONLY APPLICABLE FOR RAD/CAS CYCLES 

PRECEDED BY A CSSONLY CYCLE (I.e., FOR SYSTEMS WHERE SSS HAS 
NOT BEEN DECODED WITH PJAS). 



Figure 5C1.3. 2118 Family Timing 
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A.C. CHARACTERISTICS^^'2.31 

TA = 0''Cto70'C, Vdo = 5V±107o, Vss = OV, unless otherwise noted. 

READ, WRITE, READMODIFYWRITE AND REFRESH CYCLES 





Parameter 


2118-3 


2118-4 


2118-7 


Unit 




Symbol 


MIn. 


Max. 


MIn. 


Max. 


MIn. 


Max. 


Notes 


*RAC 


Access Time From RAS 




100 




120 




150 


ns 


4,5 


*CAC 


Access Time from CAS 




55 




65 




80 


ns 


4,5,6 


^REF 


Time Between Refresh 




2 




2 




2 


ms 




tpp 


RAS Precharge Time 


110 




120 




135 




ns 




*CPN 


CAS Precharge Time (non-page cycles) 


50 




55 




70 




ns 




*CRP 


CAS to RAS Precharge Time 

















ns 




*RCD 


RAS to CAS Delay Time 


25 


45 


25 


55 


25 


70 


ns 


7 


^RSH 


RAS Hold Time 


70 




85 




105 




ns 




^CSH 


CAS Hold Time 


100 




120 




165 




ns 




^ASR 


Row Address Set-Up Time 

















ns 




^RAH 


Row Address Hold Time 


15 




15 




15 




ns 




tASC 


Column Address Set-Up Time 

















ns 




^CAH 


Column Address Hold Time 


15 




15 




20 




ns 




Ur 


Column Address Hold Time to RAS 


60 




70 




90 




ns 




tj 


Transition Time (Rise and Fall) 


3 


50 


3 


50 


3 


50 


ns 


8 


toFF 


Output Buffer Turn Off Delay 





45 





50 





60 


ns 




READ AND REFRESH CYCLES 


Trc 


Random Read Cycle Time 


235 




270 




320 




ns 




*ras 


RAS Pulse Width 


115 


10000 


140 


10000 


175 


10000 


ns 




^CAS 


CAS Pulse Width 


55 


10000 


65 


10000 


95 


10000 


ns 




tpcs 


Read Command Set-Up Time 

















ns 




^rch 


Read Command Hold Time 

















ns 




WRITE CYCLE 


tRC 


Random Write Cycle Time 


235 




270 




320 




ns 




^RAS 


RAS Pulse Width 


115 


10000 


140 


10000 


175 


10000 


ns 




tCAS 


CAS Pulse Width 


55 


10000 


65 


10000 


95 


10000 


ns 




^wcs 


Write Command Set-Up Time 

















ns 


9 


*WCH 


Write Command Hold Time 


25 


• 


30 




45 




ns 




^WCR 


Write Command Hold Time, to RAS 


70 




85 




115 




ns 




twp 


Write Command Pulse Width 


25 




30 




50 




ns 




^RWL 


Write Command to RAS Lead Time 


60 




65 




110 




ns 




^CWL 


Write Command to CAS Lead Time 


45 




50 




100 




ns 




tos 


Data-in Set-Up Time 

















ns 




tDH 


Data-in Hold Time 


25 




30 




45 




ns 




*DHR 


Data-in Hold Time, to RAS 


70 




85 




115 




ns 




READMODIFY-WRITE CYCLE 


^RWC 


Read-Modify-Write Cycle Time 


285 




320 




410 




ns 




*RRW 


RMW Cycle RAS Pulse Width 


165 


10000 


190 


10000 


265 


10000 


ns 




*CRW 


RMW Cycle CAS Pulse Width 


105 


10000 


120 


10000 


185 


10000 


ns 




^WD 


RAS to WE Delay 


100 




120 




150 




ns 


9 


^CWD 


CAS to WE Delay 


55 




65 




80 




ns 


9 



NOTES: 

1. All voltages referenced to Vss- 

2. Eight cycles are required after power-up or prolonged periods (greater than 2 ms) of RAS inactivity before proper device operation is achieved. Any 8 cycles which perform 
refresh are adequate for this purpose. 

3. A.C. Characteristics assume tj = 5 ns. 

4. Assume that tpcD ^ *RCD (f^^-)- '< Ircd '^ flreater than tpcD (f^iax.) then tR^c *'" increase by the amount that tRCD exceeds tpcD i^^^- 

5. Load = 2 TTL loads and 100 pF. 

6. Assumes tpcD > <RCD ("i^x.). 

7. tpQQ (max.) is specified as a reference point only; if tpcD '^ '^^s than tpcD (f^ax.) access time is tp/^Q, if tpco is greater than tpcD (max.) access time is tpcD + *CAC- 

8. tj is measured between V|h (min.) and W\\_ (max.). 

^- ^WCS> ^CWD ^"^ 'RWD ^''^ specified as reference points only, if lyrics ^ *WCS (min.) the cycle Is an early write cycle and the data out pin will remain high impedance 
throughout the entire cycle. If tQ^Q > ^CWD (min.) and tp\/yQ > tpwo (min.), the cycle is a read-modify-wrlte cycle and the data out will contain the data read from the 
selected address, if neither of the above conditions Is satisfied, the condition of the data out is indeterminate. 



Figure 5C1.3. 2118 Family Timing (Con't) 
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5.C.2 Enhanced Operation 

Two problems are evident from the previous investiga- 
tion: 

1) SACK timing from command will not allow reliable 
operation while XACK Is not active early enough to pre- 
vent wait states. 

2) The normal write command required to guarantee 
data setup Is not enabled until the CPU has sampled 
READY thereby forcing multiple wait states during write 
operations. 

The first problem could be resolved If an earl y comm and 
could be generated that would guarantee SACK was 



valid when READY was sampled and SACK to data valid 
satisfied the CPU requirements. Figure 5.C.2.1 Is acir- 
cult which provides an early read command derived from 
the maximum mode status. The early command is en- 
abled from the trailing edge of ALE and disabled on the 
trailing edge of the normal command. The command 
provides an additional TCHCLmin^TCHLLmax-i- 
TCLMLmax- circuit delays = 53ns of access time and 
time to generate RDY from the early command. If we go 
back to our previous equations, early command to valid 
data at the CPU is now: 

TCHCLmin - TCHLLmax + 2TCLCL -TDVCLmax - buf- 
fer and circuit delays = 333 ns 




Ti 
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T4 





















'J 



Figure 5C2.1. Early Read and Write Command Generation 
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We can now use the slowest 2118 which gives 8202 and 
2118 access of 320 ns. Early command to RDY timing Is 
TCLCL - TCHLLmax - circuit delays - TR1 VCLmax = 
115 ns and p rovide s 35 ns of margin beyond the 8202 
command to SACK delay. 

The write timing of the 8202 and write data valid timing 
of the 8086 do not allow use of an early write command. 
However, ITthe 8202 clock Is reduced from 25 M Hz to 20 
MHz and WE to the RA M's Is gated with CAS, the ad- 
vanced write command (A MWC ) may be used. At 20 MHz 
the minimum command to CAS delay Is 148 ns while the 
maximum data valid delay Is 144 ns. 

The reduced 8202 clock frequency still satisfies no wait 
state read operation from early read and will insert no 
more than one wait state for write (assuming no conflict 
with refresh). 20 MHz 8202 operation will however re- 
quire using the 2118-4 to satisfy read access time. 

Note that slowing the 8202 t o 22.2 MHz guarantees valid 
data within 10 ns after CAS and allows using the 2118-7. 
Since this analysis Is totally based on worst case 
minimum and maximum delays, the designer should 
evaluate the timing requirements of his specific Im- 
plementation. 



refresh. Delaying SACK until XACK time causes the 
CPU to enter wait states until the cyc le is completed. If 
the cycle is a read cycle, the XACK timing guarantees 
data Is valid at the CPU before RDY is issued to the CPU. 

The use of the early command signals also solves a 
problem not mentioned previously. The cycle rate of the 
8202 @ 20 MHz requires that commands (from leading 
edge to leading edge) be separated by a minimum of 695 
ns. The maximum mode 8086 however may issue a read 
command 600 ns after the normal write command. For 
the early read command and advanced write command, 
725 ns are guaranteed between commands. 




EARLY RD- 

^**^^~ ' - '« ^ WE TO RAMS 

■CAS 



It shou ld be noted that the 8202 SACK Is equivalent to 
XACK timing if the cycle being executed was delayed by 



Figure 5C2.2. Delayed Write to Dynamic RAIVIs 
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APPENDIX I 
BUS CONTENTION AND ITS EFFECT ON SYSTEM INTEGRITY 



SYSTEM ARCHITECTURE 

As higher performance microprocessors have become 
available, the architecture of microprocessor systems 
has been evolving, again placing demands on memory. 
For many years, system designers have been plagued 
with the problem of bus contention when connecting 
multiple memories to a common data bus. There have 
been various schemes for avoiding the problem, but 
device manufacturers have been unable to design inter- 
nal circuits that would guarantee that one memory 
device would be "off" the bus before another device 
was selected. With small memories (512x8 and 1Kx8), it 
has been traditional to connect all the system address 
lines together and utilize the difference between tAcc 
and tco to perform a decode to select the correct device 
(as shown in Figure 1). 



EPROM/ 
ROM 



\j 



\ DATA 



EPROM/ 
ROM 



u 



EPROM/ 
ROM 



U 



3 



EPROM/ 
ROM 



Figure 1. Single Control Line Architecture 



With the 1702A, the chip select to output delay was only 
100 ns shorter than the address access time; or to state 
it another way, the tAcc time was 1000 ns while the tco 
time was 900 ns. The 1702A tAcc performance of 1000 ns 
was suitable for the 4004 series microprocessors, but 
the 8080 processor required that the corresponding 
numbers be reduced to tAcc=450 ns and tco= 120 ns. 
This allowed a substantial improvement in performance 
over the 4004 series of microprocessors, but placed a 
substantial burden on the memory. The 2708 was 
developed to be compatible with the 8080 both in ac- 
cess time and power supply requirements. A portion of 
each 8080 machine cycle time had to be devoted to the 
architecture of the system decoding scheme used. This 
devoted portion of the machine cycle Included the time 
required for the system controller (8224) to perform its 
function before the actual decode process could begin. 

Let's pause here and examine the actual decode 
scheme that was used so we can understand how the 
control functions that a memory device requires are 
related to system architecture. 

The 2708 can be used to illustrate the problem of having 
a single control line. The 2708 has only one read control 



function, chip select (OS), which is very fast (tco=120 
ns) with respect to the overall access time (tAcc = 450 
ns) of the 2708. It is this time difference (330 ns) that is 
used to perform the decode function, as illustrated in 
Figure 2. The scheme works well and does notlimit 
system performance, but it does lead to the possibility 
of bus contention. 
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Figure 2. Single Line Control Architecture 



BUS CONTENTION 

There are actually two problems with the scheme 
described in the previous section. First, if one device in 
a multiple memory system has a relatively long deselect 
time, and a relatively fast decoder is used, it would be 
possible to have another device selected at the same 
time. If the two devices thus selected were reading op- 
posite data; that is, device number one reading a HIGH 
and device number two reading a LOW, the output tran- 
sistors of the two memory devices would effectively pro- 
duce a short circuit, as Figure 3 illustrates. In this case, 
the current path is from Vcc on device number one to 
GND on device number two. This current Is limited only 
by the "on" impedance of the MOS output transistors 
and can reach levels in excess of 200 mA per device. If 
the MOS transistors have a lot of "extra" margin, the 
current is usually not destructive; however, an instan- 
taneous load of 400 mA can produce "glitches" on the 
Vcc supply— glitches large enough to cause standard 
TTL devices to drop bits or otherwise malfunction, thus 
causing incorrect address decode or generation. 

The second problem with a single control line scheme is 
more subtle. As previously mentioned, there is only one 
control function available on the 2708 and any decoding 
scheme must use It out of necessity. In addition, any In- 
advertent changes in the state of the high order address 
lines that are inputs to the decoder will cause a change 
in the device that is selected. The result is the same as 
before— bus contention, only from a different source. 
The deselected device cannot get "off" the bus before 
the selected one is "on" the bus as the addresses rapid- 
ly change state. One approach to solving this problem 
would be to design (and specify as a maximum) devices 
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with toF time less than tco time, thereby assuring that if 
one device is selected while another is simultaneously 
being deselected, there would be some small (20 ns) 
margin. Even with this solution, the user would not be 
protected from devices which have very fast tco times 
(tco is specified as a maximum). 
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Figure 3. Results of Improper Timing when OR Tying Multiple 
Memories 



generate the unique device selecting function, but a 
separate and independent Output Enable (OE) control is 
now used to gate data "on" and "off" the system data 
bus. With this scheme, bus contention Is completely 
eliminated as the processor determines the time during 
which data must be present on the bus and then 
releases the bus by way of the Output Enable line, thus 
freeing the bus for use by other devices, either 
memories or peripheral devices. This type of architec- 
ture can be easily accomplished if the memory devices 
have two control functions, and the system Is im- 
plemented according to the block diagram shown In 
Figure 5. It differs from the previous block diagram 
(shown In Figure 1) in that the control bus, which Is con- 
nected to all memory Output Enable pins, provides 
separate and Independent control over the data bus. In 
this way, the microprocessor is always in control of the 
system; while in the previous system, the microproc- 
essor passed control to the particular memory device 
and then waited for data to become available. Another 
way to look at it Is, with a single control line the sytem Is 
always asynchronous with respect to microprocessor/ 
memory communications. By using two control lines, 
the memory Is synchronized to the processor. 



The only sure solution appears to be the use of an exter- 
nal bus driver/transceiver that has an independent 
enable function. Then that function, not the "device 
selecting function," or addresses, could control the 
flow of data "on" and "off" the bus, and any contention 
problems would be confined to a particular card or area 
of a large card. In fact, many systems are Implemented 
that way— the use of bus drivers is not at all uncommon 
In large systems where the drive requirements of long, 
highly capacltlve interconnecting lines must be taken 
into consideration— It also may be the reason why more 
system designers were not aware of the bus contention 
problem until they took a previously large (multlcard) 
system and, using an advanced micorprocessor and 
higher density memory devices, combined them all on 
one card, thereby eliminating the requirement for the 
bus drivers, but experiencing the problem of bus con- 
tention as described above. 
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THE MICROPROCESSOR/MEMORY INTERFACE 

From the foregoing discussion, it becomes clear that 
some new concepts, both with regard to architecture 
and performance are required. A new generation of two 
control line devices is called for with general require- 
ments as listed below: 

1. Capability to control the data "on" and "off" the 
system bus, independent of the device selecting func- 
tion identified above. 

2. Access time compatible with the high performance 
microprocessors that are currently available.. 

Now let's examine the system architecture that Is re- 
quired to Implement the two line control and prevent 
bus contention. This Is shown in the form of a timing 
diagram (Figure 4). As before, addresses are used to 
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INTRODUCTION 

Real-time software systems differ markedly from batch 
processing systems. An external signal indicating that 
it is time for an hourly log or an interrupt caused by an 
emergency condition is an event usually not encoun- 
tered in batch processing. Because real-time control 
systems of all types share a number of characteristics, 
it is possible to develop flexible operating systems 
which will meet the needs of a great majority of real- 
time applications. Intel Corporation has developed such 
a system, the RMX/80tm system, for the ISBCtm line of 
8080/85 based single board computers. Thus, the user is 
released from the chore of designing an operating 
system and is free to concentrate his efforts on the 
applications software for the individual tasks and 
merely integrate them into a pre-existing system. 

But what if a user does not need all the capabilities of an 
RMX/80^'^ system or wants a different hardware con- 
figuration than an iSBC"'^'^ computer? This application 
note contains a set of PL/M-86 procedures designed to 
be used in medium-complexity 8086 real-time systems. 

A normal control system can be broken down into a 
number of concurrently executable tasks. The CPU can 
be running only one task at any instant of time but the 
speed of the processor often makes concurrent tasks 
appear to be running simultaneously. Breaking the soft- 
ware functions into separate concurrent tasks Is the job 
of the designer/programmer. Once this is done there re- 
mains the problem of integrating these tasks with a 
supervisory program which acts as a traffic cop in the 
scheduling and execution of the separate tasks. This 
note discusses a set of PL/M-86 procedures to imple- 
ment the supervisory program function. 

A minimum operating system might (like Its batch proc- 
essing cousin) have only a queue for ready tasks (tasks 
waiting to be executed). Any task that becomes ready is 
put on the bottom of the queue and when a running task 
is finished, the task on the top of the queue is started. 
Any interrupt causes the state of the system to be 
saved, an interrupt routine to be executed, the state of 
the system to be restored, and execution of the inter- 
rupted program to continue. The interrupt routine might 
(or might not) put a new task on the ready queue. This 
approach has worked well for many simple control 
systems, especially in the single-chip computer area. 
But what features are lacking in this approach that are 
necessary (or at least nice)? 

1. A system of priorities is often needed. All waiting 
ready tasks must be executed sooner or later but some 
tasks need immediate attention while others can be run 
when there is nothing else to do. If a midnight monthly 
report, due for completion by 8 a.m. the next day, is in 
the process of printing at 1 a.m. and a fire alarm occurs, 
it is reasonable to assume that the fire alarm has higher 
priority since the fire could conceivably render the 
monthly report irrelevant. 



There are a number of ways in which to assign priorities. 
Tasks are usually numbered and may be assigned 
priorities according to their ascending (or descending) 
numbers. They could instead be grouped into a number 
of priority levels, with tasks on the same level having 
equal priorities. The latter approach is taken in this 
application note. 

Assume that a monthly report is being printed and an 
alarm occurs in the external world that, because of its 
importance, must be attended to immediately. The inter- 
rupt routine, executed as a result of the alarm input, 
should not automatically return to the interrupted log- 
ging routine but instead should call a preempt routine 
which checks to see if a higher priority task is ready for 
execution. The reason for this is that the monthly report 
routine, if returned to, has no way of "knowing" that a 
higher priority task is waiting to be executed. The alarm 
output task has been readied by the interrupt routine 
and since it is known to be higher priority than the log- 
ging task, it is executed first, thereby immediately 
signaling the system operator that there has been an 
alarm. It then returns to the logging task provided that 
there are no further high priority tasks waiting to be exe- 
cuted. The logging printer may not have even paused 
during the alarm output task. The computer appears to 
human beings to be executing concurrent tasks 
simultaneously. 

Of course, the alarm output function could be performed 
inside the interrupt procedure. But sooner or later, the 
designer will encounter a worst case situation in which 
there is not enough time to execute all required tasks 
between interrupts, and the system will fall behind in 
real-time. It is much cleaner to make the interrupt pro- 
cedures as short as possible and stack up tasks to be 
executed than to stack up interrupt procedures. 

2. Another feature that might be necessary is a capabil- 
ity to put a task to sleep for a known period of real time. 
Assume a relay output must remain closed for one sec- 
ond. Most real-time systems cannot tolerate the dedica- 
tion of the CPU to such a trivial task for that length of 
tinne so a system of programmable dynamic delays 
could be implemented. This application note imple- 
ments such a system. 

Although the PL/M-86 procedures here have been de- 
bugged and tested, it is assumed that the user will vvant 
to change, add, or delete features as needed. This appli- 
cation note is intended to present ideas for a logical 
structure of procedures that, because they are written in 
PL/M-86, can be easily modified to user requirements. 
Each procedure will be discussed in detail and Integra- 
tion and optional features will be presented. 

PL/M-86 

PLM-86 is a block structured high level language that 
allows direct design of software modules. Using 
PL/M-86, designers can forget their assembly level 
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coding problems and design directly-in a subset of the 
English language. The 8086 architecture was designed 
to accommodate highly structured languages and the 
PLM-86 compiler is quite efficient in the generation of 
machine code. 

PLM-86 STRUCTURE 

PL/M-86 automatically keeps track of the level of the dif- 
ferent software blocks. (See Chapter 10, "PL/M-86 Pro- 
gramming Manual"). There are methods of writing 
PL/M-86 which contribute to the understandability of 
the source code without adding to the amount of object 
code generated. For instance, the following three 
IF/THEN/ELSE blocks generate identical object code 
but are compiled from different source statements. 



Line Level Statement 



3 


1 


IF A = B THEN C = D; ELSE E = F; G = H: 
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IFA=BTHEN 
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1 


C=D; 
ELSE 
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^■■■■•1:-- 


^■^•E=F.; 


10 


^-l-": 


G = H; 


11 


' '1 ' ^ 


IF A=BTHEN DO; 


13 


2 


C = D; 


14 


2 


END; 


15 


1 


ELSE DO; 


16 


2 


E=F; 


17 


2 


END; 


18 


1 


G = H; 



It is not instantly apparent from the code on line 3 or the 
code starting at line 7 which statements will be exe- 
cuted. However, adding the DO; and END; statements 
(starting at line 11) remove any doubt. Either the 
statements starting at line 11 or the statements starting 
at line 15 will be executed and the statement on line 18 
will be executed in either case. Why? Because all these 
lines are at level 1 in the block structure, the other lines 
are at level 2 because of the DO;/END; combinations. 
When one refers to the relatively complex structures of 
the task multiplexer procedures, the usefulness of such 
an approach is obvious, as the procedures have been in- 
dented according to the level numbers generated by 
PL/M-86. In particular, if the designer is not careful, 
nested IF/THEN/ELSE statements can generate im- 
proper results. Using a proper number of DP;/END; com- 
binations avoids the possible ambiguity in nested 
IF/THEN/ELSE statements as can be seen in the ACTl- 
VATE$TASK procedure listed in the PL/M-86 source 
code later in this note. The DO;/END; construct naturally 
must be used when multiple statements are required 
within the IF/TH EN/ELSE blocks. Foliovving are exam- 
ples of the possible primary structures of PL/M-86: 



DO; 



A=B; 
C=D; 
END; 



DO WHILE A=B; 
C=D; 
■■ E=^F; 
END; 

DO 1 = 1 TO 5; 
'■:„'„A=I; 
C=b-f I; 
END; 

DO CASE A; 
■ A='B; 

•■■ ■ A = C; ■. .■: 

■. -...A-D; ^ ■ ■ 

END; 

IF A=BTHEN DO; 

C=D; 

END; 
ELSE DO; 
■ E=F;-' 

END; 

IF A=BTHEN DO; 
./.C=D;:,, , 

END; 
ELSE IF A = C THEN DO; 

D=E; 

END; 
ELSE IF A=D THEN DO; ; 

E=F;, 

END; 

ELSE DO; 

..■,F = G; 

, ,' END;,' 

A complete tutorial on structured programming is 
beyond the scope and intent of this application note and 
the reader Is referred to the appropriate references ap- 
pearing in the bibliography. 

ANATOMY OF THE TASK IVIULTIPLEXER 

Once a decision is made on the details of the kind of 
data structure that is needed to implement the task 
multiplexer, the procedures that manipulate the struc- 
ture are relatively simple to write. The following char- 
acteristics are assumed for the task multiplexer appear- 
ing in this application note. 

There, are two levels of priority, hIgH.and low. Ail high 
priority tasks that are ready to run will be dispatched, 
executed, and completed, oh a FIFO basis, before any 
low priority task is dispatched. . 

Any task can be interrupted. No task rnultiplexer pro- 
cedure can be interrupted. 

If a high priority task is interrupted, it will be completed 
before any other task is dispatched. If a low priority task 
is interrupted, all ready high prionty tasks will be dis- 
patched, executed, and completed before program con- 
trol is returned to the low priority task. 
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There are two ready queues, one for high priority tasks 
and one for low priority tasks. Each queue has a head 
(top) pointer and a tail (bottom) pointer and tasks on any 
queue are link-listed from head to tail. Tasks are "dis- 
patched" (taken off the queue) at the head and "acti- 
vated" (put on the queue) at the tail on a FIFO basis. 



HIGH$PRI0RITY$HEAD = 5 
HIGH$PRIORITY$TAIL =3 
LOW$PRIORITY$HEAD =8 
LOW$PRIORITY$TAIL =10 
DELAYSHEAD =4 

TASK NUMBER TASK(n).PNTR TASK(n).STATUS TASK(n).DELAY 



Link-listed queues are chosen for simplicity. All dis- 
patch and activate information is contained in the head 
and tail pointers. Tasks located in the middle of these 
link-lists, are of no concern for activating and dispatch- 
ing. This means, of course, that tasks are executed in 
the order that they appear on the queue, i.e., first-in, 
first-out. 

There is a pointer byte associated with each task. If a 
task is on either the low priority or high priority ready 
queue, its associated pointer byte will point to the next 
task number on the list. These pointer bytes enable the 
task ready lists to be linked. Note that the pointer byte is 
for the last task on a list. 

There is a status (flag) byte associated with each task. If 
a task is on a ready list or a delay list, bit 7 will be a "1" 
indicating that that particular task is busy. If a task is on 
either high priority or low priority ready queues, bit 6 will 
be a "1" indicating that the task is on one of the ready 
queues. If the task is listed on the delay list, (see next 
item), bit 5 will be a "1" indicating that this particular 
task has a delay in progress. If a task is unlisted, bits 
5-7 will be "0." Bits 0-4 are not used by the task 
multiplexer procedures and are available to the user, giv- 
ing 5 user defined flags per task. 

There is a delay byte associated with each task. This 
feature allows tasks to be "put to sleep" for a variable 
length of time, from 1 to 255 "ticks" of the interrupt 
clock. If a task does not need an associated delay then 
this byte is available to the user as a utility byte to be 
used for any purpose. These delays will be discussed in 
detail later in the application note. 

The following diagram is a representation of the task 
multiplexer data structure: 
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What information can one ascertain from observation of 
the above chart? The ready-to-run high priority tasks, in 
order, are 5,1,3. This can be seen by following the high 
priority ready linked list from head to tail. The ready-to- 
run low priority tasks, in order are 8, 10. The 
TASK(n).PNTR byte = for the last listed task. Tasks 4, 
7, 2 are listed, in order, on the delay list and have 
associated delays of 4, 10, 13 ticks respectively. Tasks 6 
and 9 are not listed and therefore idle. The * for the 
TASK (0) bytes indicate a special condition. There is no 
TASKOO allowed and a zero condition is treated as an er- 
ror condition. TASK(0).PNTR byte is used for the 
DELAY$HEAD byte to minimize code in the ACTI- 
VATESDELAY procedure. TASK(O). STATUS and 
TASK(0).DELAY are unused bytes. 



DEFINITIONS 

NEW$TASK Is the number of the task that will be in- 
stalled on a ready list or the delay list when ACTI- 
VATE$TASK or ACTIVATE$DELAY is called. 

NEW$DELAY is the value of the delay that will be in- 
stalled on the delay list when ACTIVATE$DELAY is 
called. 
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Following is a chart of what a task multiplexer data 
structure might look like at a given moment in time: 



A task is defined as RUNNING if it is in the act of execu- 
tion or if an interrupt routine is executing which inter- 
rupted a RUNNING task. 

A task is defined as PREEMPTED if it has been inter- 
rupted and a higher priority task is being executed. 

A task is defined as READY if it is contained within one 
of the ready queues. 

A task is defined as IDLE if its BUSY$BIT (bit 7) is not 
set, i.e., it is not listed anywhere else. Note that it is 
possible to completely disable an IDLE task simply by 
setting Its BUSY$BIT. In that case, it is not and cannot 
be listed anywhere else. This feature is useful during 
system integration. 



A-71 



AP-61 



STATE DIAGRAM 

The state diagram indicates the relationships among 
the possible task states and the procedures involved in 
changing states. 

The state diagram looks somev\/hat complicated and a 
discussion of the possible change of states is in order. 
Assuming a certain existing state, future possible 
states will be discussed including the procedures which 
can cause the change of state. 

From the unlisted (idle) state, the ACTIVATE$TASK pro- 
cedure will put the NEW$TASK on either the high priori- 
ty ready queue or the low priority ready queue at the tail 
end of the queue. The number of the task automatically 
assigns the priority and therefore the proper queue. All 
task numbers below FIRST$LOW$PRIORITY$TASK are 
assumed to be high priority tasks. Also, from the 
unlisted state the ACTIVATE$DELAY procedure will put 
the NEW$TASK and NEW$DELAY at the proper position 
on the delay list. 

After a task has been put on either high priority ready 
queue or low priority ready queue it eventually will go to 
the RUNNING$TASK state. The DISPATCH procedure 
accomplishes" this action. 



From the delay list a task can only go to one of the ready 
queues. When a task's associated delay goes to zero the 
DECREMENTSDELAY procedure calls the ACTI- 
VATE$TASK procedure and installs the NEW$TASK oh 
the proper ready queue. 

From the RUNNING$TASK state a task may use the 
CASE$TASK procedure to put itself on the ready list tail 
by setting NEW$TASK= RUNNING$TASK. It may 
instead put itself on the delay list by setting 
NEW$TASK=RUNNING$TASK and also setting 
NEW$DELAY equal to something other than zero. Other- 
wise, it will progress to the unlisted state upon comple- 
tion. 

The CASE$TASK procedure unlists tasks when they 
have completed execution. A low priority RUN- 
NING$TASK will go to the preempted state if a high 
priority task is on the ready list following an interrupt 
during execution of the low priority task if the PREEMPT 
procedure is called. 

And finally, a PREEMPTED$TASK will return to a RUN- 
NING$TASK state when all high priority ready tasks 
have completed execution. This Is accomplished by the 
DISPATCH procedure which then returns to the PRE- 
EMPT procedure. 




STATE DIAGRAM 
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Some lockouts are necessary to avoid chaos in the task 
multiplexer. These are as follows: 

The BUSY$BIT=1 in the TASK(n).STATUS byte will 
abort the ACTIVATE$TASK and the ACTIVATE$DELAY 
procedures and return an indication of the aborting by 
setting the STATUS byte equal zero. A task must be 
unlisted to be able to be installed on a list. 

A RUNNINGSTASK may put itself on a list after it has 
executed but it is not allowed to re-list any listed tasks 
(i.e., no task may ever be listed twice at the same time!). 
A task that tries to activate another task that is already 
busy can wait (via the delay feature) for the required task 
to complete execution, become idle, and therefore be 
available to be activated. A PREEMPTED$TASK may not 
be listed. If the ACTIVATE$TASK or ACTIVATE$DELAY 
procedure is called and NEW$TASK = PRE- 
EMPTEDSTASK, the procedure will be aborted and 
return with STATUS = 0. Otherwise, the STATUS byte is 
returned with the new task status. 

Only one task may be preempted as there are only two 
levels of priority. The user may desire to implement 
many levels of priority in which case a linked-list of 
preempted tasks could be declared in a structure which 
includes the number of the first task in each priority 
level group of tasks. This obviously complicates the 
PREEMPT and DISPATCH procedures. 

The tasks themselves are made into reentrant proce- 
dures because of the necessary forward references of 
the CASE$TASK procedure. 

PL/M-86 allows structures and arrays of structures. The 
structure needed for the task multiplexer is a link-list 
pointer byte, a task status byte, and a task delay byte. 
Each task has an associated pointer byte, status byte, 
and delay byte. These are combined into an array of up 
to 255 tasks. For purposes of this discussion, the 
number of tasks is chosen as an arbitrary 10, leading to 
the following array declaration. 

DECLARE TASK(10)STRUCTURE 

(PNTR BYTE.STATUS BYTE,DELAY BYTE); 

Thus the delay byte associated with task number 7 can 
be accessed by using the variable TASK(7).DELAY and 
the status of task number 5 can be examined through 
the use of TASK(5).STATUS. The TASK(n).PNTR byte 
contains the task number of the next listed task on the 
same list as TASK(n), i.e., if TASK(n) is on the delay list, 
then TASK(n).PNTR will contain the number of the next 
task on the delay list or indicating the end of the list. 



TASK(n).STATUS is a byte with the following reserved 
flags: 

BIT 7 BUSY$BIT, "1" IFTASKIS BUSY 
BIT 6 READY$BIT, "1" IF ON READY LIST 
BIT 5 DELAY$BIT, "1" IF ON DELAY LIST 
BIT 4- BIT UNUSED 



The unused bits in the STATUS byte are available to the 
user. 

The TASK(n).DELAY byte is a number which can put 
TASK(n) to sleep for up to 255 system clock ticks. The 
system clock tick is interrupt driven from the user's 
timer and its period is chosen for the particular applica- 
tion. A one millisecond timer is popular and assuming 
such a time, delays of up to 255 ms are available in the 
task multiplexer as it is written. If this delay range is not 
wide enough, the user may want to define his 
TASK(n).DELAY as a word instead of a byte in the 
PL/M-86 declare statement, giving delays of up to 65 
seconds from the basic one millisecond clock tick. 



LINKED LISTS 

Linked lists are useful for a number of reasons. 
However, a treatise on linked lists would defeat the pur- 
pose of this application note and the reader is referred 
to the references listed in the bibliography. 

The linked lists used in this application, note have a 
head byte associated with each list, i.e., the head byte 
contains the number of the first task on the list. The first 
task pointer byte points to the second task on the list, 
etc. The pointer of the last task on the list is set at zero 
to indicate that it is the last task. Two of the linked lists 
are ready queues and require a tail byte as well as a head 
byte. The tail byte points to the last entry on the list. 
Tasks are put on the bottom, or tail, of the ready lists 
and are taken off the top, or head, of the ready lists. The 
delay list has no tail but does have a head, called a 
DELAY$HEAD. The delay list is not a queue, as delays 
are installed on the list in order of delay magnitude for 
reasons to be explained later. 

There are two ready lists, one for high priority tasks and 
one for low priority tasks. The head and tail pointers 
associated with these two lists are: HIGH$PRIORITY$ 
HEAD, HIGH$PRIORITY$TAIL, LOW$PRIORITY$HEAD, 
and LOW$PRIORITY$TAIL. Obviously, the structure can 
be expanded to any number of priority levels by expand- 
ing the head and tail pointers and the historical record 
of the preempted tasks. 



DELAY STRUCTURE 

A task multiplexer can have a number of simultaneous 
delays active and it would be efficient if there were a 
way to keep from decrementing all delays on every clock 
tick, which is most time consuming. One way to accom- 
plish this feat is to move the problem from the 
DECREMENT$DELAY routine to the ACTIVATESDELAY 
routine. The delays are arranged in a linked-list of 
ascending sizes such that the value of each delay in- 
cludes the sum of all previous delays. This allows the 
decrementing of only one delay during each clock tick 
interrupt routine. An example will further illuminate this 
approach. Suppose the following conditions exist: 



A-73 



AP-61 



Task 7 has a 5 millisecond delay 
Task 3 has an 8 millisecond delay 
Task 9 has a 14 millisecond delay 

The delay structure is arranged so that: 

DELAY$HEAD = 07 

TASK(7).PNTR = 03 

TASK(3).PNTR = 09 

TASK(9).PNTR = 00 

TASK(7).DELAY = 05 (FIRST DELAY = 5) 

TASK(3).DELAY = 03 (5 + 3 = 8) 

TASK(9).DELAY = 06 (5 + 3 + 6 = 14) 

The linked-list is arranged so that the delays are in 
ascending order and each delay is equal to the sum of 
all previous delays up through that point. Since this is 
true, all delays are effectively decremented merely by 
decrementing the first delay. Of course, something for 
nothing is impossible and the speed gained by arrang- 
ing the delays in the above manner is paid for by the 
complexity of the ACTIVATE$DELAY routine. But since 
the ACTIVATE$DELAY routine is executed less fre- 
quently than the DECREMENT$DELAY routine, the sav- 
ings in real time is worth the added complexity. 

Suppose a new delay is to be activated in the above 
scheme. Task 5 with a delay of 10 milliseconds is to be 
added. A before and after chart will indicate what the 
ACTIVATE$DELAY procedure must accomplish. 

BEFORE 

TASK NUMBER 07 03 09 

POINTER 07 03 09 00 

DELAY 05 03 06 



AFTER 

TASK NUMBER 

POINTER 

DELAY 



07 03 05 09 
07 03 05* 09@ 00 
05 03 02@ 04* 



FIRST POINTER IS THE DELAY$HEAD 
CHANGES ARE MARKED WITH AN * 
ADDITIONS ARE MARKED WITH AN @ 

Note that the pointer before the added task has changed 
and the delay after the added task has changed. The 
function of the AGTIVATE$DELAY procedure is to ac- 
complish these changes and additions. 

PROCEDURES 

The following procedure explanations reference the 
PL/M-86 source code listing which follows the applica- 
tion note text. 

ACTIVATESTASK Procedure 

This procedure is initiated by a call instruction with the 
byte NEW$TASK containing the number of the task to 
be put on the proper ready queue. 



Interrupts must be disabled whenever the link-lists are 
being changed. If interrupts are enabled when this 
procedure Is called, they should be re-enabled upon 
returning. 

The assignment of priority is a simple matter. A declare 
statement, DECLARE FIRST$LOW$PRIORITY$TASK 
LITERALLY 'N,' (where N is the actual number of the 
first low priority task) indicates to the procedures that 
tasks 1 to N are high priority tasks and tasks N or higher 
are low priority tasks. 

This procedure checks the busy bit in the status byte to 
see if this particular task is already busy and if so, 
returns a STATUS of zero. Otherwise, it returns the new 
STATUS of the task. It then checks the priority to see if 
this particular task is a high or low priority. If It is high 
priority, then the task pointer pointed to by the HIGH$ 
PRIORITY$TAIL pointer is changed from zero to the 
number of the NEW$TASK. The HIGH$PRIORITY$TAIL 
pointer is then changed to the number of the 
NEW$TASK and the pointer associated with NEW$ 
TASK is made equal to zero. This completes the ACTI- 
VATE$TASK functions. If the new task is a low priority 
task, then the same functions are performed using the 
LOW$PRIORITY$TAIL pointer. 

ACTIVATE$DELAY Procedure 

This procedure is initiated by a call with the byte NEW$ 
TASK containing the number of the task to be put on the 
delay list and the byte NEW$DELAY containing the 
value of the associated delay. 

Interrupts are disabled and the busy bit of this particular 
task is checked. If the busy bit is set the STATUS byte is 
set to zero and the procedure returns without activating 
the delay. If the busy bit is not set the integer value DIF- 
FERENCE is set equal to the NEW$DELAY value. 
POINTERSO is set equal to the DELAY$HEAD. POINT- 
ER$1 is set to zero. The DO WHILE loop executes until 
POINTER$0 equals zero or DIFFERENCE is less than 
zero. Remember that the proper place to insert the new 
delay is being searched for, and that will be either at the 
end of the list (POINTER$0 = 0) or when the sum of the 
previous delays do not exceed the new delay value. The 
DO WHILE loop has POINTER$0, P0INTER$1, OLD$DIF- 
FERENCE, and DIFFERENCE keeping track of where 
the procedure is in the loop, while searching for the 
proper place to insert the new delay. The existing delays 
are sequentially subtracted from the remains of NEWS 
DELAY according to the link-listed order until the end of 
the list or a negative result is encountered indicating 
that the proper delay insertion point has been reached. 
At this point POINTER$0 contains the task number to be 
assigned to TASK(NEW$TASK).PNTR. P0INTER$1 con- 
tains the task number immediately preceding the 
NEWSTASK such that TASK(P0INTER$1). PNTR= NEW$ 
TASK and our, link list is fully updated, with the actual 
delays yet to go. If POINTER$0 = it means that the new 
delay is larger than any of the other delays and therefore 
should go on the end of the list so TASK(NEW$ 
TASK).DELAY is set equal to the DIFFERENCE. If 
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POINTER$0 is not equal to zero then if POINTER$0 
equals P0INTER$1 (indicating that there were not any 
delays previously listed), then TASK(P0INTER$1).PNTR 
is set equal to zero. TASK(NEW$TASK).DELAY is 
set equal to the OLD$DIFFERENCE and TASK 
(POINTER$0).DELAY is set equal to the negative of DIF- 
FERENCE which at this point is negative, thereby 
resulting in a positive unsigned number. The reader is 
encouraged to implement an example (see Delay Struc- 
ture section) to prove that the above approach is valid. 
Particular attention should be paid to the contents of 
the two pointers, as they are the key to the procedure. 
The final function of this procedure is to set the 
BUSY$BIT and DELAY$BIT in the TASK(NEW$ 
TASK).STATUS byte. The byte named STATUS which is 
returned by this procedure is set equal to the status of 
the new task. If it is desired to have interrupts enabled, 
they must be enabled after the procedure return instruc- 
tion. The reason for such a complex method of ac- 
tivating a delay will become apparent in the following 
section. 



DECREMENT$DELAY Procedure 

The first delay on the linked-list is decremented and, if it 
is zero, the associated task is put on the appropriate 
ready queue. The next delay (if any) is checked to see if 
it is zero and if so, that task is put on the appropriate 
ready queue, etc. A loop is performed until either no 
delay or a non-zero delay is found. The procedure then 
returns. 



It is assumed that this procedure is part of an Interrupt 
routine and that the interrupts are disabled during its 
execution. Interrupts cannot be enabled during changes 
to any of the linked-lists or else recovery may not be 
possible. ; 



This procedure begins by checking to see if there are 
any active delays. If DELAY$HEAD = then this pro- 
cedure returns immediately. Otherwise it decrements 
the first delay. If this delay goes to zero then the 
associated task number is passed to the ACTIVATES 
TASK procedure as the OFF$DELAY byte. A new 
DELAY$HEAD is chosen from the next link-listed delay 
and that delay checked for a value of zero which will 
happen if the first two or more delays are equal. This 
loop is accomplished by the DO WHILE DELAYS 
HEAD <> AND TASK(DELAY$HEAD).DELAY = 0; This 
procedure is designed to require very little CPU time 
unless a delay times out. The DO WHILE loop is by- 
passed if the resulting delay value is not zero. A certain 
amount of care should be exercised to insure that many 
delays do not all time out at the same time. One method 
would be to modify the ACTIVATE$DELAY procedure to 
insure that there are no zero entries in the delay bytes. 
The basic procedure, however, assumes that the clock 
"tick" timing will be chosen to minimize the above 
potential problem. 



CASESTASK Procedure 

This procedure performs the function of calling the task 
indicated by the contents of the RUNNING$TASK byte. 
All listed tasks are called in this manner. The 
CASESTASK procedure is called by the DISPATCH pro- 
cedure. When a particular task has completed execution 
it returns to the CASESTASK procedure which then 
resets the BUSY$BIT and the READY$BIT and returns to 
the DISPATCH procedure after setting RUNNING$TASK 
equal to zero. This procedure allows a task to relist itself 
immediately upon returning from execution. 



PREEMPT PROCEDURE 

The PREEMPT procedure is called whenever it is pos- 
sible that a high priority task has been put on the ready 
queue while a low priority task was in the process of 
execution. An example will illustrate: 

Assume that the control system is being interrupted by 
the 60 Hz line frequency and a register is being in- 
cremented each time this 16.67 ms edge occurs. When 
the register gets to 60 (indicating that one second has 
passed), the register is zeroed and the high priority time- 
keeping task is put on the ready queue. Assume also 
that a low priority data logging task was running when 
this interrupt occurred. The interrupt routine calls PRE- 
EMPT. If a high priority task is running, PREEMPT 
simply returns. But in our example, a low priority task is 
running so PREEMPT transfers RUNNING$TASK to 
PREEMPTED$TASK and calls DISPATCH, which calls 
CASESTASK, which calls the time-keeping task. When 
the time-keeping task has completed, it returns to 
CASESTASK which returns to DISPATCH which returns 
to the PREEMPT procedure which returns to the inter- 
rupt routine which returns to the interrupted low priority 
data logging task if no other high priority tasks are on 
the ready queue. If the high priority ready queue is not 
empty, any and all high priority tasks will be completed 
before the interrupted routine is returned to. PREEMPT 
refuses to return to the interrupt routine until HIGH$ 
PRIORITYSHEAD is equal to zero. It is important to note 
that a low priority task will not be preempted unless the 
PREEMPT procedure is called. As noted above, it is nor- 
mally called from the interrupt routine which interrupted 
the low priority task, but there is nothing to prohibit 
PREEMPT from being called from inside a low priority 
task procedure. 



DISPATCH PROCEDURE 

This procedure calls a high priority task if HIGH$ 
PRIORITY$HEAD is not equal to zero, restores a pre- 
empted task if PREEMPTED$TASK is not equal to zero, 
calls a low priority task if LOW$PRIORITY$HEAD is not 
equal to zero, and simply returns if there is nothing to 
do, all in order of priority. The DISPATCH procedure is 
called from the main program loop which must enable 
interrupts as DISPATCH disables interrupts as soon as 
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it is called. It is also called by the PREEMPT procedure. 
RUNNING$TASK must be when this procedure is 
called. 

PL/M-86 PROCEDURES 

Because the block structure and levels are so important 
to the understanding of the following procedures, they 
hav6 been indented according to level. This was a sim- 
ple task accomplished by no indenting for level one, 
indenting once for level two, etc. The resulting attrac- 
tive, easy to follow format was worth the effort to 
Increase the initial level of understanding for readers of 
this application note who are not intimately familiar 
with PL/M. 

Everything except the very simple main program loop 
has been made into procedures. Interrupt routines and 
tasks are also procedures. Keeping track of interrupts, 
calls, and returns Is easy for PL/M and a violation of the 
block structure through such devices as GOTO targets 
outside the procedure body is the best way the author 
knows to crash and burn. Honor the power of the struc- 
ture, accept the limitations involved, and checkout and 
debugging will be a pleasure. 

Since GASE$TASK references the individual tasks, the 
task procedure structure was included in the PL/M-86 
compilation. All the user has to do is insert the par- 
ticular task code in place of the /*TASKnn CODE*/ com- 
ment, define the interrupt procedures and the system 
should be ready to run. Obviously, the user will desire to 
change the total number of tasks and the number of the 
FIRST$LOW$PRIORITY$TASK. 

INITIALIZATION AND THE MAIN LOOP 

The last entry in the PL/M-86 program is the initialization 
process which essentially zeros the task multiplexer 
data and the main loop which loops until TRUE= FALSE, 
i.e. forever, with interrupts enabled. The STATUS = 
STATUS instruction simply insures that the loop can be 
interrupted as the instruction following an ENABLE in- 
struction is not interruptible. 

These few instructions are included for information only 
and will need to be expanded considerably for use in a 
real-world system. The task multiplexer procedures 
were checked out on an iSBC 86/12™ computer running 
under random interrupt control and these instructions 
were the minimum necessary to cause the system to 
run. As was stated earlier, the following source code 
does not include any interrupt procedures and these will 
have to be generated following the format explained in 
the PL/M-86 programming manual. 



ADDITIONAL IDEAS 

Resource allocation is a feature that could be added to 
the task multiplexer. To keep it simple and yet avoid the 
deadlock problem (two tasks each grab a resource that 
the other needs), an extra array can be added to the 
TASK(n).XXX structure in which each bit in the byte (or 
word), represents a resource necessary for the execu- 
tion of a task. A RESOURCES$STATUS byte can then 
keep the dynamic busy status of the system resources 
(printers, terminals, floating point math packages, etc.). 
When the CASE$TASK procedure is called, the 
resources required by the next RUNNINGS 
TASK can be compared to the RESOURCESSSTATUS 
byte to see if the required resources are available. If they 
are, the following PL/M-86 statement will update the 
new status of the resources: 

RESOURCES$STATUS = RESOURCES$STATUS OR 
TASK(RUNNING$TASK).RESOURCES; 

However, if the resources are not available, the CASES 
TASK procedure can return the task to the ready or delay 
list and try again later. When the task has completed, 
the following PL/M-86 statement will update the 
resources status byte: 

RESOURCES$STATUS = RESOURCES$STATUS AND NOT 
TASK(RUNNING$TASK).RESOURCES; 

Message passing from task to task may also be 
necessary. Assuming that a task will have only one 
message at a time to deliver or receive, another byte 
could be added to the task structure such that 
TASK(RUNNING$TASK).MESSAGE could represent a 
byte containing the number of the task wishing to 
deliver a message to the RUNNING$TASK. Since a task 
can call CASE$TASK which in turn will call another task, 
message block parameters can be passed directly from 
one task to another. The task that calls CASESTASK 
must handle the necessary housekeeping involved in 
recovering after the message has been passed. Of 
course, the data structure would have to be expanded to 
accommodate the message parameters and blocks. For 
further ideas Involving message handling refer to the 
RMX/80™ user's guide. 

Two additional relatively simple procedures could be 
added to obtain the SUSPEND and RESUME features of 
the RMX/80™ system. Remember that if the BUSY$BIT 
is set in aTASK(n).STATUS byte and the task is unlisted, 
then it cannot be listed. If it is desired to dynamically 
enable and disable a task, this bit could be set by a 
SUSPEND procedure and reset by the RESUME pro- 
cedure. 
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SOURCE CODE 



TM8 6:DO; 

DECLARE TOTAL$TASKS LITERALLY ' L0 ' ; 

DECLARE TRUE LITERALLY •0EEH'; 

DECLARE FALSE LITERALLY '0'; 

DECLARE BUSY$BIT LITERALLY M0000000B'; 

DECLARE READY$BIT LITERALLY '010000003'; 

DECLARE DELAY$BIT LITERALLY '001000003'; 

DECLARE FIRST$LOW$PRIORITY$TASK LITERALLY '6'; 

DECLARE TASK(TOTAL$TASKS) STRUCTURE (PNTR BYTE, STATUS BYTE, DELAY BYTE); 

DECLARE HIGH$PRIORITY$HEAD BYTE, HIGH$PRIORITY$TAIL BYTE; 

DECLARE LOv^$PRIORITY$HEAD BYTE, LOW$PRIORITY$TAIL BYTE; 

DECLARE RUNNING$TASK BYTE, PREEMPTED$TASK BYTE; 

DECLARE STATUS BYTE, NEW$TASK BYTE, NEW$DELAY BYTE; 

DECLARE DELAY$HEAD BYTE AT ((STASK ( ) , PiMTR) ; 

ACTIVATE$TASK: PROCEDURE; /* ASSUMES ISfEW$TASK<>0 */ 
DISABLE; 

IF (TASK(NEW$TASK) .STATUS AND BUSY$BIT)<>0 THEN STATUS=0 ; 
ELSE /* SINCE TASK IS NOT BUSY */ DO; 

IF NEW$TASK < FIRST$LOW$PRIORITY$TASK THEN DO; 
IF HIGH$PRIORITY$TAIL<>0 THEN DO; 

TASK(HIGH$PRIORITY$TAIL) , PNTR=NEW$TASK ; 
END; 
ELSE /* SINCE HIGH$PRIORITY$TAIL=0 THEN */ DO; 
HIGH$PRIORITY$HEAD=NEv^$TASK; 
END; 
HIGH$PRIORITY$TAIL=NEW$TASK; 
END ; 
ELSE /* SINCE TASK IS LOW PRIORITY THEN */ DO; 
IF LOW$PRIORITY$TAIL<>0 THEN DO; 

TASK(LOW$PRIORITY$TAIL) ,PNTR=NEvV$TASK; 
END; 
ELSE /* SINCE LOW$PRIORITY$TAIL=0 THEN */ DO; 
LOW$PRIORITY$HEAD=NEW$TASK; 
END; 
L0W$PRI0RITY$TAIL=NEW$TA3K; 
END; 
TASK(NEW$TASK) 4PNTR=0; 
TASK(NEW$TASK) . STATUS=TASK (NEW$TASK) .STATUS OR 

BUSY$BIT OR READY$BIT; 
STATUS=TASK(NEW$TASK) .STATUS; 
END; 
NEW$TASK=0; 
RETURI>]; 
END ACTIVATE$TASK; 
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ACTIVATE$DELAY: PROCEDURE ;/*ASSUME3 NEvV$TASK, NEW$DELAY<>0*/ 
DECLARE POINTER$0 BYTE, P0INTER$1 BYTE; 
DECLARE OLD$DIFFERENCE liSITEGER, DIFFERENCE INTEGERS- 
DISABLE; 

IF (TASK(NEW$TASK) ^STATUS AND BUSY$BIT) <>0 THEN STATUS=0 ; 
ELSE /* SINCE TASK IS NOT BUSY */ DO; 
DIFFERENCE = INT(NEW$DELAY) ; 
POINTER$0=DELAY$HEAD; 
POINTER? 1=0; 

DO WHILE POINTER$0<>0 AND DIFFERENCE>0 ; 
OLD$DIFFERENCE=DIFFERENCE; 

DIFFERENCE=DIFFERENCE-INT(TASK(POINTER$0) .DELAY) ; 
IF DIFFERENCE>0 THEN DO; 
POINTER$1=POINTER$0; 
POINTER$0=TASK(POINTER$1) .PNTR; 
END; 
END; 
TASK(NEW$TASK) .PNTR=POINTER$0; 
TASK(P0INTER$1) .PNTR=NEW$TASK; 

IF POINTER$0=0 THEN TASK (NEW$TASK) . DELAY=LOW(UNSIGN (DIFFERENCE) ) 
ELSE /* SINCE DIFFERENCE<0 THEN */ DO; 

IF POINTER$0=POINTER$1 THEN TASK (POINTER? 1) . PNTR=0; 
TASK(NEW$TASK) . DELAY=LOW (UNSIGN (OLD$DIFFERENCE) ) ; 
TASK(POINTER$0) . DELAY=LOW(UNSIGN (-DIFFERENCE) ) ; 
END; 
TASK(NEW$TASK).STATUS=TASK(NEW$TASK). STATUS OR 

BUSY$6IT OR DELAY$6IT; 
STATUS=TASK(NEW$TASK) .STATUS; 
END; 
NEW$TASK=0; 
NEW$DELAY=0; 
RETURN; 
END ACTIVATE$DELAY; 

DECREMENT$DELAY: PROCEDURE; /* ASSUMES INTERRUPTS DISABLED */ 
DECLARE OFF$DELAY BYTE; 
IF DELAY$HEAD<>0 THEN DO; 

TASK (DELAY$HEAD) . DELAY=TASK (DELAY$HEAD) . DELAY-1 ; 
DO WHILE DELAY$HEAD<>0 AND TASK (DELAY$HEAD) . DELAY-0 ; 
OFF$DELAY=DELAY$HEAD; 
DELAY$HEAD=TASK(DELAY$HEAD) .PNTR; 
TASK (OFF$DELAY) .STATUS=TASK(OFF$DELAY). STATUS 

AND NOT(BUSY$BIT OR DELAY$BIT) ; 
NEW$TASK=OFF$DELAY; 
CALL ACTIVATE$TASK; 
END; 
END; 
RETURN; 
END DECREMENT$DELAY; 



A-78 



AP-61 



CASE$TASK: PROCEDURE REENTRANT; 
DO CASE RUNNING$TASK; 
CALL TASK0 0; 
CALL TASK01; 
CALL TASK0 2; 
CALL TASK0 3; 
CALL TASK04; 
CALL TASK0 5; 
CALL TASK0 6; 
CALL TASK07; 
CALL TASK08; 
CALL TASK09; 
END; 
TASK(RUNNING$TASK) . STATUS=TASK ( RUNNING$TASK) .STATUS AND 

NOT (BUSY$6IT OR READY$BIT), ; 
TASK(RUNNING$TASK) 4PNTR=0; 
IF RUNNING$TASK=NEW$TASK THEN DO; 
IF NEW$DELAY<>0 THEN DO} 
CALL ACTIVATE$DELAY; 
END; 
ELSE /* SINCE NEW$DELAY=0 */ DO; 
CALL ACTIVATE$TASK; 
END; 
END; 
RUNNING$TASK=0; 
RETURN; 
END CASE$TASK; 



PREEI^IPT: PROCEDURE REENTRANT; /* ASSUMES INTERRUPTS DISABLED */ 
IF PREEMPTED$TASK=0 THEN DO; 

IF (HIGH$PRIORITY$HEAD<>0) AND ( RUNNING$TASK>= 
FIRST$LOv^$PRIORITY$TASK) THEN DO; 
PREEMPTED$TASK=RUNNING$TASK ; 
RUNNING$TASK=0; 
DO WHILE PREEiyiPTED$TASK<>0; 
CALL DISPATCH; 
END; 
END; 
END; 
RETURN; 
END PREEMPT; 
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DISPATCH: PROCEDURE REENTRANT; /* ASSUMES RUNNING$TASK=0 */ 
DISABLE; 
IF HIGH$PRIORITY$HEAD<>0 THEN DO; 

RUNNING$TASK=HIGH$PRIORITY$HEAD; 

HIGH$PRIORITY$HEAD=TASK(RUNNING$TASK) ,PNTR; 

IF HIGH$PRIORITY$HEAD = THEN HIGH$PRIORITY$TAIL = 0; 

CALL CASE$TASK; 

END; 
ELSE IF PRE£e4PTED$TASK<>0 THEN DO; 

RUNNING$TASK=PREEMPTED$TASK ; 

PREEMPTED$TASK=0 ; 

END; 
ELSE IF LOW$PRIORITY$HEAD<>0 THEN DO; 

RUNNING$TASK=LOW$PRIORITY$HEAD; 

LOW$PRIORITY$HEAD=TASK(RUNNING$TASK) •PNTR; 

IF LOW$PRIORITY$HEAD = THEN LOW$PRIORITY$TAIL = ; 

CALL CASE$TASK; 

END; 
ELSE RETURN; 
RETURN; 
END DISPATCH; 
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TASK00: PROCEDURE REENTRANT;/*ERROR CODE*/RETURN ; END TASK00; 

TASK0,1: PROCEDURE REENTRANTS- 
ENABLE; 

/*TASK0.l CODE*/ 
DISABLE; 
RETURN; 
END TASK01; 

TASK0 2: PROCEDURE REENTRANT; 
ENABLE; 

/*TASK0 2 CODE*/ 
DISABLE; 
RETURN; 
END TASK0 2; 

TASK0 3: PROCEDURE REENTRANT; 
ENABLE; 

/*TASK0 3 CODE*/ 
DISABLE; 
RETURN; 
END TASK0 3; 

TASK0 4: PROCEDURE REENTRANT; 
ENABLE; 

/*TASK04 CODE*/ 
DISABLE; 
RETURN; 
END TASK0 4; 

TASK0 5: PROCEDURE REENTRANT; 
ENABLE; 

/*TASK05 CODE*/ 
DISABLE; 
RETURN; 
END TASK0 5; 

TASK0 6: PROCEDURE REENTRANT; 
ENABLE; 

/*TASK0 6 CODE*/ 
DISABLE; 
RETURN ; 
END TASK0 6; 

TASK07: PROCEDURE REENTRANT; 
ENABLE; 

/*TASK07 CODE*/ 
DISABLE; 
RETURN; 
END TASK0 7; 
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TA3K0 8: PROCEDURE REENTRANT; 
ENABLE; 

/*TASK0 8 CODE*/ 
DISABLE; 
RETURN; 
END TASK08; 

TASK09: PROCEDURE REENTRANT; 
ENABLE; 

/*TASK09 CODE*/ 
DISABLE; 
RETURN; 
END TASK09; 

/*INITIALIZE*/ 

DISABLE; 

00 STATUS=0 TO 9; 

TASK ( STATUS ). PNTR=0 ; 

TASK (STATUS) .STATUS=0; 

TASK (STATUS) .DELA!ir = 0; 

NEW$TASK , NEW$DELAY=0 ; 

HIGH$PRIORITY$HEAD,HIGH$PRIORITY$TAIL=0; 

L0v7$PRI0RITY$HEA0 , LOW$PRIORITY$TAIL=0 ; 

RUNNING$TASK , PREEl^lPTED$TASK=0 ; 

END; 



/* MAIN LOOP */ 



DO WHILE TRUEOFALSE; 
CALL DISPATCH; 
ENABLE; 

STATUS=STATUS; 
END; 



END TM86; 
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INTRODUCTION 

The Intel 8089 Is the first integrated I/O processor 
available. This I/O processor (lOP) makes available the 
power of I/O channels, as used in mainframes and mini- 
computers, in a microcomputer form. Designed as part 
of the MCS-86''''^ family, the lOP can be interfaced with 
the MCS-80'^'^ and MCS-SS"^^ families as well. 

An I/O channel is basically a processor remote from the 
main CPU, which independently runs I/O operations 
upon command of the CPU. To relate the 8089 to ex- 
isting LSI components, it is similar to a microprocessor 
that is time-multiplexed with a DMA controller, but with 
two channels available. However, since the 8089 proc- 
essor is optimized for I/O and multiprocessor opera- 
tions, and the DMA has been made much more flexible 
than existing DMA controllers, a truly general purpose 
and powerful I/O control system is available on one chip. 

Due to the uniqueness of the 8089, this application note 
was written to review debugging strategies and point 
out possible pitfalls when developing an lOP system. 
Debugging an lOP system is very similar to debugging 
microprocessor/DMA controller systems, and many of 
the techniques described here are standard microproc- 
essor techniques. However, several factors are present 
which can complicate the debugging process: 

1. Multiprocessor Operation 

Although usable by itself, the lOP is designed to be 
used with other processors. All factors normally en- 
countered with multiprocessor operation, including bus 
arbitration, processor communication, critical code sec- 
tions, etc., must be addressed in the design and debug 
of an lOP system. 

2. DMA Tie-in to lOP Program Execution 

The relationship between lOP program execution and 
DMA transfers and termination is different from earlier 
DMA controllers and should be fully understood to prop- 
erly run the system. 

3. Dependency of Programs on Real-Time I/O 
Operations 

Requirements by I/O devices for maximum data rates 
and minimum latency times force the software program- 
mer to be aware of hardware timing constraints and can 
complicate program debugging. 

4. Dual Channel Operation 

Related to multiprocessor operation and real-time 
dependencies, the two independent channels available 
on the 8089 may have to be coordinated with each other 
to make the whole system function. Dependence of one 
channel on the other can also complicate debugging. 

Due to the complexities of running in a real-time envi- 
ronment, as many steps as possible should be taken to 
facilitate debugging. A major help here is to make sure 
as much of the hardware and software as possible is 
working before running real-time tasks. This is a good 
practice anyway, but it should be reemphasized that a 
complex multichannel system can quickly get out of 
hand if more than a few things are not right. 



An aid to debugging any system is a clean, well organ- 
ized system design. The 8089 lends Itself to structured, 
modular software interfaces to the host CPU, via the 
linked-list initialization structure, and parameter com- 
munication through the parameter block (PB) area. 
Some of the aspects of structured programming that aid 
debugging are: 

• Top Down Programming — The functions done by 
low-level routines are well understood, and the 
number of program fixes, which can cause more 
errors, is minimized. 

• Program Modularity — Small, easy to manage sub- 
programs can be debugged independently, increas- 
ing the chance that the entire system will work the 
first time. 

• Modular Remoteness — By having all program 
modules communicate only through a well-defined 
interface, one module's knowledge of the "inner 
workings" of another is minimized. System soft- 
ware complexity is reduced. Updates to program 
modules are more reliable, too. 

Two major areas of debugging will be outlined here — 
static (or functional) debugging in which the hardware 
and software are not tested in a real-time environment, 
and real-time debugging. Applying a logic analyzer to 
lOP debugging will also be explained, and a review of 
lOP operation and potential problems will be done. 

STATIC (OR FUNCTIONAL) DEBUGGING 

The predominant errors in a system, when first tried out, 
are, either errors in implementation (i.e., wrong hookups 
or coding errors), or an incorrect Implementation (a 
wrong assumption somewhere). Most of these bugs can 
be found through static debugging techniques that are 
usually easier to work with than real-time testing. 

Hardware Testing 

Static hardware testing is done mainly to see if all indi- 
vidual parts of the system work, so the whole system 
will "play" when run. The level of testing can run from 
checking for continuity and shorts (which finds only 
hookup errors) to trying to move data around and run- 
ning I/O devices from a monitor or special test programs 
(which can also find incorrect circuit design). In all but 
the simplest systems, the latter approach Is recom- 
mended since It is a step towards software debugging. 

Several approaches to hardware testing will be covered. 
Running diagnostic programs (such as a monitor) out of 
the lOP's host system, in both the LOCAL and REMOTE 
modes, will be covered. The case where the host system 
cannot support diagnostic software and must have an 
external processor to exercise the lOP and its periph- 
erals will also be explained. 

The case where the host system can run diagnostics or 
test programs that have interactive user I/O, such as a 
CRT terminal or teletype, provides the most straightfor- 
ward way to test the lOP. Naturally, before these pro- 
grams can be run, the basic hardware must be correct 
enough to run programs. When this point is reached, a 
monitor program can be used to exercise memory and 
I/O controllers on the system bus. 
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It should be mentioned that aids, other than just testing 
with software, are helpful for hardware debugging. 
While a necessity for real-time debugging, a logic 
analyzer is also a definite help for static hardware 
debugging. Its main use in hardware debugging is show- 
ing timing relationships between address or data paths 
and other signals. It is especially useful for functional 
software debugging, to be described shortly. The last 
debugging section outlines the use of an analyzer with 
the lOP. Of course, an oscilloscope, logic probes and 
pulsers, etc., can be used to trace out specific logic or 
timing problems. 

LOCAL Mode 

When the lOP is running in the LOCAL Mode, all I/O con- 
trollers and memory are accessible by the host or con- 
trolling CPU. Thus a standard monitor, such as the one 
supplied with the SDK-86 or available for the iSBC- 
86/12"'''^ development kit, can exercise all hardware on 
the bus.* The breakpoint routines, however, will not 
work due to the different instruction set. The 8086 or 
8088 is best suited for running the lOP in the LOCAL 
mode due to identical status lines and bus timing, as 
well as the Request/Grant line, which eliminates bus ar- 
bitration hardware. Figure 1 shows the general LOCAL 
mode configuration. 



*The SDK-86 serial monitor is a good basis for a general 8086 monitor. 
The lOP cannot be used directly with the SDK-86, since the 8086 is run- 
ning in the minimum mode. The SDK-86 can be converted to run in the 
maximum mode, if desired. 



REMOTE Mode 

From a system design standpoint, running the lOP in 
the REMOTE Mode is advantageous in that it removes 
the I/O bus cycles from the system bus. Normally, the 
remote I/O is not accessible to the host CPU. Until the 
lOP is able to run its own test programs to transfer data 
from the REMOTE bus to the system bus, I/O controllers 
and memory on the REMOTE bus will be invisible to the 
host. To get around this problem during prototyping, 
either an external processor interface can be used (see 
next section), or a temporary bypass can be made to ac- 
cess the REMOTE bus from the system bus. 

Bypassing the normal REMOTE/SYSTEM interface is a 
handy technique for doing preliminary debugging on the 
REMOTE bus. This can be done by memory-mapping the 
lOP's I/O space into an unused portion of the host 
CPU's system memory space. When accessing this 
space, the lOP access to its own I/O space is disabled, 
and a separate set of address buffers, transceivers and 
bus control signal buffers are enabled. Reads and writes 
can then be done to the formerly inaccessible REMOTE 
bus by the host CPU. 

A simple system (Figure 2) implements this bypassing 
scheme. It was designed fpr just forcing or examining 
devices on the REMOTE bus and may not read or write 
correctly If the lOP is simultaneously trying to do bus 
cycles. A more sophisticated arbitration system would 
permit reliable run-time checking also. 
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Figure 1. Generalized LOCAL Configuration— 8086 in IVIax Mode 
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Figure 2. Remote Mode Bypass for Debugging 



Running the lOP in the REMOTE mode, particularly If 
the MULTIBUS"^^ protocol is adhered to, has the advan- 
tage that the lOP can be exercised with any MULTIBUS- 
compatlble processor. If the main processor is not 
amenable to being used as a debugging tool, another 
processor could be used to debug the hardware Inter- 
face. If the microprocessor is of the same type as the 
Intended host processor, software debugging can be 
done as well. A generalized REMOTE mode configura- 
tion using the MULTIBUS Is shown in Figure 3. 



External Processor Interface 

A technique that can be used If the host processor can- 
not run any debugging or monitor routines is to have an 
external processor tie into the host processor's bus. 
This is useful if the main system CPU cannot run an in- 
teractive monitor or other debugging programs. If a 
MULTIBUS interface is being used, an 8289 bus arbiter 
and a set of address/data/control buffers can be used. A 
somewhat simpler system, similar to the remote bus ac- 
cess system mentioned above, could be used for static 
debugging of non-MULTIBUS systems. Again, if true bus 
arbitration is added (which brings us nearly to a MULTI- 
BUS Interface), it could also be used for run-time 
testing. Intel processors that have the MULTIBUS 
interface include the ISBC-80/20^'^, iSBC-86/12'^^, iSBC- 



80/10"^^, ISBC-80/05^'^, the Intellec® development 
systems, among others. 

In the previously described systems, the external proc- 
essor would disable the host CPU's access to the bus, 
either by some form of bus request or by a "brute force" 
disabling of the CPU's buffers. In the latter case, the ex- 
ternal processor could only control the bus during a 
time that the CPU is halted, without destroying the pro- 
gram flow. Mapping the processor's memory space Into 
the external processor memory space is the simplest 
method, but can impact programs being run on the 
external processor. If the processor under test utilizes 
the MULTIBUS interface (with bus arbitration), then a 
processor like the iSBC-80/30'^'^ or iSBC-86/12'^'^ could 
be used as the debug vehicle with no special hardware. 
A more flexible interface that would have less Impact on 
the system memory space would have the addresses for 
the system under test generated from latches loaded by 
the I/O instructions from the external processor. This 
case must have software routines to interface to the I/O 
ports and handle the desired debugging routines (see 
Figure 4). 

Software Testing 

It is desirable to check as much of the lOP program as 
possible statically, since various tools and techniques 
are available which may not be usable during real-time 
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testing. This "static" software testing is not applicable 
to heavily l/0-dependent or DMA-dependent routines, 
but is best suited to longer computational or data han- 
dling routines. The idea is to test the correctness of 
algorithms, rather than seeing if the whole system runs. 

There are two main approaches to functional software 
testing. One is to essentially run the program in real 
time and monitor program flow on a logic analyzer. The 
difference between this and real-time testing is that pro- 
gram subsections can be tested separately by using dif- 
ferent TP (Task Pointer) starting addresses. If it is 
necessary to set up certain registers or parameters in 
memory, a small "setup" program can be run after ini- 
tialization, which can load up registers or memory, then 
jump to the program section desired. 

Another technique is to run the programs with break- 
point routines so that one can step through code 
segments and follow program execution. Software 
breakpoints are usually implemented by inserting a 
jump or restart to a monitor routine at the breakpoint 
location. This jump or restart is machine language 
dependent so, unfortunately, the existing breakpoint 
routines within monitors for the 8080 or 8086 are not 
applicable. 

New routines tailored to the 8089 can be used, and, if 
done properly, can even be used to examine programs 
running on a REMOTE bus. Using breakpoints is some- 
what complicated on the 8089 because the minimum in- 
struction length is two bytes. There is no absolute CALL 
Instruction, only a relative one (which would have to 
have its displacement recalculated each time it was 
used). But, with a several-byte absolute jump inserted at 
each place a breakpoint Is desired, full breakpoint 
capabilities can be obtained. 

There are many ways the breakpoints can be imple- 
mented. When a breakpoint is reached, the 8089 itself 
could output the machine state to a console through Its 
own routines. Better suited to debugging, though, is a 
system that has the 8089 place its machine state in 
memory, alert the host processor, and then halt. The 
host then picks up the 8089's state and can treat it in the 
same way it runs its own breakpoint routines. Since the 
host processor is more likely to be running a monitor or 
some other kind of debugging routine (and most likely 
has at least temporary console I/O), It is the logical sys- 
tem to initiate and examine 8089 breakpoints. If the lOP 
is running in the REMOTE mode, and the host processor 
has access to the I/O bus via the scheme mentioned In 
the hardware debugging section, then lOP programs 
running on the REMOTE bus can be examined. 

The breakpoint itself can consist of an escape sequence 
that is used to save the TP value and jump to the save 
routine, or just a jump to the save routine. This routine 
saves all register contents for the channel the break- 
point is in, signals the host processor, and stops the 
lOP. All user programmable registers (GA, GB, GO, IX, 
MO, BC, TP), as well as the pointer tags, are accessible. 
The PP (Parameter Pointer) and PSW are not normally 
accessible, but if the generation of the GA is such that 
the lOP can send itself a CA, then by sending a GA 
HALT, the PSW will appear at PP-i-3. Remember that 



since the lOP doesn't have arithmetic or logical condi- 
tion codes, the PSW is not as important as in other 
machines. 

The most straightforward way to pass data from the lOP 
to the host processor Is through the PB (Parameter 
Block) area since the PP will normally remain relatively 
fixed throughout the lOP program. In order not to in- 
fringe on the PB areas used by the programs, an area 18 
bytes long should be allocated at the end of the PB 
block to hold the register contents. Using other areas to 
store the register data requires saving and reloading a 
pointer register as part of the breakpoint escape 
sequence. 

The data returned from the breakpoint save routine will 
appear to the host processor as a sequential block of 
data in the PB area. Sixteen-bit data can easily be ex- 
tracted, but 20-bit pointer data will have to be 
reconstructed from the move pointer (MOVP) format: 



HIGHEST 
ADDRESS 



LOWEST 
ADDRESS 



TAG BIT 

= SYSTEM 

1 = 1/0 



Several means are available to signal the host processor 
that a breakpoint has been reached. A bit could be set In 
memory or an interrupt sent to the CPU. The best way, 
though, is to use the BUSY flag (at CP-f 1 or CP-f 9). 
After starting the lOP, the BUSY flag is set to FF. When 
a breakpoint is reached, the lOP performs Its save 
routine and does either a software or CA HALT. These 
result in clearing the BUSY flag, which then signals the 
CPU to obtain valid breakpoint data. The CPU can then 
restart the lOP by either a CA START or CA CONTINUE. 

The breakpoint routine outlined above will work for a 
"one-shot" test. However, to be more useful as a 
general purpose debugging tool, some refinements 
must be added. To keep from destroying the program 
whenever a breakpoint is placed, the supervisory pro- 
gram running from the host processor must save the 
lOP code that is occupied by the escape sequence. 
When the breakpoint is completed and lOP execution Is 
to resume, the host program restores the lOP code, sets 
the TP in the GB area back to where the breakpoint was 
placed, and sends a CA START. Since the length of each 
instruction can be easily found from bits 1-4 of the op- 
code, a single stepping function can also be done.* By 
the time this is implemented, the host program is 
becoming a full-fledged debugging routine. Appendix 3 
describes a debugging program that makes use of tine 
ideas presented here. 

Breakpoint routines can be quite useful, but some 
restrictions and limitations should be mentioned. The 
processor examining the breakpoints must have access 
to the lOP program memory, either directly, or through 
lOP programs that simulate direct access. The program 
memory must be in RAM. The breakpoint must be 



•The formula for length of Instructions Is: length (in bytes) = 2 + 1 (if bits 
1,0 = 01)+ 1 (if bits 3,2 = 01) +2 (if bit 3= 1) + 2 (if LPDI). 
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placed on an instruction boundary, and multiple break- 
points must not be placed so that they overlap. There 
may be some impact on the PB area. CA generation may 
have to be different than usual. But, despite these 
limitations, the breakpoints offer a useful and more con- 
ventional software debugging tool than analyzers. 

REAL-TIME TESTING 

Running an lOP program in its final environment with 
real I/O devices is the true test of dynamic operation. 
The program is no longer in a static, isolated environ- 
ment. The demands of DMA and multiprocessing may 
reveal unplanned timing dependencies or critical sec- 
tion problems. There may also be sections of hardware 
or software, which couldn't be tested statically, that 
may have bugs. The whole purpose of static or func- 
tional testing is to dig these problems out while con- 
venient debugging tools can be used. Since there are no 
simple techniques for real-time debugging, the use of a 
logic state analyzer and techniques to fully understand 
the lOP's real-time operation will be emphasized. 

Multiprocessing operations and real-time asynchronous 
I/O requests can cause the timing complexity of the 
system as a whole to rise beyond the point of complete 
comprehension by an individual. It is then essential that 
techniques to ensure correctness are used. These in- 
clude good design methods, especially a clean, well- 
structured design, as well as good testing. A thorough 
test requires the attitude that the system should be 
tested for failures, rather than tested for correctness. In 
other words, one should try to make the system fail, 
tests should be chosen that will put the worst stress on 
critical timing areas. 

The best way to do this is to write a diagnostic program 
that puts the CPU, lOP, and I/O devices through the 
worst conceivable timing and program combinations. 
Ideally, the program should be self-checking so that it 
can be run without supervision, printing any data or pro- 
gram errors that occur, much like a memory test. 

The two main real-time problem areas are insufficient 
data rates or latency, and critical section problems. To 



test for data rate problems, run the system clock at its 
lowest expected frequency and use memory and I/O 
with maximum expected wait states. Identify the 
tightest program timings and try to have these sections 
coincide with worst case DMA or other heavy bus utiliza- 
tion (see dual channel operation later). Critical section 
problems can occur when two Independent processors 
communicate with each other with Improper "handshak- 
ing." this can result in one processor missing another's 
message, or even having both processors hang up, 
waiting for each other to go ahead. The 8089 provides 
aids to these problems, including the TSL instruction (to 
implement semaphores) and the BUSY flag. However, 
any interprocessor communication (including one chan- 
nel of the lOP to the other) should be checked. Beware 
of cases when one processor is running considerably 
slower than the other (due to DMA overhead or chained 
instruction sequences). 

The techniques for real-time debugging evolve from 
functional testing using a logic analyzer. For all but the 
simplest systems, an analyzer is essential, since it can 
graphically show program execution and timing rela- 
tionships during real-time execution. Another aid is a 
delayed oscilloscope. Triggering the scope from the 
logic analyzer, the delay can be adjusted so that any 
signal in the system can be monitored. 

To facilitate the use of the logic analyzer, especially if 
its memory is not very deep or when using it to trigger 
an oscilloscope, a repetitive system can be used to con- 
tinually update the display. Using a repetitive reset 
helps to debug the software-hardware Interface, since 
oscilloscope or logic analyzer probes can be readily 
moved around the circuit to observe new signals 
without manually retriggering the display. At its 
simplest, the reset to the host processor can be strob- 
ed, say every 10 ms. The processor will then provide the 
two channel attentions (CAs) that are needed to in- 
itialize the lOP. Where this isn't feasible, the CAs can be 
externally forced by either a string of one-shots or a sim- 
ple processor with timing loops (such as a SDK-85 or 
SDK-86). See Figure 5 for initialization timing. 
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Memory protection of the lOP and system programs is 
helpful when debugging DMA operation. It is quite easy 
for runaway DMA to wipe out memory. Another precau- 
tion to avoid this problem is to set an upper limit on the 
number of bytes transferred by always specifying a byte 
count termination. 



Logic Analyzer Techniques 

In the absence of other powerful debugging systems, 
the logic analyzer has shown to be an extremely useful 
tool. Because of its importance in debugging an lOP 
system, some basic techniques and observations that 
relate to monitoring lOP operation will be reviewed here. 
The particular brand or type of analyzer used is not too 
important, but would be desirable to have the following 
features: 



At least a 24-bit data width 
Flexible triggering and qualification control 
Display after triggering on a sequence of states 
Capability for hexadecimal data display 



It is best to hook up to the address/data lines at the lOP, 
as opposed to looking at the separate address and data 
lines, since 39 lines would be required just to look at ad- 
dress, data and status lines. The three lower status lines 
should be monitored to show the type of bus cycle be- 
ing run. Other lines can be connected where needed, at 
places like the DRQ lines, the EXT lines or other lines 
related to the system. 



For general purpose debugging, triggering the analyzer 
on the rising edge of the lOP clock shows the most 
useful data concerning bus cycles. Of course, using the 
falling edge may be necessary to check certain signals, 
particularly ones that are active only while the clock is 
low. The following discussion Is based on sampling 
data on the clock's rising edge. 



One should be careful when setting up the triggering 
for the analyzer that the desired event is what is dis- 
played and not a later event with the same trigger word. 
This can happen when the logic analyzer is in the repet- 
itive trigger mode. It may retrigger before the system ac- 
tually resets. A sequence restart feature is helpful. 



The basis of following program execution and DMA on a 
logic analyzer is to follow an 8089 bus cycle, which is 
identical to a 8086 and 8088 bus cycle. The following 
diagram shows a typical 8089 bus cycle. 

For general purpose debugging, displaying every clock 
is useful, but for quickly finding one's way around a pro- 
gram, the analyzer can be qualified so that only instruc- 
tion fetches (status = 100 or 000), with ALE active, are 
trapped. A much more compact display of execution 
flow results. 
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As mentioned earlier, on a 16-bit bus, most instructions 
starting on odd addresses won't show the first fetch, 
since the internal queue is in use. It is a good idea in 
that case to use only even instruction boundaries as 
trigger words. When following dual channel operation, 
one should keep an eye on the upper status bits (S3-S6), 
since S3 indicates which channel is running (0 = CH1, 
1=CH2), and S4 Indicates DMA/non-DMA transfer 
(0 = DMA, 1 = non-DMA). 

A REVIEW OF lOP OPERATiON 
(With things to look out for) 

When trying to get an unfamiliar system going for the 
first time, it is too easy to stumble on apparent prob- 
lems that are really just unexpected operation modes or 
peculiarities of the machine. For this reason the basic 
principles of lOP operation will be reviewed here with 
special emphasis on possible problem areas or pitfalls 
that a user might encounter when debugging a 8089 sys- 
tem. The topics are covered generally in the order en- 
countered when bringing up a system. For complete 
details of operation and some design examples, see the 
8086 Family User's Manual. 

RESET 

RESET must be active (HIGH) for at least four clocks in 
order to fully initialize all internal circuitry. On power up, 
RESET should be held high for at least 50 microsec- 
onds. The chip is only ready to accept a Channel Atten- 
tion (CA) one clock after RESET goes inactive. 

Note that the SEL pin is sampled on the falling edge of 
the first CA after RESET to tell the 8089 whether it is a 
master (0) or a slave (1) for its request/grant circuitry. If a 
master, it will assume it has the bus from the beginning. 
If a slave, it will strobe the RQ/GT Line to request the 
bus back and will not start any bus transfers until it has 
been granted the bus. If the RQ/GT line is not being 
used, make sure the lOP comes up in the master mode. 

Initialization 

Upon the first CA after reset, a sequence of instructions 
is executed from an internal ROM. These instructions 
pick up parameters and load data from the linked list 
sequence (Figure 6). The instruction sequence is essen- 
tially: 

MOVB SYSBUS from FFFF6 

LPD System Configuration Block (SOB) from FFFF8 

MOVB SOC from (SOB) 

LPD Control Pointer (CP) from (SCB) + 2 

MOVBI "00" to CP-h 1 (clears BUSY flag) 
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Remember that four bytes must be fetched during an 
LPD. If on a 16'bit bus, with even addressed boundaries, 
only two fetches are needed. Otherwise (8-bit bus or odd 
boundaries), four fetches are needed. 

Even though no bus cycles are run to fetch these in- 
structions, the cm Task Pointer (TP) appears on the ad- 
dress latches during the short internal fetch periods. 
On power up, this value is meaningless, but if a repeti- 
tive RESET is used, theTP remains unchanged from the 
end of the last program run. See Figure 6 for the start of 
a typical initialization sequence as viewed on a logic 
analyzer. 

Bit in the SYSBUS field sets the actual (or physical) 
system bus width that the lOP expects. In the 8-blt 
mode, only byte accesses are made, and all 8-bit data 
should appear on the lower eight data lines. In the 16-bit 
mode, word accesses can be made (if the address is 
even), all data on even addresses appears on the lower 
eight data lines, and all data at odd addresses appears 
on the upper eight. 

Bit in the SOC field sets the physical width for the I/O 
bus. The same rules for the system bus apply here. Note 
that these bits should reflect the actual hardware imple- 
mentation and are not to be confused with the DMA logi- 
cal widths set by the WID instruction. 

The R bit (bit _iyjnjhe SOC field is used to change the 
mode of the RQ/GT circuitry. When the lOP is on the 
same bus as an 8086, it is required to have the R bit be 0, 
with the 8086 as the master and the 8089 as the slave. 
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Figure 6. Start of Initialization Sequence On a 16-Bit Bus 



The master (8086 or 8088) can never take the *us away 
from the slave (8089); only the slave can give bacl< the 
bus. In other words, during DIS^A transfers, the 8089 
would not have the bus taken away. This is the only 
mode compatible with the 8086 or 8088. 

When two lOPs are being used on the same bus, the 
RQ/GT circuity can be put into an equal priority mode 
by setting the R bit to one. A slave can only be granted 
the bus if the master is doing unchained instructions or 
running idle cycles. The master can request the bus 
back from the slave at any time. The slave grants it if do- 
ing unchained instructions or if it is idling. The master 
and slave are put on essentially the same priority. 

At the end of initialization, the "BUSY" flag of CH1 is 
cleared. For systems where the 8086 is waiting for the 
initialization sequence to end before giving another CA, 
it can set the BUSY flag high prior to initialization. The 
BUSY flag going low is a sign that the lOP is ready for 
another CA. It is important to remember that the lOP will 
not respond to, nor latch, a CA during an initialization 
sequence. 



Channel Attentions 

The main system processor initiates communications 
with the lOP through the Channel Attention (CA) line. As 
mentioned earlier, the first CA after system RESET In- 
itializes the lOP. All subsequent CAs cause the lOP to 
do a two-step process. It first fetches the Channel Con- 
trol Word (COW) from the appropriate channel at (PP) for 
channel 1 or (PP + 8) for channel 2. (SEL at the time of 
CA falling determines the channel for all following ac- 
tions.) The lower three bits of the COW Command Field 
(OF) are examined and then cause the lOP to execute 
the desired function. 



Command Field (CF) 

Control of task block programs is accomplished 
through the command field. The various CF functions 
are: 

CF 

000 — Examine other field only and set BUSY flag 

001 — Start task program in I/O space 

011 — Start task program in system memory 

The start command causes the following instructions 
to be executed out of the internal ROM: 

LDP CP from (CP) + 2 (CH1) or + 10 (CH2) 
LDP TP from (PP) (for TP in system) or 
MOVB TBP from (PP) (for TBP in I/O) 
MOVBI "FF" to (CP)+ 1 or + 9 (set BUSY flag) 
111 — HALT channel. BUSY flag cleared to "00" 
110— HALT channel. Save state of machine and 
clear BUSY flag by executing: 
MOVPTPto(PP) 
MOVB PSWto(PP)-H3 
MOVBI "00" to(PP)-f 1 or+9 
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The channel will HALT and the machine will con- 
tinue execution on the other channel or go to idle if 
the other channel is idle. 

101 — Continue channel. The channel is revived 
after a HALT by executing: 
MOVP TP from (PR) 
MOVBPSWfrom(PP) + 3 
MOVBI "FF" to(CP)+1 or +9 
(set BUSY flag) 

Do not do a CONTINUE after Initialization without doing 
a CA START first since the (PP) register in CH1 is used 
as a temporary register (to hold SCB) and is only correct- 
ly loaded by a CA START. 

The upper 5 bits In the CCW will have affect if CF = 000 
or upon a CA START. Some things to note about these 
upper fields are: 

• Priority Bit — If both channels are doing tasks of 
the same overall priority, the tasks with the higher 
priority bit will run. If the priority bits are the same, 
execution will alternate between the two channels. 

• BLL Bit (Bus Load Limit) — Keeps nonchained in- 
structions from occurring more often than once 
every 128 clocks. However, channel attention or ter- 
mination cycles, even on the other channel, may 
disrupt the exact time Interval to the next 
instruction. 

It should be noted that the setting or clearing of the 
BUSY flag occurs after the loading or storing of 
registers, so that in a system where the main CPU uses 
the BUSY flag as a form of semaphore to tell when the 
lOP is truly finished, there is no danger that the SCB, 
CP, PP or TP could be changed before the iOP loads 
them. 

Also since DMA termination cycles and chained instruc- 
tion execution have a higher priority than CA, it is possi- 
ble for CA to be "shut-out" by these higher priorities 
running on the other channel. However, since CA is 
always latched (except during initialization), it won't be 
forgotten. 

How Can a Channel be Halted? 

Sometimes a channel may stop its operation unex- 
pectedly. To see what could cause this, and to show the 
Impact of halting a channel, the various ways of stop- 
ping a channel are explained: 

HALTED CHANNEL — If the channel has never started 
after initialization, if it has received a CA HALT com- 
mand or a software HALT, channel operation is sus- 
pended. If the other channel can run, it will, otherwise 
idle cycles will run. Only a CA START or CONTINUE can 
resume operation. 

WAITING FOR A DMA REQUEST - If the channel is in a 
source or destination synchronized DMA transfer mode, 
it will wait until DRQ is active before running its syn- 
chronized transfer. To minimize the impact on the 
overall throughput of the chip, the other channel can run 
during these DRQ wait periods. 



WAITING TO GET THE BUS BY RQ/GT - If the IOP has 
given the bus away via RQ/GT, it won't initiate any bus 
transfers until it has the bus back. The machine will run 
up to just before T1 of a bus clock cycle and will three- 
state its address/data and status pins untilit has been 
granted the bus. 

WAITING FOR READY - When running bus transfers, 
READY Is sampled at T3 of a busy cycle. If Inactive, the 
whole chip will wait until READY goes active. 

The last two cases of waiting (or "wait" states) stop the 
whole chip and do not permit the other channel to run. 
However, with READY inactive or with the bus not ac- 
quired, there is not much that can be done on the other 
channel anyway. These two cases only stop the chip 
when running bus cycles. Any Internal operations can 
proceed without having the bus or with the system not 
READY. 

Note the difference between when the chip is HALTed 
when using RQ/GT and an external arbiter (8289) for 
bus arbitration. Not having the bus due to RQ/GT will 
inhibit the bus cycle from e ven s tarting. Since the 8289 
stops the chip by forcing AEN inactive, which goes 
through the 8284 clock generator to force READY inac- 
tive to the IOP (or 8086/8088), a bus cycle has already 
been started, with ALE asserted, and the address on the 
address/data lines. When the bus Is obtained, operation 
proceeds at T3 of the bus cycle. 

As will be mentioned later, many invalid opcodes will 
cause the machine to hang up. In these cases the 
address/data lines will point to where the bad opcode 
was fetched. 

Task Execution 

Although optimized for fast and flexible DMA operation, 
the IOP is also a full-fledged microprocessor. The 8086 
Family User's Manual deals with programming 
strategies and other details. Some of the things to be 
noted during debugging will be mentioned here. 

Instruction Fetching 

Unlike the 8085 (but like the 8086), the 8089 labels all 
fetches from the instruction stream, whether OPCODE, 
offset, displacement, or literal data, as an instruction 
fetch on the status lines. In some cases, such as MOV 
R,l and ADD R,l, the instruction fetch time greatly ex- 
ceeds execution time because literals are treated as in- 
struction fetches. When following programs on a logic 
analyzer, triggering on status =100 or 000 (instruction 
fetch) and a known program address is the handiest way 
to trace the flow of the program. 

When running programs on a 16-blt bus, a 1-byte queue 
register comes into play, saving the upper byte fetched 
from the last instruction fetch. If not used by the 
previous instruction. This reduces fetch time and bus 
utilization since the odd byte doesn't need to be fetched 
again. An Internal four-clock cycle fetches data from the 
queue. Like the internal ROM fetches, the task pointer is 
put out on the address/data lines, but no bus cycle is run. 
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The queue can have some possible unexpected affects 
that have to be taken into account during debugging. 
These apply only to 16-bit systems and are: 

1. Instructions that start on odd boundaries will not 
likely have bus cycles run to fetch the odd byte 
unless jumped to, unless preceded by LPDI (which 
clears the queue), or an instruction that modifies the 
task pointer is executed. The latter causes the queue 
to be cleared so that part of an old instruction won't 
become part of the new one. 

2. There Is a queue register for each channel so loading 
orclearing the queue on one channel has no affect on 
the other channel's queue. 

3. The second word of Immediate data fetched by a 
LPDI is done during a pseudo-Instruction fetch cycle 
that cannot make use of the queue or already fetched 
data. Thus, If on an odd boundary, fetching an LPDI 
will be byte, word, byte, byte, byte, and the queue will 
not be loaded. 

When Can the Other Channel Interrupt Instruction 
Execution? 

This will be explained more in the "dual channel" opera- 
tion section,, but a few points willbe mentioned here. All 
Instructions are made up of internal cycles, with each 
cycle composed of two to eight clocks. Each bus cycle 
is one internal cycle, but there can be internal cycles 
with no comunications to outside the chip. Internal 
cycles vyill be extended by the number of wait states in 
each bus cycle. Between any of these cycles, DMA from 
the other channel can intervene if the priorities permit it. 
Instruction fetching and execution can only interrupt in- 
structions on the other channel when the instruction 
has been completed, not between internal cycles. 

Registers 

All the registers have some special purpose use in the 
Instruction Execution or DIVIA, but all except the CC 
register can be used as general purpose registers during 
instruction sequences. A few are loaded specially: 

• OP — Is only loaded during an initialization se- 
quence. There is one CP register that handles both 
channels. (All others are duplicated, one set for 
each channel.) 

• PR — Is only properly loaded during a CA START 
command. It holds the SCB value after the initializa- 
tion sequence. 

• TP — This is included as part of the registers in the 
RRR field, but cannot be operated on unless you 
plan on having your program execution jump 
around. Everytime this Is operated on, the queue Is 
cleared. The TP is loaded from two words (address 
and displacement) on a CA START, LPD, or LPDI, 
and loaded from 3-byte MOVP format (see illustra- 
tion on page 5) on a CA CONTINUE, and can be op- 
erated on using any register oriented instructions. 

The following registers are loaded during program exe- 
cution, but can have special effects: 



• CO — The only thing that affects instructions in the 
CC register is the chaining bit. If chaining doesn't 
matter (if only one channel is being used without 
channel attentions, for example), then the CC reg- 
ister can begeneral purpose. However, for portabil- 
ity of programs, it is strongly suggested not to use 
the CC register except for altering DMA parameters 
and chaining. 

• MO — Is a general purpose 16-blt register, but is 
also used to do a masked comparison either for 
DMA search/match termination or for the JMCE and 

. JMCNEInstructiohs. 

• BC, IX — Both general purpose 16-bit registers. In 
instructions that reference memory using the AA 
field, if AA=11, the IX register is incremented by 
the number of bytes fetched or stored. 

• Pointer Registers (GA, GB, GO and TP) — Are 20-bit 
registers, but can also be used as 16-bit registers. 
Adds will carry into the upper 4 bits, but other 
operations (COMP, OR, AND) are done only on the 
lower 16 bits. Note that when used as pointers to 
system memory. It is possible to add a large 16-blt 
number to the pointer and to put the pointer into 
another 64K block of memory. 

Sign Extension 

All program data brought into the chip, either literals or 
displacements in opcodes, or program data fetched 
from memory, is sign-extended. Offsets used for 
calculating addresses are not sign extended. Any 8-bit 
data brought in has bit 7 sign-extended up to bit 19. 
Sixteen-bit data is sign-extended from bit 15 to bit 19. It 
Is important to note this, because it can affect logical 
operations. For example, if one wanted to OR 0084H 
with 1234H.in register GO, you couldn't do ORB! GC, 
84H, because bit 7 would sign-extend into the upper 
byte. Instead, you should code ORI, 0084H to do this 
properly (note that this has a word for the Immediate 
data). The non-ADD operations will cause the upper four 
bits of the pointer registers to be Invalid since the upper 
four bits of the ALU come only from the adder. 

Tags 

It should be noted that the way the lOP knows which 
bus to access (system or I/O) Is via the Tag bit associ- 
ated with the pointer register used. The TAG can only be 
set in these ways: loading as a 16-bit register (MOV R,M, 
MOV R,l) sets TAG to I/O space, loading as a pointer 
(LPD, LPDI) sets TAG to a system space), or bringing the 
TAG in from memory by a MOVP instruction. 

Effects of Invalid Opcodes 

The upper 6 bits of the2-btye opcode actually determine 
which opcode will be executed. If these bits are a valid 
opcode, but lower bits are invalid, the chances are good 
that the bad bits will be ignored. But if the upper six bits 
are invalid, there Is a very good chance that the chip will 
hang up and stop execution in that channel. The only 
way to get out of this mode is to reset the chip. If this 
hang-up occurs, it can usually be traced because the 
last address of the instruction fetch will still be on the 
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address/data lines, showing where the program went 
astray. 

Going from Instruction Execution into DIVIA 

The XFER Instruction places the current channel Into 
the DMA mode after the next Instruction. This permits 
one last Instruction to start up an I/O device (start CRT 
display on an 8275, for example). However, In order for 
the lOP to get setup for DMA, the GA, GB, and CC 
registers should not be altered during this last Instruc- 
tion. Failure to observe this will probably result In an 
Improper first DMA fetch. The WID Instruction can be 
placed after XFER. 

DMA Transfers 

tncrementing/Non-lncrementing pointers 

A memory or I/O pointer can be made to Increment for 
each byte transferred during DMA or It can remain fixed. 
Incrementing is used primarily for memory block 
transfers, and non-incrementing Is used to access I/O 
ports. 

B/W Mode 

Each DMA transfer is composed of separate fetch and 
store cycles so that 8/16-bit data can be assembled and 
disassembled, and translation and termination may also 
be easily handled. There are four possible transfers or 
B/W modes. They are: 

B- B — 1 byte fetched, 1 byte stored 
B/B - W — 2 bytes fetched, 1 word stored 
W- B/B — 1 word fetched, 2 bytes stored 
W- W — 1 word fetched, 1 word stored 

The B/W mode used depends on the logical bus width 
(selected by the WID Instruction), address boundary, 
and Incrementing mode. 

All systems with 8-blt physical buses will run in the B/B 
mode. On 16-blt physical buses the other modes are 
possible, depending on the logical widths selected. 
Note that the logical bus width can be different than the 
physical bus width since there are cases where an 8-bit 
peripheral may be used on a 16-bit bus. The selection of 
the logical width, and not the physical width, is what 
determines the B/W mode. Thus it is the responsibility 
of the programmer not to program an invalid combina- 
tion (i.e., don't specify a 16-bit logical width on an 8-bit 
physical bus). 

Any transfer on an odd boundary will be B/B but if the 
pointer is incrementing and on a 16-bit logical bus, after 
the first transfer, the pointer will be on an even bound- 
ary. The lOP will then try to maintain word transfers in 
order to transfer data as effeciently as possible. See the 
user's manual for details. The change in B/W mode oc- 
curs only after the first transfer or, as explained in the 
termination section, upon certain byte count ter- 
minations. 

Synchronization 

In the unsynchronzied mode, transfers occur as fast as 
priorities will allow. This is the lOP's "block-move" 
mode. Most I/O peripherals only want a DMA transfer on 
demand; the DRQ lines, along with synchronization 
specified, will handle this need. Source synchronization 



is used for I/O reads and destination synchronization Is 
used for I/O writes. 

If the lOP Is waiting for a DMA request, It will run pro- 
grams or DMA on the other channel, or execute Idle 
cycles if nothing Is pending. If running Idle cycles when 
the DRQ comes, the transfer starts five clocks after 
DRQ is recognized. If running DMA or Instructions on 
the other channel, the DRQ cannot be serviced until the 
current Internal cycle Is done, and may require a max- 
imum of 12 clocks (without bus arbitration or wait 
states). 

Consecutive DRQ-synchronized DMA transfers on the 
same channel are separated by four idle clocks (assum- 
ing no other delays) by an internal sampling mechanism. 
This happens between the 2-byte fetches on source- 
synchronized B/B-W cycles, and between the two stores 
on destination-synchronized W-B/B cycles. This delay 
between consecutive DMA cycles allows adequate time 
for proper acknowledgement of the current DMA re- 
quest before the next request Is processed. On 
destination-synchronized DMA, this Isn't a problem, but 
on source-synchronized DMA, there will be four extra 
clocks per transfer. Unless one is running right at the 
speed limit, this won't be a problem. Near the maximum 
data rate, unsynchronized transfers can be used, with 
synchronization done by manipulating the READY line. 

Translate Mode 

When the translate bit Is set, the data fetched during 
DMA will be added to the GC register. This new pointer 
will in turn be used to fetch, via a seven clock extra fetch 
cycle, new data, which will then be stored. Translate Is 
only defined for byte transfers. The bytes are added to 
GC as a positive offset, so a lookup table for translating 
data can be a maximum of 256 bytes long. Even If the 
data to be translated falls within a smaller range (such 
as ASCII code), a full 256-byte lookup table Is recom- 
mended so that erroneous data can be flagged and con- 
trolled. 

Translate can be run on any of the B/B transfer modes, 
so It Is useful for doing block translation within program 
execution as well as translation directly to or from an I/O 
port. 

DMA Termination 

One of the powerful features of the lOP Is Its varied 
DMA termination conditions and their close tie-ln with 
resuming Instruction Block programs. However, be- 
cause of the multitude of DMA modes, care must be 
taken in predicting the exact termination paranrieters. 
Various things to be careful about will be outlined h6re. 

Byte Count (BC) Termination 

The BC register Is decremented for every byte trans- 
ferred whether or not BC termination Is set. If BC ter- 
mination is set, the last transfer done Is the one that 
results In BC being zero. To avoid the problem of miss- 
ing BC = on word transfers, if BC Is odd between every 
transfer, the lOP detects when BC Is 1, and forces the 
last transfer to be in the B/B mode. Since both the fetch 
and store cycles are complete, the source and destina- 
tion pointers point exactly to the next byte or word that 
would have been fetched. 
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Masked Compare (MC) Termination 

An MC termination occurs when a pattern matches (or 
doesn't match, depending on mode selected) the lower 
half of the MC register (the match pattern) with only the 
bits that are enabled by the upper half of MC (the mask 
pattern) contributing to a match. Thus the masked bits 
can be "don't cares" in both the data byte and the match 
byte. 

The masked comparison is only done on store (deposit) 
cycles. Any bytes transferred (in B/B or W-B/B mode) will 
be compared. But, since the MC comparison is done on 
only one byte, any words stored (W-W or B-B/W) have 
only their lower byte compared. This may be fine, but If 
not, make the destination logical width 8 bits. 

Just like BC termination, the pointers will point to the 
next data to be transferred. The BC will also be decre- 
mented correctly, except if the termination occurs on 
the first byte of a W-B/B transfer. In this case the BC will 
be decremented as if the entire transfer (both bytes) had 
taken place. 

The store cycle that causes an MC termination will be 
lengthened by two extra clocks (or by one extra clock if 
there are, wait states), to allow time to set up the ter- 
mination cycle. 
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Figure 7. Masked Compare Logic for 1-Bit 



Externai (EXT) Termination 

External termination allows the I/O device or controller 
to use its own conditions to generate a termination. 
Basically, the lOP will halt DMA as soon as it recognizes 
an EXT terminate, even if a transfer is only partially com- 
plete. There might be concern that multibyte cycles 
(W-B/B or B/B-W) might have data lost if an EXT ter- 
minate stopped the store cycle. In unsynchronized DMA 
this would happen, but this mode is typically not used 
with I/O controllers that could generate external ter- 
minations. In synchronized DMA modes, it is assumed 
that the I/O controller will only do a DRQ for valid data 
transferred, and that it won't give an EXT terminate with 
its DRQ active. In destination synchronization, the 
possible problem occurs In the W-B/B mode, where EXT 
terniinate comes after the first store but before the sec- 
ond. This is fine, since even though data was over- 
fetched, the proper amount was actually transferred. In 
source synchronization, the B/B-W mode raises prob- 
lems since if an EXT terminate came after the first byte 
fetched and before the second byte fetched, normally 
no store cycles would be done at all, thus losing the first 
byte fetched. In this case (i.e., source synced, DRQ inac- 
tive, and 1 byte already fetched), a single byte store 
cycle Is run before the termination cycle, ensuring data 
Integrity. 



In orderto prevent an invalid signal level from becoming 
trapped from the asynchronous EXT term lines, two 
clocks of delay and signal conditioning are done on 
these lines. In addition, a termination cycle can only be 
started at certain times during DMA (or TB on the other 
channel — see dual channel operation section). The EXT 
terminate lines should be valid eight clocks before the 
start of the DMA cycle to be stopped. 

EXT is sampled even when the lOP is running something 
on the other channel. Remember though, that despite 
the high priority of termination, the current instruction 
on the other channel has to finish before the termination 
cycle is run. Simultaneous EXTs on both channels result 
in CH1 termination being done first. 

In order to have enough time to process a byte count ter- 
mination, the BC register is always decremented during 
DMA fetch cycles. Because of this, external or MC ter- 
minations that occur during W-B/B cycles will result in 
the byte count always being decremented by two, even 
if only one byte is stored. This also occurs in the block- 
to-block or block-to-port B/B-W modes. To find the exact 
number of bytes transferred, the source pointer address 
can be checked in the block-to-port and block-to-block 
modes during B/B-W cycles and In the block-to-port 
W-B/B mode. The destination pointer address can be 
used to find the number of bytes transferred in the port- 
to-block and block-to-block modes during W-B/B cycles. 

Termination Cycies and Multiple Terminations 

Upon termination, the user can run different task b|ock 
programs, depending on which type of termination has 
occurred, by specifying an appropriate termination off- 
set. That is, instruction fetching will begin after a 
termination cycle starting at either the TP value before 
the DMA started, TP + 4 orTP + 8. These offsets permit 
long or short jumps to termination routines. 

The termination cycle Is an add immediate instruction 
that runs from the internal ROM and adds the proper off- 
set to the TP. It is 15 clocks long for TP -1-4 and TP-f 8 
termination and 12 clocks long for TP-f- termination. 

As mentioned earlier, EXT terminate must come a cer- 
tain time before the end of a transfer to ensure that the 
next transfer doesn't start. If It comes in time and MC 
termination also occurs on the current transfer, then the 
termination cycle with the largest offset Is run. A 
simultaneous BC terminate cycle will have priority over 
MC and will result In the running the BC termination 
program. 

Priorities/Dual Channel Operation 

The lOP can share its internal and external hardware 
between two separate channels. The user sees two 
identical lOP channels with all registers, machine flags, 
etc., independent of the other channel. The only register 
in common is the CP register, loaded by the initializa- 
tion sequence. The mechanism for achieving dual chan- 
nel operation is time multiplexing between the two 
channels. 

Since interleaving two channels affects their response 
time to external events and since interfacing to these 
events is the prime purpose of the lOP, several means of 
adjusting the priorities of the channels are provided. 
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Before going into the priority algorithms in detail the 
four types of cycles that are affected by the priorities 
will be outlined: 

1. DMA Cycles — Any type of DMA transfer cycle, 
including single transfers and translate cycles. DMA 
can be interrupted after any bus transfer by the other 
channel. 

2. Instruction Cycles — Any instructions that have 
been fetched out of I/O or system memory. Instruc- 
tion cycles are made up of internal cycles, each two 
to eight clocks long (assuming no wait states). Some 
cycles may not run bus transfers. Instructions can be 
interrupted by DMA after any one of the internal 
cycles, but can only be interrupted by instructions on 
the other channel (normal ones or ones from internal 
ROM) after the current instruction is completed. 

3. Termination Cycle — Performed when DMA transfers 
end and instructions resume (except on single 
transfers). 

4. Channel Attention Cycles — Performed when chan- 
nel attention is given, performs actions specified in 
the COW field. Both termination and CA cycles can 
be interrupted by DMA after any internal cycle, but 
can only be interrupted by instruction cycles after 
the complete sequence of Internal cycles is done. 

Termination and channel attention cycles as well as the 
initialization cycle (which never runs concurrently with 
other operations) are sequences of Instructions fetched 
from an internal ROM. 

Recognizing the higher importance in doing DMA, ter- 
mination and (to a lesser extent) CA cycles, the follow- 
ing priority scheme is built into the lOP. Any channel 
that has a higher-priority operation will run continuously 
until done. If both channels are running the same priori- 
ty, execution will alternate between them. 

Highest Priority 

1. DMA transfers, termination, chained instructions 

2. Channel attention cycles 

3. Instruction cycles 

4. Idle cycles 

Lowest Priority 

Two ways exist to alter the priority scheme. One way is 
to utilize the priority bits for each channel. If one is 
greater than the other, that channel will run at the ex- 
pense of the other if both channels are otherwise run- 
ning at the same priority. Thus the P bit only has effect 
on channels running at the same priority level. 

If one wants to run instructions along with or in place of 
DMA on the other channel, the other technique is to set 
the chaining bit (in the CO register) which brings the 
Instruction priority up to the level of DMA. Care should 
be taken with this since now CAs are at a lower priority 
than Instructions and will not be serviced unless that 



channel goes Idle. Chaining will also lock out normal In- 
structions on the other channel. Chaining should thus 
be used with care. 

In order to reduce the possibility of shutting out channel 
attentions, an exception is made to the above priority 
scheme. After every DMA transfer, whether synchro- 
nized or unsynchronized, the lOP will service any pend- 
ing CA. However, chained task block execution will still 
shut out CAs on the other channel. 

What is the importance of priorities? Well, as an 
example, let's say that we are running long periods of 
non-time-critical block moves (via DMA) on one channel 
and running short bursts of DMA that must be serviced 
promptly on the other channel. With the default 
priorities, the short DMA channel bursts would be in- 
terleaved with the longer DMA, reducing the maximum 
transfer rate for both channels. If, however, the priority 
bit was one on the burst mode DMA and zero on the 
other, the bursts would be serviced continuously at the 
fastest possible data rate. 

An even more critical case would be the same low prior- 
ity, long DMA transfers on one channel with DMA on ttie 
other channel that must terminate, run a short instruc- 
tion sequence, and resume DMA again within a short, 
fixed time. (This might be the case in running a CRT dis- 
play with linked list processing between lines.) Normal- 
ly, the low priority, long DMA could indefinitely block 
the short TB sequence. By setting the high-priority chan- 
nel's priority bit to one and putting it into the chained 
Instruction mode, the low priority channel would stop 
its DMA entirely so that the termination/instruction se- 
quence could run. 

When establishing the priorities to be run, care should 
be taken that both channels will run successfully under 
a worst case combination. This can be tricky when the 
channels are running asynchronously with fast data 
rates and/or short latencies, but must be taken into ac- 
count. Of course, running only one channel on the lOP is 
an easy solution, but if more than one lOP is being used 
in the system, the priorities and delays of the bus ar- 
bitration used (either RQ/GT or an 8289 bus arbiter) must 
be taken into account. It may be found that the on-chip 
arbitration between the two channels is faster and more 
powerful than external arbitration. 

SUMMARY 

It is hoped that the material presented here will aid 
those who are putting together and debugging an 8089 
lOP system, and help them in understanding the opera- 
tion of the lOP. Many of the debugging techniques 
should be familiar to those who have worked with micro- 
and minicomputer systems before. Other debugging 
techniques not mentioned here, which work well with 
microprocessor systems, could be just as applicable to 
the 8089. The unique nature of the lOP among LSI 
devices warrants special consideration for its I/O func- 
tions and multiprocessor capabilities. 
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Appendix I 
CHECKLIST OF POSSIBLE PROBLEMS 

HARDWARE PROBLEMS 

• Is RESET at least four clocks long? 

• Are both Vss lines connected to ground? 

• Does the first CA falling edge come at least two clocks 
after RESET goes away? 

• Does the second CA come at least 150 clocks (16-blt 
system, no wait states) after the first CA? 

• Is READY correctly synchronized and gated by 
local/system bus lines? 

• Is SEL correct for first CA so that lOP comes up cor- 
rectly as master or slave? 

• If two lOPs are local to each other, is a2.7K pull-up re- 
sistor used on RQ/GT? 

SOFTWARE PROBLEMS 

• Are the initialization parameters in the initialization 
linked-list correct? 

• Is BUSY flag being properly tested by host CPU soft- 
ware before modifying PB or providing a new com- 
mand? 

• Has the chaining, translate, or lock bit in the CC 
register been erroneously set? 

• Have DMA termination conditions been met? The lOP 
could be trying to do endless DMA. 



Appendix II 

BREAKPOINT ROUTINE 

AND 
CONTROL PROGRAM 

The debugging program described here is an example of 
the kind of software development tool that can be 
developed for the 8089 lOP. It was written to try out 
various breakpoint schemes, and has been used to 
debug an engineering application test system. The pro- 
gram is not meant to be the ultimate debugging tool, but 
is an example of what can be put together to utilize the 
breakpoint routine described earlier in the application 
note. 

The debugging program was tested on a 8086-based 
system that emulates the SDK-86 I/O structure, and uses 
the SDK-86 serial monitor. This enables it to use the 
SDK-86 Serial Downloader to interface to an 
Intellec® development system on which. the software 
was created. The 8086 system is Interfaced via a 
MULTIBUS"^^ interface to an lOP running in the REMOTE 
mode. The remote bus access technique, mentioned 
earlier in this note, is implemented on this system, but 
was not used in the software debugging program. 



The breakpoint routine uses a simple jump to a save 
routine. The PL/M-86 supervisory or control program 
handles the placement of the jump within the users pro- 
gram. Since it can not normally access the remote bus, 
all lOP programs to be tested must run out of system 
memory. 

When the control program starts, It assumes the lOP has 
just been reset. It then prompts the user for the CP 
and PP values. After this, it sends the first (initialization) 
channel attention. It then asks the user for the channel 
to be run, and the starting and stopping addresses. After 
the stopping address has been entered, a Channel At- 
tention Start is given. If the breakpoint is reached, a 
HALT is executed, and the control program prints the 
register contents. If the breakpoint hasn't been reached, 
the user can type any character, and a Channel Atten- 
tion Halt will be sent to the lOP. If the lOP responds 
within 50 ms, the TP where it was halted is printed. 
Otherwise, the control program issues an error 
message. If, at any time, the user wants to get out of the 
program, typing an ESC wjll pass control back to the 
SDK-86 monitor. Figure 9 shows the flow of the control 
program. 

Note that, unlike a single CPU debugging routine, hav- 
ing the 8086 supervise the 8089 enables a clean exit 
from crashed lOP programs. The program code where 
jumps had been placed are always restored. The control 
program is a good example of how the power of dual 
processors can be put to good advantage. 

Comments within the control program indicate 
parameters that need to be changed to run on different 
systems. It should be noted that channel attentions are 
invoked by the recommended method of using an I/O 
write to a port to generate CA and using AO for SEL. 

Source and object files of this program are available 
through Intel's INSITE"""^ User's Program Library as pro- 
gram 8089 Break. 89 (number AD6). 



MASTER DATA STORAGE LOCATIONS: 
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Figure 8. Breakpoint Routine to Run 
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Figure 9. Breakpoint Routine to Run 8089 Program out of System IVIemory 
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PL/M-86 COMPILER 



8089 BREAKPOINT ROUTINE 



PAGE 



ISIS-II PL/M--86 X103 COMPILATION OF MODULE BREAKPOINT 

OBJECT MODULE PLACED IN BREAK. OBJ 

COMPILER INVOKED BY: ;F1:PLM86 BREAK. SRC PAGEWIDTH (100) 



$TITLE ('8089 BREAKPOINT ROUTINE') 

/•«■ .;.... 



8089 BREAK POINT PROCEDURE 
WRITTEN BY DAVE FERGUSON 2/2/79 
INTEL CORPORATION 



REV 2 8/14/79 



2 
3 
4 
5 
6 

7 

8 

9 

10 



BREAK$POINT: 
DO; 

DECLARE I BYTE; 

DECLARE SAVECODE (4) WORD; /^BUFFER FOR STORAGE*/ 
DECLARE ONEPP POINTER; /* CHAN ONE PP */ 
DECLARE TWOPP POINTER; /* CHAN TWO PP */ 
DECLARE STARTBYTES (4) BYTE; /* BUFFER FOR START ADDRESS */ 

DECLARE STARTPOINTER POINTER; /* POINTER FOR START ADDR. */ 
DECLARE ENDPOINTER POINTER; /* POINTER FOR END ADDR. */ 
DECLARE PRESENT POINTER AT (©INPNTR); /» POINTER BUFFER */ 
DECLARE TRUE LITERALLY 'OFFH', FALSE LITERALLY 'OOOH'; 



/» YOU MUST CONFIGURE YOUR I/O STRUCTURE AND 

SYSTEM TO MATCH THE PROGRAM OR VISA VERSA »/ 
DECLARE CRTSTATUS LITERALLY '0F.FF2H', /* 8251 STATUS PORT */ 
CRTDATA LITERALLY 'OFFFOH', /* 8251 DATA PORTS */ 
CHANATTEN LITERALLY 'OFAH', /* CHANNEL ONE CHANNEL ATTENTION PORT »/ 

/* CHANNEL TWO CHANNEL ATTENTION PORT = CHANATTEN + 1 «/ 
CHANNELONE LITERALLY 'OOH', 
CHANNELTWO LITERALLY 'OIH', 

/* ASCII IS A STRING OF HEX CHARACHTERS IN ASCII FORM j */ 

ASCII (*) BYTE DATA .( '0123456789ABCDEF'), 

TITLE*STRING (*) BYTE DATA (0AH,0DH, '8089 BREAKPOINT VER 1.0'. 

OAHi ODH, 'TYPE ESCAPE TO RETURN TO MONITOR. '. 

OAH, ODH/O), 
CHANGIVEN (*) BYTE DATA ('CHANNEL ATTENTION GIVEN TYPE ANY KEY TO ABORT. ' 

, OAH, ODHi 0), 
BKREACHED (*) BYTE DATA (OAH, ODH, 'BREAKPOINT REACHED ', OAH, ODH, 0) , 
GETCP (*) BYTE DATA ('INPUT CP IN HEX ', OAH, ODH, 00) , 
GET$PP (*) BYTE DATA ('INPUT PP IN HEX FOR ',00H), 

GETSTART (*) BYTE DATA (OAH, ODH, ' INPUT STARTING ADDRESS IN HEX ', OAH, ODH, OOH) , 
STOPADDR (*) BYTE DATA ('INPUT END ADDRESS IN HEX ', OAH, ODH, OOH) , 
CHANNUMBER (*) BYTE DATA (OAH, ODH, 'CHANNEL ONE OR TWO? ',00H), 
ABORT (») BYTE DATA (' FATAL ERROR - lOP DOES NOT RESPOND TO CHANNEL', 
' ATTENTION. RE-INITIALIZE SYSTEM ',0), 
ABORTAT (») BYTE DATA (' TP WAS ',0), 
ONE (*) BYTE DATA (' CHANNEL ONE ', OAH, ODH. OOH) , 
TWO (*) BYTE DATA (' CHANNEL TWO ', OAH, ODH, OOH) , 
GASTRING (*) BYTE DATA ( 'GA = ',00H), 
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19 


2 


20 


2 


22 


2 


23 


2 



25 


1 


26 


2 


28 


2 


29 


2 


30 


2 


32 


2 


33 


2 



GBSTRING (*) BYTE DATA ( 'GB = '.OOH), 

GCSTRINO (*) BYTE DATA ( 'GC = '.OH), 

BCSTRING (*> BYTE DATA (OAH.ODH, 'BC = SOOH), 

IXSTRING (^) BYTE DATA (OAH.ODH, 'IX = ',00H), 

CCSTRING {^) BYTE DATA (OAH, ODH, 'CC = ',00H). 

MCSTRING (*) BYTE DATA (OAH, ODH, 'MC, = ', OOH) 



12 1 DECLARE CHAR BYTEi 

13 1 DECLARE ONETWO BYTE; 



/* SDKMON IS A PLM TECHNIQUE USED TO FORCE THE CPU INTO AN 
INTERUPT LEVEL 3. IN ORDER TO USE THIS THE PROGRAM MUST 
BE COMPILED (LARGE). */ 



14 


1 


SDKMON: 
PROCEDURE; 




15 


2 


DECLARE HERE 


(*) BYTE DATA (OCCH), 






/* THIS IS AN 


INT. 3 «/ 






UJHERE UORD 


DATA(. HERE); 


16 


2 


CALL WHERE; 




17 


2 


END; 





/* CO SENDS A CHAR TO THE CONSOLE WHEN READY -»/ 
/■» THIS ROUTINE IS WRITTEN TO RUN VIA THE SERIAL 

PORT OF AN SDKa6 ^/ 
CO: 
PROCEDURE (C); 

DECLARE C BYTE; 

DO WHILE (INPUT(CRTSTATUS) AND OIH) = 0; END; 

OUTPUT (CRTDATA) = C; 
END; 

/* CI GETS A CHARACHTER FROM THE USER VIA THE SERIAL PORT */ 
/* CI AUTOMATICALLY ECHOS THE CHARACHTER TO THE USER CONSOLE */ 

DECLARE Escape literally 'ibh'; 

CI: PROCEDURE BYTE; 

DO WHILE ( INPUT (CRT*STATUS) AND 02H) = 0; END; 

CHAR = INPUT (CRTDATA) AND 07FH; 

CALL CO (CHAR); 

IF CHAR = ESCAPE THEN CALL SDKMON; /* GO TO SDK MONITOR */ 

RETURN CHAR; 
END; 

/* VALIDHEX CHECKS THE VALIDITY OF A BYTE AS A HEX CHARACHTER*/ 
/» THE PROCEDURE RETURNS TRUE IF VALID FALSE IF NOT */ 



34 


1 


VALIDHEX: 
PROCEDURE (H) BYTE; 


35 


2 


DECLARE H BYTE; 


36 


2 


DO 1=0 TO LAST (ASCII); 


37 


3 


IF H=ASCII(I) THEN RETURN TRUE; 


39 


3 


END; 


40 


2 


RETURN FALSE; 


41 


2 


END; 



A- 103 



AP-50 



43 


2 


44 


2 


46 


2 


47 


3 


49 


3 


50 


n 



PL/M-86 COMPILER 8089 BREAKPOINT ROUTINE 

/* HEXCONV CONVERTS A HEX CHARACTER TO BINARY FOR MACHINE USE. 

IF THE CHARACTER IS NOT A VALID HEX CHAR, THE PROCEDURE RETURNS 
THE VALUE OFFH */ 
42 1 HEXCONV: 

PROCEDURE (DAT) BYTEi 
DECLARE DAT BYTE) 

IF VALIDHEX(DAT) <> OFFH THEN RETURN TRUE; 
DO 1=0 TO LAST(ASCII); 

IF DAT = ASCIKI) THEN RETURN li 
END; 
END; 

/■>^ HEXOUT'WILL CONVERT A VALUE OF TYPE BYTE TO AN ASCII STRING 
AND SEND IT TO THE CONSOLE «/ 

51 1 HEXOUT: 

PROCEDURE(C); 

52 2 DECLARE C BYTE; 

53 2 CALL CO(ASCII(SHR(C, 4) AND OFH ) ) ; 

54 2 CALL CO(ASCII(C AND OFH)); 

55 2 END; 

/* UORDOUT CONVERTS A VALUE OF TYPE WORD TO AN ASCII STRING 
AND SENDS IT TO THE CONSOLE */ 

56 1 WORDOUT: 

PROCEDURE (W); 

57 2 DECLARE W WORD; 

58 2 CALL HEXOUT(HIGH(W) ); 

59 2 CALL HEXOUT <LOW( W) ); 

60 2 END; 

/* GETADDRESS IS A PROCEDURE TO GET AN ADDRESS FROM THE CONSOLE. 

THIS PROCEDURE WILL ONLY CONSIDER THE LAST 5 CHARACHTERS ENTERED 
*/ 

61 1 DECLARE INPNTR (4) BYTE; 

62 1 GET*ADDRESS-. 

PROCEDURE POINTER; 

63 2 DECLARE BUFF BYTE; 

/*CLEAR ALL VALUES TO ZERO */ 

INPNTR (0) =0; 

INPNTR (1 ) = 0; 

INPNTR(2) =0; 

INPNTR(3) = 0; 

BUFF - 0; 

DO WHILE BUFF O TRUE; 
/* THIS SEQUENCE OF SHIFTS ALLOW THE USER TO TYPE IN FIVE 
OR MORE CHARACHTERS TO BECOME THE ACTUAL POINTER FOR 8089 
OR 8086. THIS PROCEDURE RETURNS THE LAST FIVE IN PROPER 
SEQUENCE STORED IN INPNTR (0-3): THE STORAGE 
IS AS FOLLOWS: 

l.THE LAST CHARACTER INPUT GOES INTO 

THE LOW FOUR BITS OF INPNTR (O). 
2. THE NEXT TO LAST CHARACTER GOES INTO 
THE LOW FOUR BITS OF INPNTR (2). 



64 


2 


65 


2 


66 


2 


67 


2 


68 


2 


69 


2 
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70 


3 


71 


3 


72 


3 


73 


3 


74 


3 


75 


3 


76 


2 


77 


2 


78 


2 


79 


2 



3. THE THIRD CHARACTER INPUT GOES INTO 

THE HIGH FOUR BITS OF INPNTR<2) 
4. THE SECOND CHARACHTER INPUT GOES INTO 

THE LOW FOUR BITS OF INPNTR<3) 
5. THE FIRST CHARACTER INPUT GOES INTO 
THE UPPER FOUR BITS OF INPNTRO). 
THE 86 SHIFTS INPNTR (2, AND3) LEFT FOUR BITS AND ADDS THIS TO 
INPNTR(O) RESULTING IN THE ADDRESS THE USER TYPED IN. */ 

INPNTR(3) = <SHL(INPNTR<3),4) OR (SHR< INPNTR (2) . 4) AND OFH) >; 

INPNTR (2) = (SHL(INPNTR(2), 4) OR ( INPNTR (0) AND OFH))i 

INPNTR (0) = BUFF; 

BUFF = Cli 

BUFF = HEXCONV(BUFF)i 
END; 

CALL CO(OAH); /*LINE FEED TO CRT*/ 
CALL CO(ODH); /^CARRIAGE RET TO CRT*/ 

RETURN PRESENT; /* PRESENT IS A POINTER TO THE ARRAY INPNTR. */ 
END; 

/* STRINGOUT IS A PROCEDURE TO SEND THE CONSOLE AN ASCII STRING 

ENDING IN THE VALUE 00. STRINGOUT NEEDS A VALUE OF TYPE POINTER 
*/ 



80 


1 


STRING*OUT: 
PROCEDURE (PTR); 


81 


2 


DECLARE PTR POINTER, STR BASED PTR (1) BYTE; 


82 


2 


I = 0; 


83 


2 


DO WHILE STR(I) <> 0; 


84 


3 


CALL CO(STR(I) ); 


85 


3 


1 = 1 + 1; 


86 


3 


END; 


87 


2 


END; 



DECLARE TAGIS (*) BYTE DATA (' OPERATING IN ' . 0) . 

TAGISONE (*) BYTE DATA CIO SPACE ', OAH. ODHi ) , 
TAGISZERO (*) BYTE DATA ('SYSTEM SPACE ', OAH, ODH. 0) ; 
/* TAGTEST TESTS THE TAG BIT AND SENDS A MESSAGE TO THE CONSOLE 
THE TAG IS LOCATED IN BIT THREE. A TAG BIT OF ONE MEANS THE 
POINTER IS TO I/O SPACE. AND A TAG BIT OF ZERO MEANS THE 
POINTER IS TO SYSTEM SPACE */ 
/* THE CALLER MUST DECIDE WHICH BYTE HAS THE TAG AND PASS IT TO TAGTEST */ 



89 


1 


TAGTEST: 
PROCEDURE (TEST); 


90 


2 


DECLARE TEST BYTE; 


91 


2 


CALL STRINGOUT (STAGIS); 


92 


2 


IF (TEST AND OlOOOB) <> 
THEN 


93 


2 


DO; 


94 


3 


CALL STRINGOUT (STAGISONE); 


95 


3 


END; 
ELSE 


96 


2 


DO; 


97 


3 


CALL STRINGOUT( ©TAGISZERO) 


98 


3 


END; 
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'=?9 2 END; 

100 1 DECLARE SAVE*ADDR LITERALLY '2000H', 

SAVE*SEG LITERALLY 'OOCOH'i 

101 1 DECLARE DREAK89 <4) WORD DATA <9B81H, 0891H, SAVE»ADDR. SAVE«SEG) j 

/» DREAK89 IS AN 4 WORD ESCAPE SEQUENCE TO ADDRESS 2000H 
CONSISTING OF AN LPDI TP, SAVEfADDR WITH SEGMENT- 
LOCATED AT OCOOH. »/ 



103 


1 


104 


1 


105 


1 


106 


Z) 


107 


2 


108 


2 


109 


2 


110 


2 


111 


-> 


112 


2 


113 


2 


114 


2 



/» DRKRTN IS 33 


BYTES OF CODE THAT STORES ALL REGISTERS 


AS FOLLOWS: 




GA STORED 


AT PP + 239 


GB STORED 


AT PP + 242 


GC STORED 


AT PP + 245 


BC STORED 


AT PP -^ 248 


IX STORED 


AT PP + 250 


CC STORED 


AT PP + 252 


MC STORED 


AT PP + 254 



DECLARE BRKRTN (33) BYTE AT (02C00H) 
.* 02C00H IS ACTUALLY (SAVE*ADDR + ( SHL ( SAVE»SEG ) . 4 ) ) , AND SHOULD 

MATCH ADDRESS AND SEGMENT WHERE BREAK ROUTINE IS WANTED */ 
INITIAL 
(03H, 09BH, OEFH, 023H, 09BH, 0F2H, 043H, 09BH, 0F5H, 063H, 087H, 0F8H» 0A3H. 087H. 
OFAH, 0C3H, 087H, OFCH, 0E3H, 087H, OFEHi 020H, 048H) ; 
DECLARE PP POINTER; 
DECLARE PPP BASED PP ( 1 ) BYTE; 

START*PRQM; 

PROCEDURE ( ONE*TWO; PPP ) ; 

DECLARE ONE$TWO BYTE, PPP POINTER. 

WHERE BASED PPP (1) BYTE; 

WHERE(O) = START$BYTES<0); 
WHERE (1 ) = 0; 

WHEPE(2) =• START$BYTES(2); 
WHERE(3) =^ START$BYTES(3)i . 
CPDAT((ONE*TWO) » 8) = 3; . 
/* IF ONETWO =1 THEN OUTPUT TO PORT OFBH/ IF ONETWO 

IS THEN OUTPUT TO PORT OFAH */ 
OUTPUT (CHANATTEN + (ONETWO ) ) = 0; 
CALL STRINGOUT(@CHANGIVEN); 
END; 

/-» THIS PART OF THE PROGRAM ALLOWS THE USER TO DEFINE THE 
CP,PP OF EACH CHANNEL */ 

115 1 DECLARE BREAKOUT BASED ENDPOINTER (1) WORD; 

116 1 DECLARE CP POINTER; 

117 1 DECLARE CPDAT BASED CP ( 1 ) BYTE; 

118 1 DECLARE ONEPPDAT BASED ONEPP (1) BYTE; 

119 1 DECLARE TWOPPDAT BASED TWOPP (1) BYTE; 

120 I CALL STRINOOUT ( STITLESTR ING) ; 
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121 




122 




123 




124 




12S 




126 




127 




128 




129 





131 


1 


132 


1 


134 


2 


135 


2 


136 


2 


137 


1 


138 


2 


139 


2 


140 


2 



PL/M-86 COMPILER 8089 BREAKPOINT ROUTINE 



CALL STRINOOUT(aOETCP)j 

CP = OETADDRESSi 

CALL STRINOOUT(aOETPP>} 

CALL STRINOOUT(eONE)} 

ONEPP = OETADDRESSi 

CALL STRINOOUT(aOETPP)i 

CALL STRINOOUT(eTWO); 

TWOPP = OETADDRESSi 

OUTPUT (CHANATTEN) = 0; /* INITIALIZATION CA */ 

MAIN: 

CALL STRINOOUTCeCHANNUMDER); 

CHAR = Cli /« GET CHANNEL NUMBER */ 

IF (CHAR AND OIH) O /« CHECK BIT ZERO TO DEFINE 

CHANNEL NUMBER */ 
THEN DOi 

CALL STRINOOUT(eONE)i 
ONETWO = CHANNEL*ONEi 
END; 
ELSE 
DO; 

CALL STRINGOUT(@TWO>; 
ONETWO = CHANNEL*TWOi 
END; 

CALL STRINOOUT<eGET*START); /« OET STARTING ADDRESS 
FROM USER */ 

STARTPOINTER = OETADDRESSi 

DO I = TO 3i /* MOVE STARTING ADDRESS INTO CP AREA */ 

STARTBYTES(I) = INPNTR(I)i 
ENDi 

CALL STRINOOUT(@STOPADDR)i /* OET STOP ADDRESS 
FROM USER */ 

ENDPOINTER = OETADDRESSi 

DO I = TO 3i /* MOVE CODE TO SAFE AREA »/ 

SAVECODE(I) = BREAKOUT(I)i 
ENDi 
DO I = TO 3i 

BREAKOUTd) = BREAK89(I)i /* MOVE ESCAPE SEQUENCE INTO PLACE */ 
ENDi 

CPDAT(l) « OFFHi /» SET CHANNEL ONE BUSY FLAG »/ 
CPDAT<9) = OFFHi /* SET CHANNEL TWO BUSY FLAG */ 
DO CASE ONETWO i 
PP = ONEPPi 
PP = TWOPPi 
ENDi 

C ALL START*PROM ( ONE$TWO. PP ) i 
/* WAIT FOR ONE OF THE FOLLOWING 

l.CPDAT(l) = CHI NOT BUSY 

2. CPDAT(9> = CH2 NOT BUSY 

3. THE 8251 REC. BUFFER IS FULL BECAUSE USER HAS DEPRESSED A KEY 
*/ 
DO WHILE ( (CPDAT(l) AND CPDAT(9)) AND (NOT ( INPUT (CRT$STATUS) AND 02H) ) ) 



142 


1 


143 


1 


144 


2 


145 


2 


146 


1 


147 


1 


148 


1 


149 


2 


150 


2 


151 


1 


152 


2 


153 


2 


154 


1 


155 


1 


156 


1 


157 


2 


158 


2 


159 


2 


160 


1 
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163 
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PL/M-86 COMPILER 8089 BREAKPOINT ROUTINE 

END; 
IF (INPUT<CRT*STATUS) AND 02H) O 
THEN 
DO; 

CHAR = CI; 

DO I = TO 3; 

BREAKOUTCI) = SAVECODEd); 
END; 

/» IF ONETWO « THEN PUT CHA HLT IN CPDAT(O) 
IF ONETWO = 1 THEN PUT CHA HLT IN CPDATXS) 
*/ 

169 2 CPDAT(ONE»TWO *8) = 06H; 

/» IF ONETWO = THEN OUTPUT TO PORT OFAH, IF ONETWO 

IS 1 THEN OUTPUT TO PORT OFBH. 
*/ 

170 2 OUTPUT (CHANATTEN + ONETWO) = 0; 

171 2 DO I :^- TO 5; 

172 3 CALL TIME(IOO); 

173 3 END; 

/* IF BUSY FLAG HAS BEEN CLEARED, THEN A CA HALT&SAVE 

WAS EXECUTED. IF SO, PRINT SAVED TP; IF NOT, ABORT */ 

174 2 IF CPDAT(SHL< ONETWO, 3) + 1) <> /« CHECK BUSY FLAG */ 

THEN 
DO; 

CALL STRINGOUT(eABORT>; 
END; 
ELSE 
DO; 

CALL STRINGOUT(@ABORTAT); 

CALL C0(ASCII(SHR(PPP(2),4) ) ); /* UPPER NIBBLE OF ADDR 
STORED BY HALT */ , 

CALL HEXOUT(PPP<I)); /* MIDDLE BYTE OF ADDR 
STORED BY HALT •«■/ 

CALL HEXOUT(PPP(0) ); /* LEAST SIG BYTE OF ADDR 
STORED BY HALT */ 

END; 

CPDAT( ONETWO * 8) = 3H; /* CA START IN CPDAT(O) OR CPDAT(8) */ 
GO TO MAIN; 
END; 
DO; 

CALL STRINGOUT(@BKREACHED); 

CALL STRINGOUT(@GASTRING); 

CALL C0(ASCII(SHR(PPP<241), 4))); 

CALL HEX0UT(PPP(240)>; 

CALL HEX0UT(PPP(239)); 

CALL TAGTEST( PPPC 241) ); 

CALL STRINGOUT(eGBSTRING); 

CALL C0(ASCII(SHR(PPP<244),4))); 

CALL HEXOUT(PPP (243)); 



175 


2 


176 


3 


177 


3 


178 


2 


179 


3 


180 


3 



183 


3 


184 


2 


185 


2 


186 


2 


187 


1 


188 


2 


189 


2 


190 


2 


191 


2 


192 


2 


193 


2 


194 


2 


195 


2 


196 


2 



A- 108 



AP-50 



PL/M-86 COMPILER 8089 BREAKPOINT ROUTINE 



197 2 CALL HEX0UT(PPP(242) ); 

193 2 CALL TAGTEST(PPP(244) )i 

199 2 CALL STRINGOUT(eGCSTRING)i 

200 2 CALL C0(ASCII(SHR(PPP(247)i 4) ) )i 

201 2 CALL HEX0UT(PPP(246) ); 

202 2 CALL HEXOUT ( PPP ( 245) ) ; 

203 2 CALL TAGTEST (PPP ( 247 ) ) ; 

204 2 CALL STRINGOUT(@BCSTRING); 

205 2 CALL HEXOUT(PPP (249 ) ) i 

206 2 CALL HEX0UT(PPP(248) )i 

207 2 CALL STR INGOUT ( SI XSTR ING ) i 

208 2 CALL HEXOUT (PPP ( 251 )) i 

209 2 CALL HEX0UT(PPP(250) ); 

210 2 CALL STRINGOUT(@CCSTRING); 

211 2 CALL HEX0UT(PPP(253) ); 

212 2 CALL HEX0UT(PPP(252) ); 

213 2 CALL STRINGOUT(@MCSTRING)i 

214 2 CALL HEX0UT(PPP(255) ); 

215 2 CALL HEX0UT(PPP(254) ); 

216 2 END, 

/« RESTORE CODE TO ORIGINAL LOCATION */ 

217 1 DO I :^- TO 3; 

218 2 BREAKOUT(I) = SAVECODE(I); 

219 2 END; 

220 1 GO TO MAIN; 

221 1 END, 



MODULE INFORMATION 

CODE AREA SIZE^ = 0619H 1561D 

CONSTANT AREA SIZE = OlEFH 495D 

VARIABLE AREA SIZE = 0020H 32D 

MAXIMUM STACK SIZE = 0014H . 20D 
427 LINES READ 
PROGRAM ERROR (S) 

END OF PL/M-B6 COMPILATION 
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8089 ASSEMBLER 



ISIS-II 8089 ASSEMBLER X004 ASSEMBLY OF MODULE AP50_BREAKP0INT_R0UTINE 
OBJECT MODULE PLACED IN : FO: BRKASM. OBJ 
ASSEMBLER INVOKED BY ASM89. 4 BRKASM. SRC 



2000 
0000 9108 00200000 



0000 
OOEF 
00F2 
OOFS 
00F8 
OOFA 
OOFC 
OOFE 
0100 



2000 


039B 


EF 


2003 


239B 


F2 


2006 


439B 


F5 


2009 


6387 


F8 


200C 


A387 


FA 


200F 


C387 


FC 


2012 


E387 


FE 



NAME AP50_BREAKP0INT_R0UTINE 
BRKPNT SEGMENT 

BASIC 8089 BREAKPOINT ROUTINE 
BY JOHN ATWOOD REV 3 8/13/79 
INTEL CORPORATION 



THE FOLLOWING CODE IS CONTAINED IN THE PL/M-86 
CONTROL PROGRAM (BREAK. 89) AND IS ASSEMBLED HERE 
TO ILLUSTRATE HOW THE ESCAPE SEQUENCE AND SAVE 
ROUTINE CODE WAS GENERATED. TO USE THE 8089 BREAK- 
POINT PROGRAM. THIS ASM89 PROGRAM WOULD NOT BE 
NEEDED. SAVE_ADDR IS THE SAME AS SAVE*ADDR IN THE 
BREAK. 89 PROGRAM. 



EQU 



2000H ;SAVE ROUTINE ADDRESS 
; JUMP TO SAVE ROUTINE 



} »*»***»*»»»»»****»»*»***«**»«»»♦»»»»*** 



REGISTER SAVE LOCATIONS WITHIN PB: 



2017 



1 

2 

3 

4 

5 

6 

7 

8 

9 
10 
11 
12 
13 
14 
15 
16 

17 SAVE_ADDR 
18 

19 LPDI TP,SAVE_ADDR 

20 
21 
22 
23 
24 

25 REGS 

26 PBLOCK 

27 GASAV: 

28 GBSAV: 

29 GCSAV: 

30 BCSAV: 

31 IXSAV: 

32 CCSAV: 

33 MCSAV: 

34 REGS 
35 

36 i REGISTER SAVE ROUTINE 
37 

38 ORG SAVE_ADDR 
39 
40 
41 
42 
43 
44 
45 
46 
47 
48 
49 

50 • ««■»«««««***«««■»-»««««■««*■»««««»***»*«««*-)(-« 

51 BRKPNT ENDS 
52 

53 END 



STRUC 

DS 

DS 

DS 

DS 

DS 

DS 

DS 

DS 

ENDS 



239 

3 

3 

3 

2 

2 

2 

2 



PARAMETER BLOCK 

GA AREA 

GB AREA 

GC AREA 

BC AREA 
i IX AREA 
I CC AREA 
iMC AREA 



MOVP CPP3. GASAV, GA 
MOVP CPP:. GBSAV. GB 
MOVP CPP3. GCSAV. GC 
MOV CPP3. BCSAV. BC 
MOV CPP3. IXSAV. IX 
MOV CPPD. CCSAV. CC 
MOV CPP]. MCSAV. MC 

HLT 



iSAVE GA 
iSAVE GB 
i SAVE GC 
iSAVE BC 
iSAVE IX 
iSAVE CC 
iSAVE MC 

iSTOP THIS CHANNEL, 
i CLEAR BUSY FLAG. 



A-110 



Intel 



APPLICATION AP-51 

NOTE 



March 1979 






I 

I 









A-lll 



Designing 8086, 8088, 

8089 Multiprocessor 

Systems with the 

8289 Bus Arbiter 



AP-51 
Contents 

INTRODUCTION 

BUS ARBITER OPERATING CHARACTERISTICS 

MULTI-MASTER SYSTEM BUS SURRENDER 
AND REQUEST 

8289 BUS ARBITER INTERFACING TO THE 

8288 BUS CONTROLLER 

8289 BUS ARBITER INTERNAL ARCHITECTURE 

8086 FAMILY PROCESSOR TYPES AND 
SYSTEM CONFIGURATIONS 

8289 SINGLE BUS INTERFACE 

lOB INTERFACE 

RESB INTERFACE 

INTERFACE TO TWO MULTIMASTER BUSES 

WHEN TO USE THE DIFFERENT MODES 

Single Bus Multi-master Interface 
lOB Mode 
Resident Bus Mode 

CONCLUSION 



Our thanks to Jinn Nadir, the author of this application note. Jim is a 
design engineer In the microprocessors and peripherals operation 
division. Please direct any technical questions you may have to 
your local Intel FAE (Field Application Engineer). 



A-112 



AP-51 



INTRODUCTION 

Over the past several years, microprocessors have been 
increasing in popularity. The performance improve- 
ments and cost reductions afforded by LSI technology 
have spurred on the design motivation of using multiple 
processors to meet system real-time performance 
requirements. The desire for improved system real-time 
response, system reliability and modularity has made 
multiprocessing techniques an increasingly attractive 
alternative to the system design engineer; techniques 
that are characterized as having more than one micro- 
processor share common resources, such as memory 
and I/O, over a common multiple processor bus. 

This type of design concept allows the system designer 
to partition overall system functions into tasks that 
each of several processors can handle individually to 
increase system performance and throughput. But, how 
should a designer proceed to implement a multiproc- 
essing system? Should he design his own? If so, how 
are the microprocessors synchronized to avoid conten- 
tion problems? The designer could put them all in phase 
using one clock for all the microprocessors. This may 
work, until the physical dimensions of the system 
become large. When this occurs, the designer is faced 
with many problems, like clock skew (resulting in bus 
spec violations) and duty cycle variations. 

A better approach to implementing a multiprocessor 
system is not to have a common processor clock, but 
allow each processor to work asynchronously with 
respect to each other. The microprocessor requests to 
use the multiple processor bus could then be synchro- 
nized to a high frequency external clock which will per- 
mit duty cycle and phase shift variations. This type of 
approach has the benefit of allowing modularity of hard- 
ware. When new system functions are desired, more 
processing power can be added without impacting 
existing processor task partitioning. 

One approach to implement this asynchronous process- 
ing structure would be to have all the bus requests enter 
a priority encoder which samples its inputs as a func- 
tion of the higher frequency "bus clock". The inputs 
would arrive asynchronously to the priority encoder and 
would be resolved by the priority encoder structure as to 
which microprocessor would be granted the bus. An- 
other approach, that used by Intel, is rather than allow- 
ing the requests to arrive asynchronously with respect 
to one another at the priority encoder, the bus requests 
are synchronized first to an external high frequency bus 
clock and then sent to the priority encoder to be re- 
solved. In this way, the resolving circuitry common to all 
microprocessors is kept at a minimum. Overall system 
reliability is improved in the sense that should a circuit 
which serves to synchronize the processor's request 
(which is now located on the same card as the micro- 
processor itself) fail, it is only necessary to remove that 
card from the system and the rest of the system will 
continue to function. Whereas in the other approach, 
should the synchronizing mechanism fail, the whole 



system goes down, as the synchronizing mechanism is 
located at the shared resource. In addition to the im- 
proved system reliability, moving the synchronization 
mechanism to the processor permits processor control 
over that mechanism, thereby permitting system flexi- 
bility (as will be shown) which could not be reasonably 
obtained by any other approach. 

This synchronizing or arbitrating function was inte- 
grated into the 8289, a custom arbitration unit for the 
8086, 8088, and 8089 processors. This note basically 
describes the 8289 arbitration unit, illustrates its dif- 
ferent modes of operation and hardware connect in a 
multiprocessor system. Related and useful documents 
are: 8086 user's manual, 8289 data sheet. Article Reprint 
-55: Design Motivations for Multiple Processor 
Microcomputer Systems (which discusses implement- 
ing a semaphore with the MULTIBUS™) and Application 
Note 28A, Intel MULTIBUS™ interfacing. 



BUS ARBITER OPERATING CHARACTERISTICS 

The 8289 Bus Arbiter operates in conjunction with the 
8288 Bus Controller to interface an 8086, 8088, or 8089 
processor to a multi-master system bus (the 8289 is 
used as a general bus arbitration unit). The processor is 
unaware of the arbiter's existence and issues com- 
mands as though it has exclusive use of the system bus. 
If the processor does not have the use of the multi- 
master system bus, the bus arbiter prevents the bus 
controller, the data transceivers and the address latches 
from accessing the system bus (i.e., all bus driver out- 
puts are forced into the high impedance state). Since 
the command was not issued, a transfer acknowledge 
(XACK) will not be returned and the processor will enter 
into wait states. Transfer acknowledges are signals 
returned from the addressed resource to indicate to the 
processor that the transfer is complete. This signal is 
typically used to control the ready inputs of the clock 
generator. The processor will remain in wait until the 
bus arbiter acquires the use of the multi-master system 
bus, whereupon the bus arbiter will allow the bus con- 
troller, the data transceivers and the address latches to 
access the system bus. Once the command has been 
issued and a data transfer has taken place, a transfer 
acknowledge (XACK) Is returned to the processor. The 
processor then completes its transfer cycle. Thus, the 
arbiter serves to multiplex a processor (or bus master) 
onto a multi-master system bus and avoid contention 
problems between bus masters. 

Since there can be many bus masters on a multi-master 
system bus, some means of resolving priority between 
bus masters simultaneously requesting the bus must be 
provided. The 8289 Bus Arbiter provides for several 
resolving techniques. All the techniques are based on a 
priority concept that at a given time one bus master will 
have priority above all the rest. These techniques in- 
clude the parallel priority resolving techniques, serial 
priority resolving and rotating priority techniques. 
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A parallel pri ority r esolving technique has a separate 
bus request (BREQ) line for ea ch arb iter on the multi- 
master bus (see Figure 1). Each BREQ line enters into a 
priority encoder whi ch gen erates the binary address of 
the highest priority BREQ line which is active at the 
inputs. The output binary address is decoded by a 
decoder to select the corresponding BPRN (bus priority 
in) line to be returned to the highest priority requesting 
arbiter. The arbiter receiving priority (BPRN active low) 
then allows its associated bus master onto the multi- 
master system bus as soon as it becomes available (i.e., 
it is no longer busy). When one bus arbiter gains priority 
over another arbiter, it cannot immediately seize the 
bus, it must wait until the present bus occupant com- 



pletes its transfer cycle. Upon completing its transfer 
cycle, the present bus occupant recognizes that it no 
longe r has p riority and surrenders the bus, releasing 
BUSY. BUSY is an active low OR-tied signal line which 
goes to every bus arbiter on the system bus. When 
BUSY goes high, the arbiter which presently has bus 
priority (BPRN active low) then seizes the bus and pulls 
BUSY low to keep other arbiters off the bus. (See 
waveform timing diagram. Figure 2.) Note that all multi- 
master syst em bu s transactions are synchronized to the 
bus clock (BCLK). This allows for the parallel priority 
resolving circuitry or, any other priority resolving 
scheme employed, time to settle and make a correct 
decision. 
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Figure 1. Parallel Priority Resolving Technique 




HIGHER PRIORITY BUS ARBITER REQUESTS THE MULTI-MASTER SYSTEM BUS. 

@ ATTAINS PRIORITY. 

@ LOWER PRIORITY BUS ARBITER RELEASES BUSY. 

HIGHER PRIORITY BUS ARBITER THEN ACQUIRES THE BUS AND PULLS BUSY DOWN. 



Figure 2. Higher Priority Arbiter Obtaining The Bus From A Lower Priority Arbiter 
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A serial priority resolving technique eliminates the need 
for the priority encoder-decoder arrangement by daisy- 
chaining the bus arbiters together. This Is accomplished 
by connecting the higher prio rity bu s arbiter's BPRO 
(bus priority out) output to the BPRN of the next lower 
priority (see Fi gure 3 ). The highest priority bus arbiter 
would have its BPRN line grounded, signifying to the ar- 
biter that it always has highest priority when requesting 
the bus. 
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THE NUMBER OF ARBITERS THAT MAY BE DAISY-CHAINED 
TOGETHER IN THE SERIA L PRIO RITY RESOLVING TECH- 
NIQUE IS A FUNCTION OF BCLK AND THE PROPAGATION 
DELAY FROM ARBITER TO ARBITER. NORMALLY, AT 10 MHz 
ONLY 3 ARBITERS MAY BE DAISY-CHAINED. SEE TEXT. 



Figure 3. Serial Priority Resolving 



A rotating priority resolving technique arrangement is 
similar to that of the parallel priority resolving technique 
except that priority is dynamically reassigned. The pri- 
ority encoder is replaced by a more complex circuit 
which rotates priority between requesting arbiters, thus 
guaranteeing each arbiter equal time on the multi- 
master system bus. 

There are advantages and disadvantages for each of the 
techniques described above. The rotating priority re- 
solving technique requires an extensive amount of logic 
to implement, while the serial technique can accommo- 
date only a limited number of bus arbiters before the 
daisy-chain propag ation delay exceeds the multi-master 
system bus clock (BCLK). The parallel priority resolving 
technique is, in general, the best compromise. It allows 
for many arbiters to be present on the bus while not 
requiring much logic to implement. 

Whatever resolving technique is chosen, It is the 
highest priority bus arbiter requesting use of the multi- 
master system bus which obtains the bus. Exceptions 
do exist with the 8289 Bus Arbiter where a lower priority 
arbiter may take away the bus from a higher priority ar- 
biter without the need for any additional ext ernal lo gic. 
This Is accomplished through the use of the CBRQ pin, 
discussed In a later section. 



MULTI-MASTER SYSTEM BUS SURRENDER AND 
REQUEST 

The 8289 Bus Arbiter provides an intelligent interface to 
allow a processor or bus master of the 8086 family to ac- 
cess a multi-master system bus. The arbiter directs the 
processor onto the bus and allows both higher and 
lower priority bus masters to acquire the bus. Higher 
priority masters obtain the bus when the present bus 
master utilizing the bus completes its transfer cycle (in- 
cluding hold time). Lower priority bus masters obtain 
the bus when a higher priority bus master is not 
accessing t he syst em bus and a lower priority arbiter 
has pulled CBRQ low. This signifies to the arbiter 
presently holding the multi-processor bus that a lower 
priority arbiter would like to acquire the bus when it is 
not being used. A strapping option (ANYRQST) allows 
the multi-master system bus to be surrendered to any 
bus master requesting the bus, regardless of its priority. 
If there are no other bus masters requesting the bus, the 
arbiter maintains the bus.as long as its associated bus 
master has not entered the HALT state. The 8289 Bus 
Arbiter will not voluntarily surrender the system bus and 
has to be forced off by another bus ma ster. A n excep- 
tion to this can be obtained by strapping CBRQ low and 
ANYRQST high. In this configuration the 8289 will 
release the bus after each transfer cycle. 

How the 8289 Bus Arbiter is configured determines the 
manner in which the arbiter requests and surrenders the 
system bus. If the arbiter is configured to operate with a 
processor which has access to both a multi-master 
system bus and a resident bus, the arbiter requests the 
use of the multi-master system bus only for syste m bus 
accesses (i.e., it is a function of the SYSB/RESB input 
pin). While the processor is accessing the resident bus, 
the arbiter permits a lowe r priority bus master to seize 
the system bus via CBRQ, since it is not being used. A 
processor configuration with both an I/O peripheral bus 
and a system bus behaves similarly. If the processor is 
accessing the peripheral bus, the arbiter permits the 
surrendering of the multi-master system bus to a lower 
priority bus master. To request the use of the multi- 
master system bus, the processor must perform a 
system memory access (as opposed to an I/O access). 

The arbiter decodes the processor status lines to deter- 
mine what type of access is being performed and be- 
haves correspondingly. For simpler system config- 
urations, such as a processor which accesses only a 
multi-master system bus, the arbiter requests the use of 
the system bus when it detects the status lines in- 
itiating a transfer cycle. The decoding of these status 
lines can be referenced in the 8086, 8088 (non-1/0 proc- 
essor) data sheets or the 8089 (I/O processor) data 
sheet. 

There is one condition common to all system configura- 
tions where the multi-master system bus is surrendered 
to a lower priority bus master requesting the bus by pull- 
ing CBRQ low. This is the idle or Inactive state (Tl) which 
is unique to the 8086 and 8088 processor family. This Tl 
state comes about due to the processor's ability to 
fetch instructions in advance and store them internally 
for quick access. The size of the internal queue was op- 
timized so that the processor would make the most ef- 



A-115 



AP-51 



fective use of its resources and be slightly execution 
bound. Since the processor can fetch code faster than it 
can execute It, it will fill to capacity its internal storage 
queue. When this occurs, the processor will enter into 
idle or inactive states (Tl) until the processor has ex- 
ecuted some of the code in the storage queue. Once this 
occurs, the processor will exit the Tl state and again 
start code fetching. Between entering into and exiting 
fronn the Tl state an indeterminate number of Tl states 
can occur during which the bus arbiter permits the sur- 
rendering of the multi-master system bus to a lower 
priority bus master. As noted earlier and worth 
repeating here, once the 8289 Bus Arbiter acquires the 
use of the multi-master system it will not voluntarily sur- 
render the bus and has to be forced off by another bus 
master. This will be discussed in more detail later. 



Two other signals, LOCK and GRQLGK (Figure 4), lend 
to the flexibilit y of th e 8289 Bus Arbiter within system 
configurations. LOCK is a signal generated by the proc- 
essor to prevent the bus arbiter from surrendering the 
multi-master system bu s to any o ther bus master, either 
higher or lower priority. CRQLCK (common request lock) 
serves to prevent the bus arbiter from surrendering the 
bus to a l ower p riority bus master when conditions war- 
rant it. LOCK is used for implementing software 
semaphores for critical code sections and real time 



critical events (such as refreshing or hard disk 
transfers). 

8289 BUS ARBITER INTERFACING TO THE 8288 
BUS CONTROLLER 

Once the 8289 Bus Arbiter determines to either allow its 
associated processor onto the multi-master system bus 
or to surrender the bus, it must guarantee that com- 
mand setup and hold times are not violated. This is a 
two part problem. One, guaranteeing hold time and two, 
guaranteeing setup time. The 8288 Bus Controller per- 
forms the actual task of establishing setup time, while 
the 8289 Bus Arbiter establishes hold time (see Figure 
5). 

The 8289 Bus Arb iter c ommunicates with the 8288 Bus 
Controller via the AEN line. When the arbiter allows its 
associated process or access to the multi-master sys- 
tem bus, it activates AEN. AEN immediately enables the 
address latches a nd d ata transceivers. The bus con- 
troller responds to AEN by bringing its command output 
buffers out of high impedance state but keeping all 
commands disqualified until command setup time is 
established. Once e stabli shed, the appropriate com- 
mand is then issued. AEN is brought to the false state 
after the command hold time has been established by 
the arbiter when surrendering the bus. 
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LOCK TIMING 

THE ONLY CRITICAL LOCK TIMING IS THAT SHOWN ABOVE. LOCK MUST BE 
ACTIVATED NO SOONER T HAN 2 ns INTO o1 AND NO LATER THAN 40 ns 
PRIOR TO THE END OF 02. LOCK INACTIVE HAS NO CRITICAL TIMING AND 
CAN BE ASYNCHRONOUS. 

CRQLCK HAS NO CRITICAL TIMING AND IS CONSIDERED AS AN 
ASYNCHRONOUS INPUT SIGNAL. 



Figure 4. Lock Timing 




COMMAND FLOAT 

ACTIVE ' 

(8288) 



^ADDRESS 

(8282,8283) 

CONTROLLED BY 

AEN FROM 8289 



'ADDRESSES ARE ACTIVATED IMMEDIATELY WHILE COMMAND IS DELAY 
TO ESTABLISH SETUP TIME REQUIREMENTS. 

"THE 8289 ARBITER INTERNALLY TRACKS THE PROCESSOR CYCLE TO 
ESTABLISH THE PROPER AMOUNT OF HOLD TIME AFTER THE COMMAND 
HAS GONE INACTIVE. 



Figure 5. Single Bus Interface Timing 
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8289 BUS ARBITER INTERNAL ARCHITECTURE 

A block diagram of the internal architecture of the 8289 
Bus Arbiter is shown in Figure 6. It is useful to under- 
stand this block diagram when discussing the different 
modes of the 8289 and their impact on processor bus 
operations; however, you may want to skip this section 
to "8086 family processor types and system configura- 
tions" and return to it afterwards, as this section ad- 
dresses the very involved reader. The front end state 
generator (FETG) and the back end state generator 
(BETG) allow the arbiter to track the processor cycle. An 
examination of an 8086 family processor state timings 
show that all command and control signals are issued in 
states T1 and T2 while being terminated in states T3 and 
T4, with an indeterminate number of wait states (Tw) oc- 
curring in between. Note further, that an indeterminate 
number of idle or inactive states can occur immediately 
proceeding and following a given transfer cycle. Since 
an indeterminate number of wait states can occur, two 
state generators are required; one to generate control 
signals (the FETG) and one to terminate control signals 
(the BETG). The FETG is triggered into operation when 
the processor activates the status lines. The FETG is 
reset and the BETG is triggered into operation by the 
status lines going to the passive condition. The BETG is 
reset when the status lines again go active. 

It is necessary for the 8289 Bus Arbiter to track the proc- 
essor in order that it is properly able to determine where 
and when to request or surrender the use of the multi- 
master system bus. In system configurations which ac- 
cess a resident bus, the use of the multi-master system 



bus i s requ ested later in order to allow time for the 
SYSB/RESB input to become valid. For systems which 
access a peripheral bus, the arbiter issues a request for 
the system bus only for memory transfer cycles which it 
decodes from the status lines (and time must be al- 
lowed for the status lines to become valid and then de^ 
coded). In a system which accesses only a multi-master 
system bus, a request is made as soon as the arbiter 
detects an active-going transition on the processor's 
status lines. Thus, when the processor initiates a 
transfer cycle, the FETG is triggered into operation and, 
depending upon what mode the arbiter is configured in, 
the STATUS & MODE DECODE circuitry initiates a re- 
quest for the system bus at the appropriate time. The re- 
quest enters the BREQ SET circuitry where it is then 
synchr onized to the multi-master system bus clock 
(BCLK) by the PROCESSOR SYNCHRONIZATION cir- 
cuitry.* Once synchronized, t he mu lti-master system 
bus interface circuitry issues a BRE Q. When the priority 
resolving circuitry returns a BPRN (bus priority in), the 
PROCESSOR SYNCHRONIZATION circuitry seize s the 
bus the next tim e it be comes a vailab le (i.e., BUSY goes 
high) by pulli ng BU SY low one BCLK after it goes high 
and enables AEN. (See waveform timing diagram in 
Figure 2). Once the arbiter acquires the use of the 
system bus and a data exchange has taken place (a 
transfer acknowledge, XACK, was returned to the proc- 
essor), the processor status lines go passive and the 



*Due to the asynchronous nature of processor trasnsfer request to the 
multi-master system bus clock, it is necessary to synchronize the proc- 
essor's transfer request to BCLK. 
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BETG is triggered into operation. The BETG provides 
the timing for the bus surrender circuitries in the event 
that conditions warrant the surrender of the multi- 
master bus, i.e., the bus arbiter lost priority to a higher 
bus master or the processor has entered into Tl states 
and CBRQ is pulled low, etc. If such is the case, the 
BREQ RESET DECODER initiates a bus surrender re- 
quest. The bus surrender request is synchronized by the 
MMS BUS SYNCHRONIZATION CIRCUITRY to the proc- 
essor clock. The MMS BUS SYNCHRONIZATION CIR- 
CUITRY i nstru cts the bus controller interface circuitry 
to make AEN go false and resets the BREQ SET cir- 
cuitry. Resetting the BREQ SET circuitry will cause its 
output to go false and be synchronized by the processor 
synchronization, eventually instructing the MULTI- 
MAST ER SYSTEM BUS INTERFACE circuitry to reset 
BREQ. In the event that a lower priority arbiter has 
cau sed the arbiter to surrende r the b us, it is necessary 
that BREQ be reset. Resetting BREQ allows the priority 
resolving circuitry to generate BPRN to the next highest 
priority bus master requesting the bus. The BREQ 
RESET WINDOW circuitry provides a 'window' wherein 
the arbiter allows the multi-master system bus to be sur- 
rendered and serves as part of the MMS bus-processor 
synchronization circuitry. 

8086 FAMILY PROCESSOR TYPES AND 
SYSTEM CONFIGURATIONS 

There are two types of processors in the 8086 family — 
an I/O processor (the 8089 lOP) and a non-1/0 processor 
(the 8086 and 8088 CPUs). Consequently, there are two 
basic operating modes in the 8289 Bus Arbiter. One, the 
lOB (I/O peripheral bus) mode, permits the processor ac- 
cess to both an I/O peripheral bus and a multi-master 
system bus. The second, the RESB (resident bus) mode, 
permits the processor to communicate over both a resi- 
dent bus and a multi-master system bus. Even though it 
Is intended for the arbiter to be configured in the lOB 
mode when interfacing to an I/O processor and for it to 
be in the RESB mode when interfacing to a non-1/0 proc- 
essor, it is quite possible for the reverse to be true. That 
is, it is possible for a non-1/0 processor to have access 
to an I/O peripheral bus or for an I/O processor to have 
access to a resident bus as well as access to a multi- 
master system bus. The lOB strapping option con- 
figures the 8289 Bus Arbiter into the lOB mode and 
RESB strapping option configures it into the resident 
bus mode. If both strapping options are strapped false, 
a third mode of operation is created, the single bus 
mode, in which the arbiter interfaces the processor to a 
multi-master system bus only. With both/options strap- 
ped true, the arbiter interfaces the processor to a multi- 
master system bus, a resident bus and an I/O bus. 

To better understand the 8289 Bus Arbiter, each of the 
operating modes, along with their respective timings, 
are examined by means of examples. The simplest con- 
figuration, the Single Bus Configuration, (both lOB and 
RESB strapped inactive) will be considered first, fol- 



lowed by the I/O bus Configuration and the Resident 
Bus Configuration. Finally, brief mention Is made of a 
configuration that allows the processor to Interface to 
two multi-master system buses. This particular con- 
figuration is briefly mentioned because, as will be seen, 
it is simply an extension of the resident bus configura- 
tion. When discussing the Single Bus Configuration, 
processor/arbiter, arbiter/system bus and internal ar- 
biter, considerations are made resulting in a table that Il- 
lustrates overhead in requesting the system bus. As this 
applies to the other 8289 configurations, only additional 
considerations will be given. A summary of when to use 
the different configurations is given at the end. 

8289 SINGLE BUS INTERFACE 

Figure 7 shows a block diagram of a bus master which 
has to interface only to a system bus — ■ preferably the 
MULTIBUS — where there exists more than one bus 
master. In later configurations, it will be shown how the 
processor can be made to interface with more than one 
bus. Since the processor has only to interface with one 
bus, this configuration is called "single". 

Connecting the 8289 Bus Arbiter to the processor is as 
simple as it was to connect the 8288_Bus ConUoller. 
Namely, the three status lines, SO, S1, and S2 are 
directly connected from the processor to the arbiter. 
The clock line from the 8284 Clock Generator is brought 
down and connected. (Note that both the 8288 Bus Con- 
troller and the 8289 Bus Arbiter are connected to the 
same clock, CLK and not the peripheral cl ock, POLK as 
the 8086 processor.) From the arbiter, AEN is con- 
nected to the bus controller and to the clock generator. 
The lOB pin on the arbiter is strapped high and on the 
controller the lOB pin is strapped low. In addition, the 
RESB pin on the arbiter is strapped low, finishing the 
processor interface. 

Some flexibility exists with the MULTIBUS or multi- 
master system bus interface. The system designer must 
first decide upon the type of priority resolving scheme 
to be employed, whether it is to be the serial, parallel, or 
rotating priority scheme. A rotating priority scheme 
would be employed where the system designer would 
want to guarantee that every bus master on the bus 
would be given time on the bus. In the serial and parallel 
schemes, the possibility exists that the lowest assigned 
priority bus master may not acquire the bus for long 
periods of time. This occurs because priority is perma- 
nently assigned and If bus demand is high by the higher 
assigned priorities, then the lower priorities must wait. 
In most cases, this situation is acceptable because the 
highest priority is assigned to the bus master that can- 
not wait. Highest priority is usually assigned to DMA 
type devices where service requirements occur in real 
time. CPUs are assigned the lower priorities. For the 
purpose of this discussion, the parallel priority scheme 
will be used with brief reference to the serial priority 
scheme. 
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Figure 7. Single Multimaster Bus Interface 



Figure 8 shows how a typical multi-processing system 
might be configured with the 8289 in the Single Bus 
mode. In the system there are three bus masters, each 
having the assigned priority as indicated— priority 1 
being the highest and priority 3 being the lowest. Prior- 
ity is established using the parallel priority scheme 
(ignore the dotted signal interconnect for the moment). 
Each bus arbiter monit ors its associated processor and 
issues a bus request (BREQ) whenever it s proc essor 
wants the bus. A common clocking signal (BCLK) runs 
to each of the arbiters in the system. It is from the fall- 
ing edge of this clock that all bus requests are issued. 
Since all bus requests are made on the same clock 
edge, a valid priority can be establish ed by the priority 
resolving circuitry by the next falling BCLK edge. Note 
that all multi-master system bus (MULTIBUS) input sig- 
nals a re considered to be valid at the falling edge of 
BCLK. And that all multi-master system bus o utput 
signals are issued from the falling edge of BCLK. With 
the parallel resolving modul e, arbiters 2 and 3 would 
issue t heir resp ective BREQs (Figure 9) on the falling 
edge o f BCLK 1, as shown. The outputs (BPRN 1, BPRN 
2, and BPRN 3) of the priority encoder-decoder arrange- 
ment change to reflect their new input con ditions a nd 
need to be valid early enough in front of BCLK 2 to 
guarantee the arbiter's setup time requirements. Since 
arbiter 2 at the time is the highest priority arbi ter re- 
questing the bus, bus priority is given to arbiter 2 (BPR N 
2 goes low), and since the bus was not busy (BUSY is 
high) at the tim e priority w as grante d to arbiter 2, arbiter 
2 pulls BUSY inactive on BCLK 2, thereby seizing the 
bus and excluding all other arbiters access t o the bus. 
Once the bus is seized, arbiter 2 activates its AEN. AEN 
going low directly enables the 8283 address latches and 



wakes up the 8288 Bus Controller. The bus controller 
enables the 8287 transceivers, waits until the address to 
command setup time has been established, and then 
enables its command drivers onto the bus. 

If the serial priority resolving mode was used instead, 
much of the events that happened for the parallel prior- 
ity resolving mode would be the same except, of course, 
there would be no parallel priority resolving module. In- 
stead, the system would be connected as indic ated in 
Figure 8 by the d otted s ignal lines connecting the BPRO 
of one arbiter to BPRN of the next lower priority arbiter. 



The BREQ lines would be disconnected and the priority 
encoder-decoder arrangement removed. This arrange- 
ment is simpler than the parallel priority arrangement 
except that the daisy-chain propa gation delay of the 
highest priori ty bus arbiter's BPRO to the lowest priority 
bus ar bite r's BP RN, including setup t ime re quirement 
(BPRN to BLCK), cannot exceed the BCLK period. In 
short, this means there are only s o man y arbiters that 
can be daisy-chaine d for a given BCLK frequency. Of 
course, the lower the BCLK frequenc y, the m ore arbiters 
can be daisy-chained. The maximum BCLK frequency is 
specified at 10 MHz, which would allow for three 8289 
arbiters to be daisy-chained. In general, the number of 
arbiters that can be connected in the serial daisy-chain 
configuration can be determined from the following 
equation: 



BCLK period > TBLPOH -f- TPNPO(N-I) + TPNBL 
where N = # of arbiters in system 
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Figure 9. Example Timing For Figure 8 



Returning to Figure 9, it can be seen that K BCLK s later , 
arbiter 1 lias decided to request the bus and its BREQ, 
BREQ 1, has gone low. Since arbiter 1 is of higher priori- 
ty than arbiter 2, which presently has the bus, bus priori- 
ty is reassigned by the priority module (or th e daisy- 
chain approac h in the s erial priority) to arbiter 1 . BPRN 1 
goes low and BPRN 2 now goes high (BPRN 3 remains 
high, even though decoding can cause it to glitch 
momentarily). The loss of priority instructs arbiter 2 that 
a higher priority arbiter wants the bus and that it is to 
release the bus as soon as its present transfer cycle is 
done. Since arbiter 2 cannot immediately release the 
bus, arbiter 1 must wait. In the particular cas e illust rated 
In Figure 9, arbiter 2 releases the bus (allows BUSY to go 
high) on clock edge M, and o n clock edge M + 1, arbiter 1 
now seizes the bus, pulling BUSY low. Arbiter 1 is the 
highest priority arbiter in the system and it n ow has the 
bus. Arbiters 2 and 3 still want the bus (their BREQs are 
both low). 



How quickly arbiter 1 can acquire the bus is dependent 
upon the configuration and strapping options of the ar- 
biter i t is trying to acquire it from. For example, if the 
LOCK input to arbiter 2 was active (low) at the time, then 
arbiter 1, even though it was of high er prio rity, would not 
have acquired the bus until a fter LOCK was released 
(goes high). Effectively, LOCK locks the arbiter onto the 
bus once the bus has been acquired. LOCK will not 
force another arbiter to release the bus any sooner, it 
just prevents the bus from being given away no matter 
what the priority of the other arbiter. Another factor to 
be considered is where in the transfer cycle is the proc- 
essor when the arbiter is instructed to give up the bus. 
Obviously, if the cycle had just started, it will take 
longer for the bus to be released than if the cycle was 
just ending. Another factor to be included in this con- 
sideration is the phase relati onshi p of the processor's 
clock (CLK) to the bus clock (BCLK). This relationship is 
examined in more detail later on. Table 1 lists the time 
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requirements for various arbiter actio ns suc h as bus ac- 
quisition and bus release (under LOCK and other 
circumstances) talking in to acc ount the phase relation- 
ships between CLK and BCLK. 



Bus Request (BREQl) 


Mode 


Delay 
(Max) 


Delay 
(MIn) 


Status-BREQl 
Status- BREQl 

Status- BREQl 

status- BREQi 


Single 
lOB 

RESB 

lOB.RESB 


2 BCLKs 

2 BCLKs + 
~1 CLK* 

2 BCLKs + 
~ 2 CLKst 
2 BCLKs + 
~ 2 CLKst 


IBCLK 

1 BCLK + 
~ 1/2 CLK* 

1 BCLK + 
-11/2 CLKst 
1BCLK+ 
11/2 CLKst 



*Req uest o riginates off of 02 of T1 and BREQl occurs 1 BCLK (min) 
to 2 BCLKs (max) thereafter. Depending upon wliere status occurs 
with respect to clock determines how long a time exists between 
status and 02 of T1, and is anywhere from 1/2 CLK (min) to 1 CLK 
(max). 

tRequest originates off of T2«01 and BREQl occurs 1 BCLK (min) to 
2 BCLKs (max) thereafter. The same reasoning as used in the 10 B 
mode is valid here.- . 



Bus Release (BREQt) 


Mode 


Delay 
(Max) 


Delay 
(MIn) 


Higher Priority (BPRN I) 
Lower Priority (CBRQl) 


All 
All 


2CLKS + 
2 BCLKS 

2CLKS + 
2 BCLKs 


1 CLK + 
1 BCLK 

1 CLK + 
1 BCLK 


Surrender occurs once the proper surrender conditions exist. 



Table 1. Surrender and Request Time Delays 

One sig nal wh i ch has bee n basic ally ignored to this 
point is CBRQ. CBRQ, like BUSY, is an open-c ollector 
signal from the arbiter which is tied to the CBRQ signals 
of the oth er arbiters and to a pull-up resistor (see Figure 
8). CB RQ is both an input and an output. As an output, 
CBRQ serves to instruct the arbiter presently on the bus 
that anothe r arbiter wishes to acquire the bus. As an in- 
put, CBRQ serves to instruct the arbite r prese ntly on the 
bus that another arbiter wants the bus. CBRQ is an input 
or output, dependent on whether the arbiter is on the 
bus or not (respectively), and is issued as a function of 
BREQ. Thus, a lower priority arbiter requesting the bus 
alread y controlled by a high er priority arbiter will pull 
CBRQ low, a s well a s BREQ. Even a higher priority ar- 
biter will pull CBRQ low until it acquires the bus. Note, 
however, that the higher priority arbiter will acquire the 
bus through the reassignment of priorities — it being 
given priority and the oth er arbiter presently on the bus 
losing it. In effect, CBRQ serves to notify the arbiter that 
ah arbiter of lower priority wants the bus. 

If t he arb iter presently on the bus is configured to react 
to CBRQ and the proper surrender conditions exist, the 
bus is releas ed. When rele asing the bus, the arbiter also 
turns off its BREQ (BREQ goes high) in order to allow 
priority to be established to the next lower arbiter re- 
questing the bus. Such is the case shown In Figure 9. 
Whereas it was assumed that the proper surrender con- 
ditions did not exist for arbiter 2 when it had the bus, it 
is assumed that the proper conditions do exist during 
the time that arbiter 1 has the bus. Arbiter 2 had to give 
up the bus because an arbiter of higher priority was re- 



questing it. Arbiter 1 surrenders the bus because the 
proper surrender conditions exist and a lo wer priority ar- 
biter requested the bus by pulling CBRQ low. This is an 
assumed condition which is not otherwise shown in 
Figure 9. This is not an unreaiistic condition. Normally, 
a higher priority arbiter will acquire the bus through the 
reassignment of prioritie s, whi le lower priority arbiters 
acquire the bus through CBRQ. 

Digressing for a moment, the 8289 Bus Arbiter will not 
voluntarily surrender the bus (except when the proc- 
essor halts execution). As a result, it has to be for ced off 
the bus. The 8289 Bus Arbiter doe s not g enerate a BREQ 
for each cycle. It generates a BREQ once and then 
hangs onto the bus. To do otherwise would require that 
BREQ be dropped (go high) after each transfer cycle so 
that if it did need to do another transfer cycle, another 
arbiter would automatically be assigned priority. This 
approach, however, entails certain overhead. Command 
to address setup and hold time must be prefixed and ap- 
pended to each transfer cycle. Each transfer cycle 
would be characterized by first acquiring the bus, then 
establishing the setup time requirements, finally per- 
forming the transfer cycle, establishing the hold time re- 
quirements, and then releasing the bus (see Figure 10). 
If another transfer cycle was to immediately follow and 
if the arbiter still had priority, then the whole above pro- 
cedure would be repeated. The end result would be 
wasted time as hold times following setup times (see 
Figure 10A). The approach taken by the 8289 Bus Arbiter 
of having to be forced off the bus, even when it is not 
using the bus (i.e., forced off by a lower priority arbiter), 
provides for greater bus efficiency. A lower priority ar- 
biter having to force off another arbiter that is not using 
the bus but just hanging on to it, may not seem very effi- 
cient. In actuality it is a good trade-off: In many multi- 
master systems some bus masters occasionally de- 
maind the bus, while others demand the bus constantly. 
The bus master which constantly demands the bus may 
momentarily need not to access the bus. Why should 
that arbiter surrender the bus when chances are that the 
other bus masters which occasionally access the bus 
don't want it at the time? If it doesn't give up the bus, 
then it can momentarily cease access to the bus and 
then continue, without any performance penalty of hav- 
ing to reestablish control of the bus. The greater bus ef- 
ficiency that it affords is well worth the added complexi- 
ty (Figure 10B). 

Returning to Figure 9, the comb ination of the proper sur- 
render conditions existing and CBRQ being low, forced 
the higher priority arbiter, arbiter 1 , off the bus. Arbiter 
2, being of next higher priority and wanting the bus, ac- 
quired the bus on clock edge N-h 1. If arbiter 1 decides 
to re-access the bus, it would reacquire the bus through 
the reassignment of, priorities. This is not the case 
shown in Figure 9. Arbiter 1 has decide d that it does not 
need the bus and does not renew i ts BRE Q. Arbiter 2, 
having acquired the bus through CBRQ, is now the 
highest priority arbiter requesting the bus. As can be 
seen it is not the only arbiter requesting t hebus . Arbiter 
3 is still patiently waiting for the bus and CBRQ remains 
low. The same conditions that forced arbiter 1 off the 
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bus for arbiter 2 now forces arbiter 2 off the bus for ar- 
biter 3. When the p roper s urrender conditions exist, ar- 
biter 2 releases its BREQ and surrenders the bus to ar- 
biter 3. Arbiter 3 acqu ires the bus on clocl< edge P-f 1 
and releases its CBRQ. Since no other arbit er wan ts the 
bus (i. e., there is no other arbiter holding CBRQ low), 
CBRQ goes high (inactive). This would have also been 
true w hen arbiter 2 acquired the bus and released its 
CBRQ if arbiter 3 didn't want the bus. 

In the Single interface, the arbiter monitors the proc- 
essor's status lines, which are activated whenever the 
processor performs a transfer cycle. The arbiter, on 
detect ing the status lines going active, will issue a 
BREQ if the status is not the HALT status. If the proc- 
essor issues the HALT status, the arbiter will not re- 
quest the bus, and if it has the bus, will release it. 

This effectively concludes how arbiters interact to one 
another on the bus. Having examined the processor-to- 
arbiter interface, and arbiter-to-MULTIBUS (arbiter-to- 
arbiter) interaction, one interface is left, the internal 
interface of processor-related signals to that of 
MULTIBUS-related signals. 

An important point to remember is that the processor 
has its own cloc k (CLK ) and the multi-master system 
bus has its own (BCLK). These two clocks are usually 
out of phase and of different frequencies. Thus, the ar- 
biter must synchronize events occurring on one inter- 
face to events occurring on another interface. As a 
result of this back and forth synchronization, ambiguity 
can arise as to when events actually do take place. 

Very simply, the 8289 arbiter operation can be repre- 
sented as two events, requesting and surrendering. 
Figure 11 is a representation of the timing relationships 
involved. The request input is a function of the proc- 
essor's clock and the surrender input is a function of 
either the bus clock or the processor's clock. To request 



the bus, the processor activates its status lines which in 
turn enables the request input. Depending upon the 
phase relationship betwee n the o ccurrence of status (re- 
quest active) and BCLK, BREQ appears one to two 
BCLKs later. As shown in Figure 12, the phase relation- 
ship between request and BCLK is such that the BRQ1 
flip-flo p may or may not catch request on the first 
BCLK.* 



If BR Q1 flip- flop does catch the reques t, then one BCLK 
later, BREQ goes low and one BCLK after that, BUSY 
goes low (it is assumed that priority is immediately 
granted and that the bus is available). If BRQ1 flip-flop 
does not catch the reque st, then reque st is c aught on 
the next B CLK a nd BREQ goes low one BC LK late r, fol- 
lowed by BUSY whic h also goes lo w one BCLK later. 
Note tha t BREQ and BUSY track, as BREQ is an input 
term for BUSY. During bus acquisition, t he s urrender 
flip-flo p is false (SURNDR Q=low) and AEN follows 
BUSY. 

Once the bus is acquired, the surrender circuitry is 
enabled so that when a valid surrender condition exists, 
the bus can be surrendered. The surrender circuitry syn- 
chronizes the surrender request to the processor's 
clock and drives SURNDR low. Like the acquisition cir- 
cuitry, it takes from one to two processor clocks to gen- 
erate SURNDR and depends upon the phase relation- 
ship between the surrender request and the processor's 
clock. 



•The two bus request flip-flops, BRQ1 and BRQ2, are edge-triggered, 
high resolution flip-flops and serve to reduce the probab ility of walkout 
down to an acceptable level. Walkout occurs because BCLK is asyn-,. 
chronous with respect to request. If walkout does occur on BRQ1 flip- 
flop, the probability is high that the BRQ1 flip-flop will resolve itself 
prior to BRQ2 flip-flop being triggered. Even if BRQ1 flip-flop did not 
quite resolve itself, the probability of BRQ2 flip-flop walking out to an 
unacceptable point in time is itself low. 
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a) BUS UTILIZATION AS A RESULT OF HAVING TO REQUEST AND RELEASE THE BUS 
FOR EACH TRANSFER CYCLE. THIS PERMITS LOWER PRIORITY ARBITERS EASY 
ACCESS TO THE BUS SHOULD THE HIGHER PRIORITY ARBITER NO LONGER NEED 
THE BUS. HOWEVER, BUS EFFICIENCY IS POOR DUE TO THE ARBITER THRASING ON 
AND OFF OF THE BUS FOR EACH TRANSFER CYCLE. 

b) 8289 BUS UTILIZATION IS MORE EFFICIENT IN THAT THE ARBITER HAS ONLY TO 
ACQUIRE THE BUS ONCE. THE 8289 HANGS ONTO THE BUS UNTIL FORCED OFF. 
THIS APPROACH ADDS A LITTLE MORE COMPLEXITY TO THE SYSTEM INASMUCH AS 
SOME MEANS MUST BE PROVIDED FOR LOWER PRIORITY ARBITERS TO FORCE THE 
HIGHER PRIORITY ARBITER OFF OF THE BUS WHEN IT IS NOT USING IT. THE ADDED 
COMPLEXITY IS WELL WORTH THE BUS EFFICIENCY AND SYSTEM FLEXIBILITY IT 
AFFORDS. THE 8289 ARBITER CAN BE CONFIGURED TO HAVE THE TRANSFER TIMING 
AS SHOWN IN (a) (IMITATING THE METHOD 8218 AND 8219 USES, BUS ARBIT ERS FOR 
8080 AND 8085 RESPECTIVELY) BY STRAPPING ANYRQST HIGH AND CBREQ LOW. 



Figure 10. Two Techniques For Doing l\/lultibus Transfer Cycles 
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THIS CONCEPTUAL DIAGRAM IS PROVIDED FOR AIDING IN UNDERSTANDING 
CLOCK AND BUS CLOCK RELATED EVENTS. IT DOES NOT REPRESENT THE 
ACTUAL SCHEMATIC OF THE 8289 DEVICE, AND IS FOR CONCEPTUAL 
PURPOSES ONLY. 
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Figure 11. Symbolic Representation of Internal 8289 Timing 
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*WHEN THE REQUEST OCCURS SIMULTANEOUSLY WITH BCLK, BCLK MAY OR 
MAY NOT CATCH THE REQUEST. IF IT DOES, THE WAVEFORMS FOLLOW 
THOSE SHOWN DESIGN ATED BY (§) . IF NOT, THE REQUEST IS PICKED UP 
ON THE NEXT EDGE OF BCCR AND THE WAVEFORMS FOLLOW THOSE 
SHOWN DESIGNATED BY (g) . 



Figure 12. Results Of An Asynchronous Event 



A-124 



AP-51 



Having synchronized the surrender request to the proc- 
essor's clocf< to gene rate SURNDR, SURNDR is then 
synchronized to BCLK to reset the BUSY and BRQ flip- 
flops. When BUSY-Q goes low, the surrender circuitry is 
reset which in turn re-enables the request input. The tim- 
ing in Figure 13 shows the surrender request input 
going high on the falling edge of the clock. If the Sample 
flip-flop was able to catch the surrender request on the 
edge of clock 1, then SURNDR would be generated (go 
low) on clock edge 2. If not, SURNDR would be gener- 
ated on clock edge 3. SURNDR going low on clock edge 
2 will be, for ease of discussion, referred to as SURNDR 
a and SURNDR going low on clock edge 3 will be refer- 
red to as SURNDR b. As can be seen fr om F igure 13, 
SURNDR a just happens to go low on BCLK edge 2. 
Since SURNDR is used to reset the BRQ flip-f lops, 
which are clocked by the falling edge of BCLK, the 
BRQ1 flip-flop may or may not catc h SUR NDR a on 
BCLK edge 2. If it does, then BRQ and BUSY go high on 
BCLK edg e 3 w hich, for conv enienc e, will be called 
BREQ a or BU SY a. If not, theh BREQ and BUSY will go 
high on BCL K edge 4, which will be referred to as BREQ 
b or BUSY b, respecti vely. SURN DR b occurs early 
enoug h to assure that BUSY and BREQ are re set on 
BCLK edge 5, which will be referred to as BUSY b1 and 



BREQ b1. Depending upon when BUSY goes high, deter- 
mines when t he su rrender circuitry i s reset and how 
soon the next BREQ can be generated. BUSY a1 causes 
SURNDR c to occur where shown and SURNDR c i n turn 
would allow the earliest b us req uest to occur at BREQ 
c1. At the other extrem e, BUS Y b1 allows the earliest 
bus request to occur at BREQ e1. 

Table 1 summarizes the maximum and minimum delays 
for bus request, once the proper request and surrender 
conditions exist. Table 2 lists the proper surrender con- 
ditions. 



Single 
lOB 



Surrender Conditions 

HALT state, loss of BPRN, TLCBREQ 

HALT state, loss of BPRN, TLCBREQ, 
I/O Command. CBRQ . 

HALT state, loss of BPRN, TLCBREQ, 
(SYSB/RESB = 0).CBRQ 

HALT state, loss of BPRN, TLCBREQ, 
(SYSB/RESB = 0).CBREQ, 
I/O Command'CBRQ 



Table 2. Surrender Conditions 
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Figure 13. Asynchronous Bus Release 
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lOB INTERFACE 

Now that the processor-arbiter, arbiter-system bus and 
internal arbiter timings have been discussed, it is ap- 
propriate to consider the other interfaces that the 8289 
Bus Arbiter provides. 

In the JOB mode, the processor communicates and con- 
trols a host of peripherals over the peripheral bus. When 
the I/O processor heeds to communicate with system 
memory, it is done so over the system memory bus. Fig- 
ure 14 shows a possible I/O processor system con- 
figuration, utilizing the 8089 I/O processor in its 
REMOTE mode. Resident memory exists on the periph- 
eral bus in order that canned I/O routines and buffer 
storage can be provided. Resident memory is treated as 
an I/O peripheral. When a peripheral device needs ser- 
vicing, the I/O processor accesses resident memory for 
the proper I/O driver routine and services the device, 
transmitting or storing peripheral data in buffer storage 
area of resident memory. The resident memory's buffer 
storage area could then be emptied or replenished from 
system memory via the system bus. Using the lOB inter- 
face allows an I/O processor the capability of executing 
from local memory (on the peripheral bus) concurrently 
with the host processor. 

Timing in this mode is no different from timing in the 
SINGLE BUS mode. The only difference lies in the re- 
quest and surrender conditions. The arbiter extends the 
single bus mode conditions to qualify when the system 
bus is requested and adds on additional surrender con- 
ditions. The system bus is only requested during sys- 
tem bus commands (the arbiter decodes the processor's 
status lines) and, in addition to the other surrender 



terms, the arbiter permits surrender to occur during I/O 
bus (or local bus) commands, when the I/O processor is 
using its own local bus. 

Like the arbiter, the bus controller must also be in- 
formed of the mode it is operating in. In the lOB mode, 
the 8288 bus controller iss ues I /O bus commands in- 
dependently of the state of AEN from the arbiter. It is 
assumed that all I/O bus commands are intended for the 
I/O bus and hence there is a separate I/O command bus 
from the controller. All I/O bus commands are sen t 
directly to the I/O bus and are not influenced by AEN. 
System bus commands are assumed as going to the 
system bus. Since system bus commands are directed 
to the system bus, they must still be influenced by AEN 
and the arbitration mechanism provided by the 8289. 

As an example, suppose the processor issues an I/O bus 
command. The 8288 Bus Controller generates the 
necessary control signal to latch the I/O address and 
configure the transceivers in the correct direction. In the 
lOB mode , the multiplexed MCE/PDEN pin of the 8288 
becomes PDEN (peripheral data enable) and serves to 
enable the I/O bus's data transceivers during I/O bus 
commands. DEN similarily serves to enable the system 
bus's data transceivers during memory commands. 
PDEN and DEN are mutually exclusive, so it is not possi- 
ble for both sets of transceivers to be on, thereby 
avoiding contention between the two sets. Since the I/O 
bus commands are generated independently of AEN In 
the lOB mode, the I/O bus has no delay effects due to 
the arbiter. During this time in which the processor is 
accessing memory the arbiter, if it already has the bus, 
will permit it to be surrendered to either a higher or 
lower priority independently of where the processor is in 
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Figure 14. 8289 Configured In i/O Bus IVI ode With 8089 I/O Processor 
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its transfer cycle (i.e., independent of the machine 
state).* If the arbiter does not already have the bus, it 
will make no effort to acquire the bus. 

If the processor Issues a memory command instead, the 
same set of events take place, except that 1) the system 
bus's data transceivers are enabled instead of the 
peripherals bus's data transceivers, and 2) v\/hen the 
command is issued depends upon the state of the ar- 
biter. In both cases of I/O bus commands and system 
bus commands, the address generated for that com- 
mand is latched into both sets of address latches, the 
system bus's address latches, and the peripherals bus's 
address latches. For each command (regardless of com- 
mand type), an address is put out on the I/O bus and on 
the system bus If the arbiter has the bus at that particu- 
lar time. However, the bus controller only issues a com- 
mand to one of the buses and hence, no ill effects are 
suffered by addressing both buses. 

If the arbiter already has the system bus when a system 
bus command is Issued, no delays due to the arbiter will 
be noticed by the processor. If the arbiter doesn't have 
the bus and must acquire it, then the processor will be 
delayed (via the system bus command being delayed by 
the bus controller through AEN from the arbiter) until 
the arbiter has acquired the bus. The arbiter, will then 
permit the bus controller to issue the command and the 
transfer cycle continues. 



RESB INTERFACE 

The non-1/0 processors in the 8086 family can communi- 
cate with both a resident bus and a multi-master system 
bus. Two bus controllers would be needed in such a con- 
figuration as shown in Figure 15. In such a system con- 
figuration the processor would have to access to 
memory and peripherals of both buses. Address map- 
ping techniques can be applie d to select which bus is to 
be accessed. The SYSB/RESB (system bus/resident bus) 
input on the arbiter serves to instruct the arbiter as to 
whether or not the system bus is to be accessed. It also 
enables or disables commands from one of the bus con- 
trollers. 

In such a system configuration, it is possible to issue 
both memory and I/O commands to either bus and as a 
result, two bus controllers are needed, one for each bus. 
Since the controllers have to Issue both memory and I/O 
commands to their respective buses, the lOB options on 
the controllers are strapped off (lOB is low). The ar- 
biter, too, has to be informed of the system configura- 
tion in order to respond appropriately to system inputs 
and has its RESB option strapped on (RESB is high). The 
arbiter's lOB option is strapped Inactive (lOB Is high). 
Strapping the arbiter into the resident bus mode 
enabl es the arbiter to respond to the state of the 
SYSB/RESB input. Depending upon the state of this in- 
put, the arbiter either requests and acquires the system 
bus or permits the surrendering of that bus. 



In the system shown in Figure 15, memory mapping 
techniques are applied on the resident bus side of the 
system rather than on the multiprocessor or system 
bus side. As mentioned earlier in the lOB interface, both 
sets of address latches (the resident bus's address 
latches and the system bus's address latches) are 
latched with the same address; in this case, by their 
respective bus controllers.* The system bus's address 
latches, however, may or may not be enabled depending 
upon the state of the arbiter. The resident bus's address 
latches are always enabled, hence the address mapping 
technique is applied to the resident bus. 

Address mapping techniques can range in complexity 
from a single bit of the address bus (usually the most 
significant bit of the address), to a decoder, to a PROM. 
The more elaborate mapping technique, such as PROM, 
provides segment mapping, system flexibility, and easy 
mapping modifications (simply make a new PROM). 

In actual operation, both bus controllers respond to the 
processor's status lines and both will simultaneously 
issue an address latch strobe (ALE) to their respective 
address latches. Both bus controllers will issue com- 
mand and control signals unless inhibited. The purpose 
of the address mapping circuitry is to inhibit one of the 
bus controllers before contention or erroneous com- 
mands can occur. The transceivers are enabled off the 
same clock edge the commands are Issued, namely 01 
of T2 (Figure 16). The address is strobed into the ad- 
dress latches by ALE. ALE is activated as soon as the 
processor issues status, and is terminated on 02 of of 
T1. From when ALE is issued, plus the propagation 
delay of the address latches, determines where the ad- 
dress Is valid. The time from which the address is valid 
to where control and commands are issued determines 
how much settling time is available for the address map- 
ping circuitry. The mapping circuitry must inhibit (via 
CEN) one of the bus controllers prior to where controls 
and commands are issued. Part of the settling time 
(see Figure 16) is consumed as a setup time requirement 
to the bus controllers. As it turns out, CEN (command 
enable) can be disqualified as late as on the falling edge 
of clock (the leading edge of 01 of T2) without fear of the 
bus controller issuing any commands or transceiver 
control signals. In systems (8 MHz) where less time is 
available for the address mapping circuitry, the address 
latches can be bypassed, hooking the mapping circuitry 
straight onto the processor's multiplexed address/data 
bus (the local bus) and using ALE to strobe the mapping 
circuitry. This would avoid the propagation delay time of 
the transceivers. Besides needing to inhibit one of the 
bus controllers, the arbiter needs to be informed of the 
address mapping circuitry's decision. Depending upon 
that decision, the arbiter acquires or permits the release 
of the system bus. 



•Under other circumstances, bus surrendering would oniy be permitted 
during the period from where address to command hold time has been 
established just prior to where the next command would be issued. 



*A simpler system with an 8086 or 8088 can exist, if it is desirable to 
only have PROM, ROM, or a read only peripheral interface on the resi- 
dent bus. The 8086 and 8088 additionally generate a read signal in con- 
junction with the 8288 control signals. By using this read signal and 
memory mapping, the 8086 or 8088 could operate from local program 
store without having the contention of using the system bus. 
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*BY ADDING ANOTHER 8289 ARBITER AND CONNECTING ITS AEN TO THE 6288 
WHOSE Hm IS PRESENTLY GROUNDED, THE PROCESSOR COULD HAVE ACCESS 
TO TWO MULTI-MASTER BUSES. 



Figure 15. 8289 Configured in Resident Bus IVIode 
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The arbiter is informed of this decision via its 
SYSB/RESB input. If the memory mapp ing circuitry 
selects the resident bus, then SYSB/RESB input to the 
arbiter and CEN input of the system bus controller are 
brought low; and the CEN Input of the resident bus con- 
troller is brought high. The commands and control 
signals of the resident bus are now enabled and those of 
the system bus are disabled. In addition, with the arbiter 
being informed that the transfer cycle is occurring on 
the resident bus, the system bus is permitted to be s ur- 
rendered. Glitching is permitted on the SYSB/RESB in- 
put of the arbiter up until 01 of T2. Thereafter, only clean 
transitions can occur on the input.* So, if mapping cir- 
cuitry can settle prior to (j)^ of T2, there is no need to be 
concerned over glitching. If the mapping circuitry is 
unable to settle prior to this time, then the designer 
must guarantee a clean transition on the SYSB/RESB in- 
put. 



INTERFACE TO TWO MULTI-MASTER BUSES 

The interface of an 8086 family processor to two multi- 
system buses is simply an extension of the resident bus 
interface. The only difference is that now two arbiters 
are needed, one for each multi-master bus, and the ad- 
dress mapping circuitry must acquire its input straight 
off the processor's multiplexed address/data bus (the 
local bus), using ALE as an address strobe input. Figure 
17 depicts how such a system might be configured. 

Figure 17 illustrates the use of the 8289 in a system en- 
vironment in three of its four modes. The host 8086 CPU 
(priority 3) is using the 8289 in its single bus multi- 
master mode, while an 8089 I/O processor is using the 
8289 in its lOB mode. A work station based on an 8088 
processor uses the 8289 in it system/resident bus mode. 
This diagram represents a hypothetical system wherein 
there can exist more than one work station (only one 
shown). Each work station shares system resources and 
I/O. The lowest priority processor (8086) would provide 
supervisory functions and system control, i.e., allow 
operator intervention into the system resources. A work 
station would call in assemblers and compilers or ap- 
plication programs as needed. When compiled or 
assembled, the results are transferred to the I/O station 
for output, thus freeing up a work station for another 
user. 



*ln certain memory mapping techniques, the CENs of the bus control- 
lers are controlled differently from the SYSB/RESB input of the arbiter. 
In short, CEN is brought low automatically to both bus controllers, 
thereby disabling their command and control outputs. This permits a 
longer settling time for the memory mapping circuitry, since both con- 
trollers are disabled. When the mapping circuitry settles, sometime 
after 01 of T2, one of the bus controllers and its associated bus arbiter 
(if one exists) is enabled. Afte r </>1 o f T2, the arbiter can only permit 
cl^an transitions on the SYSB/RESB input line. 



If one work station is used, the serial priority resolving 
technique could be used between the 8289 Bus Arbiters 
(shown in dotted lines). If more than one work station Is 
desired, it would be necessary to either slow down the 
system bus clock to accommodate the additional ar- 
biters, or resort to the parallel resolving technique (as 
shown). 

WHEN TO USE THE DIFFERENT MODES 

Single Bus Multi-Master Interface 

This mode is the simplest and is sufficient for systems 
where a multiprocessing environment exists and the 
system bus bandwidth is sufficient to handle the peak 
concurrent requirements of a multi-master environment. 
This solution can provide an inexpensive solution for 
multi-masters to access an expensive I/O device. If, 
however, the system bus bandwidth is exceeded, the 
lOB or system/resident modes should be considered. 

lOB Mode 

The lOB mode is ideal when the bus can be separated in- 
to an I/O bus and memory or system bus. This mode is 
commonly used with the 8089 I/O processor in its 
REMOTE configuration to separate the I/O space from 
memory space. With the 8089, all instructions operate 
on either system or I/O address space. 64K bytes of I/O 
space can be accessed by the processors in the 8086 
family. 

The remaining processors in the 8086 family are con- 
strained to using only I/O instructions when referencing 
I/O space. If this is a limitation, and it is desirable to 
remove some of the processor functions to its private 
resources, the resident bus mode should be considered. 

Resident Bus Mode 

The resident bus mode allows for maximum flexibility 
for a CPU device, giving it both access to its own local 
resources with full instruction set capability, and the 
system resources. The CPU can work from its own local 
resources without contention on" the system bus. By 
using a PROM for memory mapping, memory space can 
be easily altered in this mode. This mode requires the 
use of a second 8288 bus controller chip. 

CONCLUSION 

The 8289 brings a new dimension to microcomputer ar- 
chitecture by allowing the advanced 8/16-blt microproc- 
essors to play easily in a multi-master, multiprocessing 
environment. With the flexible modes of the 8289, a user 
can define one of several bus architectures to meet his 
cost/performance needs. Modularity, Improved system 
reliability and increased performance are just a few of 
the benefits that designing a multiprocessing system 
provides. 
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Figure 17. Using 8289s To Interface To Two Multimaster System Buses. 
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INTRODUCTION 

The Intel 8259A is a Programmable Interrupt Controller 
(PIC) designed for use in real-time interrupt driven 
microcomputer systems. The 8259A manages eight 
levels of interrupts and has built-in features for expan- 
sion up to 64 levels with additional 8259A's. Its versatile 
design allows it to be used within MCS-80, MCS-85, 
MCS-86, and MCS-88 microcomputer systems. Being 
fully programmable, the 8259A provides a wide variety of 
modes and commands to tailor 8259A interrupt process- 
ing for the specific needs of the user. These modes and 
commands control a number of interrupt oriented func- 
tions such as interrupt priority selection and masking of 
interrupts. The 8259A programming may be dynamically 
changed by the software at any time, thus allowing com- 
plete interrupt control throughout program execution. 

The 8259A is an enhanced, fully compatible revision of 
its predecessor, the 8259. This means the 8259A can use 
all hardware and software originally designed for the 
8259 without any changes. Furthermore, it provides ad- 
ditional modes that increase its flexibility in MCS-80 
and MCS-85 systems and allow it to work in MCS-86 and 
MCS-88 systems. These modes are: 

• MCS-86/88 Mode 

• Automatic End of Interrupt Mode 

• Level Triggered Mode 

• Special Fully Nested Mode 

• Buffered Mode 

Each of these are covered in depth further in this appli- 
cation note. 

This application note was written to explain completely 
how to use the 8259A within MCS-80, MCS-85, MCS-86, 
and MCS-88 microcomputer systems. It is divided into 
five sections. The first section, "Concepts", explains 
the concepts of interrupts and presents an overview of 
how the 8259A works with each microcomputer system 
mentioned above. The second section, "Functional 
Block Diagram", describes the internal functions of the 
8259A In block diagram form and provides a detailed 
functional description of each device pin. "Operation of 
the 8259A", the third section, explains in depth the 
operation and use of each of the 8259A modes and com- 
mands. For clarity of explanation, this section doesn't 
make reference to the actual programming of the 8259A. 
Instead, all programming is covered in the fourth sec- 
tion, "Programming the 8259A". This section explains 
how to program the 8259A with the modes and com- 
mands mentioned in the previous section. These two 
sections are referenced in Appendix A. The fifth and 
final section "Application Examples", shows the 8259A 
In three typical applications. These applications are 
fully explained with reference to both hardware and soft- 
ware. 

The reader should note that some of the terminology 
used throughout this application note may differ 
slightly from existing data sheets. This is done to better 
clarify and explain the operation and programming of 
the 8259A. 



1. CONCEPTS 

In microcomputer systems there is usually a need for 
the processor to communicate with various Input/Out- 



put (I/O) devices such as keyboards, displays, sensors, 
and other peripherals. From the system viewpoint, the 
processor should spend as little time as possible servic- 
ing the peripherals since the time required for these I/O 
chores directly affects the amount of time available for 
other tasks. In other words, the system should be 
designed so that I/O servicing has little or no effect on 
the total system throughput. There are two basic 
methods of handling the I/O chores in a system: status 
polling and interrupt servicing. 

The status poll method of I/O servicing essentially in- 
volves having the processor "ask" each peripheral if it 
needs servicing by testing the peripheral's status line. If 
the peripheral requires service, the processor branches 
to the appropriate service routine; if not, the processor 
continues with the main program. Clearly, there are 
several problems in implementing such an approach. 
First, how often a peripheral is polled is an important 
constraint. Some idea of the "frequency-of-service" 
required by each peripheral must be known and any soft- 
ware written for the system must accommodate this 
time dependence by "scheduling" when a device is 
polled. Second, there will obviously be times when a 
device is polled that is not ready for service, wasting the 
processor time that it took to do the poll. And other 
times, a ready device would have to wait until the proc- 
essor "makes its rounds" before it could be serviced, 
slowing down the peripheral. 

Other problems arise when certain peripherals are more 
important than others. The only way to implement the 
"priority" of devices is to poll the high priority devices 
more frequently than lower priority ones. It may even be 
necessary to poll the high priority devices while in a low 
priority device service routine. It is easy to see that the 
polled approach can be inefficient both time-wise and 
software-wise. Overall, the polled method of I/O servic- 
ing can have a detrimental effect on system throughput, 
thus limiting the tasks that can be performed by the 
processor. 

A more desirable approach in most systems would allow 
the processor to be executing its main program and only 
stop to service the I/O when told to do so by the I/O 
itself. This is called the interrupt service method. In 
effect, the device would asynchronously signal the proc- 
essor when it required service. The processor would 
finish its current instruction and then vector to the 
service routine for the device requesting service. Once 
the service routine is complete, the processor would 
resume exactly where it left off. Using the interrupt ser- 
vice method, no processor time is spent testing devices, 
scheduling is not needed, and priority schemes are 
readily implemented. It is easy to see that, using the in- 
terrupt service approach, system throughput would in- 
crease, allowing more tasks to be handled by the 
processor. 

However, to implement the interrupt service method 
between processor and peripherals, additional hardware 
is usually required. This is because, after interrupting 
the processor, the device must supply information for 
vectoring program execution. Depending on the proc- 
essor used, this can be accomplished by the device tak- 
ing control of the data bus and "jamming" an Instruc- 
tion(s) onto it. The instruction(s) then vectors the pro- 
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gram to the proper service routine. This of course re- 
quires additional control logic for each interrupt re- 
questing device. Yet the implementatibn so far is only in 
the most basic form. What if certain peripherals are to 
be of higher priority than others? What if certain inter- 
rupts must be disabled while othei's are to be enabled? 
The possible variations go on, but they all add up to one 
theme; to provide greater flexibility using the interrupt 
service method, hardware requirements increase. 

So, we're caught in the middle. The status poll method 
is a less desirable way of servicing I/O in terms of 
throughput, but its hardware requirements are minimal. 
On the other hand, the interrupt service method is most 
desirable in terms of flexibility and throughput, but 
additional hardware is required. 

The perfect situation would be to have the flexibility and 
throughput of the interrupt method in an implementa- 
tion with minimal hardware requirements. The 8259A 
Programmable Interrupt Controller (PIC) makes this all 
possible. 

The 8259A Programmable Interrupt Controller (PIC) was 
designed to function as an overall manager of an inter- 
rupt driven system. No additional hardware is required. 
The 8259A alone can handle eight prioritized interrupt 
levels, controlling the complete interface between pe- 
ripherals and processor. Additional 8259A's can be 
"cascaded" to increase the number of interrupt levels 
processed. A wide variety of modes and commands for 
programming the 8259A give it enough flexibility for 
almost any interrupt controlled structure. Thus, the 
8259A is the feasible answer to handling I/O servicing in 
microcomputer systems. 

Now, before explaining exactly how to use the 8259A, 
let's go over interrupt structures of the MCS-80, MCS-85, 
MCS-86, and MCS-88 systems, and how they interact 
with the 8259A. Figure 1 shows a block diagram of the 
8259A interfacing with a standard system bus. This may 
prove useful as reference throughout the rest of the 
"Concepts" section. 



ADDRESS BUS 



CONTROL BUS 



CASCADE 
LINES 



C5 Ao 
CASO 



RD WR INT INTA 



CAS^ 

SP/EN 





IRQ IRQ IRQ IRQ IRQ IRQ IRQ IRQ 
7 6 5 4 3 2 1 ' 



PROG/ENABLE 
BUFFER 



INTERRUPT 
REQUESTS 



Figure 1. 8259A Interface to Standard System Bus 



1.1 MCS-80^'^—8259A OVERVIEW 

In an MCS-80— 8259A interrupt configuration, as in 
Figure 2, a device may cause an interrupt by pulling one' 
of the 8259A's interrupt request pins (IR0-IR7) high. If 
the 8259A accepts the interrupt request (this depends 
on its programmed condition), the 8259A's INT (inter- 
rupt) pin will go high, driving the 8080A's INT pin high. 

The 8080A can receive an interrupt request any time, 
since its INT input is asynchronous. The 8080A, how- 
ever, doesn't always have to acknowledge an interrupt 
request immediately. It can accept or disregard re- 
quests under software control using the El (Enable Inter- 
rupt) or Dl (Disable Interrupt) instructions. These in- 
structions either set or reset an internal interrupt enable 
flip-flop. The output of this flip-flop controls the state of 
the INTE (Interrupt Enabled) pin. Upon reset, the 8080A 
interrupts are disabled, making INTE low. 

At the end of each instruction cycle, the 808pA exam- 
ines the state of its INT pin. If an interrupt request is 
present and interrupts are enabled, the 8080A enters an 
interrupt machine cycle. During the interrupt machine 
cycle the 8080A resets the Internal interrupt enable flip- 
flop, disabling further interrupts until an El instruction 
is executed. Unlike normal machine cycles, the Interrupt 
machine cycle doesn't increment the program counter. 
This ensures that the 8080A can return to the pre- 
interrupt program location after the i nterru pt is com- 
pleted. The 8080A then issues an INTA (Interrupt 
Acknowled ge) pu lse via the 8228 System Controller Bus 
Driver. This INTA pulse signals the 8259A that the 8080A 
is honoring the request and is ready to process the inter- 
rupt 

The 8259A can now vector program execution to the cor- 
responding service routi ne. This is done during a se- 
quence of the three INTA pulse s from the 8080A via the 
8228. Upon receiving the first INTA pulse the 8259A 
places the opcode for a CALL instruction on the data 
bus. This causes the contents of the program counter to 
be pushed onto the st ack. In addition, the CALL instruc- 
tion causes two more INTA pulses to be issued, allow- 
ing the 8259A to place onto the data bus the starting 
address of the corresponding service routine. This 
address is called the interrupt-vector address. The lower 
8 bits (LSB) of the in terru pt-vector address are released 
during the second IN TA p ulse and the upper 8 bits 
(MSB) during the third INTA pulse. Once this sequence 
is completed, program execution then vectors to the 
service routine at the interrupt-vector address. 

If the same registers are used by both the main program 
and the interrupt service routine, their contents should 
be saved when entering the service routine. This In- 
cludes the Program Status Word (PSW) which consists 
of the accumulator and flags. The best way to do this Is 
to "PUSH" each register used onto the stack. The ser- 
vice routine can then "POP" each register off the stack 
in the reverse order when it is completed. This prevents 
any ambiguous operation when returning to the main 
program. 

Once the service routine is completed, the main 
program may be re-entered by using a normal RET 
(Return) Instruction. This will "POP" the original con- 
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tents of the program counter back off the stack to 
resume program execution where it left off. Note, that 
because interrupts are disabled during the interrupt 
acknowledge sequence, the El instruction must be 
executed either during the service routine or the main 
program before further interrupts can be processed. 

For additional information on the 8080A interrupt struc- 
ture and operation, refer to the MCS-80 User's Manual. 

1.2 MCS-85^'^-8259A OVERVIEW 

An MCS-85— 8259A configuration processes interrupts 
in much the same format as an MCS-80— 8259A config- 



uration. When an interrupt occurs, a sequence of three 
INTA pulses causes the 8259A to release onto the data 
bus a CALL instruction and an interrupt-vector address 
for the corresponding service routine. Other events that 
occur during the 8080A interrupt machine cycle, such as 
disabling interrupts and not incrementing the program 
counter, also occur in the 8085A interrupt acknowledge 
machine cycle. Additionally, the instructions for saving 
registers, enabling or disabling of interrupts, and return- 
ing from service routines are literally the same. 

The 8085A, however, has a different interrupt hardware 
scheme as shown in Figure 3. For one, the 8085A sup- 
plies its own INTA output pin rather than using an addi- 
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Figure 2. MCS-80 8259A Basic Configuration Example 
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Figure 3. MCS-85^*^ 82S9A Basic Configuration Example 
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tional chip, as the 8080A uses the 8228 System Conr 
troller Bus Driver. Another hardware difference is the 
8085A has five hardware interrupt pins: INTR, RST 7.5, 
RST6.5, RST 5.5, and TRAP. The INTR (Interrupt Request) 
pin is the equivalent to the 8080A's INT pin. The RST 
(Restart) pins and TRAP pin are all restart interrupts 
which vector program execution to an individual dedi- 
cated address when asserted. The important factor 
associating these interrupts is their relative priority, as 
shown below: 



TRAP 
RST 7.5 
RST 6.5 
RST 5.5 
INTR 



Highest Priority 



Lowest Priority 

The INTR pin has lowest priority among the other 8085A 
hardware interrupts. Thus, precautions to prevent inter- 
rupting 8259A service routines may be necessary. This, 
of course, depends on how the 8085A interrupts are 
being used in a particular application. Such precautions 
can be implemented, however, by masking the RST pins 
using the SIM instruction. The TRAP pin on the other 
hand is non-maskable; all interrupt pins but TRAP can 
be controlled by the El (Enable Interrupt) and Dl (Disable 
Interrupt) instructions. 

For a complete description of the 8085A interrupt struc- 
ture, refer to the MCS-85 User's Manual. 

1.3 MCS-86/88™-8259A OVERVIEW 

Operation of an MCS-86/88— 8259A configuration has 
basic similarities of the MCS-80/85—8259A configura- 



tions. That is, a device can cause an interrupt by pulling 
one of the 8259A's interrupt request pins (IR0-IR7) high. 
If the 8259A honors the request, its INT pin will go high, 
driving the 8086/8088's INTR pin high. Like the 8080A 
and 8085A, the INTR pin of the 8086/8088 is asynchro- 
nous, thus it can receive an interrupt any time. The 
8086/8088 can also accept or disregard requests on 
INTR under software control using the STI (Set Interrupt) 
or GLI (Clear Interrupt) instructions. These instructions 
set or clear the interrupt-enabled flag IF. Upon 
8086/8088 reset the IF flag is cleared, disabling external 
interrupts on INTR. Beside the INTR pin, the 8086/8088 
provides an NMI (Non-Maskable Interrupt) pin. The NMI 
functions similar to the 8085A's TRAP; it can't be dis- 
abled or masked. NMI has higher priority than INTR. 

Figure 4 shows an MGS-86 MAX Mode system interfac- 
ing with an 8259A on the local bus. This MCS-86— 8259A 
configuration is also representative of an MCS-88— 
8259A configuration except for the data bus which is 16 
bits for 8086 and 8 bits for 8088. In the MCS-86 system 
the 8259A must be on the lower 8 bits of the data bus. 
Note that the 8259A could also be interfaced on the 
system bus. 

Although there are some basic similarities, the actual 
processing of interrupts with an 8086/8088 is different 
than an 8080A or 8085A. When an interrupt request is 
present and interrupts are enabled, the 8086/8088 enters 
its interrupt acknowledge machine cycle. The Interrupt 
acknowledge machine cycle pushes the flag registers 
onto the stack (as in a PUSHF instruction). It then clears 
the IF flag which disables interrupts. The contents of 
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both the code segment and the instruction pointer are 
then also pushed onto the stack. Thus, the stack retains 
the pre-interrupt flag status and pre-interrupt program 
location which are used to return from the s ervice 
routine. The 8086/8088 then issues the first of two INTA 
pulses which signal the 8259A that the 8086/8088 has 
honored its interrupt reque st. If the 8086/8088 is used in 
its "MIN Mode" the INTA signal is available from the 
8086/8088 on its I NTA p in. If the 8086/8088 is used in the 
"MAX Mode" th e INT A signal is available via the 8288 
Bus Controller INTA pin. Additionally, in the "MAX 
Mode" the 8086/8088 LOCK pin goes low during the in- 
terrupt acknowledge sequence. The LOCK signal can be 
used to indicate to other system bus masters not to gain 
control of the system bus during the interrupt acknowl- 
edge sequence. A "HOLD" request won't be honored 
while LOCK is low. 

The 8259A is now ready to vector program execution to 
the corresponding servi ce ro utine. This is done during 
the sequence of the two INTA pulses issued by the 8086/ 
8088. Unlike operation with the 8080A or 8085A, the 
8259A doesn't place a CALL instruction and the starting 
address of the service routine on the data bus. Instead, 
the first INTA pulse is used only to si gnal the 8259A of 
the honored request. The second INTA pulse causes the 
8259A to place a single interrupt-vector byte onto the 
data bus. Not used as a direct address, this interrupt- 
vector byte pertains to one of 256 interrupt "types" sup- 
ported by the 8086/8088 memory. Program execution is 
vectored to the corresponding service routine by the 
contents of a specified interrupt type. 

All 256 interrupt types are located in absolute memory 
locations through 3FFH which make up the 8086/ 
8088's interrupt-vector table. Each type in the interrupt- 
vector table requires 4 bytes of memory and stores a 
code segment address and an instruction pointer ad- 
dress. Figure 5 shows a block diagram of the interrupt- 
vector table. Locations through 3FFH should be 
reserved for the interrupt-vector table alone. Further- 
more, memory locations 00 through 7FH (types 0-31) are 
reserved for use by Intel Corporation for Intel hardware 
and software products. To maintain compatibility with 
present and future Intel products, these locations 
should not be used. 
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When the 8086/8088 receives an interrupt-vector byte 
from the 8259A, it multiplies its value by four to acquire 
the address of the interrupt type. For example, if the 
interrupt-vector byte specifies type 128 (80H), the vec- 
tored address in 8086/8088 memory is 4x80H, which 
equals 200H. Program execution is then vectored to the 
service routine whose address is specified by the code 
segment and instruction pointer values within type 128 
located at 200H. To show how this is done, let's assume 
interrupt type 1 28 is to vector data to 8086/8088 memory 
location 2FF5FH. Figure 6 shows two possible ways to 
set values of the code segment and instruction pointer 
for vectoring to location 2FF5FH. Address generation 
by the code segment and instruction pointer is ac- 
complished by an offset (they overlap). Of the total 
20-bit address capability, the code segment can desig- 
nate the upper 16 bits, the instruction pointer can 
designate the lower 16 bits. 
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Figure 5. 8086/8088 Interrupt Vector Table 



Figure 6. Two Examples of 8086/8088 Interrupt Type 128 Vectoring 
to Location 2FF5FH 



When entering an interrupt service routine, those regis- 
ters that are mutually used between the main program 
and service routine should be saved. The best way to do 
this is to "PUSH" each register used onto the stack im- 
mediately. The service routine can then "POP" each 
register off the stack in the same order when it is com- 
pleted. 

Once the service routine is completed the main program 
may be re-entered by using a IRET (Interrupt Return) in- 
struction. The IRET instruction will pop the pre-interrupt 
instruction pointer, code segment and flags off the 
stack. Thus the main program will resume where it was 
interrupted with the same flag status regardless of 
changes in the service routine. Note especially that this 
includes the state of the IF flag, thus interrupts are re- 
enabled automatically when returning from the service 
routine. 

Beside external interrupt generation from the INTR pin, 
the 8086/8088 is also able to invoke interrupts by soft- 
ware. Three interrupt instructions are provided: INT, INT 
(Type 3), and INTO. INT is a two byte instruction, the sec- 
ond byte selects the interrupt type. INT (Type 3) is a one 
byte instruction which selects interrupt Type 3. INTO is 
a conditional one byte interrupt instruction which 
selects interrupt Type 4 if the OF flag (trap on overflow) 
is set. All the software interrupts vector program execu- 
tion as the hardware interrupts do. 
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For further information on 8086/8088 interrupt operation 
and internal interrupt structure refer to the MCS-86 
User's iVIanual and the 8086 System Design application 
note. 



2. 8259A FUNCTIONAL BLOCK DIAGRAM 

A block diagram of the 8259A is shown in Figure 7. As 
can be seen from this figure, the 8259A consists of eight 
major blocks: the Interrupt Request Register (IRR), the 
In-Service Register (ISR), the Interrupt Mask Register 
(IMR), the Priority Resolver (PR), the cascade buffer/ 
comparator, the data bus buffer, and logic blocks for 
control and read/write. We'll first go over the blocks 
directly related to interrupt handling, the IRR, ISR, IMR, 
PR, and the control logic. The remaining functional 
blocks are then discussed. 



2.1 INTERRUPT REGISTERS AND CONTROL LOGIC 

Basically, interrupt requests are handled by three "cas- 
caded" registers: the Interrupt Request Register (IRR) is 
use to store all the interrupt levels requesting service; 
the In-Service Register (ISR) stores all the levels which 
are being serviced; and the Interrupt Mask Register 
(IMR) stores the bits of the interrupt lines to be masked. 
The Priority Resolver (PR) looks at the IRR, ISR and IMR, 
and determines whether an INT should be issued by the 
the control logic to the processor. 

Figure 8 shows conceptually how the Interrupt Request 
(IR) input handles an interrupt request and how the 
various interrupt registers interact. The figure repre- 



sents one of eight "daisy-chained" priority cells, one for 
each IR input. 

The best way to explain the operation of the priority cell 
is to go through the sequence of internal events that 
happen when an interrupt request occurs. However, 
first, notice that the input circuitry of the priority cell 
allows for both level sensitive and edge sensitive IR in- 
puts. Deciding which method to use is dependent on the 
particular application and will be discussed in more 
detail later. 

When the IR input is in an inactive state (LOW), the edge 
sense latch is set. If edge sensitive triggering is 
selected, the "Q" output of the edge sense latch will 
arm the input gate to the request latch. This input gate 
will be disarmed after the IR input goes active (HIGH) 
and the interrupt request has been acknowledged. This 
disables the input from generating any further inter- 
rupts until it has returned low to re-arm the edge sense 
latch. If level sensitive triggering is selected, the "Q" 
output of the edge sense latch is rendered useless. This 
means the level of the IR input is in complete control of 
interrupt generation; the input won't be disarmed once 
acknowledged. 

When an interrupt occurs on the IR input, it propagates 
through the request latch and to the PR (assuming the 
input isn't masked). The PR looks at the incoming re- 
quests and the currently in-service interrupts to ascer- 
tain whether an interrupt should be issued to the proc- 
essor. Let's assume that the request is the only one in- 
coming and no requests are presently in service. The PR 
then causes the control logic to pull the INT line to the 
processor high. 
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When the processor honors the INT pulse, it sends a se- 
quence of INTA pulses to the 8259A (three for 8080A/ 
8085A, two for 8086/8088). During this sequence the 
state of the request latch Is frozen (note the INTA-freeze 
request timing diagram). Priority is again resolved by the 
PR to determine the appropriate interrupt vectoring 
which Is conveyed to the processor via the data bus. 

Immediately after the interrupt acknowledge sequence, 
the PR sets the corresponding bit in the ISR which 
simultaneously clears the edge sense latch, if edge sen- 
sitive triggering is used, clearing the edge sense latch 
also disarms the request latch. This inhibits the 
possibility of a still active IR input from propagating 
through the priority cell. The IR input must return to an 
inactive state, setting the edge sense latch, before 
another interrupt request can be recognized. If level sen- 
sitive triggering is used, however, clearing the edge 
sense latch has no affect on the request latch. The state 
of the request latch is entirely dependent upon the IR in- 
put level. Another Interrupt will be generated immedi- 
ately if the IR level is left active after its ISR bit has been 
reset. An ISR bit gets reset with an End-of-lnterrupt (EOl) 
command issued in the service routine. End-of- 
interrupts will be covered in more detail later. 

2.2 OTHER FUNCTIONAL BLOCKS 

Data Bus Buffer 

This three-state, bidirectional 8-bit buffer is used to In- 
terface the 8259A to the processor system data bus (via 



DB0-DB7). Control words, status information, and 
interrupt-vector data are transferred through the data 
bus buffer. 

Read/Write Control Logic 

The function of this block is to control the programming 
of the 8259A by accepting OUTput commands from the 
processor. It also controls the releasing of status onto 
the data bus by accepting INput commands from the 
processor. The initialization and operation command 
word registers which store the various control formats 
are located in this block. The RD, WR, AO, and CS 
pins are used to control access to this block by the 
processor. 

Cascade Buffer/Comparator 

As mentioned earlier, multiple 8259A's can be combined 
to expand the number of interrupt levels. A master-slave 
relationsh ip of c ascaded 8259A's is used for the expan- 
sion. The SP/EN and the CASO-2 pins are used for oper- 
ation of this block. The cascading of 8259A's is covered 
in depth in the "Operation of the 8259A" section of this 
application note. 

2.3 PIN FUNCTIONS 
Name Pin # I/O Function 



Vcc 
GND 



28 
14 



I -fSV supply 
I Ground 
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Name Pin # I/O Function 



CS 1 I Chip Se/epf; A low on this pin en- 

ables RD and WR communicati on be- 
tween the CPU and the 8259AJNTA 
functions are independent of CS. 

WR 2 I lVr/7e; A low on this pin when CS is 

low enables the 8259A to accept 
command words from the CPU. 

RD 3 1 Read: A low on this pin when CS is 

low enables the 8259A to release 
status onto the data bus for the CPU. 

D7-D0 4-11 \I0 Bidirectional Data Si/s; Control, 
status and interrupt-vector informa- 
tion is transferred via this bus. 

CASO- 12,13, I/O Cascade Lines: The CAS lines form a 
CAS2 15 private 8259 A bus to control a multi- 

ple 8259A structure. These pins are 
outputs for a master 8259A and in- 
puts for a slave 8259A. 

SP/EN 16 I/O Slave Program/Enable Buffer: This is 
a dual function pin. When in the buf- 
fered mode it can be used as an out- 
put to control buffer transceivers' 
(EN). When not in the buffered mode 
it Is used as an input to designate a 
master (SP = 1) or slave (SP = 0). 

INT 17 O Interrupt: This pin goes high when- 

ever a valid interrupt request is as- 
serted. It is used to interrupt the 
CPU, thus it is connected to the 
CPU's interrupt pin. 

IRO- ,18-25 I /A7ferriyprf?e(7i/esfs; Asynchronous in- 
IR7 puts. An interrupt request can be 

generated by raising an IR input (low 
to high) and holding it high until it is 
acknowledged (edge triggered mode), 
or just by a high level on an IR input 
(level triggered mode). 

INTA 26 I Interrupt Acknowledge: This pin is 
used to enable 8259A interrupt-vector 
data onto the data bus. This is done 
by a sequence of interrupt acknowl- 
edge pulses issued by the CPU. 

AO 27 I AO Address Line: This pi n ac ts in con- 

junctlon with the CS, WR, and RD 
pins. It is used by the 8259A to de- 
cipher between various command 
words the CPU writes and status the 
CPU wishes to read. It is typically 
connected to the CPU AO address 
line (A1 for 8086/8088). 



3. OPERATION OF THE 8259A 

Interrupt operation of the 8259A falls under five main 
categories: vectoring, priorities, triggering, status, and 
cascading. Each of these categories use various modes 
and commands. This section will explain the operation 
of these modes and commands. For clarity of explana- 
tion, however, the actual programming of the 8259A isn't 



covered in this section but in "Programming the 8259A". 
Appendix A is provided as a cross reference between 
these two sections. 



3.1 INTERRUPT VECTORING 

Each IR input of the 8259A has an individual interrupt- 
vector address in memory associated with it. Designa- 
tion of each address depends upon the initial program- 
ming of the 8259A. As stated earlier, the interrupt 
sequence and addressing of an MCS-80 and MCS-85 
system differs from that of an MCS-86 and MCS-88 
system. Thus, the 8259A must be initially programmed 
in either a MCS-80/85 or MCS-86/88 mode of operation to 
insure the correct interrupt vectoring. 

MCS-BO/BS^"^ Mode 

When programmed in the MCS-80/85 mode, the 8259A 
should only be used within an 8080A or an 8085A 
system. In this mode the 8080A/8085A will handle inter- 
rupts in the format described in the "MCS-80— 8259A or 
MCS-85— 8259A Overviews." 

Upon interrupt request in the MCS-80/85 mode, the 
8259A will output to the data bus the opcode for a CALL 
instruction and the address of the desired routi ne. This 
is in response to a sequence of three INTA pulses 
issued by the 8080A/8085A after the 8259A has raised 
INT high. 

The first INTA pulse to the 8259A enables the CALL 
opcode "CD^" onto the data bus. It also resolves IR pri- 
orities and effects operation in the cascade mode, 
which will be covered later. Contents of the first 
interrupt-vector byte are shown in Figure 9A. 

During the second and third INTA pulses, the 8259A 
conveys a 16-bit interrupt-vector address to the 8080A/ 
8085A.The interrupt-vector addresses forall eight levels 
are selected when initially programming the 8259A. 
However, only one address is needed for programming. 
Interrupt-vector addresses of IR0-IR7 are automatically 
set at equally spaced intervals based on the one pro- 
grammed address. Address intervals are user definable 
to 4 or 8 bytes apart. If the service routine for a device is 
short It may be possible to fit the entire routine within 
an 8-byte interval. Usually, though, the service routines 
require more than 8 bytes. So, a 4-byte interval is used to 
store a Jump (JMP) instruction which directs the 8080A/ 
8085A to the appropriate routine. The 8-byte interval 
maintains compatibility with current 8080A/8085A 
Restart (RST) instruction software, while the 4-byte in- 
terval is best for a compact jump table. If the 4-byte In- 
terval is selected, then the 8259A will automatically 
insert bits A0-A4. This leaves A5-A15 to be pro- 
grammed by the user. If thd 8-byte interval is selected, 
the 8259A will automatically insert bits A0-A5. This 
leaves only A6-A15 to be programmed by the user. 

The LSB of the interrupt-vector addre ss is placed on the 
data bus during the second INTA pulse. Figure 9B 
shows the contents of the second interrupt-vector byte 
for both 4 and 8-byte Intervals. 

The MSB of the interrupt-v ector address is placed on the 
data bus during the third INTA pulse. Contents of the 
third interrupt-vector byte Is shown in Figure 90. 
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B. SECOND INTERRUPT VECTOR BYTE, MCS80/85 MODE 

07 06 05 04 03 02 01 DO 

I A15 I A14 I A13 I A12 | All | A10 | A9 T^ 

C. THIRD INTERRUPT VECTOR BYTE, MCS80/85 MODE 
Figure 9. 9A-C. Interrupt-Vector Bytes for 8259A, MCS 80/85 Mode 

MCS-86/88^'^ Mode 

When programmed in the MCS-86/88 mode, the 8259A 
should only be used within an MCS-86 or MCS-88 
system. In this mode, the 8086/8088 will handle inter- 
rupts in the format described earlier in the "8259A— 
8086/8088 Overview". 

Upon interrupt in the MCS-86/88 mode, the 8259A will 
output a single interrupt-vector byte to the data bus. 
This is in response to only two INTA pulses issued by 
the 8086/8088 after the 8259A has raised INT high. 

The first INTA pulse is used only for set-up purposes in- 
ternal to the 8259A. As in the MCS-80/85 mode, this set- 
up includes priority resolution and cascade mode oper- 
ations which will be covered later. Unlike the MCS-80/85 
mode, no CALL opcode is placed on the data bus. 

The second INTA pulse is used to enable the single 
interrupt-vector byte onto the data bus. The 8086/8088 
uses this interrupt-vector byte to select one of 256 inter- 
rupt "types" in 8086/8088 memory. Interrupt type selec- 
tion for all eight IR levels is made when initially pro- 
gramming the 8259A. However, reference to only one in- 
terrupt type is needed for programming. The upper 5 bits 
of the interrupt vector byte are user definable. The lower 
3 bits are automatically inserted by the 8259A depend- 
ing upon the IR level. 

Contents of the interrupt-vector byte for 8086/808 8 type 
selection is put on the data bus during the second INTA 
pulse and is shown in Figure 10. 
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3.2 INTERRUPT PRIORITIES 

A variety of modes and commands are available for con- 
trolling interrupt priorities of the 8259A. All of them are 
programmable, that is, they may be changed dynamic- 
ally under software control. With these modes and com- 
mands, many possibilities are conceivable, giving the 
user enough versatility for almost any interrupt con- 
trolled application. 

Fully Nested Mode 

The fully nested mode of operation is a general purpose 
priority mode. This mode supports a multilevel-interrupt 
structure in which priority order of all eight IR inputs are 
arranged from highest to lowest. 

Unless otherwise programmed, the fully nested mode is 
entered by default upon initialization. At this time, IRO is 
assigned the highest priority through IR7 the lowest. 
The fully nested mode, however, is not confined to this 
IR structure alone. Once past initialization, other IR in- 
puts can be assigned highest priority also, keeping the 
multilevel-interrupt structure of the fully nested mode. 
Figure 11A-C shows some variations of the priority 
structures in the fully nested mode. 
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Figure 10. Interrupt Vector Byte, MCS 86/88"" Mode 



Figure 11. A-C. Some Variations of Priority Structure in the 
Fully Nested Mode 

Further explanation of the fully nested mode, in this 
section, is linked with information of general 8259A in- 
terrupt operations. This is done to ease explanation to 
the user in both areas. 

In general, when an interrupt is acknowledged, the 
highest priority request is determined from the IRR (In- 
terrupt Request Register). The interrupt vector is then 
placed on the data bus. In addition, the corresponding 
bit in the ISR (In-Service Register) is set to designate the 
routine in service. This ISR bit remains set until an EOl 
(End-Of-lnterrupt) command is issued to the 8259A. 
EOl's will be explained in greater detail shortly. 

In the fully nested mode, while an ISR bit is set, all fur- 
ther requests of the same or lower priority are inhibited 
from generating an interrupt to the microprocessor. A 
higher priority request, though, can generate an inter- 
rupt, thus vectoring program execution to its service 
routine. Interrupts are only acknowledged, however, if 
the microprocessor has previously executed an "Enable 
Interrupts" instruction. This is because the interrupt 
request pin on the microprocessor gets disabled auto- 
matically after acknowledgement of any interrupt. The 
assembly language instructions used to enable inter- 
rupts are "El" for 8080A/8085A and "STI" for 8086/8088. 
Interrupts can be disabled by using the instruction "Dl" 
for 8080A/ 8085A and "CLI" for 8086/8088. When a 
routine is completed a "return" instruction is executed, 
"RET" for 8080A/8085A and "IRET" for 8086/8088. 
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Figure 12 illustrates the correct usage of interrupt 
related instructions and the interaction of interrupt 
levels in the fully nested mode. 

Assuming the IR priority assignment for the example in 
Figure 12 is IRO the highest through IR7 the lowest, the 
sequence is as follows. During the main program, I R3 
makes a request. Since interrupts are enabled, the 
microprocessor is vectored to the IR3 service routine. 
During the IR3 routine, IR1 asserts a request. Since IR1 
has higher priority than IR3, an interrupt is generated. 
However, it is not acknowledged because the micro- 
processor disabled interrupts in response to the IR3 in- 
terrupt. The IR1 interrupt is not acknowledged until the 
"Enable Interrupts" instruction is executed. Thus the 
IRS routine has a "protected" section of code over 
which no interrupts (except non-maskable) are allowed. 
The IR1 routine has no such "protected" section since 
an "Enable Interrupts" instruction is the first one in its 
service routine. Note that in this example the IR1 re- 
quest must stay high until It is acknowledged. This is 
covered in more depth in the "Interrupt Triggering" 
section. 



the IR3 routine. This allows IR0-IR2 to Interrupt the IR3 
routine again, since ISR3 is the highest ISR bit set. No 
further interrupts occur in the example so the EOl com- 
mand resets ISR3 and the "return" instruction causes 
the main program to resume at its pre-interrupt location, 
ending the example. 

A single 8259A is essentially always in the fully nested 
mode unless certain programming conditions disturb it. 
The following programming conditions can cause the 
8259A to go out of the high to low priority structure of 
the fully nested mode. 

• The automatic EOl mode 

• The special mask mode 

• A slave with a master not in the special fully nested 
mode 

These modes will be covered in more detail later, 
however, they are mentioned now so the user can be 
aware of them. As long as these program conditions 
aren't inacted, the fully nested mode remains undis- 
turbed. 
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What is happening to the ISR register? While in the main 
program, no ISR bits are set since there aren't any Inter- 
rupts in service. When the IR3 interrupt is acknowl- 
edged, the ISR3 bit is set. When the IR1 interrupt is 
acknowledged, both the ISR1 and the ISR3 bits are set, 
indicating that neither routine is complete. At this time, 
only IRO could generate an interrupt since it is the only 
input with a higher priority than those previously in ser- 
vice. To terminate the IR1 routine, the routine must 
inform the 8259A that it is complete by resetting its ISR 
bit. It does this by executing an EOl command. A 
"return" instruction then transfers execution back to 



End of Interrupt 

Upon completion of an interrupt service routine the 
8259A needs to be notified so its ISR can be updated. 
This is done to keep track of which interrupt levels are in 
the process of being serviced and their relative priori- 
ties. Three different End-Of-lnterrupt (EOl) formats are 
available for the user. These are: the non-specific EOl 
command, the specific EOl command, and the auto- 
matic EOl Mode. Selection of which EOl to use is depen- 
dent upon the interrupt operations the user wishes to 
perform. 

Non-Specific EOl Command 

A non-specific EOl command sent from the microproc- 
essor lets the 8259A know when a service routine has 
been completed, without specification of its exact inter- 
rupt level. The 8259A automatically determines the inter- 
rupt level and resets the correct bit in the ISR. 

To take advantage of the non-specific EOl the 8259A 
must be in a mode of operation in which it can predeter- 
mine in-service routine levels. For this reason the non- 
specific EOl command should only be used when the 
most recent level acknowledged and serviced is always 
the highest priority level. When the 8259A receives a 
non-specific EOl command, it simply resets the highest 
priority ISR bit, thus confirming to the 8259A that the 
highest priority routine of the routines in service is 
finished. 

The main advantage of using the non-specific EOl com- 
mand is that IR level specification isn't necessary as in 
the "Specific EOl Command", covered shortly. 
However, special consideration should be taken when 
deciding to use the non-specific EOl. Here are two pro- 
gram conditions in which it is best not used: 

• Using the set priority command within an interrupt 
service routine. 

• Using a special mask mode. 

These conditions are covered in more detail in their own 
sections, but are listed here for the users reference. 
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Specific EOl Command 

A specific EOl command sent from the microprocessor 
lets the 8259A know when a service routine of a particu- 
lar interrupt level is completed. Unlike a non-specific 
EOl command, which automatically resets the highest 
priority ISR bit, a specific EOl command specifies an 
exact ISR bit to be reset. One of the eight IR levels of the 
8259A can be specified in the command. 

The reason the specific EOl command is needed, is to 
reset the ISR bit of a completed service routine when- 
ever the 8259A isn't able to automatically determine it. 
An example of this type of situation might be if the 
priorities of the interrupt levels were changed during an 
interrupt routine ("Specific Rotation"). In this case, if 
any other routines were in service at the same time, a 
non-specific EOl might reset the wrong ISR bit. Thus the 
specific EOl command is the best bet in this case, or for 
that matter, any time in which confusion of interrupt 
priorities may exist. The specific EOl command can be 
used in all conditions of 8259A operation, including 
those that prohibit non-specific EOl command usage. 



Automatic EOl Mode 

When programmed in the automatic EOl mode, the 
microprocessor no longer needs to issue a command to 
notify the 8259A it has completed an interrupt routine. 
The 8259A accomplishes this by performing a non- 
specific EOl automatically at the trailing edge of the last 
INTA pulse (third pulse in MCS-80/85, second in 
MGS-86). 

The obvious advantage of the automatic EOl mode over 
the other EOl command is no command has to be 
issued. In general, this simplifies programming and 
lowers code requirements within interrupt routines. 

However, special consideration should be taken when 
deciding to use the automatic EOl mode because it 
disturbs the fully nested mode. In the automatic EOl 
mode the ISR bit of a routine in service is reset right 
after it's acknowledged, thus leaving no designation in 
the ISR that a sevice routine is being executed. If any in- 
terrupt request occurs during this time (and interrupts 
are enabled) it will get serviced regardless of its priority, 
low or high. The problem of "over nesting" may also 
happen in this situation. "Over nesting" is when an IR 
input keeps Interrupting its own routine, resulting in un- 
necessary stack pushes which could fill the stack in a 
worst case condition. This is not usually a desired form 
of operation! 

So what good is the automatic EOl mode with problems 
like those just covered? Well, again, like the other EOls, 
selection Is dependent upon the application. If inter- 
rupts are controlled at a predetermined rate, so as not to 
cause the problems mentioned above, the automatic 
EOl mode works perfect just the way it is. However, if in- 
terrupts happen sporadically at an indeterminate rate, 
the automatic EOl mode should only be used under the 
following guideline: 

• When using the automatic EOl mode with an inde- 
terminate interrupt rate, the microprocessor should 
keep its interrupt request input disabled during 
execution of service routines. 



By doing this, higher priority interrupt levels will be ser- 
viced only after the completion of a routine in service. 
This guideline restores the fully nested structure in 
regards to the IRR; however, a routine in-service can't be 
interrupted. 



Automatic Rotation — Equal Priority 

Automatic rotation of priorities serveS; in applications 
where the interrupting devices are of equal priority, 
such as communications channels. The concept is that 
once a peripheral is serviced, all other equal priority 
peripherals should be given a chance to be serviced 
before the original peripheral is serviced again. This is 
accomplished by automatically assigning a peripheral 
the lowest priority after being serviced Thus, in worst 
case, the device would have to wait until all other 
devices are serviced before being serviced again. , 

There are two methods of accomplishing automatic 
rotation. One is used in conjunction with the non- 
specific EOl, "rotate on non-specific EOl command". 
The other is used with the automatic EOl mode, "rotate 
in automatic EOl mode". 



Rotate on Non-Specific EOl Command 

When the rotate on non-specific EOl command is 
issued, the highest ISR bit is reset as in a normal non- 
specific EOl command. After it's reset though, the cor- 
responding IR level is assigned lowest priority. Other IR 
priorities rotate to conform to the fully nested mode 
based on the newly assigned low priority 

Figures 13A and B show how the rotate on non-specific 
EOl command effects the interrupt priorities. Let's 
assume the IR priorities were assigned with IRO the 
highest and IR7 the lowest, as in 13A. IR6 and IR4 are 
already in service but neither is completed. Being the 
higher priority routine, IR4 is necessarily the routine 
being executed. During the IR4 routine a rotate on non- 
specific EOl command is executed. When this happens, 
bit 4 in the ISR is reset. IR4 then becomes the lowest 
priority and IRS becomes the highest as in 13B. 
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Figure 13. A-B. Rotate on Non-specific EOl Command Exampie 

Rotate in Automatic EOl Mode 

The rotate in automatic EOl mode works much like the 
rotate on non-specific EOl command. The main differ- 
ence is that priority rotation Is done automatically after 
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the last INTA pulse of an interrupt request. To enter or 
exit this mode a rotate-in-automatic-EOI set command 
and rotate-in-automatic-EOI clear command is provided. 
After that, no commands are needed as with the normal 
automatic EOl mode. However, it must be remembered, 
when using any form of the automatic EOl mode, spe- 
cial consideration should be taken. Thus, the guideline 
for the automatic EOl mode also stands for the rotate in 
automatic EOl mode. 

Specific Rotation ~ Specific Priority 

Specific rotation gives the user versatile capabilities in 
Interrupt controlled operations. It serves in those ap- 
plications in which a specific device's interrupt priority 
must be altered. As opposed to automatic rotation 
which automatically sets priorities, specific rotation is 
completely user controlled. That is, the user selects 
which interrupt level is to receive lowest or highest 
priority. This can be done during the main program or 
within interrupt routines. Two specific rotation com- 
mands are available to the user, the "set priority com- 
mand" and the "rotate on specif ic EOl command." 

Set Priority Command 

The set priority command allows the programmer to 
assign an IR level the lowest priority. All other interrupt 
levels will conform to the fully nested mode based on 
the newly assigned low priority. 

An example of how the set priority command works is 
shown in Figures 14A and 14B. These figures show the 
status of the ISR and the relative priorities of the inter- 
rupt levels before and after the set priority command. 
Two interrupt routines are shown to be in service in 
Figure 14A. Since IR2 is the highest priority, it is 
necessarily the routine being executed. During the IR2 
routine, priorities are altered so that IR5 is the highest. 
This is done simply by issuing the set priority command 
to the 8259A. In this case, the command specifies IR4 as 
being the lowest priority. The result of this set priority 
command Is shown in Figure 14B. Even though IR7 now 
has higher priority than IR2, it won't be acknowledged 
until the IR2 routine is finished (via EOl). This is because 
priorities are only resolved upon an interrupt request or 
an interrupt acknowledge sequence. If a higher priority 
request occurs during the IR2 routine, then priorities are 
resolved and the highest will be acknowledged. 
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Figure 14. A-B. Set Priority Command Exampie 



When completing a service routine in which the set 
priority command is used, the correct EOl must be 
issued. The non-specific EOl command shouldn't be 
used in the same routine as a set priority command. 
This is because the non-specific EOl command resets 
the highest ISR bit, which, when using the set priority 
command, is not always the most recent routine in ser- 
vice. The automatic EOl mode, on the other hand, can be 
used with the set priority command. This is because it 
automatically performs a non-specific EOl before the 
set priority command can be issued. The specific EOl 
command is the best bet in most cases when using the 
set priority command within a routine. By resetting the 
specific ISR bit of a routine being completed, confusion 
is eliminated. 

Ftotate on Specific EOi Command 

The rotate on specific EOl command is literally a com- 
bination of the set priority command and the specific 
EOl command. Like the set priority command, a speci- 
fied IR level is assigned lowest priority. Like the specific 
EOl command, a specified level will be reset in the ISR. 
Thus the rotate on specific EOl command accomplishes 
both tasks in only one command. 

If it is not necessary to change IR priorities prior to the 
end of an interrupt routine, then this command is advan- 
tageous. For an EOl command must be executed any- 
way (unless in the automatic EOl mode), so why not do 
both at the same time? 

Interrupt Masking 

Disabling or enabling interrupts can be done by other 
means than just controlling the microprocessor's inter- 
rupt request pin. The 8259A has an IMR (Interrupt Mask 
Register) which enhances interrupt control capabilities. 
Rather than all interrupts being disabled or enabled at 
the same time, the IMR allows individual IR masking. 
The IMR is an 8-bit register, bits 0-7 directly correspond 
to IR0-IR7. Any IR input can be masked by writing to the 
IMR and setting the appropriate bit. Likewise, any IR in- 
put can be enabled by clearing the correct IMR bit. 

There are various uses for masking off individual IR in- 
puts. One example is when a portion of a main routine 
wishes only to be interrupted by specific interrupts. 
Another might be disabling higher priority interrupts for 
a portion of a lower priority service routine. The possi- 
bilities are many. 

When an interrupt occurs while its IMR bit is set, it isn't 
necessarily forgotten. For, as stated earlier, the IMR 
acts only on the output of the IRR. Even with an IR input 
masked it is still possible to set the IRR. Thus, when 
resetting an IMR, if its IRR bit is set it will then generate 
an interrupt. This is providing, of course, that other 
priority factors are taken into consideration and the IR 
request remains active. If the IR request is removed 
before the IMR is reset, no interrupt will be acknowl- 
edged. 

Speciai Mas/c Mode 

In various cases, it may be desirable to enable interrupts 
of a lower priority than the routine in service. Or, in other 
words, allow lower priority devices to generate inter- 
rupts. However, in the fully nested mode, all IR levels of 
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priority below the routine in service are inhibited. So 
what can be done to enable thenn? 

Well, one method could be using an EOl command 
before the actual completion of a routine in service. But 
beware, doing this may cause an "over nesting" prob- 
lem, similar to in the automatic EOl mode. In addition, 
resetting an ISR bit is irreversible by software control, 
so lower priority IR levels could only be later disabled by 
setting the IMR. 

A much better solution is the special mask mode. Work- 
ing in conjunction with the IMR, the special mask mode 
enables interrupts from all levels except the level in ser- 
vice. This is done by masking the level that is in service 
and then issuing the special mask mode command. 
Once the special mask mode is set, it remains in effect 
until reset. 

Figure 15 shows how to enable lower priority interrupts 
by using the Special Mask Mode (SMM). Assume that 
IRO has highest priority when the main program is inter- 
rupted by IR4. In the IR4 service routine an enable inter- 
rupt instruction is executed. This only allows higher 
priority interrupt requests to interrupt IR4 in the normal 
fully nested mode. Further in the IR4 routine, bit 4 of the 
IMR is masked and the special mask mode is entered. 
Priority operation is no longer in the fully nested mode. 
All interrupt levels are enabled except for IR4. To leave 
the special mask mode, the sequence is executed in 
reverse. 

MAIN PROGRAM 



_ — C 



IR4 SERVICE 
ROUTINE 



IRO-3 ENABLED 
IR4-7 DISABLED 



IRO-3, 5-7 ENABLED 
IR4 DISABLED 



IRO-3 ENABLED 
IR4-7 DISABLED 



Precautions must be taken when exiting an interrupt 
service routine which has used the special mask mode. 
A non-specific EOl command can't be used when in the 
special mask mode. This is because a non-specific 
won't clear an ISR bit of an interrupt which is masked 
when in the special mask mode. In fact, the bit will ap- 
pear invisible. If the special mask mode is cleared 
before an EOl command is issued a non-specific EOl 
command can be used. This could be the case in the ex- 
ample shown in Figure 15, but, to avoid any confusion 
it's best to use the specific EOl whenever using the 
special mask mode. 

It must be remembered that the special mask mode ap- 
plies to all masked levels when set. Take, for instance, 
IR1 interrupting IR4 in the previous example. If this hap- 
pened while in the special mask mode, and the IR1 
routine masked itself, all interrupts would be enabled 
except IR1 and IR4 which are masked. 

3.3 INTERRUPT TRIGGERING 

There are two classical ways of sensing an active inter- 
rupt request: a level sensitive input or an edge sensitive 
input. The 8259A gives the user the capability for either 
method with the edge triggered mode and the level trig- 
gered mode. Selection of one of these interrupt trigger- 
ing methods is done during the programmed initializa- 
tion of the 8259A. 

Level Triggered Mode 

When in the level triggered mode the 8259A will recog- 
nize any active (high) level on an IR input as an interrupt 
request. If the IR input remains active after an EOl com- 
mand has been issued (resetting its ISR bit), another in- 
terrupt will be generated. This is providing of course, the 
processor INT pin is enabled. Unless repetitious inter- 
rupt generation is desired, the IR input must be brought 
to an inactive state before an EOl command is issued in 
its service routine. However, it must not go inactive so 
soon that it disobeys the necessary timing require- 
ments shown in Figure 16. Note that the request on the 
IR in put m ust remain until after the falling edge of the 
first INTA pulse. If on an y IR input, the request goes 
inactive before the first INTA pulse, the 8259A will 
respond as if IR7 was active. In any design in which 
there's a possibility of this happening, the IR7 default 
feature can be used as a safeguard. This can be accom- 
plished by using the IR7 routine as a "clean-up routine" 
which might recheck the 8259A status or merely return 
program execution to its pre-interrupt location. 

Depending upon the particular design and application, 
the level triggered mode has a number of uses. For one, 
it provides for repetitious interrupt generation. This is 
useful in cases when a service routine needs to be con- 
tinually executed until the interrupt request goes inac- 
tive. Another possible advantage of the level triggered 
mode is it allows for "wire-OR'ed" interrupt requests. 
That is, a number of interrupt requests using the same 
IR input. This can't be done in the edge triggered mode, 
for if a device makes an interrupt request while the IR in- 
put is high (from another request), its transition will be 
"shadowed". Thus the 8259A won't recognize further in- 
terrupt requests because its IR input is already high. 
Note that when a "wire-OR'ed" scheme is used, the ac- 
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Figure 16. IR Triggering Timing Requirements 



tual requesting device has to be determined by the soft- 
ware in the service routine. 

Caution should be taken when using the automatic EOl 
mode and the level triggered mode together. Since in 
the automatic EOl mode an EOl is automatically per- 
formed at the end of the interrupt acknowledge se- 
quence, if the processor enables interrupts while an IR 
input is still high, an interrupt will occur immediately. To 
avoid this situation interrupts should be kept disabled 
until the end of the service routine or until the IR input 
returns low. 

Edge Triggered Mode 

When in the edge triggered mode, the 8259A will only 
recognize interrupts if generated by an inactive (low) to 
active (high) transition on an IR input. The edge trig- 
gered mode incorporates an edge lockout method of 
operation. This means that after the rising edge of an 
interrupt request and the acknowledgement of the re- 
quest, the positive level of the IR input won't generate 
further interrupts on this level. The user needn't worry 
about quickly removing the request after acknowledge- 
ment in fear of generating further interrupts as might be 
the case in the level triggered mode. Before another in- 
terrupt can be generated the IR input must return to the 
inactive state. 

Referring back to Figure 16, the timing requirements for 
interrupt triggering is shown. Like the level triggered 
mode, in the edge triggered mode the request on the IR 
input m ust re main active until after the falling edge of 
the first INTA pulse for that particular interrupt. Unlike 
the level triggered mode, though, after the interrupt 
request is acknowledged its IRR latch is disarmed. Only 
after the IR input goes inactive will the IRR latch again 
become armed, making it ready to receive another inter- 
rupt request (in the level triggered mode, the IRR latch is 
always armed). Because of the way the edge triggered 
mode functions, it is best to use a positive level with a 
negative pulse to trigger the IR requests. With this type 
of input, the trailing edge of the pulse causes the inter- 
rupt and the maintained positive level meets the neces- 
sary timing requirements (remaining high until after the 
interrupt acknowledge occurs). Note that the IR7 default 



feature mentioned in the "level triggered mode" section 
also works for the edge triggered mode. 

Depending upon the particular design and application, 
the edge triggered mode has various uses. Because of 
its edge lockout operation, it is best used in those 
applications where repetitious interrupt generation isn't 
desired. It is also very useful in systems where the Inter- 
rupt request is a pulse (this should be in the form of a 
negative pulse to the 8259A). Another possible advan- 
tage is that it can be used with the automatic EOl mode 
without the cautions in the level triggered mode. Over- 
all, in most cases, the edge triggered mode simplifies 
operation for the user, since the duration of the interrupt 
request at a positive level is not usually a factor. 

3.4 INTERRUPT STATUS 

By means of software control, the user can Interrogate 
the status of the 8259A. This allows the reading of the 
internal interrupt registers, which may prove useful for 
interrupt control during service routines. It also pro- 
vides for a modified status poll method of device moni- 
toring, by using the poll command. This makes the 
status of the internal IR inputs available to the user via 
software control. The poll command offers an alterna- 
tive to the interrupt vector method, especially for those 
cases when more than 64 interrupts are needed. 

Reading Interrupt Registers 

The contents of each 8-bit interrupt register, IRR, ISR, 
and IMR, can be read to update the user's program on 
the present status of the 8259A. This can be a versatile 
tool in the decision making process of a service routine, 
giving the user more control over interrupt operations. 
Before delving into the actual process of reading the 
registers, let's briefly review their general descriptions: 

IRR (Interrupt Specifies all interrupt levels re- 

Request Register) questing service. 



ISR (In-Service 
Register) 

IMR (Interrupt 
Mask Register) 



Specifies all interrupt levels 
which are being serviced. 

Specifies all interrupt levels that 
are masked. 
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To read the contents of the IRR or ISR, the user must 
first issue the appropriate read register command (read 
IRR or read ISR) to the 8259A. Then by applying a RD 
pulse to the 8259A (an INput instruction), the contents 
of the desired register can be acquired. There is no need 
to issue a read register command every time the IRR or 
ISR is to be read. Once a read register command is 
received by the 8259A, it "remembers" which register 
has been selected. Thus, all that is necessary to read 
the contents of the same register more than once is the 
RD pulse and the correct addressing (A0 = 0, explained 
in "Programming the 8259A"). Upon initialization, the 
selection of registers defaults to the IRR. Some caution 
should be taken when using the read register command 
in a system that supports several levels of interrupts. If 
the higher priority routine causes an interrupt between 
the read register command and the actual input of the 
register contents, there's no guarantee that the same 
register will be selected when it returns. Thus it is best 
in such cases to disable interrupts during the operation. 

Reading the contents of the IMR is different than read- 
ing the IRR or ISR. A read register command is not 
necessary when reading the IMR. This is because the 
IMR can be addressed directly for both reading and 
writing. Thus all that the 8259A requires for reading the 
IMR is a RD pulse and the correct addressing (A0= 1, 
explained in "Programming the 8259A"). 

Poll Command 

As mentioned towards the beginning of this application 
note, there are two methods of servicing peripherals: 
status polling and interrupt servicing. For most applica- 
tions the interrupt service method is best. This is 
because it requires the least amount of CPU time, thus 
increasing system throughput. However, for certain ap- 
plications, the status poll method may be desirable. 

For this reason, the 8259A supports polling operations 
with the poll command. As opposed to the conventional 
method of polling, the poll command offers improved 
device servicing and increased throughput. Rather than 
having the processor poll each peripheral in order to 
find the actual device requiring service, the processor 
polls the 8259A. This allows the use of all the previously 
mentioned priority modes and commands. Additionally, 
both polled and interrupt methods can be used within 
the same program. 

To use the poll command the processor must first have 
its interrupt request pin disabled. Once the po[l com- 
mand_is issued, the 8259A will treat the next (OS quali- 
fied) RD pulse issued to it (an INput instruction) as an in- 
terrupt acknowledge. It will then set the appropriate bit 
in the ISR, if there was an interrupt request, and enable a 
special word onto the data bus. This word shows 
whether an interrupt request has occurred and the 
highest priority level requesting service. Figure 17 
shows the contents of the "poll word" which is read by 
the processor. Bits W0-W2 convey the binary code of 
the highest priority level requesting service. Bit I desig- 
nates whether or not an interrupt request is present. If 
an interrupt request is present, bit I will equal 1. If there 
isn't an interrupt request at all, bit I will equal and bits 
W0-W2 will be set to ones. Service to the requesting 
device is achieved by software decoding the poll word 
and branching to the appropriate service routine. Each 



time the 8259A is to be polled, the poll command must 
be written before reading the poll word. 

The poll command is useful in various situations. For in- 
stance, it's a good alternative when memory is very 
limited, because an interrupt-vector table isn't needed. 
Another use for the poll command is when more than 64 
interrupt levels are needed (64 is the limit when cascad- 
ing 8259's). The only limit of interrupts using the poll 
command is the number of 8259's that can be addressed 
in a particular system. Still another application of the 
poll command might be when the INT or INTA signals 
are not available. This might be the case in a large 
system where a processor on one card needs to use an 
8259A on a different card. In this instance, the poll com- 
mand is the only way to monitor the interrupt devices 
and still take advantage of the 8259A's prioritizing 
features. For those cases when the 8259A is using the 
poll command only and not the interrupt method, each 
8259A must receive an initialization sequence (interrupt 
vector). This must be done even though the interrupt 
vector features of the 8259A are not used. In this case, 
the interrupt vector specified in the initialization 
sequence could be a "fake". 



. W0W2 = BINARY CODE OF HIGHEST 
PRIORITY LEVEL REQUESTING SERVICE 



1 = 1 IF AN INTERRUPT OCCURRED 



Figure 17. Poll Word 



3.5 INTERRUPT CASCADING 

As mentioned earlier, more than one 8259A can be used 
to expand the priority interrupt scheme to up to 64 levels 
without additional hardware. This method for expanded 
interrupt capability is called "cascading". The 8259A 
supports cascading operations with the cascade mode. 
Additionally, the special fully nested mode and the buf- 
fered mode are available for increased flexibility when 
cascading 8259A's in certain applications. 

Cascade Mode 

When programmed in the cascade mode, basic opera- 
tion consists of one 8259A acting as a master to the 
others which are serving as slaves. Figure 18 shows a 
system containing a master and two slaves, providing a 
total of 22 interrupt levels. 

A specific hardware set-up is required to establish 
operation in the cascade mode. With Figure 18 as a ref- 
erence, note that the master^is_designated by a high on 
the SP/EN pin, while the SP/EN pins of the slaves are 
grounded (this can also be done by software, see buf- 
fered mode). Additionally, the INT output pin of each 
slave is connected to an IR input pin of the master. The 
CASO-2 pins for all 8259A's are paralleled. These pins 
act as outputs when the 8259A is a master and as inputs 
for the slaves. Serving as a private 8259A bus, they con- 
trol which slave has control of the system bus for inter- 
rupt vectoring operation with the processor. All other 
pins are connected as in normal operation (each 8259A 
receives an INTA pulse). 
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Figure 18. Cascaded 8259A'S 22 Interrupt Levels 



Besides hardware set-up requirements, all 8259A's must 
be software programmed to work in the cascade mode. 
Programming the cascade mode is done during the in- 
itialization of each 8259A. The 8259A that is selected as 
master must receive specification during its initializa- 
tion as to which of its IR inputs are connected to a 
slave's INT pin. Each slave 8259A, on the other hand, 
must be designated during its initialization with an ID (0 
through 7) corresponding to which of the master's IR in- 
puts its INT pin is connected to. This is all necessary so 
the CASO-2 pins of the masters will be able to address 
each individual slave. Note that as in normal operation, 
each 8259A must also be initialized to give its IR inputs 
a unique interrupt vector. More detail on the necessary 
programming of the cascade mode is explained in ''Pro- 
gramming the 8259A". 

Now, with background information on both hardware 
and software for the cascade mode, let's go over the 
sequence of events that occur during a valid interrupt 
request from a slave. Suppose a slave IR input has 
received an interrupt request. Assuming this request is 
higher priority than other requests and in-service levels 
on the slave, the slave's INT pin is driven high. This 
signals the master of the request by causing an inter- 
rupt request on a designated IR pin of the master. Again, 
assuming that this request to the master is higher priori- 
ty than other master requests and in-service levels 
(possibly from other slaves), the master's INT pin is 
pulled high, interrupting the processor. 

The interrupt acknowledge sequence appears to the 
processor the same as the non-cascading interrupt 
acknowledge sequenc e; how ever, it's different among 
the 8259A's. The first INTA pulse is used by all the 
8259A's for internal set-up purposes and, if in the 
8080/8085 mode, the maste r will place the GALL opcode 
on the data bus. The first INTA pulse also signals the 
master to place the requesting slave's ID code on the 
CAS lines. This turns control over to the slave for the 
rest of the interrupt acknowledge sequence, placing the 



appropriate pre-programmed interrupt vector on the 
data bus, completing the interrupt request. 

During the interrupt acknowledge sequence, the cor- 
responding ISR bit of both the master and the slave get 
set. This means two EOl commands must be issued (if 
not in the automatic EOl mode), one for the master and 
one for the slave. 

Special consideration should be taken when mixed 
interrupt requests are assigned to a master 8259A; that 
is, when some of the master's IR inputs are used for 
slave interrupt requests and some are used for individ- 
ual interrupt requests. In this type of structure, the 
master's IRO must not be used for a slave. This is 
because when an IR input that isn't initialized as a slave 
receives an interrupt request, the CASQ-2 lines won't be 
activated, thus staying in the default condition address- 
ing for IRO (slave IRO). If a slave is connected to the 
master's IRO when a non-slave interrupt occurs on 
another master IR input, erroneous conditions may 
result. Thus IRO should be the last choice when assign- 
ing slaves to IR inputs. 

Special Fully Nested Mode 

Depending on the application, changes in the nested 
structure of the cascade mode may be desired. This is 
because the nested structure of a slave 8259A differs 
from that of the normal fully nested mode. In the cas- 
cade nriode, if a slave receives a higher priority interrupt 
request than one which is in service (through the same 
slave), it won't be recognized by the master. This is 
because the master's ISRJDit is set, ignoring all requests 
of equal or lower priority. Thus, in this case, the higher 
priority slave interrupt won't be serviced until after the 
master's ISR bit is reset by an EOl command. This is 
most likely after the completion of the lower priority 
routine. 

If the user wishes to have a truly fully nested structure 
within a slave 8259A, the special fully nested mode 
should be used. The special fully nested mode is pro- 
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grammed in the master only. This is done during the 
master's initialization. In this mode the master will 
ignore only those interrupt requests of lower priority 
than the set ISR bit and will respond to all requests of 
equal or higher priority. Thus if a slave receives a higher 
priority request than one in service, it will be recognized. 
To insure proper interrupt operation when using the 
special fully nested mode, the software must determine 
if any other slave interrupts are still in service before 
issuing an EOl command to the master. This is done by 
resetting the appropriate slave ISR bit with an EOl and 
then reading its ISR. If the ISR contains all zeros, there 
aren't any other interrupts from the slave in service and 
an EOl command can be sent to the master. If the ISR 
isn't all zeros, an EOl command shouldn't be sent to the 
master. Clearing the master's ISR bit with an EOl com- 
mand while there are still slave interrupts in service 
would allow lower priority interrupts to be recognized at 
the master. An example of this process is shown in the 
second application in the "Applications Examples" sec- 
tion. 

Buffered Mode 

The buffered mode is useful in large systems where buf- 
fering is required on the data bus. Although not limited 
to only 8259A cascading, it's most pertinent in this use. 
In the buffered mod e, when ever the 8259A's data bus 
output is enabled, its SP/EN pin will go low. This signal 
can be used to enable data transfer through a buffer 
transceiver in the required direction. 

Figure 19 shows a conceptual diagram of three 8259A's 
in cascade, each slave is controlling an individual 8286 
8-bit bidirectional bus driver by means of the buffered 
mode. Note the pull-up on the SP/EN. It is used to 
enable data transfer to the 8259A for its initial program- 
ming. Whe n data transfer is to go from the 8259A to the 
processor, SP/EN will go low; otherwise, it will be high. 

A ques tion should arise, however, from the fact that the 
SP/EN pin is used to designate a master from a slave; 



how can it be used for both master-slave selection and 
buffer control? The answer to this is the provision for 
software programmable master-slave selection when in 
the buffer mode. The buffered mode is selected during 
each 8259A's initialization. At the same time, the user 
can assign each individual 8259A as a master or slave 
(see "Programming the 8259A"). 



4. PROGRAMMING THE 8259A 

Programming the 8259A is accomplished by using two 
types of command words: Initialization Command 
Words (ICWs) and Operational Command Words 
(OCWs). All the modes and commands explained in the 
previous section, "Operation of the 8259A", are pro- 
grammable using the ICWs and OCWs (see Appendix A 
for cross reference). The ICWs are issued from the proc- 
essor in a sequential format and are used to set-up the 
8259A in an initial state of operation. The OCWs are 
issued as needed to vary and control 8259A operation. 

Both ICWs and OCWs are sent by the processor to the 
8259A via the data bus (8259A CS = 0, WR = 0). The 
8259A distinguishes between the different ICWs and 
OCWs by the state of its AO pin (controlled by processor 
addressing), the sequence they're issued in (ICWs only), 
and some dedicated bits among the ICWs and OCWs. 
Those bits which are dedicated are indicated so by fixed 
values (0 or 1) in the corresponding ICW or OCW pro- 
gramming formats which are covered shortly. Note, 
when issuing either ICWs or OCWs, the interrupt 
request pin of the processor should be disabled. 



4.1 INITIALIZATION COMMAND WORDS (ICWs) 

Before normal operation can begin, each 8259A in a 
system must be initialized by a sequence of two to four 
programming bytes called ICWs (Initialization Com- 
mand Words). The ICWs are used to set-up the neces- 
sary conditions and modes for proper 8259A operation. 



A 



II 



SYSTEM DATA BUS 



T 8286 OE 
Ao-7 



7^ 



IZ 



IT 



~2. 



A 



SP/EN Do.7 



SLAVE 
8259A 



cASo.2 nrra int 

7^ 



T 8286 OE 
Ao-7 



7\ 



IZ 



SP/EN Do.7 



SLAVE 
8259A 



II 



~J. 



OE 8286 T 
Ao-7 



+5V r 

C^^AA^ — I 



O VW- 

1K 



CASo-2 INTA INT 

TV 



LOCAL DATA BUS ( 
DEN 



SP/EN Do.7 

INT 
IR IR INTA CASo-2 



MASTER 
8259A 



Figure 19. Cascade-Buffered Mode Example 
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Figure 20 shows the initialization flow of the 8259A. 
Both ICW1 and ICW2 must be issued for any form of 
8259A operation. However, ICW3 and ICW4 are used 
only if designated so in ICW1. Determining the neces- 
sity and use of each ICW is covered shortly in individual 
groupings: Note that, once Intialized, if any program- 
ming changes within the ICWs are to be made, the entire 
ICW sequence must be reprogrammed, not just an indi- 
vidual ICW. 

Certain internal set-up conditions occur automatically 
within the 8259A after the first ICW has been issued. 
These are: 

A. Sequencer logic is set to accept the remain ng ICWs 
as designated in ICW1. 

B. The ISR (In-Service Register) and IMR (Interrupt Mask 
Register) are both cleared. 

C. The special mask mode is reset. 

D. The rotate inautomaticEOI mode flip-flop is cleared. 

E. The I RR (Interrupt Request Register) is selected for 
the read register command. 

F. If the 1C4 bit equals In ICW1, all functions in ICW4 
are cleared; 8080/8085 mode is selected by default. 

G. The fully nested mode is entered with an initial prior- 
ity assignment of IRO highest through IR7 lowest. 

H. The edge sense latch of each I R priority cell is 
cleared, thus requiring a low to high transition to 
generate an interrupt (edge triggered mode effected 
only). 
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The ICW programming format. Figure 21, shows bit 
designation and a short definition of each ICW. With the 
ICW format as reference, the functions of each ICW will 
now be explained individually. 
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SOME OF THE TERMINOLOGY USED MAY DIFFER SLIGHTLY FROM EXISTING 8259A 
DATA SHEETS. THIS IS DONE TO BETTER CLARIFY AND EXPLAIN THE PROGRAM- 
MING OF THE 8259A, THE OPERATIONAL RESULTS REMAIN THE SAME. 



Figure 20. Initialization Flow 



Figure 21. Initialization Command Words (ICWS) Programming Format 
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ICW1 and ICW2 

Issuing ICW1 and ICW2 is the mininnum amount of pro- 
grannming needed for any type of 8259A operation. The 
majority of bits within these two ICWs are used to desig- 
nate the interrupt vector starting address. The remain- 
ing bits serve various purposes. Description of the ICW1 
and ICW2 bits is as follows: 



|T7|T6|T5|T4|T3 



I T, I -r, I T J ,_ REQUESTING IR LEVEL 
I II (AUTOMATICALLY INSE 



(AUTOMATICALLY INSERTED BY 8259A) 



|T7|T6|T5[T4|T3|T2|TifT7| :— COMPLETE 8086/8088 INTERRUPT TYPE 



IC4: The IC4 bit is used to designate to the 8259A 

whether or not ICW4 will be issued. If any of 
the ICW4 operations are to be used, ICW4 
must equal 1. If they aren't used, then ICW4 
needn't be issued and IC4 can equal 0. Note 
that if IC4 = 0, the 8259A will assume operation 
in, the MCS-80/85 mode. 

SNGL: ' The SNGL bit is used to designate whether or 
not the 8259A is to be used alone or in the cas- 
cade mode. If the cascade mode is desired, 
: SNGL must equal 0. In doing this, the 8259A 
will accept ICW3 for further cascade mode pro- 
gramming. If the 8259A is to be used as the 
single 8259A within a system, the SNGL bit 
must equal 1; IGW3 won't be accepted. 

ADI: The ADI bit is used to specify the address in- 
terval for the MCS-80/85 mode. If a 4-byte ad- 
dress interval is to be used, ADI must equal 1. 
For an 8-byte address interval, ADI must equal 
0. The state of ADI is ignored when the 8259A 
is in the MCS-86/88 mode. 

LTIM: The LTIM bit is used to select between the two 
IR input triggering modes. If LTIM = 1, the level 
triggered mode is selected. If LTIM = 0, the 
edge triggered mode is selected. 

A5-A15: The A5-A15 bits are used to select the inter- 
rupt vector address when in the MCS-80/85 
mode. There are two programming formats 
that can be used to do this. Which one is im- 
plemented depends upon the selected address 
interval (ADI). If ADI is set for the 4-byte inter- 
val, then the 8259A will automatically inserl 
A0-A4 (AO, A1 = and A2, A3, A4=IR0-7). 
Thus A5-A15 must be user selected by pro- 
gramming the A5-A15 bits with the desired ad' 
dress. If ADI is set for the 8-byte interval, then 
A0-A5 are automatically inserted (AO, A1, 
A2 = and A3, A4, A5=IR0-7). This leaves 
A6-A15 to be selected by programming the 
A6-A15 bits with the desired address. The 
state of bit 5 is ignored in the latter format. 

T3-T7: The T3-T7 bits are used to select the interrupt 
type when the MCS-86/88 mode is used. The 
programming of T3-T7 selects the upper 5 
bits. The lower 3 bits are automatically in- 
serted, corresponding to the IR level causing 
the interrupt. The state of bits A5-A10 will be 
ignored when in the MCS-86/88 mode. Estab- 
lishing the actual memory address of the inter- 
rupt is shown in Figure 22. 



Figure 22. Establishing Memory Address of 8086/8088 Interrupt Type 



lews 

The 8259A will only accept ICW3 if programmed in the 
cascade mode (ICW1, SNGL = 0). ICW3 is used for 
specific programming within the cascade mode. Bit 
definition of ICW3 differs depending on whether the 
8259A is a master or a slave. Definition of the ICW3 bits 
is as follows: 

SO-7 If the 8259A is a master (either when the 

(Master): SP/EN pin is tied high or in the buffered 
mode when M/S= 1 in ICW4), ICW3 bit defi- 
nition is SO-7, corresponding to "slave 0-7". 
These bits are used to establish which IR in- 
puts have slaves connected to them. AT 
designates a slave, a no slave. For exam- 
ple, if a slave was connected to IR3, the S3 
bit should be set to a 1. (SO) should be last . 
choice for slave designation. 

ID0-ID2 If the 8259A is a slave(either when the SP/EN 
(Slave): pin is low or in the buffered mode when 
M/S = in ICW4), ICW3 bit definition is used 
to establish its individual identity. The ID 
code of a particular slave must correspond 
to the number of the masters IR input it is 
connected to. For example. If a slave was 
connected to IR6 of the master, the slaves 
IDO-2 bits should be set to IDO = 0, ID1 = 1, 
and ID2=1. 

ICW4 

The 8259A will only accept ICW4 if it was selected in 
ICW1 (bit IC4= 1). Various modes are offered by using 
ICW4. Bit definition of ICW4 is as follows: 

/jPM: The ptPM bit allows for selection of either the 
MCS-80/85 or MCS-86/88 mode. If set as a 1 the 
MCS-86/88 mode is selected, if a 0, the 
MCS-80/85 mode is selected. 

AEOI: The AEOI bit is used to select the automatic 
end of interrupt mode. If AE0I = 1, the 
automatic end of interrupt mode is selected. If 
AEOI = 0i it isn't selected; thus an EG! com- 
mand must be used during a service routine. 

M/S: The M/S bit is used in conjunction with the buf- 
fered mode. If in the buffered mode, M/S 
defines whether the 8259A is a master or a 
slave. When M/S is set to a 1, the 8259A 
operates as the master; when M/S is 0, it 
operates as a slave. If not programmed in the 
buffered mode, the state of the M/S bit is 
ignored. 
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BUF: The BUF bit is used to designate operation in 
tiie buffere d mode, thus controlling the use of 
the SP/EN pin. If BUF is setjo aj, the buffered 
mode is programmed and SP/EN is used as a 
transceiver enable output. If BUF is 0, the b uf- 
fered mode isn't programmed and SP/EN is 
used for master/slave selection. Note if ICW4 
isn't programmed, SP/EN is used for master/ 
slave selection. 

SFNM: The SFNM bit designates selection of the 
special fully nested mode which is used In 
conjunction with the cascade mode. Only the 
master should be programmed in the special 
fully nested mode to assure a truly fully nested 
structure among the slave IR inputs. If SFNM 
is set to a 1, the special fully nested mode is 
selected; if SFNM is 0, it is not selected. 

4.2 OPERATIONAL COMMAND WORD (OCWs) 

Once initialized by the ICWs, the 8259A will most likely 
be operating in the fully nested mode. At this point, 
operation can be further controlled or modified by the 
use of OCWs (Operation Command Words). Three 
OCWs are available for programming various modes and 
commands. Unlike the ICWs, the OCWs needn't be in 
any type of sequential order. Rather, they are issued by 
the processor as needed within a program. 

Figure 23, the OCW programming format, shows the bit 
designation and short definition of each OCW. With the 
OCW format as reference, the functions of each OCW 
will be explained individually. 

0CW1 

0CW1 Is used solely for 8259A masking operations. It 
provides a direct link to the IMR (Interrupt Mask Regis- 
ter). The processor can write to or read from the IMR via 
0CW1. The 0CW1 bit definition is as fqllows: 

M0-M7: The M0-M7 bits are used to control the mask- 
ing of IR inputs. If an M bit is set to a 1, it will 
mask the corresponding IR input. A clears 
the mask, thus enabling the IR input. These 
bits convey the same meaning when being 
read by the processor for status update. 

0CW2 

0CW2 is used for end of interrupt, automatic rotation, 
and specific rotation operations. Associated commands 
and modes of these operations (with the exception of 
AEOI Initialization), are selected using the bits of 0CW2 
In a combined fashion. Selection of a command or 
mode should be made with the corresponding table for 
0CW2 in the OCW programming format (Figure 20), 
rather than on a bit by bit basis. However, for com- 
pleteness of explanation, bit definition of 0CW2 Is as 
follows: 

L0-L2: The L0-L2 bits are used to designate an inter- 
rupt level (0-7) to be acted upon for the opera- 
tion selected by the EOl, SL, and R bits of 
0CW2. The level designated will either be 
used to reset a specific ISR bit or to set a 
specific priority. The L0-L2 bits are enabled or 
disabled by the SL bit. 
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SOME OF THE TERMINOLOGY USED MAY DIFFER SLIGHTLY FROM EXISTING 8259A 
DATA SHEETS. THIS IS DONE TO BETTER CLARIFV AND EXPLAIN THE PROGRAM- 
MING OF THE 8259A, THE OPERATIONAL RESULTS REMAIN THE SAME. 



Figure 23. Operational Command Words (OCWs) Programming Format 

EOl: The EOl bit is used for all end of interrupt com- 
mands (not automatic end of interrupt mode). 
If set to a 1, a form of an end of interrupt com- 
mand will be executed depending on the state 
of the SL and R bits. If EOl Is 0, an end of inter- 
rupt command won't be executed. 

SL: The SL bit is used to select a specific level for 

a given operation. If SL is set to a 1, the L0-L2 
bits are enabled. The operation selected by the 
EOl and R bits will be executed on the 
specified interrupt level. If SL Is 0, the L0-L2 
bits are disabled. 

R: The R bit Is used to control all 8259A rotation 

operations. If the R bit is set to a 1, a form of 
priority rotation will be executed depending on 
the state of SL and EOl bits. If R is 0, rotation 
won't be executed. 



A-156 



AP-59 



0CW3 

0CW3 is used to issue various modes and commands to 
the 8259A. There are two main categories of operation 
associated with 0CW3: interrupt status and interrupt 
masking. Bit definition of 0CW3 is as follows: 

RIS: The RIS bit is used to select the ISR or IRR for 

the read register command. If RIS is set to 1, 
ISR is selected. If RIS is 0, IRR is selected. The 
state of the RIS is only honored if the RR bit is 
a1. 

RR: The RR bit is used to execute the read register 

command. If RR is set to a 1, the read register 
command is issued and the state of RIS deter- 
mines the register to be read. If RR is 0, the 
read register command isn't issued. 

P: The P bit is used to issue the poll command. If 

P is set to a 1, the poll command is issued. If it 
is 0, the poll command isn't issued. The poll 
command will override a read register com- 
mand if set simultaneously. 

SMM: The SMM bit is used to set the special mask 
mode. If SMM is set to a 1, the special mask 
mode is selected. If it is 0, it is not selected. 
The state of thfe SMM bit is only honored if it is 
enabled by the ESMM bit. 

ESMM: The ESMM bit is used to enable or disable the 
effect of the SMM bit. If ESMM is set to a 1, 
SMM is enabled. If ESMM is 0, SMM is dis- 
abled. This bit is useful to prevent interference 
of mode and command selections in 0CW3. 

5. APPLICATION EXAMPLES 

In this section, the 8259A is shown in three different ap- 
plication examples. The first is an actual design imple- 
mentation supporting an 8080A microprocessor system, 
"Power Fail/Auto Start with Battery Back-Up RAM". The 
second is a conceptual example of incorporating more 
than 64 interrupt levels in an 8080A or 8085A system, 
"78 Level Interrupt System". The third application is a 
conceptual design using an 8086 system, "Timer Con- 
trolled Interrupts". Although specific microprocessor 
systems are used in each example, these applications 
can be applied to either MCS-80, MCS-85, MCS-86, or 
MCS-88 systems, providing the necessary hardware and 
software changes are made. Overall, these applications 
should serve as a useful guide, illustrating the various 
procedures in using the 8259A. 

5.1 POWER FAIL/AUTO-START WITH BATTERY 
BACK-UP RAM 

The first application illustrates the 8259A used in an 
8080A system, supporting a battery back-up scheme for 
the RAM (Random Access Memory) in a microcomputer 
system. Such a scheme is important in numerical and 
process control applications. The entire microcomputer 
system could be supported by a battery back-up 
scheme, however, due to the large amount of current 
usually required and the fact that most machinery is not 
supported by an auxiliary power source, only the state 
of calculations and variables usually need to be saved. 
In the event of a loss of power, if these items are not 
already stored in RAM, they can be transferred there and 
saved using a simple battery back-up system. 



The vehicle used in this application is the Intel® 
SBC-80/20 Single Board Computer. An 8259A is used in 
the SBC-80/20 along with control lines helpful in imple- 
menting the power-down and automatic restart se- 
quence used in a battery back-up system. The SBC-80/20 
also contains user-selectable jumpers which allow the 
on-board RAM to be powered by a supply separate from 
the supply used for the non-RAM components. Also, the 
output of an undedicated latch is available to be con- 
nected to the IR inputs of the 8259A (the latch is cleared 
via an output port). In addition, an undedicated, buffered 
input line is provided, along with an input to the RAM 
decoder that will protect memory when asserted. 

The additional circuitry to be described was con- 
structed on an SBC-905 prototyping board. An SBC-635 
power supply was used to power the non-RAM section 
of the SBC-80/20 while an external DC supply was used 
to simulate the back-up battery supplying power to the 
RAM. The SBC-635 was used since it provides an open 
collector ACLO output which indicates that the AC 
input line voltage is below 103/206 VAC (RMS). 

The following is an example of a power-down and restart 
sequence that introduces the various power fail signals. 

1. An AC power failure occurs and the ACLO goes high 
(ACLO is pulled up by the battery supply). This indi- 
cates that DC power will be reliable for at most 7.5 
ms. The pow er fail circutry generates a Povver Fail In- 
terrupt (PFI) signal. This signal sets the PFI latch, 
which is connected to the IRO input of the 8259A, and 
sets the Power Fail Sense (PFS) latch. The state of 
this latch will indicate to the processor, upon reset, 
whether it is coming up from a power failure (warm 
start) or if it is coming up initially (cold start). 

2. The processor is interrupted by the 8259A when the 
PFI latch is set. This pushes the pre-power-down pro- 
gram counter onto the stack and calls the service 
routine for the IRO input. The IRO service routine 
saves the processor status and any other needed 
variables. The routine should end with a HALT 
instruction to minimize bus transitions. 

3. After a predetermined length of time (5 ms in this ex- 
ample) t he pow er fail circuitry generates a Memory 
Protect (MPRO) signal. All processing for the power 
failure (including the interrupt response delay s) must 
be completed within this 5 ms window. The MPRO 
signal ensures that spurious transitions on the sys- 
tem control bus caused by power going down do not 
alter the contents of the RAM. 

4. DC power goes down. 

5. AC power returns. The power-on reset circuitry on the 
SBC-80/20 generates a system RESET. 

6. The processor reads the state of the PFS line to 
determine the appropriate start-up sequence. The 
PFS latch is cleared, the MPRO signal is removed, 
and the PFI latch driving IRO is cleared by the Power 
Fail Sense Reset (PFSR) signal. The system then con- 
tinues from the pre-power-down location for a warm 
start by restoring the processor status and popping 
the pre-power-down program counter off the stack. 

Figure 24 illustrates this timing. 
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Figure 24. Power Down Restart Timing 



Figure 25 shows the block diagram for the system. 
Notice that the RAM, the RAM decoder, and the power- 
down circuitry are powered by the battery supply. 

The schematic of the power-down circuitry and the 
SBC-80/20 interface is shown in Figure 26. The design is 
very straightforward and uses CMOS logic to minimize 
the battery current requirements. The cold start s witch 
is necessary to ensure that during a cold start, the PFS 
line is indicating "cold start" sense (PFS high). Thus, for 



a cold start, the cold start switch is depressed during 
power on. After that, no further action is needed. Notice 
that the PFI signal sets the on-board PFI latch. The out- 
put of this latch drives the 8259A IRO input. This latch is 
cleared during the restart routine by e xecu ting an OUT- 
put D4H instruction. The state of the PFS line may be 
read on the least significant data bus line (DBO) by exe- 
cuting an INput D4H instruction. An 8255 port (8255 #1, 
port C, bit 0) is used to control the PFSR line. 
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Figure 25. Block Diagram of SBC 80/20 with Power Down Circuit 
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Figure 26. Power Down Circuit - SBC 80/20 Interface 



The fully nested mode for the 8259A is used in its initial 
state to ensure the IRO always has the highest priority. 
The rennaining IR inputs can be used for any other pur- 
pose in the system. The only constraint is that the ser- 
vice routines must enable interrupts as early as possi- 
ble. Obviously, this is to ensure that the power-down in- 
terrupt does not have to wait for service. If a rotating 
priority scheme is desired, another 8259A could be 
added as a slave and be programmed to operate in a 
rotating mode. The master would remain in the initial 
state of the fully nested mode so that the IRO still re- 
mains the highest priority input. 

The software to support the power-down circuitry is 
shown in Figure 27. The flow for each label will be 
discussed. 

After any system reset, the processor starts execution 
at location OOOOH (START). The PFS st atus is read and 
execution is transferred to CSTART if PFS indicates a 
cold start (i.e., someone is depressing the cold start 
switch) or WSTART if a warm start is indicated (PFS 
LOW). CSTART is the start of the user's program. The 
Stack Pointers (SP) and device initialization were in- 
cluded just to remind the reader that these must occur. 
The first El instruction must appear after the 8259A has 
received its initialization sequence. The 8259A (and 
other devices) are initialized in the INIT subroutine. 

When a power failure occurs, execution is vectored by 
the 8259A to REGSAV by way of the jump table at 
JSTART. The pre-power-down program counter is placed 
on the stack. REGSAV saves the processor registers 
and flags in the usual manner by pushing them onto the 
stack. Other items, such as output port status, program- 



mable peripheral states, etc., are pushed onto the stack 
at this time. The Stack Pointer (SP) could be pushed on- 
to the stack by way of the register pair HL but the top of 
the stack can exist anywhere in memory and there is no 
way then of knowing where that is when in the power-up 
routine. Thus, the SP is saved at a dedicated location in 
RAM. It isn't really necessary to send an EOl command 
to the 8259A in REGSAV since power will be removed 
from the 8259A, but one is included for completeness. 
The final instruction before actually losing power is a 
HALT. This minimizes somewhat spurious transitions 
on the various busses and lets the processor die 
gracefully. 

On reset, when a warm start is detected, execution is 
transferred to WSTART. WSTART activates PFSR by 
way of the 8255 (all outputs go low th en the 8255 is ini- 
tialized). In the power-down circuitr y, PFSR clears the 
PFS latch and removes the MPRO signal which then 
allows access to the RAM. WSTART also clears the PFI 
latch which arms the 8259A IRO input. Then the 8259A is 
re-initialized along with any other devices. The SP is 
retrieved from RAM and the processor registers and 
flags are restored by popping them off the stack. Inter- 
rupts are then enabled. Now the power-down program 
counter is on top of the stack, so executing a RETurn in- 
struction transfers the processor to exactly where it left 
off before the power failure. 

Aside from illustrating the usefulness of the 8259A (and 
the SBC-80/20) in implementing a power failure pro- 
tected microcomputer system, this application should 
also point out a way of preserving the processor status 
when using interrupts. 
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Figure 27. Power Down and Restart Software 



5.2 78 LEVEL INTERRUPT SYSTEM 

The second application illustrates an interrupt structure 
with greater than 64 levels for an 8080A or 8085A sys- 
tenn. In the cascade nnode, the 8259A supports up to 64 
levels with direct vectoring to the service routine. Ex- 
tending the structure to greater than 64 levels requires 
polling, using the poll comnnand. A 78 level interrupt 
structure is used as an illustration; however, the prin- 
ciples apply to systems with up to 512 levels. 

To implement the 78 level structure, 3 tiers of 8259A's 
are used. Nine 8259A's are cascaded in the master-slave 
scheme, giving 64 levels at tier 2. Two additional 
8259A's are connected, by way of the INT outputs, to 
two of the 64 inputs. The 16 inputs at tier 3, combined 
with the 62 remaining tier 2 inputs, give 78 total levels. 
The fully nested structure is preserved over all levels, 
although direct vectoring is supplied for only the tier 2 
inputs. Software is required to vector any tier 3 re- 
quests. Figure 28 shows the tiered structure used in this 
example. Notice that the tier 3 8259A's are connected to 
the bottom level slave (SA7). The master-slaves are inter- 
connected as shown in "Interrupt Cascading", while the 
tier 3 8 259A's are connected as "masters"; that Is, the 
SP/EN pins are pulled high and the CAS pins are left un- 
connected. Since these 8259A' s are only going to be 
used wit h the poll command, no INTA is required, there- 
fore the INTA pins are pulled high. 
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Figure 28. 78 Level Interrupt Structure 
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The concept used to implement the 78 levels is to 
directly vector to all tier 2 input service routines. If a tier 

2 input contains a tier 3 8259A, the service routine for 
that input will poll the tier 3 8259A and branch to the tier 

3 input service routine based on the poll word read after 
the poll command. Figure 29 shows how the jump table 
Is organized assuming a starting location of 1000H and 
contiguous tables for all the tier 2 8259A's. Note that 
"SA35" denotes the IRS input of the slave connected to 
the master IR3 input. Also note that for the normal tier 2 
inputs, the jump table vectors the processor directly to 
the service routine for that Input, while for the tier 2 in- 
puts with 8259A's connected to their IR inputs, the proc- 
essor is vectored to a service routine (i.e., SBO) which 
will poll to determine the actual tier 3 input requesting 
service. The polling routine utilizes the jump table start- 
ing at 1200H to vector the processor to the correct tier 3 
service routine. 



OCATION 


8259 


CODE 




COMMENTS 


1000 H 


SAO 


JMP 


SAOO 


; SAOO SERVICE ROUTINE 


101CH 




JMP 


SA07 


; SA07 SERVICE ROUTINE 


1020 H 


SA1 


JMP 


SA10 


, SA10 SERVICE ROUTINE 


103CH 




JMP 


SA17 


; SA17 SERVICE ROUTINE 

; SA20-SA67 SERVICE ROUTINES 


10E0H 


SA7 


JMP 


SA70 


; SA70 SERVICE ROUTINE 



10F8H 
10FCH 



121CH 
1220 H 



JMP SBO 

JMP SB1 

JMP SBOO 

JMP SB07 

JMP SB10 



SBO POLL ROUTINE 
SB1 POLL ROUTINE 
SBOO SERVICE ROUTINE 



; SB07 SERVICE ROUTINE 
; SB10 SERVICE ROUTINE 



; SB17 SERVICE ROUTINE 



Each 8259A must receive an initialization sequence 
regardless of the mode. Since the tier 1 and 2 8259A's 
are in cascade and the special fully nested mode is used 
(covered shortly), all ICWs are required. The tier 3 
8259A's don't require ICW3 or ICW4 since only polling 
will be used on them and they are connected as masters 
not in the cascade mode. The initialization sequence for 
each tier is shown in Figure 30. Notice that the master is 
initialized with a "dummy" jump table starting at OOH 
since all vectoring is done by the slaves. The tier 3 
devices also receive "dummy" tables since only polling 
Is used on tier 3. 

As explained in "Interrupt Cascading", to preserve a 
truly fully nested mode within a slave, the master 8259A 
should be programmed in the special fully nested mode. 
This allows the master to acknowledge all interrupts at 
and above the level in service disregarding only those of 
lower priority. The special fully nested mode is pro- 
grammed in the master only, so it only affects the im- 
mediate slaves (tier 2 not tier 3). To implement a fully 
nested structure among tier 3 slaves some special 
housekeeping software is required in all the tier-2-with- 
tier-3-slave routines. The software should simply save 
the state of the tier 2 IMR, mask all the lower tier 2 inter- 
rupts, then issue a specific EOl, resetting the ISR of the 
tier 2 Interrupt level. On completion of the routine the 
IMR is restored. 

Figure 31 shows an example flow and program for any 
tier 2 service routine without a tier 3 8259A. Figure 32 
shows an example flow and program for any tier 2 ser- 
vice routine with a tier 3 8259A. Notice the reading of the 
ISR In both examples; this is done to determine whether 
or not to Issue an EOl command to the master (refer to 
the section on "Special Fully Nested Mode" for further 
details). 



Figure 29. Jump Table Organization 



INITIALIZATION SEQUENCE FOR 78 LEVEL INTERRUPT STRUCTURE 



INITIALIZE MASTER 

MINT: MVI 
OUT 
MVI 
OUT 
MVI 
OUT 
MVI 
OUT 



A,15H 

MPTA 

A.OOH 

MPTB 

A.OFFH 

MPTB 

A.IOH 

MPTB 



ICWI, LTM = 0,ADI = 1, S = 
MASTER PORT AG = 
ICW2, DUMMY ADDRESS 
MASTER PORT AG = 1 
ICW3, S7S0 = 1 
MASTER PORT AG = 1 
ICW4, SFNM = 1 
MASTER PORT AG = 1 



INITIALIZE SA SLAVES - X DENOTES SLAVE ID (SEE KEY) 



MVI 
OUT 
MVI 
OUT 
MVI 
OUT 
MVI 
OUT 



A,(, 

SAXPTA 

A, 1GH 

SAXPTB 

AGXH 

SAXPTB 

A10H 

SAXPTB 



SEE KEY FOR ICW1, LTM = G, ADI = 1, S = 0, 104 = 1 

SA"X"PORTAG = 

ICW2, ADDRESS MSB 

SA"X" PORT AG = 1 

ICV^ra, SA ID 

SA"X" PORT AG = 1 

ICW4, SFNM = 1 

SA"X" PORT AG=1 



REPEAT ABOVE FOR EACH SA SLAVE 

INITIALIZE SB SLAVES - X DENOTES G or 1 (DO SBG. REPEAT FOR SB1) 



MVI A.I6H 

OUT SBXPTA 

MVI A.GGH 

OUT SBXPTB 



ICW1, LTM = G, ADI = 1, S = 1, 104 = 
SB"X"PORTA0 = G 
ICW2. DUMMY ADDRESS 
SB"X" PORT AG = 1 



SA INITIALIZATION KEY 


SA"X" 


a (ICWI) 


JUMP TABLE START (H) 


G 


15 


1GG0 




35 


102G 




55 


1G40 




75 


106G 


4 


95 


1G80 


5 


B5 


1GAG 




D5 


1GCG 


7 


F5 


1GEG 



Figure 30. Initialization Sequence for 78 Level Interrupt Structure 
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c 




SAX: PUSH D 




SAVEDE 


PUSH B 




SAVE BC 


PUSH H 




SAVE HL 


PUSH PSW 


SAVE A, FLAGS 


El 




ENABLE INTERRUPTS 


SERVICE ROUTINE GOES HERE 




Dl 




DISABLE INTERRUPTS 


MVI 


20h 


0CW2, NONSPECIFIC EOl 


OUT 


SAXPTA 


SA"X" PORT A0 = 


MUl 


A.OBh 


0CW3, READ REGISTER, ISR 


OUT 


SAXPTA 


SA"X" PORTA0 = 


IN 


SAXPTA 


SA"X" PORT AO = 0,SA"X" ISR 


ANI 


OFFh 


TEST FOR ZERO 


JZN 


SAXRSR 


IF NOT ZERO, RESTORE STATUS 


MVI 


A.OBh 


0CW2, NONSPECIFIC EOl 


OUT 


MASPTA 


MASTER PORTA0 = 


SAXRSR: POP 


PSW 


RESTORE A, FLAGS 


POP 


H 


RESTORE HL 


POP 


B 


RESTORE BC 


POP 


D 


RESTORE DE 


El 




ENABLE INTERRUPTS 


RET 




RETURN 



Figure 31. Example Service Routine for Tier 2 Interrupt (SA"X") without Tier 3 8259A (SB"X") 



c 




PUSH 


D 


; SAVE DE 


PUSH B 


; SAVE BC 


PUSHH 


; SAVE HL 


PUSH PSW 


; SAVE A, FLAGS 


IN 


SAXPTB 


; READ SA"X" IMR 


MOV 


D,A 


; SAVE 


MVI 


A,XXh 


; MASK SA"X" LOWER IR 


OUT 


SAXPTB 


; SA"X"PORTA0 = 1 


MVI 


A,6X„ 


; 0CW2 SPECIFIC EOl SA"X' 


OUT 


SAXPTA 


; SA"X" PORT AO = 1 


LXI 


H.1200H 


; JUMP TABLE START 


MVI 


B,00h 


; CLEAR B 


MVI 


A.OCh 


; 0CW3, POLL COMMAND 


OUT 


SBXPTA 


; SB"X"PORTA0 = ■ 


IN 


SBXPTA 


; GET POLL WORD 


ANI 


07h 


; LIMIT TO 3 BITS 


ADD 


A 


; GET TABLE OFFSET 


ADD 


A 




MOV 


C,A 


; OFFSET TO C 


DAD 


B 


; HL HAS TABLE ADDRESS 



; SB"X"RET ROUTINE - FOR E 


; AFTER SB"X" ROUTINE 


SBXRET Dl 




MVI 


A,20h 


OUT 


SBXPTA 


MVI 


A,OBh 


OUT 


SAXPTA 


IN 


SBXPTA 


ANI 


OFFh 


JNZ 


SBXRSR 


MVI 


A,20h 


OUT 


MASPTA 


SBXRSR: MOV 


a,d 


OUT 


SAXPTB 


POP 


PSW 


POP 


H 


POP 


B 


POP 


D 



; ENABLE INTERRUPTS 



; DISABLE INTERRUPTS 

; 0CW2, NON SPECIFIC EOl 

; SA"X"PORTA0 = 

; 0CW3, READ REGISTER ISR 

; SA"X"PORTA0 = 

; SA"X" PORT A0 = 0, ISR 

; TEST FOR ZERO 

; IF *0 RESTORE IMR 

; 0CW2, NONSPECIFIC EOl 

; MASTER PORT A0 = 

; RESTORE SA"X" IMR 

; SA"X"PORTA0 = 1 

; RESTORE A, FLAGS 

; RESTORE HL 

; RESTORE BC 

; RESTORE BC 

; RESTORE DE 

; RETURN 



Figure 32. Example Service Routine for Tier 2 Interrupt (SA"X") with Tier 3 8259A (SB"X") 
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5.3 TIMER CONTROLLED INTERRUPTS 

In a large number of controller type microprocessor 
designs, certain timing requirements must be imple- 
mented throughout program execution. Such time 
dependent applications include control of keyboards, 
displays, CRTs, printers, and various facets of industrial 
control. These examples, however, are just a few of 
many designs which require device servicing at specific 
rates or generation of time delays. Trying to maintain 
these timing requirements by processor control alone 
can be costly in throughput and software complexity. 
So, what can be done to alleviate this problem? The 
answer, use the 8259A Programmable Interrupt Con- 
troller and external timing to interrupt the processor for 
time dependent device servicing. 

This application example uses the 8259A for timer con- 
trolled interrupts in an 8086 system. External timing is 
done by two 8253 Programmable Interval Timers. Figure 
33 shows a block diagram of the timer controlled inter- 
rupt circuitry which was built on the breadboard area of 
an SDK-86 (system design kit). Besides the 8259A and 
the 8253's, the necessary I/O decoding is also shown. 
The timer controlled interrupt circuitry interfaces with 
the SDK-86 which serves as the vehicle of operation for 
this design. 

A short overview of how this application operates is as 
follows. The 8253's are programmed to generate inter- 
rupt requests at specific rates to a number of the 8259A 
IR inputs. The 8259A processes these requests by Inter- 
rupting the 8086 and vectoring program execution to the 
appropriate service routine. In this example, the 
routines use the SDK-86 display panel to display the 
number of the interrupt level being serviced. These 
routines are merely for demonstration purposes to show 
the necessary procedures to establish the user's own 
routines in a timer controlled interrupt scheme. 

Let's go over the operation starting with the actual inter- 
rupt timing generation which is done by two 8253 Pro- 
grammable Interval Timers (8253 #1 and 8253 #2). Each 
8253 provides three individual 16-bit counters (counters 



0-2) which are software programmable by the proc- 
essor. Each counter has a clock input (CLK), gate input 
(GATE), and an output (OUT). The output signal is based 
on divisions of the clock input signal. Just how or when 
the output occurs is determined by one of the 8253's six 
programmable modes, a programmable 16-bit count, 
and the state of the gate input. 

Figure 34 shows the 8253 timing configuration used for 
generating interrupts to the 8259A. The SDK-86's POLK 
(peripheral clock) signal provides a 400 ns period clock 
to CLKO of 8253 #1 . Counter is used in mode 3 (square 
wave rate generator), and acts as a prescalerto provide 
the clock inputs of the other counters with a 10 ms 
period square wave. This 10 ms clock period made it 
easy to calculate exact timings for the other counters. 
Counter 2 of the 8253 #1 is used in mode 2 (rate gener- 
ator), it is programmed to output a 10 ms pulse for every 
200 pulses it receives (every 2 sec). The output of 
counter 2 causes an interrupt on IR1 of the 8259A. All 
the 8253 #2 counters are used in mode 5 (hardware trig- 
gered strobe) in which the gate input initiates counter 
operations. In this case the output of 8253 #1 counter 2 
controls the gate of each 8253 #2 counter. When one of 
the 8253 #2 counters receive the 8253 #1 counter 2 out- 
put pulse on its gate, it will output a pulse (10 ms in 
duration) after a certain preprogrammed number of 
clock pulses have occurred. The programmed number of 
clock pulses for the 8253 #2 counters is as follows: 50 
pulses (0.5 sec) for counter 0, 100 pulses (1 sec) for 
counter 1, and 150 pulses (1.5 sec) for counter 2. The 
outputs of these counters cause interrupt requests on 
IR2 through IR4 of the 8259A. Counter 1 of 8253 #1 is 
used in mode (interrupt on terminal count). Unlike the 
other modes used which initialize operation auto- 
matically or by gate triggering, mode allows software 
controlled counter initialization. When counter 1 of 8253 
#1 is set during program execution, it will count 25 
clocks (250 ms) and then pull its output high, causing an 
interrupt request on IRO of the 8259A. Figure 35 shows 
the timing generated by the 8253's which cause inter- 
rupt request on the 8259A IR inputs. 



ioj [w 



CONTROL BUS 



PCLK RD WR 



INTA INTT RD WR 



ADDRESS BUS (20) 



A1| M/IO|A15|A14|A13|A12{A11{A10{ A9| ASI A7| A6| ASI A4{ AsF 



DATA BUS (16) 



OU 74021/ 



RD WR AG A1 

CLK2 

CLKO CLK1 

8253 OUTO 

GATE2 "^ 

GATE1 0UT2 

GATED 0UT1 

OS 



M 



RD WR AC 

CLK2 



CLKO 8253 

#2 0UT2 

GATE2 " 

GATE1 0UT1 

GATEO 



RD WR AO 

INT 

iNTA 

IR4 8 2 59 A 

IR3 SP/EN 

IR2 



T± 



02 A1 

0\ AO 



EACH DEVICE Vcc= +5V,GND = 



Figure 33. Timer Controlled Interrupt Circuit on SDK 86 Breadboard Area 
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9 + 5V 

°l 



8253 #1 

COUNTER 

M0DE3 



8253 #1 

COUNTER 1 

MODEO 



8253 «1 

COUNTER 2 

MODE 2 



8253 #2 

COUNTER 

MODE 5 



8253 #2 

COUNTER 1 

MOOES 



P253«2 

COUNTER 2 

MODES 



Figure 34. 8253 Timing Configuration for Timer Controiied Interrupts 



Figure 35. 8259A IR Input Signal From 8253S 



There are basically two methods of timing generation 
that can be used in a timer controlled interrupt struc- 
ture: dependent timing and independent timing. Depen- 
dent timing uses a single timing occurrence as a refer- 
ence to base other timing occurrences on. On the other 
hand, independent timing has no mutual reference be- 
tween occurrences, industrial controller type applica- 
tions are more apt to use dependent timing, whereas in- 
dependent timing is prone to individual device control. 

Although this application uses primarily dependent tim- 
ing, independent timing is also incorporated as an 
example. The use of dependent timing can be seen back 
in Figure 34, where timing for IR2 through IR4 uses the 
IR1 pulse as reference. Each one of the 8253 #2 counters 
will generate an interrupt request a specific amount of 
times after the IR1 interrupt request occurs. When using 
the dependent method, as in this case, the IR2 through 
IR4 requests must occur before the next IR1 request. 
Independent timing is used to control the IRO interrupt 
request. Note that its timing isn't controlled by any of 
the other IR requests. In this timer controlled interrupt 
configuration the dependent timing is initially set to be 
self running and the independent timing is software 
initialized. However, both methods can work either way 
by using the various 8253 modes to generate the same 
interrupt timing. 

The 8259A processes the interrupts generated by the 
8253's according to how it is programmed. In this appli- 
cation it is programmed to operate in the edge triggered 
mode, MCS-86/88 mode, and automatic EOl mode. In the 
edge triggered mode an interrupt request on an 8259A 



IR input becomes active on the rising edge. With this in 
mind. Figure 35 shows that IRO will generate an inter- 
rupt every half second and IR1 through IR4 will each 
generate^an interrupt every 2 seconds spaced apart at 
half second intervals. Interrupt vectoring in the 
MCS-86/88 mode is programmed so IRO, when activated, 
will select interrupt type 72. This means IR1 will select 
interrupt type 73, IR2 interrupt type 74, and so on 
through IR4. Since IR5 through IR7 aren't used, they are 
masked off. This prevents the possibility of any acci- 
dental interrupts and rids the necessity to tie the 
unused IR inputs to a steady level. Figure 36 shows the 
8259A IR levels (IR0-IR4) with their corresponding inter- 
rupt type in the 8086 interrupt-vector table. Type 11 in 
the table is selected by a software "INT" instruction 
during program execution. Each type is programmed 
with the necessary code segment and instruction 
pointer values for vectoring to the appropriate service 
routine. Since the 8259A is programmed in the auto- 
matic EOl Mode, it doesn't require an EOl command to 
designate the completion of the service routine. 



SOFTWARE INT 

IR4 ] 

IR3 

IR2 





' 


134h 


TYPE 77 


130h 
120h 
128h 
124h 


TYPE 76 


TYPE 75 


TYPE 74 


TYPE 73 


120h 


TYPE 72 


. 



Figure 36. Interrupt "Type" Designation 
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As mentioned earlier, the interrupt service routines in 
this application are used merely to demonstrate the 
timer controlled interrupt scheme, not to implement a 
particular design. Thus a service routine simply displays 
the number of its interrupting level on the SDK-86 dis- 
play panel. The display panel is controlled by the 8279 
Keyboard and Display Controller. It is initialized to 
display "Ir" in Its two left-most digits during the entire 
display sequence. When an interrupt from IR1 through 
IR4 occurs the corresponding routine will display its IR 
number via the 8279. During each IR1 through IR4 serv- 
ice routine a software "INT77" instruction is executed. 
This instruction vectors program execution to the serv- 
ice routine designated by type 77, which sets the 8253 
counter controlling IRO so it will cause an interrupt in 
250 ms. When the IRO interrupt occurs its routine will 
turn off the digit displayed by the IR1 through IR4 
routines. Thus each IR level (IR1-IR4) will be displayed 
for 250 ms followed by a 250 ms off time caused by IRO. 
Figure 37 shows the entire display sequence of the 
timer controlled interrupt application. 



8259A for the edge triggered mode, automatic EOl 
mode, and the proper interrupt vectoring (IRO, type 72). 
0CW1 is used to mask off the unused IR inputs 
(IR5-IR7). The 8279 is then set to display "IR" on its two 
left-most digits. After that the 8086 enables interrupts 
and a "dummy" main program is executed to wait for in- 
terrupt requests. 



INITIALIZE REGISTERS 



INITIALIZE INTERRUPT 
"TYPES" 72-77 



SET MODES & COUNTS OF 
BOTH 8253'8 



SET8259AICW8&OCW8 



DISPLAY "Ir" VIA 8279 









1 1 1 / 1 
















1 \^\ I 
















1^1 1 1 
















'^l 1 1 1 















Figure 37. SDK Display Sequence for Timer Controiled interrupts 
Program (Each Display Blocic Shown is 250 msec 
in Duration) 

Now that we've covered the operation, let's move on to 
the program flow and structure of the timer controlled 
interrupt program. The program flow Is made up of an 
initialization section and six interrupt service routines. 
The Initialization program flow is shown in Figure 38. It 
starts by initializing some of the 8086's registers for pro- 
gram operation; this includes the extra segment, data 
segment, stack segment, and stack pointer. Next, by 
using the extra segement as reference, interrupt types 
72 through 77 are set to vector interrupts to the appro- 
priate routines. This is done by moving the code seg- 
ment and instruction pointer values of each service 
routine into the corresponding type location. The 8253 
counters are then programmed with the proper mode 
and count to provide the interrupt timing mentioned 
earlier. All counters with the exception of the 8253 #1, 
counter 1 are fully initialized at this point and will start 
counting. Counter 1 of 8253 #1 starts counting when its 
counter is loaded during the "INTR77" service routine, 
which will be covered shortly. Next, the 8259A is issued 
ICW1, ICW2, ICW4, and 0CW1. The ICWs program the 





ENABLE INTERRUPTS | 














DUMMY MAIN PROGRAM 
(WAIT FOR INTERRUPT) 









Figure 38. Initialization Program Flow for Timer Controlled Interrupts 

There are six different interrupt service routines used in 
the program. Five of these routines, "INTR72" through 
"INTR76", are vectored to via the 8259A. Figure 39A-C 
shows the program flow for all six service routines. Note 
that "INTR73" through "INTR76" (IR1-IR4) basicallyuse 
the same flow. These four similar routines display the 
number of its interrupting IR level on the SDK-86 display 
panel. The "INTR77" routine Is vectored to by software 
during each of the previously mentioned routines and 
sets up interrupt timing to cause the "INTR72" (IRO) 
routine to be executed. The "INTR72" routine turns off 
the number on the SDK-86 display panel. 



J C 



CALL 
"SAVE" 



CALL 
"SAVE" 



TURN OFF 
SELECTED 
LED DISPLAY 



TURN ON 
SELECTED 
LED DISPLAY 



c 


INTR77 ^ 


1 


SET 8253 
TIME DELAY 
FOR "INTR72" 


i 


e 


RETURN ^ 



SOFTWARE 
"INTR 77" 



A. INTERRUPT ON 
825gA IRO 



C. SOFTWARE INVOKED 
INTERRUPT 



Figure 39. A-C. Interrupts Service Routine Flow for 
Timer Controlled interrupts. 
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To best explain how these service routines work, let's 
assume an interrupt occurred on IR1 of the 8259A. The 
associated service routine for IR1 is "INTR73". Entering 
"INTR73", the first thing done is saving the pre-interrupt 
progrann status. This isn't really necessary in this pro- 
gram since a "dummy" main program is being executed; 
however, it is done as an example to show the operation. 
Rather than having code for saving the registers in each 
separate routine, a mutual call routine, "SAVE", is used. 
This routine will save the register status by pushing it 
on the stack. The next portion of "INTR73" will display 
the number of its IR level, "1", in the first digit of the 
SDK-86 display panel. After that, a software INT instruc- 
tion is executed to vector program execution to the 
"INTR77" service routine. The "INTR77" service routine 
simply sets the 8253 #1 counter 1 to cause an interrupt 
on IRO in 250 ms and then returns to "INTR73". Once 
back in "INTR73", the pre-interrupt status is restored by 
a call routine, "RESTORE". It does the opposite of 
"SAVE", returning the register status by popping it off 
the stack. The "INTR73" routine then returns to the 
"dummy " main program. The flow for the "INTR74" 
through "INTR76" routines are the same except for the 
digit location and the IR level displayed. 



After 250 ms have elapsed, counter 1 of 8253 #1 makes 
an interrupt request on IRO of the 8259A. This causes 
the "INTR72" service routine to be executed. Since this 
routine interrupts the main program, it also uses the 
"SAVE" routine to save pre-interrupt program status. It 
then turns off the digit displaying the IR level. In the 
case of the "INTR73" routine, the "1" is blanked out. 
The pre-interrupt status is then restored using the 
"RESTORE" routine and program execution returns to 
the "dummy" main program. 

The complete program for the timer controlled inter- 
rupts application is shown in Appendix B. The program 
was executed in SDK-86 RAM starting at location 0500H 
(code segment = 0050, instruction pointer=0). 

CONCLUSION 

This application note has explained the 8259A in detail 
and gives three applications illustrating the use of some 
of the numerous programmable features available. It 
stiould be evident from these discussions that the 
8259A is an extremely flexible and easily programmable 
member of the Intel® MCS-80, MCS-85, MCS-86, and 
MCS-88 families. 



A-166 



AP-59 



This table is provided merely for reference information between the "Operation of the 8259A" and "Programming the 
8259A" sections of this application note. It shouldn't be used as a programming reference guide (see "Programming 
the 8259A"). 



Operational 
Description 



Command 
Words 



Bits 



MCS-80/85^^ Mode 

Address Interval for MCS-80/85 Mode 

Interrupt Vector Address for MCS-80/85 Mode 

MCS-86/88 Mode 

Interrupt Vector Byte for MCS-86/88 Mode 

Fully Nested Mode 

Non-Specific EOl Command 

Specific EOl Command 

Automatic EOl Mode 

Rotate On Non-Specific EOl Command 

Rotate In Automatic EOl Mode 

Set Priority Command 

Rotate on Specific EOl Command 

Interrupt Mask Register 

Special Mask Mode 

Level Triggered Mode 

Edge Triggered Mode 

Read Register Command, IRR 

Read Register Command, ISR , 

Read IMR 

Poll Command 

Cascade Mode 

Special Fully Nested Mode 
Buffered Mode 



ICW1, ICW4* 
ICW1 

ICW1, ICW2 
ICW1, ICW4 
ICW2 

OCW-Default 
0CW2 
0CW2 

ICW1, ICW4 

0CW2 

0CW2 

0CW2 

0CW2 

0CW1 

0CW3 

ICW1 

ICW1 

0CW3 

0CW3 

0CW1 

0CW3 

ICW1, ICW3 

ICW1, ICW4 
ICW1, ICW4 



IC4, /iPM* 
ADI 

A5-A15 
IC4, ^PM 
T3-T7 

EOl 

SEOI, EOl, 
L0-L2 

104, AEOI 

EOl 

R, SEOI, EOl 

L0-L2 

R, SEOI, EOl 

M0-M7 

E3MM-SMM 

LTIM 

LTIM 

ERIS, RIS 

ERIS, RIS 

M0-M7 

P 

SNGL, SO-7, 
IDO-2 

IC4, SFNM 

IC4, BUF, 
M/S 



*Only needed if ICW4 is used for purposes other than nP mode set. 
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rCS-S6 ftSSEMBLt'R TCI53R 



ISIS -I I HCS-3G rtSSCMBLER VI fi HSSEflBLV OF MODULE TCI59fi 
OBJECT MODULE PLftCED IN Fl : ICI59fi OBJ 
HS5EHBLER INVOKID BV: :Fl:HSri5'6 Fl TCI 59a SRC 



LOC OBJ 



LINE SOURCE 



0120 
0120 0401 

0122 7'>V 
0124 1801 
012b ^??? 
0128 3001 
012fl ?^?? 
012C 4301 
012E ???? 
01^3 6001 
0122 ???^ 
0O4 7801 
0136 ???? 



0000 ???? 
0002 ???? 
0084 ?? 



0003 8EC0 
0005 B87000 
0008 dED8 
000fl b87800 
0000 8ED0 
000F BC8000 



1 ; ♦;:|::{:*:f :f:t:+:f:f:4c;|:*:4::»c.+-;{.:+::f:f TIMER CONTROLLED INTERRUPTS ******:?-****:{•******* 

2 ; 

3 ■ 

4 .. 

5 ; EXTRft SEGMENT DECLftRfiTIONS 

6 ; 

7 EXTRfi SbOMENl 



INSTRUCTION POINTER 
CODE SEGMENT 
INSI RUCTION POINTER 
CODE SEGMENT . 
INSTRUCTION POINTER 
CODE SEGMENT 
INSTRUCTION POINTER 
CODE SEGMENI 
iNSTRm:TIiTN POINTER 
CODE SEGMENT 
INSTRIXTION POINTER 
CODE SEGMENI 



9 




ORG 


120H 




10 


TP72IP 


DW 


IN7R72 


i TVPE 72 


11 


TP72CS 


DW 


-7 ■ 


..TVPE 72 


12 


TP73IP 


DW 


INTR73 


.; TVPE 73. 


13 


TP73CS 


DW 


? 


; TVPE 73 


14 


TP74IP 


DW 


INTR74 


.TVPE 74 


15 


TP74CS 


DW 


'> 


.TVPE 74 


16 


TP75IP 


DW 


INTR75 


; TVPE 75 


17 


TP75CS 


DW 


7 


; TVPE 75 


18 


TP76IP 


DW 


INIR76 


nVPE 76 


19 


TP76CS 


DW 


•? 


;TVPE 76 


20 


TP77IP 


DW 


INTR77 


; TVPE 77 


21 


TP77CS 


DW 


? 


; TVPE 77 


22 


.; 








23 


EXTRA ENDS 






24 ' 


; 








25 


■.; 




DATA SEGMENT DEC 


lARATIONi 


26 


.; 








27 


DRTfl 


SEGMENT 






28 


.; 








29 


STRCKl 


DW 


? 




30 


flXTEMP 


DW 


7 




31 


DIGIT 


DB 


9 




32 


; 








33 


DftTR 


ENDS 






34 


.. 








35 


• 




CODE SEGMENT DECLARATION 


36 


.; 








37 


CODE 


SEGMENT 






38 


; 








39 


ASSUME 


ES; EXTRA. DS:DaTfi..CS: CODE 




40 










41 


.; 




INITIALIZE REGISTERS 


42 


; 








43 


STRRT: 


MOV 


AX..0H 




44 




MOV 


ES,AX 




45 




MOV 


AX,70H 




46 




MOV 


DS.AX 




47 




MOV 


AX,78H 




48 




MOV 


SS.AX 




49 




MOV 


SP,80H 





VARIABLE TO SAVE CALL ADDRESS 
; VARIABLE TO SAVE AX REGISTER 
VARIABLE TO SAVE SELECTED DIGIT 



.: EXTRA SEGMENT AT OH 

;DATA SEGMENT AT 700H 

: STACK SEGMENT AT 780H 

; STACK POINTER AT ^H (STfiCK=800H) 
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t1CS-86 flSSEdBLER 


TCI59fl 








LOC OBJ 


LINE 


SOURCE 








50 
51 
52 
53 




LOAD INTEKRUPl VECTOR 


IHBLE 


0012 BS0401 


rVPES; MOV 


flX.. OFFSET aNrR72) 


iLOflD rVPb 72 


0015 2GH32001 


54 


MOV 


IP72IP,HX 




0019 26SC0E2201 


55 


MOV 


■|P72CS,CS 




001E B81801 


56 


MOV 


ttX.. OFFSET (INTR73) 


.iLOfiDTVPE 73 


0021 26fl32401 


57 


MOV 


TP73IP,flX 




0025 268C0E2601 


58 


MOV 


TP73CS.LS 




002fl 683001 


59 


MOV 


HX, OFFSET (INTR74> 


;LORD TVPE 74 


002D 26832801 


60 


MOV 


TP74IP..HX 




0031 268C0E2fl01 


61 


MOV 


TP74CS..CS 




0036 B84301 


62 


MOV 


fix, OFFSET (INTR75) 


.:LUftD TVPE 75 


0039 26fl32C01 


63 


MOV 


TP75IP..HX 




003D 268C0E2E01 


6A 


MOV 


TP75CS..CS 




0042 B86001 


65 


MOV 


ftX, OFFSET <INTR76) 


.;Li3flD TVPE lt> 


0045 26fl33001 


66 


MOV 


TP76IP,flX 




0049 268C0E3201 


67 


MOV 


TP76CS..CS 




004E 887881 


68 


MOV 


HX, OFFSET aNTR77) 


;LOHDTVPE 77 


0051 26833401 


69 


MOV 


rP77IP.HX 




0055 268C0E36S1 


70 
71 

73 
74 


MOV 


IP77CS,CS 








8253 INITIflLIZftTION 




005fl Bfl0EFF . 


3b! 531: MOV 


DX.eFF0EH 


;8253#1 CONTROL WORD 


005D B036 


75 


MOV 


RL36H 


, COUNTER 0r MODE 3. BlNftRY 


005F EE 


7S 


OUT 


DX..HL 




0060 B071 


11 


MOV 


HL,71H 


; COUNTER 1. MODE 0; BCD 


0062 EE 


.78 


OUT 


DX,flL 




0063 B0B5 


79 


MOV 


flL0B5H 


.COUNTER 2.. MODE 2, BCD 


9065 EE 


80 


OUT 


DX.HL 




0066 Bfl08FF 


81 


MOV 


DX,0FF08H 


;LOflD COUNTER O (10MS) 


0069 B0fl8 


82 


MOV 


flL,0ft8H 


,:LSB 


006BEE 


Zl 


OUT 


DX,ftL 




006C B061 


84 


MOV 


flL,61H 


;M5B 


006EEE 


85 


OUT 


DX,flL 




006F Bfl0CFF 


86 


MOV 


DX,0FF0CH 


;L0FID COUNTER 2 (2SEC) 


0072 B000 


87 


MOV 


flL,00H 


;LSB 


0074 EE 


88 


OUT 


DX,flL 




0075 B002 


89 


MOV 


fiL02H 


;M5B 


0077 EE 


90 


OUT 


DX,ftL 




0078 Bfll6Fr 


91 \ 


iET532: MOV 


DX.0FF16H 


;8253 #2 CONTROL WORD 


007B B03B 


92 


MOV 


flL3BH 


.; COUNTER 0, MODE 5, BCD 


007DEE 


93 


OUT 


DXiflL 




007E B07B 


94 


MOV 


flL7BH 


; COUNTERS MODE 5. BCD 


0080 EE 


95 


OUT 


DX;flL 




0081 B0BB 


96 


MOV 


RL0B6H 


/COUNTER Z MODE 5, BCD 


0083 EE 


97 


OUT 


DX,flL 




0084 Bfll0FF 


98 


MOV 


DX.0FF10H 


;L0flD COUNTER (. 5StC) 


0087 B050 


99 


MOV 


flL50H 


;LSB 


0089 EE 


100 


OUT 


DX;ftL 




008R B000 


101 


MOV 


flL,00H 


/MSB 


008CEE 


102 


OUT 


DX,flL 




008D Bfll2FF 


103 


MOV 


DX,0FF12H 


jLOflD COUNTER 1 (ISEC) 


0090 B000 


104 


MOV 


flu 00H 


;LSB 
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nCS-Sb R5SEMBLER 


TCI59fl 








LOC OBJ 


LINE 


SOURCE 






0992 EE 


105 


OUT 


DJ^^flL 




mss Bmi 


106 


MOV 


flL01H 


jMSB 


8095 EE 


107 


OUT 


D:\.flL 




0096 Bfli4rF 


108 


MOV 


Dk..0FF14H 


;LORD COUNTER 2 (1 5SEC) 


0093 &'050 


109 


MOV 


HL,50H 


;LbB 


009B EE 


110 


OUT 


DX.ftL 




009C B001 


111 


MOV 


flL01H 


;MSB 


809E EE 


112 
113 
114 
115 


OUT 


DX.flL - 

8259fl INlTlftLIZflTION 




009F Bfl00FF 


116 


SET59fl; MOV 


DX..0FF00H 


^8259fl fl0=0 


00fi2 B01i 


117 


MOV 


RU13H 


aCWl-LTIM=0.S=LIC4=l 


00fl4 EE 


113 


OUT 


DX>flL ■ 




00fl5 Bft02FF 


119 


MOV 


DX,0FF02H 


;8259R R0=1 


00ft8 B048 


120 


MOV 


fib 48H 


; ICW2-INTERRUPT TVPt ?2 (120H) 


00m EE 


121 


OUT 


C>X,fiL 




00flB B003 


122 


MOV 


RL, 03H 


; ICW4-SFNM=0;BUr=0. REOI=L MPM=1 


mw EE 


123 


OUT 


DX,flL 




00flE B0E0 


124 


rw 


flL0E0H 


; OCWl-MftSK IR5; 6; 7 (NOT USED) 


00B0 EE 


125 
126 
127 
128 


OUT 


DX.flL 

8279 INITIRLIZflTION 




00B1 BflEflFF 


129 


SET79: MOV 


DX>0FFEflH 


;8279 COMMAND WORDS AND STRTUS 


00B4 B0D0 


120 


MOV 


nL,f 0D0H 


; CLEAR DISPLRV 


00B6 EE 


131 


OUT 


DX.flL 




0067 EC 


132 


WflIT79: IN 


RL,DX 


;REfiDSlATUS 


00BB D0C0 


133 


Ra 


RLl 


."DU" BIT JO CRRRV 


00Bfl 72FB 


134 


JB 


HflIT79 


.JUMP IF DISPLR't' IS UNRVRILRBLE 


00BC B087 


135 


MOV 


RL. 87H 


; DIGIT 8 


00BE EE 


136 


OUT 


DX,flL 




00BF BflEBFF 


137 


MOV 


DX,0FFE8H 


;8279 DRTR WORD 


00C2 B006 


138 


MOV 


flL.» 06H 


iCHRRRCTER "1" 


0£iC4 EE 


139 


OUT 


DX>flL 




00C5 BfiEftFF 


140 


MOV 


DX.0FFEfiH 


;3279 COMMRND WORD 


00C8 B986 


141 


MOV 


RL86H 


J DIGIT 7 


00Cfl EE 


142 


OUT 


DX.flL 




00CB BflEBFF 


143 


MOV 


DX,0FFE8H 


;8279 DRTR WORD 


00CE B050 


144 


MOV 


rLt 50H 


;CHflRRCTER "R" 


00D0 EE 


145 


OUT 


DX,flL 




00D1 FB 


146 
147 
148 
149 
150 


STI 


DUMMV PROGRAM 


; ENABLE INTERRUPTS 


00D2 EBFE 


151 
152 
153 


DUMMV: JMP 


DUMMV 


; WAIT FOR INTERRUPT 


00D4 fl20200 


154 


SAVE: MOV 


flXTEMP,flX 


;SAVE AX 


00D7 58 


155 


POP 


fix 


;POP CALL RETURN ADDRESS 


0008 fl20000 


156 


MOV 


STRCKLRX 


;SAVE CALL RETURN ADDRESS 


00DB Ri0200 


157 


MOV 


RX.flXTEMP 


^RESTORE AX 


yyi/b Do 


158 


PUSH 


RX 


iSAVE PROCESSOR STATUS 


00DF 53 


159 


PUSH 


BX 
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HCS-86 RSSEMBLER 


TCI59fl 








LOC OBJ 


LINE 


SOURCE 






00E8 SI 


160 


PUSH 


CX 




00E1 52 


161 


PUSH 


DX 




80E2 55 


162 


PUSH 


BP 




80E3 56 


163 


PUSH 


SI 




00E4 57 


164 


PUSH 


DI 




00E5 IE 


165 


PUSH 


DS 




00E6 06 


166 


PUSH 


ES 




00E7 fll0000 


167 


MOV 


flX,STflCKl 


.; RESTORE CALL RETURN ADDRESS 


00Efl 50 


168 


PUSH 


fix 


; PUSH CALL REl URN ADDRESS 


00EB C5 


169 
170 


RET 






00EC 58 


171 


RbSTOR; POP 


HX 


^POP CALL RETURN ADDRESS 


00ED ft20000 


172 


NOV 


STfli:KLflX 


;SAVE CALL RETURN ADDRESS 


00F0 07 


. 173 


POP 


ES 


.; RESTORE PROCESSOR STATUS 


00F11F 


174 


POP 


DS 




00F2 5F 


175 


POP 


DI 




00F:< 5E 


176 


POP 


SI 




00F4 5D 


177 


POP 


BP 




00F5 5fl 


178 


POP 


DX 




00F6 59 


179 


POP 


CX 




00F7 5B 


180 


POP 


BX 




00F8 58 


181 


: POP 


fix 




00F9 fl20200 


182 


MOV 


flXTEMP,flX 


. :SfiVE AX 


00FC fll0000 


133 


MOV 


flX.STflCKl 


^RESTORE CALL RETURN ADDRESS 


00FF 50 


184 


PUSH 


f^< 


J PUSH CALL RETURN ADDRESS 


0100 fll0200 


185 


NOV 


flX,flXTEMP 


; RESTORE AX 


0103 03 


186 
187 
188 


RET 








189 


■ •' , 


INTERRUPT 72, 


CLEAR DISPLAY, IR0 3259fi 




190 








0104 E8CDFF 


191 


INTR72; CftLL 


SAVE 


■ROUTINE TO SAVE PROCESSOR SIATUS 


0107 BftEflFF 


192 


MOV 


DX, OFFEAH 


:827SC0Mf1AND WORD 


010fl R00400 


193 


MOV 


fib DIGIT 


; SELECTED LED DIGII 


010D EE 


194 


OUT 


DX,AL 




010E BftESFF 


195 


MOV 


DX..0FFE8M . 


;8279 DATA 


0111 B000 


196 


MOV 


fiL00H 


,BLANK OUT DIGIT 


0113 EE 


197 


OUT 


DX,HL 




0114 E8D5FF 


198 


CALL 


RESTOR 


.; ROUTINE TO RES10RE PROCESSOR STfilUS 


0117 CF 


199 

200 

201 


IRET 




;RETURNFROn INTERRUPl 




202 




INTERRUPT 73. 


IRl 8259A 




203 








0118 E8B9FF 


204 


nn-R73: CALL 


SAVE 


.:R0UT1^£ 70 SAVE PROCESSOR STA1US 


011B BflEflFF 


205 


MOV 


DX,0FFEAH 


.; 8279 COMMAND WORD 


011E B080 


206 


MOV 


fiL,80H 


;LED DISPLAY DIGIT 1 


0120 R20400 


207 


MOV 


DIGILAL 




9123 EE 


208 


OUT 


DX,AL 




0124 BflESFF 


209 


MOV 


DX,0FFE8H 


.J 8279 DATA 


0127 B006 


210 


MOV 


AL06H 


.:CHfiRfiClER "1" 


0129 EE 


211 


OUT 


DX,AL 




012fl CD4D 


212 


INT 


77 


niMERDELAVFORLEDONTIfC 


012C E8BDFF 


213 


CALL 


RESTOR 


.: ROUTINE 10 RESTORE PROCESSOR STATUS 


012F CF 


214 


IRET 




; RETURN FROM INTERRUPT 
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f1CS-86 ASSEMBLER 
LOC OBJ 



rCI59fl 



LINE SOURCE 





215 


,; 








216 


.; 








217 


.; 


INTERRUPT 74, IR2 S259F; 






218 








0138 ESfllFF 


219 


INTR74: CALL 


SAVE 


ROUTINE TO SAVE PROCESSOR SIATUS 


8133 BflEflFF 


220 


MOV 


DX..0FFEAH 


8279 COMMAND WORD 


8136 8881 


221 


MOV 


AL.81H 


LED DISPLftV DIGIl 2 


0138 fl28400 


222 


MOV 


DIGIT, AL 




013B EE 


223 


OUT 


DX,AL 




013C BHE8FF 


224 


\W 


DX,0FFE8H 


8279 DAI A 


013F B05B 


225 


MOV 


AL5BII 


CHARACTER "2" 


0141 EE 


226 


OUT 


DX,AL 




0142 CD4D 


227 


INT 


?7 


TIMER DELAV FOR LED ON TIME 


8144 ESflSFF 


228 


CALL 


RESTOR 


ROUTINE TO RESTORE PROCESSOR Si ATUS 


0147 CF 


229 
230 
231 
232 
233 


IRtT 


INTERRUPT 75, IR3 8259A 


RETURN FROM INTERRIPT 


0148 E88SFF 


234 


INTR75: CALL 


SAVE 


ROUTINE W SAVE PROCESSOR STATUS 


014B BflEflFr 


235 


MOV 


DX,0FI-tAH 


8279 COMMAND WORD 


014E B082 


236 


MOV 


AL82H 


LED DISPLAY DIGIT 3 


0150 fl2O400 


237 


MOV 


DIGIT, AL 




0153 EE 


238 


OUT 


DX,AL 




0154 BflE8FF 


239 


MOV 


DX,0FFE8H 


8279 DATA 


0157 B04F 


240 


MOV 


AL4FH 


CHARACTER "3" 


0159 EE 


241 


OUT 


DX,flL 




01bfl CD4D 


242 


INT 


77 


Tir€R DELAV FOR LED ON TIME 


015U E8SDFF 


243 


CALL 


. RESTOR 


ROUTINE TO RESTORE PROCESSOR STATUS 


015F CF 


244 
245 
246 
247 
248 


IREt 


INTERRUPT 76, IR4 8259A 


RE'lURN FROM INI ERRUPT 


0160 E871FF 


249 


INTR76: CALL 


SAVE 


ROUTINE TO SAVE PROCESSOR SIATUS 


0163 BflEflFF 


250 


MOV 


DX,0H-hAH 


•8279 COMMAND WORD 


0166 B083 


251 


MOV 


flL,83H 


.LED DISPLAY DIGIT 4 


0168 fl20400 


252 


MOV 


DIGIT, AL 




016B EE 


253 


OUT 


DX,flL 




016C BftEBFF 


254 


MOV 


DX,0FFE8H 


8279 DATA 


016F B066 


255 


MOV 


AL66H 


CHARACTER "4" 


0171 EE 


256 


OUT 


DX,AL 




0172 CD4D 


257 


INT 


77 


TIMER DELAY FOR LED ON IIME 


0174 E875FF 


258 


CflLL 


RESTOR 


ROUTINE TO RESTORE PROCESSOR SIATUS 


0177 CF 


259 
260 
261 


IRET 




•RETURN FROM INI ERRUPT 




262 




INTERRUPT 77, TIMER DELA 


V, SOFTWARE CONTROLLED 




263 








dm Bfl0flFF 


264 


INTR77: MOV 


DX,0FF0AH 


J LOAD COUNTER 1 8253 #1 (258 MSEC) 


0176 6025 


265 


MOV 


ftL25H 


jLSB 


017D EE 


266 


OUT 


DX,AL 




017E 6000 


267 


MOV 


vL} 0OT! 


;MSB 


0180 EE 


268 


OUT 


DX,flL 




0181 CF 


269 


IRET 




; RETURN FROM IN I ERRUPT 
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LOC OBJ 



mm 

SVHBOL TABLE LISTING 



LINE SOURCE 



270 
271 
272 
273 
274 
275 



CODE ENDS.; 



END 



START 



NHNE 



TYPE 



VALUE ATTRIBUTES 



VS^ 


SEGMENT 




SIZE=0000H PARA PUBLIC 


HXTEflP 


V WORD 


0002H 


DATA 


CODE. 


SEGMENT 




S1ZE=0182H PARA 


DATA. 


SEGf'ENT 




SI2E=0005H PARA 


DIGIT 


V BVTE 


mmn 


DATA 


DUMNV 


L NEAR 


m02H 


CODE 


EXTRA 


SEGMENT 




SIZE=0138H PARA 


INTR72 


L NEAR 


0104H 


CODE 


INTP71 


L NEAR 


0113M 


CODE 


INTR74 


L NEAR 


0130H 


CODE 


INTR75 


L NEAR 


0148H 


CODE 


1NTR76 


L NEAR 


0160H 


CODE 


INTR77 


L NEAR 


817SH 


CODE 


RESTOR, 


L NEAR 


00ECH 


CODE 


SAVE. 


L NEHR 


00D4H 


CODE 


Stibil 


L NEAR 


005AH 


CODE 


SET532 


L NEAR 


007SH 


CiM 


SET59A 


L NEAR 


009rH 


CODE 


SET79 


L NEAR 


eeBiH 


CODE 


STACK! 


V WORD 


0000H 


DATA 


START 


L NEAR 


0000H 


CODE 


TP72CS 


V WORD 


0122H 


EXTRA 


TP72IP 


V WORD 


8120H 


EXTRA 


TP7iCS 


V WORD 


0126H 


EXTRA 


TP7SiP 


y WORD 


0124H 


EXTRA 


TP74CS 


V WORD 


012AH 


EXTRA 


TP74IP 


V WORD 


0128H 


EXTRA 


TP75CS 


V WORD 


012Bi 


EXTRA 


TP75IP 


V WORD 


912CH 


EXTRA 


TP76CS 


V WORD 


91i2H 


EXTRA 


TP76IP 


V WORD 


0130H 


EXTRA 


Tr77CS 


V WORD 


0136H 


EXTRA 


TP77IP 


V WORD 


0134H 


EXTRA 


TVFES 


L NEAR 


00i2H 


CODE 


HAIT79 


L NEAR 


0087H 


CODE 



RSSEMBLV COMPLETE.. NO ERRORS FOUND 
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I. INTRODUCTION 

A significant measure of the power and flexibility 
of the Intel OEM Computer Product Line can be 
attributed to the design of the Intel MULTIBUS 
system bus. The bus structure provides a common 
element for communication between a wide 
variety of system modules which include: Single 
Board Computers, memory, digital, and analog 
I/O expansion boards, and peripheral controllers. 

The purpose of this application note is to help you 
develop a working knowledge of the Intel MULTI- 
BUS specification. This knowledge is essential for 
configuring a system containing multiple mod- 
ules. Another purpose is to provide you with the 
information necessary to design a bus interface for 
a slave module. One of the tools that will be used to 
achieve this goal is the complete description of a 
MULTIBUS slave design example. Other portions 
of this application note provide an in depth 
examination of the bus signals, operating charac- 
teristics, and bus interface circuits. 

This application note was originally written in 
1977. Since 1977, the MULTIBUS specification 
has been significantly expanded to cover opera- 
tion with both 8 and 16-bit system modules and 
with an auxiliary power bus. This application 
note now contains information on these new 
MULTIBUS specification features. 

In addition, a detailed MULTIBUS specification 
has also been published which provides the user 
with further information concerning MULTIBUS 
interfacing. The MULTIBUS specification and 
other useful documents are listed in the overleaf of 
this note under Related Intel Publications. 



II. MULTIBUS™ SYSTEM BUS 
DESCRIPTION 

Overview 

The Intel MULTIBUS signal lines can be grouped 
in the following categories: 20 address lines, 16 
bidirectional data lines, 8 multilevel interrupt 
lines, and several bus control, timing and power 
supply lines. The address and data lines are 
driven by three-state devices, while the interrupt 
and some other control lines are open-collector 
driven. 

Modules that use the MULTIBUS system bus have 
a master-slave relationship. A bus master module 
can drive the command and address lines: it can 
control the bus. A Single Board Computer is an 
example of a bus master. A bus slave cannot 



control the bus. Memory and I/O expansion 
boards are examples of bus slaves. The MULTI- 
BUS architecture provides for both 8 and 16-bit 
bus masters and slaves. 

Notice that a system may have a number of bus 
masters. Bus arbitration results when more than 
one master requests control of the bus at the same 
time. A bus clock is usually provided by one of the 
bus masters and may be derived independently 
from the processor clock. The bus clock provides a 
timing reference for resolving bus contention 
among multiple requests from bus masters. For 
example, a processor and a DMA (direct memory 
access) module may both request control of the 
bus. This feature allows different speed masters to 
share resources on the same bus. Actual transfers 
via the bus, however, proceed asynchronously 
with respect to the bus clock. Thus, the transfer 
speed is dependent on the transmitting and 
receiving devices only. The bus design prevents 
slow master modules from being handicapped in 
their attempts to gain control of the bus, but does 
not restrict the speed at which faster modules can 
transfer data via the same bus. Once a bus request 
is granted, single or multiple read/write transfers 
can proceed. The most obvious applications for the 
master-slave capabilities of the bus are multi- 
processor configurations and high-speed direct- 
memory-access (DMA) operations. However, the 
master-slave capabilities of the bus are by no 
means limited to these two applications. 

MULTIBUS™ Signal Descriptions 

This section defines the signal lines that comprise 
the Intel MULTIBUS system bus. These signals 
are contained on either the PI or P2 connector of 
boards compatible with the MULTIBUS specifi- 
cation. The PI signal lines contain the address, 
data, bus control, bus exchange, interrupt and 
power supply Hnes. The P2 signal lines contain the 
optional auxiliary signal lines. Most signals on 
the bus are active-low. For example, a low level on 
a control signal on the bus indicates active, while a 
low level on an address or data signal on the bus 
represents logic "1" value. 

NOTE 

In this application note, a signal will be 
designated active-low by placing a slash (/) 
after the mnemonic for the signal. 

Appendix A contains a pin assignment list of the 
following signals: 
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MULTIBUS PI Signal Lines - 

Initialization Signal Line 



assigned the same memory addresses. INHl/ 
may also be used to allow memory mapped I/O 
devices to override RAM memory. 



INIT/ 

Initialization signal; resets the entire system to 
a known internal state. INIT/ may be driven by 
one of the bus masters or by an external source 
such as a front panel reset switch. 

Address and Inhibit Lines 

ADRO/ - ADR13/ 

20 address lines; used to transmit the address of 
the memory location or I/O port to be accessed. 
The lines are labeled ADRO/ through ADR9/, 
ADRA/ through ADRF/ and ADRIO/ through 
ADR13/. ADR13/ is the most significant bit. 
8-bit masters use 16 address lines (ADRO/ - 
ADRF/) for memory addressing and 8 address 
lines (ADRO/ - ADR7/) for I/O port selection. 
16-bit masters use all twenty address lines for 
memory addressing and 12 address lines 
(ADRO/ - ADRB/) for I/O port selection. Thus, 
8-bit masters may address 64K bytes of memory 
and 256 I/O devices while 16-bit masters may 
address 1 megabyte of memory and 4096 I/O 
devices. (The 8086 CPU actually permits 16 
address bits to be used to specify I/O devices, 
the MULTIBUS specification, however, states 
that only the low order 12 address bits can be 
used to specify I/O ports.) In a 16-bit system, 
the ADRO/ line is used to indicate whether a low 
(even) byte or a high (odd) byte of memory or 
I/O space is being accessed in a word oriented 
memory or I/O device. 

BHEN/ 

Byte High Enable; the address control line 
which is used to specify that data will be trans- 
ferred on the high byte (DAT8/ - DATF/) of the 
MULTIBUS data lines. With current iSBC 
boards, this signal effectively specifies that a 
word (two byte) transfer is to be performed. This 
signal is used only in systems which incorporate 
sixteen bit memory or I/O modules. 



INH2/ 

Inhibit ROM signal; prevents ROM memory 
devices from responding to the memory address 
on the system address bus. INH2/ effectively 
allows auxiliary ROM (e.g., a bootstrap pro- 
gram) to override ROM devices when ROM and 
auxiliary ROM memory are assigned the same 
memory addresses. INH2/ may also be used to 
allow memory mapped I/O devices to override 
ROM memory. 



Data Lines 

DATO/ - DATF/ 

16 bidirectional data lines; used to transmit or 
receive information to or from a memory loca- 
tion or I/O port. DATF/ being the most signifi- 
cant bit. In 8-bit systems, only lines DATO/ - 
DAT7/ are used (DAT7/ being the most signi- 
ficant bit). In 16-bit systems, either 8 or 16 lines 
may be used for data transmission. 



Bus Priority Resolution Lines 

BCLK/ 

Bus clock; the negative edge (high to low) of 
BCLK/ is used to synchronize bus priority re- 
solution circuits. BCLK/ is asynchronous to the 
CPU clock. It has a 100 ns minimum period and 
a 35% to 65% duty cycle. BCLK/ may be slowed, 
stopped, or single stepped for debugging. 

CCLK/ 

Constant clock; a bus signal which provides a 
clock signal of constant frequency for unspeci- 
fied general use by modules on the system bus. 
CCLK/ has a minimum period of 100 ns and a 
35% to 65% duty cycle. 



INHl/ 

Inhibit RAM signal; prevents RAM memory 
devices from responding to the memory address 
on the system address bus. INHl/ effectively 
allows ROM memory devices to override RAM 
devices when ROM and RAM memory are 



BPRN/ 

Bus priority in signal; indicates to a particular 
master module that no higher priority module 
is requesting use of the system bus. BPRN/ is 
synchronized with BCLK/. This signal is not 
bused on the backplane. 
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BPRO/ 

Bus priority out signal; used with serial (daisy 
chain) bus priority resolution schemes. BPRO/ 
is passed to the BPRN/ input of the master 
module with the next lower bus priority. BPRO/ 
is synchronized with BCLK/. This signal is not 
bused on the backplane. 



BUSY/ 

Bus busy signal; an open collector line driven 
by the bus master currently in control to indicate 
that the bus is currently in use. BUSY/ prevents 
a\j other master modules from gaining control 
of the bus. BUSY/ is synchronized with BCLK/. 



BREQ/ 

Bus request signal; used with a parallel bus 
priority network to indicate that a particular 
master module requires use of the bus for one 
or more data transfers. BREQ/ is synchronized 
with BCLK/. This signal is not bused on the 
backplane. 



CBRQ/ 

Cqrnmon bus request; an open-collector line 
which is driven by all potential bus masters 
and is used to inform the current bus master 
that another master wishes to use the bus. If 
CBRQ/ is high, it indicates to the bus master 
that no other master is requesting the bus, and 
therefore, the present bus master can retain the 
bus. This saves the bus exchange overhead for 
the current master. 

Information Transfer Protocol Lines 

A bus master provides separate read/write 
command signals for memory and I/O devices: 
MRDC/, MWTC/, lORC/ and lOWC/, as ex- 
plained below. When a read/write command is 
active, the address signals must be stabilized at all 
slaves on the bus. For this reason, the protocol 
requires that a bus master must issue address 
signals (and data signals for a write operation) at 
least 50 ns ahead of issuing a read/write command 
to the bus, initiating the data transfer. The bus 
master must keep address signals unchanged until 
at least 50 ns after the read/ write command is 
turned off, terminating the data transfer. 

A bus slave must provide an acknowledge signal to 



the bus master in response to a read or write 
command signal. 

MRDC/ 

Memory read command; indicates that the 
address of a memory location has been placed 
on the system address lines and specifies that 
the contents (8 or 16 bits) of the addressed 
location are to be read and placed on the system 
data bus. MRDC/ is asynchronous with respect 
to BCLK/. 

MWTC/ 

Memory write command; indicates that the 
address of a memory location has been placed 
on the system address lines and that data (8 or 
16 bits) has been placed on the system data bus. 
MWTC/ specifies that the data is to be written 
into the addressed memory location. MWTC/ is 
asynchronous with respect to BCLK/. 

lORC/ 

I/O read command; indicates that the address 
of an input port has been placed on the system 
address bus and that the data (8 or 16 bits) at 
that input port is to be read and placed on the 
system data bus. lORC/ is asynchronous with 
respect to BCLK/. 

lOWC/ 

I/O write command; indicates that the address 
of an output port has been placed on the system 
address bus and that the contents of the system 
data bus (8 or 16 bits) are to be output to the 
address port. lOWC/ is asynchronous with 
respect to BCLK/. 

XACK/ 

Transfer acknowledge signal; the required 
response of a slave board which indicates that 
the specified read/ write operation has been 
completed. That is, data has been placed on, or 
accepted from, the system data bus lines. 
XACK/ is asynchronous with respect to BCLK/. 

Asynchronous Interrupt Lines 



INT0/-INT7/ 
8 Multi-level, parallel interrupt request lines; 
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used with a parallel interrupt resolution net- 
work. INTO, has the highest priority, while 
INT7/ has lowest priority. Interrupt lines 
should be driven with open collector drivers. 



INTA/ 

biter rapt acknowledge; an interrupt acknowl- 
edge line (INTA/), driven by the bus master, 
requests the transfer of interrupt information 
onto the bus from slave priority interrupt con- 
trollers (8259s or 8259As). The specific informa- 
tion timed onto the bus depends upon the 
implementation of the interrupt scheme. In 
general, the leading edge of INTA/ indicates 
that the address bus is active while the trailing 
edge indicates that data is present on the data 
lines. 



MULTIBUS P2 Signal Lines - The signals 
contained on the MULTIBUS P2 auxiliary con- 
nector are used primarily by optional power 
back-up circuitry for memory protection. P2 
signals are not bused on the backplane, and 
therefore, require a separate connector for each 
board using the P2 signals. Present iSBC boards 
have a slot in the card edge and should be used 
with a keyed P2 edge connector. Use of the P2 
signal lines is optional. 



sense latch is part of external power fail cir- 
cuitry and must be powered by the standby 
power source. 

PFSR/ 

Power fail sense reset; this line is used to reset 
the power fail sense latch (PFSN/). 



MPRO/ 

Memory protect; prevents memory operation 
during period of uncertain DC power, by in- 
hibiting memory requests. MPRO/ is driven 
by external power fail circuitry. 



ALE 

Address latch enable; generated by the CPU 
(8085 or 8086) to provide an auxiliary address 
latch. 



HALT/ 
Halt; indicates that the master CPU is halted. 

AUX RESET/ 

Auxiliary Reset; this externally generated sig- 
nal initiates a power-up sequence. 



ACLO 

AC Low; this signal generated by the power 
supply goes high when the AC line voltage 
drops below a certain voltage (e.g., 103v AC in 
115v AC line voltage systems) indicating D.C. 
power will fail in 3 msec. ACLO goes low when 
all D.C. voltages return to approximately 95% 
of the regulated value. This line must be pulled 
up by the optional standby power source, if one 
is used. 



WAIT/ 

Bus master wait state; this signal indicates 
that the processor is in a wait state. 



Reserved — Several PI and P2 connector bus 
pins are unused. However, they should be regard- 
ed as reserved for dedicated use in future Intel 
products. 



PFIN/ 

Power fail interrupt; this signal interrupts the 
processor when a power failure occurs, it is 
driven by external power fail circuitry. 



Power Supplies — The power supply bus pins 
are detailed in Appendix A which contains the 
pin assignment of signals on the MULTIBUS 
backplane. 



PFSN/ 

Power fail sense; this line is the output of a 
latch which indicates that a power failure has 
occurred. It is reset by PFSR/. The power fail 



It is the designer's responsibility to provide 
adequate bulk decoupling on the board to avoid 
current surges on the power supply lines. It is also 
recommended that you provide high frequency 
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decoupling for the logic on your board. Values of 
22uF for +5v and +12v pins and lOuF for -5v and 
-12v pins are typical on iSBC boards. 



Operating Characteristics 

Beyond the definition of the MULTIBUS signals 
themselves, it is important to examine the 
operating characteristics of the bus. The AC 
requirements outline the timing of the bus signals 
and in particular, define the relationships between 
the various bus signals. On the other hand, the UC 
requirements specify the bus driver character- 
istics, maximum bus loading per board, and the 
pull-up/down resistors. 

The AC requirements are best presented by a 
discussion of the relevant timing diagrams. 
Appendix B contains a list of the MULTIBUS 
timing specifications. The following sections will 
discuss data transfers, inhibit operations, inter- 
rupt operations, MULTIBUS multi-master opera- 
tion and power fail considerations. 

Data Transfers — Data transfers on the MULTI- 
BUS system bus occur with a maximum band- 
width of 5 MHz for single or multiple read/ write 
transfers. Due to bus arbitration and memory 
access time, a typical maximum transfer rate is 
often on the order of 2 MHz. 



Read Data 

Figure 1 shows the read operation AC timing 
diagram. The address must be stable (t AS^ ^^r a 
minimum of 50 ns before command (lORC/ or 
MRDC/). This time is typically used by the bus 
interface to decode the address and thus provide 
the required device selects. The device selects 
establish the data paths on the user system in 
anticipation of the strobe signal (command) 
which will follow. The minimum command pulse 
width is 100 ns. The address must remain stable 
for at least 50 ns following the command (t^H)- 
Valid data should not be driven onto the bus prior 
to command, and must not be removed until the 
command is cleared. The XACK/ signal, which is 
a response indicating the specified read/write 
operation has been completed, must coincide or 
follow both the read access and valid data (t]3XL^- 
XACK/ must be held until the command is cleared 
(tXAH)- 
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Figure 1. Read AC Timing 



Write Data 

The write operation AC timing diagram is shown 
in Figure 2. During a write data transfer, valid 
data must be presented simultaneously with a 
stable address. Thus, the write data setup time 
(tj)s) has the same requirement as the address 
setup time (t^g). The requirement for stable data 
both before and after command (lOWC/ or 
MWTC/) enables the bus interface circuitry to 
latch data on either the leading or trailing edge of 
command. 
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Figure 2. Write AC Timing 



Data Byte Swapping in 16-bit Systems 

A 16-bit master may transfer data on the MULTI- 
BUS data lines using 8-bit or 16-bit paths 
depending on whether a byte or word (2 byte) 
operation has been specified. (A word transfer 
specified with an odd I/O or memory address will 
actually be executed as two single byte transfers.) 
An 8-bit master may only perform byte transfers 
on the MULTIBUS data lines DATO/ - DAT7/. 

In order to maintain compatibility with older 
8-bit masters and slaves, a byte swapping buffer 
is included in all new 16-bit masters and 16-bit 
slaves. In the iSBC product line, all byte transfers 
will take place on the low 8 data lines DATO/ - 
DAT7/. Figure 3 contains a example of 8/16-bit 
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data driver logic for 16-bit master and slave 
systems. In the 8/16-bit system, there are three 
sets of buffers; the lower byte buffer which 
accesses DATO/ - DAT?/, the upper byte buffer 
which accesses DATS/ - DATF/, and the swap 
byte buffer which accesses the MULTIBUS data 
lines DATO/ - DAT7/ and transfers the data 
to/from the on-board data bus lines D8 - DF. 

Figure 4 summarizes the 8 and 16-bit data paths 
used for three types of MULTIBUS transfers. Two 
signals control the data transfers. 

Byte High Enable (BHEN/) active indicates that 
the bus is operating in sixteen bit mode, and 
Address Bit (ADRO/) defines an even or odd byte 
transfer address. 

On the first type of transfer, BHEN/ is inactive, 
and ADRO/ is inactive indicating the transfer of 
an even eight bit byte. The transfer takes place 
across data lines DATO/ - DAT?/. 

On the second type of transfer, BHEN/ is inactive, 
and ADRO/ is active indicating the transfer of a 
high (odd) byte. On this type of transfer, the odd 
(high) byte is transferred through the Swap Byte 
Buffer to DATO/ - DAT?/. This makes eight bit 
and sixteen bit systems compatible. 
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Figure 3. 8/16-Bit Data Drivers 
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Figure 4. 8/16-Bit Device Transfer Operation 
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The third type of transfer is a 16 bit (word) 
transfer. This is indicated by BHEN/ being 
active, and ADRO/ being inactive. On this type of 
transfer, the low (even) byte is transferred on 
DATO/ - DAT7/ and the high (odd) byte is 
transferred on DATS/ - DATF/. 
Note that the condition when both BHEN/ and 
ADRO/ are active is not used with present iSBC 
boards. This condition could be used to transfer a 
high odd byte of data on DAT8/ - DATF/, thus 
eliminating the need for the swap byte buffer. 
However, this is not a recommended transfer type, 
because it eliminates the capability of communi- 
cating with 8-bit modules. 

Inhibit Operations — - Bus inhibit operations are 
required by certain bootstrap and memory mapped 
I/O configurations. The purpose of the inhibit 
operation is to allow a combination of RAM, ROM, 
or memory mapped I/O to occupy the same 
memory address space. In the case of a bootstrap, 
it may be desirable to have both ROM and RAM 
memory occupy the same address space, selecting 
ROM instead of RAM for low order memory only 
when the system is reset. A system designed to use 



memory mapped I/O, which has actual memory 
occupying the memory mapped I/O address 
space, may need to inhibit RAM or ROM memory 
to perform its functions. 

There are two essential requirements for a success- 
ful inhibit operation. The first is that the inhibit 
signal must be asserted as soon as possible, within 
a maximum of 100 ns(tQi), after stable address. 
The second requirement for a successful inhibit 
operation is that the acknowledge must be delayed 
(txACKB^ to allow the inhibited slave to ter- 
minate any irreversible timing operations in- 
itiated by detection of a valid command prior to its 
inhibit. 

This situation may arise because a command can 
be asserted within 50 ns after stable address (t^s) 
and yet inhibit is not required until 100 ns (tjj)) 
after stable address. The acknowledge delay time 
(txACKB) is a function of the cycle time of the 
inhibited slave memory. Inhibiting the iSBC 016 
RAM board, for example, requires a minimum of 
1.5 usee. Less time is typically needed to inhibit 
other memory modules. For example, the iSBC 104 
board requires 475 ns. 
Figure 5 depicts a situation in which both RAM 
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Figure 5. Inhibit Timing 
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and PROM memory have the same memory 
addresses. In this case, PROM inhibits RAM, 
producing the effect of PROM overriding RAM. 
After address is stable, local selects are generated 
for both the PROM and the RAM. The PROM local 
select produces the INHl/ signal which then 
removes the RAM local select and its driver enable. 
Because the slave RAM has been inhibited after it 
had already begun its cycle, the PROM XACK/ 
must be delayed (tXACKB) until after the latest 
possible acknowledgement from the RAM 
(tXACKA)- 

Interrupt Operations — The MULTIBUS inter- 
rupt lines INTO/ - INT7/ are used by a MULTI- 
BUS master to receive interrupts from bus slaves, 
other bus masters or external logic such as power 
fail logic. A bus master may also contain internal 
interrupt sources which do not require the bus 
interrupt lines to interrupt the master. There are 
two interrupt implementation schemes used by 
bus interrupts, Non Bus Vectored Interrupts and 
Bus Vectored Interrupts. Non Bus Vectored 
Interrupts do not convey interrupt vector address 
information on the bus. Bus Vectored Interrupts 
are interrupts from slave Priority Interrupt Con- 
trollers (PICs) which do convey interrupt vector 



address information on the bus. 



Non Bus Vectored Interrupts 

Non Bus Vectored Interrupts are those interrupts 
whose interrupt vector address is generated by the 
bus master and do not require the MULTIBUS 
address lines for transfer of the interrupt vector 
address. The interrupt vector address is generated 
by the interrupt controller on the master and 
transferred to the processor over the local bus. The 
source of the interrupt can be on the master module 
or on other bus modules, in which case the bus 
modules use the MULTIBUS interrupt request 
lines (INTO/ - INT7/) to generate their interrupt 
requests to the bus master. When an interrupt 
request line is activated, the bus master performs it 
own interrupt operation and processes the inter- 
rupt. Figure 6 shows an example of Non Bus 
Vectored Interrupt implementation. 

Bus Vectored Interrupts 

Bus Vectored Interrupts (Figure 7) are those inter- 
rupts which transfer the interrupt vector address 
along the MULTIBUS address lines from the 
slave to the bus master using the INTA/ command 
signal for synchronization. 
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Figure 6. Non Bus Vectored Interrupt Implementation 
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Figure 7. Bus Vectored Interrupt Logic (With 2 INTA/ Timing Diagram) 



When an interrupt request from the MULTIBUS 
interrupt Hnes INTO/ - INT7/ occurs, the interrupt 
control logic on the bus master interrupts its 
processor. The processor on the bus master 
generates an INTA/ command which freezes the 
state of the interrupt logic on the MULTIBUS 
slaves for priority resolution. The bus master also 
locks (retains the bus between bus cycles) the 
MULTIBUS control lines to guarantee itself 
consecutive bus cycles. After the first INTA/ 
command, the bus master's interrupt control logic 
puts an interrupt code on to the MULTIBUS 
address lines ADR8/ - ADRA/. The interrupt code 
is the address of the highest priority active inter- 
rupt request line. At this point in the Bus Vectored 



Interrupt procedure, two different sequences could 
take place. The difference occurs, because the 
MULTIBUS specification can support masters 
which generate one additional INTA/ (8086 
masters) or two additional INTA/ s (8080 A and 
8085 masters). 

If the bus master generates one additional INTA/, 
this second INTA/ causes the bus slave interrupt 
control logic to transmit an interrupt vector 8-bit 
pointer on the MULTIBUS data lines. The vector 
pointer is used by the bus master to determine the 
memory address of the interrupt service routine. 

If the bus master generates two additional 
INTA/s, these two INTA/ commands allow the 
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bus slave to put a two byte interrupt vector address 
on to the MULTIBUS data lines (one byte for each 
INTA/). The interrupt vector address is used by 
the bus master to service the interrupt. 

The MULTIBUS specification provides for only 
one type of Bus Vectored Interrupt operation in a 
given system. Slave boards which have an 8259 
interrupt controller are only capable of 3 INTA/ 
operation (2 additional INTA/s after the first 
INTA/). Slave boards with the 8259A interrupt 
controller are capable of either 2 INTA/ or 3 
INTA/ operation. All slave boards in a given 
system must operate in the same way (2 INTA/s or 
3 INTA/s) if Bus Vectored Interrupts are to be 
used. However, the MULTIBUS specification 
does provide for Bus Vectored Interrupts and Non 
Bus Vectored Interrupts in the same system. 

MULTIBUS Multi-Master Operation — The 

MULTIBUS system bus can accommodate several 
bus masters on the same system, each one taking 
control of the bus as it needs to affect data trans- 
fers. The bus masters request bus control through 
a bus exchange sequence. 

Two bus exchange priority resolution techniques 
are discussed, a serial technique and a parallel 
technique. Figures 8 and 9 illustrate these two 
techniques. The bus exchange operation dis- 
cussed later is the same for both techniques. 

Serial Priority Technique 

- Serial priority resolution is accomplished with a 
daisy chain technique (see Figure 8). The priority 
input (BPRN/) of the highest priority master is 
tied to ground. The priority output (BPRO/) of the 



highest priority master is then connected to the 
priority input (BPRN/) of the next lower priority 
master, and so on. Any master generating a bus 
request will set its BPRO/ signal high to the next 
lower priority master. Any master seeing a high 
signal on its BPRN/ line will sets its BPRO/ line 
high, thus passing down priority information to 
lower priority masters. In this implementation, 
the bus request line (BREQ/) is not used outside of 
the individual masters. A limited number of 
masters can be accommodated by this technique, 
due to gate delays through the daisy chain. Using 
the current Intel MULTIBUS controller chip on 
the master boards up to 3 masters may be accom- 
modated if a BCLK/ period of 100 ns is used. If 
more bus masters are required, either BCLK/ must 
be slowed or a parallel priority technique used. 

Parallel Priority Technique 

In the parallel priority technique, the priority is 
resolved in a priority resolution circuit in which 
the highest priority BREQ/ input is encoded with 
a priority encoder chip (74148). This coded value is 
then decoded with a priority decoder chip (74S138) 
to activate the appropriate BPRN/ line. The 
BPRO/ lines are not used in the parallel priority 
scheme. However, since the MULTIBUS back- 
plane contains a trace from the BPRN/ signal of 
one card slot to the BPRO/ signal of the adjacent 
lower card slot, the BPRO/ must be disconnected 
from the bus on the board or the backplane trace 
must be cut. A practical limit of sixteen masters 
can be accommodated using the parallel priority 
technique due to physical bus length limitations. 
Figure 9 contains the schematic for a typical 
parallel resolution network. Note that the parallel 
priority resolution network must be externally 
supplied. 
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Figure 9. Parallel Priority Technique 



MULTIBUS Exchange Operation — A timing 
diagram for the MULTIBUS exchange operation 
is shown in Figure 10. This implementation 
example uses a parallel resolution scheme, how- 
ever, the timing would be basically the same for 
the serial resolution scheme. 

In this example, master A has been assigned a 
lower priority than master B. The bus exchange 
occurs because master B generates a bus request 
during a time when master A has control of the 
bus. 

The exchange process begins when master B 
requires the bus to access some resource such as an 
I/O or memory module while master A controls the 
bus. This internal request is synchronized with 
the trailing edge (high to low) of BCLK/ to 
generate a bus request (BREQ/). The bus priority 
resolution circuit changes the BPRN/ signal from 
active (low) to inactive (high) for master A and 
from inactive to active for master B. Master A 
must first complete the current bus command if 
one is in operation. After master A completes the 
command, it sets BUSY/ inactive on the next 
trailing edge of BCLK/. This allows the actual bus 
exchange to occur, because master A has relin- 
quished control of the bus, and master B has been 
granted its BPRN/. During this time, the drivers 



for master A are disabled. Master B must take 
control of the bus with the next trailing edge of 
BCLK/ to complete the bus exchange. Master B 
takes control by activating BUSY/ and enabling 
its drivers. 

It is possible for master A to retain control of the 
bus and prevent master B from getting control. 
Master A activates the Bus Override (or Bus Lock) 
signal which keeps BUSY/ active allowing con- 
trol of the bus to stay with master A. This 
guarantees a master consecutive bus cycles for 
software or hardware functions which require 
exclusive, continuous access to the bus. 

Note that in systems with only a single master it is 
necessary to ground the BPRN/ pin of the master, 
if slave boards are to be accessed. In single board 
systems which use a CPU board capable of Bus 
Vectored Interrupt operation, the BPRN/ pin must 
also be grounded. 

In a single master system bus transfer efficiency 
may be gained if the BUS OVERRIDE signal is 
kept active continuously. This permits the master 
to maintain control of the bus at all times, there- 
fore saving the overhead of the master reacquiring 
the bus each time it is needed. 

The CBRQ/ line may be used by a master in 
control of the bus to determine if another master 
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Figure 10. Bus Control Exchange Operation 



requires the bus. If a master cuirently in control of 
the bus sees the CBRQ/ Hne inactive, it will 
maintain control of the bus between adjacent bus 
accesses. Therefore, when a bus access is required, 
the master saves the overhead of reacquiring the 
bus. If a current bus master sees the CBRQ/ line 
active, it will then relinquish control of the bus 
after the current bus access and will contend for 
the bus with the other master(s) requiring the bus. 
The relative priorities of the masters will deter- 
mine which master receives the bus. 



Note that except for the BUS OVERRIDE state, no 
single master may keep exclusive control of the 
bus. This is true because it is impossible for the 
CPU on a master to require continuous access to 
the bus. Other lower priority masters will always 
be able to gain access to the bus between accesses 
of a higher priority master. 

Pov^er Fail Considerations - The MULTIBUS 
P2 connector signals provide a means of handling 
power failures. The circuits required for power 
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Figure 11. Power Fail Timing Sequence 



failure detection and handling are optional and 
must be supplied by the user. Figure 11 shows 
the timing of a power fail sequence. 

The power supply monitors the AC power level. 
When power drops below an acceptable value, the 
power supply raises ACLO which tells the power 
fail logic that a minimum of three milliseconds will 
elapse before DC power will fall below regulated 
voltage levels. The power fail logic sets a sense 
latch (PFSN/) and generates an interrupt (PFIN/) 
to the processor so the processor can store its 
environment. After a 2.5 millisecond timeout, the 
memory protect signal (MPRO/) is asserted by the 
power fail logic preventing any memory activity. 
As power falls, the memory goes on standby 
power. Note that the power fail logic must be 
powered from the standby source. 

As the Ac line revives, the logic voltage level is 
monitored by the power supply. After power has 
been at its operating level for one millisecond 
minimum, the power supply sets the signal ACLO 
low, beginning the restart sequence. First, the 
memory protect line (MPRO/) then the initialize 
line (INIT/) become inactive. The bus master now 
starts running. The bus master checks the power 
fail latch (PFSN/) and, if it finds it set, branches to 



a power up routine which resets the latch (PFSR/), 
restores the environment, and resumes execution. 

Note that INIT/ is activated only after DC power 
has risen to the regulated voltage levels and must 
stay low for five milliseconds minimum before the 
system is allowed to restart. Alternatively, INIT/ 
may be held low through an open collector device 
by MPRO/. 

How the power failure equipment is configured is 
left to the system designer. The backup power 
source may be batteries located on the memory 
boards or more elaborate facilities located off- 
board. The location of the power fail logic 
determines which MULTIBUS power fail lines are 
used. Pins on the P2 connector have been specified 
for the power failure functions for use as needed. 

To further clarify the location and use of the power 
fail circuitry, an example of a typical power fail 
system block diagram is shown in Figure 12. A 
single board computer and a slave memory board 
are contained in the system. It is desired to power 
the memory circuit elements of the memory board 
from auxiliary power. The single board computer 
will remain on the main power supply. To ac- 
complish this, user supplied power fail logic and 
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DC Requirements — The drive and load charac- 
teristics of the bus signals are listed in Appendix 
C. The physical locations of the drivers and loads, 
as well as the terminating resistor value for each 
bus line, are also specified. Appendix D contains 
the MULTIBUS power specifications. 



MULTIBUS^^ Slave Interface 
Circuit Elements 



*USER SUPPLIED 



Figure 12. Typical Power Fail System Block Diagram 



There are three basic elements of a slave bus 
interface: address decoders, bus drivers, and 
control signal logic. This section discusses each of 
these elements in general terms. A description of a 
detailed implementation of a slave interface is 
presented in a later section of this application note. 



an auxiliary power supply have been included in 
the system. 

The single board computer is powered from the PI 
power lines and accesses the P2 signal lines 
PFIN/, PFSN/ and PFSR/ (only the P2 signal 
lines used by a particular functional block are 
shown on the block diagram). The PFSR/ line is 
driven from two sources: a front panel switch and 
the single board computer. The front panel switch 
is used during normal power-up to reset the power 
fail sense latch. The single board computer uses 
the PFSR/ line to reset the latch during a power-up 
sequence after a power failure. Current single 
board computers must access the PFSN/ and 
PFSR/ signals either directly with dedicated 
circuitry and a P2 pin connection or through the 
parallel I/O lines with a cable connection from the 
parallel I/O connector to the P2 connector. 



The slave memory board uses both the PI and P2 
power lines, the P2 power lines are used (at all 
times) to power the memory circuit elements and 
other support circuits, the PI power lines power all 
other circuitry. In addition, the MPRO/ line is 
input and used to sense when memory contents 
should be protected. 



The power fail logic contains the power fail sense 
latch, and uses the PFSR/ and ACLQ lines for 
inputs and the PFIN/ PFSN/, and MPRO/ lines 
for outputs. The power fail logic must be powered 
by the P2 power lines. 



Address Decoding — This logic decodes the 
appropriate MULTIBUS address bits into. RAM 
requests, ROM requests, or I/O selects. Care must 
be taken in the design of the address decode logic 
to ensure flexibility in the selection of base address 
assignments. Without this flexibility, restrictions 
may be placed upon various system configura- 
tions. Ideally, switches and jumper connections 
should be associated with the decode logic to 
permit field modification of base address assign- 
ments. 

The initial step in designing the address decode 
portion of a MULTIBUS interface is to determine 
the required number of unique address locations. 
This decision is influenced by the fact that 
address decoding is usually done in two stages. 
The first stage decodes the base address, pro- 
ducing an enable for the second stage which 
generates the actual device selects for the user 
logic. A convenient implementation of this two 
stage decoding scheme utilizes a pair of decoders 
driven by the high order bits of the address for the 
first stage and a second decoder for the low order 
bits of the address bus. This technique forces the 
number of unique address locations to be a power 
of two, based at the address decoded by the first 
stage. Consider the scheme illustrated in Figure 
13. 



As shown in Figure 13, the address bits A4 - Ab are 
used to produce switch selected outputs of the first 
stage of decoding. The 1 out of 8 binary decoders 
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have been used. The top decoder decodes address 
Hnes A4 - A7, and the bottom decoder decodes 
address lines Ag ^ Ag. If only address Hnes Aq - A 7 
are being used for device selection, as in the case of 
I/O port selection in 8-bit systems, the bottom 
decoder may be disabled by setting switch S2 to the 
ground position. Address lines A7 and Ag drive 
enable inputs E2 or E3 of the decoders. The 
address lines Aq - A3 enter the second stage 
address decoder to produce 8 user device selects. 
The second stage decoder must first be enabled by 
an address that corresponds to the switch-selected 
base address. 



devices are simultaneously selected, and because 
the addressing within such a system is restricted 
by the extent of the address space occupied by such 
a scheme. 



Data Bus Drivers — For user designed logic 
which simply receives data from the MULTIBUS 
data lines, this portion of the bus interface logic 
may only consist of buffers. Buffers are required 
to ensure that maximum allowable bus loading is 
not exceeded by the user logic. 



Address decoding must be completed before the 
arrival of a command. Since the command may 
become active within 50 ns after stable address, 
the decode logic should be kept simple with a 
minimal number of layers of logic. Furthermore, 
the timing is extremely critical in systems which 
make use of the inhibit lines. 

A linear or unary select scheme in which no binary 
encoding of device address (e.g., address bit Aq 
selects device 0, address bit Ai selects device 1, 
etc.) is performed is not recommended because the 
scheme offers no protection in case multiple 
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Figure 13. Two Stage Decoding Scheme 



In systems where the user designed logic must 
place data onto the MULTIBUS data lines, three- 
state drivers are required. These drivers should be 
enabled only when a memory read command 
(MRDC/) or an I/O read command (lORC/) is 
present and the module has been addressed. 

When both the read and write functions are re- 
quired, parallel bidirectional bus drivers (e.g., Intel 
8226, 8287, etc.) are used. Anoteofcautionmustbe 
included for the designer who uses this type of 
device. A problem may arise if data hold time 
requiremients must be satisfied for user logic 
following write operations. When bus commands 
are used to directly produce both the chip select for 
the bidirectional bus driver and a strobe to a latch 
in the user logic, removal of that signal may not 
provide the user's latch with adequate data hold 
time. Depending on the specifics of the user logic, 
this problem may be solved by permanently 
enabling the data buffer's receiver circuits and 
controlling only the direction of the buffers. 



Control Signal Logic — The control signal logic 
consists of the circuits that forward the I/O and 
memory read/ write commands to their respective 
destinations, provide the bus with a transfer 
acknowledge response, and drive the system 
interrupt lines. 



Bus Command Lines 

The MULTIBUS information transfer protocol 
lines (MRDC/, MWTC/, lORD/. and lOWC/) 
should be buffered by devices with very high speed 
switching. Because the bus DC requirements 
specify that each board may load these lines with 
2.0 mA, Schottky devices are recommended. LS 
devices are not recommended due to their poor 
noise immunity. The commands should be gated 
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with a signal indicating the base address has been 
decoded to generate read and write strobes for the 
user logic. 

Transfer Acknowledge Generation 

The user interface transfer acknowledge genera- 
tion logic provides a transfer acknowledge re- 
sponse, XACK/, to notify the bus master that write 
data provided by the bus master has been accepted 
or that read data it has requested is available on 
the MULTIBUS data lines. XACK/ allows the bus 
master to conclude its current instruction. 

Since XACK/ timing requirements depend on both 
the CPU of the bus master and characteristics of 
the user logic, a circuit is needed which will provide 
a range of easily modified acknowledge responses. 

The transfer acknowledge signals must be driven 
by three-state drivers which are enabled when the 
bus interface is addressed and a command is 
present. 

Interrupt Signal Lines 

The asynchronous interrupt lines must be driven 
by open collector devices with a minimum drive of 
16 mA. 

In a typical Non Bus Vectored Inter/upt system, 
logic must be provided to assert and latch-up an 
interrupt signal. In addition to driving the 
MULTIBUS interrupt lines, the latched interrupt 
signal would be read by an I/O operation such as 
reading the module's status. The interrupt signal 
would be cleared by writing to the status register. 



III. MULTIBUSTM SLAVE DESIGN 
EXAMPLE 

A MULTIBUS slave design example has been 
included in this application note to reinforce the 
theory previously discussed. The design example 
is of general purpose I/O slave interface. This 
design example could easily be modified to be used 
as a slave memory interface by buffering the 
address signals and using the appropriate 
MULTIBUS memory commands. In addition, to 
help the reader better understand an application 
for an I/O slave interface, two Intel 8255A Parallel 
Peripheral Interface (PPI) devices are shown con- 
nected to the slave interface. 

The design example is shown in both 8/16-bit 
version and an 8-bit version. The 8/16-bit versioii 



is an I/O interface which will permit a 16-bit 
master to perform 8 or 16 bit data transfers. 8-bit 
masters may also use the 8/16-bit version of the 
design example to perform 8-bit data transfers. 

The 8-bit version of the design example may be 
used by both 8 or 16-bit masters, but will only 
perform 8-bit data transfers. It does not contain 
the circuitry required to perform 16-bit data 
transfers. 

Both the 8/16-bit version and the 8-bit version of 
the design example were implemented on an iSBC 
905 prototype board. The schematics for each of 
the examples are given in Appendices F and G. 



Functional/Programming Characteristics 

This section describes the organization of the 
slave interface from two points of view, the 
functional point of view and the programming 
characteristics. First, the principal functions 
performed by the hardware are identified and the 
general data flow is illustrated. This point of view 
is intended as an introduction to the detailed 
description provided in the next section; Theory of 
Operation. In the second point of view, the 
information needed by a programmer to access the 
slave is summarized. 



Functional Description — The function of this 
I/O slave is to provide the bus interface logic for 
general purpose I/O functions and for two Intel 
8255A Parallel Peripheral Interface (PPI) devices. 
Eight device selects (port addresses) are available 
for general purpose I/O functions. One of these 
device select lines is used to read and reset the state 
of an interrupt status flip-flop, the other seven 
device selects are unused in this design. An 
additional eight I/O device port addresses are 
used by the two 8255A devices; four I/O port 
addresses per 8255A (three I/O port address for 
the three parallel ports A, B, and C and the fourth 
I/O port address for the device control register). 

Figure 14 contains a functional block diagram of 
the slave design example. This block diagram 
shows the fundamental circuit elements of a bus 
slave: bidirectional data bus drivers/receivers, 
address decoding logic and bus control logic. Also 
shown is the address decoding logic for the low 
order four bits, the interrupt logic which is selected 
by this decoding logic, and the two 8255A devices. 
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Figure 14. MULTIBUS'^ Slave Design Example 
Functional Block Diagram 



Programming Characteristics — The slave 
design example provides 16 I/O port addresses 
which may be accessed by user software. The 
base address of the 16 contiguous port addresses 
is selected by wire wrap connections on the proto- 
type board. The wire wrap connections specify 
address bits ADR4/ - ADRB/. They allow the 
selection of a base address on any 16 byte 
boundary. Twelve address bits (ADRO/ - ADRB/) 
are used since 16-bit (8086 based) masters use 12 
bits to specity I/O port addresses. If an 8 bit (8080 
or 8085 based) master is used with this slave board, 
the high order address bits (ADR8/ -ADRB/) must 
not be used by the decoding circuits; a wire wrap 
jumper position (ground position) is provided for 
this. 

The 16 I/O port addresses are divided into two 
groups of 8 port addresses by decoding address line 
ADR3/. Port addresses XXO - XX7 are used for 
general I/O functions (XX indicates any hexi- 
decimal digit combination). Port address XXO is 
used for accessing the interrupt status flip-flop and 



port addresses XXI - XX7 are not used in this 
example. Port addresses XX8 - XXF are used for 
accessing the PPIs. If port addresses XX8 - XXF 
are selected, then ADRO/ is used to specify which 
of two PPIs are selected. If the address is even 
(XX8, XXA, XXC, or XXE) then one PPI is selected. 
If the address is odd (XX9, XXB, XXD, or XXF), 
then the other PPI is selected. ADRl/ and ADR2/ 
are connected directly to the PPIs. Table 1 
summarizes the I/O port addresses of the slave 
design example. Note that if a 16-bit master is 
used, it is possible to access the slave in a byte or 
word mode. If word access is used with port 
address XX8, XXA, XXC, or XXE, then 16 bit 
transfers will occur between the PPIs and the 
master. These 16 bit transfers occur because an 
even address has been specified and the MULTI- 
BUS BHEN/ signal indicates that a 16-bit 
transfer is requested. 

Theory of Operation 

In the preceding section, each of the slave design 
example functional blocks was identified and 
briefly explained. This section explains how these 
functions are implemented. For detailed circuit 
information, refer to the schematics in Appendices 
F and G. The schematic in Appendix F is on a 
foldout page so that the following text may easily 
be related to the schematic. 

The discussion of the theory of operation is divided 
into five segments, each of which discusses a 
different function performed by the MULTIBUS 
slave design example. The five segments are: 

1. Bus address decoding 

2. Data buffers 

3. Control signals 

4. Interrupt logic 

5. PPI operation 

Each of these topics are discussed with regard to 
the 8/16-bit version of the design example; 
followed by a discussion of the circuit elements 
which are required by the 8-bit version of the 
interface. 



Bus Address Decoding — Bus address decoding 
is performed by two 8205 1 out of 8 binary decoders. 
One decoder (A3) decodes address bits ADR8/ - 
ADRB/ and the second decoder (A2) decodes 
address bits ADR4/ - ADR7/. The base address 
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Table 1 
SLAVE DESIGN EXAMPLE PORT ADDRESSES 



I/O PORT ADDRESS 


READ 


WRITE 


BYTE ACCESS 






XXO 

XX1 - XX7 

XX8 

XX9 

XXA 

XXB 

XXC 

XXD 

XXE 

XXF 


Bit = Interrupt Status 
Unused 

Parallel Port A, Even PPi 
Parallel Port A, Odd PPI 
Parallel Port B, Even PPI 
Parallel Port B, Odd PPI 
Parallel Port C, Even PPI 
Parallel Port C, Odd PPI 
Illegal Condition 
Illegal Condition 


Reset Interrupt Status 
Unused 

Parallel Port A, Even PPI 
Parallel Port A, Odd PPI 
Parallel Port B, Even PPI 
Parallel Port B, Odd PPI 
Parallel Port C, Even PPI 
Parallel Port C, Odd PPI 
Control, Even PPI 
Control, Odd PPI 


WORD ACCESS 






XXO 

XX2 - XX6 

XX8 

XXA 

XXC 

XXE 


Bit - Interrupt Status 

Unused 

Parallel Port A, Even and Odd PPIs 

Parallel Port B, Even and Odd PPIs 

Parallel Port C, Even and Odd PPIs 

Illegal Condition 


Reset Interrupt Status 

Unused 

Parallel Port A, Even and Odd PPIs 

Parallel Port B, Even and Odd PPIs 

Parallel Port C, Even and Odd PPIs 

Control, Even and Odd PPIs 


XX = Any hex digits, assigned by jumpers; XX defines the base address. 



selected is determined by the position of wire wrap 
jumpers. The outputs of the two decoders are 
ANDed together to form the BASE ADR SELECT/ 
signal. This signal specifies the base address 
for a group of 16 I/O ports. Using the wire wrap 
jumper positions shown in the schematic, a base 
address of E3 has been selected. Therefore, this 
" MULTIBUS slave board will respond to I/O port 
addresses in the E30 - E3F range. 



If this slave board is to be usecl with 8-bit MULTI- 
BUS masters, the high order address bits must not 
be decoded. Therefore, the wire wrap jumper 
which selects the output of decoder A3 must be 
placed in the top (ground) position (pin 10 of gate 
A9 to ground). 

The low order 4 address lines ( ADRO/ - ADR3/) are 
buffered and inverted using 74LS04 inverters. 
These address lines are input to an 8205 for 
decoding a chip select for the interrupt logic; the 
address lines are also used directly by the PPIs. 
LS-Series logic is required for buffering to meet the 
MULTIBUS specification for I jL (low level input 



current). S-Series or standard series logic will not 
meet this specification. 

Address decoder A4 is used to decode addresses 
E30 - E37. The CSO/ output of this decoder is used 
to select the interrupt logic, thus I/O port address 
E30 is used to read and reset the interrupt latch. 
The remaining outputs from decoder A4 (CSl/ - 
CS7/) are not used in this example. They would 
normally be used to select other functions in a 
slave board with more capability. Note that in the 
schematic shown in Appendix G for the 8-bit 
version of this slave design example, the high 
order (ADR8/ - ADRB/) address decoder is not 
included and the BHEN/ signal is not used. 



Data Buffers — Intel 8287 8-bit parallel bi- 
directional bus drivers are used for the MULTI- 
BUS data lines UATO/ - DATE/. In the 8/16-bit 
version of the slave board, three 8287 drivers 
are used. 

When an 8-bit data transfer is requested, either 
driver A5, which is connected to on-board data 
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lines DO - D7, or driver A6, which is connected to 
on-board data Unes D8 - DF, is used. If a byte 
transfer is requested from an even address, driver 
A5 will be selected. If a byte transfer from an odd 
address is requested, driver A6 will be selected. All 
byte transfers take place on MULTIBUS data 
lines DATO/ - DAT7/. When a word (16-bit) 
transfer is requested from an even address, drivers 
A5 and A7 will be used. Note that if a user program 
requests a word transfer from an odd address, 
16-bit masters in the iSBC product line will 
actually perform two byte transfer requests. 

The logic which determines the chip selection 
(8287 input signal OE, output enable) signals for 
the bus drivers uses the low order address bit 
(ADRO/) and the buffered Byte High Enable 
signal (BHENBL/). Note that the MULTIBUS 
signal BHEN/ has been buffered with an 74LS04 
inverter. This is done to meet the bus address line 
loading specification. The SWAP BYTE/ signal 
which is generated is qualified by the BD ENBL/ 
signal and used to select the bus drivers. 

The steering pin for the 8287 drivers is labelled T 
(transmit) and is driven by the signal RD. When 
an input (read) request is active or when neither a 
read or write command is being serviced, the 
direction of data transfer of the 8287 will be set for 
B to A. 

The 8287 drivers are set to point IN (direction B to 
A) when no MULTIBUS I/O transfer command is 
being serviced for two reasons. First, if the driver 
were pointed OUT (direction A to B) and a write 
command occured, it would be necessary to turn 
the buffers IN and set the OE (output enable) 
signal active before the data could be transferred 
to the on-board bus. A possibility of a "buffer- 
fight" could occur in some designs if theOE signal 
permitted an 8287 to drive the MULTIBUS data 
lines momentarily before the steering signal could 
switch the direction of the 8287. In this case, both 
the MULTIBUS master and the slave would be 
driving the data lines; this is not recommended. 
(In this particular design, the steering signal will 
always stabilize before the OE signal becomes 
active.) 

The second reason the driver is pointing IN when 
no command is present is due to the "data valid 
after WRITE" requirements of the 8255As. The 
8255A requires that data remain on its data lines 
for 30 ns after the WRITE command (WR at the 
8255A) is removed. This requirement will be met if 
the direction of the 8287 drivers is not switched 



when the MULTIBUS lOWC/ signal is removed 
(WRT/ could have been used to steer the 8287 
instead of RD); and if the capacitance of the on- 
board data bus lines is sufficient to hold the data 
values on the bus after the 8287 OE signal and the 
8255A PPI WRT/ signal go inactive. The on-board 
data bus may easily be designed such that the 
capacitance of the lines is sufficient to meet the 30 
ns data hold time requirement. In addition, the 
current leakage of all devices connected to the on- 
board bus must be kept small to meet the 30 ns data 
hold time requirement. 

The 8-bit version of this design example uses only 
one 8287 instead of the three required by the 8/16- 
bit version. The logic required to control the swap 
byte buffer is also not necessary. The chip select 
signal used for the 8287 is the BD ENBL/ signal. 



Control Signals — The MULTIBUS control 
signals used by this slave design example are 
lORC/, lOWC/, and XACK/. lORC/ and lOWC/ 
are qualified by the BASE ADR SELECT/ signal 
to form the signals RD and WRT. RD and WRT 
are used to drive the interrupt logic, the PPI logic 
and the XACK/ (transfer acknowledge) logic. 

For the XACK/ logic RD and WRT are ORed to 
form the BD ENBL/ signal which is inverted and 
used to drive the CLEAR pin of a shift register. 
When the slave board is not being accessed, the 
CLEAR pin of the shift register will be low (BD 
ENBL/ is high). This causes the shift register to 
remain cleared and all outputs of the shift register 
will be low. When the slave board is accessed, the 
CLEAR pin will be high, and the A and B inputs 
(which are high) will be clocked to the output pins 
by CCLK/. To select a delay for the XACK/ signal, 
a jumper must be installed from one of the shift 
register output pins to the 8089 tri-state driver. 
Each of the shift register output pins select an 
integer multiple of CCLK/ periods for the signal 
delay. Since the CCLK/ signal is asynchronous, 
the actual delay selected may only be specified 
with a tolerance of one CCLK/ period. In this 
example a delay of 3 - 4 CCLK/ periods was 
selected; with a CCLK/ period of 100 ns, the 
XACK/ delay would occur somewhere within the 
range of 300 - 400 ns from the time when the 
CLEAR signal goes high. 

The control signal logic used in the 8-bit version of 
the slave design example is identical to the logic 
used in the 8/16-bit version. 
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Interrupt Logic — The interrupt logic uses a 
74S74 flip-flop to latch an asynchronous interrupt 
request from some external logic. The Q output 
of the INTERRUPT REQUEST LATCH is output 
through an open collector gate to one of the 
MULTIBUS interrupt lines. The state of the 
INTERRUPT REQUEST LATCH is transferred 
to the INTERRUPT STATUS LATCH when a 
read command is performed on I/O port BASE 
ADDRESS+0 (E30 for the jumper configuration 
shown). The Q output of INTERRUPT STATUS 
LATCH is used to drive data line DO of the on- 
board data bus by using an 8089 tri-state driver. 
If a user program performs an INPUT from I/O 
port E30, data bit will be set to 1 if the INTER- 
RUPT REQUEST LATCH is set. 

The purpose of INTERRUPT STATUS LATCH is 
to minimize the possibility of the asynchronous 
interrupt occuring while the interrupt status is 
being read by a bus master. If the latch was not 
included in the design and an asynchronous inter- 
rupt did occur while a bus master is reading 
MULTIBUS data line DATO/, a data buffer on the 
master could go into a meta-stable state. By 
adding the extra latch, which is clocked by the 
lORD/ command for I/O port E30, the possibility 
of data line DATO/ changing during a bus master 
read operation is eliminated. 

The INTERRUPT REQUEST LATCH is cleared 
when a user program performs an OUTPUT to I/O 
port E30. 

This interrupt structure assumes that several 
interrupt sources may exist on the same MULTI- 
BUS interrupt line (for example, INT3/). When the 
MULTIBUS master gets interrupted, it must poll 
the possible sources of the interrupt received and 
after determining the source of the interrupt, it 
must clear the INTERRUPT REQUEST LATCH 
for that particular interrupt source. 

The interrupt logic for the 8-bit version of the 
design example is identical to the interrupt logic of 
the 8/16-bit version of the design example. 



PPI Operation - Two 8255 A Parallel Peripheral 
Interface (PPI) devices are shown interfaced to 
the slave design example logic. One PPI is con- 
nected to the on-board data bus lines DO - D7 and 
is addressed with the even I/O port addresses 
E38, E3A, E3C, and E3E. The second PPI is 
connected to data bus lines D8 - DF and is address- 
ed with the odd I/O port addresses E39, E3B, 



E3D, and E3F. The even or odd I/O port selection 
is controlled by using the ADRO address line in 
the chip select term of the PPIs. In addition, the 
odd PPI (All) is selected when the BHENBL 
term is high. This occurs when the MULTIBUS 
signal BHEN/ is low indicating that a word 
(16-bit) I/O instruction is being executed. When 
a word I/O instruction is executed, both PPIs will 
perform the I/O operation specified. 

The specifications of the 8255A device state that 
the address lines AO and Al and the chip select 
lines must be stable before the RD or WR lines are 
activated. The MULTIBUS specification address 
set-up time of 50 ns and the short gate propagation 
delays in this design assure that the address lines 
are stable before RD or WR are active. 

The data hold requirements of the 8255A were 
discussed in a previous section. The 8255A speci- 
fication states that data will be stable on the data 
bus lines a maximum of 250 ns after a READ 
command. This specification was used to select 
the delay for the XACK/ signal. 

The PPI operation for the 8-bit version of the 
design example is slightly different than that used 
for the 8/16-bit version. The chip select signal for 
the bottom PPI does not use the BHENBL term 
since 16-bit data transfers are not possible with an 
8-bit I/O slave board. Also, the chip select and 
address signals Have been swapped so the top PPI 
occupies I/O address range X8 - XB, and the 
bottom PPI occupies I/O address range XC - XF (X 
is the base address of the 8-bit version). This 
swapping of the address lines was not necessary; 
however, it was thought to be more convenient to 
access the PPIs in two groups of 4 contiguous I/O 
port addresses. 



IV. SUMMARY 

This application note has shown the structure of 
the Intel MULTIBUS system bus. The structure 
supports a wide range of system modules from the 
Intel OEM Microcomputer Systems product line 
that can be extended with the addition of user 
designed modules. Because the user designed 
modules are no doubt unique to particular applica- 
tions, a goal of this application note has been to 
describe in detail the singular common element - 
the bus interface. Material has also been 
presented to assist the systems designer to under- 
standing the bus functions so that successful 
systems integration can be achieved. 
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APPENDIX A 
PIN ASSIGNMENT OF BUS SIGNALS ON MULTIBUS BOARD PI CONNECTOR 





PIN 


(COMPONENT SIDE) 


PIN 


(CIRCUIT SIDE) 


MNEMONIC 


DESCRIPTION 


MNEMONIC 


DESCRIPTION 


POWER 
SUPPLIES 


1 
3 
5 
7 
9 
11 


GND 
+ 5V - 
+ 5V 
+ 12V 
-5V 
GND 


Signal GND 
+ 5Vdc 
+ 5Vdc 
+12Vdc 
-5Vdc 
Signal GND 


2 
4 
6 
8 

10. 

12 


GND 
+ 5V 
+ 5V 
+ 12V 
-5V 
GND 


Signal GND 
,+5Vdc 
+ 5Vdc 
+12Vdc 
-5Vdc 
Signal GND 


BUS 
CONTROLS 


13 
15 
17 
19 
21 
23 


BCLK/ 

BPRN/ 

BUSY/ 

MRDC/ 

I0RC7 

XACK/ 


Bus Clock 
BusPri.ln 
Bus Busy 
Mem Read Cmd 
I/O Read Cmd 
XFER Acknowledge 


14 
16 
18 
20 
22 
24 


INIT/ 
BPRO/ 
BREQ/ 
MWTC/ 
, lOWC/ 
INH1/ 


Initialize 
BusPri.Out 
Bus Request 
Mem Write Cmd 
I/O Write Cmd 
Inhibit 1 disable RAM 


BUS 

CONTROLS 
AND 
ADDRESS 


25 
27 
29 
31 
33 


BHEN/ 
CBRQ/ 
CCLK/ 
INTA/ 


Reserved 

Byte High Enable 

Common Bus Request 

Constant Clk 

IntrAcknowledge 


26 
28 
30 
32 
34 


INH2/ 
AD10/ 
AD11/ 
AD12/ 
AD13/ 


Inhibit 2 disable PROM or ROM 

Address 
Bus 


INTERRUPTS 


35 
37 
39 
41 


INT6/ 
INT4/ 
INT2/ 
INTO/ 


Parallel 
Interrupt , 
Requests 


36 
38 
40 
42 


INT7/ 
INT5/ 
INT3/ 
INT1/ 


Parallel 

Interrupt 

Requests 


ADDRESS 


43 
45 
47 
49 
51 
53 
55 
57 


ADRE/ 
ADRC/ 
ADRA/ 
ADR8/ 
ADR6/ 
ADR4/ 
ADR2/ 
ADRO/ 


Address 
Bus 


44 
46 
48 
50 
52 
54 
56 
58 


ADRF/ 
ADRD/ 
ADRB/ 
ADR9/ 
ADR7/ 
ADR5/ 
ADR3/ 
ADR1/ 


Address 
Bus 


DATA 


59 
61 
63 
65 
67 
69 
71 
73 


DATE/ 
DATC/ 
DATA/ 
DAT8/ 
DAT6/ 
DAT4/ 
DAT2/ 
DATO/ 


Data 
Bus 


60 
62 
64 
66 
68 
70 
72 
74 


DATF/ 
DATD/ 
DATB/ 
DAT9/ 
DAT7/ 
DAT5/ 
DAT3/ 
DAT1/ 


Data 
Bus 


POWER 
SUPPLIES 


75 
71 
79 
81 
83 
85 


GND 

-12V 
+ 5V 
+ 5V 
GND 


Signal GND 
Reserved 
-12Vdc 
+ 5Vdc 
+ 5Vdc 
Signal GND 


76 
78 
80 
82 
84 
86 


GND 

-12V 
+ 5V 
+ 5V 
GND 


Signal GND 
Reserved 
-12Vdc 
+ 5Vdc 
+ 5Vdc 
Signal GND 


All Mnemonics © Intel Corporation 1978 
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APPENDIX A (Continued) 
P2 CONNECTOR PIN ASSIGNMENT OF OPTIONAL BUS SIGNALS 



PIN 


(COMPONENTSIDE) 


PIN 


(CIRCUITSIDE) 


MNEMONIC 


DESCRIPTION 


MNEMONIC 


DESCRIPTION 


1 


GND 


Signal GND 


2 


GND 


Signal GND 


3 


5 VB 


+ 5V Battery 


4 


5 VB 


+ 5V Battery 


5 




Reserved 


6 


VCCPP 


+ 5V Pulsed Power 


7 


-5 VB 


-5V Battery 


8 


-5 VB 


-5V Battery 


9 




Reserved 


10 


Reserved 




11 


,12 VB 


+ 12V Battery 


12 


12 VB 


+ 12V Battery 


13 


PFSR/ 


Power Fail Sense Reset 


14 


Reserved 




15 


-12 VB 


-12V Battery 


16 


-12 VB 


-12V Battery 


17 


PFSN/ 


Power Fail Sense 


18 


ACLO 


AC Low 


19 


PFIN/ 


Power Fail Interrupt 


20 


MPRO/ 


Memory Protect 


21 


GND 


Signal GND 


22 


GND 


Signal GND 


23 


+ 15V 


+ 15V 


24 


+ 15V 


+ 15V 


25 


-15V 


-15V 


26 


-15V 


-15V 


27 


PARI/ 


Parity 1 


28 


HALT/ 


Bus Master HALT 


29 


PAR2/ 


Parity 2 


30 


WAIT/ 


Bus Master WAIT STATE 


31 


\ 




32 


ALE 


Bus Master ALE 


33 


\ 




34 


Reserved 




35 


1 




36 


Reserved 




37 


1 




38 


AUX RESET/ 


Reset switch 


39 


f 




40 


\ 




40 


\ 




42 


1 




43 


> Reserved 




44 


1 




45 


/ 




46 


1 




47 


1 




48 


1 




49 


1 




50 


> Reserved 




51 


I 




52 


1 




53 


1 




54 


1 




55 


1 




56 


1 




57 


1 




58 


1 




59 






60 


' 




Notes: 








1 . PFIN, on slave modules, if possible, should have the o 


Dtionof cor 


nectingtolNTO/ on 


PI. 


2. All undefined pins are reserved for future use. 








All Mnemonics © Intel Corporation 1978 
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APPENDIX B 
BUS TIMING SPECIFICATIONS SUMMARY 



Parameter 


Description 


Minimum 


Maximum 


Units 


tBCY 


Bus Clock Period 


100 


D.C. 


ns 


tBW 


Bus Clock Width 


0.35 tBCY 


0.65 tBCY 




tSKEW 


BCLK/skew 




3 


ns 


tPD 


Standard Bus 
Propagation Delay 




: 3 




tAS 


Address Set-Up Time 
(at Slave Board) 


50 




ns 


tDS 


Write Data Set • 
Up Time 


50 




ns 


tAH 


Address Hold Time 


50 




ns 


tDHW 


Write Data Hold Time 


50 




ns 


tDXL 


Read Data Set 
UpTimeToXACK 







ns 


tDHR 


Read Data Hold Time 





65 


ns 


tXAH 


Acknowledge Hold 
Time 





65 


ns 


txACK 


Acknowledge Time 





tTOUT 


ns 


tCMD 


Command Pulse 
Width 


100 


tTOUT 


ns 


t|D 


Inhibit Delay 





100 

(Recommend < 100 ns) 


ns 


tXACKA 


Acknowledge Time of 
of an Inhibited Slave 


t|AD + 50ns 


tTOUT 




tXACKB 


Acknowledge Time of 
an Inhibiting Slave 


1.5 


tTOUT 


MS 


t|AD 


Acknowledge Disable 
from Inhibit (An 
internal parameter on 
an inhibited slave; 
used to determine 
tXACKA Min.) 





100 
(arbitrary) 


ns 


tAIZ 


Address to Inhibits 
High delay 




100 


ns 


tiNTA 


INTA/ Width 


250 




ns 


tCSEP 


Command Separation 


100 




ns 
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APPENDIX B (Continued) 
BUS TIMING SPECIFICATIONS SUMMARY 



Parameter 


Description 


Minimum 


Maximum 


Units 


tBREQL 


iBCLK/toBREQ/ 
Low Delay 





35 


ns 


tBREQH 


iBCLK/toBREQ/ 
High Delay 





35 


ns 


tBPRNS 


BPRN/ toiBCLK/ 
Setup Time 


22 




ns 


tBUSY 


BUSY/ delay 
fromlBCLK/ 





70 


ns 


tBUSYS 


BUSY/toiBCLK/ 
Setup Time 


25 




ns 


tBPRO 


iBCLK/toBPRO/ 
(CLK to Priority Out) 





40 


ns 


tBPRNO 


BPRN/toBPRO/ 
(Priority In to Out) 





30 


ns 


tCBRO 


iBCLK/toCBRQ/ 

(CLKto Common 

Bus Request) 





60 


ns 


tCBRQS 


CBRQ/tolBCLK/ 
SetupTime 


35 




ns 


tCPM 


Central Priority 
Module Resolution 
Delay (Parallel 
Priority) 





tBCY-tBREQ 
-2tpD 
-tBPRNS 
-tSKEW 




tCCY 


C-clock Period 


100 


110 


ns 


tew 


C-clock Width 


0.35 tcCY 


0.65 tcCY 


ns 


tiNIT 


INIT/Width 


5 




rtis 


tiNITS 


INIT/toMPRO/ 
SetupTime 


100 




ns 


tPBD 


Power Backup 
Logic Delay 





200 


ns 


tPFINW 


PFIN/ Width 


2.5 




ms 


tMPRO 


MPRO/ Delay 


2.0 


2.5 


ms 


tACLOW 


ACLO/ Width 


3.0 




ms 


tPFSRW 


PFSR/ Width 


100 




ns 


tTOUT 


Timeout Delay 


5 


00 


ms 


tDCH 


D.C. Power Supply 
Hold from ALCO/ 


3.0 




ms 


tDCS 


D.C. Power Supply 
Setup to ACLO/ 


5 




ms 



A-201 



AP-28A 



APPENDIX C 
BUS DRIVERS, RECEIVERS, AND TERMINATIONS 



Driver 1,3 


Receiver 2.3 


Termination | 


Bus Signals 


Location 


Type 


"OL 
Minma 


IQH Co 
Mln^a Maxpf 


Location 


III 
Maxma 


l|H 
Max^a 


C| 
Maxpf 


Location 


Type 


R Units 


DATO/-DATF/ 
(16 lines) 


Masters 
and Slaves 


TRI 


16 


-2000 300 


Masters 
and Slaves 


-0.8 


125 


, 18 


. 1 place 


Pullup 


2.2 KQ 


ADRO/-ADRB/, 


Masters 


TRI 


16 


-2000 300 


Slaves 


-0.8 


125 


18 


1 place 


Pullup 


2.2 KQ 


BHEN/ 
(21 lines) 










• 














MRDC/.MWTC/ 


Masters 


TRI 


32 


-2000 300 


Slaves 
(Memory; 
memory- 
mapped I/O) 


-2 


125 


18 


1 place 


Pullup 


1 KC 


lORC/.IOWC/ 


Masters 


TRI 


32 


-2000 300 


Slaves 
(I/O) 


-2 


125 


18 


1 place 


Pullup 


1 KQ 


XACK/ 


Slaves 


TRI 


32 


-2000 300 


Masters 


-2 


125 


18 


1 place 


Pullup 


510 Q 


INH1/,INH2/ 


Inhibiting 
Slaves 


OC 


16 


- i 300 


Inhibited 
Slaves 

(RAM. PROM, 
ROM, Memory- 
Mapped I/O) 


-2 


50 


18 


1 place 


Pullup 


1 KQ 


BCLK/ 


1 place 
(Master us) 


TTL 


48 


-3000 300 


Master 


-2 


125 


18 


Mother- 
board 


To-h5V 
ToGND 


220 Q 

330 Q 


BREQ/ 


Each 
Master 


TTL 


5 


-400 60 


Central 
Priority 
Module 


: 2 


50 


18 


Central 
Priority 
Module 
(not req) 


Pullup 


1 KQ 


BPRO/ 


Each 
Master 


TTL : 


5 


-400 ; 60 


Next Master 
in Serial 
Priority 
Chain at 
its BPRN/ 


-1.6 


50 


18 


(not req) 






BPRN/ 


Parallel: 

Central 

Priority 

Module 

Serial:Prev 

Masters 

BPRO/ 


TTL 


5 


-400 , 300 


Master 


■ -2 


50 




(not req) 






BUSY/.CBRQ 


All Masters 


O.C. 


32 


- 300 


All Masters 


-2 


50 


18' 


1 place 


Pullup 


1 KQ 


INIT/,,, 


Master 


O.C. 


32 


- 300 


All 


-2 


50 


18 


1 place 


Puliup 


2.2 KQ 


CCLK/.t 


1 place 


TTL 


48 


-3000: 300 


Any 


-2 


125 


18 


Mother- 
board 


To > 5V 
ToGND 


220 Q 
330 Q 


INTA/ 


Masters 


TRI 


32 


-2000 300 


Slaves 
(Interrupting 
I/O) 


-2 


125 


18 


1 place 


Pullup 


1 KQ 


INT0/-INT7/ 
(8 lines) 


Slaves 


O.C. 


16 


- 300 


Masters 


-1.6 


40 


18 


1 place 


Pullup 


1 KQ 


PFSR/ 


User's Fron 
Panel? 


TTL 


16 


-400 300 


Slaves, 
Masters 


-1.6 


40 


. 18 


1 place 


. Pullup 


1 KQ 


PFSN/ 


Power Back 
Up Unit 


TTL 


16 


-400 300 


Masters 


-1.6 


40 


16 


1 place 


Pullup 


1 KQ 


ACLO 


Power 
Supply 


O.C. 


16 


-400 300 


Slaves, 
Masters 


-1.6 


40 


18 


1 place 


Pullup 


1 KQ 


PFIN/ 


Power Back- 
up Unit 


O.C. 


16 


-400 300 


Masters 


-1.6 


40 


18 


1 place 


Pullup 


1 KQ 


MPRO/ 


Power Back- 
up Unit 


TTL 


16 


-400 300 


Slaves 
Masters 


-1.6 


40 


18 


1 place 


Pullup 


1 KQ 
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APPENDIX C (Continued) 
BUS DRIVERS, RECEIVERS, AND TERMINATIONS 



Driver 1,3 


Receiver 2,3 


Termination | 


Bus Signals 


Location 


Type 


lOL 'OH Co 
Minma Mln^a Maxpf 


Location 


•iL l|H C| 
Maxma Max^a Maxpf 


Location 


Type 


R Units 


Aux Reset/ 


User's 

Front 

Panel? 


Switch 
toGND 




Masters 


-2 50 18 


None 






Notes: 

1. Driver Requirements 

10H = High Output Current Drive 
Iql = Low Output Current Drive 
Co = Capacitance Drive Capability 
TRI = 3-State Drive 
O.C. = Open Collector Driver 
TTL = Totem-pole Driver 

2. Receiver Requirements 

l|H = High Input Current Load 
l|L = Low Input Current Load 
Ci = Capacitive Load 

3. TTL low state must be > -0.5v but ^0.8v at the receivers 
TTL high state must be±. 2.0v but < 5.5v at the receivers 

4. For the iSBC 80/10 and the iSBC 80/10A use only a 1K pull-up resistor to +5v for BCLK/ and CCLK/ termination. 



A-203 



AP-28A 



APPENDIX D 
BUS POWER SPECIFICATIONS 





Standard (P1) 


Optional (P2) 






Analog 


Power 


Battery Power Backup 




Ground 


+ 5 +12 


-12 


+ 15 


-15 


+ 5 +12 


-12 


-5 


Mnemonic 


GND 


+ 5V +12V 


-12V 


+ 15V 


-15V 


+ 5B +128 


-128 


-58 


Bus Pins 


PI + 1,2, 


P1 + 3,4, PI + 7,8 


PI + 79, 


P2 + 23, 


P2 + 25, 


P2 + 3,4, P2+11, 


P2+15, 


P2-7,8 




11,12, 
75,76 
85,86 


5,6,81, 
82,83, 
84 


80 


24 


26 


5,6 12 


16 




Nominal Output 


Ref. 


+ 5.0V + 12.0V 


- t2.0V 


+ 15.0V 


-15.0V 


+ 5.0V + 12.0V 


-12.0V 


-5.0V 


Tolerance from 


















Nominal' 


Ref. 


±5% ±5% 


±5% 


±3% 


±3% 


±5% ±5% 


±5% 


±5% 


Ripple 
(Pk-Pk)^ 


Ref. 


50 mV 50 mV 


50 mV 


10 mV 


10 mV 


50 mV 50 mV 


50 mV 


50 mV 


Transient 


















Response 
Time^ 




500 /xs 500/xS 


500 MS 


100 /xS 


100 /iS 


500 /xS 500 /xS 


500 /xS 


500 /xS 


Transient 


















Deviation* 




±10% ±10% 


±10% 


±10% 


±10% 


±10% ±10% 


±10% 


±10% 


NOTES: 












1. Tolerance is worst case, including initial voltage setti 
state influences. 


ng line and load effects of 


power source, temperature drift, and any additional steady 


2. As measured over any bandwidth not to exceed to 500 kHz. 








3. As measured from the start of a load change to the time an output recovers within ± 0.1% of final voltage. 






4. Measured as the peak deviation from the initial voltage. 
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APPENDIX E 
MECHANICAL SPECIFICATIONS 




CHAMFER ALL 
CONNECTOR EDGES 
0.040 X 45° 






BOARD THICKNESS: 0.062 

MULTIBUS CONNECTOR: 86-PIN, 0.156 SPACING 
CDCVFB01E43D00A1 
VIKING 2VH43/1ANE5 

AUXILIARY CONNECTOR: 60-PIN, 0.100 SPACING 
CDC VPB01B30D00A1 



B> 



EJECTOR TYPE: SCANBE #S203 

BUS DRIVERS AND RECEIVERS SHOULD BE LOCATED AS CLOSE AS POSSIBLE TO 
THEIR RESPECTIVE MULTIBUS PIN CONNECTIONS 

BOARD SPACING: 0.6 

COMPONENT HEIGHT: 0.4 

CLEARANCE ON CONDUCTOR NEAR EDGES: 0.050 
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Device Specifications 



B 



iny 



iAPX 86/10 
16-BIT HMOS MICROPROCESSOR 

8086/8086-2/8086-1 



■ Direct Addressing Capability to 1 
MByte of Memory 

■ Architecture Designed for Powerful 
Assembly Language and Efficient High 
Level Languages. 

■ 14 Word, by 16-Bit Register Set with 
Symmetrical Operations 

■ 24 Operand Addressing Modes 



Bit, Byte, Word, and Block Operations 

8 and 16-Bit Signed and Unsigned 
Arithmetic in Binary or Decimal 
Including Multiply and Divide 

Range of Clock Rates: 

5 MHz for 8086, 

8 MHz for 8086-2, 
10 MHz for 8086-1 

MULTIBUS^" System Compatible 
Interface 



The Intel iAPX 86/10 high performance 16-bit CPU is available in three clock rates: 5, 8 and 10 MHz. The CPU is 
implemented in N-Channel, depletion load, silicon gate technology (HMOS), and packaged in a 40-pin CerDIP package. 
The iAPX 86/10 operates in both single processor and multiple processor configurations to achieve high performance 
levels. 



EXECUTION UNIT BUS INTERFACE UNIT 



REGISTER FILE 



1 r 



DATA. 

POINTER, AND 

INDEX REGS 

(8 WORDS) 






SEGMENT 

REGISTERS 

AND 

INSTRUCTION 

POINTER 

(SWORDS) 



K A,9/S6 



311 



BUS (isNaDis-AOo 

INTERFACE XT/ 

"NIT K 

3 ^INTA.RD.WR 



3 )DT/R.DEN,ALE 



6BVTE 

INSTRUCTION 

QUEUE 



TEST — 
INT — 

NMI 

RQ/GTH:;A2A control 4 timing 

HOLD 

HLDA — 



"¥ 






LOCK 

QSo.QS, 

S^.S^.S^ 



GND C 


1 


V-' 


40 


1 Vcc 


AD14C 


2 




39 


D 


AD15 


AD13 C 


3 




38 


: 


A16/S3 


AD12 C 


4 




37 


J A17/S4 


AD11 C 


5 




36 


D 


A18/S5 


AD10 C 


6 




35 


D 


A19/S6 


AD9 C 


7 




34 


3 


BHE/S7 


AD8 C 


8 




33 


3 


MN/MX 


AD7 C 
AD6C 


9 
10 


8086 
CPU 


32 
31 


3 
3 


RD 

RQ/GTO (HOLD) 


ADS C 


n 




30 


3 


RQ/GTi (HLDA) 


AD4 C 


12 




29 


3 


LOCK (WR) 


AD3 C 


13 




28 


3 


S2 (M/IO) 


AD2 C 


14 




27 


3 


SI (DT/R) 


AD1 C 


15 




26 


3 


SO (DEN) 


ADO C 


16 




25 


3 


QSO (ALE) 


NMI C 


17 




24 


3 


QS1 (INTA) 


INTR Q 


18 




23 


3 


TEST 


CLK C 


19 




22 


3 


READY 


GND C 


20 




21 


3 


RESET 




40 LEAD 







CLK RESET READY MN/MX GND 



Figure 1. iAPX 86/10 CPU Blocic Diagram 



Figure 2. iAPX 86/10 Pin Configuration 
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Table 1. Pin Description 

The following pin function descriptions are for IAPX 86 systems in eittier minimum or maximum mode. The "Local 
Bus" in these descriptions is the direct multiplexed bus interface connection to the 8086 (without regard to additional 
bus buffers). 



Symbol 


Pin No. 


Type 


Name and Function 


AD15-AD0 


2-16,39 


I/O 


Address Data Bus: These lines constitute the time multiplexed memory/10 address (Ti) 
and data (T2, T3» Tw. T4) bus. Aq is analogous to BHE for the lower byte of the data bus, 
pins D7-D0. It is LOW during Ti when a byte is to be transferred on the lower portion of 
the bus in memory or I/O operations. Eight-bit oriented devices tied to the lower half 
would normally use Aq to condition chip select functions. (See BHE.) These lines are 
active HIGH and float to 3-state OFF during interrupt acknowledge and local bus "hold 
acknowledge." 


A19/S6. 
A18/S5, 
A17/S4. 
A16/S3 


35-38 





Address/Status: During Ti these are the four most signi- 
ficant address lines for memory operations. During I/O 
operations these lines are LOW. During memory and I/O 
operations, status information is available on these 
lines during T2, T3, Tw, and T4. The status of the interrupt 
enable FLAG bit (S5) is updated at the beginning of each 
CLK cycle. A17/S4 and A16/S3 are encoded as shown. 

This information indicates which relocation register is 




A17/S4 


Aie/sa 


Characteristics 


O(LOW) 


1(HIGH) 
1 

SgisO 
(LOW) 




1 

1 


Alternate Data 

Stack 

Code or None 

Data 


presently being used for data accessing. 

These lines float to 3-state OFF during local bus "hold 
acknowledge." 




BHE/S7 


34 





Bus High Enable/Status: During Ti the bus high enable 
signal (BHE) should be used to enable data onto the 




most significant half of the data bus, pins D15-D8. Eight- 
bit oriented devices tied to the upper half of the bus 
would normally use BHE to condition chip select func- 
tions. BHE is LOW during Ti for read, write, and inter- 
rupt acknowledge cycles when a byte is to be transfer- 
red on the high portion of the bus. The S7 status informa- 
tion is available during T2, T3, and T4. The signal is active 
LOW, and floats to 3-state OFF in "hold." It is LOW dur- 
ing Ti for the first interrupt acknowledge cycle. 


BHF 


Ao 


Characteristics 





1 
1 



1 



1 


Whole word 
Upper byte from/ 
to odd address 
Lower byte from/ 
to even address 
None 




RD 


32 





Read: Read strobe indicates that the processor is performing a memory of I/O read cy- 
cle, depending on the state of the S2 pin. This signal is used to read devices which 
reside on the 8086 local bus. RD is active LOW during T2, T3 and Tw of any read cycle, 
and is guaranteed to remain HIGH in T2 until the 8086 local bus has floated. 

This signal floats to 3-state OFF in "hold acknowledge." 


READY 


22 


1 


READY: is the acknowledgement from the addressed memory or I/O device that it will 
complete the data transfer. The READY signal from memory/IO is synchronized by the 
8284A Clock Generator to form READY. This signal is active HIGH. The 8086 READY in- 
put Is not synchronized. Correct operation is not guaranteed if the setup and hold 
times are not met. 


INTR 


18 


1 


Interrupt Request: is a level triggered input which is sampled during the last clock cy- 
cle of each instruction to determine If the processor should enter into an interrupt 
acknowledge operation. A subroutine is vectored to via an interrupt vector lookup table 
located in system memory. It can be internally masked by software resetting the inter- 
rupt enable bit. INTR is Internally synchronized. This signal is active HIGH. 


TEST 


23 


1 


TEST: input is examined by the "Wait" instruction. If the TEST input is LOW execution 
continues, otherwise the processor waits in an "Idle" state. This input is synchronized 
internally during each clock cycle on the leading edge of CLK. 
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Table 1. Pin Description (Continued) 



Symbol 


Pin No. 


Type 


Name and Function 


NMI 


17 


1 


Non-masl(abie interrupt: an edge triggered input which causes a type 2 interrupt. A 
subroutine is vectored to via an interrupt vector lookup table located in system 
memory. NMI is not maskable internally by software. A transition from a LOW to HIGH 
initiates the interrupt at the end of the current instruction. This input is internally syn- 
chronized. 


RESET 


21 


1 


Reset: causes the processor to immediately terminate its present activity. The signal 
must be active HIGH for at least four clock cycles. It restarts execution, as described in 
the Instruction Set description, when RESET returns LOW. RESET is internally syn- 
chronized. 


CLK 


19 


1 


Cloclc provides the basic timing for the processor and bus controller. It is asymmetric 
with a 33% duty cycle to provide optimized internal timing. 


Vcc 


40 




Vcc: + 5V power supply pin. 


GND 


1,20 




Ground 


MN/MX 


33 


1 


Minimum/Maximum: indicates what mode the processor is to operate in. The two 
modes are discussed in the following sections. 



The following pin function descriptions are for ttie 8086/8288 system in maximum mode (i.e., I^N/I\/IX= Vss). Oniy tfie 
pin functions whicfi are unique to maximum mode are described; all other pin functions are as described above. 



S2, Si, So 


26-28 





Status: active during T4, Ti, and T2 and is returned to the 


1 


passive state (1,1,1) during T3 or during Tw when READY 
is HIGH. This status is used by the 8288 Bus Controller 
to generate all memory and I/O access control signals. 
Any change by S2, Si, or Sq during T4 is used to indicate 
the beginning of a bus cycle, and the return to the pas- 
sive state in T3 or Tw is used to indicate the end of a bus 
cycle. 

These signals float to 3-state OFF in "hold acknowl- 


S2 


Si 


So 


Characteristics 


(LOW) 





1 (HIGH) 
1 

1 
1 





1 
1 



1 
1 




1 



1 



1 



1 


Interrupt 

Acknowledge 

Read I/O Port 

Write I/O Port 

Halt 

Code Access 

Read Memory 

Write Memory 

Passive 


edge." These status lines are encoded as shown. 




RQ/GTo, 
RQ/GTi 


30,31 


I/O 


Request/Grant: pins are used by other local bus masters to force the processor to 
release the local bus at_the end of the processor's current bus cycle. Each pin is 
bidirectional with RQ/GTq having higher priority than RQ/GTi. RQ/GT has an internal 
pull-up resistor so may be left unconnected. The request/grant sequence is as follows 
(see Figure 9): 

1. A pulse of 1 CLK wide from another local bus master indicates a local bus request 
("hold") to the 8086 (pulse 1). 

2. During a T4 or T| clock cycle, a pulse 1 CLK wide from the 8086 to the requesting master 
(pulse 2), indicates that the 8086 has allowed the local bus to float and that it will enter 
the "hold acknowledge" state at the next CLK. The CPU's bus interface unit is discon- 
nected logically from the local bus during "hold acknowledge." 

3. A pulse 1 CLK wide from the requesting master Indicates to the 8086 (pulse 3) that 
the "hold" request is about to end and that the 8086 can reclaim the local bus at the 
next CLK. 

Each master-master exchange of the local bus is a sequence of 3 pulses. There must 
be one dead CLK cycle after each bus exchange. Pulses are active LOW. 

If the request is made while the CPU is performing a memory cycle, it will release the local 
bus during T4 of the cycle when all the following conditions are met: 

1. Request occurs on or before T2. 

2. Current cycle is not the low byte of a word (on an odd address). 

3. Current cycle is not the first acknowledge of an interrupt acknowledge sequence. 

4. A locked instruction is not currently executing. 
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Table 1. Pin Description (Continued) 



Symbol 


Pin No. 


Type 


Name and Function 








If the local bus Is idle when the request is made the two possible events will follow: 

1. Local bus will be released during the next clock. 

2. A memory cycle will start within 3 clocks. Now the four rules for a currently active 
memory cycle apply with condition number 1 already satisfied. 


LOCK 


29 





LOCK: output indicates that other system bus masters are not to gain control of the 
system bus while LOCK is active LOW. The LOCK signal Is activated by the "LOCK" 
prefix instruction and remains active until the completion of the next instruction. This 
signal is active LOW, and floats to 3-state OFF in "hold acknowledge." 


QSi, QSo 


24.25 





Queue Status: The queue status Is valid during the CLK 
cycle after which the queue operation is performed. 

QS-i and QSq provide status to allow external tracking of 
the internal 8086 instruction queue. 



The following pin function descriptions are for the 8086 in minimum mode (i.e., MN/MX = Vqq). Only the pin functions which 
are unique to minimum mode are described; all other pin functions are as described above. 



M/fO 


28 





Status iine: logically equivalent to S2 in the maximum mode. It is used to distinguish a 
memory access from an I/O access. M/IO becomes valid in the T4 preceding a bus cycle 
and remains valid until the final T4 of the cycle (M = HIGH, 10= LOW). M/IO floats to 
3-state OFF in local bus "hold acknowledge." 


WR 


29 





Write: indicates that the proces^r is performing a write memory or write I/O cycle, 
depending on the state of the M/IO signal. WR is active for T2, T3 and Tw of any write cy- 
cle. It is active LOW, and floats to 3-state OFF in local bus "hold acknowledge." 


INTA 


24 





INTA is used as a read strobe for interrupt acknowledge cycles. It is active LOW during 
T2, T3 and Tw of each interrupt acknowledge cycle. 


ALE 


25 





Address Latch Enable: provided by the processor to latch the address into the 8282/ 
8283 address latch. It is a HIGH pulse active during Ti of any bus cycle. Note that ALE 
is never floated. 


DT/R 


27 





Data Transmit/Receive: needed in minimum system that desires to use an 8286/8287 
data bus transceiver. It is used to control the direction of data flow through the 
transceiver. Logically DT/R is equivalent to Si in the maximum mode, and its timing is 
the same as for M/IO. (T = HIGH, R = LOW.) This signal floats to 3-state OFF in local bus 
"hold acknowledge." 


DEN 


26 





Data Enable: provided as an output enable for the 8286/8287 in a minimum system 
which uses the transceiver. DEN Is active LOW during each memory and I/O access and 
for INTA cycles. For a read or INTA cycle it is active from the middle of T2 until the mid- 
dle of T4, while for a write cycle it is active from the beginning of T2 until the middle of 
T4. DEN floats to 3-state OFF In local bus "hold acknowledge." 


HOLD, 
HLDA 


31,30 


I/O 


HOLD: indicates that another master is requesting a local bus "hold." To be acknowl- 
edged, HOLD must be active HIGH. The processor receiving the "hold" request will 
issue HLDA (HIGH) as an acknowledgement in the middle of a T4 or T| clock cycle. Simul- 
taneous with the Issuance of HLDA the processor will float the local bus and control 
lines. After HOLD is detected as being LOW, the processor will LOWer HLDA, and when 
the processor needs to run another cycle, it will again drive the local bus and control 
lines. 

The same rules as for RQIGT apply regarding when the local bus will be released. 

HOLD is not an asynchronous input. External synchronization should be provided if the 
system cannot otherwise guarantee the setup time. 
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FUNCTIONAL DESCRIPTION 

GENERAL OPERATION 

The internal functions of the iAPX 86/10 processor are 
partitioned logically into two processing units. The first Is 
the Bus Interface Unit (BlU) and the second is the Exe- 
cution Unit (EU) as shown in the block diagram of 
Figure 1. 



These units can interact directly but for the most part 
perform as separate asynchronous operational process- 
ors. The bus interface unit provides the functions related 
to instruction fetching and queuing, operand fetch and 
store, and address relocation. This unit also provides the 
basic bus control. The overlap of instruction pre-fetching 
provided by this unit serves to increase processor perfor- 
mance through improved bus bandwidth utilization. Up to 
6 bytes of the instruction stream can be queued while 
waiting for decoding and execution. 

The instruction stream queuing mechanism allows the 
BlU to keep the memory utilized very efficiently. When- 
ever there is space for at least 2 bytes in the queue, the 
BlU will attempt a word fetch memory cycle. This greatly 
reduces "dead time" on the memory bus. The queue 
acts as a First-In-First-Out (FIFO) buffer, from which the 
EU extracts instruction bytes as required. If the queue is 
empty (following a branch instruction, for example), the 
first byte into the queue immediately becomes available 
totheEU. 



The execution unit receives pre-fetched instructions 
from the BlU queue and provides un-relocated operand 
addresses to the BlU. Memory operands are passed 
through the BlU for processing by the EU, which passes 
results to the BlU for storage. See the Instruction Set 
description for further register set and architectural 
descriptions. 



MEMORY ORGANIZATION 

The processor provides a 20-bit address to memory which 
locates the byte being referenced. The memory is orga- 
nized as a linear array of up to 1 million bytes, addressed 
as 00000(H) to FFFFF(H). The memory is logically divided 
into code, data, extra data, and stack segments of up to 
64K bytes each, with each segment falling on 16-byte 
boundaries. (See Figure 3a.) 

All memory references are made relative to base 
addresses contained in high speed segment registers. The 
segment types were chosen based on the addressing 
needs of programs. The segment register to be selected is 
automatically chosen according to the rules of the follow- 
ing table. All information in one segment type share the 
same logical attributes (e.g. code or data). By structuring 
memory into relocatable areas of similar characteristics 
and by automatically selecting segment registers, pro- 
grams are shorter, faster, and more structured. 

Word (16-bit) operands can be located on even or odd 
address boundaries and are thus not constrained to 
even boundaries as is the case in many 16-bit com- 
puters. For address and data operands, the least signifi- 
cant byte of the word is stored in the lower valued 
address location and the most significant byte in the 
next higher address location. The BlU automatically per- 
forms the proper number of memory accesses, one if 
the word operand is on an even byte boundary and two if 
it is on an odd byte boundary. Except for the perfor- 
mance penalty, this double access is transparent to the 
software. This performance penalty does not occur for 
instruction fetches, only word operands. 

Physically, the memory is organized as a high bank 
(D15-D8) and a low bank (D7-D0) of 512K 8-blt bytes 
addressed in parallel by the processor's address lines 

Ai9 - Ai. Byte data with even addresses is transferred on 
the D7-D0 bus lines while odd addressed byte data (Ao 
HIGH) is transferred on the Pis -Deb us lines. The process- 
or provides two enable signals, BHE and Ao, to selectively 
allow reading from or writing into either an odd byte 
location, even byte location, or both. The instruction 
stream is fetched from memory as words and is addressed 
internally by the processor to the byte level as necessary. 



Memory 
Reference Need 


Segment Register 
Used 


Segment 
Selection Rule 


Instructions 


CODE (OS) 


Automatic with all instruction prefetch. 


Stack 


STACK (SS) 


All stack pushes and pops. Memory references relative to BP 
base register except data references. 


Local Data 


DATA (DS) 


Data references when: relative to stack, destination of string 
operation, or explicitly overridden. 


External (Global) Data 


EXTRA (ES) 


Destination of string operations: Explicitly selected using a 
segment override. 
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Figure 3a. Memory Organization 

In referencing word data the BID requires one or two 
memory cycles depending on whether or not the start- 
ing byte of the word is on an even or odd address, 
respectively. Consequently, in referencing word oper- 
ands performance can be optimized by locating data on 
even address boundaries. This is an especially useful 
technique for using the stack, since odd address refer- 
ences to the stack may adversely affect the context 
switching time for interrupt processing or task multi- 
plexing. 

Certain locations in memory are reserved for specific 
CPU operations (see Figure 3b.) Locations from address 
FFFFOH through FFFFFH are reserved for operations 
including a jump to the initial program loading routine. 
Following RESET, the CPU will always begin execution 
at location FFFFOH where the jump must be. Locations 
OOOOOH through 003FFH are reserved for interrupt 
operations. Each of the 256 possible interrupt types has 
its service routine pointed to by a 4-byte pointer element 



consisting of a 16-bit segment address and a 16-bit off- 
set address. The pointer elements are assumed to have 
been stored at the respective places in reserved memory 
prior to occurrence of interrupts. 











: 


RESET BOOTSTRAP 
PROGRAM JUMP 


FFFFFH 
FFFFOH 

3FFH 
3FCH 

7H 

4H 
3H 

OH 






INTERRUPT POINTER 
FOR TYPE 255 




\ : 


INTERRUPT POINTER 
FOR TYPE 1 


INTERRUPT POINTER 
FOR TYPE 









Figure 3b. Reserved IVIemory Locations 
MINIMUM AND MAXIMUM MODES 

The requirements for supporting minimum and maximum 
lAPX 86/10 systems are sufficiently different that they 
cannot be done efficiently with 40 uniquely defined 
pins. Consequently, the 8086 is equipped with a strap 
pin (MN/MX) which defines the system configuration. 
The definition of a certain subset of the pins changes 
dependent on the condition of the strap pin. When 
MN/MX pin is strapped to GND, the 8086 treats pins 24 
through 31 in maximum mode. An 8288_bu_s controller 
interprets status information coded into 80,81,82 to gen- 
erate bus timing and control signals compatible with 
the MULTIBUS^^ architecture. When the MN/MX pin Is 
strapped to Vqc. the 8086 generates bus control signals 
Itself on pins 24 through 31, as shown in parentheses In 
Figure 2. Examples of minimum mode and maximum 
mode systems are shown in Figure 4. 
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Figure 4a. Minimum IVIode iAPX 86/10 Typical Configuration 
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Figure 4b. IVIaximum IVIode iAPX 86/10 Typical Configuration 
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BUS OPERATION 

The 86/10 has a combined address and data bus com- 
monly referred to as a time multiplexed bus. This tech- 
nique provides the most efficient use of pins on the 
processor while permitting the use of a standard 40-lead 
package. This "local bus" can be buffered directly and 
used throughout the system with address latching pro- 
vided on memory and I/O modules. In addition, the bus 
can also be demultiplexed at the processor with a single 
set of address latches if a standard non-multiplexed bus 
is desired for the system. 

Each processor bus cycle consists of at least four CLK 
cycles. These are referred to as Ti, T2, T3 and T4 (see 
Figure 5). The address is emitted from the processor 
during T^ and data transfer occurs on the bus during T3 
and T4. T2 is used primarily for changing the direction of 
the bus during read operations. In the event that a "NOT 
READY" indication is given by the addressed device, 
"Wait" states (Tw) are inserted between T3 and T4. Each 
Inserted "Wait" state is of the same duration as a CLK 
cycle. Periods can occur between 8086 bus cycles. 
These are referred to as "Idle" states (T|) or inactive CLK 
cycles. The processor uses these cycles for internal 
housekeeping. 

During Ti of any bus cycle the ALE (Address Latch 
Enable) signal is emitted (by either the processor or the 
8288 bus controller, depending on the MN/MX strap). At 
the trailing edge of this pulse, a valid address and cer- 
tain status information for the cycle may be latched. 

Status bits Sq, Si, and S2 are used, in maximum mode, 
by the bus controller to identify the type of bus transac- 
tion according to the following table: 



82 


s^ 


So 


CHARACTERISTICS 


O(LOW) 








Interrupt Acknowledge 








1 


Read I/O 





1 





Write I/O 





1 


1 


Halt 


1(HIGH) 








Instruction Fetch 


1 





1 


Read Data from Memory 


1 


1 





Write Data to Memory 


1 


1 


1 


Passive (no bus cycle) 



Status bits S3 through S 7 are multiplexed with high- 
order address bits and the BHE signal, and are therefore 
valid during T2 through T4. S3 and S4 indicate which 
segment register (see Instruction Set description) was 
used for this bus cycle in forming the address, accord- 
ing to the following table: 



S4 


S3 


CHARACTERISTICS 


(LOW) 


1 (HIGH) 
1 



1 


1 


Alternate Data (extra segment) 

Stack 

Code or None 

Data 



S5 is a reflection of the PSW interrupt enable bit. S6=0 and 
S7 is a spare status bit. 



I/O ADDRESSING 

In the 86/10, I/O operations can address up to a maximum 
of 64K I/O byte registers or 32K I/O word registers. The 
I/O address appears in the same format as the memory 
address on bus lines A15-A0. The address lines A19-A16 
are zero in I/O operations. The variable I/O instructions 
which use register DX as a pointer have full address capa- 
bility while the direct I/O instructions directly address one 
or two of the 256 I/O byte locations in page of the I/O 
address space. 

I/O ports are addressed in the same manner as memory 
locations. Even addressed bytes are transferred on the 
D7-D0 bus lines and odd addressed bytes on D15-D8. 
Care must be taken to assure that each register within 
an 8-bit peripheral located on the lower portion of the 
bus be addressed as even. 
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Figure 5. Basic System Timing 
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EXTERNAL INTERFACE 

PROCESSOR RESET AND INITIALIZATION 

Processor jnitializatlon or start up is accomplished with 
activation (HIGH) of the RESET pin. The 8086 RESET is 
required to be HIGH for greater than 4 CLK cycles. The 
8086 will terminate operations on the high-going edge of 
RESET and will remain dormant as long as RESET is 
HIGH. The low-going transition of RESET triggers an 
internal reset sequence for approximately 10 CLK cycles. 
After this interval the 8086 operates normally beginning 
with the instruction in absolute location FFFFOH (see 
Figure 3B). The details of this operation are specified In the 
Instruction Set description of the MCS-86 Family User's 
Manual. The RESET input is internally synchronized to the 
processor clock. At initialization the HIGH-to-LOW trans- 
ition of RESET must occur no sooner than 50 fis after 
power-up, to allow complete initialization of the 8086. 

NMI may not be asserted prior to the 2nd CLK cycle fol- 
lowing the end of RESET 

INTERRUPT OPERATIONS 

Interrupt operations fall into two classes; software or 
hardware initiated. The software initiated interrupts and 
software aspects of hardware interrupts are specified in 
the Instruction Set description. Hardware interrupts can 
be classified as non-maskable or maskable. 

Interrupts result in a transfer of control to a new pro- 
gram location. A 256-element table containing address 
pointers to the interrupt service program locations 
resides in absolute locations through 3FFH (see 
Figure 3b), which are reserved for this purpose. Each 
element in the table is 4 bytes in size and corresponds 
to an interrupt "type". An interrupting device supplies 
an 8-bit type number, during the interrupt acknowledge 



sequence, which is used to "vector" through the ap- 
propriate element to the new Interrupt service program 
location. 

NON-MASKABLE INTERRUPT (NMI) 

The processor provides a single non-maskable Interrupt 
pin (NMI) which has higher priority than the maskable In- 
terrupt request pin (INTR). A typical use would be to ac- 
tivate a power failure routine. The NMI is edge-triggered 
on a LOW-to-HIGH transition. The activation of this pin 
causes a type 2 interrupt. (See Instruction Set descrip- 
tion.) 

NMI Is required to have a duration in the HIGH state of 
greater than two CLK cycles, but is not required to be 
synchronized to the clock. Any high-going transition of 
NMI is latched on-chip and will be serviced at the end of 
the current instruction or between whole moves of a 
block-type instruction. Worst case response to NMI 
would be for multiply, divide, and variable shift instruc- 
tions. There Is no specification on the occurrence of the 
low-going edge; it may occur before, during, or after the 
servicing of NMI. Another high-going edge triggers 
another response if it occurs after the start of the NMI 
procedure. The signal must be free of logical spikes in 
general and be free of bounces on the low-going edge to 
avoid triggering extraneous responses. 

MASKABLE INTERRUPT (INTR) 

The 86/10 provides a single interrupt request Input (INTR) 
which can be masked internally by software with the 
resetting of the interrupt enable FLAG status bit. The 
interrupt request signal is level triggered. It is Internally 
synchronized during each clock cycle on the high-going 
edge of CLK. To be responded to, INTR must be present 
(HIGH) during the clock period preceding the end of the 
current instruction or the end of a whole move for a 
block-type instruction. During the interrupt response 
sequence further interrupts are disabled. The enable bit 
is reset as part of the response to any interrupt (INTR, 
NMI, software interrupt or single-step), although the 
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Figure 6. interrupt Aclcnowledge Sequence 
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FLAGS register which Is automatically pushed onto the 
stack reflects the state of the processor prior to the 
Interrupt. Until the old FLAGS register Is restored the 
enable bit will be zero unless specifically set by an 
Instruction. 

During the response sequence (figure 6) the processor 
executes two successive (back-to-back) interrupt 
acknowledge cycles. The 8086 emits the LOCK signal 
from T2 of the first bus cycle until T2 of the second. A 
local bus "hold" request will not be honored until the 
end of the second bus cycle. In the second bus cycle a 
byte Is fetched from the external interrupt system (e.g., 
8259A PIC) which identifies the source (type) of the 
Interrupt. This byte Is multiplied by four and used as a 
pointer into the Interrupt vector lookup table. An INTR 
signal left HIGH will be continually responded to within 
the limitations of the enable bit and sample period. The 
INTERRUPT RETURN Instruction includes a FLAGS pop 
which returns the status of the original Interrupt enable 
bit when It restores the FLAGS. 

HALT 

When a software "HALT" Instruction Is executed the 
processor Indicates that It Is entering the "HALT" state 
In one of two ways depending upon which mode is 
strapped. In minimum mode, the processor issues one 
ALE with no qualifying bus control signals. In Maximum 
Mode, the processor issues appropriate HALT status on 
S2S1S0 and the 8288 bus controller issues one ALE. The 
8086 will not leave the "HALT'.' state when a local bus 
"hold" Is entered while In "HALT". In this case, the 
processor reissues the HALT indicator. An interrupt 
request or RESET will force the 8086 out of the "HALT" 
state. 

READ/MODIFY/WRITE (SEMAPHORE) 
OPERATIONS VIA LOCK 



The LOCK status information Is provided by the proc- 
essor when directly consecutive bus cycles are required 
during the execution of an instruction. This provides the 
processor with the capability of performing read/modify/ 
write operations on memory (via the Exchange Register 
With Memory Instruction, for example) without the 
possibility of another system bus master receiving 
Intervening memory cycles. This is useful in multi- 
processor system configurati ons to accomplish "test 
and set lock" operations. The LOCK signal Is activated 
(forced LOW) In the clock cycle following the one In 
which the software "LOCK" prefix Instruction is 
decoded by the EU. It is deactivated at the end of the 
last bus cycle of the inst ructio n following the "LOCK" 
prefix instruction. While LOCK Is active a request on a 
RQ/GT pin will be recorded and then honored at the end 
of the LOCK. 

EXTERNAL SYNCHRONIZATION VIA TEST 

As an alternative to the Interrupts and general I/O 
capabilities, the 8086 pr ovides a single software- 
testable Input known as the TEST signal. At any time the 
pro gram m ay execute a WAIT instruction. If at that time 
the TEST signal Is inactive (HIGH), program exe cution 
becomes suspended while the processor waits for TEST 



to become active. It must remain active for at least 5 
CLK cycles. The WAIT instruction Is re-executed 
repeatedly until that time. This activity does not con- 
sume bus cycles. The processor remains In an Idle state 
while waiting. All 8086 drivers go to 3-state OFF If bus 
"Hold"is entered. If Interrupts are enabled, they may 
occur while the processor is waiting. When this occurs 
the processor fetches the WAIT instruction one extra 
time, processes the interrupt, and then re-fetches and 
re-executes the WAIT instruction upon returning from 
the Interrupt. 

BASIC SYSTEM TIMING 

Typical system configurations for the processor 
operating in minimum mode and in maximum mode are 
shown in Figures_4a and 4b, respectively. In minimum 
mode, the MN/MX pin is strapped to Vqc and the proc- 
essor emits bus control signals in a manner similar to 
the 8085. In maximum mode, the MN/MX pin Is strapped 
to Vss and the processor emits coded status Informa- 
tion which the 8288 bus controller uses to generate 
MULTIBUS compatible bus control signals. Figure 5 il- 
lustrates the signal timing relationships. 



AH 


AL 


BH 


BL 


CH 


CL 


DH 


DL 







SP 


1 


BP 


SI 


Dl 








H 


IP 


FLAGSh 1 FLAGSl 


L 






CS 




DS 


ss 






ES 



ACCUMULATOR 
BASE 
COUNT 
DATA 

STACK POINTER 
BASE POINTER 
SOURCE INDEX 
DESTINATION INDEX 

INSTRUCTION POINTER 
STATUS FLAGS 

CODESEGMENT 
DATA SEGMENT 
STACK SEGMENT 
EXTRA SEGMENT 



Figure?. iAPX 86/10 Register Model 



SYSTEM TIMING - MINIMUM SYSTEM 

The read cycle begins in Ti with the assertion of the 
Address Latch Enable (ALE) signal. The trailing (low- 
going) edge of this signal Is used to latch the address 
Information, which is valid on the loca l bus at this time, 
Into the 8282/8283 latch. The BHE and Aq signals 
address the low, high, or both bytes. From Ti to T4 the 
M/IO signal indicates a memory or I/O operation. At T2 
the address is removed from the local bus and the bus 
goes to a high Impedance state. TJie read control signal 
Is also asserted at T2. The read (RD) signal causes the 
addressed device to enable Its data bus drivers to the 
local bus. Some time later valid data will be available on 
the bus and the addressed device will drive the READY 
line HIGH. When the processor returns the read signal 
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to a HIGH level, the addressed device will again 3-state 
its bus drivers. If a transceiver (8286/8287) i s req uired to 
buffer the 8086 local bus, signals DT/R and DEN are pro- 
vided by the 8086. 

A write cycle also begins with the assertion of ALE and 
the emission of the address. The M/IO signal is again 
asserted to indicate a memory or I/O write operation. In 
the T2 immediately following the address emission the 
processor emits the data to be written into the 
addressed location. This data remains valid until the 
middle of T4. During T2, T3, and Tw t he p rocessor asserts 
the write control signal. The write (WR) signal becomes 
active at the beginning of T2 as opposed to the read 
which is delayed somewhat into T2 to provide time for 
the bus to float. 

The BHE and Aq signals are used to select the proper 
byte(s) of the memory/10 word to be read or written 
according to the following table: 



BHE 


AO 


CHARACTERISTICS 








Whole word 





1 


Upper byte from/ 
to odd address 


1 





Lower byte from/ 
to even address 


1 


1 


None 



I/O ports are addressed in the same manner as memory 
location. Even addressed bytes are transferred on the 
D7-D0 bus lines and odd addressed bytes on D15-D8. 

The basic difference between the Interrupt acknowl- 
edge cycle and a read cycle is that the interrupt 
acknowledge signal (INTA) is asserted in place of the 



read (RD) signal and the address bus is floated. (See 
Figure 6.) In the second of two successive INTA cycles, 
a byte of information is read from bus lines D7-D0 as 
supplied by the interrupt system logic (i.e., 8259A Prior- 
ity Interrupt Controller). This byte identifies the source 
(type) of the Interrupt. It is multiplied by four and used 
as a pointer into an interrupt vector lookup table, as 
described earlier. 

BUS TIMING— MEDIUM SIZE SYSTEMS 

For medium size systems the MN/MX pin is connected to 
Vss and the 8288 Bus Controller is added to the system as 
well as an 8282/8283 latch for latching the system address, 
and a 8286/8287 transceiver to allow for bus loading 
greater than the 8086 is capable of handling. Signals ALE, 
DEN, and DT/R are generated by the 8288 instead of the 
processor In this configuration although their timing re- 
mains relatively the same. The 8086 status outputs (82, Si , 
and So) provide type-of-cycle information and become 
8288 inputs. This bus cycle information specifies read 
(code, data, or I/O), write (data or I/O), interrupt acknowl- 
edge, or software halt. The 8288 thus issues control 
signals specifying memory read or write, I/O read or write, 
or interrupt acknowledge. The 8288 provides two types of 
write strobes, normal and advanced, to be applied as re- 
quired. The normal write strobes have data valid at the 
leading edge of write. The advanced write strobes have 
the same timing as read strobes, and hence data isn't valid 
at the leading edge of write. The 8286/8287 transceiver 
receives the usual T and OE inputs from the 8288's DT/R 
and DEN. 

The pointer into the interrupt vector table, which is 
passed during the second INTA cycle, can derive from 
an 8259A located on either the local bus or the system 
bus. If the master 8259A Priority Interrupt Controller is 
positioned on the local bus, aTTL gate is required to 
disable the 8286/8287 transceiver when reading from the 
master 8259A during the interrupt acknowledge 
sequence and software "poll". 
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ABSOLUTE MAXIMUM RATINGS* 

Ambient Temperature Under Bias X to 70 "C 

Storage Temperature - 65*0 to + ISOX 

Voltage on Any Pin with 

Respect to Ground - 1.0 to + 7V 

Power Dissipation 2.5 Watt 



*NOTICE: Stresses above those listed under "Absolute 
Maximum Ratings" may cause permanent damage to the 
device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this specifi- 
cation is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device 
reliability. 



D.C. CHARACTERISTICS (8086: Ta = ox to 70X, Vcc - 5V ± 10%) 

(8086-1 : Ta = 0°C to 70°C, Vcc = 5V ± 5%) 
(8086-2: Ta = OX to 70X, Vcc = 5V ± 5%) 



Symbol 


Parameter 


Min. 


Max. 


Units 


Test Conditions 


V|L 


Input Low Voltage 


-0.5 


+ 0.8 


V 




V|H 


Input High Voltage 


2.0 


Vcc + 0.5 


V 




Vol 


Output Low Voltage 




0.45 


V 


l0L=2.5 mA 


VOH 


Output High Voltage 


2.4 




V 


IOH=-400^A 


Ice 


Power Supply Current: 8086 
8086-1 
8086-2 




340 
360 
350 


mA 


Ta = 25X 


Ili 


Input Leakage Current 




±10 


mA 


OV ^ V,N ^ Vcc 


Ilo 


Output Leakage Current 




±10 


mA 


0.45V <VouT< Vcc 


VCL 


Clock Input Low Voltage 


-0.5 


+ 0.6 


V 




VCH 


Clock Input High Voltage 


3.9 


Vcc +1-0 


V 




C|N 


Capacitance of Input Buffer 
(All Input except 
AD0-AD15, RQ/GT) 




15 


PF 


fc=1 MHz 


C,o 


Capacitance of I/O Buffer 
(AD0-AD15, RQ/GT) 




15 


PF 


fc=1 MHz 
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A.C. CHARACTERISTICS (8086: TA = o°cto70°c. Vcc = 5V± 10%) 

(8086-1 : Ta = 0°C to 70°C, Vcc = 5V ± 5%) 
(8086-2: Ta = 0°C to 70°C, Vcc = 5V ± 5%) 



MrNIMUM COMPLEXITY SYSTEM 
TIMING REQUIREMENTS 



Symbol 


Parameter 


8086 


8086-1 (Preliminary) 


8086-2 


Units 


Test 
Conditions 






Min. 


Max. 


IMin. 


Max. 


Min. 


Max. 






TCLCL 


CLK Cycle Period 


200 


500 


100 


500 


125 


500 


ns 




TCLCH 


CLK Low Time 


(% TCLCL)- 15 




(% TCLCL)- 14 




(% TCLCL) -15 




ns 


TCHCL 


CLK High Time 


(V3 TCLCL) +2 




(1/3 TCLCL) +6 




(V3tCLCL)+2 




ns 


TCH1CH2 


CLK Rise Time 




10 




10 




10 


ns 


From 1 .OV to 
3.5V 


TCL2CL1 


CLK Fall Time 




10 




10 




10 


ns 


From 3.5V to 
1.0V 


TDVCL 


Data in Setup Time 


30 




5 




20 




ns 




TCLDX 


Data in Hold Time 


10 




10 




10 




ns 


TR1VCL 


RDY Setup Time 
into 8284A (See 
Notes 1.2) 


35 




35 




35 




ns 


TCLR1X 


RDY Hold Time 
into 8284A (See 
Notes 1,2) 

















ns 


TRYHCH 


READY Setup 
Time into 8086 


(% TCLCL)- 15 




53 




(% TCLCL)- 15 




ns 


TCHRYX 


READY Hold Time 
into 8086 


30 




20 




20 




ns 


TRYLCL 


READY Inactive to 
CLK (See Note 3) 


-8 




-10 




-8 




ns 


THVCH 


HOLD Setup Time 


35 




20 




20 




ns 


TINVCH 


INTR. NMI. TEST 
Setup Time (See 
Note 2) 


30 




15 




15 




ns 


TILIH 


Input Rise Time 
(Except CLK) 




20 




20 




20 


ns 


From 0.8V to 
2.0V 


TIHIL 


Input Fall Time 
(Except CLK) 




12 




12 . 




12 


ns 


From 2.0V to 
0.8V 
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A.C. CHARACTERISTICS (Continued) 
TIMING RESPONSES 



Symbol 


Parameter 


8086 


8086-1 (Preliminary) 


8086-2 


Units 


Test 
Conditions 






Min. 


Max. 


Min. 


Max. 


Min. 


Max. 






TCLAV 


Address Valid Delay 


10 


,110 


10 


50 


10 


60 


ns 


•Cl = 20-100 pF 
for all 8086 Out- 
puts (In addi- 
tion to 8086 self- 
load) 


TCLAX 


Address Hold Time 


10 




10 




10 




ns 


TCLAZ 


Address Float 
Delay 


TCLAX 


80 


10 


40 


TCLAX 


50 


ns 


TLHLL 


ALE Width 


TCLCH-20 




TCLCH-10 




TCLCH-10 




ns 


TCLLH 


ALE Active Delay 




80 




40 




50 


ns 


TCHLL 


ALE Inactive Delay 




85 




45 




55 


ns 


TLLAX 


Address Hold Time 
to ALE Inactive 


TCHCL-10 




TCHCL-10 




TCHCL-10 




ns 


TCLDV 


Data Valid Delay 


10 


110 


10 


50 


10 


60 


ns 


TCHDX 


Data Hold Time 


10 




10 




10 




ns 


TWHDX 


Data Hold Time 
After WR 


TCLCH-30 




TCLCH-25 




TCLCH-30 




ns 


TCVCTV 


Control Active 
Delay 1 


10 


110 


10 


50 


10 


70 


ns 


TCHCTV 


Control Active 
Delay 2 


10 


110 


10 


45 


10 


60 


ns 


TCVCTX 


Control Inactive 
Delay 


10 


110 


10 


50 


10 


70 


ns 


TAZRL 


Address Float to 
READ Active 

















ns 


TCLRL 


RD Active Delay 


10 


165 


10 


70 


10 


100 


ns 


TCLRH 


RD Inactive Delay 


10 


150 


10 


60 


10 


80 


ns 


TRHAV 


RD Inactive to Next 
Address Active 


TCLCL-45 




TCLCL-35 




TCLCL-40 




ns 


TCLHAV 


HLDA Valid Delay 


10 


160 


10 


60 


10 


100 


ns 


TRLRH 


RD Width 


2TCLCL-75 




2TCLCL-40 




2TCLCL-50 




ns 


TWLWH 


WR Width 


2TCLCL-60 




2TCLCL-35 




2TCLCL-40 




ns 


TAVAL 


Address Valid to 
ALE Lov/ 


TCLCH-60 




TCLCH-35 




TCLCH-40 




ns 


TOLOH 


Output Rise Time 




20 




20 




20 


ns 


From 0.8V to 
2.0V 


TOHOL 


Output Fall Time 




12 




12 




12 


ns 


From 2.0V to 
0.8V 



NOTES: 

1. Signal at 8284A shown for reference only. 

2. Setup requirement for asynchronous signal only to guarantee recognition at next CLK. 

3. Applies only to T2 state. (8 ns into T3). 
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A.C. TESTING INPUT, OUTPUT WAVEFORM 



A.C. TESTING LOAD CIRCUIT 



INPUT/OUTPUT 



■1.5-«- — TEST POINTS- ►l-S 



A.C. TESTING: INPUTS ARE DRIVEN AT 2.4V FOR A LOGIC "1 " AND 0.45V FOR 
A LOGIC -O." TIMING MEASUREMENTS ARE MADE AT 1.5V FOR BOTH A 
LOGIC •I" AND "O." 



DEVICE 
UNDER 
TEST 



1 
I 



Cl = 100 pF 



Cu INCLUDES JIG CAPACITANCE 



WAVEFORMS 



MINIMUM MODE 



CLK (8284A Output) 



TCLOL- .►TCH1CH2-*! U- — ^ U- TCL2CL1 / 

VCL 



M/I5 



BH^S7, A19/S6-A16/S3 



ROY (8284A Input) 
SEE NOTE 4 



READY (8086 input) 



READ CYCLE 

(NOTE 1) 

(WR,FNTA = Voh) 



AD15-AD0 



X 



X 



/ 



T3 Tw 



BHE, A19-A16 



TAVAL 
TCHLL-^I 



\ 



TAVAL 
TLLAX-^- 



X 



}C 



VlH 
ViL 
TRYLCL 



"^. 



S7-S3 



-*- I*-TCLR 



J~ 



J- 



-\- 



,\\\\~ 

,','-, w^ 



— TCHCTV TCLRL 





X 



X 



/ 

/ 



c 
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WAVEFORMS (Continued) 



MINIMUM MODE (Continued) 



CLK (8284A Output) 



BHE/Sr, A19/S6-A16/S3 



-. TCLCL ►TCH1CH2-*^ U- — | U- TCL2CL1 / 

VCL __ _ _.._.. 



WRITE CYCLE 
(NOTE i) . 

(RD.lNTA, 
DTm = VoH) 



INTA CYCLE 

(NOTES 1 & 3) 

RD,WR = VoH 
SHE = Vol) 



SOFTWARE HALT— 
RD,WR,INTA = VoH 
DT/R = INDETERMINATE 



x: 




X 



T 



INVALID ADDRESS 



SOFTWARE HALT 



NOTES: 

1. All signals switch between Vqh and Vol unless otherwise specified. 

2. RDY is sampled near the end of T2, T3, Tw to determine if Tw machines states are to be inserted. 

3. Two INTA cycles run back-to-back. The 8086 LOCAL ADDR/DATA BUS is floating during both INTA cycles. Control signals shown 
for second INTA cycle. 

4. Signals at 8284A are shown for reference only. 

5. All timing measurements are made at 1.5V unless otherwise noted. 



B-17 



iny 



iAPX 86/10 



A.C. CHARACTERISTICS 

MAX MODE SYSTEM (USING 8288 BUS CONTROLLER) 
TIMING REQUIREMENTS 



Symbol 


Parameter 


8086 


8086-1 (Preliminary) 


8086-2 (Preliminary) 


Units 


Test 

Conditions 






Min. 


Max. 


Min. 


Max. 


Min. 


Max. 






TCLCL 


CLK Cycle Period 


200 


500 


100 


500 


125 


500 


ns 


TCLCH 


CLK Low Time 


(% TCLCL)- 15 




(% TCLCL) -14 




(% TCLCL) -15 




ns 


TCHCL 


CLK High Time 


(Va TCLCL) +2 




(1/3 TCLCL) +6 




(1/3 TCLCL) +2 




ns 


TCH1CH2 


CLK Rise Time 




10 




10 




10 


ns 


From 1 .OV to 
3.5V 


TCL2CL1 


CLK Fall Time 




10 




10 




10 


ns 


From 3.5V to 
1.0V 


TDVCL 


Data in Setup Time 


30 




5 




20 




ns 




TCLDX 


Data In Hold Time 


10 




10 




10 




ns 


TR1VCL 


RDY Setup Time 
into 8284A (See 
Notes 1,2) 


35 




35 




35 




ns 


TCLR1X 


RDY Hold Time 
into 8284A (See 
Notes 1,2) 

















ns 


TRYHCH 


READY Setup Time 
into 8086 


(% TCLCL)- 15 




53 




(% TCLCL)- 15 




ns 


TCHRYX 


READY Hold Time 
into 8086 


30 




20 




20 




ns 


TRYLCL 


READY Inactive to 
CLK (See Note 4) 


-8 




-10 




-8 




ns 


TINVCH 


Setup Time for 
Recognition (INTR, 
NMI, TEST) (See 
Note 2) 


30 




15 




15 




ns 


TGVCH 


RQ/GT Setup Time 


30 




12 




15 




ns 


TCHGX 


RQ Hold Time into 
8086 


40 




20 




30 




ns 


TILIH 


Input Rise Time 
(Except CLK) 




20 




20 




20 


ns 


From 0.8V to 
2.0V 


TIHIL 


Input Fall Time 
(Except CLK) 




12 




12 




12 


ns 


From 2.0V to 
0.8V 



NOTES: 

1. Signal at 8284A or 8288 shown for reference only. 

2. Setup requirement for asynchronous signal only to guarantee recognition at next CLK. 

3. Applies only to T3 and wait states. 

4. Appllesonly to 72 state (8 ns intoT3). 



B-18 



irrtef 



iAPX 86/10 



A.C. CHARACTERISTICS (Continued) 
TIMING RESPONSES 



Symbol 


Parameter 


8086 


8086-1 (Preliminary) 


8086-2 (Preliminary) 


Units 


Test 
Conditions 






Min. 


Max. 


MIn. 


Max. 


Min. 


Max. 






TCLML 


Command Active 
Delay (See Note 1) 


10 


35 


10 


35 


10 


35 


ns 


Cl = 20-100 pF 
for all 8086 Out- 
puts (In addi- 
tion to 8086 self- 
load) 


TCLMH 


Command Inactive 
Delay (See Note 1) 


10 


35 


10 


35 


10 


35 


ns 


TRYHSH 


READY Active to 
Status Passive (See 
Note 3) 




110 




45 




65 


ns 


TCHSV 


Status Active Delay 


10 


110 


10 


45 


10 


60 


ns 


TCLSH 


Status Inactive 
Delay 


10 


130 


10 


55 


10 


70 


ns 


TCLAV 


Address Valid 
Delay 


10 


110 


10 


50 


10 


60 


ns 


TCLAX 


Address Hold Time 


10 




10 




10 




ns 


TCLAZ 


Address Float Delay 


TCLAX 


80 


10 


40 


TCLAX 


50 


ns 


TSVLH 


Status Valid to ALE 
High (See Note 1) 




15 




15 




15 


ns 


TSVMCH 


Status Valid to 
MCE High (See 
Note1) 




15 




15 




15 


ns 


TCLLH 


CLK Low to ALE 
Valid (See Note 1) 




15 




15 




15 


ns 


TCLMCH 


CLK Low to MCE 
High (See Note 1) 




15 




15 




15 


ns 


TCHLL 


ALE Inactive Delay 
(See Note 1) 




15 




15 




15 


ns 


TCLMCL 


MCE Inactive Delay 
(See Note 1) 




15 




15 




15 


ns 


TCLDV 


Data Valid Delay 


10 


110 


10 


50 


10 


60 


ns 


TCHDX 


Data Hold Time 


10 




10 




10 




ns 


TCVNV 


Control Active 
Delay (See Note 1) 


5 


45 


5 


45 


5 


45 


ns 


TCVNX 


Control Inactive 
Delay (See Note 1) 


10 


45 


10 


45 


10 


45 


ns 


TAZRL 


Address Float to 
Read Active 

















ns 


TCLRL 


RD Active Delay 


10 


165 


10 


70 


10 


100 


ns 


TCLRH 


RD Inactive Delay 


10 


150 


10 


60 


10 


80 


ns 


TRHAV 


RD Inactive to 
Next Address Active 


TCLCL-45 




TCLCL-35 




TCLCL-40 




ns 


TCHDTL 


Direction Control 
Active Delay (See 
Note1) 




50 




50 




50 


ns 


TCHDTH 


Direction Control 
Inactive Delay (See 
Note1) 




30 




30 




30 


ns 


TCLGL 


GT Active Delay 





85 





45 





50 


ns 


TCLGH 


GT Inactive Delay 





85 





45 





50 


ns 


TRLRH 


RD Width 


2TCLCL- 75 




2TCLCL-40 




2TCLCL-50 




ns 


TOLOH 


Output Rise Time 




20 




20 




20 


ns 


From 0.8V to 
2.0V 


TOHOL 


Output Fall Time 




12 




12 




12 


ns 


From 2.0V to 
0.8V 
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WAVEFORMS 



MAXIMUM MODE 



TCH1CH2— H [*- — H 1— TCL2CL1 - 



§i,5T,§^ (EXCEPT HALT) 



BHE/Sr, Aig/Se-Ais/Sa 



ALE (8288 OUTPUT) 



RDY(8284A INPUT) 



READY (8086 INPUT) 



READ CYCLE 



ADis-ADo 



8288 OUTPUTS 
SEE NOTES 5,6 



MRDCORIORC 



TSVLH-^ 
TCLLH* 



± 



X 



BHE, Ai9-Aie 



.r 



X 



X 



<: 



~\ 



X 



~M 



W' 



X 



(SEE NOTE 8) 

TCHDX — 



1 



J- 



"^. 



\ 



Y. 



x: 



X 



/ 
-/ 
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WAVEFORMS (Continued) 



MAXIMUM MODE (Continued) 



'jn-.-jn^.^n-—^~'^^r\ 



S^.ST.S^ (EXCEPT HALT) 



WRITE CYCLE 



8288 OUTPUTS 
SEE NOTES 5,6 



INTA CYCLE 



AMWC OR AlOWC 



MWTC OR lOWC 



ADis-ADo 

(SEE NOTES 3 & 4 



Mce 

PDIR 



8288 OUTPUTS 
SEE NOTES 5,6 



SOFTWARE H ALT- 

(DEN = VoL:fni,MRDC,IORC,MWTC,AMWC,IOWC.AIOWC,INTA, = Vqh) 



X 



LAX-i— 

X 



.r 




-TCLML — 



-(see note 8) \ 

TCHDX-* 



— TCLMH 



y-<i 



\ 



/ 



FLOAT 
-TCLDX 



<1 



<: 



f 



r 



INVALID ADDRESS 



V 



f 



NOTES: 

1 . All signals switch between Vqh ancd Vql unless otherwise specifie(d. 

2. RDY is samplecJ near the entJ of T2, T3, Tw to (determine if Tw machines states are to be inserted. 

3. Cascade address is valid between first and second INTA cycle. 

4. Two INTA cycles run back-to-back. The 8086 LOCAL ADDR/DATA BUS is floating during both INTA cycles. Control for pointer 
address is shown for second INTA cycle. 

5. Signals at 8284A or 8288 are shown for reference only 

6. The issuance of the 828^ command and control signals (MRDC, MWTC, AMWC, lORC, lOWC, AlOWC, INTA and DEN) lags the 
active high 8288 CEN. ji, 

7. All timing measurements are made at 1.5V unless otherwise noted. 

8. Status inactive in state just prior to T4. 
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WAVEFORMS (Continued) 



ASYNCHRONOUS SIGNAL RECOGNITION 



■^^A 



X 



- TINVCH (sea note 1) 



NOTE: 1. SETUP REQUIREMENTS FOR ASYNCHRO- 
NOUS SIGNALS ONLY TO GUARANTEE RECOGNITION 
AT NEXT CLK 



BUS LOCK SIGNAL TIMING (MAXIMUM MODE ONLY) 

-Any CLK Cycle— -j j- Any CLK Cycle -—| 



^v_^ 



^ y 



REQUEST/GRANT SEQUENCE TIMING (MAXIMUM MODE ONLY) 

ycle— 1 I ■ ■ ■ 



Any CLK Cycle — ► 



TCLGH ^ 




\ 



PULSE 3 . 

coprocessor/ 

RELEASE / 



ADis-ADo f— 

A,s/S6-A,6/S3 

Si, 5^, S5 

TO, n3CK , 

BH1/S7 



XZ 



COPROCESSOR 



)—\ 8086 



HOLD/HOLD ACKNOWLEDGE TIMING (MINIMUM MODE ONLY) 



1 OR 2 CYCLES - 



—I i- THVCH 



^T^^'^r^ 



I 



'\ 



\ 



ADis-ADo, 
A19/S6-A1S/S3, 
RD, _ )— 

BHE/S7. M/IO, 
DT/R, WR, DEN 



COPROCESSOR 

a 



K 
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Table 2. Instruction Set Summary 



DATA TRANSFER 
MOV ' Mgvi: 

Immediate lo register/memory 

Memory lo accumulalor 
Accumulalor lo memory 
Regisler/memory lo segment register 
Segment register lo register/memory 

PUSH = Push: 

Regisler/memory 
Register 
Segment register 

POP = Pop; 

Regisler/memory 
Register 
Segment register 

XCH6 = Exchingi: 

Register/memory with register 
Register wilti accumulalor 

IN-lnputfrom: 
Fixed port 
Variable port 

OUT 'Output to: 
Fixed port 
Variable port 

XUT-Translate byte to AL 
L«-Load EA to register 
LOS'Load pointer to OS 
LES-Load pointer to ES 
LAHF'Load AH with Hags 
MHf -Store AH into nags 
rUIHF-Push Hags 
PflPF.Pop nags 

ARITHMETIC 

ADO ' Add: 

Beg. /memory with register to either 

Immediate to accumulalor 

ADC ' Add wHh eirry: 
Rea./memory with register to either 

INC - liKnmint: 

Register/memory 

Register 

AAA-ASCII adjust for add 

SUB ' Subtnet: 

Reg./memory and register to either 
Immediate from register/memory 
Immediate from accumulator 

SIB - SuMrict wHii barrtw 
Reg./memory and register to either 
ifflintdlate from register/memory 
Immediate (rom accumulator 


7 6543 2 10 7 65 43 Z 1 


7 65432 10 


7 65432 10 


DEC Oicremint: 


7 65432 10 7 6543210 


7 6 543210 


7 65432 I D 


1 000 1 Od w 


mod reg r/m 




Register/memory 

Register 

NEG-Changesign 

CMP Compirc 

Register/memory and register 

AAS ASCII adiust lor subtract 
OAS Decimal ad|ust lor subtract 
MUL Multiply (unsigned) 
IMUL Integer multiply (signed) 
AAM ASCII adiusi lor multiply 
OIV Divide (unsigned! 
lOIV integer divide (signed! 
AAO ASCII adjust lor divide 
CBW Convert byte to word 
CWO Convert word lo double word 

LOGIC 

NOT Invert 

SHL/SAL Shilt logical'ariihmelic lelt 

SNR Shill logical right 

SAR Shilt arithmelic right 

HOL Rotate leti 

ROR Rotate right 

RCL Rotate through carry Hag lelt 

RCR Rotate through carry right 

AND And: 

Reg /memory and register to either 

Immediate to accumulator 

TEST And luncllon to lligt. no reiu 

Register/memory and register 

Immediate data and accumulalor 

OR Or: 

Reg /memory and register to either 
Immediate to register/memory 
Immediate to accumulator 

XOR ■■ Excluilva or: 

Reg /memory and register to either 

Immediate lo accumulalor 

STRING MANIPULATION 

REP=Repeat 

MOVS-Movebyle/word 

CMPS^Compare byte/word 

$CAS=Scan byte/word 

LODS=Loadbyte/wdloAL/AX 

STOS=Storbyte/wd(romAL/A 


1 1 1 1 1 1 1 w 


modO 1 r/m 




1 1 1 1 w 


mod r/m 


data data It w 1 | 


10 1 reg 






1 1 1 w reg 


data 


datailw 1 




1 1 1 1 1 1 w 


modO 1 1 r/m 




1 1 0000 w 


addr-iow 


addr-high 






1 1 1 w 


addr-iow 


addr-high 




t 1 t 1 


mod Greg r/m 




00 1 1 1 Od w 


mod reg r/m 




10 1 too 


mod reg r/m 




1 00000s w 


mod 1 1 1 r/m data data i( s w 01 | | 






1 1 1 1 w 


data datailw 1 




111111 






11111111 mod 1 1 r/m 


10 1111 






10 10 reg 




1 1 1 1 1 1 w 


mod 10 r/m 




reg 1 1 




1 1 1 1 1 1 w 


mod 10 1 r/m 




110 10 10 


10 10 






1 1 1 1 1 1 w 


modi 1 i/m 


10 1111 


modO r/m 


1 1 1 1 1 1 w 


mod 1 1 1 r/m 


10 11 reg 






110 10 10 1 


10 10 






10 1 10 






10 110 1 


1 










1 1 1 w 


mod reg r/m 




10 10 reg 








1 1 1 1 w 1 port 


1 1 1 1 1 w 
















1 1 1 1 1 1 w 


modO 1 r/m 




1 1 1 1 1 w 


port 


1 1 1 V w 


mod 1 r/m 




1 1 1 1 1 1 w 








1 1 1 V w 


modi 1 r/m 




110 10 111 






1 1 1 V w 


mod 111 r/m 




10 1 10 1 


mod reg r/m 


1 1 1 V w 


modO r/m 




110 10 1 


mod reg r/m 


1 1 1 V w 


modO 1 r/m 




11000 100 


mod reg r/m 


1 1 1 V w 


modO 1 r/m 




10011111 




1 1 1 00 V w 


modO 1 1 r/m 




10 11110 








10 1110 




10 1110 1 


00 1 OOOd w 


mod reg r/m 








1 000000 w 


modi r/m data 


data II w 1 1 




1 1 w 


data data li w 1 




1: 




1 0000 1 Ow 


mod reg r/m 








1 1 1 1 1 1 w 


modOOO r/m 


data 


datailw 1 1 


d w 


mod reg r/m 




1 1 1 w 


data 


data It w 1 




1 s w 


modOOO r/m 


data dalailsw 01 | 




00000 1 Ow 


data 


data il w 1 










1 d w 


mod reg r/m 








1 w 


modO 1 r/m 


data 


datailw 1 1 


000 1 OOd w 


mod reg r/m 




1 1 w 


data 


data It w 1 




1 s w 


modO 1 r/m 


data datailsw'Ol | 






000 1 1 Ow 


data 


datailw 1 










00 1 1 OOd w 


mod reg r/m 


1 






1 w 


modi 1 r/m 


data 


data It wl 1 


1 1 1 1 1 1 1 w modO r/m 


1 1 1 w 


data 


dalaifw 1 




10 reg 








110 111 






00100111 








1 1 Od w 


mod reg r/m 




1 00000 sw 


modi 1 r/m 


data 


data il s:w=01 1 






00 1 1 1 Ow 


data 


datailw^l 




11110 12 








1 1 1 w 






1 1 00 1 1 w 


1 1 d w 


mod reg r/m 




1 1 1 1 1 w 


1 00000 sw 


modO 1 1 r/m 


data 


data il s:w=01 1 


1 1 1 1 w 


00 1 1 1 w 


data 


dataitw=l 




t 1 1 1 w 














ii-J 
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Table 2. Instruction Set Summary (Continued) 



CONTROL TRANSFER 
CALL = Call: 

Direct within segment 
Indirect within segment 
Direct intersegment 

Indirect intersegment 

JMP = Unconditional Jump: 

Direct within segment 

Direct within segment-short 1 

Indirect within segment 

Direct intersegment 

Indirect intersegment 

RET = Return from CALL: 

Within segment 

Within seg. adding immed to SP 

Intersegment 

Intersegment, adding immediate to SP 

JE/JZ'Jump on equal/zero 

JL/JNGE=Jump on less/not greater 

or equal 
JLE/JNG=Jump on less or equal/not 

greater 
JB/JNAE=Jump on below/not above 

or equal 
JBE/JMA=Jump on below or equal/ 

not above 
JP/JPE=Jump on parity/parity even 

JO'Jump on overflow 

JS^Jump on sign 

JME/JMZ=Jump on not equal/not zero (T 

JHL/JGE=Jump on not less/greater 

or equal 
JNLE/JG=Jump on not less or equal/ 

greater 



765 4 3 210 76543210 76543210 



1110 


000 


disp-low 


disp-high 1 


11111111 


mod 1 r/m 




10 1 


1 


offset-low 


offset-high . 




seg-low 


seg-high 


1111111,1 


mod 1 1 r/m 





1110 10 1 


disp-low 


disp-high 1 


1110 10 11 


disp 


. , 


1 1 1 1 1 1 1,1 


mod 10 r/m 




1110 10 10 


offset-low 


offset-high 




seg-low 


seg-high 


1 1 1 1 1 1 11 1 


mod 1 1 r/m 





110 11 






110000 10 


data-low | data-high | 


110 10 11 




11001010 


data-low | data-high _| 


1110 10 


disp 




111110 


disp 


1111110 


disp 




1110 10 


disp 




1110 110 


disp 




oil 11010 


disp 




1110 


disp 




11110 


disp 




1110 10 1 


disp 




111110 1 


disp • 




1111111 


disp 





76543210 7 6 543210 



JNB/JAE=Jump on not below/above 

or equal 
JNBE/JA=Jump on not below or 

equal/above 
JNP/JPO=Jump on not par/par odd 

JMO=Jump on not overflow 

JNS Jump on not sign 

LOOP LoopCX times 

lOOPZ/LOOPE Loop while zero/equal 
LOOPNZ/LOOPNE Loop while not 

zero/equal 
JCXZ-Jump on CX zero 

INT interrupt 

Type specified 

Type 3 

INTO^Interrupt on overflow 

(RET Interrupt return 



PROCESSOR CONTROL 

CLC Clear carry 

CMC Complement carry 

SIC Set carry 

CLD Clear direction 

SID Set direction 

CLI Clear interrupt 

STI Set interrupt 

HLT Halt 

WAIT Wait 

ESC Escape (to external device) 

LOCK Bus lock prefix 



1 1 10 1 1 


disp 


1110 111 


disp 


11110 11 


■ disp 


1110 1 


disp 


1 1, 1 1 1 disp ~| 


1110 1 


disp 


1110 1 


disp 


11100000 


disp 


1110 11 


disp 



1 10 110 1 


type 1 


110 110 




110 1110 




110 1111 





111110 




11110 10 1 




1 1 1 1.-1:0 1 




1111110 




1 1 1 1.1.1 1 




111110 10 




111110 11 




1 1 110 10 




10 110 11 




1 1 1 1 , X X X 


mod X X X r/m | 


11110 





Footnotes: 

AL = 8-bit accumulator 

AX = 16-bit accumuiator 

CX = Count register 

DS = Data segment 

ES = Extra segment 

Above/below refers to unsigned value. 

Greater = more positive; 

Less = less positive (more negative) signed values 

1f d = 1 then "to" reg; if d = then "from" reg 

if w = 1 then word instruction; if w = then byte instruction 



if s:w = 01 then 16 bits of Immediate data form the operand, 
if s:w = 11 then an immediate data byte is sign extended to 

form the 16-bit operand, 
if v = then "count" = 1; if v = 1 then "coutit" in (CL) 
x = don't care 

z is used for string primitives for comparison with Z.F FLAG. 
SEGMENT OVERRIDE PREFIX 

|0 1 reg 1 fo] 



if mod = 11 then r/m Is treated as a REG field 

if mod = 00 then DISP = 0*. disp-low and disp-high are absent 

if mod = 01 then DISP = disp-low sign-extended to 16-bits, disp-high is absent 

if mod = 10 then DISP = disp-high: disp-low 

if r/m = 000 then EA = (BX) + (SI) + DISP 

if r/m = 001 then EA = (BX) + (Dl) + DISP 

if r/m = 010 then EA = (BP) + (SI) + DISP 

if r/m = 011 then EA = (BP) + (Dl) + DISP 

if r/m = 100 then EA = (SI) + DISP 

if r/m = 101 then EA = (Dl) + DISP 

if r/m = 110 then EA = (BP) + DISP* 
if r/m = 111 then EA = (BX) + DISP 
DISP follows 2nd byte of instruction (before data if required) 

•except if mod = 00 and r/m = 110 then EA = disp-high: disp-low. 



REG Is assigned according to the following table: 



16-Blt |w = 



000 


AX 


001 


CX 


mo 


DX 


011 


BX 


100 


SP 


101 


BP 


110 


SI 


111 


Dl 



B-BIt (w = 0) 



000 


AL 


001 


CL 


oin 


DL 


oil 


BL 


100 


AH 


101 


CH 


110 


DH 


111 


BH 



Instructions which reference the flag register file as a 16-bit object use 
the symbol FLAGS to represent the file: 



FLAGS = X:X:X:X:(OF):(OF):(IF):(TF):(SF):(ZF):X:(AF):X:(PF):X:(CF) 



Mnemonics© Intel, 1978 
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MILITARY iAPX 86/10 
16-BIT HMOS MICROPROCESSOR 

(M8086) 
MILITARY 



Direct Addressing Capability to 1 
MByte of Memory 

Assembly Language Compatible with 
8080/8085 



8-and 16-Bit Signed and Unsigned 
Arithmetic in Binary or Decimal 
Including Multiply and Divide 

5 MHz Clock Rate 



14 Word, By 16-Bit Register Set with 
Symmetrical Operations 

24 Operand Addressing Modes 

Bit, Byte, Word, and Block Operations 



■ MULTIBUS^*^ System Compatible 
Interface 

■ Military Temperature Range: 
-55°Cto+125°C 



The Intel® Military IAPX 86/10 is a new generation, high performance 16-bit microprocessor implemented in N-channel, 
depletion load, silicon gate technology (HMOS), and packaged in a 40-pin CerDIP package. The processor has attributes of 
both 8- and 1 6-bit microprocessors. It addresses memory as a sequence of 8-bit bytes, but has a 1 6-bit wide physical path to 
memory for high performance. 



EXECUTION UNIT BUS INTERFACE UNIT 



~1 r RELOCATION 
REGISTER FILE REGISTER FILE 



DATA. 

POINTER. AND 

INDEX REGS 

(8 WORDS) 






A^ 



TEST 

INT 

NMI 

R-0/GT^.,<V) 

HOLD 

HLDA-^ 



SEGMENT 
REGISTERS 
AND 
INSTRUCTION 
POINTER 
(5 WORDS) 



BUS 
INTERFACE Y^ 
UNIT 



3Z 



^igNadis-ado 

3 J >iNTA.RD.W? 



\DT/R.DEN.ALE 



eSYTE 

INSTRUCTION 

QUEUE 



CONTROLS TIMING 



Y 



=4 



►LOCK 
QSo.OS, 

Sj.Si.So 



GND C 


, ^ 


•^ 40 


DVcc 


AD14 C 


2 


39 


3 AD15 


AD13 C 


3 


38 


3 


A16/S3 


AD12 C 


4 


37 


3 


A17/S4 


AD11 C 


5 


36 


D A18/S5 


AD10 C 


6 


35 


D A19/S6, 


AD9 C 


7 


34 


3 BHE/S7 


AD8 C 


8 


33 


3 MN/MX 


AD7 C 


9 


32 


3 


RD 


AD6 C 
ADS C 


10 31 

„ MBoee 3„ 


3 
3 


RQ/GTO (HOLD) 
RQ/GTi (HLDA) 


AD4 C 


12 


29 


3 


LOCK (WR) 


AD3 C 


13 


28 


3 


S2 (M/IO) 


AD2 C 


14 


27 


3 


si (DT/R) 


AD1 C 


15 


26 


3 


SO (DEN) 


ADO C 


16 


25 


3 


QSO (ALE) 


NMI C 


17 


24 


3 


QS1 (INTA) 


INTR Q 


18 


23 


3 


TEST 


CLK C 


19 


22 


3 READY 


GND C 


20 


21 


3 


RESET 



Figure 1. Functional Blocic Diagram 



Figure 2. Pin Configuration 



IntiBi Corporation Assumes No Responsibilty for the Use of Any Circuitry Other Than Circuitry Embodied in an Intel Product. No Other Circuit Patent Licenses are Implied. 
©INTEL CORPORATION. 1980 B-25 AFN-01237B 
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18086 
16-BIT HMOS MICROPROCESSOR 

INDUSTRIAL 



■ Industrial Grade Temperature 
Range: -40**C to +85®C 

■ Direct Addressing Capability to 1 
MByte of Memory 

■ Assembly Language Compatible with 
MCS-80,85® 



■ 24 Operand Addressing Modes 

■ Bit, Byte, Word, and Block Operations 

■ 8- and 16-Bit Signed and Unsigned 
Arithmetic in Binary or Decimal 
Including Multiply and Divide 

■ 5 MHz Clock Rate 



14 Word, By 16-Bit General Register 
Set 



MULTIBUS'" System Compatible 
Interface 



The Intel® Industrial lAPX 86/10 is a new generation, high performance microprocessor implemented in N-channel, 
depletion load, silicon gate technology (HMOS), and packaged in a 40-pin CerDIP package. The processor has attri- 
bute§ of iDOth 8- and 16-bit microprocessors. It addresses memory as a sequence of 8-bit bytes, but has a 16-bit wide 
physical path to memory for high performance. 



EXECUTION UNIT BUS INTERFACE UNIT 



I I I RELOCATION 

REGISTER FILE REGISTER FILE 



DATA. 

POINTER. AND 

INDEX REGS 

(B WORDS) 






^•<^ 



SEGMENT 
REGISTERS 
AND 
INSTRUCTION 
POINTER 
(S WORDS) 



^- 



2i 



BUS 

INTERFACE 

UNIT 



ZE 



" /a,^ 



BHE/S; 
9/86 



is/Sj 
ADis-ADo 

INTA.RD.WR 



6BYTE 

INSTRUCTION 

QUEUE 



£ 



CONTROL & TIMING 



LOCK 
QS0.OS1 



t 



~3 ) S2.S,.So 



GND C 


1 ^ 


^ 40 


3 vcc 


AD14 Z 


2 


39 


J 


AD15 


AD13 C 


3 


38 


3 


A16/S3 


AD12 C 


4 


37 


3 


A17/S4 


AD11 C 


5 


36 


3 A18/S5 


AD10 C 


6 


35 


3 


A19/S6 


ADS C 


7 


34 


3 


BHE/S7 


AD8 C 


8 


33 


3 


MN/MX 


AD7 C 


9 


32 


3 


RD 


AD6 C 


10 


31 


3 RQ/GTO (HOLD) 


AD5 G 


11 '^'^^ 30 


3 RQ/GTT (HLDA) 


AD4 C 


12 


29 


3 


LOCK (WR) 


AD3 C 


13, 


28 


3 


S2 (M/IO) 


AD2 C 


14 


27 


3 


SI (DT/R) 


AD1E 


15 


26 


3 


SO (DEN) 


ADO C 


16 


25 


3 


QSO (ALE) 


NMI C 


17 


24 


3 


QS1 (Inta) 


INTR C 


18 


23 


3 


TEST 


CLK C 


19 


22 


3 


READY 


gndC 


20 


21 


3 


RESET 




40 LEAD 







Figure 1. 18086 CPU Functional Blocic Diagram 



Figure 2. 18086 Pin Diagram 
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lAPX 88/10 

(8088) 

8-BIT HMOS MICROPROCESSOR 



8-Bit Data Bus Interface 

16-Bit Internal Architecture 

Direct Addressing Capability to 1 Mbyte 
of Memory 

Direct Software Compatibility with 
iAPX 86/10 (8086 CPU) 

14- Word by 16-Bit Register Set with 
Symmetrical Operations 



■ 24 Operand Addressing Modes 

■ Byte, Word, and Block Operations 

■ 8-Bit and 16-Bit Signed and Unsigned 
Arithmetic in Binary or Decimal, 
Including Multiply and Divide 

■ Compatible with 8155-2, 8755A-2 and 
8185-2 Multiplexed Peripherals 



The Intel® iAPX 88/10 is a new generation, high performance microprocessor implemented in N-channel, depletion load, 
silicon gate technology (HMOS), and packaged in a 40-pin CerDIP package. The processor has attributes of both 8- and 
16-bit microprocessors. It is directly compatible with IAPX 86/10 software and 8080/8085 hardware and peripherals. 






AH 


AL 




BH 


BL 




OH 


CL 


EXECUTION 


DH 


DL 


UNIT 


SP 




BP 




SI 




Dl 













MIN 


MAX 










MODE 

Vcc 


MODE 


GND 


c 


1 ^ 


■^ « 


3 




A14 


c 


2 


39 


3 


A15 




A13 


c 


3 


38 


-\ 


A16/S3 




A12 


c 


4 


37 


3 


A17yS4 




A11 


c 


5 


36 


3 


A18/S5 




A10 


c 


6 


35 


3 


A19/S6 




A9 


c 


7 


34 


3 


SSO 


(HIGH) 


A8 


c 


8 


33 


3 


MN/MX 




AD7 


c 


9 


32 


3 


RD 




AD6 


c 


10 r 3. 


3 


HOLD 


(RQ/GTO) 


ADS 


c 


11 


30 


3 


HLDA 


(RQ/GTT) 


AD4 


c 


12 


29 


3 


WR 


(LOCK) 


ADS 


c 


13 


28 


3 


lO/M 


(S2) 


AD2 


c 


14 


27 


3 


DT/R 


(ST) 


AD1 


c 


15 


26 


3 


ma 


(SO) 


ADO 


c 


16 


25 


3 


ALE 


(QSO) 


NMI 


c 


17 


24 


3 


INTA 


(QS1) 


INTR 


c 


18 


23 


3 


TEST 




CLK 


c 


19 


22 


3 


READY 




GND 


c 


20 


21 


3 


RESET 





Figure 1. iAPX 88/10 CPU Functional Block Diagram 



Figure 2. iAPX 88/10 Pin Configuration 



B-27 



Intel 



iAPX 88/10 



^^lILDISfflDM^I^Y 



Table 1. Pin Description 

The following pin function descriptions are for 8088 systems in either mininfium or maximum mode. The "local bus" in 
these descriptions is the direct multiplexed bus interface connection to the 8088 (without regard to additional bus 
buffers). 



Symbol 


Pin No. 


Type 


Name and Function 


AD7-AD0 


9-16 


I/O 


Address Data Bus: These lines constitute the time multiplexed memory/10 
address (T1) and data (T2, T3, Tw, and T4) bus. These lines are active HIGH and 
float to 3-state OFF during interrupt acknowledge and local bus "hold acknowl- 
edge". 


A15-A8 


2-8, 39 





Address Bus: These lines provide address bits 8 through 1 5 for the entire bus 
cycle (T1-T4). These lines do not have to be latched by ALE to remain valid. 
A15-A8 are active HIGH and float to 3-state OFF during interrupt acknowledge 
and local bus "hold acknowledge". 


A19/S6, A18/S5, 
A17/S4, A16/S3 


34-38 


.0 


Address/Status: During T1, these are the four 
most significant address lines for memory op- 
erations. During I/O operations, these lines are 
LOW. During memory and I/O operations, status 
Information is available on these lines during 






T2, T3, Tw, and T4. S6 is always low. The status of 
the interrupt enable flag bit (S5) is updated at 
the beginning of each clock cycle. S4 and S3 are 
encoded as shown. 


S4 


S3 


CHARACTERISTICS 




(LOW) 


1 (HIGH) 

S6 is (LOW) 






Alternate Data 

Stack 

Code or None 

Data 


This information indicates which segment reg- 
ister is presently being used for data accessing. 

These lines float to 3-state OFF during local bus 
"hold acknowledge". 






RD 


32 





Read: Read strobe indicates that the processor is performing a memory or I/O 
read cycle, depending on the state of the lO/M pin or S2. This signal is used to 
read devices which reside on the 8088 local bus. RD is active LOW during T2, T3 
and Tw of any read cycle, and is guaranteed to remain HIGH in T2 until the 8088 
local bus has floated. 

This signal floats to 3-state OFF in "hold acknowledge". 


READY 


22 


1 


READY: is the acknowledgement from the addressed memory or I/O device that 
it will complete the data transfer. The RDY signal from memory or I/O is syn- 
chronized by the 8284 clock generator to form READY. This signal is active 
HIGH. The 8088 READY input is not synchronized. Correct operation is not 
guaranteed If the set up and hold times are not met. 


INTR 


18 


1 


Interrupt Request: is a level triggered input which is sampled during the last 
clock cycle of each instruction to determine if the processor should enter into an 
interrupt acknowledge operation. A subroutine is vectored to via an interrupt 
vector lookup table located in system memory It can be internally masked by 
software resetting the interrupt enable bit. INTR is internally synchronized. This 
signal is active HIGH. 


TEST 


23 


1 






TEST: input is examined by the "wait for test" instruction. If the TEST input is 
LOW, execution continues, otherwise the processor waits in an "idle" state. This 
input is synchronized internally during each clock cycle on the leading edge of 
CLK. 


NMI 


17 


1 


Non-Maskable Interrupt: is an edge triggered input which causes a type 2 
interrupt. A subroutine is vectored to via an interrupt vector lookup table located 
in system memory NMI is not maskable internally by software. A transition from 
a LOW to HIGH initiates the interrupt at the end of the current instruction. This 
input is internally synchronized. 
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Table 1. Pin Description (Continued) 



Symbol 


Pin No. 


Type 


Name and Function 


RESET 


21 


1 


RESET: causes the processor to immediately terminate its present activity. The 
signal must be active HIGH for at least four clock cycles. It restarts execution, as 
described in the instruction set description, when RESET returns LOW. RESET 
is internally synchronized. 


CLK 


19 


1 


Clock: provides the basic timing for the processor and bus controller. It Is 
asymmetric with a 33% duty cycle to provide optimized internal timing. 


Vcc 


40 




Vcc: is the +5V ±10% power supply pin. 


GND 


1,20 




GND: are the ground pins. 


MN/MX 


33 


1 


Minimum/Maximum: indicates what mode the processor is to operate in. The 
two modes are discussed in the following sections. 



The following pin function descriptions are for the 8088 nr^inimum mode (i.e., MN/MX = Vqq). Only the pin functions which 
are unique to minimum mode are described; all other pin functions are as described above. 



lO/M 


28 





status Line: is an inverted maximum mode S2. It is used to distinguish a 
memory access from an I/O access. lO/M becomes valid in the T4 preceding a 
bus cycle and remains valid until the final T4 of the cycle (l/0=HIGH, M=LOW). 
lO/M floats to 3-state OFF in local bus "hold acknowledge". 


WR 


29 





Write: strobe indicates that the processor is performing a write memory or write 
I/O cycle, depending on the state of the lO/M signal. WR is active for T2, T3, and 
Tw of any write cycle. It is active LOW, and floats to 3-state OFF in local bus "hold 
acknowledge". 


INTA 


24 





INTA: is used as a read strobe for interrupt acknowledge cycles. It is active LOW 
during T2, T3, and Tw of each Interrupt acknowledge cycle. 


ALE 


25 





Address Latch Enable: is provided by the processor to latch the address into 
the 8282/8283 address latch. It is a HIGH pulse active during clock low of T1 of 
any bus cycle. Note that ALE is never floated. 


DT/R 


27 





Data Transmit/Receive: is needed in a minimum system that desires to use an 
8286/8287 data bus transceiver. It is used to control the direction of data flow 
through the transceiver. Logically, DT/R is equivalent to SI in the maximum 
mode, and its timing is the same as for lO/M (T=HIGH, R=LOW). This signal 
floats to 3-state OFF in local "hold acknowledge". 


DEN 


26 





Data Enable: is provided as an output enable for the 8286/8287 in a minimum 
system which uses the transceiver. DEN is active LOW during each memory and 
I/O access, and for INTA cycles. For a read or INTA cycle, it is active from the 
middle of T2 until the middle of T4, while for a write cycle, it is active from the 
beginning of T2 until the middle of T4. DEN floats to 3-state OFF during local bus 
"hold acknowledge". 


HOLD, HLDA 


30,31 


1.0 


HOLD: indicates that another master is requesting a local bus "hold". To be 
acknowledged, HOLD must be active HIGH. The processor receiving the "hold" 
request will issue HLDA (HIGH) as an acknowledgement, in the middle of a T4 or 
Tl clock cycle. Simultaneous with the issuance of HLDA the processor will float 
the local bus and control lines. After HOLD is detected as being LOW, the 
processor lowers HLDA, and when the processor needs to run another cycle, it 
will again drive the local bus and control lines. 

Hold is not an asynchronous input. External synchronization should be 
provided if the system cannot otherwise guarantee the set up time. 


SSO 


34 




1 








Status line: is logically equivalent to SO in the 
maximum mode. The combination of SSO, lO/M 
and DT/R allows the system to completely de- 
code the current bus cycle status. 


lO/M 


dt;r 


SSO 


CHARACTERISTICS 


1(HIGH) 

(LOW) 














Interrupt Acknowledge 

Read I/O port 

Write I/O port 

Hall 

Code access 

Read memory 

Passive 
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Table 1. Pin Description (Continued) 

The following pin function descriptions are for the 8088, 8228 system in maximum mode (i.e., I\/INIMX=GND.) Only the pin 
functions which are unique to maximum mode are described; all other pin functions are as described above. 



Symbol 



Pin No. 



Type 



Name and Function 



S2,S1,S0 



26-28 



Status: is active during clock high of T4, T1, 
and T2, and is returned to the passive state 
(1,1,1) during T3 or during Tw when READY is 
HIGH. This status is used by the 8288 bus con- 
troller to generate all membry and^l/0 access 
control signals. Any change by S2, SI, or SO 
during T4 is used to indicate the beginning of a 
bus cycle, and the return to the passive state in 
T3 or Tw is used to Indicate the end of a bus 
cycle. 

These signals float to 3-state OFF during "hold 
acknowledge". During the first clock cycle after 
RESET becomes active, these signals are active 
HIGH. After this first clock, they float to 3-state 
OFF. 



si 


in 


^ 




(LOW) 







l(HIGH) 











Interrupt Acknowledge . 
Read I/O port 

Code access 
Read memory 
Write memory 
Passive 



RQ/GTO, 
RQ/GT1 



30,31 



I/O 



Request/Grant: pins are used by other local bus masters to force the processor 
to release the local b us at th e end of the processor's current bus cycle. Each pin 
is bidirectional with RQ/GTO having higher priority than RQ/GT1. RQ/GT has an 
Internal pull-up resistor, so may be left unconnected. The request/grant se- 
quence is as follows (See Figure 8): 

1 . A pulse of one CLK wide from another local bus master indicates a local bus 
request ("hold") to the 8088 (pulse 1). 

2. During a T4 or Tl clock cycle, a pulse one clock wide from the 8088 to the 
requesting master (pulse 2), indicates that the 8088 has allowed the local bus 
to float and that it will enter the "hold acknowledge" state at the next CLK. 
The CPU's bus interface unit is disconnected logically from the local bus 
during "hold acknowledge''. The same rules as for HOLD/HOLDA apply as for 
when the bus is released. 

3. A pulse one CLK wide from the requesting master indicates to the 8088 (pulse 
3) that the "hold" request is about to end and that the 8088 can reclaim the 
local bus at the next CLK. The CPU then enters T4. 

Each master-master exchange of the local bus is a sequence of three pulses. 
There must be one idle CLK cycle after each bus exchange. Pulses are active 
LOW. 

If the request is made while the CPU is performing a memory cycle, it will release 
the local bus during T4 of the cycle when all the following conditions are met: 

1. Request occurs on or before T2. 

2. Current cycle is not the low bit of a word. 

3. Current cycle is not the first acknowledge of an interrupt acknowledge 
sequence. 

4. A locked Instruction Is not currently executing. 

If the local bus is idle when the request is made the two possible events will 
follow: 

1. Local bus will be released during the next clock. 

2. A memory cycle will start within 3 clocks. Now the four rules for a currently 
active memory cycle applywith condition number 1 already satisfied. 
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Table 1. Pin Description (Continued) 



Symbol 



Pin No. 



Type 



Name and Function 



LOCK 



29 



LOCK: indicates t hat ot her system bus maste rs are not to gain control of the 
system bus while LOCK is active (LOW). The LOCK signal is activated by the 
"LOCK" prefix instruction and remains active until the completion of the next 
instruction. This signal is active LOW, and floats to 3-state off in "hold acknowl- 
edge". 



QS1, QSO 



24,25 



Queue Status: provide status to allow external 
tracking of the internal 8088 instruction queue. 

The queue status is valid during the CLK cycle 
after which the queue operation is performed. 



QS1 


QSO 


CHARACTERISTICS 


(LOW) 



1(HIGH) 






No operation 

First byte of opcode from queue 
Empty the queue 
Subsequent byte from queue 



34 



Pin 34 is always high in the maximum mode. 
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FUNCTIONAL DESCRIPTION 
Memory Organization 

The processor provides a 20-bit address to memory which 
locates the byte being referenced. The memory is orga- 
nized as a linear array of up to 1 million bytes, addressed 
as 00000(H) to FFFFF(H). The memory is logically divided 
into code, data, extra data, and stack segments of up to 
64K bytes each, with each segment falling on 16-byte 
boundaries. (See Figure 3.) 

All memory references are made relative to base 
addresses contained in high speed segment registers. The 
segment types were chosen based on the addressing 
needs of programs. The segment register to be selected is 
automatically chosen according to the rules of the follow- 
ing table. All information in one segment type share the 
same logical attributes (e.g. code or data). By structuring 
memory into relocatable areas of similar characteristics 
and by automatically selecting segment registers, pro- 
grams are shorter, faster, and more structured. 

Word (,1 6-bit) operands can be located on even or odd ad- 
dress boundaries. For address and data operands, the 
least significant byte of the word is stored in the lower 
valued address location and the most significant byte in 



SEGMENT 
REGISTER FILE 



OFFSET 

_J , 



CODE SEGMENT 



^ STACK SEGMENT 



^DATA SEGMENT 



EXTRA DATA SEGMENT 



the next higher address location. The BlU will auto- 
matically execute two fetch or write cycles for 16-bit 
operands. 

Certain locations in memory are reserved for specific 
CPU operations. (See Figure 4.) Locations from ad- 
dresses FFFFOH through FFFFFH are reserved for 
operations including a jump to the initial system initial- 
ization routine. Following RESET, the CPU will always 
begin execution at location FFFFOH where the jump 
must be located. Locations OOOOOH through 003FFH are 
reserved for interrupt operations. Four-byte pointers 
consisting of a 16-bit segment address and a 16-bit off- 
set address direct program flow to one of the 256 possi- 
ble interrupt service routines. The pointer elements are 
assumed to have been stored at their respective places 
in reserved memory prior to the occurrence of inter- 
rupts. 

Minimum and Maximum Modes 

The requirements for supporting minimum and maxi- 
mum 8088 systems are sufficiently different that they 
cannot be done efficiently with 40 uniquely defined 
pins. Consequently, the 8088 is equipped with a strap 
pin (MN/MX) which defines the system configuration. 
The definition of a certain subset of the pins changes, 
dependent on the condition of the strap pin. When the 
MN/MX pin is strapped to GND, the 8088 defines pins 24 
through 31 and 34 in maximum mode. When the MN/MX 
pin is strapped to Vcci the 8088 generates bus control 
signals Itself on pins 24 through 31 and 34. 









FFFFFH 






RESET BOOTSTRAP 






PROGRAM JUMP 


FFFFOH 










• 






- 


• 

• 






INTERRUPT POINTER 


3FFH 






FOR TYPE 255 


3F0H 










• 
















• 


7H 




INTERRUPT POINTER 






FOR TYPE 1 


4H 
3H 




INTERRUPT POINTER 






FOR TYPE 


OH 









Figure 3. Memory Organization 



Figure 4. Reserved Memory Locations 



Memory 
Reference Need 


Segment Register 
Used 


Segment 
Selection Rule 


Instructions 


CODE (CS) 


Automatic with all instruction prefetch. 


Stack 


STACK (SS) 


All stack pushes and pops. Memory references relative to BP 
base register except data references. 


Local Data 


DATA (DS) 


Data references when: relative to stack, destination of string 
operation, or explicitly overridden. 


External (Global) Data 


EXTRA (ES) 


Destination of string operations: Explicitly selected using a 
segment override. 
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The minimum mode 8088 can be used with either a 
multiplexed or demultiplexed bus. The multiplexed bus 
configuration is compatible with the MCS-85''"'*^ multi- 
plexed bus peripherals (8155, 8156, 8355, 8755A, and 
8185). This configuration (See Figure 5) provides the user 
with a minimum chip count system. This architecture 
provides the 8088 processing power in a highly integrated 
form. 

The demultiplexed mode requires one latch (for 64K ad- 
dressability) or two latches (for a fullmegabyte of ad- 
dressing). A third latch can be used for buffering if the 
address bus loading requires it. An 8286 or 8287 trans- 
ceiver can also be used if data bu s buf fering is required. 
(See Figure 6.) The 8088 provides DEN and DT/R to con- 



trol the transceiver, and ALE to latch the addresses. 
This configuration of the minimum mode provides the 
standard demultiplexed bus structure with heavy bus 
buffering and relaxed bus timing requirements. 

The maximum mode employs the 8288 bus conjroller. 
(See Figure 7.) The 8288 decodes status lines SO, S1, 
and S2, and provides the system with all bus control 
signals. Moving the bus control to the 8288 provides 
better source and sink current capability to the control 
lines, and frees the 8088 pins for extended large system 
features. Hardware lock, queue status, and two request/ 
grant interfaces are provided by the 8088 in maximum 
mode. These features allow co-processors in local bus 
and remote bus configurations. 
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Figure 5. Multiplexed Bus Configuration 
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Figure 6. Demultiplexed Bus Configuration 
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Figure 7. Fully Buffered System Using Bus Controller 
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Bus Operation 

The 8088 address/data bus is broken into three parts — 
the lower eight address/data bits (AD0-AD7), the middle 
eight address bits (A8-A15), and the upper four address 
bits (A16-A19). The address/data bits and the highest 
four address bits are time multiplexed. This technique 
provides the most efficient use of pins on the proc- 
essor, permitting the use of a standard 40 lead package. 
The middle eight address bits are not multiplexed, i.e. 
they remain valid throughout each bus cycle. In addi- 



tion, the bus can be demultiplexed at the processor with 
a single address latch if a standard, non-multiplexed 
bus is desired for the system. 

Each processor bus cycle consists of at least four CLK 
cycles. These are referred to as T1, T2, T3, and T4. (See 
Figure 8). The address Is emitted from the processor 
during T1 and data transfer occurs on the bus during T3 
and T4. T2 is used primarily for changing the direction of 
the bus during read operations. In the event that a "NOT 
READY" Indication Is given by the addressed device, 



I Ti I Ta I T3 I TwAlT | T4 | T, 1^2 | T3 | Twait | T4 | 
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Figure 8. Basic System Timing 
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"wait" states (Tw) are inserted between T3 and T4. Each 
inserted "wait" state is of the same duration as a CLK 
cycle. Periods can occur between 8088 driven bus 
cycles. These are referred to as "idle" states (Ti), or inac- 
tive CLK cycles. The processor uses these cycles for in- 
ternal housekeeping. 

During T1 of any bus cycle, the ALE (address latch 
enable) signal is emitted (by either the processor or the 
8288 bus controller, depending on the MN/MX strap). At 
the trailing edge of this pulse, a valid address and cer- 
tain status information for the cycle may be latched. 

Status bits SO, ST, andS2are used by the bus controller, 
In maximum mode, to identify the type of bus transac- 
tion according to the following table: 











S2 


SI 


so 


CHARACTERISTICS 


(Low) 








Interrupt Acknowledge 








1 


Read I/O 





1 





Write I/O 





1 


1 


Halt 


1(Hlgh) 








Instruction fetch 


1 





1 


Read data from memory 


1 


1 





Write data to memory 


1 


1 


1 


Passive (no bus cycle) 



Status bits S3 through S6 are multiplexed with high 
order address bits and are therefore valid during T2 
through T4, S3 and S4 indicate which segment register 
was used for this bus cycle in forming the address ac- 
cording to the following table: 



S4 


S3 


CHARACTERISTICS 


(Low) 


1 (High) 
1 




1 


1 


Alternate data (Extra Segment) 

Stack 

Code or none 

Data 



S5 is a reflection of the PSW interrupt enable bit. S6 is 
always equal to 0. 



I/O Addressing 

In the 8088, I/O operations can address up to a maxi- 
mum. of 64K I/O registers. The I/O address appears in the 
same format as the memory address on bus lines 
A15-A0. The address lines A19-A16 are zero in I/O 
operations. The variable I/O instructions, which use 
register DX as a pointer, have full address capability, 
while the direct I/O instructions directly address one or 
two of the 256 I/O byte locations in page of the I/O ad- 
dress space. I/O ports are addressed in the same man- 
ner as memory locations. 

Designers familiar with the 8085 or upgrading an 8085 
design should note that the 8085 addresses I/O with an 
8-bit address on both halves of the 16-bit address bus. 
The 8088 uses a full 16-bit address on its lower 16 ad- 
dress lines. 



EXTERNAL INTERFACE 

Processor Reset and Initialization 

Processor initialization or start up is accomplished with 
activation (HIGH) of the RESET pin. The 8088 RESET Is 
required to be HIGH for greater than four clock cycles. 
The 8088 will terminate operations on the high-going 
edge of RESET and will remain dormant as long as 
RESET is HIGH. The low-going transition of RESET trig- 
gers an internal reset sequence for approximately 7 
clock cycles. After this interval the 8088 operates nor- 
mally, beginning with the instruction in absolute loca- 
tion FFFFOH. (See Figure 4.) The RESET Input is inter- 
nally synchronized to the processor clock. At initializa- 
tion, the HIGH to LOW transition of RESET must occur 
no sooner than 50 fis after power up, to allow complete 
initialization of the 8088. 

If INTR is asserted sooner than nine clock cycles after 
the end of RESET, the processor may execute one in- 
struction before responding to the interrupt. 

All 3-state outputs float to 3-state OFF during RESET. 
Status is active in the idle state for the first clock after 
RESET becomes active and then floats to 3-state OFF. 

Interrupt Operations 

Interrupt operations fall into two classes; software or 
hardware initiated. The software initiated interrupts and 
software aspects of hardware interrupts are specified in 
the instruction set description in the 8086 Family User's 
Manual. Hardware interrupts can be classified as non- 
maskable or maskable. 

Interrupts result in a transfer of control to a new pro- 
gram location. A 256 element table containing address 
pointers to the interrupt service program locations 
resides in absolute locations through 3FFH (see Fig- 
ure 4), which are reserved for this purpose. Each ele- 
ment in the table is 4 bytes in size and corresponds to 
an interrupt "type". An interrupting device supplies an 
8-bit type number, during the interrupt acknowledge se- 
quence, which is used to vector through the appropriate 
element to the new interrupt service program location. 

Non-Maskable Interrupt (NMI) 

The processor provides a single non-maskable interrupt 
(NMI) pin which has higher priority than the maskable In- 
terrupt request (INTR) pin. A typical use would be to acti- 
vate a power failure routine. The NMI is edge-triggered 
on a LOW to HIGH transition. The activation of this pin 
causes a type 2 interrupt. 

NMI is required to have a duration in the HIGH state of 
greater than two clock cycles, but is not required to be 
synchronized to the clock. Any higher going transition 
of NMI is latched on-chip and will be serviced at the end 
of the current instruction or between whole moves (2 
bytes in the case of word moves) of a block type instruc- 
tion. Worst case response to NMI would be for multiply, 
divide, and variable shift instructions. There is no 
specification on the occurrence of the low-going edge; it 
may occur before, during, or after the servicing of NMI. 
Another high-going edge triggers another response if it 
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occurs after the start of the NMI procedure. The signal 
must be free of logical spikes in general and be free of 
bounces on the low-going edge to avoid triggering ex- 
traneous responses. 



Maskable Interrupt (INTR) 

The 8088 provides a single interrupt request input (INTR) 
which can be masked Internally by software with the 
resetting of the interrupt enable (IF) flag bit. The in- 
terrupt request signal is level triggered. It is internally 
synchronized during each clock cycle on the high-going 
edge of CLK. To be responded to, INTR must be present 
(HIGH) during the clock period preceding the end of the 
current instruction or the encj of a whole move for a 
block type instruction. During interrupt response se- 
quence, further interrupts are disabled. The enable bit is 
reset as part of the response to any interrupt (INTR, 
NMI, software interrupt, or single step), although the 
FLAGS register which is automatically pushed onto the 
stack reflects the state of the processor prior to the in- 
terrupt. Until the old FLAGS register is restored, the 
enable bit will be zero unless specifically set by an in- 
struction. 

During the response sequence (See Figure 9), the proc- 
essor executes two successive (back to back) Interrupt 
acknowledge cycles. The 8088 emits the LOCK signal 
(maximum mode only) from T2 of the first bus cycle until 
T2 of the second. A local bus "hold" request will not be 
honored until the end of the second bus cycle. In the 
second bus cycle, a byte is fetched from the external in- 
terrupt system (e.g., 8259A PIG) which identifies the 
source (type) of the interrupt. This byte is multiplied by 
four and used as a pointer into the interrupt vector 
lookup table. An INTR signal left HIGH will be continual- 
ly responded to within the limitations of the enable bit 
and sample period. Jhe interrupt return instruction in- 
cludes a flags pop which returns the status of the 
original interrupt enable bit when it restores the flags. 



HALT 

When a software HALT instruction is executed, the 
processor indicates that it is entering the HALT state in 
one of two ways, depending upon which mode is 
strapped. In minimum mode, the processor issues ALE, 
delayed by one clock cycle, to allow the systenvto latch 
the halt s tatus. Halt status is available on lO/M, DT/R, 
and SSO. In maximum mode, _the processor issues ap- 
propriate HALT status on S2, S1, and SO, and the 8288 
bus controller issues one ALE. The 8088 will not leave 
the HALT state when a local bus hold is entered while in 
HALT. In this case, the processor reissues the HALT in- 
dicator at the end of the local bus hold. An interrupt re- 
quest or RESET will force the 8088 out of the HALT 
state. 

Read/Modify/Write (Semaptiore) Operations 
via LOCK 

The LOCK status information is provided by the proc- 
essor when consecutive bus cycles are required during 
the execution of an instruction. This allows the proc- 
essor to perform read/modify/write operations on 
memory (via the "exchange register with memory" 
instruction), without another system bus master receiv- 
ing intervening memory cycles. This is useful in multi- 
processor system conflgurationsjo accomplish "test 
and set lock" operations. The LOCK signal is activated 
(LOW) in the clock cycle following decoding of the 
LOCK prefix Instruction. It Is deactivated at the end of 
the last bus cycle of the instruction following the LOCK 
prefix. While LOCK is active, a request on a RQ/GT pin will 
be recorded, and then honored at the end of the LOCK. 



External Synchronization via TEST 

As an alternative to interrupts, t he 80 88 provides a 
single software-testable Input pin (TEST). This Input Is 
utilized by executing a WAIT instruction. The single 
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Figure 9. Interrupt Acknowledge Sequence 
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WAIT instruction Is repeatedly executed until the TEST 
Input goes active (LOW). The execution of WAIT does 
not consume bus cycles once the queue is full. 

If a local bus request occurs during WAIT execution, the 
8088 3-states all output drivers. If interrupts are enabled, 
the 8088 will recognize Interrupts and process them. 
The WAIT instruction is then refetched, and reexecuted. 

Basic System Timing 

in minimum mode, the MN/MX pin is strapped to Vcc 
and the processor emits bus control signals compatible 
with the 8085 bus structure. In maximum mode, the 
MN/MX pin is strapped to GND and the processor emits 
coded status information which the 8288 bus controller 
uses to generate MULTIBUS compatible bus control 
signals. 

System Timing — Minimum System 

(See Figure 8.) 

The read cycle begins in T1 with the assertion of the ad- 
dress latch enable (ALE) signal. The trailing (low going) 
edge of this signal is used to latch the address informa- 
tion, which is valid on the address/data bus (AD0-AD7) 
at this time, into the 8282/8283 latch. Address lines A8 
through A15 do not need to be latched because they re- 
mam valid throughout the bus cycle. From T1 to T4 the 
lO/M signal indicates a memory or I/O operation. At T2 
the address is removed from the address/data bus and 
the bus goes to a high impedance state. The read con- 
trol signal is also asserted at T2. The read (RD) signal 
causes the addressed device to enable its data bus 
drivers to the local bus. Some time later, valid data will 
be available on the bus and the addressed device will 
drive the READY line HIGH. When the processor returns 
the read signal to a HIGH level, the addressed device 
will again 3-state its bus drivers. If a transceiver 
(8286/8287) _[s re quired to buffer the 8088 local bus, 
signals DT/R and DEN are provided by the 8088. 

A write cycle also begins with the assertion of ALE and 
the emission of the address. The lO/M signal is again 
asserted to indicate a memory or I/O write operation. In 
T2, immediately following the address emission, the 
processor emits the data to be written into the ad- 
dressed location. This data remains valid until at least 
the middle of T4. During T2, T3, and T^, the processor 
asserts the write control signal. The write (WR) signal 
becomes active at the beginning of T2, as opposed to 
the read, which is delayed somewhat into T2 to provide 
time for the bus to float. 

The basic difference between the interrupt acknowl- 
edge cycle a nd a read cycle is that the interrupt 
acknowledge (INTA) signal is asserted in place of the 
read (RD) signal and the address bus is float ed. (See 
Figure 9.) In the second of two successive INTA cycles, 
a byte of information is read from the data bus, as sup- 
plied by the interrupt system logic (i.e. 8259A priority in- 
terrupt controller). This byte identifies the source (type) 
of the interrupt. It is multiplied by four and used as a 
pointer into the interrupt vector lookup table, as de- 
scribed earlier. 



Bus Timing — Medium Complexity Systems 

(See Figure 10.) 

For medium complexity systems, the MN/M)rpin is con- 
nected to GND and the 8288 bus controller is added to 
the system, as well as an 8282/8283 latch for latching 
the system address, and an 8286/8287 transceiver to 
allow for bus loading greater than the_8088 is capable of 
handling. Signals ALE, DEN, and DT/R are generated by 
the 8288 instead of the processor in this configuration, 
although their timing remains relatively the same. The 
8088 status outputs (S2, S1, and SO) provide type of 
cycle information and become 8288 inputs. This bus 
cycle information specifies read (code, data, or I/O), 
write (data or I/O), interrupt acknowledge, or software 
halt. The 8288 thus issues control signals specifying 
memory read or write, I/O read or write, or interrupt 
acknowledge. The 8288 provides two types of write 
strobes, normal and advanced, to be applied as required. 
The normal write strobes have data valid at the leading 
edge of write. The advanced write strobes have the 
same timing as read strobes, and hence, data is not 
valid at the leading edge of write. The 8286/8287 trans- 
ceiver receives the u sual T and OE inputs from the 
8288's DT/R and DEN outputs. 

The pointer into the inter rupt vector table, which is 
passed during the second INTA cycle, can derive from 
an 8259A located on either the local bus or the system 
bus. If the master 8289A priority interrupt controller is 
positioned on the local bus, a TTL gate is required to 
disable the 8286/8287 transceiver when reading from the 
master 8259A during the interrupt acknowledge se- 
quence and software "poll". 



The 8088 Compared to the 8086 

The 8088 CPU is an 8-blt processor designed around the 
8086 internal structure. Most internal functions of the 
8088 are identical to the equivalent 8086 functions. The 
8088 handles the external bus the same way the 8086 
does with the distinction of handling only 8 bits at a 
time. SIxteen-bit operands are fetched or written in two 
consecutive bus cycles. Both processors will appear 
identical to the software engineer, with the exception of 
execution time. The internal register structure is iden- 
tical and all instructions have the same end result. The 
differences between the 8088 and 8086 are outlined 
below. The engineer who is unfamiliar with the 8086 is 
referred to the 8086 Family User's Manual, Chapters 2 
and 4, for function description and instruction set 
Information. 

Internally, there are three differences between the 8088 
and the 8086. All changes are related to the 8-bit bus in- 
terface. 

• The queue length is 4 bytes in the 8088, whereas the 
8086 queue contains 6 bytes, or three words. The 
queue was shortened to prevent overuse of the bus by 
the BlU when prefetching instructions. This was re- 
quired because of the additional time necessary to 
fetch instructions 8 bits at a time. 
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To further optimize the queue, the prefetching algo- 
rithm was changed. The 8088 BID will fetch a new in- 
struction to load into the queue eac ^ time there is a 1 
byte hole (space available) in the queue. The 8086 
waits until a 2-byte space is available. 

The internal execution time of the instruction set is 
affected by the 8-bit interface. All 16-bit fetches and 
writes from/to memory take an additional four clock 
cycles. The CPU is also limited by the speed of in- 
struction fetches. This latter problem only occurs 
when a series of simple operations occur. When the 
more sophisticated instructions of the 8088 are being 
used, the queue has time to fill and the execution pro- 
ceeds as fast as the execution unit will allow. 



The 8088 and 8086 are completely software compatible 
by virture of their identical execution units. Software 
that is system dependent may not be completely trans- 
ferable, but software that is not system dependent will 
operate equally as well on an 8088 or an 8086. 



The hardware Interface of the 8088 contains the major 
differences between the two CPUs. The pin assign- 
ments are nearly identical, however, with the following 
functional changes: 

• A8-A15 — These pins are only address outputs on the 
8088. These address lines are latched internally and 
remain valid throughout a bus cycle in a manner 
similar to the 8085 upper address lines. 

• BHE has no meaning on the 8088 and has been elimi- 
nated. 

• SSO provides the SO status information in the mini- 
mum mode. This out£ut oc curs on pin 34 In minimum 
mode only. DT/R, lO/M, and SSO provide the complete 
bus status in minimum mode. 

• lO/M has been inverted to be compatible with the 
MCS-85 bus structure. 

• ALE is delayed by one clock cycle in the minimum 
mode when entering HALT, to allow the status to be 
latched with ALE. 
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Figure 10. Medium Complexity System Timing 
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ABSOLUTE MAXIMUM RATINGS* 

Ambient Temperature Under Bias CCtoZO'C 

Storage Temperature -65°C to + 150X 

Voltage on Any Pin with 

Respect to Ground. -1.0to + 7V 

Power Dissipation 2.5 Watt 



*NOTICE: Stresses above those listed under "Absolute 
Maximum Ratings" may cause permanent damage to the 
device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this specifi- 
cation is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device 
reliability. 



D.C. CHARACTERISTICS (Ta = o°c to 70°c. Vcc = 5V ±10%) 



Symbol 


Parameter 


Min. 


Max. 


Units 


Test Conditions 


V|L 


Input Low Voltage 


-0.5 


+ 0.8 


V 




V,H 


Input High Voltage 


2.0 


Vcc + 0.5 


V 




Vol 


Output Low Voltage 




0.45 


V 


loL = 2.0 mA 


Vqh 


Output High Voltage 


2.4 




V 


loH = 400 mA 


Ice 


Power Supply Current 




340 


mA 


Ta = 25°C 


Ili 


Input Leakage Current 




±10 


mA 


OV^ViN^Vcc 


•lo 


Output Leakage Current 




±10 


mA 


0.45V < VouT < Vcc 


VCL 


Clock Input Low Voltage 


-0.5 


+ 0.6 


V 




VCH 


Clock Input High Voltage 


3.9 


Vcc+1.0 


V 




C|N 


Capacitance of Input Buffer 
(All input except 
AD0-AD7 RQ/GT) 




15 


PF 


fc = 1 MHz 


C|0 


Capacitance of I/O Buffer 
(AD0-AD7 RQ/GT) 




15 


PF 


fc = 1 MHz 



A.C. CHARACTERISTICS (Ta = ox to 70°c, Vcc = 5V ±10%) 

MINiiyiUIVI COIVIPLEXiTY SYSTEIVI TIIVIING REQUIREIVIENTS 



Symbol 


Parameter 


IVIin. 


Max. 


Units 


Test Conditions 


TCLCL 


CLK Cycle Period 


200 


500 


ns 




TCLCH 


CLK Low Time 


(2/3 TCLCL)- 15 




ns 


TCHCL 


CLK High Time 


(y3TCLCL)+2 




ns 


TCH1CH2 


CLK Rise Time 




10 


ns 


From 1.0V to 3.5V 


TCL2CL1 


CLK Fall Time 




10 


ns 


From 3.5V to 1.0V 


TDVCL 


Data In Setup Time 


30 




ns 




TCLDX 


Data In Hold Time 


10 




ns 


TR1VCL 


RDY Setup Time into 8284 (See Notes 1,2) 


35 




ns 


TCLR1X 


RDY Hold Time into 8284 (See Notes 1, 2) 







ns 


TRYHCH 


READY Setup Time into 8088 


(2/3 TCLCL)- 15 




ns 


TCHRYX 


READY Hold Time into 8088 


30 




ns 


TRYLCL 


READY Inactive to CLK(See Note 3) 


-8 




ns 


THVCH 


HOLD Setup Time 


35 




ns 


TINVCH 


INTR, NMI, TEST Setup Time (See Note 2) 


30 




ns 


TILIH 


Input Rise Time (Except CLK) 




20 


ns 


From 0.8V to 2.0V 


TIHIL 


Input Fall Time (Except CLK) 




12 


ns 


From 2.0V to 0.8V 
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A.C. CHARACTERISTICS (Continued) 

TIMING RESPONSES 



Symbol 


Parameter 


Min. 


Max. 


Units 


Test Conditions 


TCLAV 


Address Valid Delay 


10 


110 


ns 


Cl = 20-100 pF for 
all 8088 Outputs 
in addition to 
internal loads 


TCLAX 


Address Hold Time 


10 




ns 


TCLAZ 


Address Float Delay 


TCLAX 


80 


ns 


TLHLL 


ALE Width 


TCLCH-20 




ns 


TCLLH 


ALE Active Delay 




80 


ns 


TCHLL 


ALE Inactive Delay 




85 


ns 


TLLAX 


Address Hold Time to ALE Inactive 


TCHCL-10 




ns 


TCLDV 


Data Valid Delay 


10 


110 


ns 


TCHDX 


Data Hold Time 


10 




ns 


TWHDX 


Data Hold Time After WR 


TCLCH-30 




ns 


TCVCTV 


Control Active Delay 1 


10 


110 


ns 


TCHCTV 


Control Active Delay 2 


10 


110 


ns 


TCVCTX 


Control Inactive Delay 


10 


110 


ns 


TAZRL 


Address Float to READ Active 







ns 


TCLRL 


RD Active Delay 


10 


165 


ns 


TCLRH 


RD Inactive Delay 


10 


150 


ns 


TRHAV 


RD Inactive to Next Address Active 


TCLCL-45 




ns 


TCLHAV 


HLDA Valid Delay 


10 


160 


ns 


TRLRH 


RD Width 


2TCLCL-75 




ns 


TWLWH 


WR Width 


2TCLCL-60 




ns 


TAVAL 


Address Valid to ALE Low 


TCLCH-60 




ns 


TOLOH 


Output Rise Time 




20 


ns 


From 0.8V to 2.0V 


TOHOL 


Output Fall Time 




12 


ns 


From 2.0V to 0.8V 



A.C. TESTING INPUT, OUTPUT WAVEFORM 



INPUT/OUTPUT 



-TEST POINTS - 



AC. TESTING: INPUTS ARE DRIVEN AT 2.4V FOR A LOGIC 1 AND 0.45V FOR 
A LOGIC 0. THE CLOCK IS DRIVEN AT 4.3V AND 0.25V TIMING MEASURE- 
MENTS ARE MADE AT 1.5V FOR BOTH A LOGIC V AND O." 



A.C. TESTING LOAD CIRCUIT 



DEVICE 
UNDER 
TEST 



1. 
I 



Cl = 100 pF 



Cl INCLUDES JIG CAPACITANCE 
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WAVEFORMS 



BUS TIMING— MINIMUM MODE SYSTEM 



CLK (8284 Output) 



RDY (8284 Input) 
SEE NOTE 5 



READY (8088 Input) 



READ CYCLE 

(NOTE 1) 

(WR,fNTA = VoH) 



y -. TCLCL .►TCH1CH2-^ I— — | U- TCL2CL1 / 

VCL I 



X 



/ 



X 



■^. 



TCHLL-^ 

-TAVAL- 



X 



*-TCLCH-* 



Ai5- As (Float during INTA) 

—I 



)C 






\_ 



S7-S3 



-^TCHCTV TCLRL 




J- 



"\. 




X 



X 



/ 



c 
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BUS TIMING— MINIMUM MODE SYSTEM (Continued) 



CLK (8284 Output) 



VcH 

VCL 



WRITE CYCLE 

N0TE1 



INTA CYCLE 

NOTES 1,3 

(RD,Wr = Voh) 



AO7-AD0 



SOFTWARE HALT - 
DlN,RD,WR,iNTA =- VoH 
DT/R INDETERMINATE 



AD7-AD0 



T2 
TCH1CH2-* 




T3 Tw 
— TCL2CL1 / 



/~^^^r\ 



X 



INVALID ADDRESS 



SOFTWARE HALT 



1. ALL SIGNALS SWITCH BETWEEN Vqh AND Vql UNLESS OTHERWISE 
SPECIFIED. 

2. RDY IS SAMPLED NEAR THE END OF T2, T3, Tw TO DETERMINE IF Tw 
MACHINES STATES ARE TO BE INSERTED. 

3. TWO INTA CYCLES RUN BACK-TOBACK. THE 8088 LOCAL ADDR/DATA 
BUS IS FLOATING DURING BOTH INTA CYCLES. CONTROL SIGNALS 
ARE SHOWN FOR THE SECOND INTA CYCLE. 

4. SIGNALS AT 8284 ARE SHOWN FOR REFERENCE ONLY. 

5. ALL TIMING MEASUREMENTS ARE MADE AT 1.5V UNLESS OTHERWISE 
NOTED 
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A.C. CHARACTERISTICS (Continued) 

MAX MODE SYSTEM (USING 8288 BUS CONTROLLER) 
TIMING REQUIREMENTS 



Symbol 


Parameter 


Min. 


Max. 


Units 


Test Conditions 


TCLCL 


CLK Cycle Period 


200 


500 


ns 




TCLCH 


CLK Low Time 


(% TCLCL)- 15 




ns 


TCHCL 


CLK Higli Time 


(1/3 TCLCL) +2 




ns 


TCH1CH2 


CLK Rise Time 




10 


ns 


From 1.0V to 3.5V 


TCL2CL1 


CLK Fall Time 




10 


ns 


From 3.5V to 1.0V 


TDVCL 


Data In Setup Time 


30 




ns 




TCLDX 


Data In Hold Time 


10 




ns 


TR1VCL 


RDY Setup Time into 8284 (See Notes 1 , 2) 


35 




ns 


TCLR1X 


RDY Hold Time into 8284 (See Notes 1 , 2) 







ns 


TRYHCH 


READY Setup Time into 8088 


(%TCLCL)-15 




ns 


TCHRYX 


READY Hold Time into 8088 


30 




ns 


TRYLCL 


READY Inactive to CLK (See Note 4) 


-8 




ns 


TINVCH 


Setup Time for Recognition (INTR, NMI, TEST) 
(See Note 2) 


30 




ns 


TGVCH 


RQ/GT Setup Time 


30 




ns 


TCHGX 


RQ Hold Time into 8086 


40 




ns 


TILIH 


Input Rise Time (Except CLK) 




20 


ns 


From 0.8V to 2.0V 


TIHIL 


Input Fall Time (Except CLK) 




12 


ns 


From 2.0V to 0.8V 
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A.C. CHARACTERISTICS (Continued) 

TIMING RESPONSES 



Symbol 


Parameter 


MIn. 


Max. 


Units 


Test Conditions 


TCLML 


Command Active Delay (See Note 1) 


10 


35 


ns 


Cl= 20-100 pF for 
all 8088 Outputs 
in addition to 
internal loads 


TCLMH . 


Command Inactive Delay (See Note 1) 


10 


35 


ns 


TRYHSH 


READY Active to Status Passive (See Note 3) 




110 


ns 


TCHSV 


Status Active Delay 


10 


110 


ns 


TCLSH 


Status Inactive Delay 


10 


130 


ns 


TCLAV 


Address Valid Delay 


10 


110 


ns 


TCLAX 


Address Hold Time 


10 




ns 


TCLAZ 


Address Float Delay 


TCLAX 


80 


ns 


TSVLH 


Status Valid to ALE High (See Note 1) 




15 


ns 


TSVMCH 


Status Valid to MCE High (See Note 1) 




15 


ns 


TCLLH 


CLK Low to ALE Valid (See Note 1) 




15 


ns 


TCLMCH 


CLK Low to MCE High (See Note 1) 




15 


ns 


TCHLL 


ALE Inactive Delay (See Note 1) 




15 


ns 


TCLMCL 


MCE Inactive Delay (See Note 1) 




15 


ns 


TCLDV 


Data Valid Delay 


10 


110 


ns 


TCHDX 


Data Hold Time 


10 




ns 


TCVNV 


Control Active Delay (See Note 1) 


5 


45 


ns 


TCVNX 


Control Inactive Delay (See Note 1) 


10 


45 


ns 


TAZRL 


Address Float to Read Active 







ns 


TCLRL 


RD Active Delay 


10 


165 


ns 


TCLRH 


RD Inactive Delay 


10 


150 


ns 


TRHAV 


RD Inactive to Next Address Active 


TCLCL-45 




ns 


TCHDTL 


Direction Control Active Delay (See Note 1) 




50 


ns 


TCHDTH 


Direction Control Inactive Delay (See Note 1) 




30 


ns 


TCLGL 


GT Active Delay 




110 


ns 


TCLGH 


GT inactive Delay 




85 


ns 


TRLRH 


RD Width 


2TCLCL-75 




ns 


TOLOH 


Output Rise Time 




20 


ns 


From 0.8V to 2.0V 


TOHOL 


Output Fall Time 




12 


ns 


From 2.0V to 0.8V 



NOTES: 

1 . Signal at 8284 or 8288 shown for reference only 

2. Setup requirement for asynchronous signal only to guarantee recognition at next CLK. 

3. Applies only to T2 state (8 ns into T3 state). 

4. Applies only to T2 state (8 ns into T3 state). 
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WAVEFORMS (Continued) 



BUS TIMING— MAXIMUM MODE 
SYSTEM (USING 8288) 



QSo.QSi 



§i,5T,S^ (EXCEPT HALT) 



Al9/S6-Ai6/S3 



ALE (8288 OUTPUT) 



RDY (8284 INPUT) 



READY (8088 INPUT) 



READ CYCLE 



AO7-AD0 



8288 OUTPUTS 
SEE NOTES 5,6 



MRDC0Ri?3^ 



-. TCLCL -TCH1CH2-^ k —*\ U- TCL2CL1 j^ 



TSVLH-^ 
TCLLH* 



X 



I 



X 



.r 



1 



\ 



X 



I 



X 



riiM. 



— TCLCH — 



X 



SrSa 



i^:mi 



TCLAX 
TCLAZ 



J- 



• TRYHCH-^ 



j^ 



■^_ 



3C 



\ - 



1 



1 



r — 



\ 




\ 




c: 
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WAVEFORMS (Continued) 



BUS TIMING—MAXIMUM 
MODE SYSTEM ^^^ 

(USING 8288) v 



S2, Si, So (EXCEPT HALT) 

WRITE CYCLE 

AD7-AD0 

DEN 



8288 OUTPUTS 
SEE NOTES 5,6 



AMWC OR AlOWC 



MWTC OR lOWC 



Ais-Ab 
(SEE NOTES 3,4) 



MCE/ 



8288 OUTPUTS 
SEE NOTES 5,6 



SOFTWARE 

HALT -(DEN = Vol;RB,MRd5,IURC,MWTC,AMWC,IOWC,AIOWC,INTA,DT/R = VoH- 




AD7-AD0, Ais-Aa 



¥ 



INVALID ADDRESS 



\ 



7" 



1. ALL SIGNALS SWITCH BETWEEN Vqh AND Vol UNLESS OTHERWISE 
SPECIFIED. 

2. RDY IS SAMPLED NEAR THE END OF T2, T3, Tw TO DETERMINE IF Tw 
MACHINES STATES ARE TO BE INSERTED. 

3.. CASCADE ADDRESS IS VALID BETWEEN FIRST AND SECOND INTA 

4. TWO INTA CYCLES RUN BACKTOBACK. THE 8088 LOCAL ADDR/DATA 
BUS IS FLOATING DURING BOTH INTA CYCLES. CONTROL FOR 
POINTER ADDRESS IS SHOWN FOR SECOND INTA CYCLE. 

5. SIGNALS AT 8284 OR 8268 ARE SHOWN FOR REFERENCE ONLY. 

6. THE ISSUANC E OF T HE 82 88 COMMAND AND CONTROL SIGNALS 
(MRDC, MWTC, AMWC, R5RC, RJWC, AlOWC, INTA AND DEN) LAGS THE 
ACTIVE HIGH 8288 CEN. 

7. ALL TIMING MEASUREMENTS ARE MADE AT 1.5V UNLESS OTHERWISE 
NOTED. 

8. STATUS INACTIVE IN STATE JUST PRIOR TO T4. 



B-49 



inteT 



iAPX 88/10 



[p[^lLDRfflDM^^V 



WAVEFORMS (Continued) 



ASYNCHRONOUS 
SIGNAL RECOGNITION 



X 



- TINVCH (see note 1) 



BUS LOCK SIGNAL TIMING 
(MAXIMUM MODE ONLY) 

Any CLK Cycle— .J U- 



\ 



-Any CLK Cycle — 



/ 



REQUEST/GRANT SEQUENCE TIMING (MAXIMUM MODE ONLY) 

- Any CLK Cycle — - > 0-CLK C/cle — 



|- TGVC 



J\ PULSE 1 J 'i 

\ COPROCESSOR C 



^^y^> 






Ais-A, ' 
AD7-AD0 



^ 



m, rocK '" 



X 






\ 



PULSE 3 . 

:oprocessor/ 

RELEASE / 



COPROCESSOR 



HH 



HOLD/HOLD ACKNOWLEDGE TIMING (MINIMUM MODE ONLY) 

1 OR 2 CYCLES - 



1 CLK CYCLE— 




\. 



COPROCESSOR 
)t 



)K 
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iAPX 86/10, 88/10 
INSTRUCTION SET SUMMARY. 



MOV ' Movi: 

Registei/memoiy lo'lfom regislei 
Immeduie lo legisier/memory 
Immediaie lo legisiei 
Memory lo accumulaloi 
Accumulalor lo memoiy 
Register /memory lo segmeni regisl 
Segment register to register imemor 

PUSH Push: 

Register/memory 
Register 
Segmeni register 

POP -- Pop: 
Register/memory 
Register 
Segmeni register 

XCH6 = Exchingi: 

Regisler/memory with register 
Register wi\h accumulator 

IN*lnput from: 
Fixed port 



OUT= Output id: 
Fined port 
Variable port 

XLAT'Translaiebyteto AL 
lUacad EA to register 
Ult=Load pointer to OS 
US'Load pointer to ES 
LAHF-Load AH with flags 
SANF'Sloce AH into Hags 
ruiHF'Push Hags 
POPF-Pop Hags 



ARITHMETIC 
ADD ^ Add: 

Reg /memory witti register 
Immediate to regisli 
Immediate to accumulatoi 



7 65 432 10 


7 65432 10 


76543 2 10 7 65432 10 


1 1 d w 


mod reg r/m 




1 1 000 1 1 w 


modOOO r/m 


daia 1 data it w i | 


1 I 1 w reg 


data 


data il w 1 




1 1 0000 w 


addriow 


addrhigh 




1 I 000 1 w 


addr low 


artdihigh 




1 C 1 1 1 Oj 


mod reg r/m 




1000 1100 


modOreg r/m 





I 1 1 1 1 1 ImodO i/m | 


1 1 1 1 reg 


1 reg 1 1 1 




1 1 1 w mod reg r/m | 


10 10 reg 




1 1 1 1 w port J 


1 -1 1 1 1 w 



1 1 1 1 1 w 


PCI 


1 1 1 1 1 1 w 




11010111 




10 110 1 


mod reg r/m 


11000101 


mod reg r/m 


11000 100 


mod reg r/m 


10011111 




10 11110 




10011100 




10011101 






Reg 

Register 

AAA-ASCII adjust tor add 

OAA'Oecimal adjust tor add 

SUB = Subtricl: 

Reg /memory and register to either 
Immediate trom register/memory 
Immediate from accumulator 

III ' lybUKt with Mrrit* 

R«g /memory and register to either 
Immediate Irom register /memory 
Immediate trom accumulalor 



00 1 1 Od w 


mod reg nm 




1 s w 


modi 1 r/m 


daia data It sw 01 J 


0010110* 


data 


data It w 1 



110 


w 


mod leg r/m 






100000 


s w 


modO 1 1 r/m 


data 


data it sw 01 1 


111 


w 


data 


data it w 1 





DEC Oicnmint: 

Register/memory 

Register 

NEC Change sign 

CMP Compire: 

Register 'memoiy and register 
Immediate wilh legisler/memory 
Immediate with accumulator 
AAS ASCII adjust lor suOUacl 
OAS Decimal adjust lor subtract 
MUl Multiply (unsigned) 
IKUl Integer multiply isigned) 
AAM ASCII adjust tor multiply 

IDI« Integer divide isignedi 
AAO ASCII adjust lor divide 
CBW Convert byte lo word 
CWO Convert word to double word 



MOI Invert 

SHL/SAL Shilt logical aiilhmelic 

SHR Shill logical light 

SAR Slitl aiilhmelic right 

RQL Rotate lell 

ROR Rotate right 

RCL Rotate through carry Hag let 

RCR Rotate through carry right 



76543210 76543210 76543210 76543210 



1 1 1 1 1 1 1 w modO 1 


/m 1 


1 1 reg 


1 1 1 1 1 1 w modO 1 1 r/m | 



1 1 1 d w 


mod reg r/m 








1 s w 


modi 1 1 r/m 


data 


data 


sw 01 1 


00 1 1 1 1 Ow 


data 


data it w 1 






111111 








10 1111 




1 1 1 1 1 1 w 


mod 1 r 'm 




1 1 1 1 1 1 w 


modi 1 r/m 




110 10 100 


0000 10 10 




1 1 1 1 0-1 1 w 


mod 110 I'm 




1 1 1 1 1 1 w 


mod 1 t 1 i-m 




110 10 10 1 


10 10 




10 1 10 
10 1 10 1 







1 1 1 101 1 w 


mod 1 


„m 1 


1 1 1 V w 


mod 1 I'm | 


1 1 1 00 v w 


mod 1 1 


r'm_J 


1 1 1 00 V w 


mod 1 1 1 


i/m 1 


1 1 1 V w 


modO i.m | 


1 1 1 00 V w 


modOO 1 I'm 1 


110 10 


J w 


mod 1 


,/m 1 


110 10 


w 


modO 1 1 r.m "| 



AND And: 

Reg 'memory 



Immediate lo legister/memoiy 

TEST And (unction lo llagi. no ritult: 

Register/memory and tegislei 
Immediate data and register/men 
Immediate data and accumulator 



1 d w 


mod 


reg r/m 








1 000000 w 


mod 


r/m 


data 1 data it w 1 | 


1 1 w 


data 


data 


wl 1 





1 1 w 


mod reg r/m 








1 1 1 1 1 1 w 


modOOO 


/m 


data 


data 


w 1 1 


1 


1 w 


data 


data It w 1 







OR Or: 

Reg /mei 
Immediate to 



iry and register to either |o 1 d w | mod reg r/m 
to register/memory | 1 w |modO 1 r/m 



accumulalor 

XOR Exclutlvi or: 

Reg /memory and register lo ei 
Immediate to register/memory 
Immediate to accumulalor 



STRING MANIPULATION 

REP'Repeal 
MOVS'Move byte/word 
CMPS'Compare byte/word 
SCAS-Scan byte/word 
LODS°Loadbyte/wdtoAL/AX 
STOS^Stor byte/wd Irom AL/A 



I 1 1 w I data 



1 1 d w 


mod reg r/m^ 






1 w 


modi 1 r/m 


data 


data It w 1 1 


1 1 1 w 


data 








Mnemonics ©Intel, 1978 
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INSTRUCTION SET SUMMARY (Continued) 



CONTROL TRANSFER 
CALL -- Call: 
Direct within segment 
Indirect within segment 
Direct mtersegment 

Indirect intersegment 



Direct within segment 
Direct within segment-short 
Indirect within segment 
Direct intersegment 

Indirect intersegment 

RET = Return Irom CALL: 

Within segment 

Within seg. adding immed to SP 

Intersegment 

Intersegment, adding immediate to SP 

JE/JZ=Jump on equal /zero 

JL/JN6E=Jump on less/not greater 

or equal 
JLE/JM6=Jump on less or equal /not 

greater 
JI/JNAE'Jump on below/not above 

or equal 
JIE/JNA'Jump on below or equal/ 

not above 
JP/JfE=Jump on parity/parity even 

JO'Jump on overflow 

JS'Jump on sign 

JNE/JNZ=Jump on not equal /not zero 
JNL/J6E=Jump on not less/greater 

or equal 
JNLE/J6=Jump on not less or equal/ 

greater 



785432 10 


765432 10 


785432 10 


Li 1 1 1 


disp-low 


d.sp-high 1 


1,1,1,111 


mod 1 r/m 




j 1 , , 1 


offset-low 


offset-high 




seg-low 


seg-high 


1 1 , , , 1 , , , 


mod 1 1 r/m 








1110 1001 


disp-iow 


disp-high 


1110 10 1, 


disp 




11111111 


mod 1 r/m 




1110 10 10 


offset-low 


offset-high 




L seg-low 


seg-high 


1 1 1 1 1 1 1 1 1 


mod 1 1 r/m 










110 0,1 




110 10 


data-low | data-high 


110 10 11 




11001010 


l_ data-low 


data-high 


1110 10 


disp 




1111,00 


disp 




1111110 


disp 




1110 10 


disp 




1110 110 


disp 




11110 10 


disp 




1110 


disp 




11110 


disp 




1110 10 1 


disp 




111110 1 


disp 




1111111 


disp 





JNI/JAE-Jump on not below/above 

or equal 
JNIE/JA Jump on not below or 

equal/above 
JNP/JPO'Jump on not par/par odd 
JNO'Jump on not overflow 
JNS Jump on not sign 
LOOP Loop CX times 
LOOPZ/LOOPE Loop while zero /equal 
LOOPNZ/LOOPNE Loop while not 

zero/equa' 
JCXZ Jump on CX zero 

INT Interrupt 

Type specified 

Type 3 

INTO Interrupt on overflow 

IRET Interrupt return 



PROCESSOR CONTROL 

CLC Clear carry 

CMC Complement carry 

SIC Set carry 

CLD Clear direction 

STO Set direction 

CLI Clear interrupt 

STI Set interrupt 

HLT Hall 

WAIT Wait 

ESC Escape (to external device) 

LOCK Bus lock prefix 



785432 10 


765432 10 


1110011 


disp 


1110 111 


disp 


11110 11 


disp 


1110 1 


disp 


0,11100, 


disp 


,,,000,0^ 


disp 


,110 1 


disp 


1 1 10 


disp 


1110 0,1 


disp 



110 110 1 


type 1 


110 110 




110 1110 




1,001,11 





11,110 




,1,10 10, 


11111001 


111,110 




111,110 1 




1 1 1 1 1 1 J 




111110 11 




11110 100 




10 110 11 




110 11 XXX 


mod X X X r/m 1 


111,0000 





Footnotot: 

AL = 8-bit accumulator 

AX = 16-bit accumulator 

CX = Count register 

0S= Data segment 

ES = Extra segment 

Above/below refers to unsigned value. 

Greater = more positive; 

Less = less positive (more negative) signed values 

if d = 1 then "to" reg; if d = then "from" reg 

if w = 1 then word instruction; if w = then byte instruction 



if s:w = 01 then 16 bits of immediate data form the operand 
if s;w= 11 then an immediate data byte is sign extended to 

form the 16-bit operand, 
if v = then "count" = 1; if v = l then "count" in (CL) 
x = don't care 

z is used for string primitives for comparison with IF FLAG. 
SEGMENT OVERRIDE PREFIX 

|0 1 reg 1 1 0| 



if mod = 11 then r/m is treated as a REG field 

If mod = 00 then DISP = 0*. disp-low and disp-high are absent 

if mod == 01 then DISP = disp-low sign-extended to 16-bits, disp-high is absent 

If mod = 10 then DISP = disp-high: disp-low 

if r/m = 000 then EA = (BX) + (SI) + DISP 

if r/m = 001 then EA = (BX) + (Dl) * DISP 

If r/m = 010 then EA = (BP) + (SI) + DISP 

if r/m = Oil then EA = (BP) + (Dl) + DISP 

if r/m = 100 then EA = (SI) + DISP 

if r/m = 101 then EA = (Dl) ♦ DISP 

If r/m = 110 then EA = (BP) + DISP* 

if r/m = 111 then EA = (BX) + DISP 

DISP follows 2nd byte of instruction (before data if required) 

'except if mod = 00 and r/m = 110 then EA = disp-high: disp-low. 



REG is assigned according to the following table: 



16-Bll(w = 11 



000 


AX 


001 


CX 


010 


DX 


011 


BX 


100 


SP 


101 


BP 


110 


SI 


111 


Dl 



8-Bit |w = 01 



000 


AL 


001 


CL 


010 


DL 


oil 


BL 


100 


AH 


101 


CH 


110 


DH 


111 


BH 



Instructions which reference the flag register file as a 16-bit object use the symbol FLAGS to 
represent the file: 

FLAGS = X.X:X:X:(OF):(DF):(IF):(TF):(SF):(ZF):X:(AF):X:(PF):X:(CF) 



Mnennonlcs® Intel, 1978 
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8089 
8 & 16-BIT HMOS I/O PROCESSOR 



High Speed DMA Capabilities Including 
I/O to Memory, Memory to I/O, Memory 
to Memory, and I/O to I/O 

iAPX 86, 88 Compatible: Removes I/O 
Overhead from CPU in iAPX 86/11 or 
88/11 Configuration 

Allows Mixed Interface of 8- & 16-Bit 
Peripherals, to 8- & 16-Bit Processor 
Busses 



1 Mbyte Addressability 

Memory Based Communication with 
CPU 

Supports LOCAL or REMOTE I/O 
Processing 

Flexible, Intelligent DMA Functions 
Including Translation, Search, Word 
Assembly/Disassembly 

MULTIBUS''' Compatible System 
Interface 



The Intel® 8089 is a revolutionary concept in microprocessor input/output processing. Packaged in a 40-pin DIP package, 
the 8089 Is a high performance processor implemented in N-channel, depletion load silicon gate technology (HMOS). The 
8089's instruction set and capabilities are optimized for high speed, flexible and efficient I/O handling. It allows easy 
interface of Intel's 16-bit IAPX 86 and 8-bit IAPX 88 microprocessors with 8- and 16-bit peripherals. In the REMOTE 
configuration, the 8089 bus is user definable allowing it to be compatible with any 8/1 6-bit Intel microprocessor, interfacing 
easily to the Intel multiprocessor system bus standard MULTIBUS™. 

The 8089 performs the function of an intelligent DMA controller for the Intel iAPX 86, 88 family and with its processing 
power, can remove I/O overhead from the iAPX 86 or iAPX 88. It may operate completely in parallel with a CPU, giving 
dramatically improved performance in I/O intensive applications. The 8089 provides two I/O channels, each supporting a 
transfer rate up to 1 .25 mbyte/sec at the standard clock frequency of 5 MHz. Memory based communication between the 
lOPand CPU enhances system flexibility and encourages software modularity, yielding more reliable, easier to develop 
systems. 
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Figure 1. 8089 I/O Processor Block Diagram 
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4 


37 
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5 


36 


3 A18/S5 
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6 


35 
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7 


34 


H BHE 
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8 


33 


3 EXT1 


A7/D7 C 


9 


32 


3 EXT 2 


A6/D6C 


10 


31 


3 DRQ1 


A5/D5 C 


11 «°»« 30 


H DRQ2 


A4/D4 C 


12 


29 


3 LOCK 


A3/D3 C 


13 


28 


DS2 


A2/D2C 


14 


27 


Hsi 


AI/DlC 


15 


26 


Dso 


AO/DOC 


16 


25 


iRQ/GT 


SINTR.1 C 


17 


24 


3 SEL 


SINTR-2C 


18 


23 


DCA 


clkC 


19 


22 


H READY 


VssC 


20 


21 


3 RESET 
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Table 1. Pin Description 



Symbol 


Type 


Name and Function 


A0-A15/ 
D0-D15 


I/O 


Multiplexed Address and Data Bus: The 

function of these lines are defined by the 
state of SO, S1 and S2 lines. The pins are 
floated after reset and when the bus is not 
acquired. A8-A15 are stable on transfers to a 
physical 8-bit data bus (same bus as 8088), 
and are multiplexed with data on transfers to 
a 16-bit physical bus. 


A16-A19/ 
S3-S6 





Address and Status: Multiplexed most 
significant address lines and status in- 
formation. The address lines are active only 
when addressing memory Otherwise, the 
status lines are active and are encoded as 
shown below. The pins are floated after reset 
and when the bus is not acquired. 
S6 S5 S4 S3 
110 DMA cycle on CH1 

I 1 1 DMA cycle on CH2 

II 10 Non-DMA cycle on CHI 
11 11 Non-DMA cycle on CH2 


BHE 


P 


Bus High Enable: The Bus High Enable is 
used to enable data operations on the most 
significant half of the data bus (D8-D15). The 
signal is active low when a byte is to be 
transferred on the upper half of the data bus. 
The pin is floated after reset and when the 
bus is not acquired. BHE does not have to be 
latched. 


so.sT.si 





Status: These are the status pins that define 
the lOP activity during any given cycle. They 
are encoded as shown below: 
S2 S1 SO 

Instruction fetch; I/O space 

1 Data fetch; I/O space 

1 Data store; I/O space 

1 1 Not used 

1 Instruction fetch; System Memory 

I 1 Data fetch; System Memory 

II Data store; System Memroy 
11 1 Passive 

The status lines are utilized by the bus 
controller and bus arbiter to generate all 
memory and I/O control signals. The signals 
change during T4 if a new cycle is to be 
entered while the return to passive state in T3 
or Tw indicates the end of a cycle. The pins 
are floated after system reset and when the 
bus is not acquired. 


READY 


1 


Ready: The ready signal received from the 
addressed device indicates that the device is 
ready for data transfer. The signal is active 
high and is synchronized by the 8284 clock 
generator. 



Symbol 


Type 


Name and Function 


LOCK 

■ 





Lock: The lock output signal indicates to the 
bus controller that the bus is needed for more 
than one contiguous cycle. It is set via the 
channel control register, and during the TSL 
instruction. The pin floats after reset and 
when the bus is not acquired. This output is 
active low. 


RESET 


1 


Reset: The receipt of a reset signal causes 
the lOP to suspend all its activities and enter 
an idle state until a channel attention is 
received. The signal must be active for at 
least four clock cycles. 


CLK 


1 


Clock: Clock provides all timing needed for 
internal lOP operation. 


CA 




Channel Attention: Gets the attention of the 
lOR Upon the falling edge of this signal, the 
SEL input pin is examined to determine 
Master/Slave or CH1/CH2 information. This 
input is active high. 


SEL 


1 


Select: The first CA received after system 
reset informs the lOP via the SEL line, whe- 
ther it is a Master or Slave (0/1 for Mas- 
ter/Slave respectively) and starts the in- 
itialization sequence. During any other CA 
the SEL line signifies the selection of 
CH1/CH2. (0/1 respectively.) 


DRQ1-2 


1 


Data Request: DMA request inputs which 
signal the lOP that a peripheral is ready to 
transfer/receive data using channels 1 or 2 
respectively The signals must be held active 
high until the appropriate fetch/stroke is 
initiated. 


RQ/GT 


I/O 


Request Grant: Request Grant implements 
the communication dialogue required to ar- 
bitrate the use of the system bus (between 
lOP and CPU, LOCAL mode) or I/O bus when 
two lOPs share the same bus (REMOTE 
mode). The RQ/GT signal jsadtive low. An 
internal pull-up permits RQ/GT to be left 
floating if not used. 


SINTR1-2 





Signal Interrupt: Signal Interrupt outputs 
from channels 1 and 2 respectively The 
interrupts may be sent directly to the CPU or 
through the 8295A interrupt controller. They 
are used to indicate to the system the 
occurrence of user defined events. 


EXT1-2 


1 


External Terminate: External terminate 
inputs for channels 1 and 2 respectively The 
EXTsignals will cause the termination of the 
current DMA transfer operation if the chan- 
nel is so programmed by the channel control 
register. The signal must be held active high 
until termination is complete. 


Vcc 




Voltage: +5 volt power input. 


Vss 




Ground. 
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FUNCTIONAL DESCRIPTION 

The 8089 lOP has been designed to remove I/O proces- 
sing, control and high speed transfers from the central 
processing unit. Its major capabilities include that of in- 
itializing and maintaining peripheral components and 
supporting versatile DMA. This DMA function boasts 
flexible termination conditions (such as external termi- 
nate, mask compare, single transfer and byte count ex- 
pired). The DMA function of the 8089 lOP uses a two cy- 
cle approach where the information actually flows 
through the 8089 lOP. This approach to DMA vastly sim- 
plifies the bus timings and enhances compatibility with 
memory and peripherals, in addition to allovving opera- 
tions to be performed on the data as it is transferred. 
Operations can include such constructs as translate, 
where the 8089 automatically vectors through a lookup 
table and mask compare, both on the "fly". 

The 8089 is functionally compatible with Intel's lAPX 86, 88 
family It supports any combination of 8/16-bit busses. In 
the REMOTE mode it can be used to complement other 
Intel processor families. Hardware and communication 
architecture are designed to provide simple mechanisms 
for system upgrade. 

The only direct communication between the lOP and 
CPU is handled by the Channel Attention and Interrupt 
lines. Status information, parameters and task pro- 
grams are passed via blocks of shared memory, simpli- 
fying hardware interface and encouraging structured 
programming. 

The 8089 can be used in applications such as file and 
buffer management in hard disk or floppy disk control. It 
can also provide for soft error recovery routines and scan 



control. CRT control, such as cursor control and auto 
scrolling, Is simplified with the 8089. Keyboard control, 
communication control and general I/O are just a few of 
the typical applications for the 8089. 

Remote and Local Modes 

Shown in Figure 3 Is the 8089 in a LOCAL configuration. 
The lAPX 86 (or lAPX 88) is used in its maximum mode. The 
8089 and lAPX 86 reside on the same local bus, sharing the 
same set of system buffers. Peripherals located on the 
system bus can be addressed by either the lAPX 86 or the 
8089. The 8089 requests the use of the LOCAL bus by 
means of the RQ/GT line. This performs a similar function 
to that of HOLD and HLDA on the Intel 8085A, 8080A and 
iAPX 86 minimum mode, but is implemented on one 
physical line. When the IAPX 86 relinquishes the system 
bus, the 8089 uses the same bus control, latches and 
transceiver components to generate the system address, 
control and data lines. This mode allows a more 
economical system configuration at the expense of 
reduced CPU thruput due to lOP bus utilization. 

A typical REMOTE configuration is shown in Figure 4. In 
this mode, the lOP's bus is physically separated from 
the system bus by means of system buffers/latches. The 
lOP maintains its own local bus and can operate out of 
local or system memory. The system bus Interface con- 
tains the following components: 

• Up to three 8282 buffer/latches to latch the address to 
the system bus. 

• Up to two 8286 devices bidlrectionally buffer the 
system data bus. 
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T 
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NOTE: ONLY ONE LATCH IS NEEDED IF CONFIGURED WITH 8088 AND ONLY 64K 
ADDRESSING IS USED. ONLY ONE TRANSCEIVER IS NEEDED IF USING A 
PHYSICAL 8-BIT DATA BUS (8088). 



PERIPHERAL 



Figure 3. Typical iAPX 86/11, 88/11 Configuration with 8089 in LOCAL l\/lode, 8088, 8086 in MAX Mode 
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• An 8288 bus controller supplies the control signals 
necessary for buffer operation as well as MRDC 
(Memory Read) and MWTC (Memory Write) signals. 

• An 8289 bus arbiter performs all the functions 
necessary to arbitrate the use of the system bus. This 
Is used In place of the RQ/GT logic in the LOCAL 
mode. This arbiter decodes type of cycle Information 
from the 8089 status lines to determine if the lOP 
desires to perform a transfer over the "common" or 
system bus. 

The peripheral devices PER1 and PER2 are supported on 
their own data and address bus. the 8089 communicates 
vyith the peripherals without affecting system bus opera- 
tion. Optional buffers may be used on the local bus when 
capacltive loading conditions so dictate. I/O programs and 
RAM buffers may also reside on the local bus to further 
reduce system bus utilization. 

COMMUNICATION MECHANISM 

Fundamentally, communication between the CPU and 
lOP is performed through messages prepared in shared 
memory. The CPU can cause the 8089 to execute a pro- 
gram by placing it in the 8089's memory space and/or 
directing the 8089's attention to it by asserting a hard- 
ware Channel Attention (CA) signal to the lOP, ac- 
tivating the proper I/O channel. The SEL Pin indicates to 



the lOP which channel is being addressed. Communica- 
tion from the lOP to the processor can be performed in a 
similar manner via a system interrupt (SINTR 1,2), if the 
CPU has enabled Interrupts for this purpose. Addition- 
ally, the 8089 can store messages in memory regarding 
its status and the status of any peripherals. This com- 
munication mechanism is supported by a hierarchial 
data structure to provide a maximum amount of flexi- 
bility of memory use with the added capability of handl- 
ing multiple lOP's. 

Illustrated in Figure 5 is an overview of the communica- 
tion data strubture hierarchy that exists for the 8089 I/O 
processor. Upon the first CA from RESET, if the lOP is 
initialized as the BUS MASTER, 5 bytes of information are 
read into the 8089 starting at location FFFF6 (FFFF6, 
FFFF8-FFFFB) where the type of system bus (16-bit or 8- 
bit) and pointers to the system configuration block are 
obtained. This Is the only fixed location the 8089 accesses. 
The remaining addresses are obtained via the data struc- 
ture hierarchy. The 8089 determines addresses in the 
same manner as does the lAPX 86; i.e., a 16-bit relocation 
pointer is offset left 4 bits and added to the 16-bit address 
offset, obtaining a 20-bit address. Once these 20-bit ad- 
dresses are formed, they are stored as such, as all the 8089 
address registers are 20 bits long. After the system con- 
figuration pointer address is formed, the 8089 lOP ac- 
cesses the system configuration block. 
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Figure 5. Communication Data Structure Hierarchy 

The System Configuration Blocl< (SCB), used only dur- 
ing startup, points to the Control Block (CB) and provides 
lOP system configuration data via the SOC byte. The 
SOC byte Initializes lOP I/O bu s width to 8/16, and 
defines one of two lOP RQ/GT operating modes. For 
RQ/GT mode_0^ ihe lOP is typically initialized as SLAVE 
and has its RQ/GT line tied to a MASTER CPU (typical 
LOCAL configuration). In this mode, the CPU normally 
has control of the bus, grants control to the lOP as need- 
ed, and has the bus restored to it upon lOP task c omple- 
tion (lOP request— CPU grant— lOP done). For RQ/GT 
mode 1, useful only in remote mode between two lOPs, 
MASTER/SLAVE designation is used only to initialize 
bus control: from then on, each lOP requests and grants 
as the bus is needed (I0P1 request— I0P2 grant— I0P2 
request— I0P1 grant). Thus, each lOP retains bus con- 
trol until the other requests it. The completion of in- 
itialization is signalled by the lOP clearing the BUSY 
flag in the CB. This type of startup allows the user to 
have the startup pointers in ROM with the SCB in RAM. 
Allowing the SCB to be in RAM gives the user the flex- 
ibility of being able to initialize multiple lOPs. 

The Control Block furnishes bus control Initialization for 
the lOP operation (CCW or Channel Control Word) and 
provides pointers to the Parameter Block or "data" 
memory for both channels 1 and 2. The CCW is retrieved 
and analyzed upon all CA's other than the first after a 
reset. The CCW byte is decoded to determine channel 
operation. 

The Parameter Block contains the address of the Task 
Block and acts as a messge center between the lOP and 
CPU. Parameters or variable information is passed from 
the CPU to its lOP in this block to customize the soft- 
ware interface to the peripheral device. It is also used 
for transferring data and status information between the 
lOPand CPU. 

The Task Block contains the instructions for the respec- 
tive channel. This block can reside on the local bus of 



the lOP, allowing the lOP to operate concurrently with 
the CPU, or reside in system memory. 
The advantage of this type of communication between 
the processor, lOP and peripheral, is that it allows for a 
very clean method for the operating system to handle 
I/O routines. Canned programs or "Task Blocks" allow 
for execution of general purpose I/O routines with the 
status and peripheral command information being 
passed via the Parameter Block ("data" memory). Task 
Blocks (or "program" memory) can be terminated or 
restarted by the CPU, if need be. Clearly, the flexibility 
of this communication lends itself to modularity and ap- 
plicability to a large number of peripheral devices and 
upward compatibility to future end user systems and 
microprocessor families. 

Register Set 

The 8089 maintains separate registers for its two i/0 
channels as well as some common registers (see Figure 
6). There are sufficient registers for each channel to sus- 
tain its own DMA transfers, and process its own instruc- 
tion stream. The basic DMA pointer registers (GA, GB — 
20 bits each), can point to either the system bus or local 
bus, DMA source or destination, and can be autolncre- 
mented. A third register set (GC) can be used to allow 
translation during the DMA process through a lookup 
table it points to. Additionally, registers are provided for a 
masked compare during the data transfer and can be set 
up to act as one of the termination conditions. Other 
registers are also provided. Many of these registers can be 
used as general purpose registers during program execu- 
tion, when the lOP is not performing DMA cycles. 
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Figure 6. Register Model 



Bus Operation 

The 8089 utilizes the same bus structure as the 
lAPX 86, 88 in their maximum mode configurations (see 
Figure 7). The address is time multiplexed with the data 
on the first 16/8 lines. A16 through A19 are time multi- 
plexed with four status lines S3-S6. For 8089 cycles, S4 
and S3 determine what type of cycle (DMA versus non- 
DMA) is being performed on channels 1 or 2. S5 and S6 
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are a unique code assigned to the 8089 lOP, enabling 
the user to detect which processor Is performing a bus 
cycle in a multiprocessing environment. 

The first three status lines, S0-S2, are used with an 8288 
bus controller to determine if an instruction fetch or 
data transfer is being performed in I/O or system 
memory space. 

DMA transfers require at least two bus cycles with each 
bus cycle requiring a minimum of four clock cycles. Ad- 
ditional clock cycles are added If wait states are re- 
quired. This two cycle approach simplifies considerably 
the bus timings In burst DMA. The 8089 optimizes the 
transfer between two different bus widtlis by using 
three bus cycles versus four to transfer 1 word. More 
than one read (write) Is performed when mapping an 
8-blt bus onto a 16-blt bus (vice versa). For example, a 
data transfer from an 8-blt peripheral to a 16-blt physical 
location in memory is performed by first doing two 
reads, with word asseniibiy within the lOP assembly 
register file and then one write. 

As can be expected, the data bandwidth of the lOP Is a 
function of the physical bus width of the system and I/O 
busses. Table 2 gives the bandwidth, latency and bus 
utilization of the 8089. The system bus is assumed to be 



16-bits wide with either an 8-bit peripheral (under byte 
column) or 16-blt peripheral (word column) being shown. 

The latency refers to the worst case response time bv 
the lOP to a DMA request, without the bus arbitration 
times. Notice that the word transfer allows 50% more 
bandwidth. This occurs since three bus cycles are re- 
quired to map 8-bit data into a 16-bit location, versus two 
for a 16-blt to 16-bit transfer. Note that it is possible to 
fully saturate the system bus In the LOCAL mode 
whereas in the REMOTE mode this is reduced to a max- 
imum of 50%. 



Table 2. Achievable 5 MHz 8089 Operations 





Local 


Remote 


Byte 


Word 


Byte 


Word 


Bandwidth 


830 KB/S 


1250 KB/S 


830 KB/S 


1250 KB/S 


Latency 


1.0/2.4 /isec* 


1.0/2.4 Msec* 


1.0/2.4^860* 


1.0/2.4 fiseo* 


System Bus 
Utilization 


2.4 Msec 

PER 

TRANSFER 


Leasee 

PER 

TRANSFER 


0.8 (isec 

PER 

TRANSFER 


0.8 Msec 

PER 

TRANSFER 



*2.4 iiseo if interleaving with other channel and no wait states. 1/*sec if 
channel is waiting for request. 
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Figure 7. 8089 Bus Operation 
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ABSOLUTE MAXIMUM RATINGS' 



Ambient Temperature Under Bias O'C toZCC 

Storage Temperature -65°C to + ISCC 

Voltage on Any Pin with 

Respect to Ground - 1 .0 to + 7V 

Power Dissipation 2.5 Watt 



*NOTICE: Stresses above those listed under "Absolute 
Maximum Ratings" may cause permanent damage to the 
device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this 
specification is not implied. Exposure to absolute maxi- 
mum rating conditions for extended periods may affect 
device reliability. 



D.C. CHARACTERISTICS (Ta = o°c to 70°c, Vcc = 5V 


±10%) 






Symbol 


Parameter 


Min. 


Max. 


Units 


Test Conditions 


V|L 


Input Low Voltage 


-0.5 


+ 0.8 


V 




V,H 


Input High Voltage 


2.0 


Vcc +1.0 


V 




Vol 


Output Low Voltage 




0.45 


V 


loL=2.0 mA 


VoH 


Output High Voltage 


2.4 




V 


Iqh = -400mA 


•cc 


Power Supply Current 




350 


mA 


Ta=25<»C 


Ili 


Input Leakage Current^"") 




±10 


mA 


OV < VIN < Vcc 


Ilo 


Output Leakage Current 




±10 


mA 


0.45V ^ VouT ^ Vcc 


VCL 


Clock Input Low Voltage 


-0.5 


+ 0.6 


V 




VCH 


Clock Input High Voltage 


3.9 


Vcc +1-0 


V 




C|N 


Capacitance of Input Buffer 
(All input except 
AD0-AD15, RQ/GT) 




15 


PF 


fc = 1 MHz 


C|o 


Capacitance of I/O Buffer 
(AD0-AD15. RQ/GT) 




15 


PF 


fc = 1 MHz 



A.C. CHARACTERISTICS (Ta = o°c to 70°c, Vcc = 5V ±10%) 

8089/8086 MAX MODE SYSTEM (USING 8288 BUS CONTROLLER) TIMING REQUIREMENTS 



Symbol 


Parameter 


Min. 


Max. 


Units 


Test Conditions 


TCLCL 


CLK Cycle Period 


200 


500 


ns 




TCLCH 


CLK Low Time 


(2/3TCLCL)-15 




ns 


TCHCL 


CLK High Time 


(V3 TCLCL) +2 




ns 


TCH1CH2 


CLK Rise Time 




10 


ns 


From 1.0V to 3.5V 


TCL2CL1 


CLK Fall Time 




10 


ns 


From 3.5V to 1.0V 


TDVCL 


Data In Setup Time 


30 




ns 




TCLDX 


Data In Hold Time 


10 




ns 


TR1VCL 


RDY Setup Time into 8284 (See Notes 1,2) 


35 




ns 


TCLR1X 


RDY Hold Time into 8284 (See Notes 1, 2) 







ns 


TRYHCH 


READY Setup Time into 8089 


(2/3TCLCL)-15 




ns 


TCHRYX 


READY Hold Time into 8089 


30 




ns 


TRYLCL 


READY Inactive to CLK (See Note 4) 


-8 




ns 


TINVCH 


Setup Time Recognition (DRQ 1,2 RESET, Ext 1,2) (See Note 2) 


30 




ns 


TGVCH 


RQ/GT Setup Time 


30 




ns 


TCAHCAL 


CA Width 


95 




ns 


TSLVCAL 


SEL Setup Time 


75 




ns 


TCALSLX 


SEL Hold Time 







ns 


TCHGX 


GT Hold Time into 8089 


40 




ns 


TILIH 


Input Rise Time (Except CLK) 




20 


ns 


From 0.8V to 2.0V 


TIHIL 


Input Fall Time (Except CLK) 




12 


ns 


From 2.0V to 0.8V 
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A.C. CHARACTERISTICS (Continued) 



TIMING RESPONSES 



Symbol 


Parameter 


MIn. 


Max. 


Units 


Test Conditions 


TCLML 


Command Active Delay (See Note 1) 


10 


35 


ns 


CL = 80pF 


TCLMH 


Command Inactive Delay (See Note 1) 


10 


35 


ns 


CL = 150pF 


TRYHSH 


READY Active to Status Passive (See Note 3) 




110 


ns 


TCHSV 


Status Active Delay 


10 


110 


. ns 


TCLSH 


Status Inactive Delay 


10 


130 


ns 


TCLAV 


Address Valid Delay 


10 


110 


ns 


TCLAX 


Address Hold Time 


10 




ns 


TCLAZ 


Address Float Delay 


TCLAX 


80 


ns 


TSVLH 


Status Valid to ALE High (See Note 1) 




15 


ns 


TCLLH 


CLK Low to ALE Valid (See Note 1) 




15 


ns 


TCHLL 


ALE Inactive Delay (See Note 1) 




15 


ns 


TCLDV 


Data Valid Delay 


10 


110 


ns 


TCHDX 


Data Hold Time 


10 




ns 


TCVNV 


Control Active Delay (See Note 1) 


5 


45 


ns 


TCVNX 


Control Inactive Delay (See Note 1) 


10 


45 


ns 


TCHDTL 


Direction Control Active Delay (See Note 1) 




50 


ns 


TCHDTH 


Direction Control Inactive Delay (See Note 1) 




30 


ns 


TCLGL 


RQ Active Delay 





85 


ns 


CL = 100pF 


TCLGH 


RQ Inactive Delay 




85 


ns 


Note 5: Cl = 30 pF 


TCLSRV 


SINTR Valid Delay 




150 


ns 


CL=100pF 


TOLOH 


Output Rise Time 




20 


ns 


From 0.8V to 2.0V 


TOHOL 


Output Fall Time 




12 


ns 


From 2.0V to 0.8V 



NOTES: 1 . Signal at 8284 or 8288 shown for reference only. 

2. Setup requirement for asynchronous signal only to guarantee recognition at next CLK. 

3. Aplies only to T3 and TW states. 



4. Applies only to T2 state. 

5. Applies only if RQ/GT Mode 1 CL=30pf, 2.7 Kn pull up to Vcc- 



A.C. TESTING INPUT, OUTPUT WAVEFORM 



A.C. TESTING LOAD CIRCUIT 



INPUT/OUTPUT 



-TEST POINTS - 



A.C. TESTING: INPUTS ARE DRIVEN AT 2.4V FOR A LOGIC "I" AND 0.45V FOR 
A LOGIC "O." THE CLOCK IS DRIVEN AT 4.3V AND 0.25V TIMING MEASURE- 
MENTS ARE MADE AT 1.5V FOR BOTH A LOGIC '■^^^ AND "O." 



DEVICE 
UNDER 
TEST 



1. 
I 



= 100pF 



Cl = 100 pF 

Cl INCLUDES JIG CAPACITANCE 
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WAVEFORMS 
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WAVEFORMS (Continued) 



ASYNCHRONOUS SIGNAL RECOGNITION 



DRQ 1,2 
RESET 



1. SETUP REQUIREMENTS FOR ASYNCHRONOUS SIGNALS ONLY TO GUARANTEE 
RECOGNITION AT NEXT CLK. 

2. ALL INPUTS EXCEPT CA ARE LATCHED ON A CLK EDGE. THE CA INPUT IS 



— TINVCH (SEE NOTED 



X 



NEQAIIVE EDGE TRIGGERED. 
3. DRQ BECOMING ACTIVE GREATER THAN 30 ns AFTER THE RISING EDGE OF CLK 
WILL GUARANTEE NON-RECOGNITION UNTIL THE NEXT RISING CLOCK EDGE. 



BUS LOCK SIGNALTIMING AND SINTR 



-Any CLK Cycle — 



\ 



;v 



/ 



"^ 



X 



REQUEST/GRANT SEQUENCE 

MASTER 
I FLOATS 



8089 AS SLAVE (MODE O; 



H 



1 



MASTER 

FLOATS 

STATUS BUS] 



TCHQX— 

1 



- MASTER FLOATS A/D BUS 



8089 5T INPUT 
(FROM MASTER) 




8089 REQUESTS BUS- 



-8089 WAITS FOR BUS 



-8089 USES BUS 



8089 AS MASTER (MODE 1) 
TCHGX — »• 



•* 8089 FLOATS STATUS BUS 

-•— TCLGL — ^ 



8089 FLOATS I 
A/D BUS -iL 



8089 GT OUTPUT 
(OLD MASTER BECOMES NEW SLAVE) 



8089 AS MASTER (MODE 0) 

TCHGX—* 



-*— TCLGL I 



8089 FLOATS A/D BUS 
TCLGH 



1 



r 



.r 



8089 GT OUTPUT 
(OLD MASTER BECOMES NEW SLAVE) 



-8089 RELEASES BUS 



8089 RELEASE INPUT 
(TO MASTER) 
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WAVEFORMS (Continued) 



EXTERNALTERMINATE SETUP 



•r- 



X 



SEL SETUP AND TIMING 



^. 



-^TSLVCAL — 



— TCALSLX — 
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8089 INSTRUCTION SET SUMMARY 



Data Transfers 



POINTER INSTRUCTIONS 



OPCODE 



LPD P,M Load Pointer PPP from Addressed Location 

LPDI P,I Load Pointer PPP Immediate 4 Bytes 

MOVP M,P Store Contents of Pointer PPP in Addressed Location 

MOVP P,IVI Restore Pointer 



7 


7 


P P P A A 1 


10 1 MM 


P P P 1 1 


10 


P P P A A 1 


10 1 1 MM 


P P P A A 1 


10 1 1 MM 



MOVE DATA 



OPCODE 



MOV M,M Move from Source to Destination 



MOV 
MOV 
MOVI 



R,M 
M,R 
R 



MOVI M 



Source- 
Destination— 
Load Register RRR from Addressed Location 
Store Contents of Register RRR in Addressed Location 
Load Register RRR Immediate (Byte) Sign Extend 
Move Immediate to Addressed Location 



A AW 


10 1 M M 


A AW 


1 1 1 1 MM 


R R R A AW 


1 MM 


R R R A AW 


10 1 MM 


RRR wb W 


11 


wb A AW 


10 1 1 MM 



Control Transfer 



CALLS 


OPCODE 1 


*CALL 


Call Unconditional 


7 
|1 dd 


07 

A AW|l 


1 1 




1 MM 1 


JUMP 


OPCODE 1 


JMP 
JZ M 
JZ R 
JNZ M 
JNZ R 
JBT 
JNBT 
JMCE 
JMCNE 


Unconditional 

Jump on Zero Memory 

Jump on Zero Register 

Jump on Non-Zero Memory 

Jump on Non-Zero Register 

Test Bit and Jump if True 

Test Bit and Jump if Not True 

Mask/Compare and Jump on Equal 

Mask/Compare and Jump on Non-Equal 












1 dd 


W 


1 










dd 


A AW 


1 1 1 





1 M M 


R R R dd 





1 





1 


dd 


A AW 


1 1 1 





MM 


R R R dd 





1 








BBS dd 


A A 


1 1 


1 1 


1 MM 


B B B dd 


A A 


1 1 


1 1 


M M 


dd 


A AO 


1 1 


1 


MM 


dd 


A AO 


1 1 


1 


1 MM 













Arithmetic and Logic Instructions 






INCREMENT, DECREMENT 


OPCODE 


*ADDI M,I ADD Immediate to Memory 
*ADDI R,I ADD Immediate to Register 
jADD M,R ADD Register to Memory 
tADD R,M ADD Memory to Register 


7 07 


A AW 


1110 1 M M 


RRRO 0000 


11 10 


A AW 


1110 1 1 M M 


RRRO 0000 


11 110 


1 
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Arithmetic and Logic Instructions 



ADD 


OPCODE 1 


ADDI 
ADDI 
ADD 
ADD 


M,I 
R,I 
M.R 
R,M 


ADD Immediate to Memory 
ADD Immediate to Register 
ADD Register to Memory 
ADD Memory to Register 




7 7 







wb A AW 


110 


MM 


R R R wb W 


10 





R R R A AW 


110 1 


M M 


R R R A AW 


10 10 


M M 








AND 


OPCODE 1 


ANDI 
ANDI 
AND 
AND 


M,I 
R,I 
M,R 
R,M 


AND Memory with Immediate 
AND Register with Immediate 
AND Memory with Register 
AND Register with Memory 










wb A AW 


110 


1 M M 


R R R wb W 


10 


10 


R R R A AW 


110 1 


1 MM 


R R R A AW 


10 10 


1 M M 








OR 


OPCODE 1 


ORI 
ORI 
OR 
OR 


M,I 
R.I 
M,R 
R,M 


OR Memory with Immediate 
OR Register with Immediate 
OR Memory with Register 
OR Register with Memory 










wb A AW 


110 


1 M M 


R R R wb A AW 


10 


10 


R R R A AW 


1 1 1 


1 M M 


R R R A AW 


10 10 


1 M M 








NOT 


OPCODE 1 


NOT 
NOT 
NOT 


R 
M 
R,M 


Complement Register 
Complement Memory 
Complement Memory, Place in Register 










RRRO 0000 


10 


110 


A AW 


1 1 1 


1 1 M M 


RRRO A AW 


10 10 


1 1 MM 









Bit Manipulation and Test Instructions 



BIT MANIPULATION 


OPCODE 


SET 
CLR 


Set the Selected Bit 
Clear the Selected Bit 


7 7 


BBBO OAAO 


1 1 1 1 1 MM 


BBBO OAAO 


1 1 1 1 1 M M 




TEST 


OPCODE 


TSL 


Test and Set Lock 




|0001 1AA0100101MM 





Control 



Control 



OPCODE 



HLT Halt Channel Execution 

SINTR Set Interrupt Service Flip Flop 

NOP No Operation 

XFER Enter DMA Transfer 

WID Set Source, Destination Bus Width; S,D = 8, 1 = 



16 



07 



10 


10 10 


10 


0000 000 


0000 0000 


0000 0000 


110 


0000 0000 


1 S D 


0000 0000 
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*II field in call instruction can be 00, 01, 10 only. 
•♦OPCODE is second byte fetched. 

All Instructions consist of at least 2 bytes, wlille some 
Instructions may use up to 3 additional bytes to specify 
literals and displacement data. The definition of the 
various fields within each instruction is given below: 



NOTES: 

BBB Bit Select Field 

The bit select field replaces the RRR field in bit manipu- 
lation instructions and is used to select a bit to be oper- 
ated on by those instructions. Bit is the least signifi- 
cant bit. 





7 


7 











RRR 


w b 


A A 


W 


OPCODE 


M M 






PPP BBB 












RRR Register Field 

The RRR field specifies a 16-bit register to be used in 
the instruction. If GA, GB, GC or TP, are referenced by 
the RRR field, the upper 4 bits of the registers are load- 
ed with the sign bit (Bit 15). PPP registers are used as 
20-bit address pointers. 



RRR 1 


000 


rO 


GA 




001 


r1 


GB 




010 


r2 


GC 




011 


r3 


BC 


; byte count 


100 


r4 


TP 


; task block 


101 


r5 


IX 


; index register 


110 


r6 


CC 


; channel control (mode) 


111 


a 


iVIC 


; mask/compare 



wb 

01 1 byte literal 

10 2 byte (word) literal 

dd 

01 1 byte displacement 

10 2 byte (word) displacement. 

AA Field 

00 The selected pointer contains the operand address. 

01 The operand address is formed by adding an 8-bit, 
unsigned, offset contained in the Instruction to the 
selected pointer. The contents of the pointer are un- 
changed. 

10 The operand address is formed by adding the con- 
tents of the Index register to the selected pointer. 
Both registers remain unchanged. 

11 Same as 10 except the Index register is post auto- 
incremented (by 1 for 8-bit transfer, by 2 for 16-bit 
transfer). 



W Width Field 

The selected operand is 1 byte long. 

1 The selected operand is 2 bytes long. 



Additional Bytes 

OFFSET : 8-blt unsigned offset. 
SDISP : 8/16-bit signed displacement. 
LITERAL : 8/16-bit literal. (32 bits for LDPI). 

The order In which the above optional bytes appear In lOP 
instructions is given below: 



1 


000 pO GA 

001 pi GB 
010 p2 GC 
100 p4 TP 


; task block pointer 



OFFSET 


1 

LITERAL 

1 


SDISP 

1 



Offsets are treated as unsigned numbers. Literals and 
displacements are sign extended (2's complement). 
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8259A/8259A-2/8259A-8 
PROGRAMMABLE INTERRUPT CONTROLLER 



■ iAPX 86, lAPX 88 Compatible 

■ MCS-80®, MCS-85® Compatible 

■ Eight-Level Priority Controller 

■ Expandable to 64 Levels 



■ Programmable Interrupt Modes 

■ Individual Request Mask Capability 

■ Single + 5V Supply (No Clocks) 

■ 28-Pin Dual-ln-Line Package 



The Intel® 8259A Programmable Interrupt Controller handles up to eight vectored priority interrupts for the CPU. It is 
cascadable for up to 64 vectored priority interrupts without additional circuitry. It is packaged in a 28-pin DIP, uses 
NMOS technology and requires a single +5V supply. Circuitry is static, requiring no clock input. 

The 8259A is designed to minimize the software and real time overhead in handling multi-level priority interrupts. It has 
several modes, permitting optimization for a variety of system requirements. 

The 8259A is fully upward compatible with the Intel® 8259. Software originally written for the 8259 will operate the 
8259A in all 8259 equivalent modes (MCS-80/85, Non-Buffered, Edge Triggered). 
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14 
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Figure 1. Block Diagram 



Figure 2. Pin Configuration 
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Table 1. Pin Description 



Symbol 


Pin No. 


Type 


Name and Function 


Vcc 


28 


1 


Supply: +5V Supply. 


GND 


14 


1 


Ground. 


CS 


1 


' 


Chip Select: A low on this pin enables RD and WR communication between the CPU and the 8259A. 
INTA functions are Independent of CS. 


WR 


2 





Write: A low on this pin when CS Is low enables the 8259A to accept command words from the CPU. 


RD 


3 


1 


Read: A low on this pin when CS is low enables the 8259A to release status onto the data bus for the 
CPU. 


D7-D0 


4-11 


I/O 


Bidirectional Data Bus: Control, status and interrupt-vector information is transferred via this bus. 


CAS0-CAS2 


12,13,15 


I/O 


Cascade Lines: The CAS lines form a private 8259A bus to control a multiple 8259A structure. These 
pins are outputs for a master 8259A and inputs for a slave 8259A. 


SP/EN 


16 


I/O 


Slave Program/Enable Buffer: This is a dual function pin. When in the Buffered Mode it can be used 
as an output to control buffer transceivers (EN). When not in the buffered mode it is used as an input 
to designate a master (SP = 1) or slave (SP = 0). 


INT 


17 





interrupt: This pin goes high whenever a valid interrupt request is asserted. It is used to interrupt the 
CPU, thus it is connected to the CPU's interrupt pin. 


IR0-IR7 


18-25 


1 


interrupt Requests: Asynchronous inputs. An interrupt request is executed by raising an IR input 
(low to high), and holding it high until it is acl<nowledged (Edge Triggered Mode), or just by a high 
level on an IR input (Level Triggered Mode). 


INTA 


26 


1 


Interrupt Acknowledge: This pin is used to enable 8259A interrupt-vector data onto the data bus by 
a sequence of interrupt acl<nowledge pulses issued by the CPU. 


Ao 


27 


' 


AO Address Line: This pin acts in conjunction with the CS, WR, and RD pins. It is used by the 8259A 
to decipher various Command Words the CPU writes and status the CPU wishes to read. It is typically 
connected to the CPU AO address line (A1 for lAPX 86, 88). 
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FUNCTIONAL DESCRIPTION 
Interrupts in Microcomputer Systems 

Microcomputer system design requires that I/O devices 
such as keyboards, displays, sensors and other com- 
ponents receive servicing in an efficient manner so that 
large amounts of the total system tasks can be assumed 
by the microcomputer with little or no effect on through- 
put. 

The most common method of servicing such devices Ip 
the Polled approach. This Is where the processor muSi 
test each device in sequence and in effect "ask" each 
one if it needs servicing. It is easy to see that a large por- 
tion of the main program Is looping through this con- 
tinuous polling cycle and that such a method would 
have a serious, detrimental effect on system through- 
put, thus limiting the tasks that could be assumed by 
the microcomputer and reducing the cost effectiveness 
of using such devices. 

A more desirable method would be one that would allow 
the microprocessor to be executing its main program 
and only stop to service peripheral devices when it is 
told to do so by the device Itself. In effect, the method 
would provide an external asynchronous input that 
would inform the processor that It should complete 
whatever instruction that is currently being executed 
and fetch a new routine that will service the requesting 
device. Once this servicing is complete, however, the 
processor would resume exactly where it left off. 

This method is called Interrupt. It Is easy to see that 
system throughput would drastically increase, and thus 
more tasks could be assumed by the microcomputer to 
further enhance its cost effectiveness. 

The Programmable Interrupt Controller (PIC) functions 
as an overall manager In an Interrupt-Drlven system 
environment. It accepts requests from the peripheral 
equipment, determines which of the incoming requests 
is of the highest importance (priority), ascertains 
whether the Incoming request has a higher priority value 
than the level currently being serviced, and Issues an 
Interrupt to the CPU based on this determination. 
Each peripheral device or structure usually has a special 
program or "routine" that Is associated with its specific 
functional or operational requirements; this Is referred 
to as a "service routine". The PIC, after Issuing an Inter- 
rupt to the CPU, must somehow Input Information into 
the CPU that can "point" the Program Counter to the 
service routine associated with the requesting device. 
This "pointer" Is an address In a vectoring table and will 
often be referred to, In this document, as vectoring data. 

The 8259A 

The 8259A is a device specifically designed for use in 
real time, interrupt driven microcomputer systems. It 
manages eight levels or requests and has built-in fea- 
tures for expandability to other 8259A's (up to 64 levels). 
It is programmed by the system's software as an I/O 
peripheral. A selection of priority modes Is available to 
the programmer so that the manner In which the re- 
quests are processed by the 8259A can be configured to 



match his system requirements. The priority modes can 
be changed or reconfigured dynamically at any time dur- 
ing the main program. This means that the complete 
interrupt structure can be defined as required, based on 
the total system environment. 
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Figure 3a. Polled Method 
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Figure 3b. Interrupt Method 
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INTERRUPT REQUEST REGISTER (IRR) AND 
IN-SERVICE REGISTER (ISR) 

The interrupts at the IR input lines are handled by two 
registers in cascade, the Interrupt Request Register 
(IRR) and the In-Service Register (ISR). The IRR is used 
to store all the interrupt levels which are requesting ser- 
vice; and the ISR is used to store all the interrupt levels 
which are being serviced. 

PRIORITY RESOLVER 

This logic block determines the priorities of the bits set 
in the IRR. The highest priority is selected and s trobed 
into the corresponding bit of the ISR during INTA pulse. 

INTERRUPT MASK REGISTER (IMR) 

The IMR stores the bits which mask the interrupt lines 
to be masked. The IMR operates on the IRR. Masking of 
a higher priority input will not affect the interrupt 
request lines of lower priority. 

INT (INTERRUPT) 

This output goes directly to the CPU interrupt input. The 
Vqh level on this line is designed to be fully compatible 
with the 8080A, 8085A and 8086 input levels. 

INTA (INTERRUPT ACKNOWLEDGE) 

INTA pulses will cause the 8259A to release vectoring 
information onto the data bus. The format of this data 
depends on the system mode (mPM) of the 8259A. 

DATA BUS BUFFER 

This 3-state, bidirectional 8-bit buffer is used to inter- 
face the 8259A to the system Data Bus. Control words 
and status information are transferred through the Data 
Bus Buffer. 

READ/WRITE CONTROL LOGIC 

The function of this block is to accept OUTput com- 
mands from the CPU. It contains the Initialization Com- 
mand Word (ICW) registers and Operation Command 
Word (OCW) registers which store the various control 
formats for device operation. This function block also 
allows the status of the 8259A to be transferred onto the 
Data Bus. 

CS (CHIP SELECT) 

A LOW on this Input enables the 8259A. No reading or 
writing of the chip will occur unless the device is 
selected. 

WR (WRITE) 

A LOW on this input enables the CPU to write control 
words (ICWs and OCWs) to the 8259A. 

RD (READ) 

A LOW on this input enables the 8259A to send the 
status of the Interrupt Request Register (IRR), In Service 
Register (ISR), the Interrupt Mask Register (IMR), or the 
Interrupt level onto the Data Bus. 
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Figure 4a. 8259A Block Diagram 
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Figure 4b. 8259A Block Diagram 



This input signal is used in conjunction with WR and RD 
signals to write commands into the various command 
registers, as well as reading the various status registers 
of the chip. This line can be tied directly to one of the ad- 
dress lines. 
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THE CASCADE BUFFER/COMPARATOR 

This function block stores and compares the IDs of all 
8259A's used in the system. The associated three I/O 
pins (CASO-2) are outputs when the 8259A is used as a 
master and are inputs when the 8259A is used as a 
slave. As a master, the 8259A sends the ID of the inter- 
rupting slave device onto the CASO-2 lines. The slave 
thus selected will send its preprogrammed subroutine 
address ont o the Data Bus during the next one or two 
consecutive INTA pulses. (See section "Cascading the 
8259A".) 

INTERRUPT SEQUENCE 

The powerful features of the 8259A in a microcomputer 
system are its programmability and the interrupt routine 
addressing capability. The latter allows direct or indirect 
jumping to the specific interrupt routine requested 
without any polling of the interrupting devices. The nor- 
mal sequence of events during an interrupt depends on 
the type of CPU being used. 

The events occur as follows in an MCS-80/85 system: 

1.0ne or more of the INTERRUPT REQUEST lines 
(IR7-0) are raised high, setting the corresponding IRR 
bit(s). 

2. The 8259A evaluates these requests, and sends an 
INT to the CPU, if appropriate. 

3. The C PU acl^nowledges the INT and responds with an 
INTA pulse. 

4. Upon receiving an INTA from the CPU group, the 
highest priority ISR bit is set, and the corresponding 
IRR bit is reset. The 8259A will also release a CALL in- 
struction code (11001101) onto the 8-bit Data Bus 
through its D7-0 pins. 

5. This CALL instruction will initiate two more INTA 
pulses to be sent to the 8259A from the CPU group. 

6. These two INTA pulses allow the 8259A to release its 
preprogrammed subroutine address onto the Data 
Bus. The lower 8-bit address is released at the first 
INTA pulse and and the h igher 8-bit address is re- 
leased at the second INTA pulse. 

7. This completes the 3-byte CALL instruction released 
by the 8259A. In th e AEO I mode the ISR bit is reset at 
the end of the third INTA pulse. Otherwise, the ISR bit 
remains set until an appropriate EOl command is 
issued at the end of the interrupt sequence. 

The events occurring in an iAPX 86 system are the same 
until step 4. 

4. Upon receiving an INTA from the CPU group, the high- 
est priority ISR bit Is set and the corresponding IRR 
bit is reset. The 8259A does not drive the Data Bus 
during this cycle. 

5. The iAPX 86/10 will initiate a second INTA pulse. 
During this pulse, the 8259A releases an 8-bit pointer 
onto the Data Bus where it is read by the CPU. 

6. This completes the interrupt cycle. In the AEOI mode 
the ISR bit is reset at the end of the second INTA 
pulse. Otherwise, the ISR bit remains set until an 
appropriate EOl command is issued at the end of the 
interrupt subroutine. 



If no interrupt request Is present at step 4 of either 
sequence (i.e., the request was too short in duration) the 
8259A will issue an interrupt level 7. Both the vectoring 
bytes and the CAS lines will look like an interrupt level 7 
was requested. 
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Figure 4c. 8259A Block Diagram 
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INTERRUPT SEQUENCE OUTPUTS 

MCS-80® MCS-85® 

This sequ ence is timed by three INTA pulses. During the 
first INTA pulse the CALL opcode is enabled onto the 
data bus. 

Content of First Interrupt 
Vector Byte 



CALL CODE 



During the second INTA pulse the lower address of the 
appropriate service routine is enabled onto the data bus. 
When Interval = 4 bits A5-A7 are programmed, while Aq- 
A4 are automatically inserted by the 8259A. When Inter- 
val = 8 only Ae and A7 are programmed, while A0-A5 are 
automatically inserted. 

Content of Second interrupt 
Vector Byte 



D7 


D6 


05 


D4 


D3 


02 


D1 


DO 


1 


1 








1 


1 





1 



IR 


Interval s4 




07 


06 


05 


04 03 


02 


01 


00 


7 


A7 


A6 


A5 


1 1 


1 








6 


A7 


A6 


A5 


1 1 











5 


A7 


A6 


A5 


1 


1 








4 


A7 


A6 


AS 


1 











3 


A7 


A6 


A5 


1 


1 








2 


A7 


A6 


A5 


1 











1 


A7 


A6 


A5 





1 











A7 


A6 


A5 















IR 


Interval = 8 




07 


06 


OS 


04 03 


02 


01 


DO 


7 


A7 


A6 


1 


1 1 











6 


A7 


A6 


1 


1 











5 


A7 


A6 


1 


1 











4 


A7 


A6 


1 














3 


A7 


AS 





1 1 











2 


A7 


AS 





1 











1 


A7 


A6 





1 














A7 


A6 


















During the third INTA pulse the higher address of the 
appropriate service routine, which was programmed as 
byte 2 of the initialization sequence (A8-A15), is 
enabled onto the bus. 

Content of Third Interrupt 
Vector Byte 

D7 06 05 04 03 02 01 DO 



A15 



A14 



A13 



A12 



A11 



AID 



A9 



A8 



lAPX 86, lAPX 88 

iAPX 86 mode is similar to MCS-80 mode except that only 
two Interrupt Acknowledge cycles are issued by the pro- 
cessor and no CALL opcode is sent to the processor. The 
first Interrupt acknowledge cycle is similar to that of 
MCS-80, 85 systems in that the 8259A uses it to internally 
freeze the state of the Interrupts for priority resolution and 
as a master it issues the interrupt code on the cascade 
lines at the end of the INTA pulse. On this first cycle it does 



not issue any data to the processor and leaves its data bus 
buffers disabled. On the second interrupt acknowledge 
cycle in iAPX 86 mode the master (or slave if so pro- 
grammed) will send a byte of data to the processor with 
the acknowledged interrupt code composed as follows 
(note the state of the ADI mode control is ignored and 
Ag-Ai-i are unused in iAPX 86 mode): 

Content of Interrupt Vector Byte 
for iAPX 86 System Mode 





D7 


06 


D5 


D4 


03 


02 


01 


DO 


IR7 


T7 


T6 


T5 


T4 


T3, 


1 


1 


1 


IR6 


T7 


T6 


T5 


T4 


T3 


1 


1 


6 


IRS 


T7 


T6 


T5 


T4 


T3 


1 





1 


IR4 


T7 


T6 


T5 


T4 


T3 


i 








IRS 


77 


T6 


T5 


T4 


T3 





1 


1 


IR2 


T7 


T6 


T5 


T4 


T3 





1 





IR1 


T7 


T6 


T5 


T4 


T3 








1 


IRQ 


T7 


T6 


T5 


T4 


T3 












PROGRAMMING THE 8259A 

The 8259A accepts two types of command words gener- 
ated by the CPU: 

1. Initialization Command Words (ICWs): Before normal 
operation can begin, each 8259A in the system must 
be brought to a starting point — by a sequence of 2 to 
4 bytes timed by WR pulses. 

2. Operation Command Words (OCWs): These are the 
command words which command the 8259A to oper- 
ate in various Interrupt modes. These modes are: 

a. Fully nested mode 

b. Rotating priority mode 

c. Special mask mode 

d. Polled mode 

The OCWs can be written into the 8259A anytime after 
initialization. 

INITIALIZATION COMMAND WORDS 
(ICWS) 

GENERAL 

Whenever a command is issued with A0 = and D4= 1, 
this is interpreted as Initialization Command Word 1 
(ICW1). ICW1 starts the initialization sequence during 
which the following automatically occur. 

a. The edge sense circuit is reset, which means that fol- 
lowing initialization, an interrupt request (IR) input 
must make a low-to-high transition to generate an 
interrupt. 

b. The Interrupt Mask Register is cleared. 

c. IR7 input is assigned priority 7. 

d. The slave mode address Is set to 7. 

e. Special Mask Mode is cleared and Status Read is set to 
IRR. 

f: If IC4=0, then all functions selected in ICW4 are set to 
zero. (Non-Buffered mode*, no Auto-EOI, MCS-80, 85 
system). 



*Note: Master/Slave in ICW4 is only used in the buffered mode. 
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INITIALIZATION COMMAND WORDS 1 AND 2 
(ICW1, ICW2) 

A5-A15: Page starting address of service routines. In an 
MCS 80/85 system, the 8 request levels will generate 
CALLS to 8 locations equally spaced in memory. These 
can be programmed to be spaced at intervals of 4 or 8 
memory locations, thus the 8 routines will occupy a 
page of 32 or 64 bytes, respectively. 

The address format is 2 bytes long (Ao-A-15). When the 
routine interval is 4, A0-A4 are automatically inserted by 
the 8259A, while A5-A15 are programmed externally. 
When the routine Interval is 8, A0-A5 are automatically 
inserted by the 8259A, while Ag-A^s are programmed 
externally. 

The 8-byte interval will maintain compatibility with cur- 
rent software, while the 4-byte interval is best for a com- 
pact jump table. 

Inan iAPX86system A-)5-Aii are inserted in the five most 
significant bits of the vectoring byte and the 8259A sets 
the three least significant bits according to the interrupt 
level. A10-A5 are ignored and ADI (Address interval) has 
no effect. 



LTIM: 



ADI: 



If LTIM = 1, then the 8259A will operate in the 
level Interrupt mode. Edge detect logic on the 
Interrupt inputs will be disabled. 



CALL address Interval. ADI = 
ADI = then Interval = 8. 



1 then interval = 4; 



SNGL: Single. Means that this Is the only 8259A In the 
system. If SNGL = 1 no ICW3 will be issued. 



IC4: 



If this bit Is set - ICW4 has to be read. If ICW4 
is not needed, set IC4 = 0. 



INITIALIZATION COMMAND WORD 3 (ICW3) 

This word is read only when there is more than one 
8259A In the system and cascading is used, in which 
case SNGL=0. It will load the 8-bit slave register. The 
functions of this register are: 

a. In the master mode (either when SP = 1 , or in buffered 
mode when M/S=1 in ICW4) a "1" is set for each 
slave in the system. The master then will release byte 
1 of the call sequence (for MCS-80/85 system) and 
will enable the corresponding slave to release bytes 2 
and 3 (for iAPX 86 only byte 2) through the cascade 
lines. 

b. In the slave mode (either when SP = 0, or If BUF= 1 
and M/S = In ICW4) bits 2-0 identify the slave. The 
slave compares its cascade input with these bits and, 
if they are equal, bytes 2 and 3 of the call sequence (or 
just byte 2 for iAPX 86 are released by it on the Data 
Bus. 

INITIALIZATION COMMAND WORD 4 (ICW4) 

SFNM: If SFNM = 1 the special fully nested mode Is 
programmed. 

BUF: If BUF = 1 the buffered mode Is programmed. In 
buffered mode SP/EN becomes an enable output 
and the master/slave determination is by M/S. 

M/S: If buffered mode is selected: M/S= 1 means the 
8259A is programmed to be a master, M/S = 
means the 8259A is programmed to be a slave. If 
BUF = 0, M/S has no function. 

AEOI: If AE0I = 1 the automatic end of interrupt mode 
is programmed. 

^PM: Microprocessor mode: fxPM = sets the 8259A for 
MCS-80, 85 system operation, /xPM = 1 sets the 
8259A for iAPX 86 system operation. 













ICW1 




i 




ICW2 






NO(SINGL = 1) 


^^^ IN ^^^^ 
^ CASCADE ^ 

|YES(SNGL = 0) 










ICW3 












NO (IC4 ^ 0) 


^^ ISI 


:W4 ^Sw 






>S^ NEEDED ^^ 
TyES (IC4 = 1) 




ICW4 




















READY TO ACCEPT 
INTERRUPT REQUESTS 













Figure 6. Initialization Sequence 
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ICW4 
Ao D? D6 D5 D4 D3 



Ao 


^ 





c 


05 


04 


c 


3 


Dp 


D, 


C^ 







A, 


A. 


s 


1 


LTIM 


ADI 


SNGL 


IC4 






■ 


1 ICW4 NEEDED 
0' NO ICW4 NEEDED 






















I 
































1 = SINGLE 

= CASCADE MODE 






















CALL ADDRESS INTERVAL 
1« INTERVAL OF 4 
0- INTERVAL OF 8 
























1 = LEVELTRIGGERED MODE 
= EDGE TRIGGERED MODE 


























A7-A5 of INTERRUPT 
VECTOR ADDRESS 
(MCS-80/85 MODE ONLY) 































Ao 





7 





6 


Ds 





4 


D 


3 


D, 


C 


1 


t>o 




1 


X 


% 


A,3/ 
A5 


X 


X 


A,o 


A, 


A, 






























A,5-Ae OF INTERRUPT 
VECTOR ADDRESS 

(MCS80/85 MODE) 
T7-T3 OF INTERRUPT 
VECTOR ADDRESS 

(8086/8088 MODE) 


Ao 


D 


ICW3 (MASTER DEVICE) 
7 0. t\ D. D3 0, D, C^ 





V 


S7 


^r 


h 


S4 


h 


h 


^1 


So 


































1 




IR INPUT HAS A SLAVE 
IR INPUT DOES NOT HAVE 
A SLAVE 





































•» 


O7 


D, 


ICW3 (SLAVE DEVICE) 
D^ D< O3 Dj 





1 


C 


Q 




- 

















ID, 


ID, 


•Do 




























SLAVE IDl'i 











1 


2 


3 


4 


5 


6 


7 









1 





1 





1 





1 




















1 


1 








1 


1 


























1 


1 


1 


1 





















SFNM BUF M/S AEOI ^PM 



_g_ _X 

1 



NON BUFFERED MODE 
BUFFERED MODE/SLAVE 
BUFFERED MODE/MASTER 



NOTE 1: SLAVE ID IS EQUAL TO THE CORRESPONDING 
MASTER IR INPUT 



= SPECIAL FULLY NESTED 

MODE 
= NOT SPECIAL FULLY 

NESTED MODE 



Figure 7. Initialization Command Word Formal 
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OPERATION COMMAND WORDS (OCWs) 

After the Initialization Command Words (ICWs) are pro- 
grammed into the 8259A, the chip is ready to accept 
interrupt requests at its input lines. However, during the 
8259A operation, a selection of algorithms can com- 
mand the 8259A to operate in various modes through 
the Operation Command Words (OCWs). 



OPERATION CONTROL WORDS (OCWs) 



AO 



D7 


D6 


ocwi 

D5 D4 


D3 


D2 


01 


DO 


1 M7 


M6 


M5 M4 


M3 


M2 


M1 


MO 1 



OPERATION CONTROL WORD 1 (0CW1) 

0CW1 sets and clears the mask bits in the interrupt 
Masl< Register (IMR). iVIy- Mq represent the eight masl< 
bits. M = 1 indicates the channel is masl<ed 
(inhibited), IVI = indicates the channel is enabled. 



OPERATION CONTROL WORD 2 (0CW2) 

R, SL, EOl — These three bits control the Rotate and 
End of Interrupt modes and combinations of the two. A 
chart of these combinations can be found on the Opera- 
tion Command Word Format. 

L2, Li, Lq — These bits determine the interrupt level acted 
upon when the SL bit is active. 



I I I R SL EOl L2 L1 L0~ 



OCWS 



I I I ESMM SMM 1 P RR Ris] 



OPERATION CONTROL WORD 3 (0CW3) 

ESMM — Enable Special Mask Mode. When this bit is 
set to 1 it enables the SMM bit to set or reset the Special 
Mask Mode. When ESMM = the SMM bit becomes a 
"don't care". 

SMM — Special Mask Mode. If ESMM = 1 and SMM = 1 
the 8259A will enter Special Mask Mode. If ESMM = 1 
and SMM = the 8259A will revert to normal mask mode. 
When ESMM = 0, SMM has no effect. 
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Ao' 


■ °7 


D 


6 





5 


D4 


D3 


02 


Dl 


Do 




h 


W 


M6 


MS 


M4 


M3 


M2 


Ml 


MO 


































INTERRUPT MASK 
1 ■= MASK SET 
- MASK RESET 







































Ao 


D 




Oft 


D5 


O4 


Dj 


Dz 


Dl 


Do 




1" 


i" 


SL 


EOl 








•-z 


L, 


Lo 
























IR LEVEL TO BE 
ACTED UPON 













1 


2 


3 


4 


6 


6 


7 









1 





1 





1 





1 




















1 


J 








1 


1 


























1 


1 


1 


1 






- 






















































1 


SPECIFIC EOl COMMAND ) 

ROTATE ON NON-SPECIFIC EOl COMMAND \ 

ROTATE IN AUTOMATIC EOl MODE (SET) \ AUTOMATIC ROTATION 

ROTATE IN AUTOMATIC EOl MODE (CLEAR) ) 

•ROTATE ON SPECIFIC EOl COMMAND ) e»..^,„^ »««,.«.. 

SPECIFIC ROTATION 
•SET PRIORITY COMMAND J 







1 


1 




1 





1 




1 





















1 


1 


1 




1 


1 










1 























•L0-L2 ARE USED 























Ao 


D, 


De 


D5 


D4 


D3 


D 


2 


D 




^ 










ESMM 


SMM 





1 


P 


RR 


RIS 











































1 





1 






















1 


1 
















NO ACTION 


READ 
IR REG 
ON NEXT 
RD PULSE 


READ 
IS REG 
ON NEXT 
RD PULSE 




















S=58'-fe'2"^*M^M''AND 
























SPECIAL MASK MODE 











1 





1 


























1 


1 


















NO ACTION 


RESET 
SPECIAL 
MASK 


SET 
SPECIAL 
MASK 











Figure 8. Operation Command Word Format 
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FULLY NESTED MODE 

This mode is entered after initialization unless another 
mode is programmed. The interrupt requests are 
ordered in priority form through 7 (0 highest). When an 
interrupt is acknowledged the highest priority request is 
determined and its vector placed on the bus. Additional- 
ly, a bit of the Interrupt Service register (ISO-7) is set. 
This bit remains set until the microprocessor issues an 
End of Interrupt (EOl) command immediately before 
returning from the service routine, or if AEOI (Automatic 
End of Interrupt) bit is set, until the trailing edge of the 
last INTA. While the IS bit is set, all further interrupts of 
the same or lower priority are inhibited, while higher 
levels will generate an Interrupt (which will be 
acknowledged only if the microprocessor internal Inter- 
rupt enable flip-flop has been re-enabled through soft- 
ware). 

After the initialization sequence, IRO has the highest 
priority and IR7 the lowest. Priorities can be changed, as 
will be explained, In the rotating priority mode. 

END OF INTERRUPT (EOl) 

The In Service (IS) bit can be reset either automat ically 
following the trailing edge of the last in sequence INTA 
pulse (when ^EGI bit in ICW1 is set) or by a command 
word that must be issued to the 8259A before returning 
from a service routine (EOl command). An EOl command 
must be issued twice if in the Cascade mode, once for the 
master and once for the corresponding slave. 

There are two forms of EOl command: Specific and Non- 
specific. When the 8259A is operated in modes which 
preserve the fully nested structure, it can determine 
which IS bit to reset on EOl. When a Non-Specific EOl 
command is issued the 8259A will automatically reset 
the highest IS bit of those that are set, since in the 
fully nested mode the highest IS level was necessarily the 
last level acknowledged and serviced. A non-specific EOl 
can be issued with 0CW2 (EOl = 1, SL = 0, R = 0). 

When a mode is used which may disturb the fully nested 
structure, the 8259A may no longer be able to determine 
the last level acknowledged. In this case a Specific End of 
Interrupt must be issued which includes as part of the 
command the IS level to be reset. A specific EOl can be is- 
sued with 0CW2 (EOl = 1 , SL = 1 , R = 0, and L0-L2 is the 
binary level of the IS bit to be reset). 

It should be noted that an IS bit that is masked by an 
IMR bit will not be cleared by a non-specific EOl if the 
8259A is in the Special f^ask Mode. 

AUTOMATIC END OF INTERRUPT (AEOI) MODE 

If AEOI = 1 in ICW4, then the 8259A will operate in AEOI 
mode continuously until reprogrammed by ICW4. In this 
mode the 8259A will automatically perform a non- 
specific EOl operation at the trailing edge of the last 
interrupt acknowledge pulse (third pulse in MCS-80/85, 
second In iAPX 86). Note that from a system standpoint, 
this mode should be used only when a nested multilevel 
interrupt structure is not required within a single 8259A. 

The AEOI mode can only be used in a master 8259A and 
not a slave. 



AUTOMATIC ROTATION 
(Equal Priority Devices) 

In some applications there are a number of interrupting 
devices of equal priority. In this mode a device, after 
being serviced, receives the lowest priority, so a device 
requesting an interrupt will have to wait, in the worst 
case until each of 7 other devices are serviced at most 
once. For example, if the priority and "in service" status 
is: 

Before Rotate (IR4 the highest priority requiring service) 

187 IS6 IS5 IS4 IS3 IS2 181 180 



"IS" status 



Priority Status 



nz 



n. 



Lowttt Priority 



zfei 



Highatt Priority 



1 po 



IS7 186 


ISS 184 183 182 181 ISO 


|o|i|o|o|o|o{o{o| 


Highest Priority Lowest Priority 


\2\> 


^ Nff S|4 3 



After Rotate (IRA was serviced, all other priorities 
rotated correspondingly) 



Priority Status 



There are two ways to accomplish Automatic Rotation 
using 0CW2, the Rotation on Non-Specific EOl Command 
(R = 1, SL = 0, EOl = 1) and the Rotate in Automatic EOl 
Mode which is set by (R = 1 , SL = 0, EOl = 0) and cleared 
by (R = 0, SL = 0, EOl = 0). 

SPECIFIC ROTATION 
(Specific Priority) 

The programmer can change priorities by programming 
the bottom priority and thus fixing all other priorities; 
i.e., if IRS is programmed as the bottom priority device, 
then IR6 will have the highest one. 

The Set Priority command is issued in 0CW2 where: 
R = 1 , SL = 1 ; L0-L2 is the binary priority level code of the 
bottom priority device. 

Observe that in this mode internal status is updated by 
software control during 0CW2. However, it is independent 
of the End of Interrupt (EOl) command (also executed by 
0CW2). Priority changes can be executed during an EOl 
command by using the Rotate on Specific EOl command 
in 0GW2 (R = 1, SL = 1, EOl = 1 and L0-L2 = IR level to 
receive bottom priority). 

INTERRUPT MASKS 

Each Interrupt Request Input can be masked individu- 
ally by the Interrupt Mask Register (IMR) programmed 
through 0CW1. Each bit in the IMR masks one Interrupt 
channel if It is set (1). Bit masks IRO, Bit 1 masks IR1 
and so forth. Masking an IR channel does not affect the 
other channels operation. 
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SPECIAL MASK MODE 

Some applications may require an interrupt service 
routine to dynamically alter the system priority struc- 
ture during its execution under software control. For 
example, the routine may wish to inhibit lower priority 
requests for a portion of its execution but enable some 
of them for another portion. 

The difficulty here is that if an Interrupt Request is 
acknowledged and an End of Interrupt command did not 
reset its IS bit (i.e., while executing a service routine), 
the 8259A would have inhibited ail lower priority 
requests with no easy way for the routine to enable 
them 

That is where the Special Mask Mode comes in. In the 
special Mask Mode, when a mask bit is set in 0CW1, it 
inhibits further interrupts at that level and enables inter- 
rupts from all other levels (lower as well as higher) that 
are not masked. 

Thus, any interrupts may be selectively enabled by 
loading the mask register. 

The special Mask Mode is set by 0CW3 where: 
SSMM = 1, SMM = 1, and cleared where SSMM = 1, 
SMM = 0. 



POLL COMMAND 

In this mode the INT output Is not used or the micropro- 
cessor internal Interrupt Enable flip-flop is reset, disabling 
its interrupt input. Service to devices is achieved by 
software using a Poll command. 

The Poll command is issued by setting P = "1" in 0CW3. 
The 8259A treats the next RD pulse to the 8259A (I.e., 
RD = 0, C§ = 0) as an interrupt acknowledge, sets the 
appropriate IS bit if there is a request, and reads the 
priority level. Interrupt is frozen from WR to RD. 

The word enabled onto the data bus during ^ is: 

07 06 OS 04 03 02 01 DO 



I 



- W2 W1 wo 



W0-W2: Binary code of the highest priority level 
requesting service. 
I: Equal to a "1" if there is an interrupt. 

This mode is useful if there is a r outine command com- 
mon to several levels so that the INTA sequence is not 
needed (saves ROM space). Another application is to 
use the poll mode to expand the number of priority 
levels to more than 64. 



LTIM BIT 

= EDGE 

1 = LEVEL 



TOOTHER PRIORTY CELLS 




H[ 



<1= 



X 



H[ 



CLR ISR 
ISRBIT 



PRIORITY 
RESOLVER 

\ CON 



NOTES 

1. MASTER CLEAR ACTIVE ONLY DURING ICW1 

2 FREEZE/ IS ACTIVE DURING INTa/ ANO POLL SEQUENCES ONLY 

3. TRUTH TABLE FOR D LATCH 

C I I I OPERATION 



Figure 9. Priority Cell— Simplified Logic Diagram 
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READING THE 8259A STATUS 

The input status of several internal registers can be read to 
update the user information on the system. The following 
registers can be read via 0CW3 (IRR and ISR or 0CW1 
[IMR]). 

Interrupt Request Register (IRR): 8-bit register which con- 
tains the levels requesting an interrupt to be acknowl- 
edged. The highest request level Is reset from the IRR 
when an interrupt Is acknowledged. (Not affected by IMR.) 

In-Service Register (ISR): 8-bit register which containsthe 
priority levels that are being serviced. The ISR is updated 
when an End of Interrupt Command is issued. 

Interrupt Mask Register: 8-blt register which contains the 
interrupt request lines which are masked. 

The IRR can be read when, prior to the RD pulse, a Read 
Register Command is issued with 0CW3 (RR = 1 , RIB = 0.) 

The ISR can be read when, prior to the RD pulse, a Read 
Register Command is issued with 0CW3 (RR = 1 , RIS = 1 ). 

There is no need to write an 0CW3 before every status 
read operation, as long as the status read corresponds 
with the previous one; i.e., the 8259A "remembers" 
whether the IRR or ISR has been previously selected by 
the 0CW3. This is not true when poll is used. 

After initialization the 8259A is set to IRR. 

For reading the IMR, no 0CW3 is needed. The output data 
bus will contain the IMR whenever RD is active and AG =1 
(0CW1). 

Polling overrides status read when P = 1 , RR = 1 in 0CW3. 



EDGE AND LEVEL TRIGGERED MODES 

This mode is programmed using bit 3 in ICW1. 

If LTIM = '0', an interrupt request will be recognized by a 
low to high transition on an IR input. The IR input can re- 
main high without generating another interrupt. 

If LTIM = '1*, an interrupt request will be recognized by a 
'high' level on IR Input, and there is no need for an edge 
detection. The interrupt request must be removed before 
the EOl command is issued or the CPU interrupt is enabled 
to prevent a second interrupt from occurring. 

The priority cell diagram shows a conceptual circuit of the 
level sensitive and edge sensitive input circuitry of the 
8259A. Be sure to note that the request latch is a transpar- 
ent D type latch. 

In both the edge and level triggered modes the IR inputs 
must remain high until after the falling edge of the first 
INTA. If the IR input goes low before this time a DEFAULT 
IR7 will occur when the CPU acknowledges the interrupt. 
This can be a useful safeguard for detecting interrupts 
caused by spurious noise glitches on the IR inputs. To im- 
plement this feature the IR7 routine is used for "clean up" 
simply executing a return instruction, thus ignoring the 
interrupt If IR7 is needed for other purposes a default IR7 
can still be detected by reading the ISR. A normal IR7 
interrupt will set the corresponding ISR bit, a default IR7 
won't. If a default IR7 routine occurs during a normal IR7 
routine, however, the ISR will remain set In this case it is 
necessary to keep track of whether or not the IR7 routine 
was previously entered. If another IR7 occurs It is a 
default. 



vv 



/ 



-%^ 



8086/8088 8080/8085 



t 




8086/8088 



xr^rx^ 



LATCH* 
ARMED 



EARLIEST IR 
CAN BE REMOVED 



LATCH* 
'EDGE TRIGGERED MODE ONLY ARMED 



Figure 10. IR Triggering Timing Requirements 
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THE SPECIAL FULLY NESTED MODE 

This mode will be used in the case of a big system 
where cascading is used, and the priority has to be con- 
served within each slave. In this case the fully nested 
mode will be programmed to the master (using rcW4). 
This mode is similar to the normal nested mode with the 
following exceptions: 

a. When an interrupt request from a certain slave is in 
service this slave Is not locl<ed out from the master's 
priority logic and further Interrupt requests from 
higher priority IP's within the slave will be recognized 
by the master and will Initiate interrupts to the proc- 
essor. (In the normal nested mode a slave is masked 
out when Its request is in service and no higher 
requests from the same slave can be serviced.) 

b. When exiting the Interrupt Service routine the soft- 
ware has to check whether the Interrupt serviced was 
the only one from that slave. This is done by sending 
a non-specific End of Interrupt (EOl) command to the 
slave and then reading its In-Service register and 
checking for zero. If it is empty, a non-specific EOl 
can be sent to the master too. If not, no EOl should be 
sent. 

BUFFERED MODE 

When the 8259A Is used In a large system where bus 
driving buffers are required on the data bus and the cas- 
cading mode Is used, there exists the problem of enabl- 
ing buffers. 

The buffered modewi2[_structure the 8259A to send an 
enable signal on SP/EN to enable the buffers. In this 



mode, whenever the 8259A's data bus outputs are ena- 
bled, the SP/EN output becomes active. 

This modification forces the use of software program- 
ming to determine whether the 8259A is a master or a 
slave. Bit 3 in ICW4 programs the buffered mode, and bit 
2 in ICW4 determines whether it is a master or a slave. 

CASCADE MODE 

The 8259A can be easily interconnected in a system of one 
master with up to eight slaves to handle up to 64 priority 
levels. 

The master controls the slaves through the 3 line cascade 
bus. The c ascad e bus acts like chip selects to the slaves 
during the INTA sequence. 

In a cascade configuration, the slave interrupt outputs are 
connected to the master interrupt request inputs. When a 
slave request line is activated and afterwards acknowl- 
edged, the master will enable the corresponding slave to 
release the device routine address during bytes 2 and 3 of 
INTA. (Byte 2 only for 8086/8088). 

The cascade bus lines are normally low and will contain 
the slave address code from the trailing edge of the first 
INTA pulse to the trailing edge of the third pulse. Each 
8259A in the system must follow a separate initialization 
sequence and can be programmed to work in a different 
mode. An EOl command must be issued twice: once for 
the master and once for the corresponding slave. An 
address decoder is required to activate the Chip Select 
(CS) input of each 8259A. 

The cascade lines of the Master 8259A are activated only 
for slave inputs, non slave inputs leave the cascade line 
inactive (low). 



ADDRESS BUS (16) 



CONTROL BUS 



7v 



DATA BUS (8) 



7^ 



7\ 



\/ ^ \> 



\/ \ \7 



CS Aq DO-7 INTA "NT 

CASO 

"59A CAS 1 

SLAVE A ^'^^^ 

CAS 2 
SP/EN 7 6 5 4 3 2 10 



I , 1 



7 6 5 4 3 2 10 



V i V 



CS A- DO-7 INTA 



8259A 
SLAVE B 



CASO 
CAS 1 



CAS 2 

SP/EN 7 6 5 4 3 2 10 



CS Aq DO-7 INTA INT 

CASO 

8259A 
CAS1 MASTER 

CAS 2 

SP/EN M7 M6 MS M4 M3 M2 Ml MO 



7 6 5 4 3 2 10 



INTERRUPT REQUESTS 



Figure 11. Cascading the 8259A 
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ABSOLUTE MAXIMUM RATINGS'^ 

Ambient Temperature Under Bias -40Xto85*'C 

Storage Temperature -BS^Cto +150X 

Voltage on Any Pin 

with Respect to Ground -0.5V to +7V 

Power Dissipation 1 Watt 



"NOTICE: Stresses above those listed under "Absolute 
Maximum Ratings" may cause permanent damage to the 
device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this specifi- 
cation is not implied. 



D.C. CHARACTERISTICS [Ta = o°c to 70°c, Vcc = 5V ±10% (8259-A), Vcc = 5V ±10% (8259A)] 



Symbol 


Parameter 


Min. 


Max. 


Units 


Test Conditions 


V|L 


Input Low Voltage 


-0.5 


0.8 


V 




V|H 


Input High Voltage 


2.0 


Vcc +0.5V 


V 




Vol 


Output High Voltage 




0.45 


V 


Iql = 2.2mA 


VOH 


Output High Voltage 


2.4 




V 


Iqh = -400juA 


VoH(INT) 


Interrupt Output High 
Voltage 


3.5 




V 


IqH = -100/LtA 


2.4 




V 


Iqh = -400fjLA 


Ili 


Input Load Current 




10 


mA 


OV^ViN^Vcc 


'lol 


Output Leakage Current 




-10 


IjlA 


0.45V ^VouT^Vcc 


Ice 


Vcc Supply Current 




85 


mA 




'lir 


IR Input Load Current 




-300 , 


UiA 


V,N = 




10 


(jlA 


V|N = Vcc 



CAPACITANCE (Ta = 25°C; Vcc = gnd = ov) 



Symbol 


Parameter 


Min. 


Typ. 


Max. 


Unit 


Test Conditions 


C,N 


Input Capacitance 






10 


PF 


fc = 1 MHz 


C|/o 


I/O Capacitance 






20 


PF 


Unmeasured pins returned to Vss 



AC CHARACTERISTICS [Ta = 0°C to 70°C, Vcc = 5V ±5% (8259A-8), Vcc = 5V ±10% (8259A)] 
TIMING REQUIREMENTS 



Symbol 


Parameter 


8259A-8 


8259A 


8259A-2 


Units 


Test Conditions 


Min. 


Max. 


Min. 


Max. 


Min. 


Max. 


tahrl 


AO/CS Setup to RD/INTAl 


50 














ns 




TRHAX 


AO/CS Hold after RD/INTA| 


5 














ns 




trlrh 


RD Pulse Width 


420 




235 




160 




ns 




TAHWL 


AO/CS Setup to WRj 


50 














ns 




TWHAX 


AO/CS Hold after WRj 


20 














ns 




twlwh 


WR Pulse Width 


400 




290 




190 




ns 




TDVWH 


Data Setup to WR| 


300 




240 




160 




ns 




TWHDX 


Data Hold after WR| 


40 














ns 




tjljh 


Interrupt Request Width (Low) 


100 




100 




100 




ns 


See Note 1 


tcvial 


Cascade Setup to Second or Third 
INTAi (Slave Only) 


55 




55 




40 




ns 




trhrl 


End of RD to Next Command 


160 




160 




160 




ns 




twhrl 


End of WR to Next Command 


190 




190 




190 




ns 





Note: This is the low time required to clear the input latch In the edge triggered node. 



B-81 



inteT 



8259A/8259A-2/8259A-8 



[PI^KLDIi^DM^OT 



AC. CHARACTERISTICS (Continued) 



TIMING RESPONSES 



Symbol 


Parameter 


8259A-8 


8259A 


8259A-2 


Units 


Test Conditions 


Min. 


Max. 


Min. 


Max. 


Min. 


Max. 


TRLDV 


Data Valid from RD/INTAj 




300 




200 




120 


ns 


C of Data Bus = 
100 pF 

C of Data Bus 

Max text C = 100 pF 

Min. test C = 15 pF 

C,NT = 100 pF 

CcASCADE = 100 pF 


TRHDZ 


Data Float after RD/INTAj 


10 


200 




100 




85 


ns 


TJHIH 


Interrupt Output Delay 




400 




350 




300 


ns 


TIALCV 


Cascade Valid from First INTAj 
(Master Only) 




565 




565 




360 


ns 


TRLEL 


Enable Active from RDj or INTAl 




160 




125 




100 


ns 


TRHEH 


Enable Inactive from RDj or INTAj 




325 




150 




150 


ns 


TAHDV 


Data Valid from Stable Address 




350 




200 




200 


ns 


TCVDV 


Cascade Valid to Valid Data 




300 




, 300 




.00 


ns 



A.C. TESTING INPUT, OUTPUT WAVEFORM 



A.C. TESTING LOAD CIRCUIT 



INPUT/OUTPUT 




A.C. TESTING: INPUTS ARE DRIVEN AT 2.4V FOR A LOGIC " 1 '■ AND 0.45V FOR 
A LOGIC "O." TIMING MEASUREMENTS ARE MADE AT 2.0V FOR A LOGIC ■I' 
AND 0.8V FOR A LOGIC '0. • 



DEVICE 
UNDER 
TEST 



"1 
I 



Cl = 100pF 



Cl = 100 pF 

Cl INCLUDES JIG CAPACITANCE 



WAVEFORMS 



WRITE 



^. 



cs- 

AODRESSB 

Ao- 



X 



— TWLWH - 
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WAVEFORMS (Continued) 



READ/INTA 
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^. 
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AODRESS BUS 



>: 



j( 
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f 



K 



>-- 



OTHER TIMING 



\ 



/- TRMHL ^\ / 



\ ^ 



I r 



INTA SEQUENCE 

IR<- 



r 

/ 



INT- 
JNTA- 



/ 



^ 






DB 



KI>--H 

► TCVI 



>-<!>- 



/ \ 



NOTES: Interrupt output must remain HIGH at least until leading edge of first INTA. 
1. Cycle 1 in iAPX 86, iAPX 88 systems, the Data Bus is not active. 
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8282/8283 
OCTAL LATCH 



Address Latch for iAPX 86, 88, 
MCS-80®, MCS-85®, MCS-48® Families 



3-State Outputs 



■ High Output Drive Capability for 
Driving System Data Bus 

■ Fully Parallel 8-Bit Data Register and 
Buffer 

■ Transparent during Active Strobe 



20- Pin Paclcage with 0.3" Center 



No Output Low Noise when Entering 
or Leaving High Impedance State 



The 8282 and 8283 are 8-bit bipolar latches with 3-state output buffers. They can be used to Implement latches, buffers 
or multiplexers. The 8283 inverts the input data at its outputs while the 8282 does not. Thus, all of the principal periph 
eral and input/output functions of a microcomputer system can be implemented with these devices. 
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Figure 1. Logic Diagrams 



Figure 2. Pin Configurations 
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Table 1. Pin Description 



Pin 


Description 


STB 


STROBE (Input). STB is an input control 
pulse used to strobe data at the data input 
pins (A0-A7) into the data latches. This 
signal is active HIGH to admit input data. 
The data is latched at the HIGH to LOW 
transition of STB. 


OE 


OUTPUT ENABLE (Input). OE is an input 
control signal which when active LOW 
enables the contents of the data latches 
onto the data output pin (B0-B7). OE being 
inactive HIGH forces the output buffers to 
their high impedance state. 


DI0-DI7 


DATA INPUT PINS (Input). Data presented 
at these pins satisfying setup time re- 
quirements when STB is strobed and 
latched into the data input latches. 


DO0-DO7 

(8282) 
DO0-DO7 

(8283) 


DATA OUTPUT PINS (Output). When OE is 
true, the data in the data latches is pre- 
sented as Inverted (8283) or non-inverted 
(8282) data onto the data output pins. 



FUNCTIONAL DESCRIPTION 



The 8282 and 8283 octal latches are 8-bit latches with 
3-state output buffers. Data having satisfied the setup 
time requirements is latched into the data latches by 
strobing the STB line HIGH to LOW. Holding the STB 
line in its active HIGH state makes the latches appear 
transparent. Data is presented to the_data output pins by 
activating the OE input line. When OE Is Inactive HIGH 
the output buffers are In their high impedance state. 
Enabling or disabling the output buffers will not cause 
negative-going transients to appear on the data output 
bus. 
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ABSOLUTE MAXIMUM RATINGS' 



Temperature Under Bias CCtoZOX 

Storage Temperature --65**C to + 150X 

All Output and Supply Voltages -0.5V to +7V 

All Input Voltages - 1.0V to + 5.5V 

Power Dissipation .1 Watt 



*NOTICE: Stresses above those listed under "Absolute 
Maximum Ratings" may cause permanent damage to the 
device. This Is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those Indicated in the operational sections of this specifi- 
cation is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device 
reliability. 



D.C. CHARACTERISTICS (Vcc = 5V ±io%, Ta = o°c to 70°c) 



Symbol 


Parameter 


Min. 


Max. 


Units 


Test Conditions 


Vc 


Input Clamp Voltage 




-1 


V 


Ic = -5 mA 


Ice 


Power Supply Current 




160 


mA 




If 


Forward Input Current 




-0.2 


mA 


Vp = 0.45V 


Ir 


Reverse Input Current 




50 


mA 


Vr = 5.25V 


Vol 


Output Low Voltage 




.45 


V 


Iql = 32 mA 


Vqh 


Output High Voltage 


2.4 




V 


loH = -5 mA 


Iqff 


Output Off Current 




±50 


mA 


VoFF = 0.45 to 5.25V 


V|L 


Input Low Voltage 




0.8 


V 


Vcc = 5.0V See Note 1 


V,H 


Input High Voltage 


2.0 




V 


Vcc = 5.0V See Note 1 


C|N 


Input Capacitance 




12 


PF 


F=1 IVIHz 

Vbias = 2.5V. Vcc =5V 

Ta = 25X 



NOTE: 

1. Output Loading Iql = 32mA, loH=-5mA, Cl = 300pF. 



A.C. CHARACTERISTICS 



(Vcc = 5V ±10%, Ta = 0°C to 70°C 
Loading: Outputs — Iql = 32 mA, Iqh = 



-5 mA, Cl = 300 pF) 



Symbol 


Parameter 


IVIin. 


Max. 


Units 


Test Conditions 


TIVOV 


Input to Output Delay 
—Inverting 
—Non-Inverting 


5 
5 


22 
30 


ns 
ns 


(See Note 1) 


TSHOV 


STB to Output Delay 
—Inverting 
—Non-Inverting 


10 
10 


40 
45 


ns 
ns 


TEHOZ 


Output Disable Time 


5 


18 


ns 


TELOV 


Output Enable Time 


10 


30 


ns 


TIVSL 


Input to STB Setup Time 







ns 


TSLIX 


Input to STB Hold Time 


25 




ns 


TSHSL 


STB High Time 


15 




ns 


TILIH, TOLOH 


Input, Output Rise Time 




20 


ns 


From 0.8V to 2.0V 


TIHIL, TOHOL 


Input, Output Fall Time 




12 


ns 


From 2.0V to 0.8V 



NOTE: 

1. See waveforms and test load circuit on following page. 
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A.C. TESTING INPUT, OUTPUT WAVEFORM 



INPUT/OUTPUT 



■ 1.5 -^ TEST POINTS ► 1.5 



A.C. TESTING: INPUTS ARE DRIVEN AT 2.4V FOR A LOGIC 1 " AND 0.45V FOR 
A LOGIC O." TIMING MEASUREMENTS ARE MADE AT 1.5V FOR BOTH A 
LOGIC -I" AND -O." 



OUTPUT TEST LOAD CIRCUITS 



OUTO ^» 



^ 300 pF 



3.STATE TO Vql 



1.5V 



OUTO (> 



::f; SOOpF 



3-STATE TO Vqh 



: 52.7Q 



:7::300pF 



SWITCHING 
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WAVEFORMS 



A J\ 



\ 



Ji. 



/ 



> < 



-H TEHOZ -^ TELOV -» 

V0H-.1V 



VoL+.IV 



NOTE: 1. 8283 ONLY - OUTPUT MAY BE MOMENTARILY INVALID FOLLOWING THE HIGH GOING STB TRANSITION. 
2. ALL TIMING MEASUREMENTS ARE MADE AT 1.5V UNLESS OTHERWISE NOTED. 
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1000 
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Output Delay vs. Capacitance 
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18282/8283 
OCTAL LATCH 

INDUSTRIAL 



■ Fully Parallel 8-Bit Data Register and 
Buffer 

■ Transparent during Active Strobe 

■ Address Latch for iAPX 86, 88, 
MCS-80®, MCS-85®, MCS-48® Families 

■ High Output Drive Capability for 
Driving System Data Bus 



3-State Outputs 

20-Pin Package mXh 0.3" Center 

No Output Low Noise when Entering 
or Leaving High Impedance State 

Industrial Temperature Range: 
-40°to+85°C 



The 18282 and 18283 are 8-bit bipolar iatches witli 3-state output buffers. They can be used to impiement iatches, buf- 
fers, or muitlplexers. The 18283 inverts the input data at its outputs whiie the 18282 does not. Thus, all of the principal 
peripheral and input/output functions of a microcomputer system can be implemented with these devices. 
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Figure 1. Logic Diagrams 



Figure 2. Pin 
Configurations 
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8284A 

CLOCK GENERATOR AND DRIVER FOR 

iAPX86, 88 PROCESSORS 



Generates the System clock for the 
i APX 86, 88 Processors 

Uses a Crystal or a TTL Signal for 
Frequency Source 

Provides Local READY and Multibus^" 
READY Synchronization 



■ 18-Pin Paclcage 

■ Single +5V Power Supply 

■ Generates System Reset Output from 
Schmitt Trigger Input 

B Capable of Cioclt Synchronization with 
Other 8284AS 




RESET 



OSC 



PCLK 



>-CLK 



RDY2C 6 

AEN2C 7 

CLKC 8 

GNDC 9 



CSYNCC 1 

PCLKC 2 

AENiC 3 

RDYlC 4 
READY C 5®^®^^4pEFI 



18 DVcc 
17 UX1 
16 11X2 

15 Hasync 



13 HF/C 
12 Dose 

11 Hres 
10 3 reset 



ASYNC 



Figure 1. 8284A Block Diagram 



Figure 2. 
8284A Pin Configuration 
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Table 1. Pin Description 



Symbol 


Type 


Name and Function 


AEN1. 
AEN2 


1 


Address Enable: AEN is an active LOW 
signal. AEN serves to qualify its respective 
Bus Ready Signal (RDY1 or RDY2). AEN1 
validates RDY1 while AEN2 validates RDY2. 
Two AEN signal inputs are useful in system 
configurations which permit the processor to 
access two Multi-Master System Busses. In 
non Multi-Master configurations the AEN 
signal inputs are tied true (LOW). 


RDY1, 
RDY2 


1 


Bus Ready: (Transfer Complete). RDY is an 
active HIGH signal which is an indication from 
a device located on the system data bus that 
data has been received, or is available. RDY1 
is qualified by AEN1 while RDY2 is qualified 
by AEN2. 


ASYNC 


1 


Ready Synchronization Select: ASYNC is an 
input which defines the synchronization 
mode of the READY logic. When ASYNC is 
low, two stages of READY synchronization are 


provided. When ASYNC is left open or HIGH a 
single stage of READY synchronization is 
provided. 


READY 





Ready: READY is an active HIGH signal 
which is the synchronized RDY signal input. 
READY is cleared after the guaranteed hold 
time to the processor has been met. 


X1,X2 


. 1 


Crystal In: X1 and X2 are the pins to which a 
crystal is attached. The crystal frequency is 3 
times the desired processor clock frequency 


F/C 


1 


Frequency/Crystal Select: F/C is a strapping 
option. When strapped LOW, F/C permits the 
processor's clock to be generated by the crys- 
tal. When F/C is strapped HIGH, CLK is gener- 
ated from the EFI input. 


EFI 


1 


External Frequency: When F/C is strapped 
HIGH, CLK is generated from the input fre- 
quency appearing on this pin. The input 
signal is a square wave 3 times the frequency 
of the desired CLK output. 



Symbol 


Type 


Name and Function 


CLK 





Processor Clock: CLK is the clock output 
used by the processor and all devices which 
directly connect to the processor's local bus 
(i.e., the bipolar support chips and other MOS 
devices). CLK has an output frequency which 
is Vb of the crystal or EFI input frequency and a 
Vb duty cycle. An output HIGH of 4.5 volts 
(Vcc= 5V) is provided on this pin to drive MOS 
devices. 


PCLK 





Peripheral Clock: PCLK is a TTL level pe- 
ripheral clock signal whose output frequency 
is V2 that of CLK and has a 50% duty cycle. 


OSC 





Oscillator Output: OSC is the TTL level out- 
put of the internal oscillator circuitry. Its fre- 
quency is equal to that of the crystal. 


RES 


1 


Reset In: RES is an active LOW signal which 
is used to generate RESET. The 8284A 
provides a Schmitt trigger input so that an RC 
connection can be used to establish the 
power-up reset of proper duration. 


RESET 





Reset: RESET is an active HIGH signal which 
is used to reset the 8086 family processors. Its 
timing characteristics are determined by 
RES. 


CSYNC 


1 


Clock Synchronization: CSYNC is an active 
HIGH signal which allows multiple 8284As to 
be synchronized to provide clocks that are in 
phase. When CSYNC is HIGH the internal 
counters are reset. When CSYNC goes LOW 
the internal counters are allowed to resume 
counting. CSYNC needs to be externally syn- 
chronized to EFI. When using the internal os- 
cillator CSYNC should be hardwired to 
ground. 


GND 




Ground. 


Vcc 




Power: +5V supply. 



FUNCTIONAL DESCRIPTION 
General 

The 8284A is a single chip clock generator/driver for the 
iAPX 86, 88 processors. The chip contains a crystal- 
controlled oscillator, a divide-by-three counter, com- 
plete IVIULTIBUS''''^ "Ready" synchronization and reset 
logic. Refer to Figure 1 for Block Diagram and Figure 2 
for Pin Configuration. 

Oscillator 

The oscillator circuit of the 8284A is designed primarily 
for use with an external series resonant, fundamental 
mode, crystal from which the basic operating frequency 
is derived. 



The crystal frequency should be selected at three times 
the required CPU clock. X1 and X2 are the two crystal 
input crystal connections. For the most stable operation 
of the oscillator (OSC) output circuit, two series resistors 
(R-i = R2 = 510 n) as shown in the waveform figures are 
recommended. The output of the oscillator is buffered and 
brought out on OSC so that other system timing signals 
can be derived from this stable, crystal-controlled source. 

For systems which have a Vcc ramp time ^ 1 V/ms and/or 
have inherent board capacitance between X1 or X2, ex- 
ceeding 10pF (not including 8284A pin capacitance), the 
configuration in Figures 4 and 6 is recommended. This 
circuit provides optimum stability for the oscillator in such 
extreme conditions. It is advisable to limit stray ca- 
pacitances to less than 10pF on X1 and X2 to minimize 
deviation from operating at the fundamental frequency. 
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Clock Generator 

The clock generator consists of a synchronous dlvide- 
by-three counter with a special clear input that inhibits 
the counting. This clear input (CSYNC) allows the out- 
put clock to be synchronized with an external event 
(such as another 8284A clock). It Is necessary to syn- 
chronize the CSYNC Input to the EFI clock external to 
the 8284A. This Is accomplished with two Schottky flip- 
flops. The counter output is a 33% duty cycle clock at 
one-third the input frequency. 

The F/C input is a strapping pin that selects either the 
crystal oscillator or the EFI Input as the clock for the -^3 
counter. If the EFI input is selected as the clock source, 
the oscillator section can be used independently for 
another clock source. Output is taken from CSC. 

Clock Outputs 

The CLK output Is a 33% duty cycle MOS clock driver 
designed to drive the lAPX 86, 88 processors directly. 
PCLK is a TTL level peripheral clock signal whose out- 
put frequency \s Vz that of CLK. PCLK has a 50% duty 
cycle. 

Reset Logic 

The reset logic provides a Schmitt trigger input (RES) 
and a synchronizing flip-flop to generate the reset 
timing. The reset signal is synchronized to the falling 
edge of CLK. A simple RC network can be used to 
provide power-on reset by utilizing this function of the 
8284A. 



READY Synchronization 

Two READY inputs (RDY1, RDY2) are provided to accom- 
modate two M ulti-M aster syste m busses. Each input 
has a qualifier (AEN1 and AEN2, respectively). The AEN 
signals validate their respective RDY signals. If a Multi- 



Master system is not being used the AEN pin should be 
tied LOW. 

Synchronization Is required for all asynchronous active- 
going edges of either RDY Input to guarantee that the 
RDY setup and hold times are met. Inactive-going edges 
of RDY in normally ready systems do not require syn- 
chronization but must satisfy RDY setup and hold as a 
matter of proper system design. 

The ASYNC Input defines two modes of READY syn- 
chronization operation. 



When ASYNC is LOW, two stages of synchronization 
are provided for active READY input signals. Positive- 
going asynchronous READY inputs will first be syn- 
chronized to flip-flop one at the rising edge of CLK 
and then synchronized to flip-flop two at the next falling 
edge of CLK, after which time the READY output will go 
active (HIGH). Negative-going asynchronous READY in- 
puts will be synchronized directly to flip-flop two at the 
falling edge of CLK, after which time the READY output 
will go inactive^'This mode of operation is intended for use 
by asynchronous (normally not ready) devices in the sys- 
tem which cannot be guaranteed by design to meet the 
required RDY setup timing, Trivcl. on each bus cycle. 



When ASYNC is high or left open, the first READY flip- 
flop is bypassed in the READY synchronization logic. 
READY inputs are synchronized by flip-flop two on the 
falling edge of CLK before they are presented to the 
processor. This mode is available for synchronous 
devices that can be guaranteed to meet the required 
RDY setup time. 



ASYNC can be changed on every bus cycle to select the 
appropriate mode of synchronization for each device in 
the system. 
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Figure 3. CSYNC Synchronization 
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ABSOLUTE MAXIMUM RATINGS* 

Temperature Under Bias O'CtoTO^C 

Storage Temperature -65'*Cto+150''C 

All Output and Supply Voltages -0.5V to +7V 

All Input Voltages - 1.0V to +5.5V 

Power Dissipation 1 Watt 



"NOTICE: Stresses above those listed under "Absolute 
Maximum Ratings" may cause permanent damage to the 
device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this specifi- 
cation is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device 
reliability. 



D.C. CHARACTERISTICS (Ta=OX to 70X, Vqc 


= 5V 


±10%) 










Symbol 


Parameter 


MIn. 


Max. 


Units 


Test Conditions 


If 


Forward Input Current (ASYNC) 
Other Inputs 




-1.3 
-0.5 


mA 
mA 


Vf= 0.45 V 
Vf= 0.45 V 


Ir 


Reverse Input Current (ASYNC) 
Other Inputs 




50 
50 


mA 


Vr=Vcc 
Vr= 5.25 V 


Vc 


Input Forward Clamp Voltage 




-1.0 


V 


lc= -5mA 


Ice 


Power Supply Current 




162 


mA 




V|L 


Input LOW Voltage 




0.8 


V 




V,H 


Input HIGH Voltage 


2.0 




V 




VlHR 


Reset Input HIGH Voltage 


2.6 




V 




Vol 


Output LOW Voltage 




0.45 


V 


5 mA 


Vqh 


Output HIGH Voltage CLK 
Other Outputs 


4 
2.4 




V 
V 


-1mA 
-1mA 


V|HR-V,LR 


RES Input Hysteresis 


0.25 




V 




A.C. CHARACTERISTICS (Ta= OX to 70°c, Vcc= 5V ± 10%) 

TIMING REQUIREMENTS 


Symbol 


Parameter 


Min. 


Max. 


Units 


Test Conditions 


^EHEL 


External Frequency HIGH Time 


13 




ns 


90% -90% V,N 


tELEH 


External Frequency LOW Time 


13 




ns 


10% -10% V|N 


^ELEL 


EFI Period 


tEHEL+tELEH + «J 




ns 


(Notel) 




XTAL Frequency 


12 


30 


MHz 




tRWCL 


RDY1, RDY2 Active Setup to CLK 


35 




ns 




ASYNC = HIGH 


^RIVCH 


RDY1, RDY2 Active Setup to CLK 


35 




ns 


ASYNC = LOW 


^RIVCL 


RDY1, RDY2 Inactive Setup to CLK 


35 




ns 




tcLRIX 


RDY1, RDY2 Hold to CLK 







ns 




Uyvcl 


ASYNC Setup to CLK 


50 




ns 




tcLAYX 


ASYNC Hold to CLK 







ns 




UlVRIV 


AEN1, AEN2 Setup to RDY1, RDY2 


15 




ns 




^CLA1X 


AEN1, AEN2HoldtoCLK 







ns 




Wheh 


CSYNC Setup to EFI 


20 




ns 




tEHYL 


CSYNC Hold to EFI 


20 




ns 




Whyl 


CSYNC Width 


2-tELEL 




ns 




tjlHCL 


RES Setup to CLK 


65 




ns 


(Note 2) 


tcLMH 


RES Hold to CLK 


20 




ns 


(Note 2) 


tiLIH 


Input Rise Time 




20 


ns 


From 0.8V to 2.0V 


tiLIL 


Input Fall Time 




12 


ns 


From 2.0V to 0.8V 
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AC. CHARACTERISTICS (Continued) 
TIMING RESPONSES 



Symbol 


Parameter 


Min. 


Max. 


Units 


Test Conditions 


tcLCL 


CLK Cycle Period 


100 




ns 




tcHCL 


CLK HIGH Time 


(V3 tcLCL)+2 for CLK Freq. ^ 8 MHz 
0/3 tcLCL)+6 for CLK Freq.=10 MHz 




ns 


Fig. 7 & Fig. 8 


tcLCH 


CLK LOW Time 


(% tcLCL)-15 for CLK Freq.^8 MHz 
(% tcLCL)-14 for CLK Freq.=10 MHz 




ns 


Fig. 7 & Fig. 8 


tcH1CH2 
tcL2CL1 


CLK Rise or Fall Time 




10 


ns 


1.0V to 3.5V 


tpHPL 


PCLK HIGH Time 


tcLCL-20 




ns 




tpLPH 


PCLK LOW Time 


tcLCL-20 




ns 




^RYLCL 


Ready Inactive to CLK (See Note 4) 


-8 




ns 


Fig. 9 & Fig. 10 


tpYHCH 


Ready Active to CLK (See Note 3) 


(% tcLciJ-IS for CLK Freq.^8 MHz 
(% tcLCL)-14 for CLK Freq.=10 MHz 




ns 


Fig. 9 & Fig. 10 


tcLIL 


CLK to Reset Delay 




40 


ns 




tcLPH 


CLK to PCLK HIGH DELAY 




22 


ns 




tcLPL 


CLK to PCLK LOW Delay 




22 


ns 




toLCH 


OSC to CLK HIGH Delay 


-5 


22 


ns 




toLCL 


OSC to CLK LOW Delay 


2 


35 


ns 




tOLOH 


Output Rise Time (except CLK) 




20 


ns 


From 0.8V to 2.0V 


toHOL 


Output Fall Time (except CLK) 




12 


ns 


From 2.0V to 0.8V 



NOTES: 

1. (5= EFI rise (5 ns max)+ EFI fall (5 ns max). 

2. Setup and hold necessary only to guarantee recognition at next clock. 

3. Applies only to T3 and TW states. 

4. Applies only to T2 states. 



AC. TESTING INPUT, OUTPUT WAVEFORM 



A.C. TESTING LOAD CIRCUIT 



INPUT/OUTPUT 



A.C. TESTING: INPUTS ARE DRIVEN AT 2.4V FOR A LOGIC "I" AND 0.45V FOR 
A LOGIC "O." TIMING MEASUREMENTS ARE MADE AT 1,5V FOR BOTH A 
LOGIC "I" AND 'O." 



DEVICE 
UNDER 
TEST 



I 



Vl = 2.08V 
Rl = 325n 



ZZ Cl 



Cl = 100pF FOR CLK 
Cl= 30pF for ready 
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WAVEFORMS 



CLOCKS AND RESET SIGNALS 



NAME I/O 
EFI I 



I\f\..'\. 



osc oJ~\J~\j 



tOLCH-*-] [-*- 





NOTE: ALL TIMING MEASUREMENTS ARE MADE AT 1.5 VOLTS, UNLESS OTHERWISE NOTED. 



-« tPHPL- 



H >U t|- 



- tCLM H— *-h*-t|1 HCL— 



t 



READY SIGNALS (F( 

/ \ 


)R ASYNCH 


RONC 


)US DEVICE 

C 1 


:S) 


/ - 


/ ^ 


i 


tCLRIX 
tR1VCH-»- 


^ 




-► 


tRIVCL 




i 


-«— tAIRIV 






- 


tCLRIX 










1 

AEN1,2 


{_ 




1 


r 




-» 


tAYVCL 


- 






tCLAlX 

\ 


ASYNC 


"[" 










- 


tCLAYX 


READY 


►I tRYHCH 


- 


i 










tRYLCL-^-l 
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[Pl^iUDlSfflOM^W 



WAVEFORMS (Continued) 


















READY SIGNALS ( 

CLK / 1 


FOR SYNCHRONC 

r / ] 


DUS DEVIC 


ES) 

n ■ 


, / ' 


r^ 


-* tcLRIX ► 


tRIVCL 






-*— tRIVCL ► 




RDY1,2 ^ 








— ► 


tCLRIX 


tA1R1V-H 




u ^ 




AEN1,2 \ 


i 








ASYNC - 


tAYVCL 


- 




-* 


tCLAlX 


r 




-* 


tCLAYX 










READY 


h*— tRYHCH-H^ 




{ 










tRYLCL->-| 


^ 



24 MHz [m 



X1 
X2 
F/C 
CSYNC 



CLK 



LOAD 
(SEE NOTE 1) 



R^ = Rg = 51 on. 



Clock High and Low Time (Using X1, X2) 



















PULSE 
GENERATOR 


EFI CLK 

F/C 

CSYNC 




LOAD 
(SEE NOTE 1) 




Vcc 
1 




















1 















Clock High and Low Time (Using EFI) 
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[p[^ilLDE«D[M^[^V 













V( 


:c 














AEN1 CLK 

X1 

READY 
X2 

RDY2 OSC 

F/C 

AEN2 

CSYNC 




LOAD 
(SEE NOTE 1) 






















-i_ 




LOAD 
(SEE NOTE 2) 






^Hivin^ i__j 




















PULSE 

GENERATOR 

TRIGGER 








< R2 ^ Ri 








R^ = R2 = 510ft. 


^ 


^ 












, 














- " 


- 

























Ready to Clock (Using X1, X2) 



NOTES: 

1. Cl= 100 pF 

2. Cl = 30 pF 























PULSE 
GENERATOR 




EFI CLK 

F/C 

AEN1 

RDY2 

AEN2 

CSYNC READY 




LOAD 
(SEE NOTE 1) 






Vcc 


















\ f 










TRIGGER 

PULSE 

GENERATOR 
























LOAD 
(SEE NOTE 2) 



































Ready to Clock (Using EFI) 
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M8284 

CLOCK GENERATOR AND DRIVER 

FOR MILITARY iAPX 86 

MILITARY 



I Military Temperature Range: 
-55Xto+125°C 

I Generates the System Ciocic for the 
IV[8086 

I Uses a Crystal or TTL Signal for 
Frequency Source 

■ Single +5V Power Supply 



■ 18-Pin Package 

■ Generates System Reset Output 
from Schmitt Trigger Input 

■ Provides Local Ready and 
MULTIBUS^"' Ready Synchronization 

■ Capable of Clock Synchronization 
with other M8284's 



The M8284 is a bipolar clock generator/driver designed to provide clock signals for the Military iAPX 86 and peripherals. It 
also contains READY logic for operation with two MULTIBUS™ systems and provides the processors required READY 
synchronization and timing. Reset logic with hysteresis and synchronization is also provided. 



XTAL 
OSCIL- 
LATOR 



C-|->o- 



RDY1 - 
AEN1- 



^ 



->- 



to' 



X—y SYNC 




CSYNC \Z 


1 


18 


HVcc 


POLK C 


2 


17 


Dxi 


AENid 


3 


16 


3X2 


RDY1 C 


4 


15 


I|N.C. 


READY C 


5 


M8284 ^ , 

14 


DEFI 


RDY2 d 


6 
7 


13 
12 


Uf/c 


AEN2L 


Dose 


CLK \2 


8 


11 


J RES 


GND d 


9 


10 


H RESET 



Figure 1. Block Diagram 



Figure 2. Pin Configuration 



X1| 
X2l 


CONNECTIONS FOR CRYSTAL 


RES 


RESET INPUT 


F/C 
EFI 

CSYNC 
RDY1 1 
RDY2I 


CLOCK SOURCE SELECT 
EXTERNAL CLOCK INPUT 
CLOCK SYNCHRONIZATION INPUT 

READY SIGNAL FROM TWO MULTIBUS'"* SYSTEMS 


RESET 

OSC 

CLK 

PCLK 

READY 


SYNCHRONIZED RESET OUTPUT 

OSCILLATOR OUTPUT 

MOB CLOCK ID8086 

TTL CLOCK FOR PERIPHERALS 

SYNCHRONIZED READY OUTPUT 


AEN1 1 
AEN2I 


ADDRESS ENABLED QUALIFIERS FOR RDY1,2 


vcc 

GND 


+ 5 VOLTS 
VOLTS 




IVI8284 Pin Names 
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18284 

CLOCK GENERATOR AND DRIVER 

FOR lAPX 86, 88 PROCESSORS 

INDUSTRIAL 



Industrial Temperature Range: 
-40°Cto+85°C 

Generates the System Clock for the 
IndustriallAPX 86/10 

Uses a Crystal or a TTL Signal for 
Frequency Source 

Single +5V Power Supply 



18-Pin Package 

Generates System Reset Output from 
Schmitt Trigger Input 

Provides Local Ready and MULTIBUS^"" 
Ready Synchronization 

Capable of Clock Synchronization with 
other 8284's 



The 18284 is a bipolar clock generator/driver designed to provide clock signals for the iAPX 86, 88 and peripherals. It 
also contains READY logic for operation with two MULTIBUS^'^ systems and provides the processors required READY 
synchronization and timing. Reset logic with hysteresis and synchronization is also provided. 



XTAL 
OSCIL- 
LATOR 



^ 



5-j-->o- 



-t>- 



RDY1 - 
AEN1- 



^>\ 






r> 



CSYNCC 


1 


18 


HVcc 


pclkC 


2 


17 


^X1 


AENlH 


3 


16 


JX2 


RDYlC 
READY H 


4 
5 


15 

18284 

14 


I]N.C. 
DEFI 


RDY2 C 


6 
7 


13 
12 


HF/C 


AEN2 L 


Hose 


CLK \2 


8 


11 


J RES 


GND \Z 


9 


10 


H RESET 



Figure 1. Block Diagram 



Figure 2. Pin Configuration 



XI 1 
X2l 


CONNECTIONS FOR CRYSTAL 


RES 


RESET INPUT 


F/C 
EFI 

CSYNC 
RDY1 1 
RDY2 1 


CLOCK SOURCE SELECT 
EXTERNAL CLOCK INPUT 
CLOCK SYNCHRONIZATION INPUT 

READY SIGNAL FROM TWO MULTIBUS'" SYSTEMS 


RESET 

OSC 

CLK 

PCLK 

READY 


SYNCHRONIZED RESET OUTPUT 

OSCILLATOR OUTPUT 

MOS CLOCK ID8086 

TTL CLOCK FOR PERIPHERALS 

SYNCHRONIZED READY OUTPUT 


AEN1 1 
AEN2I 


ADDRESS ENABLED QUALIFIERS FOR RDY1,2 

18284 Pin Names 


vcc 

GND 


+ 5 VOLTS 
VOLTS 
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18286/8287 
OCTAL BUS TRANSCEIVER 

INDUSTRIAL 



■ Data Bus Buffer Driver for iAPX 86,88, 
MCS-80®, MCS-85®, and MCS-48® 
Families 

■ High Output Drive Capability for 
Driving System Data Bus 

■ Fully Parallel 8-Bit Transceivers 



3-State Outputs 

20-Pin Package with 0.3" Center 

No Output Low Noise when Entering 
or Leaving High Impedance State 

Industrial Temperature Range: 
-40°Cto+85°C 



The 18286 and 18287 are 8-bit bipolar transceivers with 3-state outputs. The 18287 Inverts the Input data at its outputs 
while the 18286 does not. Thus, a wide variety of applications for buffering In microcomputer systems can be met. 




AoC 

Aid 

A2I: 

A3C 

A4C 

ASC 

AeC 

A7C 

oeC 

gndC 



1 20 

2 19 

3 18 

4 17 

5 16 
18286 

6 15 

7 14 

8 13 

9 12 

10 11 



DVCC 
3 Bo 

DBl 
IIB2 
DB3 
DB4 
DB5 

I] Be 
DB7 




Figure 1. Logic Diagrams 



Figure 2. Pin Configuration 



B-100 



inter 



8288 

BUS CONTROLLER 

FOR iAPX 86, 88 PROCESSORS 



Bipolar Drive Capability 
Provides Advanced Commands 



3-State Command Output Drivers 
Configurable for Use v\fith an I/O Bus 



Provides Wide Flexibility in System 
Configurations 



Facilitates Interface to One or Two 
Multi-Master Busses 



The Intel® 8288 Bus Controller is a 20-pin bipolar component for use with medium-to-large IAPX 86, 88 processing 
systems. The bus controller provides command and control timing generation as well as bipolar bus drive capability while 
optimizing system performance. 

A strapping option on the bus controller configures it for use with a multi-master system bus and separate I/O bus. 




{CLK- 
AEN- 
CEN- 
lOB- 



STATUS 
DECODER 



CONTROL 
LOGIC 



COM- 
MAND 
SIGNAL 
GENER- 
ATOR 



CONTROL 
SIGNAL 
GENER- 
ATOR 



- MRDC 

- MWTC 
• AMWC 

- lORC 
■ lOWC 

> AlOWC 

- INTA 



MULTIBUS"" 

COMMAND 

SIGNALS 



> DT/R \ 

ADDRESS LATCH, DATA 
■ °^N I TRANSCEIVER, AND 

- MCE/PDEN 1 INTERRUPT CONTROL 

SIGNALS 

- ALE / 



iobC 


1 


^20 


Hvcc 


clkC 


2 


19 


Hso 


ric 


3 


18 


DS2 


dt/rC 


4 


17 


J MCE/PDEN 


aleC 
aenC 


5 
6 


16 
8288 
15 


D DEN 
IJCEN 


MRDCL 


7 


14 


J INTA 


AMWCL 


8 


13 


J lORC 


MWTCL 


9 


12 


J AlOWC 


gndC 


10 


11 


JIOWC 



Figure 1. Block Diagram 



Figure 2. 
Pin Configuration 
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Table 1. Pin Description 



Symbol 


Type 


Name and Function 


Vcc 




Power: +5V supply. 


GND 




Ground. 


s"o.s;.'sr 


1 


Status Input Pins: These pins are the 
status input pins from the 8086, 8088 or 
8089 processors. The 8288 decodes these 
inputs to generate command and control 
signals at the appropriate time. When 
these pins are not in use (passive) they are 
all HIGH. (See chart under Command and 
Control Logic.) 


CLK 


- -I:. 


Clock: This is a clock signar from the 
8284 clock generator and serves to estab- 
lish when command and control signals 
are generated. 


ALE 





Address Latch Enable: This signal 
serves to strobe an address into the 
address latches. This signal is active HIGH 
and latching occurs on the falling (HIGH 
to LOW) transition. ALE is intended for 
use with transparent D type latches. 


DEN 





Data Enable: This signal serves to en- 
able data transceivers onto either the 
local or system data bus. This signal is 
active HIGH. 


DT/R 





Data Transmit/Receive: This signal es- 
tablishes the direction of data flow 
through the transceivers. A HIGH on this 
line indicates Transmit (write to I/O or 
memory) and a LOW indicates Receive 
(Read). 


AEN 


1 


Address Enable: AEN enables command 
outputs of the 8288 Bus Controller at least 
11 5 ns after it becomes active (LOW). AEN 
going inactive immediately 3-states the 
command output drivers. AEN does not 
affect the I/O command lines if the 8288 is 
in the I/O Bus mode (lOB tied HIGH). 


CEN 


1 


Command Enable: When this signal is 
LOW all 8288 command outputs and the 
DEN and PDEN control outputs are forced 
to their inactive state. When this signal is 
HIGH, these same outputs are enabled. 


lOB 




Input/Output Bus Mode: When the lOB is 
strapped HIGH the 8288 functions in the 
I/O Bus mode. When it is strapped LOW, 
the 8288 functions in the System Bus 
mode. (See sections on I/O Bus-and Sys- 
tem Bus modes). 



Symbol 


Type 


Name and Function 


AlOWC 





Advanced I/O Write Command: The 


AlOWC issues an I/O Write Command 
earlier in the machine cycle to give I/O 
devices an early indication of a write in- 
struction. Its timing is the same as a read 
command signal. AlOWC is active LOW. 


lOWC 





I/O Write Command: This command line 
instructs an I/O device to read the data on 
the data bus. This signal is active LOW. 


lORC 





I/O Read Command: This command line 
instructs an I/O device to drive its data 
onto the data bus. This signal is active 
LOW. 


AMWC 





Advanced Memory Write Com- 
mand: The AMWC issues a memory write 
command earlier in the machine cycle to 
give memory devices an early indication 
of a write instruction. Its timing is the 


same as a read command signal. AMWC is 
active LOW. 


MWTC 





Memory Write Command: This com- 
mand line instructsthe memory to record 
the data present on the data bus. This 
signal is active LOW. 


MRDC 





Memory Read Command: This com- 
mand line instructs the memory to drive 
its data onto the data bus. This signal is 
active LOW. 


INTA 





Interrupt Aclcnowledge: This command 
line tells an interrupting device that its 
interrupt has been acknowledged and 
that it should drive vectoring information 
onto the data bus. This signal is active 
LOW. 


MCE/PDEN 





This is a dual function pin. 
MCE (lOB is tied LOW): Master Cascade 
Enable occurs during an interrupt se- 
quence and serves to read a Cascade 
Address from a master PIC (Priority Inter- 
rupt Controller) onto the data bus. The 
MCE signal is active HIGH. 
PDEN (lOB is tied HIGH): Peripheral 
Data Enable enables the data bus trans- 
ceiver for the I/O bus that DEN performs 
for the system bus. PDEN is active LOW. 
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FUNCTIONAL DESCRIPTION 
Command and Control Logic 

The command logic^decodes the three 8086, 8088 or 8089 
CPU status lines (Sq, Si, S2) to determine what command 
is to be issued. 
This chart shows the meaning of each status "word". 



S"2 s^ sS 


Processor State 


8288Command 





Interrupt Acknowledge 


INTA 

lORC 

lOWC.AIOWC 

None 

MRDC 

MRDC 

MWTCAMWC 

None 


1 


Read I/O Port 


1 


Write I/O Port 


1 1 


Halt 


1 


Code Access 


1 1 


Read Memory 


1 1 


Write Memory 


1 1 1 


Passive 



The command is issued in one of two ways dependent 
on the mode of the 8288 Bus Controller. 
I/O Bus Mode — The 8288 is in the I/O Bus mode if the 
lOB pin is strap ped H I GH. In the I/O Bus m ode all I/O 
command lines (lORC, lOWC, AlOWC, INTA) are always 
enabled (i.e., not dependent on AEN). When an I/O com- 
mand is initiated by the processor, th e 8288 immediately 
activates the command lines using PDEN and DT/R to 
control the I/O bus transceiver. The I/O command lines 
should not be used to control the system bus in this 
configuration because no arbitration is present. This 
mode allows one 8288 Bus Controller to handle two ex- 
ternal busses. No waiting is involved when the CPU 
wants to gain access to the I/O bus. Norm al memory ac- 
cess requires a "Bus Ready" signal (AEN LOW) before it 
will proceed. It is advantageous to use the lOB mode if 
I/O or peripherals dedicated to one processor exist in a 
multi-processor system. 

System Bus Mode — The 8288 is in the System Bus mode 
if the lOB pin is strapped LOW. In thismode no command 
is issued until 115 ns after the AEN Line is activated 
(LOW). This mode assumes b us arb itration logic will in- 
form the bus controller (on the AEN line) when the bus is 
free for use. Both memory and I/O commands wait for bus 
arbitration. This mode is used when only one bus exists. 
Here, both I/O and memory are shared by more than one 
processor. 

COMMAND OUTPUTS 

The advanced write commands are made available to in- 
itiate write procedures early in the machine cycle. This 
signal can be used to prevent the processor from enter- 
ing an unnecessary wait state. 

The command outputs are: 



MRDC — Memory Read Command 

MWTC — Memory Write Command 

lORC — I/O Read Command 

lOWC — I/O Write Command 

AMWC — Advanced Memory Write Command 

AlOWC — Advanced I/O Write Command 

INTA — Interrupt Acknowledge 



INTA (Interrupt Acknowledge) acts as an I/O read during 
an interrupt cycle. Its purpose is to inform an inter- 
rupting device that its interrupt is being acknowledged 
and that it should place vectoring information onto the 
data bus. 



CONTROL OUTPUTS 

The control outputs of the 8288 are Data Enable (DEN), 
Data Transmit/Receive (DT/R) and Master Cascade 
Enable/Peripheral Data Enable (MCE/PDEN). The DEN 
signal determines when the external_bus should be 
enabled onto the local bus and the DT/R determines the 
direction of data transfer. These two signals usually go 
to the chip select and direction pins of a transceiver. 

The MCE/PDEN pin changes function with the two 
modes of the 8 288. W hen the 8288 is in the lOB mode 
(lOB HIGH) the PDEN signal serves as a dedicated data 
enable signal for the I/O or Peripheral System bus. 



INTERRUPT ACKNOWLEDGE AND MCE 

The MCE signal is used during an interrupt acknowl- 
edge cycle if the 8288 is in the System Bus mode (lOB 
LOW). During any interrupt sequence there are two inter- 
rupt acknowledge cycles that occur back to back. Dur- 
ing the first interrupt cycle no data or address transfers 
take place. Logic should be provided to mask off MCE 
during this cycle. Just before the second cycle begins 
the MCE signal gates a master Priority Interrupt Con- 
troller's (PIC) cascade address onto the processor's 
local bus where ALE (Address Latch Enable) strobes it 
into the address latches. On the leading edge of the 
second interrupt cycle the addressed slave PIC gates an 
interrupt vector onto the system data bus where it is 
read by the processor. 

If the system contains only one PIC, the MCE signal Is 
not used. In this case the second Interrupt Acknowledge 
signal gates the interrupt vector onto the processor bus. 



ADDRESS LATCH ENABLE AND HALT 

Address Latch Enable (ALE) occurs during each machine 
cycle and serves to strobe the current address into the 
address latches. ALE also serves to strobe the status (§^, 
Si, S2) into a latch for halt state decoding. 



COMMAND ENABLE 

The Command Enable (CEN) Input acts as a command 
qualifier for the 8288. If the CEN pin is high the 8288 
functions normally. If the CEN pin is pulled LOW, all 
command lines are held in their inactive state (not 
3-state). This feature can be used to implement memory 
partitioning and to eliminate address conflicts between 
system bus devices and resident bus devices. 
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ABSOLUTE MAXIMUM RATINGS* 



Temperature Under Bias . . . . 0°G to 70°C 

Storage Temperature -65°C to +150°C 

All Output and Supply Voltages -0.5V to +7V 

All Input Voltages -1.0V to +5.5V 

Power Dissipation 1.5 Watt 



*NOTICE: Stresses above those listed under "Absqiute 
Maximum Ratings" may cause permanent damage to ttie 
device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this specifi- 
cation is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device 
reliability 



D.C. CHARACTERISTICS (Vcc = 5V ± io%. Ta = o°c to 70°C) 



Symbol 


Parameter 


Min. 


Max. 


Unit 


Test Conditions 


Vc 


Input Clamp Voltage 




-1 


V 


lc= -5 mA 


Ice 


Power Supply Current 




230 


mA 




If 


Forward Input Current 




-0.7 


mA 


Vf = 0.45V 


Ir 


Reverse Input Current 




50 


/xA 


Vr = Vcc 


Vol 


Output Low Voltage 
Command Outputs 
Control Outputs 




0.5 
0.5 


V 
V 


Iql = 32 mA 
loL = 16 mA 


Vqh 


Output High Voltage 
Command Outputs 
Control Outputs 


2.4 
2.4 




V 
V 


. Iqh ^ -5 mA 
Iqh = -1 nfiA 


N^L 


input Low Voltage 




0.8 


V 




N^H 


Input High Voltage 


2.0 




V 




•off 


Output Off Current 




100 


A.A 


.VoFF = 0.4 to 5.25V 



AC- CHARACTERISTICS (Vcc 
TIMING REQUIREMENTS 



5V ± 10%, Ta = 0°C to 70°C) 



Symbol 


Parameter 


IVIin. 


IVIax 


Unit 


Test Conditions 


TCLCL 


CLK Cycle Period 


100 




ns 




TCLCH 


CLK Low Time 


50 




ns 




TCHCL 


CLK High Time 


30 




ns 




TSVCH 


Status Active Setup Time 


35 




ns 




TCHSV 


Status Active Hold Time 


10 




ns 




TSHCL 


Status Inactive Setup Time 


35 




ns 




TCLSH 


Status Inactive Hold Time 


10 




ns 




TILIH 


Input, Rise Time 




20 


ns 


From 0.8V to 2.0V 


TIHIL 


Input, Fall Time 




12 


ns 


From 2.0V to 0.8V 
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A.C. CHARACTERISTICS (Continued) 

TIMING RESPbNSES 



Symbol 


Parameter 


Min. 


Max. 


Unit 


Test Conditions 


TCVNV 


Control Active Delay 


5 


45 


ns 


"^ 


TCVNX 


Control Inactive Delay 


10 


45 


ns 


TCLLH, 
TCLMCH 


ALE MCE Active Delay (from CLK) 




20 


ns 


TSVLH, 
TSVMCH 


ALE MCE Active Delay (from 
Status) 




20 


ns 


TCHLL 


ALE Inactive Delay 


4 


15 


ns 


MRDC 
lORC 


Iql = 32 mA 
' loH = -5 mA 
Cl = 300 pF 


TCLML 


Command Active Delay 


10 


35 


ns 


TCLMH 


Command Inactive Delay 


10 


35 


ns 


MWTC 


TCHDTL 


Direction Control Active Delay 




50 


ns 


lOWC 
INTA 


TCHDTH 


Direction Control Inactive Delay 




30 


ns 


TAELCH 


Command Enable Time 




40 


ns 


AMWC 


TAEHCZ . 


Command Disable Time 




40 


ns 


AlOWC 


TAELCV 


Enable Delay Time 


115 


200 


ns 


^ l0L = 16mA 
Other Iqh = -1 mA 
Cl = 80 pF 


TAEVNV 


AEN to DEN 




20 


ns 


TCEVNV 


CEN to DEN, PDEN 




25 


ns 


TCELRH 


CEN to Command 




TCLML 


ns 


TOLOH 


Output, Rise Time 




20 


ns 


From 0.8V to 2.0V 


TOHOL 


Output, Fall Time 




12 


ns 


From 2.0V to 0.8V 



A.C. TESTING INPUT, OUTPUT WAVEFORM 



INPUT/OUTPUT 



A.C. TESTING: INPUTS ARE DRIVEN AT 2.4V FOR A LOGIC "1 " AND 0.45V FOR 
A LOGIC "0." THE CLOCK IS DRIVEN AT 4.3V AND 0.25V TIMING MEASURE- 
MENTS ARE MADE AT 1.5V FOR BOTH A LOGIC "1" AND "0." 



TEST LOAD CIRCUITS— 3-STATE COMMAND OUTPUT TEST LOAD 



3-STATE TO HIGH 



3STATE TO LOW 



?p 300 pF 



COMMAND OUTPUT 
TEST LOAD 




CONTROL OUTPUT 
TEST LOAD 
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WAVEFORMS 



jn^_jn^iD^^-^- 



S2, Si, §5 



ADDRESS/DATA 



MR DC, lORC. INTA 
AMWC, AlOWC 



MWTC, lOWC 



"•"^ (INTA) 



'^"'"^ (INTA) 



DT/R (READ) 
(INTA) 






7 



\ 



z 



X 



— J^ U— TCHLL 



ADDR 
VALID 



\ 



■\ 



75" 



X 



\ 



WRITE 
DATA V 






LJ 



® 



"^. 



y 



K 



V 



/ 



/ 



X 



A 



/ 



K 



\. 



J 



/ 



\ 



NOTES: 

1. ADDRESS/DATA BUS IS SHOWN ONLY FOR REFERENCE PURPOSES. 

2. LEADING EDGE OF ALE AND MCE IS DETERMINED BY THE FALLING EDGE OF CLK OR STATUS GOING ACTIVE. WHICHEVER OCCURS LAST. 

3. ALL TIMING MEASUREMENTS ARE MADE AT 1.5V UNLESS SPECIFIED OTHERWISE. 
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WAVEFORMS (Continued) 



DEN, PDEN QUALIFICATION TIMING 



X 



AEfi 



X 



TZX 



X 



ADDRESS ENABLE (AEN) TIMING (3-STATE ENABLE/DISABLE) 



OUTPUT 

command" 



TCELRH- 

NOTE: CEN must be low or valid prior to T2 to prevent the command from being generated. 
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18288 

BUS CONTROLLER 

FOR iAPX 86, 88 PROCESSORS 

INDUSTRIAL 



Bipolar Drive Capability 
Provides Advanced Commands 

Provides Wide Flexibility in System 
Configurations 

3-State Command Output Drivers 



■ Configurable for Use with an I/O Bus 

■ Facilitates Interface to One or Two 
Multi-Master Busses 

■ Industrial Temperature Range: 
-40°C to 85°C 



The Intel® 18288 Bus Controller is a 20-pin bipolar component for use with medium-to-iarge iAPX 86 processing 
systems. The bus controller provides command and control timing generation as well as bipolar bus drive capability 
while optimizing system performance. 

A strapping option on the bus controller configures it for use with a multi-master system bus and separate I/O bus. 
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8289 
BUS ARBITER 



Provides Multi-Master System Bus 
Protocol 

Synchronizes iAPX 86, 88 Processors 
with Multi-Master Bus 

Provides Simple Interface with 8288 
Bus Controller 



Four Operating Modes for Flexible 
System Configuration 

Compatible with Intel Bus Standard 
MULTIBUS^^ 

Provides System Bus Arbitration for 
8089 lOP in Remote Mode 



The Intel 8289 Bus Arbiter is a 20-pin, 5-volt-only bipolar component for use with medium to large iAPX 86, 88 multi- 
master/multiprocessing systems. The 8289 provides system bus arbitration for systems with multiple bus masters, such as 
an 8086 CPU with 8089 lOP in its REMOTE mode, while providing bipolar buffering and drive capability. 
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Figure 3. Functional Pinout 
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Table 1. Pin Description 



Symbol 


Type 


Name and Function 


Vcc 




Power: +5V supply ±10%. 


GND 




Ground. 


S0,ST.S2 


1 


Status Input Pins: The status input pins 
from ain 8086, 8088 or 8089 processor. The 
8289 decodes these pins to initiate bus re- 
quest and surrender actions. (See Table 2.) 


CLK 


1 


Clock: From the 8284 clock chip and 
serves to establish when bus arbiter ac- 
tions arie initiated. 


LOCK 


1 


Lock: A processor generated signal which 
when activated (low) prevents the arbiter 
from surrendering the multi-master system 
bus to any other bus artiter, regardless of 
its priority 


CRQLCK 


1 


Common Request Lock: An active low 
signal which prevents the arbiter from sur- 
rendering the multi-master system bus to 
any other bus arbiter requesting the bus 


through the CBRQ input pin. 


RESB 


1 


Resident Bus: A strapping option to con- 
figure the arbiter to operate in systems hav- 
ing both a multi-master system bus and a 
Resident Bus. Strapped high, the multi- 
master system bus is requested or surren- 
dered as a function of the SYSB/RESB 
input pin. Strapped low, the SYSB/RESB 
input is ignored. 


ANYRQST 


1 


Any Request: A strapping option which 
permits the multi-master system bus to be 
surrendered to a lower priority arbiter as if 
it were an arbiter of higher priority (i.e., 
when a lower piriority arbiter requests the 
use of the multi-master system bus, the bus 
is surrendered as soon as it is possible). 
When ANYRQST is strapped low, the bus is 
surrendered according to Table 2. If ANY- 
RQST is strapped high and CBRQ is ac- 
tivated, the bus is surrendered at the end of 
the present bus cycle. Strapping CBRQ low 
and ANYRQST high forces the 8289 arbiter 
to surrender the multi-master system bus 
after each transfer cycle. Note that when 
surrender occurs BREQ is driven false 
(high). 


iOB 




10 Bus: A strapping option which confi- 
gures the 8289 Arbiter to operate in sys- 
tems having both an 10 Bus (Peripheral 
Bus) and a multi-master system bus. The 
arbiter requests and surrenders the use of 
the multi-master system bus as a function 
of the status line, S2. The multi-master sys- 
tem bus is permitted to be surrendered 
while the processor is performing 10 com- 
mands and is requested whenever the pro- 
cessor performs a memory command. 
Interrupt cycles are assumed as coming 
from.the peripheral bus and are treated as 
an 10 command. 



Symbol 


Type 


Name and Function 


AEN 





Address Enable: The output of the 8289 
Arbiter to the processor's address latches, 
to the 8288 Bus Controller and 8284A 
Clock Generator. AEN serves to instruct the 
Bus Controller and address latches when 
to tri-state their output drivers. 


SYSB/ 
RESB 




System Bus/Resident Bus: An input 
signal when the arbiter is configured in the 
S.R. Mode (RESB is strapped high) which 
determines when the multi-master system 
bus is requested and multi-master system 
bus surrendering is permitted. The signal 
is intended, to originate from a form of 
address-mapping circuitry, as a decoder or 
PROM attached to the resident address 
bus. Signal transitions and glitches are 
permitted on this pin from <|)^ of T4 to </> 1 of 
T2 of the processor cycle. During the 
period from 01 of T2 to </> 1 of T4, only clean 
transitions are permitted on this pin (no 
glitches). If a glitch occurs, the arbiter may 
capture or miss it, and the multi-master 
system bus may be requested or surren- 
dered, depending upon the state of the 
glitch. The arbiter requests the multi- 
master system bus in the S.R. Mode when 
the state of the SYSB/ftESB pin is high and 
permits the bus to be surrendered when 
this pin is low. 


CBRQ 


I/O 


Common Bus Request: An input signal 
which instructs the arbiter if there are any 
other arbiters of lower priority requesting 
the use of the multi-master system bus. 

The CBRQ pins (open-collector output) of 
all the 8289 Bus Arbiters which surrender 
to the multi-master system bus upon re- 
quest are connected together. 

The Bus Arbiter running the current trans- 
fer cycle will not itself pull the CBRQ line 
low. Any other arbiter connected to the 
CBRQ line can request the multi-master 
system bus. The arbiter presently running 
the current transfer cycle drops its BREQ 
signal and surrenders the bus whenever 
the proper surrender conditions exist. 


Strapping CBRQ low and ANYRQST high 
allows the multi-master system bus to be 
surrendered after each transfer cycle. See 
the pin definition of ANYRQST 


INIT 


1 


Initialize: An active low multi-master sys- 
tem bus input signal used to reset all the 
bus arbiters on the multi-master system 
bus. After initialization, no arbiters have 
the use of the multi-master system bus. 
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Table 1. Pin Descriptions (Continued) 



Symbol 


TVpe 


Name and Function 


BCLK 


1 


Bus Clock: The multi-master system bus 
clock to which all multi-master system bus 
interface signals are synchronized. 


BREQ 





Bus Request: An active low output signal 
in the parallel Priority Resolving Scheme 
which the arbiter activates to request the 
use of the multi-master system bus. 


BPRN 


1 


Bus Priority In: The active low signal re- 
turned to the arbiter to instruct it that it may 
acquire the multi-master system bus on the 
next falling edge of BCLK. BPRN indicates 
to the arbiter that it is the highest priority 
requesting arbiter presently on the bus. 
The loss of BPRN instructs the arbiter that 
it has lost priority to a higher priority 
arbiter. 



Symbol 


Type 


Name and Function 


BPRO 





Bus Priority Out: An active low output 
signal used in the serial priority resolving 
scheme where BPRO is daisy-chained to 
BPRN of the next lower priority arbiter. 


BUSY 


I/O 


Busy: An active low open collector 
multi-master system bus interface signal 
used to instruct all the arbiters on the bus 
when the multi-master system bus is avail- 
able. When the multi-master system bus is 
available the highest requesting arbiter 
(determined by BPRN) seizes the bus and 
pulls BUSY low to keep other arbiters off of 
the bus. When the arbiter is done with the 
bus, it releases the BUSY signal, permitting 
it to go high and thereby allowing another 
arbiter to acquire the multi-master system 
bus. 



FUNCTIONAL DESCRIPTION 

The 8289 Bus Arbiter operates in conjunction with the 
8288 Bus Controller to interface iAPX 86, 88 processors to 
a multi-master system bus (both the IAPX 86 and iAPX 88 
are configured in their max mode). The processor is un- 
aware of the arbiter's existence and issues commands as 
though It has exclusive use of the system bus. If the pro- 
cessor does not have the use of the multi-master system 
bus, the arbiter prevents the Bus Controller (8288), the 
data transceivers and the address latches from accessing 
the system bus (e.g. all bus driver outputs are forced Into 
the high impedance state). Since the command sequence 
was not issued by the 8288, the system bus will appear as 
"Not Ready" and the processor will enter wait states. The 
processor will remain in Wait until the Bus Arbiter ac- 
quires the use of the multi-master system bus whereupon 
the arbiter will allow the bus controller, the data transceiv- 
ers, and the address latches to access the system. Typi- 
cally, once the command has been issued and a data 
transfer has taken place, a transfer acknowledge (XACK) 
is returned to the processor to indicate "READY" from the 
accessed slave device. The processor then completes its 
transfer cycle. Thus the arbiter serves to multiplex a pro- 
cessor (or bus master) onto a multi-master system bus and 
avoid contention problems between bus masters. 

Arbitration Between Bus Masters 

In general, higher priority masters obtain the bus when a 
lower priority master completes Its present transfer 
cycle. Lower priority bus masters obtain the bus when a 
higher priority master is not accessing the system bus. 
A strapping option (ANYRQST) is provided to allow the 
arbiter to surrender the bus to a lower priority master as 
though It were a master of higher priority. If there are no 
other bus masters requesting the bus, the arbiter main- 
tains the bus so long as Its processor has not entered 



the HALT State. The arbiter will not voluntarily surrender 
the system bus and has to be forced off by another 
master's bus request, the HALT State being the only ex- 
ception. Additional strapping options permit other 
modes of operation wherein the multi-master system 
bus Is surrendered or requested under different sets of 
conditions. 



Priority Resolving Techniques 

Since there can be many bus masters on a multi-master 
system bus, some means of resolving priority between 
bus masters simultaneously requesting the bus must be 
provided. The 8289 Bus Arbiter provides several resolv- 
ing techniques. All the techniques are based on a priori- 
ty concept that at a given time one bus master will have 
priority above all the rest. There are provisions for using 
parallel priority resolving techniques, serial priority 
resolving techniques, and rotating priority techniques. 



PARALLEL PRIORITY RESOLVING 

The parallel priorit y reso lving technique uses a separate 
bus request line (BREQ) for each arb iter on the multi- 
master system bus, see Figure 4. Each BREQ line enters 
into a priority encoder whic h gene rates the binary ad- 
dress of the highest priority BREQ line which is active. 
The binary address is dec oded by a decoder to select 
the corresponding BPRN (Bus Priority In) line to be 
returned to the highest pri ority r equesting arbiter. The 
arbiter receiving priority (BPRN true) then allows Its 
associated bus master onto the multi-master system 
bus as soon as it becomes available (i.e., the bus is no 
longer busy). When one bus arbiter gains priority over 
another arbiter it cannot immediately seize the bus, it 
must wait until the present bus transaction is complete. 
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Upon completing its transaction the present bus occu- 
pant recognizes that it no lo nger has prio rity and sur- 
renders the bus by releasing BUSY. BUSY is an active 
low "OR", tied signal line which g oes to every bus arbiter 
on the system bus. When BUSY goes inactive (high), the 
arbiter which presently has bus priority (BPRN true) then 



seizes the bus and pulls BUSY low to keep other arbiters 
off of the bus. See waveform timing diagram, Figure 5. 
Note that all multi-master system bus transactions are 
synchronized to the bus clock (BCLK). This allows the 
parallel priority resolving circuitry or any other priority 
resolving scheme employed to settle. 
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Figure 4. Parallel Priority Resolving Technique 
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© HIGHER PRIORITY BUS ARBITER REQUESTS THE MULTI-MASTER SYSTEM BUS. 

@ ATTAINS PRIORITY. 

® LOWER PRIORITY BUS ARBITER RELEASES BUSY. 

©HIGHER PRIORITY BUS ARBITER THEN ACQUIRES THE BUS AND PULLS BUSY DOWN. 



Figure 5. Higher Priority Arbiter obtaining the Bus from a Lower Priority Arbiter 
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SERIAL PRIORITY RESOLVING 

The serial priority resolving technique eliminates the 
need for the priority encoder-decoder arrangement by 
daisy-chaining the bus arbit ers tog ether, connecting the 
higher pri ority b us arbiter's BPRO (Bus Priority Out) out- 
put to the BPRN of the next lower priority. See Figure 6. 
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THE NUMBER OF ARBITERS THAT MAY BE DAISY-CHAINED TOGETHER IN THE 
SERIAL PRIORITY RESOLVING SCHEME IS A FUNCTION OF BCLK AND THE PROPA- 
GATION DELAY FROM ARBITER TO ARBITER. NORMALLY. AT 10 MHz ONLY 3 ARBI- 
TER MAY BE DAISY.CHAINED. 



Figure 6. Serial Priority Resolving 



ROTATING PRIORITY RESOLVING 

The rotating priority resolving technique is similar to 
that of the parallel priority resolving technique except 
that priority Is dynamically re-assigned. The priority en- 
coder is replaced by a more complex circuit which ro- 
tates priority between requesting arbiters thus allowing 
each arbiter an equal chance to use the multi-master 
system bus, over time. 



Which Priority Resolving Technique To 
Use 

There are advantages and disadvantages for each of the 
techniques described above. The rotating priority 
resolving technique requires substantial external logic 
to implement while the serial technique uses no exter- 
nal logic but can accommodate only a limited number of 
bus arbiters before the daisy-chain propagatio n delay 
exceeds the multi-master's system bus clock (BCLK). 
The parallel priority resolving technique Is in general a 
good compromise between the other two techniques. It 
allows for many arbiters to be present on the bus while 
not requiring too much logic to implement. 



8289 MODES OF OPERATION 

There are two types of processors in the lAPX 86 family. An 
Input/Output processor (the 8089 lOP) and the lAPX 86/1 0, 
88/10 CPUs. Consequently, there are two basic operating 
modes in the 8289 bus arbiter. One, the lOB (I/O Peripheral 
Bus) mode, permits the processor access to both an I/O 
Peripheral Bus and a multi-master system bus. The sec- 
ond, the RESB (Resident Bus mode), permits the pro- 
cessor to communicate over both a Resident Bus and a 
multi-master system bus. An I/O Peripheral Bus is a bus 
where all devices on that bus, including memory, are 
treated as I/O devices and are addressed by I/O com- 
mands. All memory commands are directed to another 
bus, the multi-master system bus. A Resident Bus can 
issue both memory and I/O commands, but it is a distinct 
and separate bus from the multi-master system bus. The 
distinction is that the Resident Bus has only one master, 
providing full availability and being dedicated to that one 
master. 

The JOB strapping option configures the 8289 Bus Ar- 
biter into the lOB mode and the strapping option RESB 
configures it into the RESB mode. It might be noted at 
this point that if both strapping options are strapped 
false, the arbiter interfaces the processor to a multi- 
master system bus only (see Figure 7). With both op- 
tions strapped true, the arbiter interfaces the JDrocessor 
to a multi-master system bus, a Resident Bus, and an I/O 
Bus. 

In the lOB mode, the processor communicates and con- 
trols a host of peripherals over the Peripheral Bus. When 
the I/O Processor needs to communicate with system 
memory, it does so over the system memory bus. Figure 
8 shows a possible I/O Processor system configuration. 

The lAPX 86 and lAPX 88 processors can communicate 
with a Resident Bus and a multi-master system bus. Two 
bus controllers and only one Bus Arbiter would be needed 
in such a configuration as shown in Figure 9. In such a 
system configuration the processor would have access to 
memory and peripherals of both busses. Memory map- 
ping techniques are applied to select which bus is to be 
accessed. The SYSB/RESB input on the arbiter serves to 
instruct the arbiter as to whether or not the system bus is 
to be accessed. The signal connected to SYSB/RESB also 
enables or disables commands from one of the bus 
controllers. 

A summary of the modes that the 8289 has, along with 
its response to its status lines inputs, is summarized in 
Table 2. 



*ln some system configurations it is possible for a non-1/0 Processor to 
have access to more than one Multi-Master System Bus, see 8289 
Application Note. 
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Table 2. Summary of 8289 Modes, Requesting and Relinquishing the Multi-Master System Bus 



status Lines From 
8086 or 8088 or 8089 


IOB Mode 
Only 


RESB (Mode) Only 
IOB = High RESB = High 


IOB Mode RESB Mode 
IOB = Low RESB = High 


Single 

Bus Mode 

IOB = High 

RESB = Low 


I/O 
COMMANDS 


S2 S1 SO 


1 
1 


IOB = Low 

X 
X 


SYSB/RESB = High SYSB/RESB = Low 

X 
X 
X 


SYSB/RESB = High SYSB/RESB = Low 

X X 
X X 
X X 




HALT 


1 1 


X 


X X 


X X 


X 


MEM 
COMMANDS 


1 
10 1 
1 1 




X 
X 
X 


X 
X 
X 




IDLE 


1 1 1 


X 


X X 


X X 


X 



NOTES: 

1. X= Multi-Master System Bus Is allowed to be Surrendered. 

2. v* = Multi-Master System Bus is Requested. 



Mode 


Pin 
Strapping 


Multi-Master System Bus 1 


Requested** 


Surrendered* 


Single Bus 
Multi-Master Mode 


Job = High 
RESB = Low 


Whenever the processor's 
status lines go active 


HLT-hTI«CBRQ-f HPBRQ^ 


RESB Mode Only 


[OB=High 
RESB=High 


SYSB/RESB = High • 
ACTIVE STATUS 


(SYSB/RESB=Low-fTI)» 
CBRQ-f HLT-f HPBRQ 


IOB Mode Only 


IOB = Low 
RESB= Low 


Memory Commands 


(I/O Status + TI)« CBRQ + 
HLT+ HPBRQ 


IOB Mode RESB Mode 


IOB = Low 
RESB=High 


(Memory Command) • 
(SYSB/RESB = High) 


((I/O Status Commands) + 
SYSB/RESB = LOW)) • CBRQ 
-fHPBRQt-f HLT 



N OTES: 

*LOCK prevents surrender of Bus to any other arbiter, CRQLCK prevents surrender of Bus to any lower priority arbiter. 
** Except for HALT and Passive or IDLE Status. 
^HPBRQ, Higher priority Bus request or BPRN = 1. 

1. IOB Active Low. 

2. RESB Active High. 

3. -His read as "OR" and * asJAND," 

4. Tl = Processor Idle Status 32^1 j_S0^1 1 1 

5. HLT= Processor Halt Status S2, SI, 80 = 011 
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Figure 7. Typical IVIedium Complexity CPU System 
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Figure 8. Typical Medium Complexity lOB System 

B-115 



intef 



8289 



[PI^ilLDO^DINl^W 



AEN2 AEN1 >■ 
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^-^ 



MULTI-MASTER SYSTEM 



*BY ADDING ANOTHER 8289 ARBITER AND CONNECTING ITS AEN TO THE 8288 
WHOSE £EN IS PRESENTLY GROUNDED. THE PROCESSOR COULD HAVE ACCESS 
TO TWO MULTI-MASTER BUSES. 



Figure 9. 8289 Bus Arbiter Shown in System-Resident Bus Configuration 
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ABSOLUTE MAXIMUM RATINGS'' 



Temperature Under Bias .OX to/O'C 

Storage Temperature -65X to + 150°C 

All Output and Supply Voltages - 0.5V to + 7V 

All Input Voltages -1.0V to +5.5V 

Power Dissipation 1.5 Watt 



*NOTICE: Stresses above those listed under "Absolute 
Maximum Ratings" may cause permanent damage to the 
device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this specifi- 
cation is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device 
reliability. 



D.C. CHARACTERISTICS (Ta = o°c to 70°c, Vcc = +5V ±io%) 






Symbol 


Parameter 


Min. 


Max. 


Units 


Test Condition 


Vc 


Input Clamp Voltage 




-1.0 


V 


Vcc = 4.50V, lc=-5mA 


If 


Input Forward Current 




-0.5 


mA 


Vcc = 5.50V, Vf = 0.45V 


Ir 


Reverse Input Leakage Current 




60 


mA 


Vcc = 5.50, Vr= 5.50 


Vol 


Output Low Voltage 
BUSY, CBRQ 
AEN 
BPRO, BREQ 




0.45 
0.45 
0.45 


V 
V 
V 


loL=20mA 
loL=16mA 
loL=10mA 


Vqh 


Output High Voltage 


Open Collector 




BUSY, CBRQ 


All Other Outputs 


2.4 




V 


Iqh = 400 mA 


Ice 


Power Supply Current 




165 


mA 




V|L 


Input Low Voltage 




.8 


V 




V|H 


Input High Voltage 


2.0 




V 




Cin Status 


Input Capacitance 




25 


PF 




Cin (Others) 


Input Capacitance 




12 


PF 





A.C- CHARACTERISTICS (Vcc = +5V 
TIIVIING REQUIREMENTS 



:10%, Ta = 0°Cto70°C) 



Symbol 


Parameter 


Min. 


IVIax. 


Unit 


Test Condition 


TCLCL 


CLK Cycle Period 


125 




ns 




TCLCH 


CLK Low Time 


65 




ns 




TCHCL 


CLK High Time 


35 




ns 




TSVCH 


Status Active Setup 


65 


TCLCL-10 


ns 




TSHCL 


Status Inactive Setup 


50 


TCLCL-10 


ns 




THVCH 


Status Active Hold 


10 




ns 




THVCL 


Status Inactive Hold 


10 




ns 




TBYSBL 


BUSYtiSetup to BCLKj 


20 




ns 




TCBSBL 


CBROfiSetup to BCLKi 


20 




ns 




TBLBL 


BCLK Cycle Time 


100 




ns 




TBHCL 


BCLK High Time 


30 


.65[TBLBL] 


ns 




TCLLL1 


LOCK Inactive Hold 


10 




ns 




TCLLL2 


LOCK Active Setup 


40 




ns 




TPNBL 


BPRNitto BCLK Setup Time 


15 




ns 




TCLSR1 


SYSB/RESB Setup 







ns 




TCLSR2 


SYSB/RESB Hold 


20 




ns 




TIVIH 


Initialization Pulse Width 


3TBLBL+ 
3 TCLCL 




ns 




TILIH ' 


Input Rise Time 




20 


ns 


From 0.8 to 2.0V 


TIHIL 


Input Fall Time 




12 


ns 


From 2.0V to 0.8V 
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A.C. CHARACTERISTICS (Continued) 
TIMING RESPONSES 



Symbol 


Parameter 


Min. 


Max. 


Unit 


Test Condition 


TBLBRL 


BCLKtoBREQDelayit 




35 


ns 




TBLPOH 


BCLK to BPROit (See Note 1 ) 




40 


ns 




TPNPO 


BPRNifto BPROitDelay 
(See Note 1) 




25 


ns 




TBLBYL 


BCLK to BUSY Low 




60 


ns 




TBLBYH 


BCLK to BUSY Float (See Note 2) 


, 


35 


ns 




TCLAEH 


CLKtoAENHigh 




65 


ns 




TBLAEL 


BCLK to AEN Low 




40 


ns 




TBLCBL 


BCLK to CBRQ Low 




60 


ns 




TRLCRH 


BCLK to CBRQ Float (See Note 2) 




35 


ns 




TOLOH 


Output Rise Time 




20 


ns 


From 0.8V to 2.0V 


TOHOL 


Output Fall Time 




12 


ns 


From 2.0V to 0.8V 



it Denotes that spec applies to both transitions of the signal. 

NOTES: 

1. BCLK generates the first BPRO wherein subsequent BPRO changes lower in the chain are generated through BPRON. 

2. Measured at .5V above GND. 



A.C. TESTING INPUT, OUTPUT WAVEFORM 



A.C. TESTING LOAD CIRCUIT 



INPUT/OUTPUT 



-TEST POINTS - 



A.C. TESTING: INPUTS ARE DRIVEN AT 2.4V FOR A LOGIC "1 " AND 0.45V FOR 
A LOGIC "O." THE CLOCK IS DRIVEN AT 4.3V AND 0.25V TIMING MEASURE- 
MENTS ARE MADE AT 1.5V FOR BOTH A LOGIC "I" AND "0." 



DEVICE 
UNDER 
TEST 



1- 
I 



Cl= 100 pF 

Cl INCLUDES JIG CAPACITANCE 
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WAVEFORMS 




TBLCBH- 

N OTES; 

1. LOCK ACTIVE CAN OCCUR DURING ANY STATE, AS LONG AS THE 
RELAT IONSHIPS SHOWN ABOVE WITH RESPECT TO THE CLK ARE MAINTAINED. 
LOCK INA CTIVE HAS NO CRITICAL TIME AND CAN BE ASYNCHRONOUS. 
-CRQLCK HAS NO CRITICAL TIMING AND IS CONSIDERED AN ASYNCHRONOUS 
INPUT SIGNAL 

2. GLITCHING OF SYSB/RESB PIN IS PERMIT TED DURING THIS TIME. AFTER (^ 2 OF 
T1. AND BEFORE <^1 OF T4. SYSB/RESB SHOU LD BE STABLE. 

3. AEN LEADING EDGE IS RELATED TO BCLK, TRAILING EDGE TO CLK. THE 
TRAILING EDGE OF AEN OCCURS AFTER BUS PRIORITY IS LOST. 



ADDITIONAL NOTES: 

The signals related to CLK a re typical processor signals, and do not relate to the depicted sequence of events of the 
signals referenced to BCLK. The signals shown related to the BCLK represent a hypothetical sequence of events for 
illustration. Assume 3 bus arbiters of priorities 1, 2 and 3 configured in serial priority resolving scheme as shown in 
Figure 6. Assume ar biter 1 ha s the bus and is holding busy lovi/. Arbit er #2 d etect s its p rocessor wants the bus and 
pulls low BREQ#2. If BPRN#2 is high (as shown), arbiter #2 will pull low CBRQ line. CBRQ signals to the higher priority 
arbiter #1 that a lower priority arbiter wants the bus. [A higher priority arbiter would be granted BPRN when it makes 
the bus request rather than having to wait for another arbiter to release the bus through CBRQ].** Arb iter #1 w ill relin- 
quish the multi-master system bus when it enters a state not requiring it (s ee Table 1), by lowering its BPR0 #1 (tied to 
BPRN#2) and releasing BUSY. Arbiter #2 now sees that it has priority from BPRN#2 being low and releases CBRQ. As 
soon as BUSY signifies the bus is available (high), arbiter #2 pulls BUSY low on next falling edge of BCLK. Note that if 
arbiter #2 di dn't want the bus at the time it received priority, it would pass priority to the next lower priority arbiter by 
lowering its BPRO #2 [TPNPO]. 

**Note that even a higher priority arbiter which is acquiring the bus through BPRN will momentarily drop CBRQ until it has acquired the bus. 
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MODEL 230 

INTELLEC SERIES II 

MICROCOMPUTER DEVELOPMENT SYSTEM 



Complete microcomputer development 
center for Intel MCS-86, MCS-80, MCS-85 
and MCS-48 microprocessor families 

LSI electronics board with CPU, RAM, 
ROM, I/O, and interrupt circuitry 

64K bytes RAM memory 

Self-test diagnostic capability 

Eight-level nested, maskable priority 
interrupt system 

Built-in interfaces for high speed paper 
tape reader/punch, printer, and universal 
PROM programmer 

Integral CRT with detachable upper/ 
lower case typewriter-style full ASCII 
keyboard 



Powerful ISIS-II Diskette Operating 
System software with relocating 
macroassembler, linker, and locater 



1 million bytes (expandable to 2.5M 
bytes) of diskette storage 

Supports PL/M and FORTRAN high level 
languages 



Standard MULTIBUS with multiprocessor 
and DMA capability 

Compatible with standard Intellec/iSBC 
expansion modules 



Software compatible with previous 
Intellec systems 



The Model 230 Intellec Series II Microcomputer Development System is a complete center for the development of 
microcomputer-based products. It Includes a CPU, 64K bytes of RAM, 4K bytes of ROM memory, a 2000-character CRT, 
a detachable full ASCII keyboard, and dual double density diskette drives providing overl million bytes of on-line data 
storage. Powerful ISIS-II Diskette Operating System software allows the Model 230 to be used quickly and efficiently 
for assembling and/or compiling and debugging programs for Intel's MCS-86, MCS-80, MCS-85, or MCS-48 microproc- 
essor families without the need for handling paper tape. ISIS-II performs all file handling operations, leaving the user 
free to concentrate on the details of his own application. When used in conjunction with an optional in-circult 
emulator (ICE) module, the Model 230 provides all the hardware and software development tools necessary for the 
rapid development of a microcomputer-based product. 
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FUNCTIONAL DESCRIPTION 

Hardware Components 

The Intellec Series II Model 230 is a packaged, highly 
Integrated microcomputer development system consist- 
ing of a CRT chassis with a 6-slot cardcage, power sup- 
ply, fans, cables, and five printed circuit cards. A 
separate, full ASCII keyboard is connected with a cable. 
A second chassis contains two floppy disk drives capa- 
ble of double-density operation along with a separate 
power supply, fans, and cables for connection to the 
main chassis. A block diagram of the Model 230 is 
shown in Figure 1. 

CPU Cards — The master CPU card contains its own 
microprocessor, memory, I/O, interrupt and bus inter- 
face circuitry fashioned from Intel's high technology LSI 
components. Known as the integrated processor board 
(IPB), it occupies the first slot in the cardcage. A second 
slave CPU card is responsible for all remaining I/O con- 
trol including the CRT and keyboard interface. This card, 
mounted on the rear panel, also contains its own micro- 
processor, RAM and ROM memory, and I/O interface 
logic, thus, in effect, creating a dual processor environ- 
ment. Known as the I/O controller (IOC), the slave CPU 



card communicates with the IPB over an 8-bit bidirec- 
tional data bus. 

Memory and Control Cards — In addition, 32K bytes of 
RAM (bringing the total to 64K bytes) is located on a 
separate card in the main cardcage. Fabricated from 
Intel's 16K RAMs, the board also contains all necessary 
address decoding and refresh logic. Two additional 
boards in the cardcage are used to control the two 
double-density floppy disk drives. 

Expansion — Two remaining slots in the cardcage are 
available for system expansion. Additional expansion of 
4 slots can be achieved through the addition of an Intel- 
lec Series II expansion chassis. 

System Components 

The heart of the IPB Is an Intel NMOS 8-bit microproces- 
sor, the 8080A-2, running at 2.6 MHz. 32K bytes of RAM 
memory are provided on the board using Intel 16K 
RAMs. 4K of ROM is provided, preprogrammed with sys- 
tem bootstrap "self-test" diagnostics and the Intellec 
Series II System Monitor. The eight-level vectored prior- 
ity interrupt system allows interrupts to be individually 
masked. Using Intel's versatile 8259A interrupt con- 
troller, the interrupt system may be user programmed to 
respond to individual needs. 



AUXILIARY 
ROM BOARD 

20K ROM 




LOCAL 
INTERRUPT 
CONTROL 



BAUD RATE 
GENERATOR t 
REAL TIME CLOCK 



INTELLEC BUS 



7> 



SYSTEM 



Figure 1. inteilec Series ii iVIodei 230 IVIicrocomputer Deveiopment System Biocic Diagram 
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Input/Output 

IPB Serial Channels — The I/O subsystem in the Model 
230 consists of two parts: the IOC card and two serial 
channels on the IPB itself. Each serial channel is RS232 
compatible and is capable of running asynchronously 
from 1 10 to 9600 baud or synchronously from 150 to 56K 
baud. Both may be connected to a user defined data set 
or terminal. One channel contains current loop 
adapters. Both channels are implemented using Intel's 
8251 A US ART. They can be programmatically selected 
to perform a variety of I/O functions. Baud rate selection 
is accomplished programmatically through an Intel 8263 
Interval timer. The 8253 also serves as a real-time clock 
for the entire system. I/O activity through both serial 
channels is signaled to the system through a second 
8259 Interrupt controller, operating In a polled mode 
nested to the primary 8259. 

IOC Interface — The remainder of system I/O activity 
takes place In the IOC. The IOC provides interface for 
the CRT, keyboard, and standard Intellec peripherals 
including printer, high speed paper tape reader/punch, 
and universal PROM programmer. The IOC contains its 
own independent microprocessor, also an 8080A-2. The 
CPU controls all I/O operations as well as supervising 
communications with the IPB. 8K bytes of ROM contain 
all I/O control firmware. 8K bytes of RAM are used for 
CRT screen refresh storage. These do not occupy space 
in Intellec Series II main memory since the IOC is a 
totally independent microcomputer subsystem. 

Integral CRT 

Display — The CRT is a 12-Inch raster scan type monitor 
with a 50/60 Hz vertical scan rate and 15.5 kHz horizontal 
scan rate. Controls are provided for brightness and con- 
trast adjustments. The interface to the CRT is provided 
through an Intel 8275 single chip programmable CRT 
controller. The master processor on the IPB transfers a 
character for display to the IOC, where it is stored in 
RAM. The CRT controller reads a line at a time into its 
line buffer through an Intel 8257 DMA controller and 
then feeds one character at a time to the character gen- 
erator to produce the video signal. Timing for the CRT 
control is provided by an Intel 8253 interval timer. The 
screen display Is formatted as 25 rows of 80 characters. 
The full set of ASCII characters are displayed, including 
lower case alphas. 

Keyboard — The keyboard interfaces directly to the IOC 
processor via an 8-bit data bus. The keyboard contains 
an Intel UPI-41 Universal Peripheral Interface, which 
scans the keyboard, encodes the characters, and buf- 
fers the characters to provide N-key rollover. The key- 
board itself is a high quality typewriter style keyboard 
containing the full ASCII character set. An upper/lower 
case switch allows the system to be used for document 
preparation. Cursor control keys are also provided. 

Peripheral Interface 

A UPI-41 Universal Peripheral Interface on the IOC board 
performs similar functions to the UPI-41 on the PIO 
board in the Model 210. It provides interface for other 
standard Intellec peripherals including a printer, high 
speed paper tape reader, high speed paper tape punch. 



and universal PROM programmer. Communication 
between the IPB and IOC is maintained over a separate 
8-bit bidirectional data bus. Connectors for the four 
devices named above, as well as the two serial chan- 
nels, are mounted directly on the IOC itself. 

Control 

User control is maintained through a front panel, con- 
sisting of a power switch and indicator, reset/boot 
switch, run/halt light, and eight interrupt switches and 
indicators. The front panel circuit board is attached 
directly to the IPB, allowing the eight interrupt switches 
to connect to the primary 8259A, as well as to the Intellec 
Series II bus. 

Diskette System 

The Intellec Series II double density diskette system 
provides direct access bulk storage, intelligent control- 
ler, and two diskette drives. Each drive provides Vi mil- 
lion bytes of storage with a data transfer rate of 500,000 
bits/second. The controller is implemented with Intel's 
powerful Series 3000 Bipolar Microcomputer Set. The 
controller provides an interface to the Intellec Series II 
system bus, as well as supporting up to four diskette 
drives. The diskette system records all data in soft sec- 
tor format. The diskette system is capable of performing 
seven different operations: recalibrate, seek, format 
track, write data, write deleted data, read data, and verify 
CRC. 

Diskette Controller Boards — The diskette controller 
consists of two boards, the channel board and the inter- 
face board. These two PC boards reside in the Intellec 
Series II system chassis and constitute the diskette 
controller. The channel board receives, decodes and 
responds to channel commands from the 8080 A-2 CPU 
in the Model 230. The interface board provides the 
diskette controller with a means of communication with 
the diskette drives and with the Intellec system bus. The 
interface board validates data during reads using a 
cyclic redundancy check (CRC) polynomial and gener- 
ates CRC data during write operations. When the disk- 
ette controller requires access to Intellec system mem- 
ory, the interface board requests and maintains DMA 
master control of the system bus, and generates the 
appropriate memory command. The interface board also 
acknowledges I/O commands as required by the Intellec 
bus. In addition to supporting a second set of double 
density drives, the diskette controller may co-reside 
with the Intel single density controller to allow up to 2.5 
million bytes of on-line storage. 

MULTIBUS Capability 

All Intellec Series II models implement the Industry 
standard MULTIBUS. MULTIBUS enables several bus 
masters, such as CPU and DMA devices, to share the 
bus and memory by operating at different priority levels. 
Resolution of bus exchanges is synchronized by a bus 
clock signal derived independently from processor 
clocks. Read/write transfers may take place at rates up 
to 5 MHz. The bus structure is suitable for use with any 
Intel microcomputer family. 
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SPECIFICATIONS 

Host Processor (IPB) 

RAM — 64K (system monitor occupies 62K through 64K) 
ROM — 4K (2K in monitor, 2K in boot/diagnostic) 

Diskette System Capacity (Basic Two Drives) 

Unformatted 

Per Disk: 6.2 megabits 

Per Tracl<: 82.0 kilobits 

Formatted 

Per Disk: 4.1 megabits 

Per Track: 53.2 kilobits 

Diskette Performance 

Diskette System Transfer Rate — 500 kilobits/sec 

Diskette System Access Time 

Track-to-Track: 10 ms 

Head Settling Time: 10 ms 

Average Random Positioning Time — 260 ms 

Rotational Speed — 360 rpm 

Average Rotational Latency — 83 ms 

Recording Mode — M^FM 

Physical Characteristics 

width — 17.37 in. (44.12 cm) 
Height- 15.81 in. (40.16 cm) 
Depth — 19.13 in. (48.59 cm) 
Weight ~ 73 lb (33 kg) 
Keyboard 

Width- 17.37 in. (44.12 cm) 
Height — 3.0 in. (7.62 cm) 
Depth — 9.0 in. (22.86 cm) 
Weight - 6 lb (3 kg) 
Dual Drive Chassis 
Width — 16.88 in. (42.88 cm) 
Height — 12.08 in. (30.68 cm) 
Depth — 19.0 in. (48.26 cm) 
Weight - 64 lb (29 kg) 

Electrical Characteristics 
DC Power Supply 



Volts 


Amps 


Typical 


Supplied 


Supplied 


System Requirements 


+ 5 ±5% 


30 


14.25 


+ 12 ±5% 


2.5 


0.2 


-12 ±5% 


0.3 


0.05 


-10 ±5% 


1.5 


15 


• +15 ±5% 


1.5 


1.3 


+ 24 ±5% 


1.7 





*Not available on bus. 



AC" Requirements — 50/60 Hz, 115/230V AC 



Environmental Characteristics 

Operating Temperature — 0" to 35 "C (95 'F) 



Equipment Supplied 

Model 230 chassis 

Integrated processor board (IPB) 

I/O controller board (IOC) 

32KRAM board 

CRT and keyboard 

Double density floppy disk controller (2 boards) 

Qual drive floppy disk chassis and cables 

2 floppy disk drives (512K byte capacity each) 

ROM-resident system monitor 

ISIS-II system diskette with MCS-80/MCS-85 
macroassembler 



Reference IVIanuals 

9800558 — A Guide to Microcomputer Development 
Systems (SUPPLIED) 

9800550 — Intellec Series 11 Installation and Service 
Guide (SUPPLIED) 

9800306 — ISIS-ll System User's Guide (SUPPLIED) 

9800556 — Intellec Series 11 Hardware Reference Man- 
ual (SUPPLIED) 

9800301 — 8080/8085 Assembly Language Program- 
ming Manual (SUPPLIED) 

9800292 — ISIS-ll 8080/8085 Assembler Operator's Man- 
ual (SUPPLIED) 

9800605 — Intellec Series II Systems Monitor Source 
Listing (SUPPLIED) 

9800554 — Intellec Series II Schematic Drawings 
(SUPPLIED) 

Reference manuals are shipped with each product only 
if designated SUPPLIED (see above). Manuals may be 
ordered from any Intel sales representative, distributor 
office or from Intel Literature Department, 3065 Bowers 
Avenue, Santa Clara, California 95051. 



ORDERING INFORMATION 
Part Number Description 

MDS-230 Intellec Series II Model 230 

microcomputer development system 
(110V/60 Hz) 

MDS-231 Intellec Series II Model 230 

microcomputer development system 
(220V/50 Hz) 
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INTELLEC® SERIES III 

MICROCOMPUTER DEVELOPMENT SYSTEM 



H 96K Bytes of User Program RAM 
Memory Available for lAPX 86,88 
Programs 

■ Series 11/80 and Series 11/85 
Upgradeable to 8085/iAPX 86 Series III 
Functionality 

B Intellec Model 800 Upgradeable to 
8080/iAPX 86 Series III Functionality 

B Compatible with Intellec Distributed 
Development Systems 

B Compatible with Previous Intellec 
Systems 

B Software Applications Debugger for 
User lAPX 86,88 Programs 

B Upgradeable to a Complete Ethernet* 
Communications Development System 
Environment, Using the Model 677 
Upgrade 

The Intellec Series-Ill Microcomputer Development System is a high-performance system solution designed 
specifically for iAPX 86,88 microprocessor development. It contains two host CPUs, an iAPX 86 and an 8085, 
that provide two native execution environments for optimum performance and compatibility with the Intellec 
software packages for both CPUs. The basic system includes 96K bytes of iAPX 86,88 user RAM memory and a 
250K byte floppy disk drive. The powerful Disk Operating System maximizes system processing by utilizing the 
power of both host processors. Standard software includes a full range of iAPX 86,88 resident software. The 
high-level languages PL/M 86/88, PASCAL 86/88, and FORTRAN 86/88 are also available. A ROM resident 
software debugger not only provides self-test diagnostic capability, but also gives the user a powerful iAPX 
86,88 applications debugger. 

*Ethernet is a trademark of Xerox Corporation. 



Supports Intellec 432/100 Evaluation 
and Educational System 

Compatible with iSBC-090 Series 90 
Memory System Upgrade: 51 2K Byte 
to 1MByte 

Complete 16-bit High Performance, 
Microcomputer Development Solution 
for Intel IAPX 86,88 Applications. Also 
Supports MCS-85"^ MCS-80 and 
MCS-48 Families 

Supports Full Range of iAPX 86,88- 
Resident, High-Level Languages: PL/M 
86/88, PASCAL 86/88, and FORTRAN 
86/88 

2 Host CPUs— iAPX 86 and 8085A— for 
Enhanced System Performance and 
Two Native Execution Environments 




The following are trademarks of Intel Corporation and its affiliates and may be used only to identify Intel products: i, Intgl, INTEL, INTELLEC, MCS, 'm, iCS, ICE, UPI, BXP, iSBC, iSBX, 
Insite, iRMX, System 2000, CREDIT, iRMX/SO, MULTIBUS, PROMPT, Promware, Megachassis; Library Manager, MAIN MULTIMODULE, and the combination of MCS, ICE, iSBC, iRMX or 
iCS and a numerical suffix. © INTEL CORPORATION, 1981. AFN-01588B 
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FUNCTIONAL DESCRIPTION 
Hardware Components 

The Intellec Series III is contained in a single pack- 
age consisting of a CRT chassis with a 6-slot card 
cage, power supply, fans, cables, single floppy disk 
drive, detachable upper/lower case full ASCII key- 
board, and four printed circuit cards. A block diag- 
ram of the system is shown in Figure 1. 

System Components 

Two CPU cards reside on the Intellec MULTIBUS 
bus, each containing its own microprocessor, 
memory, I/O, interrupt and bus interface circuitry 
implemented with Intel's high technology LSI com- 
ponents. The integrated processor card (IPC-85), 
occupies the first slot in the cardcage. A second 
CPU card, the resident processor board (RPB-86) 
contains Intel's 16-bit HMOS microprocessor. These 
CPUs provide the dual processor environment. 



A third CPU card performs all remaining I/O includ- 
ing interface to the CRT, integral floppy disk, and 
keyboard. This card, mounted on the rear panel, 
contains its own microprocessors, RAM and ROM 
memory, and I/O interface logic. Known as the I/O 
controller (IOC), this slave CPU card communicates 
with the IPC-85 over an 8-bit bidirectional data bus.A 
64K byte RAM expansion memory board is also 
included. 

Expansion 

Two additional slots in the system cardcage are 
available for system expansion. The Intellec expan- 
sion chassis Model 201 is available to provide 4 ad- 
ditional expansion slots for either memory or I/O ex- 
pansion. 

THE INTELLEC DEVELOPMENT SYSTEM FOR 
ETHERNET (DS/E) 

The Intellec Series III can be expanded to provide the 
user with the tools necessary to develop and test 
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Figure 1. INTELLEC Series III Block Diagram 
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communications software and applications that will 
use Ethernet as a communications subsystem. The 
power of the Intellec Series III combined with Model 
677 allows the user to develop either 8- or 16-bit 
Ethernet-based applications. 

THE INTELLEC 432/100 EVALUATION AND 
EDUCATIONAL SYSTEM 

The Intellec Series III provides a complete system 
environment necessary for evaluation of the Intel 
lAPX 432 32-bit micromainframe. The iSBC 432/100 
board plugs into a Multibus slot in the Intellec Se- 
ries III, sharing system memory and resources. A 
comprehensive set of documentation, system 
software and hardware provides the evaluation and 
educational environment for the powerful iAPX 432. 

lAPX 286 Evaluation System 

The Intellec Series III provides a complete system 
environment for evaluation of the iAPX 286 micro- 
processor's architecture and its Instruction set, seg- 
mentation timing, memory mapping and protection 
features. A user can begin the development of com- 
plex IAPX 286 programs, systems and operating sys- 
tem nuclei with the Intellec Series III and IAPX 286 
evaluation package. 

CPU Cards 

IPC-85 

The heart of the IPC-85 is an Intel NMOS 8-bit micro- 
processor, the 8085A-2, running at 4.0 MHz. 64K 
bytes of RAM memory are provided on the board 
using 16K dynamic RAMs. 4K of ROM Is provided, 
preprogrammed with system bootstrap "self-test" 
diagnostics and the Intellec System Monitor. The 
eight-level vectored priority Interrupt system allows 
interrupts to be individually masked. Using Intel's 
versatile 8259A interrupt controller, the interrupt 
system may be user programmed to respond to indi- 
vidual needs. 

RPB-86 

The heart of the RPB-86 is an Intel HMOS 16-blt 
microprocessor, the IAPX 86 (8086), running at 5.0 
MHz. 64K bytes of RAM memory are provided on the 
board. 16K of ROM is provided on board, prepro- 
grammed with an IAPX 88/86 applications debugger 
which provides features necessary to debug and 
execute application software for the IAPX 88/86 
microprocessors. 

The 8085A-2 and IAPX 86 access two independent 
memory spaces. This allows the two processors to 
execute concurrently when an iAPX 88/86 program 
is run. In this mode, the IPC-85 becomes an in- 
tellegent I/O processor board to the RPB-86. 



Input/Output 

IPC-85 SERIAL CHANNELS 

The I/O subsystem in the Series III consists of two 
parts: the IOC card and two serial channels on the 
IPC-85 itself. Each serial channel Is independently 
configurable. Both are RS232-compatible and is ca- 
pable of running asynchronously from 110 to 9600 
baud or synchronously from 150 to 56K baud. Both 
may be connected to a user defined data set or ter- 
minal. One channel contains current loop adapters. 
Both channels are implemented using Intel's 8251 A 
USART They can be programmed to perform a var- 
iety of I/O functions. Baud rate selection is accom- 
plished through an Intel 8253 interval timer. The 
8253 also serves as a real-time clock for the entire 
system. I/O activity through each serial channel is 
independently signaled to the system through a 
second 8259A (slave) interrupt controller, operating 
in a polled mode nested to the master 8259A. 

IOC INTERFACE 

The remainder of the system I/O activity is handled 
by the IOC. The IOC provides the interface and con- 
trol for the keyboard, CRT, integral floppy disk drive, 
and standard Intellec-compatable peripherals In- 
cluding printer, high speed paper tape reader/ 
punch, and universal PROM programmer. The IOC 
contains its own Independent microprocessor, an 
8080A-2. This CPU issues commands, receives 
status, and controls all I/O operations as well as 
supervising communications with the IPC-85. The 
IOC contains interval timers, its own IOC bus system 
controller, and 8K bytes of ROM for all I/O control 
firmware. The 8K bytes of RAM are used for CRT 
screen refresh storage. Neither the ROM nor the 
RAM occupy space in the Intellec Series III main 
memory address range because the IOC is a totally 
independent microcomputer subsystem. 

Integral CRT 

DISPLAY 

The CRT Is a 12-inch raster scan type monitor with a 
50/60 Hz vertical scan rate and 15.5 kHz horizontal 
scan rate. Controls are provided for brightness and 
contrast adjustments. The interface to the CRT is 
provided through an Intel 8275 single chip pro- 
grammable CRT controller. The master processor 
on the IPC-85 transfers a character for display to the 
IOC, where it is stored in RAM. The CRT controller 
reads a line at a time into Its line buffer through an 
Intel 8257 DMA Controller. It then feeds one charac- 
ter at a time to the character generator to produce 
the video signal. Timing for the CRT control is 
provided by an Intel 8253 programmable Interval 
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timer. The screen display is formatted as 25 rows of 
80 characters. The full set of ASCII characters are 
displayed, including lower case alphas. 

KEYBOARD 

The keyboard interfaces directly to the IOC pro- 
cessor via an 8-bit data bus. The keyboard contains 
an Intel UPI-41A Universal Peripheral Interface, 
which scans the keyboard and encodes the charac- 
ters to provide N-key roll over. The keyboard itself is 
a typewriter style keyboard containing the full ASCII 
character set. An upper/lower case switch allows the 
system to be used for document preparation. Cursor 
control keys are also provided. 

Peripheral Interface 

A UPI-41A Universal Peripheral Interface on the IOC 
board provides built-in interface for standard 
Intellec-compatable peripherals including a printer, 
high speed paper tape reader, high speed paper 
tape punch, and universal PROM programmer. 
Communication between the IPC-85 and IOC is 
maintained over a separate 8-bit bidirectional data 
bus. Connectors for the four devices named above, 
as well as the two serial channels, are mounted di- 
rectly on the IOC itself. 

Control 



Dual Drive Floppy Disk System (Option) 

The Intellec Series III Double Density Diskette Sys- 
tem provides direct access bulk storage, intelligent 
controller and two diskette drives. Each drive 
provides 1/2 million bytes of storage with a data 
transfer of 500,000 bits/second. The controller is 
implemented with Intel's powerful Series 3000 Bipo- 
lar Microcomputer Set and supports up to four disk- 
ette drives to allow more than 2 million bytes of 
on-line storage. 



The diskette controller consists of two boards, the 
channel board and the interface board. These two 
PC boards reside in the Intellec Series III system 
chassis. The channel board receives, decodes and 
responds to channel commands from the 8085A-2 
CPU on the IPC-85. The interface board provides the 
diskette controller with a means of communication 
with the disk drives and with the Intellec system bus. 
The interface board also validates data during disk 
transactions. 



An additional cable and connectors are also 
supplied to optionally convert the integral floppy 
disk from single density to double density. 



User control is maintained through a front panel, 
consisting of a power switch and indicator, reset/ 
boot switch, run/halt light and eight interrupt 
switches and LED indicators. The front panel circuit 
board is attached directlyto the IPC-85, allowing the 
eight interrupt switches to connect the master 
8259A, as well as to the Intellec Series III bus. 

User program control in the iAPX 88/86 environment 
of the Intellec Series III is also directed through key- 
board control sequences to transfer control to the 
iAPX 88/86 applications debugger, abort a user pro- 
gram or translator and returning control to the 
IPC-85. 



DISK SYSTEM 

Integral Floppy Disk Drive 

The integral floppy disk is controlled by an Intel 8271 
single chip, programmable floppy disk controller. 
The disk provides capacity of 250K bytes. It transfers 
data via an Intel 8257 DMA Controller between an 
IOC RAM buffer and the diskette. The 8271 handles 
reading and writing of data, formatting diskettes, 
and reading status, all upon appropriate commands 
from the IOC microprocessor. 



Hard Disk System (Option) 

The Intellec Series III Hard Disk System provides 
direct access bulkstorage, intelligent controller and 
a disk drive containing one fixed platter and one 
removable cartridge. Each provides approximately 
3.65 million bytes of storage with a data transfer rate 
of 2.5 Mbits/second. The controller is implemented 
with Intel's Series 3000 Bipolar Microcomputer Set. 
The controller provides an interface to the Intellec 
Series III system bus, as well as supporting up to 2 
disk drives. The disk system records all data in Dou- 
ble Frequency (FM) on 2 surfaces per platter. Each 
platter can be write protected by a front panel 
switch. 



HARD DISK CONTROLLER BOARDS 

The disk controller consists of two boards which 
reside in the Intellec Series III system chassis. The 
disk system is capable of performing six operations: 
recalibrate, seek, format track, write data, read data, 
and verify CRC. In addition to supporting a second 
drive, the disk controller may co-exist with the 
double-density diskette controller to allow up to 17 
million bytes of on-line storage. 
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MULTIBUS Interface Capability 

All models of the Intellec Series III implement the 
industry standard MULTIBUS protocol. The MULTI- 
BUS architecture allows several bus masters, such 
as CPU and DMA devices, to share the bus and 
memory by operating at different priority levels. 
Resolution of bus exchanges is synchronized by a 
bus clock signal derived independently from pro- 
cessor clocks. Read/write transfers may take place 
at rates up to 5 MHz. The bus structure is suitable for 
use with any Intel microcomputer family. 

System Software Features 

The Model 286 offers many key advantages for iAPX 
86,88 applications and Intellec Development Sys- 
tems: enhanced system performance through a dual 
host CPU environment, a full spectrum of iAPX 
86,88-resident high-level languages, expanded user 
program spacefor iAPX 86,88 programs, and a pow- 
erful high-level software applications debugger for 
iAPX 86,88 microprocessor software. 

Dual Host CPU— The addition of a 1 6-bit 8086 to the 
existing 8-bit host CPU increases iAPX 86,88 com- 
pilation speeds and provides for iAPX 86,88 code 
execution. When the 8086 is executing a program, 
the 8-bit CPU off-loads all I/O activity and operates 
as an intelligent I/O controller to double buffer data 
to and from the 8086. The 8086 also provides an 
execution vehicle for 8086 and 8088 object code. An 
added benefit of two host microprocessors is that 



8-bit translations and applications are handled by 
the 8-bit CPU, and 16-bit translations and applica- 
tions are handled by the 8086. This feature provides 
complete compatibility for current systems and 
means that software running on current Intellec De- 
velopment Systems will run on the new system. 

High-level Languages for IAPX 86,88— The Model 
286 allows the current Intellec system user to take 
advantage of a breadth of new resident iAPX 86,88 
high-level languages: PL/M 86/88, PASCAL 86/88, 
and FORTRAN 86/88. The iAPX 86,88 Resident 
Macro Assembler and these high-level language 
compilers execute on the 8086 host CPU, thereby 
increasing system performance. 

Expanded Program Memory— By adding a Model 
286 to an existing Intellec Development System, 96K 
bytes of user program RAM memory are made avail- 
able for iAPX 86,88 programs. System memory is 
expandable by adding additional RAM memory 
modules. This, combined with the two host CPU 
system architecture, dramatically increases the pro- 
cessing power of the system. 

Software Applications Debugger— The RPB-86 
contains the applications debugger which allows 
iAPX 86,88 programs to be developed, tested, and 
debugged within the Intellec system. The debugger 
provides a subset of In-Circuit Emulator commands 
such as symbolic debugging, control structures and 
compound commands specifically oriented toward 
software debug needs. 



SPECIFICATIONS 
Host Processor Boards 

INTEGRATED PROCESSOR CARD 

— (IPC-85) 8085A-2 based, operating at 4 MHz 
— 64K RAM, 4K ROM (2K in monitor and 2K in boot/ 
diagnostic) 

RESIDENT PROCESSOR BOARD 

—(RPB-86) 8086 based, operating at 5 MHz, 64K 
RAM, 16K ROM (applications debugger) 

BUS 

— MULTIBUS bus, maximum transfer rate of 5 MHz 

DIRECT IVIEIVIORY ACCESS 

—(DMA) Standard capability on the MULTIBUS bus; 

implemented for user selected DMA devices 

through optional DMA module 
—Maximum transfer rate of 2 MHz 



Integral Floppy Disk 

Capacity — 250K bytes (formatted) 
Transfer Rate — 160K bits/sec 
Access Time — 

Track to Track: 10 ms max. 

Average Random Positioning: 260 ns 

Rotational Speed: 360 rpm 

Average Rotational Latency: 83 ms 

Recording Mode: FM 

Dual Floppy Disk Option 

Capacity— 
Per Disk: 4.1 megabits (formatted) 
Per Track: 53.2 kilobits (formatted) 

Transfer Rate— 500 kilobits/sec 

Access Time- 
Track to Track: 10 ms 
Head Setting Time: 10 ms 

Average Random Positioning Time-— 260 ms 
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Rotational Speed— 360 rpm 
Average Rotational Latency: 83 ms 
Recording Mode: M^ FM 



Hard Disk Drive Option 

Type — 5440 top loading cartridge and one fixed 

platter 
Tracks per Inch — 200 
Mechanical Sectors per Track — 12 
Recording Technique — double frequency (FM) 
Tracks per Surface — 400 
Density— 2,200 bits/inch 
Bits per Track— 62,500 
Recording Surfaces per Platter — 2 
Capacity — 

Per Surface — 15M bits 

Per Platter— 29M bits 

Per Drive— 59M bits 

Per Drive— 7.3M bytes (formatted) 
Transfer Rate — 2.5M bits/sec 
Access Time — 

Track to Track: 13 ms max 

Full Stroke: 100 ms 

Rotational Speed: 2,400 rpm 



ELECTRICAL CHARACTERISTICS 
DC Power Supply 



Volts 
Supplied 


Amps 
Supplied 


Typical 

System 

Requirements 


+ 5 ± 5% 
+ 1'2 ± 5% 
-12 ± 5% 
-10 ± 5% 
+ 15 ±5%* 
+ 24 ±5%* 


30.0 
2.5 
0.3 
1.0 
1.5 
1.7 


17.0 
1.1 
0.1 
0.08 
1.5 
1.7 



*Not available on bus 



AC Requirerhents for Mainframe 

110V, 60 Hz— 5.9 Amp 
220V, 50 Hz— 3.0 Amp 



ENVIRONMENAL CHARACTERISTICS 



Physical Characteristics 

Width— 17.37 in. (44.12 cm) 
Height— 15.81 in. (40.16 cm) 
Depth— 19.13 in. (48.59 cm) 
Weight— 81 lb. (37 kg) 



KEYBOARD 

Width— 17.37 in. (44.12 cm) 
Height— 3.0 in. (7.6 cm) 
Depth— 9.0 in. (22.86 cm) 
Weight— 6 lb. (3 kg) 



DUAL FLOPPY DRIVE SYSTEM (OPTION) 

Width— 16.88 in. (42.88 cm) 
Height— 12.08 in. (30.68 cm) 
Depth— 1.0 in. (48.26 cm) 
Weight— 64 lb. (29 kg) 



HARD DISK DRIVE SYSTEM (OPTION) 

Width— 18.5 in. (47.0 cm) 
Height— 34.0 in. (86.4 cm) 
Depth— 29.75 in. (75.6 cm) 
Weight— 202 lb. (92 kg) 



System Operating Temperature — 0° to 35°C 
(32°F to 95°F) 

Humidity— 20% to 80% 

DOCUMENTATION SUPPLIED 

Intellec Series III Microcomputer Development Sys- 
tem Product Overview, 121575 

A Guide to Intellec Series III Microcomputer Devel- 
opment Systems, 121632-001 

Intellec Series III Microcomputer Development Sys- 
tem Console Operating Instructions, 121609 

Intellec Series III Microcomputer Development Sys- 
tem Pocket Reference, 121610 

Intellec Series III Microcomputer Development Sys- 
tem Programmer's Reference, 121618 

iAPX 88186 Family Utilities User's Guide for 8086- 
Based Development Systems, 121616 

808618087/8088 Macro Assembly Language Refer- 
ence Manual for 8086-Based Development Systems, 
121627 

8086/8087/8088 Macro Assembly Language Pocket 
Reference, 9800749 
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808618087/8088 Macro Assembler Operating In- 
structions for 8086-Based Development Systems, 
121628 

Intellec Series III Microcomputer Development Sys- 
tem Installation and Checkout Manual, 121612 

Intellec Series III Microcomputer Development Sys- 
tem Schematic Drawings, 121642 

ISIS-II CREDIT (CRT-Based Text Editor) User's 
Guide, 9800902 



ISIS-II CREDIT (CRT-Based Text Editor) Pocket Ref- 
erence, 9800903 

The 8086 Family User's Manual, 9800722 

The 8086 Family User's Manual, Numeric Supple- 
ment, 121586 

For Series III Plus Hard Disk Systems Only: 

Model 740 Hard Disk Subsystem Operation and 
Checkout, 9800943 



ORDERING INFORMATION 

Part Number Description 

DS286 KIT Intellec Series III Model 286 Micro- 
computer Development System 
(110V/60HZ) 

DS287 KIT Intellec Series III Model 287 Micro- 
computer Development System 
(220V/50HZ) 

DS286FD KIT Intellec Series III Model 286 Micro- 
computer Development System with 
Dual Double Density Flexible Disk 
System (11 0V/60HZ) 



DS287FD KIT Intellec Series ill Model 287 Micro- 
computer Development System with 
Dual Double Density Flexible Disk 
System (220V/50Hz) 

DS286HD KIT Intellec Series III Model 286 Micro- 
computer Development System with 
Pedestal Mounted Hard Disk. 
(110V/60HZ) 

DS287HD KIT Intellec Series III Model 287 Micro- 
computer Development System with 
Pedestal Mounted Hard Disk. 
(220V/50HZ) 

Requires Software License 
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Executes on Series III iAPX 86 
Processor for Fastest Compilations 

Language Is Upward Compatible from 
PL/M 80, Assuring MCS-80/85 Design 
Portability 

Supports 16-Bit Signed Integer and 
32-Bit Floating Point Arithmetic in 
Accordance with IEEE Proposed 
Standard 

Easy-To-Learn Block-Structured 
Language Encourages Program 
Modularity 



Improved Compiler Performance Now 
Supports More User Symbols and 
Faster Compilation Speeds 

Produces Relocatable Object Code 
Which Is Linkable to All Other 8086 
Object Modules 

Code Optimization Assures Efficient 
Code Generation and Minimum 
Application Memory Utilization 

Built-in Syntax Checker Doubles 
Performance for Compiling Programs 
Containing Errors 



Like its counterpart for MCS-80/85 program development, PL/iVl 86/88 is an advanced, structured high-level 
programming language. The PL/M 86/88 compiler was created specifically for performing software develop- 
ment for the Intel 8086 and 8088 Microprocessors. 

PL/M is a powerful, structured, high-level system implementation language in which program statements can 
naturally express the program algorithm. This frees the programmer to concentrate on the logic of the pro- 
gram without concern for burdensome details of machine or assembly language programming (such as regis- 
ter allocation, meanings of assembler mnemonics, etc.). 

The PL/M 86/88 compiler efficiently converts free-form PL/M language statements into equivalent 80.88/8086 
machine instructions. Substantially fewer PL/M statements are necessary for a given application than if it were 
programmed at the assembly language or machine code level. 

The use of PL/M high-level language for system programming, instead of assembly language, results in a high 
degree of engineering productivity during project development. T-his translates into significant reductions in 
initial software development and follow-on maintenance costs for the user. 




„5fe/; iny- 



NOTE: The Intellec® Microcomputer Development System pictured here is not included with the PL/M 86/88 Software Package but merely depicts a language in its operating 

environment. 

The following are trademarks of Intel Corporation and may be used only to identify Intel products: i, Intgl, INTEL, INTELLEC, MCS, 'm, ICS, ICE, DPI, BXP, iSBC, iSBX. iNSITE, IRMX, 

CREDIT, RMX/80. /iScope, Multibus, PROMPT, Promware, Megachassis, Library Manager, MAIN MULTI MODULE, and the combination of MCS, ICE, SBC, RMX or iCS and a numerical 

suffix; e.g., iSBC-80. R 1 OH 

© Intel Corporation 1980 September 1980 
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FEATURES 

Major features of the Intel PL/M 86/88 compiler and 
programming language include: 



Another powerful facility allows the use of BASED 
variables that map more than one variable to the 
same memory location. This is especially useful for 
passing parameters, relative and absolute address- 
ing, and memory allocation. 



Block Structure 

PL/M source code is developed in a series of mod- 
ules, procedures, and blocks. Encouraging program 
modularity in this manner makes programs more 
readable, and easier to maintain and debug. The 
language becomes more flexible, by clearly defining 
the scope of user variables (local to a private proce- 
dure, global to a public procedure, for example). 

The use of procedures to break down a large prob- 
lem is paramount to productive software develop- 
ment. The PL/M 86/88 implementation of a block 
structure allows the use of REENTRANT (recursive) 
procedures, which are especially useful in system 
design. 



Language Compatibility 

PL/M 86/88 object modules are compatible with ob- 
ject modules generated by all other 86/88 trans- 
lators. This means that PL/M programs may be 
linked to programs written in any other 86/88 
language. 

Object modules are compatible with ICE-88 and 
ICE-86 units; DEBUG compiler control provides the 
In-Circuit Emulators with symbolic debugging 
capabilities. 

PL/M 86/88 Language is upward-compatible with 
PL/M 80, so that application programs may be easily 
ported to run on the iAPX 86 or 88. 



Supports Five Data Types 

PL/M makes use of five data types for various appli- 
cations. These data types range from one to four 
bytes, and facilitate various arithmetic, logic, and 
addressing functions: 

— Byte: 8-bit unsigned number 

— Word: 16-bit unsigned number 

— Integer: 16-bit signed number 

— Real: 32-bit floating point number 

— Pointer: 16-bit or 32-bit memory address 

indicator 



Two Data Structuring Facilities 

In addition to the five datatypes and based variables, 
PL/M supports two data structuring facilities. These 
add flexibility to the referencing of data stored in 
large groups. 

— Array: Indexed list of same type data elements 

— Structure: Named collection of same or different 
type data elements 

— Combinations of Each: Arrays of structures or 
structures of arrays 



8087 Numerics Support 

PL/M programs that use 32-bit REAL data may be 
executed using the Numeric Data Processor for im- 
proved performance. All floating-point operations 
supported by PL/M may be executed on the iAPX 
86/20 or 88/20 NDP, or the 8087 Emulator (a software 
module) provided with the package. Determination 
of use of the chip or Emulator takes place at link- 
time, allowing compilations to be run-time 
independent. 



Built-in String Handling Facilities 

The PL/M 86/88 language contains built-in functions 
for string manipulation. These byte and word func- 
tions perform the following operations on character 
strings: MOVE, COMPARE, TRANSLATE, SEARCH, 
SKIP, and SET. 



Interrupt Handling 

PL/M has the facility for generating interrupts to the 
IAPX 86 or 88 via software. A procedure may be 
defined with the INTERRUPT attribute, and the 
compiler will automatically initialize an interrupt 
vector at the appropriate memory location. The 
compiler will also generate code to same and re- 
store the processor status, for execution of the 
user-defined interrupt handler routine. The pro- 
cedure SET$INTERRUPT, the function retuning 
an INTERRUPT$PTR, and the PL/M statement 
CAUSE$INTERRUPT all add flexibility to user 
programs involving interrupt and handling. 
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Compiler Controls 

Including several that have been mentioned, the 
PL/M 86/88 compiler offers more than 25 controls 
that facilitate such features as: 

— Conditional compilation 

— Including additional PL/M source files from disk 

— Intra- and Inter-module cross reference 

— Corresponding assembly language code in the 
listing file 

— Setting overflow conditions for run-time handling 



Segmentation Control 

The PL/M 86/88 compiler takes full advantage of 
program addressing with the SMALL, COMPACT, 
MEDIUM, and LARGE segmentation controls. Pro- 
grams with less than 64KB total code space can 
exploit the most efficient memory addressing 
schemes, which lowers total memory requirements. 
Larger programs can exploit the flexibility of ex- 
tended one-megabyte addressing. 



— "Strength reductions" (such as a shift left rather 
than multiply by 2); and elimination of common 
sub-expressions within the same block. 

— Machine code optimizations; elimination of 
superfluous branches; re-use of duplicate code; 
removal of unreadable code. 

— Byte comparisons (rather than 20-bit address 
calculations) for pointer variables; optimization 
of based-variable operations. 

Error Checking 

The PL/M 86/88 compiler has a very powerful feature 
to speed up compilations. If a syntax or program 
error is detected, the compiler will skip the code 
generation and optimization passes. This usually 
yields a 2X performance increase for compilation of 
programs with errors. 

A fully detailed set of programming and compilation 
errors is provided by the compiler. 

Compiler Performance 



Code Optimization 

The PL/M 86/88 compiler offers four levels of optimi- 
zation for significantly reducing overall program 
size. 

— Combination or "folding" of constant ex- 
pressions; and short-circuit evaluation of Boo- 
lean expressions. 



Performance benchmarks may provide valuable in- 
formation in estimating compile times for various 
programs. It is extremely important to understand, 
however, the effect of varying conditions on com- 
piler performance. Storage media, coding style, 
program length, and the use of INCLUDE files signif- 
icantly change the compiler's overall performance. 
We tested typical PL/M programs of varying lengths. 
The results are listed in Table 1. 



Table 1. PL/M Program Compile Times 



Program Size 


Compile Time(Sec) 


Lines/Minute 


SMALL (71) 


20 


213 


MEDIUM (610) 


54 


678 


LARGE (1710) 


128 


802 


LARGE (1403) 


129 


653 


(with very dense code, 
plus include file) 







NOTE: These programs were run on a Series III with ISIS 4.1 and a hard disk. The lines per minute figures reflect fifteen percent blank lines 
and comments. 

The compiler allows approximately 1000 ten-character user symbols. 
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: '* Beginning of module * 

SORTPROC: PROCEDURE (PTR, COUNT, RECSIZE, KEYINDEX)C gUBLlg ) 

DECLARE PTR POINTER, (COUNT, RECSIZE, KEYINDEX) INTEGER, 

* Parameters: 

PTR is pointer to first record. 
COUNT is number of records to be sorted. 
RECSIZE is:number of bytes in each record — max is 128. 
KEYINDEX is byte position within each record of a BYTE scalar 
to be used as sort key. 



PUBLIC and EXTERNAL attributes promote 
program modularity. 



DECLARE ( RECORD BASED PfR 5(1 ) BYTE. 
CURRENT (128) BYTE. 
(I, J) INTEGER: 

DO J= 1 TO COUNT-1: . 

CALL MOVB(@RECORD(J*RECSIZE),C@CURRENf^, RECSIZE); 

I- J: 

DO WHILE 10 

AND RECORD((l 1)'RECSIZE -KEYINDEX) 
CURRENT(KEYINDEX); 
CALL MOVB(@RECORD((l 1)*RECSIZE), 
@RECORD(rRECSIZE), 
RECSIZE); 
1 = 1 1 ; 
END FIND: 

CALLCM0VB;;)(@CURRENT, @RECORD(l*RECSIZE), RECSIZE); 
END SORT; ^^ 



"Based" Variables allow manipulation of external data by 
passing the base of the data structure (a pointer). This 
minimizes the STACK space used for parameter passing, and 
the execution time to perform many STACK operations. 



The "AT" operator returns the address of a 
variable, instead of its contents. This is very useful 
in passing pointers for based variables. 



END SORTPROC; 
/*End of module*/ 



One of several PL/M built-in procedures for string 
manipulation. 



Figure 1. Sample PL/M 86/88 Program 



BENEFITS 

PL/M 86/88 is designed to be an efficient, cost- 
effective solution to the special requirements of 
iAPX 86 or 88 Microsystem Software Development, 
as illustrated by the following benefits of PL/M use: 



because less programming resources are required 
for a given programmed function. 



Increased Reliability 



Low Learning Effort 

PL/M 86/88 is easy to learn and to use, even for the 
novice programmer. 

Earlier Project Completion 

Critical projects are completed much earlier than 
otherwise possible because PL/M 86/88, a struc- 
tured high-level language, increases programmer 
productivity. 

Lower Development Cost 

Increases in programmer productivity translate im- 
mediately into lower software development costs 



PL/M 86/88 is designed to aid in the development of 
reliable software (PL/M 86/88 programs are simple 
statements of the program algorithm). This substan- 
tially reduces the risk of costly correction of errors in 
systems that have already reached full production 
status, as the more simply stated the program is, the 
more likely it is to perform its intended function. 

Easier Enhancements 
and Maintenance 

Programs written in PL/M tend to be self-document- 
ing, thus easier to read and understand. This means 
it is easier to enhance and maintain PL/M programs 
as the system capabilities expand and future prod- 
ucts are developed. 
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SPECIFICATIONS REQUIRED SOFTWARE: 

ISIS-II Diskette Operating System, V4.1 or later 
^ .. _ . ^ Series III Operating System 

Operating Environment 

REQUIRED HARDWARE: Documentation Package 

Intellec® Microcomputer Development System 

— Series III or equivalent PL/M-86 User's Guide for 8086-based Development 
Dual Diskette Drives Systems (121636) 

— Single- or Double-Density 
System Console 

— CRT or Hardcopy Interactive Device 

OPTIONAL HARDWARE: 

Universal PROM Programmer 

Line Printer 

ICE-86^" 



ORDERING INFORMATION 

Part Number Description 

MDS-313* PL/M 86/88 Software Package 

Requires Software License 

*MDS is an ordering code only and is not used as a product name or trademarl<. MDS® is a registered trademark of Mohawk Data Sciences 
Corporation. 
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Features high-level language support 
for floating-point calculations, 
transcendentals, interrupt procedures, 
and run-time exception handling 

Meets ANS FORTRAN 77 Subset 
Language Specifications 

Supports iAPX 86/20, 88/20 Numeric 
Data Processor for fast and efficient 
execution of numeric instructions 

Uses REALMATH Floating-Point 
Standard for consistent and reliable 
results 



Offers powerful extensions tailored to 
microprocessor applications 

Offers upward compatibility with 
FORTRAN 80 

Provides FORTRAN run-time support for 
iAPX 86,88-based design 

Provides users ability to do formatted 
and unformatted I/O with sequential or 
direct access methods 



FORTRAN 86/88 meets the ANS FORTRAN 11 Language Subset Specification and includes many features of 
the full standard. Therefore, the user is assured of portability of most existing ANS FORTRAN programs and of 
full portability from other computer systems with an ANS FORTRAN 77 Compiler. 

FORTRAN 86/88 programs developed and debugged on the iAPX 86 Resident Intellec Series III Microcomputer 
Development System may be: tested with the prototype using ICE symbolic debugging, and executed on an 
RMX-86 operating system, or on a user's iAPX 86,88-based operating system. 

FORTRAN 86/88 is one of a complete family of compatible programming languages for iAPX 86,88 develop- 
ment: PL/M, Pascal, FORTRAN, and Assembler. Therefore, users may choose the language best suited for a 
specific problem solution. 




«y* iiy* 



NOTE: The Intellec® Microcomputer Development System shown here merely shows the operating environment and is not included with the software package. 
The following are trademarks of Intel Corporation and may be used only to identify Intel products: i, Intgl. INTEL, INTELLEC. MCS, 'm, iCS, ICE, UPI. BXP, iSBC, iSBX. iNSITE, iRMX, 
CREDIT. RMX/80, /iScope, Multibus, PROMPT, Promware, Megachassis. Library Manager, MAIN MULTIMODULE, and the combination of MCS, ICE, SBC, RMX or iCS and a numerical 
suffix; e.g., iSBC-80. 

©Intel Corporation, 1981. B-136 APRIL 1981 
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FEATURES 



Intel® Microprocessor Support 



Extensive High-Level Language 
Numeric Processing Support 

Single (32-bit), double (64-bit), and double extended 
precision (80-bit) floating-point data types 

REALMATH Proposed IEEE Floating-Point Stan- 
dard) for consistent and reliable results 

Full support for all other data types: integer, logical, 
character 

Ability to use hardware (lAPX 86/20, 88/20 Numeric 
Data Processor) or software (simulator) floating- 
point support chosen at link time 

ANS FORTRAN 77 Standard 



FORTRAN 86/88 language features support of iAPX 
86/20, 88/20 Numeric Data Processor 

Compiler generates in-line iAPX 86/20, 88/20 Nu- 
meric Data Processor object code for floating-point 
arithmetic (See Figure 1) 

Intrinsics allow user to control iAPX 86/20, 88/20 
Numeric Data Processor 

iAPX 86,88 architectural advantages used for index- 
ing and character-string handling 

Symbolic debugging of application using ICE-86 
and ICE-88 emulators 



FLOATING-POINT-STATMENT 



TEMPER = (PRESS ' VDLUM / QUEK) - 3.45 / (PRESS - VOLUM / QUEK) 
& - (PRESS - VOLUM / QUEK) * (PRESS - VOLUM / QUEK) 



OBJECT CODE GENERATED 



Intel FQRTRAN-86 Compiler 





iAPX 86/20, 88/20 
MACHINE CODE 














ASSEMBLER MNEMONICS 




MENT 










FLD 


/ O 1 M 1 C 

VOLUM 


001 


3 


9309060C 


DO 




0018 


9BD8360000 


FDIV 


QUEK 




0010 


9B082E0800 


FSU5R 


PRESS 




0022 


9BDDD1 


FST 


T0S+1H 




0025 


9B2ED83E0000 


FDIVR 


CS:aCONST 




002B 


9BD9C9 


FXCriG 


T0S+1H 




002E 


9B0DD2 


FST 


T0S+2H 




0031 


9BDEE9 


FSUBRP 






0034 


9BD9C1 


FLO 


TQS-^lH 




0037 


9B08C8 


FMUL 


TOS 




003A 


9BDDC2 


FFREE 


TOS^ZH 




0030 


9BDEE1 


FSU3P 






0040 


9BD91E0400 


FSTP 


TEMPER 




004 


5 


9B 




WAIT 









n 2 



Figure 1. Object Code Generated by FORTRAN 86/88 for a Floating-Point Calculation Using iAPX 86/20, 
88/20 Numeric Processor 
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Microprocessor Application Support 

—Direct byte- or word-oriented port I/O 
— Reentrant procedures 
—Interrupt procedures 

Flexible Run-Time Support 

Application object code may be executed in iAPX 86, 
88-based environment of user's choice: 

— a Series III Intellec Development System with Se- 
ries III Operating System 

—an iAPX 86,88-based system with iRMX-86 Operat- 
ing System 

— an IAPX 86,88-based system with user-designed 
Operating System 

Run-time exception handling for fixed-point nu- 
merics, floating-point numerics, and I/O errors 

Relocatable object libraries for complete run-time 
support of I/O and arithmetic functions. In-line code 
execution is generated for IAPX 86/20, 88/20 Nu- 
meric Data Processor 

BENEFITS 

FORTRAN 86/88 provides a means of developing 
application software for the Intel iAPX 86,88 prod- 
ucts lines in a familiar, widely accepted, and 
industry-standard programming language. FOR- 
TRAN 86/88 will greatly enhance the user's ability to 
provide cost-effective software development for 
Intel microprocessors as illustrated by the 
following: 



Early Project Completion 

FORTRAN is an industry-standard, high-level 
numerics processing language. FORTRAN pro- 
grammers can use FORTRAN 86/88 on micropro- 
cessor projects with little retraining. Existing FOR- 
TRAN software can be compiled with FORTRAN 
86/88 and programs developed in FORTRAN 86/88 
can run on other computers with ANS FORTRAN 11 
with little or no change. Libraries of mathematical 
programs using ANS 11 standards may be compiled 
with FORTRAN 86/88. 

Application Object Code 
Portability for a Processor Family 

FORTRAN 86/88 modules "talk" to the resident In- 
tellec development operating system using Intel's 
standard interface for all development-system 
software. This allows an application developed on 
the Series III operating system to execute on IRMX/ 
86, or a user-supplied operating system by linking in 
the iRMX/86 or other appropriate interface library. A 
standard logical-record interface enables com- 
munication with non-standard I/O devices. 

Comprehensive, Reliable 

and Efficient Numeric Processing 

The unique combination of FORTRAN 86/88, IAPX 
86/20, 88/20 Numeric Data Processor, and 
REALMATH (Proposed IEEE Floating-Point Stan- 
dard) provide universal consistency in results of 
numeric computations and efficient object code 
generation. 



SPECIFICATIONS 
Operating Environment 

REQUIRED HARDWARE 

Intellec® Series III Microcomputer Development 
System 

— -Systerh Console 

— Doubie-Density Dual-Diskette Drive. A Hard Disk 
is recommended 

—Hard Disk* 



*Recommended. 



REQUIRED SOFTWARE 

ISIS-II Diskette Operating System V4.1 or later 



Documentation Package 

FORTRAN 86/88 User's Guide (121539-001) 

Shipping Media 

Flexible Diskettes 

—Single- and Double-Density 
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PASCAL 86/88 
SOFTWARE PACKAGE 



Resident on iAPX 86 Based Intellec® 
Series III Microcomputer Development 
System for Optimal Performance 

Object Compatible and Linkable with 
PL/M 86/88, ASM 86/88 and FORTRAN 
86/88 

IQI^TM Symbolic Debugging Fully 
Supported 

Implements REALMATH for Consistent 
and Reliable Results 



Supports iAPX86/20, 88/20 Numeric 

Data Processors 

Strict Implementation of ISO Standard 

Pascal 

Useful Extensions Essential for 
Microcomputer Applications 

Separate Compilation with Type- 
Checking Enforced Between Pascal 
Modules 

Compiler Option to Support Full Run- 
Time Range-Checking 



PASCAL 86/88 conforms to and implements the ISO Draft Proposed Pascal standard. The language is 
enhanced to support microcomputer applications with special features, such as separate compilation, inter- 
rupt handling and direct port I/O. To assist the development of portable software, the compiler can be directed 
to flag all non-standard features. 

The PASCAL 86/88 compiler runs on the iAPX 86 Resident Intellec® Series III Microcomputer Development 
System. A well-defined I/O interface is provided for run-time support. This allows a user-written operating sys- 
tem to support application programs as an alternate to the development system environment. Program mod- 
ules compiled under PASCAL 86/88 are compatible and linkable with modules written in PL/M 86/88, ASM 
86/88 or FORTRAN 86/88. With a complete family of compatible programming languages for the iAPX 86, 88 
one can implement each module in the language most appropriate to the task at hand. 

PASCAL 86/88 object modules contain symbol and type information for program debugging using ICE-86^*^ 
emulator. For final production version, the compiler can remove this extra information and code. 




Note: The Intellec® microcomputer development system pictured here is not included with the Pascal 86/88 Software Package but merely depicts the language in its operating 
environment. 

The following are trademarks of Intel Corporation and may be used only to identify Intel products: BXP, CREDIT, Intellec, Multibus, i, iSBC, Multimodule, ICE, iSBX, PROMPT, iRMX, 
iCS, Library Manager, Promware, Insite, MCS, RMX, Intel, Megachassis, UPI, Intelevision, Micromap, /xScope and the combination of iCE, iCS, iSBC, iSBX, MCS, or RMX and a numeri- 
cal suffix. 

121680-001 Rev. A 



© Intel Corporation 1980 
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FEATURES 

Includes all the language features of Jensen & Wirth 
Pascal as defined in the ISO Draft Proposed Pascal 
Standard. 

Supports required extensions for microcomputer 
applications. 

— interrupt handling 

—Direct port I/O 

Separate compilation extensions allow: 

— Modular decomposition of large programs 

— Linkage with other Pascal modules as well as 
PL/M 86/88, ASM 86/88 and FORTRAN 86/88. 

— Enforcement of type-checking at LINK-time 



Supports numerous compiler options to control the 
compilation process, to INCLUDE files, flag non- 
standard Pascal statements and others to control 
program listings and object modules. 



Utilizes the IEEE standard for Floating-Point Arith- 
metic (the Intel REALMATH standard) for arithmetic 
operations. 



Well-defined and documented run-time operating 
system interfaces allow the user to execute the ap- 
plications under user-designed operating systems. 



BENEFITS 

Provides a standard Pascal for iAPX 86, 88 based 
applications. 

— Pascal has gained wide acceptance as the port- 
able application language for microcomputer 
applications 

— It is being taught in many colleges and universities 
around the world 

— It is easy to learn, originally intended as a vehicle 
for teaching computer programming 

— Improves maintainability: Type mechanism is 
both strictly enforced and user extendable 

— Few machine specific language constructs 

Strict implementation of the proposed ISO standard 
for Pascal aids portability of application programs. A 
compile time option checks conformance to the 
standard making it easy to write conforming 
programs. 



PASCAL 86/88 extensions via predefined proce- 
dures for interrupt handling and direct port I/O make 
it possible to code an entire application in Pascal 
without compromising portability. 



Standard Intel REALMATH is easy to use and pro- 
vides reliable results, consistent with other Intel 
languages and other implementations of the IEEE 
proposed Floating-Point standard. 



Provides run-time support for co-processors. All 
real-type arithmetic is performed on the 86/20 nu- 
meric data processor unit or software emulator. 
Run-time library routines, common between Pascal 
and other Intel languages (such as FORTRAN), per- 
mit efficient and consistently accurate results. 

Extended relocation and linkage support allows the 
user to link Pascal program modules with routines 
written In other languages for certain parts of the 
program. For example, real-time or hardware de- 
pendent routines written in ASM 86/88 or PL/M 86/88 
can be linked to Pascal routines, further extending 
the user's ability to write structured and modular 
programs. 

PASCAL 86/88 programs "talk" to the resident 
operating system using Intel's standard interface for 
translated programs. This allows users to replace 
the development operating system by their own 
operating systems in the final application. 

PASCAL 86/88 takes full advantage of iAPX 86, 88 
high level language architecture to generate 
efficient machine code without using time- 
consuming optimization algorithms. 

Compiler options can be used to control the pro- 
gram listings and object modules. While debugging, 
the user may generate additional information such 
as the symbol record Information required and 
useful for debugging using ICE emulation. After de- 
bugging, the production version may be streamlined 
by removing this additional information. 
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SPECIFICATIONS 
Operating Environment 

REQUIRED HARDWARE 

Intellec® Series III Microcomputer Development 

System 

— System Console 

—Double Density Dual Diskette Drive OR Hard Disk 



REQUIRED SOFTWARE 

ISIS-II Diskette Operating System V4.1 or later 

Documentation Package 

PASCAL 86 User's Guide (121539-001) 
Shipping Media 

Flexible Diskettes 

— Single and Double Density 



ORDERING INFORMATION 

Part Number Description 

MDS*-314 PASCAL 86/88 Software Package 

Requires software license. 

* MDS is an ordering code only and is not used as a product nanne or trademarl<. MDS® is a registered trademarl< of Mohawk Data Science. 
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PL/M-86 high level programming lan- 
guage 

ASM86 macro assembler for 8086/8088 
assembly language programming 

LINK86 and LOC86 linkage and 
relocation utilities 



CONV86 converter for conversion of 
8080/8085 assembly language source 
code to 8086/8088 assembly language- 
source code 

OH86 object-to-hexadecimal converter 

LIB86 library manager 



The 8086/8088 software development package provides a set of software development tools for the 8086 and the 8088 
microprocessors and iSBC 86/12 single board computer. The package operates under the ISIS-II operating system on 
Intellec Microcomputer Development Systems— Model 800 or Series II— thus minimizing requirements for additional 
hardware or training for Intel Microcomputer Development System users. 

The package permits 8080/8085 users to efficiently convert existing programs into 8086/8088 object code from either 
8080/8085 assembly language source code or PL/M-80 source code. 

For the new Intel Microcomputer Development System user, the package operating on an Intellec Model 230 Micro- 
computer Development System provides total 8086/8088 software development capability. 
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PL/M-86 HIGH LEVEL PROGRAMMING LANGUAGE 



Sophisticated new compiier design 
aiiows user to achieve maximum benefits 
of 8086/8088 capabiiities 

Language is upward compatibie from 
PL/M-80, assuring l\/ICS-80/85 design 
portabiiity 

Supports 16-bit signed integer and 32-bit 
fioating point arithmetic 



Produces relocatabie and linlcabie object 
code 

Supports fuli extended addressing 
features of the 8086 and the 8088 
microprocessors 

Code optimization assures efficient code 
generation and minimum application 
memory utilization 



Like its counterpart for MCS-80/85 program development, PL/M-86 Is an advanced structured high level programming 
language. PL/M-86 Is a new compiler created specifically for performing software development for the Intel 8086 and 
8088 Microprocessors. 

PL/M-86 has significant new capabilities over PL/M-80 that take advantage of the new facilities provided by the 8086 
and the 8088 microprocessors, yet the PL/M-86 language remains upward compatible from PL/M-80. 

With the exception of interrupts, hardware flags, and time-critical code sequences, PL/M-80 programs may be recom- 
piled under PLM-86 with little or no conversion required. PL/M-86, like PL/M-80, Is easy to learn, facilitates rapid pro- 
gram development, and reduces program maintenance costs. 

PL/M Is a powerful, structured high level algorithmic language in which program statements can naturally express the 
program algorithm. This frees the programmer to concentrate on the system Implementation without concern for bur- 
densome details of assembly language programming (such as register allocation, meanings of assembler mnemonics, 
etc.). 

The PL/M-86 compiler efficiently converts free-form PL/M language statements into equivalent 8086/8088 machine in- 
structions. Substantially fewer PL/M statements are necessary for a given application than If it were programmed at 
the assembly language or machine code level. 

Since PL/M programs are implementation problem oriented and more compact, use of PL/M results in a high degree of 
engineering productivity during project development. This translates into significant reductions in initial software 
development and follow-on maintenance costs for the user. 



FEATURES 

Major features of the Intel PL/M-86 compiler and pro- 
gramming language include: 

• Supports Five Data Types 

— Byte: 8-bit unsigned number 

— Word: 16-bit unsigned number 

— Integer: 16-bit signed number 

— Real: 32-blt floating point number 

— Pointer: 16-blt or 32-blt memory address Indicator 

• Block structured Language 

— Permits use of structured programming tech- 
niques 

• Two Data Structuring Faciiities 

— Array: Indexed list of same type data elements 

— Structure: Named collection of same or different 
type data elements 

— Combinations of Each: Arrays of structures or 
structures of arrays 



Relocatable and Linkable Object Code 

— Permits PL/M-86 programs to be developed and 
debugged In small modules. These modules can 
be easily linked with other PL/M-86 or ASM86 ob- 
ject modules and/or library routines to form a com- 
plete application system. 

Built-in String Handling Facilities 

— Operates on byte strings or word strings 

— Six Functions: MOVE, COMPARE, TRANSLATE, 
SEARCH, SKIP, and SET 

Automatic Support for 8086 Extended Addressing 

— Three compiler options offer a separate model of 
computation for programs up to 1-Megabyte In 
size 

— Language transparency for extended addressing 

Support for ICE-86 Emulator and Symbolic Debugging 

— Debug option for inclusion of symbol table In ob- 
ject modules for In-Circult Emulation with sym- 
bolic debugging 



B-143 



8086/8088 SOFTWARE DEVELOPMENT PACKAGE 



• Numerous Compiler Options 

— A host of 26 compiler options including: 

• Conditional compilation 

• Included file or copy facility 

• Two levels of optimization 

• Intra-module and inter-module cross reference 

• Arbitrary placement of compiler and user files 
on any available combination of disk drives 

• Reentrant and interrupt Procedures 

— May be specified as user options 

BENEFITS 

PL/M-86 is designed to be an efficient, cost-effective 
solution to the special requirements of 8086/8088 
Microcomputer Software Development, as illustrated by 
the following benefits of PL/M-86 use: 

• Reduced Learning Effort — PL/M-86 is easy to learn 
and to use, even for the novice programmer. 

• Earlier Project Compietibn — Critical projects are 
completed much earlier than otherwise possible 
because PL/M-86, a structured high-level language. In- 
creases progranrimer productivity. 

• Lower Development Cost — Increases in programmer 
productivity translate immediately into lower soft- 
ware development costs because less programming 
resources are required for a given programmed func- 
tion. 

• Increased Reliability — PL/M-86 is designed to aid in 
the development of reliable software (PL/M-86 pro- 
grams are simple statements of the program 
algorithnri). This substantially reduces the risk of cost- 
ly correction of errors in systems that have already 
reached full production status, as the more simply 
stated the program is, the more likely it is to perform 
its intended function. 

• Easier Enhancements and IVIalntenance — Programs 
written in PL/M tend to be self-documenting, thus 
easier to read and understand. This means it is easier 
to enhance and maintain PL/M programs as the 
system capabilities expand and future products are 
developed. 

• Simpler Project Development -< The Intellec Develop- 
ment Systems offer a cost-effective hardware base 



for the development of 8086 and 8088 designs. 
PL/M-86 and other elements of ISIS-II and the 8086/ 
8088 Software Development Package are all that is 
needed for development of software for the 8086 and 
the 8088 microcomputers and iSBC 86/12 single board 
computer. This further reduces development time and 
costs because expensive (and remote) time sharing of 
large computers Is not required. Present users of Intel 
Intellec Development Systems can begin to develop 
8086 and 8088 designs without expensive hardware 
reinvestment or costly retraining. 

SAMPLE PROGRAM 

STATISTICS: DO; 

/*The procedure in this module computes the mean and 
variance of an array of data, X, of length N + 1, according 
to the method of Kahan and Parlett (University of Cali- 
fornia, Berkeley, Memo no. UCB/ERL M77/21.*/ 

STAT: PROCEDURE(X$PTR,N,MEAN$PTR, 
VARIANCE$PTR) PUBLIC; 

DECLARE 

(X$PTR,MEAN$PTR,VARIANCE$PTR) 

POINTER,X BASED X$PTR (1) REAL, 

N INTEGER, 

MEAN BASED MEAN$PTR REAL, 

VARIANCE BASED VARIANCE$PTR REAL, 

(M,Q,DIFF) REAL, 

I INTEGER; 

M = X(0); 
M = 0.0; 

DO 1 = 1 TO N; 

DIFF = X(I)-M; 

M = M-fDIFF/FL0AT(l + 1); 

Q = Q+DIFF*DIFF*FLOAT(l)/FLOAT(l-f 1); 

END; 

MEAN = M; 

VARIANCE = Q/FLOAT(N); 

END STAT; 

END STATISTICS; 
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ASM86 MACRO ASSEMBLER 



Powerful and flexible text macro facility 
with three macro listing options to aid 
debugging 



High-level data structuring facilities 
such as ''STRUCTURES" and 
''RECORDS" 



Highly mnemonic and compact 
language, most mnemonics represent 
several distinct machine instructions 



Over 120 detailed and fully documented 
error messages 



"Strongly typed" assembler helps detect 
errors at assembly time 



Produces relocatable and linkable object 
code 



ASM86 is the "high-level" macro assembler for the 8086/8088 assembly language. ASM86 translates symbolic 
8086/8088 assembly language mnemonics into 8086/8088 machine code. 

ASM86 should be used vjhere maximum code efficiency and hardware control is needed. The 8086/8088 assembly 
language Includes approximately 100 instruction mnemonics. From these few mnemonics the assembler can generate 
over 3,800 distinct machine instructions. Therefore, the software development task is simplified, as the programmer 
need know only 100 mnemonics to generate all possible 8086/8088 machine instructions. ASM86 will generate the 
shortest machine instruction possible given no forward referencing or given explicit information as to the 
characteristics of forward referenced symbols. 

ASM86 offers many features normally found only in high-level languages. The 8086/8088 assembly language Is strong- 
ly typed. The assembler performs extensive checks on the usage of variables and labels. The assembler uses the at- 
tributes which are derived explicitly when a variable or label is first defined, then makes sure that each use of the sym- 
bol In later Instructions conforms to the usage defined for that symbol. This means that many programming errors will 
be detected when the program Is assembled, long before it is being debugged on hardware. 



FEATURES 

Major features of the Intel 8086/8088 assembler and 
assembly language Include: 

• Powerful and Flexible Text Macro Facility 

— fvlacro calls may appear anywhere 

— Allows user to define the syntax of each macro 

— Built-in functions 

• conditional assembly (IF-THEN-ELSE, WHILE) 

• repetition (REPEAT) 

• string processing functions (MATCH) 

• support of assembly time I/O to console (IN, 
OUT) 

— Three Macro Listing Options Include a GEN mode 
which provides a complete trace of all macro calls 
and expansions 

• High-Level Data Structuring Capability 

— STRUCTURES: Defined to be a template and then 
used to allocate storage. The familiar dot notation 
may be used to form Instruction addresses with 
structure fields. 

— ARRAYS: Indexed list of same type data elements. 

— RECORDS: Allows bit-templates to be defined and 
used as instruction operands and/or to allocate 
storage. 



Fully Supports 8086/8088 Addressing Modes 

— Provides for complex address expressions involv- 
ing base and indexing registers and (structure) 
field offsets. 

— Powerful EQU facility allows complicated expres- 
sions to be named and the name can be used as a 
synonym for the expression throughout the 
module. 

Powerful STRING MANIPULATION INSTRUCTIONS 

— Permit direct transfers to or from memory or the 
accumulator. 

— Can be prefixed with a repeat operator for 
repetitive execution with a count-down and a con- 
dition test. 

Over 120 Detailed Error Messages 

— Appear both in regular list file and error print file. 

— User documentation fully explains the occurrence 
of each error and suggests a method to correct It. 
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Generates Relocatable and Linkable Object Code- 
Fully Compatible with LINK86, LOC86 and LIB86 

— Permits ASM86 programs to be developed and 
debugged in small modules. These modules can 
be easily linked with other ASM86 or PL/M-86 ob- 
ject modules and/or library routines to form a com- 
plete application system. 



Support for ICE-86 Emulation and Symbolic Debug- 
ging 

— Debug options for inclusion of symbol table in 
object modules for In-Clrcuit Emulation with sym- 
bolic debugging. 



BENEFITS 

The 8086/8088 macro assembler allows the extensive 
capabilities of the 8086/8088 to be fully exploited. In any 
application, time and space critical routines can be 
effectively written In ASM86. The 8086/8088 assembler 
outputs relocatable and linkable object modules. These 
object modules may be easily combined with object 
modules written in PL/M-86— Intel's structured, high- 
level programming language. ASM86 compliments 
PLM-86 as the programmer may choose to write each 
module in the language most appropriate to the task 
and then combine the modules Into the complete appli- 
cations program using the 8086/8088 relocation and 
linkage utilities. 



CONV86 

MCS-80/85 to MCS-86 ASSEMBLY LANGUAGE 
CONVERTER UTILITY PROGRAM 



Translates 8080/8085 Assembly Automatically generates proper ASM-86 

Language Source Code to 8086/8088 directives to set up a "virtual 8080" 

Assembly Language Source Code environment ths^t is compatible with 

PLM-86 
Provides a fast and accurate means to 
convert 8080/8085 programs to the 8086 
and the 8088, facilitating program 
portability 

In support of Intel's commitment to software portability, CONV86 is offered as a tool to move 8080/8085 programs to 
the 8086 and the 8088. A comprehensive manual, "MCS-86 Assembly Language Converter Operating Instructions for 
ISIS-II Users" (9800642), covers the entire conversion process. Detailed methodology of the conversion process is fully 
described therein. 

CONV86 will accept as input an error-free 8080/8085 assembly-language source file and optional controls, and produce 
as output, optional PRINT and OUTPUT files. 

The PRINT file Is a formatted copy of the 8080/8085 source and the 8086/8088 source file with embedded caution 
messages. 

The OUTPUT file is an 8086/8088 source file. 

CONV86 Issues a caution message when it detects a potential problem in the converted 8086/8088 code. 

A transliteration of the 8080/8085 programs occurs, with each 8080/8085 construct mapped to its exact 8086/8088 
counterpart: 

—Registers 
—Condition flags 
— Instructions 
—Operands 
—Assembler directives 
—Assembler control lines 
—Macros 
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Because CONV86 is a transliteration process, there is the possibility of as much as a 15%-20% code expansion over 
the 8080/8085 code. For compactness and efficiency it Is recommended that critical portions of programs be re-coded 
In 8086/8088 assembly language. 

Also, as a consequence of the transliteration, some manual editing may be required for converting Instruction se- 
quences dependent on: 



-Instruction length, timing, or encoding 

-Interrupt processing 

-PL/f^ parameter passing conventions 



mechanical editing procedures 

for these are suggested in the converter manual. 



The accompanying diagram Illustrates the flow of the conversion process. Initially, the abstract program may be repre- 
sented In 8080/8085 or 8086/8088 assembly language to execute on that respective target machine. The conversion 
process Is porting a source destined for the 8080/8085 to the 8086 or the 8088 via CONV86. 
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LINK86 



Automatic combination of separately 
compiled or assembled 8086/8088 
programs into a relocatable module 
Automatic selection of required modules 
from specified libraries to satisfy 
symbolic references 
Extensive debug symbol manipulation, 
allowing line numbers, local symbols, 
and public symbols to be purged and 
listed selectively 



Automatic generation of a summary map 
giving results of the LINK86 process 

Abbreviated control syntax 

Relocatable modules may be merged 
into a single module suitable for 
inclusion in a library 

Supports "incremental" linking 

Supports type checking of public and 
external symbols 



LINK86 combines object modules specified in trie LiNK86 input list into a singie output module. LINK86 combines 
segments from the Input modules according to the order in which the modules are listed. 

Support for incremental linking is provided since an output module produced by LINK86 can be an input to another 
link. At each stage in the incremental linking process, unneeded public symbols may be purged. 

LINK86 supports type checking of public and external symbols reporting an error if their types are not consistent. 

LINK86 will link any valid set of input modules without any controls. However, controls are available to control the out- 
put of diagnostic information in the LINK86 process and to control the content of the output module. 

LINK86 allows the user to create a large program as the combination of several smaller, separately compiled modules. 
After development and debugging of these component modules the user can link them together, locate them using 
LOC86, and enter final testing with much of the work accomplished. 



LOC86 



Automatic and independent relocation 
of segments. Segments may be 
relocated to best match users memory 
configuration 

Extensive debug symbol manipulation, 
allowing line numbers, local symbols, 
and public symbols to be purged and 
listed selectively 



Automatic generation of a summary map 
giving starting address, segment 
addresses and lengths, and debug 
symbols and their addresses 

Extensive capability to manipulate the 
order and placement of segments in 
8086/8088 memory 

Abbreviated control syntax 



Relocatability allows the programmer to code programs or sections of programs without having to know the final ar- 
rangement of the object code in memory. 

LOC86 converts relative addresses in an input module to absolute addresses. LOC86 orders the segments in the input 
module and assigns absolute addresses to the segments. The sequence in which the segments in the input module 
are assigned absolute addresses is determined by their order in the input module and the controls supplied with the 
command. 

LOC86 will relocate any valid input module without any controls. However, controls are available to control the output 
of diagnostic information In the LOC86 process, to control the content of the output module, or both. 

The program you are developing will almost certainly use some mix of random access memory (RAM), read-only 
memory (ROM), and/or programmable read-only memory (PROM). Therefore, the location of your program affects both 
cost and performance in your application. The relocation feature allows you to develop your program on the Intellec 
development system and then simply relocate the object code to suit your application. 
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OH86 



Converts an 8086/8088 absolute object Converts an absolute module to a more 

module to symbolic hexadecimal format readable format that can be displayed 

on a CRT or printed for debugging 



Facilitates preparing a file for later 
loading by a symbolic hexadecimal 
loader, such as the iSBC Monitor or 
Universal PROM Mapper 



The OH86 command converts an 8086/8088 absolute object module to the hexadecimal format. This conversion may 
be necessary to format a module for later loading by a hexadecimal loader such as the ISBC 86/12 monitor or Universal 
Prom Mapper. The conversion may also be made to put the module in a more readable format that can be displayed or 
printed. 

The module to be converted must be in absolute format; the output from LOC86 is In absolute format. 



LBB86 



LIB86 is a library manager program Libraries can be used as input to LINK86 

which allows you to: which will automatically link modules 

from the library that satisfy external 

— Create specially formatted files to references in the modules being linked 
contain libraries of object modules 

— Maintain these libraries by adding or 

deleting modules Abbreviated control syntax 

— Print a listing of the modules and 
public symbols in a library file 



Libraries aid In the job of building programs. The library manager program, LIB86, creates and maintains files contain- 
ing object modules. The operation of LIB86 is controlled by commands to indicate which operation LIB86 is to per- 
form. The commands are: 



CREATE — creates an empty library file 

ADD — adds object modules to a library file 

DELETE — deletes modules from a library file 

LIST — lists the module directory of library files 

EXIT — terminates the LIB86 program and returns control to ISIS-I 
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ISISII 
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SOURCE 
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SOURCE 
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• AND 
LOC86 
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SYSTEM 



B-150 



8086/8088 SOFTWARE DEVELOPMENT PACKAGE 



SPECIFICATIONS 
Operating Environment 

Required Hardware 

Intellec Microcomputer Development System 

- MDS-800, MDS-888 

- Series II MDS-220 or MDS-230 
64K Bytes of RAM Memory 

Dual Diskette Drives 

— • Single or Double* Density 

System Console 

- CRT or Hardcopy Interactive Device 
Optional Hardware 

Universal PROM Programmer 

Line Printer* 

ICE-86^^* 

Required Software 

ISIS-II Diskette Operating System 
-- Single or Double* Density 



Documentation Package 

PL/M-86 Programming Manual (9800466) 

ISIS-II PL/M-86 Compiler Operator's Manual (9800478) 

MCS-86 User's Manual (9800722) 

MCS-86 Software Development Utilities Operating 

Instructions for ISIS-II Users (9800639) 
MCS-86 Macro Assembly Language Reference Manual 

(9800640) 
MCS-86 Macro Assembler Operating Instructions for 

ISIS-II Users (9800641) 
MCS-86 Assembly Language Converter Operating 

Instructions for ISIS-II Users (9800642) 
Universal PROM Programmer User's Manual 

(980081 9A) 



Flexible Diskettes 

— Single and Double* Density 



•Recommended 



ORDERING INFORMATION 
Part Number Description 

MDS-311 8086/8088 Software Development 

Package 

Also available In the following development support 
packages: 

Part Number Description 

SP86A-KIT SP86A Support Package (for Intellec 

Model 800) 

Includes ICE-86 In-Clrcuit Emulator 
(MDS-86-ICE) and 8086/8088 Software 
Development Package (MDS-311) 

SP86B-KIT SP86B Support Package (for Series II) 

Includes ICE-86 In-Clrcult Emulator 
(MDS-86-ICE), 8086/8088 Software 
Development Package (MDS-311), 
and Series II Expansion Chassis 
(MDS-201) 
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8087 
SOFTWARE SUPPORT PACKAGE 



Program Generation for the 8087 
Numeric Data Processor on the 
Intellec® IVIicrocomputer Development 
System 

Consists of : 8086/8087/8088 Macro 
Assembler, 8087 Software Emulator 

Macro Assembler Generates Code for 
8087 Processor or Emulator, While 
Also Supporting the 8086/8088 
Instruction Set 



8087 Emulator Duplicates Each 8087 
Floating-Point Instruction in Software, 
for Evaluation of Prototyping, or for 
Use in an End Product 

Macro Assembler and 8087 Emulator 
are Fully Compatible with Other 
8086/8088 Development Software 

Implementation of the IEEE Proposed 
Floating-Point Standard (the Intel® 
Realmath Standard) 



The 8087 Software Support Package is an optional extention of Intel's 8086/8088 Software Development 
Package that runs under ISIS-II on an Intellec or Series II Microcomputer Development System. 

The 8087 Software Support Package consists of the 8088/8087/8088 Macro Assembler, and the Full 8087 
Emulator. The assembler is a functional superset of the 8086/8088 Macro Assembler, and includes instruc- 
tions for over sixty new floating-point operations, plus new data types supported by the 8087. 

The 8087 Emulator is an 8086/8088 object module that simulates the environment of the 8087, and executes 
each floating-point operation using software algorithms. This emulator functionally duplicates the operation 
of the 8087 Numeric Data Processor. 

Also included in this package are interface libraries to link with 8086/8087/8088 object modules, which are 
used for specifying whether the 8087 Processor or the 8087 Emulator is to be used. This enables the run-time 
environment to be invisible to the programmer at assembly time. 
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The following are trademarks of Intel Corporation and may be used only to identify Intel products: BXP, CREDIT, Intellec, Multibus, i,iSBC, Multimodule, ICE, iSBX, PROMPT, IRMX, 
iCS, Library Manager, Promware, Insite, MCS, RMX, Intel, Megachassis, UPI, Intelevision, Micromap, /xScope and the combination of iCE, iCS, iSBC, iSBX, MCS, or RMX and a 
numerical suffix. 
© Intel Corporation 1980 B-1 52 121653-001 Rev. A 
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8087 SOFTWARE SUPPORT PACKAGE 



FUNCTIONAL DESCRIPTION 
8086/8087/8088 Macro Assembler 

The 8086/8087/8088 Macro Assembler translates 
symbolic macro assembly language instructions 
into appropriate machine instructions. It is an ex- 
tended version of the 8086/8088 Macro Assembler, 
and therefore supports all of the same features and 
functions, such as limited type checking, condi- 
tional assembly, data structures, macros, etc. The 
extensions are the new instructions and data types 
to support floating-point operations. Realmath 
floating-point instructions (see Table 1) generate 
code capable of being converted to either 8087 In- 
structions or interrupts for the 8087 Emulator. The 
Processor/Emulator selection is made via interface 
libraries at LINK-time. In addition to the new 



floating-point instructions, the macro assembler 
also introduces two new 8087 data types: QWORD 
(8 bytes) and TBYTE (ten bytes). These support the 
highest precision of data processed by the 8087. 

Full 8087 Emulator 

The Full 8087 Emulator is a 16-kilobyte object mod- 
ule that is linked to the application program for 
floating-point operations. Its functionality is identi- 
cal to the 8087 chip, and is ideal for prototyping and 
debugging floating-point applications. The 
Emulator is an alternative to the use of the 8087chip, 
although the latter executes floating-point applica- 
tions up to 100 times faster than an 8086 with the 
8087 Emulator. Furthermore, since the 8087 is a 
"co-processor," use of the chip will allow many op- 
erations to be performed in parallel with the 8086. 



Table 1. 8087 Instructions 



Arithmetic Instructions 



Processor Control Instructions 



Addition 


FADD 

FADDP 

FIADD 


, Add real 
Add real and pop 
Integer add 


Subtraction 


FSUB 

FSUBP 

FISUB 

FSUBR 

FSUBRP 

FISUBR 


Subtract real 
Subtract real and pop 
Integer subtract 
Subtract real reversed 
Subtract real reversed and 

pop 
Integer subtract reversed 


Multiplication 


FMUL 

FMULP 

FIMUL 


Multiply real 
Multiply real and pop 
Integer multiply 


Division 


FDIV 

FDIVP 

FIDIV 

FDIVR 

FDIVRP 

FIDIVR 


Divide real 

Divide real and pop 

Integer divide 

Divide real reversed 

Divide real reversed .and 

pop 
Integer divide reversed 


Other Operations 


FSQRT 

FSCALE 

FPREM 

FRNDINT 

FXTRACT 

FABS 
FCHS 


Square root 

Scale 

Partial remainder 

Round to integer 

Extract exponent and 

significand 
Absolute value 
Change sign 



FINIT/FNINIT 


Initialize processor 


FDISI/FNDISI 


Disable interrupts 


FENI/FNENI 


Enable interrupts 


FLDCW 


Load control word 


FSTCW/FNSTCW 


Store control word 


FSTSW/FNSTSW 


Store status word 


FCLEX/FNCLEX 


Clear exceptions 


FSTENV/FNSTENV 


Store environment 


FLDENV 


Load environment 


FSAVE/FNSAVE 


Save state . , 


FRSTOR 


Restore state 


FINCSTP 


Increment stack pointer 


FDECSTP 


Decrement stack pointer 


FFREE 


Free register 


FNOP 


No operation 


FWAIT 


CPU wait 



Comparison Instructions 



FCOM 


Compare real 


FCOMP 


Compare real and pop 


FCOMPP 


Compare real and pop 




twice 


FICOM 


Integer compare 


FICOMP 


Integer compare and pop 


FTST 


Test 


FXAM 


Examine 
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Transcendental Instructions 



Table 1. 8087 Instructions (cont'd) 

Data Transfer Instructions 



FPTAN 

FPATAN 

F2XM1 

FYL2X 

FYL2XP1 


Partial tangent 
Partial arctangent 
2x_i 

Y^log^X 
Y.log^CX+D 




Real Transfers 


FLD 
FST 
FSTP 
FXCH 


Load real 
Store real 
Store real and pop 
Exchange registers 


Integer Transfers 


Constant Instructions 


* 


' 


FILD 
FIST 
FISTP 


Integer load 
Integer store 
Integer store and pop 


FLDZ 

FLD1 

FLDPI 

FLDL2T 

FLDL2E 

FLDLG2 

FLDLN2 


Load +0.0 
Load +1.0 
Load 77 
Load logjIO 
Load logge 
Load Iogio2 
Load loge2 


. 


Packed Decimal Transfers 


FBLD 
FBSTP 


Packed decimal (BCD) 

load 
Packed decimal (BCD) 

store and pop 



















SPECIFICATIONS 
Operating Environment 

REQUIRED HARDWARE 

Intellec® Microcomputer Development Systenfi 

—Model 800 

—Series II (Models 220, 225 or equivalent) 

64K Bytes of RAM Memory 

Minimum One Diskette Drive 
— Single or Double* Density 

System Console 

— CRT or Hardcopy Interactive Device 

OPTIONAL HARDWARE 

Universal PROM Programmer* 
Line Printer* 

•Recommended 



REQUIRED SOFTWARE 

ISIS-II Diskette Operating System 
—Single or Double Density 

8086/8088 Software Development Package 

Documentation Package 

8086/808718088 Macro Assembly Language Refer- 
ence Manual for 8080/8085- Based Development 
Sysfems (121623-001) 

8086/8087/8088 Macro Assembler Operating In- 
structions for 8080/8085' Based Development Sys- 
tems (121624-001) 

The 8086 Family Users Manual Supplement for the 
8087 Numeric Data Processor (121586-001) 

Shipping Media 

1 Single and 1 Double Density Diskette 



ORDERING INFORMATION 

Part Number Description 

MDS*-387 8087 Software Support Package 
Requires Software License 

*MDS is an ordering code only and is not used as a product name or trademark. MDS® is a registered trademark of Mohawk Data Sciences 
Corporation. 
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8089 ASSEMBLER SUPPORT PACKAGE 



8089 I/O processor program generation 
on the Intellec Microcomputer 
Development System. 



Relocatable object module compatible 
with the 8086 and 8088 Microprocessors. 



Supports 8089-based addressing modes 
with a structure facility that enables easy 
access to based data. 



Fully detailed set of error messages. 



Includes software development utilities 
to facilitate 8089 design. 

— LINK86: Combines 8086 or 8088 object 
modules with 8089 object 
modules and resolves 
external references. 

— LOC86: Assigns absolute memory 
addresses to 8089 object 
modules. 

-OH86: Converts 8086/8088/8089 
object code to symbolic 
hexadecimal format. 

— UPM86: A PROM programming aid 
which has been updated to 
support PROM programming 
for 8086, 8088 and 8089 
applications. 



The 8089 Assembler Support Package extends Intellec microcomputer development system support to the 8089 I/O 
Processor. The assembler translates 8089 assembly language source instructions into appropriate machine opera- 
tion codes. The 8089 Assembler Support Package allows the programmer to fully utilize the capabilities of the 8089 I/O 
Processor. 
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FUNCTIONAL DESCRIPTION 

The 8089 Assembler Support Package contains the 8089 
assembler (ASM89) as well as LINK86 and LOC86— 
relocation and linkage utilities, OH86— 8086/8088/8089 
object code to hexadecimal converter, and UPM86— 
PROM programming software updated to program object 
code in the 8086 formats. ASM89 translates symbolic 
8089 assembly language instructions into the appro- 
priate machine operation codes. The ability to refer to 
program addresses with symbolic names eliminates the 
errors of hand translation and makes it easier to modify 
programs when adding or deleting instructions. 

ASM89 provides relocatable object module compat- 
ibility with the 8086 and 8088 microprocessors. This 
object module compatibility, along with the 8086/8088 
relocation and, linkage utilities, facilitates the designing 
of the 8089 into an 8086 or 8088 system. 

ASM89 fully supports the based addressing modes of 
the 8089. A structure facility in the assembler provides 
easy access to based data. The structure facility allows 
the user to define a template that enables accessing of 
based data symbolically. 



A sample assembly listing is shown in table 1 . 



tii<i HiSEHSLER 



ASSENG 
IBII 



eii3 






aBB£ 






aoB? 






8B8B 


1138 


BB48 


1884 




82 8 


8888 




88 4 


8B8C 


a«4c 


aa c 






88 i 


8814 


afl4c 


88 1 


8818 


8A4C 


at a 






8« 3 



8889 ASSEMBLER 



;R VI B ASSENBLV OF 
IN ^F8:C0NS0L OBJ 
f)SN39 CONSOL SRC 



;oNsaLE secheni 



OEFH VALUE 


TYPE 


HA.E 


1 BBBB 


SYH 


COMS 


3 8888 






8 8881 




NULL 


12 8883 






7 8888 






9 8882 






13 8fl8( 


SYH 


STAT 



i 8275 PORTS 



NOVI CA.< 
riOVBI CCA 

novai I GA 



ENKS 

aBH 

3TAT75.B 



(METER PORT 
fUS.'COHMAHD PORl 






SEMBLY COMPLETE. NO ERRORS FOUND 



Table 1 . Sample 8089 Assembly Listing 



SPECIFICATIONS 
Operating Environment 

Required Hardware 

Intellec Microcomputer Development System 

-MDS-800, MDS-888 

—Series II Models 220 or 230 

64K Bytes of RAM Memory 

Minimum One Diskette Drive 

—Single or Double* Density 

System Console 

—CRT or Hardcopy Interactive Device 

Optional Hardware 

Universal PROM Programmer* 
Line Printer* 



Required Software 

ISIS-II Diskette Operating System 
—Single or Double* Density 



Documentation Package 

8089 Assembler User's Guide (9800938) 

8089 Assembler Pocket Reference (9800936) 

MCS-86 Software Development Utilities 
Operating Instructions for ISIS-II User's (9800639) 

MCS-86 Absolute Object File Formats (9800821) 

Universal PROM Programmer User's Manual (9800819) 



Flexible Diskettes 

—Single and Double* Density 



•Recommended 



ORDERING INFORIVIATION: 
Part Number Description 

MDS-312 8089 Assembler Support Package 
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ICE-86A™ 
iAPX 86 IN-CIRCUIT EMULATOR 



Real-Time In-Circuit Emulation of iAPX 
86 Microsystems 

Emulate Both Minimum and Maximum 
Modes of 8086 CPU 
Full Symbolic Debugging 
Breakpoints to Halt Emulation on a 
Wide Variety of Conditions 
Comprehensive Trace of Program 
Execution 



Disassembly of Trace or Program 

Memory from Object Code into 

Assembler Mnemonics 

Software Debugging With or Without 

User System 

Handles Full 1 Megabyte 

Addressability of IAPX 86 

Enhance Existing ICE-86^'^ Emulators 

to ICE-86A^'^ Capabilities with 

ICE-86U^'^ Upgrade Package 



The Intel® ICE-86A In-Circuit Emulator provides sophisticated hardware and software debugging capabilities 
for iAPX 86 microsystems and iAPX 86 Single-Board Computers. These capabilities include In-Circuit Emula- 
tion for the 8086 Central Processing Unit plus extensions to debug systems including the 8089 I/O Processor 
and 8087 Numeric Processor Extension. The emulator includes three circuit boards which reside In any 
Intellec® Microcomputer Development System. A cable and buffer box connect the Inteilec system to the user 
system by replacing the user's 8086, thus extending powerful Intellec system debugging functions into the 
user system. Using the ICE-86A module, the designer can execute prototype 8086 or 8089 software in 
continuous or single-step modes and can substitute blocks of Intellec system memory for user equivalents. 
Breakpoints allow the user to stop emulation on user-specified conditions of the iAPX 86 system, and the trace 
capability gives a detailed history of the program execution prior to the break. All user access to the prototype 
system software may be done symbolically by referring to the source program variables and labels. 

The ICE-86U In-Circuit Emulator upgrade package converts any existing ICE-86 module (non-Aversion) to the 
capabilities of an ICE-86A module. 




The following are trademarks of Intel Corporation and its affiliates and may be used only to identify Intel products: i, Intgl, INTEL, INTELLEC, MCS, 'm, iCS, ICE. UPI, BXP, iSBC, iSBX, 
Insite, iRf^^X, System 2000. CREDIT, iRMX/80, MULTIBUS, PROMPT Promware, Megachassis, Library Manager. MAIN MULTIMODULE. arjid the combination of MCS. ICE. iSBC, iRMX or 
iCS and a numerical suffix. © INTEL CORPORATION, 1981 . 9800931-01 
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INTEGRATED HARDWARE/SOFTWARE 
DEVELOPMENT 

The ICE-86A emulator allows hardware and software 
development to proceed interactively. This is more 
effective than the traditional method of independent 
hardware and software development followed by 
system integration. With the ICE-86A module, pro- 
totype hardware can be added to the system as it is 
designed. Software and hardware testing occurs 
while the product is being developed. 

Conceptually the ICE-86A emulator assists three 
stages of development: 

1. It can be operated without being connected to 
the user's system, so the ICE-86A module's 
debugging capabilities can be used to facilitate 
program development before any of the user's 
hardware Is available. 

2. Integration of software and hardware can begin 
when any functional element of the user system 
hardware is connected to the 8086 socket. 
Through ICE-86A emulator mapping capabilities, 
Intellec memory, ICE module memory, or diskette 
memory can be substituted for missing prototype 
memory. Time-critical program modules are 
debugged before hardware implementation by 
using the 2K-bytes of high-speed ICE-resident 
memory. As each section of the user's hardware is 
completed, it is added to the prototype. Thus 
each section of the hardware and software is 
"system" tested as it becomes available. 



3. When the user's prototype is complete, it Is tested 
with the final version of the user system software. 
The ICE-86A module Is then used for real-time 
emulation of the 8086 to debug the system as a 
completed unit. 

Thus the ICE-86A module provides the user with the 
ability to debug a prototype or production system at 
any stage in its development without introducing 
extraneous hardware or software test tools. 



SYMBOLIC DEBUGGING 

Symbols and PL/M statement numbers may be sub- 
stituted for numeric values In any of the ICE-86A 
emulator commands. This allows the user to make 
symbolic references to I/O ports, memory ad- 
dresses, and data in the user program. Thus the user 
need not remember the addresses of variables or 
program subroutines. 

Symbols can be used to reference variables, pro- 
cedures, program labels, and source statements. A 
variable can be displayed or changed by referring to 
it by name rather than by its absolute location in 
memory. Using symbols for statement labels, pro- 
gram labels, and procedure names simplifies both 
tracing and breakpoint setting. Disassembly of a 
section of code from either trace or program 
memory into Its assembly mnemonics Is readily 
accomplished. 
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Figure 1. ICE-BSA^'^ Emulator Block Diagram 
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ICE-SeA^"^ IN-CIRCUIT EMULATOR 




A typical iAPX 86 development configuration. It is based on Intellec® Series III Development System, which 
hosts the ICE-86A^^ emulator. The ICE-86A^^ module is shown connected to a user prototype system, in this 
case, an SDK-86. 



Furthermore, each symbol may have associated 
with it one of the data types BYTE, WORD, INTEGER, 
SINTEGER (for short, 8-bit integer), POINTER, 
REAL, DREAL, or TREAL. Thus the user need not 
remember the type of a source program variable 
when examining or modifying it. For example, the 
command "!VAR" displays the value in memory of 
variable VAR in a format appropriate to its type, while 
the command "!VAR = !VAR + 1" increments the 
value of the variable. 

The user symbol table generated along with the ob- 
ject file during a PL/M-86, PASCAL-86 or FORTRAN- 
86 compilation oranASM-86 assembly is loaded into 
memory along with the user program which is to be 
emulated. The user can utilize the available symbol 
table space more efficiently by using the SELECT 
option to choose which program modules-will have 
symbols loaded in the symbol table. The user may 
also add to this symbol table any additional symbolic 
values for memory addresses, constants, or 
variables that are found useful during system 
debugging. 

The ICE-86A module provides access through sym- 
bolic definition to all ot the 8086 registers and flags. 
The_R_EADY,_NMh_TEST, HOLD, RESET, INTR, 
MN/MX, and RQ/GT pins of the 8086 can also be 
read. Symbolic references to key ICE-86A emulation 
information are also provided. 



MACROS AND COMPOUND COMMANDS 

The ICE-86A module provides a programmable diag- 
nostic facility which allows the user to tailor its oper- 
ation using macro commands and compound 
commands. 



A macro is a set of ICE-86A commands which is given 
a single name. Thus, a sequence of commands 
which is executed frequently may be invoked simply 
by typing in asingle command. The user first defines 
the macro by entering the entire sequence of com- 
mands which he wants to execute. He then names 
the macro and stores it for future use. He executes 
the macro by typing its name and passing up to ten 
parameters to the commands in the macro. Macros 
may be saved on a disk file for use in subsequent 
debugging sessions. 

Compound commands provide conditional execu- 
tion of commands (IF), and execution of commands 
until a condition is met or until they have been ex- 
ecuted a specified number of times (COUNT, 
REPEAT). 



Compound commands and macros may be nested 
any number of times. 
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ICE-86A^M m-CIRCUIT EMULATOR 



MEMORY MAPPING 

Memory for the user system can be resident in the 
user system or "borrowed" from the Intellec System 
through the ICE-86A emulator's mapping capability 
The speed of run emulation by the ICE-86A module 
depends on which mapping options are being used. 

The ICE-86A emulator allows the memory which is 
addressed by the 8086 to be mapped in 1K-byte 
blocks to: 

1 . Physical memory in the user's system, which pro- 
vides 1 00 percent real-time emulation at the user- 
system clock rate (up to 5 MHz) with no wait 
states. 

2. Either of two 1K-byte blocks of ICE-86A module 
high-speed memory, which allow nearly full- 
speed emulation (with two additional wait states 
per 8086-controlled bus cycle). 

3. Intellec System memory, which provides emula- 
tion at approximately 0.02 percent of real-time with a 
5 MHz clock 

4. A random-access diskette file, with emulation 
speed comparable to Intellec System memory, ex- 
cept the emulation must wait when a new page is 
accessed on the diskette. 

The user can also designate a block of memory as 
non-existent. The ieE-86A module issues an error 
message when any such "guarded" memory Is ad- 
dressed by the user program. 

As the user prototype progresses to include 
memory, emulation becomes real time. 



OPERATION MODES 

The ICE-86A software is a RAM-based program that 
provides the user with easy-to-use commands for 
initiating emulation, defining breakpoints, control- 
ling trace data collection, and displaying and con- 
trolling system parameters. ICE-86A commands are 
configured with a broad range of modifiers which 
provide the user with maximum flexibility in describ- 
ing the operation to be performed. 



Emulation 

Emulation commands to the ICE-86A emulator con- 
trol the process of setting up, running and halting an 
emulation of the user's lAPX 86 System. Breakpoints 
and tracepoints enable the ICE-86A module to halt 



emulation and provide a detailed trace of execution 
In any part of the user's program. A summary of the 
emulation commands Is shown in Table 1 . 



Table 1. Summary of ICE-86A^^ Emulation 
Commands 



Command 


Description 


GO 
STEP 


Initializes emulation and allows the user to 
specify the starting point and breakpoints. 
Example: 

GO FROM STARTTILL .DELAY EXECUTED 

where START and DELAY are statement 
labels. 

Allows the user to single-step through the 
program. 



Breakpoints: The ICE-86A module has two break- 
point registers that allow the user to halt emulation 
when a specified condition is met. The breakpoint 
registers may be set up for execution or non- 
execution breaking. An execution breakpoint con- 
sists of a single address which causes a break 
whenever the 8086 executes from its queue an in- 
struction byte which was obtained from the address. 
A non-execution breakpoint causes an emulation 
break when a specified condition other than an in- 
struction execution occurs. A non-execution break- 
point condition, using one or both breakpoint 
registers, may be specified by any one of or a combi- 
nation of: 

1. Aset of address values. Break on a set of address 
values has three valuable features: 

a. Break on a single address. 

b. The ability to set any number of breakpoints 
within a limited range (1024 bytes maximum) 
of memory. 

c. The ability to break in an unlimited range. Ex- 
ecution is halted on any memory access to an 
address greater than (or less than) any 20-bit 
breakpoint address. 

2. A particular status of the 8086 bus (one or more 
of: memory or I/O read or write, instruction fetch, 
halt, or interrupt acknowledge). 

3. A set of data values (features comparable to 
break on a set of address values, explained in 
point one). 

4. A segment register (break occurs when the regis- 
ter is used in an effective address calculation). 
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Emulation break can also be set to occur on an 
external signal condition. An external breakpoint 
match output and emulation status lines are pro- 
vided on the buffer box.These allow synchronization 
of other test equipment when a break occurs or 
when emulation is begun. 



last 1 ,023 frames of trace data collected, even if this 
spans several separate emulations. The user has the 
option of displaying each frame of the trace data or 
displaying by instruction in actual ASM-86 Assem- 
bler mnemonics. Unless the user chooses to disable 
trace, the trace information is always available after 
an emulation. 



Tracepoints: The ICE-86A module has two 
tracepoint registers which establish match condi- 
tions to conditionally start and stop trace collection. 
The trace information is gathered at least twice per 
bus cycle, first when the address signals are valid 
and second when the data signals are valid. If the 
8086 execution queue Is otherwise active, additional 
frames of trace are collected. 

Each trace frame contains the 20 address/data lines 
and detailed information on the status of the 8086. 
The trace memory can store 1,023 frames, or an 
average of about 300 bus cycles, providing ample 
data for detemining how the 8086 was reacting prior 
to emulation break. The trace memory contains the 



Interrogation and Utility 

Interrogation and utility commands give the user 
convenient access to detailed information about the 
user program and the state of the 8086 that is useful 
in debugging hardware and software. Changes can 
be made in both memory and the 8086 registers, 
flags, input pins, and I/O ports. Commands are also 
provided for various utility operations such as load- 
ing and saving program files, defining symbols and 
macros, displaying trace data, setting up the 
memory map, and returning controlto ISIS-II.Asum- 
mary of the basic interrogation and utility com- 
mands is shown in Table 2. 



Table 2. Selected ICE-BBA^'^ Module Interrogation and Utility Commands 



Memory/Register Commands 
Display or change the contents of: 

• Memory 

• 8086 Registers 

• 8086 Status flags 

• 8086 Input pins 

• 8086 I/O ports 

• ICE-86A Pseudo-Registers (e.g. emulation timer) 

Memory Mapping Commands 
Display, declare, set, or reset the ICE-86A memory mapping. 

Symbol Manipulation Commands 

Display any or all symbols, program modules, and program 
line numbers and their associated values (locations in 
memory). 

Set the domain (choose the particular program module) for 
the line numbers. 

Define new symbols as they are needed in debugging. 

Remove any or all symbols, modules, and program 
statements. 

Change the value of any symbol. 

Select program modules whose symbols will be used in 
debugging. 

TYPE 
Assign or change the type of any symbol in the symbol table. 

DASM 

Disassemble user program memory into ASM-86 Assembler 
mnemonics. 



RQ/GT 
Set or display the status of the Request/Grant facility which 
enables the ICE-86A module to share the system bus with 
coprocessors. 

BUS 
Display which device in the user's iAPX 86 system is cur- 
rently master of the system bus. 

CAUSE 

Display the cause of the most recent emulation break. 

PRINT 

Display the specified portion of the trace memory. 

LOAD 

Fetch user symbol table and object code from the inputf ile. 

EVALUATE 

Display the value of an expression in binary, octal, decimal, 
hexadecimal, and ASCII. 

CLOCK 

Select the internal (ICE-86A module provided, for stand- 
alone mode only) or an external (user-provided) system 
clock. 

RWTIMEOUT 
Allows the user to time out READ/WRITE command signals 
based on the time taken by the 8086 to access Intellec 
memory or diskette memory. 

ENABLE/DISABLE RDY 
Enable or disable logical AND of ICE-86A emulator Ready 
with the user Ready signal for accessing Intellec memory, 
ICE memory, or diskette memory. 
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iAPX 86/20 DEBUGGING 

The ICE-86A module has the extended capabilities to 
debug IAPX 86/20 microsystems which contain both 
the 8086 microprocessor and the 8087 Numeric 
Processor Extension (NPX). An iAPX 86/20 system is 
configured in the 8086's "maximum" mode and 
communication between the processors is accom- 
plished through the RQ/GTsignals. Debugging can 
be done either using the 8087 chip itself (in which 
case the 8086 ESCAPE instruction is interpreted as a 
floating point instruction) or using the 8087 
software emulator E8087 (where the 8086 INTER- 
RUPT instruction is interpreted as a floating point 
instruction). Three new data types are defined to use 
the NPX: 

REAL (4 byte Short Real) 
DREAL (8 byte Long Real) 
TREAL (1 byte Temporary Real) 

While the 8087 NPX is not a programmable part, it 
does interact closely with the 8086 and can execute 
instructions in parallel with it. The ICE-86A module 
provides information about the relative timing of 
instruction execution in each processor so that the 
complete system can be debugged. Other debug- 
ging capabilities available through the ICE-86A 
module are: symbolically disassemble NPX call in- 
structions from memory or trace history; display or 
change the control, status and flag values of the 
NPX; display the NPX stack either in hexadecimal or 
disassembled form; and display the last instruction 
address, last operand, and last operand address. 



iAPX 86/11 DEBUGGING 



both the 8086 and 8089 microprocessors), or remote 
RAM (accessible by the 8089 lOP only). The user may 
request execution to begin at any location and con- 
tinue until normal termination, a specified break- 
point is reached, or the program is otherwise 
aborted. If a program is modified during a debug- 
ging session, RBF-89 can save the latest version by 
copying it from application system memoryto a disk- 
ette file. 



Breakpoints 

RBF-89 supports setting up to twelve breakpoints 
(six per 8089 channel) in the user program. RBF-89 
implements each breakpoint by inserting a HALT 
instruction at the breakpoint location, while saving 
the overwritten instruction in temporary storage. 
When a breakpoint is reached during program ex- 
ecution the program halts. At this point the user can 
examine 8089 registers, flags, and memory, and op- 
tionally resume program execution. The invoked 
breakpoint address is recorded In one of two break- 
point registers — one register for each 8089 channel. 
Through simple RBF-89 commands the user can 
display or change the contents of these registers. 



Symbolic Debugging 

As in the ICE-86A emulator, the RBF-89 extension 
accepts symbolic references for variables and 
labels, including symbols in the symbol table 
generated by the ASM-89 assembler. 

Through RBF-89, the user can display and change 
the contents of : 



The 8089 Real-Time Breakpoint Facility (RBF-89) is 
an extension of the ICE-86A emulator that aids in 
testing and trouble-shooting IAPX 86/1 1 systems de- 
signed around a combination of the 8086 CPU and 
the 8089 Input/Output Processor (lOP). RBF-89 in- 
terrogates 8089 registers, sets breakpoints In 8089 
programs, and performs its other functions by pre- 
paring special control blocks in application system 
memory. It then issues input/output channel- 
attention commands to the 8089 in the user's system 
to perform these functions. While using the RBF-89 
extension, the user can also enter and execute the 
other standard ICE-86A emulator commands. 

RBF-89 allows the user to load his application 
(channel) program from diskette into 8089 lOP 
memory and execute it in real time. The program can 
reside in either local (system) RAM (accessible by 



■memory, which can be displayed as either 
numeric data or disassembled (8089 assembly- 
language mnemonic) code. 

■all 8089 registers except the channel control 
pointer (CCP) and status flags. 



Multiprocessor Operation 

The ICE-86A emulator and RBF-89 support 8089 
configurations in both local and remote modes. The 
ICE-86A emulator may be operating either in mini- 
mum _or maximum mode. In maximum mode, the 
8086 RQ/GT lines are employed. This is required for 
the 8089 local mode configuration to provide local 
bus arbitration between the two processors. Using 
RBF-89, the user can: 
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Set RQ/GT to operate for a local or remote 
configuration. 

Display status to determine which processor con- 
trols the system bus. 

Start and halt 8089 channel programs. 

RBF-89 permits the 8089 and emulated 8086 to run 
simultaneously as well as sequentially. The user can 
specify breakpoints and begin program execution in 
three operating sequences: 

Set breakpoints, start the 8089, and return control 
to the console until a breakpoint is reached or the 
program runs to completion or is aborted. Use this 
sequence when the 8086 and 8089 programs do 
not need to be executed simultaneously. 

Set breakpoints, start the 8089, return control to 
the console, and start the 8086. This sequence lets 
both microprocessors run simultaneously. 

Set breakpoints, start the 8086, and allow that 
program to drive the 8089 program in a mas- 
ter/slave relationship. This sequence would be 
used, for instance, to verify the 8086 communica- 
tion driver program. 



RBF-89 System Components 

RBF-89 is furnished as a superset of the ICE-86A 
emulator software. Its main components are: 

A HOST PROGRAM that resides in Intellec devel- 
opment system RAM, where it serves as an exten- 
sion of the ICE-86A emulator's software driver. 
This program, executed by the development sys- 
tem, translates the user's keyboard input into low- 
level directives that can be processed by the 
RBF-89 control program (described below), and 
converts information supplied by the control pro- 
gram into easily understood display output. 

A CONTROL PROGRAM that resides in ■|CE-86A 
emulator memory. Running on the emulator's 8086 
microprocessor, the control program monitors 
such operations as preparing program control 
blocks for communication with the 8089 micro- 
processor; issuing commands to the 8089 to start, 
terminate, and continue the 8089 task program; 
and directing the 8089 to start execution of the 
RBF-89 utility program (described below). 

AUTILITY PROGRAM that resides in the 8089 RAM 
in the user's prototype application system. This 



program, running on the 8089, reads and writes 
data to and from 8089 memory and registers, and 
sets and removes breakpoints in the user's task 
program. 

The 200 bytes of RAM required by the utility pro- 
gram must be accessible to both the ICE-86A 
emulator and the 8089. 

DC CHARACTERISTICS OF THE 
ICE-86A^'^ MODULE USER CABLE 

1. Output Low Voltages [VoL(Max)=0.4V] 



AD0-AD15 

A16/S3-A19/S7, BHE/S7,'RD, 



Iql (Min) 

12 mA 

(24 mA @ 0.5V) 

8 mA 



LOCK, QSO, QS1^, S1, S2, (16 mA @ 0.5V) 

WR^M/IO, DT/R, DEN, ALE, 

INTA 



HLDA 
RQ/GT 



7 mA 
16 mA 



2. Output High Voltages [Vqh (Min)=2.4V] 

Iqh (Min) 
AD0-AD15 -3 mA 

A16/S3 -A19/S7, BHE/ST^Ra 

LOCK, QSO, QSI^^ SI, S2, 

WR^M/IO, DT/R, DEN, ALE, -2.6 mA 

INTA, HLDA 

RQ/GT 250 mA 

3. input Low Voltages [V|l (i\/lax)=0.8V] 

liL(Max) 

AD0-AD15 -0.2 mA 

NMI, CLK -0.4 mA 

READY -0.8 mA 

-1.4 mA 
-3.3 mA 



INTRJHOLD, TEST RESET 
MN/MX (0.1 Atf to GND) 



4. Input Higii Voltages [V|h (Min)=2.0V] 

i|H (Max) 

AD0-AD15 80 fJL A 

NMI, CLK 20/LtA 

READY 40 fxA 

-0.4 mA 
-1.1 mA 



INTRJHOLD, TEST, RESET 
MN/MX (0.1 /xF to GND) 



5. No current is taken from the user circuit at 
Vcc pin. 
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SPECIFICATIONS 

ICE-86A Operating Environment 

REQUIRED HARDWARE 

Intellec microcomputer development system with: 

1. Three adjacent slots for the ICE-86A module. 

2. 64K bytes of Intellec memory. If user prototype 
program memory is desired, additional memory 
above the basic 64K is required. 

System console 

Intellec diskette operating system 

ICE-86A module 

REQUIRED SOFTWARE 

System Monitor 

ISIS-II, version 3.4 or subsequent 

ICE-86A software 



Equipment Supplied 

Printed circuit boards (3) 

Interface cable and emulation buffer module 

Operator's manual 

ICE-86A software, diskette-based 

Emulation Clock 



Physical Characteristics 

PRINTED CIRCUIT BOARDS 

Width: 12.00 in (30.48 cm) 
Height: 6.75 in (17.15 cm) 
Depth: 0.50 in (1.27 cm) 
Packaged Weight: 9.00 lb (4.10 kg) 



Electrical Characteristics 

DC POWER 

Vcc = +5V+5%-1% 

Ice = 17A maximum; 11A typical 

Vdd = +12V±5% 

Idd = 120 mA maximum; 80 mA typical 

Vbb = -10V ±5% or -12V ±5% (optional) 

Ibb = 25 mA maximum; 12 mA typical 



Environmental Characteristics 

OPERATING TEMPERATURE 

0° to 40°C 



User system clock up to 5 MHz or 2 MHz ICE-86A 
internal clock in stand-alone mode 



OPERATING HUMIDITY 

Up to 95% relative humidity without condensation. 



ORDERING INFORMATION 

Part Number Description 

MDS*-86A-ICE iAPX 86 microsystem in-circuit emulator, cable assembly, and interactive software 
MDS*-86U-ICE Upgrade kit to convert ICE-86 emulators to ICE-86A emulator capabilities. 

*MDS is an ordering code only and is not used as a product name or trademark. MDS® is a registered trademark of IVIohawk Data 
Sciences Corporation. 
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ICE 86A™, ICE 88A^^ 
lAPX 86, 88 IN-CIRCUIT EMULATOR 



■ iAPX 86, 88 in-circuit emulation 

■ Upgradable from ICE-86/88 

■ Full symbolic debugging support for all 
languages 

■ Supports IAPX 86/21, 88/21 
configurations 

■ Breakpoints to halt emulation 

■ Comprehensive trace of program 
execution, both conditional and 
unconditional 



Disassembly of trace or memory from 
object code into assembler mnemonics 

2K bytes of high-speed memory 

Software debugging with or without user 
system 

Handles full 1 megabyte addressability 
of iAPX 86, 88 



The ICE-86A(88A) module provides in-circuit emulation for the 8086(88) microprocessor and the iSBC 86/12A single 
board computer. It includes three circuit boards which reside in Intellec Series II or Series III Microcomputer Development 
System. A cable and buffer box connect the Intellec system to the user system by replacing the user's 8086(88). Powerful 
Intellec debug functions are thus extended into the user system. Using the ICE-86A(88)A module, the designer can execute 
prototype software in continuous or single-step mode and can substitute blocks of Intellec system memory for user equiv- 
alents. Breakpoints allow the user to stop emulation on user-specified conditions, and the trace capability gives a detailed 
history of the program execution prior to the break. All user access to the prototype system software may be done 
symbolically by referring to the source program variables and labels for all languages. 



Y-CABLE XCABLE 



PLUG INTO 
BUFFER BOX I [| 8086 SOCKET 



INTELLEC® 
HOST 



FIRMWARE 

CONTROLLER 

BOARD 



I 



JT 



TRACE BOARD 



AUXILLIARY CONNECTOR 



JNTELLECJ 



Figure 1. ICE-86A/88A^'' Block Diagram 
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INTEGRATED HARDWARE/SOFTWARE 
DEVELOPMENT 

The ICE-86A(88A) emulator allows hardware and soft- 
ware development to proceed interactively. This is more 
effective than the traditional method of independent hard- 
ware and software development followed by system inte- 
gration. With the ICE-86A(88A) module, prototype 
hardware can be added to the system as it is designed. 
Software and hardware testing occurs while the product is 
being developed. 

Conceptually, the ICE-86A(88A) emulator assists three 
stages of development: 

1 . It can be operated without being connected to the us- 
er's system, so ICE-86A(88A) debugging capabilities can 
be used to facilitate program development before any of 
the user's hardware is available. 

2. Integration of software and hardware can begin when 
any functional element of the user system hardware is con- 



nected to the 8086(88) socket. Through ICE-86A(88A) 
mapping capabilities, Intellec memory, ICE memory, or dis- 
kette memory can be substituted for missing prototype 
memory. Time-critical program modules are debugged be- 
fore hardware implementation by using the 2K-bytes of 
high-speed ICE-resident memory. As each section of the 
user's hardware is completed, it is added to the prototype. 
Thus each section of the hardware and software is "sys- 
tem" tested as it becomes available. 



3. When the user's prototype is complete, it is tested with 
the final version of the user system software. The ICE- 
86A(88A) module is then used for real-time emulation of 
the 8086(88) to debug the system as a completed unit. 



Thus the ICE-86A(88A) module provides the user with the 
ability to debug a prototype or production system at any 
stage in its development without introducing extraneous 
hardware or software test tools. 
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THE 8087 NUMERIC DATA PROCESSOR 



This supplement describes the 8087 Numeric Data 
Processor (NDP). Its organization is similar to 
chapters 2 and 3 of The 8086 Family User's 
Manual: 



1. 

2. 
3. 
4. 
5. 
6. 
7. 



10. 



Processor Overview 
Processor Architecture 
Computation Fundamentals 
Memory 

Multiprocessing Features 
Processor Control and Monitoring 
Instruction Set 
Programming Facilities 
Special Features 
Programming Examples 



Section 1 covers both hardware and software 
topics at a general level. Sections 2 and 4 through 
6 are largely hardware-oriented, while sections 3 
and 7 through 10 are of greatest interest to pro- 
grammers. Section 9 describes features of the 
NDP that will be of interest to specialized groups 
of users; it is not necessary to understand this sec- 
tion to successfully use the 8087 in most applica- 
tions. Hardware coverage in this supplement is 
limited to discussing processor facilities in func- 
tional terms. Timing, electrical characteristics, 
and other physical interface data may be found in 
Appendix B, as well as in Chapter 4 of The 8086 
Family User 's Man ual . 

Note that throughout this supplement the term 
**CPU" refers to either an 8086 or 8088 con- 
figured in maximum mode. To make best use of 
the material in this publication, readers should 
have a good understanding of the operation of the 
8086/8088 CPUs. 

S.1 Processor Overview 

The 8087 Numeric Data Processor is a 
coprocessor that performs arithmetic and com- 
parison operations on a variety of numeric data 
types; it also executes numerous built-in 
transcendental functions (e.g., tangent and log 
functions). As a coprocessor to a maximum mode 
8086 or 8088, the NDP effectively extends the 



register and instruction sets of the host CPU and 
adds several new data types as well. The pro- 
grammer generally does not perceive the 8087 as a 
separate device; instead, the computational 
capabilities of the CPU appear greatly expanded. 

The 8087 is the only chip required to add exten- 
sive high-speed numeric processing capabilities to 
an 8086- or 8088-based system. It is specifically 
designed to deliver stable, correct results when 
used in a straightforward fashion by program- 
mers who are not expert in numerical analysis. Its 
applicability to accounting and financial 
environments, in addition to scientific and 
engineering settings, further distinguishes the 
8087 from the **floating point accelerators" 
employed in many computer systems, including 
minicomputers and mainframes. The NDP is 
housed in a standard 40-pin dual in-line package 
(figure S-1) and requires a single +5V power 
source. 

The description of the 8087 in this section 
deliberately omits some operating details in order 
to provide a coherent overall view of the 
processor's capabilities. Subsequent sections of 
the supplement describe these capabilities, and 
others, in more detail. 



Evolution 

The performance of first- and second-generation 
microprocessor-based systems was limited in 
three principal areas: storage capacity, 
input/output speed, and numeric computation. 
The 8086 and 8088 CPUs broke the 64k memory 
barrier, allowing larger and more time-critical 
applications to be undertaken. The 8089 
Input/Output Processor eliminated many of the 
I/O bottlenecks and permitted microprocessors 
to be employed effectively in I/O-intensive 
designs. The 8087 Numeric Data Processor clears 
the third roadblock by enabling applications with 
significant computational requirements to be 
implemented with microprocessor technology. 

Figure S-2 illustrates the progression of Intel 
numeric products and events that have led to the 
development of the 8087. In the mid- 1 970' s, Intel 
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Figure S-1 . 8087 Numeric Data Processor Pin 
Diagram 
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made the commitment to expand the computa- 
tional capabilities of microprocessors from 
addition and subtraction of integers to an array of 
widely useful operations on real numbers. (Real 
numbers encompass integers, fractions, and 
irrational numbers such as n and \/^2.) In 1977, 
the corporation adopted a standard for repre- 
senting real numbers in a * 'floating point" 
format. Intel's Floating Point Arithmetic Library 
(FPAL) was the first product to utilize this stan- 
dard format. FPAL is a set of subroutines for the 
8080/8085 microprocessors. These routines per- 
form arithmetic and limited standard functions 
on single precision (32-bit) real numbers; an 
FPAL multiply executes in about 1.5 ms (1.6 
MHz 8080A CPU). The next product, the iSBC 
310™ High Speed Math Unit, essentially 
implements FPAL in a single iSBC™ card, 
reducing a single-precision multiply to about 100 
^s. The Intel® 8232 is a single-chip arithmetic pro- 
cessor for the 8080/8085 family. The 8232 accepts 
double precision (64-bit) operands as well as 
single precision numbers. It performs a single 
precision multiply in about 100 ^is and multiplies 
double precision numbers in about 875 jl(S (2 MHz 
version). 



In 1979, a working committee of the Institute for 
Electrical and Electronic Engineers (IEEE) pro- 
posed an industry standard for minicomputer and 
microcomputer floating point arithmetic*. The 
intent of the standard is to promote portability of 
numeric programs between computers and to pro- 
vide a uniform programming environment that 
encourages the development of accurate, reliable 
software. The proposed standard specifies 
requirements and options for number formats as 
well as the results of computations on these 
numbers. The floating point number formats are 
identical to those previously adopted by Intel and 
used in the products described in this section. 



The 8087 Numeric Data Processor is the most 
advanced development in Intel's continuing effort 
to provide improved tools for numerically- 
oriented microprocessor applications. It is a 
single-chip hardware implementation of the 
proposed IEEE standard, including all its options 
for single and double precision numbers. As such, 
it is compatible with previous Intel numerics 
products; programs written for the 8087 will be 
transportable to future products that conform to 



* J. Coonen, W. Kahan, J. Palmer, T. Pittman, D. Stevenson, "A Proposed Standard for Binary Floating 
Point Arithmetic, 'MCM5/GNt/MNevv5/errer, October 1979. 
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the proposed IEEE standard. The NDP also pro- 
vides many additional functions that are 
extensions to the proposed standard. 

Performance 

As figure S-2 indicates, the 8087 provides about 
10 times the instruction speed of the 8232 and a 
100-fold improvement over FPAL. The 8087 
multiplies 32-bit and 64-bit real numbers in about 
19 piS and 27 /iS, respectively. Of course, the actual 
performance of the NDP in a given system 
depends on numerous application-specific 
factors. 

Table S-1 compares the execution times of several 
8087 instructions with the equivalent operations 
executed in software on a 5 MHz 8086. The soft- 
ware equivalents are highly optimized assembly 
language procedures from the 8087 emulator, an 
NDP development tool discussed later in this 
section. 

The performance figures quoted in this section 
are for operations on real (floating point) 
numbers. The 8087 also has instructions that 
enable it to utilize fixed point binary and decimal 
integers of up to 64 bits and 18 digits, respec- 
tively. Using an 8087, rather than multiple preci- 
sion software algorithms for integer operations, 
can provide speed improvements of 10-100 times. 



The 8087' s unique coprocessor interface to the 
CPU can yield an additional performance incre- 
ment beyond that of simple instruction speed. No 
overhead is incurred in setting up the device for a 
computation; the 8087 decodes its own instruc- 
tions automatically in parallel with the CPU. 
Moreover, built-in coordination facilities allow 
the CPU to proceed with other instructions while 
the 8087 is simultaneously executing its numeric 
instruction. Programs can exploit this processor 
parallelism to increase total system throughput. 

Usability 

Viewed strictly from the standpoint of raw speed, 
the 8087 enables serious computation-intensive 
tasks to be performed by microprocessors for the 
first time. The 8087 offers more than just high 
performance, however. By synthesizing advances 
made by numerical analysts in the past several 
years, the NDP provides a level of usability that 
surpasses existing minicomputer and mainframe 
arithmetic units. In fact, the charter of the 8087 
design team was first to achieve exceptional func- 
tionality and then to obtain high performance. 

The 8087 is explicitly designed to deliver stable, 
accurate results when programmed using 
straightforward **pencil and paper" algorithms. 
While this statement may seem trivial, experi- 
enced users of /*floating point processors" will 



Table S-1 . 8087 Emulator Speed Comparison 



Instruction 


Approximate Execution Time (fis) 
(5IVIHzClocl() 


8087 


8086 
Emulation 


Multiply (single precision) 

Multiply (double precision) 

Add 

Divide (single precision) 

Compare 

Load (single precision) 

Store (single precision) 

Square root 

Tangent 

Exponentiation 


19 
27 
17 
39 
9 
9 

18 

36 

90 

100 


1,600 

2,100 

1,600 

3,200 

1,300 

1,700 

1,200 

19,600 

13,000 

17,100 
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recognize its fundamental importance. For 
example, most computers can overflow when two 
single precision floating point numbers are 
multiplied together and then divided by a third, 
even if the final result is a perfectly valid 32-bit 
number. The 8087 delivers the correctly rounded 
result. Other typical examples of undesirable 
machine behavior in straightforward calculations 
occur when solving for the roots of a quadratic 
equation: 



-b ±Vb^ - 4ac 
2a 



or computing financial rate of return, which 
involves the expression: (1+i)'^. Straightforward 
algorithms will not deliver consistently correct 
results (and will not indicate when they are incor- 
rect) on most machines. To obtain correct results 
on traditional machines under all conditions 
usually requires sophisticated numerical tech- 
niques that are foreign to most programmers. 
General application programmers using straight- 
forward algorithms will produce much more 
reliable programs on the 8087. This simple fact 
greatly reduces the software investment required 
to develop safe, accurate computation-based 
products. 

Beyond traditional numerics support for ** scien- 
tific*' applications, the 8087 has built-in facilities 
for **commericar' computing. It can process 
decimal numbers of up to 1 8 digits without round- 
off errors, and it performs exact arithmetic on 
integers as large as 2^^. Exact arithmetic is vital in 
accounting applications where rounding errors 
may introduce money losses that cannot be 
reconciled. 

The NDP contains a number of facilities that can 
optionally be invoked by sophisticated users. 
Examples of these advanced features include two 
models of infinity, directed rounding, gradual 
underflow, and traps to user-written exception 
handling software. 



Applications 

The NDP's versatility and performance make it 
appropriate to a broad array of numerically- 
oriented applications. In general, applications 



that exhibit any of the following characteristics 
can benefit by implementing numeric processing 
on the 8087: 

Numeric data vary over a wide range of 
values, or include non-integral values; 

Algorithms produce very large or very small 
intermediate results; 

Computations must be very precise, i.e., a 
large number of significant digits must be 
maintained; 

Performance requirements exceed the 
capacity of traditional microprocessors ; 

Consistently safe, reliable results must be 
delivered using a programming staff that is 
not expert in numerical techniques. 

Note also that the 8087 can reduce software 
development costs and improve the performance 
of systems that do not utilize real numbers but 
operate on multi-precision binary or decimal 
integer values. 



A few examples, which show how the 8087 might 
be utilized in specific numerics applications, are 
described below. In many cases, these types of 
systems have been implemented in the past with 
minicomputers. The advent of the 8087 brings the 
size and cost savings of microprocessor 
technology to these applications for the first time. 

• Business data processing— The NDP's ability 
to accept decimal operands and produce 
exact decimal results of up to 18 digits greatly 
simplifies accounting programming. Finan- 
cial calculations which use power functions 
can take advantage of the 8087's 
exponentiation and logarithmic instructions. 

• Process control— The 8087 solves dynamic 
range problems automatically and its 
extended precision allows control functions 
to be fine-tuned for more accurate and effi- 
cient performance. Control algorithms 
implemented with the NDP also contribute 
to improved reliability and safety, while the 
8087 's speed can be exploited in real-time 
operations. 

• Numerical control— The 8087 can move and 
position machine tool heads with extreme 
accuracy. Axis positioning also benefits from 
the hardware trigonometric support provided 
by the 8087. 
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• Robotics— Coupling small size and modest 
power requirements with powerful computa- 
tional abilities, the NDP is ideal for on-board 
six-axis positioning. 

• Navigation— Very small, light weight, and 
accurate inertial guidance systems can be 
implemented with the 8087. Its built-in 
trigonometric functions can speed and 
simplify the calculation of position from 
bearing data. 

• Graphics terminals— The 8087 can be used in 
graphics terminals to locally perform many 
functions which normally demand the atten- 
tion of a main computer; these include rota- 
tion, scaling, and interpolation. By also 
including an 8089 Input/Output Processor to 
perform high speed data transfers, very 
powerful and highly self-sufficient terminals 
can be built from a relatively small number 
of 8086 family parts. 

• Data acquisition— The 8087 can be used to 
scan, scale, and reduce large quantities of 
data as it is collected, thereby lowering 
storage requirements as well as the time 
required to process the data for analysis. 

The preceding examples are oriented toward 
"traditional" numerics applications. There are, 
in addition, many other types of systems that do 
not appear to the end user as ^^computational," 
but can employ the 8087 to advantage. Indeed, 
the 8087 presents the imaginative system designer 
with an opportunity similar to that created by the 
introduction of the microprocessor itself. Many 
applications can be viewed as numerically-based 
if sufficient computational power is available to 
support this view. This is analogous to the 
thousands of successful products that have been 
built around '^buried" microprocessors, even 
though the products themselves bear little 
resemblance to computers. 



Programming Interface 

The combination of an 8086 or 8088 CPU and an 
8087 generally appears to the programmer as a 
single machine. The 8087, in effect, adds new 
data types, registers, and instructions to the CPU. 
The programming languages and the coprocessor 
architecture take care of most interprocessor 
coordination automatically. 



Table S-2 lists the seven 8087 data types. Inter- 
nally, the 8087 holds all numbers in the temporary 
real format; the extended range and precision of 
this format are key contributors to the NDP's 
ability to consistently deliver stable, expected 
results. The 8087 's load and store instructions 
convert operands between the other formats and 
temporary real. The fact that these conversions 
are made, and that calculations may be per- 
formed on converted numbers, is transparent to 
the programmer. Integer operands, whether 
binary or decimal, yield correct integer results, 
just as real operands yield correct real results. 
Moreover, a rounding error does not occur when 
a number in an external format is converted to 
temporary real. 

Computations in the 8087 center on the pro- 
cessor's register stack. These eight 80-bit registers 
provide the equivalent capacity of 40 of the 16-bit 
registers found in typical CPUs. This generous 
register space allows more constants and 
intermediate results to be held in registers during 
calculations, reducing memory access and conse- 
quently improving execution speed as well as bus 
availability. The 8087 register set is unique in that 
it can be accessed both as a stack, with instruc- 
tions operating implicitly on the top one or two 
stack elements, and as a fixed register set, with 
instructions operating on explicitly designated 
registers. 

Table S-3 lists the 8087' s major instructions by 
class. Assembly language programs are written in 
ASM-86, the 8086/8088/8087 common assembly 
language. ASM-86 provides directives for defin- 
ing all 8087 data types and mnemonics for all 
instructions. The fact that some instructions in a 
program are executed by the 8087 and others by 
the CPU is usually of no concern to the pro- 
grammer. All 8086/8088 addressing modes may 
be used to access memory-based 8087 operands, 
enabling convenient processing of numeric 
arrays, structures, based variables, etc. 

NDP routines may also be written in PL/M-86, 
Intel's high-level language for the 8086 and 8088 
CPUs. PL/M-86 provides the programmer with 
access to many 8087 facilities while reducing 
the programmer's need to understand the 
architecture of the chip. 

Two features of the 8087 hardware further 
simplify numeric application programming. First, 
the 8087 is invoked directly by the programmer's 
instructions. There is no need to write instructions 
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Table S-2. Data Types 



Data Type 


Bits 


Significant 
Digits (Decimal) 


Approximate Range (Decimal) 


Word integer 
Short integer 
Long integer 
Packed decimal 
Shortreal* 
Long real* 
Temporary real 


16 
32 
64 
80 
32 
64 
80 


4 

9 

18 
18 
6-7 
15-16 
19 


-32,768<X< +32,767 
-2x109^X< +2x10^ 
-9x10^S<X< +9x10^^ 
-99...99<X< +99,..99 (18 digits) 
8.43x10"3''<|X|< 3.37x1 0^8 
4.19x10-3°^ <|X|< 1.67x10^08 
3.4x10-4932 <|X|< 1.2x104932 



*The short and long real data types correspond to the single and double precision data types 
defined in other Intel numerics products. 



Table S-3. Principal Instructions 



Class 


Instructions 


Data Transfer 
Arithmetic 

Comparison 
Transcendental 
Constants 
Processor Control 


Load (all data types), Store (all data types), Exchange 

Add, Subtract, Multiply, Divide, Subtract Reversed, 
Divide Reversed, Square Root, Scale, Remainder, 
Integer Part, Change Sign, Absolute Value, Extract 

Compare, Examine, Test 

Tangent, Arctangent, 2^ -1 , Y»Log2(X + 1 ), Y»Log2(X) 

0, 1, n, Log^o^' •-oge2, LogglO, Logge 

Load Control Word, Store Control Word, Store Status 
Word, Load Environment, Store Environment, Save, 
Restore, Enable Interrupts, Disable Interrupts, Clear 
Exceptions, Initialize 



that '^address" the NDP as an ** I/O device", or 
to incur the overhead of setting up a DMA opera- 
tion to perform data transfers. Second, the NDP 
automatically detects exception conditions that 
can potentially damage a calculation at run-time. 
On-chip exception handlers are automatically 
invoked by default to field these exceptions so 
that a reasonable result is produced and execution 
may proceed without program intervention. 
Alternatively, the 8087 can interrupt the CPU and 
thus trap to a user procedure v^hen an exception is 
detected. 

Besides the assembler and compiler, Intel 
provides a software emulator for the 8087. The 
8087 emulator (E8087) is a software package that 
provides the functional equivalent of an 8087; it 



executes entirely on an 8086 or 8088 CPU. The 
emulator allows 8087 routines to be developed 
and checked out on an 8086/8088 execution 
vehicle before prototype 8087 hardware is opera- 
tional. At the source code level, there is no 
difference between a routine that will ultimately 
run on an 8087 or on a CPU emulation of an 
8087. At link time, the decision is made whether 
to use the NDP or the software emulator; no re- 
compilation or re-assembly is necessary. Source 
programs are independent of the numeric execu- 
tion vehicle: except for timing, the operation of 
the emulated NDP is the same as for **real hard- 
ware'*. The emulator also makes it simple for a 
product to offer the NDP as a **plug-in" 
performance option without the necessity of 
maintaining two sets of source code. 
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Hardware Interface 

As a coprocessor to an 8086 or 8088, the 8087 is 
wired directly to the CPU as shown in figure S-3. 
The CPU's queue status lines (QSO and QSl) 
enable the NDP to obtain and decode instructions 
in synchronization with the CPU. The NDP's 
BUSY signal informs the CPU that the NDP is 
executing; the CPU WAIT instruction tests this 
signal to ensure that the NDP is ready to execute a 
subsequent instruction. The NDP can interrupt 
the CPU when it detects an exception. The NDP's 
interrupt request line is typically routed to the 
CPU through an 8259A Programmable Interrupt 
Controller. 

The NDP uses one of its host CPU's 
request/grant Unes to obtain control of the local 
bus for data transfers (loads and stores). The 
other CPU request/grant line is available for 
general system use, for example, by a local 8089 
Input/Output Processor. A loc al 80 89 may also 
be connected to the 8087's RQ/GTl line. In this 
configuration, the 8087 passes the request/grant 
handshake signals between the CPU and the lOP 



when the 8087 is not in control of the local bus. 
When it is in control of the bus, the 8087 relin- 
quishes the bus (at the end of the current bus 
cycle) upon a request from the connected lOP, 
giving the lOP higher priority than itself. In this 
way, two local 8089's can be configured in a 
module that also includes a CPU and an 8087. 

All processors utilize the same clock generator 
and system bus interface components (bus con- 
troller, latches, transceivers, and bus arbiter). 
Thus, no additional hardware beyond the 8087 
is required to add powerful computational 
capabilities to an 8086- or 8088-based system. 

8.2 Processor Architecture 

As shown in figure S-4, the NDP is internally 
divided into two processing elements, the control 
unit (CU) and the numeric execution unit (NEU). 
In essence, the NEU executes all numeric instruc- 
tions, while the CU fetches instructions, reads 
and writes memory operands, and executes the 
processor control class of instructions. The two 
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elements are able to operate independently of 
one another, allowing the GU to maintain 
synchronization with the CPU while the NEU 
executes numeric instructions. 



Control Unit 

The CU keeps the 8087 operating in synchroniza- 
tion with its host CPU. 8087 instructions are 
intermixed with CPU instructions in a single 
instruction stream fetched by the CPU. By 
monitoring the status signals emitted by the CPU, 
the NDP control unit can determine when an 
instruction is being fetched. When the instruction 
byte or word becomes available on the local bus, 
the CU taps the bus in parallel with the CPU and 
obtains that portion of the instruction. 

The CU maintains an instruction queue that is 
identical to the queue in the host CPU. By 
monitoring the CPU's queue status lines, the CU 
is able to obtain and decode instructions from the 
queue in synchronization with the CPU. In effect, 
both processors fetch and decode the instruction 
stream in parallel. 



The two processors execute the instruction stream 
differently, however. The first five bits of all 8087 
machine instructions are identical; these bits 
designate the coprocessor escape (ESC) class of 
instructions. The control unit ignores all instruc- 
tions that do not match these bits, since these 
instructions are directed to the CPU only. When 
the CU decodes an instruction containing the 
escape code, it either executes the instruction 
itself, or passes it to the NEU, depending on the 
type of instruction. 

The CPU distinguishes between ESC instructions 
that reference memory and those that do not. If 
the instruction refers to a memory operand, the 
CPU calculates the operand's address and then 
performs a '*dummy read" of the word at that 
location. This is a normal read cycle, except that 
the CPU ignores the data it receives. If the ESC 
instruction does not contain a memory reference, 
the CPU simply proceeds to the next instruction. 

A given 8087 instruction (an ESC to the CPU) will 
either require loading an operand from memory 
into the 8087, or will require storing an operand 
from the 8087 into memory, or will not reference 
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memory at all. In the first two cases, the CU 
makes use of the **dummy read'* cycle initiated 
by the CPU. The CU captures and saves the 
operand address that the CPU places on the bus 
early in the **dummy read". If the instruction is 
an 8087 load, the CU additionally captures the 
first (and possibly only) word of the operand 
when it becomes available on the bus. If the 
operand to be loaded is longer than one word, the 
CU immediately obtains the bus from the CPU 
and reads the rest of the operand in consecutive 
bus cycles. In a store operation, the CU captures 
and saves the operand address as in a load, and 
ignores the data word that follows in the **dummy 
read" cycle. When the 8087 is ready to perform 
•the store, the CU obtains the bus from the CPU 
•and writes the operand at the saved address using 
as many consecutive bus cycles as are necessary to 
store the operand. 

Numeric Execution Unit 

The NEU executes all instructions that involve 
the register stack; these include arithmetic, 
comparison, transcendental, constant, and data 
transfer instructions. The data path in the NEU is 
68 bits wide and allows internal operand transfers 
to be performed at very high speeds. 



Register Stack 

Each of the eight registers in the 8087's register 
stack is 80 bits wide, and each is divided into the 
**fields" shown in figure S-5. This format 
corresponds to the NDP's temporary real data 
type that is used for all calculations. Section S.3 
describes in detail how numbers are represented in 
the temporary real format. 

At a given point in time, the ST field in the status 
word (described shortly) identifies the current 
top-of-stack register. A load (**push") operation 
decrements ST by 1 and loads a value into the new 
top register. A store-and-pop operation stores the 
value from the current top register and then 
increments ST by 1 . Thus, like 8086/8088 stacks 
in memory, the 8087 register stack grows '*down" 
toward lower-addressed registers. 

Instructions may address registers either implic- 
itly or explicitly. Many instructions operate on the 
register at the top of the stack. These instructions 
implicitly address the register pointed to by ST. 
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Figure S-5. Register Structure 



For example, the ASM-86 instruction FSQRT 
replaces the number at the top of the stack with its 
square root; this instruction takes no operands 
because the top-of-stack register is implied as the 
operand. Other instructions allow the program- 
mer to explicitly specify the register that is to be 
used. Explicit register addressing is 'Hop- 
relative'' where the ASM-86 expression ST 
denotes the current stack top and ST(i) refers 
to the ith register from ST in the stack (0< / <7). 
For example, if ST contains 01 IB (register 3 is the 
top of the stack), the following instruction would 
add registers 3 and 5: 

FADD ST,ST(2) 

In typical use, the programmer may conceptually 
* 'divide" the registers into a fixed group and an 
adjustable group. The fixed registers are used like 
the conventional registers in a CPU, to hold con- 
stants, accumulations, etc. The adjustable group 
is used like a stack, with operands pushed on and 
results popped off. After loading, the registers in 
the fixed group are addressed explicitly, while 
those in the adjustable group are addressed 
implicitly. Of course, all registers may be 
addressed using either mode, and the * 'defini- 
tion" of the fixed versus the adjustable areas may 
be altered at any time. Section S.8 contains a pro- 
gramming example that illustrates typical register 
stack use. 

The stack organization and top-relative address- 
ing of the registers simplify subroutine 
programming. Passing subroutine parameters on 
the register stack eliminates the need for the 
subroutine to ''know" which registers actually 
contain the parameters and allows different 
routines to call the same subroutine without 
having to observe a convention for passing 
parameters in dedicated registers. So long as the 
stack is not full, each routine simply loads the 
parameters on the stack and calls the subroutine. 
The subroutine addresses the parameters as ST, 
ST(1), etc., even though ST may, for example, 
refer to register 3 in one invocation and register 5 
in another. 
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Status Word 

The status word reflects the overall condition of 
the 8087; it may be examined by storing it into 
memory with an NDP instruction and then 
inspecting it with CPU code. The status word is 
divided into the fields shown in figure S -6. The 
busy field (bit 15) indicates whether the NDP is 
executing an instruction (B=l) or is idle (B=0). 

Several 8087 instructions (for example, the com- 
parison instructions) post their results to the 
condition code (bits 14 and 10-8 of the status 
word). The principal use of the condition code is 
for conditional branching. This may be 
accomplished by executing an instruction that sets 
the condition code, storing the status word in 
memory and then examining the condition code 
with CPU instructions. 



Bit 7 is the interrupt request field. The NDP sets 
this field to record a pending interrupt to the 
CPU. 

Bits 5-0 are set to indicate that the NEU has 
detected an exception while executing an instruc- 
tion. Section S.3 explains these exceptions. 



Control Word 

To satisfy a broad range of application 
requirements, the NDP provides several process- 
ing options which are selected by loading a word 
from memory into the control word. Figure S-7 
shows the format and encoding of the fields in the 
control word; it is provided here for reference. 
Section S.3 explains the use of each of these 8087 
facilities except the interrupt-enable control field, 
which is covered in section S.6. 



Bits 13-11 of the status word point to the 8087 
register that is the current stack top (ST). Note 
that if ST=OOOB, a **push" operation, which 
decrements ST, produces ST=111B; similarly, 
popping the stack with ST=1 11 B yields ST=OOOB. 



Tag Word 

The tag word marks the content of each register 
as shown in figure S-8. The principal function 
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C3 
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C2 


01 


CO 


IR 




PE 


UE 


OE 


ZE 
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EXCEPTION FLAGS (1 = EXCEPTION HAS OCCURRED) 

INVALID OPERATION 

DENORMALIZED OPERAND 

ZERODiVIDE 

OVERFLOW 

UNDERFLOW 

PRECISION 
(RESERVED) 
INTERRUPTREQUEST 
CONDITION CODEO) 
STACKT0PP0INTER(2) 
BUSY 



(1) See descriptions of compare, test, examine and remainder instructions in section S.7 for 
condition code interpretation. 

(2) ST values: 

000 = register Is stack top 

001 = register 1 is stack top 



111 = register 7 is stack top 



Figure S-6. Status Word Format 
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IC 


RC 


PC 


lEM 




PM 


UM 


OM 


ZM 


DM Im| 



L 



EXCEPTION MASKS (1 = EXCEPTION IS MASKED) 

INVALID OPERATION 

DENORMALIZED OPERAND 

ZERODIVIDE 

OVERFLOW 

UNDERFLOW 

PRECISION 
(RESERVED) 

INTERRUPT-ENABLE MASKd) 
PRECISION C0NTR0L(2) 
ROUNDING CONTROL^) 
INFINITY CONTROL^ 
(RESERVED) 



(1) Interrupt-Enable Mask: 

= Interrupts Enabled 

1 = Interrupts Disabled (Masked) 

(2) Precision Control: 

00 = 24 bits 

01 = (reserved) 

10 = 53 bits 

11 =64 bits 

(3) Rounding Control: 

00 = Round to Nearest or Even 

01 = Round Down (toward -«») 

10 = Round Up (toward +0°) 

11 = Chop (Truncate Toward Zero) 

(4) Infinity Control: 

= Projective 

1 = Affine 



Figure S-7. Control Word Format 



of the tag word is to optimize the NDP's 
performance under certain circumstances and 
programmers ordinarily need not be concerned 
with it. 



S.3 Computation 
Fundamentals 



Exception Pointers 

The exception pointers (see figure S-9) are pro- 
vided for user-written exception handlers. 
Whenever the 8087 executes an instruction, the 
CU saves the instruction address and the instruc- 
tion opcode in the exception pointers. In 
addition, if the instruction references a memory 
operand, the address of the operand is retained 
also. An exception handler can store these 
pointers in memory and thus obtain information 
concerning the' instruction that caused the 
exception. 



This section covers 8087 programming concepts 
that are common to all applications. It describes 
the 8087 's internal number system and the various 
types of numbers that can be employed in NDP 
programs. The most commonly used options for 
rounding, precision and infinity (selected by fields 
in the control word) are described, with 
exhaustive coverage of less frequently used 
facilities deferred to section S. 9. Exception condi- 
tions which may arise during execution of NDP 
instructions are also described along with the 
options that are available for responding to these 
exceptions. 
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15 



TAG(7) 



TAG(6) 



TAG(5) 
I 



TAG(4) 



TAG(3) 
I 



TAG(2) 



TAG(1) 



TAG(O) 
-J 



Tag values: 

00 = Valid (Normal or Unnormal) 

01 = Zero (True) 

10 = Special (Not-A-Number, °o, or Denormal) 

11 = Empty 



Figure S-8. Tag Word Format 



OPERAND ADDRESS(^) 

I INSTRUCTION OPCODEt^T 



INSTRUCTION ADDRESSd) 



10 



(1) 
(2) 



20-bit physical address 

1 1 least significant bits of opcode; 5 most significant bits are always 8087 hook (11011 B) 

Figure S-9. Exception Pointers Format 



Number System 



The system of real numbers that people use for 
pencil and paper calculations is conceptually 
infinite and continuous. There is no upper or 
lower limit to the magnitude of the numbers one 
can employ in a calculation, or to the precision 
(number of significant digits) that the numbers 
can represent. When considering any real 
number, there are always an infinity of numbers 
both larger and smaller. There is also an infinity 
of numbers between (i.e., with more significant 
digits than) any two real numbers. For example, 
between 2.5 and 2.6 are 2.51, 2.5897, 2.500001, 
etc. 



While ideally it would be desirable for a computer 
to be able to operate on the entire real number 
system, in practice this is not possible. Com- 
puters, no matter how large, ultimately have 
fixed-size registers and memories that limit the 
system of numbers that can be accommodated. 
These limitations proscribe both the range and the 
precision of numbers. The result is a set of 
numbers that is finite and discrete, rather than 
infinite and continuous. This sequence is a subset 
of the real numbers which is designed to form a 
useful approximation of the real number system. 



Figure S-10 superimposes the basic 8087 real 
number system on a real number line (decimal 
numbers are shown for clarity, although the 8087 
actually represents numbers in binary). The dots 
indicate the subset of real numbers the 8087 can 
represent as data and final results of calculations. 
The 8087 's range is approximately ±4.19x10-307 
to ±1.67x10^0^. Applications that are required to 
deal with data and final results outside this range 
are rare. By comparison, the range of the IBM 
370 is about ±0.54x10-^8 to ±0.72x1076. 

The finite spacing in figure S-10 illustrates that 
the NDP can represent a great many, but not all, 
of the real numbers in its range. There is always a 
**gap*' between two **adjacent" 8087 numbers, 
and it is possible for the result of a calculation to 
fall in this space. When this occurs, the NDP 
rounds the true result to a number that it can 
represent. Thus, a real number that requires more 
digits than the 8087 can accommodate (e.g., a 20 
digit number) is represented with some loss of 
accuracy. Notice also that the 8087's represent- 
able numbers are not distributed evenly along the 
real number line. There are, in fact, an equal 
number of representable numbers between suc- 
cessive powers of 2 (i.e., there are as many 
representable numbers between 2 and 4 as 
between 65,536 and 131,072). Therefore, the 
**gaps" between representable numbers are 
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NEGATIVE RANGE 
(NORMALIZED) 



I 
-►I 

I 



c 



-5-4-3-2-1 J J 1 /^ 2 A 3 4 5 



-1.67x10308 



-4.19x10-307 




Figure S-10. 8087 Number System 



'^larger" as the numbers increase in magnitude. 
All integers in the range ±2^"^, however, are 
exactly representable . 

In its internal operations, the 8087 actually 
employs a number system that is a substantial 
superset of that shown in figure S-10. The internal 
format (called temporary real) extends the 8087 's 
range to about ±3.4xlO"'^932 ^o ±1.2x104932^ and 

its precision to about 19 (equivalent decimal) 
digits. This format is designed to provide extra 
range and precision for constants and 
intermediate results, and is not normally intended 
for data or final results. 

From a practical standpoint, the 8087's set of real 
numbers is sufficiently '*large" and "dense" so 
as not to limit the vast majority of microprocessor 
applications. Compared to most computers, 
including mainframes, the NDP provides a very 
good approximation of the real number system. It 
is important to remember, however, that it is not 
an exact representation, and that arithmetic on 
real numbers is inherently approximate. 



Conversely, and equally important, the 8087 does 
perform exact arithmetic on its integer subset of 
the reals. That is, an operation on two integers 
returns an exact integral result, provided that the 
true result is an integer and is in range. For exam- 
ple, 4-^-2 yields an exact integer, l-r3 does not, and 
240 X 2^0 + 1 does not, because the result requires 
greater than 64 bits of precision. 



Data Types and Formats 

The 8087 recognizes seven numeric data types, 
divided into three classes: binary integers, packed 
decimal integers, and binary reals. Section S.4 
describes how these formats are stored in memory 
(the sign is always located in the highest- address- 
ed byte). Figure S-11 summarizes the format of 
each data type. In the figure, the most significant 
digits of all numbers (and fields within numbers) 
are the leftmost digits. Table S-2 provides the 
range and number of significant (decimal) digits 
that each format can accommodate. 



S-13 



8087 NUMERIC DATA PROCESSOR 



WORD INTEGER 



INCREASING SIGNIFICANCE 



MAGNITUDE 



(TWO'S 
COMPLEMENT) 



SHORT INTEGER 



LONG INTEGER 



31 



63 



MAGNITUDE 



(TWO'S 
COMPLEMENT) 



MAGNITUDE 



(TWO'S 
COMPLEMENT) 



PACKED DECIMAL 



MAGNITUDE 

di7| di6,di5,di4,di3,di2,dii , dip, dg , dg , d/ , ds , ds , d^ , dg , d2 , d^ , dp 



SHORT REAL 



LONG REAL 



TEMPORARY REAL 



E 


BIASED 
EXPONENT 


SIGNIFICAND 



31 



63 



79 



23\ 

^— lA 



E 


BIASED 
EXPONENT 


SIGNIFICAND 



''\-u 



BIASED 
EXPONENT 



a 



64 63' 



SIGNIFICAND 



NOTES: 

S = Sign bit (0 = positive, 1 = negative) 

dn = Decimal digit (two per byte) 

X = Bits have no significance; 8087 ignores when loading, zeros when storing. 

A = Position of implicit binary point 

I = Integer bit of significand; stored in temporary real, implicit in short and long real 

Exponent Bias (normalized values): 

Short Real: 127 (7FH) 

Long Real: 1023 (3FFH) 

Temporary Real: 16383 (3FFFH) 



Figure S-1 1 . Data Formats 



Binary Integers 

The three binary integer formats are identical 
except for length, which governs the range that 
can be accommodated in each format. The left- 
most bit is interpreted as the number's 
sign: O=positive and l=negative. Negative 
numbers are represented in standard two's com- 
plement notation (the binary integers are the only 
8087 format to use two's complement). The quan- 
tity zero is represented with a positive sign (all bits 



are 0). The 8087 word integer format is identical 
to the 16-bit signed integer data type of the 8086 
and 8088. 



Decimal Integers 

Decimal integers are stored in packed decimal 
notation, with two decimal digits **packed" into 
each byte, except the leftmost byte, which carries 
the sign bit (0 = positive, 1 = negative) . Negative 
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numbers are not stored in two's complement form 
and are distinguished from positive numbers only 
by the sign bit. The most significant digit of the 
number is the leftmost digit. All digits must be in 
the range 0H-9H. 



Real Numbers 

The 8087 stores real numbers in a three-field 
binary format that resembles scientific, or 
exponential, notation. The number's significant 
digits are held in the significand field, the 
exponent field locates the binary point within the 
significant digits (and therefore determines the 
number's magnitude), and ihtsign field indicates 
whether the number is positive or negative. (The 
exponent and significand are analogous to the 
terms ^^characteristic" and * 'mantissa" used to 
describe floating point numbers on some com- 
puters.) Negative numbers differ from positive 
numbers only in their sign bits. 

Table S-4 shows how the real number 178.125 
(decimal) is stored in the 8087 short real format. 
The table lists a progression of equivalent nota- 
tions that express the same value to show how a 
number can be converted from one form to 
another. The ASM-86 and PL/M-86 language 
translators perform a similar process when they 
encounter programmer-defined real number con- 
stants. Note that not every decimal fraction has 
an exact binary equivalent. The decimal number 
1/10, for example, cannot be expressed exactly 
in binary (just as the number 1/3 cannot be 



expressed exactly in decimal). When a translator 
encounters such a value, it produces a rounded 
binary approximation of the decimal value. 

The NDP usually carries the digits of the signifi- 
cand in normalized form. This means that, except 
for the value zero, the significand is an integer 
and a /racf/o/3 as follows: 

l^fff.-.ff 

where A indicates an assumed binary point. The 
number of fraction bits varies according to the 
real format: 23 for short, 52 for long and 63 for 
temporary real. By normalizing real numbers so 
that their integer bit is always a 1, the 8087 
eliminates leading zeros in small values (|x| < 1). 
This technique maximizes the number of signifi- 
cant digits that can be accommodated in a 
significand of a given width. Note that in the 
short and long real formats the integer bit is 
implicit and is not actually stored; the integer bit 
is physically present in the temporary real format 
only.. 



If one were to examine only the significand with 
its assumed binary point, all normalized real 
numbers would have values between 1 and 2. The 
exponent field locates the actual binary point in 
the significant digits. Just as in decimal scientific 
notation, a positive exponent has the effect of 
moving the binary point to the right and a 
negative exponent effectively moves the binary 
point to the left, inserting leading zeros as 
necessary. An unbiased exponent of zero 



Table S-4. Real Number Notation 



Notation 


Value 


Ordinary Decimal 


178.125 


Scientific Decimal 


1^78125E2 


Scientific Binary 


1^01 1001 0001 El 11 


Scientific Binary 
(Biased Exponent) 


1^01 1001 0001 El 00001 10 


8087 Short Real 
(Normalized) 


Sign 


Biased 
Exponent 


Significand 





10000110 


01100100010000000000000 
L.1^ (Implicit) 
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indicates that the position of the assumed binary 
point is also the position of the actual binary 
point. The exponent field, then, determines a real 
number's magnitude. 

In order to simplify comparing real numbers 
(e.g., for sorting), the 8087 stores exponents in a 
biased form. This means that a constant is added 
to the true exponent described above. The value 
of this bias is different for each real format (see 
figure S-11). It has been chosen so as to force the 
biased exponent to be a positive value. This 
allows two real numbers (of the same format and 
sign) to be compared as if they are unsigned 
binary integers. That is, when comparing them 
bitwis^e from left to right (beginning with the left- 
most exponent bit), the first bit position that 
differs orders the numbers; there is no need to 
proceed further with the comparison. A number^s 
true exponent can be determined simply by sub- 
tracting thebias value of its format. 

The short and long real formats exist in memory 
only. If a number in one of these formats is 
loaded into a register, it is automatically 
converted to temporary real, the format used for 
all internal operations. Likewise, data in registers 
can be converted to short or long real for storage 
in memory. The temporary real format may be 
used in memory also, typically to store 
intermediate results that cannot be held in 
registers. 

Most applications should use the long real form 
to store real number data and results; it provides 
sufficient range and precision to return correct 
results with a minimum of programmer attention. 
The short real format is appropriate for applica- 
tions that are constrained by memory, but it 
should be recognized that this format provides a 
smaller margin of safety. It is also useful for 
debugging algorithms because roundoff problems 
will manifest themselves more quickly in this for- 
mat. The temporary real format should normally 
be reserved for holding intermediate results, loop 
accumulations, and constants. Its extra length is 
designed to shield final results from the effects 
of rounding and overflow/underflow in inter- 
mediate calculations. When the temporary real 
format is used to hold data or to deliver final 
results, the safety features built into the 8087 are 
compromised. Furthermore, the range and preci- 
sion of the long real form are adequate for most 
microcomputer applications. 



Special Values 

Besides being able to represent positive and 
negative numbers, the 8087 data formats may be 
used to describe other entities. These special 
values provide extra flexibility but most users do 
not need to understand them in detail to use the 
8087 successfully. Accordingly, they are discussed 
here only briefly; expanded coverage, including 
the bit encoding of each value, is provided in 
section S.9. 

The value zero may be signed positive or negative 
in the real and decimal integer formats; the sign 
of a binary integer zero is always positive. The 
fact that zero may be signed, however, is 
transparent to the programmer. 

The real number formats allow for the representa- 
tion of the special values +«> and -^. The 8087 
may generate these values as its built-in response 
to exceptions such as division by zero, or the 
attempt to store a result that exceeds the upper 
range limit of the destination format. Infinities 
may participate in arithmetic and comparison 
operations, and in fact the processor provides two 
different conceptual models for handling these 
special values. 

If a programmer attempts an operation for which 
the 8087 cannot deliver a reasonable result, it will, 
at the programmer's discretion, either request an 
interrupt, or return the special value indefinite. 
Taking the square root of a negative number is an 
example of this type of invalid operation. The 
recommended action in this situation is to stop 
the computation by trapping to a user-written 
exception handler. If, however, the programmer 
elects to continue the computation, the specially 
coded indefinite value will propagate through the 
calculation and thus flag the erroneous computa- 
tion when it is eventually delivered as the result. 
Each format has an encoding that represents the 
special value //2c/e/y/3iYe . 

In the real formats, a whole range of special 
values, both positive and negative, is designated 
to represent a class of values called NAN (Not-A- 
Number). The special value indefinite is a 
reserved NAN encoding, but all other encodings 
are made available to be defined in any way by 
application software. Using a NAN as an operand 
raises the invalid operation exception, and can 
trap to a user-written routine to process the NAN. 
Alternatively, the 8087 's built-in exception 
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Table S-5. Rounding Modes 


RC Field 


Rounding Mode 


Rounding Action 


00 


Round to nearest 


Closer to/? of a ore; if 
equally close, select even 
number (the one whose 
least significant bit is zero). 


01 


Round down (toward -oo) 


a 


10 


Round up (toward +«>) 


c 


11 


Chop (toward 0) 


Smaller in magnitude of 
a ore 



Note: a<b<c\a and c are representable, b is not. 



handler will simply return the NAN itself as the 
result of the operation; in this way NANs, 
including indefinite , may be propagated through 
a calculation and delivered as a final, special- 
valued, result. One use for NANs is to detect 
uninitialized variables. 

As mentioned earlier, the 8087 stores non-zero 
real numbers in "normalized floating point" 
form. It also provides for storing and operating 
on reals that are not normalized, i.e., whose 
significands contain one or more leading zeros. 
Nonnormals arise when the result of a calculation 
yields a value that is too small to be represented in 
normal form. The leading zeros of nonnormals 
permit smaller numbers to be represented, at the 
cost of some lost precision (the number of signifi- 
cant digits is reduced by the leading zeros). In 
typical algorithms, extremely small values are 
most likely to be generated as intermediate, rather 
than final results. By using the NDP's temporary 
real format for holding intermediates, values as 
small as ±3.4xlO"'*^32 can be represented; this 
makes the occurrence of nonnormal numbers a 
rare phenomenon in 8087 applications. Never- 
theless, the NDP can load, store and operate on 
nonnormalized real numbers. 



Rounding Control 

Internally, the 8087 employs three extra bits 
(guard, round and sticky bits) which enable it to 
represent the infinitely precise true result of a 
computation; these bits are not accessible to 
programmers. Whenever the destination can 
represent the infinitely precise true result, the 
8087 delivers it. Rounding occurs in arithmetic 
and store operations when the format of the 



destination cannot exactly represent the infinitely 
precise true result. For example, a real number 
may be rounded if it is stored in a shorter real for- 
mat, or in an integer format. Or, the infinitely 
precise true result may be rounded when it is 
returned to a register. 

The NDP has four rounding modes, selectable by 
the RC field in the control word (see figure S-7). 
Given a true result b that cannot be represented 
by the target data type, the 8087 determines the 
two representable numbers a and c that most 
closely bracket b in value (a <b < c). The pro- 
cessor then rounds (changes) b to a or to c 
according to the mode selected by the RC field as 
shown in table S-5. Rounding introduces an error 
in a result that is less than one unit in the last 
place to which the result is rounded. **Round to 
nearest" is the default mode and is suitable for 
most applications; it provides the most accurate 
and statistically unbiased estimate of the true 
result. The *'chop" mode is provided for integer 
arithmetic applications. 

*'Round up" and *'round down" are termed 
directed rounding and can be used to implement 
interval arithmetic. Interval arithmetic generates 
a certifiable result independent of the occurrence 
of rounding and other errors. The upper and 
lower bounds of an interval may be computed by 
executing an algorithm twice, rounding up in one 
pass and down in the other. 



Precision Control 

The 8087 allows results to be calculated with 64, 
53, or 24 bits of precision as selected by the PC 
field of the control word. The default setting, and 
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the one that is best-suited for most applications, is 
the full 64 bits. The other settings are required by 
the proposed IEEE standard, and are provided to 
obtain compatibility with the specifications of 
certain existing programming languages. Specify- 
ing less precision nullifies the advantages of the 
temporary real format's extended fraction length, 
and does not improve execution speed. When 
reduced precision is specified, the rounding of the 
fraction zeros the unused bits on the right. 



with af f ine mode reserved for local computations 
where the programmer can take advantage of the 
sign and knows for certain that the nature of the 
computation will not produce a misleading result. 

Exceptions 

During the execution of most instructions, 
the 8087 checks for six classes of exception 
conditions. 



Infinity Control 

The 8087 's system of real numbers may be closed 
by either of two models of infinity. These two 
means of closing the number system, projective 
and affine closure, are illustrated schematically in 
figure S-12. The setting of the IC field in the con- 
trol word selects one model or the other. The 
default means of closure is projective, and this is 
recommended for most computations. When pro- 
jective closure is selected, the NDP treats the 
special values +«> and -«> as a single unsigned 
infinity (similar to its treatment of signed zeros). 
In the affine mode the NDP respects the signs of 
+00 and -00. 

While affine mode may provide more informa- 
tion than projective, there are occasions when the 
sign may in fact represent misinformation. For 
example, consider an algorithm that yields an 
intermediate result x of +0 and -0 (the same 
numeric value) in different executions. If 1/x 
were then computed in affine mode, two entirely 
different values (+oo and -oo) would result from 
numerically identical values of x. Projective 
mode, on the other hand, provides less informa- 
tion but never returns misinformation. In general, 
then, projective mode should be used globally. 




PROJECTIVE CLOSURE 



+ 



+ 00 



AFFINE CLOSURE 

Figure S-12. Projective Versus Affine Closure 



The 8087 reports invalid operation if any of the 
following occurs: 

• An attempt to load a register that is not 
empty, (e.g., stack overflow), 

• An attempt to pop an operand from an 
empty register (e.g., stack underflow), 

• An operand is a NAN, 

• The operands cause the operation to be 
indeterminate (0/0, square root of a negative 
number, etc.). 

An invalid operation generally indicates a pro- 
gram error. 

If the exponent of the true result is too large for 
the destination real format, the 8087 signals 
overflow. Conversely, a true exponent that is too 
small to be represented results in the underflow 
exception. If either of these occur, the result of 
the operation is outside the range of the destina- 
tion real format. 

Typical algorithms are most likely to produce 
extremely large and small numbers in the calcula- 
tion of intermediate, rather than final, results. 
Because of the great range of the temporary real 
format (recommended as the destination format 
for intermediates), overflow and underflow are 
relatively rare events in most 8087 applications. 

If division of a finite non-zero operand by zero is 
attempted, the 8087 reports the zerodivide 
exception. 

If an instruction attempts to operate on a denor- 
mal, the NDP reports the denormalized 
exception. This exception is provided for users 
who wish to implement, in software, an option of 
the proposed IEEE standard which specifies that 
operands must be prenormalized before they are 
used. 
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If the result of an operation is not exactly 
representable in the destination format, the 8087 
rounds the number and reports the precision 
exception. This exception occurs frequently and 
indicates that some (generally acceptable) 
accuracy has been lost; it is provided for applica- 
tions that need to perform exact arithmetic only. 

Invalid operation, zerodivide, and denormalized 
exceptions are detected before an operation 
begins, while overflow, underflow, and precision 
exceptions are not raised until a true result has 
been computed. When a **before" exception is 
detected, the register stack and memory have not 
yet been updated, and appear as if the offending 
instruction has not been executed. When an 
**after" exception is detected, the register stack 
and memory appear as if the instruction has run 
to completion, i.e., they may be updated. 
(However, in a store or store and pop operation, 
unmasked over/underflow is handled like a 
'*before" exception; memory is not updated and 
the stack is not popped.) In cases where multiple 
exceptions arise simultaneously, one exception is 
signalled according to the following precedence 
sequence: 

• Denormalized (if unmasked), 

• Invalid operation, 

• Zerodivide, 

• Denormalized (if masked), 

• Over/underflow, 

• Precision. 

(The terms '^masked'* and **unmasked" are 
explained shortly.) This means, for example, that 
zero divided by zero will result in an invalid 
operation and not a zerodivide exception. 

The 8087 reports an exception by setting the cor- 
responding flag in the status word to 1. It then 
checks the corresponding exception mask in the 
control word to determine if it should **field" the 
exception (mask=l), or if it should issue an inter- 
rupt request to invoke a user-written exception 
handler (mask=0). In the first case, the exception 
is said to be masked (from user software) and the 
NDP executes its on-chip masked response for 
that exception. In the second case, the exception 
is unmasked, and the processor performs its 
unmasked response . The masked response always 
produces a standard result and then proceeds with 
the instruction. The unmasked response always 
traps to user software by interrupting the CPU 



(assuming the interrupt path is clear). These 
responses are summarized in table S-6. Section 
S.9 contains a complete description of all excep- 
tion conditions and the NDP's masked responses. 

Note that when exceptions are masked, the NDP 
may detect multiple exceptions in a single instruc- 
tion, since it continues executing the instruction 
after performing its masked response. For 
example, the 8087 could detect a denormalized 
operand, perform its masked response to this 
exception, and then detect an underflow. 

By writing different values into the exception 
masks of the control word, the user can accept 
responsibility for handling exceptions, or delegate 
this to the NDP. Exception handling software is 
often difficult to write, and the 8087 's masked' 
responses have been tailored to deliver the most 
* 'reasonable" result for each condition. The 
majority of applications will find that masking all 
exceptions other than invalid operation will yield 
satisfactory results with the least programming 
investment. An invalid operation exception 
normally indicates a fatal error in a program that 
must be corrected; this exception should not 
normally be masked. 

The exception flags are ** sticky" and can be 
cleared only by executing the FCLEX (clear 
exceptions) instruction, by reinitializing the pro- 
cessor, or by overwriting the flags with an 
FRSTOR or FLDENV instruction. This means 
that the flags can provide a cumulative record of 
the exceptions encountered in a long calculation. 
A program can therefore mask all exceptions (ex- 
cept, typically, invalid operation), run the 
calculation and then inspect the status word to see 
if any exceptions were detected at any point in the 
calculation. Note that the 8087 has another set of 
internal exception flags that it clears before each 
instruction. It is these flags and not those in the 
status word that actually trigger the 8087 's excep- 
tion response. The flags in the status word pro- 
vide a cumulative record of exceptions for the 
programmer only. 

If the NDP executes an unmasked response to an 
exception, it is assumed that a user exception 
handler will be invoked via an interrupt from the 
8087. The 8087 sets the IR (interrupt request) bit 
in the status word, but this, in itself, does not 
guarantee an immediate CPU interrupt. The 
interrupt request may be blocked by the lEM 
(interrupt-enable mask) in the 8087 control word. 
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Table S-6. Exception and Response Summary 


Exception 


Masked Response 


Unmasked Response 


Invalid 
Operation 


If one operand is NAN, return it; if 
both are NANs, return NAN with 
larger absolute value; if neither is 
NAN, return //7cye///7/Ye. 


Request interrupt. 


Zerodivide 


Return 00 signed with "exclusive 
or" of operand signs. 


Request interrupt. 


Denormalized 


Memory operand: proceed as 
usual. Register operand: convert 
to valid unnormal, then re-evaluate 
for exceptions. 


Request Interrupt. 


Overflow 


Return properly signed «>. 


Register destination: adjust 
exponent*, store result, request 
Interrupt. Memory destination: 
request interrupt. 


Underflow 


Denormalize result. 


Register destination: adjust 
exponent*, store result, request 
interrupt. Memory destination: 
request interrupt. 


Precision 


Return rounded result. 


Return rounded result, request 
interrupt. 



*0n overflow, 24,576 decimal is subtracted from the true result's exponent; this forces the exponent back 
into range and permits a user exception handler to ascertain the true result from the adjusted result that 
is returned. On underflow, the same constant is acyflfec/ to the true result's exponent. 



by the 8259A Programmable Interrupt Con- 
troller, or by the CPU itself. If any exception flag 
is unmasked, it is imperative that tlie interrupt 
path to the CPU is eventually cleared so that the 
user's software can field the exception and the 
offending task can resume execution. Interrupts 
are covered in detail in section S.6. 

A user-written exception handler takes the form 
of an 8086/8088 interrupt procedure. Although 
exception handlers will vary widely from one 
application to the next, most will include these 
basic steps: 

• Store the 8087 environment (control, status 
and tag -words, operand and instruction 
pointers) as it existed at the time of the 
exception; 

• Clear the exception bits in the status word; 

• Enable interrupts on the CPU; 

• Identify the exception by examining the 
status and control words in the saved 
environment; 



Take application-dependent action; 

Return to the point of interruption, resuming 
normal execution. 



Possible 
include: 



**application-dependent actions' 



Incrementing an exception counter for later 
display or printing; 

Printing or displaying diagnostic 
information (e.g., the 8087 environment and 
registers); 

Aborting further execution of the calculation 
causing the exception; 

Aborting all further execution; 

Using the exception pointers to build an 
instruction that will run without exception 
and executing it. 

Storing a diagnostic value (a NAN) in the 
result and continuing with the computation. 
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Notice that an exception may or may not con- 
stitute an error depending on the application. For 
example, an invalid operation caused by a stack 
overflow could signal an ambitious exception 
handler to extend the register stack to memory 
and continue running. 

S.4 Memory 

The 8087 can access any location in its host 
CPU's megabyte memory space. Because it relies 



on the CPU to generate the addresses of memory 
operands, the NDP can take advantage of the 
CPU's memory addressing modes and its ability 
to relocate code and data during execution. 

Datastorage 

Figures S-i3 and S-14 show how the 8087 data 
types are stored in memory. The sign bit is always 
located in the highest-addressed byte. The least 
significant binary or decimal digits in a number 
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Figure S- 1 3 . Storage of Integer Data Types 



Figure S-14. Storage of Real Data Types 
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(or in a field in the case of reals) are those with the 
lowest addresses. The word integer format is 
stored exactly like an 8086/8088 16-bit signed 
integer, and is directly usable by instructions 
executed on either the CPU or the NDP . 

A few special instructions access memory to load 
or store formatted processor control and state 
data. The formats of these memory operands are 
provided with the discussions of the instructions 
in sections. 7. 

Storage Access 

The host CPU always generates the address of the 
first (lowest-addressed) byte of a. memory 
operand. The CPU interprets an 8087 instruction 
that references memory as an ESC (escape), and 
generates the operand's effective and physical 
addresses normally as discussed in section 2.3. 
Any 8086/8088 memory addressing mode- 
direct, register indirect, based, indexed or based 
indexed— can be used to access an 8087 operand 
in memory. This makes the NDP easy to use with 
data structures such as arrays, structures, and 
lists. 

When the CPU emits the 20-bit physical address 
of the memory operand, the 8087 captures the 
address and saves it. If the instruction loads 
information into the NDP, the 8087 captures the 
lowest-addressed word when it becomes available 
on the bus as a result of the CPU's **dummy 
read." (The 'Mummy read" may require either 
one or two bus cycles depending on the CPU type 
and the alignment of the operand.) If the operand 
is longer than one word (all 8087 operands are an 
integral number of words), the 8087 immediately 
requests use of the lo cal b us by activating its CPU 
request/grant (RQ/GTO) line, as described in 
section S.6. When the NDP obtains the bus^ it 
runs consecutive bus cycles incrementing the 
saved address until the rest of the operand has 
been obtained, returns the local bus to the CPU, 
and then executes the instruction. 

If an operation stores data from the NDP to 
memory, the NDP and the CPU both ignore the 
data placed on the bus by the CPU's **dummy 
read." The NDP does not request the bus from 
the CPU until it is ready to write the result of the 
instruction to memory. When it obtains the bus, 
the NDP writes the operand in successive bus 
cycles, incrementing the saved address as in a 
load. 



As described in section S.6, the 8087 automati- 
cally determines the identity of its host CPU. 
When the NDP is wired to an 8088, it transfers 
one byte per bus cycle in the same manner as the 
CPU. When used with an 8086, the NDP again 
operates like the CPU, accessing odd-addressed 
words in two bus cycles and even-addressed words 
in one bus cycle. If the 8087 is reading or writing 
more than one word of an odd-addressed operand 
in 8086 memory, it optimizes the transfer by 
accessing a byte on the first transfer, forcing the 
address to even, and then transferring words up 
to the last byte of the operand . 

To minimize operand transfer time and 8087 use 
pf the system bus, it is advantageous to align 8087 
memory operands on even addresses when the 
CPU is an 8086. Following the same practice for 
8088-based systems will ensure top performance 
without reprogramming if the application is 
transferred to an 8086. The ASM-86 EVEN direc- 
tive can be used to force word alignment. 

Dynamic Relocation 

Since the host CPU takes care of both instruction 
fetching and memory operand addressing, the 
NDP may be utilized in systems that alter pro- 
gram addresses during execution. The only 
restriction on the CPU is that it should not change 
the address of an 8087 operand while the 8087 is 
executing an instruction which stores a result to 
that address. If this is done, the 8087 will store to 
the operand's old address (the one it picked up 
during the * 'dummy read' ') . 

Dedicated and Reserved 
Memory Locations 

The 8087 does not require any addresses in 
memory to be set aside for special purposes. Care 
should be taken, however, to respect the 
dedicated and reserved areas associated with the 
CPU and the lOP (see sections 2.3 and 3.3). 
Using any of these areas may inhibit compatibility 
with current or future Intel hardware and soft- 
ware products. 

S.5 Multiprocessing Features 

As a coprocessor to an 8086 or 8088 CPU, the 
NDP is by definition always used in a 
multiprocessing environment. This section 
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describes the facilities built into the 8087 that 
simplify the coordinaton of multiple processor 
systems. Included are descriptions of instruction 
synchronization, local and system bus arbitra- 
tion, and shared resource access control. 



Instruction Synchronization 

In the execution of a typical NDP instruction, the 
CPU will complete the ESC long before the 8087 
finishes its interpretation of the same machine 
instruction. For example, the NDP performs a 
square root in about 180 clocks, while the CPU 
will execute its interpretation of this same instruc- 
tion in 2 clocks. Upon completion of the ESC, the 
CPU will decode and execute the next instruction, 
and the NDP's CU, tracking the CPU, will do the 
same. (The NDP * 'executes'* a CPU instruction 
by ignoring it). If the CPU has work to do that 
does not affect the NDP, it can proceed with a 
series of instructions while the NDP is executing 
in parallel; the NDP's CU will ignore these CPU- 
only instructions as they do not contain the 8087 
escape code. This asynchronous execution of the 
processors can substantially improve the 
performance of systems that can be designed to 
exploit it. 

There are two cases, however, when it is necessary 
to synchronize the execution of the CPU to the 
NDP: 

1. An NDP instruction that is executed by the 
NEU must not be started if the NEU is still 
busy executing a previous instruction. 

2. The CPU should not execute an instruction 
that accesses a memory operand being 
referenced by the NDP until the NDP has 
actually accessed the location. 

The 8086/8088 WAIT instruction allows software 
to synchronize the CPU to the NDP so that the 
CPU will not execute the following instruction 
until the NDP is finished with its current (if any) 
instruction. 

Whenever the 8087 is executing an instruction, it 
activat es its B USY line. This signal is wired to the 
CPU's TEST input as shown in figure S-3. The 
NDP ignores the WAIT instruction, and the CPU 
executes it. The CPU i nterpr ets the WAIT 
instruction as **wai t while TEST is active." The 
CPU examines the TEST pin every 5 clocks; if 
TEST is inactive, execution proceeds with the 



instruction following the WAIT. If TEST is 
active, the CPU examines the pin again. Thus, the 
effective execution time of a WAIT can stretch 
from 3 clocks (3 clocks are require d for d ecoding 
and setup) to infinity, as long as TEST remains 
active. The WAIT instruction, then, prevents the 
CPU from decoding the next instruction until the 
8087 is not busy. The instruction following a 
WAIT is decoded simultaneously by both 
processors. 

To satisfy the first case mentioned above, every 
8087 instruction that affects the NEU should be 
preceded by a WAIT to ensure that the NEU is 
ready. All instructions except the processor 
control class affect the NEU. To simplify pro- 
gramming, the 8086 family language translators 
provide the WAIT automatically. When an 
assembly language programmer codes: 



FMUL 
FDIV 



;(multiply) 
;(divide) 



the assembler produces four machine 
instructions, as if the programmer had written: 

WAIT 
FMUL 
WAIT 
FDIV 

This ensures that the multiply runs to completion 
before the CPU and the 8087 CU decode the 
divide. 

To satisfy the second case, the programmer 
should explicitly code the FW AIT instruction 
immediately before a CPU instruction that 
accesses a memory operand read or written by a 
previous 8087 instruction. This will ensure that 
the 8087 has read or written the memory operand 
before the CPU attempts to use it. (The FWAIT 
mnemonic causes the assembler to create a CPU 
WAIT instruction that can be eliminated at link 
time if the program is to run on an 8087 emulator. 
See section S. 8 for details.) 

Figure S-15 is a hypothetical sequence of 
instructions that illustrates the effect of the 
WAIT instruction and parallel execution of the 
NDP with a CPU. 

The first two instructions in the sequence (FMUL 
and FSQRT) are 8087 instructions that illustrate 
the ASM-86 assembler's automatic generation of 
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CONTINUE: 



jASSUME 8087 REGISTER STACK IS LOADED W I TH OP ERAN DS , 

; NEU IS NOT BUSY, 

;. AND THAT 'ALPHA' AND 'BETA' ARE WORD 

; INTEGERS. 



FMUL 

FSQRT 

CMP 

JG 

MOV 

FIST 

FWAIT 

MOV 



ALPHA, 100 
CONTINUE 
ALPHA, 100 
BETA 



AX, BETA 



;MULTIPLY TOP STACK 

; ELEMENTS 

;SQUARE ROOT OF PRODUCT 

; ALPHA > 100? 

;YES, LEAVE UNALTERED 

; N , SET TO 100 

;STORE ROOT AS INTEGER WORD 

;WAIT FOR 8087 TO COMPLETE 

; STORE OF BETA 

;PROCEED TO PROCESS BETA 



NDP: 



FMUL 



][ 



BUSY->TEST: 



FSQRT 



FIST 



TEST: / \--/ 

CPU: [wait] I esc I [wAlf] | ESC | | CMP | | JG | | MOV 



■\_7^~^ 



WAIT ESC WAIT MOV 



L."_ '-I 



NOTES: 

• [wait! = Assembler-generated instruction. 

• Instruction execution times are not drawn to scale. 



Figure S-1 5 . Synchronizing Execution With WAIT 



a preceding WAIT, and the effect of the WAIT 
when the NDP is, and is not, busy. Since the NDP 
is not busy when the first WAIT is encountered, 
the CPU executes it and immediately proceeds to 
the next instruction; the NDP ignores the WAIT. 
The next instruction is decoded simultaneously by 
both processors. The NDP starts the multiplica- 
tion and raises its BUSY line. The CPU executes 
the ESC and then the second WAIT. Since TEST 
is active (it is tied to BUSY), the CPU effectively 
stretches execution of this WAIT until the NDP 
signals completion of the multiply by lowering 
BUSY. The next instruction is interpreted as a 
square root by the NDP and another escape by 
the CPU. The CPU finishes the ESC well before 
the NDP completes the FSQRT. This time, in- 
stead of waiting, the CPU executes three instruc- 
tions (compare, jump if greater, and move) while 
the 8087 is working on the FSQRT. The 8087 
ignores these CPU-only instructions. The CPU 
then encounters the third WAIT, generated by the 
assembler immediately preceding the FIST (store 
stack top into integer word). When the NDP 
finishes the FSQRT, both processors proceed to 
the next instruction, FIST to the NDP and ESC to 
the CPU. The CPU completes the escape quickly 
and then executes an explicit programmer-coded 
FWAIT to ensure that the 8087 has updated 
BETA before it moves BETA'S new value to 
register AX. 



The 8087 CU can execute most processor control 
instructions by itself regardless of what the NEU 
is doing: thus the 8087 can, in these cases, poten- 
tially execute two instructions at once. The 
ASM-86 assembler provides separate *'wait" and 
'*no wait*' mnemonics for these instructions. For 
example, the instruction that sets the 8087 inter- 
rupt enable mask, and thus disables interrupts, 
can be coded as FDISI or FNDISI. The assembler 
does not generate a preceding WAIT if the second 
form is coded, so that interrupts can be disabled 
while the NEU is busy executing a previous 
instruction. The no- wait forms are principally 
used in exception handlers and operating systems. 

Local Bus Arbitration 

Whenever an NDP instruction writes data to 
memory, or reads more than one word from 
memory, the NDP forces the CPU to relinquish 
the local bus. It does this by means of the 
request/grant facility built into all 8086 family 
processors. For memory reads, the NDP requests 
the bus immediately upon the CPU's completion 
of its **dummy read" cycle; it follows from this 
that the CPU may * immediately" update a 
variable read by the NDP in the previous instruc- 
tion with the assurance that the NDP will have 
obtained the old value before the CPU has altered 
it. For memory writes, the NDP performs as 
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much processing as possible before requesting the 
bus. In all cases, the 8087 transfers the data in 
back-to-back bus cycles and then immediately 
releases the bus. 



The 8087's RQ/GTO line is wired to one of the 
CPU's r equest/grant lines. Connecting it to 
RQ/GTl on the CPU (see figure S-3) leaves the 
higher priority RQ/GTO open for possible attach- 
ment of a local 8089 to the CPU. Note that an 
8089 on RQ/GTO will obtain the bus if it requests 
it s imult aneously with an 8087 attached to 
RQ/GTl; it cannot, however, preempt the 8087 if 
the 8087 has the bus. The NDP requests the local 
bus by pulsing its RQ/GTO Une. If the CPU has 
the bus, it will grant it to the NDP by pulsing the 
same request/grant line. The CPU grants the bus 
immediately unless it is running a bus cycle, in 
which case the grant is delayed until the bus cycle 
is completed. The NDP releases the bus ba ck to 
the CPU by sending a final pulse on RQ/GTO 
when it has completed the transfer. 



The 8087 provides a second request/grant line, 
RQ/GTl, that may be used to service local bus 
requests from an 8089 Input/Output Processor 
(see figure S-3). By using this line, a CPU, two 
lOPs (one is attached directly to the CPU) and an 
NDP can all reside on the same local bus, sharing 
a single set of system bus interface components. 



When th e 8087 detects a bus request pulse on 
RQ/GTl, its response depends on whether it is 
idle, executing, or running a bus cycle. If it is idle 
or executing, the 8087 pa sses the b us request 
through to the CPU via RQ/GTO. The sub- 
sequent grant and release pulses are also passed 
between the CPU and the requesting device. If the 
8087 is running a bus cycle (or a series of bus 
cycles), it has already obtained the bus from the 
CPU so it grants the bus directly at the end of the 
current bus cycle rather than passing the request 
on to the CPU. When the 8089 releases the bus, 
the 8087 resumes the series of bus cycles it was 
running before it granted the bus to the 8089. 
Thus, to an 8089 attached to the 8087's RQ/GTl 
line, the NDP appears to be a CPU. An lOP 
attached to an NDP also effectively has higher 
local bus priority than the NDP, since it can force 
the NDP to relinquish the bus even in the midst of 
a multi-cycle transfer. This satisfies the typical 
system requirement for I/O transfers to be ser- 
viced as soon as possible. 



System Bus Arbitration 



A single 8288 Bus Controller (plus latches and 
tranceivers as required) links both the host CPU 
and the NDP to the system bus. The 8087 per- 
forms system bus transfers exactly the same as its 
CPU; status, address, and data signals and timing 
are identical. 



In systems that allow multiple processing modules 
on separate local buses common access to a public 
system bus, the 8087 also shares its host CPU's 
8289 Bus Arbiter. The 8289 operates identically 
regardless of whether the system bus request is 
initiated by the CPU or the NDP. Since only one 
of the processors in the module will have control 
of the local bus at the time of a request to access 
the system bus, the transfer will be between the 
controlling processor and the system bus. If the 
8289 does not obtain the system bus immediatelyj 
it causes the bus to appear **not ready" (as if a 
slow memory were being accessed), and the 8087 
will stretch the bus cycle by adding the wait states. 



Because it presents the same system bus interface 
as a maximum mode 8086 family CPU, the NDP 
is also electrically compatible with Intel's 
Multibus^'^ shared system bus architecture. This 
means that the 8087 can be utilized in systems that 
are based on the broad line of iSBC^"^ single 
board computers, controllers, and memories. 



Controlled Variable Access 



If an 8087 and a processor other than its host 
CPU can both update a variable, access to that 
variable should be controlled so that one 
processor at a time has exclusive rights to it. This 
may be implemented by a semaphore convention 
as described in section 2.5. However, since the 
8087 has no facility for locking the system bus 
during an instruction, the host CPU should 
obtain exclusive rights to the variable before the 
8087 accesses it. This can be done using an XCHG 
instruction prefixed by LOCK as discussed in 
section 2.5. When the NDP no longer needs the 
controlled variable the CPU should clear the 
semaphore to signal other processors that the 
variable is again available for use. 
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8.6 Processor Control and 
Monitoring 



The FINIT (intialize) and FSAVE (save state) 
instructions also initialize the processor. Unlike a 
RESET pulse, software initialization does not 
affect the 8087's tracking of the CPU. 



Initialization 

The NDP may be initialized by hardware or soft- 
ware. Hardware initialization occurs in response 
to a pulse on the 8087's RESET line. When the 
processor detects RESET going active, it suspends 
all activities. When RESET subsequently goes 
inactive, the NDP initializes itself. The state of 
the NDP following initialization is shown in table 
S-7. Hardware initialization also causes the 8087 
to identify its host CPU and begin to track its 
instruction fetches and execution. Initialization 
does not affect the content of the registers or of 
the exception pointers (these have indeterminate 
values immediately following power up). 
However, since the stack is effectively emptied by 
initialization (ST = 0, all registers tagged empty), 
the contents of the registers should normally be 
considered **destroyed*' by initialization. 



CPU Identification 

The 8087 *s bidirectional BHE (bus high enable) 
line is tied to pin 34 of the CPU (BHE on the 
8086, SSO on the 8088). The 8088 always holds 
SSO = 1 . The 8086 emits a on BHE whenever it 
is accessing an even-addressed word or an odd- 
addressed byte. 

Following RESET, the CPU always performs a 
word fetch of its first instruction from the 
dedicated memory location: FFFFOH. The 8087 
identifies its host CPU by monitoring BHE 
during the CPU's first fetch followi ng RE SET. If 
BHE =1, the CPU is an 8088; if BHE =0, the 
CPU is an 8086 (because the first fetch is an even- 
addressed word). Note that to ensure proper 
operation, the same pulse must reset both the 
8087 and its host CPU. 



Table S-7. Processor State Following Initialization 



Field 


Value 


Interpretation 


Control Word 
Infinity Control 
Rounding Control 
Precision Control 
Interrupt-enable Mask 
Exception Masks 



00 

11 

1 

111111 


Projective 

Round to nearest 

64 bits 

Interrupts disabled 

All exceptions masl<ed 


Status Word 
Busy 

Condition Code 
Stack Top 
InterruptRequest 
Exception Flags 




???? 

000 



000000 


Not busy 
(Indeterminate) 
Empty stacl< 
No interrupt 
No exceptions 


Tag Word 
Tags 


11 


Empty 


Registers 


N.C. 


Not changed 


Exception Pointers 
Instruction Code 
Instruction Address 
Operand Address 


N.C. 
N.C. 
N.C. 


Not changed 
Not changed 
Not changed 
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Interrupt Requests 

The 8087 can request an interrupt of its host CPU 
via the 8087 INT (interrupt request) pin. This 
signal is normally routed to the CPU's INTR 
input via an 8259A Programmable Interrupt 
Controller (PIC). The 8087 should not be tied to 
the CPU's NMI (non-maskable interrupt) line. 

All 8087 interrupt requests originate in the detec- 
tion of an exception. The interrupt request logic is 
illustrated in figure S-16. The interrupt request 
is made if the exception is unmasked and 8087 
interrupts are enabled, i.e.., both the relevant 
exception mask and the interrupt-enable mask are 
clear (0). If the exception is masked, the processor 
executes its masked response and does not set the 
interrupt request bit. 

If the exception is unmasked but interrupts are 
disabled (lEM = 1), the 8087's action depends on 
whether the CPU is waiting (the 8087 **knows" if 
the CPU is waiting because it decodes the WAIT 
instruction in parallel with the CPU). If the CPU 
is not waiting, the 8087 assumes that the CPU 
does not want to be interrupted at present and 
that it will enable interrupts on the 8087 when it 
does. The 8087 sets the interrupt request bit and 
holds its BUSY line active. The 8087 CU con- 
tinues to track the CPU, and if an 8087 
instruction (without a preceding WAIT) comes 
along, it will be executed. Normally in this situa- 
tion the instruction would be FNENI (enable 
interrupts without waiting). This will clear the 
interrupt-enable mask and the 8087 will then 
activate INT. However, any instruction will be 
executed, and it is therefore conceivably possible 
to abort the interrupt request before it is ever 
handled. Aborting an interrupt request in this 
manner, however, would normally be considered 
a program error. 

If the CPU is waiting, then the processors are in 
danger of entering an endless wait condition 
(discussed shortly). To prevent this condition, the 
8087 ignores the fact that interrupts are disabled 
and activates INT even though the interrupt- 
enable mask is set. 

The interrupt request bit remains set until it is 
explicitly cleared (if INT is not disabled by lEM, 
it will remain active also). This can be done by the 
FNCLEX, FNSAVE, or FNINT instructions. The 
interrupt procedure that fields the 8087 's inter- 
rupt request, i.e., the exception handler, must 



clear the interrupt request bit before returning to 
normal execution on the 8087. If it does not, the 
interrupt will immediately be generated again and 
the program will enter an endless loop. 



Interrupt Priority 

Most systems can be viewed as consisting of two 
distinct classes of software: interrupt handlers 
and application tasks. Interrupt handlers execute 
in response to external events; in the 8086 family 
they are implemented as interrupt service 
procedures. (Of course, the CPU interrupt 
instructions allow interrupt handlers to respond 
to internal **events" also.) A hardware interrupt 
controller, such as the 8259A, usually monitors 
the external events and invokes the appropriate 
interrupt handler by activating the CPU INTR 
line, and passing a code to the CPU that identifies 
the interrupt handler that is to service the event. 
Since the 8259A typically monitors several events, 
a priority-resolving technique is used to select one 



(EXCEPTION ^ 
OCCURS J 



EXECUTE 

MASKED 

RESPONSE 




PROCEED TO 

NEXT 

.INSTRUCTION 



D 



ACTIVATE 
INT 



(WAIT FOR ^ 
EXCEPTION 1 
RESPONSE^ 
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event when several occur simultaneously. Many 
systems allow higher-priority interrupts to 
preempt lower-priority interrupt handlers. The 
8259 A supports several priority-resolving techni- 
ques; a system will normally select one of these by 
programming the 8259 A at initialization time. 

Application tasks execute only when no external 
event needs service, i.e., when no interrupt 
handler is running. Application tasks are invoked 
by software, rather than hardware; typically a 
scheduling or dispatching algorithm is used to 
select one task for execution. In effect, any inter- 
rupt handler has higher priority than any applica- 
tion task, since the recognition of an interrupt will 
invoke the interrupt handler, preempting the 
application task that was running. 

There are two important questions to consider 
when assigning a priority to the 8087' s interrupt 
request: 

• Who can cause 8087 exceptions— only 
application tasks, or interrupt handlers as 
well? 

• Who should be preempted by NDP 
exceptions— only applications tasks, or inter- 
rupt handlers as well? 

Given these considerations, the 8087 should 
normally be assigned the lowest priority of any 
interrupting device in the system. This allows the 
interrupt handler (i.e., the NDP exception 
handler) to preempt any application task that 
generates an 8087 exception, and at the same time 
prevents the exception NDP handler from 
interfering with other interrupt handlers. 

If an interrupt handler uses the 8087 and requires 
the service of the exception handler, it can effec- 
tively ** raise" the priority of the exception 
handler by disabling all interrupts lower than 
itself and higher than the 8087. Then, any un- 
masked exception caused by the interrupt handler 
will be fielded without interference from lower- 
priority interrupts. 

If, for some reason, the 8087 must be given higher 
priority than another interrupt source, the inter- 
rupt handler that services the lower-priority 
device may want to prevent interrupts from the 
8087 (which may originate in a long instruction 
still running on the 8087 when the interrupt 
handler is invoked) from preempting it. This 



should be done by executing the FNSTCW and 
FNDISI instructions before enabling CPU inter- 
rupts. Before returning, the interrupt handler 
should restore the original control word in the 
8087 by executing FLDCW. 

Users should consult ''Using the 8259A Program- 
mable Interrupt Controller'', Intel Application 
Note No. AP-59, for a description of the 8259A's 
various modes of operation. 

Endless Wait 

The 8087 and its host CPU can enter an endless 
wait condition when the CPU is executing a 
WAIT instruction and a pending interrupt request 
from the 8087 is prevented from being recognized 
by the CPU. Thus, the CPU will wait for the 8087 
to lower its BUSY line, while the NDP will wait 
for the CPU to invoke the exception handler 
interrupt procedure, and the task which has 
generated the exception will be blocked from 
further execution. 

Figure S-17 shows the typical path of an interrupt 
request from the 8087 to the interrupt procedure 
which is designated to field NDP exceptions. The 
interrupt request can be potentially blocked at 
three points along the path, creating an endless 
wait if the CPU is executing a WAIT instruction. 
The first block can occur at the 8087's interrupt- 
enable mask (IBM). If this mask is set, the inter- 
rupt request is blocked except that the 8087 will 
override the mask if the CPU is waiting (the 8087 
decodes the WAIX instruction simultaneously 
with the CPU). Thus, the 8087 detects and 
prevents one of the endless wait conditions. 

A given interrupt request, IRn, can be masked on 
the 8259A by setting the corresponding bit in the 
PlC's interrupt mask register (IMR). This will 
prevent a request from the 8087 from being 
passed to the CPU. (The 8259A's normal priority- 
resolving activity can also block an interrupt 
request.) Finally, the CPU can exclude all 
interrupts tied to INTR by clearing its interrupt- 
enable flag (IF). In these two cases, the CPU can 
**escape" the endless wait only if another inter- 
rupt is recognized (if IF is cleared, the interrupt 
must arrive on NMI, the CPU's non-maskable 
interrupt line). Following execution of the inter- 
rupt procedure and resumption of the WAIT, the 
endless wait will be entered again, unless, as part 
of its response to the interrupt it recognizes, the 
CPU clears the interrupt path from the 8087 . 
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A user-written exception handler can itself cause 
an unending .wait. When the exception handler 
starts to run, the 8087 is suspended with its BUSY 
line active, waiting for the exception to be 
cleared, and interrupts on the CPU are disabled. 
If, in this condition, the exception handler issues 
any 8087 instruction, other than a no-wait form, 
the result will be an unending wait. To prevent 
this, the exception handler should clear the excep- 
tion on the 8087 and enable interrupts on the 
CPU before executing any instruction that is 
preceded by a WAIT. 

More generally, an instruction that is preceded by 
a WAIT (or an FWAIT instruction) should never 
be executed when CPU interrupts are disabled 
and there is any possibility that the 8087's BUSY 
line is active. 

Status Lines 

When the 8087 has control of the local bus, it 
emits signals on status lines S2-S0 to identify 
the type of bus cycle it is running. The 8087 
generates the restricted (compared to a CPU) set 
of encodings shown in table S-8. These lines 
correspond exactly to the signals output by the 
8086 and 8088 CPU's, and are normally decoded 
by an 8288 Bus Controller. 



Table S-8 


. Bus Cycle Status Signals 


^2 


Si 


s; 


Type of Bus Cycle 


1 
1 
1 




1 
1 


1 



1 


Read Memory 
Write Memory 
Passive; no bus cycle 



Status line S7 is currently identical to BHE of the 
same bus cycle, while S4 and S3 are both currently 
1; however, these signals are reserved by Intel for 
possible future use. Status line S6 emits 1 and S5 
emits 0. 

8.7 Instruction Set 

This section describes the operation of each of the 
8087's 69 instructions. The first part of the 
section describes the function of each instruction 
in detail. For this discussion, the instructions are 
divided into six functional groups: data transfer, 
arithmetic, comparison, transcendental, con- 
stant, and processor control. The second part 
provides instruction attributes such as execution 



speed, bus transfers, and exceptions, as well 
as a coding example for each combination of 
operands accepted by the instruction. This 
information is concentrated in a table, organized 
alphabetically by instruction mnemonic, for easy 
reference. 

Throughout this section, the instruction set is 
described as it appears to the ASM-86 program- 
mer who is coding a program. Appendix A covers 
the actual machine instruction encodings, which 
are principally of use to those reading unfor- 
matted memory dumps, monitoring instruction 
fetches on the bus, or writing exception handlers. 

The instruction descriptions in this section con- 
centrate on describing the normal function of 
each operation. Table S- 19 lists the exceptions 
that can occur for each instruction and table S-32 
details the causes of exceptions as well as the 
8087's masked responses. 

The typical NDP instruction accepts one or twc 
operands as **inputs", operates on these, anc 
produces a result as an **output". Operands are 
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most often (the contents of) register or memory 
locations. The operands of some instructions are 
predefined; for example, FSQRT always takes the 
square root of the number in the top stack ele- 
ment. Others allow, or require, the programmer 
to explicitly code the operand(s) along with the 
instruction mnemonic. Still others accept one 
explicit operand and one implicit operand, which 
is usually the top stack element. 

Whether supplied by the programmer or utilized 
automatically, there are two basic types of 
operands, 50urce5 and destinations. A source 
operand simply supplies one of the **inputs" to 
an instruction; it is not altered by the instruction. 
Even when an instruction converts the source 
operand from one format to another (e.g., real to 
integer), the conversion is actually performed in 
an internal work area to avoid altering the source 
operand. A destination operand may also provide 

an '*input" to an instruction. It is distinguished 
from a source operand, however, because its con- 
tent may be altered when it receives the result 
produced by the operation; that is, the destination 
is replaced by the result. 

Many instructions allow their operands to be cod- 
ed in more than one way. For example, FADD 
(add real) may be written without operands, with 
only a source or with a destination and a source. 
The instruction descriptions in this section 
employ the simple convention of separating alter- 
native operand forms with slashes; the slashes, 
however, are not coded. Consecutive slashes in- 
dicate an option of no explicit operands. The 
operands for FADD are thus described as: 



//source/destination, source 



This means that FADD may be written in any of 
three ways: 

FADD 

FADD source 

FADD destination, source 

When reading this section, it is important 
to bear in mind that memory operands may be 
coded with any of the CPU's memory addressing 
modes. To review these modes — direct, register 
indirect, based, indexed, based indexed— refer to 
sections 2.8 and 2.9. Table S-22 in this chapter 
also provides several addressing mode examples. 



Data Transfer Instructions 

These instructions (summarized in table S-9) 
move operands among elements of the register 
stack, and between the stack top and memory. 
Any of the seven data types can be converted to 
temporary real and loaded (pushed) onto the 
stack in a single operation; they can be stored to 
memory in the same manner. The data transfer 
instructions automatically update the 8087 tag 
word to reflect the register contents following the 
instruction. 



FLD source 

FLD (load real) loads (pushes) the source operand 
onto the top of the register stack. This is done by 
decrementing the stack pointer by one and then 
copying the content of the source to the new stack 
top. The source may be a register on the stack 
(ST(i)) or any of the real data types in memory. 
Short and long real source operands are converted 
to temporary real automatically. Coding FLD 
ST(0) duplicates the stack top. 

Table S-9. Data Transfer Instructions 



Real Transfers 


FLD 
FST 
FSTP 
FXCH 


Load real 
Store real 
Store real and pop 
Exchange registers 


Integer Transfers 


FILD 
FIST 
FISTP 


Integer load 
Integerstore 
Integer store and pop 


Packed Decimal Transfers 


FBLD 
FBSTP 


Packed decimal (BCD) load 
Packed decimal (BCD) store and pop 



FST destination 

FST (store real) transfers the stack top to the 
destination, which may be another register on the 
stack or a short or long real memory operand. If 
the destination is short or long real, the signifi- 
cand is rounded to the width of the destination 
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according to the RC field of the control word, 
and the exponent is converted to the width and 
bias of the destination format. 

If, however, the stack top is tagged special (it con- 
tains 00, a NAN, or a denormal) then the stack 
top's significand is not rounded but is chopped 
(on the right) to fit the destination. Neither is the 
exponent converted, but it also is chopped on the 
right and transferred *'as is". This preserves the 
value's identification as «» or a NAN (exponent 
all ones) or a denormal (exponent all zeros) so 
that it can be properly loaded and tagged later in 
the program if desired. 



F\S1 destination 

FIST (integer store) rounds the CQntent of the 
stack top to an integer according to the RC field 
of the control word and transfers the result to the 
destination. The destination may define a word or 
short integer variable. Negative zero is stored in 
the same encoding as postive zero: 0000... 00. 



f\STP destination 

FISTP (integer store and pop) operates like FIST 
and also pops the stack following the transfer. 
The destination may be any of the binary integer 
datatypes. 



f SIP destination 

FSTP (store real and pop) operates identically to 
FST except that the stack is popped following the 
transfer. This is done by tagging the top stack 
element empty and then incrementing ST. FSTP 
permits storing to a temporary real memory 
variable while FST does not. Coding FSTP ST(0) 
is equivalent to popping the stack with no data 
transfer. 



FXCH //destination 

FXCH (exchange registers) swaps the contents of 
the destination and the stack top registers. If the 
destination is not coded explicitly, ST(1) is used. 
Many 8087 instructions operate only on the stack 
top; FXCH provides a simple means of effectively 
using these instructions on lower stack elements. 
For example, the following sequence takes the 
square root of the third register from the top: 



FXCH ST(3) 
FSQRT 
FXCH ST(3) 



FBLD source 

FBLD (packed decimal (BCD) load) converts the 
content of the source operand from packed 
decimal to temporary real and loads (pushes) the 
result onto the stack. The sign of the source is 
preserved, including the case where the value is 
negative zero. FBLD is an exact operation; the 
source is loaded with no rounding error. 

The packed decimal digits of the source are 
assumed to be in the range 0-9H. The instruction 
does not check for invalid digits (A-FH) and the 
result of attempting to load an invalid encoding is 
undefined. 



FBSTP destination 

FBSTP (packed decimal (BCD) store and pop) 
converts the content of the stack top to a packed 
decimal integer, stores the result at the destination 
in memory, and pops the stack. FBSTP produces 
a rounded integer from a non-integral value by 
adding 0.5 to the value and then chopping. Users 
who are concerned about rounding may precede 
FBSTP with FRNDINT. 



FILD source 



Arithmetic Instructions 



FILD (integer load) converts the source memory 
operand from its binary integer format (word, 
short, or long) to temporary real and loads 
(pushes) the result onto the stack. The (new) stack 
top is tagged zero if all bits in the source were 
zero, and is tagged valid otherwise. 



The 8087's arithmetic instruction set (table S-10) 
provides a wealth of variations on the basic add, 
subtract, multiply, and divide operations, and a 
number of other useful functions. These range 
from a simple absolute value to a square root 
instruction that executes faster than ordinary divi- 
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Table S-10. Arithmetic Instructions 



Addition 


FADD 


Add real 


FADDP 


Add real and pop 


FIADD 


Integer add 


Subtraction 


FSUB 


Subtract real 


FSUBP 


Subtract real and pop 


FISUB 


Integer subtract 


FSUBR 


Subtract real reversed 


FSUBRP 


Subtract real reversed and pop 


FISUBR 


Integer subtract reversed 


Multiplication 


FMUL 


Multiply real 


FMULP 


Multiply real and pop 


FIMUL 


Integer multiply 


Division 


FDIV 


Divide real 


FDIVP 


Divide real and pop 


FIDIV 


Integer divide » 


FDIVR 


Divide real reversed 


FDIVRP 


Divide real reversed and pop 


FIDIVR 


Integer divide reversed 


Other Operations 


FSQRT 


Square root 


FSCALE 


Scale 


FPREM 


Partial remainder 


FRNDINT 


Round to integer 


FXTRACT 


Extract exponent and signif icand 


FABS 


Absolute value 


FCHS 


Change sign 



sion; 8087 programmers no longer need to spend 
valuable time eliminating square roots from 
algorithms because they run too slowly. Other 
arithmetic instructions perform exact modulo 
division, round real numbers to integers, and 
scale values by pov^ers of two. 

The 8087 's basic arithmetic instructions (addi- 
tion, subtraction, multiplication, and division) 
are designed to encourage the development of 
very efficient algorithms. In particular, they allow 



the programmer to minimize memory references 
and to make optimum use of the NDP register 
stack. 

Table S-11 summarizes the available opera- 
tion/operand forms that are provided for basic 
arithmetic. In addition to the four normal opera- 
tions, two '^reversed" instructions make sub- 
traction and division ** symmetrical' Mike addition 
and multiplication. The variety of instruction and 
operand forms give the programmer unusual 
flexibility: 

• operands may be located in registers or 
memory; 

• results may be deposited in a choice of 
registers; 

® operands may be a variety of NDP data 
types: temporary real, long real, short real, 
short integer or word integer, with automatic 
conversion to temporary real performed by 
the 8087. 

Five basic instruction forms may be used across 
all six operations, as shown in table S-U. The 
classical stack form may be used to make the 8087 
operate like a classical stack machine. No 
operands are coded in this form, only the instruc- 
tion mnemonic. The NDP picks the source 
operand from the stack top and the destination 
from the next stack element. It then pops the 
stack, performs the operation, and returns the 
result to the new stack top, effectively replacing 
the operands by the result. 

The register form is a generalization of the 
classical stack form; the programmer specifies the 
stack top as one operand and any register on the 
stack as the other operand. Coding the stack top 
as the destination provides a convenient way to 
access a constant, held elsewhere in the stack, 
from the stack top. The converse coding (ST is the 
source operand) allows, for example, adding the 
top into a register used as an accumulator. 

Often the operand in the stack top is needed for 
one operation but then is of no further use in the 
computation. The register pop form can be used 
to pick up the stack top as the source operand, 
and then discard it by popping the stack. Coding 
operands of ST(1),ST with a register pop 
mnemonic is equivalent to a classical stack opera- 
tion: the top is popped and the result is left at the 
new top. 
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Table S-1 1 . Basic Arithmetic Instructions and Operands 



Instruction Form 


Mnemonic 
Form 


Operand Forms 
destination, source 


ASM-86 Example 


Classical stack 
Register 
Register pop 
Real memory 
Integer memory 


Fop 
Fop 
FopP 
Fop 
Flop 


{ST(1),ST> 

ST(i).STorST,ST(i) 

ST(i),ST 

{ST,> short-real /long-real 

{ST,> word-integer/short-integer 


FADD 

FSUB ST,ST(3) 
FMULP ST(2),ST 
FDIV AZIMUTH 
FIDIV N_PULSES 



NOTES: Braces -C > surround implicit operands; these are not coded, and are shown 
here for information only. 

op = ADD destination <- destination + source 
SUB destination <- destination -source 
SUBR destination <- source - destination 
MUL destination <- destination • source 
DIV destination ♦- destination ^ source 
DIVR destination <- source -^ destination 



The two memiory forms increase the flexibility of 
the 8087 's arithmetic instructions. They permit a 
real number or a binary integer in memory to be 
used directly as a source operand. This is a very 
useful facility in situations where operands are 
not used frequently enough to justify holding 
them in registers. Note that any memory address- 
ing mode may be used to define these operands, 
so they may be elements in arrays, structures or 
other data organizations, as well as simple 
scalars. 

The six basic operations are discussed further in 
the next paragraphs, and descriptions of the 
remaining seven arithmetic operations follow. 



Addition 

FADD //source/destination, source 
FAD DP destination, source 
FIADD source 



Normal Subtraction 
FSUB //source/destination, source 
FSUBP destination, source 
FISUB source 

The normal subtraction instructions (subtract 
real, subtract real and pop, integer subtract) sub- 
tract the source operand from the destination and 
return the difference to the destination. 



Reversed Subtraction 
FSUBR //source/destination, source 
FSUBRP destination, source 
FISUBR source 

The reversed subtraction instructions (subtract 
real reversed, subtract real reversed and pop, 
integer subtract reversed) subtract the destination 
from the source and return the difference to the 
destination. 



The addition instructions (add real, add real and 
pop, integer add) add the source and destination 
operands and return the sum to the destination. 
The operand at the stack top may be doubled by 
coding: 



FADD ST,ST(0) 



Multiplication 

FMUL //source/destination, source 
FMULP destination, source 
FIMUL source 

The multiplication instructions (multiply real, 
multiply real and pop, integer multiply) multiply 
the source and destination operands and return 
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the product to the destination. Coding 
FMUL ST,ST(0) squares the content of the 
stack top. 



Normal Division 

FDIV //source/destination, source 
FDIVP destination, source 
FIDIV source 

The normal division instructions (divide real, 
divide real and pop, integer divide) divide the 
destination by the source and return the quotient 
to the destination. 



Reversed Division 

FDIVR //source/destination, source 
FDIVRP destination, source 
FIDIVR source 

The reversed division instructions (divide real 
reversed, divide real reversed and pop, integer 
divide reversed) divide the source operand by 
the destination and return the quotient to the 
destination. 

FSQRT 

FSQRT (square root) replaces the content of the 
top stack element with its square root. (Note: the 
square root of -0 is defined to be -0.) 



FSCALE 

FSCALE (scale) interprets the value contained in 
ST(1) as an integer, and adds this value to the 
exponent of the number in ST. This is equivalent 
to: 

ST<-ST*2ST(1) 

thus, FSCALE provides rapid multiplication or 
division by integral powers of 2. It is particularly 
useful for scaling the elements of a vector. 

Note that FSCALE assumes the scale factor 
in ST(1) is an integral value in the range 
-2'^^<X< 2^^. If the value is not integral, but is 
in-range and is greater in magnitude than 1, 
FSCALE uses the nearest integer smaller in 
magnitude, i.e., it chops the value toward 0. If the 
value is out of range, or < | X | < 1, the instruc- 
tion will produce an undefined result and will not 



signal an exception. The recommended practice is 
to load the scale factor from a word integer to 
ensure correct operation. 

FPREM 

FPREM (partial remainder) performs modulo 
division of the top stack element by the next stack 
element, i.e., ST(1) is the modulus. FPREM pro- 
duces an exact result; the precision exception does 
not occur. The sign of the remainder is the same 
as the sign of the original dividend. 

FPREM operates by performing successive scaled 
subtractions; obtaining the exact remainder when 
the operands differ greatly in magnitude can con- 
sume large amounts of execution time. Since the 
8087 can only be preempted between instructions, 
the remainder function could seriously increase 
interrupt latency in these cases. Accordingly, the 
instruction is designed to be executed iteratively in 
a software-controlled loop. 

FPREM can reduce a magnitude difference of up 
to 2^^ in one execution. If FPREM produces a 
remainder that is less than the modulus, the func- 
tion is complete and bit C2 of the status word 
condition code is cleared. If the function is 
incomplete, C2 is set to 1 ; the result in ST is then 
called the partial remainder. Software can inspect 
C2 by storing the status word following execution 
of FPREM and re-execute the instruction (using 
the partial remainder in ST as the dividend), until 
C2 is cleared. Alternatively, a program can deter- 
mine when the function is complete by comparing 
ST to ST(1). If ST>ST(1) then FPREM must be 
executed again; if ST=ST(1) then the remainder is 
0; if ST<ST(1) then the remainder is ST. A higher 
priority interrupting routine which needs the 8087 
can force a context switch between the instruc- 
tions in the remainder loop. 

An important use for FPREM is to reduce 
arguments (operands) of periodic transcendental 
functions to the range permitted by these 
instructions. For example, the FPTAN (tangent) 
instruction requires its argument to be less than 
7t/4. Using 71/4 as a modulus, FPREM will reduce 
an argument so that it is in range of FPTAN. 
Because FPREM produces an exact result, the 
argument reduction does not introduce roundoff 
error into the calculation, even if several itera- 
tions are required to bring the argument into 
range. (The rounding of n does not create the 
effect of a rounded argument, but of a rounded 
period.) 
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FPREM also provides the least-significant three 
bits of the quotient generated by FPREM (in C3, 
Cj, Cq). This is also important for transcendental 
argument reduction since it locates the original 
angle in the correct one of eight ti/4 segments of 
the unit circle. 



FRNDINT 

FRNDINT (round to integer) rounds the top 
stack element to an integer. For example, assume 
that ST contains the 8087 real number encoding 
of the decimal value 155.625. FRNDINT will 
change the value to 155 if the RC field of the con- 
trol word is set to down or chop, or to 156 if it is 
set to up or nearest. 



FXTRACT 

FXTRACT (extract exponent and significand) 
**decomposes'' the number in the stack top into 
two numbers that represent the actual value of the 
operand's exponent and significand fields. The 
^'exponent" replaces the original operand on the 
stack and the ** significand" is pushed onto the 
stack. Following execution of FXTRACT, ST 
(the new stack top) contains the value of the 
original significand expressed as a real number: 
its sign is the same as the operand's, its exponent 
is true (16,383 or 3FFFH biased), and its signifi- 
cand is identical to the original operand's. ST(1) 
contains the value of the original operand's true 
(unbiased) exponent expressed as a real number. 
If the original operand is zero, FXTRACT pro- 
duces zeros in ST and ST(1) and both are signed 
as the original operand. 

To clarify the operation of FXTRACT, assume 
ST contains a number whose true exponent is +4 
(i.e., its exponent field contains 4003H). After 
executing FXTRACT, ST(1) will contain the real 
number +4.0; its sign will be positive, its exponent 
field will contain 400 IH (+2 true) and its signifi- 
cand field will contain 1^00... OOB. In other 
words, the value in ST(1) will be 1.0 x 2^ = 4. If 
ST contains an operand whose true exponent is 
-7 (i.e., its exponent field contains 3FF8H), then 
FXTRACT will return an '^exponent" of -7.0; 
after the instruction executes, ST(l)'s sign and 
exponent fields will contain COOIH (negative 



sign, true exponent of 2) and its significand will 
be 1^1100...00B. In other words the value in 
ST(1) will be -1.11 x 2^ = -7.0. In both cases, 
following FXTRACT, ST's sign and significand 
fields will be the same as the original operand's, 
and its exponent field will contain 3FFFH, 
(Otrue). 

FXTRACT is useful in conjunction with FBSTP 
for converting numbers in 8087 temporary real 
format to decimal representations (e.g., for 
printing or displaying). It can also be useful for 
debugging since it allows the exponent and signifi- 
cand parts of a real number to be examined 
separately. 



FABS 

FABS (absolute value) changes the top stack ele- 
ment to its absolute value by making its sign 
positive. 



FCHS 

FCHS (change sign) complements (reverses) the 
sign of the top stack element. 



Comparison Instructions 

Each of these instructions (table S-12) analyzes 
the top stack element, often in relationship to 
another operand, and reports the result in the 
status word condition code. The basic operations 
are compare, test (compare with zero), and 
examine (report tag, sign, and normalization). 
Special forms of the compare operation are pro- 
vided to optimize algorithms by allowing direct 
comparisons with binary integers and real 
numbers in memory, as well as popping the stack 
after a comparison. 

The FSTSW (store status word) instruction may 
be used following a comparison to transfer the 
condition code to memory for inspection. Section 
S.IO contains an example of using this technique 
to implement conditional branching. 

Note that instructions other than those in the 
comparison group may update the condition 
code. To insure that the status word is not altered 
inadvertently, store it immediately following a 
comparison operation. 
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VCOIA/ /source 



¥\C01AP source 



FCOM (compare real) compares the stack top to 
the source operand. The source operand may be a 
register on the stack, or a short or long real 
memory operand. If an operand is not coded, 
ST is compared to ST(1). Positive and negative 
forms of zero compare identically as if they were 
unsigned. Following the instruction, the condi- 
tion codes reflect the order of the operands as 
follows: 



C3 


CO 


Order 





1 
1 




1 



1 


ST > source 
ST < source 
ST = source 
ST? source 



NANs and «» (projective) cannot be compared 
and return C3=C0=1 as shown above. 

Table S-12. Comparison Instructions 



FCOM 


Compare real 


FCOMP 


Compare real and pop 


FCOMPP 


Compare real and pop twice 


FICOM 


Integer compare 


FICOMP 


Integer compare and pop 


FTST 


Test 


FXAM 


Examine 



¥001AP //source 

FCOMP (compare real and pop) operates like 
FCOM, and in addition pops the stack. 



FCOMPP 



FICOMP (integer compare and pop) operates 
identically to FICOM and additionally discards 
the value in ST by popping the stack. 



FTST 

FTST (test) tests the top stack element by compar- 
ing it to zero. The result is posted to the condition 
codes as follows: 



03 


CO 


Result 








ST is positive and 
nonzero 





1 


ST Is negative and 
nonzero 


1 





ST is zero (+ or-) 


1 


1 


ST is not com- 
parable (i.e., it is a 
NAN or projective 



FXAM 

FXAM (examine) reports the content of the top 
stack element as positive/negative and NAN/ 
unnormal/denormal/normal/zero, or empty. 
Table S-13 lists and interprets all the condition 
code values that FXAM generates. Although four 
different encodings may be returned for an empty 
register, bits C3 and CO of the condition code are 
both 1 in all encodings. Bits C2 and CI should be 
ignored when examining for empty. 



FCOMPP (compare real and pop twice) operates 
like FCOM and additionally pops the stack twice, 
discarding both operands. The comparison is of 
the stack top to ST(1); no operands may be 
explicitly coded. 



FICOM source 

FICOM (integer compare) converts the source 
operand, which may reference a word or short 
binary integer variable, to temporary real and 
compares the stack top to it. 



Transcendental Instructions 

The instructions in this group (table S-14) per- 
form the time-consuming core calculations for all 
common trigonometric, inverse trigonometric, 
hyperbolic, inverse hyperbolic, logarithmic and 
exponential functions. Prologue and epilogue 
software may be used to reduce arguments to the 
range accepted by the instructions and to adjust 
the result to correspond to the original arguments 
if necessary. The transcendentals operate on the 
top one or two stack elements and they return 
their results to the stack also. 
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Table S-1 3. FXAM Condition Code Settings 



Condition Code 


Interpretation 


C3 


C2 


C1 


CO 














+ Unnormal 











1 


+ NAN 








1 





- Unnormal 








1 


1 


-NAN 





1 








+ Normal 





1 





1 


+ oo 





1 


1 





- Normal 





1 


1 


1 


— oo 













+ 










1 


Empty 







1 





-0 







1 


1 


Empty 




1 








+ Denormal 




1 





1 


Empty 




1 


1 





- Denormal 




1 


1 


1 


Empty 



Table S-14. Transcendental Instructions 



FPTAN 


Partial tangent 


FPATAN 


Partial arctangent 


F2XM1 


2^-1 


FYL2X 


Y • log2X 


FYL2XP1 


Y*log2(X4-1) 



The transcendental instructions assume that their 
operands are valid and in-range . The instruction 
descriptions in this section provide the range of 
each operation. To be considered valid, an 
operand to a transcendental must be normalized; 
denormals, unnormals, infinities and NANs are 
considered invalid. (Zero operands are accepted 
by some functions and are considered out-of- 
range by others.) If a transcendental operand is 
invalid or out-of-range, the instruction will 
produce an undefined result without signalling an 
exception. It is the programmer's responsibility to 



ensure that operands are valid and in-range 
before executing a transcendental. For periodic 
functions, FPREM may be used to bring a valid 
operand into range. 



FPTAN 

FPTAN (partial tangent) computes the function 
Y/X = TAN (0). is taken from the top stack 
element; it must lie in the range < < n/4. The 
result of the operation is a ratio; Y replaces in 
the stack and X is pushed, becoming the new 
stack top. 

The ratio result of FPTAN and the ratio argu- 
ment of FPATAN are designed to optimize the 
calculation of the other trigonometric functions, 
including SIN, COS, ARCSIN and ARCCOS. 
These can be derived from TAN and ARCTAN 
via standard trigonometric identities. 



FPATAN 

FPATAN (partial arctangent) computes the func- 
tion = ARCTAN (Y/X). X is taken from the 
top stack element and Y from ST(1). Y and X 
must observe the inequality < Y < X < «>. The 
instruction pops the stack and returns to the 
(new) stack top, overwriting the Y operand. 



F2XM1 

F2XM1 (2 to the X minus 1) calculates the func- 
tion Y = 2^ -1 . X is taken from the stack top and 
must be in the range < X < 0.5. The result Y 
replaces X at the stack top. 

This instruction is designed to produce a very 
accurate result even when X is close to zero. To 
obtain Y=2^, add 1 to the result delivered by 
F2XM1. 

The following formulas show how values other 
than 2 may be raised to a power of X: 

10^ = 2^*^^^210 
gx = 2^*'-OG2e 

yX=:2X*LOG2y 
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As shown in the next section, the 8087 has built-in 
instructions for loading the constants LOG2IO 
and L0G2e, and the FYL2X instruction may be 
used to calculate X^LOG^Y. 



FYL2X 

FYL2X (Y log base 2 of X) calculates the function 
Z = Y«L0G2X. X is taken from the stack top and 
Y from ST(1). The operands must be in the ranges 
< X < 00 and - 00 < Y < + 00. The instruction 
pops the stack and returns Z at the (new) stack 
top, replacing the Y operand. 

This function optimizes the calculation of log to 
any base other than two since a multiplication is 
always required: 



Table S- 1 5 . Constant Instructions 



L0G„2« 



LOGgX 



FYL2XP1 

FYL2XP1 (Y log base 2 of (X + 1)) calculates 
the function Z = Y*L0G2 (^+1)- ^ is taken 
from the. stack top and must be in the range 
< |X|< (1 -(V272)). Y is taken from ST(1) and 
must be in the range - 00 < y < 00. FYL2XP1 
pops the stack and returns Z at the (new) stack 
top, replacing Y. 

This instruction provides improved accuracy over 
FYL2X when computing the log of a number very 
close to 1, for example 1 + z where £ « 1. 
Providing e rather than 1 + £ as the input to the 
function allows more significant digits to be 
retained. 



Constant Instructions 

Each of these instructions (table S-15) loads 
(pushes) a commonly-used constant onto the 
stack. The values have full temporary real preci- 
sion (64 bits) and are accurate to approximately 
19 decimal digits. Since a temporary real constant 
occupies 10 memory bytes, the constant instruc- 
tions, which are only two bytes long, save storage 
and improve execution speed, in addition to 
simplifying programming. 



FLDZ 


Load -1-0.0 


FLD1 


Load +1.0 


FLDPI 


Loadrr 


FLDL2T 


Load loQglO 


FLDL2E 


Load logje 


FLDLG2 


Loadlog^o^ 


FLDLN2 


Load logg2 



FLDZ 

FLDZ (load zero) loads (pushes) +0.0 onto the 
stack. 



FLD1 

FLDl (load one) loads (pushes) +1.0 onto the 
stack. 



FLDPI 

FLDPI (load n) loads (pushes) tt onto the stack. 

FLDL2T 

FLDL2T (load log base 2 of 10) loads (pushes) the 
value LOG2IO onto the stack. 

FLDL2E 

FLDL2E (load log base 2 of e) loads (pushes) the 
value L0G2e onto the stack. 



FLDLG2 

FLDLG2 (load log base 10 of 2) loads (pushes) 
the value L0Giq2 onto the stack. 



FLDLN2 

FLDLN2 (load log base e of 2) loads (pushes) the 
value L0Gg2 onto the stack. 
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Processor Control Instructions 

Most of these instructions (table S-16) are not 
used in computations; they are provided prin- 
cipally for system-level activities. These include 
initialization, exception handling and task 
switching. 



As shown in table S-16, an alternate mnemonic is 
available for many of the processor control 
instructions. This mnemonic, distinguished by a 
second character of *'N", instructs the assembler 
to not prefix the instruction with a CPU WAIT 
instruction (instead, a CPU NOP precedes the 
instruction). This ** no-wait" form is intended for 
use in critical code regions where a WAIT instruc- 
tion might precipitate an endless wait. Thus, 
when CPU interrupts are disabled, and the NDP 
can potentially generate an interrupt, the no-wait 
form should be used. When CPU interrupts are 
enabled, as will normally be the case when an 
application task is running, the '*wait" forms of 
these instructions should be used. 



Except for FNSTENV and FNSAVE, all instruc- 
tions which provide a no-wait mnemonic are self- 
synchronizing and can be executed back-to-back 
in any combination without intervening FWAITs. 
These instructions can be executed by the 8087 
CU while the NEU is busy with a previously 
decoded instruction. To insure' that the processor 
control instruction executes after completion of 
any operation in progress in the NEU, the '*wait'' 
form of that instruction should be used. 



FDISI/FNDISI 

FDISI/FNDISI (disable interrupts) sets the inter- 
rupt enable mask in the control word and 
prevents the NDP from issuing an interrupt 
request. 

Table S-16. Processor Control Instructions 



FINIT/FNINIT 


Initialize processor 


FDISI/FNDISI 


Disable Interrupts 


FENI/FNENI 


Enable interrupts 


FLDCW 


Load control word 


FSTCW/FNSTCW 


Store control word 


FSTSW/FNSTSW 


Store status word 


FCLEX/FNCLEX 


Clear exceptions 


FSTENV/FNSTENV 


Store environment 


FLDENV 


Load environment 


FSAVE/ FNSAVE 


Save state 


FRSTOR 


Restore state 


FINCSTP 


Increment stack pointer 


FDECSTP 


Decrement stack pointer 


FFREE 


Free register 


FNOP 


No operation 


FWAIT 


CPU wait 



FENI/FNENI 



FINIT/FNINIT 

FINIT/FNINIT (initialize processor) performs 
the functional equivalent of a hardware RESET 
(see section S.6), except that it does not affect the 
instruction fetch synchronization of the 8087 and 
its CPU. 



For compatibility with the 8087 emulator, a 
system should call the INIT87 procedure in lieu of 
executing FINIT/FNINIT when the processor is 
first initialized (see section S.8 for details). Note 
that if FNINIT is executed while a previous 8087 
memory referencing instruction is running, 8087 
bus cycles in progress will be aborted. 



FENI/FNENI (enable interrupts) clears the inter- 
rupt enable mask in the control word, allowing 
the 8087 to generate interrupt requests. 

FLDCW source 

FLDCW (load control word) replaces the current 
processor control word with the word defined by 
the source operand. This instruction is typically 
used to establish, or change, the 8087's mode of 
operation. Note that if an exception bit in the 
status word is set, loading a new control word 
that unmasks that exception and clears the inter- 
rupt enable mask will generate an immediate 
interrupt request before the next instruction is 
executed. When changing modes, the recom- 
mended procedure is to first clear any exceptions 
and then load the new control word. 



S-39 



Mnemonics © Intel 1980 



8087 NUMERIC DATA PROCESSOR 



FSTCVJ/FtiSTCV^ destination 

FSTCW/FNSTCW (store control word) writes 
the current processor control word to the memory 
location defined by the destination. 



FSTSW/FNSTSW destination 

FSTSW/FNSTCW (store status word) writes the 
current value of the 8087 status word to the 
destination operand in memory. The instruction 
has many uses: 

• to implement conditional branching 
following a comparison or FPREM instruc- 
tion (FSTSW); 

• to poll the 8087 to determine if it is busy 
(FNSTSW); 

• to invoke exception handlers in environments 
that do not use interrupts (FSTSW). 



FCLEX/FNCLEX 

FCLEX/FNCLEX (clear exceptions) clears all 
exception flags, the interrupt request flag and the 
busy flag in the status word. As a consequence, 
the 8087's INT and BUSY lines go inactive. An 
exception handler must issue this instruction 
before returning to the interrupted computation, 
or another interrupt request will be generated 
immediately, and an endless loop may result. 



FSAyfE/FfiS AVE destination 

FSAVE/FNSAVE (save state) writes the full 8087 
state— environment plus register stack— to the 
memory location defined by the destination 
operand. Figure S-18 shows the layout of the 94- 
byte save area; typically the instruction will be 
coded to save this image on the CPU stack. If an 
instruction is executing in the 8087 NEU when 
FNSAVE is decoded, the CPU queues the 
FNSAVE and delays its execution until the run- 
ning instruction completes normally or 
encounters an unmasked exception. Thus, the 
save image reflects the state of the NDP following 
the completion of any running instruction. After 
writing the state image to memory, 
FSAVE/FNSAVE initializes the 8087 as if 
FINIT/FNINIT had been executed. 



FSAVE/FNSAVE is useful whenever a program 
wants to save the current state of the NDP and 
initialize it for a new routine. Three examples are: 

• an operating system needs to perform a 
context switch (suspend the task that had 
been running and give control to a new task); 

• an interrupt handler needs to use the 8087; 

• an application task wants to pass a **clean" 
8087 to a subroutine. 

FNSAVE must be * 'protected'* by executing it in 
a critical region, i.e., with CPU interrupts dis- 
abled. This prevents an interrupt handler from 
executing a second FNSAVE (or other **no-wait" 
processor control instruction that references 
memory) which could destroy the first FNSAVE 
if it is queued in the 8087. An FWAIT should be 
executed before CPU interrupts are enabled or 
any subsequent 8087 instruction is executed. 
(Because the FNSAVE initializes the NDP, there 
is no danger of the FWAIT causing an endless 
wait.) Other CPU instructions may be executed 
between the FNSAVE and the FWAIT; this 
parallel execution will reduce interrupt latency if 
the FNSAVE is queued in the 8087. 



FRSTOR source 

FRSTOR (restore state) reloads the 8087 from the 
94-byte memory area defined by the source 
operand. This information should have been writ- 
ten by a previous FSAVE/FNSAVE instruction 
and not altered by any other instruction. CPU 
instructions (that do not reference the save image) 
may immediately follow FRSTOR, but no NDP 
instruction should be without an intervening 
FWAIT or an assembler-generated WAIT. 

Note that the 8087 **reacts" to its new state at the 
conclusion of the FRSTOR; it will for example, 
generate an immediate interrupt request if the 
exception and mask bits in the memory image so 
indicate. 



FSTEN V/FNSTEN V destination 

FSTENV/FNSTENV (store environment) writes 
the 8087's basic status— control, status and tag 
words, and exception pointers— to the memory 
location defined by the destination operand. 
Typically the environment is saved on the CPU 
stack. FSTENV/FNSTENV is often used by 
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exception handlers because it provides access to 
the exception pointers which identify the offend- 
ing instruction and operand. After saving the 
environment, FSTENV/FNSTENV sets all excep- 
tion masks in the processor; it does not affect the 
interrupt-enable mask. Figure S-19 shows the for- 
mat of the environment data in memory. If 
FNSTENV is decoded while another instruction is 
executing concurrently in the NEU, the 8087 
queues the FNSTENV and does not store the 
environment until the other instruction has com- 
pleted. Thus, the data saved by the instruction 
reflects the 8087 after any previously decoded 
instruction has been executed. 

INCREASING ADDRESSES 





15 











CONTROLWORD 




STATUS WORD 




TAG WORD 


INSTRUCTION J 


IP15-0 


POINTER ^ 


IP19-16 





OPCODE 1 


OPERAND J 


OP15-0 1 


POINTER j 


OP19-16 


1 




- 


SIGNIFICAND15.0 




SIGNIFICAND 31-16 


TOP STACK J 
ELEMENT:ST ^ 


SIGNIFICAND 47-32 






SIGNIFICAND 63-48 




S 


EXPONENT 14-0 




SIGNIFICAND 15-0 




SIGNIFICAND 31-16 


NEXT STACK J 
ELEMENT:ST{1) ^ 


SIGNIFICAND 47-32 






SIGNIFICAND 63-48 




S 


EXPONENT 14-0 


J 
1 


1; J 




< 


SIGNIFICAND 15-0 




SIGNIFICAND 31-16 


LAST STACK J 
ELEMENT:ST(7) ^ 


SIGNIFICAND 47-32 






SIGNIFICAND 63-48 




S 


EXPONENT 14-0 



+ 10 
+ 12 
+ 14 
+ 16 
+ 18 
+ 20 
+ 22 
+ 24 
+ 26 
+ 28 
+ 30 
+ 32 



+ 90 

+ 92 

NOTES: 
S = Sign 

Bit of each field is rightmost, least significant bit of corresponding 
register field. 

Bit 63 of significand is integer bit (assumed binary point is immediately 
to the right). 

Figure S-18. FSAVE/FRSTOR Memory 
Layout 



FSTENV/FNSTENV must be allowed to com- 
plete before any other 8087 instruction is 
decoded. When FSTENV is coded, an explicit 
FWAIT, or assembler-generated WAIT, should 
precede any subsequent 8087 instruction. An 
FNSTENV must be executed in a critical region 
that is protected from interruption, in the same 
manner as FNSAVE. (There is no risk of the 
following FWAIT causing an endless wait, 
because FNSTENV masks all exceptions, thereby 
preventing an interrupt request from the 8087.) 

INCREASING ADDRESSES 



INSTRUCTION 
POINTER 



OPERAND 
POINTER 





5 









CONTROLWORD 




STATUS WORD 




TAG WORD 


/ 
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I 


OP19-16 


» 
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f2 t 

¥A 
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H2 



Figure S-19. FSTENV/FLDENV Memory 
Layout 

FLDEHM source 

FLDENV (load environment) reloads the 8087 
environment from the memory area defined by 
the source operand. This data should have been 
written by a previous FSTENV/FNSTENV 
instruction. CPU instructions (that do not 
reference the environment image) may 
immediately follow FLDENV, but no subsequent 
NDP instruction should be executed without an 
intervening FWAIT or assembler-generated 
WAIT. 

Note that loading an environment image that con- 
tains an unmasked exception will cause an 
immediate interrupt request from the 8087 
(assuming IEM=0 in the environment image). 



FINCSTP 

FINCSTP (increment stack pointer) adds 1 to the 
stack top pointer (ST) in the status word. It does 
not alter tags or register contents, nor does it 
transfer data. It is not equivalent to popping the 
stack since it does not set the tag of the previous 
stack top to empty. Incrementing the stack 
pointer when ST=7 produces ST=0. 
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FDECSTP 

FDECSTP (decrement stack pointer) subtracts 1 
from ST, the stack top pointer in the status word. 
No tags or registers are altered, nor is any data 
transferred. Executing FDECSTP when ST=0 
produces ST=7. 

FFREE destination 

FFREE (free register) changes the destination 
register's tag to empty; the content of the register 
is unaffected. 

FNOP 

FNOP (no operation) stores the stack top to the 
stack top (FST ST,ST(0)) and thus effectively 
performs no operation. 

FWAIKCPU instruction) 

FWAIT is not actually an 8087 instruction, but an 
alternate mnemonic for the CPU WAIT instruc- 
tion described in section 2.8. The FWAIT 
mnemonic should be coded whenever the pro- 
grammer wants to synchronize the CPU to the 
NDP, that is, to suspend further instruction 
decoding until the NDP has completed the current 
instruction. A CPU Instruction should not 
attempt to access a memory operand that has 
been read or written by a previous 8087 instruc- 



tion until the 8087 instruction has completed. The 
following coding shows how FWAIT can be used 
to force the CPU instruction to wait for the 8087: 

FNSTSW STATUS 

FWAIT ;Wait for FNSTSW 

MOV AX,STATUS 

Programmers should not code WAIT to 
synchronize the CPU and the NDP. The routines 
that alter an object program for 8087 emulation 
eliminate FWAITs (and assembler-generated 
WAITs) but do not change any explicitly coded 
WAITS. The program will wait forever if a WAIT 
is encountered in emulated execution, since there 
is no 8087 to drive the CPU's TEST pin active. 

Instruction Set Reference Information 

Table S-19 lists the operating characteristics of all 
the 8087 instructions. There is one table entry for 
each instruction mnemonic; the entries are in 
alphabetical order for quick lookup. Each entry 
provides the general operand forms accepted by 
the instruction as well as a list of all exceptions 
that may be detected during the operation. 

There is one entry for each combination of 
operand types that can be coded with the 
mnemonic. Table S-17 explains the operand iden- 
tifiers allowed in table S-19. Following this entry 
are columns that provide execution time in clocks, 
the number of bus transfers run during the opera- 
tion, the length of the instruction in bytes, and an 
ASM-86 coding sample. 



Table S-17. Key to Operand Types 



Identifier 


Explanation 


ST 
ST(i) 

Short-real 

Long-real 

Temp-real 

Packed-decimal 

Word-integer 

Short-integer 

Long-integer 

nn-bytes 


Stack top; the register currently at the top of the stack. 

A register in the stack i (0<i<7) stack elements from the 
top. ST(1) is the next-on-stack register, ST(2) is below 
ST(1),etc. 

A short real (32 bits) number in memory. 

A long real (64 bits) number in memory. 

A temporary real (80 bits) number in memory. 

A packed decimal integer (18 digits, 10 bytes) in memory. 

A word binary integer (16 bits) in memory. 

A short binary integer (32 bits) in memory. 

A long binary integer (64 bits) in memory. 

A memory area nn bytes long. 
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Execution Time 

The execution of an 8087 instruction involves 
three principal activities, each of which may con- 
tribute to the total duration (execution time) of 
the operation: 

• Instruction fetch 

• Instruction execution 

• Operand transfer 

The CPU and NDP simultaneously prefetch and 
queue their common instruction stream from 
memory. This activity is performed during spare 
bus cycles and proceeds in parallel with the execu- 
tion of instructions from the queue. Because of 
their complexity, 8087 instructions typically take 
much longer to execute than to fetch. This means 
that in a typical sequence of 8087 instructions the 
processors have a relatively large amount of time 
available to maintain full instruction queues. 
Instruction fetching is therefore fully overlapped 
with execution and does not contribute to the 
overall duration of a series of instructions. Fetch 
time does become apparent when a CPU jump or 
call instruction alters the normal sequential 
execution. This empties the queues and delays 
execution of the target instruction until it is 
fetched from memory. The time required to fetch 
the instruction depends on its length, the type of 
CPU, and, if the CPU is an 8086, whether the 
instruction is located at an even or odd address. 
(Slow memories, which force the insertion of wait 
states in bus cycles, and the bus activities of other 
processors in the system, may also lengthen fetch 
time.) Section 2.7 covers this topic in more detail. 

Table S-19 quotes a typical execution time and a 
range for each instruction. Dividing the figures in 
the table by 5 (assuming a 5 MHz clock) produces 
execution time in microseconds. The typical case 
is an estimate for operand values that normally 
characterize most applications. The range 
encompasses best- and worst-case operand values 
that may be found in extreme circumstances. 
Where applicable, the figures include all overhead 
incurred by the CPU'^ execution of the ESC 
instruction, local bus arbitration (request/grant 
time), and the average overhead imposed by a 
preceding WAIT instruction ( half of the 5-clock 
cycle that it uses to examine the TEST pin). 

The execution times assume that no exceptions 
are detected. Invalid operation, denormalized 
(unmasked), and zerodivide exceptions usually 



decrease execution time from the typical figure, 
but it will still fall within the quoted range. The 
precision exception has no effect on execution 
time. Unmasked overflow and underflow, and 
masked denormalized exceptions, impose the 
penalties shown in table S-18. Absolute worst- 
case execution time is therefore the high range 
figure plus the largest penalty that may be 
encountered. 

For instructions that transfer operands to or from 
memory, the execution times in table S-19 show 
that the time required for the CPU to calculate 
the operand's effective address (EA) should be 
added. Effective address calculation time varies 
according to addressing mode; table 2-20 supplies 
the figures. 



Table S-18. Execution Penalties 



Exception 


Additional Clocks 


Overflow (unmasked) 
Underflow (unmasked) 
Denormalized (masked) 


14 
16 
33 



Bus Transfers 

Instructions that reference memory execute bus 
cycles to transfer operands. Each transfer 
requires one bus cycle. The number of transfers 
depends on the length of the operand, the type of 
CPU, and the alignment of the operand if the 
CPU is an 8086. The figures in table S-19 include 
the **dummy read" transfer(s) performed by the 
CPU in its execution of the escape instruction that 
corresponds to the 8087 instruction. The first 
8086 figure is for even-addressed operands, and 
the second is for odd-addressed operands. 

A bus cycle (transfer) consumes four clocks if the 
bus is immediately available and if the memory is 
running at processor speed, without wait states. 
Additional time is required if slow memories are 
employed, because these insert wait states into the 
bus cycle. In multiprocessor environments, the 
bus may not be available immediately if a higher 
priority processor is using it; this also can increase 
effective transfer time. 
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Instruction Length 

Instructions that do not reference memory are 
two bytes long. Memory reference instructions 
vary between two and four bytes. The third and 
fourth bytes are used for 8- or 16-bit displacement 
values; the assembler generates the short displace- 
ment whenever possible. No displacements are 
required in memory references that use only CPU 
register contents to calculate an operand's effec- 
tive address. 



Note that the lengths quoted in table S-19 do not 
include the one byte CPU WAIT instruction that 
the assembler automatically inserts in front of all 
NDP instructions (except those coded with a '*no- 
wait" mnemonic). 



Table S-19. Instruction Set Reference Data 



FABS 


FABS (no operands) 
Absolute value 


Exceptions: 1 




Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


14 


10-17 








2 


FABS 



FADD FADD //source/destination, source ^ ^. , r^ ^ ,, r^ 

Add real Exceptions: l,D,0,U.P 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


//ST,ST(i)/ST(i),ST 

short-real 

long-real 


85 
105+EA 
110+EA 


70-100 
90-120+EA 
95-125+EA 




2/4 
4/6 



4 
8 


2 

2-4 
2-4 


FADD ST,ST(4) 
FADD AIR_TEMP [SI] 
FADD [BXj.MEAN 



FAD DP FADDP destination, source ^ . . ,^^ ,, „ 

A^^ .«oi ««^ ««r. Exceptions: 1, D, 0, U, P 
Add real and pop ^ 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


STCO.ST 


90 


75-105 








2 


FADDP ST(2),ST 



FBLD 


FBLD source 

Packed decimal (BCD) load Exceptions: 1 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


packed-decimal 


300+EA 


290-31 0+E A 


5/7 


10 


2-4 


FBLD YTD_SALES 
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Table S-19. Instruction Set Reference Data (Cont'd.) 



FBSTP FBSTP destination 

Packed decimal (BCD) store and pop Exceptions: I 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


packed-decimal 


530+EA 


520-540+EA 


6/8 


12 


2-4 


FBSTP [BX]. FORECAST 



FCHS 


FCHS (no operands) 
3hangesign 


Exceptions: 1 




Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


15 


10-17 








2 


FCHS 



FCLEX/FNCLEX 


FCLEX (no operands) 
Clear exceptions 


Exceptions: None 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


5 


2-8 








2 


FNCLEX 



FCOM FCOM //source ^ .. , r, 

Compare real Exceptions: 1, D 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


//ST(i) 

short-real 

long-real 


45 
65+EA 
70+EA 


40-50 
60-70+EA 
65-75+EA 




2/4 
4/6 



4 
8 


2 

2-4 
2-4 


FCOM ST(1) 

FCOM [BP].UPPER_LIMIT 

FCOM WAVELENGTH 



FCOMP FCOMP //source 

Compare real and pop Exceptions: 1, D 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


//ST(i) 

short-real 

long-real 


47 
68+EA 
72+EA 


42-52 
63-73+EA 
67-77+EA 




2/4 
4/6 



4 
8 


2 

2-4 
2-4 


FCOMP ST(2) 

FCOMP [BP + 2].N_READINGS 

FCOMP DENSITY 
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Table S-19. Instruction Set Reference Data (Cont'd.) 



FCOMPP FCOMPP (no operands) 

Compare real and pop twice Exceptions: 1. D 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


50 


45-55 








2 


FCOMPP 



FDECSTP 


FDECSTP (no operands) , 

Decrement stack pointer Exceptions: None 


Operands 


Execution Clocl(S 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


9 


6-12 








2 


FDECSTP 



FDISI/FNDISI 1 

I 


-DISI (no operands) 
Disable interrupts 


Exceptions: None 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


5 


2-8 








2 


FDISI 



FDIV FDIV //source/destination, source ^ ,. , rx -, ^n .. r, 

Divldereal Exceptions: l,D.Z.O,U.P 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


//ST(i),ST 
short-real 
long-real 


198 
220+EA 
225+ E A 


193-203 
215-225+EA 
220-230+EA 


•0 

2/4 

4/6 



4 
8 


2 

2-4 
2-4 


FDIV 

FDIV DISTANCE 

FDIV ARC[DI] 



FDIVP FDIVP destinafion.source .... , n , r, ,, o 

Divide real and pop Exceptions: 1, D,Z,0, U, P 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


ST(i),ST 


202 


197-207 


. 





2 


FDIVP ST(4),ST 
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Table S-19. Instruction Set Reference Data (Cont'd.) 



FDIVR FDIVR //souroe/destination.source ^ .. ,„,„,,„ 

Divide real reversed Exceptions: 1, D, Z. 0, U, P 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


//ST,ST(i)/ST(i),ST 

short-real 

long-real 


199 
221 +EA 
226+EA 


194-204 
216-226+EA 
221 -231 +E A 




2/4 
4/6 



6 
8 


2 

2-4 
2-4 


FDIVR ST(2),ST 

FDIVR [BX].PULSF RATE 

FDIVR REGORDER.FREQUENCY 



FDIVRP FDIVRP destination.source ^ ,. . rv -, ^ .. r, 

Divldereal reversed and pop Exceptions: 1, D.Z, 0. U. P 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


ST(i),ST 


203 


198-208 








2 


FDIVRP ST(1),ST 



FENI/FNENI 


FENI (no operands) 
Enable interrupts 


Exceptions: None 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


5 


2-8 








2 


FNENI 



FFREE 


FFREE destination 
Free register 


Exceptions: None 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


ST(i) 


11 


9-16 








2 


FFREE ST(1) 



FIADD 


FIADD source 
Integer add 




Exceptions: 1, D, 0, P 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


word-integer 
short-Integer 


120+EA 
125+EA 


102-137+EA 
108-143+EA 


1/2 
2/4 


2 

4 


2-4 
2-4 


FIADD DISTANCE_TRAVELLED 
FIADD PULSE_COUNT[SI] 
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Table S-19. Instruction Set Reference Data (Cont'd.) 



FICOM 


FICOM source 
Integer compare 




Exceptions: 1, D 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


word-integer 
short-integer 


80+EA 
85+EA 


72-86+EA 
78-91 +E A 


1/2 
2/4 


2 

4 


2-4 
2-4 


FICOM TOOL.N_PASSES 
FICOM [BP + 4].PARM_C0UNT 



FICOMP 



FICOMP source 
Integer compare and pop 



Exceptions: I, D 



Operands 



Execution Clocks 



Typical 



Range 



Transfers 



8086 8088 



Bytes 



Coding Example 



word-integer 
short-integer 



82+EA 
87+EA 



74-88+EA 
80-93+EA 



1/2 
2/4 



2-4 
2-4 



FICOMP [BP].LIMIT[SI] 
FICOMP N_SAMPLES 



FIDIV 



FIDIV source 
Integer divide 



Exceptions: I, D,Z, 0, U,P 



Operands 



Execution Clocks 



Typical 



Range 



Transfers 



8086 8088 



Bytes 



Coding Example 



word-integer 
short-integer 



230+EA 
236+EA 



224-238+EA 
230-243+EA 



1/2 

2/4 



2-4 
2-4 



FIDIV SURVEY.OBSERVATIONS 
FIDIV RELATIVE_ANGLE [Dl] 



FIDIVR 



FIDIVR source 
Integer divide reversed 



Exceptions: l,D, Z, 0, U, P 



Operands 



Execution Clocks 



Typical 



Range 



Transfers 



8086 8088 



Bytes 



Coding Example 



word-integer 
short-integer 



230+EA 
237+EA 



225-239+EA 
231-245+EA 



1/2 
2/4 



2-4 
2-4 



FIDIVR [BP].X_COORD 
FIDIVR FREQUENCY 



FILD 


FILD source 
Integer load 




Exception: 1 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


word-integer 
short-integer 
long-integer 


50+EA 
56+EA 
64+EA 


46-54+EA 
52-60+EA 
60-68+EA 


1 12 
2/4 
4/6 


2 

4 
8 


2-4 
2-4 
2-4 


FILD [BX].SEQUENCE 
FILD STANDOFF [Dl] 
FILD RESPONSE.COUNT 
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Table S-19. Instruction Set Reference Data (Cont'd.) 



FIMUL 


FIMUL source 
Integer multiply 




Exceptions: 1, D, 0, P 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


word-integer 
short-integer 


130+EA 
136+EA 


124-138+EA 
130-144+EA 


1/2 
2/4 


2 

4 


2-4 
2-4 


FIMUL BEARING 

FIMUL POSITION.? AXIS 



FINCSTP 


FINCSTP (no operands) 
Increment stack pointer 


Exceptions: None 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


9 


6-12 








2 


FINCSTP 



FINIT/FNINIT 


FINIT (no operands) 
Initialize processor 


Exceptions: None 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


5 


2-8 








2 


FINIT 



FIST 


FIST destination 
Integerstore 




Exceptions: 1, P 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


word-integer 
short-integer 


86+EA 
88+EA 


80-90+EA 
82-92+EA 


2/4 
3/5 


4 
6 


2-4 
2-4 


FIST OBS.COUNT[SI] 

FIST [BP].FACTORED_PULSES 



FISTP 


FISTP destination 
Integer store and pop 




Exceptions: 1, P 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


word-integer 
short-integer 
long-integer 


88+EA 
90+EA 
100+EA 


82-92+EA 
84-94+EA 
94-105+EA 


2/4 
3/5 
5/7 


4 
6 
10 


2-4 
2-4 
2-4 


FISTP [BX].ALPHA_COUNT[SI] 
FISTP GORREGTED_TIME 
FISTP PANELN_READINGS 
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Table S-19. Instruction Set Reference Data (Cont'd.) 



FISUB 


FISUB source 
Integer subtract 




Exceptions: 1, D, 0, P 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


word-Integer 
short-integer 


120+EA 
125+EA 


102-137+EA 
108-143+EA 


1/2 
2/4 


2 

4 


2-4 
2-4 


FISUB BASE_FREQUENCY 
FISUB TRAIN_SIZE [Dl] 



FISUBR 


FISUBR source 
Integer subtract reversed 


Exceptions: 1, D, 0, P 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


word-integer 
short-integer 


120+EA 
125+EA 


103-139+EA 
109-144+EA 


1/2 
2/4 


2 

4 


2-4 
2-4 


FISUBR FLOOR [BX] [SI] 
FISUBR BALANCE 



FLD 


FLD source 
Load real 




Exceptions: 1, D 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


ST(i) 

short-real 
long-real 
temp-real 


20 

43+EA 
46+EA 
57+EA 


17-22 
38-56+EA 
40-60+EA 
53-65+EA 




2/4 
4/6 
5/7 



4 
8 
10 


2 

2-4 
2-4 
2-4 


FLD ST(0) 

FLD READING [SI]. PRESSURE 
FLD [BP].TEMPERATURE 
FLD SAVEREADING 



FLDCW 


FLDCW source 
Load control word 




Exceptions: None 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


2-bytes 


10+EA 


7-14+EA 


1/2 


2 


2-4 


FLDCW GONTROL_WORD 



FLDENV 


FLDENV source 
Load environment 




Exceptions: None 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


14-bytes 


40+EA 


35-45+EA 


7/9 


14 


2-4 


FLDENV [BP + 6] 
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Table S-19. Instruction Set Reference Data (Cont'd.) 



FLDLG2 


FLDLG2 (no operands) 
Loadlog^Q2 


Exceptions: 1 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


21 


18-24 








2 


FLDLG2 



FLDLN2 


FLDLN2 (no operands) 
Load IoQq 2 


Exceptions: 1 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


20 


17-23 








2 


FLDLN2 



FLDL2E 


FLDL2E (no operands) 
Load loQg e 


Exceptions: 1 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


18 


15-21 








2 


FLDL2E 



FLDL2T 


FLDL2T (no operands) 
Load ioggio 


Exceptions: 1 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


19 


16-22 








2 


FLDL2T 



FLDPI 


FLDPI (no operands) 
Load n 


Exceptions: 1 




Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


19 


16-22 








2 


FLDPI 
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Table S-19. Instruction Set Reference Data (Cont'd.) 



FLDZ 


FLDZ (no operands) 
Load +0.0 


Exceptions: 1 




Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


14 


11-17 








2 


FLDZ 



FLD1 


FLD1 (no operands) 
Load +1.0 


Exceptions: 1 




Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


18 


15-21 








2 


FLD1 



FMUL 


FMUL //source/destination,source _ ^. . r^ ^ .. n 
Multiply real Exceptions: 1, D, 0, U, P 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


//ST(i),ST/ST,ST(i)' 

//ST(i),ST/ST,ST(i) 

short-real 

long-real' 

long-real 


97 

138 
118+EA 
120+EA 
161+EA 


90-105 

130-145 

110-125+EA 

112-126+EA 

154-168+EA 





2/4 
4/6 
4/6 




4 
8 
8 


2 
2 

2-4 
2-4 
2-4 


FMUL ST,ST(3) 
FMUL ST,ST(3) 
FMUL SPEED_FACTOR 
FMUL [BP].HEIGHT 
FMUL [BP]. HEIGHT 


occurs when one or both operanc 
memory operand). 


s is "short"— it has 40 tra 


ling zeros In its fraction (e.g., it was loaded from a short-real 



FMULP 


FMULP destination, source ^ \. , pn ^ .. n. 
Multiply real and pop Exceptions: 1, D, 0, U, P 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


ST(i),ST' 
ST(i),ST 


100 
142 


94-108 
134-148 










2 
2 


FMULP ST(1),ST 
FMULP ST(1),ST 


occurs when one or both operanc 
memory operand). 


Is is "short"— It has 40 trailing zeros in its fraction (e.g., it was loaded from a short-real 
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Table S-19. Instruction Set Reference Data (Cont'd.) 



FNOP 


FNOP (no operands) 
No operation 


Exceptions: None 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


13 


10-16 








2 


FNOP 



FPATAN 


FPATAN (no operands) 
Partial arctangent 


Exceptions: U, P (operands not checked) 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


650 


250-800 








2 


FPATAN 



FPREM 


FPREM (no operands) 
Partial remainder 




Exceptions: 1, D, U 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


125 


15-190 








2 


FPREM 



FPTAN FPTAN (no operands) ^ ^. ,„^ ^ . u . ^v 

Partial tangent Exceptions: 1, P (operands not checked) 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


450 


30-540 








2 


FPTAN 



FRNDINT FRNDINT (nooperands) ,. .. 

Round to integer Exceptions: 1, P 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(nooperands) 


45 


16-50 








2 


FRNDINT 



S-53 



Mnemonics © Intel 1980 



8087 NUMERIC DATA PROCESSOR 



Table S-19. Instruction Set Reference Data (Cont'd.) 



FRSTOR 


FRSTOR source 
Restore saved state 




Exceptions: None 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


94-bytes 


210+EA 


205-21 5+ E A 


47/49 


96 


2-4 


FRSTOR [BP] 



FSAVE/FNSAVE 


FSAVE destination ^ .. .. 
Save state Exceptions: None 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


94-bytes 


210+EA 


205-21 5+E A 


48/50' 


94 


2-4 


FSAVE [BP] 



FSCALE 


FSCALE (no operands) 
Scale 


Exceptions: 1,0, U 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


35 


32-38 








2 


FSCALE 



FSQRT 


FSQRT (no operands) 
Square root 


Exceptions: 1, D, P 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


183 


180-186 








2 


FSQRT 



FST 


FST destination 
Store real 




Exceptions: 1,0, U, P 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


ST(i) 

short-real 

long-real 


18 
87+EA 
100+EA 


15-22 
84-90+EA 
96-104+EA 




3/5 
5/7 



6 
10 


2 

2-4 
2-4 


FST ST(3) 

FST CORRELATION [Dl] 

FST MEAN_READING 
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Table S- 1 9 . Instruction Set Reference Data (Conf d .) 



FSTCW/FNSTCW FSTCW destination , ^. ,, 

Store control word Except.ons: None 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


2-bytes 


15+EA 


12-18+EA 


2/4 


4 


2-4 


FSTCW SAVE_CONTROL 



FSTENV/FNSTENV FSTENV destination , ^. ^ 

Store environment Except.ons: None 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


14-bytes 


45+EA - 


40-50+EA 


8/10 


16 


2-4 


FSTENV [BP] 



FSTP 


FSTP destination 
Store real and pop 




Exceptions: 1,0, U, P 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


ST(I) 

short-real 
long-real 
temp-real 


20 
89+EA 
102+EA 
55+EA 


17-24 
86-92+EA 
98-106+EA 
52-58+EA 




3/5 
5/7 
6/8 



6 

10 
12 


2 

2-4 
2-4 
2-4 


FSTP ST(2) 

FSTP [BX].ADJUSTED_RPM 
FSTP TOTAL_DOSAGE 
FSTP REG_SAVE [SI] 



FSTSW/FNSTSW 


FSTSW destination 
Store status word 


Exceptions: None 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


2-bytes 


15+EA 


12-18+EA 


2/4 


4 


2-4 


FSTSW SAVE_STATUS 



FSUB FSUB //source/destination, source ^ .rv^..r, 

subtract real Except.ons: l,D,0,U,P 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


//ST,ST(i)/ST(i),ST 

short-real 

long-real 


85 
105+EA 
110+EA 


70-100 
90-120+EA 
95-125+EA 




2/4 
4/6 



4 
8 


2 

2-4 
2-4 


FSUB ST,ST(2) 
FSUB BASE_VALUE 
FSUBCOORDINATE.X 
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Table S-19. Instruction Set Reference Data (Cont'd.) 



FSUBP 


FSUBP destination, source ^ ^. ,P^^,,r. 
Subtract real and pop Except, ons: I.D.O,U,P 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


ST(i),ST 


90 


75-105 








2 


FSUBP ST(2),ST 



FSUBR FSUBR //source/destination, source ^ '. ,p^^,, n. 

Subtract real reversed Exceptions: l,D,0,U,P 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


//ST,ST(i)/ST(i),ST 

short-real 

long-real 


87 
105+EA 
110+EA 


70-100 
90-120+EA 
95-125+EA 




2/4 
4/6 



4 
8 


2 

2-4 
2-4 


FSUBR ST,ST(1) 
FSUBR VECTOR[SI] 
FSUBR [BX]. INDEX 



FSUBRP FSUBRP destination.source ^ ,. ,,^^,,„ 

Subtract real reversed and pop Exceptions: l,D.O,U,P 


Operands 


Executon Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


ST(i),ST 


90 


75-105 








2 


FSUBRP ST(1),ST 



FTST 


FTST (no operands) _ ^. , 
Test stack top against i 0.0 Exceptions: 1 


D 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


42 


38-48 








2 


FTST 



FWAIT FWAIT (no operands) ^ ^. „ ,^„... , ,. , 

(CPU) Wait while 8087 is busy Exceptions: None (CPU instruction) 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


3+5 n* 


3+5n* 








1 


FWAIT 



*n = number of times CPU examines TEST line before 8087 lowers BUSY. 
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Table S-19. Instruction Set Reference Data (Cont'd.) 



FXAM 


FXAM (no operands) 
Examine stack top 


Exceptions: None 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


17 


12-23 








2 


FXAM 



FXCH 


FXCH //destination 
Exchange registers 


Exceptions: 1 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


//ST(i) 


12 


10-15 








2 


FXCH ST(2) 



FXTRACT EXTRACT (no operands) p ♦■ 

Extract exponent and significand Exceptions: 1 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


50 


27-55 








2 


FXTRACT 



FYL2X 


FYL2X (no operands) 
Y-Log^x 


Exceptions: P (operands not checked) 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


950 


900-1100 








2 


FYL2X 



FYL2XP1 


FYL2XP1 (no operands) 
Y«log2(X + 1) 


Exceptions: P (operands not checked) 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


850 


700-1000 








2 


FYL2XP1 
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Table S-19. Instruction Set Reference Data (Cont'd.) 



F2XM1 


F2XM1 (no operands) 
2X-1 


Exceptions: U, P (operands not checked) 


Operands 


Execution Clocks 


Transfers 


Bytes 


Coding Example 


Typical 


Range 


8086 


8088 


(no operands) 


500 


310-630 








2 


F2XM1 
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S.8 Programming Facilities 

Writing programs for the 8087 is a natural exten- 
sion of the process described in section 2.9, just as 
the NDP itself is an extension to the CPU. This 
section describes how PL/M-86 and ASM-86 pro- 
grammers work with the 8087 in these languages. 
It also covers the 8087 software emulators 
provided for both translators. 

The level of detail in this section is intended to 
give programmers a basic understanding of the 
software tools that can be used with the 8087, but 
this information is not sufficient to document the 
full capabilities of these facilities. The definitive 
description of ASM-86 and the full 8087 emulator 
is provided in MCS-86 Assembly Language 
Reference Manual, Order No. 9800640, and 
MCS-86 Assembler Operating Instructions for 
ISIS-II Users, Order No. 9800641. PL/M-86 and 
the partial emulator are documented in PL/M-86 
Programming Manual, Order No. 9800466 and 
ISIS-II PL/M-86 Compiler Operator's Manual, 
Order No. 9800478. These publications may be 
ordered from Intel's Literature Department. 

Readers should be familiar with section 2.9 of the 
8086 Family User's Manual in order to benefit 
from the material in this section. 

PL/M-86 

High level language programmers can access a 
useful subset of the 8087 's (real or emulated) 
capabilities. The PL/M-86 REAL data type 
corresponds to the NDP's short real (32-bit) for- 
mat. This data type provides a range of about 
8.43*10-37 < |X| < 3.38*1038, with about seven 
significant decimal digits. This representation is 
adequate for the data manipulated by many 
microcomputer applications. 



The utility of the REAL data type is extended by 
the PL/M-86 compiler's practice of holding 
intermediate results in the 8087 's temporary real 
format. This means that the full range and preci- 
sion of the processor may be utilized for 
intermediate results. Underflow, overflow, and 
rounding errors are most likely to occur during 
intermediate computations rather than during 
calculation of an expression's final result. 
Holding intermediate results in temporary real 
format greatly reduces the likelihood of overflow 
and underflow and eliminates roundoff as a 
serious source of error until the final assignment 
of the result is performed. 

The compiler generates 8087 code to evaluate 
expressions that contain REAL data types, 
whether variables or constants or both. This 
means that addition, subtraction, multiplication, 
division, comparison, and assignment of REALs 
will be performed by the NDP. INTEGER expres- 
sions, on the other hand, are evaluated on the 
CPU. 

Five built-in procedures (table S-20) give the 
PL/M-86 programmer access to 8087 functions 
manipulated by the processor control instruc- 
tions. Prior to any arithmetic operations, a 
typical PL/M-86 program will setup the NDP 
after power up using the INIT$REAL$MATH 
SUNIT procedure and then issue 
SET$REAL$MODE to configure the NDP. 
SET$REAL$MODE loads the 8087 control word, 
and its 16-bit parameter has the format shown in 
figure S-7. The recommended value of this 
parameter is 033EH (projective closure, round to 
nearest, 64-bit precision, interrupts enabled, all 
exceptions masked except invalid operation). 
Other settings may be used at the programmer's 
discretion. 
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Table S-20. PL/M-86 Built-in Procedures 



Procedure 


8087 Instruction 


Description 


INIT$REAL$MATH$UNmi) 


FINIT 


Initialize processor. 


SET$REAL$MODE 


FLDCW 


Set exception masks, rounding 
precision, and infinity controls. 


GET$REAL$ERR0R<2) 


FNSTSW & FNCLEX 


Store, then clear, exception 
flags. 


SAVE$REAL$STATUS 


FNSAVE 


Save processor state. 


RESTORE$REAL$STATUS 


FRSTOR 


Restore processor state. 



^"•^Also initializes interrupt pointers for emulation. 
^^^Returns low-order byte of status word. 



If any exceptions are unmasked, an exception 
handler must be provided in the form of an inter- 
rupt procedure that is designated to be invoked by 
CPU interrupt pointer (vector) number 16. The 
exception handler can use the GETSREAL 
SERROR procedure to obtain the low-order byte 
of the 8087 status word and to then clear the 
exception flags. The byte returned by 
GET$REAL$ERROR contains the exception 
flags; these can be examined to determine the 
source of the exception. 



The SAVE$REAL$STATUS and RESTORE 
$REAL$STATUS procedures are provided for 
multi-tasking environments where a running task 
that uses the 8087 may be preempted by another 
task that also uses the 8087. It is the responsibility 
of the preempting task to issue 
SAVE$REAL$STATUS before it executes any 
statements that affect the 8087; these include the 
INIT$REAL$MATH$UNIT and SET$REAL 
SMODE procedures as well as arithmetic expres- 
sions. SAVE$REAL$STATUS saves the 8087 
state (registers, status, and control words, etc.) on 
the CPU's stack. RESTORE$REAL$STATUS 
reloads the state information; the preempting task 
must invoke this procedure before terminating in 
order to restore the 8087 to its state at the time the 
running task was preempted. This enables the 
preempted task to resume execution from the 
point of its preemption. 



Note that the PL/M-86 compiler prefixes every 
8087 instruction with a CPU WAIT. Therefore, 
programmers should not code PL/M-86 
statements that generate 8087 instructions if the 



NDP can request an interrupt and that interrupt is 
blocked (this may result in the endless wait 
condition described in section S. 6.) 



ASM-86 

The ASM-86 assembly language provides a single 
uniform set of facilities for all combinations of 
the 8086/8088/8087 processors. Assembly 
language programs can be written to be com- 
pletely independent of the processor set on which 
they are destined to execute. This means that a 
program written originally for an 8088 alone will 
execute on an 8086/8087 combination without 
re-assembling. The programmer's view of the 
hardware is a single machine with these resources: 

• 160 instructions 

• 12 data types 

• 8 general registers 

• 4 segment registers 

• 8 floating-point registers, organized as a 
stack 

The combination of the assembly language and 
the 8087 emulator decouple the source code from 
the execution vehicle. For example, the assembler 
automatically inserts CPU WAIT instructions in 
front of those 8087 instructions that require them. 
If the program actually runs with the emulator 
rather than the 8087, the WAITs are auto- 
matically removed at link time (since there is no 
NDP for which to wait). 
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Defining Data 

The ASM-86 directives shown in table S-21 
allocate storage for 8087 variables and constants. 
As with other storage allocation directives, the 
assembler associates a type with any variable 
defined with these directives. The type value is 
equal to the length of the storage unit in bytes (10 
for DT, 8 for DQ, etc.). The assembler checks the 
type of any variable coded in an instruction to be 
certain that it is compatible with the instruction. 
For example, the coding FIADD ALPHA will be 
flagged as an error if ALPHA'S type is not 2 or 4, 
because integer addition is only available for 
word and short integer data types. The operand's 
type also tells the assembler which machine 
instruction to produce; although to the pro- 
grammer there is only an FIADD instruction, a 
different machine instruction is required for each 
operand type. 

On occasion it is desirable to use an instruction 
with an operand thajt has no declared type. For 
example, if register BX points to a short integer 
variable, a programmer may want to code 
FIADD [BX] . This can be done by informing the 
assembler of the operand's type in the instruction, 
coding FIADD DWORD PTR [BX]. The 
corresponding overrides for the other storage 
allocations are WORD PTR, QWORD PTR, and 
TBYTEPTR. 

The assembler does not, however, check the types 
of operands used in processor control instruc- 
tions. Coding FRSTOR[BP] implies that the pro- 
grammer has set up register BP to point to the 
stack location where the processor's 94-byte state 
record has been previously saved. 

The initial values for 8087 constants may be 
coded in several different ways. Binary integer 
constants may be specif ied as bit strings, decimal 
integers, octal integers, or hexadecimal strings. 
Packed decimal values are normally written as 



decimal integers, although the assembler will 
accept and convert other representations of 
integers. Real values may be written as ordinary 
decimal real numbers (decimal point required), as 
decimal numbers in scientific notation, or as hex- 
adecimal strings. Using hexadecimal strings is 
primarily intended for defining special values 
such as infinities, NANs, and nonnormalized 
numbers. Most programmers will find that 
ordinary decimal and scientific decimal provide 
the simplest way to initialize 8087 constants. 
Figure S-20 compares several ways of setting the 
various 8087 data types to the same initial value. 

Note that preceding 8087 variables and constants 
with the ASM-86 EVEN directive ensures that the 
operands will be word-aligned in memory. This 
will produce the best performance in 8086-based 
systems, and is good practice even for 8088 soft- 
ware, in the event that the programs are trans-; 
ferred to an 8086. All 8087 data types occupy 
integral numbers of words so that no storage is 
"wasted" if blocks of variables are defined 
together and preceded by a single EVEN 
declarative. 



Records and Structures 

The ASM-86 RECORD and STRUG (structure) 
declaratives can be very useful in NDP program- 
ming. The record facility can be used to define the 
bit fields of the control, status, and tag words. 
Figure S-21 shows one definition of the status 
word and how it might be used in a routine that 
polls the 8087 until it has completed an instruc- 
tion. 

Because structures allow different but related 
data types to be grouped together, they often pro- 
vide a natural way to represent 'Jreal world" data 
organizations. The fact that the structure 
template may be **moved" about in memory adds 
to its flexibility. Figure S-22 shows a simple struc- 



Table S-21 . 8087 Storage Allocation Directives 



Directive 


Interpretation 


8087 Data Types 


DW 
DD 
DQ 
DT 


Define Word 
Define Doubleword 
Define Quadword 
Define Tenbyte 


Word integer 
Sliort integer, short real 
Long integer, long real 
Packed decimal, temporary real 



S-60 



8087 NUMERIC DATA PROCESSOR 



THE FOLLOWING ALL ALLOCATE THE CONSTANT: -126 

NOTE TWO'S COMPLEMENT STORAGE OF NEGATIVE BINARY INTEGERS. 

EVEN 
WORD_INTEGER 
SHORT_INTEGER 
LONG_INTEGER 
SHORT_REAL 
LONG_REAL 
PACKED_DECIMAL DT 

IN THE FOLLOWING. SIGN AND EXPONENT IS 'C005', 

SIGNIFICAND IS '7E0O...OO', 'R' INFORMS ASSEMBLER 
THE STRING REPRESENTS A REAL DATA TYPE. 







FORCE WORD ALIGNMENT 


DW 


111111111 00001 OB 


BIT STRING 


DD 


0FFFFFF82H 


HEX STRING MUST START WITH DIGIT 


DQ 


-126 


ORDINARY DECIMAL 


DD 


-126.0 


NOTE PRESENCE OF ' . ' 


DD 


-1 .26E2 


' 'SCIENTIFIC ' • 


DT 


-126 


ORDINARY DECIMAL INTEGER 



TEMP REAL 



DT 0C0057E00000000000000R ; HEX STRING 



Figure S-20. Sample 8087 Constants 



; RESERVE SPACE 


FOR STATUS WORD 


STATUS_WORD 




DW ? 


; LAY OUT STATUS 


WORD 


FIELDS 


STATUS RECORD 






& BUSY: 






8 COND C0DE3: 






& STACK TOP: 






& COND C0DE2: 






& COND C0DE1 : 






& COND CODEC: 






& INT REQ: 






& RESERVED: 






& P FLAG 








& U FLAG 








& FLAG 








& Z FLAG 








& D FLAG 








& I FLAG 









; POLL STATUS WORD UNTIL 8087 IS NOT BUSY 
POLL: FNSTSW STATUS_WORD 

TEST STATUS_WORD, MASK BUSY 

JNZ POLL 



Figure S-21 . Status Word RECORD Definition 



SAMPLE STRUC 






N OBS DD ? 
MEAN DQ ? 
MODE DW ■ ? 
STD DEV DQ ? 
; ARRAY OF OBSERVATIONS -- 
TEST SCORES DW 1000 
SAMPLE ENDS 


SHORT INTEGER 
LONG REAL 
WORD INTEGER 
LONG REAL 
WORD INTEGER 
DUP (?) 


Figure S-22. 


Structure Definition 



ture that might be used to represent data con- 
sisting of a series of test score samples. A struc- 
ture could also be used to define the organization 
of the information stored and loaded by the 
FSTENV and FLDENV instructions. 

Addressing Modes 

8087 memory data can be accessed with any of the 
CPU's five memory addressing modes. This 
means that 8087 data types can be incorporated in 



data aggregates ranging from simple to complex 
according to the needs of the application. The 
addressing modes, and the ASM-86 notation used 
to specify them in instructions, make the access- 
ing of structures, arrays, arrays of structures, and 
other organizations direct and straightforward. 
Table S-22 gives several examples of 8087 instruc- 
tions coded with operands that illustrate different 
addressing modes. 

8087 Emulators 

Intel offers two software products that provide 
the functional equivalent of an 8087, 
implemented in 8086/8088 software. The full 
emulator (E8087) emulates all 8087 instructions. 
The partial emulator (PE8087) is a smaller version 
that implements only the instructions needed to 
support PL/M-86 programs. The full emulator 
adds about 16k bytes to a program, while the 
partial emulator executes in about 8k. Any 
emulated program will deliver the same results 
(except for timing) if it is executed on 8087 
hardware. 

The emulators may be viewed as consisting of 
emulated hardware and emulated instructions. 
The emulators establish in CPU memory the 
equivalent of the 8087 register stack, control, and 
status words and all other programmer-accessible 
elements of the NDP architecture. The emulator 
instructions utilize the same algorithms as their 
hardware counterparts. Emulator instructions are 
actually implemented as CPU interrupt pro- 
cedures. During relocation and linkage the 8087 
machine instructions generated by the ASM-86 
and PL/M-86 translators are changed to software 
interrupt (INT) instructions which invoke these 
procedures as the CPU processes its instruction 
stream. 
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Table S-22. Addressing Mode Examples 



Coding 


Interpretation 


FIADD 


ALPHA 


ALPHA is a simple scalar (mode is 
direct). 


FDIVR 


ALPHA.BETA 


BETA is a field in a structure that is 
'•overlaid" on ALPHA (mode Is 
direct). 


FMUL 


QWORD PTR [BX] 


BX contains the address of a long real 
variable (mode is register Indirect). 


FSUB 


ALPHA [SI] 


ALPHA Is an array and SI contains the 
offset of an array element from the 
start of the array (mode is indexed). 


FILD 


[BP].BETA 


BP contains the address of a 
structure on the CPU stack and BETA 
is a field in the structure (mode is 
based). 


FBLD 


TBYTE PTR [BX] [Dl] 


BX contains the address of a packed 
decimal array and Dl contains the off- 
set of an array element (mode is 
based indexed). 



Since the decision to produce real or emulated 
8087 instructions is made at link time, a program 
may be switched from one mode to the other 
without retranslating the source code. When the 
PL/M-86 compiler or ASM-86 assembler places 
an 8087 machine instruction into an object 
module, it also inserts a special external reference. 
This reference is satisfied by linking the object 
module to one of two Intel-supplied libraries: the 
real library, or the emulator library. If the real 
library is specified, LINK-86 simply deletes the 
external references, leaving the original 8087 
machine instructions. 



To run on an emulated 8087, the object program 
is linked to the emulator library and to a file con- 
taining the code of either the full or the partial 
emulator. LINK-86 then adds the emulator code 
to the program and changes the 8087 machine 
instructions (and their preceding WAITs) to CPU 
software interrupt instructions. Any FWAIT 
instructions are also changed to CPU NOPs. 



the FWAIT mnemonic should always be used 
when the external processor that the CPU is to 
wait for is an 8087. 



In order to be compatible with E8087, ASM-86 
programs should observe the following 
conventions: 

• Their stack segment and class should be 
named STACK. 

• Interrupt pointer (vector) 16 should be 
designated for the user's exception handler 
interrupt procedure. 

• The external procedure INIT87 should be 
called in the program's initialization (power- 
up) sequence. If the emulator is being used, 
this procedure will initialize CPU interrupt 
pointers 20-31 to the addresses of emulator 
procedures and will execute an (emulated) 
FINIT instruction. If the program is not 
being emulated, INIT87 simply executes the 
FINIT instruction. 



Note that an explicitly-coded CPU WAIT instruc- 
tion will not be changed; if it is executed under 
emulation, the CPU will wait forever. This is why 



PL/M-86 automatically observes corresponding 
conventions. 
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Programming Example 

Figures S-23 and S-24 show the PL/M-86 and 
ASM-86 code for a simple 8087 program, called 
ARRSUM. The program references an array 
(XSARRAY), which contains 0-100 short real 
values; the integer variable N$OF$X indicates the 
number of array elements the program is to 
consider. ARRSUM steps through X$ ARRAY 
accumulating three sums: 

• SUM$X, the sum of the array values; 

• SUMSINDEXES, the sum of each array 
value times its index, where the index of the 
first element is 1, the second is 2, etc.; 

• SUMSSQUARES, the sum of each array 
element squared. 

(A true program, of course, would go beyond 
these steps to store and use the results of these 
calculations.) The control word is set with the 
recommended values: projective closure, round to 
nearest, 64-bit precision, interrupts enabled, and 
all exceptions masked except invalid operation. It 



is assumed that an exception handler has been 
written to field the invalid operation, if it occurs, 
and that it is invoked by interrupt pointer 16. 
Either version of the program will run on an 
actual or an emulated 8087 without altering the 
code shown. 



The PL/M-86 version of ARRSUM (figure S-23) 
is very straightforward and illustrates how easily 
the 8087 can be used in this language. After 
declaring variables the program calls built-in 
procedures to initialize the processor (or its 
emulator) and to load the control word. The pro- 
gram clears the sum variables and then steps 
through X$ ARRAY with a DO-loop. The loop 
control takes into account PL/M-86's practice of 
considering the index of the first element of an 
array to be 0. In the computation of 
SUMSINDEXES, the built-in procedure FLOAT 
converts I+l from integer to real because the 
language does not support **mixed mode" 
arithmetic. One of the strengths of the NDP, of 



PL/M-86 COMPILER ARRAYSUM 



ISIS-II PL/M-86 DEBUG V2.1 COMPILATION 0? MODULE ARRAYSUM 

OBJECT MODULE PLACED IN :P4: ARRSUM. OBJ 

COMPILER INVOKED BY: :F0:PLM86 : P4: ARRSUM. P86 XREP 



*********** 



9 
10 
11 

12 
13 



14 1 



/**************************** 

* * 

* ARRAYSUM. MOD * 

*****************************************/ 
ARRAYS SUM: DO; 

DECLARE (SUM$X, SUMSINDEXES, SUMSSQUARES) REAL; 

DECLARE XSARRAY (100) REAL; 

DECLARE (N$0P$X,I) INTEGER; 

DECLARE C0NTR0L$87 LITERALLY •033EH'; 

/* ASSUME XSARRAY AND NSOPSX ARE INITIALIZED */ 

/* PREPARE THE 8087, OR ITS EMULATOR */ 

CALL INITSREALSMATHSUNIT; 

CALL SET$REAL$M0DE(C0NTR0L$87); 

/* CLEAR SUMS */ 

SUMSX, SUMSINDEXES, SUMSSQUARES =0.0; 

/* LOOP THROUGH XSARRAY, ACCUMULATING SUMS */ 
DO I = TO NSOPSX - 1 ; 

SUMSX = SUMSX + XSARRAYd); 

SUMSINDEXES = SUMSINDEXES + 

(XSARRAYd) * FLOAT (I +1)); 

SUMSSQUARES = SUMSSQUARES + (X$ARRAY(l) * X$ARRAY(l)); 
END; 

/♦ ETC...*/ 

END ARRAYSSUM; 



Figure S-23 . Sample PL/M-86 Program 
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PL/M-86 COMPILER ARRAYSUM 
CROSS-REPERENCE LISTING 

DEPN ADDR SIZE NAME, ATTRIBUTES, AND REFERENCES 



1 0002H 151 ARRAYSUM 



PROCEDURE STACK=0002H 



4 019EH 

4 019CH 

2 0004H 

2 0008H 

2 OOOOH 



CONTROLS?. . . . 

FLOAT. ..... 

I 

INITREALMATHUNIT 

NOPX 

SETREALMODE. . . 
SUM INDEXES . . . 
SUMSQUARES . . . 
SUMX 



3 OOOCH 400 XARRAY 



LITERALLY 




7 


BUILTIN 




11 


INTEGER 




9 


BUILTIN 




6 


INTEGER 




9 


BUILTIN 




7 


REAL 


8 


11 


REAL 


8 


12 


REAL 


8 


10 


REAL ARRAY(IOO) 





MODULE INFORMATION: 

CODS AREA SIZE = 0099H 
CONSTANT AREA SIZE = 0004H 
VARIABLE AREA SIZ5 = 01 AOH 
MAXIMUM STACK SIZE = 0002H 
33 LINES READ 
PROGRAM ERROR(S) 

END OP PL/M-86 COMPILATION 



153D 
4D 

41 6D 
2D 



Figure S-23 . Sample PL/M-86 Program (Cont'd.) 



course, is that it does support arithmetic on mixed 
data types, and assembly language programmers 
can take advantage of this facility. 

The ASM-86 version (figure S-24) defines the 
external procedure INIT87, which makes the dif- 
ferent initialization requirements of the processor 
and its emulator transparent to the source code. 
After defining the data, and setting up the seg- 



ment registers and stack pointer, the program 
calls INIT87 and loads the control word. The 
computation begins with the next three instruc- 
tions, which clear three registers by loading 
(pushing) zeros onto the stack. As shown in figure 
S-25, these registers remain at the bottom of the 
stack throughout the computation while tem- 
porary values are pushed on and popped off the 
stack above them. 



8086/8087/8088 MACRO ASSEMBLER 



ISIS-II 8086/8087/8088 MACRO ASSEMBLER V3.0 ASSEMBLY OP MODULE ARRSUM 

OBJECT MODULE PLACED IN : PI : ARRSUM. OBJ 

ASSEMBLER INVOKED BY: :P0:ASM86 :P1 : ARRSUM. A86 XREF 





1 
2 
3 
4 
5 
6 
7 
8 


; DEFINE 


INITIALIZATION 
EXTRN INIT87 


ROUTINE 
:PAR 


0000 3E03 
0002 ???? 
0004 (100 

???????? 


; ALLOCATE SPACE FOR 
DATA 

CONTROL 87 
N OP X ~ 
X ARRAY 


DATA 

SEGMEN' 
DW 
DW 
DD 


0194 ???????? 
0198 ???????? 
01 9C ???????? 


9 
10 
11 

12 




SUM X 

SUM INDEXES 

SUM SQUARES 

DATA 




DD 
DD 
DD 
ENDS 



033EH 

? 

100 DUP (?) 



Figure S-24. Sample ASM-86 Program 
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8086/8087/8088 MACRO ASSEMBLER ARRSUM 



OOOO (200 

9799 

.... 



0190 



OOOO 

OOOO B8 

0003 8ED8 

0005 B8 

0008 8ED0 
OOOA BC9001 



OOOD 9A0000 

0012 9BD92EOOOO 


E 
R 


0017 9BD9EE 
001 A 9BD9EE 
001 D 9BD9EE 




0020 8B0E0200 
0024 E329 
0026 B80400 
0029 P7E9 
002B 8BP0 


R 


002D 

002D 83EE04 
0030 9BD9840400 
0035 9BDCC3 
0038 9BD9CO 
003B 9BDCC8 
003E 9BDEC2 


R 


0041 9BDEOE0200 
0046 9BDEC2 


R 


0049 PP0E0200 
004D E2DE 


R 


004P 

004P 9BD91E9C01 
0054 9BD91E9801 
0059 9BD91E9401 


R 
R 
R 



13 
14 
15 
16 



17 
18 
19 
20 
21 
22 
23 
24 
25 
26 
27 
28 
29 
30 
31 
32 
33 
34 
35 
36 
37 
38 
39 
40 
41 
42 
43 
44 
45 
46 
47 
43 
49 
50 
■51 
52 
53 
54 
55 
56 
57 
58 
59 
60 
61 
62 
63 
64 
65 
66 
67 
68 
69 
70 
71 
72 
73 
74 
75 
76 
77 
78 
79 
80 



; ALLOCATE CPU STACK SPACE 



SEGMENT STACK 'STACK' 
DW 200 DUP (?) 



; LABEL INITIAL TOP OP STACK 

STACK_TOP LABEL WORD 
STACK ENDS 

CODE SEGMENT PUBLIC 'CODE- 
ASSUME CS : CODE, DS: DATA, SS: STACK, ES: NOTHING 



MOV AX, DATA 

MOV DS,AX 

MOV AX, STACK 

MOV SS,AX 

MOV SP, OFFSET STACK_TOP 

ASSUME X_ARRAY & N OF_X ARE INITIALIZED. 

NOTE: PROGRiM ZEROS N_OP_X 
PREPARE THE 8087 OR ITS EMULATOR. 



CALL 
PLDCW 



INIT87 
CONTROL 87 



; CLEAR 3 REGISTERS TO HOLD RUNNING SUMS. 

FLDZ 
PLDZ 
FLDZ 

; SETUP CX AS LOOP COUNTER A SI AS INDEX TO X_ARRAY. 

MOV CX,N_OP_X 

JCXZ POP RESULTS ;EXIT EARLY IP X_ARRAY EMPTY 

MOV AX,fYPE X_ARRAY 

IMUL CX 

MOV SI, AX 



;SI NOW CONTAINS INDEX OP LAST ELEMENT 
;LOOP THRU X ARRAY ACCUMULATING SUMS. 
SUM NEXT: 

SI, TYPE X_ ARRAY 

X ARRAY[SI] 

ST(3),ST 

ST 



+ 1 . 



SUB 

PLD 

PADD 

PLD 

PMUL 

PADDP 



PIMUL 
PADDP 



DEC 
LOOP 



ST, ST 
ST(2),ST 

N OP X 
ST(2T,ST 

N OP X 
STJM lEXT 



BACKUP ONE ELEMENT 
PUSH IT ONTO STACK ' 
ADD INTO SUM OP X 
DUPLICATE X ON TOP 
SQUARE IT 
ADD INTO SUM OP SQUARES 

AND DISCARD 
GET X TIMES ITS INDEX 
ADD INTO SUM OF (INDEX * X) 

AND DISCARD 
REDUCE INDEX FOR NEXT ITERATION 
CONTINUE 



;POP RUNNING SUMS INTO MEMORY 

POP_RESULTS: 

PSTP SUM_SQUARES 
PSTP SUM INDEXES 
PSTP SUM X 



ETC. 
CODE 



ENDS 
END 



Figure S-24. Sample ASM-86 Program (Cont'd.) 
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8086/8087/8088 MACRO ASSEMBLER ARRSCJM 
XREP SYMBOL TABLE LISTING 



NAME 


TYPE 


VALUE 


ATTRIBUTES, XREPS 






??SEG . . . 


SEGMENT 




SIZE=0000H PARA PUBLIC 






CODE. . . . 


SEGMENT 




SIZE=005EH PARA PUBLIC 


'CODE' 


22# 23 78 


CONTROL 87. 


V WORD- 


OOOOH 


DATA 6# 37 






DATA. ... 


SEGMENT 




SIZE=01A0H PARA PUBLIC 


'DATA' 


5# 12 23 : 


INIT87. . . 


L PAR 


OOOOH 


EXTRN 2# 36 






N OP X. . . 


V WORD 


0002 H 


DATA 7# 47 63 66 






pTJp Results 


L NEAR 


004PH 


CODE 48 70# 






staTJk . . . 


SEGMENT 




SIZE=0190H PARA STACK • 


STACK' 




STACK TOP . 


V WORD 


0190H 


STACK 19# 30 






start . . . 


L NEAR 


OOOOH 


CODE 25# 80 






SUM indexes 


V DWORD 


0198H 


DATA 10# 72 






SUirNEXT. . 


L NEAR 


002DH 


CODE 55# 67 






SUM SQUARES 


V DWORD 


019CH 


DATA 11# 71 






SUM"X . . . 


V DWORD 


0194H 


DATA 9# 73 






X AlRAY . . 


V DWORD 


0004H 


DATA a/f 49 56 57 







ASSEMBLY COMPLETE, NO ERRORS POUND 



Figure S-24. Sample ASM-86 Program (Cont'd.) 



The program uses the CPU LOOP instruction to 

control its iteration through X ARRAY; register 

CX, which LOOP automatically decrements, is 

loaded with N OF X, the number of array 

elements to be summed. Register SI is used to 
select (index) the array elements. The program 
steps through X_ARRAY from **back to 
front", so SI is initialized to point at the element 
just beyond the first element to be processed. The 
ASM-86 TYPE operator is used to determine the 
number of bytes in each array element. This per- 
mits changing X ARRAY to a long real array by 

simply changing its definition (DD to DQ) and 
re-assembling. 



Figure S-25 shows the effect of the instructions in 
the program loop on the NDP register stack. The 
figure assumes that the program is in its 
first iteration, that N_OF_X is 20, and that 
X_ARRAY(19) (the 20th element) contains the 
value 2.5. When the loop terminates, the three 
sums are left as the top stack elements so that the 
program ends by simply popping them into 
memory variables. 



S.9 Special Topics 

This section describes features of the 8087 which 
will be of interest to groups of users who have 
special requirements. Most users will not need to 
understand this material in detail in order to 
utilize the NDP successfully. Most readers, then, 
can either browse this section, or skip it altogether 
in favor of the programming examples in section 
S.IO. 

The first four topics in this section cover the 
8087 *s generation and handling of nonnormalized 
real values, zeros, infinities and NANs. In the 
great majority of applications, these special 
values will either not appear at all, or in the case 
of zeros, will function according to the normal 
rules of arithmetic. Next the bit encodings of each 
data type are summarized in table form, including 
special values. This information may be of use to 
programmers who are sorting these data types or 
are decoding unformatted memory dumps or data 
monitored from the bus. At the end of the section 
is a table that lists all 8087 exception conditions 
by class, and the processor's masked response to 
each exception. This information will principally 
be of use to writers of exception handlers and to 
anyone else interested in ascertaining the exact 
conditions under which the NDP signals a given 
type of exception. 
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FLDZ,FLDZ,FLDZ 




FLD X_ARRAY[SI] 


ST(0) 


0.0 


SUM_SQUARES 
SUM_INDEXES 
SUM_X 


ST(0) 
ST(1) 
ST(2) 
ST{3) 


2.5 


X_ARRAY(19) 


ST(1) 


0.0 




SUM_SQUARES 


ST(2) 


0.0 


0.0 


SUM_INDEXES 




FADD ST(3) .ST 


0.0 


SUM_X 




FLD ST 




ST(0) 


2.5 


X_ARRAY(19) 
SUM_.SQUARES 
SUM_INDEXES 
SUM_X 


ST(0) 
ST(1) 
ST(2) 
ST(3) 
ST(4) 


2.5 


X_ARRAY(19) 


ST(1) 


0.0 


2.5 


X_ARRAY(19) 


ST(2) 


0.0 


0.0 


SUM_SQUARES 


ST(3) 


2.5 


0.0 


SUM_INDEXES 




FMUL ST, ST 


2.5 


SUM_X 






FADDP ST(2),S1 




ST(0) 


6.25 


X_ARRAY(19)2 

X_ARRAY{19) 

SUM_SQUARES 

SUM_INDEXES 

SUM_X 

X_ARRAY(19)*20 
SUM_SQUARES 
SUM_INDEXES 
SUM_X 


ST(0) 
ST(1) 
ST(2) 
ST(3) 


2.5 


X_ARRAY(19) 


ST(1) 


2.5 


6.25 


SUM_SQUARES 


ST(2) 


0.0 


0.0 


SUM_INDEXES 


ST(3) 


0.0 


2.5 


SUM_X 


ST(4) 


2.5 


FADDP ST(2) ,S1 






FIMUL N_OF_X 


r 


ST(0) 


50.0 


ST(0) 
ST(1) 
ST(2) 


6.25 


SUM_SQUARES 


ST(1) 


6.25 


50.0 


SUM_INDEXES 


ST(2) 


0.0 


2.5 


SUM_X 


ST(3) 


2.5 







Figure S-25 . Instructions and Register Stack 



Nonnormal Real Numbers 



As discussed in section S.3, the 8087 generally 
stores nonzero real numbers in normalized 
floating point form; that is, the integer (leading) 
bit of the significand is always a 1. This bit is 
explicitly stored in the temporary real format, and 
is implicit in the short and long real forms. Nor- 
malized storage allows the maximum number of 
significant digits to be held in a significand of a 
given width, because leading zeros are eliminated. 



Denormals 

A denormal is the result of the NDP's masked 
response to an underflow exception. Underflow 
occurs when the exponent of a true result is too 
small to be represented in the destination format. 
For example, a true exponent of -130 will cause 
underflow if the destination is short real, because 
-126 is the smallest exponent this format can 
accommodate. (No underflow would occur if the 
destination were long or temporary real since 
these can handle exponents down to -1023 and 
-16,383, respectively.) 
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The NDP's unmasked response to underflow is to 
stop and request an interrupt if the destination is 
a memory operand. If the destination is a register, 
the processor adds the constant 24,576 (decimal) 
to the true result's exponent, returns the result, 
and then requests an interrupt. The constant 
forces the exponent into the range of the tem- 
porary real format, and an exception handler can 
subtract out the constant to ascertain the true 
exponent. Thus, execution always stops when 
there is an unmasked underflow. 

The intent of the masked response to underflow is 
to allow computation to continue without pro- 
gram intervention, while introducing an error that 
carries about the same risk of contaminating the 
final result as roundoff error. Roundoff (preci- 
sion) errors occur frequently in real number 
calculations; sometimes they spoil the result of 
computation, but often they do not. Recognizing 
that roundoff errors are often non-fatal, com- 
putation usually proceeds and the programmer 
inspects the final result to see if these errors have 
had a significant effect. The 8087 's masked 
underflow response allows programmers to treat 
underflows in a similar manner; the computation 
continues and the programmer can examine the 
final result to determine if an underflow has had 
important consequences. (If the underflow has 
had a significant effect, an invalid operation will 
probably be signalled later in the computation.) 

Most computers underflow **abruptly"; they 
simply return a zero result, which is likely to pro- 
duce an unacceptable final result if computation 
continues. The 8087, on the other hand, 
underflows **gradually" when the underflow 



exception is masked. Gradual underflow is 
accomplished by denormalizing the result until it 
is just within the exponent range of the destina- 
tion. Denormalizing means incrementing the true 
result's exponent and inserting a corresponding 
leading zero in the significand, shifting the rest of 
the significand one place to the right. Table S-23 
illustrates how a result might be denormalized to 
fit a short real destination. 

Denormalization produces a denormal or a zero. 
Denormals are readily identified by their 
exponents, which are always the minimum for 
their formats; in biased form, this is always the 
bit string: 00... 00. This same exponent value is 
also assigned to the zeros, but a denormal has a 
nonzero significand. A denormal in a register is 
tagged special. 

The denormalization process may cause the loss 
of low-order significand bits as they are shifted 
off the right. In a severe case, all the significand 
bits of the true result are shifted out and replaced 
by the leading zeros. In this case, the result of 
denormalization is a true zero, and if the value is 
in a register, it is tagged as such. However, thi^ is 
a comparatively rare occurrence, and in any case 
is no worse than **abrupt" underflow. 

Denormals are rarely encountered in most 
applications. Typical debugged algorithms 
generate extremely small results during the 
evaluation of intermediate subexpressions; the 
final result is usually of an appropriate magnitude 
for its short or long real destination. If 
intermediate results are held in temporary real, as 
is recommended, the great range of this format 



Table S-23. Denormalization Process 



Operation 


Sign 


Exponent^^^ 


Significand 


True Result 
Denormalize 
Denormalize 
Denormalize 
Denormal Result^^) 









-129 
-128 
-127 
-126 
-126 


1^01 01 11 00... 00 
0^1 01 01 11 00... 00 
0^01 01 01 11 00... 00 
0^001 01 01 11 00... 00 
0^001 01 01 11 00... 00 



Notes: 

^"■^expressed as unbiased, decimal number 

^^^Before storing, significand is rounded to 24 bits, integer bit is dropped, and exponent is 
biased by adding 126. 
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makes underflow very unlikely. Denormals are 
likely to arise only when an application generates 
a great many intermediates, so many that they 
cannot be held on the register stack or in 
temporary real memory variables. If storage 
limitations force the use of short or long reals for 
intermediates, and small values are produced, 
underflow may occur, and if masked, may 
generate denormals. 

Accessing a denormal may produce an exception 
as shown in table S-24. (The denormalized excep- 
tion signals that a denormal has been fetched.) 
Denormals may have reduced significance due to 
lost low-order bits, and an option of the proposed 
IEEE standard precludes operations on non- 
normalized operands. This option may be 
implemented in the form of an exception handler 
that responds to unmasked denormalized excep- 
tions. Most users will mask this exception so that 
computation may proceed; any loss of accuracy 
will be analyzed by the user when the final result 
is delivered. 

As table S-24 shows, the division and remainder 
operations do not accept denormal divisors and 
raise the invalid operation exception. Recall, also, 
that the transcendental instructions require 
normalized operands and do not check for excep- 
tions. In all other cases, the NDP converts denor- 
mals to unnormals, and the unnormal arithmetic 
rules then apply. 



Unnormals 

An unnormal is the *'descendent" of a denormal 
and therefore of a masked underflow response. 
An unnormal may exist only in the temporary real 
format; it may have any exponent that a normal 
may have, but it is distinguished from a normal 
by the integer bit of its significand, which is 
always 0. An unnormal in a register is tagged 
valid. 



Unnormals allow arithmetic to continue follow- 
ing an underflow while still retaining their identity 
as numbers which may have reduced significance. 
That is, unnormal operands generate unnormal 
results, so long as their unnormality has a signifi- 
cant effect on the result. Unnormals are thus 
prevented from ''masquerading" as normals, 
numbers which have full significance. On the 
other hand, if an unnormal has an insignificant 
effect on a calculation with a normal, the result 
will be normal. For example, adding a small 
unnormal to a large normal yields a normal 
result. The converse situation yields an unnormal. 



Table S-25 shows how the instruction set deals 
with unnormal operands. Note that the unnormal 
may be the original operand or a temporary 
created by the 8087 from a denormal. 



Table S-24. Exceptions Due to Denormal Operands 



Operation 


Exception 


Masked Response 


FLD (short/long real) 


D 


Load as equivalent unnormal 


arithmetic (except following) 


D 


Convert (in a work area) denormal to equivalent 
unnormal and proceed 


Compare and test 


D 


Convert (in a work area) denormal to equivalent 
unnormal and proceed 


Division or FPREM with 
denormal divisor 


1 


Return real indefinite 
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Table S-25. Unnormal Operands and Results 


Operation 


Result 


Addition/subtraction 


Normalization of operand with larger absolute 




value determines normalization of result. 


Multiplication 


If either operand Is unnormal, result is 




unnormal. 


Division (unnormal dividend only) 


Result Is unnormal. 


FPREM (unnormal dividend only) 


Result Is normalized. 


DIvision/FPREM (unnormal 


Signal invaUd operation. 


divisor) 




Com pare /FTST 


Normalize as much as possible before making 




comparison. 


FRNDINT 


Normalize as much as possible before 




rounding. 


FSQRT 


Signal invalid operation. 


FST, FSTP (short/long real 


If value is above destination's underflow 


destination) 


boundary, then signal invalid operation; else 




signal underflow. 


FSTP (temporary real destination) 


Store as usual. 


FIST, FISTP, FBSTP 


Signal invalid operation. 


FLD 


Load as usual. 


FXCH 


Exchange as usual. 


Transcendental instructions 


Undefined; operands must be normal and are 




not checked. 



Zeros and Pseudo-Zeros 

As discussed in section S.3, the real and packed 
decimal data types support signed zeros, while the 
binary integers represent a single zero, signed 
positive. The signed zeros behave, however, as 
though they are a single unsigned quantity. If 
necessary, the FXAM instruction may be used to 
determine a zero's sign. 



The zeros discussed above are called true zeros; if 
one of them is loaded or generated in a register, 
the register is tagged zero. Table S-26 lists the 
results of instructions executed with zero 



operands and also shows how a true zero may be 
created from nonzero operands. (Nonzero 
operands are denoted **X" or **Y" in the table.) 

Only the temporary real format may contain a 
special class of values called pseudo-zeros. A 
pseudo-zero is an unnormal whose significand is 
all zeros, but whose (biased) exponent is nonzero 
(true zeros have a zero exponent). Neither is a 
pseudo-zero's exponent all ones, since this 
encoding is reserved for infinities and NANs. A 
pseudo-zero result will be produced if two 
unnormals, containing a total of more than 64 
leading zero bits in their significands, are 
multiplied together. This is a remote possibility in 
most applications, but it can happen. 
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Table S-26. Zero Operands and Results 



Operation/Operands 


Result 


Operation/Operands 


Result 


FLD, FBLD(1) 




Division 




+0 


+0 


±0 V ±0 


Invalid operation 


-0 


-0 


±X-f±0 


Zerodivide 


FILD<2) 




+Ov+X,-0^-X 


+0 


+0 


+0 


+0^-X,-0-f+X 


-0 


FST, FSTP 




-X-^-Y,+Xv+Y 


+0, underflow W 


+0 


+0 


-X^+Y,+X-^-Y 


-0, underflow ^^^ 


-0 


-0 






+X(3) 


+0 


FPREM 




-X (3) 


-0 


±0 rem ±0 


Invalid operation 


FBSTP 




±X rem ±0 


Invalid operation 


+0 


+0 


+0 rem +X, +0 rem -X 


+0 


-0 


-0 


-0 rem +X, -0 rem -X 


-0 


FIST, FISTP 




+X rem 4-Y, +X rem -Y 


+0(9) 


+0 


+0 


-X rem -Y, -X rem +Y 


-0 (9) 


-0 


+0 






+X(4) 


+0 


FSQRT 




-X(4) 


+0 


-0 


-0 






+0 


+0 


Addition 








+Oplus+0 


+0 


Compare 




-Oplus-0 


-0 


±0 : +X 


A < B 


+0 plus -0,-0 plus +0 


*0(5) 


±0:±0 


A=B 


-X plus +X,+X plus -X 


*0(5) 


±0:-X 


A>B 


±0 plus ±X,±X plus ±0 


tX (6) 


FTST 




Subtraction 




±0 


Zero 


+0 minus -0 


+0 


FCHS 




-0 minus +0 


-0 


+0 


-0 


+0 minus +0, -0 minus -0 


*0 (5) 


-0 


+0 


+X minus +X, -X minus -X 


*0 <5) 


FABS 




±0 minus ±X, ±X minus ±0 


tX(6) 


±0 
F2XM1 


+0 


Multiplication 




+0 


+0 


+0 • +0, -0 • -0 


+0 


-0 


-0 


+0 • -0, -0 • +0 


-0 


FRNDINT 




+0 • +X, +X • +0 


+0 


+0 


+0 


+0 • -X, -X • +0 


-0 


-0 


-0 


-0 • +X, +X • -0 


-0 


FXTRACT 




-0«-X,-X»-0 


+0 


+0 


Both +0 


+X • +Y, -X • -Y 


+0, underflow <7) 


-0 


Both -0 


+X«-Y,-X»+Y 


-0, underflow <7) 







Notes: 

C) Arithmetic and compare operations with real memory operands interpret the memory operand signs in 
the same way. 

(2) Arithmetic and compare operations with binary integers interpret the integer sign in the same manner. 

(3) Severe underflows in storing to short or long real may generate zeros. 

("*) Small values (1x1 < 1) stored into integers may round to zero. 

(^) Sign is determined by rounding mode: 
*=+ for nearest, up or chop 
* = -for down 

(6) t = signofX. 
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^''^ Very small values of X and Y may yield zeros, after rounding of true result. NDP signals underflow to 
warn that zero has been yielded by nonzero operands. 

<^) Very small X and very large Y may yield zero, after rounding of true result. NDP signals underflow to 
warn that zero has been yielded from nonzero operands. 

^^^ When Y divides into X exactly. 



Pseudo-zero operands behave like unnormals, 
except in the following cases where they produce 
the same results as true zeros : 

• compare and test instructions 

• FRNDINT (round to integer) 

• division, where the dividend is either a true 
zero or a pseudo-zero (the divisor is a 
pseudo-zero). 

In addition and subtraction of a pseudo-zero and 
a true zero or another pseudo-zero, the pseudo- 
zero(s) behave like unnormals, except for the 
determination of the result's sign. The sign is 
determined as shown in table S-26 for two true 
zero operands. 

Infinities 

The real formats support signed representations 
of infinities. These values are encoded with a 
biased exponent of all ones and a significand of 



1^00. ..00; if the infinity is in a register, it is 
tagged special. The significand distinguishes 
infinities from NANs, including real indefinite . 



A programmer may code an infinity, or it may be 
created by the NDP as its masked response to an 
overflow or a zerodivide exception. Note that 
when rounding is up or down,- the masked 
response may create the largest valid value 
representable in the destination rather than infin- 
ity. See table S-33 for details. As operands, 
infinities behave somewhat differently depending 
on how the infinity control field in the control 
word is set (see table S-27). When the projective 
model of infinity is selected, the infinities behave 
as a single unsigned representation; because of 
thiSj infinity cannot be compared with any value 
except infinity. In affine mode, the signs of the 
infinities are observed, and comparisons are 
possible. 



Table S-27. Infinity Operands and Results 



Operation 


Projective Result 


Affine Result 


Addition 






+00 plus +00 


Invalid operation 


+ 00 


— oo plus -00 


Invalid operation 


—00 


+00 plus -oo 


Invalid operation 


Invalid operation 


-00 pluS+oo 


Invalid operation 


Invalid operation 


±00 plus ±X 


*co 


*00 


±X plus ±00 


*00 


*00 


Subtraction 






+00 minus -00 


Invalid operation 


+00 


-oo minus +oo 


Invalid operation 


—00 


+00 minus +00 


Invalid operation 


Invalid operation 


-oo minus -oo 


Invalid operation 


Invalid operation 


±oo minus ±X 


*0O 


*00 


±X minus ±oo 


t~ 


too 


Multiplication 






+00 • +00 


©00 


©oo 


±oo«±Y 


Qoo 


©00 


±0 • ±00 J ±oo * +0 


Invalid operation 


Invalid operation 
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Table S-27. Infinity Operands and Results (Cont'd.) 



Operation 


Projective Result 


Affine Result 


Division 






+00 -f +00 


Invalid operation 


Invalid operation 


±00 ^±x 


©00 


©00 


±X-^±oo 


©0 


eo 


FSQRT 






—00 


Invalid operation 


Invalid operation 


+00 


Invalid operaton 


+00 


FPREM 






±00 rem ±«> 


Invalid operation 


Invalid operation : 


±a>rem ±X 


Invalid operation 


Invalid operation 


±Y rem ±00 


*Y 


*Y 


±0 rem ±«) 


*0 


*0 


FRNDINT 






±00 


*oo 


*00 


FSCALE 






±00 scaled by ±00 


Invalid operation 


Invalid operation 


±00 scaled by ±X 


*00 


*oo 


±0 scaled by ±0° 


*0 


*0 


±Y scaled by ±00 


Invalid operation 


Invalid operation 


FXTRACT 






±00 


Invalid operation 


Invalid operation 


Compare 






+00; +00 


A=B 


—00 < +00 


±00 : ±Y 


A? B(and) invalid 






operation 


-oo<Y<+oo 


±00 : ±0 


A ? B (and) invalid 






operation 


-00 < < +00 


FTST 


A? B (and) invalid 




±00 


operation 


*oo 



Notes: X = zero or nonzero operand 

Y = nonzero operand 

* = sign of original operand 

t = sign is complement of original operand's sign 

©= sign is "exclusive or" original operand signs (+ if operands had same sign, 
- if operands had different signs) 



NANS 

A NAN (Not-A-Number) is a member of a class 
of special values that exist in the real formats 
only. A NAN has an exponent of 11...11B, may 
have either sign, and may have any significant 
except 1^00.. .OOB, which is assigned to the 
infinities. A NAN in a register is tagged special. 

The 8087 will generate the special NAN, real 
indefinite, as its masked response to an invalid 
operation exception. This NAN is signed 



negative; its signjficand is encoded 1^1 00... 00. 
All other NANs represent programmer-created 
values. 

Whenever the NDP uses an operand that is a 
NAN, it signals invalid operation. Its masked 
response to this exception is to return the NAN as 
the operation's result. If both operands of an 
instruction are NANs, the result is the NAN with 
the larger absolute value. In this way, a NAN that 
enters a computation propagates through the 
computation and will eventually be delivered as 
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the final result. Note, however, that the tran- 
scendental instructions do not check their 
operands, and a NAN will produce an undefined 
result. 



creating a different NAN for each error. When 
the program ended, the NAN results could be 
used to access the diagnostic data saved at the 
time the errors occurred. Many errors could thus 
be diagnosed and corrected in one test run. 



By unmasking the invalid operation exception, 
the programmer can use NANs to trap to the 
exception handler. The generality of this 
approach and the large number of NAN values 
that are available, provide the sophisticated pro- 
grammer with a tool that can be applied to a 
variety of special situations. 



For example, a compiler could use NANs to 
references to uninitialized (real) array elements. 
The compiler could pre-initialize each array ele- 
ment with a NAN whose significand contained 
the index (relative position) of the element. If an 
application program attempted to access an ele- 
ment that it had not initialized, it would use the 
NAN placed there by the compiler. If the invalid 
operation exception were unmasked, an interrupt 
would occur, and the exception handler would be 
invoked. The exception handler could determine 
which element had been accessed, since the 
operand address field of the exception pointers 
would point to the NAN, and the NAN would 
contain the index number of the array element. 



NANs could also be used to speed up debugging. 
In its early testing phase a program often contains 
multiple errors. An exception handler could be 
written to save diagnostic information in memory 
whenever it was invoked. After storing the 
diagnsotic data, it could supply a NAN as the 
result of the erroneous instruction, and that NAN 
could point to its associated diagnostic area in 
memory. The program would then continue. 



Data Type Encodings 



Tables S-28 through S-31 summarize how various 
types of values are encoded in the seven NDP data 
types. In all tables, the less significant bits are to 
the right and are stored in the lowest memory 
addresses. The sign bit is always the left-most bit 
of the highest-addressed byte. 



Notice that in every format one encoding is inter- 
preted as representing the special value indefinite . 
The 8087 produces this encoding as its response to 
a masked invalid operation exception. In the case 
of the reals, indefinite can be loaded and stored 
like any NAN and it always retains its special 
identity; programmers are advised not to use this 
encoding for any other purpose. Packed decimal 
indefinite may be stored by the NDP in a FBSTP 
instruction; attempting to use this encoding in 
a FBLD instruction, however, will have an 
undefined result. In the binary integers, the same 
encoding may represent either indefinite or the 
largest negative number supported by the format 
(-2l^ -2^1 or -263) jhe goST will store this 
encoding as its masked response to an invalid 
operation, or when the value in a source register 
represents, or rounds to, the largest negative 
integer representable by the destination. In situa- 
tions where its origin may be ambiguous, the 
invalid operation exception flag can be examined 
to see if the value was produced by an exception 
response. When this encoding is loaded, or used 
by an integer arithmetic or compare operation, it 
is always interpreted as a negative number; thus 
indefinite cannot be loaded from a packed 
decimal or binary integer. 
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Table S-28. Binary Integer Encodings 



Exception Handling Details 



Class 


Sign 


Magnitude 


0) 

1 


(Largest) 




• 
• 
• 


11. ..11 

e 
• 
• 


a. 


(Smallest) 





00...01 


Zero 





00.. .00 


0) 
0) 


(Smallest) 




11. ..11 




% 

O) 

z 


(LargesXI Indefinite*) 




• 

• 

00.. .00 




Word: 


-^-15 bits -^ 




Short: 


--^31 bits-^ 






Long: 


-<- 63 bits ->► 



If this encoding is used as a source operand 
(as in an integer load or integer arithmetic 
instruction), the 8087 interprets it as the 
largest negative number representable in the 
format: -2^^ -2^\ or -2^3 T^e 8087 will deliver 
this encoding to an integer destination in two 
cases: 



1) if the result is the largest negative 
number, 



Table S-32 lists every exception condition that the 
NDP detects and describes the processor's 
response when the relevant exception mask is set. 
The unmasked responses are described in table 
S-6. Note that if an unmasked overflow or 
underflow occurs in an FST or FSTP instruction, 
no result if stored, and the stack and memory are 
left as they existed before the instruction was 
executed. This gives an exception handler the 
opportunity to examine the offending operand on 
the stack top. 

When rounding is directed (the RC field of the 
control word is set to **up" or **down"), the 8087 
handles a masked overflow differently than it 
does for the '^nearest" or *'chop" rounding 
modes. Table S-33 shows the NDP's masked 
response when the true result is too large to be 
represented in it's destination real format. For a 
normalized result, the essence of this response is 
to deliver <» or the largest valid number represen- 
table in the destination format, as dictated by the 
rounding mode and the sign of the true result. 
Thus, when RC=down, a positive overflow is 
rounded down to the largest positive number. 
Conversely, when RC=up, a negative overflow is 
rounded up to the largest negative number. A 
properly signed ^ is returned for a positive 
overflow with RC=up, or a negative overflow 
with RC=down. For an unnormalized result, the 
action is similar except that the the unnormal 
character of the result is preserved if the sign and 
rounding mode do not indicate that ^ should be 
delivered. 



2) as the response to a masked invalid 
operation exception, in which case it 
represents the special value integer 
indefinite. 



In all masked overflow responses for directed 
rounding, the overflow flag is not set, but the 
precision exception is raised to signal that the 
exact true result has not been returned. 
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Table S-29. Packed Decimal Encodings 





Class 


Sign 




Magnitude 




digit 1 digit | digit digit | . . . | digit 


(0 

> 

s. 


(Largest) 
(Smallest) 




• 
• 



0000000 

• 

• 

• 

0000000 


1 1 1 1 1 1 1 1 ... 1 1 

• 

• 

00 00000000000000... 0001 


Zero 





0000000 


... 


Vi 

1 

z 


Zero 




0000000 


... 


(Smallest) 
(Largest) 




0000000 

• 
• 

0000000 


00000000 0000000. ..000 1 

• 
• 

10 110 110 110 1. . 1 1 


Indefinite* 


1 


1111111 


1 1 11 1 11 1 u u u u u u u u . . . u u u u 




-^ — It 


w.*^ w 











The pacl(ed decimal indefinite encoding is stored by FBSTP in response to a masked invalid 
operation exception. Attempting to load this value via FBLD produces an undefined result. 
Note: "UUUU" means bit values are undefined and may contain any value. 



Table S-30. Real and Long Real Encodings 



Class 


Sign 


Biased 
Exponent 


Significand* 

Aff...ff 


V) 
0) 

o 

Q. 


NANs 




• 
• 
• 



11. ..11 

• 

• 

• 

11. ..11 


11. ..11 

• 

• 

00.. .01 


oo 





11. ..11 


00.. .00 


o 
cc 


Normals 




• 
• 
• 




11. ..10 

• 

• 

• 

00.. .01 


11. ..11 

• 

• 

• 

00.. .00 


Denormals 




• 
• 
• 



00.. .00 

• 

• 

• 

00.. .00 


11. ..11 

• 

• 

• 

00.. .01 


Zero 





00.. .00 


00.. .00 
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Table S-30. Real and Long Real Encodings (Cont'd.) 



Class 


Sign 


Biased 
Exponent 


Significand* 
Aff...ff 


> 

to 

D) 

■2. 


(fi 

0) 
DC 


Zero 


1 


00. ..00 


00. ..00 


Denormals 


1 

o 
o 
o 

1 


00. ..00 

o 
o 
o 

00. ..00 


00. ..01 

o 
o 
o 

11. ..11 


Normals 


1 

o 
o 



1 


00. ..01 

o 



o 

11. ..10 


00. ..00 

o 
o 
o 

11. ..11 


oo 


1 


11. ..11 


00.. .00 


(/) 




1 

o 
o 




11. ..11 

o 
o 

o 


00.. .01 

o 
o 




< 


Indefinite 


1 


11. ..11 


10.. .00 


2 




o 
o 

o 

1 


o 
o 
o 

11. ..11 


o 



o 

11. ..11 










Short: 
Long: 


<h-8bits-^> 
-^—11 bits-^ 


<r— 23bitS"^ 
|<:h-52bits— 1> 



Integer bit is implied and not stored. 



Table S-3 1 . Temporary Real Encodings 



Class 


Sign 


Biased 
Exponent 


Significand 

lAff..ff 


0) 

> 

'55 
o 
a. 


NANs 




o 



o 




11. ..11 

o 
o 
o 

11. ..11 


111. ..11 

o 



o 

100. ..01 


oo 





11. ..11 


100.. .00 
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Table S-3 1 . Temporary Real Encodings (Cont'd.) 



Class 



Sign 



Biased 
Exponent 



Significand 
lAff...ff 



tf) 

0) 



o 

Q. 



Reals 



Zero 



Zero 



0) 



(0 
O) 



z 



11. ..10 



00... 01 



00.. .00 



00.. .00 



00.. .00 



00.. .00 



00.. .00 



00.. .00 
00. ..01 



11. ..10 

11. ..11 



Normals 
111. ..11 



100.. .00 



Unnormals 
Oil. ..11 

000.. .00 



Denormals 
Oil. ..11 



000... 01 



000.. .00 



000... 00 



Denormals 
000.. .01 



Oil. ..11 



Unnormals 
000.. .00 



011. ..11 



Normals 
100... 00 

• 
111. ..11 
100.. .00 
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Table S-31 . Temporary Real Encodings (Cont'd.) 



Class 


Sign 


Biased 
Exponent 


Significand 
l^ff...ff 


0) 
0) 

"(0 
O) 
0) 

z 






• • • ■ 


100.. .00 

• 
• 
• 


NANs 1 Indefinite 




11. ..11 


110.. .00 






• 

• 

• 

11. ..11 


• 
• 
• 

111. ..11 



-15bits-*--^ — 64 bits- 



Table S-32. Exception Conditions and Masked Responses 


Condition 


Masked Response 


Invalid 


peration 


Source register is tagged empty (usually 
due to stack underflow). 


Return real indefinite. 


Destination register is not tagged empty 
(usually due to stack overflow). 


Return real indefinite (overwrite 
destination value). 


One or both operands is a NAN. 


Return NAN with larger absolute value 
(ignore signs). 


(Compare and test operations only): 
one or both operands is a NAN. 


Set condition codes "not comparable". 


(Addition operations only): closure is 
affine and operands are opposite-signed 
infinities; or closure is projective and both 
operands are <» (signs immaterial). 


Return real //7Gfef//7/Ye 


(Subtraction operations only): closure is 
affine and operands are like-signed 
infinities; or closure is projective and both 
operands are «> (signs immaterial). 


Return real /nc(e^//7/Ye. 


(Multiplication operations only): «> * 0; or 

0*00. 


Return real indefinite. 


(Division operations only): «> ^ «>; or -^ 0; 
or -r pseudo-zero; or divisor is denormal 
orunnormal. 


Return real indefinite. 


(FPREM instruction only): modulus 
(divisor) is unnormal or denormal; 
or dividend is 00. 


Return real indefinite, set condition code 
= "complete remainder". 


(FSQRT instruction only): operand is 
nonzero and negative; or operand is 
denormal or unnormal; or closure is affine 
and operand is -oo; or closure is projective 
and operand is 00. 


Return real indefinite. 
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Exception Conditions and Masked Responses (Cont'd.) 



Invalid Operation 


(Compare operations only): closure is 


Set condition code = "not comparable" 


projective and ^ is being compared with 




or a normal, oroo. 




(FTST instruction only): closure is 


Set condition code = "not comparable". 


projective and operand Is oo. 




(FIST, FISTP instructions only): source 


Store integer //7c/e^//7/Ye. 


register is empty, or a NAN, or denormal, 




or unnormal, or «>, or exceeds represent- 




able range of destination. 




(FBSTP Instruction only): source register 


Store packed decimal indefinite. 


is empty, or a NAN, or denormal, or 




unnormal, or oo, or exceeds 18 decimal 




digits. 




(FST, FSTP instructions only): destination 


Store real indefinite . 


is short or long real and source register is 




an unnormal with exponent in range. 




(FXCH instruction only): one or both 


Change empty register(s) to real indefinite 


registers is tagged empty. 


and then perform exchange. 


Denormaiized Operand 


(FLD instruction only): source operand is 


No special action; load as usual. 


denormal. 




(Arithmetic operations only): one or both 


Convert (in a work area) the operand to the 


operands is denormal. 


equivalent unnormal and proceed. 


(Compare and test operations only): one 


Convert (in a work area) any denormal to 


or both operands is denormal or unnormal 


the equivalent unnormal; normalize as 


(other than pseudo-zero). 


much as possible, and proceed with 




operation. 


Zerodivide 


(Division operations only): divisor = 0. 


Return oo signed with "exclusive or" of 




operand signs. 


■ ■■■"■ ■'■ ■ 

Overflow 


(Arithmetic operations only): rounding is 


Return properly signed ooand signal 


nearest or chop, and exponent of true 


precision exception. 


result > 16,383. 




(FST, FSTP instructions only): rounding is 


Return properly signed °° and signal 


nearest or chop, and exponent of true 


precision exception. 


result > +127 (short real destination) 




or > +1023 (long real destination). 
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Exception Conditions and Masked Responses (Cont'd.) 



Underflow 


(Arithmetic operations only): exponent of 


Denormalize until exponent rises to 


true result <-16,382 (true). 


-16,382 (true), round significand to 64 bits. 




If denormalized rounded significand = 0, 




then return true 0; else, return denormal 




(tag = special, biased exponent =0). 


(FST, FSTP instructions only): destination 


Denormalize until exponent rises to -126 


is short real and exponent of true result 


(true), round significand to 24 bits, store 


<- 126 (true). 


true if denormalized rounded significand 




= 0; else, store denormal (biased expo- 




nent =0). 


(FST, FSTP instructions only): destination 


Denormalize until exponent rises to -1022 


is long real and exponent of true result 


(true), round significand to 53 bits, store 


<-1 022 (true). 


true if rounded denormalized significand 




= 0; else, store denormal (biased expo- 




nent =0). 


Precision 


True rounding error occurs. 


No special action. 


Masked response to overflow exception 


No special action. 


earlier In instruction. 





Table S-33. Masked Overflow Response for Directed Rounding 



True Result 


Rounding 
Mode 


Result Delivered 


Normalization 


Sign 


Normal 

Normal 

Normal 

Normal 

Unnormal 

Unnormal 

Unnormal 

Unnormal 


+ 
+ 

+ 

+ 


Up 
Down 

Up 
Down 

Up 
Down 

Up 
Down 


+00 

Largest finite positive number^"") 
Largest finite negative number^^) 

— 00 
+00 

Largest exponent, result's significand^^) 
Largest exponent, result's significand^^) 

— 00 



^^^ The largest valid representable reals are encoded: 
exponent: 11...10B 
significand: (1)/^11...10B 

^2) The significand retains its identity as an unnormal; the true result is rounded as usual 
(effectively chopped toward in this case). The exponent is encoded 11 ...10B. 
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8.10 Programming Examples 



Conditional Branching 

As discussed in section S.7, the comparison 
instructions post their results to the condition 
code bits of the 8087 status word. Although there 
are many ways to implement conditional branch- 
ing following a comparison, the basic approach is 
as follows: 

• execute the comparison, 

• store the status word, 

• inspect the condition code bits, 

• jump on the result. 

Figure S-26 is a code fragment that illustrates how 
two memory-resident long real numbers might be 
compared (similar code could be used with the 
FTST instruction). The numbers are called A and 
B, and the comparison is A to B. The comparison 
itself simply requires loading A onto the top of 
the 8087 register stack and then comparing it to B 
and popping the stack in the same instruction. 
The status word is written to memory and the 
code waits for completion of the store before 
attempting to use the result. 

There are four possible orderings of A and B, and 
bits C3 and CO of the condition code indicate 
which ordering holds. These bits are positioned in 
the upper byte of the status word so as to corres- 



pond to the CPU's zero and carry flags (ZF and 
CF), if the byte is written into the flags (see 
figures 2-32 and S-6). The code fragment, then, 
sets ZF and CF to the values of C3 and CO and 
then uses the CPU conditional jumps to test the 
flags. Table 2-15 shows how each conditional 
jump instruction tests the CPU flags. 

The FXAM instruction updates all four condition 
code bits. Figure S-27 shows how a jump table 
can be used to determine the characteristics of the 

value examined. The jump table (FXAM TBL) 

is initialized to contain the 16-bit displacement of 
16 labels, one for each possible condition code 
setting. Note that four of the table entries contain 
the same value, since there are four condition 
code settings that correspond to **empty." 

The program fragment performs the FXAM and 
stores the status word. It then manipulates the 
condition code bits to finally produce a number in 
register BX that equals the condition code times 
2. This involves zeroing the unused bits in the byte 
that contains the code, shifting C3 to the right so 
that it is adjacent to C2, and then shifting the 
code to multiply it by 2. The resulting value is 
used as an index which selects one of the 

displacements from FXAM TBL (the 

multiplication of the condition code is required 
because of the 2-byte length of each value in 
FXAM_TBL). The unconditional JMP instruc- 
tion effectively vectors through the jump table to 
the labelled routine that contains code (not shown 
in the example) to process each possible result of 
9 the FXAM instruction. 



A DQ 

B DQ 

STAT 87 DW 



FLD A ;LQAD A ONTO TOP OF 87 STACK 

FCOMP B ;COMPARE A:B, POP A 

FSTSW STAT_87 ;STORE RESULT 

FWAIT ;WAIT FOR STORE 

Figure S-26. Conditional Branching for Compares 
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;LOAD CPU REGISTER AH WITH BYTE OF 

STATUS WORD CONTAINING CONDITION CODE 
MOV AH, BYTE PTR STAT_87+1 

;LOAD CONDITION CODES INTO CPU FLAGS 
SAHF 

;USE CONDITIONAL JUMPS TO DETERMINE 

ORDERING OF A AND B 
JB A_LESS_OR_UNORDERED 
;CF (CO) =0 
JNE A_GREATER 
A_EQUAL: 

;CF (CO) = 0, ZF (C3) = 1 



A_GREATER: 

;CF (CO) = 0, ZF (C3) = 



A_LESS_OR_UNORDERED: 

;CF (CO) = 1 , TEST ZF (C3) 

JNE A_LESS 
A_B_UNORDERED: 

;CF (CO) = 1 , ZF (C3) = 1 



A_LESS: 

;CF (CO) = 1 , ZF (C3) 



Figure S-26. Conditional Branching for Compares (Cont'd.) 



FXAM_TBL DW POS_UNNORM, POS_NAN, NEG_UNNORM, 
& NEG_NAN, POS_NORM, POS_I N F I N I TY , 

& NEG_NORM, NEG_INFINITY, POS__ZERO, 

& EMPTY, NEG__ZERO, EMPTY, POS_DENORM, 

& EMPTY, NEG_DENORM, EMPTY 

STAT 87 DW ? 



Figure S-27 . Conditional Branching for FX AM 
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;EXAMINE ST, STORE RESU LT , WA IT FOR COMPLETION 

FXAM 

FSTSW STAT_87 

FWAIT 
;CLEAR UPPER HALF OF BX, LOAD CONDITION CODE 
; IN LOWER HALF 

MOV BH,0 

MOV BL, BYTE PTR STAT_87+1 

;COPY ORIGINAL IMAGE 

MOV AL,BL 

;CLEAR ALL BITS EXCEPT C2-C0 

AND BL,00000111B 
;CLEAR ALL BITS EXCEPT C3 

AND AL,01000000B 

;SHIFT C3 TWO PLACES RIGHT 

SHR AL,1 

SHR AL,1 

;SHIFT C2-C0* ONE PLACE LEFT (MULTIPLY BY 2) 

SAL BX,1 

;DROP C3 BACK IN ADJACENT TO C2 (OOOXXXXO) 

OR BL,AL 

;JUMP TO THE ROUTINE •' ADDRESSED • • BY CONDITION CODE 

J MP FXAM_TBL[BX] 

;HERE ARE THE JUMP TARGETS, ONE TO HANDLE 
EACH POSSIBLE RESULT OF FXAM 
POS UNNORM: 



POS NAN: 



NEG UNNORM: 



NEG NAN: 



POS NORM: 



POS INFINITY: 



NEG NORM: 



NEG INFINITY: 



Figure S-27. Conditional Branching for FXAM (Cont'd.) 
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POS ZERO: 



EMPTY: 



NEC ZERO: 



POS DENORM: 



NEG DENORM: 



Figure S-27. Conditional Branching for FXAM (Cont'd.) 



Exception Handlers 

There are many approaches to writing exception 
handlers. One useful technique is to consider the 
exception handler interrupt procedure as con- 
sisting of "prologue," "body" and "epilogue" 
sections of code. (For compatibility with the 8087 
emulators, this procedure should be invoked by 
interrupt pointer (vector) number 16.) 

At the beginning of the prologue, CPU interrupts 
have been disabled by the CPU's normal interrupt 
response mechanism. The prologue performs all 
functions that must be protected from possible 
interruption by higher-priority sources. Typically 
this will involve saving CPU registers and 
transferring diagnostic information from the 8087 
to memory. When the critical processing has been 
completed, the prologue may enable CPU inter- 
rupts to allow higher-priority interrupt handlers 
to preempt the exception handler. 

The exception handler body examines the 
diagnostic information and makes a response that 
is necessarily application-dependent. This 
response may range from halting execution, to 
displaying a message, to attempting to repair the 
problem and proceed with normal execution. 

The epilogue essentially reverses the actions of the 
prologue, restoring the CPU and the NDP so that 
normal execution can be resumed. The epilogue 



must not load an unmasked exception flag into 
the 8087 or another interrupt will be requested 
immediately (assuming 8087 interrupts are also 
loaded as unmasked). 

Figures S-28 through S-30 show the ASM-86 
coding of three skeleton exception handlers. They 
show how prologues and epilogues can be written 
for various situations, but only provide comments 
indicating where the application-dependent 
exception handling body should be placed. 

Figures S-28 and S-29 are very similar; their only 
substantial difference is their choice of instruc- 
tions to save and restore the 8087. The tradeoff 
here is between the increased diagnostic infor- 
mation provided by FNSAVE and the faster 
execution of FNSTENV. For applications that are 
sensitive to interrupt latency, or do not need to 
examine register contents, FNSTENV reduces the 
duration of the "critical region," during which 
the CPU will not recognize another interrupt 
request (unless it is a non-maskable interrupt). 

After the exception handler body, the epilogues 
prepare the CPU and the NDP to resume execu- 
tion from the point of interruption (i.e., the 
instruction following the one that generated the 
unmasked exception). Notice that the exception 
flags in the memory image that is loaded into the 
8087 are cleared to zero prior to reloading (in 
fact, in these examples, the entire status word 
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image is cleared). The prologue also provides for 
indicating to the interrupt controller hardware 
(e.g., 8259A) that the interrupt has been pro- 
cessed. The actual processing done here is 
application-dependent, but might typically 
involve writing an **end of interrupt" command 
to the interrupt controller. 

The examples in figures S-28 and S-29 assume 
that the exception handler itself will not cause an 
unmasked exception. Where this is a possibility. 



the general approach shown in figure S-30 can be 
employed. The basic technique is to save the full 
8087 state and then to load a new control word in 
the prologue. Note that considerable care should 
be taken when designing an exception handler of 
this type to prevent the handler from being 
reentered endlessly. 



SAVE ALL 



PROC 



SAVE CPU REGISTERS, ALLOCATE STACK SPACE 
FOR 8087 STATE IMAGE 
PUSH BP 



MOV BP,SP 

SUB SP,94 
;SAVE FULL 8087 STATE, WAIT FOR COMPLETION, 
; ENABLE CPU INTERRUPTS 

FNSAVE [BP-94] 

FWAIT 

ST I 

APPLICATION-DEPENDENT EXCEPTION HANDLING 
CODE GOES HERE 

CLEAR EXCEPTION FLAGS IN STATUS WORD 

RESTORE MODIFIED STATE 

IMAGE 

MOV BYTE PTR [BP-92] , OH 
FRSTOR CBP-94] 
;WAIT FOR RESTORE TO FINISH BEFORE RELEASING MEMORY 

FWAIT 
;DE-ALLOCATE STACK SPACE, RESTORE CPU REGISTERS 
MOV SP,BP 



POP 



BP 



CODE TO SEND ''END OF I NTERRUPT •' COMMAND TO 
8259A GOES HERE 

RETURN TO INTERRUPTED CALCULATION 
IRET 
SAVE ALL ENDP 



Figure S-28. Full State Exception Handler 
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SAVE_ENVIRONMENT PROC 

SAVE CPU REGISTERS, ALLOCATE STACK SPACE 
FOR 8087 ENVIRONMENT 
PUSH BP 



MOV BP,SP 

SUB SP,14 
;SAVE ENVIRONMENT, WAIT FOR COMPLETION, 

;ENABLE CPU INTERRUPTS 

FNSTENV [BP-14] 

FWAIT 

.ST I 

APPLICATION EXCEPTION-HANDLING CODE GOES HERE 

CLEAR EXCEPTION FLAGS IN STATUS WORD 
RESTORE MODIFIED 
ENVIRONMENT IMAGE 

MOV BYTE PTR [BP-12], OH 
FLDENV [BP-14] 
;WAIT FOR LOAD TO FINISH BEFORE RELEAS ING MEMORY 

FWAIT 
;DE-ALLOCATE STACK SPACE, RESTORE CPU REGISTERS 
MOV SP,BP 



POP BP 

CODE TO SEND ''END OF INTERRUPT' ' COMMAND TO 
8259A GOES HERE 

RETURN TO INTERRUPTED CALCULATION 
IRET 
SAVE_ENVIRONMENT ENDP 

Figure S-29. Reduced Latency Exception Handler 
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LOCAL_CONTROL DW ? ;ASSUME INITIALIZED 



REENTRANT 



PROC 



SAVE CPU REGISTERS, ALLOCATE STACK SPACE FOR 
8087 STATE IMAGE 
PUSH BP 



MOV BP,SP 

SUB SP,94 
;SAVE STATE, LOAD NEW CONTROL WORD, WAIT 
;FOR COMPLETION, ENABLE CPU INTERRUPTS 

FNSAVE [BP-94] 

FLDCW LOCAL_CONTROL 

FWAIT 

ST I 
;CODE TO SEND ''END OF INTERRUPT' ' COMMAND TO 
;8259A GOES HERE 



;APPLICATION EXCEPTION HANDLING CODE GOES HERE. 
;AN UNMASKED EXCEPT ION GENERATED HERE WILL 
;CAUSE THE EXCEPTION HANDLER TO BE REENTERED. 
;IF LOCAL STORAGE IS NEEDED, IT MUST BE 
;ALLOCATED ON THE CPU STACK. 



;CLEAR EXCEPTION FLAGS IN STATUS WORD 
;RESTORE MODIFIED STATE IMAGE 

MOV BYTE PTR CBP-92] , OH 

FRSTOR [BP-94] 
;WAIT FOR RESTORE TO FINISH BEFORE RELEASING MEMORY 

FWAIT 
;DE-ALLOCATE STACK SPACE, RESTORE CPU REGISTERS 

MOV SP,BP 



POP BP 
;RETURN TO POINT OF INTERRUPTION 

IRET 
REENTRANT ENDP 



Figure S-30. Reentrant Exception Handler 
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High Performance 2-Chip Numeric 
Data Processor 

Standard iAPX 86/10, 88/10 Instruction 
Set Plus Arithmetic, Trigonometric, 
Exponential, and Logarithmic 
Instructions For All Data Types 

All 24 iAPX 86/10, 88/10 Addressing 
Modes Available 

Conforms To Proposed IEEE Floating 
Point Standard 



Support 8 Data Types: 8-, 16-, 32-, 64- 
Bit Integers, 32-, 64-, 80-Bit Floating 
Point, and 18-Digit BCD Operands 

8x80-Bit Individually Addressable 
Register Stack plus 14 General 
Purpose Registers 

7 Built-in Exception Handling 
Functions 

MULTIBUS System Compatible 
Interface 



The Intel IAPX 86/20 and IAPX 88/20 are two-chip numeric data processors (NDP's). They provide the instruc- 
tions and data types needed for high-performance numeric applications. The NDP provides 100 times the 
performance of an iAPX 86/10, 88/10 CPU alone for numeric processing. The IAPX 86/20 consists of an IAPX 
86/10 (16-bit 8086 CPU) and a numeric processor extension (NPX), the 8087. The IAPX 88/20 consists of the 
NPX in conjunction with the IAPX 88/10 (8-bit 8088 CPU). The NDP conforms to the proposed IEEE Floating 
Point Standard. 

Both components of the IAPX 86/20 and iAPX 88/20 are implemented in N-channel, depletion load, silicon gate 
technology (HMOS), housed in two 40-pin packages. The iAPX 86/20, 88/20 adds 68 numeric processing 
instructions to the iAPX 86/10, 88/10 instruction set and eight 80-bit registers to the register set. 
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Figure 1. iAPX 86/20, 88/20 Block Diagram 



Figure 2. iAPX 86/20, 88/20 Pin Configuration 
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Table 1. 8087 Pin Description 



Symbol 


Type 


Name and Function 


AD15-AD0 


I/O 


Address Data:These lines constitute the time multiplexed memory address (T-j) and data (T2, 
T3, Tw, T4) bus. AO is analogous to BHE for the lower byte of the data bus, pins D7-D0. It is 
LOW during T-j when a byte is to be transferred on the lower portion of the bus in memory 
operations. Eight-bit oriented devices tied to the lower half of the bus would normally use AO 
to condition chip select functions. These lines are active HIGH. They are input/output lines for 
8087 driven bus cycles and are inputs which the 8087 monitors when the 8086/8088 is in 
control of the bus. A15-A8,do not require an address latch in an iAPX 88/20. The 8087 will 
supply an address for the T1-T4 period. 


A19/S6, 
A18/S5, 
A17/S4, 
A16/S3 


I/O 


Address Memory: During Ti these are the four most significant address lines 
for memory operations. During memory operations, status information is available on 
these lines during T2, T3, Tw, and T4. For 8087 controlled bus cycles, S6, S4, and S3 
are reserved and currently one (HIGH), while S5 is always LOW. These lines are inputs which 
the 8087 monitors when the 8086/8088 is in control of the bus. 


BHE/S7 


I/O 


Bus High Enable: During T-) the bus high enable signal (BHE) should be used to enable data 
onto the most significant half of the data bus, pins D1 5-D8. Eight-bit oriented devices tied to 
the upper half of the bus would normally use BHE to condition chip select functions. BHE is 
LOW during Ti for read and write cycles when a byte is to be transferred on the high portion of 
the bus. The S7 status information is available during T2, T3, Tw, and T4. The signal is active 
LOW. S7 is an input which the 8087 monitors during 8086/8088 controlled bus cycles. 


S2,Si,S0 


I/O 


Status: For 8087 driven bus cycles, these status lines are encoded as follows: 

S2 ST SO 

O(LOW) X X Unused 

1 (HIGH) Unused 

1 1 Read Memory 

1 1 Write Memory 

1 1 1 Passive 

Status is driven active during T4, remains valid during Ti and T2, and is returned to the 

passive state (1 , 1, 1) during T3 or during Tw when READY is HIGH. This status is used by the 

8288 Bus Controller to generate all memory access control signals. Any change in S2, S1 , or 

SO during T4 is used to indicate the beginning of a bus cycle, and the return to the passive 

state in T3 or Tw is used to indicate the end of a bus cycle. These signals are monitored by the 

8087 when the 8086/8088 is in control of the bus. 


RQ/GTO 


I/O 


Request/Grant: This request/grant pin is used by the NPX to gain control of the local bus from 
the CPU for operand transfers or on behalf of another bus master. It must be connected to one 
of the two processor request/grant pins. The request grant sequence on this pin is as follows: 

1. A pulse one clock wide is passed to the CPU to indicate a local bus request by either the 
8087 or the master connected to the 8087 RQ/GT1 pin. 

2. The 8087 waits for the grant pulse and when it is received will either initiate bus transfer 
activity in the clock cycle following the grant or pass the grant out on the RQ/GT1 pin in this 
clock if the initial request was for another bus master. 

3. The 8087 will generate a release pulse to the CPU one clock cycle after the completion of 
the last 8087 bus cycle or on recieipt of the release pulse from the bus master on RQ/GT1. 
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Table 1. 8087 Pin Description (Continued) 



Symbol 


Type 


Name and Function 


RQ/GT1 


I/O 


Request/Grant:This request/grant pin is used by another local bus master to force the 8087 to 
request the local bus. If the 8087 is not in control of the bus when the request is made the 
request/grant sequence is passed through the 8087 on the RQ/GTO pin one cycle later. 
Subsequent grant and release pulses are also passed through the 8087 with a two and one 
clock delay, respectively/for resynchronization. RQ/CT1 has has an internal pullup resistor, 
and so may be left unconnected. If the 8087 has control of the bus the request/grant sequence 
is as follows: 

1 . A pulse 1 CLK wide from another local bus master indicates a local bus request to the 8087 
(pulse 1). 

2. During the 8087's next T4 or Ti a pulse 1 CLK wide from the 8087 to the requesting master 
(pulsed) indicates that the 8087 has allowed the local bus to float and that it will enter the 
"RQ/GT acknowledge" state at the next CLK. The 8087's control unit is disconnected 
logically from the local bus during "RQ/GT acknowledge." 

3. A pulse 1 CLK wide from the requesting master indicates to the 8087 (pulse 3) that the 
"RQ/GT" request is about to end and that the 8087 can reclaim the local bus at the next 
CLK. 

Each master-master exchange of the local bus is a sequence of 3 pulses. There must be one 
dead CLK cycle after each bus exchange. Pulses are active LOW. 


QS1, 
QSO 


1 


QS1, QSO: QS1 and QSO provide the 8087 with status to allow tracking of the CPU 
instruction queue. ^^ 

QS1 QSO 
(LOW) No Operation 

1 First Byte of Op Code from Queue 

1 (HIGH) Empty the Queue 

1 1 Subsequent Byte from Queue 


INT 





Interrupt: This line is used to indicate that an unmasked exception has occurred during 
numeric instruction execution when 8087 interrupts are enabled. This signal is typically 
routed to an 8259A. INT is active HIGH. 


BUSY 





Busy: This signal indicates that the 8087 NEU is executing a numeric instruction. It is con- 
nected to the CPU's TEST pin to provide synchronization. In the case of an unmasked 
exception BUSY remains active until the exception is cleared. BUSY is active HIGH. 


READY 


1 


Ready: READY is the acknowledgment from the addressed memory device that it will 
complete the data transfer. The RDY signal from memory is synchronized by the 8284A Clock 
Generator to form READY This signal is active HIGH. 


RESET 


1 


Reset: RESETcauses the processor to immediately terminate its present activity The signal 
must be active HIGH for at least four clock cycles. RESET is internally synchronized. 


CLK 


1 


Clock: The clock provides the basic timing for the processor and bus controller. It is asym- 
metric with a 33% duty cycle to provide optimized internal timing. 


Vcc 




Power: Vqc 'S the +5V power supply pin. 


GND 




Ground: GND are the ground pins. 



NOTE: 

For the pin descriptions of the 8086 and 8088 CPU's reference those respective data sheets (iAPX 86/10, iAPX 88/10). 
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APPLICATION AREAS 



FUNCTIONAL DESCRIPTION 



The iAPX 86/20 and iAPX 88/20 provide functions 
meant specifically for high performance numeric 
processing requirements. Trigonometric, logarith- 
mic, and exponential functions are built into the 
processor hardware. These functions are essential 
in scientific, engineering, navigational, or military 
applications. 

The NDPalso has capabilities meant for business or 
commercial computing. An iAPX 86/20, 88/20 can 
process Binary Coded Decimal (BCD) numbers up 
to 18 digits without roundoff errors. It can also per- 
form arithmetic on integers as large as 64 bits 
(±10^^). 

PROGRAMMING LANGUAGE SUPPORT 

Programs for the iAPX 86/20 and iAPX 88/20 can be 
written in ASIVI-86, the IAPX 86,88 assembly lan- 
guage, PLyM-86, FORTRAN-86, and PASCAL-86, In- 
tel's high-level languages for iAPX 86, 88 systems. 



The iAPX 86/20, 88/20 Numeric Data Processor's ar- 
chitecture is designed for high performance 
numeric computing in conjunction with general 
purpose processing. 

The 8087 is a numeric processor extension that 
provides arithmetic and logical instruction support 
for a variety of numeric data types in iAPX 86/20, 
88/20 systems. It also executes numerous built-in 
transcendental functions (e.g., tangent and log 
functions). The 8087 executes instructions as a 
coprocessor to a maximum mode 8086 or 8088. It 
effectively extends the register and instruction set of 
an iAPX 86/10 or 88/10 based system and adds 
several new data types as well. Figure 3 presents the 
registers of the iAPX 86/20. Table 2 shows the range 
of data types supported by the NDR The 8087 is 
treated as an extension to the iAPX 86/10 or 88/10, 
providing register, data types, control, and instruc- 
tion capabilities at the hardware level. At the pro- 
grammers level the IAPX 86/20, 88/20 is viewed as a 
single unified processor. 



Details 



iAPX 86/20, 88/20 System Configuration 



The remainder of the data sheet will concentrate on 
the numeric processor extension (refered to as NPX 
or 8087). For iAPX 86/10 or IAPX 88/10 CPU details 
refer to those respective data sheets. 



As a coprocessor to an 8086 or 8088, the 8087 is 
wired in parallel with the CPU as shown in Figure 4. 
The CPU's status (S0-S2) and queue status lines 
(QS0-QS1) enable the 8087 to monitor and decode 
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Figure 3. iAPX 86/20 Architecture 
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Table 2. iAPX 86/20, 


88 


/2C 


1 Data Types 














Data 
Formats 


Range 


Precision 


Most Significant Byte 






7 07 07 07 07 07 07 07 07 07 




Byte Integer 


10^ 


8 Bits 










l7 lo 


Two's Complement 


t 








Word Integer 


10^ 


16 Bits 


Il5 lo 


Two's Complement 








Short Integer 


10^ 


32 Bits 


l31 lo 


Two's Complemen 










Long Integer 


10^« 


64 Bits 


l63 


lo 


Two's 
Comolement 










Packed BCD 
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Di Do 
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Figure 4. NDP System Configuration 
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instructions in synchrohization with the GPU and 
without any CPU overhead. Once started the 8087 
can process in parallel with and independent of the 
host CPU. For resynchronlzation, the NPX's BUSY 
signal informs the CPU that the NPX Is executing an 
instruction and the CPU WAIT Instruction tests this 
signal to insure that the NPX is ready to execute 
subsequent instructions. The NPX can interrupt the 
CPU when it detects an error or exception. The 
8087's interrupt request line is typically routed to 
the CPU through an 8259A Programmable Inter- 
rupt Controller. (See Figure 2 for 8087 pinout 
information.) 

The 8087 uses one of the reques t/grant li nes of the 
IAPX 86, 88 architecture (typically RQ/GT1) to obtain 
control of the local bus for data transfers. The other 
request/grant line is available for general system use 
(for instance by an I/O processor in LOCAL mode). A 
bus ma ster can also be connected to the 8087's 
RQ/GT1 line. In this configuration the 8087 will pass 
the request/grant handshake signals between the 
CPU and the attached master when the 8087 is not in 
control of the bus and will relinquish the bus to the 
master directly when the 8087 is in control. In this 
way two additional masters can be configured In an 
IAPX 86/20, 88/20 system; one will share the 8086 
bus with the 8087 on a first come first served basis, 
and the second will be guaranteed to be higher In 
priority than the 8087. 

As Figure 4 shows, all processors utilize the same 
clock generator and system bus interface compo- 
nents (bus controller, latches, transceivers and bus 
arbiter). 

Bus Operation 

The 8087 bus structure, operation and timing are 
identical to all other processors in the IAPX 86, 88 
series (maximum mode configuration). The address 
is time multiplexed with the data on the first 16/8 
lines of the address/data bus. A1 6 through A19 are 
time multiplexed with four status lines S3-S6. S3, S4 
and S6 are always one (high) for 8087 driven bus 
cycles while S5 is always zero (low). When the 8087 
is monitoring CPU bus cycles (passive mode) S6 is 
also monitored by the 8087 to differentiate 
8086/8088 activity from that of a local I/O processor 
or any other local bus master. (The 8086/8088 must 
be the only processor on the local bus to drive S6 
lo w.) S7 is multiplexed with and has the same value 
as BHE for all 8087 bus cycles. 

The first three status lines, S0-S2, are used with an 
8288 bus controller to determine the type of bus 



cycle being 


run: 






S2 


SI 


so 







X 


X 


Unused 


1 








Unused 


1 





1 


Memory Data Read 


1 


1 





Memory Data Write 


1 


1 


1 


Passive (no bus 
cycle) 



Programming Interface 

The NDP includes the standard IAPX 86/10, 88/10 
instruction set for general data manipulation and 
program control. It also includes 68 numeric 
instructions for extended precision integer, floating 
point, trigonometric, logarithmic, and exponential 
functions. Sample execution times for several NDP 
functions are shown in Figure 4. Overall IAPX 86/20 
system performance is 100 times that of an IAPX 
86/10 class processor for numeric Instructions. 

Any instruction executed by the NDP is the 
combined result of the CPU and NPX activity. The 
CPU and the NPX have specialized functions and 
registers providing fast concurrent operation. The 
CPU controls overall program execution while the 
NPX uses the coprocessor interface to recognize 
and perform numeric operations. 

Table 2 lists the eight data types the IAPX 86/20, 
88/20 supports and presents the format for each 
type. Internally, the NPX holds all numbers in the 
temporary real format. Load and store instructions 
automatically convert operands represented in 
memory as 16-, 32-, or 64-bit integers, 32- or 64-bit 
floating point numbers or 18-digit packed BCD 
numbers into temporary real format and vice versa. 
The NDP also provides the capability to control 
round off, underflow, and overflow errors in each 
calculation. 

Computations in the NPX use the processor's regis- 
ter stack. These eight 80-bit registers provide the 
equivalent capacity of 20 32-bit registers. The NPX 
register set can be accessed as a stack, with instruc- 
tions operating on the top one or two stack ele- 
ments, or as a fixed register set, with instructions 
operating on explicitly designated registers. 

Table 5 lists the 8087's instructions by class. All ap- 
pear as ESCAPE instructions to the host. Assembly 
language programs are written in ASM-86, the IAPX 
86, 88 assembly language. Table 3 gives the execu- 
tion times of some typical numeric instructions. 
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Table 3. Execution Times for Selected iAPX 86/20 
Numeric Instructions and Corresponding 
iAPX 86/10 Emulation 





Approximate Execution 




Time (fis) 


Floating Point 






Instruction 


iAPX 86/20 IAPX 86/10 




(5 MHz 




Clock) Emulation 


Add/Subtract 


17 1,600 


Multiply (single 




precision) 


19 1,600 


Multiply (extended 




precision) 


27 2,100 


Divide 


39 3,200 


Compare 


9 1,300 


Load (double precision) 


10 1,700 


Store (double precision) 


21 1,200 


Square Root 


36 19,600 


Tangent 


90 13,000 


Exponentiation 


100 17,100 



NUMERIC PROCESSOR 
EXTENSION ARCHITECTURE 

As shown in Figure 5, the 8087 is internally divided 
into two processing elements, the control unit (CU) 
and the numeric execution unit (NEU). The NEU 
executes all numeric instructions, while the CU 
receives and decodes instructions, reads and writes 
memory operands and executes NPX control in- 
structions. The two elements are able to operate 
independently of one another, allowing the CU to 
maintain synchronization with the CPU while the 
NEU is busy processing a numeric Instruction. 

Control Unit 

The CU keeps the 8087 operating in synchronization 
with its host CPU. 8087 instructions are intermixed 
with CPU Instructions in a single instruction stream. 
The CPU fetches all Instructions from memory; by 
monitoring the status signals (S0-S2, S6) emitted by 
the CPU, the NPX control unit determines when an 
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Figure 5. 8087 Block Diagram 
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8086 instruction is being fetched. The CU monitors 
the Data bus in parallel with the CPU to obtain in- 
structions that pertain to the 8087. 

The CU maintains an instruction queue that is identi- 
cal to the queue in the host CPU. The CU automatic- 
ally determines if the CPU is an 8086 or an 8088 
Immediately after reset (by monitoring the BHE/ S7 
line) and matches its queue length accordingly. By 
monitoring the CPU's queue status lines (QSO, QS1 ), 
the CU obtains and decodes instructions from the 
queue in synchronization with the CPU. 

A numeric instruction appears as an ESCAPE in- 
struction to the 8086 or 8088 CPU. Both the CPU and 
NPX decode and execute the ESCAPE instruction 
together. The 8087 only recognizes the numeric in- 
structions shown in Table 5. The start of a numeric 
operation is accomplished when the CPU executes 
the ESCAPE instruction. The instruction may or may 
not identify a memory operand. 

The CPU does, however, distinguish between ESC 
instructions that reference memory and those that 
do not. If the instruction refers to a memory operand, 
the CPU calculates the operand's address using any 
one of its available addressing modes, and then per- 
forms a "dummy read" of the word at that location. 
(Any location within the 1M byte address space Is 
allowed.) This Is a normal read cycle except that the 
CPU ignores the data it receives. If the ESC instruc- 
tion does not contain a memory reference (e.g. an 

8087 stack operation), the CPU simply proceeds to 
the next instruction. 

An 8087 Instruction can have one of three memory 
reference options; (1) not reference memory; (2) 
load an operand word from memory Into the 8087; or 
(3) store an operand word from the 8087 into 
memory If no memory reference is required, the 
8087 simply executes its instruction. If a memory 
reference is required, the CU uses a "dummy read" 
cycle initiated by the CPU to capture and save the 
address that the CPU places on the bus. If the in- 
struction Is a load, the CU additionally captures the 
data word when it becomes available on the local 
data bus. If data required is longer than one word, 
the CU immediately obtains the bus from the CPU 
using the request/grant protocol and reads the rest 
of the information in consecutive bus cycles. In a 
store operation, the CU captures and saves the store 
address as in a load, and ignores the data word that 
follows in the "dummy read" cycle. When the 8087 is 
ready to perform the store, the CU obtains the bus 
from the CPU and writes the operand starting at the 
specified address. 



Numeric Execution Unit 

The NEU executes all instructions that involve the 
register stack; these include arithmetic, logical, 
transcendental, constant and data transfer instruc- 
tions. The data path in the NEU is 84 bits wide (68 
fraction bits, 15 exponent bits and a sign bit) which 
allows internal operand transfers to be performed at 
very high speeds. 

When the NEU begins executing an instruction, it 
activates the 8087 BUSY signal. This signal can be 
used in conjunction with the CPU WAIT instruction 
to resynchronize both processors when the NEU has 
completed its current instruction. 



Register Set 

The IAPX 86/20 register set is shown in Figure 3. 
Each of the eight data registers In the 8087's register 
stack is 80 bits wide and is divided into "fields" 
corresponding to the NDP's temporary real data 
type. 

At a given point in time the TOP field in the control 
word identifies the current top-of-stack register. A 
"push" operation decrements TOP by 1 and loads a 
value into the new top register. A "pop" operation 
stores the value from the current top register and 
then increments TOP by 1. Like IAPX 86/10, 88/10 
stacks In memory, the 8087 register stack grows 
"down" toward lower-addressed registers. 

Instructions may address the data registers either 
implicitly or explicitly. Many instructions operate on 
the register at the top of the stack. These instruc- 
tions implicitly address the register pointed to by the 
TOP. Other instructions allow the programmer to 
explicitly specify the register which is to be used. 
Explicit register addressing is "top-relative." 



Status Word 

The status word shown in Figure 6 reflects the over- 
all state of the 8087; it may be stored in memory and 
then Inspected by CPU code. The status word is a 
16-bit register divided Into fields as shown in Figure 
6. The busy bit (bit 15) indicates whether the NEU is 
either executing an instruction or has an interrupt 
request pending (B = 1), or is idle (B = 0). Several 
instructions which store and manipulate the status 
word are executed exclusively by the CU, and these 
do not set the busy bit themselves. 
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O'lR is set if any unmasked exception bit is set, cleared otherwise. 
i2)See Table 3 for condition code interpretation. 
i^'Top Values: 

000 = Register is Top of Stack. 

001 = Register 1 is Top of Stack. 



Ill = Register 7 is Top of Stack. 



EXCEPTION FLAGS (1 = EXCEPTION HAS OCCURRED) 

INVALID OPERATION 
DENORMALIZED OPERAND 
ZERO DIVIDE 
OVERFLOW 
UNDERFLOW 
PRECISION 
. (RESERVED) 

• INTERRUPT REQUEST'^' 

■ CONDITION CODE'^' 

■ TOP OF STACK POINTER"* 

• NEU BUSY 



Figure 6. 8087 Status Word 



The four numeric condition code bits (C0-C3) are 
similar to the flags in a CPU: various instructions 
update these bits to reflect the outcome of NDP 
operations. The effect of these instructions on the 
condition code bits is summarized in Table 4. 

Bits 14-1 2 of the status word point to the 8087 regis- 
ter that is the current top-of-stack (TOP) as 
described above. 

Bit 7 is the interrupt request bit. This bit is set if any 
unmasked exception bit is set and cleared other- 
wise. 

Bits 5-0 are set to indicate that the NEU has 
detected an exception while executing an instruc- 
tion. 



Tag Word 

The tag word marks the content of each register as 
shown in Figure 7. The principal function of the tag 
word is to optimize the NDP's performance. The tag 
word can be used, however, to interpret the contents 
of 8087 registers. 



Instruction and Data Pointers 

The instruction and data pointers (see Figure 8) are 
provided for user-written error handlers. Whenever 
the 8087 executes an NEU instruction, the CU saves 
the instruction address, the operand address (if 
present) and the instruction opcode. 8087 instruc- 
tions can store this data into memory. 
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Table 4. Condition Code Interpretation 



Instruction 


C3 


C2 


Ci 


Co 


Interpretation 


Compare, Test 





X 


X 





A>B 







X 


X 


1 


A<B 




1 


X 


X 





A = B 




1 


X 


X 


1 


A ? B (not comparable) 


Remainder 


Qi 





Qo 


Q2 


Complete reduction 




Qi 


1 


Qo 


Q2 


Incomplete reduction 


Examine 














Valid, positive, unnormalized 













1 


Invalid, positive, exponent t^ 










1 





Valid, negative, unnormalized 










1 


1 


Invalid, negative, exponent ¥^ 







1 








Valid, positive, normalized 







1 





1 


Infinity, positive 







1 


1 





Valid, negative, normalized 







1 


1 


1 


Infinity, negative 















Zero, positive 












1 


Empty 









1 





Zero, negative 









1 


1 


Empty 






1 








Invalid, positive, exponent = 






1 





1 


Empty 






1 


1 





Invalid, negative, exponent = 






1 


1 


1 


Empty 



X = value is not affected by Instruction. 

Q = Cq, C3, Ci hold 3 LSBs of the quotient generated during a remainder operation. 





5 









TAG (7) 

1 


TAG (6) 

1 


TAG (5) 

1 


TAG (4) 

1 


TAG (3) 


TAG (2) 

1 


TAG (1) 

1 


TAG (0) 

1 








TAG VALUES: 

00 = VALID 
, 01 = ZERO 

10 = SPECIAL 

11 = EMPTY 







15 






INSTRUCTION POINTER (15-0) 


INSTRUCTION POINTER 
(19-16) 





INSTRUCTION OPCODE (10-0) 


DATA POINTER (15-0) 


DATA POINTER (19-16) 










Figure?. 8087 Tag Word 



Figure 8. 8087 Instruction and Data Pointers 
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Control Word 



Exception Handling 



The 8087 provides several processing options which 
are selected by loading a word from memory into the 
control word. Figure 9 shows the format and encod- 
ing of the fields in the control word. 



The 8087 detects six different exception conditions 
that can occur during instruction execution. Any or 
all exceptions will cause an interrupt if unmasked 
and interrupts are enabled. 



The low order byte of this control word configures 
8087 interrupts and exception masking. Bits 5-0 of 
the control word contain Individual masks for each 
of the six exceptions that the 8087 recognizes and 
bit 7 contains a general mask bit for all 8087 in- 
terrupts. The high order byte of the control word 
configures the 8087 operating mode including 
precision, rounding, and infinity controls. The preci- 
sion control bits (bits 9-8) can be used to set the 
8087 internal operating precision at less than the 
default of temporary real precision. This can be use- 
ful in providing compatibility with earlier generation 
arithmetic processors of smaller precision than the 
8087. The rounding control bits (bits 11-10) provide 
for directed rounding and true chop as well as the 
unbiased round to nearest mode specified in the 
proposed IEEE standard. Control over closure of the 
number space at infinity is also provided (either 
aff ine closure, ±oo, or projective closure, qq, is treated 
as unsigned, may be specified). 



If interrupts are disabled the 8087 will simply con- 
tinue execution regardless of whether the host 
clears the exception. If a specific exception class is 
masked and that exception occurs, however, the 
8087 will post the exception in the status register 
and perform an on-chip default exception handling 
procedure, thereby allowing processing to continue. 
The exceptions that the 8087 detects are the 
following: 

1. INVALID OPERATION: Stack overflow, stack un- 
derflow, indeterminate form (0/0, oo- qo, etc.) or 
the use of a Non-Number (NAN) as an operand. 
An exponent value is reserved and any bit pattern 
with this value in the exponent field is termed a 
Non-Number and causes this exception. If this 
exception is masked, the 8087's default response 
is to generate a specific NAN called INDEFINITE, 
or to propagate already existing NANs as the cal- 
culation result. 



XXX 



'^'Precision Control 

00 = 24 bits 

01 = Reserved 

10 = 53 bits 

11 = 64 bits 



'^'Rounding Control 

00 = Round to Nearest or Even 

01 = Round Down (toward - «) 

10 = Round Up (toward + «) 

11 = Chop ^truncate toward zero) 



EXCEPTION MASKS (1 = EXCEPTION IS MASKED) 

INVALID OPERATION 
DENORMALIZED OPERAND 
ZERO DIVIDE 
OVERFLOW 
UNDERFLOW 
PRECISION 

- (RESERVED) 

- INTERRUPT MASK (1 = INTERRUPTS ARE MASKED) 

- PRECISION CONTROL*^' 

- ROUNDING control'*' 

- INFINITY CONTROL (0 = PROJECTIVE, 1 = AFFINE) 

- (RESERVED) 



Figure 9. 8087 Control Word 
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2. OVERFLOW: The result is too large in magnitude 
to fit the specified format. The 8087 will generate 
an encoding for infinity if this exception is 
masked. 

3. ZERO DIVISOR: The divisor is zero while the divi- 
dend is a non-infinite, non-zero number. Again, 
the 8087 will generate an encoding for infinity if 
this exception is masked. 

4. UNDERFLOW: The result is non-zero but too 
small in magnitude to fit in the specified format. If 
this exception is masked the 8087 will 
denormalize (shift right) the fraction until the ex- 
ponent is in range. This process is called gradual 
underflow. 



5. DENORMALIZED OPERAND: At least one of the 
operands or the result is denormalized; it has the 
smallest exponent but a non-zero significand. 
Normal processing continues if this exception is 
masked off. 

6. INEXACT RESULT: If the true result is not exactly 
representable in the specified format, the result 
is rounded according to the rounding mode, and 
this flag is set. If this exception is masked, pro- 
cessing will simply continue. 
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ABSOLUTE MAXIMUM RATINGS' 



Ambient Temperature Under Bias 0°C to 70°C 

Storage Temperature -65°C to +150°C 

Voltage on Any Pin with 

Respect to Ground -1.0V to +7V 

Power Dissipation 3.0 Watt 



*NOTICE: Stresses above those listed under Absolute 
Maximum Ratings may cause permanent damage to the 
device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this 
specification is not implied. Exposure to absolute maxi- 
mum rating conditions for extended periods may affect 
device reliability. 



D.C. CHARACTERISTICS (Ta = ox to 70°c, Vcc =+5V ±io%) 



Symbol 


Parameter 


Min. 


Max. 


Units 


Test Conditions 


V|L 


Input Low Voltage 


-0.5 


+0.8 


V 




V|H 


Input High Voltage 


2.0 


Vcc +0.5 


V 




Vol 


Output Low Voltage 




0.45 


V 


Iql = 2.0 mA 


VOH 


Output High Voltage 


2.4 




V 


Iqh = -400 /xA 


Ice 


Power Supply Current 




475 


mA 


Ta = 25°C 


Ili 


Input Leakage Current 




±10 


/xA 


OV ^ V|N ^ Vcc 


Ilo 


Output Leakage Current 




±10 


/.A 


0.45V ^ VouT ^ Vcc 


VCL 


Clock Input Low Voltage 


-0.5 


+0.6 


V 




VCH 


Clock Input High Voltage 


3.9 


Vcc + 1-0 


V 




C|N 


Capacitance of Inputs 




10 


PF 


fc = 1 MHz 


C|0 


Capacitance of I/O Buffer 
(ADO-15, A16-A19, BHE, S2-S0, 
RQ/GT) and CLK 




15 


PF 


fc = 1 MHz 


COUT 


Capacitance of Outputs 
BUSY, INT 




10 


pF 


fc = 1 MHz 



A.C. CHARACTERISTICS (Ta = o°c to 70°c, Vcc = +5V ±10%) 
TIIVIING REQUIREIVIENTS 



Symbol 


Parameter 


Min. 


IVIax. 


Units 


Test Conditions 


TCLCL 


CLK Cycle Period 


200 


500 


ns 




TCLCH 


CLK Low Time 


(2/3 TCLCL) -15 




ns 




TCHCL 


CLK High Time 


(V3 TCLCL) + 2 




ns 




TCH1CH2 


CLK Rise Time 




10 


ns 


From 1.0V to 3.5V 


TCL2CL1 


CLK Fall Time 




10 


ns 


From 3.5V to 1.0V 


TDVCL 


Data In Setup Time 


30 




ns 




TCLDX 


Data In Hold Time 


10 




ns 




TRYHCH 


READY Setup Time 


(2/^ TCLCL) - 15 




ns 




TCHRYX 


READY Hold Time 


30 




ns 




TRYLCL 


READY Inactive to CLK (See Note 3) 


-8 




ns 




TGVCH 


RQ/GT Setup Time 


30 




ns 




TCHGX 


RQ/GT Hold Time 


40 




ns 




TQVCL 


QSO-1 Setup Time 


30 




ns 




TCLQX 


QSO-1 Hold Time 


10 




ns 




TSACH 


Status Active Setup Time 


30 




ns 




TSNCL 


Status Inactive Setup Time 


30 




ns 




TILIH 


Input Rise Time (Except CLK) 




20 


ns 


From 0.8V to 2.0V 


TIHIL 


Input Fall Time (Except CLK) 




12 


ns 


From 2.0V to 0.8V 
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A.C. CHARACTERISTICS (Continued) 
TIMING RESPONSES 



Symbol 


Parameter 


Min. 


Max. 


Units 


Test Conditions 


TCLML 


Command Active Delay (See Note 1) 


10 


35 


ns 


Cl = 20-100 pF for all 
8087 Outputs (in addition 
to 8087 self-load) 


TCLMH 


Command Inactive Delay (See Note 1) 


10 


35 


ns 


TRYHSH 


Ready Active to Status Passive (See Note 2) 




110 


ns 


TCHSV 


Status Active Delay 


10 


110 


ns 


TCLSH 


Status Inactive Delay 


10 


130 


ns 


TCLAV 


Address Valid Delay 


10 


110 


ns 


TCLAX 


Address Hold Time 


10 




ns 


TCLAZ 


Address Float Delay 


TCLAX 


80 


ns 


TSVLH 


Status Valid to ALE High (See Note 1) 




15 


ns 


TCLLH 


CLK Low to ALE Valid (See Note 1) 




15 


ns 


TCHLL 


ALE Inactive Delay (See Note 1) 




15 


ns 


TCLDV 


Data Valid Delay 


10 


110 


ns 


TCHDX 


Data Hold Time 


10 




ns 


TCVNV 


Control Active Delay (See Note 1) 


5 


45 


ns 


TCVNX 


Control Inactive Delay (See Note 1) 


10 


45 


ns 


TCHBV 


BUSYand INT Valid Delay 


10 


150 


ns 


TCHDTL 


Direction Control Active Delay (See Note 1) 




50 


ns 


TCHDTH 


Direction Control Inactive Delay (See Note 1) 




30 


ns 


TCLGL 


RQ/GT Active Delay 





85 


ns 


Cl = 40 pF(in 

addition to 8087 self-load) 


TCLGH 


RQ/GT Inactive Delay 





85 


ns 


TOLOH 


Output Rise Time 




20 


ns 


From 0.8V to 2.0V 


TOHOL 


Output Fall Time 




12 


ns 


From 2.0V to 0.8V 



NOTES: 

1. Signal at 8284A or 8288 shown for reference only. 

2. Applies only to T3 and wait states. 

3. Applies only to T2 state (8 ns into T3). 



A.C. TESTiNG INPUT, OUTPUT WAVEFORiVI 



A.C. TESTiNG LOAD CiRCUiT 



INPUT/OUTPUT 



- TEST POINTS - 



A.C. TESTING: INPUTS ARE DRIVEN AT 2.4V FOR A LOGIC "1" AND 0.45V FOR 
A LOGIC "O." THE CLOCK IS DRIVEN AT 4.3V AND 0.25V TIMING MEASURE- 
MENTS ARE MADE AT 1.5V FOR BOTH A LOGIC "I" AND '0. " 



DEVICE 
UNDER 
TEST 



zIzCl = 100 pF 

I 



Cl INCLUDES JIG CAPACITANCE 
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WAVEFORMS 



MASTER MODE 



!r^u_/^^_JnLTV^Pk 



S,.S„So 



BHE/Sy,A„/S,-A,,/S3 



ALE (8288 OUTPUT) 
(SEE NOTES 4, 6) 



READY (8087 INPUT) 
(SEE NOTE 2) 



READ CYCLE 



AD„-AD„ 



8288 OUTPUTS V 
(SEE NOTES 6, 7) ^ 



WRITE CYCLE 




AD„-ADj 



8288 OUTPUTS 
(SEE NOTES 6, 7) A AMWTC 



NOTES: 

1 . ALL SIGNALS SWITCH BETWEEN Vql AND Vqh UNLESS OTHERWISE SPECIFIED. 

2. READY IS SAMPLED NEAR THE END OFT2, T3 ANDTw TO DETERMINE IFTw MACHINE STATES ARE TO BE INSERTED. 

3. THE LOCAL BUS FLOATS ONLY IF THE 8087 IS RETURNING CONTROLTOTHE 8086/8088. 

4. ALE RISES AT LATER OF (TSVLH, TCLLH). 

5. STATUS INACTIVE IN STATE JUST PRIOR TO T4. 

6. SIGNALS AT 8284A OR 8288 ARE SHOWN FOR REFERENCE ONLY 

7. THE ISSUANCE OF 8288 COMMAND AND CONTROL SIGNALS (MRDC, MWfC, AMWC AND DEN) LAGS THE ACTIVE HIGH 8288 CEN. 

8. ALLTIMING MEASUREMENTS ARE MADE AT 1.5V UNLESS OTHERWISE NOTED. 
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WAVEFORMS (Continued) 



PASSIVE MODE 



n_r\ /\ r% r\ 



QSvQSo 



BHE/S„A„/S,-A„/S3 



t 



TCLDX TDVCL TCLDX I 

-i* ►>* ►-* ^ 

-Ai6 )( S7|S3 .) [ 



3( 



AD„-AD„ 



clU »4"«- 

j(___Ais-Ao_ 



TCLDX TDVCL 

FLOAT 



READY 

(8087 

INPUT) 



\ 



/ 



7 



XZ=)C 



<Z 



TCLDX 
FLOAT 



\ FLOAT T^" 



y 



w 



TCHRYX 
TCHRYX 



RESET TIMING 



vcc 



y 



"A. 



TCLDX 
TDVCL 



'"^ 



c 



>20CLK CYCLES — 
>8CLK CYCLES 



\^^-J^~\-^^'~\ 



>4 CLK CYCLES 



8087 TRACKS 
CPU ACTIVITY 



8087 READY TO 
EXECUTE INSTRUCTIONS 



REQUEST/GRANTn TIMING 




CLK ^ ANY CLK_,^ > 1 CLK 

CYCLE~n'* — CYCLE~n*^ CYCLE" 



AD„-AD„ 
BHE/S7 



TGVCHJ-*-^-^ ^ ) "* 

C _r c TCHGX Vf r 1*^t.vJt . 

IZD- 



-« ^ 



>r— ^ 



NOTE: THE CPU PROVIDES ACTIVE PULLUP OF RQ/GTO, SEE TCLGH SPEC. 
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WAVEFORMS (Continued) 



REQUEST/GRANTi TIMING 




AD„-AD. 

Aig/Sj-A,g/S3 



>1CLK 
"CYCLE" 



\ RQ / . \ 8087 GT / l^flf^ 



/V 



tzi\ 



ALTERNATE MASTER 



(SEE NOTE) 



NOTE: ALTERNATE MASTER MAY NOT DRIVE THE BUSES OUTSIDE OF THE REGION 
SHOWN WITHOUT RISKING BUS CONTENTION. 



)_^ 



BUSY AND INTERRUPT TIMING 



r~\. 
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Table 5. 8087 Extensions to the 8086/8088 Instruction Set 



76543210765432107 



54321076543210 



Data Transfer 

FLD = LOAD 

Integer/Real Memory to ST(0) 

Long Integer Memory to ST(0) 

Temporary Real Memory to ST(0) 

BCD Memory to ST(0) 

ST(i) to ST(0) 

FST = STORE 

ST{0) to Integer/Real Memory 

ST(0) to ST(i) 

FSTP = STORE AND POP 
ST(0) to Integer/Real Memory 
ST(0) to Long Integer Memory 
ST(0) to Temporary Real Memory 
ST(0) to BCD Memory 
ST(0) to ST(I) 

FXCH = Exchange ST(i) and ST(0) 

Comparison 

FCOM = Compare 
Integer/Real Memory to ST(0) 
ST(I) to ST(0) 

FCOMP = Compare and Pop 
Integer/Real Memory to ST(0) 
ST(i) to ST(0) 



FCOMPP = Compare ST{1) to ST(0) 

and Pop Twice 
FIST = Test ST(0) 

FXAM = Examine ST(0) 



1 ESCAPE 


MP 1 


1 MOD 


R/M 1 


(DISP-LO) 


(DISP-HI) 1 




1 ESCAPE 


1 1 1 


1 MOD 1 


1 R/M 1 


(DISP-LO) 


(DISP-HI) 1 




1 ESCAPE 


1 1 


1 MOD 1 


p 1 R/M 1 


(DISP-LO) 


(DISP-HI) 1 




1 ESCAPE 


1 1 1 


1 MOD 1 


R/M 1 


(DISP-LO) 


(DISP-HI) 1 



I escapF" 



E 



1 I 1 1 ST(i) "I 



MF 1 I MOD 1 R/M ]" 



(DISP-LO) 



1 1 I 1 1 6 1 ST(i) I 



1 ESCAPE 


1 1 1 


110 1 


1 ST(i) 1 




1 ESCAPE 


1 1 


1 1 


1 ST(i) 1 



I MOD 1 R/M 



(DISP-LO) 



I 110 10 ST('i)~| 



I MOD 11 R/M I 



(DISP-LO) 



1 ESCAPE 











110 11 


ST(i) 1 




1 ESCAPE 


1 


1 


, 


10 110 


1 




1 ESCAPE 










110 1 


1 




1 ESCAPE 










110 1 


1 



(DISP-HI) 



1 ESCAPE 


MF 1 


1 MOD 1 


1 R/M 1 


(DISP-LO) 


(DISP-HI) 1 




1 ESCAPE 


1 1 1 


1 MOD 1 1 


1 R/M 1 


(DISP-LO) 


(DISP-HI) 1 




1 ESCAPE 


1 1 


1 MOD 1 1 


1 R/M 1 


(DISP-LO) 


. (DISP-HI) 1 


1 ESCAPE 


1 1 1 


1 MOD 1 1 


R/M 1 


(DISP-LO) 


(DISP-HI) : 1 



(DISP-HI) 



(DISP-HI) 
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Table 5. 8087 Extensions to the 8086/8088 Instruction Set (Continued) 



Arithmetic 

FADD = Addition 

Integer/Real Memory with ST(0) 

ST(i) and ST(0) 



FSUB = Subtraction 
Integer/Real Memory with ST(0) 
ST(i) and ST(0) 

FMUL = Multiplication 
Integer/Real Memory with ST(0) 
ST(i) and ST(0) 

FDIV = Division 

Integer/Real Memory with ST(0) 

ST(i) and ST(0) 

FSQRT = Square Root of ST(0) 
FSCALE = Scale ST(0) by ST(1) 

FPREM = Partial Remainder of 
ST(0) ^ST(1) 

FRNDINT = Round ST(0) 
to Integer 



FXTRACT = Extract Components 
of ST(0) 



FABS = Absolute Value of ST(0) 
FCHS = Change Sign of ST(0) 



76543210765432107654321076543210 



1 ESCAPE 


MF 





|mod 











R/M 


1 


(DISP-LO) 


1 (DISP-HI) 1 


























1 ESCAPE 


d 


P 





1 "• "• 











ST(i) 


1 


























1 ESCAPE 


MF 





[mod 


1 





R 


R/M 


1 


(DISP-LO) 


1 (DISP-HI) 1 


























1 ESCAPE 


d 


P 





1 1 


1 





R 


R/M 


1 


























1 ESCAPE 


MF 





mod 








1 


R/M 


1 


(DISP-LO) 


1 (DISP-HI) 1 


























1 ESCAPE 


d 


P 





1 1 








1 


R/M 


1 


























1 ESCAPE 


MF 





|MOD 






R 


R/M 


1 


(DISP-LO) 


1 (DISP-HI) 1 


1 ESCAPE 


d 


P 


"o~ 


1 "• "• 




T 


"r" 


R/M 


~\ 




























1 ESCAPE 








1 


1 1 ■> 






1 


1 


±] 




1 ESCAPE 








1 


1 "" '' 




1 


1 


1 


"^ 


























1 ESCAPE 








1 


1 1 1 






1 





"1 


























1 ESCAPE 








1 


1 1 






1 


1 


"1 


























1 ESCAPE 








1 


1 1 









1 


°l 


























1 ESCAPE 








1 


1 1 













^ 1 


























1 ESCAPE 








1 


1 1 













°l 





Transcendental 

FPTAN = Partial Tangent of ST(0) | ESCAPE 



FPATAN = Partial Arctangent of , p. 

ST(0)-ST(1) L_ 

F2XM1 = 2 ST(0)_i Q 

FYL2X = ST(1)-Log2[ST(0)] [~ 

FYL2XP1 = ST(1) • Log2 [ST(0) + 1] [][ 



Constants 

FLDZ = LOAD + 0.0 into ST(0) 
FLD1 = LOAD + 1.0 into ST(0) 
FLDPI = LOAD TT into ST(0) 
FLDL2T = LOAD logg 10 into ST(0) 
FLDL2E = LOAD log 2 e into ST(0) 
FLDLG2 = LOAD log-|o 2 into ST(0) 
FLDLN2 = LOAD loge 2 into ST(0) 



X] 



10 11 



10 



TZ] 



110 1 



[ ESCAPE 00l|l 1101110] 


1 ESCAPE 00 1|11101000( 




1 ESCAPE 001|1 1101011] 


] ESCAPE 001]1 1101001] 




] ESCAPE 001]1 1101010] 




] ESCAPE 001]11101100| 




] ESCAPE 001|1 1101 101] 
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Table 5. 8087 Extensions to the 8086/8088 Instruction Set (Continued) 



7 6 5 4 3 2 10 7 6 5 4 3 2 10 7 



5 4 3 2 1 7 



5 4 3 2 10 



Processor Control 

FINIT = Initialize NDP 
FENI = Enable Interrupts 
FDISI = Disable Interrupts 
FLDCW = Load Control Word 
FSTCW = Store Control Word 
FSTSW = Store Status Word 
FCLEX = Clear Exceptions 
FSTENV = Store Environment 
FLDENV = Load Environment 
FSAVE = Save State 
FRSTOR = Restore State 



ESCAPE 



FDECSTP = Decrement Stack Pointer | ESCAPE 

FFREE = Free ST(i) 
FNOP = No Operation 
FWAIT = CPU Wait for NDP 



ESCAPE 



1 10 o"! 



1 ESCAPE 





1 1 


1^ ' 


1 





1 1 






















1 ESCAPE 





1 


1 MOD 


1 


1 


R/M 1 


(DISP-LO) 1 


(DISP-HI) 1 




1 ESCAPE 





1 


1 MOD 


1 1 


1 


-R/M 1 


(DISP-LO) 1 


(DISP-HI) 1 


1 ESCAPE 


1 


1 


1 MOD 


1 1 


1 


R/M 1 


(DISP-LO) 1 


(DISP-HI) 1 




















1 ESCAPE 





1 1 


h 1 


1 





1 1 




1 ESCAPE 





1 


1 MOD 


1 1 





R/M 1 


(DISP-LO) 1 


(DISP-HI) 1 




1 ESCAPE 





1 


1 MOD 


1 





R/M 1 


(DISP-LO) 1 


(DISP-HI) 1 




1 ESCAPE 


1 


1 


1 MOD 


1 1 





R/M 1 


(DISP-LO) 


(DISP-Ht) 1 




1 ESCAPE 


1 


1 


1 MOD 


1 





R/M 1 


(DISP-LO) 1 


(DISP-HI) 1 



FINCSTP = Increment Stack Pointer | ESCAPE 1 | f" 



ST(i) 



1 10 



FOOTNOTES: 



if mod = 00 then DISP = 0*, disp-low and disp-high are absent 
if mod = 01 tfien DISP= disp-low sign-extended to 16-bits, 

disp-high is absent 
if mod = 10 then DISP = disp-high; disp-low 
if mod = 11 then r/m is treated as an ST(i) field 



if r/m = 
if r/m = 
if r/m = 
if r/m = 
if r/m = 
if r/m = 
if r/m = 
if r/m = 



000 then EA 

001 then EA 
010 then EA 
Oil then EA 

100 then EA 

101 then EA 

110 then EA 

111 then EA 



= (BX) + (SI) +DISP 

:(BX) + (DI) +DISP 

= (BP) + (SI) +DISP 

= (BP) + (DI) +DISP 

:(SI) +DISP 

= (DI) +DISP 
= (BP) + DISP* 

:(BX) + DISP 



*except if mod = 000 and r/m = 110 then EA = disp-high: disp-low. 



MF = 



Memory Format 

00 — 32-bit Real 

01 — 32-bit Integer 

10 — 64-bit Real 

11 — 16-bit Integer 



ST(0) = 
ST(i) = 

d = 



R = 



Current stack top 

i*"^ register below stack top 

Destination 

—Destination is ST(0) 

1 — Destination is ST(i) 

Pop 

— No pop 

1 — Pop ST(0) 

Reverse: When d = 1 reverse the sense of R. 

— Destination (op) Source 

1 — Source (op) Destination 



ForFSQRT: 
For FSCALE: 
For F2XM1: 
ForFYL2X: 

ForFYL2XP1: 

For FPTAN: 
For FPATAN: 



-0 < ST(0) < +« 

-215 < ST(1) < +2^5 and ST(1) integer 

0<ST(0)<2-'' 

0<ST(0)<« 

-«< ST(1) < + « 

0^ IST(0)| <(2-V2)/2 

-«'<ST(1)< oo 

< ST(0) < n/4 

0<ST(0)<ST(1)<-foo 
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8087 Instructions, 
Encoding and Decoding 



APPENDIX A 

MACHINE INSTRUGTION ENCODING 

AND DECODING 



8087 machine instructions assume one of five 
different forms as shown in table A-1. In all 
cases, the instructions are at least two bytes long 
and begin with the bit pattern IIOIIB, which 
identifies the escape class of instructions. Instruc- 
tions which reference memory operands are 
encoded much like similar CPU instructions, 
since the CPU must calculate the operands effec- 
tive address from the information contained in 
the instruction. Section 4.2 discusses this 



encoding scheme in more detail, and in particular, 
shows how each memory addressing mode is 
encoded. 

Note that all instructions (except those coded with 
a *' no-wait'* mnemonic) are preceded by an 
assembler-generated CPU WAIT instruction 
(encoding: 1001101 IB). Segment override 
prefixes may also precede 8087 instructions in the 
instruction stream. 



Table A-1. Instruction Encoding 



Lower-addressed Byte 



1 1 



1 1 



1 1 



1 1 



1 1 



OP-A 



FORMAT 



OP-A MOD 



Higher-addressed Byte 



MOD 



OP-A 1 



1 1 



1 OP-B 



OP-B 



OP-B 



R/M 



R/M 



REG 



OP 



OP 



S s 

0,1, or 2 bytes 



DISPLACEMENT 
S S 



DISPLACEMENT 

SS — - 



^^^Memory transfers, including applicable processor control instructions; 0, 1, or 2 displacement bytes may 
follow. 

<2)Memory arithmetic and comparison instructions; 0, 1 , or 2 displacement bytes may follow. 

^^^Stackaritiimeticand comparison instructions. 

^''^Constant, transcendental, some arithmetic instructions. 

<^)Processor control instructions that do not reference memory. 



OP, OP-A, OP-B: Instruction opcode, possibly split into two fields. 

MOD: Same as CPU mode field; see table 4-8. 

R/M: Sames as CPU register/memory field; see table 4-10. 
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MACHINE INSTRUCTION ENCODING AND DECODING 



Table A-1 . Instruction Encoding (Cont'd.) 



FORMAT: Defines memory operand 

00 = short real 

01 = short Integer 

10 = long real 

11 = word Integer 

R: = return result to stack top 
1 = return result to other register 

P: = do not pop stack 

1 = pop stack after operation 

REG: register stack element 

000 = stack top 

001 = next on stack 

010 = third stack element, etc. 



Table A-2 lists all 8087 machine instructions in 
binary sequence. This table may be used to 
**disassemble" instructions in unformatted 
memory dumps or instructions monitored from 



the data bus. Users writing exception handlers 
may also find this information useful to identify 
the offending instruction. 



Table A-2. Machine Instruction Decoding Guide 



1st Byte 


9nH F 


)%■*#% 


Bytes 3, 4 


ASM-86 Instruction 


Hex 


Binary 


ii.nu Dytc 




Format 


D8 


1101 


1000 


MODOO 


OR/M 


(dlsp-lo),(dlsp-hl) 


FADD 


short-real 


D8 


1101 


1000 


MODOO 


1R/M 


(disp-lo),(dlsp-hl) 


FMUL 


short-real 


D8 


1101 


1000 


MOD01 


OR/M 


(dlsp-lo),(dlsp-hl) 


ROOM 


short-real 


D8 


1101 


1000 


MOD01 


1R/M 


(dlsp-lo),(dlsp-hi) 


FGOMP 


short-real 


D8 


1101 


1000 


MOD10 


OR/M 


(dlsp-lo),(dlsp-hl) 


FSUB 


short-real 


D8 


1101 


1000 


MOD10 


1R/M 


(dlsp-lo),(dlsp-hl) 


FSUBR 


short-real 


D8 


1101 


1000 


M0D11 


OR/M 


(dlsp-lo),(dlsp-hl) 


FDIV 


short-real 


D8 


1101 


1000 


M0D11 


1R/M 


(dlsp-lo),(disp-hl) 


FDIVR 


short-real 


D8 


1101 


1000 


1100 


OREG 




FADD 


ST,ST(i) 


D8 


1101 


1000 


1100 


1REG 




FMUL 


ST,ST(i) 


D8 


1101 


1000 


1101 


OREG 




FOOM 


.ST(i) 


D8 


1101 


1000 


1101 


1REG 




FGOMP 


ST(i) 


D8 


1101 


1000 


1110 


OREG 




FSUB 


ST,ST(i) 


D8 


1101 


1000 


1110 


1REG 




FSUBR 


ST,ST(i) 


D8 


1101 


1000 


1111 


OREG 




FDIV 


ST,ST(i) 


D8 


1101 


1000 


1111 


1REG 




FDIVR 


ST.ST(i) 


D9 


1101 


1001 


MODOO 


OR/M 


(dlsp-lo),(dlsp-hi) 


FLD 


short-real 


D9 


1101 


1001 


MODOO 


1R/M 




reserved 




D9 


1101 


1001 


MOD01 


OR/M 


(dlsp-lo),(dlsp-hl) 


FST 


short-real 
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MACHINE INSTRUCTION ENCODING AND DECODING 



Table A-2. Machine Instruction Decoding Guide (Cont'd.) 



1st Byte 


2nd Byte 


Bytes 3,4 


ASM-86 Instruction 
Format 


Hex 


Binary 


D9 


1101 


1001 


MOD01 


1R/M 


(disp-lo),(disp-hi) 


FSTP 


short-real 


D9 


1101 


1001 


MOD10 


OR/M 


(disp-lo),(disp-hi) 


FLDENV 


14-bytes 


D9 


1101 


1001 


MOD10 


1R/M 


(disp-lo),(disp-hi) 


FLDCW 


2-bytes 


D9 


1101 


1001 


M0D11 


OR/M 


(disp-!o),(disp-hi) 


FSTENV 


14-bytes 


D9 


1101 


1001 


M0D11 


1R/M 


(disp-lo);(disp-hl) 


FSTCW 


2-bytes 


D9 


1101 


1001 


1100 


OREG 




FLD 


ST(i) 


D9 


1101 


1001 


1100 


1REG 




FXCH 


ST(i) 


D9 


1101 


1001 


1101 


0000 




FNOP 




D9 


1101 


1001 


1101 


0001 




reserved 




D9 


1101 


1001 


1101 


001- 




reserved 




D9 


1101 


1001 


1101 


01- 




reserved 




D9 


1101 


1001 


1101 


IREG 




*(1) 




D9 


1101 


1001 


1110 


0000 




FCHS 




D9 


1101 


1001 


1110 


0001 




FABS 




D9 


1101 


1001 


1110 


001- 




reserved 




D9 


1101 


1001 


1110 


0100 




FTST 




D9 


1101 


1001 


1110 


0101 




FXAM 




D9 


1101 


1001 


1110 


011- 




reserved 




D9 


1101 


1001 


1110 


1000 




FLD1 




D9 


1101 


1001 


1110 


1001 




FLDL2T 




D9 


1101 


1001 


1110 


1010 




FLDL2E 




D9 


1101 


1001 


1110 


1011 




FLDPI 




D9 


1101 


1001 


1110 


1100 




FLDLG2 




D9 


1101 


1001 


1110 


1101 




FLDLN2 




D9 


1101 


1001 


1110 


1110 




FLDZ 




D9 


1101 


1001 


1110 


1111 




reserved 




D9 


1101 


1001 


1111 


0000 




F2XM1 




D9 


1101 


1001 


1111 


0001 




FYL2X 




D9 


1101 


1001 


1111 


0010 




FPTAN 




D9 


1101 


1001 


1111 


0011 




FPATAN 




D9 


1101 


1001 


1111 


0100 




FXTRACT 




D9 


1101 


1001 


1111 


0101 




reserved 




D9 


1101 


1001 


1111 


0110 




FDECSTP 




D9 


1101 


1001 


1111 


0111 




FINCSTP 




D9 


1101 


1Q01 


1111 


1000 




FPREM 




D9 


1101 


IClOi 


1111 


1001 




FYL2XP1 




D9 


1101 


1001 


1111 


1010 




FSQRT 




D9 


1101 


1001 


1111 


1011 




reserved 




D9 


1101 


1001 


1111 


1100 




FRNDINT 




D9 


1101 


1001 


1111 


1101 




FSCALE 




D9 


1101 


1001 


1111 


111- 




reserved 




DA 


1101 


1010 


MODOO 


OR/M 


(disp-lo),(disp-hi) 


FIADD 


short-integer 


DA 


1101 


1010 


MODOO 


1R/M 


(disp-lo),(disp-hl) 


FIMUL 


short-integer 


DA 


1101 


1010 


MOD01 


OR/M 


(disp-lo),(disp-hi) 


FICOM 


short-integer 


DA 


1101 


1010 


MOD01 


1R/M 


(disp-lo),(disp-hi) 


FICOMP 


short-integer 


DA 


1101 


1010 


MOD10 


OR/M 


(dlsp-lo),(disp-hl) 


FISUB 


short-integer 


DA 


1101 


1010 


MOD10 


1R/M 


(disp-lo),(disp-hi) 


FISUBR 


short-integer 
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MACHINE INSTRUCTION ENCODING AND DECODING 



Table A-2. Machine Instruction Decoding Guide (Cont'd.) 



1st Byte 


OnrI n 


if«r% 


Bytes 3,4 


ASM-86 Instruction 


Hex 


Binary 


icnQ Dyic 




Format 


DA 


1101 


1010 


M0D11 


OR/M 


(disp-lo),(disp-hi) 


FIDIV 


short-integer 


DA 


1101 


1010 


M0D11 


1R/M 


(disp-lo),(disp-hi) 


FIDIVR 


short-integer 


DA 


1101 


1010 


11— 







reserved 




DB 


1101 


1011 


MODOO 


OR/M 


(disp-lo),(disp-hi) 


FILD 


short-integer 


DB 


1101 


1011 


MODOO 


1R/M 


(disp-lo),(disp-hi) 


reserved 




DB 


1101 


1011 


MOD01 


OR/M 


(disp-lo),(disp-hi) 


FIST 


short-integer 


DB 


1101 


1011 


MOD01 


1R/M 


(disp-lo),(disp-hi) 


FISTP 


short-integer 


DB 


1101 


1011 


MOD10 


OR/M 


(disp-lo),(disp-hi) 


reserved 




DB 


1101 


1011 


MOD10 


1R/M 


(disp-lo),(disp-hi) 


FLD 


temp-real 


DB 


1101 


1011 


M0D11 


OR/M 


(disp-lo),(disp-hi) 


reserved 




DB 


1101 


1011 


M0D11 


1R/M 


(disp-lo),(disp-hi) 


FSTP 


temp-real 


DB 


1101 


1011 


Ho- 






reserved 




DB 


1101 


1011 


mo 


0000 




FENI 




DB 


1101 


1011 


1110 


0001 




FDISI 




DB 


1101 


1011 


1110 


0010 




FCLEX 




DB 


1101 


1011 


1110 


0011 




FINIT 




DB 


1101 


1011 


1110 


01- 




reserved 




DB 


1101 


1011 


1110 


1 — 




reserved 




DB 


1101 


1011 


1111 







reserved 




DC 


1101 


1100 


MODOO 


OR/M 


(disp-lo),(disp-hi) 


FADD 


long-real 


DC 


1101 


1100 


MODOO 


1R/M 


(disp-lo),(disp-hi) 


FMUL 


long-real 


DC 


1101 


1100 


MOD01 


OR/M 


(disp-lo),(disp-hi) 


FCOM 


long-real 


DC 


1101 


1100 


MOD01 


1R/M 


(disp-lo),(disp-hi) 


FCOMP 


long-real 


DC 


1101 


1100 


MOD10 


OR/M 


(disp-lo),(disp-hi) 


FSUB 


long-real 


DC 


1101 


1100 


MOD10 


1R/M 


(disp-lo),(disp-hi) 


FSUBR 


long-real 


DC 


1101 


1100 


M0D11 


OR/M 


(disp-lo),(disp-hi) 


FDIV 


long-real 


DC 


1101 


1100 


M0D11 


1R/M 


(disp-lo),(disp-hi) 


FDIVR 


long-real 


DC 


1101 


1100 


1100 


OREG 




FADD 


ST(i),ST 


DC 


1101 


1100 


1100 


1REG 




FMUL 


ST(i),ST 


DC 


1101 


1100 


1101 


OREG 




*(2) 




DC 


1101 


1100 


1101 


1REG 




*(3) 




DC 


1101 


1100 


1110 


OREG 




FSUB 


ST(i),ST 


DC 


1101 


1100 


1110 


1REG 




FSUBR 


ST(I),ST 


DC 


1101 


1100 


1111 


OREG 




FDIV 


ST(I),ST 


DC 


1101 


1100 


1111 


1REG 




FDIVR 


ST(i),ST 


DD 


1101 


1101 


MODOO 


OR/M 


(disp-lo),(disp-hi) 


FLD 


long-real 


DD 


1101 


1101 


MODOO 


1R/M 




reserved 




DD 


1101 


1101 


MOD01 


OR/M 


(disp-lo),(disp-hi) 


FST 


long-real 


DD 


1101 


1101 


MOD01 


1R/M 


(disp-lo),(disp-hi) 


FSTP 


long-real 


DD 


1101 


1101 


MOD10 


OR/M 


(disp-lo),(disp-hi) 


FRSTOR 


94-bytes 


DD 


1101 


1101 


MOD10 


1R/M 


(disp-lo),(disp-hi) 


reserved 




DD 


1101 


1101 


M0D11 


OR/M 


(disp-lo),(disp-hi) 


FSAVE 


94-bytes 


DD 


1101 


1101 


M0D11 


1R/M 


(disp-lo),(disp-hi) 


FSTSW 


2-bytes 


DD 


1101 


1101 


1100 


OREG 




FFREE 


ST(i) 


DD 


1101 


1101 


1100 


1REG 




*(4) 




DD 


1101 


1101 


1101 


OREG 




FST 


ST(i) 


DD 


1101 


1101 


1101 


1REG 




FSTP 


ST(I) 
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Table A-2. Machine Instruction Decoding Guide (Cont'd.) 



1st Byte 


Onrl R 


..4a 


Bytes 3,4 


ASM-86 Instruction 


Hex 


Binary 


jCrlQ Dy ic 




Format 


DD 


1101 


1101 


111- 







reserved 




DE 


1101 


1110 


MODOO 


OR/M 


(disp-lo),(disp-hi) 


FIADD 


word-integer 


DE 


1101 


1110 


MODOO 


1R/M 


(disp-lo),(dlsp-hi) 


FIMUL 


word-Integer 


DE 


1101 


1110 


MOD01 


OR/M 


(disp-lo),(disp-hi) 


FICOM 


word-integer 


DE 


1101 


1110 


MOD01 


1R/M 


(disp-lo),(disp-hi) 


FICOMP 


word-integer 


DE 


1101 


1110 


MOD10 


OR/M 


(disp-lo),(disp-hJ) 


FISUB 


word-integer 


DE 


1101 


1110 


MOD10 


1R/M 


(disp-lo),(disp-hi) 


FISUBR 


word-integer 


DE 


1101 


1110 


M0D11 


OR/M 


(disp-lo),(disp-hi) 


FIDIV 


word-integer 


DE 


1101 


1110 


M0D11 


1R/M 


(disp-lo),(disp-hi) 


FIDIVR 


word-integer 


DE 


1101 


1110 


1100 


OREG 




FADDP 


ST(i),ST 


DE 


1101 


1110 


1100 


1REG 




FMULP 


ST(i),ST 


DE 


1101 


1110 


1101 


— 




*(5) 




DE 


1101 


1110 


1101 


1000 




reserved 




DE 


1101 


1110 


1101 


1001 




FOOMPP 




DE 


1101 


1110 


1101 


101- 




reserved 




DE 


1101 


1110 


1101 


11- 




reserved 




DE 


1101 


1110 


1110 


OREG 




FSUBP 


ST(i),ST 


DE 


1101 


1110 


1110 


1REG 




FSUBRP 


ST(i),ST 


DE 


1101 


1110 


1111 


OREG 




FDIVP 


ST(i),ST 


DE 


1101 


1110 


1111 


1REG 




FDIVRP 


ST(i),ST 


DF 


1101 


1111 


MODOO 


OR/M 


(disp-lo),(disp-hi) 


FILD 


word-integer 


DF 


1101 


1111 


MODOO 


1R/M 


(disp-lo),(disp-hi) 


reserved 




DF 


1101 


1111 


MOD01 


OR/M 


(disp-lo),(disp-hi) 


FIST 


word-integer 


DF 


1101 


1111 


MOD01 


1R/M 


(disp-lo),(disp-hi) 


FISTP 


word-integer 


DF 


1101 


1111 


MOD10 


OR/M 


(disp-lo),(disp-hi) 


FBLD 


packed-decimal 


DF 


1101 


1111 


MOD10 


1R/M 


(disp-lo),(disp-hi) 


FILD 


long-integer 


DF 


1101 


1111 


M0D11 


OR/M 


(disp-lo),(disp-hi) 


FBSTP 


packed-decimal 


DF 


1101 


1111 


M0D11 


1R/M 


(dlsp-lo),(disp-hi) 


FISTP 


long-integer 


DF 


1101 


1111 


1100 


OREG 




*(6) 




DF 


1101 


1111 


1100 


1REG 




*(7) 




DF 


1101 


1111 


1101 


OREG 




*(8) 




DF 


1101 


1111 


1101 


1REG 




*(9) 




DF 


1101 


1111 


111- 







reserved 





' The marked encodings are not generated by the language translators. If, however, the 8087 
encounters one one these encodings in the instruction stream, it will execute it as follows: 

(1) FSTP ST(i) 

(2) FCOM ST(i) 

(3) FCOMP ST(I) 

(4) FXCH ST(i) 

(5) FCOMP ST(i) 

(6) FFREE ST(i) and pop stack 

(7) FXCH ST(i) 

(8) FSTP ST(i) 

(9) FSTP ST(i) 
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ALABAMA 

Intel Corp. 

303 Williams Avenue, S.W. 

Suite 1422 

Huntsville 35801 

Tel: (205) 533-9353 

ARIZONA 

Intel Corp. 

10210 N. 25th Avenue, Suite 1 1 

Phoenix 85021 

Tel: (602) 869-4980 

CALIFORNIA 

Intel Corp. 

7670 Opportunity Rd. 

Suite 135 

San Diego 92111 

Tel: (714)268-3563 

Intel Corp.* 

2000 East 4th Street 

Suite 100 

Santa Ana 92705 

Tel: (714)835-9642 

TWX: 910-595-1 114 

Intel Corp.* 

5530 Corbin Ave. 

Suite 120 

Tarzana 91356 

Tel: (213) 708-0333 

TWX: 910-495-2045 

Intel Corp.* 

3375 Scott Blvd. 

Santa Clara 95051 

Tel: (408) 987-8086 

TWX: 910-339-9279 

910-338-0255 

Earle Associates, Inc. 

4617 Ruffner Street 

Suite 202 

San Diego 92111 

Tel: (714) 278-5441 

Mac-I 

2576 Shattuck Ave. 

Suite 4B 

Berkeley, CA 94704 

Mac-I 

558 Valley Way 

Calaveras Business Park 

Milpitas 95035 

Tel: (408) 946-8885 

Mac-I 

P.O. Box 8763 

Fountain Valley 92708 

Tel: (714) 839-3341 

Mac-I 

25 Village Parkway 

Santa Monica 90409 

Tel: (213) 452-7611 

Mac-I 

20121 Ventura Blvd., Suite 240E 

Woodland Hills 91364 

Tel: (213)347-5900 

COLORADO 

Intel Corp.' 

650 S. Cherry Street 

Suite 720 

Denver 80222 

Tel: (303) 321-8086 

TWX: 910-931-2289 

CONNECTICUT 

Intel Corp. 

36 Padanaram Road 
Danbury 06810 
Tel: (203) 792-8366 
TWX: 710-456-1199 

EMC Corp. 
48 Purnell Place 
Manchester 06040 
Tel: (203) 646-8085 



FLORIDA 

Intel Corp. 

1500 N.W. 62nd Street, Suite 104 

Ft. Lauderdale 33309 

Tel: (305) 771-0600 

TWX: 510-956-9407 

Intel Corp. 

500 N. Maitland, Suite 205 

Maitland 32751 

Tel: (305) 628-2393 

TWX: 810-853-9219 

GEORGIA 

Intel Corp. 

3300 Holconnb Bridge Rd. 

Norcross 30092 

Tel: (404) 449-0541 

ILLINOIS 

Intel Corp. * 

2550Golf Road, Suite 815 
Rolling Meadows 60008 
Tel: (312)981-7200 
TWX: 910-651-5881 

INDIANA 

Intel Corp. 

9101 Wesleyan Road 
Suite 204 
Indianapolis 46268 
Tel: (317) 875-0623 

IOWA 

Intel Corp. 

St. Andrews Building 

1930 St. Andrews Drive N.E. 

Cedar Rapids 52402 

Tel: (319) 393-5510 

KANSAS 

Intel Corp. 

9393 W. 1 10th St.. Ste. 265 
Overland Park 66210 
Tel: (913) 642-8080 

MARYLAND 

Intel Corp.* 
7257 Parkway Drive 
Hanover 21076 
Tel: (301) 796-7500 
TWX: 710-862-1944 
MASSACHUSETTS 
Intel Corp.* 
27 Industrial Ave. 
Chelmsford 01624 
Tel: (617)256-1800 
TWX: 710-343-6333 
EMC Corp. 
381 Elliot Street 
Newton 02164 
Tel: (617) 244-4740 
TWX: 922531 

MICHIGAN 

Intel Corp.* 

26500 Northwestern Hwy. 

Suite 401 

Southfield 48075 

Tel: (313) 353-0920 

TWX: 810-244-4915 

MINNESOTA 

Intel Corp. 

7401 Metro Blvd. 

Suite 355 

Edina 55435 

Tel: (612).835-6722 

TWX: 910-576-2867 

MISSOURI 

Intel Corp. 

502 Earth City Plaza 

Suite 121 

Earth City 63045 

Tel: (314)291-1990 

NEW JERSEY 

Intel Corp.* 
Raritan Plaza 
2nd Floor 
Raritan Center 
Edison 08837 
Tel: (201) 225-3000 
TWX: 710-480-6238 
M. T. I. 

383 Route 46 West 
Fairfield, NJ 07006 



NEW MEXICO 

BFA Corporation 
P.O. Box 1237 
Las Cruces 88001 
Tel: (505) 523-0601 
TWX: 910-983-0543 
BFA Corporation 
3705 Westerfield. N.E. 
Albuquerque 87111 
Tel: (505) 292-1212 
TWX: 910-989-1 157 

NEW YORK 

Intel Corp.* 

300 Motor Pkwy. 

Hauppauge 1 1787 

Tel: (516) 231-3300 

TWX: 510-227-6236 

Intel Corp. 

80 Washington St. 

Poughkeepsie 12601 

Tel: (914) 473-2303 

TWX: 510-248-0060 

Intel Corp.* 

2255 Lyell Avenue 

Lower Floor East Suite 

Rochester 14606 

Tel: (716)254-6120 

TWX: 510-253-7391 

T-Squared 

4054 Newcourt Avenue 

Syracuse 13206 

Tel: (315) 463-8592 

TWX: 710-541-0554 

T-Squared 

7353 Pittsburgh 

Victor Road 

Victor 14564 

Tel: (716) 924-9101 

TWX: 510-254-8542 

NORTH CAROLINA 

Intel Corp. 

2306 W. Meadowview Rd. 
Suite 206 
Greensboro 27407 
Tel: (919) 294-1541 

OHIO 

Intel Corp.* 

6500 Poe Avenue 

Dayton 45414 

Tel: (513) 890-5350 

TWX: 810-450-2528 

Intel Corp.* 

Chagrin-Brainard BIdg.. No. 300 

28001 Chagrin Blvd. 

Cleveland 44122 

Tel: (216) 464-2736 

TWX: 810-427-9298 

OREGON 

Intel Corp. 

10700 S.W. Beaverton 
Hillsdale Highway 
Suite 324 
Beaverton 97005 
Tel: (503)641-8086 
TWX: 910-467-8741 

PENNSYLVANIA 

Intel Corp.* 

510 Pennsylvania Avenue 

Fort Washington 19034 

Tel: (215)641-1000 

TWX: 510-661-2077 

Intel Corp.* 

201 Penn Center Boulevard 

Suite 301W 

Pittsburgh 15235 

Tel: (412)823-4970 

Q.E.D. Electronics 

300 N. York Road 

Hatboro 19040 

Tel: (215)674-9600 



TEXAS 

Intel Corp.* 

2925 L.B.J. Freeway 

Suite 175 

Dallas 75234 

Tel: (214) 241-9521 

TWX: 910-860-5617 

Intel Corp.* 

6420 Richmond Ave. 

Suite 280 

Houston 77057 

Tel: (713) 784-3400 

TWX: 910-881-2490 

Industrial Digital Systems Corp. 

5925 Sovereign 

Suite 101 

Houston 77036 

Tel: (713)988-9421 

Intel Corp. 

313 E. Anderson Lane 

Suite 314 

Austin 78752 

Tel: (512)454-3628 

UTAH 

Intel Corp. (temporary) 
3519 Lexington Dr. 
Bountiful, UT 84010 
Tel: (801)292-2164 
VIRGINIA 
Intel Corp. 

1501 Santa Rosa Road 
Suite C-7 

Richmond. VA 23288 
Tel: (804) 282-5668 

WASHINGTON 

Intel Corp. 
Suite 114. BIdg. 3 
1603 116th Ave. N.E. 
Bellevue 98005 
Tel: (206) 453-8086 
TWX: 910-443-3002 

WISCONSIN 

Intel Corp. 

150 S. Sunnyslope Rd. 
Brookfield 53005 
Tel: (414) 784-9060 

CANADA 

Intel Semiconductor Corp.* 

Suite 233, Bell Mews 

39 Highway 7, Bells Corners 

Ottawa. Ontario K2H 8R2 

Tel: (613)829-9714 

TELEX: 053-41 15 

Intel Semiconductor Corp. 

50 Galaxy Blvd. 

Unit 12 

Rexdale, Ontario 

M9W 4Y5 

Tel: (416)675-2105 

TELEX: 06983574 

Multilek, Inc.* 

15 Grenfell Crescent 

Ottawa, Ontario K2G 0G3 

Tel: (613)226-2365 

TELEX: 053-4585 

Multilek, Inc.* 

Toronto 

Tel: 1-800-267-1070 

Multilek, Inc. 

Montreal 

Tel: 1-800-267-1070 



* Field Application Location 
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ALABAMA 

Arrow Electronics 
4717 University Dr. 
Suite 102 1/2 D. 
Huntsville 35405 
Tel: (205)830-1103 
tHamilton/Avnet Electronics 
4812 Commercial Drive N.W. 
Huntsville 35805 
Tel: (205)837-7210 
TWX: 810-726-2162 
tPioneer/Huntsville 
1207 Putnam Drive N.W. 
Huntsville 35805 
Tel: (205) 837-9300 
TWX: 810-726-2197 

ARIZONA 

tHamilton/Avnet Electronics 
505 S. Madison Drive 
Tempe, AZ 85281 
Tel: (602) 231-5140 
TWX: 910-950-0077 
tWyle Distribution Group 
8155 N. 24th Street 
Phoenix 85021 
Tel: (602) 995-9185 
TWX: 910-951-4282 

CALIFORNIA 

Arrow Electronics, Inc. 
521 WeddellDr. 
Sunnyvale 94086 
Tel: (408) 745-6600 
TWX: 910-339-9371 
tAvnet Electronics 
350 McCormick Avenue 
Costa Mesa 92626 
Tel: (714) 754-6051 
TWX: 910-595-1928 
Hamilton /Avnet Electronics 
1175 Bordeaux Dr. 
Sunnyvale 94086 
Tel: (408) 743-3300 
TWX: 910-339-9332 
tHamilton/Avnet Electronics 
4545 Viewridge Ave 
San Diego 92123 
Tel: (714)563-1969 
TWX: 910-335-1216 
tHamilton/Avnet Electronics 
10912 W. Washington Blvd. 
Culver City 90230 
Tel: (213)558-2193 
TWX: 910-340-6364 or 7073 
tHamilton Electro Sales 
3170 Pullman Street 
Costa Mesa 92626 
Tel: (714) 641-4109 
TWX: 910-595-2638 
tWyle Distribution Group 
124|Maryland Street 
El Sbgundo 90245 
Tel:] (2 13) 322-8100 
TWX: 910-348-7140 or 71 11 
tWyle Distribution Group 
9525 Chesapeake Dr. 
San Diego 92123 
Tel: (714) 565-9171 
TWX: 910-335-1590 
tWyle Distribution Group 
3000 Bowers Avenue 
Santa Clara 95052 
Tel: (408) 727-2500 
TWX: 910-338-0451 or 0296 
Wyle Distribution Group 
17872 Cowan Avenue 
Irvine 92713 
Tel: (714)641-1600 
TWX: 910-595-1572 

COLORADO 

tWyle Distribution Group 
451 E 124th Avenue 
Thornton, CO 80241 
Tel: (303) 457-9953 
TWX: 910-936-0770 

tHamilton/Avnet Electronics 
8765 E. Orchard Road 
Suite 708 
Englewood 80111 
Tel: (303) 740-1017 
TWX: 910-935-0787 



CONNECTICUT 

fArrow Electonics 
12 Beaumont Road 
Wallingford 06512 
Tel: (203)265-7741 
TWX: 710-476-0162 
tHamilton/Avnet Electronics 
Commerce Industrial Park 
Commerce Drive 
Danbury 06810 
Tel: (203) 797-2800 
TWX: 710-456-9974 
tHarvey Electronics 
112 Main Street 
Norwalk 06851 
Tel: (203)853-1515 
TWX: 710-468-3373 

FLORIDA 

tArrow Electronics 

1001 N.W. 62nd Street 

Suite 108 

Ft. Lauderdale 33309 

Tel: (305) 776-7790 

TWX: 510-955-9456 

tArrow Electronics 

115 Palm Bay Road, N.W. 

Suite 10, BIdg. 200 

Palm Bay 32905 

Tel: (305) 725-1480 

TWX: 510-959-6337 

tHamilton/Avnet Electronics 

6800 Northwest 20th Ave. 

Ft. Lauderdale 33309 

Tel: (305) 971-2900 

TWX: 510-956-3097 

Hamilton/Avnet Electronics 

3197 Tech. Drive North 

St. Petersburg 33702 

Tel: (813) 576-3930 

TWX: 810-863-0374 

tPioneer/Orlando 

6220 S. Orange Blossom Trail 

Suite 412 

Orlando 32809 

Tel: (305) 859-3600 

TWX: 810-850-0177 

GEORGIA 

Arrow Electronics 
2979 Pacific Drive 
Norcross 3007 1 
Tel: (404) 449-8252 
TWX: 810-766-0439 
tHamilton/Avnet Electronics 
5825 D. Peachtree Corners 
Norcross 30092 
Tel: (404) 447-7500 
TWX: 810-766-0432 
Pioneer/ Georgia 
5835 B Peachtree Corners E 
Norcross 30092 
Tel: (404)448-1711 
TWX: 810-766-4515 

ILLINOIS 

Arrow Electronics 
492 Lunt Avenue 
P.O. Box 94248 
Schaumburg 60172 
Tel: (312)893-9420 
TWX: 910-291-3544 
tHamilton/Avnet Electronics 
3901 No. 25th Avenue 
Schiller Park 60176 
Tel: (312) 678-6310 
TWX: 910-227-0060 
Pioneer/Chicago 
1551 Carmen Drive 
Elk Grove 60007 
Tel: (312) 437-9680 
TWX: 910-222-1834 

INDIANA 

Arrow Electronics 

2718 Rand Road 

Indianapolis 46241 

(317) 243-9353 

TWX: 810-341-3119 

tHamilton/Avnet Electronics 

485 Gradle Drive 

Carmel 46032 

Tel: (317)844-9333 

TWX: 810-260-3966 



INDIANA (Cont.) 

Pioneer/Indiana 
6408 Castleplace Drive 
Indianapolis 46250 
Tel: (317) 849-7300 
TWX: 810-260-1794 

KANSAS 

tHamilton/Avnet Electronics 
9219 Quivera Road 
Overland Park 66215 
Tel: (913) 888-8900 
TWX: 910-743-0005 
tComponent Specialties, Inc. 
8369 Nieman Road 
Lenexa 66214 
Tel: (913) 492-3555 

MARYLAND 

tHamilton/Avnet Electronics 
6822 Oak Hall Lane 
Columbia, MD 21045 
Tel: (301)995-3500 
TWX: 710-862-1861 
Mesa 

16021 Industrial Dr. 
Gaithersburg 20760 
Tel: (301) 948-4350 
tPioneer/ Washington 
9100 Gaither Road 
Gaithersburg 20760 
Tel: (301) 948-0710 
' TWX: 710-828-0545 

MASSACHUSETTS 

tHamilton/Avnet Electronics. 
50 Tower Office Park 
Woburn 01801 
Tel: (617) 935-9700 
TWX: 710-3930382 
tArrow Electronics 
Arrow Dr. 
Woburn 01801 
Tel: (617)933-8130 
TWX: 710-393-6770 
Harvey /Boston 
44 Hartwell Ave. 
Lexington 02173 
Tel: (617)863-1200 
TWX: 710-326-6617 

MICHIGAN 

tArrow Electronics 

3810 Varsity Drive 

Ann Arbor 48104 

Tel: (313)971-8220 

TWX: 810-223-6020 

tPioneer/Michigan 

13485 Stamford 

Livonia 48150 

Tel: (313) 525-1800 

TWX: 810-242-3271 

tHamilton/Avnet Electronics 

32487 Schoolcraft Road 

Livonia 48150 

Tel: (313)522-4700 

TWX: 810-242-8775 

MINNESOTA 

tArrow Electronics 
5230 W. 73rd Street 
Edina 55435 
Tel: (612)830-1800 
TWX: 910-576-3125 
tindustrial Components 
5229 Edina Industrial Blvd. 
Minneapolis 55435 
Tel: (612)831-2666 
TWX: 910-576-3153 
Hamilton /Avnet Electronics 
10300 Bren Rd. East 
Minnetonka 55343 
Tel: (612)932-0666 
TWX: (910) 576-2720 
tHamilton/Avnet Electronics 
7449 Cahill Road 
Edina 55435 
Tel: (612)941-3801 
TWX: 910-576-2720 

MISSOURI 

tArrow Electronics 
2380 Schuetz 
St. Louis. MO 63141 
Tel: (314) 567-6888 
tHamilton/Avnet Electronics 
13743 Shorline Ct. 
. Earth City 63045 
Tel: (314)344-1200 
TWX: 910-762-0684 



NEW HAMPSHIRE 

tArrow Electronics 
1 Perimeter Drive 
Manchester 03103 
Tel: (603) 668-6968 
TWX: 710-220-1684 

NEW JERSEY 

tArrow Electronics 

Pleasant Valley Avenue 

Moorestown 08057 

Tel: (215) 928-1800 

TWX: 710-897-0829 

tArrow Electronics 

285 Midland Avenue 

Saddle Brook 07662 

Tel: (201) 797-5800 

TWX: 710-998-2206 

tHamilton/Avnet Electronics 

1 Keystone Ave. 

BIdg. 36 

Cherry Hill 08003 

Tel: (609) 424-0100 

TWX: 710-940-0262 

Hamilton/Avnet Electronics 

10 Industrial Road 

Fairfield 07006 

Tel: (201) 575-3390 

TWX: 710-734-4388 

tHarvey Electronics 

45 Route 46 

Pinebrook 07058 

Tel: (201)227-1262 

TWX: 710-734-4382 

Measurement Technology Sales Corp. 

383 Route 46 W 

Fairfield, NJ 07006 

Tel: (201) 227-5552 

NEW MEXICO 

tAlliance Electronics Inc. 
llOSOCochitiS.E. 
Albuquerque 87123 
Tel: (505) 292-3360 
TWX: 910-989-1 151 
tHamilton/Avnet Electronics 
2524 Baylor Drive S.E. 
Albuquerque 87119 
Tel: (505) 765-1500 
TWX: 910-989-0614 

NEW YORK 

tArrow Electronics 
900 Broad Hollow Rd. 
Farmingdale, NY 11735 
Tel: (516)694-6800 
TWX: 510-224-6494 
tArrow Electronics 
3000 South Winton Road 
Rochester 14623 
Tel: (716) 2750300 
TWX: 510-253-4766 
tArrow Electronics 
7705 Maltage Drive 
Liverpool 13088 
Tel: (315) 652-1000 
TWX: 710-545-0230 
Arrow Electronics 
20 Oser Avenue 
Hauppauge 11787 
Tel: (516)231-1000 
TWX: 510-227-6623 
tHamilton/Avnet Electronics 
333 Metro Park 
Rochester 14623 
Tel: (716) 475-9130 
TWX: 510-253-6470 
tHamilton/Avnet Electronics 
16 Corporate Circle 
E. Syracuse 13057 
Tel: (315)437-2641 
TWX: 710-541-1560 
tHamilton/Avnet Electronics 
5 Hub Drive 

Melville, Long Island 11746 
Tel: (516)454-6000 
TWX: 510-224-6166 
Harvey Electronics 
P.O. Box 1208 
Binghampton 13902 
Tel: (607)748-8211 
TWX: 510-2520893 



tMicrocomputer System Technical Demonstrator Centers 
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NEW YORK (Cont.) 

tHarvey Electronics 

60 Crossways Park West 

Woodbury, Long Island 11797 

Tel: (516) 921-8920 

TWX: 510-221-2184 

Harvey /Rochester 

840 Fairport Park 

Fairport 14450 

Tel: (716)381-7070 

TWX: 510-253-7001 

Measurement Technology Sales Corp. 

169 Northern Blvd. 

Greatneck 11021 

Tel: (516) 482-3500 

TWX: 510-2230846 

NORTH CAROLINA 

Arrow Electronics 
938 Burke Street 
Winston-Salem 27102 
Tel: (919)725-8711 
TWX: 510-931-3169 
tHamilton/Avnet Electronics 
2803 Industrial Drive 
Raleigh 27609 
Tel: (919)829-8030 
TWX: 510-928-1836 
Pioneer/Carolina 
106 Industrial Ave. 
Greensboro 27406 
Tel: (919)273-4441 
TWX: 510-925-1114 

OHIO 

Arrow Electronics 
lOKnolkrest Dr. 
Reading, OH 45237 
. Tel: (513)761-5432 
TWX: 810-461-2670 
Arrow Electronics 
7620 McEwen Road 
Centerville 45459 
Tel: (513)435-5563 
TWX: 810-459-1611 
Arrow Electronics 
6238 Cochran Rd. 
Solon 44139 
Tel: (216) 248-3990 
TWX: 810-427-9409 
tHamilton/Avnet Electronics 
954 Senate Drive 
Dayton 45459 
Tel: (513)433-0610 
TWX: 910-450-2531 
tHamilton/Avnet Electronics 
4588 Emery Industrial Parkway 
Warrensville Heights 44128 
Tel: (216) 831-3500 
TWX: 810-427-9452 
tPioneer/Dayton 
4433 Interpoint Blvd. 
Dayton 45424 
Tel: (513) 236-9900 
TWX: 810-459-1622 
tPioneer/Cleveland 
4800 E. 131st Street 
Cleveland 44105 
Tel: (216) 587-3600 
TWX: 810-422-2211 

OKLAHOMA 

tComponents Specialties, Inc. 

7920 E. 40th Street 

Tulsa 74145 

Tel: (918)664-2820 

TWX: 910-845-2215 



OREGON 

fAlmac/Stroum Electronics 
8022 S.W. Nimbus, BIdg. 7 
Beaverton 97005 
Tel: (503)641-9070 
TWX: 910-467-8743 
tHamilton/Avnet Electronics 
6024 S.W. Jean Rd. 
BIdg. C. Suite 10 
Lake Oswego 97034 
Tel: (503) 635-7848 
TWX: 910-455-8179 

PENNSYLVANIA 

Arrow Electronics 
650 Seco Rd. 
Monroeville, PA 15146 
Tel: (412)856-7000 
tArrow Electronics 
650 Seco Rd. 
Monroeville 15146 
Tel: (412)856-7000 
Pioneer/Pittsburgh 
259 Kappa Drive 
Pittsburgh 15238 
Tel: (412) 782-2300 
TWX: 710-795-3122 
Pioneer/Delaware Valley 
261 Gibraltar Road 
Horsham 19044 
Tel: (215)674-4000 
TWX: 510-665-6778 

TEXAS 

Arrow Electronics 

13715 Gama Road 

Dallas 75234 

Tel: (214)386-7500 

TWX: 910-860-5377 

Arrow Electronics, Inc. 

10700 Corporate Drive, Suite 100 

Stafford 77477 

Tel: (713)491-4100 

TWX: 910-880-4439 

Component Specialties, Inc. 

8222 Jamestown Drive 

Suite 115 

Austin 78758 

Tel: (512) 837-8922 

TWX: 910-874-1320 

tComponent Specialties, Inc. 

10907 Shady Trail. Suite 101 

Dallas 75220 

Tel: (214)357-6511 

TWX: 910-861-4999 

tComponent Specialties, Inc. 

8181 Commerce Park Drive, Suite 700 

Houston 77036 

Tel: (713)771-7237 

TWX: 910-881-2422 

Hamilton/Avnet Electronics 

10508A Boyer Blvd. 

Austin 78757 

Tel: (512)837-8911 

TWX: 910-874-1319 

tHamilton/Avnet Electronics 

2111 W. Walnut Hill Lane 

Iving 75062 

Tel: (214)659-4100 

TWX: 910-860-5929 

tHamilton/Avnet Electronics 

3939 Ann Arbor Drive 

Houston 77063 

Tel: (713) 780-1771 

TWX: 910-881-5523 

UTAH 

tHamilton/Avnet Electronics 
1585 West 2100 South 
Salt Lake City 84119 
Tel: (801) 972-2800 
TWX: 910-925-4018 



WASHINGTON 

tAlmac/Stroum Electronics 
5811 Sixth Ave. South 
Seattle 98108 
Tel: (206) 763-2300 
TWX: 910-444-2067 
tHamilton/Avnet Electronics 
14212 N.E. 2l8t Street 
Bellevue 98005 
Tel: (206) 453-5844 
TWX: 910-443-2469 
tWyle Distribution Group 
1750 132nd Avenue N.E. 
Bellevue 98005 
Tel: (206) 453-8300 
TWX: 910-443-2526 
WISCONSIN 
tArrow Electronics 
430 W. Rausson Avenue 
Oakcreek 53154 
Tel: (414)764-6600 
TWX: 910-262-1193 
tHamilton/Avnet Electronics 
2975 Moorland Road 
New Berlin 53151 
Tel: (414)784-4510 
TWX: 910-262-1182 

CANADA 
ALBERTA 

tL.A. Varah Ltd. 
4742 141h Street N.E. 
Calgary T2D 6L7 
Tel: (403)230-1235 
TWX: 038-258-97 

Zentronics 
9224 27th Avenue 
Edmonton T6N 1B2 
Tel: (403) 463-3014 
Telex: 03742841 
Zentronics 
3651 2l8t N.E. 
Calgary T2E 6T5 
Tel: (403) 230-1422 

BRITISH COLUMBIA 

tL.A. Varah Ltd. 
2077 Alberta Street 
Vancouver V5Y 1C4 
Tel: (604)873-3211 
TWX: 610-929-1068 
Zentronics 
550 Cambie St. 
Vancouver V6B 2N7 
Tel: (604) 688-2533 
TWX: 04-5077-89 

MANITOBA 

L.A. Varah 

1-1832 King Edward Street 

Winnipeg R2R ONI 

Tel: (204)633-6190 

TWX: 07-55-365 

Zentronics 

590 Berry St. 

Winnipeg R3H OS 1 

Tel: (204) 775-8661 

NOVA SCOTIA 

Zentronics 

30 Simmonds Dr., Unit B 

Dartmouth, B3B 1R3 



ONTARIO 

tHamilton/Avnet Electronics 

6845 Rexwood Road, Units G & H 

Mississauga L4V IMS 

Tel: (416)677-4732 

TWX: 610-492-8867 

tHamilton/Avnet Electronics 

1735 Courtwood Cresent 

Ottawa K2C 3J2 

Tel: (613)226-1700 

TWX: 053-4971 

tL.A. Varah. Ltd. 

505 Kenora Avenue 

Hamilton L8E 3P2 

Tel: (416)561-9311 

TWX: 061-8349 

tZentronics 

141 Catherine Street 

Ottawa K2P 1C3 

Tel: (613)238-6411 

TWX: 053-3636 

tZentronics 

8 Kilbury Ct. 

Brampton, Ontario 

Toronto, L6T 3T4 

Tel: (416)451-9600 

Telex: 06-976-78 

Zentronics 

564/ 10 Weber St., N. 

Waterloo, NAL 5C6 

Tel: (519)884-5700 

QUEBEC 

tHamilton/Avnet Electronics 

2670 Sabourin Street 

St. Laurent H4S 1M2 

Tel: (514)331-6643 

TWX: 610-421-3731 

Zentronics 

5010 Rue Pare Street 

Montreal H4P 1P3 

Tel: (514) 735-5361 

TWX: 05-827-535 



tMicrocomputer System Technical Demonstrator Centers 



inter 



3065 Bowers Avenue 
Santa Clara,. California 95051 
Tel: (408) 987-8080 
TWX: 910-338-0026 
TELEX: 34-6372 

CALIFORNIA 

Intel Corp. 

1601 Old Bayshore Hwy. 

Suite 345 

Burlingame 94010 

Tel: (415) 692-4762 

TWX: 910-375-3310 

Intel Corp. 

20OO E. 4th Street 

Suite 110 

Santa Ana 92705 

Tel: (714) 835-2670 

TWX: 910-595-2475 

Intel Corp. 

7670 Opportunity Road 

San Diego 921 11 

Tel: (714)268-3563 

Intel Corp. 

5530 N. Corbin Ave. 

Suite 120 

Tarzana 91356 

Tel: (213)708-0333 

COLORADO 

Intel Corp. 

650 South Cherry 

Suite 720 

Denver 80222 

Tel: (303)321-8086 

TWX: 910-931-2289 

CONNECTICUT 

Intel Corp. 

36 Padanaram Rd. . 
Danbury, CT 06810 
Tel: (203) 792-8366 

FLORIDA 

Intel Corp. 

1500 N.W. 62nd Street 

Suite 104 

Ft. Lauderdale 33309 

Tel: (305)771-0600 

TWX: 510-956-9407 

Intel Corp. 

500 N. Maitland Ave. 

Suite 205 

Maitland. FL 32751 

Tel: (305) 628-2393 

TWX: 810-853-9219 

Intel Corp. 

5151 Adanson St. 

Orlando 32804 

Tel: (305) 628-2393 

GEORGIA 

Intel Corp. 

3300 Holcomb Bridge Rd. #225 

Norcross. GA 30092 

Tel: (404)449-0541 

ILLINOIS 

Intel Corp. 

2550 Golf Road 

Suite 815 

Rolling Meadows 60008 

Tel: (312)981-7230 

TWX: 910-253-1825 

KANSAS 

Intel Corp. 

9393 W. 110th Street 

Suite 265 

Overland Park 66210 

Tel: (913)642-8080 

MARYLAND 

Intel Corp. 
7257 Parkway Drive 
Hanover 21076 
Tel: (301) 796-7500 
TWX: 710-862-1944 
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MASSACHUSETTS 

Intel Corp. 
27 Industrial Avenue 
Chelnrtsford 01824 
Tel: (617) 256-1800 
TWX: 710-343-6333 

MICHIGAN 

Intel Corp. 

26500 Northwestern Hwy. 

Suite 401 

Southfield 48075 

Tel: (313) 353-0920 

TWX: 810-244-4915 

MINNESOTA 

Intel Corp. 

7401 Metro Blvd. 

Suite 355 

Edina 55435 

Tel: (612) 835-6722 

TWX: 910-576-2867 

MISSOURI 

Intel Corp. 

502 Earth City Plaza 

Suite 121 

Earth City 63045 

Tel: (314) 291-1990 

NEW JERSEY 

Intel Corp. 

2460 Lemoine Avenue 

Ist Floor 

Ft. Lee 07024 

Tel: (201) 947-6267 

TWX: 710-991-8593 

NEW YORK 

Intel Corp. 
2255 Lyell Avenue 
Rochester, NY 14606 
Tel: (716)254-6120 

NORTH CAROLINA 

Intel Corp. 

2306 W. Meadowview Rd. 
Suite 206 

Greensboro, NC 27407 
Tel: (919) 294-1541 

OHIO 

Intel Corp. 

Chagrin-Brainard BIdg. Suite 300 

28001 Chagrin Blvd. 

Cleveland 44122 

Tel: (216) 464-2736 

TWX: 810-427-9298 

Intel Corp. 

6500 Poe Avenue 

Dayton 45414 

Tel: (513)890-5350 

TWX: 810-450-2528 

OREGON 

Intel Corp. 

10700 S.W. Beaverton-Hillsdale Hwy. 

Suite 22 

Beaverton 97005 

Tel: (503) 641-8086 

TWX: 910-467-8741 

PENNSYLVANIA 

Intel Corp. 

500 Pennsylvania Avenue 
Fort Washington 19034 
Tel: (215) 641-1000 
TWX: 510-661-2077 

Intel Corp. 

201 Penn Center Blvd. 
Suite 301 W. 
Pittsburgh. PA 15235 
Tel: (412) 823-4970 



TEXAS 

Intel Corp. 

313 E. Anderson Lane 
Suite 314 
Austin 78752 
Tel: (512)454-8477 
TWX: 910-874-1347 
Intel Corp. 

2925 L.B.J. Freeway 
Suite 175 
' Dallas 75234 
Tel: (214) 241-2820 
TWX; 910-860-5617 
Intel Corp. 

6420 Richmond Avenue 
Suite 280 
Houston 77057 
Tel: (713) 784-1300 
TWX: 910-881-2490 

VIRGINIA 

Intel Corp. 

7700 Leesburg Pike 

Suite 412 

Falls Church 22043 

Tel: (703) 734-9707 

TWX: 710-931-0625 

WASHINGTON 

Intel Corp. 

1603 116th Ave. N.E. 
Suite 114 
Bellevue 98005 
Tel: (206) 232-7823 
TWX: 910-443-3002 

WISCONSIN 

Intel Corp. 

150 S. Sunnyslope Road 

Suite 148 

Brookfield 53005 

Tel: (414) 784-9060 

CANADA 

Intel Corp. 

50 Galaxy Blvd. 

Unit 12 

Rexdale, Ontario 

M9W4Y5 

Tel: (416) 675-2105 

Telex: 069-89278 

Intel Corp. 

39 Bells Corners 

Ottawa, Ontario 

K2H 8R2 

Tel: (613) 829-9714 

Telex: 053-4115 



Intel 



Intel Corporation 
3065 Bowers Avenue 
SalitaClara.CA 95051 

Inltel Corporation S-A. 

Pdrc Seny 

Riae du Moulin a Papier 51 

Bqite 1 

Bril 160 Brussels 

Belgium 

ln|el Japan K.K. 

5-6 Tokodai Toyosato-machi 

Tslikuba-gun, Ibaraki-ken 300-26 

Japan 
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